
SF-10,BLACK INK

MSDS Number
BDNQZ

National Stock Number
7510-00-249-3811

Product Name
SF-10,BLACK INK

Manufacturer
MULTIGRAPHICS

Product Identification
Product ID:SF-10,BLACK INK
MSDS Date:01/01/1987
FSC:7510
NIIN:00-249-3811
MSDS Number: BDNQZ

Responsible Party
MULTIGRAPHICS 

Emergency Phone: 216-271-2300

Cage: 09177

Contractor
VIBRA SCREW INC 

TOTOWA, NJ 07512-2207 

US 

847-375-1700

Cage: 09117

Ingredients
PETROLEUM HYDROCARBONS(SEVERELY HYDROTREATED) CAS#

Fraction By Weight: 11%

Hazards
Effects of Overexposure:SKIN:EXP MAY CAUSE IRRIT OR DERMATIT.EYE:CAUSE
BURN,IRRIT.INHAL:HDCH,DIZ,DROWSE,NAUSEA.SEE SUPP DATA

First Aid
First Aid:SKIN:WASH WITH SOAP & WATER.EYE:FLUSH W/ COPIOUS AMOUNTS OF
WATER 15 MIN. INGEST: DO NOT INDUCE VOMIT. GET MEDICAL AID.

Fire Fighting
Flash Point:>200F,>93C PMCC
Extinguishing Media:CO*2,FOAM OR DRY CHEMICAL
Fire Fighting Procedures:WATER MAY BE INEFFECT,USED TO COOL CONTAINERS
EXPOS TO FLAME
Unusual Fire/Explosion Hazard:DENSE SMOKE MAY BE GENERATED WHILE
BURNING.

Accidental Release
Spill Release Procedures:WIPE UP.DISPOSE OF WIPES IN CONTAINER APPRV
FOR OILY WASTE.PREVENT RUN-OFF TO SEWER,STREAMS,OR OTHER WATERWAYS.

Handling
Handling and Storage Precautions:KEEP CONTAINERS CLOSED AVOID EXTREME

https://msdsreport.com/msds/BDNQZ



HEAT OR COLD INK-SOILED CLOTHS ARE SUBJECT TO SPONTANEOUS COMBUST &
SHOULD BE KEPT IN APPRV SAFETY CONTAINERS.
Other Precautions:READ & FOLLOW PRECAUTIONS ON CONTAINER LABEL.FOR
INDUTRIAL USE ONLY.DO NOT RE-USE CONTAINER.

Exposure Controls
Respiratory Protection:NOT NORMALLY REQUIRED
Ventilation:AIR EXCHANGE RATES OF APPROX 5-6 ROOM VOLUME CHANGES/HOUR.
Protective Gloves:OPTIONAL
Eye Protection:OPTIONAL
Other Protective Equipment:GLOVES,APRON,BOOTS,IMPERVIOUS CLOTHING AS
NEEDED.
Supplemental Safety and Health
MSDS PREP:MAR 13,1986.OVEREXPOSURE:INGEST:IRRITATION OR GASTRIC
DISTURBANCE.

Chemical Properties
HCC:N1
Boiling Pt:B.P. Text:>200F,>93C
Vapor Pres:0
Vapor Density:>1
Spec Gravity:>1
Evaporation Rate & Reference:SLOWER THAN BUAC
Solubility in Water:INSOLUBLE
Appearance and Odor:BLACK PASTE,OILY ODOR

Stability
Stability Indicator/Materials to Avoid:YES
STRONG OXIDIZING AGENTS.
Stability Condition to Avoid:CONTACT W/ STRONG OXIDIZING AGENTS
Hazardous Decomposition Products:NONE(PER MFR)

Disposal
Waste Disposal Methods:REFER TO LOCAL REGULATIONS RELATIVE TO SOLID
WASTE DISPOSAL.DISPOSAL IN ACCORDANCE TO LOCAL,STATE,FEDERAL
REGULATION.

Disclaimer (provided with this information by the compiling agencies):
This information is formulated for use by elements of the Department
of Defense. The United States of America in no manner whatsoever,
expressly or implied, warrants this information to be accurate and
disclaims all liability for its use. Any person utilizing this
document should seek competent professional advice to verify and
assume responsibility for the suitability of this information to their
particular situation.
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