Fontana Unified School District
GRAFFITI RESISTANT COATINGS
09 96 60
Part 1 GENERAL
1.01 SECTION INCLUDES
A. Clear graffiti resistant coating on exterior walls.
1.02 REFERENCES 
A. AQMD, Local Regulations.
1.03 SUBMITTALS
A. Product data.
B. Manufacturer's application instructions.
1.04 QUALITY ASSURANCE
A. Product Manufacturer:  Company specializing in manufacturing quality paint and finish products with ten years experience.
B. Applicator:  Company specializing in commercial painting and finishing with five years experience.
C. Regulatory Requirements
(1) Conform to Environmental Protection Agency (EPA) California Air Resources Board (CARB) Regulations and AQMD, Local Regulations.
(2) Comply with applicable codes and regulations of governmental agencies having jurisdiction including those having jurisdiction over airborne emissions and industrial waste disposal.  Where those requirements conflict with this Specification, comply with more stringent provisions.
D. Field Samples
(1) Provide four feet square field sample panel.
(2) Locate as approved by Architect.
(3) Three days or more after sample panel has been in place, demonstrate effectiveness of material by applying graffiti with indelible markers and spray paint.  After graffiti has dried sufficiently, remove all traces of graffiti with specified remover and cleaner.
1.05 DELIVERY, STORAGE AND HANDLING
A. Deliver products to site in sealed and labeled containers.
B. Container labeling to include manufacturer's name, type of coating brand name, brand code, coverage, surface preparation, drying time, cleanup, and instructions for mixing and reducing.
C. Store materials at coolest possible temperature of 45 degrees F and maximum of 90 degrees F, in well ventilated area unless required otherwise by manufacturer's instructions.
1.06 
ENVIRONMENTAL REQUIREMENTS
A. Do not apply coatings during rain, or when relative humidity is above 50 percent, unless required otherwise by manufacturer's instructions.
B. Provide adequate fire prevention measures, including, but not limited to extinguishers, fans, signs and barricades.  Avoid sparks, flame and contact with electric motors.
1.07 EXTRA STOCK
A. Provide one gallon container of coating specified.
B. Provide a one gallon container of remover and cleaner specified.
C. Label each container with the manufacturer's label.
1.08 WARRANTY
A. Provide under provisions of Division 1, General Requirements.
B. Coating system shall be guaranteed under this Section to be free of defects, and shall remain non-fugitive for a period of two years from date of certified completion.
Part 2 PRODUCTS
2.01 MANUFACTURERS
A. Products of following manufacturers form basis for design and quality intended.
(1) PROSOCO, Kansas City, MO.
(2) Diedrich Technologies, Inc., Oak Creek, WI.
(3) Euclid Chemical Company, Cleveland, OH.
(4) Perma Shield, MonoPole Inc. Glendale, CA.
B. Or equal as approved in accordance with Division 1, General Requirements for substitutions.
2.02 MATERIALS
A. Products:
(1) Okon W2 & Plugger.
(2) DEFACER ERASER Graffiti Wipe.
(3) SURE KLEAN VANA TROL Masonry Cleaner.
B. Coating:  Penetrating, non-sacrificial oleophopic and water repellent.
C. Coating shall cure to non-gloss state.
Part 3 
EXECUTION
3.01 PREPARATION
A. Surface shall be free of grout or masonry smears.  Surfaces shall be structurally sound, dry, clean and free of dust, dirt, grime, oils/scale, rust, silicones, curing and/or parting compounds, alkali or acid residues.
B. Clean surface with specified cleaner.  
C. Clean surface without injuring or causing damage to surface.
D. Rinse thoroughly to remove cleaning compounds and residues.  Allow surfaces to dry for minimum of 24 hours before application.
3.02 APPLICATION
A. Apply specified coating in saturating flood application from bottom up.
B. Apply sufficient material to produce 6 to 8 inch rundown below contact point of spray pattern.  Allow first application to penetrate five to ten minutes.
C. Do not allow first application to dry completely before making second application.  Reapply in same saturating manner.
D. If brushes or deep-nap rollers are used, saturate surface to point of rejection.
E. Apply coating to minimum height of 9 ft.
F. Comply with manufacturer's recommendations for application thickness, number of applications, dwell time and method of application.
3.03 PROTECTION
A. Protect surrounding painted surfaces, ground cover and plant life from exposure to graffiti remover to avoid damage.
B. Protect adjacent metal or glass surfaces by covering with polyethylene sheets, thoroughly taped at edges and joints.
C. Avoid wind drift and take all precautions to prevent harm to building occupants, pedestrians, vehicles and adjacent properties.
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