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orAlorUst MEMORANDUM

TO: Mr. Tim Wald
Assistant Superintendent for Finance & Building Operation
White Bear Lake Area Public Schools

FROM: Thomas A. Sohrweide, PE (MN), PTOE
Chad Jorgenson, PE (MN), PTOE
Justin Anibas, EIT

DATE: January 11, 2021

RE: White Bear Lake Area High School Expansion Traffic Study - Traffic Study Findings
SEH No. ISDWB 154475

This technical memorandum provides findings related to the traffic study for the proposed expansion of the White
Bear Lake Area High School — North Campus and Central Middle School.

This study is considered “Phase 2” and is a follow up to the “Phase 1” study completed in Fall 2019. This Phase 2
study is more comprehensive and involves the analysis of a formal school site plan. At the request of the City of
White Bear Lake, Phase 2 also includes more intersections in the area around the school where there could be
potential impacts because of the development.

Traffic operations analyses were completed for the year of opening (2024) and full build out (2028) to identify the
anticipated impacts and needs for nearby roadways.

Figure 1 illustrates the immediate project area and highlights the high school and middle school sites as well as
the study intersections. The findings of this analysis will be useful to understand the development’s future impact
at the following intersections.

e Highway 61 at 4™ Street e Bald Eagle Avenue at 12™" Street/High
e Highway 61 at 7™ Street School Access
e Highway 61 at 8" Street o Bald Eagle Avenue at Stillwater Street
e Highway 61 at Highway 96 o Bald Eagle Avenue at Bald Eagle Boulevard
e Highway 61 at Buffalo Street o East Bald Eagle Blvd at Park
e Long Avenue at 8" Street Avenue/Beaver Street
e Washington Avenue at 8" Street o Division Street at Park Avenue
¢ Division Avenue at 7™ Street o Eagle Street at Park Avenue
¢ Division Avenue at 8" Street o East Bald Eagle Boulevard at Buffalo Street
¢ Division Avenue at both High School o Eagle Street at Buffalo Street
Accesses (Existing and Future locations) e Hugo Road at Buffalo Street
e Bloom Avenue at 4" Street
e Bloom Avenue at 5" Street
e Bald Eagle Avenue at 41" Street
e Bald Eagle Avenue at 5" Street
e Bald Eagle Avenue at 9" Street
o Bald Eagle Avenue at Future High School

Access
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EXECUTIVE SUMMARY

The traffic operations of the study intersections were analyzed under 2024 year of opening and 2028 full build
school year conditions with two different school start times; the first with a high school start time of 8:30 AM and a
middle school start time of 8:00 AM and the second with a high school start time of 7:30 AM and a middle school
start time of 8:00 AM. The traffic operations analysis results indicate that shifting the high school start time later
into the morning would be beneficial because the school arrival peak hour would have less overlap with the AM
peak hour on Highway 61. In Phase 1 of this study it was found that having the high school and middle school
start at least 30 minutes apart would reduce the peak 15-minute traffic demands. Though the School District has
yet to change their school start times, the analysis finds that a 30-minute gap is important to mitigate peak traffic
demands.

Trips were generated for each school using the ITE Trip Generation Manual, 10" Edition. Trips were distributed
using the White Bear Lake School District's Demographic, Housing, & Enrollment Analysis (dated August 2018),
traffic count data and the current school site plan. The Demographic, Housing, & Enrollment Analysis report also
provided existing and projected school enroliments, which are shown in Table 1.

Table 1 — School Enroliment

Enroliment
Scenario Year - -
High School | Middle School
Existing 2019 1,225 1,270
Year of Opening | 2024 2,850 1,350
Full Build 2028 3,476 1,350

Traffic operations analysis concluded that the northbound left turns off of Highway 61 and the minor street
approaches to the Highway 61 study signals currently do not receive enough time in the signal cycle. These
issues can be improved, but likely not completely eliminated, with a modified school start time, a signal at
Highway 61/8™ Street, and signal timing improvements along the Highway 61 corridor. Improvements along
Highway 61 will need to be coordinated with MnDOT and the Rush Line Project (signal at Highway 61/8" Street).

Traffic operations analysis concluded that long delays and queues are expected on Hugo Road during the school
dismissal peak hour. This delay is a function of how much green time eastbound Buffalo Street gets at the
Highway 61/Buffalo Street intersection. In order to improve operations for eastbound Buffalo Street (and Hugo
Road) a leading eastbound protected phase at the Highway 61/8™ Street signal should be added.

When the school site is expanded, 8™ Street is expected to carry a large portion of the trips into and out of the
school area, as a result the intersection of Highway 61/8" Street will need to operate with a traffic signal and the
intersection of Division Avenue/8™ Street must be converted into an all-way stop controlled (or mini roundabout
controlled) intersection. The intersection of Division Avenue/7t" Street should have the same traffic control as
Division Avenue/8™" Street. 8" Street between Highway 61 and Division Avenue will need to be modified in order
to provide acceptable traffic operations for two-way traffic. Table 2 shows the three 8" Street alternatives
analyzed as well as the benefits and disadvantages of each option compared to the existing condition.
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Table 2 — 8" Street Alternatives
Alternative Figure Tost:::ﬁgc;ss Advantages Disadvantages
- Unable to maintain
o -Maintain parking on acceptable traffic
Current Condition 281t both sides of 8" Street | operations
- No sidewalk
-Least amount of - No right turn lane
Alternative 1 — Remove Parking Figure 15 08 ft reconstruction at Division
- Add Sidewalk - Adds Sidewalk - No on-street
parking
Alternative 2 — Retain On-Street - Adds Sidewalk - No right turn lane
Parking on South Side - Add Figure 16 36 ft at Division
Sidewalk - Re_moves on-street
parking on one side
- Westbound right turn | - Most
Alternative 3 — Right Turn Lane lane at Division reconstruction
at Division — Retain On-Street Figure 17 48 ft - Adds Sidewalk required/largest
Parking on South Side — Add - Best overall cross section
Sidewalk operations - Removes on-street
parking on one side

As part of the school’s site plan, dedicated right and left turn lanes in the pick-up/drop off access and a left turn
lane into the student parking access are required to maintain acceptable traffic operations on Division Avenue.
Dedicated right and left turn lanes are recommended along Bald Eagle Avenue at the main student entrance just
north of 9" Street.

There is currently a lack of pedestrian facilities north of 12t Street on Bald Eagle Avenue and Division
Avenue/Street as well as on 8™ Street. There are currently no specific bicycle accommodations on Division
Avenue/Street, 7" Street or 8" Street. The following pedestrian and bicycle accommodations are recommended
to improve pedestrian and bicycle safety and accessibility to the school site (see Figure 18).

Add sidewalk/trail on the south side of 8" Street between Highway 61 and Bloom Avenue
Add sidewalk/trail on the east side of Bald Eagle Avenue from 12! street to Bald Eagle Boulevard
Add sidewalk/trail on the west side of Division Avenue/Street from 12" Street to Park Avenue

A marked, mid-block crossing should be added to connect the sidewalk on the west side of Division Avenue
to the planned White Bear Lake Art Center parking lot on the east side of the Division Avenue. This crossing
should occur south of the school area where Division Avenue is a 2-lane roadway to reduce the pedestrian
crossing distance and should have crosswalk warning and advance warning signs.

Crosswalks should be marked at all stop-controlled roadway and access driveway crossings along Division
Avenue and Bald Eagle Avenue to increase the visibility of the pedestrian crossing and improve pedestrian
safety.

Any uncontrolled marked crosswalks along Division Avenue and Bald Eagle Avenue should have crosswalk
warning and advance warning signs to improve pedestrian safety.

Any uncontrolled crossings north of the school on Division Avenue or Bald Eagle Avenue should be further
investigated with a sidewalk feasibility study.




White Bear Lake Area High School Expansion Traffic Study - Traffic Study Findings
January 11, 2021
Page 5

The current school site plan, which has gone through many design iterations, meets many of the design
guidelines and best practices outlined in the Texas Transportation Institute’s Operations and Safety Around
Schools: Overview of Project Activities and Findings report in order to provide safe and efficient operations for all
modes of travel within a school site.

Currently, some of the school buses enter the school area by making a northbound left turn off of Highway 61. As
required by law, the buses stop for the railroad crossing. Because of the location of the crossing, the buses stop
in the intersection. When multiple buses make turns off of Highway 61 at the same intersection, all of the buses
being required to stop slows the flow of those left turn movements and increases the queues and delays for other
vehicles turning left off of Highway 61. In order to avoid this issue and northbound left turning vehicles moving as
efficiently as possible along Highway 61, the school will establish bus routing that avoids use of left turn lanes on
northbound Highway 61 at 7t and 8™ Streets. Furthermore, all regular attendance school busses will enter and
exit the high school site off Bald Eagle Avenue and will travel through the site as shown in Figure 21. The school
bus pick up/drop area on the high school site will serve buses for both the Middle and High Schools.
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DATA COLLECTION

Due to the health pandemic and its impact on school operations in Spring and Fall of 2020, current traffic turning
movement volumes were not able to be collected as part of this study. However, 2019/2020 turning movement
count data for the following intersections were used in this study. All of the counts used occurred during school
days.

e Highway 61 at 4™ Street (October 2019 — Signal Timing Study)

e Highway 61 at 7! Street (October 2019 — Signal Timing Study)

e Highway 61 at 8" Street (January 2020 — WBL Art Center Study)

e Highway 61 at Highway 96 (October 2019 — Signal Timing Study)

e Highway 61 at Buffalo Street (October 2019 — Signal Timing Study)
e Long Avenue at 8" Street (January 2020 — WBL Art Center Study)

In order to estimate existing school year traffic demands for the remaining study intersections, StreetLight data
was used. StreetlLight is a “big data” online platform that collects traffic and trip data from GPS applications and
devices. For this study, the StreetlLight data was used with existing AADT (Average Annual Daily Traffic)
information from MnDOT in order to estimate hourly traffic demands throughout the day. The hourly traffic
demand estimates using StreetLight Data were then compared to the known volumes along Highway 61 and at 8%
St/Long Avenue and adjusted to create an estimate of existing demands.

SEH was granted access to Ramsey County’s StreetLight license through MnDOT’s regional subscription, for the
purpose of retrieving estimated existing (2020) school year turning movement demands at the remaining study
intersections where recent counts were not available.

The StreetLight methodology consisted of creating origin and destination zones for each entry and exit point at
the intersections and collecting weekday (Monday-Thursday) data from September 9, 2019 through November
22, 2019. These dates were used because school was in session and, therefore, the data could be used for
estimating school year traffic demands. StreetLight provided device captures of the trips making each movement
at the intersections during each hour of the day (total of 24-hours).

The StreetlLight data was calibrated by applying a factor to the counts after comparing known AADT data on the
roadway segments to the 24-hour StreetLight estimated traffic demands. The StreetLight counts were then
balanced and further factored/calibrated using the 2019/2020 turning movement counts along Highway 61 and at
8" Street/Long Avenue.

The final estimated hourly traffic volumes were then converted to 15-minute volumes using the 2019/2020 turning
movement counts along Highway 61 and at 8™ Street/Long Avenue. 15-minute volumes are important for this
analysis because a majority of school trips entering/exiting the site occur within 30 minutes of the start or end of
the school day.
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SAFETY

Crash data from January 1, 2015 through December 31, 2019 was obtained from MnDOT’s crash mapping
analysis software (MnCMAT2). The type and severity of crashes were reviewed and crash rates were calculated
for each existing study intersection as well as three other intersections within the school area: Division Avenue at
Stillwater Street, Bloom Avenue at 7" Street, and Bloom Avenue at 8" Street. There was a total of 147 crashes
over the 5 years analyzed at the 28 intersections.

The crash rate at each intersection is expressed as a number of crashes per million entering vehicles (MEV). A
critical crash rate is a statistical rate that is unique to each intersection and is based on vehicular exposure and
the statewide average crash rate for similar intersections; the critical crash rate provides a statistical threshold for
screening intersections safety concerns.

The critical index is the crash rate divided by the critical crash rate, a ratio of the observed crash rate to the critical
crash rate. An intersection with a crash rate higher than the critical rate (critical index > 1) can indicate a safety
concern at the intersection and the site should be further reviewed; a site with a critical index below 1.0 implies
that the site does not deviate significantly from the statewide trends.

Crash severity is separated into five categories based on injuries sustained during the crash
e Fatal — Crash that results in death

e Severity A — Crash that results in a serious injury

e Severity B — Crash that results in a minor injury

e Severity C — Crash that results in possible injury

e Property Damage — Crash that results in property damage only, with no injuries.

The following trends are evident in the 2015-2019 intersection crash data:

Highway 61 Intersections
e 109 total crashes at 5 Highway 61 study intersections.

e Highway 61 at 4™ Street had the most crashes with 51 during the 5-year analysis period.
e None of the Highway 61 intersections have crash rates that exceed the critical rate.
e 55 of the 109 crashes (50%) were rear end crashes.
— 35 (64%) were on Highway 61 and the remaining 20 were on the minor streets.
— Eastbound 4™ Street had the most rear end crashes for minor streets with 12.
e 24 of the 109 crashes (22%) were right angle crashes.
e 83 of the 109 crashes (76%) occurred under daylight conditions.
e 76 of the 109 crashes (69%) occurred when the roadway was dry.
e 46 of the 109 crashes (42%) occurred during the AM (6 to 9 AM) or PM (3 to 6 PM) peak periods.
e There doesn’t seem to be a significant trend in crashes based on day of the week or month of the year.
e There were 3 pedestrian and 2 bicycle crashes at the Highway 61 intersections.
— 2 pedestrian and 2 bicycle crashes at the intersection of Highway 61 at 4™ Street.
— 1 pedestrian crash at the intersection of Highway 61 at 7" Street.
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Other Intersections

38 total crashes at 23 study intersections

Bald Eagle Avenue at 4™ Street had the most crashes with 8 during the 5-year analysis period. None of the
other intersections have more than 5 crashes (1 or less crashes per year).

The intersection of Bald Eagle Avenue at 9" Street with 5 crashes from 2015 to 2019 is the only intersection
with a crash rate that exceeds the critical rate, indicating a possible safety concern.

— 2 of the 5 crashes were eastbound rear end crashes.

— 1 crash involved a vehicle backing out of the residential driveway on the east side of the intersection.
— 3 of the crashes involved wet, snowy, or icy roadway conditions.

The remaining 21 intersections do not have crash rates that exceed the critical rate.

10 of the 38 crashes (26%) were rear end crashes.

10 of the 38 crashes (26%) were right angle crashes.

31 of the 38 crashes (82%) occurred under daylight conditions.

23 of the 38 crashes (61%) occurred when the roadway was dry.

21 of the 38 crashes (55%) occurred during the AM (6 to 9 AM) or PM (3 to 6 PM) peak periods.

There doesn’t seem to be a significant trend in crashes based on day of the week or month of the year.

There was 1 pedestrian crash at the intersection of Division Avenue at the High School Entrance/12"" Street
and involved a pedestrian crossing the north side of the intersection and was struck by a vehicle that was
unable to stop.

Table 3 summarizes the crashes at each intersection by crash severity. The attached Tables A1 and A2
summarize the crashes at each intersection by severity and general crash diagram.
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Table 3 — Crash Analysis Summary

Severity Rate Information
Intersection iti iti
Fatal | A B C | PD | Total C;:tseh C;:t‘;a' ﬁ;';'::'

Hwy 61 at 4th St** 0 0 7 5 39 51 0.76 0.97 0.79
Hwy 61 at 7th St** 0 1 0 3 6 10 0.20 1.01 0.20
Hwy 61 at 8th St 0 0 3 0 4 7 0.14 0.35 0.40
Hwy 61 at Hwy 96** 0 0 3 3 17 23 0.48 0.71 0.67
Hwy 61 at Buffalo St** 0 0 1 4 13 18 0.48 0.75 0.64
Long Ave at 8th St 0 0 0 1 1 2 0.34 0.73 0.47
Washington Ave at 8th St 0 0 0 0 0 0 0.00 0.83 0.00
Division Ave at 7th St 0 0 1 0 2 3 0.51 1.07 0.48
Division Ave at 8th St 0 0 0 0 4 4 0.43 0.60 0.72
Division Ave at High School Exit 0 0 0 0 1 1 0.13 0.64 0.20
Division Ave at High School

Ertranoa/ 1ot St 9 0| o 1 1 0 2 026 | 064 | 040
Division Ave at Stillwater St @ 0 0 0 0 0 0 0.00 0.87 0.00
Bloom Ave at 4th St 0 0 0 1 2 3 0.15 0.45 0.33
Bloom Ave at 5th St 0 0 0 0 0 0 0.00 0.94 0.00
Bloom Ave at 7th St @) 0 0 0 0 0 0 0.00 0.80 0.00
Bloom Ave at 8th St 2 0 0 0 0 3 3 0.50 0.72 0.70
Bald Eagle Ave at 4th St 0 0 0 1 7 8 0.38 0.71 0.54
Bald Eagle Ave at 5th St 0 0 0 0 1 1 0.08 0.53 0.15
Bald Eagle Ave at 9th St 0 0 1 0 4 5 0.73 0.68 1.08
Bald Eagle Ave at High

Accoss /91 oth St gh School 0 0 0 0 0 0 0.00 072 | 0.00
Bald Eagle Ave at Stillwater St 0 0 0 1 3 4 0.52 0.65 0.80
Bald Eagle Ave at Bald Eagle Blvd 0 0 0 0 0 0 0.00 0.99 0.00
ngvgfg'te Blvd at Park Ave/ o| o | o | ol o 0 0.00 110 | 0.00
Division St at Park Ave 0 0 0 0 0 0 0.00 0.81 0.00
Eagle St at Park Ave 0 0 0 0 1 1 0.17 1.08 0.16
Bald Eagle Blvd at Buffalo St 0 0 0 0 0 0 0.00 1.67 0.00
Eagle St at Buffalo St 0 0 0 0 0 0 0.00 1.58 0.00
Hugo Rd at Buffalo St 0 0 0 0 0 0 0.00 0.59 0.00

Total 0 1 17 20 108 | 146

- **Signalized intersection
- Bold/Red Shaded indicates a calculated crash rate that is at or exceeding the critical rate
- (2) Notes non-study intersections included
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TRIP GENERATION

Enrolliment estimates and trip distribution was completed based on information in the White Bear Lake School
District's Demographic, Housing, & Enrollment Analysis report, dated August 2018. The proposed high school and
middle school are estimated to have 2,850 and 1,350 students respectively in the study analysis year of opening
2024, and 3,476 and 1,350 respectively in the study analysis full build out year of 2028. For the existing school
year analysis, North Campus enroliment of 1,225 and Central Middle School enroliment of 1,270 were used.

The Institute of Transportation Engineer’s (ITE) Trip Generation Manual, 10" Edition was used to develop school
trips for the AM and PM school traffic peak hours. These trip numbers compare favorably to actual traffic counts
taken by SEH at Wayzata High School. Tables 4 and 5 below summarize the site trip generation estimates for
the school’s arrival and dismissal peak hours based on 2024 and 2028 student populations.

Table 4 — 2024 School Trip Generation

Land Use Enrollment School Arrival Peak Hour School Dismissal Peak Hour
Enter Exit Total Enter Exit Total
High School 2,850 1,037 445 1,482 282 658 940
Middle School 1,350 423 360 783 217 255 472
Total 1,460 805 2,265 499 913 1,412
Table 5 — 2028 School Trip Generation
Land Use Enrollment School Arrival Peak Hour School Dismissal Peak Hour
Enter Exit Total Enter Exit Total
High School 3,476 1,265 542 1,807 344 803 1,147
Middle School 1,350 423 360 783 217 255 472
Total 1,688 902 2,590 561 1,058 1,619
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TRIP DISTRIBUTION

The trip distributions for the high school and middle school are based on the most recent site plans, traffic count
data, future housing information from the White Bear Lake School District's Demographic, Housing, & Enrollment
Analysis report, and routing trends seen in the StreetLight data.

Figure 2 shows the most recent site plan that was used when determining the high school trip distribution. This
site plan provides access to six school parking lots: three off of Bald Eagle Avenue, two off of Division Avenue,
and one off of Bloom Avenue. Pick up/drop off trips will be allowed on both the east and west side of the building.
All buses will enter/exit from Bald Eagle Avenue at the new school access.

For the high school, there is expected to be significantly different trip distribution for trips that will enter/exit the
site’s parking lots versus pick up/drop off trips. Parking trips will be routed based upon what parking lot they are
assigned to (using parking passes), where pick up/drop off trips will use whichever side of the building is more
convenient to them. Therefore, separate trip distributions were made for high school parking trips and high school
pick up/drop off trips. For this analysis, all vehicles that exit the high school site in the AM peak hour were
considered to be drop-off trips and all trips that enter the school site in the school dismissal peak hour were
considered pick-up trips (i.e. in the 2028 AM peak hour there are 542 drop off trips and 723 parking trips). For
parking lot trips, trips were distributed based on the number of parking spaces in each of the three available lots.

e 896 total student parking spaces

e 468 spaces in the Bald Eagle Avenue lot — 52% of all parking trips
e 278 spaces in the Division Avenue lot — 32% of all parking trips

e 150 spaces in the Bloom Avenue lot — 16% of all parking trips

The only difference between the distribution of the high school trips and the current high school site plan is that
the analysis assumes only two high school accesses on Bald Eagle Avenue and the most recent site plan has
three. However, the third access would only serve to improve traffic operations on Bald Eagle Avenue.

Based on the StreetlLight data, it was determined that a large portion of drop-off vehicles exiting the school sites
go south on Highway 61, most likely to access Interstate 35E, Interstate 694, Highway 36, or other major routes to
the south. Therefore, 33% of all traffic exiting the middle and high schools, which did not enter from the south on
Highway 61, is assumed to exit the school sites to the south on Highway 61.

Figures 3, 4 and 5 show the trip distributions for the proposed high school and middle school development.

The distribution of school traffic throughout the school arrival and dismissal peak hours was based on data
collected from Wayzata High School, which is similarly sized to the proposed expanded White Bear Lake Area
High School. The Wayzata High School traffic data was used to split the trips entering/exiting the school site in
each 15 minutes of the peak hour. This was done to ensure that the operations analysis considered that typically
most school arrival trips happen within 30 minutes of the start of school and that most dismissal trips happen
within 15 minutes of the end of school. These distributions were used for all build scenarios.
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Figure 2 — Proposed Site Plan
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SCHOOL START AND DISMISSAL TIMES

White Bear Lake High School — North Campus currently has a start time of 7:30 AM and a dismissal time of 2:15
PM and Central Middle School currently has a start time of 8:15 AM and a dismissal time of 3:00 PM. Currently,
the school traffic arrival peak hour coincides closely with the AM peak hour of traffic on Highway 61 and the
surrounding roadways.

Trends in education currently show a benefit for students with having later high school start times. Therefore,
additional start times were considered as shown in Table 6. In Phase 1, it was determined that the high school
start time should be spaced by no less than 30 minutes from the middle school start time, because a majority of
school traffic enters/exits the school within 30 minutes of the school start and end times. Spacing the two school
start times by at least 30 minutes will minimize the overlap between high school and middle school traffic.

Table 6 — School Start and Dismissal Time Alternatives

High School Middle School
Start Time | End Time | Start Time | End Time
Existing | 7:30 AM 2:15PM 8:15 AM 3:00 PM
Option 1 | 7:30 AM 2:15 PM 8:00 AM 2:45 PM
Option 2 | 8:30 AM 3:15 PM 8:00 AM 2:45 PM

Option

Using the three school start time options in Table 6, the number of existing trips on Highway 61 were used with
the estimated school trips using Highway 61 to compare the combined 2028 middle school, 2028 high school, and
Highway 61 trips for each 15 minute period of the school arrival and dismissal peak hour. Figures 6 and 7 show
this comparison.

The graphs show that when moving the high school start time to 8:30 AM, the 15-minute total combined peak
volume was lower than when the high school started at 7:30. By moving the high school start time later the school
arrival peak hour no longer has as much overlap with the AM peak hour of regular Highway 61 traffic.

During the school dismissal peak hour, the total combined school and Highway 61 traffic is controlled by the
roadway traffic along Highway 61. As the dismissal time pushes later into the afternoon the traffic volumes
steadily increase along Highway 61 due to the afternoon rush hour starting to begin.

Based on the start time comparison analysis and the operations analysis, the high school start time dictates the
peak 15-minutes of traffic volumes during the arrival peak hour and therefore, dictates any mitigations that will be
required to facilitate acceptable traffic operations.



Figure 6 — School Start Time Comparison
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Figure 7 — School Dismissal Time Comparison
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TRAFFIC FORECASTING

The daily traffic forecasts for major roadway segments in the study area under No Build conditions were
developed based upon historical AADTs provided by the Minnesota Department of Transportation. The resulting
annual background growth rates used to forecast traffic volumes to future analysis years of 2024 and 2028 were
2% for Highway 61, 0.5% for Highway 96 and City streets.

FUTURE CONDITIONS

As part of the bus rapid transit (BRT) project, a traffic signal is planned to be installed at the intersection of
Highway 61 at 8™ Street. This construction is anticipated to occur sometime after the 2024 year of opening for the
school, however, this signal is necessary to provide acceptable traffic operations during the school arrival and
dismissal peak hour and should be constructed before 2024. This installation of the signal at Highway 61 at 8™
Street will need to be coordinated with the Rush Line Project and MnDOT. It was therefore assumed that a traffic
signal would be present at the intersection of Highway 61 at 8" Street for all future analysis scenarios.

The future accesses for the school site were based on the most recent school site plan (Figure 2). The only
difference analysis and the current high school site plan is that the analysis assumes only two high school
accesses on Bald Eagle Avenue and the most recent site plan has three. However, the third access would only
serve to improve traffic operations on Bald Eagle Avenue.

OPERATIONAL ANALYSIS

Traffic operations analyses were conducted to determine the level of service (LOS), delay, and queuing
information for the school arrival and dismissal peak hour conditions of each scenario outlined later in this section.
LOS is a qualitative rating system used to describe the efficiency of traffic operations at an intersection. Six LOS
are defined, designated by letters A through F. LOS A represents the best operating conditions (no congestion),
and LOS F represents the worst operating conditions (severe congestion).

Traffic operations analyses were performed using Synchro/SimTraffic (Version 9) software package for all
scenarios. For signalized and unsignalized intersections Synchro/SimTraffic uses the methods outlined in the
2010 Highway Capacity Manual (HCM). LOS for intersections is determined by the average control delay per
vehicle. The range of control delay for each LOS is different for signalized and unsignalized intersections. The
expectation is that a signalized intersection is designed to carry higher traffic volumes and will experience greater
delays than an unsignalized intersection.

For this project, LOS E or better for all approaches and intersections is considered to be acceptable traffic
operations. Movements could be considered to operate acceptably at LOS F if the volume was relatively low
(approximately 20 or less) or if the signal cycle length was the cause for the LOS F.

The existing intersection control and roadway geometry was used for all intersections that were analyzed, with the
exception of a traffic signal at the intersection of Hwy 61/8t" Street. A traffic signal is planned to be installed at
this intersection as part of the Bus Rapid Transit project and therefore was included in the 2024 and 2028
analyses. As part of that plan, it is likely that the southbound left turn at 7\ Street would be eliminated, thereby
allowing for a longer northbound left turn lane at 8™ Street.

Due to the close spacing of Hugo Road to Highway 61 on Buffalo Street (approximately 115 ft), the three-way
stop controlled intersection at Buffalo Street and Hugo Road (westbound operates freely) does not operate like a
typical three-way stop controlled intersection. When the light is green for eastbound Buffalo Street at Highway 61,
vehicles do not come to a complete stop at this intersection (especially after waiting in a queue) in order to make
the green light. In this case, the intersection operates as more of a three-way yield controlled intersection with a
sort of zipper merge for vehicles heading east toward Highway 61. As a result, the intersection was analyzed with
different control/geometry than what is actually there in order to try to duplicate how this intersection actually
operates. No geometric changes are recommended at this intersection as part of this project.
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For comparison purposes and the likely change of high school start times, the following scenarios were analyzed.
All scenarios are considered mitigated conditions with the geometric or traffic control changes necessary to
provide acceptable traffic operations under that scenarios traffic demands.

e Scenario 1a: 2024 School Year Conditions (8:30 AM HS, 8:00 AM MS)
- Traffic signal at Highway 61/8" Street
— New high school accesses on Division Avenue and Bald Eagle Avenue
— Any additional mitigations needed to provide acceptable traffic operations
— Forecasted background growth
— Year of opening enroliment
— North Campus start/dismiss = 8:30 AM/3:15 PM
— Central Middle School start/dismiss = 8:00 AM/2:45 PM
— The volumes for the arrival and dismissal peak hours can be seen in Figure 8

e Scenario 1b: 2024 School Year Conditions (7:30 AM HS, 8:00 AM MS)
— Same as Scenario 1a except the following:
— North Campus start/dismiss = 7:30 AM/2:15 PM
— Central Middle School start/dismiss = 8:00 AM/2:45 PM
— The volumes for the arrival and dismissal peak hours can be seen in Figure 9

e Scenario 2a: 2028 School Year Conditions (8:30 AM HS, 8:00 AM MS)
- Traffic signal at Highway 61/8" Street
— New high school accesses on Division Avenue and Bald Eagle Avenue
— Any additional mitigations needed to provide acceptable traffic operations
— Forecasted background growth
—  Full build out enroliment
— North Campus start/dismiss = 8:30 AM/3:15 PM
— Central Middle School start/dismiss = 8:00 AM/2:45 PM
— The volumes for the arrival and dismissal peak hours can be seen in Figure 10

e Scenario 2b: 2028 School Year Conditions (7:30 AM HS, 8:00 AM MS)
— Same as Scenario 2a except the following:
— North Campus start/dismiss = 7:30 AM/2:15 PM
— Central Middle School start/dismiss = 8:00 AM/2:45 PM
— Any additional mitigations needed to provide acceptable traffic operations
— The volumes for the arrival and dismissal peak hours can be seen in Figure 11
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Scenario 1a: 2024 School Year Conditions (8:30 AM HS, 8:00 AM MS)

Based on the traffic operations analysis, the following mitigations were found to greatly improve traffic operations
for the study intersections.

Optimize the signal timing along Highway 61 to provide sufficient green time for the northbound left turn and
eastbound phases to improve school traffic operations while maintaining the acceptable splits for through
vehicles on Highway 61 based on MnDOT signal timing guidance.

Add a leading eastbound protected phase during the school peak hour to improve traffic operations on Buffalo
Street and northbound Hugo Road.

Convert the intersection of Division Avenue at 8" Street to an all-way stop controlled intersection (or mini
roundabout; traffic control discussed in the Division Avenue at 7t" Street and 8t Street Traffic Control
Considerations section)

The cross-section of 8" Street between Highway 61 and Division Avenue will need to be modified in order to
provide better traffic operations for two-way traffic. Options for 8™ Street are discussed in the 8" Street
Design Considerations section of this memorandum.

Provide dedicated right and left turn lanes into the school site at the pick up/drop off access on Division
Avenue and the main access on Bald Eagle Avenue. Provide a dedicated left turn lane into the school site at
the student parking access on Division Avenue

With the optimized signal timings along Highway 61, the following operational concerns still exist along Highway

61.

With improved signal timing for northbound left turns, the average left turn queues at 4™ Street, 7t Street, and
8t Street will be stored within the available storage length. However, occasional peak hour maximum queues
will spill beyond the available storage.

Despite improved signal timing for eastbound Buffalo Street and a leading eastbound protected phase during
the school dismissal peak hour, there are delay and queueing issues for northbound vehicles at the
intersection of Hugo Road at Buffalo Street. The delay and queuing issues at this intersection are directly
related to the amount of eastbound green time on Buffalo Street, as the intersection would operate acceptably
if it were not so close to the signalized intersection at Highway 61.

Tables 7 and 8 show the 2024 school year traffic operations during the school arrival and dismissal peak hours
with an 8:30 AM high school start time and an 8:00 AM middle school start time. More detailed results are shown
in the attached Tables B1a-1 and B1a-2.
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Table 7 — 2024 School Year Traffic Operations (8:30 HS, 8:00 MS) — School Arrival Peak Hour

Approach (Delay/LOS)

Intersection

Intersection Control NB SB EB WB (Delay/LOS)
TH 61 at 4th St Signal 15.2/B 11.4/B 36.7/D 76.0/ E 174/B
TH 61 at 7th St Signal 17.1/B 8.7/A 40.9/D 51.9/D 146 /B
TH 61 at 8th St Signal 14.8/B 15.8/B 326/C 46.9/D 17.3/B
TH 61 at TH 96 Signal 6.8/A 184 /B 85.1/F 26.1/C
TH 61 at Buffalo St Signal 274/C 129/B 69.6 / E 56.8/ E 239/C
Long Ave at 8th St Thru/Stop 25.7/D 11.5/B 09/A 6.7/A
Washington Ave at 8th St Thru/Stop 57/A 717A 21/A 0.8/A 14/7A
Division Ave at 7th St All-way Stop 43/A 6.8/A 6.1/A 8.7/A 75/A
Division Ave at 8th St All-way Stop 11.0/B 87/A 98/A 11.1/B 10.0/B
2222';’3” Ave at New HS Thru/Stop | 3.6/A 20/A | 00/A* 2.81A
B:{;’/'S'%’;Ao"f‘:z;yei‘g’ HS Pick | 11,1u/stop 0.2/A 9.9/A 6.8/A 6.2/A
Division Ave at 12th St Thru/Stop 04/A 09/A 53/A 0.8/A
Bloom Ave at 4th St Thru/Stop 74 /1A 771A 29/A 23/A 3.3/A
Bloom Ave at 5th St Thru/Stop 55/A 54/A 50/A 54/A 53/A
Bald Eagle Ave at 4th St All-way Stop 6.4/A 72/A 8.3/A 8.0/A 76/A
Bald Eagle Ave at 5th St Thru/Stop 1.4/A 1.7/A 47 /A 1.8/A
Bald Eagle Ave at 9th St Thru/Stop 0.7/A 0.7/A 8.1/A 34/A
Elilv(\j/ Eggfcﬁg’;at Thru/Stop 15/A 3.1/A 0.0/A* 22/A
'13;'2 gf/‘a'g 222::3 Thru/Stop | 0.5/A 2.8/A 124/B 51/A
gfi‘l'ﬁv Ef‘e%"gf“’e at Thru/Stop | 0.9/A 14/ A 59/A 6.4/A 32/A
EE‘:;’IGESEI';’ Ave at Bald All-way Stop | 3.7/A 53/A | 66/A 5.4/A
Ez'ri iﬁg'/eBE;‘\’l‘; fét All-way Stop | 0.0/ A* 3.0/A 6.3/A 6.1/A 54/A
Division Ave at Park Ave Thru/Stop 3.3/A 23/A 46/A 41/A
Eagle St at Park Ave All-way Stop 3.8/A 52/A 6.2/A 74 /1A 70/A
Bald Eagle Blvd at Buffalo St | Thru/Stop 41 /A 53/A 6.2/A 51/A
Eagle St at Buffalo St All-way Stop 36/A 4.2/ A 53/A 6.0/A 55/A
Hugo Rd at Buffalo St 3-way Stop 13.8/B 19.1/C 29.0/D 0.8/A 70/A

*No exiting volume during the arrival peak hour
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Table 8 — 2024 School Year Traffic Operations (8:30 HS, 8:00 MS) — School Dismissal Peak Hour

Intersection Control NB Ap::ach (DelayIIELBO S) WB ;Bt;;sjtt(l)osl;
TH 61 at 4th St Signal 19.3/B 15.9/B 30.3/C 54.4 /D 215/C
TH 61 at 7th St Signal 3.3/A 3.0/A 258/C 404/D 55/A
TH 61 at 8th St Signal 99/A 10.9/B 27.0/C 374/D 11.8/B
TH 61 at TH 96 Signal 6.5/A 15.0/B 46.1/D 13.2/B
TH 61 at Buffalo St Signal 29.3/C 14.1/B 57.0/E 32.0/C 275/C
Long Ave at 8th St Thru/Stop 13.0/B 6.6/A 0.7/A 44 /A
Washington Ave at 8th St Thru/Stop 57/A 0.0/A* 16/A 06/A 1.2/A
Division Ave at 7th St All-way Stop 46/ A 71A 6.1/A 4.7 1A 59/A
Division Ave at 8th St All-way Stop 6.9/A 7.3/A 82/A 6.7/A 7.3/A
2222';’8” Ave at New HS Thru/Stop 1.71A 15/A 6.3/A 24/A
B:{;’/'S'%’;Ao"f‘:z;yei‘g’ HS Pick | 11,1u/stop 0.2/A 6.4/ A 51/A 3.1/A
Division Ave at 12th St Thru/Stop 04/A 06/A 41/A 05/A
Bloom Ave at 4th St Thru/Stop 7.3/1A 10.3/B 3.0/A 21 /A 35/A
Bloom Ave at 5th St Thru/Stop 45/A 53/A 55/A 57/A 52/A
Bald Eagle Ave at 4th St All-way Stop 59/A 6.2/A 76/A 10.7/B 8.2/A
Bald Eagle Ave at 5th St Thru/Stop 1.0/A 15/A 59/A 19/A
Bald Eagle Ave at 9th St Thru/Stop 1.2/A 22/A 6.0/A 26/A
Eli'v‘\’/ Eggfcﬁg’:sat Thru/Stop | 5.5/A 6.5/A 51/A 58/A
Do cod e at Thru/Stop | 24/A | 04/A 6.0/A 38/A
gﬁ:&ggﬁ"gf‘ve at Thru/Stop 16/A 1.4/1A 5.1/A 49/A 26/A
EE;:;’IGESEI';’ Ave at Bald All-way Stop | 4.4/ A 431A 6.8/A 4.9/A
Eg'ri E\sg'/eBE;‘\’l‘; fét All-way Stop | 29/A | 26/A | 58/A | 59/A 53/A
Division Ave at Park Ave Thru/Stop 4.7 /1A 241A 39/A 41/A
Eagle St at Park Ave All-way Stop 3.7/A 1.7/A 70/A 6.1/A 6.3/A
Bald Eagle Blvd at Buffalo St | Thru/Stop 3.7/A 54/A 6.0/A 46/A
Eagle St at Buffalo St All-way Stop 49/A 0.0/A* 57/1A 54/A 54/A
Hugo Rd at Buffalo St 3-way Stop 66.9/F 17.7/C 126/B 09/A 35.2/E

*No volume during the school dismissal peak hour




White Bear Lake Area High School Expansion Traffic Study - Traffic Study Findings
January 11, 2021
Page 28

Scenario 1b: 2024 School Year Conditions (7:30 AM HS, 8:00 AM MS)

Based on the traffic operations analysis, the same mitigations as the 8:30 AM high school start time (Scenario
1a) were found to greatly improve traffic operations for the study intersections with no additional geometric/traffic
control changes needed.

In general, the non-Highway 61 intersections operate similarly with a 7:30 AM or 8:30 AM high school Start time.
However, the Highway 61 intersections operate with less delay during the school arrival peak hour with an 8:30
AM high school Start time because the school arrival peak hour has less overlap with the AM peak hour through
traffic on Highway 61. With a 7:30 AM high school Start time, the school arrival peak hour is essentially the same
as the Highway 61 through traffic peak hour, which results in increased delay and queueing.

During the school dismissal peak hour, the Highway 61 intersection operate with slightly higher delays with an
8:30 AM high school Start time compared to a 7:30 AM high school Start time because the school dismissal peak
hour moves closer to the Highway 61 PM peak hour the later the high school starts. However, these increased
delays are not significant and in general any traffic operational issues occur during the arrival peak hour,
therefore, the high school start time’s effect on traffic operations in the arrival peak hour are more important than
the effects during the dismissal peak hour.

Tables 9 and 10 show the 2024 school year traffic operations during the school arrival and dismissal peak hours
with an 7:30 AM high school start time and an 8:00 AM middle school start time. More detailed results are shown
in the attached Tables B1b-1 and B1b-2.
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Table 9 — 2024 School Year Traffic Operations (7:30 HS, 8:00 MS) — School Arrival Peak Hour

Approach (Delay/LOS)

Intersection

Intersection Control NB SB EB WB (Delay/LOS)
TH 61 at 4th St Signal 13.9/B 233/C 55.8 / E 649/ E 253/C
TH 61 at 7th St Signal 156 /B 14.0/B 55.4 | E 67.7/ E 184 /B
TH 61 at 8th St Signal 16.3/B 334/C 347/C 341/C 296/C
TH 61 at TH 96 Signal 74 /1A 223/C 84.7/F 28.7/C
TH 61 at Buffalo St Signal 28.7/C 149/B 57.0/E 64.4/E 255/C
Long Ave at 8th St Thru/Stop 53.7/F 201/C 0.8/A 12.3/B
Washington Ave at 8th St Thru/Stop 10/B 12.1/B 29/A 1.2/A 21 /A
Division Ave at 7th St All-way Stop 43 /A 6.9/A 6.1/A 9.5/A 7.8/A
Division Ave at 8th St All-way Stop 11.8/B 10.6/B 9.2/A 13.9/B 11.5/B
2222';’3” Ave at New HS Thru/Stop | 3.3/A 19/A | 0.0/A* 2.5/ A
B:{;’/'S'g;/*o"f?z;yees‘g HSPick | rhowstop | 0.27A 10.7/B 6.7/A 6.4/A
Division Ave at 12th St Thru/Stop 05/A 1.1/7A 52/A 1.0/A
Bloom Ave at 4th St Thru/Stop 10.7/B 494/ E 9.9/A 23/A 11.3/B
Bloom Ave at 5th St Thru/Stop 55/A 25.2/D 58/A 52/A 96/A
Bald Eagle Ave at 4th St All-way Stop 72/A 8.6/A 8.8/A 89/A 85/A
Bald Eagle Ave at 5th St Thru/Stop 1.7/A 1.9/A 6.1/A 21/A
Bald Eagle Ave at 9th St Thru/Stop 0.7/A 0.8/A 8.8/A 3.7/A
Elilv(\j/ Eggfcﬁg’;at Thru/Stop 15/A 3.1/A 0.0/A* 22/A
'13;'2 gf/‘a'g 222::3 Thru/Stop | 0.5/A 25/ A 9.1/A 42/1A
ool Fagle Ave at Thru/Stop | 09/A | 16/A | 68/A | 58/A 33/A
EE‘:;’IGESEI';’ Ave at Bald All-way Stop | 3.6/A 51/A | 64/A 5.0/A
Ez'ri iﬁg'/eBE;‘\’l‘; fét All-way Stop | 0.0/ A* 3.0/A 6.0/A 6.1/A 53/A
Division Ave at Park Ave Thru/Stop 34 /A 23/A 46/A 4.2 /A
Eagle St at Park Ave All-way Stop 3.5/A 57/A 6.3/A 75/1A 70/A
Bald Eagle Blvd at Buffalo St | Thru/Stop 3.7/A 51/A 6.0/A 46/A
Eagle St at Buffalo St All-way Stop 29/A 41/A 49/A 56/A 50/A
Hugo Rd at Buffalo St 3-way Stop 46/A 26.4/D 246/C 1.0/A 76/A

*No exiting volume during the arrival peak hour
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Table 10 — 2024 School Year Traffic Operations (7:30 HS, 8:00 MS) — School Dismissal Peak

Hour
. Approach (Delay/LOS) Intersection
Intersection Control NB SB EB WB (Delay/LOS)
TH 61 at 4th St Signal 18.2/B 15.5/B 296/C 51.7/D 21.0/C
TH 61 at 7th St Signal 28/A 25/A 28.2/C 40.3/D 52/A
TH 61 at 8th St Signal 8.7/A 8.8/A 264/C 343/C 10.5/B
TH 61 at TH 96 Signal 53/A 129/B 46.0/D 11.7/B
TH 61 at Buffalo St Signal 248/ C 11.8/B 514/D 324/C 236/C
Long Ave at 8th St Thru/Stop 13.8/B 7.3/A 0.7/A 48/A
Washington Ave at 8th St Thru/Stop 58/A 0.0/A* 16/A 0.7/A 14/A
Division Ave at 7th St All-way Stop 41 /A 6.9/A 6.0/A 48/A 58/A
Division Ave at 8th St All-way Stop 6.3/A 73/A 76/A 6.2/A 7.0/A
Division Ave at New HS Thru/Stop 15/A 1.9/A 741A 2.8/A
Access
Division Ave at New HS Pick
Up/Drop Off Access Thru/Stop 0.2/A 7.0/A 49/A 35/A
Division Ave at 12th St Thru/Stop 04/A 05/A 44 /1A 05/A
Bloom Ave at 4th St Thru/Stop 8.9/A 10.3/B 317A 21/7A 3.8/A
Bloom Ave at 5th St Thru/Stop 4.7 1A 57/A 4.8/ A 55/A 52/A
Bald Eagle Ave at 4th St All-way Stop 56/A 58/A 75/A 10.7/B 8.1/A
Bald Eagle Ave at 5th St Thru/Stop 11/7A 1.6/A 55/A 19/A
Bald Eagle Ave at 9th St Thru/Stop 14/A 21 /A 4.7/ A 23/A
Bald Eagle Ave at
New HS Access Thru/Stop 53/A 6.4/A 54/A 57/A
Bald Eagle Ave at
12th SUHS Access Thru/Stop 25/A 04/A 56/A 3.7/A
Bald Eagle Ave at Thru/Stop | 1.7/A 15/A | 52/A | 50/A 27/A
Stillwater St
Bald Eagle Ave at Bald All-way Stop | 4.2/ A 39/A | 69/A 48/A
Eagle Blvd
Bald Eagle Blvd at
Park Ave/Beaver St All-way Stop 48/A 26/A 55/A 56/A 51/A
Division Ave at Park Ave Thru/Stop 41/A 24 1A 3.7/A 3.8/A
Eagle St at Park Ave All-way Stop 3.9/A 25/A 6.6/A 59/A 6.1/A
Bald Eagle Blvd at Buffalo St | Thru/Stop 3.8/A 50/A 57/A 43/A
Eagle St at Buffalo St All-way Stop 55/A 0.0/ A* 56/A 52/A 55/A
Hugo Rd at Buffalo St 3-way Stop 11.2/B 11.2/B 129/B 09/A 74 /1A

*No volume during the school dismissal peak hour
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Scenario 2a: 2028 School Year Conditions (8:30 AM HS, 8:00 AM MS)

Based on the traffic operations analysis, the same mitigations as the 2024 School Year Conditions (Scenarios 1a
and 1b) were found to greatly improve traffic operations for the study intersections with no additional
geometric/traffic control changes needed. Those mitigations are repeated below:

o Optimize the signal timing along Highway 61 to provide sufficient green time for the northbound left turn and
eastbound phases to improve school traffic operations while maintaining the acceptable splits for through
vehicles on Highway 61 based on MnDOT signal timing guidance.

e Add a leading eastbound protected phase during the school peak hour to improve traffic operations on Buffalo
Street and northbound Hugo Road.

e Convert the intersection of Division Avenue at 8" Street to an all-way stop controlled intersection (or mini
roundabout; traffic control discussed in the Division Avenue at 7t" Street and 8t Street Traffic Control
Considerations section)

e The cross-section of 8" Street between Highway 61 and Division Avenue will need to be modified in order to
provide better traffic operations for two-way traffic. Options for 8™ Street are discussed in the 8" Street
Design Considerations section of this memorandum.

e Provide dedicated right and left turn lanes into the school site at the pick up/drop off access on Division
Avenue and the main access on Bald Eagle Avenue. Provide a dedicated left turn lane into the school site at
the student parking access on Division Avenue

As was found in the 2024 analysis, despite optimized signal timings along Highway 61, the following operational
concerns still exist along Highway 61.

e With improved signal timing for northbound left turns, the average left turn queues at 4™ Street, 71" Street, and
8t Street will be stored within the available storage length. However, occasional peak hour maximum queues
will spill beyond the available storage.

o Despite improved signal timing for eastbound Buffalo Street and a leading eastbound protected phase during
the school dismissal peak hour, there are delay and queueing issues for northbound vehicles at the
intersection of Hugo Road at Buffalo Street. The delay and queuing issues at this intersection are directly
related to the amount of eastbound green time on Buffalo Street, as the intersection would operate acceptably
if it were not so close to the signalized intersection at Highway 61.

Tables 11 and 12 show the 2028 school year traffic operations during the school arrival and dismissal peak hours
with an 8:30 AM high school start time and an 8:00 AM middle school start time. Mote detailed results are shown
in the attached Tables B2a-1 and B2a-2.
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Table 11 — 2028 School Year Traffic Operations (8:30 HS, 8:00 MS) — School Arrival Peak Hour

Approach (Delay/LOS)

Intersection

Intersection Control NB SB EB WB (Delay/LOS)
TH 61 at 4th St Signal 15.8/B 15.3/B 42.8/D 68.2/E 19.9/B
TH 61 at 7th St Signal 19.5/B 104 /B 44.7/D 63.1/E 17.0/B
TH 61 at 8th St Signal 17.0/B 19.8/B 309/C 43.3/D 20.2/C
TH 61 at TH 96 Signal 76/A 194/B 909/F 276/C
TH 61 at Buffalo St Signal 301/C 14.7/B 68.8/ E 57.2/E 254/C
Long Ave at 8th St Thru/Stop 35,5/ E 13.0/B 0.5/A 74/1A
Washington Ave at 8th St Thru/Stop 70/A 6.9/A 19/7A 09/A 14/7A
Division Ave at 7th St All-way Stop 44 /A 70/A 6.2/A 99/A 8.2/A
Division Ave at 8th St All-way Stop 14.2/B 121/B 10.5/B 15.8/C 13.3/B
2222';’3” Ave at New HS Thru/Stop | 45/A 20/A | 00/A* 3.2/A
B:{;’/'S'%’;Ao"f‘:z;yei‘g’ HS Pick | 1,1u/stop 0.2/A 10.9/B 76/A 6.8/A
Division Ave at 12th St Thru/Stop 04/A 1.0/A 57/A 09/A
Bloom Ave at 4th St Thru/Stop 6.2/A 91/A 3.3/A 24 /1A 36/A
Bloom Ave at 5th St Thru/Stop 57/1A 54/A 53/A 51/A 55/A
Bald Eagle Ave at 4th St All-way Stop 6.9/A 78/A 8.7/A 8.6/A 8.1/A
Bald Eagle Ave at 5th St Thru/Stop 1.5/A 1.8/A 56/A 19/A
Bald Eagle Ave at 9th St Thru/Stop 0.8/A 0.8/A 10.2/B 44 /A
Elilv(\j/ Eggfcﬁg’;at Thru/Stop 16/A 3.4/A 0.0/A* 2.41A
Do cod e at Thru/Stop | 0.5/A | 3.4/A 154/C | 63/A
gﬁ:&ggﬁ"gf‘ve at Thru/Stop 1.1/A 1.5/A 6.2/A 741A 35/A
EE‘:;’IGESEI';’ Ave at Bald All-way Stop | 3.9/A 54/A | 67/A 55/A
E:Iri iﬁg}g:;‘\’gfét All-way Stop | 0.0/ A* 3.1/A 6.2/A 6.2/ A 53/A
Division Ave at Park Ave Thru/Stop 3.5/A 23/A 471 A 43/A
Eagle St at Park Ave All-way Stop 25/A 54/A 6.3/A 76/A 721A
Bald Eagle Blvd at Buffalo St | Thru/Stop 41 /A 52/A 6.3/A 52/A
Eagle St at Buffalo St All-way Stop 36/A 4.7 1A 55/A 59/A 56/A
Hugo Rd at Buffalo St 3-way Stop 129/B 30.3/D 434/ E 0.8/A 85/A

*No volume during the school arrival peak hour




White Bear Lake Area High School Expansion Traffic Study - Traffic Study Findings

January 11, 2021
Page 33

Table 12 — 2028 School Year Traffic Operations (8:30 HS, 8:00 MS) — School Dismissal Peak

Hour
. Approach (Delay/LOS) Intersection
Intersection Control NB SB EB WB (Delay/LOS)
TH 61 at 4th St Signal 205/C 16.5/B 29.2/C 55.6 | E 221/C
TH 61 at 7th St Signal 45/A 3.3/A 26.6/C 41.0/D 6.4/A
TH 61 at 8th St Signal 11.0/B 1.4/B 26.0/C 36.7/D 126/B
TH 61 at TH 96 Signal 6.4/A 15.5/B 46.5/D 13.0/B
TH 61 at Buffalo St Signal 30.8/C 14.8/B 59.8/ E 333/C 284/C
Long Ave at 8th St Thru/Stop 12.7/B 7.0/A 0.8/A 46/A
Washington Ave at 8th St Thru/Stop 6.2/A 0.0*/A 16/A 0.7/A 1.3/A
Division Ave at 7th St All-way Stop 44 /A 70/A 59/A 50/A 59/A
Division Ave at 8th St All-way Stop 73/A 89/A 8.1/A 6.7/A 8.0/A
Division Ave at New HS Thru/Stop 1.7/A 1.4/A 771A 25/A
Access
Division Ave at New HS Pick
Up/Drop Off Access Thru/Stop 0.2/A 6.8/A 59/7A 3.7/A
Division Ave at 12th St Thru/Stop 0.5/A 0.7/A 55/A 0.6/A
Bloom Ave at 4th St Thru/Stop 6.8/A 10.8/B 3.0/A 22/A 3.6/A
Bloom Ave at 5th St Thru/Stop 46/A 54/A 53/A 58/A 53/A
Bald Eagle Ave at 4th St All-way Stop 6.5/A 70/A 8.1/A 11.6/B 89/A
Bald Eagle Ave at 5th St Thru/Stop 1.2/1A 1.5/A 6.7/A 22/1A
Bald Eagle Ave at 9th St Thru/Stop 1.5/A 24 /1A 57/A 271A
Bald Eagle Ave at
New HS Access Thru/Stop 55/A 6.7/A 55/A 6.0/A
Bald Eagle Ave at
12th SUHS Access Thru/Stop 25/A 04/A 6.7/A 44/A
Bald Eagle Ave at Thru/Stop | 1.8/A 14/A | 51/A | 52/A 28/A
Stillwater St
Bald Eagle Ave at Bald
Eagle Bivd All-way Stop 47/1A 41/A 7T1/7A 51/A
Bald Eagle Blvd at
Park Ave/Beaver St All-way Stop 45/A 26/A 571A 6.1/A 53/A
Division Ave at Park Ave Thru/Stop 49/ A 26/A 39/A 43 /A
Eagle St at Park Ave All-way Stop 41/A 1.3/A 721A 6.3/A 6.5/A
Bald Eagle Blvd at Buffalo St | Thru/Stop 3.6/A 57/A 57/A 44/1A
Eagle St at Buffalo St All-way Stop 53/A 0.0/ A* 571A 56/A 56/A
Hugo Rd at Buffalo St 3-way Stop | 156.1/F 12.7/B 17.7/C 09/A 73.3/F

*No volume during the school dismissal peak hour
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Scenario 2b: 2028 School Year Conditions (7:30 AM HS, 8:00 AM MS)

Based on the traffic operations analysis, the same mitigations as the 8:30 AM high school start time (Scenario
2a) were found to greatly improve traffic operations for the study intersections with no additional geometric/traffic
control changes needed.

As was seen in the 2024 school year traffic operations, the non-Highway 61 intersections operate similarly with a
7:30 AM or 8:30 AM high school Start time. However, the Highway 61 intersections operate with less delay during
the school arrival peak hour with an 8:30 AM high school Start time because the school arrival peak hour has less
overlap with the AM peak hour through traffic on Highway 61. With a 7:30 AM high school Start time, the school
arrival peak hour is essentially the same as the Highway 61 through traffic peak hour, which results in increased
delay and queueing. These delay and queuing increases are greater in the 2028 school year traffic operations
than they were in the 2024 school year traffic operations

During the school dismissal peak hour, the Highway 61 intersections operate with slightly higher delays with an
8:30 AM high school Start time compared to a 7:30 AM high school Start time because the school dismissal peak
hour moves closer to the Highway 61 PM peak hour the later the high school starts. As was seen in the 2024
school year traffic operations, these increased delays are not significant and in general any traffic operational
issues occur during the arrival peak hour, therefore, the high school start time’s effect on traffic operations in the
arrival peak hour are more important than the effects during the dismissal peak hour.

Tables 13 and 14 show the 2024 school year traffic operations during the school arrival and dismissal peak hours
with an 7:30 AM high school start time and an 8:00 AM middle school start time. More detailed results are shown
in the attached Tables B2b-1 and B2b-2.
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Table 13 — 2028 School Year Traffic Operations (7:30 HS, 8:00 MS) — School Arrival Peak Hour

Approach (Delay/LOS)

Intersection

Intersection Control NB SB EB WB (Delay/LOS)
TH 61 at 4th St Signal 16.8/B 269/C 62.3/E 64.8/ E 29.0/C
TH 61 at 7th St Signal 206/C 18.8/B 63.1/E 67.9/E 23.8/C
TH 61 at 8th St Signal 19.9/B 64.8/ E 327/C 40.1/D 51.1/D
TH 61 at TH 96 Signal 75/A 38.6/D 770/ E 376/D
TH 61 at Buffalo St Signal 295/C 16.4/B 64.4/E 64.1/E 27.0/C
Long Ave at 8th St Thru/Stop 61.1/F 200/C 0.8/A 11.9/B
Washington Ave at 8th St Thru/Stop 141/B 6.1/A 21/7A 31/A 29/A
Division Ave at 7th St All-way Stop 44 /A 7.3/A 6.2/A 10.2/B 8.3/A
Division Ave at 8th St All-way Stop | 14.8/B 15.8/C 8.9/A 18.8/C 155/C
2222';’3” Ave at New HS Thru/Stop | 3.8/A 19/A | 0.0/A* 2.81A
B:{;’/'S'%’;Ao"f‘?zéyees‘g HS Pick | 11,1/stop 0.2/A 164/C | 112/B 9.8/A
Division Ave at 12th St Thru/Stop 05/A 1.1/7A 59/A 1.0/A
Bloom Ave at 4th St Thru/Stop 8.7/A 24.7/C 95/A 26/A 85/A
Bloom Ave at 5th St Thru/Stop 53/A 53/A 53/A 51/A 53/A
Bald Eagle Ave at 4th St All-way Stop 76/A 9.4 /A 10.1/B 104/B 9.5/A
Bald Eagle Ave at 5th St Thru/Stop 1.7/A 20/A 50/A 20/A
Bald Eagle Ave at 9th St Thru/Stop 09/A 11/7A 10.7/B 45/A
Elilv(\j/ Eggfcﬁg’;at Thru/Stop 1.8/A 40/A 0.0/A* 2.8/A
Do cod e at Thru/Stop | 0.7/A | 3.0/A 155/C | 67/A
gfi‘l'ﬁv Ef‘e%"gf“’e at Thru/Stop 1.4/1A 1.8/A 8.2/A 76/A 4.0/A
EE‘:;’IGESEI';’ Ave at Bald All-way Stop | 3.9/A 57/A | 68/A 56/A
E:Iri iﬁg}g:;‘\’gfét All-way Stop | 0.0/ A* 3.1/A 6.2/A 6.4/A 55/A
Division Ave at Park Ave Thru/Stop 3.5/A 241A 49/A 44 /A
Eagle St at Park Ave All-way Stop 3.6/A 54/A 6.4/A 8.3/A 76/A
Bald Eagle Blvd at Buffalo St | Thru/Stop 3.7/A 53/A 6.1/A 4.7 1A
Eagle St at Buffalo St All-way Stop 36/A 44 /A 53/A 58/A 54/A
Hugo Rd at Buffalo St 3-way Stop 50/A 529 /F 33.1/D 0.8/A 11.4/B

*No exiting volume during the arrival peak hour
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Table 14 — 2028 School Year Traffic Operations (7:30 HS, 8:00 MS) — School Dismissal Peak

Hour
Intersection Control NB Apgn;)ach (DelayI/ELBO 2 wWB :rl‘)t;ras)ztt(l)z;

TH 61 at 4th St Signal 182/B | 16.1/B | 29.1/C | 52.0/D 20.9/C
TH 61 at 7th St Signal 3.6/A 32/A 267/C | 418/D 6.0/A
TH 61 at 8th St Signal 101/B | 105/B | 251/C | 354/D 11.8/B
TH 61 at TH 96 Signal 55/A 13.5/B 448/D 12.0/B
TH 61 at Buffalo St Signal 281/C | 137/B | 555/E | 352/D 26.3/C
Long Ave at 8th St Thru/Stop 1.4/B 75/A 0.7/A 46/A
Washington Ave at 8th St Thru/Stop 6.1/A 0.0/A* 16/A 0.8/A 1.5/A
Division Ave at 7th St All-way Stop 42/A 70/A 6.1/A 48/A 59/A
Division Ave at 8th St All-way Stop 6.9/A 89/A 79/7A 6.8/A 8.0/A
g'c"c'zg’sn Ave at New HS Thru/Stop 16/A 1.9/A 9.3/A 3.4/A
B:{‘)’/';'for:fgf‘?:iye‘i";’ HS Pick | 1,1u/stop 0.2/A 741A 56/A 3.8/A
Division Ave at 12th St Thru/Stop 0.4/A 0.6/A 55/A 0.6/A
Bloom Ave at 4th St Thru/Stop 6.6/A 10.3/B 3.0/A 20/A 3.6/A
Bloom Ave at 5th St Thru/Stop 46/ A 57/1A 50/A 55/A 52/A
Bald Eagle Ave at 4th St All-way Stop 58/A 6.4/A 74/1A 10.8/B 82/A
Bald Eagle Ave at 5th St Thru/Stop 1.1/A 1.5/A 55/A 1.8/A
Bald Eagle Ave at 9th St Thru/Stop 1.2/A 221A 49/A 24 A
EIZ'V‘\’/ Eggfc’:(‘a’::t Thru/Stop | 54/A | 65/A 58/A 59/A
'f;‘t'g gt&/‘a'g ﬁ‘éieasts Thru/Stop | 25/A | 04/A 6.8/A 461 A
Bald Eagle Ave at Thru/Stop | 1.9/A 16/A | 56/A | 48/A 27/A
Stillwater St

Egg:;ﬁ/'g Ave at Bald All-way Stop | 4.3/A 3.8/A 7.2/1A 49/A
E,z'ri isg'/‘;i‘\’/‘:fgt All-way Stop | 3.4/A 26/A 5.71A 6.0/A 54/A
Division Ave at Park Ave Thru/Stop 46 /A 24 1A 3.8/A 41 /A
Eagle St at Park Ave All-way Stop | 3.8/A 26/A 6.9/A 6.1/A 6.3/A
Bald Eagle Bivd at Buffalo St | Thru/Stop 3.3/A 53/A 5.0/A 3.9/A
Eagle St at Buffalo St All-way Stop | 5.7 /A 0.0/A* 56/A 55/A 56/A
Hugo Rd at Buffalo St 3-way Stop | 321/D | 101/B | 16.6/C 0.9/A 174/C

*No volume during the school dismissal peak hour
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DIVISION AVENUE AT 7™ STREET AND 8™ STREET TRAFFIC CONTROL CONSIDERATIONS

The current all-way stop control at the intersection of Division Avenue at 7™ Street is expected to operate
acceptably under 2028 full build out conditions; however, the existing minor street stop control at the intersection
of Division Avenue at 8" Street is expected to have delay and queueing issues and will require a traffic control
change. The primary traffic alternatives for the Division Avenue at 8™ Street are all-way stop control and mini
roundabout control. For continuity along Division Avenue, the 71" and 8" Street intersection should have the same
traffic control.

Under all-way stop control, the intersection of Division Avenue at 8" Street will operate acceptably with and
without a westbound right turn lane. However, a westbound right turn lane on 8™ Street will improve operations at
the intersection of Division Avenue at 8" Street as well as help serve the 200+ westbound right turning vehicles
expected during the arrival peak hour.

Under mini roundabout control, the intersections of Division Avenue at 7" Street and 8™ Street will operate
acceptably with minimal delay and queuing. Figure 12 shows a preliminary concept drawing of both intersection
with mini roundabouts. As seen in Figure 12, The mini roundabouts will likely have right of way impacts at both
intersections. These right of way impacts can likely be minimized with further design adjustments but cannot be
eliminated, which makes mini roundabouts an unlikely traffic control alternative at these intersections despite
good operational performance.

Table 15 shows the traffic operations analysis results for the intersections of Division Avenue at 8" Street under
all-way stop control (with and without a westbound right turn lane on 8" Street) and mini roundabout control under
2028 Full Build Out conditions with an 8:30 AM High School start time an 8:00 AM Middle School start time. The
roundabout analysis was completed using the RODEL roundabout analysis software. Figures 13 and 14
compare the maximum queues during the school arrival and dismissal peak hour for each of the three traffic
control/geometry alternatives.

Table 15 — Division Ave at 7t" St and 8'" St Traffic Operations — Traffic Control Alternatives

L All-way Stop Control .
Peak Division All-way Stop Control (WBR turn lane at 8" St) Mini Roundabout
Avenue Approach - - -
Hour at: Approach Intersection Approach Intersection Approach Intersection
) (Delay/LOS) | (Delay/LOS) | (Delay/LOS) (Delay/LOS) | (Delay/LOS) | (Delay/LOS)
NB 44 /A 44/ A 4.2/ A
SB 70/A 6.9/A 4.7 /1A
th
_ 7™ Street EB 62/A 8.2/A 63/A 8.7/A 43/A 49/ A
g WB 9.9/A 10.8 /B 51/A
E: NB 14.2/B 16.2/C 6.3/A
SB 121/B 11/B 7.3/A
th
8™ Street EB 105/B 13.3/B 104/B 11.8/B 6.1/ A 70/A
WB 15.8/C 11/B 76/A
NB 44 /A 46/A 43 /A
SB 70/A 6.9/A 46/A
th
= 7" Street EB 59/A 59/A 63/A 59/A 447A 44/A
2 WB 50/A 49/ A 43 /A
5 NB 73/A 74/A 55/A
a SB 8.9/A 8.6/A 73/A
th
8" Street ——=¢ 5 1/A 8.0/A 53/ A 7.8/A —TA 6.5/A
WB 6.7/A 6.2/A 53/A
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Figure 12 — Mini Roundabout Preliminary Concept
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8™ STREET DESIGN CONSIDERATIONS

Currently, 8" Street between Highway 61 and Division Avenue is a 28-foot wide roadway with on-street parking
allowed on both sides of the roadway. Under current conditions with vehicles parked on both sides of 8" Street, it
can be difficult for two-way traffic to drive along 8™ Street. With the school expansion, 8™ Street will see a
significant increase in traffic in both directions during the school arrival and dismissal periods. Therefore, it is
important to allow two-way traffic to efficiently travel along 8™ Street. This could be done with the current cross
section by removing all on-street parking. This alternative is likely not desirable as many of the residents along 8"
Street rely on on-street parking.

8" Street from Washington Avenue to Highway 61 is planned to be reconstructed as part of the BRT project. This
section of 8" Street will have one travel lane in each direction and will have an eastbound right turn lane at
Highway 61, this reconstruction will likely remove parking along 8™ Street between Washington Avenue and
Highway 61.

Three design alternatives were considered for 8" Street with varying levels of reconstruction needed. Each
alternative considered including the following along 8" Street between Washington Avenue and Division Avenue:

Required
e One eastbound travel lane

e One westbound travel lane

¢ A ssidewalk on either the north or south side of the roadway. The side of the roadway will be analyzed as part
of the alternative’s analysis phase of the White Bear Lake High School Expansion Study. It should be noted
that all the alternatives presented in this memorandum show the sidewalk on the south side of 8th Street.

Considered

e On-street parking on the same side of 8™ Street as the sidewalk to provide a buffer between the sidewalk and
travel lanes. All the alternatives presented in this memorandum show the parking lane on the south side of 8th
Street.

e A westbound right turn lane at Division Avenue

Alternative 1 — Remove Parking — Add Sidewalk

The first alternative (shown in Figure 15) involves banning parking on both sides of 8" Street and constructing a
sidewalk on 8" Street. This would minimize the amount of reconstruction needed as it would only include
construction on one side of 8" Street. However, this alternative would not allow any parking on 8 Street. The
typical cross section of the roadway would be:

e 11-ft westbound travel lane

e 11-ft eastbound travel lane
e 6-ft sidewalk
o 28-ft total width (No change from existing)
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Alternative 2 — Retain On-Street Parking on one side of Roadway — Add Sidewalk

This alternative (shown in Figure 16) would involve expanding 8" Street in order to allow on-street parking on one
side of 8™ street. The on-street parking should be on the same side of the sidewalk to provide a natural buffer
space between pedestrians/bicycles on the sidewalk and the travel lanes. This alternative would require both curb
lines on 8" Street to be moved and reconstructed. The typical cross section of the roadway would be:

e 11-ft westbound travel lane

e 11-ft eastbound travel lane

e 8-ft parking lane

e 6-ft sidewalk

o 36-ft total width (8-ft change from existing, all to the south)

Alternative 3 — Right Turn Lane at Division — Retain On-Street Parking on one side of Roadway — Add
Sidewalk

This alternative (shown in Figure 17) is the same as Alternative 2, except it includes a westbound right turn lane
at Division Street. This alternative would not be necessary if the intersection of Division Avenue at 8" Street were
to be converted to a mini roundabout. This alternative would provide a right turn lane, one travel lane in each
direction, on-street parking, and a sidewalk, which represents the best operating conditions for 8™ Street.
However, this alternative would have the largest cross section and would require the most reconstruction. The
typical cross section of the roadway would be:

o 12-ft westbound right turn lane

e 11-ft westbound travel lane

e 11-ft eastbound travel lane

e 8-ft parking lane

e 6-ft sidewalk

o 48-ft total width (20-ft change from existing, 8-ft change to the south)
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Figure 15 — 8" Street Alternative 1 — Remove Parking — Add Sidewalk

Figure 17 — 8t Street Alternative 3 — Right Turn Lane at Division — Retain On-Street Parking on
South Side — Add Sidewalk
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PEDESTRIAN CONSIDERATIONS

Currently, the sidewalks in the White Bear Lake Area High School — North Campus and Central Middle School
area provide connections for pedestrians to the east, west, and south. However, there are several key locations
where pedestrian and bicycle connectivity is missing in the school area, especially to the north. Providing good
pedestrian and bicycle connectivity provides a safe route for pedestrians/bicyclists to get to/from the school site
as well as encourages more pedestrian/bicycle traffic, which reduces the number of vehicles entering/exiting the
site during school arrival and dismissal.

Pedestrian/bicycle facilities are recommended at the following locations to improve pedestrian/bicycle connectivity
and safety. Figure 18 shows the existing and recommended sidewalk/trail locations.

e Add sidewalk/trail on the south side of 8" Street between Highway 61 and Bloom Avenue
e Add sidewalk/trail on the east side of Bald Eagle Avenue from 12! street to Bald Eagle Boulevard
e Add sidewalk/trail on the west side of Division Avenue/Street from 12" Street to Park Avenue

¢ A marked, mid-block crossing should be added to connect the sidewalk on the west side of Division Avenue
to the planned White Bear Lake Art Center parking lot on the east side of the Division Avenue. This crossing
should occur south of the school area where Division Avenue is a 2-lane roadway to reduce the pedestrian
crossing distance and should have crosswalk warning and advance warning signs.

e Crosswalks should be marked at all stop-controlled roadway and access driveway crossings along Division
Avenue and Bald Eagle Avenue to increase the visibility of the pedestrian crossing and improve pedestrian
safety.

e Any uncontrolled marked crosswalks along Division Avenue and Bald Eagle Avenue should have crosswalk
warning and advance warning signs to improve pedestrian safety.

¢ Any uncontrolled crossings north of the school on Division Avenue or Bald Eagle Avenue should be further
investigated with a sidewalk feasibility study.

There are no marked on-street bicycle lanes within the project area, so many bicyclists will likely use either the
shoulder of the study roadways or the available sidewalks/trails. Adequate shoulder areas should be provided to
accommodate bike use.

SITE ACCESS SPACING

The current school site plan includes accesses along Division Avenue, Bald Eagle Avenue, and Bloom Avenue,
which were designed based on the City of White Bear Lake’s policy of a minimum of 100 feet between access
locations.

Division Avenue is owned by the City through the project area. The current site plan provides approximately 150
feet between the southern and middle accesses and approximately 800 feet between the middle and northern
access points. Therefore, all three accesses along Division Avenue meet the City’s access spacing policy.

Bald Eagle Avenue is owned by Ramsey County through this area. The County recommends at least 450 feet of
spacing between access points, which is met by the southern and middle access points that are approximately
575 feet apart. However, the middle and northern access points on Bald Eagle Avenue are only approximately
155 feet apart, which meets the City’s policy but not the County’s recommendation.
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PICK UP/DROP OFF DESIGN CONSIDERATIONS

The current White Bear Lake Area High School site plan included student pick up and drop off areas off of both
Division Avenue and Bald Eagle Avenue, shown in Figure 19. It is anticipated that a majority of pick up/drop off
activity will occur on the east side of the building on Division Avenue.

The middle school pick up/drop area will also be modified to include the current bus pick up/drop off area, shown
in Figure 20. The buses for the Middle and High School will both use the new bus pick up/drop off area between
the Middle and High Schools.

The Texas Transportation Institute’s Operations and Safety Around Schools: Overview of Project Activities and
Findings report provides guidance for school site design and pick up/drop off operations. The study analyzed
operations at more than 180 schools in Texas to determine requirements for a safe and efficient school site plan.
The guidance in this report has been used in the design of many other schools throughout Minnesota. Table 16
shows some of the guidelines and best practices outlined the Operations and Safety Around Schools: Overview of
Project Activities and Findings report and notes how the White Bear Lake Area High School site plan compares.

Table 16 — School Site Design Guidance

Included in
Guidance' Current Site Plan Notes/Comments:
(Figure 2)
The basic components of the school site (buses, .
. . Current plan separates buses, student parking,
cars, pedestrians, pick up/drop off, etc.) should Yes .
. and pick up/drop off areas.
be separated where possible
Parent drop off/pick up zones should be one-way Current plan provides two counterclockwise one-
counterclockwise where students are loaded and Yes way loading areas (one on each side of the
unloaded directly to the curb/sidewalk building).
Maximize fronting curb space as loading zone Yes
D I I h hey h . . .
0 not load or_un oad students w ere.t ey have Both pick up/drop off areas provide direct access
to cross a vehicular path before entering the Yes
. to the school
building
Schools with over 2,500 students should Yes Current plan includes two dedicated pick up/drop
consider two separate pick up/drop off areas off areas.
The east side is expected to serve approximately
70% of pick up/drop off activity (equivalent of
Schools with 800-2,500 students require a . 2’43‘.1 students served, approx. 32.30'p|ck-up/.dro'p
. East Side — off trips), so the 1,397 feet falls within the criteria.
stacking length of 1,200-1,500 feet for the parent . . .
ick Ub/drop off area 1,397 ft The west side will have less pick up/drop off
P p/drop activity (approx. 162 trips) and is expected to
have adequate storage to avoid spilling onto Bald
Eagle Avenue
"Texas Transportation Institute’s Operations and Safety Around Schools: Overview of Project Activities and Findings report -
https://static.tti.tamu.edu/tti.tamu.edu/documents/0-4286-3.pdf
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Figure 19 — On-Site Pick Up/Drop Off Vehicle Routing — High School
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SCHOOL BUS OPERATIONS CONSIDERATIONS

Currently, some of the school buses enter the school area by making a northbound left turn off of Highway 61. As
required by law, the buses stop for the railroad crossing. Because of the location of the crossing, the buses stop
in the intersection. When multiple buses all make turns off of Highway 61 at the same intersection, all of the buses
being required to stop slows the flow of those left turn movements and increases the queues and delays for other
vehicles turning left off of Highway 61.

Currently, the school is planning to have all school buses for both the Middle and High School enter and exit the
high school site off of Bald Eagle Avenue. This will keep buses from making northbound left turns along Highway
61 at 4™ Street, 7™ Street, and 8" Street and degrading traffic operations for those northbound left turning
movements. Once on site, buses will follow the path shown in Figure 20.

Figure 21 — On-site School Bus Routing
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RECOMMENDATIONS
The following improvements are recommended when the school expansion project occurs:

1. Install a traffic signal at the intersection of Highway 61 and 8" Street. This signal is planned as part of the Bus
Rapid Transit project however it will need to be in place before the 2024 year of opening for the school, which
does not match the current plan for the Bus Rapid Transit project.

2. The middle school and high school start times should be at least 30 minutes apart. The analysis suggests that
moving the high school start time to 8:30 AM and having the middle school start time at 8:00 AM would
improve operations by separating the school arrival peak hour from the AM peak hour of Highway 61.

3. Optimize the signal timing along Highway 61 to provide sufficient green time for the northbound left turn and
eastbound phases to improve school traffic operations while maintaining the acceptable splits for through
vehicles on Highway 61 based on MnDOT signal timing guidance.

4. Add a leading eastbound protected phase at the intersection of Highway 61 at Buffalo Street during the
school dismissal peak hour to help alleviate the long queues on northbound Hugo Road.

5. Convert the intersection of Division Avenue at 8" Street to an all-way stop controlled (or mini-roundabout
controlled) intersection. The intersection Division Avenue at 7" Street should have the same traffic control at
Division Avenue at 8™ Street.

6. The cross-section of 8" Street between Highway 61 and Division Avenue will need to be modified to provide
better traffic operations for two-way traffic, which it currently does not provide with parking allowed on both
sides of the roadway. Three options for 8" Street were analyzed

e Alternative 1 — Minimal Construction (Figure 15)

— Two Travel lanes

— Sidewalk on the south side

— No on-street parking

— Keeps the roadway cross section the same

- Would involve the least reconstruction of 8" Street

e Alternative 2 — On-Street Parking with No Right Turn Lane (Figure 16)
— Two Travel lanes
— On-street parking retained on the south side of 8" Street
— Sidewalk on the south side
— Expands roadway cross section from 28 feet to 36 feet.

e Alternative 3 — On-Street Parking with Right Turn Lane (Figure 17)
— Westbound right turn lane at Division Avenue
— Two Travel lanes
— On-street parking retained on the south side of 8" Street
— Sidewalk on the south side
— Expands roadway cross section from 28 feet to 48 feet.

- Would provide the best traffic operations along 8" Street and better serve the over 200 westbound right
turning vehicles

7. Provide dedicated right and left turn lanes into the school site at the pick up/drop off access on Division
Avenue and the main access on Bald Eagle Avenue. Provide a dedicated left turn lane into the student
parking access on Division Avenue.

8. Provide improved accessibility and safety for pedestrians and bicyclists in the school site area with the
following improvements.
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10.

11.

Add sidewalk/trail on the south side of 8" Street between Highway 61 and Bloom Avenue
Add sidewalk/trail on the east side of Bald Eagle Avenue from 12" street to Bald Eagle Boulevard
Add sidewalk/trail on the west side of Division Avenue/Street from 12" Street to Park Avenue

A marked, mid-block crossing should be added to connect the sidewalk on the west side of Division Avenue
to the planned White Bear Lake Art Center parking lot on the east side of the Division Avenue. This crossing
should occur south of the school area where Division Avenue is a 2-lane roadway to reduce the pedestrian
crossing distance and should have crosswalk warning and advance warning signs.

Crosswalks should be marked at all stop controlled roadway and access driveway crossings along Division
Avenue and Bald Eagle Avenue to increase the visibility of the pedestrian crossing and improve pedestrian
safety.

Any uncontrolled marked crosswalks along Division Avenue and Bald Eagle Avenue should have crosswalk
warning and advance warning signs to improve pedestrian safety.

Any uncontrolled crossings north of the school on Division Avenue or Bald Eagle Avenue should be further
investigated with a sidewalk feasibility study.

The current school site plan, which has gone through many design iterations, meets many of the design
guidelines and best practices outlined in the Texas Transportation Institute’s Operations and Safety Around
Schools: Overview of Project Activities and Findings report which details guidance for providing safe and
efficient operations for all modes of travel within a school site.

Follow the school’s current plan to have all school buses enter and exit the high school site off of Bald Eagle
Avenue. This will minimize buses making northbound left turns along Highway 61 at 4™ Street, 7t Street, and
8" Street and degrading traffic operations for those northbound left turning movements when buses have to
stop at the railroad crossings.

Assign student parking in order to distribute trips to specific student parking accesses.

Attachments

Tables A1 and A2 — Crash Analysis Summary
Operational Analysis Tables and Reports

Highway 61 Traffic Signal Turning Movement Counts

x:\fj\i\isdwb\154475\8-planning\87-rpt-stud\traffic analysis memo\final wblahs traffic study memo 01112021.docx



Table A1

White Bear Lake High School Expansion Study

A

2015 to 2019 Crash Data SEH
MnDOT Crash Mapping Software Information
INTERSECTION CRASH RATE INFORMATION
Study Intersections Crash Severity Crash Critical | Critical | MnDOT
Rate Rates Index Average
e | Taar® | e | A [ 8 [ o e | tew | Gmr | G [ cmer oo
Hwy 61 at 4th St** Signal (3) 36,860 0 0 7 5 39 51 0.76 0.97 0.79 0.70
Hwy 61 at 7th St** Signal (3) 27,780 0 1 0 3 6 10 0.20 1.01 0.20 0.70
Hwy 61 at 8th St Thru/Stop (U) 27,880 0 0 3 0 4 7 0.14 0.35 0.40 0.18
Hwy 61 at Hwy 96** Signal (4) 26,200 0 0 3 3 17 23 0.48 0.71 0.67 0.45
Hwy 61 at Buffalo St** Signal (4) 20,370 0 0 1 4 13 18 0.48 0.75 0.64 0.45
Long Ave at 8th St Thru/Stop (U) 3,190 0 0 0 1 1 2 0.34 0.73 0.47 0.18
Washington Ave at 8th St Thru/Stop (U) 2,400 0 0 0 0 0 0 0.00 0.83 0.00 0.18
Division Ave at 7th St All Way 3,200 0 0 1 0 2 3 0.51 1.07 0.48 0.35
Division Ave at 8th St Thru/Stop (U) 5,140 0 0 0 0 4 4 0.43 0.60 0.72 0.18
Division Ave at High School Exit Thru/Stop (U) 4,270 0 0 0 0 1 1 0.13 0.64 0.20 0.18
Division Ave at High School Entrance/12th St Thru/Stop (U) 4,250 0 0 1 1 0 2 0.26 0.64 0.40 0.18
Division Ave at Stillwater St Thru/Stop (U) 2,130 0 0 0 0 0 0 0.00 0.87 0.00 0.18
Bloom Ave at 4th St Thru/Stop (U) 11,070 0 0 0 1 2 3 0.15 0.45 0.33 0.18
Bloom Ave at 5th St All Way 4,540 0 0 0 0 0 0 0.00 0.94 0.00 0.35
Bloom Ave at 7th St Thru/Stop (U) 2,590 0 0 0 0 0 0 0.00 0.80 0.00 0.18
Bloom Ave at 8th St Thru/Stop (U) 3,300 0 0 0 0 3 3 0.50 0.72 0.70 0.18
Bald Eagle Ave at 4th St All Way 11,520 0 0 0 1 7 8 0.38 0.71 0.54 0.35
Bald Eagle Ave at 5th St Thru/Stop (U) 6,880 0 0 0 0 1 1 0.08 0.53 0.15 0.18
Bald Eagle Ave at 9th St Thru/Stop (U) 3,770 0 0 1 0 4 5 0.73 0.68 1.08 0.18
Bald Eagle Ave at High School Access/12th St Thru/Stop (U) 3,300 0 0 0 0 0 0 0.00 0.72 0.00 0.18
Bald Eagle Ave at Stillwater St Thru/Stop (U) 4,190 0 0 0 1 3 4 0.52 0.65 0.80 0.18
Bald Eagle Ave at Bald Eagle Blvd All Way 3,930 0 0 0 0 0 0 0.00 0.99 0.00 0.35
Bald Eagle Blvd at Park Ave/Beaver St All Way 2,960 0 0 0 0 0 0 0.00 1.10 0.00 0.35
Division St at Park Ave Thru/Stop (U) 2,470 0 0 0 0 0 0 0.00 0.81 0.00 0.18
Eagle St at Park Ave All Way 3,150 0 0 0 0 1 1 0.17 1.08 0.16 0.35
Bald Eagle Blvd at Buffalo St All Way 1,110 0 0 0 0 0 0 0.00 1.67 0.00 0.35
Eagle St at Buffalo St All Way 1,260 0 0 0 0 0 0 0.00 1.58 0.00 0.35
Hugo Rd at Buffalo St Other 4,280 0 0 0 0 0 0 0.00 0.59 0.00 0.16
TOTAL 0 1 17 20 108 146
0% 1% 12% 14% 74% 100%

NOTES: Critical Rate Critical Average Rate
**Signalized Intersections MnDOT Statewide Average Rates (2015 Data; 5-Year)* Exceeded Index > 1 Exceeded
Crash Rates - Number of crashes per million entering vehicles Intersection Type Crash Rate
Exceeding the Calculated Critical Rates indicated a sustained crash problem. Signal (3) - High Volume, Low Speed 0.70 Critical
Control Type - Thru/Sop (U) - Urban Signal (4) - High Volume, High Speed 0.45 Index 2 0.85

Urban Thru/Stop 0.18

All-way Stop 0.35

Other 0.16




Table A2

White Bear Lake High School Expansion Study

2015 to 2019 Crash Data

MnDOT Crash Mapping Software Information

Study Intersections

Diagram - Crash Type

Pedestrian / Bicycle

NOTES:

Crashes
Intersection Rear End |Right Angle | Sideswipe [ Head On ‘2:?‘::: Other Total Pedestrian Bicycle
Hwy 61 at 4th St** 26 12 2 1 7 3 51 2 2
Hwy 61 at 7th St** 6 0 0 0 3 1 10 0
Hwy 61 at 8th St 1 5 0 0 1 0 7 0 0
Hwy 61 at Hwy 96** 15 2 2 2 2 0 23 0 0
Hwy 61 at Buffalo St** 7 5 3 0 2 1 18 0 0
Long Ave at 8th St 1 0 0 0 1 0 2 0 0
Washington Ave at 8th St 0 0 0 0 0 0 0 0 0
Division Ave at 7th St 0 2 0 0 1 0 3 0 0
Division Ave at 8th St 2 0 0 0 0 2 4 0 0
Division Ave at High School Exit 0 1 0 0 0 0 1 0 0
Division Ave at High School Entrance/12th St 1 0 0 0 1 0 2 1 0
Division Ave at Stillwater St 0 0 0 0 0 0 0 0 0
Bloom Ave at 4th St 0 3 0 0 0 0 3 0 0
Bloom Ave at 5th St 0 0 0 0 0 0 0 0 0
Bloom Ave at 7th St 0 0 0 0 0 0 0 0 0
Bloom Ave at 8th St 0 0 0 0 3 0 3 0 0
Bald Eagle Ave at 4th St 4 0 1 0 0 3 8 0 0
Bald Eagle Ave at 5th St 0 1 0 0 0 0 1 0 0
Bald Eagle Ave at 9th St 1 2 0 0 2 0 5 0 0
Bald Eagle Ave at High School Access/12th St 0 0 0 0 0 0 0 0 0
Bald Eagle Ave at Stillwater St 0 1 0 0 0 3 4 0 0
Bald Eagle Ave at Bald Eagle Blvd 0 0 0 0 0 0 0 0 0
Bald Eagle Blvd at Park Ave/Beaver St 0 0 0 0 0 0 0 0 0
Division St at Park Ave 0 0 0 0 0 0 0 0 0
Eagle St at Park Ave 1 0 0 0 0 0 1 0 0
Bald Eagle Blvd at Buffalo St 0 0 0 0 0 0 0 0 0
Eagle St at Buffalo St 0 0 0 0 0 0 0 0 0
Hugo Rd at Buffalo St 0 0 0 0 0 0 0 0 0
TOTAL 65 34 8 3 23 13 146 4 2
45% 23% 5% 2% 16% 9% 100%

**Signalized Intersections



Table B1a-1

White Bear Lake High School Expansion Study

2024 Build Conditions (8:30 AM High School Start Time, 8:00 AM Middle School Start Time)
AM Peak Hour (7:30 AM)

Vehicle Queing Information (feet)

Demand Volumes Delay (s/veh) ALOS By Los By Left Turn Lane Through Lane (s) Right Turn Lane
pproach Intersection
Intersection Approach Avg. 9% Block Link Avg. Max 9% Block Avg.
L T R | Toa | L |Los| T |Los Los (sD:/Iz) Los (sD:/IZ) Los S(;::)gf Queve Length | Queue | Queue S(;::)gf Queue
(feet) (feet) | (feet)' | (feet)’ (feet)’
Hwy 61 at 4th St (Signal) NB 176 803 47 1,026 | 584 E 6.2 A A 15.2 B 190 117 1374 71 243
SB 13 1662 90 1,765 9.0 A 11.5 B A 11.4 B 17.4 B 250 20 329 124 323
EB 74 45 234 353 76.8 E 64.1 E B 36.7 D 100 69 424 138 333
WB 65 33 4 102 83.2 68.1 E C 76.0 E 100 61 1201 42 133
Hwy 61 at 7th St (Signal) NB 160 687 15 862 775 2.8 A A 171 B 300 144 654 30 283
sB || 1614 | 83 | 1697 88 | A Al 87 | A| 146 | B 212 98 264
EB 54 10 154 218 724 E 49.4 D C 40.9 D 506 48 128
WB 26 24 7 57 58.1 E 61.4 E A 51.9 D 1490 48 17
Hwy 61 at 8th St (Signal) NB 130 605 14 749 69.8 E 43 A A 14.8 B 34
(Planned Signal) SB 30 1514 199 1,743 8.6 A 17.0 B A 15.8 B 17.3 B
D D C 326 C
F E A D
Hwy 61 at Hwy 96 (Signal) A A | A |
B B 26.1 C
A
F
Hwy 61 at Buffalo St (Signal) C 92 219
B | 239 | ¢ 129 345
E 130 198
E
Long Ave at 8th St A
D 6.7 A
B
A
Washington Ave at 8th St A
A 14 A
A A A
A . A A . A
Division Ave at 7th St NB 1 13 18 32 5.0 A 6.4 A A 43 A
SB 139 12 5 156 6.9 A 6.0 A A 6.8 A 7.5 A
EB 4 62 1 67 4.9 A 6.2 A A 6.1 A
WB 8 95 162 265 8.7 A 9.4 A A 8.7 A
Division Ave at 8th St NB 16 157 7 180 9.4 A 11.5 B A 11.0 B
(All-way Stop) SB 110 143 133 386 9.2 A 9.7 A A 8.7 A 10.0 B
EB 80 124 1 205 9.8 A 9.8 A A 9.8 A
WB A B B 111 B
Division Ave at New HS Access NB A A 3.6 A
A | A | 28 A
A
A
Divison St at Pick Up/Drop Off Access A
A 6.2 A
A
A
Divison St at 12th St A
A 0.8 A
. A
A A 5.3 A
Bloom Ave at 4th St A 3 A A 74 A
SB 44 3 30 77 9.4 A 4.1 A A 7.7 A 3.3 A
EB 67 304 7 378 5.2 A 25 A A 2.9 A
N WB 12 196 90 298 4.0 A 25 A A 2.3 A
=§: Bloom Ave at 5th St NB 7 109 42 158 46 A 6.2 A A 5.5 A
x SB 2 50 19 71 5.0 A 6.3 A A 5.4 A 5.3 A
& EB 32 34 19 85 5.2 A 6.0 A A 5.0 A
E WB 12 12 2 26 47 A 6.3 A A 5.4 A
Bald Eagle Ave at 4th St NB 9 68 54 131 6.7 A 7.8 A A 6.4 A
SB 176 72 31 279 71 A 8.3 A A 7.2 A 7.6 A
EB 95 151 24 270 8.1 A 8.8 A A 8.3 A
A A A A
Bald Eagle Ave at 5th St A A A
A A 1.8 A
| A |
A
Bald Eagle Ave at 9th St A
A 3.4 A
A
A
Bald Eagle Ave at New HS Access 55 325 A 449 20
236 | 68 | A | 22 | A | A | 22 A 782
A
A
Bald Eagle Ave at 12th St/HS Access A
Al 51 | A
A
B
Bald Eagle Ave at Stillwater St A
A 3.2 A
A
A
Bald Eagle Ave at Bald Eagle Blvd A
A 5.4 A
A
A
Bald Eagle Blvd at Park Ave/Beaver St A
A 5.4 A
A
A
Divison St at Park Ave A
A 4.1 A
A
A A
Eagle St at Park Ave 2 A A
6 A . A . A 7.0 A
EB 2 126 9 137 47 A 6.4 A 6.2 A
1 A 7.4 A
Bald Eagle Blvd at Buffalo St A 4.1 A
A 5.3 A 5.1 A
0.0 A
A 6.2 A 570 21
Eagle St at Buffalo St A 3.6 A 20
A 4.2 A 5.5 A 554 20 31
A . A 5.3 A 570 23 47
. A o AT 60 | A 1039 29 70
Hugo Rd at Buffalo St NB 1 3 131 10.1 B 9.8 A . B 13.8 B 1621 20 26
SB 38 10 5 53 227 C 11.0 B A 19.1 C 7.0 A 856 20 64
EB 1 28 15 44 71 A 42.1 E A 29.0 D 1039 25 90
wB_ | 324 | 46 7 377 | 07 | A | 12 | A Al o8 | A 113 [ 20

NOTES:

NOTES

1. If the reported queue is greater than zero (0), but less than 20 ft, a minimum of 20 ft is reported.

2. Block Percentage is proportion of analysis time (1 hour) the storage lane or through lane is blocked or blocking.
3. Multiple storage lanes of different length are averaged together to show the "Effective Storage Length" per lane.




Table B1a-2
White Bear Lake High School Expansion Study

2024 Build Conditions (8:30 AM High School Start Time, 8:00 AM Middle School Start Time)

School Dismissal Peak Hour (2:45 PM Vehicle Queing Information (feet)
Demand Volumes Delay (s/veh) ALOS By Los By Left Turn Lane Through Lane (s) Right Turn Lane
pproach Intersection
Intersection Approach Avg. Max | o Block | %Block | Link Avg. Max | o Block | % Block Avg. Max
L T R | Tota | L |Los| T |Los| R |Los (sD:/Iz) Los (sD:/Iz) Los S(;::)gf Queue | Queve | T [ Len® | Length | Queve | Queue | mign? | Thu® S(;::)gf Queue | Queue
(feet)' | (feet) > <~ (feet) | (feet)' | (feet)' | —> < (feet)’
Hwy 61 at 4th St (Signal) NB 234 | 1411 | 129 [ 1774 | 618 | E| 135 | B | 52 | A | 193 [ B 190 165 303 1374 181 416 5% 170 20
SB 26 842 70 938 | 513 | D | 152 | B | 128 B | 159 | B | 215 | c | 250 20 325 108 232
EB 113 66 175 | 354 | 608 | E | 437 | D | 49 | A | 303 | C 100 85 424 73 231 | 21% | 1% | 50 | 38 |
wB 100 70 14 184 | 608 | E | 507 | D | 312 | c | 544 | D 100 77 160 1199 74 180
Hwy 61 at 7th St (Signal) NB 82 1439 | 29 [ 1550 | 136 | B | 28 | A | 13 | A 3.3 A 300 23 657 25 114
sB || 834 | 38 | er2 || 31 Al 14 A 30 | A]| 55 | A 264 20 80
EB 58 15 115 | 188 | 541 | D | 328 | c | 117 | B | 258 | C 507 48 133
wB 21 10 15 46 | 510 [ D [ 498 | D | 213 | c | 404 | D 1489 27 86
Hwy 61 at 8th St (Signal) NB 98 | 1391 19 [ 1508 ]| 646 | E| 62 | A | 15 | A 9.9 A 264 90 231 20
(Planned Signal) sB 34 783 81 88 | 563 | E| 98 | A| 30 [ A] 109 | B| 118 | B 88 222
EB 117 6 82 205 | 389 | D |33 | D| 85 | A] 270 | C 63 87
D D B D
Hwy 61 at Hwy 96 (Signal) A A | A |
B ) B | 132 | B
0.0 A
D Al 461 | D
Hwy 61 at Buffalo St (Signal) E c J B | 203 [ ¢ 4312 176 385
sB 38 653 | 123 | 814 | 640 [ E [ 135 | B | 22 | A| 141 | B| 275 | ¢ 83 174
EB 192 41 35 268 | 680 | E [ 516 D | 79 | A| 570 | E 155 210
D D Al 520 | ¢ | 1342 | e8| 158 | 9% |
Long Ave at 8th St 0.0 A
130 | B 4.4 A
6.6 A
0.7 A
Washington Ave at 8th St 5.7 A
0.0 A 12 A
A 1.6 A
A 0.6 A
Division Ave at 7th St A A 4.6 A
A A A 7.0 A 5.9 A
A A A 6.1 A
. A A . A 4.7 A
Division Ave at 8th St NB 6 100 5 11 61 | Al 71 [ A] 41 [ A 6.9 A
(All-way Stop) A A A A 7.3 A
A A A
A A A
Division Ave at New HS Access A A
A | A | 24 A
A
A
Divison St at Pick Up/Drop Off Access A
A 3.1 A
A
A
Divison St at 12th St A
A 0.5 A
A
A A A
Bloom Ave at 4th St . A E B . A . A
_ sB 45 8 36 89 126 B | 121 [ B| 65 | A| 103 | B 35 A
H EB 46 298 1 355 | 55 | A| 26 | A| 22 | A 3.0 A
x wB 8 339 28 375 | 45 | A | 21 [ A 19 [ A 2.1 A
& [Bloom Ave at 5th St NB 16 26 36 78 47 | A] 59 [ A] 34 | A 45 A
3 sB 4 56 22 82 44 | A 62 [ A]| 33 | A 5.3 A 5.2 A
£ EB 14 30 7 51 50 | A| 62 | A| 32 [ A 5.5 A
a wB 26 51 1 78 48 | A 63 | A| 34 | A 5.7 A
S |Bald Eagle Ave at 4th St NB 23 49 57 120 | 64 | A 78 | A 42 | A 5.9 A
S sB 124 47 73 244 | 65 | A | 76 | A| 48 | A 6.2 A 8.2 A
EB 44 170 6 220 | 66 | A| 80 | A| 39 | A 7.6 A
B B A B
Bald Eagle Ave at 5th St A A A
A A 1.9 A
S
A
Bald Eagle Ave at 9th St A
A 26 A
A
A
Bald Eagle Ave at New HS Access A
A 5.8 A
A
A
Bald Eagle Ave at 12th St/HS Access A
A 38 A
A
A
Bald Eagle Ave at Stillwater St A
A 26 A
A
A
Bald Eagle Ave at Bald Eagle Blvd A
A 4.9 A
A
A
Bald Eagle Blvd at Park Ave/Beaver St A
A 5.3 A
A
A
Divison St at Park Ave A
A 4.1 A
A
A
Eagle St at Park Ave A
A 6.3 A
A
A
Bald Eagle Blvd at Buffalo St A
A 46 A
A
A
Eagle St at Buffalo St A
A 5.4 A
A A 570
A A A A 1039 23 51
Hugo Rd at Buffalo St A B | F | 1621 9% 623
D A A c| 352 | E 856 20 20
. A ) c . A } B 1039 24 60
wB 148 | 31 34 | 213 ] 09 [ A| 12 A]| 08 A| 09 | A 113 [T 20

NOTES:

NOTES

1. If the reported queue is greater than zero (0), but less than 20 ft, a minimum of 20 ft is reported.

2. Block Percentage is proportion of analysis time (1 hour) the storage lane or through lane is blocked or blocking.

3. Multiple storage lanes of different length are averaged together to show the "Effective Storage Length" per lane.



Table B1b-1

White Bear Lake High School Expansion Study
2024 Build Conditions (7:30 AM High School Start Time, 8:00 AM Middle School Start Time)

AM Peak Hour (7:00 AM)

Vehicle Queing Information (feet)

NOTES:

NOTES

Demand Volumes Delay (s/veh) LOS By Los By Left Turn Lane Through Lane (s) Right Turn Lane
Approach Intersection
Intersection Approach Avg. Max % Link Avg. Max | o % Avg. Max
L T R | Total T | Los (sD:/Iz) Los (sD:/IZ) Los S;"’agf Queve | Quete i Length Queve | Quete éi:::;l'( e 3;0’395 auere | Quae
(o)™ |ttty | (foet)’ < | (eet) | treety’ | treey? | > | = | Y | (reety! | (ree)’
Hwy 61 at 4th St (Signal) NB 137 712 27 876 4.9 A 13.9 B 190 103 1374 59
SB 11 2013 109 2,133 235 C 233 C 253 C 250 20
EB 75 31 267 373 62.2 E 55.8 E 100 71
WB 58 29 3 90 61.8 E 64.9 E 100 48
Hwy 61 at 7th St (Signal) NB 134 625 17 776 2.8 A 15.6 B
SB 1948 99 2,047 14.1 B 14.0 B 18.4 B
EB 50 10 168 228 59.9 E 55.4 E
WB 31 19 7 57 773 E 67.7 E
Hwy 61 at 8th St (Signal) NB 111 | 558 13 682 52 | A 163 | B [ 230 | 90 |EZE)
(Planned Signal) SB 34 | 1861 | 224 | 2,119 357 | D 334 | c| 206 | C
EB 72 4 181 257 45.4 D 347 C
D C 1363
Hwy 61 at Hwy 96 (Signal) A | A | 291
c C| 287 | c| 250 | 68 | 200 | 4312
A
F
Hwy 61 at Buffalo St (Signal) C 90 225
B | 255 | C 188 383
E 122 204
E
Long Ave at 8th St A
@ 23 | B
c 212
A 48
Washington Ave at 8th St B
B 21 A
A A
. A . A
Division Ave at 7th St NB 2 18 28 48 6.3 A 43 A
SB 143 17 7 167 7.3 A 6.9 A 7.8 A
EB 6 57 1 64 6.3 A 6.1 A
WB 8 103 141 252 9.6 A 9.5 A
Division Ave at 8th St NB 9 145 11 165 12.2 B 11.8 B
(All-way Stop) SB 112 139 167 418 11.3 B 10.6 B 11.5 B
EB 74 116 1 191 9.2 A 9.2 A
B B
Division Ave at New HS Access A A
A | A | 25 A
A
A
Divison St at Pick Up/Drop Off Access A
B 6.4 A
A
A
Divison St at 12th St A
A 1.0 A
A
A A A
Bloom Ave at 4th St C A A B
F C E E 11.3 B
B . A A . A
N WB 8 186 79 273 A 25 A A 2.3 A
=§: Bloom Ave at 5th St NB 7 99 51 157 A 6.3 A A 5.5 A
x SB 3 48 17 68 A 25.8 D D 252 D 9.6 A
& EB 37 56 21 114 A 6.3 A A 5.8 A
E WB 13 10 1 24 A 6.1 A A 5.2 A
Bald Eagle Ave at 4th St NB 7 93 57 157 A 8.5 A A 7.2 A
SB 196 91 38 325 A 9.8 A A 8.6 A 8.5 A
EB 83 157 28 268 A 9.7 A A 8.8 A
A A A A
Bald Eagle Ave at 5th St A A A
A A 2.1 A
| A |
A
Bald Eagle Ave at 9th St A
A 3.7 A
A
A
Bald Eagle Ave at New HS Access A 449
A 22 A
A
A
Bald Eagle Ave at 12th St/HS Access A
Al 42 | A
A
A
Bald Eagle Ave at Stillwater St . A . A
SB 90 149 11 250 1.2 A 1.6 A 3.3 A
EB 3 55 63 121 8.2 A 6.8 A
A 5.8 A
Bald Eagle Ave at Bald Eagle Blvd 3.6 A
0.0 A 5.0 A
5.1 A
6.4 A
Bald Eagle Blvd at Park Ave/Beaver St 0.0 A
3.0 A 5.3 A
6.0 A
6.1 A
Divison St at Park Ave 3.4 A
0.0 A 4.2 A
23 A
4.6 A
Eagle St at Park Ave 35 A
5.7 A 7.0 A
6.3 A
7.5 A
Bald Eagle Blvd at Buffalo St 3.7 A
5.1 A 46 A
0.0 A
A 6.0 A
Eagle St at Buffalo St A 2.9 A
A 4.1 A 5.0 A
A . 4.9 A
6 | A [T 56 | A
Hugo Rd at Buffalo St NB 1 2 122 125 13.7 B X A 46 A
SB 55 17 9 81 18.6 C C 26.4 D 7.6 A
EB 2 36 28 66 30.6 D B 246 C
WB 295 32 5 332 0.9 A A 1.0 A

1. If the reported queue is greater than zero (0), but less than 20 ft, a minimum of 20 ft is reported.
2. Block Percentage is proportion of analysis time (1 hour) the storage lane or through lane is blocked or blocking.
3. Multiple storage lanes of different length are averaged together to show the "Effective Storage Length" per lane.



Table B1b-2
White Bear Lake High School Expansion Study
2024 Build Conditions (7:30 AM High School Start Time, 8:00 AM Middle School Start Time)
School Dismissal Peak Hour (2:15 PM

Vehicle Queing Information (feet)

NOTES:

NOTES

1. If the reported queue is greater than zero (0), but less than 20 ft, a minimum of 20 ft is reported.

Demand Volumes Delay (s/veh) LOS By Los By Left Turn Lane Through Lane (s) Right Turn Lane
Approach Intersection
Intersection Approach Avg. Max %Block |  Link Avg. Max | o Biock | % Block Avg. Max
L T R | Tota | L |Los| T |Los| R |Los (sD:/Iz) Los (sD:/Iz) Los S(;::)gf Queve | Queve Let® | Length | Queue | Queue | Rignt® | Thru® S(;::)gf Queue | Queue
(feet)' | (feet) <~ (feet) | (feet)' | (feet)' | —> < (feet)’
Hwy 61 at 4th St (Signal) NB 209 | 1208 | 115 | 1532 | 601 | E | 120 | B | 45 | A | 182 | B 190 153 294 1374 146 348 3% 170 20 235
SB 20 799 65 884 | 580 | E | 147 | B | 118 B | 155 | B | 210 | c | 250 20 325 92 202
EB 112 49 165 | 326 | 630 | E | 421 | D | 50 | A | 206 | C 100 79 134 424 64 284 99
wB 109 70 12 191 | 6572 | E | 474 | D | 298 [ c | 517 | D 100 83 154 1199 77 195
Hwy 61 at 7th St (Signal) NB 63 | 1223 | 35 [ 1321 | 102 [ B | 25 [ A| 13 [ A]| 28 [ A 300 20 657 21 104
s || 70 | s g2t [ 26 A | 13 Al 25 | A| 52 | A 264 20 76
EB 59 17 112 | 188 | 536 | D | 452 | D | 89 | A| 282 | C 507 59 151 235 36 95
wB 21 9 9 39 | 458 | D | 518 | D[ 152 | B | 403 | D 1489 29 92 38
Hwy 61 at 8th St (Signal) NB 87 | 1180 | 19 | 1286 | 646 | E | 50 | A | 08 | A | 87 A 264 66 160 130 20
(Planned Signal) SB 32 738 93 863 | 612 | E | 77 | A | 22 A | 88 A| 105 | B 65 173 325 | 20 | 38
EB 113 5 79 197 | 393 | D | 194 [ B | 70 [ A| 264 | C 62 84 31 69
D D B [ 75 20 35
Hwy 61 at Hwy 96 (Signal) A A | A | 20 72
A } B | 117 | B
0.0 A
Al 460 | D | 20 |
Hwy 61 at Buffalo St (Signal) c Al 248 [ ¢ 4312 146 371 20
. E B . Al 118 | B| 236 | C 65 153 22
EB 167 26 37 230 | 616 | E | 482 D | 81 | A| 514 | D 142 203 55
D D Al 524 | C | 68 |
Long Ave at 8th St 0.0 A
138 | B 48 A
7.3 A
07 A
Washington Ave at 8th St 5.8 A
0.0 A 1.4 A
A 1.6 A
A 07 A
Division Ave at 7th St A 4.1 A
A 69 | A| 58 | A
A 60 | A
A 48 | A
Division Ave at 8th St A 6.3 A
(All-way Stop) A Al 70 | A
A A
A A
Division Ave at New HS Access A A
A | A | 28 A
A
A
Divison St at Pick Up/Drop Off Access A
A| 35 A
A
A
Divison St at 12th St A
A| o5 A
A
A A A
Bloom Ave at 4th St . B X B . A . A
N SB 54 8 41 103 | 125 [ B | 106 [ B| 76 [ A| 103 [ B 38 | A
2 EB 49 257 7 313 | 59 | A| 26 | A| 24 | A| 31 A
3 wB 8 305 28 341 | 40 | A 21 | A| 16 | A | 21 A
& [Bloom Ave at 5th St NB 14 33 34 81 51 | A| 60 | A| 33 | A| 47 [ A
i SB 4 62 21 87 56 | A| 64 | A| 33 [ A| 57 [ A]| 52 | A
£ EB 20 28 7 55 47 | A| 54 | A| 28 | A| 48 | A
a wB 34 32 1 67 49 | A 61 | A 14 | A| 55 [ A
3 [Bald Eagle Ave at 4th St NB 19 50 56 1256 | 58 [ A| 74 [ A| 40 [ A] 56 [ A
S SB 98 49 65 212 | 62 | A| 71 | A| 44 | A| 58 | A | 81 A
EB 27 158 6 191 62 | A| 78 [ A| 57 [ A| 75 | A
B B A B
Bald Eagle Ave at 5th St A A A
A A 1.9 A
| A |
A
Bald Eagle Ave at 9th St A
A| 23 A
A
A
Bald Eagle Ave at New HS Access A
A | 57 A
A
A
Bald Eagle Ave at 12th St/HS Access A
A | 37 A
A
A
Bald Eagle Ave at Stillwater St A
Al 27 | A
A
A
Bald Eagle Ave at Bald Eagle Blvd A
A | 48 A
A
A
Bald Eagle Blvd at Park Ave/Beaver St A
A | 51 A
A
A
Divison St at Park Ave A
A | 38 A
A
A
Eagle St at Park Ave A
A | 61 A
A
A
Bald Eagle Blvd at Buffalo St A
A | 43 A
A
A
Eagle St at Buffalo St A
A | 55 A
2 A A A A
3 A A A A
Hugo Rd at Buffalo St 1 A A B B
5 c A A B 74 | A
7 ] A ) c . A } B
WB 134 25 32 191 09 | Al 114 [ Al 08 A] 09 | A

2. Block Percentage is proportion of analysis time (1 hour) the storage lane or through lane is blocked or blocking.
3. Multiple storage lanes of different length are averaged together to show the "Effective Storage Length" per lane.



Table B2a-2
White Bear Lake High School Expansion Study

2028 Build Conditions (8:30 AM High School Start Time, 8:00 AM Middle School Start Time)

School Dismissal Peak Hour (2:45 PM Vehicle Queing Information (feet)
Demand Volumes Delay (s/veh) ALOS By Los By Left Turn Lane Through Lane (s) Right Turn Lane
pproach Intersection
Intersection Approach Avg. Max | o Block | %Block | Link Avg. Max | o Block | % Block Avg. Max
L T R | Tota | L |Los| T |Los| R |Los (sD:/Iz) Los (sD:/Iz) Los S(;::)gf Queue | Queve | T [ Len® | Length | Queve | Queue | mign? | Thu® S(;::)gf Queue | Queue
(feet)' | (feet) > <~ (feet) | (feet)' | (feet)' | —> < (feet)’
Hwy 61 at 4th St (Signal) NB 238 | 1529 | 130 | 1,897 | 657 | E | 147 | B | 64 | A | 205 | C 190 174 298 1374 195 410 6% 170 20 287
SB 26 931 73 | 1030 | 571 | E | 159 | B | 121 [ B | 165 [ B | 221 | ¢ | 250 20 325 119 255
EB 113 67 186 | 366 | 594 | E | 443 D | 63 | A | 202 | C 100 77 134 424 77 2900 | 2% | 1% | 50 | 40 [ED
wB 103 72 14 189 | 615 | E | 520 | D | 354 | D | 556 | E 100 77 169 1199 75 190
Hwy 61 at 7th St (Signal) NB 95 | 1552 | 29 [ 1676 | 163 | B | 38 | A| 15 | A | 45 A 300 30 657 44 156
s || eo7 | 38 | 945 || 34 A | 17 A 33 | A| 64 | A 264 20 84
EB 58 20 137 | 215 | 543 | D | 475 | D | 129 | B | 268 | C 54 138
wB 21 13 15 49 | 472 | D | 540 | D | 253 | c | 410 | D 27 80
Hwy 61 at 8th St (Signal) NB 113 | 1491 19 | 1623| 628 | E| 72 | A 17 [ A| 110 [ B 266
(Planned Signal) SB 34 840 86 90 | 557 | E [ 105 | B | 32 | A| 114 | B | 126 | B 95
EB 127 6 99 232 | 393 | D [ 344 | c | 89 | A| 260 | C 64 86
D D B D
Hwy 61 at Hwy 96 (Signal) A A | A |
B ) B | 130 | B
0.0 A
D Al 465 | D
Hwy 61 at Buffalo St (Signal) E [ I B | 308 | c 4312 195 421 2%
SB 39 698 | 138 | 875 | 659 | E | 146 B | 21 | A| 148 [ B | 284 | C 99 227 1%
E E Al 598 | E 160 220
D D B | 383 | ¢
Long Ave at 8th St 0.0 A
127 | B 46 A
7.0 A
0.8 A
Washington Ave at 8th St 6.2 A
0.0 A 13 A
A 1.6 A
A 07 A
Division Ave at 7th St A A 44 A
A A A 7.0 A 5.9 A
A A A 5.9 A
A A . A 5.0 A
Division Ave at 8th St NB 6 118 5 129 | 52 [ A 75 [ A] 48 [ A 7.3 A
(All-way Stop) A A A A 8.0 A
A A A
A A A
Division Ave at New HS Access A A
A | A | 25 A
A
A
Divison St at Pick Up/Drop Off Access A
A 37 A
A
A
Divison St at 12th St A
A 06 A
A
A A A
Bloom Ave at 4th St . A . A X A . A
N SB 50 8 36 9 134 | B | 88 | A| 82 | A| 108 | B 36 A
2 EB 46 303 11 360 | 59 A | 26 @ A| 27 A 3.0 A
3 wB 8 347 28 383 | 41 A | 22 A| 17 A 22 A
& [Bloom Ave at 5th St NB 16 26 40 82 49 | A 60 | A| 35 | A| 46 A
i SB 4 61 22 87 43 | A| 64 | A| 32 | A 5.4 A 5.3 A
£ EB 14 30 7 51 43 | A| 64 | A| 27 | A 5.3 A
a wB 26 54 1 81 48 | A | 63 | A| 32 | A 5.8 A
3 [Bald Eagle Ave at 4th St NB 23 54 58 13 | 66 | A| 83 | A| 47 | A 6.5 A
S SB 124 53 76 253 | 74 A | 81 A | 55 A 7.0 A 8.9 A
EB 47 174 6 227 | 71 A | 85 A | 48 A 8.1 A
B B A B
Bald Eagle Ave at 5th St A A A
A A 22 A
| A |
A
Bald Eagle Ave at 9th St A
A 27 A
A
A
Bald Eagle Ave at New HS Access 105 | 89 | 194 | 68 | A
142 192 Al 60 | A
A
A
Bald Eagle Ave at 12th StHS Access A
103 A 44 A
A
A
Bald Eagle Ave at Stillwater St A
A 28 A
A
A
Bald Eagle Ave at Bald Eagle Blvd A
A 5.1 A
A
A
Bald Eagle Blvd at Park Ave/Beaver St A
A 5.3 A
A
A
Divison St at Park Ave A
A 43 A
A
A
Eagle St at Park Ave A
A 6.5 A
A
A
Bald Eagle Blvd at Buffalo St A
A 44 A
A
A
Eagle St at Buffalo St A
A 56 A
A 570
A A A 1039 24 52
Hugo Rd at Buffalo St A | F | 1621 | 315 | 1141
c A A B | 733 856 20 22
) B } D . A . [ 1039 28 88
wB 165 | 31 35 | 231 | 09 [ A| 13 A 07 | A|] 09 | A 113 [T 20

NOTES:

NOTES

1. If the reported queue is greater than zero (0), but less than 20 ft, a minimum of 20 ft is reported.

2. Block Percentage is proportion of analysis time (1 hour) the storage lane or through lane is blocked or blocking.

3. Multiple storage lanes of different length are averaged together to show the "Effective Storage Length" per lane.



Table B2b-1
White Bear Lake High School Expansion Study
2024 Build Conditions (7:30 AM High School Start Time, 8:00 AM Middle School Start Time)

AM Peak Hour (7:00 AM) Vehicle Queing Information (feet)
Demand Volumes Delay (s/veh) ALOS By Los By Left Turn Lane Through Lane (s) Right Turn Lane
pproach Intersection
Intersection Approach Avg. Max | o Block | %Block | Link Avg. Max | o Block | % Block Avg. Max
L T R | Tota | L |Los| T |Los| R |Los (sD:/Iz) Los (sD:/Iz) Los S(;::)gf Queue | Queve | T [ Len® | Length | Queve | Queue | mign? | Thu® S(;::)gf Queue | Queue
(feet) (feet) > e (feet) | (feet)' | (feet)' | —> < (feet) ' | (feet)’
Hwy 61 at 4th St (Signal) NB 149 | 798 27 974 | 768 | E| 60 | A| 16 | A| 168 | B 190 126 271 1374 86 324 170
SB 11 | 2177 | 109 | 2,297 | 168 274 | ¢ | 232 [ c | 269 | ¢ | 290 250 20 201 28% | 329 320 B 28 %
EB 77 31 281 | 389 | 878 686 | E | 543 | D | 623 | E 100 75 134 1% | 424 287 RO 11 %
wB 62 29 3 94 636 | E | 335  C | 648 | E 100 55 125 34 111
Hwy 61 at 7th St (Signal) NB 161 690 17 868 33 | A| 09 | A| 206 | C 300 419 654 65 501
s8 | 2096 | 99 | 2195 190 | B | 152 | B | 188 | B | 238 212 226 321
EB 50 13 192 | 255 834 M 585 | E| 631 | E 75 296 | 2%
wB 31 23 7 61 89 | E| 112 B | 679 | E 63 172 4%
Hwy 61 at 8th St (Signal) NB 137 | 597 13 747 | 854 54 | A| 13 [ A| 199 [ B [ 230 | 55 269
(Planned Signal) SB 34 | 1991 | 239 | 2,264 | 337 680 | E | 439 | D | 648 | E | 511 756 1051
EB 77 4 200 | 281 | 425 522 | D | 287 ¢ | 327 | cC 43 73
D A D 2%
Hwy 61 at Hwy 96 (Signal) A A | A |
D D | 376
A
E
Hwy 61 at Buffalo St (Signal) C 92 220
B | 270 219 484
E 141 207
E 438
Long Ave at 8th St A
Al 119
c 215
A 48
Washington Ave at 8th St B
. A 29
A A 2.1 A
A . A . A 3.1 A
Division Ave at 7th St NB 2 18 28 48 57 | A| 68 | A| 31 | A| 44 A
SB 168 17 7 192 | 72 [ A| 74 [ A| 79 | A 7.3 A 8.3
EB 6 57 1 64 55 | A| 64 | A| 23 | A 6.2 A
wB 8 106 | 169 | 283 | 107 | B | 104 B | 101 | B | 102 | B
Division Ave at 8th St NB 9 173 11 193 [ 102 [B| 153 [ c | 97 [ A]| 148 [ B
(All-way Stop) SB 132 | 164 | 167 | 463 | 179 | c | 166 | c | 130 | B| 158 | c | 155
EB 74 116 1 191 89 | A| 90 [ A| 39 | A 8.9 A
wB [ [ c| 188 | c
Division Ave at New HS Access NB A A 38 A 200
A | A | 28
A
A
Divison St at Pick Up/Drop Off Access A m
c| o8 | 2% | 382 | o0 | 226 | 2% |
[ 125 B | 2 | B 710 | 32 | 90 |
0.0 A
Divison St at 12th St 178 0.5 A
389 . 1.1 A 1.0 1049 | 20 | 20 |
0.0 A
A . A 5.9 A
Bloom Ave at 4th St . A § B . A 8.7 A
SB 44 3 34 81 366 | E| 88 | A | 121 B | 247 | C 85
EB 75 342 7 424 | 105 | B | 94 | A| 48 | A 9.5 A
N wB 8 192 91 291 43 | A | 28 | A| 20 | A 26 A
3 [Boom Ave atstn st NB 7 108 53 168 | 55 | A| 62 | A| 37 | A 5.3 A
< SB 3 48 17 68 55 | A| 62 | A| 31 | A 5.3 A 53
4 EB 37 60 21 18 | 52 [ A| 60 | A| 32 | A 5.3 A
Z wB 13 10 1 24 46 | A | 60 | A| 39 | A 5.1 A
Bald Eagle Ave at 4th St NB 7 99 60 166 | 62 | A| 91 | A| 55 | A 76 A
SB 208 % 39 343 | 95 A [ 101 B[ 75 | A 9.4 A 95
EB 95 157 28 280 | 104 | B[ 105 | B| 71 | A| 101 | B
B B . A B
Bald Eagle Ave at 5th St A . A A
A A 2.0
| A |
A
Bald Eagle Ave at 9th St A
A 45
B
A
Bald Eagle Ave at New HS Access A
A 28
A
A
Bald Eagle Ave at 12th St/HS Access A
Al 67
A
C } B c
Bald Eagle Ave at Stillwater St . A . A . A . A
SB 90 174 11 275 | 27 A | 14  A| 08 A 1.8 Al 40
EB 3 55 74 132 | 98 | A| 104 | B| 66 | A 8.2 A
A A . A 7.6 A
Bald Eagle Ave at Bald Eagle Blvd A A . A 3.9 A
0.0 A 56
5.7 A
6.8 A
Bald Eagle Blvd at Park Ave/Beaver St 0.0 A
3.1 A 55
6.2 A
6.4 A
Divison St at Park Ave 3.5 A
0.0 A 44
24 A
4.9 A
Eagle St at Park Ave 3.6 A
5.4 A 76
6.4 A
8.3 A
Bald Eagle Blvd at Buffalo St 3.7 A
5.3 A 47
0.0 A
A 6.1 A 570 20 44
Eagle St at Buffalo St A 3.6 A 20 20
A 44 A 5.4 554 20 32
A . 5.3 A 570 32 63
AT ss | A 1039 25 70
Hugo Rd at Buffalo St NB 1 2 B . A 5.0 A 1621 20 26
SB 57 17 E c | s29 H 114 856 52 213
EB 2 39 . B E : c| 31 | D 1039 42 134
WB 343 35 5 383 08 | Al 10 | A]| 04 | A 08 | A | 113 20 25
NOTES: NOTES 1. If the reported queue is greater than zero (0), but less than 20 ft, a minimum of 20 ft is reported.

2. Block Percentage is proportion of analysis time (1 hour) the storage lane or through lane is blocked or blocking.
3. Multiple storage lanes of different length are averaged together to show the "Effective Storage Length" per lane.



Table B2b-2

White Bear Lake High School Expansion Study
2024 Build Conditions (7:30 AM High School Start Time, 8:00 AM Middle School Start Time)

School Dismissal Peak Hour (2:15 PM Vehicle Queing Information (feet)
Demand Volumes Delay (s/veh) ALOS By Los By Left Turn Lane Through Lane (s) Right Turn Lane
pproach Intersection
Intersection Approach Avg. Max | o Block | %Block | Link Avg. Max | o Block | % Block Avg. Max
L T R | Tota | L |Los| T |Los| R |Los (sD:/Iz) Los (sD:/Iz) Los S;"’agf Queue | Queue | Thu® | Let® | Length | Queue | Queue | Rignt® | Thru® S;"’agf Queue | Queue
feel)” | oo’ | (oo’ | —> | < | feet) | ety | (oo’ | —> [ <= | (V" | ooy’ | (foet)’
Hwy 61 at 4th St (Signal) NB 213 | 1307 | 116 | 1636 | 615 | E | 119 | B | 41 | A | 182 | B 190 149 306 1374 157 413 3% 170 20
SB 20 881 67 %8 | 688 | E | 152 | B | 141 B | 161 | B | 209 | c | 250 20 325 112 249
EB 112 50 174 | 336 | 628 | E | 403 | D | 54 | A | 201 | C 100 79 133 424 60 295 99
wB 109 72 12 193 | 580 | E | 463 | D | 207 [ c | 520 | D 100 85 170 1199 76 203
Hwy 61 at 7th St (Signal) NB 72 | 1315 | 38 [ 1425 158 | B | 30 | A | 12 | A 36 A 300 22 657 31 156
s || 87 | s ges || 33 A | 14 Al 32 | A] 60 | A 264 20 100
EB 59 23 131 | 213 | 514 | D [ 483 | D | 117 | B | 267 | C 507 62 142
wB 21 10 9 40 | 506 | D | 459 | D | 242 | c | 418 | D 1489 26 80
Hwy 61 at 8th St (Signal) NB 98 | 1262 | 19 [ 1379 627 [ E | 62 | A| 15 [ A| 101 [ B 264 83 216 130 20 20
(Planned Signal) SB 32 788 9% 916 | 556 | E | 97 | A| 33 | A| 105 | B| 118 | B 88 257
EB 122 5 93 220 | 384 | D | 168 | B| 87 | A| 251 | C 65 88
D D B D
Hwy 61 at Hwy 96 (Signal) A A | A |
B . B | 120 | B
0.0 A
Al 448 | D
Hwy 61 at Buffalo St (Signal) c Al 281 [ ¢ 4312 156 380 225
E B ] Al 137 | B| 263 | ¢ 80 177 175
EB 197 29 38 264 | 642 | E | 564 | E| 81 | A | 555 | E 155 202 55
D D B| 352 | D | 1342 | 69 | 189 80
Long Ave at 8th St 0.0 A
114 | B 46 A
75 A
07 A
Washington Ave at 8th St 6.1 A
0.0 A 15 A
A 1.6 A
A 0.8 A
Division Ave at 7th St A 4.2 A
A 7.0 A 5.9 A
A 6.1 A
A 4.8 A
Division Ave at 8th St A 6.9 A
(All-way Stop) A A 8.0 A
A A
A A
Division Ave at New HS Access A A
A | A | 34 A
A
A
Divison St at Pick Up/Drop Off Access A
A 38 A
59 | 103 | 162 | 84 A | 6 | A
0.0 A
Divison St at 12th St - 268 0.4 A
| 1 | 225 226 06 A| o8 A
0.0 A
A A 5.5 A
Bloom Ave at 4th St . B . B . A 6.6 A
N SB 60 8 41 109 | 122 [ B | 115 [ B| 74 [ A]| 103 [ B 36 A
2 EB 49 264 7 320 | 55  A| 25 A | 22 A 3.0 A
3 wB 8 310 28 346 | 38 A | 20 A| 17 A 2.0 A
& [Bloom Ave at 5th St NB 14 33 36 83 46 | A| 61 | A| 33 | A| 46 A
i SB 4 68 21 93 49 | A| 64 | A| 34 | A 5.7 A 5.2 A
£ EB 20 28 7 55 45 | A| 56 | A| 31 | A 5.0 A
a wB 37 32 1 70 48 | A | 64 | A| 27 | A 5.5 A
3 [Bald Eagle Ave at 4th St NB 19 52 58 129 | 61 [ A 74 [ A] 44 [ A 5.8 A
S SB 104 53 77 234 | 67 | A| 78 A | 50 | A 6.4 A 8.2 A
EB 32 160 6 198 | 68 | A| 77 | A| 46 | A 74 A
B B A B
Bald Eagle Ave at 5th St A A A
A A 1.8 A
| A |
A
Bald Eagle Ave at 9th St A
A 24 A
A
A
Bald Eagle Ave at New HS Access 90 152 A
105 140 | 57 | Al 68 A | Al 59 | A
A
A
Bald Eagle Ave at 12th St/HS Access A
A 46 A
A
A
Bald Eagle Ave at Stillwater St A
A 27 A
A
A
Bald Eagle Ave at Bald Eagle Blvd A
A 49 A
A
A
Bald Eagle Blvd at Park Ave/Beaver St A
A 5.4 A
A
A
Divison St at Park Ave A
A 41 A
A
A
Eagle St at Park Ave A
A 6.3 A
A
A
Bald Eagle Blvd at Buffalo St A
A 3.9 A
A
A
Eagle St at Buffalo St A
A 56 A
A
A
Hugo Rd at Buffalo St D
B | 174 | C
c
A

NOTES:

NOTES 1. If the reported queue is greater than zero (0), but less than 20 ft, a minimum of 20 ft is reported.
2. Block Percentage is proportion of analysis time (1 hour) the storage lane or through lane is blocked or blocking.

3. Multiple storage lanes of different length are averaged together to show the "Effective Storage Length" per lane.



Table B2c-1

White Bear Lake High School Expansion Study
2028 Build Conditions (8:30 AM High School Start Time, 8:00 AM Middle School Start Time) - Westbound Right Turn Lane Added at Division Ave/8th St

AM Peak Hour (7:30 AM)

Vehicle Queing Information (feet)

Intersection

Approach

Demand Volumes

Delay (s/veh)

LOS By
Approach

LOS By
Intersection

Left Turn Lane

Through Lane (s)

Right Turn Lane

Total

LOS

=
=
o
(2]

,_
o
(2]

Delay
(S/Veh)

Delay

(SIVeh) | =08

Storage
(feet)®

Avg.

Queue

(feet)

Hwy 61 at 4th St (Signal)

NB

191

900

49

1,140

59.5

71

15.4

20.5

43.4

73.3

22.8 C

190

122

250

20

100

78

100

62

Hwy 61 at 7th St (Signal)

19.1

14.4

54.5

60.1

19.7 B

Hwy 61 at 8th St (Signal)
(Planned Signal)

17.9

68.9

32.6

Hwy 61 at Hwy 96 (Signal)

Hwy 61 at Buffalo St (Signal)

51.5 D

O w(OOoOm>»mmu|>mmo >

>|> 00> (>0 w>»00 wx>

423 D

300

Max

Queue

(feet) '

EB

122

56.5

Long Ave at 8th St

Washington Ave at 8th St

mmw O

24.4 [}

72 A

Division Ave at 7th St

NB

SB

179

EB

WB

102

8.7 A

Division Ave at 8th St
(All-way Stop)

NB

210

SB

128

426

EB

80

205

WB

Division Ave at New HS Access

NB

Divison St at Pick Up/Drop Off Access

Divison St at 12th St

>|> 0w w(o > > >>

Bloom Ave at 4th St

S
~
> >wwwolwm>>>>>

11.8 B

3.1 A

6.7 A

SB

EB

WB

103

317

3.6 A

Bloom Ave at 5th St

AM Peak Hour

NB

122

44

173

SB

19

EB

19

WB

53 A

Bald Eagle Ave at 4th St

NB

57

140

SB

188

38

EB

118

151

24

WB

Bald Eagle Ave at 5th St

Bald Eagle Ave at 9th St

> > > > > > > > x> > >

8.1 A

o
w
> > (w > (> > > > > > > > > o

Bald Eagle Ave at New HS Access

57 391

Bald Eagle Ave at 12th St/HS Access

[ 60 | 213

57

Bald Eagle Ave at Stillwater St

| 24 A

273

> (> > > > > > > > >

A
8 A |

44 | A

25 A

6.7 A

SB

231

EB

39

126

3.4 A

Bald Eagle Ave at Bald Eagle Blvd

Bald Eagle Blvd at Park Ave/Beaver St

5.7 A

Divison St at Park Ave

Eagle St at Park Ave

5.4 A

4.3 A

EB

153

Bald Eagle Blvd at Buffalo St

Eagle St at Buffalo St

71 A

>|> > > >

>

5.0 A

>

> > > >|>

Hugo Rd at Buffalo St

NB

147

>

5.5 A

SB

EB

WB

435

>> 0 >|>

N
EN
oo
>0 w >

A
B
A
A

-
>00>)>)>)>)>)>)>)>)>>>)>)>)>)>)>>)>>)>)>)>)>)>>>>>>O)>)>)>)>)>)>)>)>m)>)>>‘)>)>)>>>>>>>>>>>>)>)>)>)>)>)>)>m)>)>)>‘)>)>mmmom>>>>)>)>)>)>mU>Ucmom>c‘>00mmmommmoom 8

4.2 A

NOTES:

NOTES

% Block
Thru®@

>

% Block
Left @

-

Link
Length
(feet)

Avg.
Queue
(feet) '

Max
Queue
(feet)’

1374
329

89
277

318
353

% Block
Right®

>

% Block
Thru @

-

Storage
(feet)®

Avg.
Queue
(feet)’

Queue
(feet) '

170
18 %

424

410

35

125

654
272
506

55
203
62

498
297
154

1490

54

124

272
1018

51
653
49

261
1034
73

4312

122

246

182
129

498
192

23%

235

20

84

11

207

1%

120

20

59

130

6

20
365

-1342 .Im-318 -39%

570

22

41

20

31

554

20

31

570

25

52

1039

28

57

1621

20

21

856

21

85

1039

27

75

113

20

20

1. If the reported queue is greater than zero (0), but less than 20 ft, a minimum of 20 ft is reported.
2. Block Percentage is proportion of analysis time (1 hour) the storage lane or through lane is blocked or blocking.
3. Multiple storage lanes of different length are averaged together to show the "Effective Storage Length" per lane.




Table B2c-2
White Bear Lake High School Expansion Study

2028 Build Conditions (8:30 AM High School Start Time, 8:00 AM Middle School Start Time) - Westbound Right Turn Lane Added at Division Ave/8th St

School Dismissal Peak Hour (2:45 PM Vehicle Queing Information (feet)
Demand Volumes Delay (s/veh) ALOS By Los By Left Turn Lane Through Lane (s) Right Turn Lane
pproach Intersection
Intersection Approach Avg. Max | o Block | %Block | Link Avg. Max | o Block | % Block Avg. Max
L T R | Tota | L |Los| T |Los| R |Los (sD:/Iz) Los (sD:/Iz) Los S;"’agf Queue | Queue | Thu® | Let® | Length | Queue | Queue | Rignt® | Thru® S;"’agf Queue | Queue
feel)” | (oo’ | (oo’ | —> | < | feet) | teety’ | (oo’ | —> [ <= | (V" | ey’ | (foet)’
Hwy 61 at 4th St (Signal) NB 238 | 1529 | 130 | 1,897 | 650 | E | 155 | B | 60 | A | 211 | C 190 175 309 5% | 1374 201 475 7% 170 21 290
SB 26 931 73 | 1030 | 592 | E | 188 | B | 150 | B | 195 [ B | 231 | ¢ | 250 20 1% 325 144 278 1%
EB 113 67 186 | 366 | 616 | E | 415 D | 57 | A | 204 | C 100 83 424 79 303 | 2% | 2% | 50 | 44 [NEELD)
wB 103 72 14 189 | 560 | E | 474 | D | 354 [ D | 511 [ D 100 72 1199 71 180
Hwy 61 at 7th St (Signal) NB 95 | 1552 | 29 [ 1676 | 146 | B | 39 | A| 17 [ A| 45 [ A 300 28 657 40 166
sB || e07 | 38 | 945 || 29 A | 25 A| 29 | A| 63 | A 264 20 99
EB 58 20 137 | 215 | 551 | E | 432 | D | 119 | B | 259 | C 507 54 157 235 50 152
wB 21 13 15 49 | 518 | D | 531 | D | 244 | c | 449 | D 34 56
Hwy 61 at 8th St (Signal) NB 113 | 1491 19 | 1623]| 632 | E| 66 | A| 12 | A| 104 [ B 130 20
(Planned Signal) SB 34 840 86 %0 | 547 | D | 91 | A| 30 | A| 102 | B| 118 | B 82 38
EB 127 6 99 232 | 383 | D | 341 | c| 88 | A| 251 | C 63 86
D D B D 34
Hwy 61 at Hwy 96 (Signal) A A | A | 154
A . B | 121 | B
0.0 A
471 | D
Hwy 61 at Buffalo St (Signal) 205 | C 4312 54 218
125 | B | 229 | C 82 202
614 | E 167 205
85 | C
Long Ave at 8th St 0.0 A
138 | B 47 A
6.9 A
0.8 A
Washington Ave at 8th St 6.3 A
0.0 A 1.2 A
A 15 A
A 0.6 A
Division Ave at 7th St A A 4.6 A
A A A 6.9 A 5.9 A
A A A 6.3 A
. A g A . Al 49 A
Division Ave at 8th St NB 6 118 5 120 | 55 [ A 76 [ A 49 [ A 74 A
(All-way Stop) A A A A 78 A
A A A
A A A
Division Ave at New HS Access A A
A | A | 26 A
A
A
Divison St at Pick Up/Drop Off Access A
A 38 A
A
A
Divison St at 12th St A
A 05 A
A
A A A
Bloom Ave at 4th St A A i (9] . A . A
N SB 50 8 36 9 134 | B| 76 | A| 72 | A| 105 | B 36 A
2 EB 46 303 11 360 | 56 A | 26  A| 21 | A 2.9 A
3 wB 8 347 28 383 | 46 A | 23  A| 17 A 2.3 A
& [Bloom Ave at 5th St NB 16 26 40 82 43 | A| 60 | A| 33 | A| 43 A
i SB 4 61 22 87 42 | A| 62 | A| 33 | A 5.3 A 5.2 A
£ EB 14 30 7 51 48 | A| 62 | A| 30 | A 5.4 A
a wB 26 54 1 81 48 | A | 63 | A| 00 | A 5.8 A
3 [Bald Eagle Ave at 4th St NB 23 54 58 13 | 64 | A| 79 | A| 41 | A 5.9 A
S SB 124 53 76 253 | 69 | A | 80 A | 54 A 6.6 A 8.5 A
EB 47 174 6 221 | 76 A | 82 A | 52 | A 8.0 A
B B A B
Bald Eagle Ave at 5th St A A A
A A 2.1 A
| A |
A
Bald Eagle Ave at 9th St A
A 28 A
A
A
Bald Eagle Ave at New HS Access A
A 6.0 A
A
A
Bald Eagle Ave at 12th SYHS Access A
103 A 5.1 A
A
A
Bald Eagle Ave at Stillwater St A
A 26 A
A
A
Bald Eagle Ave at Bald Eagle Blvd A
A 49 A
A
A
Bald Eagle Blvd at Park Ave/Beaver St A
A 5.3 A
A
A
Divison St at Park Ave A
A 44 A
A
A
Eagle St at Park Ave A
A 6.5 A
A
A
Bald Eagle Blvd at Buffalo St A
A 43 A
A
A
Eagle St at Buffalo St A
A 5.4 A
A A 570
A A A 1039 23 48
Hugo Rd at Buffalo St A E | F | 1621 | 325 | 1115 [ 38% | 300 | 209 [
D A A c | 790 856 20 30
} B ) D ] A . [ 1039 27 87
wB 165 | 31 35 | 231 | 09 [ A| 11 A 06 A] 09 | A 113 [T 20

NOTES:

NOTES

1. If the reported queue is greater than zero (0), but less than 20 ft, a minimum of 20 ft is reported.

2. Block Percentage is proportion of analysis time (1 hour) the storage lane or through lane is blocked or blocking.

3. Multiple storage lanes of different length are averaged together to show the "Effective Storage Length" per lane.
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2040 AM Peak
85% Confidence Level
Daylight conditions

L LI B |

Project: Division Ave. / 7th St.
Scheme: ISD WBL
Rodel-Winl - Full Geometry

Operational Data

Main Geometry (ft)

Approach and Entry Geometry

Apprqach Grad(_a Half Width Approach Er_1try Entry Flare Ent_ry Entry
Leg Leg Names Bearing Separation Vv Lanes Width Lanes Length Radius Ang]e
(deg) G n E n L' R Phi
1 NBDIVISION 0 0 12.00 1 14.00 1 50.00 50.00 30.00
2  WBT7th 90 0 12.00 1 14.00 1 50.00 50.00 30.00
3 SBDIVISION 180 0 12.00 1 14.00 1 50.00 50.00 30.00
4 EBTth 270 0 12.00 1 14.00 1 50.00 50.00 30.00
Circulating and Exit Geometry
Inscribed Circulating Circulating Exit Exit Exit Exit Half
Leg Leg Names Diameter Width Lanes Width Lanes Half Width Width Lanes
D C nc Ex nex VX nvx
1 NB DIVISION 80.00 19.00 1 14.00 1 12.00 1
2 WB7th 80.00 19.00 1 14.00 1 12.00 1
3 SBDIVISION 80.00 19.00 1 14.00 1 12.00 1
4 EBTth 80.00 19.00 1 14.00 1 12.00 1
Capacity Modifiers and Capacity Calibration (veh/hr)
Entry Capacity Entry Calibration Approach Road Exit Road
Leg LegNames | capacity XWalk | Intercept  Slope \Y; Default Calib \Y Default Calib
+or - Factor +or - Factor (ft) Capacity Capacity (ft) Capacity Capacity
1 NBDIVISION 0 1.000 0 1.000 20.00 1792 0 12.00 1792 0
2 WB7th 0 1.000 0 1.000 24.00 1792 0 12.00 1792 0
3 SBDIVISION 0 1.000 0 1.000 36.00 1792 0 12.00 1792 0
4 EBTth 0 1.000 0 1.000 24.00 1792 0 12.00 1792 0
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LERNA A B |

2040 AM Peak
85% Confidence Level
Daylight conditions

v

L LI B |

Project: Division Ave. / 7th St.
Scheme: ISD WBL
Rodel-Winl - Full Geometry

Operational Results

2040 AM Peak - 60 minutes

Flows and Capacity

Flows (veh/hr) Capacity (veh/hr)
Leg Leg Names B.IXSSZS Arrival Flow Opposing Flow Exit Capacity Average VCR
Entry Bypass Entry Bypass Flow Entry Bypass Entry Bypass
1 NBDIVISION None 32 228 21 853 0.0375
2  WBT7th None 302 18 242 968 0.3121
3 SB DIVISION None 179 111 209 917 0.1953
4  EBTth None 67 182 108 878 0.0763
Delays, Queues and Level of Service
Leg Leg Names Bypass Average Delay (sec) 95% Queue (veh) Level of Service
Type Entry Bypass Leg Entry Bypass Entry Bypass Leg
1 NB DIVISION None 4.24 4.24 0.18 A A
2 WB 7th None 5.12 5.12 1.50 A A
3  SBDIVISION None 4.70 4.70 1.02 A A
4 EB 7th None 4.30 4.30 0.39 A A
Report dated 20-Nov-2020 Page 2 of 4
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2040 AM Peak
85% Confidence Level
Daylight conditions

v

Project: Division Ave. / 7th St.

Scheme: ISD WBL

Rodel-Winl - Full Geometry

2040 AM Peak - 15 minutes

Flows and Capacity

Bypass

Flows (veh/hr)

Capacity (veh/hr)

Leg Leg Names Type Arrival Flow Opposing Flow Exit Capacity Average VCR
Entry Bypass Entry Bypass Flow Entry Bypass Entry Bypass
1 NB DIVISION None 52 348 29 787 0.0656
2 WB 7th None 364 29 370 961 0.3785
3 SB DIVISION None 263 134 259 904 0.2912
4 EB 7th None 112 265 132 832 0.1342
Delays, Queues and Level of Service
Leg Leg Names Bypass Average Delay (sec) 95% Queue (veh) Level of Service
Type Entry Bypass Leg Entry Bypass Entry Bypass Leg
1 NB DIVISION None 4.03 4.03 0.18 A A
2 WB 7th None 5.21 5.21 1.50 A A
3 SB DIVISION None 4.63 4.63 1.02 A A
4 EB 7th None 4.07 4.07 0.39 A A
Report dated 20-Nov-2020 Page 30of 4
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2040 AM Peak

85% Confidence Level

Daylight conditions

Project: Division Ave. / 7th St.
Scheme: ISD WBL
Rodel-Winl - Full Geometry

Global Results

Performance and Accidents
2040 AM Peak Global Performance

Parameter Units Entries Bypasses Total
Arrive Flows veh/hr 580 580
Capacity veh/hr 3615 3615
Average Delay sec/veh 4.85 4.85
L.O.S. (Signal) A-F A A
L.O.S. (Unsig) A-F A A
Total Delay veh.hrs 0.78 0.78
Report dated 20-Nov-2020 Page 4 of 4

Rodel Version 1.96 Run number 128
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2040 AM Peak Project: Division Ave. / 8th St.
85% Confidence Level Scheme: ISD WBL
Daylight conditions Rodel-Winl - Full Geometry

Operational Data

Main Geometry (ft)
Approach and Entry Geometry

Approach Grade Half Width Approach Entry Entry Flare Entry Entry

Leg Leg Names Bearing Separation Vv Lanes Width Lanes Length Radius Angle
(deg) G n E n L' R Phi

1 NBDIVISION 0 0 12.00 1 14.00 1 50.00 50.00 30.00

2 WB 8th 90 0 12.00 1 14.00 1 50.00 50.00 30.00

3 SBDIVISION 180 0 12.00 1 14.00 1 50.00 50.00 30.00

4  EB 8th 270 0 12.00 1 14.00 1 50.00 50.00 30.00

Circulating and Exit Geometry

Inscribed Circulating Circulating Exit Exit Exit Exit Half
Leg Leg Names Diameter Width Lanes Width Lanes Half Width Width Lanes
D C nc Ex nex VX nvx
1 NB DIVISION 80.00 19.00 1 14.00 1 12.00 1
2 WB8th 80.00 19.00 1 14.00 1 12.00 1
3 SBDIVISION 80.00 19.00 1 14.00 1 12.00 1
4  EB8th 80.00 19.00 1 14.00 1 12.00 1

Capacity Modifiers and Capacity Calibration (veh/hr)

Entry Capacity Entry Calibration Approach Road Exit Road
Leg LegNames | capacity XWalk | Intercept Slope v Default Calib v Default Calib

+or - Factor +or - Factor (ft) Capacity Capacity (ft) Capacity Capacity

1 NBDIVISION 0 1.000 0 1.000 20.00 1792 0 12.00 1792 0

2 WB8th 0 1.000 0 1.000 24.00 1792 0 12.00 1792 0

3 SBDIVISION 0 1.000 0 1.000 36.00 1792 0 12.00 1792 0

4 EB8th 0 1.000 0 1.000 24.00 1792 0 12.00 1792 0

Report dated 20-Nov-2020 Page 1 of 3
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LERNA A B |

2040 AM Peak
85% Confidence Level
Daylight conditions

v

L LI B |

Project: Division Ave. / 8th St.
Scheme: ISD WBL
Rodel-Winl - Full Geometry

Operational Results

2040 AM Peak - 60 minutes

Flows and Capacity

Flows (veh/hr) Capacity (veh/hr)
Leg Leg Names B.IXSSZS Arrival Flow Opposing Flow Exit Capacity Average VCR
Entry Bypass Entry Bypass Flow Entry Bypass Entry Bypass
1 NBDIVISION None 210 332 181 796 0.2639
2  WB 8th None 366 283 259 823 0.4449
3 SB DIVISION None 426 166 483 887 0.4805
4  EBB8th None 205 308 284 809 0.2534
Delays, Queues and Level of Service
Leg Leg Names Bypass Average Delay (sec) 95% Queue (veh) Level of Service
Type Entry Bypass Leg Entry Bypass Entry Bypass Leg
1 NB DIVISION None 6.27 6.27 1.83 A A
2 WB 8th None 7.56 7.56 2.84 A A
3  SBDIVISION None 7.34 7.34 3.06 A A
4 EB 8th None 6.13 6.13 1.93 A A
Report dated 20-Nov-2020 Page 2 0of 3
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2040 AM Peak

85% Confidence Level

Daylight conditions

Project: Division Ave. / 8th St.
Scheme: ISD WBL
Rodel-Winl - Full Geometry

Global Results

Performance and Accidents
2040 AM Peak Global Performance

Parameter Units Entries Bypasses Total
Arrive Flows veh/hr 1207 1207
Capacity veh/hr 3314 3314
Average Delay sec/veh 7.01 7.01
L.O.S. (Signal) A-F A A
L.O.S. (Unsig) A-F A A
Total Delay veh.hrs 2.35 2.35
Report dated 20-Nov-2020 Page 3 0of 3

Rodel Version 1.96 Run number 133



1\
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2040 PM Peak
85% Confidence Level
Daylight conditions

L LI B |

Project: Division Ave. / 7th St.
Scheme: ISD WBL
Rodel-Winl - Full Geometry

Operational Data

Main Geometry (ft)

Approach and Entry Geometry

Apprqach Grad(_a Half Width Approach Er_1try Entry Flare Ent_ry Entry
Leg Leg Names Bearing Separation Vv Lanes Width Lanes Length Radius Ang]e
(deg) G n E n L' R Phi
1 NBDIVISION 0 0 12.00 1 14.00 1 50.00 50.00 30.00
2  WBT7th 90 0 12.00 1 14.00 1 50.00 50.00 30.00
3 SBDIVISION 180 0 12.00 1 14.00 1 50.00 50.00 30.00
4 EBTth 270 0 12.00 1 14.00 1 50.00 50.00 30.00
Circulating and Exit Geometry
Inscribed Circulating Circulating Exit Exit Exit Exit Half
Leg Leg Names Diameter Width Lanes Width Lanes Half Width Width Lanes
D C nc Ex nex VX nvx
1 NB DIVISION 80.00 19.00 1 14.00 1 12.00 1
2 WB7th 80.00 19.00 1 14.00 1 12.00 1
3 SBDIVISION 80.00 19.00 1 14.00 1 12.00 1
4 EBTth 80.00 19.00 1 14.00 1 12.00 1
Capacity Modifiers and Capacity Calibration (veh/hr)
Entry Capacity Entry Calibration Approach Road Exit Road
Leg LegNames | capacity XWalk | Intercept  Slope \Y; Default Calib \Y Default Calib
+or - Factor +or - Factor (ft) Capacity Capacity (ft) Capacity Capacity
1 NBDIVISION 0 1.000 0 1.000 20.00 1792 0 12.00 1792 0
2 WB7th 0 1.000 0 1.000 24.00 1792 0 12.00 1792 0
3 SBDIVISION 0 1.000 0 1.000 36.00 1792 0 12.00 1792 0
4 EBTth 0 1.000 0 1.000 24.00 1792 0 12.00 1792 0
Report dated 20-Nov-2020 Page 1 of 4
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LERNA A B | v

2040 PM Peak
85% Confidence Level
Daylight conditions

L LI B |

Project: Division Ave. / 7th St.

Scheme: ISD WBL

Rodel-Winl - Full Geometry

Operational Results

2040 PM Peak - 60 minutes

Flows and Capacity

Flows (veh/hr) Capacity (veh/hr)
Leg Leg Names B.IXSSZS Arrival Flow Opposing Flow Exit Capacity Average VCR
Entry Bypass Entry Bypass Flow Entry Bypass Entry Bypass
1 NBDIVISION None 32 206 38 830 0.0386
2  WBT7th None 147 22 216 929 0.1583
3 SB DIVISION None 168 45 124 916 0.1833
4  EBTth None 66 178 35 845 0.0781
Delays, Queues and Level of Service
Leg Leg Names Bypass Average Delay (sec) 95% Queue (veh) Level of Service
Type Entry Bypass Leg Entry Bypass Entry Bypass Leg
1 NB DIVISION None 4.26 4.26 0.14 A A
2 WB 7th None 4.28 4.28 0.63 A A
3  SBDIVISION None 4.61 4.61 1.10 A A
4 EB 7th None 4.40 4.40 0.38 A A
Report dated 20-Nov-2020 Page 2 of 4
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LERNA A B |

2040 PM Peak
85% Confidence Level
Daylight conditions

v

L LI B |

Project: Division Ave. / 7th St.

Scheme: ISD WBL

Rodel-Winl - Full Geometry

2040 PM Peak - 15 minutes

Flows and Capacity

Flows (veh/hr)

Capacity (veh/hr)

Leg Leg Names B¥$§:S Arrival Flow Opposing Flow Exit Capacity Average VCR
Entry Bypass Entry Bypass Flow Entry Bypass Entry Bypass
1 NB DIVISION None 40 342 58 757 0.0528
2 WB 7th None 188 29 352 925 0.2038
3 SB DIVISION None 285 58 160 910 0.3130
4 EB 7th None 105 295 46 782 0.1340
Delays, Queues and Level of Service
Leg Leg Names Bypass Average Delay (sec) 95% Queue (veh) Level of Service
Type Entry Bypass Leg Entry Bypass Entry Bypass Leg
1 NB DIVISION None 4.30 4.30 0.14 A A
2 WB 7th None 4.17 4.17 0.63 A A
3 SB DIVISION None 4.46 4.46 1.10 A A
4 EB 7th None 4.26 4.26 0.38 A A
Report dated 20-Nov-2020 Page 30of 4
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2040 PM Peak

85% Confidence Level

Daylight conditions

Project: Division Ave. / 7th St.
Scheme: ISD WBL
Rodel-Winl - Full Geometry

Global Results

Performance and Accidents
2040 PM Peak Global Performance

Parameter Units Entries Bypasses Total
Arrive Flows veh/hr 413 413
Capacity veh/hr 3520 3520
Average Delay sec/veh 4.43 4.43
L.O.S. (Signal) A-F A A
L.O.S. (Unsig) A-F A A
Total Delay veh.hrs 0.51 0.51
Report dated 20-Nov-2020 Page 4 of 4

Rodel Version 1.96 Run number 131



I AN\ Wi v wiili

2040 PM Peak Project: Division Ave. / 8th St.
85% Confidence Level Scheme: ISD WBL
Daylight conditions Rodel-Winl - Full Geometry

Operational Data

Main Geometry (ft)
Approach and Entry Geometry

Approach Grade Half Width Approach Entry Entry Flare Entry Entry

Leg Leg Names Bearing Separation Vv Lanes Width Lanes Length Radius Angle
(deg) G n E n L' R Phi

1 NBDIVISION 0 0 12.00 1 14.00 1 50.00 50.00 30.00

2 WB 8th 90 0 12.00 1 14.00 1 50.00 50.00 30.00

3 SBDIVISION 180 0 12.00 1 14.00 1 50.00 50.00 30.00

4  EB 8th 270 0 12.00 1 14.00 1 50.00 50.00 30.00

Circulating and Exit Geometry

Inscribed Circulating Circulating Exit Exit Exit Exit Half
Leg Leg Names Diameter Width Lanes Width Lanes Half Width Width Lanes
D C nc Ex nex VX nvx
1 NB DIVISION 80.00 19.00 1 14.00 1 12.00 1
2 WB8th 80.00 19.00 1 14.00 1 12.00 1
3 SBDIVISION 80.00 19.00 1 14.00 1 12.00 1
4  EB8th 80.00 19.00 1 14.00 1 12.00 1

Capacity Modifiers and Capacity Calibration (veh/hr)

Entry Capacity Entry Calibration Approach Road Exit Road
Leg LegNames | capacity XWalk | Intercept Slope v Default Calib v Default Calib

+or - Factor +or - Factor (ft) Capacity Capacity (ft) Capacity Capacity

1 NBDIVISION 0 1.000 0 1.000 20.00 1792 0 12.00 1792 0

2 WB8th 0 1.000 0 1.000 24.00 1792 0 12.00 1792 0

3 SBDIVISION 0 1.000 0 1.000 36.00 1792 0 12.00 1792 0

4 EB8th 0 1.000 0 1.000 24.00 1792 0 12.00 1792 0

Report dated 20-Nov-2020 Page 1 of 3

Rodel Version 1.96 Run number 135



LERNA A B |

2040 PM Peak
85% Confidence Level
Daylight conditions

v

L LI B |

Project: Division Ave. / 8th St.
Scheme: ISD WBL
Rodel-Winl - Full Geometry

Operational Results

2040 PM Peak - 60 minutes

Flows and Capacity

Flows (veh/hr) Capacity (veh/hr)
Leg Leg Names B.IXSSZS Arrival Flow Opposing Flow Exit Capacity Average VCR
Entry Bypass Entry Bypass Flow Entry Bypass Entry Bypass
1 NBDIVISION None 129 298 169 780 0.1653
2  WB 8th None 186 209 218 829 0.2245
3  SBDIVISION None 354 66 329 905 0.3911
4  EBB8th None 164 303 116 778 0.2109
Delays, Queues and Level of Service
Leg Leg Names Bypass Average Delay (sec) 95% Queue (veh) Level of Service
Type Entry Bypass Leg Entry Bypass Entry Bypass Leg
1 NB DIVISION None 5.49 5.49 0.95 A A
2 WB 8th None 5.29 5.29 1.07 A A
3  SBDIVISION None 7.30 7.30 4.49 A A
4 EB 8th None 7.10 7.10 2.33 A A
Report dated 20-Nov-2020 Page 2 0of 3
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2040 PM Peak

85% Confidence Level

Daylight conditions

Project: Division Ave. / 8th St.
Scheme: ISD WBL
Rodel-Winl - Full Geometry

Global Results

Performance and Accidents
2040 PM Peak Global Performance

Parameter Units Entries Bypasses Total
Arrive Flows veh/hr 833 833
Capacity veh/hr 3292 3292
Average Delay sec/veh 6.53 6.53
L.O.S. (Signal) A-F A A
L.O.S. (Unsig) A-F A A
Total Delay veh.hrs 1.51 151
Report dated 20-Nov-2020 Page 3 0of 3
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Location: TH 61 at 4th St
Count Date: 11/7/2019 )
a
TURNING MOVEMENT COUNT DATA SEH
All Vehicles
TH 61 4th St TH 61 4th St
Southbound Westbound Northbound Eastbound
Start Time | Left | Thru [ Right | Peds | Left | Thru | Right | Peds | Left | Thru | Right [ Peds | Left | Thru | Right | Peds | Int. Total |
6:00 161 11 8 14 42 4 8 13 261
6:15 281 11 2 3 9 62 2 5 2 26 403
6:30 1 354 13 8 3 19 125 5 1 9 3 21 561
6:45 1 355 21 1 5 4 23 122 14 15 2 22 584
7:00 4 400 22 9 7 1 29 106 4 1 20 7 43 652
7:15 460 33 11 13 39 167 8 20 9 73 833
7:30 1 457 29 23 5 24 99 6 24 9 64 741
7:45 6 385 47 15 15 2 37 113 9 16 10 42 697
8:00 3 251 21 2 10 10 1 44 145 10 13 12 52 572
8:15 5 270 13 21 15 2 30 119 15 1 16 24 29 559
8:30 6 201 18 19 9 1 30 115 17 27 13 26 482
8:45 2 263 34 16 13 2 39 132 21 25 17 44 608
9:00 4 198 22 14 7 40 138 20 1 39 15 48 545
9:15 6 212 20 17 1 4 40 157 16 17 14 41 555
9:30 9 186 14 19 11 4 32 144 26 18 13 21 497
9:45 2 150 20 1 15 10 3 1 49 143 17 13 13 32 467
10:00 0
10:15 0
10:30 4 159 7 30 13 2 26 165 21 16 9 29 481
10:45 6 155 11 5 27 12 2 35 153 32 2 22 12 32 499
11:00 4 161 15 23 8 3 36 169 27 2 23 11 33 513
11:15 3 160 9 2 30 15 3 40 154 30 21 13 35 513
11:30 8 175 15 1 26 13 6 37 190 33 22 15 38 578
11:45 7 168 16 27 14 11 25 191 28 15 13 36 551
12:00 9 175 22 1 28 19 6 39 181 33 20 10 28 570
12:15 4 144 21 1 33 13 43 181 25 27 17 30 538
12:30 6 174 15 1 22 20 2 31 229 26 1 26 12 40 603
12:45 3 162 19 24 21 6 43 233 21 2 15 21 27 595
13:00 4 138 12 25 10 3 31 221 36 1 24 9 43 556
13:15 5 126 10 2 27 17 6 37 202 32 29 17 37 545
13:30 7 163 16 28 11 4 27 213 18 24 12 36 559
13:45 6 135 16 1 35 18 2 53 248 18 3 19 12 26 588
14:00 1 164 17 2 25 14 2 33 208 24 24 6 42 560
14:15 6 184 15 1 25 19 4 47 224 19 1 29 16 39 627
14:30 4 146 11 26 22 48 242 27 2 31 11 36 604
14:45 4 141 21 1 29 19 5 84 325 30 2 34 19 30 741
15:00 3 184 15 3 25 16 5 67 345 28 35 14 63 800
15:15 11 180 23 2 26 17 3 67 294 25 6 29 23 46 1 744
15:30 6 157 21 23 24 6 72 312 27 33 19 34 734
15:45 11 182 24 20 20 3 68 360 51 40 36 54 869
16:00 7 151 22 24 18 1 52 336 58 12 35 24 34 3 762
16:15 7 156 24 5 22 14 3 58 342 63 1 30 31 40 790
16:30 7 183 19 22 25 2 58 369 50 35 31 29 830
16:45 12 211 36 1 16 24 5 57 397 47 3 38 31 37 911
17:00 8 204 24 3 27 27 3 84 313 38 10 27 18 46 819
17:15 13 171 26 18 20 7 67 380 43 5 34 15 46 840
17:30 10 197 23 33 60 5 62 283 28 2 33 23 42 799
17:45 6 184 20 21 19 4 52 317 33 8 21 18 40 1 735
18:00 7 147 15 5 33 25 5 73 269 27 7 27 12 45 685
18:15 6 147 21 2 25 16 3 54 265 38 2 31 13 41 660
18:30 8 117 17 3 15 14 4 47 190 20 9 23 14 44 513
18:45 5 105 22 4 17 13 4 52 191 30 6 14 7 36 2 496
19:00 3 95 10 9 14 8 2 35 187 14 5 17 9 29 423
19:15 2 88 11 7 22 17 8 29 178 8 6 29 1 25 428
19:30 5 97 14 1 19 10 5 26 152 9 3 26 6 34 403
19:45 3 72 7 5 26 11 7 36 165 5 9 13 2 32 379
20:00 1 87 9 3 20 15 4 40 121 5 2 30 7 29 368
20:15 77 4 13 16 3 22 141 7 15 4 12 2 314
20:30 1 82 8 5 17 10 3 22 141 6 18 9 26 2 343
20:45 2 50 7 3 6 13 3 26 123 5 15 3 14 267
21:00 1 64 5 10 9 3 19 119 2 9 3 13 257
21:15 66 7 1 8 5 1 17 111 6 1 9 4 11 245
21:30 36 2 5 8 1 14 73 1 1 8 13 161
21:45 2 38 2 7 3 1 11 83 3 8 3 15 176
22:00 42 1 1 3 4 1 12 59 2 6 9 10 2 143
22:15 1 31 4 1 1 3 1 10 70 1 4 1 6 133
22:30 28 3 4 3 14 51 2 2 7 111
22:45 24 3 4 4 8 51 1 3 1 4 103
Total 289 11067 1063 89 | 1248 905 193 1 2544 12446 1355 134 | 1406 792 2171 13 35479
Cars+ 286 10683 1042 89 | 1227 899 191 0 [ 2504 12026 1344 133 | 1379 784 2122 12 34487
Trucks 3 384 21 0 21 6 2 1 40 420 11 1 27 8 49 1 992
% Trucks |0 35 20 0.0 17 07 1.0  1000[ 16 34 08 07 1.9 1.0 23 77
3.3 1.2 2.8




Location: TH 61 at 7th Street
Count Date: 11/7/2019 )
a
TURNING MOVEMENT COUNT DATA SEH
All Vehicles
TH 61 7th St TH 61 7th St
Southbound Westbound Northbound Eastbound
Start Time | Left | Thru [ Right | Peds | Left | Thru | Right | Peds | Left | Thru | Right [ Peds | Left | Thru | Right | Peds | Int. Total |
6:00 164 1 1 44 2 1 7 220
6:15 2 299 3 1 61 3 2 2 6 1 379
6:30 1 356 1 4 3 4 7 134 2 1 2 17 532
6:45 1 363 1 2 5 2 117 5 4 1 19 520
7:00 2 398 1 7 1 8 111 2 5 1 33 569
7:15 4 442 5 8 3 2 25 159 3 10 6 56 723
7:30 2 451 3 6 3 2 8 104 7 7 4 22 619
7:45 5 413 14 10 2 3 9 112 5 10 5 32 620
8:00 5 267 6 5 2 1 7 139 3 20 3 26 484
8:15 4 265 5 5 2 2 6 128 2 3 3 15 440
8:30 3 240 6 3 1 1 5 131 3 9 1 16 419
8:45 3 258 5 6 2 3 3 140 6 1 2 18 1 447
9:00 8 237 5 5 1 2 4 162 6 3 2 8 443
9:15 6 203 3 2 1 2 7 151 8 6 3 14 406
9:30 7 207 6 1 1 1 5 144 6 5 3 14 400
9:45 4 163 2 3 5 1 10 143 3 1 4 10 348
10:00 0
10:15 0
10:30 11 151 2 4 1 1 5 153 5 7 3 12 354
10:45 4 154 4 3 3 1 1 7 152 7 3 2 2 15 2 354
11:00 4 167 2 3 4 3 7 177 9 3 1 10 390
11:15 3 174 5 1 6 1 1 6 154 6 5 1 16 1 378
11:30 5 190 5 7 3 9 184 10 5 2 10 430
11:45 5 183 4 9 2 4 179 14 6 1 10 417
12:00 5 202 2 6 2 6 8 192 8 6 3 16 456
12:15 2 145 3 4 1 1 7 177 9 2 4 13 368
12:30 6 190 1 7 2 2 1 4 224 17 7 3 11 473
12:45 2 176 2 4 2 2 14 210 7 13 4 15 451
13:00 6 144 2 5 3 3 11 217 11 11 5 8 426
13:15 5 130 2 5 1 3 6 223 3 3 1 11 393
13:30 3 174 2 7 5 9 220 7 7 2 13 449
13:45 7 148 5 7 3 8 254 6 6 2 13 459
14:00 7 159 3 4 1 1 11 213 12 9 1 18 439
14:15 6 170 4 4 3 1 11 216 10 1 10 9 35 479
14:30 9 146 2 1 6 1 2 17 242 7 9 4 13 458
14:45 3 161 7 2 6 5 2 23 331 8 9 2 7 564
15:00 6 186 6 5 5 1 2 2 29 353 8 25 5 37 663
15:15 7 191 1 3 4 5 9 344 6 12 3 17 602
15:30 6 167 3 7 5 3 11 338 6 8 1 15 570
15:45 8 205 1 1 8 1 5 11 371 7 1 17 8 12 654
16:00 6 179 4 9 3 9 12 368 9 1 18 4 6 627
16:15 4 173 1 4 3 1 11 352 6 12 9 14 589
16:30 9 216 2 1 8 8 2 13 375 12 1 9 6 19 679
16:45 6 245 10 7 6 7 7 420 11 1 27 2 18 766
17:00 7 222 5 10 3 8 1 16 355 6 27 5 22 686
17:15 3 191 5 6 3 5 14 400 13 10 5 14 669
17:30 8 224 6 9 3 7 9 366 10 15 3 18 678
17:45 10 175 7 9 3 7 11 342 6 20 6 21 617
18:00 7 154 2 6 2 2 1 6 300 8 5 3 13 508
18:15 7 160 5 8 2 5 13 298 4 4 2 10 518
18:30 8 130 3 6 2 9 1 10 209 7 1 9 4 8 405
18:45 3 115 1 4 1 10 208 9 2 1 7 361
19:00 3 81 4 3 4 2 191 5 1 7 301
19:15 80 4 4 2 2 220 4 6 1 19 342
19:30 1 90 3 1 4 7 185 2 11 1 20 325
19:45 2 69 3 3 2 2 8 180 6 3 10 3 8 296
20:00 2 86 2 2 175 5 12 1 5 290
20:15 75 2 3 1 2 9 158 5 7 5 267
20:30 77 1 4 2 3 7 156 2 12 1 9 274
20:45 48 1 4 1 1 153 1 2 9 220
21:00 2 53 1 1 3 124 6 7 1 14 212
21:15 5 60 3 2 1 5 128 2 6 9 221
21:30 2 35 2 2 84 5 2 5 137
21:45 38 1 1 89 2 1 4 4 139
22:00 40 1 1 68 3 3 2 1 119
22:15 32 2 1 2 75 3 2 3 120
22:30 1 28 1 52 3 2 1 2 90
22:45 24 2 50 2 3 81
Total 273 11539 192 13 | 301 134 165 9 520 13185 404 13 | 516 171 933 5 28333
Cars+ 268 11171 190 12 | 287 130 162 5 485 12804 397 12 501 167 880 5 27442
Trucks 5 368 2 1 14 4 3 4 35 381 7 1 15 4 53 0 891
% Trucks |18 3:2 1.0 77 | 47 30 1.8 444 | 67 29 17 77 | 29 23 57 00
3.1 35 3.0 44 3.1




Location: TH 61 at TH 96 (12th Street)

Count Date: 11/7/2019 )
a

TURNING MOVEMENT COUNT DATA SEH

All Vehicles
TH 61 TH 96 TH 61 N/A
Southbound Westbound Northbound Eastbound
Start Time | Left | Thru [ Right | Peds | Left | Thru | Right | Peds | Left | Thru | Right [ Peds | Left | Thru | Right | Peds | Int. Total |
6:00 7 132 25 2 38 5 209
6:15 6 232 50 37 11 336
6:30 7 265 67 4 78 17 438
6:45 15 295 74 3 83 16 486
7:00 11 327 61 2 57 32 490
7:15 19 329 102 5 71 43 569
7:30 23 351 101 59 38 572
7:45 13 346 112 3 74 28 576
8:00 7 228 70 4 111 29 449
8:15 13 194 74 6 80 42 409
8:30 11 178 72 5 84 40 390
8:45 14 190 75 4 83 44 410
9:00 8 177 59 9 89 40 382
9:15 7 139 65 8 97 46 362
9:30 9 142 54 5 81 42 333
9:45 7 135 51 7 72 36 308
10:00 6 117 55 6 101 39 324
10:15 15 125 50 7 77 31 305
10:30 9 123 37 10 89 40 308
10:45 7 115 40 9 106 37 314
11:00 10 131 37 6 103 46 333
11:15 9 124 51 6 94 43 327
11:30 10 145 49 8 111 56 379
11:45 4 134 57 5 109 52 361
12:00 9 132 51 1 123 60 376
12:15 5 85 55 5 106 46 302
12:30 0
12:45 0
13:00 5 110 25 7 135 66 348
13:15 10 90 45 6 123 59 333
13:30 5 125 49 11 150 57 397
13:45 12 105 46 8 158 58 387
14:00 13 135 37 6 142 39 372
14:15 10 118 33 4 154 49 368
14:30 8 102 46 11 177 48 392
14:45 9 117 48 5 206 71 1 456
15:00 14 145 52 11 241 79 1 542
15:15 18 145 51 8 208 75 505
15:30 14 133 39 4 234 78 1 502
15:45 9 159 45 8 259 93 1 573
16:00 19 146 41 7 268 81 562
16:15 15 122 53 5 227 93 515
16:30 17 159 58 6 244 87 571
16:45 19 192 68 6 311 91 687
17:00 0
17:15 0
17:30 0
17:45 0
18:00 9 121 38 4 201 72 445
18:15 6 122 50 1 173 66 418
18:30 4 97 38 4 149 53 345
18:45 3 82 31 5 124 53 298
19:00 5 74 17 6 155 40 297
19:15 5 57 19 3 136 61 281
19:30 2 59 24 11 136 53 285
19:45 2 57 22 7 121 41 250
20:00 2 47 39 5 129 50 272
20:15 4 39 37 5 118 44 247
20:30 2 30 30 1 127 35 225
20:45 1 26 16 5 104 40 192
21:00 32 15 3 93 41 184
21:15 3 39 22 3 82 34 183
21:30 1 27 7 2 73 17 127
21:45 2 21 12 5 61 28 129
22:00 21 4 3 48 16 92
22:15 1 21 1 3 1 57 16 99
22:30 18 5 1 41 13 78
22:45 3 15 6 4 37 15 80
Total 513 7999 0 0 [2763 0 324 1 0 7615 2871 4 0 0 0 0 22085
Cars+ 451 7753 0 0 [2700 O 276 1 0 7378 2821 4 0 0 0 0 21379
Trucks 62 246 0 0 63 0 48 0 0 237 50 0 0 0 0 0 706
% Trucks |21 3.1 00 00 | 23 00 148 00 [ 00 31 17 00 [ 00 00 00 0.0

3.6 3.6 2.7 0.0 3.2




Location: TH 61 at Buffalo Street
Count Date: 11/7/2019 )
a
TURNING MOVEMENT COUNT DATA SEH
All Vehicles
TH 61 Buffalo St TH 61 Buffalo St
Southbound Westbound Northbound Eastbound
Start Time | Left | Thru [ Right | Peds | Left | Thru | Right | Peds | Left | Thru | Right [ Peds | Left | Thru | Right | Peds | Int. Total |
6:00 3 155 4 9 2 5 1 28 2 2 8 219
6:15 4 216 8 21 4 9 1 43 1 8 6 321
6:30 6 287 16 19 6 10 4 71 5 7 13 444
6:45 19 284 20 30 16 14 3 87 1 8 5 13 500
7:00 6 270 24 39 33 15 1 50 5 9 13 19 484
7:15 7 332 31 31 22 15 4 79 2 15 9 10 557
7:30 12 336 8 33 21 16 7 56 2 13 15 22 541
7:45 9 288 15 34 15 17 1 68 5 6 7 18 483
8:00 12 217 15 18 10 15 3 106 8 16 6 10 436
8:15 8 179 7 16 4 11 7 78 4 11 3 4 332
8:30 14 176 4 15 11 8 11 71 7 4 7 5 333
8:45 9 196 16 15 15 7 2 71 7 6 5 13 362
9:00 10 161 11 12 9 6 4 88 6 10 6 9 332
9:15 10 132 8 11 5 8 4 89 9 6 7 13 302
9:30 3 113 6 1 18 4 6 8 63 7 1 4 7 8 247
9:45 13 132 3 5 4 4 2 71 11 6 3 11 265
10:00 0
10:15 0
10:30 8 119 5 11 3 7 7 89 7 6 5 8 275
10:45 5 96 4 15 10 4 99 6 10 9 8 266
11:00 6 114 7 16 5 9 5 100 8 9 2 4 285
11:15 11 120 7 15 5 10 6 87 9 7 4 9 290
11:30 4 124 3 14 4 8 12 108 9 6 5 10 307
11:45 4 121 3 3 3 5 2 107 8 8 6 7 277
12:00 10 128 9 10 5 3 4 108 9 10 5 11 312
12:15 8 101 5 11 3 11 3 78 6 5 4 6 241
12:30 7 120 5 4 5 5 9 122 8 8 8 9 310
12:45 9 110 6 10 4 8 9 134 8 6 5 10 319
13:00 3 95 7 8 6 4 10 110 10 5 4 13 275
13:15 8 89 4 6 5 12 7 117 11 12 1 11 283
13:30 7 105 6 6 4 10 11 133 9 7 5 7 310
13:45 6 110 4 4 6 7 8 147 9 9 5 11 326
14:00 10 121 21 15 6 4 13 139 6 10 7 9 361
14:15 9 108 6 10 12 7 6 145 11 20 9 8 351
14:30 20 103 8 6 5 9 6 164 11 12 12 8 364
14:45 6 100 11 11 16 17 9 190 16 8 5 12 401
15:00 10 153 14 11 10 23 12 216 16 18 8 6 497
15:15 6 126 8 14 9 20 19 190 16 18 16 7 449
15:30 9 138 10 8 6 16 13 200 16 19 8 9 452
15:45 10 153 5 10 11 12 9 239 23 14 18 13 517
16:00 9 156 12 6 14 11 16 256 23 10 21 10 544
16:15 10 124 8 5 5 17 10 200 21 14 18 11 443
16:30 11 165 10 20 17 22 12 224 21 18 14 10 544
16:45 8 180 15 16 10 10 12 2712 25 15 15 14 592
17:00 10 166 7 13 9 17 12 230 19 16 18 11 528
17:15 16 133 6 12 6 14 14 227 28 10 21 8 495
17:30 7 158 7 18 11 19 16 217 21 12 19 12 517
17:45 14 121 13 10 10 14 16 198 16 5 13 15 445
18:00 14 114 5 8 4 7 11 173 15 9 8 6 374
18:15 4 111 17 9 9 13 14 149 17 7 5 5 360
18:30 7 82 5 9 8 4 12 115 14 8 10 6 280
18:45 6 75 11 8 7 10 6 114 12 11 5 8 273
19:00 8 58 7 9 3 9 15 133 16 8 3 5 274
19:15 8 55 5 3 2 15 10 111 14 5 5 4 237
19:30 11 45 2 11 5 1 8 129 9 11 6 1 239
19:45 7 40 3 8 2 2 11 108 15 3 5 3 207
20:00 7 45 4 1 3 7 122 10 3 4 206
20:15 1 35 3 3 5 3 9 99 11 3 6 1 179
20:30 3 24 3 4 6 7 8 110 9 5 3 3 185
20:45 4 21 5 2 3 5 9 89 10 2 2 4 156
21:00 1 30 5 3 3 6 6 82 7 17 4 164
21:15 2 31 1 3 4 6 68 12 2 4 4 137
21:30 2 20 2 2 5 4 5 58 4 5 8 2 117
21:45 4 15 4 1 4 3 60 3 5 2 101
22:00 4 18 1 2 9 5 6 41 6 3 2 2 99
22:15 1 19 2 2 2 5 49 5 1 1 4 91
22:30 3 12 2 3 4 2 33 5 2 1 1 68
22:45 2 14 6 1 3 2 38 3 1 1 71
Total 505 8095 514 1 739 475 618 0 510 7846 680 1 567 473 530 0 21552
Cars+ 488 7728 471 0 734 466 592 0 499 7523 669 1 504 461 523 0 20658
Trucks 17 367 43 1 5 9 26 0 11 323 11 0 63 12 7 0 894
% Trucks |34 45 84 100.0] 0.7 1.9 42 00 | 22 441 16 00 [ 111 25 13 0.0
47 2.2 3.8 4.1
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