TASK 1

TASK 2

TASK 3

Adelante Academy Asphalt Repair and Replacement
2999 Ridgemont Dr.

SCOPE OF WORK
FRONT PLAY AREA (KINDERGARTEN), APPROXIMATELY 3,800 SQ. FT

Remove and replace degraded asphalt overlay. Install wood header
board at existing undefined edge of asphalt. Repaint existing
playground designs with similar colors and layouts.

CENTRAL PLAY AREA (UNDER NEW SHADE STRUCTURE),
APPROXIMATELY 6,500 SQ. FT.

Remove and replace asphalt. Repaint existing playground designs
with similar colors and layouts. Patch/Repair around new shade
structure columns - remobilization required.

REAR PLAY AREA- APPROXIMATELY 10,000 SQ FT.

Repair existing asphalt. Mill and overlay AC. Repaint playground
designs with similar colors and layouts. Install wood headerboard as
needed.
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Repair and Replacement
Site Map
2999 Ridgemont Dr.
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TASK 3: Repair Asphalt |
Back Play Area: 10,000
SF, Repaint to match
existing designs

Task 2: Replace
Asphalt under new
Shade Structure
and areas close to
buildings: 6500 SF.

| Remobilize and
| patch asphalt post

shade structure
install, Repaint to
match existing

| designs.

TASK 1: Replace
Asphalt at front play
area: 3800 SF, Repaint
to match existing
designs. Install New
Wood Border
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TASK 1: Replace Asphalt at front play area: 3800 SF, Repaint to match existing designs. Install New Wood Border
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Adelante Academy Asphalt Repair and Replacement Site Map
2999 Ridgemont Dr.
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Area Measurement
6,442 sf
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Task 2:  Replace Asphalt under new Shade Structure and areas close to buildings: 6500 SF. Remobilize and patch asphalt post shade structure install, Repaint to match existing designs.
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Area Measurement
10,490 sf
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TASK 3: Repair Asphalt Back Play Area: 10,000 SF, Repaint to match existing designs
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Area Measurement
3,807 sf
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www,usa-shade.com
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