GENERAL DEMOLITION NOTES:

1. THE INFORMATION ON THE DEMOLITION DRAWINGS ARE NOT FROM RWB
"AS—BUILT” DRAWINGS BUT FROM ORIGINAL DRAWINGS. THIS INFORMATION
IS INCLUDED FOR REFERENCE ONLY. THE CONTRACTOR WILL BE

RESPONSIBLE FOR VISITING THE SITE PRIOR TO SUBMITTING A BID TO
DETERMINE THE AMOUNT OF WORK THAT WILL BE REQUIRED. THE

CONTRACTOR SHALL EXAMINE THE EXISTING BUILDING AND GENERALLY Consulting Engineers
VERIFY THE LOCATION OF ALL EXISTING WORK AND BECOME INFORMED AS TR RS NAR A
TO THE RELATION TO, AND EFFECT ON, THE WORK REQUIRED BEFORE Dallss, TX 75243 oot 22346 o0

SUBMITTING A BID. SUBMISSION OF A BID WILL CONSTITUTE EVIDENCE
THAT THE CONTRACTOR HAS INSPECTED THE SITE OF THE PROPOSED

WORK.

2. EXISTING MPE ITEMS TO BE REMOVED SHALL BE RETURNED TO THE OWNER
OR DISPOSED OF AS DIRECTED BY THE DESIGNATED OWNER'S
REPRESENTATIVE.

3. COORDINATE DEMOLITION WORK WITH THE BUILDING MAINTENANCE
PERSONNEL AND OTHER TRADES PERFORMING WORK IN THE BUILDING
PRIOR TO THE REMOVAL OF ANY ITEMS OF EQUIPMENT OR SYSTEMS THAT
WILL EFFECT OTHER SYSTEMS WITHIN THE LIMIT OF NEW CONSTRUCTION
WORK OR OTHER AREAS OF THE BUILDING. THE BUILDING WILL BE
OCCUPIED DURING CONSTRUCTION; AND, THEREFORE, UTILITIES MUST
REMAIN IN OPERATION AT ALL TIMES. ANY REQUIRED OUTAGES MUST BE
COORDINATED WITH THE OWNER.

4. PRIOR TO THE REMOVAL OF ANY MPE ITEMS OR EQUIPMENT, CONTRACTOR

MUST VERIFY THE ORIGIN AND TERMINATION OF THOSE SYSTEMS AND
© © © © © 9 9 ©= E)élsr\]-éN_%gE%OF#PRATLJ O REMAIN AND CONFIRM THAT THE ITEMS BEING REMOVED DO NOT SERVE ANY ITEMS

THAT ARE TO REMAIN (INCLUDING THOSE IN AREAS OUTSIDE THE
CONTRACT LIMITS).

5. CONTRACTOR SHALL CONTACT CONTROLS SYSTEM INSTALLER

RTU 3-16 . e (ENVIROMATICS (RELIABLE) CONTROLS) BEFORE ANY DEMOLITION WORK IS
Ty A T g rEal STARTED TO ALLOW THEM TO TAG & IDENTIFY ITEMS TO REMAIN AND BE
| 7L+ 11/4” PR PROTECTED AND ITEMS TO BE REMOVED. EXISTING UNITARY CONTROLLERS
Lo’ 1 I VPRS2 IN EQUIPMENT DESIGNATED FOR REMOVAL, SHALL BE CAREFULLY REMOVED

i 11/4" RIU 3-17 AND STORED BY CONTROLS CONTRACTOR AND RE—INSTALLED IN NEW

UNITS WHEN IN GOOD CONDITION.

6. DO NOT ABANDON ANY ITEMS IN PLACE, REMOVE ALL COMPONENTS
ASSOCIATED WITH EACH ITEM CALLED OUT TO BE REMOVED. WHERE ITEMS
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ARE REMOVED PATCH/REPLACE ROOF, WALLS, CEILING OR FLOOR, AS
APPLICABLE, TO MATCH EXISTING FINISHES.
(TYP.) (TYP.)

7. REMOVE ELECTRICAL CONNECTIONS TO EXISTING MECHANICAL AND 2023.04.28
PLUMBING EQUIPMENT BEING REMOVED.

@"\ - e — 8. CONTRACTOR SHALL COORDINATE REMOVAL OF EXISTING UNITS WITH THE ISSUES
v

_lJ A 2" L_.LJ

(TYP.) rO". :-(_j-i DISTRICT, ALLOWING THE DISTRICT TO RECLAIM ANY EXISTING UNIT, UNIT 01 [ISSUE FOR CONSTRUCTION | 2023.04.28
(VP) [ 1 v | COMPONENT, AND MATERIAL FOR THEIR PURPOSES.

+H+ 9. CONTRACTOR SHALL CAPTURE ALL EXISTING R—22 REFRIGERANT FROM ALL

H N C—||—T | ,/'1 1/4’:
© RD mﬂ H H EQUIPMENT. REMOVE AND PROVIDE TO DISTRICT IN STANDARD SIZE
T (..,L‘/_@ REFRIGERANT CONTAINERS. DISTRICT TO PROVIDE CONTAINERS FOR

(TYP.) RW/EJ CONTRACTORS TO USE AND DISTRICT TO FILTER. THE CONTRACTOR SHALL

! n)
L ’9\ Ei: UTILIZE A CERTIFIED REFRIGERANT RECOVERY TECHNICIAN TO EVACUATE
o‘/_U VTRO o VIR THE AIR—CONDITIONING AND REFRIGERATION EQUIPMENT AND RECOVER THE
REFRIGERANT IN ACCORDANCE TO 40 CFR 82 AND REGULATIONS OF

@\EF—4—4 o © B8 21/ RDQ® RD/0D RD/0D AUTHORITIES HAVING JURISDICTION BEFORE STARTING DEMOLITION AND
& VIRO ©RD T ' ’ ’ ; ! REMOVAL OF THE EQUIPMENT. CONTRACTOR SHALL PROVIDE A

o EF=3-57+ | 7| | EE=3-=6 : g . VTR S / o - - STATEMENT SIGNED BY REFRIGERANT RECOVERY TECHNICIAN RESPONSIBLE

N

Oro VIR — EF-3-4 e i S ) EF=3-7 l é ° NO FOR R
’ EE=3-4 Q] x| € _3- ECOVERING REFRIGERANT, STATING THAT ALL REFRIGERANT THAT
© O VTR /e R g @e © R WAS PRESENT WAS RECOVERED AND THAT RECOVERY WAS PERFORMED

o +|©RD RS @ 1 1/4—b wp VIR a0 RD VIR o ACCORDING TO EPA REGULATIONS. INCLUDE NAME AND ADDRESS OF
©FRD EF=4-3 OVTR - TR RUZR OEF=T-1  pyy 5-¢ EE=T-12 & EE=I-1 o o TECHNICIAN AND DATE REFRIGERANT WAS RECOVERED. REVISIONS

. - T r—=3 Y )
| RTU 4-4 Ll O 11/4 O o T VIR 21 @\ 1] 10. WATER JET AND CLEAN ALL EXISTING CONDENSATE DRAIN LINES PRIOR TO
T1
1
L

’ VIR o — _5
Q. o 2P RTU 3-16 T I (V) QL1 RE-CONNECTING CONDENSATE DRAIN PIPING SYSTEM. TEST EXISTING
FLUE o5 = Orp el T =D LT -1 ' il RTU-1 CONDENSATE DRAIN SYSTEMS FOR LEAKS PRIOR TO CLEANING THE LINE.
© wvent U T S ™ 212 T L] ++] p— IF LEAKS ARE FOUND, THE CONTRACTOR SHALL NOTIFY THE OWNER'S

©RD OVTR SI RD 1l C REPRESENTATIVE.
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C_J 11/2 RTU 4-3 i 7 RD@ T A © ! 11. ALL EXISTING CONDENSATE DRAIN OR GAS PIPING ROOF SUPPORTS
— » » 4 .
%\ RTU-4-6 ORD ©>RD /0D A=t T _/I ¢ v 1 1/4 1174 \ VTR/ o T R ABANDONED IN PLACE ARE TO BE REMOVED AND THE ROOF PATCHED AS
r H—THD RTU_5-5 i .

© cu N REQUIRED WITHIN AREAS OF THE SCOPE OF WORK.
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( o e \ e G—L ’ 1 Pr—et T w O 1O 12. FEEDERS OR BRANCH CIRCUIT ELECTRICAL CONNECTIONS TO EXISTING
» - D j
2127/ 1 QD RIU-2 DISCONNECTED AND SHALL REMAIN FOR REUSE WITH NEW EQUIPMENT.

© .
CuU é/ H — } 1%
E]: MAU =+ ©RD [P RTU 3-7 / ’ 2)5™RD i ——— REFER TO MECHANICAL AND PLUMBING PLANS FOR EQUIPMENT TO BE

L. )
REFRIGERANT PIPING, TYP. n RTU 3-9 1 RTU 5-8 '—;{: q MECHANICAL AND PLUMBING EQUIPMENT BEING REMOVED ARE TO BE
11

3” 3 2)/2
© r RTU 42 12 T -G . o4 C—A . - @ REMOVED. PROVIDE NEW DISCONNECT SWITCHES, WIRING, AND/OR CIRCUIT
+ T BREAKERS FOR NEW EQUIPMENT AS INDICATED ON PLANS.

—= o (-P 18} 2 - 13. EXISTING 120V ROOFTOP RECEPTACLE BRANCH CIRCUITS SHALL REMAIN
o - EF=T-1 . " FOR REUSE WITH NEW WEATHERPROOF COVERED GFCI ROOFTOP
i o h N - GD_/i]L-IJI I_l"1’| (-N]—: 1 RECEPTACLES, WHEREVER APPLICABLE.
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H * (TYP.) VIRO © [[——m - - : - @ REMOVE EXISTING NATURAL GAS ASSEMBLY FEEDING EXISTING ROOFTOP UNIT
EF-3-1 EF=T-1 AND CAP FOR FUTURE CONNECTION TO NEW ROOF TOP UNIT. REFER TO

ef=p=l  bol-l 1 LVTR 9
£ © RD @-\7 | _i_ DETAIL "1° ON DRAWING MP2.01 FOR POINT OF DISCONNECTION.
e NI (TYP) D II o TYP.
K 4 (TP @ EXISTING ROOFTOP UNIT TO BE REMOVED AND REPLACED WITH NEW.

DISCONNECT AND REMOVE EXISTING ELECTRICAL CONNECTION AT UNIT.

ELECTRICAL CONTRACTOR SHALL FIELD VERIFY EXISTING ELECTRICAL
QELREﬂgUEDG ,ARJSSRQI';II_DA(EEEIA\;JJI?ITI ims T0 PROVISIONS AND COORDINATE WITH NEW UNIT REQUIREMENTS PRIOR TO BID.

T R e D At FAN DISCONNECT CONDENSATE PIPING AND GAS PIPING AND PREPARE FOR NEW

T o e e UNIT CONNECTIONS. REMOVE CONDENSATE PIPING BACK TO ROOF

( )- PENETRATION. REFER TO NEW ROOF PLAN SHEET FOR DETAILS ON NEW SCOPE

ARE NOT PROVIDED ON EVERY UNIT OR FAN
OF WORK. EXISTING ADAPTER CURB TO BE REMOVED AND THE ORIGINAL ROOF
AND SHOULD BE CONSIDERED AS TYPICAL. CURB TO REMAIN AND BE RE—USED.

4 ©RD

Ir-,l ST
RV | G-

e J1 1/

| ©RD T @ EXISTING ROOFTOP UNIT TO BE REMOVED AND REPLACED WITH NEW.
DISCONNECT AND REMOVE EXISTING ELECTRICAL CONNECTION AT UNIT.

ELECTRICAL CONTRACTOR SHALL FIELD VERIFY EXISTING ELECTTRICAL

TO EXIST.

GAS METER RD/OD U & ro 2 PROVISIONS AND COORDINATE WITH NEW UNIT REQUIREMENTS PRIOR TO BID.
(TYP.) . T © ™~ " T RD/0D DISCONNECT CONDENSATE PIPING AND GAS PIPING AND PREPARE FOR NEW
3 —6’ EJ f ; . UNIT CONNECTIONS. REMOVE CONDENSATE PIPING BACK TO ROOF

N - e i i PENETRATION. REFER TO NEW ROOF PLAN SHEET FOR DETAILS ON NEW SCOPE
s 500600 i
© ) /_6 g % RD© \ RD RD RD/0D RD%’DD OIS OF WORK. EXISTING ROOF CUB TO REMAIN AND BE RE-USED.
8 l_—»—c — ya 1 EF=2-6 £ 3 © ® RD RD
/ o - . li ik 17 ' = TR / .
- z EXISTING EXHAUST FAN TO BE REMOVED AND EXISITNG POWER TO BE
DISCONNECTED AND RE—CONNECTED TO NEW FAN. REFER TO NEW ROOF PLAN

FOR ELECTRICAL POWER REQUIREMENTS. ROOF CURB TO REMAIN AND BE
RE-USED.
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EXISTING MAKE-UP AIR FAN TO BE REMOVED AND EXISTING POWER TO BE
DISCONNECTED AND RE—CONNECTED TO NEW FAN. REFER TO NEW ROOF PLAN
FOR ELECTRICAL POWER REQUIREMENTS. ROOF CURB TO REMAIN AND BE
RE-USED.

Q

EXISTING EXHAUST FAN TO REMAIN AND BE RE—USED. REPLACE EXISTING FAN
TAG WITH NEW.
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2 3 . . 2% % I TYP. -
_ e S S f/ % " ] %RTU og  RD/OD ) (M) o EXISTING RTU TO BE REMOVED. EXISTING ELECTRICAL, POWER, AND CONTROLS
WHET1 L RIU et EF=2-5 A T h—+_.7\-. 2 ] CONDUIT AND WIRING TO BE REMOVED BACK TO SOURCE. EXISTING GAS PIPING
B RTU 2-21 VTR T o e g by _ il R TO BE REMOVED BACK TO MAIN AND CAPPED. CONDENSATE PIPING TO BE
ol N hd T RTU 2-10 i 1 REMOVED BACK TO DRAIN LOCATION OR BACK TO MAIN AND CAPPED. CAP
VIR RToett0 P (TYP.) o ihg ” [y 3 L RD /0D ] i ROOF CURB AND SEAL WEATHER TIGHT. PROVIDE INSULATED ROOF CAP WITH
o 2%, 3 do il 7 /_@ ANGLE IRON OR C—CHANNEL STIFFENERS. MIN INSULATING VALUE OF CURB TO
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© RD t, a) , A 4 e e VIR LT e S . 7_@ ! 2" IR Lo BE 2" R—14 BOARD INSULATION. PATCH AND SEAL EXISTING PIPING
T . EF=2-4 {3 L2 PENETRATION WATER TIGHT TO MATCH EXISTING ROOF.
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RTU P-20 EF—2-3 A RTU-6 VIR oNFRH EXISTING GAS PIPING TO BE REMOVED BACK TO MAIN LINE AND CAPPED.
s TYF "4 (TYP)
= ( ) 2" ) I ROOF CAP

@ EXISTING PLUMBING VENT TO REMAIN AND BE RE-USED.
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5 @ ‘ EXISTING GAS PIPING TO REMAIN AND BE RE-USED.
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MIDLOTHIAN 1.S.D.
1050 Park PI Blvd, Midlothian, TX 76065

@ EXISTING FREEZER COOLER CONDENSING UNITS AND ASSOCIATED REFRIGERANT
PIPING TO REMAIN AND BE RE-USED.
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GENERAL MPE NOTES:

1.

10.

n.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

LOCATE EQUIPMENT IN GENERAL LOCATIONS SHOWN ON EXISTING OR NEW ROOF
CURBS AS NOTED. PROVIDE ADAPTER CURB TO ACCOMMODATE NEW UNIT FOR ALL
EXISTING CURBS TO BE RE—USED.

MAINTAIN A MINIMUM OF 10'-0" CLEARANCE FROM PLUMBING VENTS AND EXHAUST
FANS TO OUTSIDE AIR INTAKES.

ALL DISCONNECTS SHALL BE NEMA 3R AND PROVIDED BY ELECTRICAL CONTRACTOR
U.N.O.

ALL RECEPTACLES SHALL BE WEATHER PROOF GFl OUTLETS.

FURNISH AND INSTALL RETURN AIR MOUNTED SMOKE DUCT DETECTORS FOR ALL
ROOF TOP UNITS OVER 2000 CFM OR PROVIDE AREA SMOKE DETECTORS FOR UNITS
SERVING COMMON SPACES. REFER TO MECHANICAL EQUIPMENT SCHEDULE ON MP3.01.
PROVIDE ALL ASSOCIATED WIRING AND PARTS FOR A COMPLETE WORKING SYSTEM.
CONNECT TO EXISTING FIRE ALARM SYSTEM.

PROVIDE P—TRAP AT ROOF—TOP UNITS AND CONNECT NEW CONDENSATE DRAIN
PIPING TO EXISTING CONDENSATE DRAIN PIPING, WHERE SUCH EXISTS, AT ROOF
LEVEL FOR ALL ROOF—TOP UNITS. UNLESS NOTED OTHERWISE. ALL CONDENSATE
PIPING SHALL ROUTE BELOW ROOF.

COORDINATE ALL WORK WITH THE STRUCTURAL AND ROOFING SYSTEMS INSTALLED TO
INCLUDE SUPPORTS FOR EQUIPMENT.

ALL ROOF PENETRATIONS, ROOF PIPE SUPPORTS, FLASHING, ETC., SHALL BE
WATERTIGHT AND BE INSTALLED AS RECOMMENDED BY THE ROOF SYSTEM
MANUFACTURER.

ALL CONDENSATE DRAIN PIPING DOWN FROM UNIT TO BELOW ROOF TO PENETRATE A
MINIMUM OF 18" FROM THE EXISTING UNIT ROOF CURB TO ALLOW FOR PROPER ROOF
FLASHING.

WATER JET AND CLEAN ALL EXISTING CONDENSATE DRAIN LINES PRIOR
RE—CONNECTING NEW UNITS TO EXISTING CONDENSATE PIPING SYSTEMS.

CONTRACTOR TO COORIDNATE WITH AND USE 'FLYNN ROOFING’ FOR ALL ROOFING AND
FLASHING WORK. CONTACT 'ED RISING (817)-662—-6399'.

CONTRACTOR TO RE—TEST ENTIRE GAS SYSTEM UPON COMPLETION OF ALL GAS
PIPING WORK AND REPORT TO DISTRICT THE TEST RESULTS. CONTRACTOR SHALL BE
RESPONSIBLE FOR TESTING AND REPAIRING GAS PIPING ISSUES ASSOCIATED WITH
WORK RELATED TO NEW ROOF-TOP UNITS.

NOT ALL GAS OR CONDENSATE PIPE SUPPORTS ARE FULLY SHOWN. CONTRACTOR
SHALL INSTALL SUPPORTS, AS DETAILED, IN THE LOCATIONS AS PER THE FOLLOWING
CRITERIA:

a. WITHIN 3—-0"0F ALL EQUIPMENT CONNECTIONS.
b. WITHIN 2—-0"0F EACH CHANGE OF DIRECTION, ELBOW AND TEE.
c. NOT MORE THAN EVERY 10—0"ON CENTER BEYOND THOSE REQUIRED ABOVE.”

ALL CONDENSATE DRAIN PIPING ROUTED DOWN FROM UNIT TO BELOW THE ROOF
SHALL PENETRATE THE ROOF A MINIMUM OF 18" FROM THE ROOF CURB TO ALLOW
FOR PROPER ROOF FLASHING.

ALL NEW MECHANICAL EQUIPMENT CURBS SHALL BE THE MINIMUM HEIGHT AS
REQUIRED BY THE ROOFING VENDOR TO MEET THE ROOFING WARRANTY. PROVIDE
TALLER CURBS AS REQUIRED TO MEET THE MINIMUM HEIGHT REQUIREMENTS. MINIMUM
HEIGHT OF ALL NEW CURBS TO BE 18" TALL. WHERE NOT SPECIFIED ELSEWHERE ON
DRAWINGS.

ALL MECHANICAL, ELECTRICAL AND/OR PLUMBING ROOF PENETRATIONS SHALL OCCUR

BEYOND 24" FROM THE ROOF PARAPET IN ORDER TO ALLOW FOR PROPER ROOF
FLASHING.

ALL REPLACED HVAC EQUIPMENT IS INTENDED TO BE FED FROM EXISTING BRANCH
CIRCUITS MADE AVAILABLE BY DEMOLITION OF EXISTING HVAC EQUIPMENT.

PROVIDE NEW PANEL DIRECTORY AND LABEL EACH CIRCUIT WITH CORRECT NOTATION
FOR ANY AND ALL REVISED UNIT LABELS OR CIRCUITING. WHERE THERE ARE
MULTIPLE UNITS SERVING A SINGLE BREAKER/CIRCUIT, THE CIRCUIT SHALL BE
LABELED WITH ALL UNITS SERVED BY ASSOCIATED CIRCUIT. DO NOT LABEL ANY
CIRCUITS AS "EXISTING LOAD".

WATER JET AND CLEAN ALL EXISTING CONDENSATE DRAIN LINES TO BE RE-USED
PRIOR TO RE—CONNECTING NEW UNITS TO EXISTING CONDENSATE PIPING SYSTEM.

CONTRACTOR SHALL VERIFY WITH OWNER ALL MECHANICAL EQUIPMENT TAGS (RTUS,
SPLIT DX AC UNITS, AND EXHAUST FANS) AND SHALL MATCH THE PERMANENT ROOM
NUMBERS AS NEEDED PER OWNER'S DIRECTION. REFER TO FLOOR PLANS FOR ROOM
NUMBERS AND NAMES.

CONTRACTORS SHALL FIELD VERIFY AND REPAIR ALL EXISTING TO REMAIN ROOFTOP
RACEWAYS FOUND NOT TO BE IN SERVICEABLE CONDITION. REPLACE RACEWAYS,
FITTINGS, AND CONDUCTORS, IF NECESSARY TO MAINTAIN WEATHERTIGHT CONDITION,
AS REQUIRED BY CODE.

NOTES BY SYMBOL 'O*":
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CONTRACTOR TO REPLACE EXISTING NATURAL GAS ASSEMBLY TO NEW
ROOF TOP UNIT. REFER TO DETAIL "1’ ON DRAWING MP2.01 FOR GAS
CONNECTION TO ROOF TOP UNIT DETAIL. EXTEND PIPING AND ADD ROOF
TOP SUPPORTS AS REQUIRED FOR FINAL CONNECTION TO UNIT.

INSTALL 3/4" CODENSATE DRAIN WITH P—TRAP. CONNECT NEW
CONDENSATE DRAIN PIPING TO EXISITNG ABOVE ROOF PENETRATION. IN
CASE EXISTING PIPING IS TOO CLOSE TO THE UNIT AND IT IS NOT
POSSIBLE TO CONNECT NEW PIPING, A NEW ROOF PENETRATION CAN BE
MAKDE AND CONNECT TO EXISTING CD PIPING BELOW ROOF. PATCH,
REPAIR, AND SEAL EXISTING ROOF PENETRATION, WATER TIGHT TO MATCH
EXISTING ROOF.

NEW ROOF—TOP UNIT IN PLACE OF EXISTING. PROVIDE MIN. 18" TALL
ADAPTER CURB TO ACCOMODATE DUCT TRANSITIONS FROM EXISTING TO
NEW. PROVIDE TALLER CURB IF REQUIRED.

MIN. 6" TALL ADAPTER CURB OR CURB EXTENSION SHALL BE PROVIDED TO
INSTALL NEW FAN ON EXISTING CURB.

INSULATED CAPPED CURB.

NEW ROOF TOP UNIT WITH NEW CURB. REFER TO STRUCTURAL DRAWINGS
FOR ROOF FRAMING DETAILS.

INSTALL NEW 3/4" CONDENSATE DRAIN WMITH P-TRAP. PIPE TO RUN BELOW
ROOF AND ABOVE CEILING TO NEAREST CONNECTION POINT. PATCH, REPAIR,
AND SEAL NEW ROOF PENETRATION, WATER TIGHT TO MATCH EXISTING
ROOF.

EXISTING WEATHERPROOF GFI ROOF RECEPTACLE TO REMAIN.

NEW CONDENSATE PIPE SUPPORT, TYP.. REFER TO DETAIL '02' ON SHEET
MP2.01

CAP REMOVED GAS PIPE BRANCH CONNECTION AT MAIN LINE.

1" CONDENSATE DRAIN WITH P—TRAP, CONNECT TO EXISTING CD PIPING
ABOVE ROOF PENETRATION.
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NORTH
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GENERAL DEMOLITION NOTES:

1.

»

10.

.

12.

13.

14.

15.

THE INFORMATION ON THE DEMOLITION DRAWINGS ARE NOT FROM "AS—BUILT" DRAWINGS BUT
FROM ORIGINAL DRAWINGS. THIS INFORMATION IS INCLUDED FOR REFERENCE ONLY.
CONTRACTOR WILL BE RESPONSIBLE FOR MISITING THE SITE PRIOR TO SUBMITTING A BID TO
DETERMINE THE AMOUNT OF WORK THAT WILL BE REQUIRED. CONTRACTOR SHALL EXAMINE THE
EXISTING BUILDING AND GENERALLY VERIFY THE LOCATION OF ALL EXISTING WORK AND BECOME
INFORMED AS TO THE RELATION TO, AND EFFECT ON, THE WORK REQUIRED BEFORE SUBMITTING
A BID. SUBMISSION OF A BID WILL CONSTITUTE EVIDENCE THAT THE CONTRACTOR HAS
INSPECTED THE SITE OF THE PROPOSED WORK.

EXISTING MPE ITEMS TO BE REMOVED SHALL BE RETURNED TO THE OWNER OR DISPOSED OF AS
DIRECTED BY THE DESIGNATED OWNER'S REPRESENTATIVE.

COORDINATE DEMOLITION WORK WITH THE BUILDING MAINTENANCE PERSONNEL AND OTHER
TRADES PERFORMING WORK IN THE BUILDING PRIOR TO THE REMOVAL OF ANY ITEMS OF
EQUIPMENT OR SYSTEMS THAT WILL EFFECT OTHER SYSTEMS WITHIN THE LIMIT OF NEW
CONSTRUCTION OR OTHER AREAS OF THE BUILDING. THE BUILDING WILL BE OCCUPIED DURING
CONSTRUCTION; AND, THEREFORE, UTILITIES MUST REMAIN IN OPERATION AT ALL TIMES. ANY
REQUIRED OUTAGES MUST BE COORDINATED WITH THE OWNER.

PRIOR TO THE REMOVAL OF ANY MPE ITEMS OR EQUIPMENT, CONTRACTOR MUST VERIFY THE

ORIGIN AND TERMINATION OF THOSE SYSTEMS AND CONFIRM THAT THE ITEMS BEING REMOVED
DO NOT SERVE ANY ITEMS THAT ARE TO REMAIN (INCLUDING THOSE IN AREAS OUTSIDE THE

CONTRACT LIMITS).

CONTRACTOR SHALL CONTACT CONTROLS SYSTEM INSTALLER BEFORE ANY DEMOLITION WORK IS
STARTED TO ALLOW THEM TO TAG & IDENTIFY ITEMS TO REMAIN AND BE PROTECTED AND ITEMS
TO BE REMOVED. THE CONTROLS SYSTEM INSTALLER SHALL COORDINATE WITH THE OWNER FOR
ELEMENTS OF THE EXISTING CONTROLS SYSTEM THAT SHALL BE CAREFULLY REMOVED AND GIVEN
TO THE OWNER SUCH AS EXISTING TEMPERATURE SENSORS THAT WILL NOT BE RE—USED. ALL
EXISTING TEMPERATURE ONLY SENSORS SERVING EXISTING RTUS SHALL BE CAREFULLY REMOVED,
SHRINK WRAPPED, PALATIZED, AND PROVIDED TO OWNER FOR THEIR USE.

DO NOT ABANDON ANY ITEMS IN PLACE, REMOVE ALL COMPONENTS ASSOCIATED WITH EACH
ITEM CALLED OUT TO BE REMOVED. WHERE ITEMS ARE REMOVED PATCH/REPLACE ROOF, WALLS,
CEILING OR FLOOR, AS APPLICABLE, TO MATCH EXISTING FINISHES, WHERE NEW FINISHES ARE
CALLED FOR PATCHING SHALL MATCH THE NEW FINISH.

ALL EXISTING FIRE ALARM, SECURITY AND OTHER CEILING MOUNTED DEVICES TO REMAIN IN
OPERATION DURING CONSTRUCTION AND BE RE—INSTALLED AS NEEDED. TEMPORARILY SUPPORT
AS NEEDED.

ALL EXISTING LIGHTS ARE TO BE REUSED AND REMAIN IN PLACE, UNLESS NOTED OTHERWISE.
CONTRACTOR TO SUPPORT LIGHTS ABOVE CEILING DURING ANY CEILING DEMOLITION.

CLEAN EXISTING RE-USED SUPPLY, RETURN AND EXHAUST GRILLES FREE OF ALL DUST AND
DEBRIS.

WHERE NEW SENSORS MOUNTED LOWER THAN ORIGINAL OR IN DIFFERENT LOCATION, PROVIDE
STAINLESS STEEL COVER PLATE OVER OLD LOCATION, AND PROVIDE NEW WIRING IN GYPSUM OR
PLASTER WALLS TO NEW LOCATION OR PROVIDE PANDUIT FROM CEILING TO NEW LOCATION FOR
SENSOR INSTALLED ON BRICK OR CMU WALLS. CONTROLS CONTRACTOR TO PROVIDE COVER
PLATES AND PANDUIT.

REMOVE AND RE—INSTALL EXISTING LAY—IN AND GYPSUM CEILING AS REQUIRED TO ACCOMODATE
NEW DUCTWORK. PROVIDE NEW TILE AND GRID AS NEEDED. PATCH AND REPAIR AREAS OF
GYPSUM CEILING TO MATCH EXISTING WHERE REQUIRED. WHERE GYPSUM CEILING IS REMOVED,
PAINT ENTIRE ROOM CEILING AFTER PATCHING.

WATER JET AND CLEAN ALL EXISTING CONDENSATE DRAIN LINES PRIOR TO RE—CONNECTING NEW
UNITS TO EXISTING CONDENSATE DRAIN PIPNIG SYSTEM.

THE MECHANICAL CONTRACTOR / DEMOLITION CONTRACTOR SHALL COORDINATE WITH ELECTRICAL
CONTRACTOR REGARDING THE SCOPE OF DEMOLITION FOR ELECTRICAL CONNECTIONS. THOSE
UNITS BEING REMOVED SHALL BE SAFELY DISCONNECTED FROM EXISTING POWER.

CONTRACTOR SHALL COORDINATE REMOVAL OF EXISTING UNITS WITH DISTRICT, ALLOWING THE
DISTRICT TO REMOVE ANY EXISTING UNIT COMPONENTS FOR SPARE STOCK.

PROVIDE FLOOR PROTECTION IN ALL AREAS OF DEMOLITION AND NEW WORK THROUGH OUT THE
BUILDING FROM WORK AREA TO EXTERIOR. FLOORING PROTECTION TO BE FULL WIDTH OF
CORRIDOR AND BE RAM BOARD OR EQUAL TYPE FLOOR PROTECTION.
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EXISTING TEMPERATURE SENSOR TO BE REMOVED AND REPLACED WITH NEW. EXISTING
SENSORS SHALL BE CAREFULLY REMOVED, WRAPPED, PALLETIZED, AND RETURNED TO
DISTRICT (OWNER).

EXISTING RETURN AIR GRILLE AND ASSOCIATED DUCTWORK TO BE REMOVED BACK TO UNIT
CONNECTION ON ROOF. PROVIDE NEW CEILING TILE IN PLACE OF REMOVED EXISTING RETURN
GRILLE TO MATCH CEILING TILE MODEL "USG-FSRD-FC”.

EXISTING SUPPLY AIR DUCTWORK FROM DIFFUSER BACK TO UNIT CONNECTION ON ROOF TO
BE REMOVED. EXISTING SUPPLY DIFFUSER TO BE REMOVED AND RE-USED.

EXISTING RTU ON ROOF TO BE REMOVED AND REPLACED WITH NEW. DISCONNECT EXISTING
DUCTWORK BELOW ROOF FROM EXISTING RTU AND RECONNECT WITH NEW UNIT.

EXISTING TEMPERATURE SENSOR TO BE REMOVED. PATCH, REPAIR, AND PAINT WALL TO
MATCH EXISTING. EXISTING SENSORS SHALL BE CAREFULLY REMOVED, WRAPPED, PALLETIZED,

AND RETURNED TO DISTRICT (OWNER).

EXISTING SUPPLY DUCTWORK FROM DIFFUSER BACK TO APPROXIMATE LOCATION SHOWN TO
BE REMOVED. EXISTING DIFFUSER TO BE REMOVED AND REUSED.

EXISTING EXHAUST FAN ON ROOF TO BE REMOVED AND REPLACED WITH NEW. DISCONNECT
EXISTING DUCTWORK BELOW ROOF FROM EXISTING EXHAUST FAN AND CONNECT TO NEW FAN.

EXISTING ROOF-TOP UNIT VENT OT BE REMOVED AND ROOF CAPPED. EXISTING CONDENSATE
DRAIN PIPING TO BE CAPPED AND ABANDONED IN PLACE.
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GENERAL DEMOLITION NOTES:

1. THE INFORMATION ON THE DEMOLITION DRAWINGS ARE NOT FROM "AS—BUILT" DRAWINGS BUT
FROM ORIGINAL DRAWINGS. THIS INFORMATION IS INCLUDED FOR REFERENCE ONLY.
CONTRACTOR WILL BE RESPONSIBLE FOR MISITING THE SITE PRIOR TO SUBMITTING A BID TO
DETERMINE THE AMOUNT OF WORK THAT WILL BE REQUIRED. CONTRACTOR SHALL EXAMINE THE
EXISTING BUILDING AND GENERALLY VERIFY THE LOCATION OF ALL EXISTING WORK AND BECOME
INFORMED AS TO THE RELATION TO, AND EFFECT ON, THE WORK REQUIRED BEFORE SUBMITTING
A BID. SUBMISSION OF A BID WILL CONSTITUTE EVIDENCE THAT THE CONTRACTOR HAS
INSPECTED THE SITE OF THE PROPOSED WORK.

2. EXISTING MPE ITEMS TO BE REMOVED SHALL BE RETURNED TO THE OWNER OR DISPOSED OF AS
MATCHLINE ] DIRECTED BY THE DESIGNATED OWNER'S REPRESENTATIVE.
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GYMNASIUM GENERAL DEMOLITION NOTES:
1

THE INFORMATION ON THE DEMOLITION DRAWINGS ARE NOT FROM "AS—BUILT" DRAWINGS BUT
FROM ORIGINAL DRAWINGS. THIS INFORMATION IS INCLUDED FOR REFERENCE ONLY.
CONTRACTOR WILL BE RESPONSIBLE FOR VISITING THE SITE PRIOR TO SUBMITTING A BID TO
DETERMINE THE AMOUNT OF WORK THAT WILL BE REQUIRED. CONTRACTOR SHALL EXAMINE THE
EXISTING BUILDING AND GENERALLY VERIFY THE LOCATION OF ALL EXISTING WORK AND BECOME
INFORMED AS TO THE RELATION TO, AND EFFECT ON, THE WORK REQUIRED BEFORE SUBMITTING
A BID. SUBMISSION OF A BID WILL CONSTITUTE EVIDENCE THAT THE CONTRACTOR HAS
INSPECTED THE SITE OF THE PROPOSED WORK.

2. EXISTING MPE ITEMS TO BE REMOVED SHALL BE RETURNED TO THE OWNER OR DISPOSED OF AS

DIRECTED BY THE DESIGNATED OWNER’S REPRESENTATIVE.
| RT(%;RE:)gF)E 3. COORDINATE DEMOLITION WORK WITH THE BUILDING MAINTENANCE PERSONNEL AND OTHER
]

TRADES PERFORMING WORK IN THE BUILDING PRIOR TO THE REMOVAL OF ANY ITEMS OF
- EQUIPMENT OR SYSTEMS THAT WILL EFFECT OTHER SYSTEMS WITHIN THE LIMIT OF NEW
s I 19 :
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CONSTRUCTION OR OTHER AREAS OF THE BUILDING. THE BUILDING WILL BE OCCUPIED DURING
7 R@l | i j
/ | | ~
// I@_@I \\\ 4,

PRIOR TO THE REMOVAL OF ANY MPE ITEMS OR EQUIPMENT, CONTRACTOR MUST VERIFY THE

CONSTRUCTION; AND, THEREFORE, UTILITIES MUST REMAIN IN OPERATION AT ALL TIMES. ANY ISSUES
- —3— | \ ORIGIN AND TERMINATION OF THOSE SYSTEMS AND CONFIRM THAT THE ITEMS BEING REMOVED

REQUIRED OUTAGES MUST BE COORDINATED WITH THE OWNER. 01 ISSUE FOR CONSTRUCTION
/ (ON ROOF) N

DO NOT SERVE ANY ITEMS THAT ARE TO REMAIN (INCLUDING THOSE IN AREAS OUTSIDE THE
N CONTRACT LIMITS).

5. CONTRACTOR SHALL CONTACT CONTROLS SYSTEM INSTALLER BEFORE ANY DEMOLITION WORK IS

STARTED TO ALLOW THEM TO TAG & IDENTIFY ITEMS TO REMAIN AND BE PROTECTED AND ITEMS
TO BE REMOVED. THE CONTROLS SYSTEM INSTALLER SHALL COORDINATE WITH THE OWNER FOR

ELEMENTS OF THE EXISTING CONTROLS SYSTEM THAT SHALL BE CAREFULLY REMOVED AND GIVEN
TO THE OWNER SUCH AS EXISTING TEMPERATURE SENSORS THAT WILL NOT BE RE—USED. ALL
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EXISTING TEMPERATURE ONLY SENSORS SERVING EXISTING RTUS SHALL BE CAREFULLY REMOVED,
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SHRINK WRAPPED, PALATIZED, AND PROVIDED TO OWNER FOR THEIR USE.

=

Y

OFFICE 6. DO NOT ABANDON ANY ITEMS IN PLACE, REMOVE ALL COMPONENTS ASSOCIATED WITH EACH
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OFHCQ\\ — ~—28 /10 Eﬁ REVISIONS

ITEM CALLED OUT TO BE REMOVED. WHERE ITEMS ARE REMOVED PATCH/REPLACE ROOF, WALLS,

CEILING OR FLOOR, AS APPLICABLE, TO MATCH EXISTING FINISHES, WHERE NEW FINISHES ARE

U
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CALLED FOR PATCHING SHALL MATCH THE NEW FINISH.
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J\/E = 7. ALL EXISTING FIRE ALARM, SECURITY AND OTHER CEILING MOUNTED DEVICES TO REMAIN IN
] AS NEEDED.

el 73

/2B |

ALL EXISTING LIGHTS ARE TO BE REUSED AND REMAIN IN PLACE, UNLESS NOTED OTHERWISE.
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REMOVE AND RE-INSTALL EXISTING LAY—IN AND GYPSUM CEILING AS REQUIRED TO ACCOMODATE
NEW DUCTWORK. PROVIDE NEW TILE AND GRID AS NEEDED. PATCH AND REPAIR AREAS OF
GYPSUM CEILING TO MATCH EXISTING WHERE REQUIRED. WHERE GYPSUM CEILING IS REMOVED,
PAINT ENTIRE ROOM CEILING AFTER PATCHING.

WATER JET AND CLEAN ALL EXISTING CONDENSATE DRAIN LINES PRIOR TO RE—CONNECTING NEW
UNITS TO EXISTING CONDENSATE DRAIN PIPNIG SYSTEM.

9. CLEAN EXISTING RE-USED SUPPLY, RETURN AND EXHAUST GRILLES FREE OF ALL DUST AND
_ DEBRIS.
10. WHERE NEW SENSORS MOUNTED LOWER THAN ORIGINAL OR IN DIFFERENT LOCATION, PROVIDE
STAINLESS STEEL COVER PLATE OVER OLD LOCATION, AND PROVIDE NEW WIRING IN GYPSUM OR
PLASTER WALLS TO NEW LOCATION OR PROVIDE PANDUIT FROM CEILING TO NEW LOCATION FOR
SENSOR INSTALLED ON BRICK OR CMU WALLS. CONTROLS CONTRACTOR TO PROVIDE COVER
.
12,
13. THE MECHANICAL CONTRACTOR / DEMOLITION CONTRACTOR SHALL COORDINATE WITH ELECTRICAL
CONTRACTOR REGARDING THE SCOPE OF DEMOLITION FOR ELECTRICAL CONNECTIONS. THOSE
UNITS BEING REMOVED SHALL BE SAFELY DISCONNECTED FROM EXISTING POWER.
B 14. CONTRACTOR SHALL COORDINATE REMOVAL OF EXISTING UNITS WITH DISTRICT, ALLOWING THE
DISTRICT TO REMOVE ANY EXISTING UNIT COMPONENTS FOR SPARE STOCK.
. PROVIDE FLOOR PROTECTION IN ALL AREAS OF DEMOLITION AND NEW WORK THROUGH OUT THE
BUILDING FROM WORK AREA TO EXTERIOR. FLOORING PROTECTION TO BE FULL WIDTH OF

PLATES AND PANDUIT.
CORRIDOR AND BE RAM BOARD OR EQUAL TYPE FLOOR PROTECTION.
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EXISTING SUPPLY AIR DUCTWORK TO BE REMOVED FROM DIFFUSER BACK TO
APPROXIMATE LOCATION SHOWN AND CAPPED. EXISTING DIFFUSER TO REMAIN AND BE
RE—USED. PROVIDE NEW CEILING TILE IN PLACE OF REMOVED EXISTING DIFFUSER TO
MATCH CEILING TILE MODEL "USG-FSRD—FC”.

EXISTING SUPPLY AIR DIFFUSER AND ASSOCIATED DUCTWORK TO BE REMOVED BACK TO
APPROXIMATE LOCATION SHOWN AND CAPPED. EXISTING DIFFUSER TO REMAIN AND BE
RE—-USED.

EXISTING TRANSFER AIR GRILLE AND ASSOCIATED DUCTWORK TO BE REMOVED.
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GENERAL DEMOLITION NOTES:

1.

10.

11.

12.

13.

14.

15.

THE INFORMATION ON THE DEMOLITION DRAWINGS ARE NOT FROM "AS—BUILT" DRAWINGS BUT
FROM ORIGINAL DRAWINGS. THIS INFORMATION IS INCLUDED FOR REFERENCE ONLY.
CONTRACTOR WILL BE RESPONSIBLE FOR VISITING THE SITE PRIOR TO SUBMITTING A BID TO
DETERMINE THE AMOUNT OF WORK THAT WILL BE REQUIRED. CONTRACTOR SHALL EXAMINE THE
EXISTING BUILDING AND GENERALLY VERIFY THE LOCATION OF ALL EXISTING WORK AND BECOME
INFORMED AS TO THE RELATION TO, AND EFFECT ON, THE WORK REQUIRED BEFORE SUBMITTING
A BID. SUBMISSION OF A BID WILL CONSTITUTE EVIDENCE THAT THE CONTRACTOR HAS
INSPECTED THE SITE OF THE PROPOSED WORK.

EXISTING MPE ITEMS TO BE REMOVED SHALL BE RETURNED TO THE OWNER OR DISPOSED OF AS
DIRECTED BY THE DESIGNATED OWNER'S REPRESENTATIVE.

COORDINATE DEMOLITION WORK WITH THE BUILDING MAINTENANCE PERSONNEL AND OTHER
TRADES PERFORMING WORK IN THE BUILDING PRIOR TO THE REMOVAL OF ANY ITEMS OF
EQUIPMENT OR SYSTEMS THAT WILL EFFECT OTHER SYSTEMS WITHIN THE LIMIT OF NEW
CONSTRUCTION OR OTHER AREAS OF THE BUILDING. THE BUILDING WILL BE OCCUPIED DURING
CONSTRUCTION; AND, THEREFORE, UTILITIES MUST REMAIN IN OPERATION AT ALL TIMES. ANY
REQUIRED OUTAGES MUST BE COORDINATED WITH THE OWNER.

PRIOR TO THE REMOVAL OF ANY MPE ITEMS OR EQUIPMENT, CONTRACTOR MUST VERIFY THE

ORIGIN AND TERMINATION OF THOSE SYSTEMS AND CONFIRM THAT THE ITEMS BEING REMOVED
DO NOT SERVE ANY ITEMS THAT ARE TO REMAIN (INCLUDING THOSE IN AREAS OUTSIDE THE

CONTRACT LIMITS).

CONTRACTOR SHALL CONTACT CONTROLS SYSTEM INSTALLER BEFORE ANY DEMOLITION WORK IS
STARTED TO ALLOW THEM TO TAG & IDENTIFY ITEMS TO REMAIN AND BE PROTECTED AND ITEMS
TO BE REMOVED. THE CONTROLS SYSTEM INSTALLER SHALL COORDINATE WITH THE OWNER FOR
ELEMENTS OF THE EXISTING CONTROLS SYSTEM THAT SHALL BE CAREFULLY REMOVED AND GIVEN
TO THE OWNER SUCH AS EXISTING TEMPERATURE SENSORS THAT WILL NOT BE RE—USED. ALL
EXISTING TEMPERATURE ONLY SENSORS SERVING EXISTING RTUS SHALL BE CAREFULLY REMOVED,
SHRINK WRAPPED, PALATIZED, AND PROVIDED TO OWNER FOR THEIR USE.

DO NOT ABANDON ANY ITEMS IN PLACE, REMOVE ALL COMPONENTS ASSOCIATED WITH EACH
ITEM CALLED OUT TO BE REMOVED. WHERE ITEMS ARE REMOVED PATCH/REPLACE ROOF, WALLS,
CEILING OR FLOOR, AS APPLICABLE, TO MATCH EXISTING FINISHES, WHERE NEW FINISHES ARE
CALLED FOR PATCHING SHALL MATCH THE NEW FINISH.

ALL EXISTING FIRE ALARM, SECURITY AND OTHER CEILING MOUNTED DEVICES TO REMAIN IN
OPERATION DURING CONSTRUCTION AND BE RE—INSTALLED AS NEEDED. TEMPORARILY SUPPORT
AS NEEDED.

ALL EXISTING LIGHTS ARE TO BE REUSED AND REMAIN IN PLACE, UNLESS NOTED OTHERWISE.
CONTRACTOR TO SUPPORT LIGHTS ABOVE CEILING DURING ANY CEILING DEMOLITION.

CLEAN EXISTING RE-USED SUPPLY, RETURN AND EXHAUST GRILLES FREE OF ALL DUST AND
DEBRIS.

WHERE NEW SENSORS MOUNTED LOWER THAN ORIGINAL OR IN DIFFERENT LOCATION, PROVIDE
STAINLESS STEEL COVER PLATE OVER OLD LOCATION, AND PROVIDE NEW WIRING IN GYPSUM OR
PLASTER WALLS TO NEW LOCATION OR PROVIDE PANDUIT FROM CEILING TO NEW LOCATION FOR
SENSOR INSTALLED ON BRICK OR CMU WALLS. CONTROLS CONTRACTOR TO PROVIDE COVER
PLATES AND PANDUIT.

REMOVE AND RE—INSTALL EXISTING LAY—IN AND GYPSUM CEILING AS REQUIRED TO ACCOMODATE
NEW DUCTWORK. PROVIDE NEW TILE AND GRID AS NEEDED. PATCH AND REPAIR AREAS OF
GYPSUM CEILING TO MATCH EXISTING WHERE REQUIRED. WHERE GYPSUM CEILING IS REMOVED,
PAINT ENTIRE ROOM CEILING AFTER PATCHING.

WATER JET AND CLEAN ALL EXISTING CONDENSATE DRAIN LINES PRIOR TO RE—CONNECTING NEW
UNITS TO EXISTING CONDENSATE DRAIN PIPNIG SYSTEM.

THE MECHANICAL CONTRACTOR / DEMOLITION CONTRACTOR SHALL COORDINATE WITH ELECTRICAL
CONTRACTOR REGARDING THE SCOPE OF DEMOLITION FOR ELECTRICAL CONNECTIONS. THOSE
UNITS BEING REMOVED SHALL BE SAFELY DISCONNECTED FROM EXISTING POWER.

CONTRACTOR SHALL COORDINATE REMOVAL OF EXISTING UNITS WITH DISTRICT, ALLOWMING THE
DISTRICT TO REMOVE ANY EXISTING UNIT COMPONENTS FOR SPARE STOCK.

PROVIDE FLOOR PROTECTION IN ALL AREAS OF DEMOLITION AND NEW WORK THROUGH OUT THE
BUILDING FROM WORK AREA TO EXTERIOR. FLOORING PROTECTION TO BE FULL WIDTH OF
CORRIDOR AND BE RAM BOARD OR EQUAL TYPE FLOOR PROTECTION.

NOTES BY SYMBOL 'O*":

@ EXISTING TEMPERATURE SENSOR TO BE REMOVED AND REPLACED WITH NEW.

O @ &  ©

DISCONNECT EXISTING DUCTWORK BELOW ROOF FROM EXISTING RTU AND
RECONNECT TO NEW UNIT. EXISTING TEMPERATURE SENSOR TO BE REMOVED AND
REPLACED WITH NEW. EXISTING SENSORS SHALL BE CAREFULLY REMOVED,
WRAPPED, AND PALLETIZED, AND RETURNED TO DISTRICT (OWNER).

EXISTING RTU ON ROOF TO BE REMOVED AND REPLACED WITH NEW. DISCONNECT
EXISTING DUCTWORK BELOW ROOF FROM EXISTING RTU AND RECONNECT WITH NEW
UNIT.

EXISTING EXHAUST FAN ON ROOF TO BE REMOVED AND REPLACED WITH NEW.
DISCONNECT EXISTING DUCTWORK BELOW ROOF FROM EXISTING EXHAUST FAN AND
CONNECT TO NEW FAN.

EXISTING MAKE-UP AIR FAN ON ROOF TO BE REMOVED AND REPLACED WITH NEW.
DISCONNECT EXISTING DUCTWORK BELOW ROOF FROM EXISTING EXHAUST FAN AND
CONNECT TO NEW FAN.

REMOVE INSULATION ON EXISTING EXHAUST DUCTWORK FROM HOOD CONNECTION
BACK TO FAN CONNECTION ON ROOF.

REMOVE INSULATION ON EXISTING MAKE—UP AIR DUCTWORK FROM HOOD
CONNECTION BACK TO FAN CONNECTION ON ROOF.

EXISTING RETURN AIR DUCTWORK TO BE REMOVED FROM GRILLE BACK TO
APPROXIMATE LOCATION SHOWN. EXISTING RETURN GRILLE TO BE REMOVED AND
RELOCATED.
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SCALE: 1/8" = 1'-0"

GENERAL DEMOLITION NOTES:

10.

n.

12.

13.

14.

15.

THE INFORMATION ON THE DEMOLITION DRAWINGS ARE NOT FROM "AS—BUILT" DRAWINGS BUT
FROM ORIGINAL DRAWINGS. THIS INFORMATION IS INCLUDED FOR REFERENCE ONLY.
CONTRACTOR WILL BE RESPONSIBLE FOR VISITING THE SITE PRIOR TO SUBMITTING A BID TO
DETERMINE THE AMOUNT OF WORK THAT WILL BE REQUIRED. CONTRACTOR SHALL EXAMINE THE
EXISTING BUILDING AND GENERALLY VERIFY THE LOCATION OF ALL EXISTING WORK AND BECOME
INFORMED AS TO THE RELATION TO, AND EFFECT ON, THE WORK REQUIRED BEFORE SUBMITTING
A BID. SUBMISSION OF A BID WILL CONSTITUTE EVIDENCE THAT THE CONTRACTOR HAS
INSPECTED THE SITE OF THE PROPOSED WORK.

EXISTING MPE ITEMS TO BE REMOVED SHALL BE RETURNED TO THE OWNER OR DISPOSED OF AS
DIRECTED BY THE DESIGNATED OWNER'S REPRESENTATIVE.

COORDINATE DEMOLITION WORK WITH THE BUILDING MAINTENANCE PERSONNEL AND OTHER
TRADES PERFORMING WORK IN THE BUILDING PRIOR TO THE REMOVAL OF ANY ITEMS OF
EQUIPMENT OR SYSTEMS THAT WILL EFFECT OTHER SYSTEMS WITHIN THE LIMIT OF NEW
CONSTRUCTION OR OTHER AREAS OF THE BUILDING. THE BUILDING WILL BE OCCUPIED DURING
CONSTRUCTION; AND, THEREFORE, UTILITIES MUST REMAIN IN OPERATION AT ALL TIMES. ANY
REQUIRED OUTAGES MUST BE COORDINATED WITH THE OWNER.

PRIOR TO THE REMOVAL OF ANY MPE ITEMS OR EQUIPMENT, CONTRACTOR MUST VERIFY THE

ORIGIN AND TERMINATION OF THOSE SYSTEMS AND CONFIRM THAT THE ITEMS BEING REMOVED
DO NOT SERVE ANY ITEMS THAT ARE TO REMAIN (INCLUDING THOSE IN AREAS OUTSIDE THE

CONTRACT LIMITS).

CONTRACTOR SHALL CONTACT CONTROLS SYSTEM INSTALLER BEFORE ANY DEMOLITION WORK IS
STARTED TO ALLOW THEM TO TAG & IDENTIFY ITEMS TO REMAIN AND BE PROTECTED AND ITEMS
TO BE REMOVED. THE CONTROLS SYSTEM INSTALLER SHALL COORDINATE WITH THE OWNER FOR
ELEMENTS OF THE EXISTING CONTROLS SYSTEM THAT SHALL BE CAREFULLY REMOVED AND GIVEN
TO THE OWNER SUCH AS EXISTING TEMPERATURE SENSORS THAT WILL NOT BE RE—USED. ALL
EXISTING TEMPERATURE ONLY SENSORS SERVING EXISTING RTUS SHALL BE CAREFULLY REMOVED,
SHRINK WRAPPED, PALATIZED, AND PROVIDED TO OWNER FOR THEIR USE.

DO NOT ABANDON ANY ITEMS IN PLACE, REMOVE ALL COMPONENTS ASSOCIATED WITH EACH
ITEM CALLED OUT TO BE REMOVED. WHERE ITEMS ARE REMOVED PATCH/REPLACE ROOF, WALLS,
CEILING OR FLOOR, AS APPLICABLE, TO MATCH EXISTING FINISHES, WHERE NEW FINISHES ARE
CALLED FOR PATCHING SHALL MATCH THE NEW FINISH.

ALL EXISTING FIRE ALARM, SECURITY AND OTHER CEILING MOUNTED DEVICES TO REMAIN IN
OPERATION DURING CONSTRUCTION AND BE RE—INSTALLED AS NEEDED. TEMPORARILY SUPPORT
AS NEEDED.

ALL EXISTING LIGHTS ARE TO BE REUSED AND REMAIN IN PLACE, UNLESS NOTED OTHERWISE.
CONTRACTOR TO SUPPORT LIGHTS ABOVE CEILING DURING ANY CEILING DEMOLITION.

CLEAN EXISTING RE—USED SUPPLY, RETURN AND EXHAUST GRILLES FREE OF ALL DUST AND
DEBRIS.

WHERE NEW SENSORS MOUNTED LOWER THAN ORIGINAL OR IN DIFFERENT LOCATION, PROVIDE
STAINLESS STEEL COVER PLATE OVER OLD LOCATION, AND PROVIDE NEW WIRING IN GYPSUM OR
PLASTER WALLS TO NEW LOCATION OR PROVIDE PANDUIT FROM CEILING TO NEW LOCATION FOR
SENSOR INSTALLED ON BRICK OR CMU WALLS. CONTROLS CONTRACTOR TO PROVIDE COVER
PLATES AND PANDUIT.

REMOVE AND RE-INSTALL EXISTING LAY—IN AND GYPSUM CEILING AS REQUIRED TO ACCOMODATE
NEW DUCTWORK. PROVIDE NEW TILE AND GRID AS NEEDED. PATCH AND REPAIR AREAS OF
GYPSUM CEILING TO MATCH EXISTING WHERE REQUIRED. WHERE GYPSUM CEILING IS REMOVED,
PAINT ENTIRE ROOM CEILING AFTER PATCHING.

WATER JET AND CLEAN ALL EXISTING CONDENSATE DRAIN LINES PRIOR TO RE—CONNECTING NEW
UNITS TO EXISTING CONDENSATE DRAIN PIPNIG SYSTEM.

THE MECHANICAL CONTRACTOR / DEMOLITION CONTRACTOR SHALL COORDINATE WITH ELECTRICAL
CONTRACTOR REGARDING THE SCOPE OF DEMOLITION FOR ELECTRICAL CONNECTIONS. THOSE
UNITS BEING REMOVED SHALL BE SAFELY DISCONNECTED FROM EXISTING POWER.

CONTRACTOR SHALL COORDINATE REMOVAL OF EXISTING UNITS WITH DISTRICT, ALLOWING THE
DISTRICT TO REMOVE ANY EXISTING UNIT COMPONENTS FOR SPARE STOCK.

PROVIDE FLOOR PROTECTION IN ALL AREAS OF DEMOLITION AND NEW WORK THROUGH OUT THE
BUILDING FROM WORK AREA TO EXTERIOR. FLOORING PROTECTION TO BE FULL WIDTH OF
CORRIDOR AND BE RAM BOARD OR EQUAL TYPE FLOOR PROTECTION.

NOTES BY SYMBOL 'O*":

®

©
®
®
®

EXISTING RTU ON ROOF TO BE REMOVED AND REPLACED WITH NEW. DISCONNECT
EXISTING DUCTWORK BELOW ROOF FROM EXISTING RTU AND RECONNECT WITH NEW
UNIT.

EXISTING TEMPERATURE SENSOR TO BE REMOVED AND REPLACED WITH NEW.
EXISTING SENSORS SHALL BE CAREFULLY REMOVED, WRAPPED, PALLETIZED, AND

RETURNED TO DISTRICT (OWNER).

EXISTING EXHAUST FAN ON ROOF TO BE REMOVED AND REPLACED WITH NEW.
DISCONNECT EXISTING DUCTWORK BELOW ROOF FROM EXISTING EXHAUST FAN AND
CONNECT TO NEW FAN.

EXISTING CEILING MOUNTED EXHAUST FAN TO BE REMOVED AND REPLACED WITH
NEW. DISCONNECT EXISTING DUCTWORK FROM EXISTING EXHAUST FAN AND
CONNECT TO NEW FAN.

EXISTING COMBINATION TEMPERATURE/HUMIDITY SENSORS TO BE REMOVED AND
RE-USED FOR NEW UNITS.
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