AGENDA

Revere Local School District

Revere Board Meetings

October Work Session

Tuesday, October 13, 2020, 5:30 pm - 8:30 pm
Revere High School Media Center

. CALL TO ORDER
Il. ROLL CALL

Hayden Hajdu
Claudia Hower
Mike Kahoe
Keith Malick
Diana Sabitsch

lll. PRESENTATIONS
Run, Hide, Fight - Officer Scott Dressler, SRO
IV. TREASURER'S AGENDA - Mr. Richard Berdine
a. Bus Purchases

The Treasurer recommends that the Board of Education approve the purchase of two (2) 72-
passenger school buses ($84,643 each) and one (1) 71-passenger school bus ($90,543) with
lift as detailed in Attachment T-1.

V. SUPERINTENDENT'S AGENDA - Matthew L. Montgomery, Ph.D.
a. Career-Technical Education (CTE) Resolution
It is recommended that the Board Education adopt the resolution as detailed in Attachment 1.
VI. REVIEW of the Agenda for the October 20, 2020 Regular Meeting
VI. EXECUTIVE SESSION

Personnel: To consider the appointment, employment, dismissal discipline, promotion, demotion or
compensation of public employees.

VIll. ADJOURNMENT
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August 28, 2020

Prepared For: Presented By:
REVERE LOCAL SCHOOLS Attachment T-1 RUSH TRUCK CENTER, AKRON
JUSTIN MILLER Tom Osborne
3496 EVERETT RD 2697 GILCHRIST RD.
Akron, OH 44333- AKRON OH 44305 - 4411
(330)523 - 3119 (234)231-7600

Reference ID: Cummins C

Thank you for the opportunity to provide you with the following quotation on a new IC Corporation vehicle. | am sure the following detailed
specification will meet your operational requirements, and | look forward to serving your business needs.

Model Profile
2021 INTEGRATED CE S BUS (PB105)
APPLICATION: School Transportation
MISSION: Requested GVWR: 33000. Calc. GVWR: 31000

Calc. Start / Grade Ability: 22.61% / 1.96% @ 55 MPH
Calc. Geared Speed: 87.3 MPH

DIMENSION: Wheelbase: 276.00, CA: N/A, Axle to Frame: 148.00

ENGINE, DIESEL: {Cummins B6.7 250} EPA 2017, 250HP @ 2400 RPM, 660 Ib-ft Torque @ 1600 RPM, 2600 RPM
Governed Speed, 250 Peak HP (Max), School Bus Only

TRANSMISSION, AUTOMATIC: {Allison 2500 PTS} 5th Generation Controls, Wide Ratio, 6-Speed with Double Overdrive, Less
PTO Provision, Less Retarder, with 33,000-Ib GVW and GCW Max, School Bus

CLUTCH: Omit Item (Clutch & Control)

AXLE, FRONT NON-DRIVING: {Meritor MFS-10-122A} I-Beam Type, 10,000-Ib Capacity

AXLE, REAR, SINGLE: {Dana Spicer S140} Single Reduction, 21,000-Ib Capacity, 190 Wheel Ends Gear Ratio: 5.57

TIRE, FRONT: (2) 11R22.5 Load Range G AH37 (HANKOOK), 501 rev/mile, 75 MPH, All-Position

TIRE, REAR: (4) 11R22.5 Load Range G AH37 (HANKOOK), 501 rev/mile, 75 MPH, All-Position

SUSPENSION, REAR, AIR, SINGLE: {International IROS} 21,000-Ib Capacity, 9.25" Ride Height, with Shock Absorbers

PAINT: Cab schematic 272NB

Location 1: 4421, School Bus Yellow (Std)
Location 2: 4422, School Bus Yellow Non Reflective (Nrf)
Chassis schematic N/A
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Vehicle Specifications August 28, 2020
2021 INTEGRATED CE S BUS (PB105)

Code Description

PB10500 Base Chassis, Model INTEGRATED CE S BUS with 276.00 Wheelbase, N/A CA, and 148.00 Axle to Frame.

1570 TOW HOOK, FRONT (2) Frame Mounted

1CAC FRAME RAILS High Strength Low Alloy Steel (50,000 PSI Yield); 10.125" x 3.062" x 0.312" (257.2mm x
77.8mm x 8.0mm); 480.1" (12195mm) Maximum OAL

1LLE BUMPER, FRONT Contoured, Steel, Severe Duty

1LNT CROSSING GATE, FRONT Omit Item

1SAM CROSSMEMBER, REAR, AF (2)

1WJE WHEELBASE RANGE 276" (700cm) Only

1TWRP TOW HOOK, REAR (2) Mounted on Lower Rail Flange

2ASH AXLE, FRONT NON-DRIVING {Meritor MFS-10-122A} I-Beam Type, 10,000-Ib Capacity

3ADB SUSPENSION, FRONT, SPRING Parabolic Taper Leaf, Shackle Type, 10,000-Ib Capacity, with Shock
Absorbers

4091 BRAKE SYSTEM, AIR Dual System for Straight Truck Applications

4AZS AIR BRAKE ABS {Bendix AntiLock Brake System} 4-Channel (4 Sensor/4 Modulator) Electronic Stability
Program, with Automatic Traction Control

4EBT AIR DRYER {Bendix AD-IP} with Heater

4EXP BRAKE CHAMBERS, FRONT AXLE {Bendix} 20 Sqln

4EXU BRAKE CHAMBERS, REAR AXLE {Bendix EverSure} 30/30 Sqln Spring Brake

4JCG BRAKES, FRONT, AIR CAM S-Cam; 15.0" x 4.0"; Includes 20 Sq. In. Long Stroke Brake Chambers

4ANDB BRAKES, REAR, AIR CAM S-Cam; 16.5" x 7.0"; Includes 30/30 Sq.In. Long Stroke Brake Chamber and Spring
Actuated Parking Brake

4SPA AIR COMPRESSOR {Cummins} 18.7 CFM

4WBX DUST SHIELDS, FRONT BRAKE for Air Cam Brakes

4WDM DUST SHIELDS, REAR BRAKE for Air Cam Brakes

4A4WZT GVWR LIMITATION FOR BUS with Air Brakes, Limited to 33,000-Ibs Maximum to meet FMVSS 121
Requirements, for Conventional Bus

5708 STEERING COLUMN Tilting

5CAL STEERING WHEEL 2-Spoke, 18" Dia., Black

5PRR STEERING GEAR {TRW (Ross) TAS66} Power

6DGA DRIVELINE SYSTEM {Dana Spicer} SPL100, for 4x2/6x2

7BLA EXHAUST SYSTEM Single, Horizontal Aftertreatment Device, Frame Mounted Under Right Rail, for Single
Long Horizontal Tail Pipe

7SCP ENGINE EXHAUST BRAKE for Cummins ISB/B6.7/ISL/L9 Engine with Variable Vane Turbo Charger

7WBL TAIL PIPE (1) Horizontal, Long, Exits Left Side Through Bumper

™WzvV SWITCH, FOR EXHAUST Manual Regen Switch Relocated to Flasher Plate

8000 ELECTRICAL SYSTEM 12-Volt, Standard Equipment

8GXH ALTERNATOR {Leece-Neville AVI160P2007} Brush Type, 12 Volt, 210 Amp Capacity, Pad Mount

8MJT BATTERY SYSTEM {Fleetrite} Maintenance-Free, (2) 12-Volt 1900CCA Total, Top Threaded Stud

8TTK BATTERY BOX Steel, with Sliding Tray, 25.25" Wide, for Standard Batteries, 1-3 Battery Capacity, Mounted
Left Side Behind Front Axle Perpendicular to Frame Rail

8TUT COLLISION MITIGATION SYSTEM Omit

8VAZ HORN, ELECTRIC (2) Trumpet Style, Mounted on Top of Mega-Bracket

8WPB HEADLIGHTS Halogen, Composite Aero Design, with Daytime Running Lights

8WWJ INDICATOR, LOW COOLANT LEVEL with Audible Alarm

8WXB HEADLIGHT WARNING BUZZER Sounds When Head Light Switch is on and Ignition Switch is in "Off" Position

8XAH CIRCUIT BREAKERS Manual-Reset (Main Panel) SAE Type Il with Trip Indicators, Replaces All Fuses

8XKL STARTING MOTOR {Mitsubishi Electric Automotive America 90P47} 12-Volt, with Soft-Start

9AAH LOGOS EXTERIOR, ENGINE Badge Shipped Loose

9WAB HOOD TILT ASSIST {EASY TILT} Mechanical

9WAY FRONT END Tilting, Fiberglass, with Three Piece Construction

10072 PAINT SCHEMATIC, PT-1 Two Tone, Design 272.

10661 PAINT, NON-REFLECTING Non-Reflecting Paint

10788 PAINT TYPE Urethane, One or Two Colors, Other than Imron or International.

10947 KEYS - ALL ALIKE Fleet, Ignition Only

10AAZ OVER THE AIR PROGRAMMING Omit

10VAJ SPECIAL ROUTING CONTROL Hold 10 Days for Order Review

10WBE KEYS - ALL ALIKE, ID Z-001
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Vehicle Specifications August 28, 2020
2021 INTEGRATED CE S BUS (PB105)

Code Description

10XAK PROMOTIONAL PACKAGE 7 Year Unlimited Miles/km Warranty, Limited Time Program for Allison 2500
Series Transmission on School and Commercial Buses (Supplied directly through Allison)

11001 CLUTCH Omit Item (Clutch & Control)

12703 ANTI-FREEZE Red, Extended Life Coolant; To -40 Degrees F/ -40 Degrees C, Freeze Protection

12EJT ENGINE, DIESEL {Cummins B6.7 250} EPA 2017, 250HP @ 2400 RPM, 660 Ib-ft Torque @ 1600 RPM, 2600
RPM Governed Speed, 250 Peak HP (Max), School Bus Only

12THJ FAN DRIVE {Horton Drivemaster} Automatic On/Off Type, with Normally Closed Temperature Control

12UGN THROTTLE, HAND CONTROL Electronic

12UYE RADIATOR Aluminum, 2-Row, Cross Flow, Over Under System, 717 Sqln Louvered, with 313 Sqln Charge
Air Cooler, Includes In-Tank Qil Cooler

12VBR AIR CLEANER with Service Protection Element

12VHH FEDERAL EMISSIONS {Cummins B6.7} EPA, OBD and GHG Certified for Calendar Year 2020

12VVN CRUISE CONTROL Electronic

12VWH GOVERNOR Electronic Road Speed Type; for Electronic Engines and Bus Models; with 55 MPH Default

12WSY BLOCK HEATER, ENGINE {Phillips} 120V/750W, for Cummins ISB/B6.7 Engines

12WZE EMISSION COMPLIANCE Federal, Does Not Comply with California Clean Air Idle Regulations

13ARV TRANSMISSION, AUTOMATIC {Allison 2500 PTS} 5th Generation Controls, Wide Ratio, 6-Speed with Double
Overdrive, Less PTO Provision, Less Retarder, with 33,000-Ib GVW and GCW Max, School Bus

13WLN TRANSMISSION OIL Synthetic; 20 thru 28 Pints

13WYY SHIFT CONTROL PARAMETERS {Allison} 1000 or 2000 Series Transmissions, Performance Programming

14AKC AXLE, REAR, SINGLE {Dana Spicer S140} Single Reduction, 21,000-Ib Capacity, 190 Wheel Ends . Gear
Ratio: 5.57

14TBS SUSPENSION, REAR, AIR, SINGLE {International IROS} 21,000-Ib Capacity, 9.25" Ride Height, with Shock
Absorbers

15SJT FUEL TANK Top Draw, Steel, Rectangular, 100 US Gal (379L), Includes Protective Cage, with Low Profile
Fuel Filler Assembly and Vent Hosing, Mounted Between Frame Rails and Behind Rear Axle

15WDT DEF TANK 12 US Gal (45L) Capacity, Frame Mounted Outside Right Rail, Behind 0 Bow

16010 COWL Flat Back

16HBA GAUGE CLUSTER English with English Electronic Speedometer

16HKT IP CLUSTER DISPLAY On Board Diagnostics Display of Fault Codes in Gauge Cluster

16HLJ GAUGE, DEF FLUID LEVEL

27DUW WHEELS, FRONT {Accuride 51408} DISC; 22.5x8.25 Rims, Powder Coat Steel, 2-Hand Hole, 10-Stud,
285.75mm BC, Hub-Piloted, Flanged Nut, with Steel Hubs

28DUW WHEELS, REAR {Accuride 51408} DUAL DISC; 22.5x8.25 Rims, Powder Coat Steel, 2-Hand Hole, 10-Stud,
285.75mm BC, Hub-Piloted, Flanged Nut, with Steel Hubs

29580 WHEEL SEALS, FRONT {International} Oil-Lubricated Wheel Bearings

47AGJ BODY, BUS Conventional; 78" Headroom, 33'5" Body Length, +9 Section Front and Rear, 72 Passenger, 276
WB

47AJC BODY TAG, METAL Capacity to Include the Total Number of Passengers

47APR HEADLINER, BODY Conventional; 25'11"-34'11" Body Length, Perforated Full Length with Sound Insulation
Full Length

47APX FASTENERS, HEADLINER Screws

47ARH BOWS, ROOF 14 ga., One Piece Construction

47ARP LIGHT BARS Plastic

47ASG SKIRT, BODY for Conventional, 14 1/2", 16ga

47AUR TIE DOWNS, BODY Grade 8 Bolts, Every Body Section

47AXT RUB RAILS, BODY (4) Conventional; Steel, 31'2", 31'11", 32'8", 33'5", 34'2", 34'11", Body Length, Includes
Snow Rail

47AYB BODY, REAR Includes Emergency Door

47AZE SIDE SHEET, BODY, EXTERIOR Conventional, 16ga., Smooth, 31'2", 31'11", 32'8", 33'5", 34'2", 34'11", Body
Length

47AZL FLOOR, BODY with Wheel Wells

47BAK BUMPER, REAR Painted, 12" High, 3/16" Thick

47BAR SUPPORTS, REAR BUMPER Bolted to Frame

47BBH LINING, SIDE INTERIOR, LOWER Embossed Steel, Clear Coated

47BBZ SEALER Extra; Sidewall to Floor, In Wheel Pocket Area, and Rear Wall to Floor

47BKK LETTERS, SCHOOL BUS FRONT/REAR Decal; "SCHOOL BUS"; with 8" Black Reflective Letters, 3M

Fluorescent Diamond Grade, Yellow On Front and Rear Cap
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Vehicle Specifications August 28, 2020
2021 INTEGRATED CE S BUS (PB105)

Description
STEP, FRONT ENTRANCE DOOR 27 1/4" Depth; 14ga Steel, Formed Treads, Naviflex Finish

FASTENERS, REAR DOOR Lag Screws, Rear Door To Body

COVER, REAR DOOR INSIDE HANDLE Partial Coverage

DOOR, ENTRANCE, FRONT Air, Outward Opening, with Split Pane Glass

HANDLE, ASSIST, ENTRANCE DOOR Outside Entrance

HOLD BACK, REAR DOOR Stationary, No Cables, with Plastic Cover

LATCH, REAR DOOR One Point Slide Bar, Cam Operated, with One Inch Stroke

HANDLE, EXTERIOR, REAR Emergency Door; Yellow

SWITCH, LOCATION Left of Driver; Includes Master Flasher, Amber Flasher, and 2 Position Door Control
DUMP VALVE, AIR DOOR Interior, Above & Forward of Entrance Door, with Decals

HOLD DOWN, BATTERY For (2) Standard Size Batteries

LOCK, VANDAL, ENTRANCE DOOR Integrated Manual Control in Door, with Key

MONITOR, POST TRIP INSPECTION {Leave No Student Behind} Accessory Controlled, with Push Button
Alarm Disable at Rear of Bus Prompts Driver to Walk to Back of Bus and Push Button in Light Bar to Deactivate
System

INSULATION, ROOF AND SIDES 1.50", All Models

UNDERCOAT, BODY Fire Resistant, Water Based, TT-C-730 Spec

LETTERS, DOOR, REAR Decals; "EMERGENCY DOOR", 2" Black Letters Inside and Outside
LETTERS, SIGN, REAR Decal, "STOP", 10" Black Letters

ARROW, RR DOOR, INSIDE Decal; Red, .75" Stroke, Indicating Handle Direction

STRIPING, PERIMETER, REAR Emergency Door, Reflexite 1" Yellow Reflective

STRIPING, REAR END Reflexite 2" Yellow

STRIPING, ROOF HATCH, FRONT Reflexite Decal, Perimeter, 1" Yellow

STRIPING, ROOF HATCH, REAR Reflexite Decal, Perimeter, 1" Yellow

WIRING DIAGRAM Schematic, Electrical

LETTERS, HEADER Decal; "WATCH YOUR STEP", 1" Black, Above Windshield

LETTERS, STEPWELL Decal, "WATCH YOUR STEP", 2.5" Black, Behind Door on Step Riser

PAINT COLOR, RUB RAILS 0001 Canyon Black

PAINT HOOD TOP 4422 Yellow, Non-Reflecting

SEAL, RUB RAILS Top Edge, All Rails

PAINT COLOR, BODY EXTERIOR 4421 School Bus Yellow

PAINT FLASHER BACKGRD 0001 Canyon Black

PAINT COLOR, BUMPER Rear, 0001 Canyon Black

PAINT COLOR, ROOF 9219 Winter White

PAINT, RUB RAIL Flange to Flange

PAINT COLOR, BODY INTERIOR 9384 Spring White

LETTERS, FUEL I.D. Decal; "DIESEL FUEL", 2" Black, Adjacent to Fuel Filler Door

OPERATING INSTR, REAR Decal, Inside Rear Emergency Door

LETTERS, E/E WINDOW, LEFT (01) Decal Set, "EMERGENCY EXIT", Black Inside and Outside
LETTERS, E/E WINDOW, RIGHT (01) Decal Set, "EMERGENCY EXIT", Black, Inside and Outside
STRIPING, E/E WINDOW, LEFT (01) Perimeter, Reflexite V82, 1" Yellow

STRIPING, E/E WINDOW, RIGHT (01) Perimeter, Reflexite V82, 1" Yellow

LOGO, ROOF LINE Decal; Wing and Shield, First Body Section, Above Driver Window and Entrance Door
Over Driver Window and Entrance Door

DECAL, SAFETY EQUIPMENT for the State of Ohio, "SCHOOL SAFETY ZONE"

REFLECTORS, PATCH (3) 7" x 14" Reflexite White and Silver Patches, (1) on Front Bumper Center, Mounted
on 8"x15" Plate, (2) on Body Rear Below Standard Light Group

BODY CERTIFICATION TAG Mylar Label, with Actual Tire Load Rating

HANDLE, ASSIST Windshield Side Mounted, Left and Right, Body Color

LETTERS, DEF, I.D. Decal; "DEF ONLY", 1" Black, on DEF Filler Door

STRIPING, SEATLINE Reflexite V82, 2" Yellow, Includes Electrical Access Panel

SUB FLOOR, PLYWOOD Conventional; B-C Exterior Grade, Less Sealed Edges, 5/8", 5 Ply, for 31'2",31'11",
32'8",33'5", 34'2", 34'11", Body Length

SEAT BELT, DRIVER, COLOR with Blaze Orange Seat Belt Webbing

WINDOW, ENTRANCE DOOR, TOP Laminated, Clear

WINDOW, ENTRANCE DOOR, BOTTOM Laminated, Clear

WINDOW, DRIVER Laminated, Clear

WINDOW, STOPS 12" Opening, Only with 78" Headroom
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48VVV

49002
49ADC
49AHV
49AJH
49AMD

Vehicle Specifications August 28, 2020
2021 INTEGRATED CE S BUS (PB105)

Description
WINDOW, SASH (18) 27" Sections, 9"x 23" Opening

WINDOW, SASH +9 SECTIONS (4) 9" x 32 1/4" Opening

WINDOW, E/E, LEFT (01) Vertical Hinge

COLOR, WINDOW FRAME, PASS Passenger Window, Natural Aluminum Finish

WINDOW, E/E, RIGHT (01) Vertical Hinge

WINDOW, PASSENGER, TINT Conventional; 28% Light, Tempered Glass, 78" Headroom, with 34'11", 31'2",
31'11", 32'8", 33'5", 34'2" Body Lengths

HEATER, DRIVER 90,000 BTU, with Defroster and without Rear Heat Duct

HEATER, DEFLECTOR Kit, for Driver Heater

FITTINGS, AIR SEAT for Driver Seat

WINDSHIELD 3 Flat Pieces, 73% Light, with Band

HEATER, WATER PUMP OMIT; Self Priming, with Plastic Housing

WHEEL POCKET COVER Plastic, ABS

AISLE POSITION Center, for balanced seating

FLOOR COVERING, COLOR Black

UPHOLSTERY, PASS SEATS, TYPE Prevaill, 42 oz.; for (23-24) Seats

HOSE CLAMPS, HEATER HOSE Constant Torque for Heater System

FAN, DEFOG FAR RIGHT (01) Black, Mounted Right Above Windshield, Forward Entrance Door, 2-Speed
Switch in Panel

FAN, DEFOG LEFT CENTER 6.50" Diameter, Black, Mounted Left of Center Post, 2-Speed Switch in Panel
HEATER, PASS, LT MIDSHIP 1ST 50,000 BTU

HEATER, PASS, LT REAR 50,000 BTU

HEATER, STEPWELL 50,000 BTU

HEATER CUT OFF, VALVE INSIDE Brass, Forward of Driver Heater

HEATER CUT OFF, VALVE Ball, with Butterfly Handle

ROOF VENT, FRONT Static

FLOOR COVERING, TRIM Omit

NUTS, BELT MOUNTING Standard Nuts For Seat Belt Mounting

UPHOLSTERY, DRIVER SEAT, STYLE Plain, with Cloth Insert

UPHOLSTERY, DRIVER SEAT, COLOR Drivers Seat, Brown

UPHOLSTERY, PASS SEATS, COLOR Brown, for Seats, Barriers and Head Bumpers

UPHOLSTERY, DRIVER SEAT, TYPE Prevaill, 42 oz.

UPHOLSTERY, BARRIER, TYPE (1-2) Prevaill, 42 oz.

BARRIER, CRASH, AFT ENTRY DOOR 39", 1 Leg

BARRIER, CRASH, AFT DRIVER 39", 1 Leg

PANEL, MODESTY, AFT ENTR DOOR Mounted Under Barrier

HAND RAIL, ENTRANCE DOOR, FWD Stainless Steel; Curved

CUSHION, SEAT 15" Depth

UPHOLSTERY, SEAT, STITCHING Single

SEAT,PASS,LT,39",2 LEG (12)

SEAT,PASS,RT,39",2 LEG (12)

SEAT, DRIVER {National 2000} Air Suspension Dual Shock, High Back with Integral Headrest, Isolated, with
2 Position Front Cushion Adjustment, 6 to 17 Degree Seat Back Adjustment, Mechanical Lumbar Support,
Includes Additional Back Padding

ROOF HATCH, FRONT {Transpec 1975-028-121-03} with Outside Release, with English Decals

ROOF HATCH, REAR {Transpec 1975-028-121-03} with Outside Release, with English Decals

SEAT BACK, PASSENGER High Back

FLOOR COVERING, TYPE Koroseal, One Piece, Vinyl, All Body Lengths, Black

HAND RAIL, ENTRANCE DOOR, AFT Stainless Steel, 28" Above Floor

STEP TREADS {Koroseal} Pebble White Nosing Only, with Non-Metal Backing, used with Formed Treaded
Steps

ADDITIONAL FOAM , Extra Thick, to be Installed Into Seat Backs, and Barriers, for Single Riser Seats and
Barriers

BODY PLAN, APPROVED VARIATION Number 002

LIGHTS, WARNING (8) Quartz Halogen Beams, 7", 2 Front, 2 Rear, Red and Amber Lights

LIGHT, STROBE, STOP SIGN, FRT In Lieu Of Flashing Lights Furnished with Stop Sign, Speciality
CONNECTION, LIGHTS Cluster, Clearance and Side Marker To Tail Lights

SWITCH, DRIVER PANEL, TYPE Rocker
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49GHX

49GKzZ
49GUK
49GUM
49GUU
49GUX
49GVC
49GWW
49JAD
49JBU

Vehicle Specifications August 28, 2020
2021 INTEGRATED CE S BUS (PB105)

Description
ALARM, BACKING {Ecco #575} 107 db

CIRCUIT, PROTECTION Breakers, Manual Reset in Lieu of Fuses

SWITCH, REAR DOOR BUZZER for Emergency Door

SWITCH, MAGNETIC, DISCONNECT Master, Ignition Operated, All Body Circuits

SOURCE, POWER 12 VDC, Mounted In Dash

LIGHT, DRIVER, CEILING Deluxe, with Separate Switch, Mounted in Light Bar

LIGHTS, DOME Rectangular Recessed Type, Stagger Mounted in Light Bars

CONNECTION,DOME LIGHTS,BUZZER All Except Driver's Dome Lights Activated by Any Emergency Exit
SPEAKER, OUTSIDE Horn, PA, Mounted on Right Rail Under Step Well

SPEAKERS AND WIRING (6) Flush Mounted in Light Bar

FLASHER SYSTEM (8) Warning Lights, 8-Lamp System, Electronic Relay Flasher, Sequential Operation, Red
Lights Activate after Ambers Lights with Door Open

LIGHT, EXTERIOR, CHECK Automatically Activates Lights for Pre Trip Inspection

STOP ARM, FRONT {Specialty 2980} Air, 18" Octagon, Double Sided, 1/2" White Border, Hi Intensity Grade,
Strobing LED Lights

EMBOSSED LICENSE PLATE PANEL Omit Embossment on Left Rear Panel, Holes and Plastic Inserts
MIRROR, CROSS VIEW, EXTERIOR {Mirror Lite High Definition Busboy} for Left & Right Side; Stainless Steel,
Heated

SWITCH, RED, OVERRIDE WARNING Wired Hot, with ESC, Mounted Left of Driver

RADIO, ENTERTAINMENT {Custom Radio} AM/FM Stereo/USB Input, Includes Antenna and Cable, with
Public Address System

LIGHT, INDIC, WARNING LIGHTS Red and Amber, Located Right of Driver

FUEL FILLER PIPE Low Profile Neck Cap and Vent Hosing, for Use with Right Side Fill for Between the Rail
Fuel Tanks, for Above the Floor Fuel Fill, for 25 GPM Fill Rate Only

HOOD, WARNING LAMP (4) Black, 8-Lamp System, One Hood Above Two Lights

LIGHTS, CLUSTER {Truck Lite 07045A & 07045R} LED; Amber Front and Red Rear

WIRING, WARNING LIGHTS for Warning Lights, Lamp Position to Red & Amber Indicators

MIRROR, INSIDE 10" x 30", Clear

VISOR, INTERIOR, LEFT FRONT 6" x 30", Transparent, For Left Windshield

LIGHTS, BACK UP (2) {Weldon 9186-5586-30} LED, 7" Clear

KIT, FIRST AID No. 925, 24 UNIT, Ohio

LIGHTS, DIRECTIONAL, REAR (2) {Weldon 9186-5585 Series} LED, 7" Amber

LIGHTS, STOP (2) {Weldon 5180 Series} and Tail; 7", LED, Red

MIRROR, REAR VIEW, EXTERIOR {Rosco} Open View, Stainless Steel, Heated, Motorized, Non-Detent
KIT, BODY FLUID Ohio, Metal Box

WINDSHIELD WIPERS (2) Cowl Mounted

COMPARTMENT, OVER WINDSHIELD with Latch, No Lock, No Buzzer, Centered Over Windshield
LATCH, DOOR BULKHEAD Spring Latch, for Bulkhead Mounted Safety Compartment or Destination Sign
Access Doors

SAFETY TRIANGLES Warning Reflectors, Mounted on Drivers Barrier 9.5" Above Floor

FIRE EXTINGUISHER, DRIVER AREA 5 Ib 2A-40BC Minimum with Flexible Hose and Metal Nozzle
REFLECTORS, REAR (2) 3", Red, Adhesive Back

REFLECTORS, SIDE, REAR (2) 3", Red, Adhesive Back

REFLECTORS, SIDE, FRONT (2) 3", Amber; Adhesive Back, 1 Aft Drivers Window Left, 1 Aft Entrance Door
Right

REFLECTORS, SIDE, INTERMEDIATE (2) 3" Amber, 1 Each Side, Below The Third Rub Rail From the Top,
Adhesive Back

FUEL FILLER DOOR with Non-Locking Latch

FENDERS, RUBBER, REAR (2)

INSPECTION PLATE Fuel Sending Unit 8" x 8" Steel

CHECK VALVE, WINDSHIELD WASHER Supply Line

MUD FLAPS, FRONT WHEELS (2) Rubber

MUD FLAPS, REAR WHEELS (2) Rubber

WINDSHIELD WASHER Kit; 6 Quart Capacity, Bottle

DEF FILLER DOOR with Locking Latch

LIGHT, ENTRY DOOR {Sound Off/OptiLuxx} LED; 4" Oval; Light Mounted in Skirt Behind Entrance Door, Wired
To Step Light
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Code
49JBW

49JBY

49JCG
49MZY

49NGG

49PSY

49UBR
49ZNE

50TBR
7372135809

7372135809
0OBD001

40126

49GVN

Vehicle Specifications August 28, 2020
2021 INTEGRATED CE S BUS (PB105)

Description
LIGHT, STEP {Sound Off/OptiLuxx} 4" Round LED, White, Wired to Clearance Lights, Operated by Entrance

Door

LIGHTS, MARKER, FRONT & REAR {Sound Off/OptiLuxx} (4) Total, Slim-Line Armored LED, (2) Amber Front
and (2) Red Rear

LIGHT, STROBE LED, Specialty Man. Co. 845-3020, Low Profile, Double Flash, 3.60" High

SWITCH, NOISE SUPPRESSION Actuator Legend States, "NOISE SUPP ", for Separate Solenoid, with Black
Switch in Panel

LIGHTS, TAIL, LICENSE PLATE (2) {Sound Off/OptiLuxx} 4" Round LED, Red, Includes Stop & Light Window,
Includes Mounting Gasket

LIGHTS, DIRECTIONAL, SIDE {Sound Off/OptiLuxx} (2) Slim-Line LED Armored, Amber, (1) Each Side First
Section Aft Entrance Door

STATE OF OPERATION Ohio

LIGHTS, MARKER, SIDE {Sound Off/OptiLuxx} Slim-Line Armored, LED, Intermediate, Centered; Required
for Units 30 Foot or Longer

BODY PLAN, NON-SPECIAL NEEDS Conventional; 33' 05" Body Length, +9 Section Front & Rear, 72
Passenger, 276" WB, DX8924A000

(2) TIRE, FRONT 11R22.5 Load Range G AH37 (HANKOOK), 501 rev/mile, 75 MPH, All-Position

(4) TIRE, REAR 11R22.5 Load Range G AH37 (HANKOOK), 501 rev/mile, 75 MPH, All-Position

BRAKES, REAR CODE 04NDB

Services Section:

WARRANTY Standard for CE, RE, BE School Bus Models, Effective with Vehicles Built March 1, 2017 or Later,
CTS-3304H
WARRANTY 5-Year, Limited

OSC Membership
Rush Prep and Lettering

7 Nuaman~ 1. nenac NN
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Financial Summary August 28, 2020
2021 INTEGRATED CE S BUS (PB105)

(US DOLLAR)

Description Price

Net Sales Price: $84,643.00
Approved by Seller: Accepted by Purchaser:
Official Title and Date Firm or Business Name
Authorized Signature Authorized Signature and Date

This proposal is not binding upon the seller without
Seller's Authorized Signature

Official Title and Date

The TOPS FET calculation is an estimate for reference purposes only. The seller or retailer is responsible for calculating
and reporting/paying appropriate FET to the IRS.

The limited warranties applicable to the vehicles described herein are Navistar, Inc.'s standard printed warranties which
are incorporated herein by reference and to which you have been provided a copy and hereby agree to their terms and
conditions.

8 Nuaman~ 1. nenac NN
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August 26, 2020

Prepared For: Presented By:
REVERE LOCAL SCHOOLS RUSH TRUCK CENTER, AKRON
JUSTIN MILLER Tom Osborne
3496 EVERETT RD 2697 GILCHRIST RD.
Akron, OH 44333- AKRON OH 44305 - 4411
(330)523 - 3119 (234)231-7600

Reference ID: 71 Sp Nds Stk

Thank you for the opportunity to provide you with the following quotation on a new IC Corporation vehicle. | am sure the following detailed
specification will meet your operational requirements, and | look forward to serving your business needs.

Model Profile
2021 INTEGRATED CE S BUS (PB105)
APPLICATION: School Transportation, Special Needs
MISSION: Requested GVWR: 29800. Calc. GVWR: 30280

Calc. Start / Grade Ability: 27.08% / 2.50% @ 55 MPH
Calc. Geared Speed: 82.0 MPH

DIMENSION: Wheelbase: 254.00, CA: N/A, Axle to Frame: 152.00

ENGINE, DIESEL: {Cummins B6.7 250} EPA 2017, 250HP @ 2400 RPM, 660 Ib-ft Torque @ 1600 RPM, 2600 RPM
Governed Speed, 250 Peak HP (Max), School Bus Only

TRANSMISSION, AUTOMATIC: {Allison 2500 PTS} 5th Generation Controls, Wide Ratio, 6-Speed with Double Overdrive, Less
PTO Provision, Less Retarder, with 33,000-Ib GVW and GCW Max, School Bus

CLUTCH: Omit Item (Clutch & Control)

AXLE, FRONT NON-DRIVING: {Meritor MFS-10-122A} I-Beam Type, 10,000-Ib Capacity

AXLE, REAR, SINGLE: {Dana Spicer S140} Single Reduction, 21,000-Ib Capacity, 190 Wheel Ends Gear Ratio: 5.29

TIRE, FRONT: (2) 255/70R22.5 Load Range H AH37 (HANKOOK), 562 rev/mile, 75 MPH, All-Position

TIRE, REAR: (4) 255/70R22.5 Load Range H AH37 (HANKOOK), 562 rev/mile, 75 MPH, All-Position

SUSPENSION, REAR, AIR, SINGLE: {International IROS} 21,000-Ib Capacity, 9.25" Ride Height, with Shock Absorbers

PAINT: Cab schematic 272NB

Location 1: 4421, School Bus Yellow (Std)
Location 2: 4422, School Bus Yellow Non Reflective (Nrf)
Chassis schematic N/A

Numman~ 1. D794 NN
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Vehicle Specifications August 26, 2020
2021 INTEGRATED CE S BUS (PB105)

Code Description

PB10500 Base Chassis, Model INTEGRATED CE S BUS with 254.00 Wheelbase, N/A CA, and 152.00 Axle to Frame.

1570 TOW HOOK, FRONT (2) Frame Mounted

1CAC FRAME RAILS High Strength Low Alloy Steel (50,000 PSI Yield); 10.125" x 3.062" x 0.312" (257.2mm x
77.8mm x 8.0mm); 480.1" (12195mm) Maximum OAL

1LLE BUMPER, FRONT Contoured, Steel, Severe Duty

1LNT CROSSING GATE, FRONT Omit Item

1SAM CROSSMEMBER, REAR, AF (2)

1WHU WHEELBASE RANGE 254" (645cm) Only

1TWRP TOW HOOK, REAR (2) Mounted on Lower Rail Flange

2ASH AXLE, FRONT NON-DRIVING {Meritor MFS-10-122A} I-Beam Type, 10,000-Ib Capacity

3ADB SUSPENSION, FRONT, SPRING Parabolic Taper Leaf, Shackle Type, 10,000-Ib Capacity, with Shock
Absorbers

4002 BRAKE, PARKING Omit Item

4091 BRAKE SYSTEM, AIR Dual System for Straight Truck Applications

4AZS AIR BRAKE ABS {Bendix AntiLock Brake System} 4-Channel (4 Sensor/4 Modulator) Electronic Stability
Program, with Automatic Traction Control

4EBT AIR DRYER {Bendix AD-IP} with Heater

4EXP BRAKE CHAMBERS, FRONT AXLE {Bendix} 20 Sqln

4EXU BRAKE CHAMBERS, REAR AXLE {Bendix EverSure} 30/30 Sqln Spring Brake

4JCG BRAKES, FRONT, AIR CAM S-Cam; 15.0" x 4.0"; Includes 20 Sq. In. Long Stroke Brake Chambers

4ANDB BRAKES, REAR, AIR CAM S-Cam; 16.5" x 7.0"; Includes 30/30 Sq.In. Long Stroke Brake Chamber and Spring
Actuated Parking Brake

4SPA AIR COMPRESSOR {Cummins} 18.7 CFM

4WBX DUST SHIELDS, FRONT BRAKE for Air Cam Brakes

4WDM DUST SHIELDS, REAR BRAKE for Air Cam Brakes

4WEA PARKING BRAKE INTERLOCK Parking Brake Cannot be Released until Ignition Switch is in the "ON" Position
and the Service Brake Pedal is Applied, Use with air brake chassis only.

4WZT GVWR LIMITATION FOR BUS with Air Brakes, Limited to 33,000-Ibs Maximum to meet FMVSS 121
Requirements, for Conventional Bus

5708 STEERING COLUMN Tilting

5CAL STEERING WHEEL 2-Spoke, 18" Dia., Black

5PRR STEERING GEAR {TRW (Ross) TAS66} Power

6DGA DRIVELINE SYSTEM {Dana Spicer} SPL100, for 4x2/6x2

7BLA EXHAUST SYSTEM Single, Horizontal Aftertreatment Device, Frame Mounted Under Right Rail, for Single
Long Horizontal Tail Pipe

7SCP ENGINE EXHAUST BRAKE for Cummins ISB/B6.7/ISL/L9 Engine with Variable Vane Turbo Charger

7WBL TAIL PIPE (1) Horizontal, Long, Exits Left Side Through Bumper

W2V SWITCH, FOR EXHAUST Manual Regen Switch Relocated to Flasher Plate

8000 ELECTRICAL SYSTEM 12-Volt, Standard Equipment

8GXH ALTERNATOR {Leece-Neville AVI160P2007} Brush Type, 12 Volt, 210 Amp Capacity, Pad Mount

8MSG BATTERY SYSTEM {Fleetrite} Maintenance-Free, (3) 12-Volt 1980CCA Total, Top Threaded Stud

8TTK BATTERY BOX Steel, with Sliding Tray, 25.25" Wide, for Standard Batteries, 1-3 Battery Capacity, Mounted
Left Side Behind Front Axle Perpendicular to Frame Rail

8TUT COLLISION MITIGATION SYSTEM Omit

8VAZ HORN, ELECTRIC (2) Trumpet Style, Mounted on Top of Mega-Bracket

8WPB HEADLIGHTS Halogen, Composite Aero Design, with Daytime Running Lights

8WWJ INDICATOR, LOW COOLANT LEVEL with Audible Alarm

8WXB HEADLIGHT WARNING BUZZER Sounds When Head Light Switch is on and Ignition Switch is in "Off" Position

8XAH CIRCUIT BREAKERS Manual-Reset (Main Panel) SAE Type Il with Trip Indicators, Replaces All Fuses

8XKL STARTING MOTOR {Mitsubishi Electric Automotive America 90P47} 12-Volt, with Soft-Start

9AAH LOGOS EXTERIOR, ENGINE Badge Shipped Loose

9WAB HOOD TILT ASSIST {EASY TILT} Mechanical

9WAY FRONT END Tilting, Fiberglass, with Three Piece Construction

10020 CHASSIS PAINT Full Chassis

10072 PAINT SCHEMATIC, PT-1 Two Tone, Design 272.

10661 PAINT, NON-REFLECTING Non-Reflecting Paint

10788 PAINT TYPE Urethane, One or Two Colors, Other than Imron or International.

10947 KEYS - ALL ALIKE Fleet, Ignition Only

Inventory Vehicle 2 Pummans - 2724 A0
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Vehicle Specifications August 26, 2020
2021 INTEGRATED CE S BUS (PB105)

Code Description

10AAZ OVER THE AIR PROGRAMMING Omit

10WBE KEYS - ALL ALIKE, ID Z-001

10XAK PROMOTIONAL PACKAGE 7 Year Unlimited Miles/km Warranty, Limited Time Program for Allison 2500
Series Transmission on School and Commercial Buses (Supplied directly through Allison)

11001 CLUTCH Omit Item (Clutch & Control)

12703 ANTI-FREEZE Red, Extended Life Coolant; To -40 Degrees F/ -40 Degrees C, Freeze Protection

12EJT ENGINE, DIESEL {Cummins B6.7 250} EPA 2017, 250HP @ 2400 RPM, 660 Ib-ft Torque @ 1600 RPM, 2600
RPM Governed Speed, 250 Peak HP (Max), School Bus Only

12THJ FAN DRIVE {Horton Drivemaster} Automatic On/Off Type, with Normally Closed Temperature Control

12UGN THROTTLE, HAND CONTROL Electronic

12UYE RADIATOR Aluminum, 2-Row, Cross Flow, Over Under System, 717 Sqln Louvered, with 313 Sqln Charge
Air Cooler, Includes In-Tank Qil Cooler

12VBR AIR CLEANER with Service Protection Element

12VHH FEDERAL EMISSIONS {Cummins B6.7} EPA, OBD and GHG Certified for Calendar Year 2020

12VVN CRUISE CONTROL Electronic

12VWH GOVERNOR Electronic Road Speed Type; for Electronic Engines and Bus Models; with 55 MPH Default

12WSY BLOCK HEATER, ENGINE {Phillips} 120V/750W, for Cummins ISB/B6.7 Engines

12WZE EMISSION COMPLIANCE Federal, Does Not Comply with California Clean Air Idle Regulations

13ARV TRANSMISSION, AUTOMATIC {Allison 2500 PTS} 5th Generation Controls, Wide Ratio, 6-Speed with Double
Overdrive, Less PTO Provision, Less Retarder, with 33,000-Ib GVW and GCW Max, School Bus

13WLN TRANSMISSION OIL Synthetic; 20 thru 28 Pints

13WYY SHIFT CONTROL PARAMETERS {Allison} 1000 or 2000 Series Transmissions, Performance Programming

14AKC AXLE, REAR, SINGLE {Dana Spicer S140} Single Reduction, 21,000-Ib Capacity, 190 Wheel Ends . Gear
Ratio: 5.29

14TBS SUSPENSION, REAR, AIR, SINGLE {International IROS} 21,000-Ib Capacity, 9.25" Ride Height, with Shock
Absorbers

14WAW FLAT FLOOR EFFECTS for Air Suspension; with Conventional Bus Models

15SJT FUEL TANK Top Draw, Steel, Rectangular, 100 US Gal (379L), Includes Protective Cage, with Low Profile
Fuel Filler Assembly and Vent Hosing, Mounted Between Frame Rails and Behind Rear Axle

15WDU DEF TANK 12 US Gal (45L) Capacity, Frame Mounted Outside Right Rail, Behind First Bow

16010 COWL Flat Back

16HBA GAUGE CLUSTER English with English Electronic Speedometer

16HKT IP CLUSTER DISPLAY On Board Diagnostics Display of Fault Codes in Gauge Cluster

16HLJ GAUGE, DEF FLUID LEVEL

27DUW WHEELS, FRONT {Accuride 51408} DISC; 22.5x8.25 Rims, Powder Coat Steel, 2-Hand Hole, 10-Stud,
285.75mm BC, Hub-Piloted, Flanged Nut, with Steel Hubs

28DUW WHEELS, REAR {Accuride 51408} DUAL DISC; 22.5x8.25 Rims, Powder Coat Steel, 2-Hand Hole, 10-Stud,
285.75mm BC, Hub-Piloted, Flanged Nut, with Steel Hubs

29580 WHEEL SEALS, FRONT {International} Oil-Lubricated Wheel Bearings

47AGD BODY, BUS Conventional; 78" Headroom, 31'11" Body Length, 71 Passenger, 254 WB

47AJC BODY TAG, METAL Capacity to Include the Total Number of Passengers

47APR HEADLINER, BODY Conventional; 25'11"-34'11" Body Length, Perforated Full Length with Sound Insulation
Full Length

47APX FASTENERS, HEADLINER Screws

47ARH BOWS, ROOF 14 ga., One Piece Construction

47ARP LIGHT BARS Plastic

47ASG SKIRT, BODY for Conventional, 14 1/2", 16ga

47AXT RUB RAILS, BODY (4) Conventional; Steel, 31'2", 31'11", 32'8", 33'5", 34'2", 34'11", Body Length, Includes
Snow Rail

47AYB BODY, REAR Includes Emergency Door

47AZE SIDE SHEET, BODY, EXTERIOR Conventional, 16ga., Smooth, 31'2", 31'11", 32'8", 33'5", 34'2", 34'11", Body
Length

47AZK FLOOR, BODY Flat

47BAK BUMPER, REAR Painted, 12" High, 3/16" Thick

47BAR SUPPORTS, REAR BUMPER Bolted to Frame

47BBH LINING, SIDE INTERIOR, LOWER Embossed Steel, Clear Coated

47BBZ SEALER Extra; Sidewall to Floor, In Wheel Pocket Area, and Rear Wall to Floor

Inventory Vehicle 3 Hiite - 2724 A2
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Inventory Vehicle

Vehicle Specifications August 26, 2020
2021 INTEGRATED CE S BUS (PB105)

Description
LETTERS, SCHOOL BUS FRONT/REAR Decal; "SCHOOL BUS"; with 8" Black Reflective Letters, 3M

Fluorescent Diamond Grade, Yellow On Front and Rear Cap

STEP, FRONT ENTRANCE DOOR 25 3/4" Depth; 14ga Steel, Formed Treads, Naviflex Finish
FASTENERS, REAR DOOR Lag Screws, Rear Door To Body

COVER, REAR DOOR INSIDE HANDLE Partial Coverage

DOOR, ENTRANCE, FRONT Air, Outward Opening, with Split Pane Glass

HANDLE, EXTERIOR, LIFT DOOR Single Door, Yellow

HANDLE, ASSIST, ENTRANCE DOOR Outside Entrance

HOLD BACK, REAR DOOR Stationary, No Cables, with Plastic Cover

LATCH, LIFT DOOR Single, Three Point Slide Bar

LATCH, REAR DOOR One Point Slide Bar, Cam Operated, with One Inch Stroke

HANDLE, EXTERIOR, REAR Emergency Door; Yellow

SWITCH, LOCATION Left of Driver; Includes Master Flasher, Amber Flasher, and 2 Position Door Control
DOOR, LIFT Single, 43" x 69.79", Mounted Aft of Rear Wheel Pocket, with 78" Headroom

DUMP VALVE, AIR DOOR Interior, Above & Forward of Entrance Door, with Decals

HOLD DOWN, BATTERY For (2) Standard Size Batteries

LOCK, VANDAL, ENTRANCE DOOR Integrated Manual Control in Door, with Key

MONITOR, POST TRIP INSPECTION {Leave No Student Behind} Accessory Controlled, with Push Button
Alarm Disable at Rear of Bus Prompts Driver to Walk to Back of Bus and Push Button in Light Bar to Deactivate
System

TIE DOWNS, BODY with Grade 8 Bolts, Every Body Section, with Reinforcements

INSULATION, ROOF AND SIDES 1.50", All Models

UNDERCOAT, BODY Fire Resistant, Water Based, TT-C-730 Spec

LETTERS, DOOR, REAR Decals; "EMERGENCY DOOR", 2" Black Letters Inside and Outside
LETTERS, SIGN, REAR Decal, "STOP", 10" Black Letters

ARROW, RR DOOR, INSIDE Decal; Red, .75" Stroke, Indicating Handle Direction

STRIPING, PERIMETER, REAR Emergency Door, Reflexite 1" Yellow Reflective

STRIPING, REAR END Reflexite 2" Yellow

STRIPING, ROOF HATCH, FRONT Reflexite Decal, Perimeter, 1" Yellow

STRIPING, ROOF HATCH, REAR Reflexite Decal, Perimeter, 1" Yellow

WIRING DIAGRAM Schematic, Electrical

LETTERS, HEADER Decal; "WATCH YOUR STEP", 1" Black, Above Windshield

LETTERS, STEPWELL Decal, "WATCH YOUR STEP", 2.5" Black, Behind Door on Step Riser
PAINT COLOR, RUB RAILS 0001 Canyon Black

PAINT HOOD TOP 4422 Yellow, Non-Reflecting

SEAL, RUB RAILS Top Edge, All Rails

PAINT COLOR, BODY EXTERIOR 4421 School Bus Yellow

PAINT FLASHER BACKGRD 0001 Canyon Black

PAINT COLOR, BUMPER Rear, 0001 Canyon Black

PAINT COLOR, ROOF 9219 Winter White

PAINT, RUB RAIL Flange to Flange

PAINT COLOR, BODY INTERIOR 9384 Spring White

LETTERS, FUEL I.D. Decal; "DIESEL FUEL", 2" Black, Adjacent to Fuel Filler Door

OPERATING INSTR, REAR Decal, Inside Rear Emergency Door

LETTERS, E/E WINDOW, LEFT (01) Decal Set, "EMERGENCY EXIT", Black Inside and Outside
LETTERS, E/E WINDOW, RIGHT (01) Decal Set, "EMERGENCY EXIT", Black, Inside and Outside
STRIPING, E/E WINDOW, LEFT (01) Perimeter, Reflexite V82, 1" Yellow

STRIPING, E/E WINDOW, RIGHT (01) Perimeter, Reflexite V82, 1" Yellow

LOGO, ROOF LINE Decal; Wing and Shield, First Body Section, Above Driver Window and Entrance Door
Over Driver Window and Entrance Door

DECAL, SAFETY EQUIPMENT for the State of Ohio, "SCHOOL SAFETY ZONE"

REFLECTORS, PATCH (3) 7" x 14" Reflexite White and Silver Patches, (1) on Front Bumper Center, Mounted
on 8"x15" Plate, (2) on Body Rear Below Standard Light Group

BODY CERTIFICATION TAG Mylar Label, with Actual Tire Load Rating

HANDLE, ASSIST Windshield Side Mounted, Left and Right, Body Color

LETTERS, DEF, I.D. Decal; "DEF ONLY", 1" Black, on DEF Filler Door

STRIPING, SEATLINE Reflexite V82, 2" Yellow, Includes Electrical Access Panel

4 Numman~ 1. D794 NN
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Vehicle Specifications August 26, 2020
2021 INTEGRATED CE S BUS (PB105)

Code Description

47SBS SUB FLOOR, PLYWOOD Conventional; B-C Exterior Grade, Less Sealed Edges, 5/8", 5 Ply, for 31'2",31'11",
32'8",33'5", 34'2", 34'11", Body Length

48ACN SEAT BELT, DRIVER, COLOR with Blaze Orange Seat Belt Webbing

48ANT WINDOW, DRIVER Laminated, Clear

48APL WINDOW, STOPS 12" Opening, Only with 78" Headroom

48ARU WINDOW, SASH (20) 27" Sections, 9"x 23" Opening

48BAG WINDOW, E/E, LEFT (01) Vertical Hinge

48BJA COLOR, WINDOW FRAME, PASS Passenger Window, Natural Aluminum Finish

48BKN WINDOW, E/E, RIGHT (01) Vertical Hinge

48BUB WINDOW, PASSENGER, TINT Conventional; 28% Light, Tempered Glass, 78" Headroom, with 34'11", 31'2",
31'11", 32'8", 33'5", 34'2" Body Lengths

48DBP SHIELD, COURTESY, RT 1ST POS Padded, 30", Mounted Under Stanchion

48DCB STANCHION, RT 1ST POSITION Padded, 30"

48GHC HEATER, DRIVER 90,000 BTU, with Defroster and without Rear Heat Duct

48GYV HEATER, DEFLECTOR Kit, for Driver Heater

48NAT FITTINGS, AIR SEAT for Driver Seat

48PAM WINDSHIELD 3 Flat Pieces, 73% Light, with Band

48PAT HEATER, WATER PUMP OMIT; Self Priming, with Plastic Housing

48PAY AISLE POSITION Center, for balanced seating

48PBB FLOOR COVERING, COLOR Black

48PHL UPHOLSTERY, PASS SEATS, TYPE Prevaill, 42 oz.; for (17-18) Seats

48PKC HOSE CLAMPS, HEATER HOSE Constant Torque for Heater System

48PKN FAN, DEFOG FAR RIGHT (01) Black, Mounted Right Above Windshield, Forward Entrance Door, 2-Speed
Switch in Panel

48PKR FAN, DEFOG LEFT CENTER 6.50" Diameter, Black, Mounted Left of Center Post, 2-Speed Switch in Panel

48PMS HEATER, STEPWELL 50,000 BTU

48PPJ HEATER CUT OFF, VALVE INSIDE Brass, Forward of Driver Heater

48PPM HEATER CUT OFF, VALVE Ball, with Butterfly Handle

48PPS ROOF VENT, FRONT Static

48PUP FLOOR COVERING, TRIM Omit

48PUT NUTS, BELT MOUNTING Standard Nuts For Seat Belt Mounting

48PVA UPHOLSTERY, DRIVER SEAT, STYLE Plain, with Cloth Insert

48PVK UPHOLSTERY, DRIVER SEAT, COLOR Drivers Seat, Brown

48PWA UPHOLSTERY, PASS SEATS, COLOR Brown, for Seats, Barriers and Head Bumpers

48PWR UPHOLSTERY, DRIVER SEAT, TYPE Prevaill, 42 oz.

48PXP UPHOLSTERY, BARRIER, TYPE (1-2) Prevaill, 42 oz.

48RAE BARRIER, CRASH, AFT ENTRY DOOR 39", 1 Leg

48RAL BARRIER, CRASH, AFT DRIVER 39", 1 Leg

48RET PANEL, MODESTY, AFT ENTR DOOR Mounted Under Barrier

48RGE HAND RAIL, ENTRANCE DOOR, FWD Stainless Steel; Curved

48RLX CUSHION, SEAT 15" Depth

48RRA UPHOLSTERY, SEAT, STITCHING Single

48RUG SEAT,TRACK,LT,39"4 LEG (2)

48RVA SEAT,TRACK,RT,39"4 LEG (2)

48SDP SEAT,PASS,LT,39",2 LEG (07)

48SKH SEAT,PASS,RT,39",2 LEG (07)

48SYK SHIELD, FORWARD OF LIFT Polycarbonate; Clear, 1 Piece, Mounted From Stanchion to Ceiling

48TMY SEAT, DRIVER {National 2000} Air Suspension Dual Shock, High Back with Integral Headrest, Isolated, with

2 Position Front Cushion Adjustment, 6 to 17 Degree Seat Back Adjustment, Mechanical Lumbar Support,
Includes Additional Back Padding

48UCP ROOF HATCH, FRONT {Transpec 1975-028-121-03} with Outside Release, with English Decals

48UCR ROOF HATCH, REAR {Transpec 1975-028-121-03} with Outside Release, with English Decals

48USV SEAT BACK, PASSENGER High Back

48UWV FLOOR COVERING, TYPE Koroseal, One Piece, Vinyl, All Body Lengths, Black

48UYC HEATER, REAR WALL, RT SIDE 80,000 BTU, Bergstrom

48UYW HAND RAIL, ENTRANCE DOOR, AFT Stainless Steel, 28" Above Floor

48VVR STEP TREADS {Koroseal} Pebble White Nosing Only, with Non-Metal Backing, used with Formed Treaded
Steps
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Inventory Vehicle

Vehicle Specifications August 26, 2020
2021 INTEGRATED CE S BUS (PB105)

Description

ADDITIONAL FOAM , Extra Thick, to be Installed Into Seat Backs, and Barriers, for Single Riser Seats and
Barriers

BODY PLAN, APPROVED VARIATION Number 001

LIGHTS, WARNING (8) Quartz Halogen Beams, 7", 2 Front, 2 Rear, Red and Amber Lights

LIGHT, LIFT DOOR Exterior; Light Mounted Above Lift Door Activated By Opening Lift Door

LIGHT, STROBE, STOP SIGN, FRT In Lieu Of Flashing Lights Furnished with Stop Sign, Speciality
CONNECTION, LIGHTS Cluster, Clearance and Side Marker To Tail Lights

SWITCH, DRIVER PANEL, TYPE Rocker

ALARM, BACKING {Ecco #575} 107 db

CIRCUIT, PROTECTION Breakers, Manual Reset in Lieu of Fuses

SWITCH, REAR DOOR BUZZER for Emergency Door

SWITCH, MAGNETIC, DISCONNECT Master, Ignition Operated, All Body Circuits

LIGHT, DRIVER, CEILING Deluxe, with Separate Switch, Mounted in Light Bar

LIGHTS, DOME Rectangular Recessed Type, Stagger Mounted in Light Bars

LIGHT, LIFT DOOR, INTERIOR Above Lift Door, with Door Operated Switch

CONNECTION,DOME LIGHTS,BUZZER All Except Driver's Dome Lights Activated by Any Emergency Exit
LIGHT, INDIC, LIFT DOOR Green; Flashing, Located in Driver Area

SPEAKER, OUTSIDE Horn, PA, Mounted on Right Rail Under Step Well

SPEAKERS AND WIRING (6) Flush Mounted in Light Bar

FLASHER SYSTEM (8) Warning Lights, 8-Lamp System, Electronic Relay Flasher, Sequential Operation, Red
Lights Activate after Ambers Lights with Door Open

LIGHT, EXTERIOR, CHECK Automatically Activates Lights for Pre Trip Inspection

STOP ARM, FRONT {Specialty 2980} Air, 18" Octagon, Double Sided, 1/2" White Border, Hi Intensity Grade,
Strobing LED Lights

EMBOSSED LICENSE PLATE PANEL Omit Embossment on Left Rear Panel, Holes and Plastic Inserts
MIRROR, CROSS VIEW, EXTERIOR {Mirror Lite High Definition Busboy} for Left & Right Side; Stainless Steel,
Heated

SWITCH, RED, OVERRIDE WARNING Wired Hot, with ESC, Mounted Left of Driver

RADIO, ENTERTAINMENT {Custom Radio} AM/FM Stereo/USB Input, Includes Antenna and Cable, with
Public Address System

LIGHT, INDIC, WARNING LIGHTS Red and Amber, Located Right of Driver

FUEL FILLER PIPE Low Profile Neck Cap and Vent Hosing, for Use with Right Side Fill for Between the Rail
Fuel Tanks, for Above the Floor Fuel Fill, for 25 GPM Fill Rate Only

HOOD, WARNING LAMP (4) Black, 8-Lamp System, One Hood Above Two Lights

LIGHTS, CLUSTER {Truck Lite 07045A & 07045R} LED; Amber Front and Red Rear

WIRING, WARNING LIGHTS for Warning Lights, Lamp Position to Red & Amber Indicators

MIRROR, INSIDE 6" x 30", Clear Safety Glass, Metal Back, Round Corners

VISOR, INTERIOR, LEFT FRONT 6" x 30", Transparent, For Left Windshield

LIGHTS, BACK UP (2) {Weldon 9186-5586-30} LED, 7" Clear

KIT, FIRST AID No. 925, 24 UNIT, Ohio

LIGHTS, DIRECTIONAL, REAR (2) {Weldon 9186-5585 Series} LED, 7" Amber

LIGHTS, STOP (2) {Weldon 5180 Series} and Tail; 7", LED, Red

MIRROR, REAR VIEW, EXTERIOR {Rosco} Open View, Stainless Steel, Heated, Motorized, Non-Detent
KIT, BODY FLUID Ohio, Metal Box

WINDSHIELD WIPERS (2) Cowl Mounted

COMPARTMENT, OVER WINDSHIELD with Latch, No Lock, No Buzzer, Centered Over Windshield
LATCH, DOOR BULKHEAD Spring Latch, for Bulkhead Mounted Safety Compartment or Destination Sign
Access Doors

SAFETY TRIANGLES Warning Reflectors, Mounted on Drivers Barrier 9.5" Above Floor

FIRE EXTINGUISHER, DRIVER AREA 5 Ib 2A-40BC Minimum with Flexible Hose and Metal Nozzle
REFLECTORS, REAR (2) 3", Red, Adhesive Back

REFLECTORS, SIDE, REAR (2) 3", Red, Adhesive Back

REFLECTORS, SIDE, FRONT (2) 3", Amber; Adhesive Back, 1 Aft Drivers Window Left, 1 Aft Entrance Door
Right

REFLECTORS, SIDE, INTERMEDIATE (2) 3" Amber, 1 Each Side, Below The Third Rub Rail From the Top,
Adhesive Back

FUEL FILLER DOOR with Non-Locking Latch

6 Numman~ 1. D794 NN

Confidential Information - For Board Use Only - Do not Redistribute Page 16 of 20



Code
49GLZ

49GUB
49GUK
49GUM
49GUU
49GUX
49GVC
49GWW
49HEZ
49HHB
49JAD
49JBG
49JBU

49JBW
49JBY

49JCG
49MJX
49MZY

49NAB
49NGG

49PSY

49UBR
49ZNE

50WGU

7752525809
7752525809

40126

49GVN

Inventory Vehicle

Vehicle Specifications August 26, 2020
2021 INTEGRATED CE S BUS (PB105)

Description
INTERLOCK, LIFT for FMVSS Wheel Chair Interlock Requirements; with Key in "ON Position", Park Brake

Must Be Applied, Transmission in Park or Neutral for Air Brakes, or in Park Only for Hyd Brakes, Lift Door Must
be Opened Before Lift Can be Activated, w/ Automatic or Procision Transmissions

CUTTER, SEAT BELT {TIE TECH Safecut} for Cutting Seat Belts

FENDERS, RUBBER, REAR (2)

INSPECTION PLATE Fuel Sending Unit 8" x 8" Steel

CHECK VALVE, WINDSHIELD WASHER Supply Line

MUD FLAPS, FRONT WHEELS (2) Rubber

MUD FLAPS, REAR WHEELS (2) Rubber

WINDSHIELD WASHER Kit; 6 Quart Capacity, Bottle

TRACK, FLOOR LENGTHS 101"-150", with Full Shoulder Track

TIE DOWN, TRACK (03) Retractable

DEF FILLER DOOR with Locking Latch

TRACK, TYPE (BRAND) {OMNI L Track}

LIGHT, ENTRY DOOR {Sound Off/OptiLuxx} LED; 4" Oval; Light Mounted in Skirt Behind Entrance Door, Wired
To Step Light

LIGHT, STEP {Sound Off/OptiLuxx} 4" Round LED, White, Wired to Clearance Lights, Operated by Entrance
Door

LIGHTS, MARKER, FRONT, REAR {Sound Off/OptiLuxx} (4) Total, Slim-Line Armored LED, (2) Amber Front
and (2) Red Rear

LIGHT, STROBE LED, Specialty Man. Co. 845-3020, Low Profile, Double Flash, 3.60" High

TIE DOWN, TRACK TYPE {QRT Q-8107-A1-L2} Retractable, with Track Fittings on Shoulder Belt

SWITCH, NOISE SUPPRESSION Actuator Legend States, "NOISE SUPP ", for Separate Solenoid, with Black
Switch in Panel

LIFT, WHEELCHAIR {Braun Model NCL1000FIB3451 Gen 2} Power Pack Mounted Forward of Lift

LIGHTS, TAIL, LICENSE PLATE (2) {Sound Off/OptiLuxx} 4" Round LED, Red, Includes Stop & Light Window,
Includes Mounting Gasket

LIGHTS, DIRECTIONAL, SIDE {Sound Off/OptiLuxx} (2) Slim-Line LED Armored, Amber, (1) Each Side First
Section Aft Entrance Door

STATE OF OPERATION Ohio

LIGHTS, MARKER, SIDE {Sound Off/OptiLuxx} Slim-Line Armored, LED, Intermediate, Centered; Required
for Units 30 Foot or Longer

BODY PLAN, SPECIAL NEEDS Conventional; 31' 11" Body Length, 55 Passenger, 254" WB, DJ0315A000
(2) TIRE, FRONT 255/70R22.5 Load Range H AH37 (HANKOOK), 562 rev/mile, 75 MPH, All-Position

(4) TIRE, REAR 255/70R22.5 Load Range H AH37 (HANKOOK), 562 rev/mile, 75 MPH, All-Position

Services Section:

WARRANTY Standard for CE, RE, BE School Bus Models, Effective with Vehicles Built March 1, 2017 or Later,
CTS-3304H
WARRANTY 5-Year, Limited

IC Bus Vendor Surcharge
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Financial Summary August 26, 2020
2021 INTEGRATED CE S BUS (PB105)

(US DOLLAR)

Description Price

Net Sales Price: $90,543.00
Approved by Seller: Accepted by Purchaser:
Official Title and Date Firm or Business Name
Authorized Signature Authorized Signature and Date

This proposal is not binding upon the seller without
Seller's Authorized Signature

Official Title and Date

The TOPS FET calculation is an estimate for reference purposes only. The seller or retailer is responsible for calculating
and reporting/paying appropriate FET to the IRS.

The limited warranties applicable to the vehicles described herein are Navistar, Inc.'s standard printed warranties which
are incorporated herein by reference and to which you have been provided a copy and hereby agree to their terms and
conditions.

Inventory Vehicle 8 Poncana 1. 2724 nn
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Attachment 1
Revere Local School District

Whereas section 3313.90 of the Ohio Revised Code stipulates that local school districts
may adopt a resolution that specifies the district’s intent to not provide career-technical
education at grade eight for the 2020-2021 school year

AND

Whereas, Section 3313.90 further provides that if any district submits that resolution to
the Ohio Department of Education by September 30th of that year, the department shall
waive the requirements for that district to provide career-technical education to students
enrolled in grade eight for that particular school year.

Therefore, be it resolved that the Revere Board of Education hereby waives the
requirement to provide career-technical education in grade eight for the school year
2020-2021 as allowed by section 3313.90.

Board President Date

Treasurer Date
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