
GASKET ALL AROUND

FLASH AND
COUNTERFLASH

ROOF CURB

1/4" SPONGE RUBBER

CANT STRIP

INSULATION

ROOFING24"

ANCHOR UNIT
TO CURB

ROOF MOUNTED AIR
CONDITIONING UNIT
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  EQUIPMENT MOUNTED ON ROOF CURB DETAIL

NOTE:  ROOF CURB SHALL BE FACTORY SUPPLIED FOR ALL ROOF MOUNTED EQUIPMENT

DUCT

ROOF

INSULATION AND WEATHERPROOFING
MEMBRANE (EXTEND PAST TOP
OF FLASHING AND COUNTERFLASHING)

SEAL FLASHING
TO DUCTWORK

CUT ROOF OPENING STEEL ANGLE (ALL
SIDES)

SEE ARCHITECTURAL
DRAWINGS FOR ROOF
PENETRATION DETAILSCOORDINATE DUCT

SUPPORTS WITH G.C.
HEIGHT TO BE PER
SMACNA STANDARDS
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  DUCT PENETRATION THROUGH ROOF DETAIL

G (N) RTU-25

*

*

     = FROM HEATING ONLY TO HEATING
AND COOLING.

*

NOTES:

F

E

D

H

C

L

M

A

K

J

(N) RTU-41
20X57 RETURN
AIR OPENING.
TRANSITION DUCT
TO CONNECT
TO EXISTING 18X24
DUCT BELOW.
CONTRACTOR TO
VERIFY IN FIELD.

(N) RTU-9

19X65 SUPPLY
AIR OPENING.
TRANSITION DUCT TO
CONNECT TO
EXISTING 40X14
DUCT BELOW
SLAB. CONTRACTOR TO
VERIFY IN FIELD. 14X73 SUPPLY

AIR OPENING.
TRANSITION DUCT TO
CONNECT TO
EXISTING 18X24
DUCT BELOW
SLAB. CONTRACTOR TO
VERIFY IN FIELD.

31X57 SUPPLY
AIR OPENING.
TRANSITION DUCT
TO CONNECT TO
EXISTING 32X32
DUCT BELOW
SLAB. CONTRACTOR
TO VERIFY IN FIELD.

(N) RTU-22

19X65 SUPPLY
AIR OPENING.
TRANSITION DUCT TO
CONNECT TO
EXISTING --X--SUPPLY
DUCT BELOW
SLAB. CONTRACTOR TO
VERIFY IN FIELD.

14X73 RETURN
AIR OPENING.
TRANSITION DUCT TO
CONNECT TO
EXISTING 38X14
RETURN DUCT BELOW
SLAB. CONTRACTOR TO
VERIFY IN FIELD.

(N) RTU-24

19X65 SUPPLY
AIR OPENING. 21X67
TRANSITION DUCT TO
22X42 TO CONNECT TO
EXISTING 12X48 SUPPLY
DUCT BELOW
SLAB. CONTRACTOR TO
VERIFY IN FIELD.

14X73 RETURN
AIR OPENING.
16X75 TRANSITION DUCT TO
22X42TO CONNECT TO
EXISTING 24X14 RETURN
DUCT BELOW
SLAB. CONTRACTOR TO
VERIFY IN FIELD.

17X32 SUPPLY
AIR OPENING.19X34
TRANSITION DUCT TO
16X22TO CONNECT TO
EXISTING --X--SUPPLY
DUCT BELOW
SLAB. CONTRACTOR TO
VERIFY IN FIELD.

17X32 RETURN AIR
OPENING.TRANSITION DUCT TO
16X22 TO CONNECT TO
EXISTING --X--RETURN
DUCT BELOW
SLAB. CONTRACTOR TO
VERIFY IN FIELD.

(N) RTU-26

65X19 SUPPLY
AIR OPENING.67X21
TRANSITION DUCT TO
32X22 TO CCONNECT TO
EXISTING --X--
SUPPLY DUCT BELOW
SLAB. CONTRACTOR TO
VERIFY IN FIELD.

73X14 RETURN
AIR OPENING.
75X16 TRANSITION
DUCT TO 32X22 CONNECT TO
EXISTING --X-- RETURN
DUCT BELOW
SLAB. CONTRACTOR TO
VERIFY IN FIELD.

(N) RTU-31

17X32 SUPPLY
AIR OPENING. 19X34
TRANSITION DUCT TO
22X26 TO CONNECT TO
EXISTING --X-- SUPPLY
DUCT BELOW
SLAB. CONTRACTOR TO
VERIFY IN FIELD.

17X32 RETURN AIR
OPENING. 19X34
TRANSITION DUCT TO
22X26 TO CONNECT TO
EXISTING --X-- RETURN
DUCT BELOW
SLAB. CONTRACTOR TO
VERIFY IN FIELD.

(N) RTU-32

17X32 SUPPLY
AIR OPENING. 19X34
TRANSITION DUCT TO
22X26 TO CONNECT TO
EXISTING --X--SUPPLY
DUCT BELOW
SLAB. CONTRACTOR TO
VERIFY IN FIELD.

17X32 RETURN AIR
OPENING. 19X34
TRANSITION DUCT TO
22X26 TO CONNECT TO
EXISTING --X--RETURN
DUCT BELOW
SLAB. CONTRACTOR TO
VERIFY IN FIELD.

(N) RTU-33

19X65 SUPPLY
AIR OPENING. 21X67
TRANSITION DUCT 22X42
TO CONNECT TO
EXISTING --X--SUPPLY
DUCT BELOW
SLAB. CONTRACTOR TO
VERIFY IN FIELD.

14X73 RETURN
AIR OPENING.16X75
TRANSITION DUCT TO
22X42 TO CONNECT TO
EXISTING --X--RETURN
DUCT BELOW
SLAB. CONTRACTOR TO
VERIFY IN FIELD.

A

A

65 X 19 SUPPLY
OPENING

42X22

FC
ROOF CURB 67X21 DUCT

(N) RTU-24

ROOF

1" ACOUSTICAL
LINING

SECTION A-A
SCALE: NONE

A A

57 X 31 SUPPLY
OPENING

FC

ROOF CURB

(N) RTU-41

ROOF

1" ACOUSTICAL
LINING. (TYP)

SECTION A-A
SCALE: NONE

32X32

59 X 33 CONNECTION
FROM SUPPLY DISCHARGE.

50 X 22 DOWN TO
SUPPLY AIR SYSTEM
BELOW SLAB.

59 X 33

50 X 22

EXISTING 34 X 16
SUPPLY DUCT
TO CONNECT TO
NEW 50 X 22 DUCT
DROP.

34 X 12

34 X 12

EXISTING 34 X 16
SUPPLY DUCT
TO CONNECT TO
NEW 50 X 22 DUCT
DROP. (TYP FOR 2)

34X12

34X12

X

X

X

X

X

X

X

XX
X

X

X

X

X

A

A

(N) RTU-919 X 65 SUPPLY
OPENING

1" ACOUSTICAL
LINING.(TYP.)

ROOF CURB

FC

48X16

67X22

67X22

SECTION A-A
SCALE: NONE

EXISTING 46X16
TO CONNECT TO NEW
48X18 DUCT. CONTRACTOR
TO VERIFY IN FIELD.

46X18

A

A

(N) RTU-2265 X 19 SUPPLY
OPENING

1" ACOUSTICAL
LINING.(TYP.)

ROOF CURB

FC

32X22

67X21

67X21

SECTION A-A
SCALE: NONE

NEW 32X22
TO CONNECT TO EXISTING
48X14 DUCT. CONTRACTOR
TO VERIFY IN FIELD.

NOTE:
ALL DUCTWORK FROM NEW UNITS ARE TO BE 1" ACOUSTICALLY LINED.
SIZES SHOWN OR STATED ARE INSIDE DIAMETER CLEAR.

NOTE:
ALL DUCTWORK FROM NEW UNITS ARE TO BE 1" ACOUSTICALLY LINED.
SIZES SHOWN OR STATED ARE INSIDE DIAMETER CLEAR.

ALL DUCTWORK FROM NEW UNITS ARE TO BE 1" ACOUSTICALLY LINED
15'-0" FROM DISCHARGE OF UNIT.

SIZES SHOWN OR STATED ARE INSIDE DIAMETER CLEAR.

SEE EXISTING MECHANICAL
DUCTWORK PLAN.(DWG M-2.19)

 SUPPLY
OPENING

FC

ROOF CURB
ROOF

1" ACOUSTICAL
LINING

1
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  DUCT CONNECTION / PENETRATION THROUGH ROOF DETAIL

ROOF

ROOF TOP UNIT
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