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14,

15.

16.

17.

ALL WORK SHALL CONFORM TO THE 2022 EDITION OF THE TITLE 24,

CALIFORNIA CODE OF REGULATIONS (CCR).

AS A FACILITY WHICH COMES UNDER THE APPROVAL AND AUTHORITY OF

THE DIVISION OF THE STATE ARCHITECT (DSA), THIS PROJECT IS SUBJECT TO

DRAWING AND JOB SITE REVIEW BY A REPRESENTATIVE OF DSA.

CHANGES TO THE APPROVED DRAWINGS AND SPECIFICATIONS AFFECTING

FLS, SSS, AND/OR ACS SHALL BE MADE BY ADDENDA OR A CONSTRUCTION

CHANGE DOCUMENT (CCD) APPROVED BY THE DIVISION OF THE STATE

ARCHITECT, AS REQUIRED BY SECTION 4-338, PART 1, TITLE 24, CCR AND DSA

IR A-6.

A PROJECT INSPECTOR EMPLOYED BY THE DISTRICT (OWNER) AND

APPROVED BY THE DIVISION OF THE STATE ARCHITECT SHALL PROVIDE

CONTINUOUS INSPECTION OF THE WORK. THE DUTIES OF THE INSPECTOR

ARE DEFINED IN SECTION 4-342, PART 1, TITLE 24 C.C.R.

GRADING PLANS, DRAINAGE IMPROVEMENTS, ROAD AND ACCESS

REQUIREMENTS AND ENVIRONMENTAL HEALTH CONSIDERATIONS SHALL

COMPLY WITH ALL LOCAL ORDINANCES.

A COPY OF PART 1 TO PART 5 OF TITLE 24 SHALL BE KEPT AND BE AVAILABLE

IN THE FIELD DURING CONSTRUCTION.

DSA SHALL BE NOTIFIED OF THE START OF CONSTRUCTION AND PRIOR TO

THE PLACEMENT OF CONCRETE PER SECTION 4-331, PART 1, TITLE 24, CCR

THE DIVISION OF THE STATE ARCHITECT IS EXEMPT FROM ARBITRATION OR

MEDIATION PROCEDURES.

SUPERVISION BY THE DIVISION OF THE STATE ARCHITECT IS REQUIRED PER

SECTION 4-334, PART 1, TITLE 24, CCR.

ADMINISTRATION OF CONSTRUCTION PER PART 1, TITLE 24, CCR:

VERIFIED REPORTS PER SECT 4-336; PART 1, TITLE 24 CCR

DUTIES OF ARCHITECT PER SECT 4-331, 4-341; PART 1, TITLE 24 CCR

DUTIES OF CONTRACTOR PER SECT. 4-343; PART 1, TITLE 24

TESTING AND INSPECTION:

INSPECTOR APPROVED BY DSA AS PER SECT. 4-333(D); PART 1, TITLE 24,

CCR

TESTS AND TESTING LABORATORIES PER SECT 4-335

SPECIAL INSPECTION PER SECT. 4-333(C)

CHANGES IN LEVEL FOR FLOOR FINISHES SHALL CONFORM WITH CBC

SECTION 11B-303.

ALL TESTS TO CONFORM TO REQUIREMENTS OF SECTION 4-335; PART 1,

TITLE 24, CCR

TESTS OF MATERIALS AND TESTING LABORATORY SHALL BE IN

ACCORDANCE WITH SECTION 4-335; PART 1, TITLE 24, CCR AND THE DISTRICT

SHALL EMPLOY AND PAY THE LABORATORY. COSTS FOR RE-TEST MAY BE

BACK CHARGED TO THE CONTRACTOR.

INSPECTOR SHALL BE APPROVED BY DSA. INSPECTION SHALL BE IN

ACCORDANCE WITH SECTION 4-333(B).

THE INTENT OF THESE DRAWINGS AND SPECIFICATIONS IS THAT THE WORK

OF THE ALTERATION, REHABILITATION OR RECONSTRUCTION IS TO BE IN

ACCORDANCE WITH TITLE 24, CCR. SHOULD ANY EXISTING CONDITIONS

SUCH AS DETERIORATION OR NON-COMPLYING CONSTRUCTION BE

DISCOVERED WHICH IS NOT COVERED BY THE CONTRACT DOCUMENTS

WHEREIN THE FINISHED WORK WILL NOT COMPLY WITH TITLE 24, CCR, A

CONSTRUCTION CHANGE DOCUMENT (CCD), OR A SEPARATE SET OF PLANS

AND SPECIFICATIONS, DETAILING AND SPECIFYING THE REQUIRED WORK

SHALL BE SUBMITTED TO AND APPROVED BY DSA BEFORE PROCEEDING

WITH THE WORK. (SECTION 4-317(C), PART 1, TITLE 24, CCR)

INSPECTOR OF RECORD REQUIREMENTS:

A ONE OR MORE INSPECTORS EMPLOYED BY THE OWNER IN
ACCORDANCE WITH THE REQUIREMENTS OF TITLE 24 OF THE
CALIFORNIA CODE OF REGULATIONS WILL BE ASSIGNED TO THE
WORK. THE INSPECTOR'S DUTIES ARE SPECIFICALLY DEFINED IN
SECTION 4-342 OF SAID TITLE 24; PART 1 AND IN ADDITION, SHALL BE
STIPULATED IN INTERPRETATION OF REGULATION DOCUMENT IR A-8.

B. INSPECTOR SHALL BE CERTIFIED AS A CLASS 3 INSPECTOR THROUGH
THE DIVISION OF THE STATE ARCHITECT INSPECTOR EXAMINATION
PROGRAM. INSPECTOR SHALL ALSO BE SPECIFICALLY APPROVED BY
THE DIVISION OF THE STATE ARCHITECT FOR THIS PROJECT AT LEAST
10 DAYS PRIOR TO THE START OF ANY WORK FOR THIS PROJECT.

NONE

ADD ALTERNATES

NONE

APN: 984-43-003

THE PROJECT INCLUDES DEMOLITION OF EXISTING SIDEWALK & FENCING,

INSTALLATION OF NEW FENCING & GATE, AND INSTALLATION OF NEW CONCRETE

FLATWORK & ASPHALT PAVING FOR A BUS BOARDING/ALIGHTING AREA.

CODES AND REGULATIONS

STATEMENT OF GENERAL
CONFORMANCE

APPLICABLE STATE CODES AND REGULATIONS WITH LATEST AMENDMENTS AND
SUPPLEMENTS:

1.
2.

3.

® N o

10.
11.
12.
13.

2022 BUILDING STANDARDS ADMINISTRATIVE CODE, PART 1, TITLE 24 CCR
2022 CALIFORNIA BUILDING CODE (CBC), PART 2, TITLE 24 CCR (2021 IBC &
CALIFORNIA AMENDMENTS)

2022 CALIFORNIA ELECTRICAL CODE (CEC), PART 3, TITLE 24 CCR (2020
NATIONAL ELECTRICAL CODE & CALIFORNIA AMENDMENTS)

2022 CALIFORNIA MECHANICAL CODE (CMC), PART 4, TITLE 24 CCR (2021
UNIFORM MECHANICAL CODE & CALIFORNIA AMENDMENTS)

2022 CALIFORNIA PLUMBING CODE (CPC), PART 5, TITLE 24 CCR (2021
UNIFORM PLUMBING CODE & CALIFORNIA AMENDMENTS)

2022 CALIFORNIA ENERGY CODE, PART 6, TITLE 24 CBSC

2022 CALIFORNIA HISTORICAL BUILDING CODE, PART 8, TITLE 24 CCR

2022 CALIFORNIA FIRE CODE, PART 9, TITLE 24 CCR (2021 INTERNATIONAL
FIRE CODE & CALIFORNIA AMENDMENTS)

2022 CALIFORNIA EXISTING BUILDING CODE (CEBC), PART 10, TITLE 24 CCR
(2021 INTERNATIONAL EXISTING BUILDING CODE AND 2019 CALIFORNIA
AMENDMENTS)

2022 CALIFORNIA GREEN BUILDING STANDARDS CODE PART 11, TITLE 24
2022 CALIFORNIA REFERENCED STANDARDS, PART 12, TITLE 24 CCR
TITLE 8 CCR, CH. 4, SUB-CH. 6 - ELEVATOR SAFETY ORDERS

TITLE 19 CCR, PUBLIC SAFETY, SFM REGULATIONS

APPLICABLE FEDERAL CODES AND STANDARDS:

14.
15.

AMERICANS WITH DISABILITIES ACT (ADA), TITLE 11
UNIFORM FEDERAL ACCESSIBILITY STANDARDS (UFAS) or ADA STANDARDS
FOR ACCESSIBLE DESIGN (APPENDIX A OF 28 CFR PART 36)

APPLICABLE REFERENCED STANDARDS:

16.

17.
18.
19.
20.

NFPA 13, STANDARD FOR THE INSTALLATION OF SPRINKLER SYSTEMS (CA
AMENDED), 2022 EDITION

NFPA 24, PRIVATE FIRE MAINS (CA AMENDED), 2019 EDITION

NFPA 72, NATIONAL FIRE ALARM CODE (CA AMENDED), 2022 EDITION

NFPA 80, FIRE DOOR AND OTHER OPENING PROTECTIVES, 2019 EDITION
NFPA 2001, CLEAN AGENT FIRE EXTINGUISHING SYSTEMS, 2018 EDITION

REFERENCE CODE SECTION FOR NFPA STANDARDS - 2022 CBC CHAPTER 35 AND
CFC CHAPTER 80. SEE CHAPTER 80 FOR STATE OF CALIFORNIA AMENDMENTS TO
NFPA STANDARDS.

FOR ARCHITECTS/ENGINEERS WHO UTILIZE PLANS,

INCLUDING BUT NOT LIMITED TO SHOP DRAWINGS, PREPARED BY OTHER LICENSED

DESIGN PROFESSIONALS AND/OR CONSULTANTS
Application No. 01-121433
File No. 04-H6

[X] The drawings or sheets listed on the cover or index sheet (all drawings)
[1 This drawing, page of specifications/calculations

have been prepared by other design professionals or consultants who are licensed and/or

authorized to prepare such drawings in this state. It has been examined by me for:

1. design intent and appears to meet the appropriate requirements of Title 24, California

Code of Regulations and the project specifications prepared by me, and

2. coordination with my plans and specifications and is acceptable for incorporation into the

construction of this project.

The Statement of General Conformance “shall not be construed as relieving me of my rights,
duties, and responsibilities under Sections 17302 and 81138 of the Education Code and Sections

4-336, 4-341 and 4-344” of Title 24, Part 1. (Title 24, Part 1, Section 4-317 [b])

| find that:
[X] All drawings or sheets listed on the cover or index sheet
[ This drawing or page

X] is/are in general conformance with the project design and

[X] has/have been coordinated with the project plans and specifications
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C. CIVIL
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FS. DIETARY / FOOD SERVICE

G. GRAPHICS

H. HAZARDOUS MATERIALS
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A1, SITE PLANS

A2. FLOOR PLANS
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PLANS

A4. ROOF PLANS

A5. EXTERIOR ELEVATIONS

AG6. BUILDING SECTIONS
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A9. SCHEDULES

A10.. CONSTRUCTION DETAILS

DETAIL DRAWING CODE

A10.84

L DRAWING NUMBER

DIVISION NUMBER PREFIX
DRAWING INDEX NUMBER

THE DIVISION PREFIX NUMBERS ARE THOSE IDENTIFIED BY THE 48 DIVISION
GROUPING SYSTEM OF MASTERFORMAT AS PUBLISHED BY THE
CONSTRUCTION SPECIFICATIONS INSTITUTE (CSI) AND SHALL NOT BE SOLELY
REPRESENTATIVE OF REQUIREMENTS FOR ANY ONE DIVISION. THOSE
DIVISIONS NOTED AS BEING OMITTED ARE NOT APPLICABLE OR ARE INCLUDED
UNDER DISCIPLINE DRAWINGS.

IN CASE OF DISCREPANCY BETWEEN THE INDEX AND THE DRAWINGS, THE
DRAWINGS SHALL GOVERN.

DIVISION NUMBER CODE

MASTERFORMAT NUMBERS AND TITLES AS PUBLISHED BY THE
CONSTRUCTION SPECIFICATIONS INSTITUTE (CSI).

DIVISION 00 PROCUREMENT AND CONTRACTING REQUIREMENTS
DIVISION 01 GENERAL REQUIREMENTS

DIVISION 02 EXISTING CONDITIONS

DIVISION 03 CONCRETE

DIVISION 04 MASONRY

DIVISION 05 METALS

DIVISION 06 WOODS, PLASTICS, AND COMPOSITES

DIVISION 07 THERMAL AND MOISTURE PROTECTION

DIVISION 08 OPENINGS

DIVISION 09 FINISHES

DIVISION 10 SPECIALTIES

DIVISION 11 EQUIPMENT

DIVISION 12 FURNISHINGS

DIVISION 13 SPECIAL CONSTRUCTION

DIVISION 14 CONVEYING EQUIPMENT

DIVISION 21 FIRE SUPPRESSION

DIVISION 22 PLUMBING

DIVISION 23 HEATING, VENTILATING, AND AIR CONDITIONING (HVAC)
DIVISION 25 INTEGRATED AUTOMATION

DIVISION 26 ELECTRICAL

DIVISION 27 COMMUNICATIONS

DIVISION 28 ELECTRONIC SAFETY AND SECURITY

DIVISION 31 EARTHWORK

DIVISION 32 EXTERIOR IMPROVEMENTS

DIVISION 33 UTILITIES

DIVISION 34 TRANSPORTATION

DIVISION 35 WATERWAY AND MARINE CONSTRUCTION

DIVISION 40 PROCESS INTERCONNECTIONS

DIVISION 41 MATERIAL PROCESSING AND HANDLING EQUIPMENT
DIVISION 42 PROCESS HEATING, COOLING, AND DRYING EQUIPMENT
DIVISION 43 PROCESS GAS AND LIQUID HANDLING, PURIFICATION, AND

STORAGE EQUIPMENT

DIVISION 44 POLLUTION AND WASTE CONTROL EQUIPMENT
DIVISION 45 INDUSTRY-SPECIFIC MANUFACTURING EQUIPMENT
DIVISION 46 WATER AND WASTEWATER EQUIPMENT

DIVISION 48 ELECTRICAL POWER GENERATION

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

23.

24,

25.

26.

27.
28.

29.

30.

31.

32.

33.

34.

35.

36.

37.

PRIOR TO SUBMITTING PROPOSAL, BIDDER SHALL EXAMINE
CONSTRUCTION DRAWINGS AND SPECIFICATIONS AND SHALL HAVE
VISITED THE CONSTRUCTION SITE. HE SHALL BE FAMILIAR WITH THE
CONDITIONS UNDER WHICH HE WILL HAVE TO OPERATE AND WHICH WILL
IN ANY WAY AFFECT THE WORK UNDER THIS CONTRACT. THE GENERAL
CONTRACTOR SHALL NOT DISPUTE, COMPLAIN OR ASSERT THAT THERE IS
ANY MISUNDERSTANDING IN REGARDS TO LOCATION, EXTENT, NATURE OR
AMOUNT OF WORK TO BE PERFORMED UNDER THIS CONTRACT DUE TO
THE CONTRACTOR'S FAILURE TO INSPECT THE SITE. BIDDERS SHALL
NOTIFY THE ARCHITECT OF ANY CONDITIONS, REQUIRING WORK, WHICH
ARE NOT COVERED IN THE CONTRACT DOCUMENTS.

THERE WILL BE NO SUBSTITUTION FOR SPECIFIED ITEMS WITHOUT PRIOR
APPROVAL UNLESS OTHERWISE NOTED. REQUESTS FOR SUBSTITUTIONS
SHALL BE MADE IN ACCORDANCE WITH GENERAL CONDITIONS & DIVISION 1
THE GENERAL BUILDING CONTRACTOR SHALL BE RESPONSIBLE FOR
OBTAINING AND PAYING FOR ALL PERMITS REQUIRED BY GOVERNING
AGENCIES IN ORDER TO PERFORM THE WORK.

THE FINAL LOCATION OF ALL ELECTRICAL AND SIGNAL EQUIPMENT, PANEL
BOARDS, FIXTURES, ETC., SHALL BE APPROVED BY OWNER PRIOR TO

INSTALLATION.

DEFINITIONS

A "TYPICAL" MEANS IDENTICAL FOR ALL CONDITIONS, UNLESS
OTHERWISE NOTED.

B. "SIMILAR" MEANS COMPARABLE CHARACTERISTICS FOR THE
CONDITION NOTED. VERIFY DIMENSIONS AND ORIENTATIONS.

C. "PROVIDE" MEANS TO FURNISH AND INSTALL.

D "FURNISH" MEANS TO FURNISH AND OTHERS WILL INSTALL.

DIMENSIONING RULES:

A ALL HORIZONTAL DIMENSIONS SHALL BE TO FACE OF STUD OR TO
CENTERLINE OF COLUMN GRID LINE, U.O.N

B. DIMENSIONS NOTED "CLEAR", "CLR", OR "MINIMUM" MUST BE
PRECISELY MAINTAINED.

C. DIMENSIONS CAN NOT BE MODIFIED WITHOUT APPROVAL OF THE
ARCHITECT UNLESS OTHERWISE NOTED.

D. VERTICAL DIMENSIONS ARE FROM TOP OF FLOOR SLAB UNLESS
OTHERWISE NOTED.

E. DO NOT SCALE DRAWINGS. IF ANY ITEM OF WORK CANNOT BE
LOCATED, DO NOT PROCEED WITH THE WORK WITHOUT THE
ARCHITECT'S APPROVAL.

F. DIMENSIONS MARKED "V.I.F." OR "VERIFY" SHALL BE VERIFIED BY
THE CONTRACTOR PRIOR TO THE START OF CONSTRUCTION.

G. VERIFY ALL ROUGH OPENING DIMENSIONS FOR FABRICATED ITEMS
WITH THE MANUFACTURER PRIOR TO PROCEEDING WITH
CONSTRUCTION.

H. DOOR AND WINDOW OPENINGS SHALL BE LOCATED ADJACENT TO
PERPENDICULAR WALL UNLESS DIMENSIONED OTHERWISE.

PROVIDE REQUIRED BACKING, BLOCKING, AND BRACING FOR ALL WALL

-MOUNTED FIXTURES, ACCESSORIES AND EQUIPMENT.

VERIFY AND COORDINATE WALLS THAT MAY REQUIRE NON-TYPICAL

THICKNESS OR FRAMING DUE TO ELECTRICAL, MECHANICAL, PLUMBING,

STRUCTURAL AND/OR EQUIPMENT REQUIREMENTS.

ALL GLAZING SHALL CONFORM TO FEDERAL GLAZING REGULATIONS AND

CHAPTER 24, CBC.

ALL CONTRACTORS SHALL REMOVE TRASH AND DEBRIS STEMMING FROM

THEIR WORK ON A DAILY BASIS. PROJECT SITE SHALL BE MAINTAINED IN A

CLEAN AND ORDERLY CONDITION.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING ALL

LEFT-OVER MATERIALS, DEBRIS, TOOLS AND EQUIPMENT INVOLVED IN

HIS/HER OPERATIONS AT THE CONCLUSION OF THE INSTALLATION. HE/SHE

SHALL LEAVE ALL AREAS CLEAN AND FREE FROM DUST.

HAZARDOUS MATERIALS: THE ARCHITECT AND THE ARCHITECT'S

CONSULTANTS SHALL HAVE NO RESPONSIBILITY FOR THE DISCOVERY,

PRESENCE, HANDLING, REMOVAL, DISPOSAL OF OR EXPOSURE OF

PERSONS TO ASBESTOS OR HAZARDOUS OR TOXIC SUBSTANCES IN ANY

FORM AT THE PROJECT SITE. PROFESSIONAL SERVICES RELATED OR IN

ANY WAY CONNECTED WITH THE INVESTIGATION, DETECTION,

ABATEMENT, REPLACEMENT, USE, SPECIFICATION, OR REMOVAL OF

PRODUCTS, MATERIALS, OR PROCESSES CONTAINING ASBESTOS OR

HAZARDOUS OR TOXIC MATERIALS ARE BEYOND THE SCOPE OF THIS

AGREEMENT.

THE GENERAL CONTRACTOR & SUBCONTRACTORS ARE RESPONSIBLE FOR

LOCATING & VERIFYING ALL EXISTING UNDERGROUND UTILITIES IN ALL

AREAS OF NEW WORK PRIOR TO COMMENCEMENT OF EXCAVATION.

EXISTING UTILITIES SHOWN ON THE DRAWING ARE APPROXIMATE ROUTING

LOCATION AS BEST DETERMINED FROM EXISTING DRAWINGS AND THE

SCHOOL DISTRICT, BUT SHOULD NOT BE CONSTRUED TO REPRESENT ALL

THE EXISTING UNDERGROUND UTILITIES.

ALL TEMPORARY WORK SHALL BE CONSIDERED A PART OF THIS

CONTRACT AND NO EXTRA CHARGES WILL BE ALLOWED. THIS SHALL

INCLUDE MINOR ITEMS OF MATERIAL OR EQUIPMENT NECESSARY TO MEET

THE REQUIREMENTS AND INTENT OF THE PROJECT.

ALL WALL PENETRATIONS TO EXTERIOR WALLS SHALL BE SEALED

AIR/WATER TIGHT. ALL INTERIOR PENETRATIONS SHALL BE SEALED TO

PROVIDE A PROFESSIONAL AND FINISHED APPEARANCE.

THE DRAWINGS AND SPECIFICATIONS DO NOT UNDERTAKE TO SHOW OR

LIST EVERY ITEM TO BE PROVIDED, BUT RATHER TO DEFINE THE

REQUIREMENTS FOR A FULL AND WORKING SYSTEM FROM THE

STANDPOINT OF THE END USER. FOR THIS REASON, WHEN AN ITEM NOT

SHOWN OR LISTED IS CLEARLY NECESSARY FOR PROPER USE CONTROL/

OPERATION OF EQUIPMENT WHICH IS SHOWN OR LISTED, PROVIDE ALL

ITEMS WHICH WILL ALLOW THE SYSTEM TO FUNCTION PROPERLY AT NO

INCREASE IN CONTRACT PRICE ON TIME.

THE DETAILS REFLECT THE DESIGN INTENT FOR TYPICAL CONDITIONS. THE

CONTRACTOR SHALL VERIFY ALL FIELD CONDITIONS AND SHALL INCLUDE,

IN HIS SCOPE. THE COST FOR COMPLETE FINISHED INSTALLATIONS,

INCLUDING ANOMALIES, OF ALL TRADES.

ALL WORK SHALL CONFORM TO CALIFORNIA CODES, TRADE STANDARDS

WHICH GOVERN EACH PHASE OF THE PROJECT, AND ALL APPLICABLE

LOCAL CODES AND AUTHORITIES HAVING JURISDICTION.

THIS DRAWING SET SHALL BE USED IN CONJUNCTION WITH THE CSI

FORMAT PROJECT MANUAL PUBLISHED IN BOOK FORM, COMBINED, THEY

ARE THE "CONTRACT DOCUMENTS".

NO WORK SHALL COMMENCE WITH UNAPPROVED MATERIALS. ANY WORK

DONE WITH UNAPPROVED MATERIALS AND EQUIPMENT IS AT THE

CONTRACTOR'S RISK. SEE SPECIFICATIONS FOR SUBMITTAL AND

SUBSTITUTION REQUIREMENTS.

CONSTRUCTION MATERIAL STORED ON THE SITE SHALL BE PROPERLY

STACKED AND PROTECTED TO PREVENT DAMAGE OR DETERIORATION.

FAILURE IN THIS REGARD MAY BE CAUSE FOR REJECTION OF MATERIAL

AND/OR WORK. SECURITY OF MATERIALS ARE THE SOLE RESPONSIBILITY

OF CONTRACTOR.

ALL EQUIPMENT/CABINETS SHALL BE FABRICATED FROM FIELD VERIFIED

DIMENSIONS AND APPROVED SHOP DRAWINGS. COORDINATE

MECHANICAL, PLUMBING AND ELECTRICAL EQUIPMENT WITH THIS WORK.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL DAMAGE AND COSTS

ATTRIBUTED TO RAIN WATER DAMAGE DURING THE DURATION OF THIS

PROJECT.

PROTECT AREAS FROM DAMAGE WHICH MAY OCCUR DUE TO

TEMPERATURES, WIND, DUST, WATER, ETC. PROVIDE AND MAINTAIN

TEMPORARY BARRICADES, CLOSURE WALLS, ETC., AS REQUIRED DURING

CONSTRUCTION.

MAINTAIN EXISTING PEDESTRIAN ACCESS ALONG EXISTING ADJACENT

STREETS.

ALL PUBLIC IMPROVEMENTS SHALL BE MADE IN ACCORDANCE WITH THE

LATEST ADOPTED CITY/COUNTY STANDARDS.

ALL TYPICAL DETAILS SHALL APPLY UNLESS NOTED OTHERWISE.

NOTIFY THE ARCHITECT IN WRITING AND SEEK CLARIFICATION IF ANY

DISCREPANCIES OR OMISSIONS ARE FOUND. CONTRACTOR SHALL BE

RESPONSIBLE FOR REMEDIAL WORK IF RELATED WORK IS CONTINUED

AFTER A DISCREPANCY IS IDENTIFIED.

NEW FINISHES AND CONSTRUCTION SHALL BE PROTECTED BY THE

CONTRACTOR FROM POTENTIAL DAMAGE CAUSED BY CONSTRUCTION

ACTIVITY. DAMAGE TO FINISHES OR CONSTRUCTION SHALL BE REPAIRED

OR REPLACED (OWNER'S DECISION) BY THE CONTRACTOR WITH IDENTICAL

MATERIAL AND/OR FINISHES. CONTRACTOR SHALL MAKE AND MAINTAIN A

PHOTOGRAPHIC RECORD NOTEBOOK WITH DATED/INDEXED

PHOTOGRAPHS.

SEE ELECTRICAL DRAWINGS FOR INFORMATION RELATED TO

TELECOMMUNICATION EQUIPMENT, POWER, AND LIGHTING FIXTURES AND

EQUIPMENT. SEE ARCHITECTURAL PLANS, REFLECTED CEILING PLAN AND

INTERIOR ELEVATIONS FOR COORDINATED EQUIPMENT LOCATIONS. IF NOT

SHOWN, CONTACT ARCHITECT FOR REVIEW AND DECISION.

PROVIDE ACCESS DOORS REQUIRED FOR ACCESS TO CONCEALED

MECHANICAL, PLUMBING, AND ELECTRICAL EQUIPMENT.

ALL NOTED WORK IS UNDERSTOOD TO BE NEW, UNLESS LABELED AS "(E)"

OR "EXISTING"

MATERIALS AND THEIR INSTALLATION SHALL COMPLY WITH APPLICABLE

CODES, STANDARDS AND MANUFACTURER'S RECOMMENDATIONS.

EXISTING ACCESSIBLE ROUTES TO ALL FACILITIES AND BUILDING THAT

ARE OPERATIONAL DURING CONSTRUCTION PHASE SHALL REMAIN

UNOBSTRUCTED, SAFE AND USABLE BY PEOPLE WITH DISABILITIES.

"N.I.C." (NOT INCLUDED IN CONTRACT) ITEMS SHOWN IN PLANS, IF

APPLICABLE, MUST BE SUBMITTED UNDER A SEPARATE APPLICATION FOR

REVIEW AND APPROVAL, IF NOT EXEMPTED BY DSA IR A-22.

PER CBC SECTION 11B-401 "ALL DIMENSIONS ARE SUBJECT TO

CONVENTIONAL INDUSTRY TOLERANCES EXCEPT WHERE THE

REQUIREMENT STATED AS A RANGE WITH SPECIFIC MINIMUM AND

MAXIMUM END POINTS"

A)  WHERE CODE SPECIFIES A MAXIMUM OR MINIMUM DIMENSION, THE
DIMENSION INDICATED ON THE PLANS NEED TO BE:
. AS MAXIMUM OR MINIMUM ACCORDINGLY OR
. PROVIDE ABSOLUTE DIMENSION THAT EXCEEDS CODE
MINIMUM OR MAXIMUM REQUIREMENTS WITH APPROPRIATE
INDUSTRY CONSTRUCTION TOLERANCE.
B) WHERE CODE SPECIFIES A DIMENSION AS A RANGE THE DIMENSION
INDICATED ON THE PLANS SUGGESTED TO BE:
. AS RANGE PER CODE OR
. ABSOLUTE MID-RANGE CODE PRESCRIBED DIMENSION.
WORK SHALL COMPLY WITH THE PROVISIONS OF CHAPTER 33 OF THE CBC
& CFC, "FIRE SAFETY DURING CONSTRUCTION AND DEMOLITION".

THESE DRAWINGS DO NOT CONTAIN THE NECESSARY COMPONENTS FOR
CONSTRUCTION SAFETY.
LOCATIONS OF ALL UTILITIES SHOWN ARE APPROXIMATE AND CONTRACTOR
SHALL EXERCISE EXTREME CAUTION IN EXCAVATING AND TRENCHING ON
THIS SITE TO AVOID INTERCEPTING EXISTING PIPING OR CONDUITS. IT
SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO LOCATE ALL
EXISTING UTILITIES WHETHER SHOWN HEREIN OR NOT AND TO PROTECT
THEM FROM DAMAGE. THE ARCHITECT IS NOT RESPONSIBLE FOR THE
LOCATION OF UNDERGROUND UTILITIES OR STRUCTURES WHETHER OR
NOT SHOWN OR DETAILED AND INSTALLED BY ANY OTHER CONTRACT. THE
CONTRACTOR SHALL IMMEDIATELY NOTIFY THE ARCHITECT SHOULD ANY
UNIDENTIFIED CONDITIONS BE DISCOVERED. THE CONTRACTOR SHALL
BEAR ALL EXPENSE OF REPAIR OR REPLACEMENT OF UTILITIES OR OTHER
PROPERTY DAMAGED BY OPERATIONS IN CONJUNCTION WITH THE
EXECUTION OF THIS WORK.
THESE DOCUMENTS AND THE IDEAS AND DESIGNS INCORPORATED HEREIN,
AS AN INSTRUMENT OF PROFESSIONAL SERVICE, ARE THE PROPERTY OF
STUDIO W ARCHITECTS, AND ARE NOT TO BE USED, IN WHOLE OR IN PART,
FOR ANY OTHER PROJECT WITHOUT THE WRITTEN AUTHORIZATION OF
STUDIO W ARCHITECTS.
EACH BIDDER SHALL POSSESS AT THE TIME OF BID, A CLASS B OR THE
APPROPRIATE CLASS C CONTRACTOR'S LICENSE PURSUANT TO PUBLIC
CONTRACT CODE SECTION 3300 AND BUSINESS AND PROFESSIONS CODE
SECTION 7028.15. THE SUCCESSFUL BIDDER MUST MAINTAIN THE LICENSE
THROUGHOUT THE DURATION OF THIS CONTRACT.
FIRE SAFETY DURING CONSTRUCTION & DEMOLITION:
A. GENERAL: FIRE SAFETY DURING CONSTRUCTION SHALL COMPLY
WITH 2019 CALIFORNIA FIRE CODE (CFC) CH. 33 (PART 9, TITLE 24
CCR).
B. CONSTRUCTION SAFEGUARDS: SHALL COMPLY WITH APPLICABLE
PROVISIONS OF CBC 3302.
C. DEMOLITION: SHALL COMPLY WITH APPLICABLE PROVISION OF CBC
3303.
D. BUILDING ACCESS: ACCESS TO BUILDINGS FOR THE PURPOSE OF
FIREFIGHTING SHALL BE PROVIDED CONSTRUCTION MATERIAL SHALL
NOT BLOCK ACCESS TO BUILDINGS, HYDRANTS OR FIRE APPLIANCES
PER CBC 3308.1.

E. MEANS OF EGRESS: SHALL COMPLY WITH APPLICABLE PROVISION OF
CBC 3310.
F. WATER SUPPLY: APPROVED WATER SUPPLY SHALL BE MADE

AVAILABLE IN ACCORDANCE WITH CBC 3313.

G. FIRE WATCH: MAINTAIN FIRE WATCH WHEN REQUIRED BY THE
BUILDING OFFICIAL AND WHEN EXISTING FIRE PROTECTION SYSTEMS
ARE SHUT DOWN FOR ALTERATIONS. FIRE WATCH SHALL REMAIN IN
EFFECT UNTIL EXISTING FIRE PROTECTION SYSTEMS ARE RETURNED
TO SERVICE OR AS ALLOWED BY THE BUILDING OFFICIAL PER CBC
3314.

PENETRATIONS IN FIRE RATED MATERIALS OR ASSEMBLIES SHALL BE

RESTORED TO EQUAL RATING. FIRE STOP SYSTEMS AS LISTED BY

UNDERWRITERS LABORATORIES SHALL BE INSTALLED PER FIRE

RESISTANCE DIRECTORY. FIRE STOP SYSTEMS SHALL BE AS SPECIFIED.

NONRESIDENTIAL ENERGY STANDARDS COMPLIANCE STATEMENT (TITLE 24,

PART 6):

A. THE DESIGN INDICATED HEREIN COMPLIES WITH THE REQUIREMENTS
OF THE ENERGY CONSERVATION STANDARDS OF TITLE 24, PART 6,
CALIFORNIA CODE OF REGULATIONS. THE PROPOSED BUILDINGS
WILL BE IN COMPLIANCE WITH THE ENERGY CONSERVATION
STANDARDS PROVIDED THEY ARE BUILT ACCORDING TO THESE
DRAWINGS AND SPECIFICATIONS AND PROVIDED ANY FUTURE
IMPROVEMENTS ARE COMPLETED ACCORDING TO THE
REQUIREMENTS OF TITLE 24, PART 6, CALIFORNIA CODE OF
REGULATIONS. THESE DRAWINGS AND SPECIFICATIONS HAVE BEEN
PREPARED TO INCLUDE ALL SIGNIFICANT ENERGY CONSERVATION
FEATURES REQUIRED FOR COMPLIANCE WITH THE STANDARDS.
BUILDING AREAS THAT ARE UNCONDITIONED AND/OR NOT SUBJECT
TO THE STANDARDS ARE INDICATED ON THE DRAWINGS.

B. ENVELOPE MANDATORY MEASURES:

B.A.  NSTALLED INSULATING MATERIALS SHALL HAVE BEEN
CERTIFIED BY THE MANUFACTURER TO COMPLY WITH THE
CALIFORNIA QUALITY STANDARDS FOR INSULATING
MATERIAL..

B.B.  ALL INSULATING MATERIALS SHALL BE INSTALLED IN
COMPLIANCE WITH THE FLAME SPREAD RATING AND SMOKE
DENSITY REQUIREMENTS OF TITLE 24, PART 2, CALIFORNIA
CODE OF REGULATIONS, SECTIONS 719

B.C.  ALL EXTERIOR JOINTS AND OPENINGS IN THE BUILDING
ENVELOPE THAT ARE POTENTIAL AND OBSERVABLE
SOURCES OF AIR LEAKAGE SHALL BE CAULKED, GASKETED,
WEATHERSTRIPPED OR OTHERWISE SEALED.

B.D.  SITE CONSTRUCTED DOORS, WINDOWS, AND SKYLIGHTS
SHALL BE CAULKED BETWEEN THE UNIT AND THE BUILDING,
AND SHALL BE WEATHERSTRIPPED (EXCEPT FOR UNFRAMED
GLASS DOORS AND FIRE DOORS).

B.E.  MANUFACTURED DOORS AND WINDOWS INSTALLED SHALL
HAVE AIR INFILTRATION RATES CERTIFIED BY THE
MANUFACTURER IN ACCORDANCE WITH TITLE 24, PART 6,
CALIFORNIA CODE OF REGULATIONS, SECTION 116(a)1.

B.F. MANUFACTURED FENESTRATION PRODUCTS IN THE
ENVELOPE OF THE BUILDING, INCLUDING, BUT NOT LIMITED
TO, WINDOWS, SLIDING GLASS DOORS, FRENCH DOORS,
SKYLIGHTS, CURTAIN WALLS, AND GARDEN WINDOWS MUST
BE LABELED FOR U-VALUE IN ACCORDANCE WITH THE
(NFRC) NATIONAL FENESTRATION RATING COUNCIL'S
INTERIM U-VALUE RATING PROCEDURE.

B.G.  DEMISING WALL INSULATION SHALL BE INSTALLED IN ALL
OPAQUE PORTIONS OF FRAMED WALLS (EXCEPT DOORS).

PROOF LOAD TESTS FOR EXPANSION TYPE ANCHOR BOLTS:

A. ANCHOR DIAMETER REFERS TO THE THREAD SIZE FOR THE WEDGE
CATEGORY AND TO THE ANCHOR OUTSIDE DIAMETER FOR THE
SLEEVE CATEGORY.

B. APPLY PROOF TEST LOADS TO WEDGE & SLEEVE ANCHORS WITHOUT
REMOVING THE NUT IF POSSIBLE. IF NOT, REMOVE NUT AND INSTALL
A THREADED COUPLER TO THE SAME TIGHTNESS OF THE ORIGINAL
NUT USING A TORQUE WRENCH AND APPLY LOAD.

C. FOR SLEEVE INTERNALLY THREADED CATEGORIES, VERIFY THAT THE
ANCHOR IS NOT PREVENTED FROM WITHDRAWING BY A BASEPLATE
OR OTHER FIXTURES. IF RESTRAINT IS FOUND, LOOSEN AND SHIM OR
REMOVE FIXTURE(S) PRIOR TO TESTING.

D. REACTION LOADS FROM TEST FIXTURES MAY BE APPLIED CLOSE TO
THE ANCHOR BEING TESTED, PROVIDED THE ANCHOR IS NOT
RESTRAINED FROM WITHDRAWING BY THE FIXTURE(S).

E. TEST EQUIPMENT IS TO BE CALIBRATED BY AN APPROVED TESTING
LABORATORY IN ACCORDANCE WITH STANDARD RECOGNIZED
PROCEDURES.

THE FOLLOWING CRITERIA APPLY FOR THE ACCEPTANCE OF

INSTALLED ANCHORS:

1. HYDRAULIC RAM METHOD: THE ANCHOR SHOULD HAVE NO
OBSERVABLE MOVEMENT AT THE APPLICABLE TEST LOAD.
FOR WEDGE AND SLEEVE TYPE ANCHORS, A PRACTICAL
WAY TO DETERMINE OBSERVABLE MOVEMENT IS THAT THE
WASHER UNDER THE NUT BECOMES LOOSE. DROP-IN
ANCHORS ARE ONLY TO BE TESTED WITH THIS METHOD.

2. TORQUE WRENCH METHOD: THE APPLICABLE TEST
TORQUE MUST BE REACHED WITHIN THE FOLLOWING
LIMITS: WEDGE OR SLEEVE TYPE: ONE-HALF (1/2) TURN OF
THE NUT. ONE-QUARTER (1/4) TURN OF THE NUT FOR THE
3/8 IN. SLEEVE ANCHOR ONLY.

TESTING SHOULD OCCUR 24 HOURS MINIMUM AFTER

INSTALLATION OF THE SUBJECT ANCHORS.

ALL ANCHOR BOLTS OF THE EXPANSION TYPE (LOADED IN EITHER
PULLOUT OR SHEAR) SHALL HAVE 50 PERCENT OF THE BOLTS
(ALTERNATE BOLTS IN ANY GROUP ARRANGEMENT ALLOWED BY
THE TYPE OF SUBSTRATE AND DIAMETER OF BOLT LISTED BELOW
UNDER TEST VALUES TABLE) PROOF TESTED IN TENSION TO
TWICE THE ALLOWABLE TENSION LOAD. IF THERE ARE ANY
FAILURES, THE IMMEDIATELY ADJACENT BOLTS MUST THEN ALSO
BE TESTED. TESTING SHALL BE PERFORMED IN ACCORDANCE

WITH TITLE 24, PART 2, SECTION 1916A.8. |

ALL BOLTS MUST HAVE ICC APPROVAL.
ALL ANCHOR BOLTS OF THE EXPANSION TYPE SHALL BE ONE OF

THE FOLLOWING:

1. HILTI KB-TZ2 ANCHOR ICC NO. ESR 4266

2. ITW RAMSET/REDHEAD-WEDGE ANCHOR-ICC NO. ESR 2427

MINIMUM TEST VALUES

NORMAL WEIGHT OR LIGHTWEIGHT CONCRETE

ANCHOR

WEDGE

DIA.
(IN)

TENSION
LOAD (LBS)

TORQUE
(FT-LBS)

EFFECTIVE MIN.

EMBEDMENT

3/8

6,500

25

11/2" -2 3/4"

1/2

10,705

40

2"-31/4"

5/8

17,170

60

31/8" -4 3/4"

3/4

25,120

110

31/4" - 4 3/4"

9.

1.

2.

POWDER-DRIVEN CONCRETE FASTENERS:
GENERAL: USE OF POWDER DRIVEN CONCRETE FASTENERS FOR
TENSION LOADS IS LIMITED TO SUPPORT OF MINOR LOADS LIKE

A.

D.

ACOUSTICAL CEILINGS, DUCT WORK, CONDUIT.

ALLOWABLE LOADS: IN GENERAL, LOADS SHOULD BE LIMITED TO
LESS THAN 100 POUNDS. HOWEVER GREATER LOADS MAY BE
PERMITTED FOR SPECIAL CASES WHEN APPROVED BY THE

CHECKING SUPERVISOR OR FIELD ENGINEER.

TESTING: THE OPERATOR, TOOL, AND FASTENER SHALL BE
PREQUALIFIED BY THE PROJECT INSPECTOR. HE SHALL OBSERVE
THE TESTING OF THE FIRST 10 FASTENER INSTALLATIONS. A TEST
"PULL-OUT" LOAD OF NOT LESS THAN TWICE THE DESIGN LOAD, OR
200 POUNDS, WHICHEVER IS GREATER, SHALL BE APPLIED TO THE
PIN IN SUCH A MANNER AS NOT TO RESIST THE SPALLING
TENDENCY OF THE CONCRETE SURROUNDING THE PIN.
THEREAFTER, RANDOM TESTS UNDER THE PROJECT INSPECTOR'S
SUPERVISION SHALL BE MADE OF APPROXIMATELY 1 IN 10 PINS,
EXCEPT THAT WHEN THE DESIGN LOAD EXCEEDS 100 POUNDS, ONE
HALF OF THE PINS SHALL BE TESTED. SHOULD FAILURE OCCUR ON
ANY PIN TESTED, ALL INSTALLATIONS MUST BE TESTED AND UNFAIR

PINS REPLACED.

ALL POWDER DRIVEN CONCRETE FASTENERS SHALL BE ONE OF

THE FOLLOWING: HILTI, INC.

0.145 DIA. PAF X-CR INTO STEEL BASE MATERIAL -

ICC NO. ESR 1663

0.138 DIA. PAF X-CR INTO CONCRETE BASE MATERIAL -
ICC NO. ESR 1663
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POINT OF INTERSECTION
POST INDICATOR VALVE
PLATE, PROPERTY LINE
PLASTIC LAMINATE
PLASTER

PLYWOOD

PRESSED METAL
PRESSED METAL FRAME
PNEUMATIC

PANEL

PAINT(ED)

POLISHED

POLYETHYLENE
PORCELAIN

PORTABLE

PAIR

PRECAST
PREFABRICATED
PREFINISHED
PREFORMED

PARKING

PREMOLDED

PROJECT

PROPERTY

PRESTRESSED CONCRETE
POINT

PAPER TOWEL DISPENSER
PRESSURE TREATED DOUGLAS FIR
PARTITION

PAPER TOWEL RECEPTACLE
POLYVINYL CHLORIDE
PAVE(D), (ING)

PAVEMENT

QUARRY TILE
QUARRY TILE BASE
QUARRY TILE FLOOR
QUARTER

QUANTITY

RISER

RETURN AIR

RABBET

RADIUS

RESILIENT BASE
RUBBER

REINFORCED CONCRETE PIPE
RECEIVER

ROOF DRAIN

RIGID INSULATION
ROADWAY
REINFORCING STEEL BARS
RECESSED
RECTANGULAR
RECYCLING
REFERENCE
REFLECT(ED), (IVE), (OR)
REFRIGERATOR
REGISTER

REINFORCED
REMOVE(ABLE)

REPAIR

REPLACE

REQUIRED

RESILIENT

RETURN

REVISION(S), REVISED
RESILIENT FLOORING
ROOFING

ROOF HATCH

RIGHT HAND

ROUND HEAD MACHINE SCREW
RIGHT HAND REVERSE
ROUND HEAD WOOD SCREW
ROOF LEADER

RAILING

ROOM

ROUND

ROUGH OPENING

RIGHT OF WAY
RESTROOM

ROUGH SAWN

RUBBER TILE FLOORING
ROOF TOP UNIT

ROOF VENT

REVEAL

REVERSE (SIDE)
RIVET(ED)

REDWOOD

RAIN WATER LEADER

SOUTH

SURFACED TWO SIDES
SURFACED FOUR SIDES
SUPPLY AIR

SALVAGE

SELF-ADHERED MEMBRANE
SUSPENDED ACOUSTICAL TILE
SPLASH BLOCK
SUBSTRATE

SOLID CORE

SEAT COVER DISPENSER
SCHEDULE

SCUPPER

SCREEN

STORM DRAIN

SANDBLAST

SECONDS

SECTION

SEPERATE OR SEPERATION
SQUARE FEET, STOREFRONT
SINGLE

SHOWER

SHEET(ING)

SHEATHING

SHELVES(ING)

SIMILAR

SINK

SKYLIGHT

SEALED

SLIDE(ING)

SOLDER

SEALANT

SLEEVE

SHEET METAL

SHEET METAL AND AIR CONDITIONING CONTRACTOR'S NATIONAL

ASSOCIATION

SEAMLESS

SHEET METAL SCREW
SANITARY NAPKIN DISPENSER
SOUND INSULATION

SANITARY NAPKIN DISPOSAL UNIT
SEALANT

SPACES

SUSPENDED PLASTER CEILING
SOAP DISPENSER
SPECIFICATION
SPECIFICATION(S)

SUPPORT

SQUARE

SQ
SSK
SST
ST
STA
STAG
STC
STD
STG
STIF
STIR
STL
STOR
STR
STRUC
STU
SUSP
SV
SYMM
SYNTH
SYS

T24
T&B
T&G
B
TBE
TD
TDR
TEL
TEMP
TER
TFA
TFB
THD
THERM
THK
THRES
THRU
TKBD
TMPD
TO
TOB
TOC
TOF
TOFF
TOJ
TOL
TOM
TOP
TOPV
TOS
TOSL
TOST
TOW
TPD
TPTN
TRANS
TS
TV
TWLB
TYP

uc
UGND
UL
UNFIN
UON
UR
URM
UTIL

VAR
VB
VCT
VER
VERT
VEST
VF
VFAT
VIF
VJ
VNR
VR
VTR
VWC

W.H.
W.O.
Wi
W/O
Wiw
WBL
wWC
WD
WDP
WDW
WF
WFS
WGL
WH
Wi
WID
WLD
WM
WP
WPT
WR
WS
WSCT
WT
WWF

X
XBRACE
XFMR
XSECT

Y
YCO
YD

SQUARE
SERVICE SINK
STAINLESS STEEL
STREET
STATION
STAGGERED
SOUND TRANSMISSION CLASS
STANDARD
SEATING
STIFFENER
STIRRUP
STEEL
STORAGE
STRAIGHT
STRUCTURAL
STRUCT
SUSPENDED
SHEET VINYL
SYMMETRICAL
SYNTHETIC
SYSTEM

TEMPERED, TOILET, TREAD
TITLE 24

TOP AND BOTTOM
TONGUE & GROOVE

THRU BOLT

THREADED BOTH ENDS
TOWEL DISPENSER
TOWEL DISPENSER/RECEPTACLE
TELEPHONE

TEMPORARY

TERRAZZO

TO FLOOR ABOVE

TO FLOOR BELOW
THREAD(ED)

THERMAL

THICK

THRESHOLD

THROUGH

TACKBOARD

TEMPERED

TOP OF

TOP OF BEAM

TOP OF CURB OR TOP OF CONCRETE
TOP OF FOOTING

TOP OF FINISH FLOOR
TOP OF JOIST
TOLERANCE

TOP OF MASONRY

TOP OF PARAPET

TOP OF PAVEMENT

TOP OF SHEATHING

TOP OF SLAB

TOP OF STEEL

TOP OF WALL OR TOP OF WALK
TOILET PAPER DISPENSER
TOILET PARTITION
TRANSITION

TUBE STEEL

TELEVISION

TOWEL BAR

TYPICAL

UNDERCUT

UNDERGROUND
UNDERWRITER'S LABORATORY
UNFINISHED

UNLESS OTHERWISE NOTED
URINAL

UNREINFORCED MASONRY
UTILITY

VARIES

VINYL BASE

VINYL COMPOSITION TITLE
VERIFY

VERTICAL

VESTIBULE

VINYL FABRIC

VINYL FACED ACOUSTIC TILE
VERIFY IN FIELD
V-JOINT(ED)

VENEER

VAPOR RETARDER

VENT THROUGH ROOF
VINYL WALL COVERING

WEST

WATER HEATER
WHERE OCCURS
WITH

WITHOUT

WALL TO WALL
WOOD BLOCKING
WATER CLOSET
WOOD

WOOD PANELING
WINDOW

WIDE FLANGE
WOOD FURRING STRIP
WIRED GLASS
WALL HUNG
WROUGHT IRON
WIDTH, WIDE
WELD(ED)

WIRE MESH
WATERPROOF(ING)
WORKING POINT
WIRE ROPE

WOOD SCREW
WAINSCOT
WEIGHT

WELDED WIRE FABRIC

CROSS BRACE
TRANSFORMER
CROSS SECTION

YARD CLEANOUT
YARD

N = PLAN NORTH ARROW
ADDITIONAL ARROW INDICATES TRUE NORTH

_ . m X = BUILDING SECTION NUMBER
W W AX.X = SHEET NUMBER

(x00)
WX

(300
XX

N

w PO
XX

S

X =WALL SECTION NUMBER
AX.X = SHEET NUMBER

X = EXTERIOR ELEVATION NUMBER
AX.X = SHEET NUMBER

X =INTERIOR ELEVATION NUMBER
E AX.X = SHEET NUMBER
N,S,E,W = INDICATES CARDINAL DIRECTION

GRID LINE, FACE OF STRUCTURE

GRID LINE, CENTER OF STRUCTURE

)
®)
<

wp

ELEVATION OR DATUM POINT

WORK POINT

COASS
| | REFERENCE DETAIL
a _ _ J | X=DETAIL DRAWING NUMBER
NEZY, AX.X = SHEET NUMBER
\ 20/AXX  MATCH LINE AND AREA DESIGNATOR
v SHADED PORTION IS THE SIDE CONSIDERED
ROOM NAME ROOM NAME

A119

A101A

J =

08 211

=

x
x
ol

g o> B

4

AREA IDENTIFICATION:
A = BUILDING OR AREA DESIGNATION
1=FLOOR NUMBER
19 = ROOM NUMBER

WINDOW, STOREFRONT, OR CURTAINWALL
SEE WINDOW SCHEDULE

DOOR NUMBER, SEE DOOR SCHEDULE

KEYNOTE
08 = SPECIFICATION DIVISIONAL PREFIX

2 = SPECIFICATION SUBSECTION PREFIX
11 = NOTE NUMBER

REVISION

SIGNAGE TAG

CASEWORK TAG

102 = ARCHITECTURAL WOODWORK
STANDARD (AWS) NUMBER

WxHxL=WIDTH, HEIGHT, AND LENGTH

~ = COMMENTS

PATH OF EGRESS

41 = OCCUPANT LOAD

STARTING POINT OF PATH OF TRAVEL TO EXIT
MARKED BY DOT AT THE BEGINNING OF EGRESS LINE

PANIC HARDWARE TAG

MATERIALS LEGEND

EARTH m BATT INSULATION

POROUS FILL (STONE,

RIGID INSULATION

GRAVEL, ETC))
CONCRETE GYPSUM BOARD

GROUT S PLYWOOD

STEEL METAL LATH AND PLASTER

FINISHED WOOD

TERRAZZO

WOOD BLOCKING

WOOD FRAMING
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PATH OF TRAVEL DEFINITION: LTS OF WORK

PATH OF TRAVEL (P.O.T.) AS INDICATED IS A BARRIER FREE ACCESS WITHOUT ANY
ADBRUPT VERTICAL CHANGES EXCEEDING 3" AT 1:2 MAXIMUM SLOPE, EXCEPT THAT

LEVEL CHANGES DO NOT EXCEED #” VERTICAL. P.0.T. IS A MINIMUM OF 48” WIDE SLIP
RESISTANT SURFACE WITH 5% MAX. SLOPE AND 2% MAX CROSS SLOPE, TYP. THERE IS

CONSTRUCTION DOCUMENTS

BUS DROP-OFF AT LINDA
EXEERQEESRREHS\I?IED\‘/ERIFY THAT ALL BARRIERS ON THE INDICATED PATH OF TRAVEL VlSTA ELEMENTARY

PATH OF TRAVEL AS SHOWN ON PLANS

EROSION AND SEDIMENT CONTROL

1. THE PROJECT SOIL DISTURBANCE IS LESS THAN 1 ACRE AND WILL NOT
REQUIRE A FORMAL PERMIT FROM THE STATE.

2. INSTALL BMP'S AS REQUIRED THROUGHOUT CONSTRUCTION TO ENSURE NO
SITE DISCHARGES OCCUR. MONITOR, MAINTAIN, REPAIR, CLEAN, OR REPLACE
BMP'S AS NEEDED THROUGHOUT PROJECT TO ENSURE NO SITE DISCHARGES
OCCUR.
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DEMOLITION NOTES

1. CALL USA PRIOR TO THE START OF ANY CONSTRUCTION OR DEMOLITION.
COORDINATE MARKING OF CAMPUS OWNED UTILITIES WITH FACILITIES STAFF.

2. CONTRACTOR IS TO COORDINATE WITH LOCAL UTILITY COMPANIES AND
CAMPUS AS NEEDED FOR SERVICE SHUTOFFS / DISCONNECTS AND ANY
SPECIAL DEMOLITION PROCEDURES.

3. REMOVED AGGREGATE BASE & SAND MAY BE REUSED FOR SITE FILL UNDER
PROPOSED HARDSCAPE IMPROVEMENTS ONLY (AS LONG AS IT COMPLIES WITH
FILL REQUIREMENTS IN SOILS REPORT) AND NOT PLACED IN LANDSCAPE AREAS.

4. ALL DELETERIOUS DEBRIS SHALL BE COMPLETELY REMOVED FROM THE SITE
(AND SCHOOL PROPERTY).

5. SITE SURVEY AND COMPILATION OF EXISTING AS—BUILTS IS NOT SUFFICIENT
TO LOCATE EXISTING UNDERGROUND UTILITY LINES WITH ANY CONFIDENCE.
CONTRACTOR TO BE AWARE THAT UNDERGROUND LINES MAY EXIST ANYWHERE
ON THE SITE AND SHALL USE EXTREME CAUTION DURING ALL EXCAVATION AND
EARTHWORK.

6. DEMOLITION CONTRACTOR TO REVIEW CONSTRUCTION DRAWINGS AND SAVE
ANY FACILITIES SHOWN AS REMAINING. COORDINATE THE EXACT LIMITS OF
REMOVAL WITH BUILDING CONTRACTOR TO ENSURE GOOD CONTINUATION OF
FACILITIES TO BE MATCHED. IF DAMAGE OCCURS TO FACILITIES MARKED TO
REMAIN RESTORE DAMAGED IMPROVEMENTS TO THEIR ORIGINAL CONDITION, AS
ACCEPTABLE TO OWNER.

7. CONCRETE SIDEWALK SHOWN TO BE REMOVED SHALL BE REMOVED AT THE
NEAREST JOINT OR IF NO JOINT IS PRESENT SHALL BE SAW CUT AND

CONCRETE EDGE SHALL BE BEVEL GROUND TO 3" RADIUS.

8. PROVIDE EROSION—CONTROL MEASURES TO PREVENT SOIL EROSION AND
DISCHARGE OF SOIL—BEARING WATER RUNOFF TO ADJACENT PROPERTIES AND
STORM DRAIN FACILITIES.

9. CONTRACTOR MUST PROTECT THE IRRIGATION THAT SUPPORTS THE
LANDSCAPING AND TREES THAT WILL REMAIN ON SITE AND ADJACENT TO THE
SITE.
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A

[YFPICAL ON SITE CONCRETE SIDEWALK

B | 7YFPICAL EXPANSION & CONTROL JONTS

C | 7YFPICAL ASFHALT CONCRETE SECTION

D | RESERVED

NOT TO SCALE

CONSTRUCT FLUSH

WITH EXISTING
CONCRETE (TYP) |~ WIDTH VARIES, SEE PLAN ———=]
1/4" R
. ) WHEN SIDEWALK
1/4" R~ 4" 2% MAX EDGE IS ADJACENT
AT 3 - —/ . —TO LANDSCAPE
o] 2 O < ITT—TT1— CONSTRUCT 1"
EXISTING PER —™ 1 7 & . ® [ |||="|| ABOVE LANDSCAPE.
NOTE #5 N o _.f — “ ||| = MAX LANDSCAPE
=5 , o 2% oo L[ SLOPE AT 4:1.
%™ O B O R, S

[@w;s
4” CL. 2 AGGR. BASE\/ :‘m:m:,\ [T
COMPACTED TO 95% — =l
RELATIVE DENSITY.

#3 REBAR AT 18" O.C., 2" CLEAR
MINIMUM. (BOTH DIRECTIONS)

NOTES:

1. THICKEN ALL EDGES OF CONCRETE SIDEWALKS AN EXTRA 2" FOR A MIN OF 6”.

2. INSTALL SCORE AND EXPANSION JOINTS PER PLANS

3. LONGITUDINAL SLOPE NOT TO EXCEED 5%, TRANSVERSE SLOPE NOT TO EXCEED 2%. IN PLAZA
AREAS ALL SLOPES SHALL BE LESS THAN 27.

4. CONCRETE HAVE MINIMUM DESIGN STRENGTH OF 2,500 PSI WITH HISTORY OF REACHING 4,000
PSI @ 28 DAYS. STRENGTH IS FOR DURABILITY, NO TESTING REQUIRED.

5. WHEN CONSTRUCTED ADJACENT TO EXISTING CONCRETE SIDEWALK DRILL AND DOWEL @ 24" O.C.

WITH 12" LONG #4 SMOOTH DOWELS, EQUAL EMBEDMENT.
6. APPLY A MEDIUM BROOM FINISH PERPENDICULAR TO THE DIRECTION OF TRAVEL.

NOT TO SCALE

FLUSH
§” TOOLED 1 WIDE EXPANSION JOINT
CONTROL JOINT, BACKER ROD W/ SEALANT
1/4" RADIUS 1/2” DEEP, RECESSED 1/4"
1 SLAB )4 M A

[
DEPTH < a 4 o . CONCRETE

SECTION
4 i / v A _<J
EXPANSION JOINT FILLER TO BE (

CLOSED CELL FOAM DESIGNED FOR
CONCRETE EXPANSION JOINTS.

DOWEL PER NOTE #2 BELOW.

NOTES:
1. EXPANSION JOINT SHALL BE CLEAN AND DRY PRIOR TO INSTALLING BACKER ROD AND JOINT
SEALANT.

2. ALL COLD AND EXPANSION JOINTS, INCLUDING CONNECTIONS TO EXISTING SIDEWALKS, SHALL
BE DOWLED @ 24" 0.C. WITH 12" LONG #4 SMOOTH DOWELS, EQUAL EMBEDMENT.
3. CONTROL JOINTS SHALL BE SPACED EVENLY NOT TO EXCEED WIDTH OF SIDEWALK.

NOT TO SCALE

CONCRETE SIDEWALK PER CITY OF ACTUAL CURB HEIGHT

A—1 CONCRETE CURB PER CITY OF
SAN JOSE STANDARD R_2A/C3\\/ARIES TO MATCH EXISTING—l

SAN JOSE STANDARD R—1/C3
¥ ~ T T T 3" TYPE "A" ASPHALT
- LA P f CONCRETE SAWCUT
5 ’ — —~—SLOPE VARES o~
ng % @%E _{

3 —
o>
o (D, oy ":Z:?‘K
< [P B s £ i EXISTING AC

R — === PAVEMENT

9” CL. 2 AGGR. BASE ~/ /
COMPACT 12” SUBGRADE &

ALL FILL TO 95% RD.

NOTES:

1. EXISTING AC SECTION THICKNESS IS UNKNOWN. CONTRACTOR TO MATCH EXISTING SECTION |E
IT IS THICKER THAN SHOW IN THIS DETAIL.

2. ALL AGGREGATE BASE SHALL BE CALTRANS CLASS 2 BASE ROCK, %’ MAXIMUM.

Nl

Al "V-VALLEY' GUTTER'

AT 5'-07, LENGTH &

B36 - B3-8

| SIDEWALK WIDTH — SEE DETAIL R—2 |

3—}6” P.C.C. C&G AS
_\ S=2% MAX. SPECIFIC

ON PLAN

3" CLASS n o ]
AGG. BASE
(OR AS SPECIFIED) 6" CLASS Il—"
AGG. BASE

(OR AS SPECIFIED)

ATTACHED CONCRETE SIDEWALK

N.T.S.
. SIDEWALK WIDTH |
TALL R-
SEE DETAL R-2 PARKSTRIP
3-% PCC. C&G AS
5=2% MAX.—= SPECIFIC
3" CLASS m—/ s
AGG. BASE
(OR AS SPECIFIED) 6" CLASS Ill—"
AGG. BASE

(OR AS SPECIFIED)

DETACHED CO,\III%ETE SIDEWALK

NOTES

1. AGGREGATE BASE SHALL BE COMPACTED BY CITY STANDARD SPECIFICATIONS
UNLESS OTHERWISE SPECIFIED ON THE PLANS OR PROJECT SPECIFICATIONS.

2. SUBGRADE SHALL BE COMPACTED TO 95% RELATIVE COMPACTION UNLESS
OTHERWISE SPECIFIED ON THE PLANS OR PROJECT SPECIFICATIONS.

I w T n APPROVED BY
CONCRETE ‘CURB AND/OR | | o PCC SIDEWALK e &y | OTNGTC
‘GUTTER TYPES ? CONFIGURATION DESIGN SAN JOSE R-2A
7 — DEPARTMENT OF PUBLIC WORKS e 10/16/2020 DEPARTMENT OF PUBLIC WORKS S

DSA STAMP

APP: 01-121433 INC:
REVIEWED FOR
ss [ FLS O ACS [O]

( IDENTIFICATION STAMP \
DIV. OF THE STATE ARCHITECT

QA\TE: 01/22/2024

_/

STUDIO W
ARCHITECTS

Studio W Architects

1930 H St.

Sacramento, California 95811
T ] 916.254.5600

www.StudioW—Architects.

com

@ NORTHSTAR

111 MISSION RANCH BLVD. SUITE 100, CHICO, CA 95926

PHONE: (530) 893-1600 www.northstareng.com

ARCHITECT

ENGINEER

DATE SIGNED: 12/28/2023

This sheet is part of a set and is not to be used alone.

« 2. Thissheetis not to be used for construction unless the architect's
o stamp and signature appear on the drawings and the status box
e indicated drawings have been released for construction.
= 3. These plans and prints thereof, as instruments of service, are
% owned by the architect and are for use on this project only.
& Reproduction and/or distribution without the prior written consent of
o the architect is forbidden.
4.  Copyright Studio W Associates, Inc. 2023.
NO. REMARKS DATE
>_
o
O
'_
wn
T
=
o
wn
=
L
o
DATE
wn
E ‘ DSA PLAN CHECK 01/04/2023
t» () DSABACK CHECK
= (O BiDDING
=
<
= (O) CONSTRUCTION

L]

KEY PLAN oo m

B

o
2

=

<

ALUM ROCK UNION
ELEMENTARY SCHOOL

DISTRICT
2930 GAY AVENUE

SAN JOSE. CA 95127

CONSTRUCTION DOCUMENTS

BUS DROP-OFF AT LINDA
VISTA ELEMENTARY

SCHOOL
100 KIRK AVE,,

SAN JOSE, CA 95127

CIVIL SITE DETAILS

Date Project Number
12/28/2023 23058
Application Number Drawing Number

01-121433

Drawn Checked < :3
CNS RMS



VISTa AVENUE

LOT 2
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2200+,
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(N) BUS BOARDING/ALIGHTING ZONE
COMPLIANT WITH CBC 11B-810.2

ar.1) DEMO
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i
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:

KRK AV

ENUE

E) TOW AWAY SIGN PER
DSA APP# 01-120560

SITE LEGEND

- - LIMIT OF WORK

_ — = — EXISTING PROPERTY LINE

EXISTING ACCESSIBLE PATH OF TRAVEL, DSA APP
#01-111130. SEE GENERAL NOTES FOR ADDITIONAL
INFORMATION. SLOPES HAVE BEEN FIELD VERIFIED
BY ARCHITECT TO BE COMPLIANT.

@ EXISTING FIRE HYDRANT WITH 75'-0" RADIUS

EXISTING FIRE ACCESS, DSA APP #01-111130.

CCrCbrCobrrorreeee
CECCCCCRRbEbiEeiEry (B)ACOESSIBLE RESTROOMS

G - (E) GIRLS RESTROOM
B - (E) BOYS RESTROOM

GENERAL NOTES

10.

11.

12.

13.

14.

15.

16.

CONTRACTOR SHALL EXERCISE EXTREME CAUTION IN EXCAVATING AND
TRENCHING ON SITE TO AVOID EXISTING DUCTS, PIPING OR CONDUITS,
ETC., AND TO PREVENT HAZARDS TO PERSONNEL AND/OR DAMAGE TO
EXISTING UNDERGROUND UTILITIES OR STRUCTURES WHETHER OR NOT
SHOWN AND INSTALLED BY ANY OTHER CONTRACTS. THE ARCHITECT IS
NOT RESPONSIBLE FOR THE LOCATION OF UNDERGROUND UTILITIES OR
STRUCTURES WHETHER OR NOT SHOWN OR DETAILED AND INSTALLED BY
ANY OTHER CONTRACTS. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE
ARCHITECT SHOULD SUCH UNIDENTIFIED CONDITIONS BE DISCOVERED.
THESE DRAWINGS AND SPECIFICATIONS DO NOT INCLUDE THE NECESSARY
ELEMENTS FOR CONSTRUCTION SAFETY.

CONTRACTOR IS RESPONSIBLE FOR 6’—0" HIGH TEMPORARY CONSTRUCTION
BARRIER WITH VISION SCREEN AT STAGING, STORAGE AND CONSTRUCTIONS
AREA WITH SIGNAGE EVERY 20'—0" TO WARN STUDENTS OF CONSTRUCTION
AREA.

CONTRACTOR SHALL ACCESS THE SITE FROM GORDON AVENUE. ANY
DAMAGE TO FIRE LANE WILL BE AT THE CONTRACTOR’S EXPENSE.

CONTRACTOR TO REPAIR BACK TO EXISTING CONDITIONS ALL LAYDOWN
AREAS AT THE END OF CONSTRUCTION. THIS INCLUDES LANDSCAPE AREAS
AND ANY BROKEN SPRINKLERS, VALVE BOXES, CONCRETE, ASPHALT, ETC.

CONTRACTOR SHALL REPLACE, RECONSTRUCT AND REPAIR ALL EXISTING
WORK THAT IS IMPACTED, DAMAGED, OR DESTROYED AS A RESULT F ANY
CONTRACTOR WORK INCLUDING, BUT NO LIMITED TO, HARDSCAPING,
SIDEWALKS, IRRIGATION SYSTEMS, LANDSCAPING, LAWNS, STRUCTURES, AND
UTILITIES — ALL TO THE SATISFACTION OF THE DISTRICT.

WHERE ASPHALT OR CONCRETE IS BEING REPATCHED, CONTRACTOR SHALL
PROVIDE EVEN AND STRAIGHT LINE CUTS WITH 2—FOOT STRAIGHT SLURRY
SEAL SURFACE PATCH ON BOTH SIDES OF CUT.

ALL (E) STRUCTURES AND ITEMS ON SITE ARE APPROXIMATE BASED ON
DRAWINGS FROM OWNER.

ACCESSIBLE PATH OF TRAVEL AS INDICATED ON PLANS IS A BARRIER FREE

ACCESS ROUTE WITHOUT ANY ABRUPT LEVEL CHANGES EXCEEDING 1/2"
BEVELED AT 1:2 MAX. SLOPE, OR VERTICAL LEVEL CHANGES NOT

EXCEEDING 1/4” MAX. AND AT LEAST 48" WIDE. SURFACE IS STABLE,
FIRM, AND SLIP RESISTANT. CROSS SLOPE DOES NOT EXCEED 2% AND
SLOPE IN THE DIRECTION OF TRAVEL IS LESS THAN 5% UNLESS
OTHERWISE INDICATED. ARCHITECT SHALL VERIFY THAT THERE ARE NO
BARRIERS IN THE PATH OF TRAVEL.

ACCESSIBLE PATH OF TRAVEL SHALL BE MAINTAINED FREE OF
OVERHANGING OBSTRUCTIONS TO 80". SEE DESIGN PROFESSIONAL IN
GENERAL RESPONSIBLE CHARGE STATEMENT ON THIS SHEET FOR
ADDITIONAL POT REQUIREMENTS.

ALL SIDEWALKS ALONG THE ACCESSIBLE ROUTE TO BE A MINIMUM OF
4'—0" WIDE AND THERE SHALL BE NO DROP—OFFS OVER 4" AT EDGE OF
WALK OR LANDING. WHERE A 4” DROP—OFF DOES OCCUR, PROVIDING A
6” HIGH WARNING CURB OR GUARD OR HANDRAIL. (SEE CBC SECTION
11B—303.5)

GATES ALONG ACCESSIBLE ROUTE SHALL MEET DOOR REQUIREMENTS PER

CBC SECTION 11B—404 INCLUDING PANIC HARDWARE AND 10" MIN.
SMOOTH BOTTOM OR KICK PLATE.

FOR GRATINGS LOCATED IN THE SURFACE OF ANY PEDESTRIAN WALKWAYS
IN THE PATH OF TRAVEL, GRID/OPENINGS IN GRATINGS SHALL BE LIMITED
TO 1/2” MAXIMUM IN THE DIRECTION OF TRAFFIC FLOW.

36" WIDE CONTINUOUS DETECTABLE WARNING SHALL BE USED WHERE THE
PEDESTRIAN PATH CROSSES OR ADJOINS A VEHICULAR WAY (SUCH AS A
DRIVEWAY) TO WARN OF POTENTIAL HAZARDS AS PER CBC 11B—705.

ALL EXTERIOR OUTWARD SWINGING DOORS TO HAVE A MINIMUM 5'-0"
LEVEL LANDING.

ALL BUILDING ENTRANCES AND EXTERIOR GROUND LEVEL EXITS SHALL BE
ACCESSIBLE.

GATES IN PATH OF TRAVEL SHALL COMPLY WITH EXIT DOOR REQUIREMENTS
WITH PROPER LEVER HARDWARE AND KICK PLATES.

DESIGN PROFESSIONAL IN GENERAL
RESPONSIBLE CHARGE STATEMENT

SITE PLAN OVERALL

1" =40'-0'

\

0)

(BASED ON DSA PROCEDURE PR 15-01)

THE P.O.T. IDENTIFIED IN THESE CONSTRUCTION DOCUMENTS MEETS THE
REQUIREMENTS OF THE CURRENT APPLICABLE CALIFORNIA BUILDING CODE
(CBC) ACCESSIBILITY PROVISIONS FOR PATH OF TRAVEL REQUIREMENTS FOR
ALTERATIONS, ADDITIONS AND STRUCTURAL REPAIRS. AS PART OF THE DESIGN
OF THIS PROJECT, THE P.O.T. WAS EXAMINED AND ANY ELEMENTS,
COMPONENTS OR PORTIONS OF THE P.O.T. THAT WERE DETERMINED TO BE
NONCOMPLIANT WITH THE CBC HAVE BEEN IDENTIFIED AND THE CORRECTIVE
WORK NECESSARY TO BRING THEM INTO COMPLIANCE HAS BEEN INCLUDED
WITHIN THE SCOPE OF THIS PROJECT'S WORK THROUGH DETAILS, DRAWINGS
AND SPECIFICATIONS INCORPORATED INTO THESE CONSTRUCTION DOCUMENTS
ANY NONCOMPLIANT ELEMENTS, COMPONENTS OR PORTIONS OF THE P.O.T.
THAT WILL NOT BE CORRECTED BY THIS PROJECT BASED ON VALUATION
THRESHOLD LIMITATIONS OR A FINDING OF UNREASONABLE HARDSHIP ARE
INDICATED IN THESE CONSTRUCTION DOCUMENTS.

DURING CONSTRUCTION, IF P.O.T. ITEMS WITHIN THE SCOPE OF THE PROJECT
REPRESENTED AS CBC COMPLIANT ARE FOUND TO BE NONCONFORMING
BEYOND REASONABLE CONSTRUCTION TOLERANCES. THE ITEMS SHALL BE
BROUGHT INTO COMPLIANCE WITH THE CBC AS A PART OF THIS PROJECT BY
MEANS OF A CONSTRUCTION CHANGE DOCUMENT.
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(E) CONCRETE SIDEWALK TO REMAIN

-

(E) FENCE TO REMAIN,

TYP. U.O.N.

T

(E) ASPHALT SIDEWALK TO REMAIN

(E) FENCE TO REMAIN,
/ TYP. U.O.N.

DRIVEWAY PER CIVIL DWGS.

DEMOLISH PORTION  /
OF (E) FENCING /

/
______ -
DEMOLISH PORTION OF (E) ASPHALT
CONCRETE PER CIVIL DWGS.
/
/
/
/
/
/
/
/
/
/
/
/
/
>~/ /
~ - /
~ \//

(E) ASPHALT SIDEWALK TO REMAIN

(E) MAINTENANCE GATE AND
ASPHALT DRIVEWAY TO REMAIN

DEMOLISH PORTION OF (E) ASPHALT

GENERAL NOTES

DEMO ENLARGED SITE PLAN | 14"=1-0

(E) CONCRETE SIDEWALK TO REMAIN

(N) CONCRETE SIDEWALK
PER CIVIL DWGS.

-

(E) FENCE TO REMAIN,

TYP. U.O.N.

T

(E) FENCE TO REMAIN,
/ TYP. U.O.N.

(NYCONCRETE SIDEWALK
AND CURB PER CIVIL DWGS.

(N) CHAIN LINK FENCING <
PER DETAIL 2/A9.1 >

(N) CHAIN LINK GATE GO001.
SEE GATE SCHEDULE,
DETAIL 6/A9.1, & DETAIL 9/A9.1

(N) ASPHALT CONCRETE
PER CIVIL DWGS.

(N) 8'-0"x6'-0" BUS BOARDING/ALIGHTING
AREA COMPLIANT WITH CBC 11B-810.2..
SLOPE PERPENDICULAR TO ROADWAY

NOT TO EXCEED 2%, SEE CIVIL DWGS.

(E) MAINTENANCE GATE AND
ASPHALT DRIVEWAY TO REMAIN

NEW ENLARGED SITE PLAN | 14"=1-0

O

\

DEMOLITION

1.  ALL DEMOLITION WORK SHALL COMPLY WITH CFC CHAPTER 33 OF THE FIRE
CODE AND CBC CHAPTER 33 OF THE BUILDING CODE FOR SAFETY DURING
CONSTRUCTION AND DEMOLITION AND CALIFORNIA EXISTING BUILDING CODE
(PART 10) FOR EXISTING STRUCTURES.

2. THESE DEMOLITION PLANS AND NOTES ARE COMPLIMENTARY TO ALL OTHER
PLANS AND DETAILS AND MAY NOT REFLECT THE FULL EXTENT OF ALL
DEMOLITION WORK REQUIRED. THE GENERAL CONTRACTOR SHALL BE
RESPONSIBLE FOR DETERMINING THE DEMOLITION REQUIRED AND ALL
DEMOLITION WORK SHALL BE INCLUDED IN THE BASE BID (UNLESS
SPECIFICALLY NOTED OTHERWISE) AS NECESSARY TO CONSTRUCT AND/OR
COMPLETE THIS PROJECT.

3. CONTRACTOR SHALL SUPERVISE AND DIRECT THE WORK, USING THE
CONTRACTOR'S BEST SKILL AND ATTENTION. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR AND HAVE CONTROL OVER CONSTRUCTION MEANS,
METHODS, TECHNIQUES, SEQUENCES, (UNLESS A SEQUENCE IS SPECIFIED BY
THE OWNER OR CONTRACT DOCUMENTS) AND PROCEDURES, AND FOR
COORDINATING ALL PORTIONS OF THE WORK.

SEE ENGINEERING DRAWINGS FOR ADDITIONAL DEMOLITION WORK, TYPICAL.

NO DEMOLITION SHALL BEGIN UNTIL PLANS INCLUDING THE DEMOLITION WORK

HAVE BEEN APPROVED BY DSA

6. DURING REQUIRED ON-SITE VISIT, CONTRACTOR SHALL INVENTORY AND
IDENTIFY ALL GENERAL CONSTRUCTION (CONTRACTOR SALVAGE) TO BE
DEMOLISHED AS SHOWN ON THIS PLAN.

7. CONTRACTOR REMOVED ITEMS SHALL BE DISPOSED OF PROPERLY OFF SITE
AND IN AN EXPEDITIOUS MANNER.

6. CONTRACTOR SHALL PROTECT ALL EXISTING CONSTRUCTION SHOWN TO
REMAIN FROM DAMAGE DURING CONSTRUCTION, FOR THE EXTENT OF THE
DEMOLITION AND MODIFICATION.

e

GENERAL

1. CONTRACTOR IS RESPONSIBLE FOR 6'-0" HIGH TEMPORARY CONSTRUCTION
BARRIER WITH VISION SCREEN AT STAGING, STORAGE AND CONSTRUCTIONS
AREA WITH SIGNAGE EVERY 20'-0" TO WARN STUDENTS OF CONSTRUCTION
AREA.

2. CONTRACTOR SHALL ACCESS THE SITE FROM GORDON AVENUE. ANY DAMAGE
TO FIRE LANE WILL BE AT THE CONTRACTOR'S EXPENSE.

3. CONTRACTOR TO REPAIR BACK TO EXISTING CONDITIONS ALL LAYDOWN AREAS
AT THE END OF CONSTRUCTION. THIS INCLUDES LANDSCAPE AREAS AND ANY
BROKEN SPRINKLERS, VALVE BOXES, CONCRETE, ASPHALT, ETC.

4. CONTRACTOR SHALL REPLACE, RECONSTRUCT AND REPAIR ALL EXISTING
WORK THAT IS IMPACTED, DAMAGED, OR DESTROYED AS A RESULT F ANY
CONTRACTOR WORK INCLUDING, BUT NO LIMITED TO, HARDSCAPING,
SIDEWALKS, IRRIGATION SYSTEMS, LANDSCAPING, LAWNS, STRUCTURES, AND
UTILITIES - ALL TO THE SATISFACTION OF THE DISTRICT.

5. WHERE ASPHALT OR CONCRETE IS BEING REPATCHED, CONTRACTOR SHALL
PROVIDE EVEN AND STRAIGHT LINE CUTS WITH 2-FOOT STRAIGHT SLURRY SEAL
SURFACE PATCH ON BOTH SIDES OF CUT.

6. CONTRACTOR SHALL EXERCISE EXTREME CAUTION IN EXCAVATING AN
TRENCHING ON SITE TO AVOID EXISTING DUCTS, PIPING OR CONDUITS, ETC.,
AND TO PREVENT HAZARDS TO PERSONNEL AND/OR DAMAGE TO EXISTING
UNDERGROUND UTILITIES OR STRUCTURES WHERE OR NOT SHOWN AND
INSTALLED BY ANY OTHER CONTRACTS. THE ARCHITECT IS NOT RESPONSIBLE
FOR THE LOCATION OF UNDERGROUND UTILITIES OR STRUCTURES WHETHER
OR NOT SHOWN OR DETAILED AND INSTALLED BY ANY OTHER CONTRACTS. THE
CONTRACTOR SHALL IMMEDIATELY NOTIFY THE ARCHITECT SHOULD SUCH
UNIDENTIFIED CONDITIONS BE DISCOVERED. THESE DRAWINGS AND
SPECIFICATIONS DO NOT INCLUDE THE NECESSARY ELEMENTS FOR
CONSTRUCTION SAFETY.

FENCING/GATES

1. SEE DETAIL 9/A9.1 FOR TYPICAL PEDESTRIAN GATE CLEARANCE AND LANDING
REQUIREMENTS.

2. SEE GATE SCHEDULE ON A9.1 FOR GATE WIDTH AND ADDITIONAL INFORMATION.
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CHAIN LINK FENCING AND GATE SPECIFICATIONS

Alum Rock Union School District

Project #23058

Linda Vista ES — Bus Drop-off

SECTION 323113 — CHAIN LINK FENCING AND GATES

PART 1 - GENERAL

1.1

A

1.2

PRINCIPAL WORK IN THIS SECTION

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 1 Specification Sections, apply to this Section

Coordinate the work of this Section with related trades.

Verify applicable extents of work and dimensions at the jobsite.

Furnish materials and perform labor required to execute this work as indicated on the Drawings,
as specified and as necessary to complete the work, included but not limited to the following

interior and exterior conditions:
1. Chain Link fencing, posts and footings.

2. Shop fabricated metal item and miscellaneous metal work as required.

3. Chain link swinging gates.
a. Manual

4. Chain link sliding gates, roller guide, glide wheels, cast-in-place concrete roller rail and
accessories.

a. Manual

PERFORMANCE

Standards:
1. Item Name of Test Performance results Testing Std.

CHAIN LINK FENCING AND GATES

a. Concrete Compressive Strength 3000 psi @ 28 days ASTM C9%4
b.  Fencing & Gates Design & Construction Comply with Agency  N/A
having Jurisdiction
Standards and as
herein specified

Accessibility Requirements for Door Hardware: (all requirements below shall apply to gates as

well)

1. Doors/doorways as part of an accessible route shall comply with CBC Sections 11B-404.

2. The clear opening width for a door shall be 32” minimum. For a swinging door it shall be
measured between the face of the door and the stop, with the door open 90 degrees. There
shall be no projections into it below 34” and 4” maximum projections into it between 34”
and 80" above the finish floor or ground. Door closers and stops shall be permitted to be
78” minimum above the finish floor or ground. CBC Section 11B-404.2.3

3. Handles, pulls, latches, locks, and other operable parts on accessible doors shall comply
with CBC Section 11B-309.4 and shall be operable with one hand and shall not require
tight grasping, pinching, or twisting of the wrist. Operable parts of such hardware shall be
34” minimum and 44" maximum above finish floor or ground. Where sliding doors are in
the fully open position, operating hardware shall be exposed and usable form bothside.

323113 -1

Alum Rock Union School District

Project #23058

Linda Vista ES — Bus Drop-off

PART 2 - PRODUCTS

2.1 ACCEPTABLE MANUFACTURERS

A

22

CHAIN LINK FENCING AND GATES

Single source responsibility, specified items shall be from one manufacturer for each product

type.

Acceptable manufacturers shall be one of the following:
1. Sliding and Swinging Gates
a. BFC
b. High Sierra Fabricators
c. The Anchor Group, Monumental Iron Works, (410) 633-6500
www.fenceonline.com
d. Allied Tube & Conduit Fence Division, (800) 882-5543 www.alliedtube.com
e. Golden State Fencing (916) 635-6061 www.gsfco.com
2. Gate Hardware
a. As herein indicated
b. DAC Industries, Inc. www.dacindustries.com (800) 888-9768
c. Builders Fence Company, Inc.
3. Reviewed Equivalent by Architect
a. Substitutions and Deviations shall require Architect's approval and shall be given
in letterform
b. Refer to specifications Section 013300 — Submittals, Substitutions and Deviation
Proposed alternate products must be equal in terms of chemical composition, color,
finish, configuration, performance standards, etc.

All products and materials indicated shall be installed according to current listed specification
requirements and manufacturers specifications/recommendations.

Refer to drawings, details, and other related specification section whether listed or not.

Details shall set basic requirements for size and configuration of systems.

MATERIALS — GENERAL REQUIREMENTS
General:
1. Dimensions:
a. Allindicated for posts are outside dimensions, typical (O.D.).
2. Framework:
a. Conforming to ASTM F1083, Schedule 40, electric welded seamless pipe with external and inter-
nal hot-dip zinc coating of 1.8 oz. per square foot (minimum average).
b. All coatings shall be applied after welding.
c. Pipe shall be straight, true to section and conforming to Material Sizes and Weights Table.
3. Finishes:
a. Posts and Components:
1. Zinc-coated:
a. Class I and galvanized before weaving with a minimum of 1.2 ounces of zinc per square
foot of surface area.
4. Fencing Fabric:
1. Zinc-coated:

323113 -5
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CHAIN LINK FENCING AND GATES

b. Expansion sleeve couplings: Top rails — Pressed steel or round steel tubing, 6 in.
long, fitted with raised center, and sized to fit tightly inside or outside ofrail

c. Tension bands, brace rail end bands, and truss rod brackets: Mild steel flats, not
less than 1/8 in. x 1 in., and tension bands for gates not less than 1/8 in. x % in.
Provide 5/16 in. bolts for all fastenings

d. Tension bars: Mild steel flats, not less than 3/16 in. x % in

e. Tension wire: ASTM A824, Type II, Class 2, 7 gauge marcelled or 6 gauge plain
steel wire, galvanized
1. Install at top and bottom of fence fabric

f. Hog rings
1. Material:
a. Steel wire with minimum coating of 0.80 ounces of zinc per square foot of
wire surface
g. Tie wire and clips: Soft annealed galvanized steel wire. Provide 9 gauge wire for

fastening fabric to posts, and 14 or 9 gauge wire for fastening fabric on top rails
and brace rails. Provide 9 gauge wire clips (hog rings) for fastening fabric to
bottom tension wire
h. Brace bands: Pressed steel, 12 gauge thickness x % wide
Carriage bolts: "U" bolts, brace bands and any other miscellaneous hardware listed
or not
Concrete materials: In accord with section 03300 and as herein specified
Horizontal Tension Wire
1. Material:
a. Marcelled 7-gauge steel wire with minimum coating of 0.80 ounces of zinc
or 0.40 ounces of aluminum per square foot of wire surface and
conforming to ASTM A-824

-

P

MATERIALS — SWINGING GATES

Type:
1. Single

Gate Frame:

1. Assembly: 2-3/8” o piping with welded joints

2. Construction:
a. ‘Weld areas repaired with zinc-rich coating applied per manufacturer’s directions
b. Fabric to match fence

Stretcher bars at vertical, top, and bottom edges

Hardware:
1. Hardware at maintenance access only gates:
a. Gate accessories, hinges, latches, and center stops, keepers and necessary hardware

of quality required for industrial and commercial application
b. Hinges: Shall be two industrial pressed steel 180% swing
c. Latch — Single Gate

1. Constructed to accommodate specified hardware

2. Fulcrum latch with strike strap

3. Padlock
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B.

3.7

3.8

Gates:

1. Swinging gates: In accord with ASTM F1184
a.  Provide gates of sizes indicated on Documents made with round tubular pipe frame
securely braced internally, and filled with fabric to match fence
b.  Latch and lock assemblies: Secure assemblies to gate posts by bolts or welding
c. Latches, stops, roller assemblies and other gate accessories shall be steel or
malleable iron with galvanized coating as specified for fence framework

FIELD QUALITY CONTROL

Monitor work to ensure installation and assembly are in accordance with applicable standards

PROTECTION AND CLEAN UP

Keep areas of work free from debris as work progresses
1. Subcontractor will keep the work areas in a clean and safe conditions so his rubbish, waste
and debris does not interfere with the work of others

Protect work and materials of this Section prior to and during installation, and protect the installed
work and materials of other trades

In the event of damage, immediately make all repairs and replacements necessary to the approval
of the Architect and at no cost to the_Qwner

After completion of work in this section, remove all erection equipment and implements of
service, and debris
1. Leave entire area in a neat, clean, acceptable condition

Close out, on site, inspection will be at the discretion of the Architect after he receives the
General Contractor's NOTICE - Certificate of Substantial Completion

END OF SECTION 323113
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4. CBC Section 11B-404.2.7
5. The force for pushing or pulling open a door shall be as follows: CBC Section 11B-404.2.9.
a. Interior hinged doors, sliding or folding doors, and exterior hinged doors: 5 pounds
(22.2 N) maximum.
b. Required fire doors: the minimum opening force allowable by the DSA authority,
not to exceed 15 pounds (67N).
c. These forces do not apply to the force required to retract latch bolts or disengage
other devices that hold the door in a closed position.
d. The force required to activate any operable parts, such as retracting latch bolts or

Alum Rock Union School District
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a. Fabric shall be manufactured in accordance with ASTM A392, Class | and galva-
nized before weaving with a minimum of 1.2 ounces of zinc per square foot of
surface area.

2. Vinyl-coated PVC: ASTM A641, Class 1, 11 gauge core wire with galvanized finish and fu-
sion bonded polyvinylchloride (PVC) coating conforming to ASTM F668, Class 2a or 2b,
woven into approximately 2 in. mesh; completely free of voids, tears, cuts and similar defects
that reveal substrate. Colors of PVC coatings shall match existing vinyl-coated fencing at
site.
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d. Latch - Double gate (industrial latch assembly complete)

1. Constructed to accommodate specified hardware

2. Fulcrum latch with strike strap

3. Padlock

2. Hardware at pedestrian gates:

1)  Hinges— MAMMOTH180-9005 by Locinox
a) Self-closing

2)  Exit Devices —
Von Duprin CD-PA-AX-99-EO-WH, CD-PA-AX-99-NL-OP-WH

disengaging other devices, shall be 5 pounds (22.2N) maximum to comply with CBC 23 MATERIALS — COMPONENTS 3)  Outside Trim — 990NL & 990DT
Section 11B-309.4. 4)  Cylinders — Schlage 20-057
6. Door closing speed shall be as follows: CBC Section 11B-404.2.8. A.  Posts, Rails and Braces (Typical member size) 5)  Cylinder Cores — Schlage 20-740
a. Closer shall be adjusted so that the required time to move a door from an open 1. Line Posts: (Fence 6)  Kickplate — per details
position of 90 degrees to a position of 12 degrees from the latch is 5 seconds min. a. Size: O.D. 2-3/8g
b. Spring hinges shall be adjusted so that the required time to move a door from an 1. Pipe sections shall be schedule 40 galvanized pipe manufactured in
open position of 70 degrees to the closed position is 1.5 seconds minimum. conformance with ASTM F1083 PART 3 - EXECUTION
7. Thresholds shall comply with CBC Section 11B-404.2.5. 2. The herein specified “Material Sizes and Weights Table” indicate post and
8. Floor stops shall not be located in the path of travel and 4 maximum from walls. brace sections which comply with the Standard Construction Specifications
9. DSA Policy 99-08. 3. Sections shown in the tables must also comply with the strength requirements 3.1 INSPECTION/ EXAMINATION
10. Hardware (including panic hardware) shall not be provided with “Night Latch” (NL) and other provisions of the Standard Construction Specifications . . »
function for any accessible doors or gates unless the following conditions are met per DSA 2. Rails and Braces (Horizontal and diagonal) A.  Verification ‘Of Conditions: . . .
Interpretation 10-08 DSA /AC (External), revised 4/28/09. Such conditions must be clearly a. Size:OD. 1-5/8" g 1. Examine areas and conditions under which work is to be performed . .
demonstrated and indicated in the specifications: 1. Pipe sections shall be schedule 40 galvanized pipe manufactured in 2. Identify conditions detrlmen.tal to proper or timely completion of work and coordinate with
a.  Such hardware has a ‘dogging’ feature. conformance with ASTM F1083 General Contractor to rectify
b.  Itis dogged during the time the facility is open. 2. The herein specified “Material Sizes and Weights Table” indicate post and
C. Such ‘dogging’ operation is performed only by employees as their job function (non- brace sections which comply with the Standard Construction Specifications 32 COORDINATION
public use). 3. Sections shown in the tables must also comply with the strength requirements :
11.  Pair of doors: limit swin.g of one leaf to 90 degrees s0 thz.lt a clear floor space is provided and other provisions of the Standard Construction Specifications A shall coordinate work as herein specified, in accordance with drawings and
beyond the arc of the swing for the wall-mounted tactile sign. CBC Section 11B-703.4.2.1. 4. No splicing at diagonal braces Wmas required to complete scope of work with all related trades
3. Corner and End Posts:
C.  Fences, gates and hardware: a. Size: OD. 2-7/8a
1. gate§ that are part of the accessible route shall meet all the requirements of an accessible 1. Pipe sections shall be schedule 40 galvanized pipe manufactured in 33 PREPARATION
oor in compliance with CBC Section 11B-404. conformance with ASTM F1083
2. The lever qf 1§ver ayf:tuated latches or locks for an accessil.Jle gate shall bg curved with a 2. The hereil} speciﬁ.ed “Material .Sizes and Weights Table” .indicate post {ind A.  Refer to Section 013100- Project Coordination
return to within 1/2" of the (face of) gate to prevent catching on the clothing or persons. brace sections which comply with the Standard Construction Specifications
California Referenced Standards code. T-24 Part 12, Section 12-10-202, Item (F). 3. Sections shown in the tables must also comply with the strength requirements
3. Swing doors and gate surfaces within 10” of the finish floor or ground shall have a smooth and other provisions of the Standard Construction Specifications 34 INSTALLATION
surface on the push side extending the full width of the door or gate. Parts creating 4. Other sections which comply with the strength requirements and other
horizontal or vertical joints in thes.e surfaces shall. l?e within 1/16” of the same plane as the provisions of the Standard Construction Specifications may be used on A, General:
other and be free qf sharp or abrasive edges. Cavities created by added kick plates shall be approval of the 1 Do not begin installation before final grading is completed, unless otherwise permitted
capped. CBC Section 11B-404.2.10. 4. Gate Posts: 2. Verify areas to receive fencing, gates & operators are completed to final grades and
a. Size: 6’0" and less fence height: . . elevations
Gate Width Nominal O.D. Weight per Foot 3. Insure property lines and legal boundaries of work are clearly established
1. Up through 6°-0” 2-7/8” 5.79 4. Prior to all work of this Section, carefully inspect and verify that the installed work of all
13 SUBMITTALS 2. Over 6°0” through 12°-0” 4-1/27 10.79 other trades is complete to the point where this work may properly commence
3. Over 12-0” through }8,'0” 5-11/16” 14.62 5. Verify that specified items may be installed in accordance with the approved design
A.  Provide complete gate construction shop drawing and gate operator layout and controls for each 4. Over 18°-0” to 24’-0” max. 6-5/8” 18.97 6.  Inthe event of discrepancy, Contractor shall immediately notify the Qwner in writing.
gate b Over 6'0” Fence Height: . . Do not proceed in until unsatisfactory conditions have been corrected
Gate Width Nominal 0.D. Weight per Foot 7. Excavation: Drill or hand-excavate (using posthole digger) holes for posts to diameters
B.  Provide wet stamped and signed calculations for fence, gates and fence posts by Structural 1 Up through 6°-0” 3-1/2” 579 and spacing indicated, in firm, undisturbed or compacted soil
Engineer licensed in the State of California
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C.  Submit Manufacturers data and shop drawings 2 Over 6°0” through 12°-0” 5-11/16” 10.79 8.  Installation to conform with ASTM F-567
1. Submit manufacturer's technical data, and installation instructions and complete detailing 3 Over 12°-0” through 18°-0” 6-5/8” 14.62 9. Provide heights as indicated on Contract Documents and as herein specified
for all conditions for constructing fencing, gates and accessories, as specified 4 Over 18-0” to 24°-0” max. 8-5/8” 18.97
2. Provide complete gate construction shop drawing and gate operator layout for each gate C. Notes:
1. Pipe sections for posts, rails, braces, and gates shall be schedule 40 galvanized 3.5 POST SPACING AND SETTING
D.  Provide calculations for fence posts used as light standards by Engineer licensed in the State of pipe manufactured in conformance with ASTM F1083
California 2. The herein specified “Material Sizes and Weights Table” indicate post and A.  General:
brace sections which comply with the Standard Construction Specifications 1. Posts shall be equally spaced in line of fence with spacing not to exceed 10°0”
E.  Submit layout plan with finish grades for fence and footings 3. Chain link gate frames shall be a minimum of 1-7/8” pipe weighing 2.72 Ibs/ft a.  Allposts shall be set in concrete footing
4. Double gate assemblies shall also be fitted with heavy duty hinges and lift bar 1. Coordinate with interior building floor slabs at interior conditions
interlocking device with drop anchor at midspan that latches to embedded pipe b. Offset to be 2°0” at monument locations, measured at right angles to R/W lines.
1.4 QUALITY ASSURANCE Taper to achieve offset to be at least 20” long
5. Gate Latch Posts: c. Top of concrete footings shall be set 2" above finish grade and slope away from post
A.  Contractor /Installer shall have been in business for Five (5) years providing/finishing similar a. Size: 6°0” and less fence height: 1. Slab shall be level and extend over footing at interior conditions
size projects and complexity. Gate Width Nominal O.D. Weight per Foot d. Place concrete around posts and vibrate or tamp for consolidation. Check each post
1. Up through 6’-0” 2-7/8” 5.79 for vertical and top alignment, and hold in position during placement and finishing
B.  Coordinate layout with Architectural drawings. 2. Over 6°0” through 12°-0” 4-1/2” 10.79 operations
3. Over 12°-0” through 18°-0” 5-11/16” 14.62 €. Coat all posts in contact with concrete with a VOC compliant lead primate paint
C.  Options exercised shall be uniform the entire project. 4. Over 18°-0” to 24°-0” max. 6-5/8” 18.97 f. Set posts 4” short of depth of footing
b. Over 6°0” Fence Height: g Concrete mix design shall be in accordance with Cast in Place Concrete Section
Gate Width Nominal O.D. Weight per Foot 033000
15 PRODUCT DELIVERY, STORAGE AND HANDLING 1. Up through 60 312 579
2. Over 6°0” through 12°-0” 5-11/16” 10.79 B.  Comner, End and Pull post footings:
A.  Coordinate storage of materials with other trades 3. Over 12-0” through 18°-0” 6-5/8” 18.97 1. Footing Size: 14” g x 3’37, minimum
4. Over 18°-0” to 24°-0” max. 8-5/8” 28.55
B.  Store materials safely and securely, protected from theft, weather, vandalism or other damage. ¢ Notes: C.  Gate and Latch posts:
Prevent damage to or staining of site surfaces or other materials 1. Pipe sections for posts, rails, braces, and gates shall be schedule 40 galvanized L. Footing Size: .
pipe manufactured in conformance with ASTM F1083 a.  2-7/8” diameter posts: 12” o x 48” deep
2. The herein specified “Material Sizes and Weights Table” indicate post and b. 3-12 m diameter posts: 14” g x 48” deep
1.6 JOB CONDITIONS brace sections which comply with the Standard Construction Specifications ¢ 4-172in gposts: 18” o x 48” deep
3. Chain link gate frames shall be a minimum of 1-7/8” pipe weighing 2.72 Ibs/ft d. 5-11/16 in g posts: 22” ¢ x 48” deep
A.  Field-verify that all components, grades, etc. by others are installed correctly to proceed with 4. Double gate assemblies shall also be fitted with heavy duty hinges and lift bar e 658 in diameter posts: 26”9 x 48" deep
installation of products as herein specified interlocking device with drop anchor at midspan that latches to embedded pipe f. 8-5/8 in. diameter posts: 35” o x 48” deep
6.  Guide Posts: D.  LincPosts o
1.7 PROTECTION a. Size: 6°0” and less fence height: 1. Footing Size: 12” @ x 3°-0” deep, minimum
Gate Width Nominal O.D. Weight per Foot .
A.  Protect finish surfaces at all times from surfaces and material adjacent to them 1. Up through 6°-0” 2-7/8” 5.79 E. Setting: . »
2. Over 6°0” through 12°-0” 4-1/2” 10.79 1. Posts: Install Corner posts at any of the following conditions:
Finish work defaced with other materials on surface shall be replaced 3. Over 12’-0” through 18°-0” 5-11/16” 14.62 a.  Change in direction of 15 degrees or more
4. Over 18°-0” to 24°-0” max. 6-5/8” 18.97 b.  Change in grade of 5% or more
C.  Protect work under this section from damage by other trades b. Over 6°0” Fence Height: c. Beginning and end of curved sections
Gate Width Nominal O.D. Weight per Foot d.  Where indicated on Documents
1. Up through 6’0" 3-1/2” 579 2. Install terminal posts at ends
2. Over 6°0” through 12°-0” 5-11/16” 10.79 3. Install gateposts at both sides of gates
3. Over 12-0” through 18°-0” 6-5/8” 18.97 4. Install latch posts at sliding gates
4, Over 18°-0” to 24°-0” max. 8-5/8” 28.55 5. Space line posts equally between gate, terminal, angle, and corner posts, but not more than

CHAIN LINK FENCING AND GATES

323113 -3

CHAIN LINK FENCING AND GATES

c. Notes:
1. Pipe sections for posts, rails, braces, and gates shall be schedule 40 galvanized
pipe manufactured in conformance with ASTM F1083
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(10 ft. — 0-in.) o.c.
a. In curved sections with radius of 50 ft. or less, space posts at 5 ft. 6 in. o.c.
b. Set top of post level with top of fabric

6. Install end posts 4” maximum clearance distance from exterior building walls
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GUARANTEE/ WARRANTY

Furnish One (1) year written warranty signed by manufacturer and installer agreeing to repair

and/or replace work which has failed as a result of defects in materials or workmanship

1. Upon notification of QOwner within the warranty period, such defects shall be repaired
and replaced at no cost to the_Qwner

RELATED WORK/ SECTIONS

Related work includes, but is not limited to, the following:
1. Finish Grading

2. Landscaping

3. Flatwork

4. Asphalt Paving

5. Concrete Paving

6.  Vehicular Paving

OPERATION AND MAINTENANCE DATA

Submit as part of project closeout:

1. Complete instructions regarding operation of the equipment

2. Complete instructions regarding maintenance of the equipment, materials, finishes,
operators, controls, etc.

EXTRA MATERIAL

Submit as part of project closeout:
1. Provide extra material for each product type, color, finish, etc. in same lot as installed
product
a. Furnish written certification that extra materials supplied have been inspected and
reconfirmed to be the same as those used in the Work
2. Provide extra material in unopened fully labeled containers
a. Do not supply anything less the full carton containers
b. Furnish in factory packaged and labeled cartons and identify cartons with Project
name
c. Deliver materials to project premises just prior to substantial completion, and store
at location directed by the_Qwner
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2. The herein specified “Material Sizes and Weights Table” indicate post and
brace sections which comply with the Standard Construction Specifications
3. Chain link gate frames shall be a minimum of 1-7/8” pipe weighing 2.72 Ibs/ft
4. Double gate assemblies shall also be fitted with heavy duty hinges and lift bar
interlocking device with drop anchor at midspan that latches to embedded pipe
7. Gate Holders:
a. Galvanized gate holders of heavy cast construction with counterbalanced latches
shall be provided for all gates
b. Gate holders shall be anchored with a minimum 24” length of 1-5/8” schedule 40
pipe set in 8” @ concrete base
8. Material Sizes and Weights Table:

a. Pipe Size: Weight — Ibs/ft

1. 1-5/8” 2.27
2. 1-7/8” 2.72
3. 2-3/8” 3.65
4. 2-7/8” 5.79
5. 3-1/2” 7.58
6. 4-1/2” 10.79
7. 5-11/16” 14.62
8. 6-5/8” 18.97
9. 8-5/8” 28.55

Fence fabric.

1. Size: 2” diamond mesh weave x 9 gauge wire

2. Assembly:

a. ‘Woven wire
b. Knuckle selvage

Diagonal Truss Rods
1. Material: ~ Steel Rods Galvanized
2. Size: 5/16” o

3. Application:
a. Install at 1000 max. intervals between line posts
b. Install at gate posts with horizontal brace

Turnbuckles
1. Material:  Drop Forged Steel
2. Size: Right and left hand threads on 5/16” @ screws
3. Type: Eye and eye
4.  Take-up: 4-1/2”
Fittings.
1. General:
a. Provide all hot-dip galvanized miscellaneous items in accordance with ASTM

A120, fasteners, hardware, and anchors to complete the work including but not
limited to those herein specified
2. Components:
a. Post caps: Type designed to fit snugly over post tops, with minimum projection of
1-1/2 in. below tops, and made with malleable iron or pressed steel. Provide line
post caps of such design as will allow top rail to pass through same. Provide
curved top caps for all other posts
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INSTALLATION REQUIREMENTS

Fencing:
1. Posts:
a. Diagonal Braces (pipe)
1. Install starting at 12” below top of fence fabric at latch post fence panel
a. Install in conjunction with diagonal truss rods
2. [Install diagonal brace at end and corner posts
3. [Install diagonal brace at gate latch posts
2. Horizontal Brace:

a. Install fixed horizontal pipe brace set at 12” below top of fence fabric in addition to
two (2) diagonal truss rods at gate posts

b. Install temporary braces so posts are plumb when diagonal truss rods are under
proper tension

c. Install fixed horizontal pipe brace set at 12” below top of fence fabric in addition to
a single diagonal truss rod as option to a diagonal brass at end and corner posts

3. Top Rails:

a. Run rail continuously through post caps, bending to radius for curved runs. Provide
expansion couplings as recommended by fencing manufacturer. Connect sections
with sleeves to form a continuous rail between Terminal posts

4. Center Rails:

a. Provide center rails at corners and end of run. Install in one piece between posts and

flush with post or fabric side, using special offset fittings where necessary
5. Bottom Rail:

a. Install bottom 5/8" rail before stretching fabric attached with galvanized wire at 18"

o.c.
6. Fabric:

a. Leave at 2" above finish grade and bottom salvage, unless otherwise indicated. Pull
fabric taut and tie to posts, rails, and tension wires. Install fabric on security side of
fence, and anchor to framework so that fabric remains in tension after pulling force
is released. Fasten to Terminal posts with tension bars through mesh and secured
with tension bands at maximum 15” intervals. Tie to line posts and top rails with tie
wires spaced at maximum 12” on posts and 24" on rails. Attach to bottom tension
wire with top rings at maximum 24” intervals.

7. Stretcher Bars:

a. Fabric shall be attached to terminal and gate posts by using 1/4" by 3/4" tension bars
tied to the post every 14" with 11 gauge 1" wide galvanized steel bands and 3/8"
diameter bolts and nuts.

8. Fasteners:

a. Install nuts for tension bands and hardware bolts on side of fence opposite fabric
side. Peen ends of bolts or score threads to prevent removal of nuts
1. Tension Wires:

1. Install top and bottom of fence
2. Not needed when Top Rail is installed
2. Truss Rods:
1. Install each direction diagonally between line posts at 1000’ max. spacing
2. Install each direction diagonally at gate post fence panels
3. Stretch between terminal posts 6” above grade and fasten to terminal posts
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2. LANDING TO HAVE 2% MAX. SLOPE IN ANY DIRECTION.
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GATE CLOSER / HINGES

TOP HINGE

LOCINOX SELF—CLOSING HINGES
MAMMOTH-HD-ZILV 180" HYDRAULIC CLOSERS
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PANIC BAR EXITING DEVICE

VON DUPRIN 99NL

(C) PULL SIDE HARDWARE

VON DUPRIN 990NL HANDLE

NOTE: SEE 8/A9.1 FOR MORE INFORMATION ON PANIC HARDWARE.

ACCESSIBLE GATE CLEARANCES

1/4" = 1'-0" @

SWING GATE ACCESSORIES

1/2" = 1'-0"

n

3/16" FILLET WELD ALL AROUND,

GATE SCHEDULE

TYP. AT ALL SPLICES AND
INTERSECTIONS BETWEEN (E)
AND (N) HANDRIALS

(N) 1-1/2" O.D. HANDRAIL
EXTENSION TO EXTEND 1'-0" MIN.
HORIZONTALLY BEYOND THE

GATE

HDW

FRAME

BOTTOM OF (E) RAMP.

SIZE < <
= %) — %)
PANEL < = PANIC E > DETAIL C O S
MARK Wt | v jmec| 2] 2 =z MMENT
G001 3-0" 6'-0" 2" CL PB P STL | PB 6/A9.1 | CL MESH, GATE FRAME & HARDWARE, AND KICKPLATE TO BE PAINTED BLACK

(N) HANDRAIL TO MATCH (E)
ADJACENT HANDRAILS.

GATE ABBREVIATIONS

GATE/FRAME FINISH:

PB - PAINT

ED BLACK

GATE PANEL / FRAME MATERIAL:

AL - ALUMI
CL - CHAIN

NUM
LINK

PC - POWDER COATED

HARDWARE:

P - PANIC

RAMP HANDRAIL EXTENSIONS
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X 3
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