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Labette County USD No. 506 Summer Shingle Roofing 2022

DOCUMENT 00506 — INVITATION TO BID

PROJECT: 2022 Summer Shingle Roofing
LOCATION: Edna Grade School, Edna Kansas

OWNER: Labette County USD No. 506

The Owner will receive sealed bids until the bid time and date at the location given below for the described
Work.

BID SUBMITTAL AND BID SECURITY
The Owner will consider bids as listed above, prepared in compliance with the Instructions to Bidders

issued by the Owner, and delivered as follows:

Bid Date: Monday, April 4,2022

Bid Time: 10:00 a.m., local time.

Location: Faxed and Emailed Bids are Acceptable:

Labette County USD No. 506
Curran Administration Center
Attn: Cindy Dean: Board Clerk
401 S. High School Street
Altamont, KS 67330

Faxed /Emailed bids are acceptable.

Email: cindydean@usd506.org
Fax: 620-785-5879

The Owner (Labette County USD No. 506) reserves the right to accept or reject any and all bids and re-
serves the right to final judgment as to awarding the bid.

TIME OF COMPLETION
As Agreed Upon, but substantially complete by August 1, 2022.

BIDDER’S QUALIFICATIONS
Bidders must be properly licensed under the state laws governing their respective trades and be able to
obtain insurance and bonds required for the Work.

END OF DOCUMENT 00506
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DOCUMENT 00506 — INSTRUCTIONS TO BIDDERS

1.1 ADVERTISEMENT FOR BIDS

A.  AnInvitation to Bid, published/posted as a separate document, is part of these instructions.

1.2 DEFINITIONS

A.  Bidding Documents include the Bidding Requirements and the proposed Contract Documents.
The Bidding Requirements consist of the Advertisement for Bids, these Instructions to Bidders,
Notice to Bidders, Bid Form, Roofing Material Quantity List, and other sample bidding and
contract forms. The proposed Contract Documents consist of the form of Agreement between
the Owner and Contractor, Conditions of the Contract, Drawings, Specifications, and all
Addenda issued prior to execution of the Contract.

B.  Addenda are written or graphic instruments issued by the Owner prior to the execution of the
Contract that modify or interpret the Bidding Documents.

C.  The Base Bid is the sum stated in the Bid for which the Bidder offers to perform the Work
described in the Bidding Documents as the base, to which Work may be added or from which
Work may be deleted for sums stated in Alternate Bids.

D.  An Alternate Bid is an amount stated in the Bid to be executed in place of the Base Bid.

E. A Unit Price is an amount stated in the Bid as a price per unit of measurement for materials,
equipment, or services, or a portion of the Work as described in the Bidding Documents.

F. A Bidder is a person or entity who submits a Bid to the Owner and who meets the requirements
set forth in the Bidding Documents.

1.3 BIDDING DOCUMENTS

A.  Obtaining Bidding Documents: Bidders may obtain complete sets of the Bidding Documents
from the issuing office designated in the Advertisement for Bids in the number and for the cost
or deposit sum, if any, stated therein. Bidders shall use complete sets of Bidding Documents in
preparing Bids. The Owner assumes no responsibility for errors or misinterpretations resulting
from the use of incomplete sets of Bidding Documents.

B.  Examination of Bidding Documents and Site: Before submitting a bid, the Bidder shall carefully
examine the drawings, read the specifications and all other Contract Documents and visit the
site of the Work. The Bidder shall fully inform himself prior to bidding as to all existing
conditions and limitations under which the Work is to be performed and he/she shall include in
the Bid a sum to cover the cost of all items necessary to perform the Work as set forth in the
Contract Documents. No allowance will be made to the Bidder because of lack of such
examination or knowledge. The submission of a bid shall be construed as conclusive evidence
that the Bidder has made such examination.
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C.  Interpretation or Correction of Bidding Documents: If the Bidder is in doubt as to the
interpretation of any part of the Bidding Documents, or finds discrepancies in or omissions from
any part of the Contract Documents, he/she must submit a written Request for Interpretation
thereof not later than 7 days prior to opening of bids. Address all communications to the Owner.

1.4 ADDENDA

A.  Any interpretation, correction to, or addition to the Contract Documents will be made by written
Addendum and will be delivered by mail or fax to each prime Bidder of record and the plan
services indicated in the Advertisement for Bids. The written Addenda constitute the only
interpretations of the Contract Documents; the Owner accepts no responsibility for any other
claimed interpretations.

B.  Itis the responsibility of each Bidder to verify that he/she has received all Addenda prior to submitting
a bid. It is also the responsibility of each Bidder to verify that all sub-Bidders and material suppliers
whose prices are incorporated in the Bidder’s bid are familiar with the Bidding Documents in their
entirety, including all Addenda issued up to the time of bid opening.

C.  In the event a conflict or omission is discovered in the Bidding Documents after the issuing of
the last addendum such that an interpretation cannot be issued by the Owner prior to bidding,
the Bidder is directed to estimate on and provide the quantity and quality of material and labor
consistent with the overall represented work so as to provide all materials, equipment, labor,
and services necessary for the completion of the Work.

1.5 SUBSTITUTIONS DURING BIDDING

A.  Substitutions are not allowed during bidding. Bids shall be submitted based upon the materials,
equipment, and services specified.

1.6 BIDDING PROCEDURES

A. Form Of Bid
1. Bids must be submitted on the Bid Form provided, properly executed and with all items
filled out in ink or typed. Do not change or add words to the Bid Form. Unauthorized
conditions, limitations, or provisions on or attached to the Bid Form may be cause for
rejection of the bid. Bidder’s information on the Bid Forr. that is altered by erasure or by
interlineation prior to submittal must be initialed and explained by notation on the Bid
Form above the signature of the Bidder. All signatures must be witnessed.

B. Submission Of Bids
1. Each bid shall be delivered to the location indicated on the Bid Form on or before the day
and hour set for receipt and opening of bids. It is acceptable to fax/email bids to
number/address provided: cindydean@usd506.org 620-784-5879

Bid for (name of prime contract)

Name of Project

Bidder's Name

Bidder's Address
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Contractor's License No.

Date and Time of Bid Opening

2. It is the sole responsibility of the Bidder to see that his/her bid is received in proper time.
No bids submitted after the time fixed for receiving bids will be considered; late bids will
be returned to the Bidder unopened.

C.  Acknowledgement Of Addenda
1. Bidder must acknowledge all Addenda received in the spaces provided on the Bid Form.
By submitting a bid, Bidder indicates that all considerations issued by addendum are
incorporated in the bid.

D.  Bid Supplements
1. Following the Bid Form will be the Roofing Material Quantity Lists that are included in
this Project Manual. Bidders shall complete all forms, entering “Not Applicable” where
information does not apply to their portion of the Work. Absence of any of the Roofing
Material Quantity List, included in the Project Manual, will be reason for possible
rejection of bid.

E.  Status Of Bidders

1. Proprietors submitting bids shall indicate their status as proprietors.

2. Bidders submitting bids for partnerships shall indicate their status as partners and shall
submit, upon request of the Owner within 24 hours following receipt of bids, a certified
copy of the power of attormey authorizing the executor of the bid to bind the partnership.

3.  Bidders submitting bids for corporations shall indicate their status as corporations and
shall submit, upon request of the Owner within 24 hours following receipt of bids, a
certified copy of the board of directors’ authorization for the Bidder to bind the
corporation and shall affix the corporate seal on the bid.

4. Bidders shall provide, upon request of the Owner, within 24 hours following receipt of
bids, the following:

a. Names and addresses of proprietors, of all members of a partnership, or of the
corporation’s officers.

b. Name of county or state where the partnership is registered or where the
corporation is incorporated. Corporations must be licensed to do business in the
project state at the time of executing the contract.

1.7 MODIFICATION AND WITHDRAWAL OF BIDS
A. A bid may be withdrawn on personal requests received from Bidder prior to submission time. A
withdrawn bid may be resubmitted up to submission time. Negligence or error on the part of the
Bidder in preparing his/her bid confers no right for withdrawal of the bid after it has been
opened.

B.  Telegraphic and faxed bids will be considered.

C. No Bidder may withdraw a bid within 60 days following the opening of bids.
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1.8 AWARD OR REJECTION OF BIDS

A.  The contract, if awarded, will be awarded to the lowest responsible Bidder, subject to the
Owner's right to reject any or all bids and to waive any informality in the bids or in the bidding.
Failure to complete all information required on the Bid Form and Bid Form Supplements, may
result in rejection of bid. The Owner shall have the right to accept alternates in any order or
combination, unless otherwise specifically provided in the Bidding Documents, and to
determine the low bidder on the basis of the sum of the Base Bid and Alternates accepted.

B.  Bids may be rejected if the Bid Form shows any unexplained erasures, omissions, alterations of
form, additions not called for, added restrictions or qualifying conditions or other irregularities
of any kind.

C.  The Owner may make such investigations as he/she deems necessary to determine the ability of
the Bidder to perform the Work, and the Bidder shall furnish to the Owner all such information
for this purpose as the Owner may request. The Owner reserves the right to reject any bid if the
evidence submitted by or investigation of such Bidder fails to satisfy the Owner that such
Bidder is properly qualified to carry out the obligations of the Contract and to complete the
Work contemplated therein within the Contract Time.

1.9 ACCEPTANCE

A.  The acceptance of a bid will be a Notice of Award, signed by a duly authorized representative
of the Owner; no other act by the Owner or his/her agents shall constitute the acceptance of a
bid. The acceptance of a bid by the Owner shall bind the successful Bidder to execute the
contract. The Bidder to whom the contract is awarded by the Owner, shall, sign and deliver to
the Owner for execution by the Owner all required copies of the Agreement, along with all
required insurance and bonding documents. The rights and obligations provided for in the
Contract shall become effective upon the parties only with formal execution of the Agreement
by the Owner.

1.10 BONDS AND CERTIFICATES

A. Bid shall be accompanied by an acceptable bid bond or certified cashier's check drawn on a
local bank, payable to Treasurer, Board of Education, for an amount not less than five percent
of the total amount of the base bid. This bid security shall become the property of the Board of
Education as liquidated damages in the event the successful bidder fails to execute and deliver a
contract, along with specified surety and statutory bonds, within ten days after the received
notice of the acceptance of his bid by the Board of Education.

B.  Bidder shall deliver to the Owner, upon receipt of contract or purchase order, a Performance
Bond, a Payment Bond, and a Labor and Material Bond, each in the amount of 100 percent of
the Contract Sum, with a corporate surety authorized to transact business in the Project State,
within 3 days following execution of the Contract, or prior to commencement of the Work,
whichever occurs first. Attorneys-in-fact who sign bonds must file with each bond a certified
and effective dated copy of their power of attorney.

C.  All bonds and policies or certificates of insurance must meet with the approval of the Owner
before the Contractor will be allowed to commence the Work. Failure or refusal to furnish
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bonds or insurance policies or certificates in a form satisfactory to the Owner shall subject the
Bidder(s) to forfeiture of bid bond.

D.  The form of the Agreement that the successful Bidder, as Contractor, will be required to execute
is the form of Agreement referenced in the Project Manual.

1.11 INVOICING AND OFFICE SUPPORT
A.  All bidders must have the ability within their office to process all required paperwork for
invoicing the District. This is to include, but not be limited to, timely issuance of invoices with

proper backup to support the amount due, certified payrolls/reports, and all required closeout
documents.

END OF SECTION 00506
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DOCUMENT 00506 BID FORM

Labette County USD No. 506 Bidder: o
Curran Administration Center (Bidder enter name here)

401 S. High School St.

Altamont, KS 67330

BASE BID, SINGLE-PRIME (ALL TRADES) CONTRACT

The undersigned Bidder, having carefully examined the Bidding and Contract Requirements, Conditions
of the Contract, Drawings, Specifications, and all subsequent Addenda, all as issued by the Owner, having
visited the site, and being familiar with all conditions and requirements of the Work, hereby agrees to
furnish all material, labor, equipment and services, and allowances as described in the specification
documents, necessary to complete the construction with the following exceptions:

- Price includes labor and miscellaneous materials.

BASE BID (LUMP SUM)

#1. Edna Grade School (Approx. ____ sq.) §

UNIT PRICES

1. 5/8 inch Plywood Deck Replacement $ per sq. ft.
BONDING

The undersigned Bidder has attached a Bid Bond or Cashier’s Check in the amount of 5% of total contract
value.



The undersigned Bidder agrees to furnish a Payment & Performance Bond in the amount of 100% of total
contract value.

TIME OF COMPLETION

The undersigned Bidder proposes and agrees hereby to commence the Work of the Contract Documents
on a date specified and shall substantially complete the Work during the months agreed upon and no later
than agreed upon.

ACKNOWLEDGEMENT OF ADDENDA

The undersigned Bidder acknowledges receipt of and use of the following Addenda in the preparation of
this Bid:

CONTRACTOR'S LICENSE

The undersigned further states that he is a duly licensed Contractor, for the type of work proposed, in the
State of Kansas, and that all fees, permits, etc., pursuant to the submission of this proposal have been paid
in full.

SUBMISSION OF BID
Respectfully submitted this _ dayof , 2022,
By:
(Name of bidding firm or corporation)
Witness: By:
(Signature)
Attest:
(Signature) (Type or print name)
By: Title:
(Type or print name) (Owner/Partner/President/Vice Pres.)
Title: Address:
(Corporate Secretary or Assistant Secretary Only)
Phone:.
License:
Federal ID No.:

(Affix Corporate Seal Here)

END OF DOCUMENT 00506
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SECTION 00506 - SUMMARY

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 1 Specification Sections, apply to this Section.

1.2 SUMMARY

A.  This Section includes the following:

1. Work covered by the Contract Documents.
2. Type of the Contract.

3. Work phases.

4. Owner's occupancy requirements.

5. Work restrictions.

6.

Specification formats and conventions.

1.3 WORK COVERED BY CONTRACT DOCUMENTS

A.  Project Identification:
1. Edna Grade School, USD No. 506, Edna, Kansas

B.  Owner: Labette County USD No. 506
1. Owner's Representative: Brent Barragar (620) 778-2143.

C.  The Work consists of the following:
1. General conditions and details for all roof areas:
a. Contractor shall keep complete roofing specification and approved submittal
drawing on the roof at all times during the work.
1)  If required paperwork is not present on the roof, the project may be
immediately shut down at owner discretion.
a)  All cost associate with such shut downs shall be the contractor’s
responsibility.
2. OSHA Safety Standards will apply to all work conducted under this contract.
A portable latrine is expected for use of the awarded contractor(s) employees.
4. Work Consists of:
Remove existing shingles and felts to roof deck.
Clean roof and ground of all debris and properly dispose of at landfill.
Install 30 1b. roof felt over roof deck.
Install Style “D” metal edging at roof perimeter
Install 30 Year laminated composition shingles.
Install Neoprene Collared Pipe Flashings o soil pipes.
Valleys to be closed with Ice / Water Shield Underlayment
Roof Vents will be replaced with vents that have snow filters

W
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1.5

1.6

W o 0

e

1. All grounds cleaned on a daily basis.
J- Warranty — 30 Year Manufacturers for Shingles
k. Labor Warranty — 5 Years by Roofing Contractor

TYPE OF CONTRACT

Project will be constructed under a single prime contract.

USE OF PREMISES

Use of Site: Limit use of premises to work in areas indicated. Do not disturb portions of

project site beyond areas in which the Work is indicated.

1. Driveways and Entrances: Keep driveways, loading areas, and entrances serving
premises clear and available to Owner, Owner's employees, and emergency vehicles at all
times. Do not use these areas for parking or storage of materials.

a. Schedule deliveries to minimize space and time requirements for storage of
materials and equipment on-site.

Use of Existing Building: Maintain existing building in a watertight condition throughout
construction period. Repair damage caused by construction operations. Protect building and its
occupants during construction period.

Security: Comply with Owner’s requirements related to security.

Safety: Comply with all OSHA regulations and guidelines that apply to project.
No smoking on Owner’s property.

No changing into or from work clothes on site.

Use of adjacent roofs not related to the project is prohibited unless provided written approval by
Owner.

OWNER'S OCCUPANCY REQUIREMENTS

Partial Owner Occupancy: Owner will occupy the premises during entire construction period,

with the exception of areas under construction. Cooperate with Owner during construction

operations to minimize conflicts and facilitate Owner usage. Perform the Work so as not to
interfere with Owner's operations. Maintain existing exits, unless otherwise indicated.

1. Maintain access to existing walkways, corridors, and other adjacent occupied or used
facilities. Do not close or obstruct walkways, corridors, or other occupied or used
facilities without written permission from Owner and authorities having jurisdiction.

2. Provide not less than 72 hours' notice to Owner of activities that will affect Owner's
operations.

Owner Occupancy of Completed Areas of Construction: Owner reserves the right to occupy
and to place and install equipment in completed areas of building, before Substantial
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Completion, provided such occupancy does not interfere with completion of the Work. Such

placement of equipment and partial occupancy shall not constitute acceptance of the total Work.

1. Before partial Owner occupancy, mechanical and electrical systems shall be fully
operational, and required tests and inspections shall be successfully completed. On
occupancy, Owner will operate and maintain mechanical and electrical systems serving
occupied portions of building.

1.7 WORK RESTRICTIONS

A.  On-Site Work Hours: Work shall be generally performed inside the existing building during
normal business working hours of 7:00 a.m. to 5:00 p.m., Monday through Friday, except
otherwise indicated.

1. Weekend Hours: As approved by Owner.
2. Early Moming Hours: As approved by Owner.
3. Hours for Utility Shutdowns: Coordinated with and approved by Owner.

B.  Existing Utility Interruptions: Do not interrupt utilities serving facilities occupied by Owner or
others unless permitted under the following conditions and then only after arranging to provide
temporary utility services according to requirements indicated:

1. Notify Owner not less than two days in advance of proposed utility interruptions.
2. Do not proceed with utility interruptions without Owner’s written permission.

1.8 SPECIFICATION FORMATS AND CONVENTIONS

A.  Specification Format: The Specifications are organized into Divisions and Sections using the
16-division format and CSI/CSC's "Master Format" numbering system.

B. Specification Content: The Specifications use certain conventions for the style of language and
the intended meaning of certain terms, words, and phrases when used in particular situations.
These conventions are as follows:

1. Abbreviated Language: Language used in the Specifications and other Contract
Documents is abbreviated. Words and meanings shall be interpreted as appropriate.
Words implied, but not stated, shall be inferred, as the sense requires. Singular words
shall be interpreted as plural and plural words shall be interpreted as singular where
applicable as the context of the Contract Documents indicates.

2. Imperative mood and streamlined language are generally used in the Specifications.
Requirements expressed in the imperative mood are to be performed by Contractor.
Occasionally, the indicative or subjunctive mood may be used in the Section Text for
clarity to describe responsibilities that must be fulfilled indirectly by Contractor or by
others when so noted.

a. The words "shall," "shall be," or "shall comply with," depending on the context,
are implied where a colon (:) is used within a sentence or phrase.

SUMMARY 00506 - 3



Labette County USD No. 506 Summer Shingle Roofing 2022

PART 2 - PRODUCTS (Not Used)

PART 3 - EXECUTION (Not Used)

END OF SECTION 00506
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SECTION 07 3113 - ASPHALT SHINGLES
PART 1 GENERAL
1.01 SECTION INCLUDES
A. Asphalt shingle roofing.
B. Flexible sheet membranes for eave protection, underlayment, and valley protection.
C. Associated metal flashings and accessories.
1.02 RELATED REQUIREMENTS
A. Section 06 1000 - Rough Carpentry: Roof sheathing.
B. Section 07 7123 - Manufactured Gutters and Downspouts.
1.03 REFERENCE STANDARDS

A. ASTM D226/D226M - Standard Specification for Asphalt-Saturated Organic Felt Used in
Roofing and Waterproofing; 2009.

B. ASTM D1970/D1970M - Standard Specification for Self-Adhering Polymer Modified Bituminous
Sheet Materials Used as Steep Roofing Underlayment for Ice Dam Protection; 2013.

C. ASTM D3462/D3642M - Standard Specification for Asphalt Shingles Made From Glass Felt and
Surfaced With Mineral Granules; 2010a.

D. ASTM D4586/D4586M - Standard Specification for Asphalt Roof Cement, Asbestos-Free; 2007
(Reapproved 2012)e1.

E. NRCA MS104 - The NRCA Steep Roofing Manual; National Roofing Contractors Association;
2001, Fifth Edition, with interim updates.

F. SMACNA (ASMM) - Architectural Sheet Metal Manual; Sheet Metal and Air Conditioning
Contractors’ National Association; 2012.

G. UL (RMSD) - Roofing Materials and Systems Directory; Underwriters Laboratories Inc.; current
edition.

1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements, for submittal procedures.
B. Product Data: Provide data indicating material characteristics.
C. Shop Drawings: For metal flashings, indicate specially configured metal flashings.
D

Samples: Submit two samples of each shingle color indicating color range and finish
texture/pattern; for color selection.

E. Manufacturer's Installation Instructions: Indicate installation criteria and procedures.
F. Manufacturer's Certificate: Certify that products meet or exceed specified requirements.
1.05 QUALITY ASSURANCE
A. Perform Work in accordance with the recommendations of NRCA Steep Roofing Manual.
B. Products Required to Comply with Fire Resistance Criteria: UL listed and labeled.
1.06 FIELD CONDITIONS

A. Do not install shingles or eave protection membrane when surface temperatures are below 45
degrees F.

1.07 EXTRA MATERIALS
A. See Section 01 6000 - Product Requirements, for additional provisions.
B. Provide 100 sq ft of extra shingles of each color specified.

PART 2 PRODUCTS

2.01 SHINGLES
A. Manufacturers:
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1.  GAF Materials Corporation; Product "Timberline 30": www.gaf.com.
2.  TAMKO Roofing Products; Product "Heritage 30": www.tamko.com
3.  Owens Corning Corp; Product "Oakridge PRO 30: www.owenscorning.com.
4. Substitutions: See Section 01 6000 - Product Requirements.
B. Asphalt Shingles: Asphalt-coated glass felt, mineral granule surfaced, complying with ASTM
D3462/D3642M; Class A fire resistance.
1. Self-sealing type.
2.  Style: Laminated overlay.
3. Color: To be selected at submittals.

2.02 SHEET MATERIALS

A. Eave Protection Membrane: Self-adhering polymer-modified asphalt sheet complying with
ASTM D1970/D1970M; 40 mil total thickness; with strippable treated release paper and
polyethylene sheet top surface.

B. Underlayment: Asphalt-saturated organic roofing felt, unperforated, complying with ASTM
D226/D226M, Type Il ("No.30").

C. Flexible Flashing: Self-adhering polymer-modified asphalt sheet complying with ASTM
D1970/D1970M; 40 mil total thickness; with strippable treated release paper and polyethylene
sheet top surface.

2.03 ACCESSORIES

A. Nails: Standard round wire shingle type, of hot-dipped zinc coated steel, 10 wire gage, 0.1019
inch shank diameter, 3/8 inch head diameter, of sufficient length to penetrate through roof
sheathing or 3/4 inch into roof sheathing or decking.

B. Plastic Cement: ASTM D4586/D4568M, asphalt roof cement.

C. Lap Cement: Fibrated cutback asphalt type, recommended for use in application of
underlayment, free of toxic solvents.

2.04 METAL FLASHINGS

A. Metal Flashings: Provide sheet metal eave edge, gable edge, ridge, open valley flashing, and
other flashing indicated.
1. Form flashings to profiles indicated on Drawings.
2. Form sections square and accurate to profile, in maximum possible lengths, free from
distortion or defects detrimental to appearance or performance.
3.  Hem exposed edges of flashings minimum 1/4 inch on underside.
4. Coat concealed surfaces of flashings with bituminous paint.

B. Steel Sheet Metal: Prefinished and galvanized steel sheet, 26 gage, 0.0179 inch minimum
thickness, G90/Z2275 hot-dipped galvanized; PVC coated, color as selected.

C. Bituminous Paint: Acid and alkali resistant type; black color.
PART 3 EXECUTION
3.01 EXAMINATION

A. Verify existing conditions prior to beginning work.
1.  Remove existing shingle roofing to deck, clean deck for new system.
2. Inspect existing sheathing, replace any damaged or deteriorated areas.

B. Verify that deck is of sufficient thickness to accept fasteners.
C. Verify that roof penetrations and plumbing stacks are in place and flashed to deck surface.
D. Verify deck surfaces are dry, free of ridges, warps, or voids.
3.02 PREPARATION
A. Seal roof deck joints wider than 1/16 inch as recommended by shingle manufacturer.

B. Atareas where eave protection membrane is to be adhered to substrate, fill knot holes and
surface cracks with latex filler.

ASPHALT SHINGLES 07 3113 -2



Labette County USD No. 506 Summer Shingle Roofing 2022

C. Broom clean deck surfaces before installing underlayment or eave protection.

D. Install eave edge flashings tight with fascia boards. Weather lap joints 2 inches and seal with
plastic cement. Secure flange with nails spaced 12 inches on center.

3.03 INSTALLATION - EAVE PROTECTION MEMBRANE

A. Install eave protection membrane from eave edge to minimum 4 ft up-slope beyond interior face
of exterior wall.

B. Install eave protection membrane in accordance with manufacturer's instructions.
3.04 INSTALLATION - UNDERLAYMENT

A. At Roof Slopes Greater Than 4:12: Install underlayment perpendicular to slope of roof, with
ends and edges weather lapped minimum 4 inches. Stagger end laps of each consecutive
layer. Nail in place. Weather lap minimum 4 inches over eave protection.

B. Items projecting through or mounted on roof: Weather lap and seal watertight with plastic
cement.

3.05 INSTALLATION - VALLEY PROTECTION
A. Install valley protection in accordance with SMACNA (ASMM), Detail .

B. AtExposed Valleys: Install one layer of sheet metal flashing, minimum 24 inches wide,
centered over open valley and crimped to guide water. Weather lap joints minimum 2 inch wide
band of lap cement along each edge of first, press roll roofing into cement, and nail in place
minimum 18 inches on center, 1 inch from edges.

3.06 INSTALLATION - METAL FLASHING AND ACCESSORIES
A. Weather lap joints minimum 2 inches and seal weather tight with plastic cement.
B. Secure in place with nails at 12 inches on center. Conceal fastenings.

C. Items Projecting Through or Mounted on Roofing: Flash and seal weather tight with plastic
cement.

3.07 INSTALLATION - SHINGLES

A. Install shingles in accordance with manufacturer's instructions.
1.  Fasten individual shingles using 2 nails per shingle, or as required by code, whichever is

greater.
2. Fasten strip shingles using 4 nails per strip, or as required by code, whichever is greater.

B. Place shingles in straight coursing pattern with 5 inch weather exposure to produce double
thickness over full roof area. Provide double course of shingles at eaves.

Project first course of shingles 3/4 inch beyond fascia boards.
Extend shingles 1/2 inch beyond face of gable edge fascia boards.

E. Cap hips with individual shingles, maintaining 5 inch weather exposure. Place to avoid exposed
nails.

F. After installation, place one daub of plastic cement, one inch diameter under each individual
shingle tab exposed to weather, to prevent lifting.

G. Coordinate installation of roof mounted components or work projecting through roof with
weather tight placement of counterflashings.

H. Complete installation to provide weather tight service.
3.08 PROTECTION
A. Do not permit traffic over finished roof surface.

o0

END OF SECTION 07 3113
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ADDENDUM #1
Addition to Bid Specification for Edna Grade School

Remove and replace ridge vent with like kind as existing over all ridge where ridge vent
currently exists.
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