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LIMITED ASBESTOS INSPECTION REPORT 
 
Project Number:   EE 23-Z0046-0029 
 
Client:     Rosemead School District 
     3907 Rosemead Boulevard, Suite 220 
     Rosemead, California 91770 
 
Site Location: Encinita Elementary School  

NE Campus, Playgrounds and Portables 28 & 29 Project 
4515 Encinita Avenue   

 Rosemead, California 91770 
 
Site Use:    School Property 
 
Contact Person:   Dr. Maria Rios 
     Assistant Superintendent of Administrative Services 
     Phone: (626) 312-2900 Ext 219 
 
Inspection Date:   February 21, 2023 
 
Inspected By:   Mr. Rhys Kuzmic 
     Certified Asbestos Consultant, # 09-4586 
 
Report Assembled By:  Ms. Yesenia G. Galeana 
     Technical Report Writer  
 
Report Generated/Reviewed By: Mr. Tim Galeana 
     Certified Asbestos Consultant, # 98-2470 

I. EXECUTIVE SUMMARY 
 
Executive Environmental (EE) provided the services of a Certified Asbestos Consultant 
(Mr. Rhys Kuzmic, CAC no. 09-4586) to conduct a limited asbestos inspection of the 
Northeast Campus, Playgrounds and Portables 28 & 29 at Encinita Elementary School 
located at 4515 Encinita Avenue, Rosemead, California. The inspection was conducted 
as a precursor to the upcoming Renovation Project.  Materials suspected of containing 
asbestos were sampled and analyzed for the presence of asbestos.  Assumed  
Asbestos-Containing Materials (ACM) and other hazardous materials were identified 
during this inspection.  This is considered to be a limited inspection.  Inspection was 
limited to materials and locations anticipated to be impacted by the Northeast Campus, 
Playgrounds and Portables 28 & 29 Renovation Project, as directed by client.   

II. SAMPLING METHODOLOGY 
 

A visual inspection of the Northeast Campus, Playgrounds and Portables 28 & 29 was 
conducted prior to the collection of any bulk samples.  The visual inspection was 
conducted to identify and record the location and condition of the materials to be 
sampled.  Following the visual inspection, bulk material samples of the identified suspect 
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asbestos-containing building materials were collected.  The materials were categorized 
into homogeneous groupings, and each sample was assigned a unique sample number 
and placed into a sealed container.   

 
Upon completion of the bulk sample collection, a chain of custody was prepared and the 
samples were delivered to the laboratory for analysis. AmeriSci of Carson, CA, analyzed 
the samples using Polarized Light Microscopy (PLM). AmeriSci is an accredited 
participant in the National Voluntary Laboratory Accreditation Program (NVLAP), No. 
200346-0. The principles described in the current Environmental Protection Agency 
(EPA) 600 method were used in the preparation and analysis of the bulk samples. 

Note:  Inaccessible suspect asbestos materials may be located within sealed ceilings, 
walls, or floors; or within wall cavities, interstitials, shafts, etc.  Suspect asbestos 
materials located in these areas must be sampled prior to any activities that might cause 
them to be disturbed. 

III. SAMPLE ANALYSIS 
 

Seventy-six (76) samples were collected during this inspection.  The laboratory analysis 
results are identified in the following table.  Materials determined not to contain asbestos 
are listed as “No Asbestos Detected” (NAD). 
 
Any material found to contain more than 1% of a known asbestos substance is 
considered to be an asbestos-containing material (ACM).  Materials falling within this 
category are controlled and must be handled in accordance with the California 
Occupational Safety & Health Administration (Cal/OSHA), EPA, and South Coast Air 
Quality Management District (SCAQMD) regulations.   
 
In addition, materials which are characterized as non-ACM by EPA or other local 
regulatory agencies may fall within the regulatory standards of Cal/OSHA, which further 
regulates any materials found to contain more than 1/10 of 1%, but 1% or less, of a 
known asbestos substance as asbestos-containing construction materials (ACCMs).  
Impacting or handling ACCMs requires special employer registration, documentation, 
training, and personal protective equipment.  When a material is to be impacted, the 
National Emission Standards for Hazardous Air Pollutants (NESHAPs) regulations 
require further testing for materials that fall within this category. 
 

The PLM analytical protocol requires each layer of the sample to be analyzed 
separately.  The quantity of analyses will vary based on the number of layers in a 
sample and whether a "positive stop" is employed.  When one sample of a 
homogeneous area is positive, the remainder of the samples need not be analyzed 
because the entire homogeneous area must be considered positive. 

 
Sampling results begin on the next page. 

The remainder of this page is blank. 
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POLARIZED LIGHT MICROSCOPY (PLM) ANALYSIS DATA 
Encinita Elementary School 

4515 Encinita Avenue 
Rosemead, California 91770 

Homogeneous 
Material # 

Material 
Description 

Material Location 
Estimated 
Quantity 

ConditionA TypeB Friable 
Percent 

Damaged 
Sample Number Sample Location Analytical Results 

Portable P28C 

1  

Blue sheet 
flooring and 

glue 
(on wood) 

Room P28, 
Restroom 1 and 2 

920 
Square 

Feet 
G Misc.  Yes 0 

2302210029RK-01 Room P28, southwest  
Layers 1 & 2: 

NADD 

2302210029RK-02 Restroom 2, north  Layers 1 & 2: NAD 

2302210029RK-03 Restroom 1, northwest Layers 1 & 2: NAD 

2 
Vinyl 

baseboard 
adhesive  

Walls and cabinets 
of Room P28, 

Restroom 1 and 2 

160 
Linear 
Feet 

G Misc.  No 0 

2302210029RK-04 Room P28, south wall NAD 

2302210029RK-05 Restroom 2, north wall NAD 

2302210029RK-06 
North wall of Restroom 1 at 

sink area 
NAD 

3 
FRP adhesive 
(on drywall)  

Walls of  
Restrooms 1 and 2 

500 
Square 

Feet 
G Misc.  No 0 

2302210029RK-07 Restroom 2, west wall NAD 

2302210029RK-08 Restroom 1, west wall NAD 

2302210029RK-09 Restroom 1, west wall NAD 

4  

Drywall with 
fiberboard 
adhesive  
(no joint 

compound) 

Behind fiberboard 
walls of Room P28 

Behind FRP of  
Restrooms 1 and 2 

1,600 
Square 

Feet 
G Misc.  Yes 0 

2302210029RK-10 
Room P28, north wall, 

above drop ceiling  
NAD 

2302210029RK-11 
Room P28, south wall, 

above drop ceiling 
NAD 

2302210029RK-12 
Restroom 2, east wall, 

above drop ceiling 
NAD 

Note: This table must be used in conjunction with the entire report. This document is not to be used for contract bidding and is intended to be used to identify 
asbestos-containing materials and their locations only. 

 
Sampling results begin on the next page. 

 

 
A G = Good; D = Damaged; SD = Severely Damaged 
B Misc. = Miscellaneous; Surf. = Surfacing; TSI = Thermal System Insulation 
C NOTE: 1) Fiberglass insulation above drop ceilings and in wall cavities. 2) Fiberboard walls. 3) Metal roofs. 4) No window putty identified. 
D NAD = No Asbestos Detected. 
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POLARIZED LIGHT MICROSCOPY (PLM) ANALYSIS DATA 
Encinita Elementary School 

4515 Encinita Avenue 
Rosemead, California 91770 

Homogeneous 
Material # 

Material 
Description 

Material Location 
Estimated 
Quantity 

ConditionE TypeF Friable 
Percent 

Damaged 
Sample Number Sample Location Analytical Results 

Portable P28 

5  

2’x4’ Fissured 
ceiling panel 

(suspended, no 
glue) 

Room P28, 
Restroom 1 and 2 

920 
Square 

Feet 
G Misc.  Yes 0 

2302210029RK-13 Room P28, northwest  NADG 

2302210029RK-14 Room P28, southwest NAD 

2302210029RK-15 Restroom 2, west  NAD 

6  
Caulking/ 

mastic with 
coating  

Throughout rooftop 
on metal, roof jacks 

and caulking on 
gutter  

1,000 
Square 

Feet 
G Misc.  No 0 

2302210029RK-16 
Northeast at penetration 

screw 
NAD 

2302210029RK-17 East at roof jack NAD 

2302210029RK-18 North at penetration screw NAD 

2302210029RK-19 Northeast at gutter NAD 

7  Caulking  
At sinks and toilets 

of Restroom 1 and 2 

1 
Square 

Feet 
G Misc.  No 0 

2302210029RK-20 Restroom 1, at sink NAD 

2302210029RK-21 Restroom 1, at toilet NAD 

2302210029RK-22 Restroom 2, at sink NAD 

8  Concrete Room P28 ramp  
300 

Square 
Feet 

G Misc.  No 0 

2302220037RK-41 East NAD 

2302220037RK-42 Northeast  NAD 

2302220037RK-43 Northwest NAD 

9  Fire-rated door  Restrooms 1 and 2  
2 

Total  
G Misc.  Yes 0 --- --- Assumed 

Note: This table must be used in conjunction with the entire report. This document is not to be used for contract bidding and is intended to be used to identify 
asbestos-containing materials and their locations only. 

 
Sampling results begin on the next page 

 
E G = Good; D = Damaged; SD = Severely Damaged 
F Misc. = Miscellaneous; Surf. = Surfacing; TSI = Thermal System Insulation 
G NAD = No Asbestos Detected. 
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POLARIZED LIGHT MICROSCOPY (PLM) ANALYSIS DATA 
Encinita Elementary School 

4515 Encinita Avenue 
Rosemead, California 91770 

Homogeneous 
Material # 

Material 
Description 

Material Location 
Estimated 
Quantity 

ConditionH TypeI Friable 
Percent 

Damaged 
Sample Number Sample Location Analytical Results 

Portable P29J 

10  
Carpet glue 
(on wood)  

Room P29 
920 

Square 
Feet 

G Misc.  No 0 

2302210029RK-23 Northeast  NADK 

2302210029RK-24 Southeast  NAD 

2302210029RK-25 Northwest NAD 

11  
Vinyl 

baseboard 
adhesive  

Room P29 
120 

Linear 
Feet 

G Misc.  No 0 

2302210029RK-26 East wall NAD 

2302210029RK-27 North wall NAD 

2302210029RK-28 South wall NAD 

12  

Drywall with 
fiberboard 
adhesive  
(no joint 

compound) 

Behind fiberboard 
walls of Room P29 

1,200 
Square 

Feet 
G Misc.  Yes 0 

2302210029RK-29 
West wall, above drop 

ceiling  
NAD 

2302210029RK-30 
East wall, above drop 

ceiling  
NAD 

2302210029RK-31 
South wall, above drop 

ceiling  
NAD 

13  

2’x4’ Fissured 
ceiling panel 

(suspended, no 
glue) 

Room P29 
920 

Square 
Feet 

G Misc.  Yes 0 

2302210029RK-32 Northwest  NAD 

2302210029RK-33 Northeast NAD 

2302220037RK-34 South NAD 

Note: This table must be used in conjunction with the entire report. This document is not to be used for contract bidding and is intended to be used to identify 
asbestos-containing materials and their locations only. 

 
Sampling results begin on the next page 

 
H G = Good; D = Damaged; SD = Severely Damaged 
I Misc. = Miscellaneous; Surf. = Surfacing; TSI = Thermal System Insulation 
J NOTE: 1) Fiberglass insulation above drop ceilings and in wall cavities. 2) Fiberboard walls. 3) Metal roofs. 4) No window putty identified. 5) No fire-rated doors in P29. 
K NAD = No Asbestos Detected. 
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POLARIZED LIGHT MICROSCOPY (PLM) ANALYSIS DATA 
Encinita Elementary School 

4515 Encinita Avenue 
Rosemead, California 91770 

Homogeneous 
Material # 

Material 
Description 

Material Location 
Estimated 
Quantity 

ConditionL TypeM Friable 
Percent 

Damaged 
Sample Number Sample Location Analytical Results 

Portable P29 

14  
Caulking/ 

mastic with 
coating  

Throughput metal 
rooftop and gutters 

1,000 
Square 

Feet 
G Misc.  No 0 

2302210029RK-35 Southeast at gutter NADN 

2302210029RK-36 
Southwest at penetration 

screw 
NAD 

2302210029RK-37 
Northwest at penetration 

screw 
NAD 

15  Coating  
On wood ramp of 

Room P29 

90 
Square 

Feet 
G Surf.  No <1 

2302210029RK-38 North NAD 

2302210029RK-39 North  NAD 

2302210029RK-40 North  NAD 

Note: This table must be used in conjunction with the entire report. This document is not to be used for contract bidding and is intended to be used to identify 
asbestos-containing materials and their locations only. 

 
Sampling results begin on the next page 

 
L G = Good; D = Damaged; SD = Severely Damaged 
M Misc. = Miscellaneous; Surf. = Surfacing; TSI = Thermal System Insulation 
N NAD = No Asbestos Detected. 
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POLARIZED LIGHT MICROSCOPY (PLM) ANALYSIS DATA 
Encinita Elementary School 

4515 Encinita Avenue 
Rosemead, California 91770 

Homogeneous 
Material # 

Material 
Description 

Material Location 
Estimated 
Quantity 

ConditionO TypeP Friable 
Percent 

Damaged 
Sample Number Sample Location Analytical Results 

CampusQ 

16  Asphalt paving  

Area 1: 
(Area surrounding 
Portables P28 & 

P29) 

3,500 
Square 

Feet 
G Misc.  No 0 

2302220029RK-44 Southeast  NADR 

2302220029RK-45 Southwest  NAD 

2302220029RK-46 Northwest  NAD 

2302220029RK-47 
North between Portables 

P28 & P29 
NAD 

2302220029RK-48 Northeast  NAD 

17  
Concrete 
footing 

Area 1: 
South at fence 

footing  
(Area surrounding 
Portables P28 & 

P29) 

12 
Square 

Feet 
G Misc.  No 0 

2302220029RK-49 Southeast  NAD 

2302220029RK-50 South NAD 

2302220029RK-51 Southwest  NAD 

18  Concrete 

Area 1: 
Walkway between 
Portables P26 & 

P27  
(Area surrounding 
Portables P28 & 

P29) 

150 
Square 

Feet 
G Misc.  No 0 

2302220029RK-52 
Southwest of P27 on 

walkway 
NAD 

2302220029RK-53 West of P27 on walkway NAD 

2302220029RK-54 East of P26 on walkway  NAD 

Note: This table must be used in conjunction with the entire report. This document is not to be used for contract bidding and is intended to be used to identify 
asbestos-containing materials and their locations only. 

 
Sampling results begin on the next page 

 
O G = Good; D = Damaged; SD = Severely Damaged 
P Misc. = Miscellaneous; Surf. = Surfacing; TSI = Thermal System Insulation 
Q NOTE: 1) Wood chips at base of Areas 4 and 5 Playgrounds. 
R NAD = No Asbestos Detected. 
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POLARIZED LIGHT MICROSCOPY (PLM) ANALYSIS DATA 
Encinita Elementary School 

4515 Encinita Avenue 
Rosemead, California 91770 

Homogeneous 
Material # 

Material 
Description 

Material Location 
Estimated 
Quantity 

ConditionS TypeT Friable 
Percent 

Damaged 
Sample Number Sample Location Analytical Results 

Campus 

19  Concrete 

Area 2:  
Walkway and curb 
(Area northwest of 
Building C MPR) 

100 
Square 

Feet 
G Misc.  No 0 

2302220029RK-55 North at curb NADU 

2302220029RK-56 North at walkway  NAD 

2302220029RK-57 Northeast walkway  NAD 

20  Asphalt paving 
Area 2:  

(Area northwest of 
Building C MPR) 

250 
Square 

Feet 
G Misc.  No <1 

2302220029RK-58 North  NAD 

2302220029RK-59 Southeast  NAD 

2302220029RK-60 South NAD 

21  Concrete  

Area 3:  
Walkway 

(Area between 
Restroom Building 
and Staff Restroom 

Building) 

200 
Square 

Feet 
G Misc.  No 0 

2302220029RK-61 Southwest  NAD 

2302220029RK-62 Northwest  NAD 

2302220029RK-63 North  NAD 

22  Concrete curb 

Area 4:  
Southwest 
Playground 

(at perimeter of 
playground) 

320 
Square 

Feet 
G Misc.  No <1 

2302220029RK-64 Southeast  NAD 

2302220029RK-65 Northeast  NAD 

2302220029RK-66 
Southwest at perimeter of 

playground curb  
NAD 

Note: This table must be used in conjunction with the entire report. This document is not to be used for contract bidding and is intended to be used to identify 
asbestos-containing materials and their locations only. 

 
Sampling results begin on the next page 

 
S G = Good; D = Damaged; SD = Severely Damaged 
T Misc. = Miscellaneous; Surf. = Surfacing; TSI = Thermal System Insulation 
U NAD = No Asbestos Detected. 
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POLARIZED LIGHT MICROSCOPY (PLM) ANALYSIS DATA 
Encinita Elementary School 

4515 Encinita Avenue 
Rosemead, California 91770 

Homogeneous 
Material # 

Material 
Description 

Material Location 
Estimated 
Quantity 

ConditionV TypeW Friable 
Percent 

Damaged 
Sample Number Sample Location Analytical Results 

Campus 

23  Asphalt paving 

Area 4:  
Southwest 
Playground 

(Paving north of 
playground) 

500 
Square 

Feet 
G Misc.  No 0 

2302220029RK-67 Northeast NADX 

2302220029RK-68 North NAD 

2302220029RK-69 Northwest  NAD 

24  
Concrete 

walkway and 
curb 

Area 5:  
Playground 

(North of Building H 
Classrooms 19 & 

20) 

980 
Square 

Feet 
G Misc.  No 0 

2302220029RK-70 
North at walkway to main 

entry of campus 
NAD 

2302220029RK-71 
North at walkway to 

playground entry 
NAD 

2302220029RK-72 
Walkway west of 

playground 
NAD 

2302220029RK-73 
Curb at southwest section 

of playground 
NAD 

25  Asphalt paving 

Area 5:  
Playground 

(North of Building H 
Classrooms 19 & 

20) 

500 
Square 

Feet 
G Misc.  No 0 

2302220029RK-74 West of playground NAD 

2302220029RK-75 West of playground NAD 

2302220029RK-76 Southwest playground NAD 

Note: This table must be used in conjunction with the entire report. This document is not to be used for contract bidding and is intended to be used to identify 
asbestos-containing materials and their locations only. 

 

The remainder of this page is blank.

 
V G = Good; D = Damaged; SD = Severely Damaged 
W Misc. = Miscellaneous; Surf. = Surfacing; TSI = Thermal System Insulation 
X NAD = No Asbestos Detected. 
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Note: This table must be used in conjunction with the entire report. This document is not to be used for contract bidding 
and is intended to be used to identify other hazardous materials and their locations only. 

 
 

IV. FINDINGS 
 

EE conducted a limited asbestos inspection of the Northeast Campus, Playgrounds and 
Portables 28 & 29 at Encinita Elementary School located at 4515 Encinita Avenue, 
Rosemead, California.  
 
Thirty-one (31) homogeneous material groups were identified during the visual property 
inspection.  Seventy-six (76) samples of suspect asbestos-containing materials were 
collected and delivered to AmeriSci of Carson, CA for analysis. The homogeneous area 
and sampling results are listed on the table in Section III.  
 
The analytical data revealed that the following materials contain asbestos or other 
hazardous material: 
 
Portables: 
 

 Fire-rated doors: The fire-rated doors located at Portable P28: Restrooms 1 and 
2 are presumed asbestos content. 

 PCB-containing Ballast: The light ballast located Portables P28 & P29 the light 
fixtures are assumed to be PCB-containing. 

 

HAZARDOUS MATERIALS 
Encinita Elementary School 

4515 Encinita Avenue 
Rosemead, California 91770 

Homogeneous 
Material # Material Description Material Location 

Estimate 
Quantity 

Portable P28 

26  
PCB-containing light ballasts 

(assumed) 
Room P28, Restrooms 1 and 2 

12 
Total  

27  
Mercury-containing fluorescent 

light tubes/bulbs (assumed) 
Room P28, Restrooms 1 and 2 

24 
Total  

28  
Freon-containing HVAC units 

(assumed) 
Exterior south wall  

1 
Total  

Portable P29 

29  
PCB-containing light ballasts 

(assumed) 
Room P29 

12 
Total  

30  
Mercury-containing fluorescent 

light tubes/bulbs (assumed) 
Room P29 

24 
Total  

31  
Freon-containing HVAC units 

(assumed) 
Exterior south wall  

1 
Total  
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Portables (continued): 

 Mercury-containing Fluorescent Light Tubes:  The fluorescent light tubes located 
throughout Portables P28 & P29 are assumed to be mercury containing. 

 Freon-containing HVAC units:  The HVAC units located at exterior south walls of 
Portables P28 & P29 are assumed to contain Freon.  

V. CONCLUSIONS/RECOMMENDATIONS 

Normally, asbestos-containing material found to be in good condition is not considered a 
hazard, unless it is disturbed.  Prior to the start of any activity, such as remodeling, 
demolition, or renovation that might disturb these materials, a Certified Asbestos 
Consultant should be contracted to design and monitor the project.  A California-licensed 
asbestos contractor should be hired to complete the asbestos abatement procedures. 

If you have any questions, please call Mr. Tim Galeana at 626-441-7050.  We are glad 
we could be of service to you. 

VI. DISCLAIMER/REPORT LIMITATIONS 
 

All reports and recommendations are based on conditions and practices observed and 
information made available to Executive Environmental (EE) by the client and the 
designated sites/facilities on the days sampling was conducted.  This report does not 
purport to set forth all hazards, nor to indicate that other hazards do not exist.  No 
responsibility is assumed by EE for the control or correction of conditions or practices 
existing at the facilities, or at any other premises surveyed by EE, for and on the behalf 
of the client.  Services provided by EE shall be governed by the standard of practice for 
professional services measured at the time those services are rendered. 
 
All information contained in this report is proprietary and limited to the scope of services, 
parameters of the analytical methods used and the conditions present at the time of this 
inspection.  Any references to quantities are considered estimates and are not to be 
construed as actual.   
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