ROSEMEAD SCHOOL DISTRICT

JANSON ELEMENTARY SCHOO
EXTERIOR PAINT AND MISC. COSMETIC REPAIRS AT ENTIRE SITE
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ALL WORK SHALL CONFORM TO THE MINIMUM STANDARDS OF THE 2019 CALIFORNIA BUILDING CODE, PART 1 AND 2, TITLE 24
C.C.R. AND ANY OTHER REGULATING AGENCIES WHICH HAVE AUTHORITY OVER ANY PORTION OF THE WORK, INCLUDING THE
STATE OF CALIFORNIA, DIVISION OF INDUSTRIAL SAFETY AND THOSE CODES AND STANDARDS LISTED IN THE NOTES AND
SPECIFICATIONS.

DO NOT SCALE THE CONSTRUCTION DOCUMENTS. DIMENSIONS SHALL TAKE PRECEDENCE OVER GRAPHIC SCALES SHOWN
ON THE DRAWINGS. TYPICAL DETAILS & GENERAL NOTES ARE MINIMUM REQUIREMENTS TO BE USED WHEN CONDITIONS ARE
NOT SHOWN OTHERWISE. IF ADDITIONAL DIMENSIONS ARE REQUIRED, CONTRACTOR SHALL NOTIFY THE ARCHITECT IN
WRITING. WORK WITHIN THE AREA OF DISCREPANCY OR CONFLICT SHALL NOT PROCEED UNTIL GIVEN SUCH NOTICE BY THE
ARCHITECT TO RESUME CONSTRUCTION.

SPECIFIC NOTES & DETAILS ON DRAWINGS SHALL TAKE PRECEDENCE OVER GENERAL NOTES & TYPICAL DETAILS. WHERE NO
DETAILS ARE SHOWN, CONSTRUCTION SHALL CONFORM TO SIMILAR WORK ON THE PROJECT.

WHERE REFERENCE IS MADE TO VARIOUS TEST STANDARDS FOR MATERIALS, SUCH STANDARDS SHALL BE THE LATEST
EDITION AND/OR ADDENDUM.

THIS SHEET IS ONE OF A SET OF DOCUMENTS WHICH INCLUDES, BUT IS NOT LIMITED TO, DRAWINGS, SPECIFICATIONS &
ADDENDA ADDRESSING ALL TRADES. FULLY COORDINATE ARCHITECTURAL, STRUCTURAL, ELECTRICAL, AND/OR MECHANICAL
DRAWINGS, DETAILS & SPECIFICATIONS (WHEN APPLICABLE) TO ASCERTAIN THE FULL SCOPE OF THE WORK. IT SHALL BE THE
RESPONSIBILITY OF THE GENERAL CONTRACTOR TO FURNISH COMPLETE SET OF CONSTRUCTION DOCUMENTS TO ALL
BIDDERS. ALL BIDDERS SHALL REVIEW THE FULL SET OF CONSTRUCTION DOCUMENTS PRIOR TO SUBMITTING BIDS FOR THE
WORK. ANY INCONSISTENCIES OR CONFLICTING INFORMATION INCORPORATED INTO THE CONTRACT DOCUMENTS SHALL BE
IMMEDIATELY BROUGHT TO THE ATTENTION OF THE ARCHITECT FOR CLARIFICATIONS AND/OR ADJUSTMENTS BEFORE
COMMENCING WORK.

WHERE APPLICABLE, REFER TO THE PROJECT SPECIFICATION MANUAL FOR INFORMATION NOT COVERED BY THESE GENERAL
NOTES OR THE DRAWINGS. INFORMATION GIVEN IN ONE PORTION OF THE CONTRACT DOCUMENTS SHALL BE CONSIDERED TO
BE GIVEN IN ALL CONTRACT DOCUMENTS.

THE DRAWINGS & SPECIFICATIONS REPRESENT THE FINISHED STRUCTURE(S) OR MODIFICATION TO AN EXISTING STRUCTURE.

THEY DO NOT INDICATE THE METHOD OF CONSTRUCTION.

THE GENERAL CONTRACTOR SHALL VERIFY ALL DIMENSIONS & SITE CONDITIONS BEFORE STARTING WORK. DIMENSIONS ARE
NOT ADJUSTABLE WITHOUT THE REVIEW & CLARIFICATION OF THE ARCHITECT UNLESS NOTED AS (+/-) PLUS/MINUS OR (FIELD)
VERIFY. THE ARCHITECT SHALL BE NOTIFIED OF ANY DISCREPANCY BEFORE PROCEEDING WITH WORK.

ALL INFORMATION SHOWN ON THE DRAWINGS RELATIVE TO EXISTING CONDITIONS IS GIVEN AS REPRESENTING THE BEST
INFORMATION CURRENTLY AVAILABLE, BUT WITHOUT GUARANTEE OF ACCURACY. THE CONTRACTOR & SUBCONTRACTOR
SHALL CAREFULLY EXAMINE THE SITE, COMPARE THE CONSTRUCTION DOCUMENTS WITH THE EXISTING CONDITIONS, BE
RESPONSIBLE FOR ACCURACY OF ALL DIMENSIONS & THOROUGHLY FAMILIARIZE HIMSELF/HERSELF WITH THE SCOPE OF
WORK. BY THE ACT OF SUBMITTING A BID THE CONTRACTOR SHALL BE DEEMED TO HAVE MADE SUCH AN EXAMINATION,
HAVE ACCEPTED THE CONDITIONS & HAVE INCLUDED ALL RELATED SITE/BUILDING(S) CONDITION COST IN HIS/HER BID.

NO PART OF THESE CONTRACT DOCUMENTS SHALL BE CONSIDERED AS REQUIRING OR PERMITTING ANY WORK CONTRARY
TO THE REQUIREMENTS OF ANY CODE REGULATION OR ORDINANCE WHICH HAS JURISDICTION OVER THE WORK.

ALL SYMBOLS & ABBREVIATIONS USED ON THE DRAWINGS ARE CONSIDERED TO BE CONSTRUCTION STANDARDS
ABBREVIATION OR SYMBOLS. IF THE CONTRACTOR HAS A QUESTION REGARDING THE SAME OR THEIR EXACT MEANING, THE
ARCHITECT SHALL BE NOTIFIED FOR CLARIFICATION.

THE CONTRACTOR SHALL PROVIDE ALL MEASURES NECESSARY TO PROTECT THE STRUCTURE(S) DURING CONSTRUCTION.
THE CONTRACTOR SHALL PROVIDE TEMPORARY BRACES, SHORES & GUYS REQUIRED TO SUPPORT ALL LOADS TO WHICH
THE BUILDING STRUCTURE & COMPONENTS, ADJACENT SOILS OR STRUCTURES, UTILITIES & RIGHT-OF-WAYS MAY BE
SUBJECTED DURING CONSTRUCTION.

IN ACCORDANCE WITH GENERALLY ACCEPTED CONSTRUCTION PRACTICE, THE CONTRACTOR SHALL ASSUME SOLE &
COMPLETE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF CONSTRUCTION OF THE PROJECT,
INCLUDING SAFETY OF ALL PERSONS & PROPERTY ACCORDING TO THE REQUIREMENTS OF THE FEDERAL OCCUPATIONAL
SAFETY AND HEALTH ADMINISTRATION (OSHA) & CALIFORNIA OCCUPATIONAL REGULATIONS. THIS STIPULATION SHALL BE
CONSIDERED TO BE CONTINUOUS & NOT LIMITED TO NORMAL WORKING HOURS. THE CONTRACTOR SHALL INDEMNIFY & HOLD
DESIGN PROFESSIONALS, INSPECTORS, ET AL., HARMLESS FROM ANY & ALL LIABILITY, REAL OR ALLEGED, IN CONNECTION
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WITH THE PERFORMANCE OF WORK ON THE PROJECT, EXCEPTING LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE
DESIGN.

THE DESIGN TEAM SHALL NOT HAVE CONTROL OR CHARGE OF & SHALL NOT BE RESPONSIBLE FOR CONSTRUCTION MEANS,
METHODS, TECHNIQUES, SEQUENCES OR PROCEDURES, OR FOR SAFETY PRECAUTIONS & PROGRAMS IN CONNECTION WITH
THE WORK, THE ACTS OR OMISSIONS OF THE WORK, OR FOR THE FAILURE OF ANY OF THEM TO CARRY OUT THE WORK IN
ACCORDANCE WITH THE CONTRACT DOCUMENTS, APPLICABLE CODES AND STANDARDS.

CONTRACTOR SHALL PROVIDE CONSTRUCTION BARRICADES OR PROTECTIVE DEVICES OF SUFFICIENT HEIGHT & MAGNITUDE
AS TO PREVENT ANY PERSONS OF ANY AGE FROM ACCIDENTALLY ENTERING THE WORK AREA. PROVIDE TEMPORARY
PASSAGEWAYS AS REQUIRED. YELLOW TAPE BARRICADES SHALL NOT BE ALLOWED AT THESE SITES.

DELIVERY OF MATERIALS TO THE CONSTRUCTION ZONE & REMOVAL OF WASTE FROM THE SITE SHALL BE COORDINATED
WITH THE DISTRICT FOR AN ACCEPTABLE ACCESS ROUTE & SCHEDULE. USE OF THE AREA OUTSIDE THE CONSTRUCTION
ZONE SHALL NOT BE ALLOWED UNDER ANY CIRCUMSTANCES WITHOUT CLEARANCE FROM THE SCHOOL DISTRICT OR THE
OWNER'S AUTHORIZED REPRESENTATIVE.

CONTRACTOR SHALL INVESTIGATE THE SITE DURING CLEARING & EARTHWORK OPERATIONS, AS MAY BE REQUIRED BY THE
SCOPE OF THE WORK, FOR FILLED EXCAVATIONS OR BURIED STRUCTURES, SYSTEMS, UTILITIES OR FOUNDATIONS, ETC. IF
ANY SUCH STRUCTURES ARE FOUND, THE ARCHITECT SHALL BE NOTIFIED IMMEDIATELY.

IN DEMOLITION OF EXISTING BUILDINGS, WORK SHALL NOT BE PERFORMED IN AREA CONTAMINATED BY MATERIALS MADE OF
ASBESTOS &/OR LEAD UNTIL THE ASBESTOS AND/OR LEAD MATERIALS HAVE BEEN REMOVED OR ENCAPSULATED BY THE
CONTRACTOR. IF ASBESTOS OR LEAD IS ENCOUNTERED, NOTIFICATION SHALL BE GIVEN PER SPECIFICATIONS.

IT SHALL BE THE RESPONSIBILITY OF THE GENERAL CONTRACTOR TO ENSURE SHOP DRAWINGS, PRODUCT LITERATURE,
PRODUCT SAMPLES, ETC. ARE SUBMITTED TO THE ARCHITECT IN A TIMELY MANNER SO AS NOT TO IMPACT THE
CONSTRUCTION SCHEDULE.

ALL DISSIMILAR METALS SHALL BE EFFECTIVELY ISOLATED FROM EACH OTHER TO PREVENT MOLECULAR BREAKDOWN.

CONTRACTOR SHALL REVIEW THE CONSTRUCTION DOCUMENTS BEFORE PERFORMING THE WORK SHOWN ON THE
CONSULTING ENGINEER'S DRAWINGS (WHEN APPLICABLE). DISCREPANCIES BETWEEN THE ARCHITECTURAL & CONSULTING
ENGINEER'S DRAWINGS SHALL BE BROUGHT TO THE ARCHITECT'S ATTENTION FOR CLARIFICATION & DIRECTION.
CONSTRUCTION INSTALLED IN CONFLICT WITH THE CONSTRUCTION DOCUMENTS SHALL BE CORRECTED BY THE
CONTRACTOR AT NO EXPENSE TO THE DISTRICT.

INSTALL ALL EQUIPMENT COMPLETELY AS REQUIRED AND/OR AS RECOMMENDED BY THE MANUFACTURER, INCLUDING ALL
NECESSARY UTILITY CONNECTIONS, TO MAKE THE EQUIPMENT FULLY OPERATIONAL.

TRADE NAMES & MANUFACTURERS REFERRED TO ARE FOR QUALITY STANDARDS ONLY. SUBSTITUTION WILL BE PERMITTED
AS APPROVED BY THE SCHOOL DISTRICT OR ARCHITECT OF RECORD. CONTRACTOR SHALL STIPULATE THAT ALL PROPOSED
SUBSTITUTIONS ARE EQUAL IN PERFORMANCE & COMPLY WITH THE APPLICABLE CODES & REGULATIONS. SUBSTITUTIONS OF
ALTERNATE MATERIALS OR SYSTEMS SHALL BE AT NO ADDITIONAL COST TO THE DISTRICT.

GENERAL CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR THE COORDINATION OF THE VARIOUS TRADES PERFORMING
THE WORK. CONTRACTOR SHALL SUBMIT FOR REVIEW A COMPLETE COORDINATION SCHEDULE ILLUSTRATING THE EXTENT &
THE POSITION OF EACH SCOPE OF WORK TO AVOID CONFLICT & TO MAINTAIN REQUIRED SERVICE ACCESS & CODE REQUIRED
CLEARANCES.
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TYP.

TYP.

TYP.

PARTIAL TYPICAL CLASSROOM ELEVATION

4

SCALE: NT.S.

4 |TYP.

BUILDING "C" - WEST ELEVATION

3

SCALE: NT.S.

#| KEYNOTES

1. PORTION OF (E) EXTERIOR WALLS EXCLUDED FROM THE SCOPE OF WORK.
PROTECT IN PLACE

2. ALL (E) BRONZE ANODIZED METAL WINDOWS ON SITE TO BE PAINTED (SPRAY)
BLACK INCLUDING ALL SPANDREL PANELS.

3. ALL (E) EXTERIOR DOORS AND FRAMES TO BE PAINTED. PROVIDE EXTERIOR
DOOR BRANDING PER DETAIL: /_

4. EXTERIOR WALL TO BE PAINTED PER SPEC.

________________ —

5. ALL (E) BRONZE ANODIZED METAL WINDOWS ON SITE TO BE PAINTED (SPRAY)
BLACK INCLUDING ALL SPANDREL PANELS.

6. ALL EXISTING CANOPY STEEL POSTS AND SADDLE CONNECTION TO BEAM TO BE
PAINTED JANSON ACCENT COLOR PER SPEC

7. ALL EXISTING CANOPY BEAMS TO BE PAINTED JANSON ACCENT COLOR PER
PAINT SPEC
PER SPEC

9. PROVIDE (N) BUILDING IDENTIFICATION SIGNAGE TO MATCH (E) TEXT FONT,
COLOR. "ADMINISTRATION" CHARACTERS SHALL BE EVENLY DISTRIBUTED ALONG
THE ENTIRE HEIGHT OF THE DOOR FRAME WITHOUT EXCEEDING THE DOOR
FRAME HEIGHT

I
I
I
I
I
I
I
: T I 8. FASCIA BOARD AND SHT. MTL. FLASHING TO BE PAINTED JANSON ACCENT COLOR
I
I
I
I
I
I
J

BUILDING "C" - WEST ELEVATION

2

SCALE: NT.S.

JANSON ==y scHoo,

C — — — — _— — 1

ADMINISTRATION] |

BUILDING "A” - SOUTH ELEVATION

0

SCALE: NT.S.

ELEVATIONS
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BUILDING LETTER
DESIGNATION

CLASSROOM NUMBER
DESIGNATION

NOTES:

- FONT: "STENCIL", 9: HIGH

- BACKGROUND BOX: 12" HIGH , ACCENT COLCR

BLDG. X - CLSRMS # - # i

ud
-Ila l'

- TEXT TO BE CENTERED ON ACCENT COLOR BACKGROUND BOX VERT. AND HORIZ.

@ (N) DISPLAY CASE AT (E) FIRE HOSE CABINET

SCALE: NTS.

(N) WOOD TRIM TO
MATCH (E) SIZE AND (E) PIPE TO BE CUT,
SHAPE PROVIDE CAP
FLUSH WITH
INTERIOR OPENING
PERIMETER

PROVIDE (N) 30" x 36"
i EXTERIOR GRADE, ANODIZED
i ALUM. LOCKABLE BULLETIN (E) CEMENT PLASTER:
BOARD WITH TEMPERED

PATCH AND REPAIR
GLASS (ARCO PRODUCTS OR

TO MATCH (E) FINISH
APPROVED EQUAL). MODIFY AND COLOR AS REQ'D
P (E) OPENING AS REQ'D.
(N) WOOD TRIM TO
MATCH (E) SIZE AND
SHAPE

PROVIDE CONT. BACKING
FASTENED TO (E) FRAMING
AS REQ'D. FOR (N) DISPLAY
EXERIOR FACE TO BE
FLUSH W/ (E) CEMENT
PLASTER FINISH; TYP.

(E) WOOD ACCESS
DOOR TO BE
REMOVED WHERE
OCCURS

~_—

(E) HINGES TO BE

REMOVED WHERE

OCCURS; TYP.

PROVIDE CONT. BACKING
FASTENED TO (E) FRAMING
AS REQ'D. FOR (N) DISPLAY

EXERIOR FACE TO BE
FLUSH W/ (E) CEMENT
PLASTER FINISH; TYP.

2!_6"

SECTION (PLAN, SIM.
(B

ELEVATION
®

SCALE: 112"=1'"-0"

@ (N) DISPLAY CASE AT (E) FIRE HOSE CABINET

TITLE 24- SIGNAGE REQUIREMENTS:

1. IDENTIFICATION SYMBOLS (CBC 1115B.6):

A. DOORWAYS LEADING TO MEN'S SANITARY FACILITIES SHALL BE IDENTIFIED BY AN
EQUILATERAL TRIANGLE, 1/4 INCH (6.4 mm) THICK WITH EDGES 12 INCHES (305 mm)
LONG AND A VERTEX POINTING UPWARD.

B. DOORWAYS LEADING TO WOMEN'S SANITARY FACILITIES SHALL BE IDENTIFIED BY
A CIRCLE, 1/4 INCH (6.4 mm) THICK WITH EDGES 12 INCHES (305 mm) IN DIAMETER.

C. DOORWAYS LEADING TO UNISEX SANITARY FACILITIES SHALL BE IDENTIFIED BY A
CIRCLED, 1/4 INCH (6.45 mm) THICK, 12 INCHES (305 mm) IN DIAMETER WITH A §
INCH (6.4 mm) THICK TRIANGLE SUPERIMPOSED ON THE CIRCLE AND WITHIN THE
12-INCH (305 mm) DIAMETER.

D. GEOMETRIC SYMBOLS SHALL BE CENTERED ON THE DOOR AT A HEIGHT OF 60
INCHES (1524 mm) AND THEIR COLOR AND CONTRAST SHALL BE DISTINCTLY
DIFFERENT FROM THE COLOR AND CONTRAST OF THE DOOR.

NOTES:

1. THERE SHALL BE SIGNS ON BOTH SIDES OF
RESTROOMS DOORS OF BOY'S AND GIRL'S
RESTROOMS FOR ELEMENTARY SCHOOLS

2. CONTRAST 70% LIGHT DARK SIGN/DOOR

1C (1D
/ TYP.
1A|1B|1C(ID——
TYP.

FOR UNISEX ROOM

1B|1D

\ TYP.
1A 1D
/ TYP.

~

N

FOR BOY'S/ MEN'S ROOM

FOR GIRL'S/ WOMEN'S ROOM

SCALE: | 172"=]'"-@"

@ RESTROOM DOOR MOUNTED SIGN

,——1. TACTILE WALL ROOM SIGN RAISED
PICTOGRAM, TEXT & BRAILLE. SEE
3/A6.01

2. SEE PICTOGRAM RESTROOM DOOR
SIGN, NON TACTILE BELOW.

N 3. CONTRAST 70% LIGHT DARK
\ GEOMETRIC SIGN/ DOOR

FINISH FLOOR

@ DOOR MOUNTED SIGN AT RR.

SCALE: 172"=1"-@Q"

PAINT DOOR AND
ROOM #'S: 18" HIGH

ARIAL FONT, MATCH (E)
COLOR AND ANGLE OF —2
ROTATION

FINISH FLOOR

SCALE: 172"=1'"-0"

@ TYPICAL EXTERIOR SIGNAGE AT DOOR

DETAILS
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