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SCOPE OF WORK:

REPLACEMENT OF LOW SLOPE ROOFING

1. REMOVE AND DISPOSE OF ALL ROOFING, COUNTER FLASHING, COPING, EDGE METAL AND ASSOCIATED MATERIALS.
2. INSTALL R10 POLYISO AND 1/2" DENSDECK PRIME OR SECUROCK PER MANUFACTURERS WIND UPLIFT CALCULATIONS.

a. INSTALL CRICKETS BETWEEN ALL PARAPET WALL DRAINS PROVIDING POSITIVE SLOPE THROUGHOUT.

b. INSTALL TAPERED INSULATION BETWEEN INTERIOR DRAINS PROVIDING POSITIVE SLOPE THROUGHOUT.

1. CONTRACTOR IS RESPONSIBLE FOR THE DESIGN OF TAPER PLAN FOR APPROVAL BY DISTRICT.

3. INSTALL 2 PLY MODIFIED BITUMEN SYSTEM IN COLD APPLIED ASPHALT.
4. APPLY TITLE 24 REFLECTIVE COATING IN 2 COATS. (1.5+1.5 GAL PER SQUARE).
5. INSTALL R-MER EDGE COPING METAL IN 0.040 ALUMINUM AT PARAPET WALLS AND 0.040 ALUMINUM R-MER DRIP EDGE AT MONITOR ROOF SECTIONS.

a. INSTALL NAILERS AS NEEDED TO PROVIDE A MINIMUM 6" CLEARANCE AT BASE FLASHINGS.
6. CLEAN OFF ALL MASTIC/ASPHALT AND PAINT ALL CONDUIT PIPES, VENTS, AND HOODS WITH PYRAMIC TO ENSURE A CLEAN FINAL PROJECT. ALL CONDUIT TO BE SEALED AND REATTACHED WITH PROPER

COUPLINGS. LINES SHOULD BE STRAIGHT AND AS TIDY AS POSSIBLE. ANY COUPLINGS THAT CANNOT BE PROPERLY SEALED SHOULD BE BROUGHT TO DISTRICT ATTENTION.

PHONE (800) 321-9336 / FAX (216) 641-0633

O
g,
>
2
1
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S

7. ALL DRAINS TO RECEIVE NEW STRAINERS. ALAM E DA
8. AT END OF EVERY WORK DAY ENSURE THE WORK SITE AND SURROUNDING AREA IS FREE OF ANY DIRT AND DEBRIS. o

9. TEST ALL DRAINS AND DOWNSPOUT PRIOR TO CONSTRUCTION AND ONCE AGAIN AFTER COMPLETION. - U N I FI E D
10.  INSTALL NEW BILCO ROOF HATCH. g

11. ALL SUPPORT BLOCKS FOR CONDUITS AND GAS LINES TO RECEIVE NEW DURA-BLOCK SUPPORTS AND COUPLINGS. SC H OO L
12.  PROVIDE DISTRICT WITH 30 YEAR NDL WARRANTY FROM MANUFACTURER AND 4 YEAR CONTRACTOR WORKMANSHIP WARRANTY. D I STR I CT

DATE: 12-9-24

MODIFIED MEMBRANE
W/FIELD APPLIED COATING

BASE PLY

DWGBY: GCK | CHKBY: DC

ALAMEDA HIGH
SCHOOL

2200 Central Ave
Alameda, CA 94501

ALAMEDA HIGH SCHOOL - BLDG A
Alameda Unified School District
2200 CENTRAL AVE.. ALAMEDA, CA 94501

AGENT:DOUG CLARK

INTERPLY ADHESIVE

COVERBOARD
INSULATION
WOOD DECK

NOTE:
REFERENCE SPECIFICATION FOR
SURFACING, MEMBRANE ADHESIVE TYPE,
AND INSULATION/COVER BOARD TYPE
AND ATTACHMENT METHOD.

TYPICAL ROOF SYSTEM
/ A\ COATED SURFACE

\ 2/ SCALE: 3'=10"
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3800 EAST 91st STREET - CLEVELAND, OHIO 44105-2197
PHONE (800) 321-9336 / FAX (216) 641-0633

73’—8”

THE GARLAND COMPANY INC.

since 1895

122'-10"

S—

ROOF PLAN

DATE: 12-9-24

DWGBY: GCK | CHKBY: DC

ALAMEDA HIGH SCHOOL - BLDG A
Alameda Unified School District

2200 CENTRAL AVE., ALAMEDA, CA 94501

AGENT: DOUG CLARK

SYMBOL LEGEND
% 1. DRAIN, DTL N/5
O 2. SOIL STACK, DTL M/5
O 3. PIPE PENETRATION, DTL L/5
] 4. CURBJ/AIR STATION, DTL B/4
5. ROOF HATCH, DTL F/4
() 6. POWER VENT FAN, DTL D/4
7. RAISED METAL EDGE, DTL G/4
8. HEAT STACK, DTL E/4
[C] 9. VENT CURB, DTL H/5
10. PIPE PORTAL, DTL J/5
11.  EQUIPMENT SUPPORT, DTL C/4
12. SCUPPER, DTL P/6
13.  SCUPPER - OVERFLOW, DTL Q/6
14.  SCUPPER THROUGH ROOF EDGE, DTL T/6
15.  WALL FLASHING, DTL S/6
16.  WINDOW SILL FLASHING, DTL K/5
17. COPING CAP, DTL Q/6
NOTE:

CONTRACTOR IS RESPONSIBLE TO FIELD VERIFY
ALL DIMENSIONS, CONDITIONS AND QUANTITIES.

ALAMEDA
UNIFIED
SCHOOL
DISTRICT

ALAMEDA HIGH
SCHOOL

2200 Central Ave
Alameda, CA 94501
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DOWN OVER TOP OF CURB

SEALING MATERIAL—MUST BE

CONTINUOUS ON THE PERIMETER METAL COUNTERFLASHING

FASTENED 8" 0.C. [203MM]

BASE OF UNIT EXTENDS 1/2”
MINIMUM [13MM] BEYOND AND

SEALANT, REFERENCE SPECIFICATION

SCREW OR RIVET TO FLASHING

ATTACH NEW COUNTERFLASHING
W/S.S. RIVETS

SEALANT, REFERENCE SPECIFICATION
TERMINATION BAR FASTENED @ 8o.c.

MAX. [203mm] THROUGH BUTYL TAPE
CAP FLASHING PLY 9” MIN.

METAL EXHAUST
FAN COVER

FLASHING FASTENED
8" 0.C. [203MM]

METAL CAP SECURED 24" O.C.

WOOD NAILER NOMINAL RECEIVER ONLY . [228MM] ON FIELD (( [610MM] W/ FASTENERS
TERMINATION BAR FASTENED @ 8o.c. BASE FLASHING PLY 6” MIN. ¢ W/NEOPRENE WASHERS
MAX. [203mm] THROUGH BUTYL TAPE [152MM] ON FIELD CAP FLASHING PLY 9" MIN
FLASHING CAP FLASHING PLY 9” MIN. 8 MIN MODIFIED MEMBRANE [228MM] ON FIELD — TERMINATE
RECEIVER [228MM] ON FIELD — TERMINATE [203WM] BASE PLY AT TOP OF CURB, BUT DO NOT
y AT TOP OF NAILER, BUT DO NOT TURN OVER TOP
TURN OVER TOP BASE FLASHING PLY 6” MIN.
BASE FLASHING PLY 6" MIN. [152MM] ON FIELD — WRAP
g [152MM] ON FIELD — WRAP —— — UP AND OVER CURB
M UP AND OVER NAILERS _ MODIFIED MEMBRANE
MODIFIED MEMBRANE N\ BASE PLY
\B,‘ASE PLY — = ~ _\
\ 77222222227 2ZZ72222Z2Z2Z22Z2Z22
|H H| S : WOOD DECK L COVERBOARD
| | \ REFERENCE SPECIFICATION FOR SULATION —————
—_—— e e SURFACING, MEMBRANE ADHESIVE TYPE, CANT STRIP \WOOD DECK
\ AND INSULATION/COVER BOARD TYPE L COVERBOARD
AND ATTACHMENT METHOD.
WOOD DECK DS ESIIEI:?ENCE SPECIFICATION FOR INSULATION
INSULATION
NOTE: UNIT MOUNTING CURB m EQUIPMENT SUPPORT - EXISTING SURFACING, MEMBRANE ADHESIVE TYPE,
REFERENCE SPECIFICATION FOR CANT STRIP AND INSULATION/COVER BOARD TYPE
SURFACING, MEMBRANE ADHESIVE TYPE, W SCALE: 1%"=1-0" AND ATTACHMENT METHOD.
AND INSULATION/COVER BOARD TYPE
AND ATTACHMENT METHOD.
CURB DETAIL / AIR @ EXPAUST PAN
. 2 = =
/"8 HANDLING STATION C00F HATOH
EXTERIOR LOCK

W SCALE: 1%4"=1-0"

PROVISION

e

HEAT STACK TEMPERATURE APPROPRIATE
ELASTOMERIC SEALANT
DRAWBAND OR WELD

f

COUNTERFLASHING

COUNTERFLASHING
SEALANT, REFERENCE SPECIFICATION

FASTENER WITH NEOPRENE WASHER
THROUGH CONTINUOUS BUTYL TAPE

METAL EDGE SET IN ROOF
CEMENT, NAILED 3” 0.C. [76MM]
STAGGERED, PRIME METAL
FLANGE PRIOR TO STRIPPING
CAP FLASHING PLY 9” MIN.
[228MM] ON FIELD

BASE FLASHING PLY 6” MIN.
[152MM] ON FIELD

UMBRELLA TO STACK SEALANT, REFERENCE S~~~ 0 TERMINATION BAR FASTENED @ 87o.c. SEALANT, WOOD CANT NAILER, FASTEN
| SPECIFICATION MAX. [203mm] THROUGH BUTYL TAPE REFERENCE TO BLOCKING
UMBRELLA CAP FLASHING PLY 9" MIN. (MIN. 1.5" EMBEDMENT) SPECIFICATION MODIFIED MEMBRANE
——— (228MM] ON FIELD I CAP FLASHING PLY CONTINUOUS 4" MIN. BASE PLY
SET IN MASTIC, 11 I [152MM] ON FIELD BASE FLASHING PLY 6" 0.C. [152MM] INSULATION
8" MIN PRIME FLANGE MODIFIED MEMBRANE 8" MIN 6~ MIN. [152mm] ON FIELD _\
[203MM] BASE PLY [203MM] CANT STRIP 7z T T
MODIFIED MEMBRANE
BASE PLY 7 :
I
 ANMMNNINNNN N 77 7777 7 77777, A, MIN. —
\— WO0OD DECK
ey e \
N — N e f—— — — ~ “ s —
ANCHOR BY OTHERS EXTEND PLY OVER BLOCKING
WOOD DECK FASTEN 8" 0.C. [203MM]
SEAL GAP AROUND R COVERBOARD NOTE
W NOTE:
PIPES W/FOAM INSULATION NOTE: INSULATION REFERENCE SPECIFICATION FOR
NOTE: REFERENCE SPECIFICATION FOR WOOD DECK SURFACING, MEMBRANE ADHESIVE TYPE,
REFERENCE SPECIFICATION FOR SURFACING, MEMBRANE ADHESIVE TYPE, AND INSULATION/COVER BOARD TYPE
SURFACING, MEMBRANE ADHESIVE TYPE, AND INSULATION/COVER BOARD TYPE AND ATTACHMENT METHOD.
AND INSULATION/COVER BOARD TYPE AND ATTACHMENT METHOD.

AND ATTACHMENT METHOD.
/"E "\ HEAT STACK

\ 4/ SCALE: 14"=1-0"

/"F\ HATCH DETAIL

W SCALE: 1%4"=1-0"

/"6 METAL EDGE - RAISED

\ 4/ SCALE: 1'=10"

3800 EAST 91st STREET - CLEVELAND, OHIO 44105-2197
PHONE (800) 321-9336 / FAX (216) 641-0633

GARLAND

(

e

since 1895

& —|THE GARLAND COMPANY INC.

DATE: 12-9-24

CHKBY: DC

DWG BY: GCK

ALAMEDA HIGH SCHOOL -BLDG A
Alameda Unified School District

2200 CENTRAL AVE.. ALAMEDA, CA 94501

AGENT:DOUG CLARK
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ALAMEDA HIGH
SCHOOL

2200 Central Ave
Alameda, CA 94501

2| ReVISION:
m
i

OF 6

SHEET TITLE

DETAILS

SHEET NUMBER

Dwg: A3

Sheet: 4 of 6



baddicott
Text Box

ALAMEDA HIGH SCHOOL

2200 Central Ave
Alameda, CA 94501

baddicott
Text Box
DETAILS

baddicott
Text Box
Dwg: A3

Sheet: 4 of 6

baddicott
Rectangle

baddicott
Snapshot


PASSIVE AIR/VENT INTAKE

8" MIN
[203MM]

WOOD DECK—/

NOTE:

REFERENCE SPECIFICATION FOR

SURFACING, MEMBRANE ADHESIVE TYPE,

FLASHING FASTENED
8" 0.C. [203MM]

METAL CAP SECURED 12” 0.C.
[305MM] W/ FASTENERS &
NEOPRENE ‘WASHERS

CAP FLASHING PLY 9” MIN.
[228MM] ON FIELD — TERMINATE
AT TOP OF NAILER, BUT DO NOT
TURN OVER TOP

BASE FLASHING PLY 6" MIN.
[152MM] ON FIELD — WRAP
UP AND OVER NAILER
MODIFIED MEMBRANE

AND INSULATION/COVER BOARD TYPE
AND ATTACHMENT METHOD.

/1 PASSIVE AIR / VENT INTAKE

KBASE PLY

SHEET METAL ENCLOSURE —CROSSBREAK

8" MIN
[203MM]
— COVERBOARD
— AT NN NN
INSULATION
CANT STRIP
NOTE:

S

OR SLOPE FOR DRAINAGE
INSULATE VOID TO PREVENT CONDENSATION

SEALANT, REFERENCE SPECIFICATION
SHEET METAL OR FLEX-TUBE COLLAR

SLOPE PIPES DOWN AND AWAY FROM HOOD

EXISTING WINDOW FRAME

BACKER ROD AND SEALANT,
REFERENCE SPECIFICATION

TWO PIECE COUNTERFLASHING
SEALANT, REFERENCE SPECIFICATION
TERMINATION BAR FASTENED @ 87o.c.

REFERENCE SPECIFICATION FOR

WOOD DE&

3800 EAST 91st STREET - CLEVELAND, OHIO 44105-2197
PHONE (800) 321-9336 / FAX (216) 641-0633

A\ THE GARLAND COMPANY INC.

since 1895

\ 5/ SCALE: 13"=10"

PIPE PENETRATION - |

DRAWBAND OR WELD
UMBRELLA TO STACK

E

WATERTIGHT SHEET METAL

RAIN COLLAR OVERLAPPING
SOFT METAL JACK

PREPARE AND CLEAN 4

PIPE PRIOR TO
APPLYING FLASHING

T MIN.T

Y

SEAL GAP AROUND
PIPES W/FOAM

NOTE:
REFERENCE SPECIFICATION FOR

SURFACING, MEMBRANE ADHESIVE TYPE,

AND INSULATION/COVER BOARD TYPE

MIN. 4” CLEARANCE FROM PIPE TO TOP MAX. [203mm] THROUGH BUTYL TAPE
OF CURB; MIN. 2” BETWEEN PIPES (MIN. 1.5” EMBEDMENT)
METAL COUNTERFLASHING FASTENED 8” 0.C.
CAP FLASHING PLY
[203MM] W/NEOPRENE WASHERS - 9" MIN. [228mm] ON FIELD
SEALANT, REFERENCE SPECIFICATION BASE FLASHING PLY
MAX. [203mm] THROUGH BUTYL TAPE :
" 8” MIN CANT STRIP
CAP FLASHING PLY 9” MIN. [228MM] [203WM]
ON FIELD MODIFIED MEMBRANE
BASE FLASHING PLY 6” MIN. [152MM] BASE PLY
ON FIELD — WRAP UP AND OVER
NAILERS, FASTEN @ 8” 0.C. —————————————
I MODIFIED MEMBRANE 1.
%ASE PLY Yy
i
\ 2Z 227 2222
COVERBOARD
\ \ g INSULATION
L.
WOOD DECK
NOTE:
— COVERBOARD REFERENCE SPECIFICATION FOR
INSULATION SURFACING, MEMBRANE ADHESIVE TYPE,
AND INSULATION/COVER BOARD TYPE AND
CANT STRIP ATTACHMENT METHOD.

AND ATTACHMENT METHOD.

SEALANT, REFERENCE
SPECIFICATION
SPLIT SOFT METAL
ROOF JACK
SEALANT, REFERENCE
SPECIFICATION
CAP FLASHING PLY 9” MIN.
o [228MM] ON FIELD

BASE FLASHING PLY 6” MIN.
[152MM] ON FIELD

MODIFIED MEMBRANE
BASE PLY

I8
k
k
k
I}
1N
k
k
§
I

SURFACING, MEMBRANE ADHESIVE TYPE,
AND INSULATION/COVER BOARD TYPE

AND ATTACHMENT METHOD.

— COVERBOARD
INSULATION
WOOD DECK

SET SOFT METAL FLANGE
IN MASTIC, PRIME FLANGE
BEFORE STRIPPING

/"0 PIPE/TUBE PENETRATION - SPLIT JACK w/COLLAR

W SCALE: 14" = 1'-Q"

7/ "\ PIPE HOUSING

\5_J scAlE: 17'=10"

2”7 X 10" MINIMUM [51MM X 254MM]

/K WINDOW SILL FLASHING

\ 5/ SCALE: 14"=1-0"

ROLL DOWN FLASHING 1" MIN
[25MM] DOWN INTO PIPE

PLUMBING VENT STACK

SEALANT, REFERENCE
SPECIFICATION

CAP FLASHING PLY 9”
MIN. [305MM] ON FIELD

BASE FLASHING PLY 6” MIN.
[152MM] ON FIELD

MODIFIED MEMBRANE
BASE PLY

"\

12”7 MIN.
[305mm]
4” MIN.
[102mm]
@&
— = ==
SEAL GAP AROUND
PIPES W/FOAM §

NOTE:

REFERENCE SPECIFICATION FOR
SURFACING, MEMBRANE ADHESIVE TYPE,
AND INSULATION/COVER BOARD TYPE
AND ATTACHMENT METHOD.

/M PLUMBING STACK

LCOVERBOARD

CAP FLASHING PLY

9” MIN. [228mm] ON FIELD
BASE FLASHING PLY

6" MIN. [152mm] ON FIELD
SOFT METAL FLASHING (30" MIN.)

SET IN MASTIC, WRAPPED DOWN 2"
MIN., PRIME TOP SURFACE

MODIFIED MEMBRANE

BASE PLY
ROOF DRAIN

SLOPE= $:12

BEFORE STRIPPING
NOTE:

WOOD DECK

REFERENCE SPECIFICATION FOR
SURFACING, MEMBRANE ADHESIVE

TYPE, AND INSULATION/COVER BOARD

TYPE AND ATTACHMENT METHOD.

/ N\ ROOF DRAIN

\y SCALE: 104" = 1'-0"

=: |=ra

G

L INSULATION
WOOD DECK COVERBOARD DRAIN BOWL & CLAMP
SET SOFT METAL FLANGE
INSULATION, FIT )
IN MASTIC, PRIME FLANGE TIGHT 10, DRAIN N LEADER

T
|
h:l:::::EJ¥
CONNECTION HUB

\y SCALE: 14" = 1'-0"

ALAMEDA HIGH SCHOOL - BLDG A
Alameda Unified School District
2200 CENTRAL AVE.. ALAMEDA, CA 94501

[ oweev:ack |crkey:oc | pate: 12:0.24

AGENT:DOUG CLARK
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SHEET METAL SCUPPER WITH COPING COVER x 10'-0"

WELDED JOINTS SLOPE PER SPECIFICATION
METAL FLANGES CONTINUOUSLY 6” CONCEALED SPLICE

WELDED TO SCUPPER PLATE @ EACH JOINT
CAP FLASHING PLY 16 GA ANCHOR CHAIR

2,
)
S
233
” —— \t
9” MIN. [228mm] ON FIELD N < (4) FASTENERS PER ANCHOR CHAIR N N
BASE FLASHING PLY ! ; Q3 g
6" MIN. [152mm] ON FIELD | | § g§
e SET METAL FLANGE IN ROOF /) ~ ! Q) NS
L: - CEMENT AND PRIME PRIOR O N
- TO STRIPPING EXTEND PLIES OVER BLOCKING 3§
MODIFIED MEMBRANE » QP
Py FASTEN 8” 0.C. [203mm] SR
BASE PLY ] A 4 8
N HPR MODIFIED MEMBRANE FLASHING < 58
L1/ v PLY 9” MIN [228mm] ON FIELD NOTE: Q) 5“;
VY
24" MAX. BASE FLASHING PLY 6" MIN. ﬁgk'gu,\%?'? X & 3
[610mm] [152mm] ON FIELD SHOWN FOR Q(D EQ
? HPR MODIFIED MEMBRANE CLARITY. 8
\ BASE PLY W
.\\ SCUPPER PAN T
INSULATION STAGGER ~ ALAM EDA
- \ P ALL JOINTS, FASTEN o
— 1 — - PER SPECIFICATION 2
B : UNIFIED
Z 7 INSTALL SPILLOUT SCUPPER COVER o
COVERBOARD, TAPER OPTIONAL J ‘ AND SPILLOUT CAP (REFER TO £
J INSULATION U 77 777, Z STANDARD FASCIA INSTALLATION SCHOOL
WOOD DECK | INSTRUCTIONS).
|
SPECHCATION SIS R FASHING PLES oUT DISTRICT
AWAY FOR CLARITY <
NOTE: SHEET METAL 3
BEEFR CONDUCTOR HEAD COVERBOARD o
REFERENCE SPECIFICATION FOR SURFACING, INSULATION 5
MEMBRANE ADHESIVE TYPE, AND INSULATION/COVER b =
BOARD TYPE AND ATTACHMENT METHOD. WOOD DECK EXTRUDED ALUMINUM c

FASCIA COVER

/P SCUPPER THROUGHWALL /72 COPING CAP AT CEMENT PLASTER WALL

W SCALE: 134" = 1'-0"

SHEET METAL SCUPPER WITH
WELDED JOINTS

METAL FLANGES CONTINUOQUSLY
WELDED TO SCUPPER

CAP FLASHING PLY

9” MIN. [228mm] ON FIELD

\y SCALE: 14" = 1'-0"

EXISTING CEMENT PLASTER

COUNTERFLASHING FASTENED @ 8"o.c.
[203mm] MAX. THROUGH BUTYL TAPE
(MIN. 1.5” EMBEDMENT)

SILL TRIM

BASE FLASHING PLY 6" MIN.

CHKBY: DC

DWG BY: GCK

ALAMEDA HIGH

SCHOOL

SEALANT, REFERENCE SPECIFICATION SEALANT

TERMINATION BAR FASTENED @ 87o.c.
MAX. [203mm] THROUGH BUTYL TAPE SPILLOUT

ZAON
CAP FLASHING PLY SCUPPER ——

BASE FLASHING PLY
6” MIN. [152mm] ON FIELD

SET METAL FLANGE IN ROOF
CEMENT AND PRIME PRIOR

MODIFIED MEMBRANE
BASE PLY

FASTENER @18"0.C.

REFERENCE PT. (BY MANUFACTURER)
SCUPPER PAN
22 GA. CANT DAM BEYOND
—FASTEN PER SPECIFICATION
CAP FLASHING PLY 9” MIN.
[228MM] ON FIELD

: [152MM] ON FIELD
N\

ALAMEDA HIGH SCHOOL - BLDG A
Alameda Unified School District
2200 CENTRAL AVE.. ALAMEDA, CA 94501

NN

ﬁ TO STRIPPING 9" MIN. [228mm] ON FIELD cAP == —= = 2200 Central Ave
L1/ MODIFIED MEMBRANE BASE FLASHING PLY = ’ 1 Al da. CA 94501
BASE PLY 6” MIN. [152mm] ON FIELD ' [ g ame a,
(&)
8" MIN CANT STRIP [ g
[203MM) MODIFIED MEMBRANE i g
BASE PLY &
_\ :
7 2 7 0 /
- COVERBOARD
L — | , — INSULATION
- Se=a=aw —— EXTEND PLIES OVER BLOCKING WOOD DECK
Z COVERBOARD FASTEN 8” 0.C. [203MM]
COVERBOARD, TAPER OPTIONAL |
m— —) INSULATION \oTE INSULATION CONDUCTOR HEAD SECTION A
WOOD DECK REFERENCE SPECIFICATION FOR WOOD DECK W/DOWNSPOUT \ore
CANT STRIP SURFACING, MEMBRANE ADHESIVE TYPE, NOTE:
NOTE: SEALANT, REFERENCE AND |NSULAT|ON/COVER BOARD TYPE REFERENCE SPECIFICATION FOR SURFACING, MEMBRANE ADHESIVE TYPE,
REFERENCE SPECIFICATION FOR SURFACING, SPECIFICATION AND ATTACHMENT METHOD. AND INSULATION/COVER BOARD TYPE AND ATTACHMENT METHOD.
MEMBRANE ADHESIVE TYPE, AND INSULATION/COVER
BOARD TYPE AND ATTACHMENT METHOD. WALL FLASHING AT SCUPPER THROUGH ROOF EDGE

/"1°\ EXTRUDED

\ 6/ SCALE: 3'=10"
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