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NEIL TAM EDUCATION CENTER
2060 CHALLANGER DRIVE
ALAMEDA CA 94501

baddicott
Text Box
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THIS PROJECT INCLUDES THE PREPARATION, REPAIR AND INSTALLATION OF FLUID APPLIED ROOF MEMBRANE RESTRATION AT THE AUSD DISTRICT OFFICE AND ALL RELATED WORK REQUIRED. 
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PASSIVE VENT FOR
PRESSURE RELIEF,
SEE DETAIL EE/2

125'-0"

PASSIVE VENT FOR
PRESSURE RELIEF,
SEE DETAIL EE/2

Q

O

SCOPE OF WORK:
1. REMOVE AND DISPOSE OF ALL BASE FLASHINGS.

2. INSTALL NEW CURBS AS INDICATED BY DISTRICT.

3. INSTALL NEW BASE FLASHINGS WITH VERSIPLY 40
AND VERSIPLY MINERAL MEMBRANES USING
GREEN-LOCK FLASHING ADHESIVE.

4. PATCH AND REPAIR ALL BLISTERS, MOLE RUNS,
UNADHERED SEAMS, AND DAMAGED MEMBRANE AREAS.

5. PATCH IN REMOVED AREAS USING VERSIPLY 40 AND
VERSIPLY MINERAL IN GREEN-LOCK FLASHING
ADHESIVE.

6. CUT OUT CAULKING ALONG COUNTERFLASHING'S AND
PENETRATION DETAILS.  INSTALL NEW GREEN-LOCK
SEALANT XL.

/. POWERWASH ENTIRE ROOF SYSTEM WITH SIMPLEGREEN
OR TSP AND WATER SOLUTION.

8. APPLY LIQUITEC AT 3 GALLONS PER SQUARE TO ALL
DETAILS AND MEMBRANE SEAMS. IMMEDIATELY ROLL
GRIP POLYESTER SOFT INTO THE COATING.  ALLOW
10 CURE.

9. APPLY BASE COAT OF LIQUITEC AT 2 GALLONS PER
SQUARE OVER ENTIRE ROOF SURFACE.

10. APPLY TOP COAT OF LIQUITEC AT 2 GALLONS PER
SQUARE OVER ENTIRE ROFO SURFACE.

1. AT MECHANICAL SCREEN SUPPORT PENETRATIONS,
APPLY A 5 COURSE OF LIQUITEC AND POLYESTER
OVER THE BASE AND A MINIMUM OF 6”UP SUPPORT
BEAM.

12, INSTALL NEW PERMA—EDGE COPING.

O
D
()
U 0 o |[]

Q POWER EXHAUST FOR
ELECTRICAL ROOM,
SEE DETAIL EE/2

)

i

|

N.I1C.

NOTE:

DETAIL CALLOUTS ARE PROVIDED
FOR GENERAL INDICATIONS. THERE
MAY BE ADDITIONAL CONDITIONS
NOT COVERED BY THE DETAILS ON
SHEETS 2—-4.

CONTRACTOR IS RESPONSIBLE TO
IDENTITIFY ALL DETAIL CONDITIONS
AND WATERPROOF DETAILS PER
GARLAND RECOMMENDATIONS.

ROOF PLAN
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ATTACH NEW COUNTERFLASHING W/S.S. RIVETS

SEALANT, REFERENCE SPECIFICATION

TERMINATION BAR FASTENED @ 8"o.c. MAX.
[203mm] THROUGH BUTYL TAPE

CAP FLASHING PLY 9" MIN. [228MM] ON
FIELD

BASE FLASHING PLY 6” MIN. [152MM]
ON FIELD

MODIFIED MEMBRANE

BASE PLY
7777772
Wo0D DECK L COVERBOARD
NOTE: INSULATION
REFERENCE SPECIFICATION FOR
SURFACING, MEMBRANE ADHESIVE TYPE, CANT STRIP

AND INSULATION/COVER BOARD TYPE
AND ATTACHMENT METHOD.

/A EQUIPMENT SUPPORT - EXISTING

\y SCALE: 1%4"=1'0"

SHEET METAL SCUPPER WITH WELDED JOINTS

METAL FLANGES CONTINUOUSLY WELDED TO
SCUPPER

CAP FLASHING PLY
9” MIN. [228mm] ON FIELD

BASE FLASHING PLY
6” MIN. [152mm] ON FIELD

SET METAL FLANGE IN ROOF CEMENT
AND PRIME PRIOR TO STRIPPING

L
-7
-
-

MODIFIED MEMBRANE
BASE PLY —

L1/

T
£

COVERBOARD, TAPER OPTIONAL
J INSULATION
WOOD DECK
SEALANT, REFERENCE SPECIFICATION
NOTE SHEET METAL

REFERENCE SPECIFICATION FOR SURFACING, CONDUCTOR  HEAD
MEMBRANE ADHESIVE TYPE, AND INSULATION/COVER
BOARD TYPE AND ATTACHMENT METHOD.

/¢ SCUPPER THROUGHWALL

\ 2/ SCALE: 1'=10"

ROOF HATCH
EXTERIOR LOCK PROVISION

S~— (o

8” MIN
[203MM]

COUNTERFLASHING

COUNTERFLASHING

SEALANT, REFERENCE SPECIFICATION
FASTENER WITH NEOPRENE WASHER THROUGH
CONTINUOUS BUTYL TAPE

TERMINATION BAR FASTENED @ 8”0.c. MAX.
[203mm] THROUGH BUTYL TAPE

(MIN. 1.5" EMBEDMENT)

CAP FLASHING PLY

9” MIN. [228mm] ON FIELD

BASE FLASHING PLY

6" MIN. [152mm] ON FIELD

CANT STRIP

MODIFIED MEMBRANE
BASE PLY _\

Lz, Z

LV

ANCHOR BY OTHERS

NOTE:

REFERENCE SPECIFICATION FOR
SURFACING, MEMBRANE ADHESIVE TYPE,
AND INSULATION/COVER BOARD TYPE
AND ATTACHMENT METHOD.

\~COVERBOARD
INSULATION
WOOD DECK

/"8 HATCH DETAIL

\y SCALE: 1%"= 10"

S

E:
24" MAX. L:

COPING COVER x 10°-0"
SLOPE PER SPECIFICATION

6” CONCEALED SPLICE PLATE
@ EACH JOINT

16 GA ANCHOR CHAIR

(4) FASTENERS PER ANCHOR
CHAIR

™ EXTEND PLIES OVER BLOCKING

FASTEN 8” 0.C. [203mm]

HPR MODIFIED MEMBRANE FLASHING
PLY 9” MIN [228mm] ON FIELD

BASE FLASHING PLY 6” MIN.
[152mm] ON FIELD

HPR MODIFIED MEMBRANE
BASE PLIES

INSULATION STAGGER
ALL JOINTS, FASTEN
PER SPECIFICATIOI\7

[610mm]
pI—
I
P I—
b I—
=

=

NOTE: ’
REFERENCE SPECIFICATION FOR
SURFACING, MEMBRANE ADHESIVE TYPE,
AND INSULATION/COVER BOARD TYPE
AND ATTACHMENT METHOD.

WOOD DECK
CANT STRIP

/D COPING CAP AT MASONRY WALL

\E/ SCALE: 104" =1-0"

METAL CAP PAN

SEALING MATERIAL-MUST BE
CONTINUOUS ON THE PERIMETER

WOOD NAILER NOMINAL—\

FLASHING
RECEIVER

S
M

R

EALANT, REFERENCE SPECIFICATION
ETAL COUNTERFLASHING FASTENED 8" 0.C.

[203MM] SCREW OR RIVET TO FLASHING

ECEIVER ONLY

TERMINATION BAR FASTENED @ 870.c. MAX.
[203mm] THROUGH BUTYL TAPE
CAP FLASHING PLY 9" MIN. [228MM] ON

FIELD — TERMINATE AT TOP OF NAILER, BUT
DO NOT TURN QVER TOP

BASE FLASHING PLY 6" MIN. [152MM] ON
FIELD — WRAP UP AND OVER NAILERS

MODIFIED MEMBRANE

|

\—WOOD DECK \ — COVERBOARD

INSULATION

NOTE: UNIT MOUNTING CURB

REFERENCE SPECIFICATION FOR CANT
SURFACING, MEMBRANE ADHESIVE TYPE,
AND INSULATION/COVER BOARD TYPE

STRIP

AND ATTACHMENT METHOD. CURB DETAIL/AIR
/EE HANDLING STATION

\y SCALE: 1%"=1-0"

SEALING MATERIAL-MUST BE
CONTINUOUS ON THE PERIMETER

WOOD NAILER NOMINAL

FLASHING
RECEIVER

BASE OF UNIT EXTENDS 1/2" MINIMUM
[13MM] BEYOND AND DOWN OVER TOP OF
CURB

SEALANT, REFERENCE SPECIFICATION

METAL COUNTERFLASHING FASTENED 8” 0.C.

[203MM] SCREW OR RIVET TO FLASHING
RECEIVER ONLY

TERMINATION BAR FASTENED @ 870.c. MAX.
[203mm] THROUGH BUTYL TAPE
CAP FLASHING PLY 9" MIN. [228MM] ON

FIELD - TERMINATE AT TOP OF NAILER, BUT
DO NOT TURN QVER TOP

BASE FLASHING PLY 6" MIN. [152MM] ON
FIELD — WRAP UP AND OVER NAILERS

MODIFIED MEMBRANE

|

|
!

—

\—WOOD DECK \ — COVERBOARD

UNIT MOUNTING CURB INSU

NOTE:

LATION

REFERENCE SPECIFICATION FOR CANT STRIP

SURFACING, MEMBRANE ADHESIVE TYPE,
AND INSULATION/COVER BOARD TYPE
AND ATTACHMENT METHOD.

CURB DETAIL / AIR
/"E\ HANDLING STATION

w SCALE: 1%"=1'0"

[HE  GARIAND COMPANY /NVC.

FEOO FAST 97st STREET — CLEVELAND, OHIO 44705-2797

PHONE (800) 327-9336 / FAX (216) 647-0633

P N
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|
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since 1895
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ROOF RESTORATION COATING NOTE:

1. REFER TO WHITE—KNIGHT PLUS /
WHITE—STALLION PLUS, COOL-SIL OR
LIQUITEC APPLICATION GUIDES FOR

VENT STACK & LEAD SLEEVE INSTALLATION GUIDELINES.

SURFACE WITH ALUMINUM COATING,
WHITE COATING OR GRANULES

SURFACE WITH ALUMINUM COATING,
WHITE COATING OR GRANULES

5.

\/

WHITE-KNIGHT PLUS /
WHITE-STALLION PLUS,

X

Z

d /////
b\‘ \//////////g///\ 7 .

%/,,,// 0 )
/////’// / // . //// > ‘ COOL-SIL OR LIQUITEC
N ///// G GRIP POLYESTER
/

' ) _ / / WHITE-KNIGHT PLUS /
- . . A RS s

// ///// //I////// ///////,/// _ //// /// 7 / -

PRIMER (IF NECESSARY) ‘ .. \/ ’ I. %////7?/////
0,\“ 29 . z
i | J
FACE

REINFORCEMENT

Z
EXISTING DRAIN » n
‘»

= SMOOTH OR MINERAL SURFACE

&

BUILT-UP OR MODIFIED SMOOTH OR MINERAL SUR

ROOF SYSTEM

BUILT-UP OR MODIFIED EXISTING APPROVED ROOF
ROOF SYSTEM MEMBRANE

/C-S\ RESTOR-DRAIN EXISTING INSULATION EXISTING INSULATION EXISTING SUBSTRATE
\2/ SCAE: 13"=10" ST B /1 RESTOR-PIPE e e 3\ TYPICAL THROUGH-WALL SCUPPER DETAIL

\‘_‘j SCALE: 1)5" = 10" PRIMER (FF NECESSARY) \‘_‘/ SCALE: 1)5"=1-0"

WHITE-KNIGHT PLUS /
WHITE-STALLION PLUS,
COOL-SIL OR LIQUITEC

GRIP POLYESTER

4 EXTEND BASE COAT, FABRIC,
& AND TOP COAT UP PIPE
‘%:'ﬁi:’;#ﬁ%ﬁfug MINIMUM 8" ABOVE ROOF
COOL-SIL OR LIQUITEC WHITE-KNIGHT PLUS /
WHITE-STALLION PLUS,
COOL-SIL OR LIQUITEC
WHITE-KNIGHT PLUS /
WHITE-STALLION PLUS, ; /GR'P POLYESTER
COOL-SIL OR LIQUITEC o
,,,,, 20K WHITE-KNIGHT PLUS /
GRIP POLYESTER B / WHITE-STALLION PLUS,
/ / oot COOL-SIL OR LIQUITEC
WHITE-KNIGHT PLUS T 0%
WHITE-STALLION PLUS, =
COOL-SIL OR LIQUITEC
EXISTING APPROVED ROOF
MEMBRANE J—
EXISTING SUBSTRATE
EXISTING APPROVED ROOF
MEMBRANE
NOTE: NOTE: NOTE EXISTING SUBSTRATE
PRy, _ 1. REFER TO WHITE—KNIGHT PLUS / WHITE—STALLION NOTE:
" %F”EE_;%LV{%LE Pfﬁ'SGHEO%LLU_SS( OR EXISTING APPROVED ROOF PLUS, COOL-SIL OR LIQUITEC APPLICATION 1. REFER TO WHITE-KNIGHT PLUS /
/K TYPICAL WALL DETAIL /1" TYPICAL MEMBRANE SEAM DETAIL / M\ TYPICAL PIPE PENETRATION DETAIL

4 ] SCALE: 1%"=1-0" \L_l/ SCALE: 1%"=1-0" w SCALE: 1%%"=1-0"

[HE GARIAND  COMPANY INC.

JEO0 EAST 9]st STREET — CLEVELAND, OHIO 44105-2197
PHONE (800) 327-9336 / FAX (216) 647-0635

2060 CHALLENGER DRIVE, ALAMEDA, CA 94501
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ASSEMBLY:

@ MASK TARGET AREA ON ROOF MEMBRANE WITH TAPE

@ CLEAN ALL NON—-POUROUS AREAS WITH ISOPROPYL ALCOHOL

APPLY 32 WET MIL BASE COAT OF TUFF—FLASH PLUS LO OVER
MASKED AREA

EMBED GRIP POLYESTER FIRM INTO BASE COAT OF TUFF—FLASH

PLUS LO
ROOF MEMBRANE @ APPLY 48-64 WET MIL TOP COAT OF TUFF—FLASH PLUS LO
OVER FABRIC EXTENDING 2" PAST THE SCRIM IN ALL DIRECTIONS
MASK TARGET AREA @ APPLY MINERALS IMMEDIATLEY OR ALLOW TUFF—FLASH PLUS LO
FOR APPLICATION TO CURE 15—-30 DAYS AND THEN INSTALL REFLECTIVE COATING

/'—\

7 —— ~

/

@ ’ " "
00a%

,.. é:'afzzw;}:@%a%

l ,o, //I 72
l

FABRIC OUTLINE T
\
TOP COAT OF \
TUFF—FLASH PLUS LO

(APPLIED 2" BEYOND .
FABRIC LAYOUT) NOTES

A. USE THIS DETAIL IN CONJUNCTION WITH THE TUFF—FLASH PLUS
?SRE|$ lilOLTTJEF‘Q;T_EELAFS',EM LO REINFORCEMENT LAYOUT DRAWING.
B. EMBED ALL PRE—CUT FABRIC INTO A 32 WET MIL BASE COAT
PLUS LO) OF TUFF—FLASH PLUS LO.
C. ENSURE TOTAL TARGET AREA OF FLASHING IS NO LESS THAN
16"X 16"
D. REMOVE MASKING IMMEDIATELY AFTER APPLICATION OF TOP
COAT.
E. REFER TO TUFF—FLASH PLUS LO APPLICATION INSTRUCTIONS
FOR GENERAL GUIDELINES REGARDING THE TUFF—FLASH PLUS
LO SYSTEM.

/“F\ ANGLE IRON DETAIL - TUFF FLASH PLUS

\y SCALE: 115" = 10"

[HE GARIAND  COMPAN Y INC.

JE00 EAST 915t STREET — CLEVELAMD, OMIO 44705-27197
PHONE (800) 327-9336 / FAX (276) 641-0635

since 1895
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