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SCOPE OF WORK:
ROOF REPLACEMENT SCOPE - SYMBOL LEGEND
1, Egmgﬁ S\T\E DD?;)&EC g; ALL ROOFING, EDGE METAL, AND COUNTER-FLASHING DOWN TO STRUCTURAL DECK. ANY GUTTERS TO BE  EQUIPMENT SUPPORT DTL O
2. PERFORM ANY REPAIRS AS NEEDED. _ 2. SKYLIGHT, DTL D/4
3. NAIL RED ROSIN PAPER. 5. ROOFHATCH, DTL E/5
4. MECHANICALLY FASTEN 1/2" WOOD FIBER BOARD PER MANUFACTURERS WIND UPLIFT CALCULATIONS. 6. CURB DETAIL, DTL F/5
5. RAISE ALL CURBS WITH NEW NAILERS TO PROVIDE A MINIMUM 8" BASE FLASHING HEIGHT. O 7. HEATSTACK, DTLG/5
6.  INSTALL 2 PLY MODIFIED BITUMEN SYSTEM IN HOT APPLIED ASPHALT. 8. WALL FLASHING, DTL H/5
7. INSTALL NEW KYNAR COATED EDGE METAL AND COUNTERFLASHING. 9. WINDOW SILL FLASHING, DTL J/5
8. ONBUILDINGS (INDICATED WITH R) APPLY TITLE 24 REFLECTIVE COATING IN 2 COATS. (1.5+1.5 GAL PER SQUARE). ON WALKWAY/LOWER O 10. PIPE PENETRATION, DTL, KI5
ROOFS INSTALL GARLA-BLOCK 2K PRIMER AT 0.5 GALLONS PER SQUARE AND APPLY GREEN-LOCK WHITE AT 4.5 GALLONS PER SQUARE. O 11. PLUMBING STACK, DTL L/6
IMMEDIATELY BROACAST TITLE 24 APPROVED 3/8" ROCK AT 200 LBS PER SQUARE (INDICATED WITH W). 12. PIPE HOUSING, DTL M/6
9. CLEAN OFF ALL MASTIC/ASPHALT AND PAINT ALL CONDUIT PIPES, VENTS, AND HOODS WITH PYRAMIC TO ENSURE A CLEAN FINAL % 13. ROOF DRAIN, DTL N/6
PROJECT. ALL CONDUIT TO BE SEALED AND REATTACHED WITH PROPER COUPLINGS. LINES SHOULD BE STRAIGHT AND AS TIDY AS [O] 14. EXHAUST FAN, DTL P/6
POSSIBLE. ANY COUPLINGS THAT CANNOT BE PROPERLY SEALED SHOULD BE BROUGHT TO DISTRICT ATTENTION. [7] 15. VENT INTAKE, DTL Q/6
10.  ALL DRAINS AND GUTTER DOWNSPOUTS TO RECEIVE NEW STRAINERS.
11, ATEND OF EVERY WORK DAY ENSURE THE WORK SITE AND SURROUNDING AREA IS FREE OF ANY DIRT AND DEBRIS. NOTE:
12, TEST ALL DRAINS AND DOWNSPOUT PRIOR TO CONSTRUCTION AND ONCE AGAIN AFTER COMPLETION. CONTRACTOR SHALL FIELD VERIFY ALL

DIMENSIONS, CONDITIONS AND QUANTITIES.
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SCOPE OF WORK: 1IN
ROOF REPLACEMENT SCOPE - 0
1. REMOVE AND DISPOSE OF ALL ROOFING, EDGE METAL, AND COUNTER-FLASHING DOWN TO STRUCTURAL DECK. ANY GUTTERS TO BE
REMOVED AND REPLACED.
2. PERFORM ANY REPAIRS AS NEEDED.
3. NAIL RED ROSIN PAPER.
4. MECHANICALLY FASTEN 1/2" WOOD FIBER BOARD PER MANUFACTURERS WIND UPLIFT CALCULATIONS. R
5. RAISE ALL CURBS WITH NEW NAILERS TO PROVIDE A MINIMUM 8" BASE FLASHING HEIGHT,
6.  INSTALL 2 PLY MODIFIED BITUMEN SYSTEM IN HOT APPLIED ASPHALT, —
7. INSTALLNEW KYNAR COATED EDGE METAL AND COUNTERFLASHING. c——--
8. ONBUILDINGS (INDICATED WITH R) APPLY TITLE 24 REFLECTIVE COATING IN 2 COATS. (1.5+1.5 GAL PER SQUARE). ON WALKWAY/LOWER [
ROOFS INSTALL GARLA-BLOCK 2K PRIMER AT 0.5 GALLONS PER SQUARE AND APPLY GREEN-LOCK WHITE AT 4.5 GALLONS PER SQUARE.
IMMEDIATELY BROACAST TITLE 24 APPROVED 3/8" ROCK AT 200 LBS PER SQUARE (INDICATED WITH W), ROOF PLAN
9. CLEAN OFF ALL MASTIC/ASPHALT AND PAINT ALL CONDUIT PIPES, VENTS, AND HOODS WITH PYRAMIC TO ENSURE A CLEAN FINAL
PROJECT. ALL CONDUIT TO BE SEALED AND REATTACHED WITH PROPER COUPLINGS. LINES SHOULD BE STRAIGHT AND AS TIDY AS SCALE: 1" =20'
POSSIBLE. ANY COUPLINGS THAT CANNOT BE PROPERLY SEALED SHOULD BE BROUGHT TO DISTRICT ATTENTION.
10.  ALL DRAINS AND GUTTER DOWNSPOUTS TO RECEIVE NEW STRAINERS.
11, AT END OF EVERY WORK DAY ENSURE THE WORK SITE AND SURROUNDING AREA IS FREE OF ANY DIRT AND DEBRIS. NOTE:
12, TEST ALL DRAINS AND DOWNSPOUT PRIOR TO CONSTRUCTION AND ONCE AGAIN AFTER COMPLETION. CONTRACTOR SHALL FIELD VERIFY ALL

DIMENSIONS, CONDITIONS AND QUANTITIES.
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MODIFIED MEMBRANE
W/FIELD APPLIED COATING

BASE PLY

INTERPLY ADHESIVE

COVERBOARD
INSULATION
WOOD DECK

NOTE:
REFERENCE SPECIFICATION FOR
SURFACING, MEMBRANE ADHESIVE TYPE,

AND INSULATION/COVER BOARD TYPE
AND ATTACHMENT METHOD.

TYPICAL ROOF SYSTEM
/ A\ COATED SURFACE

\ 4/ SCALE: 3'=10"

ATTACH NEW COUNTERFLASHING
W/S.S. RIVETS

SEALANT, REFERENCE SPECIFICATION
TERMINATION BAR FASTENED @ 87o.c.
MAX. [203mm] THROUGH BUTYL TAPE

CAP FLASHING PLY 9” MIN.
[228MM] ON FIELD

MODIFIED MEMBRANE

W/FLOOD COAT ADHESIVE
AND GRAVEL SURFACING

BASE PLY

NOTE:
REFERENCE SPECIFICATION FOR
SURFACING, MEMBRANE ADHESIVE TYPE,

AND INSULATION/COVER BOARD TYPE
AND ATTACHMENT METHOD.

TYPICAL ROOF SYSTEM
/"8 GRAVEL SURFACE

w SCALE: 3"=1-0"

SKYLIGHT
EXTRUDED ALUMINUM FRAME
W/WEEP HOLES

METAL COUNTERFLASHING
FASTENED 8” 0.C. [203MM]
W/NEOPRENE WASHERS

SEALANT, REFERENCE SPECIFICATION

X TERMINATION BAR FASTENED @ 8”o.c.
BASE FLASHING PLY 6" MIN. MAX. [203mm] THROUGH BUTYL TAPE
[152MM] ON FIELD CAP FLASHING PLY 9” MIN.
MODIFIED MEMBRANE [228MM] ON FIELD
BASE PLY BASE FLASHING PLY 6” MIN.
[152MM] ON FIELD
MODIFIED MEMBRANE
7777777777777 772, %ASE PLY
WOOD DECK L — COVERBOARD — \\\\ =
gg;EI:?ENCE SPECIFICATION FOR INSULATION \
L COVERBOARD
SURFACING, MEMBRANE ADHESIVE TYPE, CANT STRIP NOTE: WOOD DECK
AND INSULATION/COVER BOARD TYPE REFERENCE SPECIFICATION FOR SURFACING, INSULATION
AND ATTACHMENT METHOD. MEMBRANE ADHESIVE TYPE, AND INSULATION/COVER CANT STRIP
BOARD TYPE AND ATTACHMENT METHOD.
/¢ EQUIPMENT SUPPORT - EXISTING /D SKYLIGHT 2" X 10" MINIMUM [5TMM X 254MM]

\ 4/ ScALE: 17 =10

W SCALE: 1%%"=1-0"

INTERPLY ADHESIVE
COVERBOARD
INSULATION

WOOD DECK
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BASE FLASHING PLY
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MODIFIED MEMBRANE
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NOTE:

\~COVERBOARD
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WOOD DECK
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REFERENCE SPECIFICATION
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SEALANT, REFERENCE SPECIFICATION
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7“7\ WINDOW SILL FLASHING

\5_J SscALE: 17 =10

SEALANT, REFERENCE
SPECIFICATION

W
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| A [228MM] ON FIELD
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SOFT METAL JACK MODIFIED MEMBRANE
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PIPE PRIOR TO MIN.
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4
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SEAL GAP AROUND , L COVERBOARD
PIPES W/FOAM INSULATION
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AND ATTACHMENT METHOD.

SET SOFT METAL FLANGE
IN MASTIC, PRIME FLANGE
BEFORE STRIPPING
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SEAL GAP AROUND
PIPES W/FOAM

NOTE:

REFERENCE SPECIFICATION FOR
SURFACING, MEMBRANE ADHESIVE TYPE,
AND INSULATION/COVER BOARD TYPE
AND ATTACHMENT METHOD.

/ 1\ PLUMBING STACK

L COVERBOARD

———INSULATION

WOOD DECK

SET SOFT METAL
FLANGE IN MASTIC,
PRIME FLANGE
BEFORE STRIPPING

\y SCALE: 1%5"=1-0"

BASE FLASHING PLY 6” MIN.

8" MIN
[203MM]

NOTE:

REFERENCE SPECIFICATION FOR
SURFACING, MEMBRANE ADHESIVE TYPE,
AND INSULATION/COVER BOARD TYPE
AND ATTACHMENT METHOD.

/M PIPE HOUSING

L

SHEET METAL ENCLOSURE —CROSSBREAK

OR SLOPE FOR DRAINAGE

INSULATE VOID TO PREVENT CONDENSATION

SEALANT, REFERENCE SPECIFICATION
SHEET METAL OR FLEX—TUBE COLLAR

SLOPE PIPES DOWN AND AWAY FROM HOOD

MIN. 4” CLEARANCE FROM PIPE TO TOP
OF CURB; MIN. 2" BETWEEN PIPES

METAL COUNTERFLASHING FASTENED 8” O.C.

[203MM] W/NEOPRENE WASHERS
SEALANT, REFERENCE SPECIFICATION
TERMINATION BAR FASTENED @ 87o.c.
MAX. [203mm] THROUGH BUTYL TAPE

CAP FLASHING PLY 9”7 MIN. [228MM]
ON FIELD

BASE FLASHING PLY 6" MIN. [152MM]
ON FIELD — WRAP UP AND OVER
NAILERS, FASTEN @ 8" 0.C.

BASE PLY

XMODIFIED MEMBRANE

LY,

\
N

WOOD DECK o

W SCALE: 1%5"=1-0"

METAL EXHAUST
FAN COVER
FLASHING FASTENED
8" 0.C. [203MM]

METAL CAP

CAP FLASH

[610MM] W/ FASTENERS
W/NEOPRENE WASHERS

COVERBOARD
INSULATION
CANT STRIP

2" X 10" MINIMUM [51MM X 254MM]

CAP FLASHING PLY
9” MIN. [228mm] ON FIELD

BASE FLASHING PLY
6” MIN. [152mm] ON FIELD

SOFT METAL FLASHING (30" MIN.)
SET IN MASTIC, WRAPPED DOWN 2"
MIN., PRIME TOP SURFACE

MODIFIED MEMBRANE
BASE PLY

ROOF DRAIN

SLOPE= :12

sk

EDF\’AIN BOWL & CLAMP

COVERBOARD
INSULATION, FIT A
TIGHT TO DRAIN ¥LEADER
WOOD DECK
NOTE:
REFERENCE SPECIFICATION FOR
SURFACING, MEMBRANE ADHESIVE CONNECTION HUB

TYPE, AND INSULATION/COVER BOARD
TYPE AND ATTACHMENT METHOD. 1

/"N ROOF DRAIN

\BJ SCALE: 1%5"=1-0"

SECURED 24" 0.C.

PASSIVE AIR/VENT INTAKE

FLASHING FASTENED
8” 0.C. [203MM]

%METAL CAP SECURED 12" 0O.C.

[305MM] W/ FASTENERS &
NEOPRENE WASHERS

ING PLY 9” MIN.

[228MM] ON FIELD — TERMINATE

AT TOP OF CURB, BUT DO NOT

TURN OVER TOP .
BASE FLASHING PLY 6" MIN.

[152MM] ON FIELD — WRAP

UP AND OVER CURB 8" MIN

MODIFIED MEMBRANE [203MM]

BASE PLY
_\

CAP FLASHING PLY 9” MIN.
[228MM] ON FIELD — TERMINATE
AT TOP OF NAILER, BUT DO NOT
TURN OVER TOP

BASE FLASHING PLY 6" MIN.
[152MM] ON FIELD — WRAP

UP AND OVER NAILER

MODIFIED MEMBRANE

KBASE PLY

\WOOD DECK

NOTE:

REFERENCE SPECIFICATION FOR
SURFACING, MEMBRANE ADHESIVE TYPE,
AND INSULATION/COVER BOARD TYPE
AND ATTACHMENT METHOD.

/P EXHAUST FAN

\ 6/ ScALE: 17 =10

ST \\ Y,
— _/ = N N
— COVERBOARD WOOD DECK L — COVERBOARD
INSULATION NOTE: INSULATION
REFERENCE SPECIFICATION FOR CANT STRIP

SURFACING, MEMBRANE ADHESIVE TYPE,

AND INSULATION/COVER

BOARD TYPE

AND ATTACHMENT METHOD.

/ 2"\ PASSIVE AIR / VENT INTAKE

\ 6/ SCALE: 17" =10"
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