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SCOPE OF WORK: WHITE—KNIGHT PLUS /
LIQUID APPLIED ROOF RESTORATION SCOPE: NS e

1.

1.

REMOVE AND DISPOSE OF ALL VERTICAL FLASHINGS AND DETAIL FLASHINGS.

REMOVE ALL BLISTERS, MOLE RUNS, AND DAMAGED AREAS PER MANUFACTURERS GRIP POLYESTER

RECOMMENDATIONS. REMOVE ALL GUTTERS WHERE EXISTING AND ASSOCIATED WHITEKNIGHT PLUS /
METAL AND FLASHINGS. b\
INSTALL NEW BOX GUTTERS USING GARLAND 22 GA. FLATSTOCK AT ALL

CLASSROOM AND ADMIN BUILDING EAVES.

INSTALL NEW FLASHINGS USING STRESSBASE 80 PLUS AND STRESSPLY PLUS FR
MINERAL IN GREEN-LOCK FLASHING ADHESIVE PER MANUFACTURERS
REQUIREMENTS.

REMOVE EXISTING DRAINAGE DIVERTERS AND INSTALL NEW L BRACKET TO DIVERT
WATER IN SAME LOCATION AS PREVIOUSLY DESIGNED. PATCH ROOF AREA AND
STRIP IN L BRACKET WITH MEMBRANE AND ADHESIVE PER ITEM #3.

WHITE—KNIGHT PLUS /
WHITE—STALLION PLUS,
COOL-SIL OR LIQUITEC

GRIP POLYESTER

WHITE—KNIGHT PLUS /
WHITE—STALLION PLUS,
COOL-SIL OR LIQUITEC

EXISTING APPROVED

POWER WASH ROOF SYSTEM USING TSP AND WATER SOLUTION. ROOF MEMBRANE EXISTING APPROVED
REINFORCE ALL SEAMS BY APPLYING LIQUITEC AND POLYESTER PER SPECIFIED NoTE. EXISTING SUBSTRATE o e o
REQUIREMENTS. TR - NOTE:
APSLY A BASE AND TOP COAT OF LIQUITEC PER SPECIFIED REQUIREMENTS 1 @iﬁgg—ggA&TCl)LE P}T_EIS(,BHTOQLLLJ%U/ITEC 1. REFER TO WHITE—KNIGHT PLUS / WHITE—STALLION

) APPLICATION GUIDES FOR INSTALLATION PLUS, COOL-SIL OR LIQUITEC APPLICATION
CLEAN OFF ALL MASTIC/ASPHALT AND PAINT ALL CONDUIT PIPES, VENTS, AND GUIDELINES. GUIDES FOR INSTALLATION GUIDELINES.
HOODS WITH PYRAMIC TO ENSURE A CLEAN FINAL PROJECT. ALL CONDUIT TO BE
peaiisaiialrdissieidsbmaitiamiiaidieririced (CA"\ TYPICAL FULLY REINFORCED FIELD DETAIL (5" TYPICAL MEMBRANE SEAM DETALL
STRAIGHT AND AS TIDY AS POSSIBLE. ANY COUPLINGS THAT CANNOT BE \ 2/ SCALE: 1"=10 \ 2/ SCALE: 13"=1-0

PROPERLY SEALED SHOULD BE BROUGHT TO DISTRICT ATTENTION.

ALL DRAINS AND GUTTER DOWNSPOUTS TO RECEIVE NEW STRAINERS.

AT END OF EVERY WORK DAY ENSURE THE WORK SITE AND SURROUNDING AREA IS
FREE OF ANY DIRT AND DEBRIS.

TEST ALL DRAINS AND DOWNSPOUT PRIOR TO CONSTRUCTION AND ONCE AGAIN
AFTER COMPLETION.

SCOPE OF WORK: REPLACEMENT

1.

REMOVE AND DISPOSE OF ALL ROOFING, EDGE METAL, AND COUNTER-FLASHING DOWN TO STRUCTURAL DECK. ANY GUTTERS
TO BE REMOVED AND REPLACED.

PERFORM ANY REPAIRS AS NEEDED.

NAIL RED ROSIN PAPER.

MECHANICALLY FASTEN 1/2" WOOD FIBER BOARD PER MANUFACTURERS WIND UPLIFT CALCULATIONS.

INSTALL 2 PLY MODIFIED BITUMEN SYSTEM IN HOT APPLIED ASPHALT.

INSTALL NEW KYNAR COATED EDGE METAL, COPING, GUTTERS, AND COUNTERFLASHING IN 22 GA. GARLAND FLAT STOCK.
APPLY TITLE 24 REFLECTIVE COATING IN 2 COATS. (1.5+1.5 GAL PER SQUARE).

CLEAN OFF ALL MASTIC/ASPHALT AND PAINT ALL CONDUIT PIPES, VENTS, AND HOODS WITH PYRAMIC TO ENSURE A CLEAN
FINAL PROJECT. ALL CONDUIT TO BE SEALED AND REATTACHED WITH PROPER COUPLINGS. LINES SHOULD BE STRAIGHT AND
AS TIDY AS POSSIBLE. ANY COUPLINGS THAT CANNOT BE PROPERLY SEALED SHOULD BE BROUGHT TO DISTRICT ATTENTION.
ALL DRAINS AND GUTTER DOWNSPOUTS TO RECEIVE NEW STRAINERS.

AT END OF EVERY WORK DAY ENSURE THE WORK SITE AND SURROUNDING AREA IS FREE OF ANY DIRT AND DEBRIS.

TEST ALL DRAINS AND DOWNSPOUT PRIOR TO CONSTRUCTION AND ONCE AGAIN AFTER COMPLETION.

MODIFIED MEMBRANE
W/FIELD APPLIED COATING

BASE PLY

INTERPLY ADHESIVE

COVERBOARD
INSULATION
WOOD DECK

NOTE:

REFERENCE SPECIFICATION FOR
SURFACING, MEMBRANE ADHESIVE TYPE,
AND INSULATION/COVER BOARD TYPE
AND ATTACHMENT METHOD.

TYPICAL ROOF SYSTEM
/ ¢\ COATED SURFACE

\\2/ SCALE: 3"=1-0"
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SYMBOL LEGEND

CURB DETAIL, DTL C/4
EMBEDDED EDGE METAL, DTL D/4
WALL FLASHING, DTL E/4

PIPE PENETRATION, DTL F/4
RESTOR-EDGE, DTL G/5

ROOF DRAIN, DTL H/5

THROUGH WALL SCUPPER, DTL J/5
AREA DIVIDER, DTL K/6

CURB DETAIL, DTL L/6
EQUIPMENT SUPPORT, DTL M/6
EXHAUST FAN, DTL N/6

HEAT STACK, DTL P/6

ROOF DRAIN, DTL Q/6

METAL EDGE, DTL R/7

METAL EDGE W/GUTTER, DTL S/7
EXPANSION JOINT, DTL T/7
PASSIVE AIR VENT, DTL U/7
PLUMBING STACK, DTL V/7

PIPE HOUSING, DTL W/8

PIPE PENETRATION, DTL X/8
WALL FLASHING, DTL Y/8
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NOTE:

1. REFER TO WHITE—KNIGHT PLUS /
WHITE—-STALLION PLUS, COOL-SIL OR

WHITE=KNIGHT PLUS /
WHITE-STALLION PLUS,
COOL-SIL OR LIQUITEC

GRIP POLYESTER

WHITE—KNIGHT PLUS /
WHITE-STALLION PLUS,
COOL-SIL OR LIQUITEC

EXISTING APPROVED
ROOF MEMBRANE

EXISTING SUBSTRATE

LIQUITEC APPLICATION GUIDES FOR
INSTALLATION GUIDELINES.

/ ¢\ TYPICAL CURB DETAIL

NOTE:

1. REFER TO WHITE—KNIGHT PLUS /
WHITE—-STALLION PLUS, COOL-SIL OR
LIQUITEC APPLICATION GUIDES FOR

INSTALLATION GUIDELINES.

WHITE—KNIGHT PLUS /
WHITE—STALLION PLUS,
COOL-SIL OR LIQUITEC
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GRIP POLYESTER

EMBEDDED EDGE
METAL WHITE—KNIGHT PLUS /
WHITE—-STALLION PLUS,

COOL-SIL OR LIQUITEC

EXISTING APPROVED
ROOF MEMBRANE
AND FLASHING

EXISTING SUBSTRATE

/D TYPICAL EMBEDDED EDGE METAL DETAIL

\ 4/ ScAlE: 17 =10
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NOTE:

1. REFER TO WHITE—KNIGHT PLUS /
WHITE—-STALLION PLUS, COOL-SIL OR
LIQUITEC APPLICATION GUIDES FOR

INSTALLATION GUIDELINES.
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WHITE—KNIGHT PLUS /
WHITE—STALLION PLUS,
COOL-SIL OR LIQUITEC

»'.

EXISTING APPROVED
ROOF MEMBRANE

EXISTING SUBSTRATE

w SCALE: 1%5"=1-0"

\ 4/ scaE: 1y=10

EXTEND BASE COAT,
FABRIC, AND TOP
COAT UP PIPE
MINIMUM 8" ABOVE
ROOF

WHITE—KNIGHT PLUS /
WHITE-STALLION PLUS,
COOL-SIL OR LIQUITEC

GRIP POLYESTER

WHITE—KNIGHT PLUS /
WHITE-STALLION PLUS,
COOL-SIL OR LIQUITEC

EXISTING APPROVED
ROOF MEMBRANE

EXISTING SUBSTRATE
NOTE:
1. REFER TO WHITE—KNIGHT PLUS /

WHITE-STALLION PLUS, COOL-SIL OR

LIQUITEC APPLICATION GUIDES FOR

INSTALLATION GUIDELINES.

/F\ TYPICAL PIPE PENETRATION DETAIL

\ 4/ scaE: 1y =10
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REINFORCEMENT

(IF NECESSARY)
EXISTING STRIPPING

{//’—SURFACE WITH

ALUMINUM COATING
WHITE COATING OR
GRANULES

PRIMER

SMOOTH OR MINERAL
SURFACE BUILT-UP OR
MODIFIED ROOF SYSTEM

EXISTING INSULATION
EXISTING GUTTER
EXISTING DECK

/76 RESTOR-EDGE DETAIL

\y SCALE: 1%4"=1-0"

OTE:

1. REFER TO WHITE—KNIGHT PLUS /
WHITE—-STALLION PLUS, COOL-SIL OR
LIQUITEC APPLICATION GUIDES FOR

INSTALLATION GUIDELINES.
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WHITE—KNIGHT
PLUS /
WHITE—-STALLION
PLUS, COOL—SIL
OR LIQUITEC

EXISTING APPROVED
ROOF MEMBRANE

EXISTING SUBSTRATE

/ 1\ TYPICAL THROUGH-WALL SCUPPER DETAIL

\ 5/ scAlE: 17 =10

WHITE-KNIGHT PLUS
/ WHITE—STALLION

PLUS, COOL-SIL OR
LIQUITEC TOP COAT
GRIP POLYESTER

WHITE—KNIGHT
PLUS /
WHITE—-STALLION
PLUS, COOL—SIL
OR LIQUITEC BASE
COAT

ROOF DRAIN ASSEMBLY

EXISTING APPROVED
ROOF MEMBRANE

EXISTING SUBSTRATE

NOTE:

1. REFER TO WHITE—KNIGHT PLUS /
WHITE—STALLION PLUS, COOL-SIL OR LIQUITEC
APPLICATION GUIDES FOR INSTALLATION

GUIDELINES.

/“H\ ROOF DRAIN

\y SCALE: 1%4"=1-0"
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SA HIGH TEMP UNDERLAYMENT

FLASHING FASTENED
8” 0.C. [203MM] —#10 FLATHEAD

METAL CAP SECURED 24” 0.C.
[610MM] W/ FASTENERS

W/NEOPRENE WASHERS —
12" MIN. SLOPE

CAP FLASHING PLY 9” MIN.
[228MM] ON FIELD — TERMINATE
AT TOP OF NAILER, BUT DO NOT
TURN OVER TOP

3" PER

SEALING MATERIAL—MUST BE
CONTINUOUS ON THE PERIMETER

WOOD NAILER NOMINAL

FLASHING
RECEIVER

BASE OF UNIT EXTENDS 1/2"
MINIMUM [13MM] BEYOND AND
DOWN OVER TOP OF CURB

SEALANT, REFERENCE SPECIFICATION

METAL COUNTERFLASHING

FASTENED 8” 0.C. [203MM]

SCREW OR RIVET TO FLASHING
RECEIVER ONLY

TERMINATION BAR FASTENED @ 87o.c.
MAX. [203mm] THROUGH BUTYL TAPE

CAP FLASHING PLY 9” MIN.
[228MM] ON FIELD — TERMINATE
AT TOP OF NAILER, BUT DO NOT
TURN OVER TOP

ATTACH NEW COUNTERFLASHING
W/S.S. RIVETS
SEALANT, REFERENCE SPECIFICATION

TERMINATION BAR FASTENED @ 87o.c.
MAX. [203mm] THROUGH BUTYL TAPE
CAP FLASHING PLY 9” MIN.

BASE FLASHING PLY 6” MIN i BASE FLASHING PLY 6” MIN [228MM] ON FIELD
[152MM] ON FIELD — WRAP [152MM] ON FIELD — WRAP. BASE FLASHING PLY 67 MIN.
UP AND OVER NAILERS Iv?N UP AND OVER NAILERS [152MM] ON FIELD
8" MIN MODIFIED MEMBRANE MODIFIED MEMBRANE 8" MIN MODIFIED MEMBRANE
[203MM] BASE PLY BASE PLY [203MM] BASE PLY
S 770
7777777777777
| \
— \ | covereoso —_—
\ WOOD DECK \ \—wooo DECK
WOOD DECK — COVERBOARD NOTE- UNIT MOUNTING CURB INSULATION L COVERBOARD
INSULATION REFER CANT STRIP NOTE: INSULATION
NOTE: gﬁ;ﬁiﬁ'ﬂ% EEEACQEEQE'%HF,%TVE TYPE REFERENCE SPECIFICATION FOR N
REFERENCE SPECIFICATION FOR CANT STRIP ’ ' SURFACING, MEMBRANE ADHESIVE TYPE, CANT STRIP

SURFACING, MEMBRANE ADHESIVE TYPE,
AND INSULATION/COVER BOARD TYPE
AND ATTACHMENT METHOD.

/K AREA DIVIDER

\ 8/ ScALE: 17 =10

METAL EXHAUST
FAN COVER
FLASHING FASTENED
8” 0.C. [203MM]

METAL CAP SECURED 24” O.C.
[610MM] W/ FASTENERS
W/NEOPRENE WASHERS

CAP FLASHING PLY 9” MIN.

[228MM] ON FIELD — TERMINATE
AT TOP OF CURB, BUT DO NOT
TURN OVER TOP

BASE FLASHING PLY 6" MIN.

[152MM] ON FIELD — WRAP
UP AND OVER CURB

MODIFIED MEMBRANE

BASE PLY
_\

2777222777777 77277727,

| N}

\wooo DECK

NOTE:

REFERENCE SPECIFICATION FOR
SURFACING, MEMBRANE ADHESIVE TYPE,
AND INSULATION/COVER BOARD TYPE
AND ATTACHMENT METHOD.

/N EXHAUST FAN

W SCALE: 1%5"=1-0"

— COVERBOARD
INSULATION

AND INSULATION/COVER BOARD TYPE
AND ATTACHMENT METHOD.

CURB DETAIL / AIR

AND INSULATION/COVER BOARD TYPE
AND ATTACHMENT METHOD.

/"1 HANDLING STATION /M EQUIPMENT SUPPORT - EXISTING
U SCALE: 1/4"=1-0" \y SCALE: 154" = 10"
CAP FLASHING PLY
9” MIN. [228mm] ON FIELD
BASE FLASHING PLY
HEAT STACK TEMPERATURE APPROPRIATE 6" MIN. [152mm] ON FIELD
ELASTOMERIC SEALANT ' N
DRAWBAND OR WELD SOFT METAL FLASHING (30” MIN.)
UMBRELLA TO STACK SEALANT, REFERENCE SET IN MASTIC, WRAPPED DOWN 2”
SPECIFICATION MIN., PRIME TOP SURFACE
UMBRELLA CAP FLASHING PLY 9” MIN. MODIFIED MEMBRANE
] [228MM] ON FIELD
T X BASE PLY
STORM COLLAR ===% BASE FLASHING PLY 6” MIN. ROOF DRAIN
SET IN MASTIC, R [152MM] ON FIELD
g by PRIME FLANGE\ MODIFIED MEMBRANE
[203MM] ) BASE PLY SLOPE= $:12
IN_—
4
e~ — = =] T
/ COVERBOARD DRAIN BOWL & CLAMP
"oop DECK — COVERBOARD INSULATION, FIT \
SEAL GAP AROUND " : N
PIPES W/FOAM INSULATION TIGHT TO DRAIN LEADER
WOOD DECK

NOTE.:

REFERENCE SPECIFICATION FOR
SURFACING, MEMBRANE ADHESIVE TYPE,
AND INSULATION/COVER BOARD TYPE
AND ATTACHMENT METHOD.
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