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Site Boring Work at Westpark Elementary School
SOUTHERN KERN UNIFIED SCHOOL DISTRICT
F&M Project No. 3045

Bid Clarification No. 1; Page 1 of 1

BID CLARIFICATION NO. 1
April 18, 2025

The following changes and/or clarifications shall be made to the drawings and specifications and all other conditions
shall remain the same. All changes and/or clarifications provided shall be included in the scope of contracted work.
Pursuant to PR13-01 all work that requires approval by the DSA shall not begin until said approvals are obtained.

A. DRAWINGS

1. Sheet E1.01, Revise ‘Overall Electrical Site Plan’, Bid Clarification No.1, with revision clouds as
attached hereto.

2. Sheet E0.20, Add ‘Boring Project — Fire Alarm Riser Diagram & Schedules’, Bid Clarification No.1,
with revision clouds as attached hereto.

B. PRE BID RFI RESPONSES

All responses to submitted RFI's shall be incorporated into the contract documents and shall apply to all
bidders.

See responses to RFI Nos. 01 through 07 from Medallion Contracting, Inc. as attached hereto.
See responses to RFI Nos. 01 through 04 (RFI#1) from KGG Electric Inc. as attached hereto.

See responses to RFI Nos. 01 through 02 (RFI#2) from KGG Electric Inc. as attached hereto.

WahBchona—

Flewelling & Moody, Inc.
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P 323.543.8300

E-Mail: fm-pasadena@flewelling-moody.com

ANTELOPE VALLEY OFFICE:

(N)1-1/2"C. W/
(2)AQC294, 2412
FROM RESTROOM

MATCH EXISTING

- { (E) DRIVEWAY ‘
& I H \ L 1035 West Lancaster Boulevard
) 3'%5 USH PU Lancaster, California 93534
IO CNTY X g P 661.949.0771
:::::::: ¢ (N) 17x30 FLUSH PU X EA E-Mail: fm-lancaster@flewelling-moody.com
MPARKI+G SP{ES / NOTE: PATCH | ) PAVING \\ \\
AT BORING PITS ALONG DRIVEWAY TO \ \

An Employee Owned Corporation

ARCHITECT

(E)(3) 4'C. sm(rA

F

Tr”lg
K

10 PAD)KNG S%\CES

B @ e @ ] @

' (E) 1-1/2'C. FA
N/RZEZE ADD AQ294 T |
/7 A A AN _(E) SIGNAL PULLBOX
—— (E) MAIN FIRE ALARM PANEL

,880 S.F. (BASED ON PC- | 2,880 S.F. (BASED ON PC-
FULLY SPRINKLERED FULLY SPRINKLERED

A#03-104959
{ PROVIDE FIBER CARD ;

} I N) BUILDING NO. 701 "} N) BUILDING NO.702 -}
2,

N S —

|
TYPE VB) | TYPE VB) | —
| RM-1 : RM-2 RM-3 : RM.-4
o
\ [
| | |
{ ] ]
b | | ;
\ | i | 7 (E) FA |
2 (E) TOILET i
\ B e e S e %55 ] [] PULLBOX |
\ . 1 *
N ® 3 CONSULTANT
\ o dll ]
wn r-—-—-----—-—-—-— - —_
IGO :E N) BUILDING NO. 705 ﬁ & N) BUILDING NO. 703 ﬂ L mn__ SE\(/: VOEY (E) KINDERGARTEN | _r] D
o 2,880 S.F. (BASED ON PC- | N\ y | 2,880 S.F. (BASED ON PC- | | | BLDG. 300 E S | GNAL !
=) \ | i
= | FULLY SPRINKLERED | ({ l | FULLY SPRINKLERED | ‘ ‘ A#03-104959 | } D
\% w | Jp: | e | e | PULLBOX :
\ ! : \ | N | 3
\:,9 | RM- 10 | | RM-5 | [ | |l | }
] 777 | | i \ |l | :
\ } \ l‘ﬂ; } } | } : I:l l:, : } - —1‘ ELECTRICAL ENGINEERING
‘ | i ‘ | 3 LIGHTING DESIGN
\ L f | I } } I : 1 } CA REGISTRATION NO E13083
[ / | ! 4 1
: | | | } | } : ® : | } 5500 MING AVENUE,
\ || SEE:SHEET] y | gLt } F—9——1 | 3 Vo K } BAKERSFIELD, CA 93300
4 / ] ] L ,
: | E2.00&E2.2 \ | / / : I 3 | } (661) 8317851
F o # - /| ! 3 | ‘ FAX (661) B31-7813
\ -y T - — e e B | // | | ] | | email : maloney@jmpe.net
N [l N) BUILDING NO. 704~} I] = / ! ® | i : L —— = www.jmpe.net
S 2,880 S.F. (BASED ONPC- /[ 4 > - / | | 1
FULLY SPRINKLERED | o - P | | i I
N TYPE VB) 6 - _ | | SCHOOL SITE ' !
¥, RI-3 || R > - - | | LOT 154 ! |
N A - o7 | , ' TRACT 5195 UNIT 3 ] |
o | < - ~ T | i
<y D | |
¥ 34 P = ! |
‘ > _ .
P . : |
- |
° |
|
|

AN 70\ )(2) 2'C. (FIBER), 2'C.0. (SPA

RE) Delete thi e|1'1tire bore

N v ) ( ] |
N / 2'C. W/ (4)AQC294 (BORE CONDUITS) conduitrunlfiom (n) | () |
CONTRACTOR SHALL PROVIDE THE FOLLOWING —\ . ) N\ / e j v pull box to (¢) DDCV | |
ITEMS: 7|  BORING PIT LOCATION SHALL | | e |
1.IDF CABINET \ BE IN THE LANDSCAPE AREA / — (N)1-1/4"C. W/ AQC294 (BORE CONDUITS), | | |
2. FIBER - TINIFIBER #TF12-0S2-PLO i WL RRIGATION LINE AS | | = | Drawn by
3.FIBER TRAY AND PATCH PANEL | REQUIRED , : : :
4.A 20 AMP DEDICATED CIRCUIT TO (N)IDF W/ | | | | crectedy
QUAD RECEPTACLE. oy T D — ! Bl |
A#03-123991 Aié?ﬁoiggg | Revisions
CONTRACTOR SHALL RE-ROUTE AND RE-CERTIFY i ‘ , No. Desription
ALL (E)CABLES TO (N)IDF CABINET THAT WILL s | | PROVIDE (2) TAMPER SWITCH \
INCLUDE THE FOLLOWING: FeLoe s . POTTER (TO MATCH VALVE)
(24)ETHERNET - (8)IN EACH BUILDING , ° h j | ‘ f e
(3)WAP - (1)IN EACH BUILDING —T | H i / [ L |
\ ! |
(3)CLOCK BELL - (1)IN EACH BUILDING S g = PROVIDE DUAL MONITOR
(1)HORN Ecussroon | | TELOLG 83 / ﬁ MODULE
(2JCAMERAS PROVIDE 12PR | Oassoon | | S ‘
MULT'-MODE (E) CLASSROOM L{E/::E)SBE[Z)I%BSWM o X - _X - -m |3-q2:]
FIBER FROM (N) jvier \ /N T T T -
IDF TO MDF : T
(E) IDF oLILLRO N A Delete (n) tamper switch
) ) ALl AR R Y \J
/ PROVIDE 12PR ‘ C(N) 17x30 FLUSH PULLB :"5 (E) PIV and dual monitor module
B _,,_—//”//// MULTl-MODE FIBER from Scope of work Al dimensions must be checked at the job by the contractor who accepts ful responsibilty
FROM IDF TO MDF RELOCATE & RECONNECT (E) DDCV eronith v oo reparfor  pach. . Ay nd a esondbily ot hl e
NFS-320 FA PANEL . . ) ) ) B - - whole or in part on any other site is hereby disclaimed by Flewelling & Moody
@2c Delete 417x30flushputtbox, — ~ B ) R
o All (n) signal and FA conduits and
RETERMINATE CABLES THAT - cables shall be routed to (n) 2'x3"'
FEED BUILDINGS 806,807,808 T flush pull box. Fire alarm wiring in ADDlT\Il(\l)lglsc'l)'FF’:RR}EE}T_él\l\/llgl\TT};Ig\lf_péSCISI-lROOO?.MS A
- PROVIDE 12PR MULTI-MODE S shared ground box shall be labeled
T FIBER TO MDF P as fire alarm and separated 3600 IMPERIAL AVENUE
L — - — ROSAMOND, CA 93580
R
J—
S — SOUTHERN KERN UNIFIED SCHOOL DISTRICT
JERSURED)
- NT%QQQ‘O?Z%“EO:Qggk0’\:8‘33? NOTE: THE INTENT OF THIS DRAWING IS TO INDICATE ONLY
- T 0.5 THE REVISIONS SHOWN IN THE 'RED CLOUDED AREAS'. ALL
P OTHER WORK SHALL REMAIN UNCHANGED PER SHT. E1.01
-

ELECTRICAL SITE PLAN

SCALE: 1"=40'-0"

DATED 03/24/2025

OVERALL
ELECTRICAL SITE PLAN

3.24.2025

BID CLARIFICATION NO.1 - 04/18/2025




A B C D E F

AGENCY

NEW FIRE ALARM BATTERY CALCULATION- FACP Notifier NFS-320 NEW VOICE PANEL BATTERY CALCULATION — NFC-50/100
SUPERVISORY ALARM SUPERVISORY ALARM
EQUIPMENT DESCRIPTION QUANTITY CURRENT CURRENT EQUIPMENT DESCRIPTION QUANTITY CURRENT CURRENT
(AMPERES) (AMPERES) (AMPERES) (AMPERES) FIRE ALARM NOTES
EXISTING | NEW | EACH |SUB-TOTAL| EACH |SUB-TOTAL EXISTING| NEW | EACH |SUB-TOTAL| EACH |SUB-TOTAL
FIRE ALARM PANEL 1 0 02 02 02 02 NFC-50/100 1 0 0272 0272 0446 0446 |. APPLICABLE STANDARD NFPA T2, AS ADOPTED AND AMENDED IN CBC CHAPTER 35.
DIGITAL ALARM COMMUNICATOR 1 0 0.02 0.02 0.02 0.02 NFC-Audio A 1 0 0.1 01| 0235 0235
- = —— = — - udio AP - . 2INSTALLATION OF THE SYSTSEMS SHALL NOT BE STARTED UNTIL DETAILED DESIGN
: : DOCUMENTS AND SPECIFICATION, INCLUDING STATE FIRE MARSHAL LISTING NUMBERS
0 0 0.44 0 0.44 0 7 Watt Speaker 10 0 0 0| 0017 0.17 FOR EACH COMPONENT OF THE STYSTEM HAS BEEN APPROVED BY DSA.
SMOKE DETECTOR 23 70 0.00039]  0.01287| 0.00039|  0.01287 1 Watt Speaker 13 4 0 0| 0.068 1156
HEAT DETECTOR 23 101 0.00035 0.01155| 0.00035 0.01155 2 Watt Speaker 2 1 0 0.132 0.396 3.UPON COMPLETION OF SYSTEM INSTALLATION, A SATISFACTORY TEST OF THE
Manuel Pull 1 o 00003 0.0003|  0.0003 0.0003 0 0 0 0 0 ENTIRE SYSTEM SHALL BE MADE IN THE PRESENCE OF A DSA PROJIECT INSPECTOR.
0 0 0 0 0 VISUALS 75 cd 4 3 0| 0.158 1.106
AUDIBLE/VISUALS 75 cd 7 5 o 0.158 1.896 VISUALS 30 cd 0 0 0 o 0.094 0 4.A STAMPED SET OF APPROVED FIRE ALARM DESIGN DOCUMENTS SHALL BE ON THE
AUDIBLE/VISUALS 30 cd 0 0 0 o 0.094 0 VISUALS 15 cd 0 0 0 0| 0.066 0 JOB SITE AND USED FOR INSTALLATION.,
AUDIBLE/VISUALS 15 cd 10 0 0 0 0.066 0.66 0 0 0 0 0 0 . ‘
VISUAL o 5 5 5 50086 5 5 5 5.ANY DISCREPANCIES BETWEEN THE DRAWINGS AND THE CODE OR RECOGNIZED ‘ ‘
STANDARDS SHALL BE BROUGHT TO THE ATTENTION OF DSA AND THE
0 0 0 0 0 0
0 0 0 8 0 8 SUB TOTAL AMPERES 0.372 AMPS 3.500 AMPS ARCHITECT/ENGINEER OF THE PROJECT.
SUB TOTAL AMPERES 0.24472 AMPS 2.80072 AMPS x 24 HOURS X0.25 HOURS 6.DSA, ARCHITECT/ENGINEER AND OWNER SHALL BE NOTIFIED A MINIMUM OF 48 HOURS
X xX O, - . .M. . .M.
e — 2548;'3?2%% — %22% g';;URSA - SUB TOTAL AMPERE-HOURS 8928 AH 0.87725  A.H PRIOR TO THE FINAL INSPECTION AND/OR TESTING.
TOTAL REQUIRED AMPERE-HOURS FOR DISTRIBUTED POWER MODULE 9.80525 A.H. T.ALL PENETRATIONS THROUGH RATED ASSEMBLIES REQUIRING OPENING PROTECTION
TOTAL REQUIRED AMPERE-HOURS FOR DISTRIBUTED POWER MODULE 6.10854 _ AH. BATTERY NON-LINEAR DISCHARGE CHARACTERISTIC FACTOR X 1.2 NOTE: REMOVE AND RELOCATE SHALL BE PROVIDED WITH A PENETRATION FIRE STOP SYSTEM AS IDENTIFIED IN
BATTERY NON-LINEAR DISCHARGE CHARACTERISTIC FACTOR <12 TOTAL MINIMUM AMPERE HOURS REQUIRED 11.7663  AH. EXISTING NES-320 AND ASSOCIATED CBC CHAPTER 7, UL OR OTHER APPROVED LAB TESTING CRITERIA. APPROVED
TOTAL MINIMUM AMPERE HOURS REQUIRED 7 330249 AH. PROVIDED BATTERY CAPACITY 18.00 AH. NEC 50/100 VOICE EVAC SYSTEMS TYPES OF MATERIALS SHALL BE IDENTIFIED WITHIN THE PROJECT SPECIFICATIONS
PROVIDED BATTERY CAPACITY 26.00 _AH. FROM THE NORTH EAST 700 SERIES ALLLLRLL SR SR s S
ELOCATE TO RELOCATE TO RELOCATABLE 24 X 40 CLASSROOM
BLDG 80! . \ 0515152 BLDG 80 10 BLDG 801 AND RECONNEGT AS &.aﬁLéNMg_l}JEI\lETEDE O\/IOSBIBLE NOTIFICATION DEVICES SHALL BE INSTALLED PER DETAIL FLEWELLING & MOODY
N AL REQU|RED FOR FULL FUNCTIONALITY ) architecture p|qnning interiors
VOLTAGE DROF CALCULATIONS = (E) NOTIFIER = (E)20/1 fA—l IN ALL 800 SERIES CLASSROOMS AND 4.WNALL MOUNTED AUDIBLE NOTIFICATION DEVICES SHALL BE INSTALLED PER DETAIL
CIRCUIT| 2x |LENGTHx| AMPSx | RESISTANCE |=VOLTS| VOLTAGE DROP (E) NOTIFIER NEC 20100 L - THE (E) RELOCATABLE RESTROOM OO ST 2o o
N1 2 240 0.59 0.00205 0.581 242 % PROVIDE POWER AS REQUIRED FROM
ANAERHnAGEI, 0. AUDIBLE DEVICES SHALL PROVIDE A SOUND PRESSURE LEVEL OF |5 DECIBLES
Il N| 3 LOCATE NEXT ' (DBA) ABOVE THE AVERAGE AMBIENT SOUND LEVEL OR FIVE DBA ABOVE THE
N 70 NF5-320 MAXIMUM SOUND LEVEL HAVING A DURATION OF AT LEAST 60 SECONDS, WHICHEVER HEADQUARTERS OFFICE:
- BNt ONCE N-16X |5 OPERATIONAL . 1S GREATER, IN EVERY OCCUPIABLE SPACE WITHIN THE BUILDING. 99 South Lake Avenue
E X X XX 4 P Pasadena, CA 911010
s 1. AUDIBLE DEVICES SHALL BE SYNCHRONIZED TEMPORAL CODE 3 PATTERN. e 323-553-83(1? d
o -\MViall: Tm-pasadena ewelling-mooay.com
2.  THE CONTRACTOR SHALL ADUST/INSTALL ALL DEVICES TO MAXIMIZE
PERFORMANCE AND TO MINIMIZE FALSE ALARMS. ANTELOPE VALLEY OFFICE:
—— EXISTING NETWORK 3. VISIBLE DEVICES SHOULD NOT EXCEED TWO FLASHES PER SECOND AND SHOULD R ey
NOT BE SLOWER THAN ONE FLASH EVERY SECOND. THE DEVICE SHALL HAVE A P 661.949.077"
‘ — PULSING LIGHT SOURCE NOT LESS THAN 15 CANDELLA. VISIBLE DEVICES WITHIN 55' E-Mail: fm-lancaster@fiewelling-moody.com
_— | ]
@9 136 — 15— - : FROM EACH OTHER SHALL BE SYNCHRONIZED. R
20/ JT 102-12 4.  UNDERGROUND AND EXTERIOR CONDUITS TO HAVE WATER TIGHT FITTINGS AND
~ WIRE TO BE APPROVED FOR WET LOCATIONS.
0
/ ARCHITECT
(E) (@ [3-65 @D 13-66 Ll 13 RED LOCKABLE 5. ALL FIRE ALARM WIRING SHALL BE FPLOR FPLP (FIRE POWER LIMITED OR FIRE
bo! < a - S’ MN POWER LIMITED PLENUM AS REQUIRED FOR APPLICATION. WIRING IN CONDUIT ABOVE
GROUND MAY BE TYPE THHN OR THAN.
15 (HD) 13-64 (s0) 13-65
Avk] L a5 cABLE —il 6. PER CEC STANDARDS, ALL WIRING TO BE PULLED THROUGH EACH JUNCTION BOX
IN LE, #+——d998 CABLE, TYPICAL AND CONNECTED DIRECTLY TO EACH FIRE DEVICE. DO NOT SPLIACE THE WIRE. ALL
475 BLUE —+h TYPICAL BOXES TO BE SIZED PER CEC.
1 EAR (D 13-70 (HD) 13-64 (s 13-33 (sp) 13-32 [F] 13-1 {V} 15¢d EoL 7. SMOKE DETECTORS SHALL NOT BE ANY CLOSER THAN |& FROM FIRE SPRINKLERS
EPEAKER NEN BUILDINGS OR 3' FROM ANY SUPPLY DIFFUSER. IN AREA OF CONSTRUCTION OR POSSIBLE
. N.I.C. DAMAGE/CONTAMINATION ON NEWLY INSTALLED FIRE ALARM, DEVICES SHALL BE
15 - () o NI-2 COVERED UNTIL THAT AREA 1S READY TO BE TURNED VER TO THE OWNER.
AvK] 5D) 13-T1 [13-63 @@ 13-34 @c [3-3] Q@ 13-2 hnt
IN SD \V4 15¢cd
< <> EOL 18&.  ALL FIRE ALARM CIRCUITS SHALL BE IN CONDUIT, SURFACE RACEWAY OR OPEN CONSULTANT
NI 3 STROBE RUN ABOVE CEILINGS, UNDER FLOORS AND IN WALLS IN A NEAT AND PROTECTED
15 Ao NiI- BLDG. MANOR AS INDICATED ON DESIGN DOCUMENTS. EXPOSED CIRCUITS ARE ONLY
- AKX - (HD) 13-12 (D) 13-62 (D) 13-35 (D) 13-30 (50 13-3 {Vy15cd >0 é PERMITTED WHEN NOTED AS EXPOSED ON DESIGN DOCUMENTS.
E _ ™~ iy
SOUTH 802 <_ —8,1526< NI -4 Ao I%léczo 9. FIRE ALARM PANEL, REMOTES, AND COMPONENTS SHALL BE SECURED TO ELECTRICAL ENGINEERING
=7 N T5 v~ 15¢d v)- MOUNTING SURFACES PER MANUFACTURERS SPECIFICATIONS. NO SINGLE DEVICE LIGHTING DESIGN
AVK] BLDG. >@D_ Q7N
REL OS5 W _EoL (*D) 13-713 DM 13-d1 105" < (5D) 13-36 (D) 13-24 (HD) 13-4 AV 17N SHALL EXCEED 20 LBS. WITHOUT SPECIAL MOUNTING DETAILS. oo e e,
SUITE 251
— N-20 = STER%ITBE NI-5 1 21 20. A DEDICATED BRANCH CIRUIT SHALL BE PROVIDED FOR FIRE ALARM EGUIPMENT. e
avk] 5 X T5¢d > we THIS CIRCUIT SHALL BE ENERGIZED FROM THE COMMON USE AREA PANEL AND P (oo ooy 8
(1) 13-107 < N 5) 13-4 (HD) 13-61 M| 13-64 (D) 13-28 (sD) 13-5 SRR SHALL HAVE NO OTHER OUTLETS. THE BREAKER SHALL HAVE A RED LOCKING e e S
~ _ NI -28 DEVICE TO BLOCK THE HANDLE IN THE @ONa POSITION. THE CIRCUIT BREAKER SHALL
% NI-2| g NI-28 >6 ) 2‘;'2’ - >@D e BE LABELED OFIRE ALARM CIRCUIT CONTROLA CIRCUIT ID TO BE LABELED AT FIRE
AVK] 75 AVK] I5CD - - V)- [2¢ S QI PANEL/EXTENDERS.
(HD) 13-106 N /4N (sD) 13-75 (sp) 13-60 (sp) 13-37 (o) 13-27 DM| 13-87 A IR
N| =27 2. THE INSTALLING CONTRACTOR SHALL PROVIDE A COMPLETED @5STSTEM RECORD
K] §|5-22 K] |N5|a2D7 > 3% ﬁg >®D }?fwd% ~ 31526. OF COMPLETIONA PER NFPA 712, FIGURE |7.8.2.
(5@ 13-105 IN /4N (@ 13-76 @D [3-54 @p 13-38 @9 13-26 @@ 13-6 22. FIRE ALARM CONTROL PANELS AND REMOTE ANNUNCIATORS SHALL BE
N9 NI26 (E) 506 NI - NI -26 INSTALLED WITH THEIR BOTTOMS MOUNTED AT 482 ABOVE THE FINISHED FLOOR.
N ~ 803 < : I e (VY- 15¢d
AAY) A A 23, MICROPHONES ASSOCIATED WIT RGENCY VOIC RM CcO CATIO
MR B 0 R Toca Y 3 MICROPHONES ASSOCIATED AITH EMERGENCT VOICE ALARM COMMINCATION
G@ 13-104 E@ 13-17 (59 [3-58 (59 13-39 (@ 13-25 55 < G@ 13- SYSTEMS (EVAC) SHALL BE ACCESSIBLE FOR USE, INSTALLED IN COMPLIANCE WITH
NI -25 CBC SECTIONS [IB-305 AND |11B-308. ——
NI-24 NI-25 NI-& BLD6 (V¥ 15
5 AV ¥ ¢ . cd
(E) (MK O R s |5cd =0 0 24. THE INSTALLING CONTRACTOR SHALL PROVIDE SYSTEM PROGRAMMING FOR Credy
R/R< (5D 13-108 \@@ 13-78 (e0) 13-51 (D) 13-40 (5D) 13-24 (D) 13-8 SUPERVISORY MONITORING PER CBC SECTION d01.6.2.
- N P N] —24 Revisions
= ~ C\D Il\l;cj C\D 15cd 25. SUPERVISORY MONITORING SHALL BE TESTED AND VERIFIED AS SENDING " ——
oL / - L A CORRECT SIGNALS IN CONJUNCTION WITH FINAL ACCEPTANCE TEST. |
HD) 13-102 SD) 13-79 HD) [3-56 HD) [3-41 DM| 13-88 sp) 13-4
<> SPEAKER <> () () <> < NI-10 1 20 ~ 26. ONWNER SHALL BE RESPONSIBLE FOR ESTABLISHING A FIRE SYSTEM MONITORING
(Y- 15¢cd > SN e CONTRACT OR PROVISIONS.
7 N ] N
(D) 13-101 ) (HD) 13-80 (D) 13-55 (ep) 13-42 (eD) 13-23 (D) 13-10 NI-23
YN NI-11 >@v c
804 < _/C\/)\_ 15cd P 1N
HD) 13- HD) 13- - [3-43 [3-22 sc) [13-11 NI -22
~ BLDG < BI_D6< -/(V S 15cq YW FIRE WATCH, FIRE MARSHAL REQUIREMENTS:;
(E ) 103 701
— NI-21 REQUIREMENTS FOR DISABLING THE FIRE ALARM SYSTEM:
5@ IB—qq SOUTH 5@ IB’& A 6@ I3—53 (59 15—44 (59 13—2] 6@ 13— ] 2 N] — ] 3 N, ¢ ] 5 ’ All dimensions must be checked at the job by the contractor who accepts full responsibility
\ Y ¢ — Cd BLD6 or their accuracy under the contract. These plans & the specifications in connection
™~ _C\D_ | 5Gd /A\D\ I /4‘N > —[03 1. AS REQUIRED BY THE 2022 CALIFORNIA FIRE CODE, SECTION 901.7, STANDBY PERSONNEL [hﬁ“‘hfw““ “avetbyee”i”eﬁ%wd f{‘”i;ehcg‘cdg‘e‘ Af)’}gd%' ’LS‘F"O”SS"‘\‘;WS”W‘WSG in
RELOS M OR SYSTEMS TEMPORARILY “OUT OF SERVICE”. THE LOCAL FIRE MARSHAL IS AUTHORIZED TO REQUIRE W erperon ey oRerse ey dReameay Fenetng & Heody
- - _ THE CONTRACTOR TO PROVIDE STANDBY PERSONNEL AS SET FORTH IN THESE SECTIONS, UNTIL THE
G@ [3-95 (59 13-83 @9 [3-52 (59 13-45 (59 13-20 @9 [3-13 . N|-14 _‘(vj_ ']\lécﬁo SYSTEM IS RESTORED TO OPERATION.
_/C\D\_ ] 5Gd ’ ) 2. SUCH INDIVIDUAL SHALL BE SUBJECT TO THE LOCAL FIRE MARSHAL'S ORDER AT ALL TIMES WHEN
SO EMPLOYED AND SHALL REMAIN ON DUTY DURING THE TIME SUCH PLACES ARE OPEN TO THE PUBLIC ADDlT\ll(\/)é\ls(?E:g}EE}T_él\,\/llEI\IT}/E\FCQ:\I(-AéSCSl-lFE)OOOLMS AT
_ . B N] -1 C{ OR WHEN SUCH PUBLIC ACTIVITY IS BEING CONDUCTED. FIRE WATCH PERSONNEL SHALL BE PROVIDED
@9 [3-97 (‘@ [3-64 G@ [3-51 (59 13-46 (59 13-14 \G@ [3-14 A l]\lécéf ~ BLDG. _6/)_ 15cd WITH AT LEAST ONE APPROVED MEANS FOR NOTIFICATION OF THE FIRE DEPARTMENT.
(E) (E) BLDG SV 15599 105 A A 3600 IMPERIAL AVENUE
808 <_ 805 <_ 03 < 3. SUCH INDIVIDUALS SHALL KEEP A DILIGENT WATCH FOR FIRES AND BE ABLE TO TAKE PROMPT AND ROSAMOND, CA 93580
NI-16 NI-15 DERMITTED, WHILE ON DUTY. T PERFORM ANY OTHER DUTIES THAN THESE HEREIN SPEGIFIED.
HD) 13- HD) 13_a _ _ - 13-15 A NI- YoX NI - ’ 7 :
(*D) 1346 (D) 13-8 (sD) 13-50 (eD) 13-41 (59 13-18 () SV T5cd O SOUTHERN KERN UNIFIED SCHOOL DISTRICT
BLDG. NN
701
@D 1395 (D 13-84 pM] 13-90 (D) 13-48 (D) 1317 (50 13-16 ki BORING PROJECT
\ \
NTi=1T
— — ot 1ocd TOTAL SPEAKER WATTAGE =
— AV_
(D) 13-a4 (D) 13-1 (5 13-44 S A 31.25 WATTS CENTRAL STATION RIgIII;I'\I’E DAll,_AAC\BRRI\,/AI\M
~ MONITORING COMPANT :
, UNIVERSAL ELECTRONIC ALARMS/ & SCHEDULES
(D) 13-93 (D) 13-88 NATIONAL MONITORING CENTER
(E) (E) 709 W. AVENUE |
805 <_ 806 <_ LANCASTER, CA 93534
661-946-1515
(H) 13-a2 (D) 13-8¢ UL-LICENSE #257057-00!
@ BID CLARIFICATION NO.1 -04/18/2025
__(&D) 13-4 \GD 13-dp
NOTE: THE INTENT OF THIS DRAWING IS TO INDICATE ONLY THE REVISIONS SHOWN IN
e e RED CLOUDED AREAS. ALL OTHER CONDITIONS REMAIN UNCHANGED. 4/18/25




CONTRACTING,INC.

GENERAL CONTRACTORS

42424 4th st E. Lancaster, Ca. 93535
Ph#661-949-3205 Fax#661-949-3235 Lick567084

SKUSD- BORING SCOPE AT WESTPARK ELEMENTARY SCHOOL

Pre-Bid RFl’s

1. E1.01 states “Relocate and Reconnect NFS-920 FA Panel”. Where is thea

NFS-320 FA panel currently located? lﬂ “mm w

Answer:

2. E1.01 With the relocation of the (E) NFS-320 FA Panel from its (E) location to the
south relo classrooms, will it be required to test the entire FA system orw‘
classrooms affected by the panel relocation?

e 1T ATPEITED (RESRONS

3. Regarding concrete hardscape removal for boring pits, will it be required to go joint
to joint or is it acceptable to sawcut and remove only what is necessary for boring
and required trenching?

pmver: ST O JOINT




. Regarding (E) pathway between relo 805 & 806, is there enough room within the
existing conduit, to install the required 12pair multi-mode fiber?
—_———— =0

Answer: *5

. Between grid lines 2 & 3 and grid lines C & D the FA pathway from the (E) restroom

building is shown going into the signal box not the FA box.

P [ .

Repsonse: S€e attached sheet E0.20, Bid Clarification rTo.l
dated 04/18/2025

. E1.01 Relo 803 & 806 call for new 12pr multi mode fiber to the (E) and new IDF

cabinets in the respective rooms, yet the call out for fiber cable from the MDF shows
only 1ea¥eair fiber.

Answer: A\L NW RB& SM\A be \‘2'»&

. Provide Fire Alarm Riser Diagram for the 800 block classrooms and the existing

restroom bldg (refer to BC #2 plan E0.02, battery calc as well as riser diagram)
See attached sheet E0.20, Bid Clarification
no.l dated 04/18/2025

Answer:



r KGG)
CecFzees Jeue.

EST. 1984

CALIFORNIA STATE CONTRACTORS LICENSE NUMBER B, C10 — 459141

HOME OFFICE
POST OFFICE BOX 5687
LANCASTER, CALIFORNIA 93539

(661) 943-5616

Request for Information
Date: April 15th, 2025

Project: SKUSD-WES-PKTK-BG PRE-BID RFI Number: KGG#1
From:Kenny Gardner

To:HPLE
Deepika Arora

Action Requested:

Clarification X Direction Approval

Information Needed: See Below

1) SHT. E1.01 To confirm the indicated 2'x3' & 3'x5' pull boxes will be traffic rated full
concrete structure including bottom with ends and side conduit entries. The traffic rated
metal coverswill be bolt down type not ahinged & bolted cover. ¢ S

2) SHT. E1.01 To confirm theindicated 17"x30" pull boxes will be traffic rated 12" top
with a 12" extension section with open bottom. ALL 17x30 PULL BOXES WILL BE

DELETED, SEE BC#01, SHT E1.01
3) SHT. E1.01 Per the discussion at the job walk the 1-1/4" conduit run with the AQC294
cable and boring from the Fire Alarm pull box near classroom 803 to the existing
BackFlow and PIV at southern rear area of school are removed from scope of work
because thisitem is alreadyinstalled. YES

4) All tamper switches for BackFlow and PIV |ocated at the southern rear area of school
will be removed from scope of work. YES

John Maloney - 04/16/2025



r S KGG)
W Teze.

EST. 1984

CALIFORNIA STATE CONTRACTORS LICENSE NUMBER B, C10 - 459141

HOME OFFICE
POST OFFICE BOX 5687
LANCASTER, CALIFORNIA 93539

(661) 943-5616

Request for Information
Date: April 15th, 2025

Project: SKUSD-WES-PKTK-BG PRE-BID RFI Number: KGG#2
From:Kenny Gardner

To: HPLE
Deepika Arora

Action Requested:

Clarification X Direction Approval

Information Needed: See Below

1) SHT. E1.01 Please confirm all 1-1/2", 2" & 3" underground conduit will be SCH 40. PVC. Mh w

2) SHT. E1.01 Please confirm all underground 90 degree elbows are Galvanized Rigid Steel
Schedule 40 wrapped in 10 mill half lap vinyl tape. a)\ﬁmm

Aofzs



