
PROJECT LOCATION

1. THESE DOCUMENTS ARE THE PROPERTY OF SIM AND ARE NOT TO BE USED FOR ANY OTHER THAN THE LOCATION SHOWN HEREON. NO CHANGES ARE TO BE MADE ON THESE 
DOCUMENTS WITHOUT THE KNOWLEDGE OR CONSENT OF THE ARCHITECT OR ENGINEER WHOSE SIGNATURE APPEARS HEREON.

2. WORK SHALL CONFORM TO THE REQUIREMENTS OF THE 2022 CALIFORNIA BUILDING CODE AS ADOPTED BY THE COUNTY OF SANTA CLARA, CALIFORNIA AND ALL OTHER 
GOVERNING AUTHORITIES HAVING JURISDICATION.

3. REQUEST ASBESTOS INFORMATION REGARDING THIS PROJECT TO THE HUSD PRIOR TO BID. THE CONTRACTOR IS ADVISED THAT, PART OF THE DEMOLITION WORK REQUIRED 
FOR THIS PROJECT, MAY INCLUDE ASBESTOS CONTAINING MATERIALS WHICH MUST BE REMOVED/DEMOLISHED ACCORDING TO THE ASBESTOS REMOVAL AND DISPOSAL 
PROCEDURES.

4. THE CONTRACTOR IS TO FIELD VERIFY ALL DIMENSIONS AND EXISTING CONDITIONS AND NOTIFY THE OWNER'S REPRESENTATIVE PRIOR TO THE COMMENCEMENT OF WORK, IF 
SITE CONDITIONS ARE FOUND TO BE DIFFERENT FROM THE DRAWINGS.  PROTECT ALL UTILITY LINES DURING CONSTRUCTION. IF DISCONNECTION IS REQUIRED COORDINATE 
WITH THE ARCHITECT PRIOR TO WORK. THE CONTRACTOR SHALL BE RESPONSIBLE FOR RECONNECTION FOR A FULLY OPERATIONAL SYSTEM.

5. THE CONTRACTOR SHALL PROVIDE ADEQUATE PROTECTION WHEN PERFORMING THEIR WORK TO PREVENT DAMAGE TO EXISTING MATERIALS AND SURFACES DURING 
CONSTRUCTION.  ALL DAMAGE TO BE REPAIRED BY THE INDIVIDUAL CONTRACTOR AT NO ADDITIONAL COST TO THE OWNER. CONTRACTOR WILL CLEAN UP PAINT OVERSPRAY, 
DRIPS ETC.

6. ALL DIMENSIONS SHOWN ARE TO FACE OF FINISH, (U.O.N.).  DO NOT SCALE FROM DRAWINGS, FIGURED DIMENSIONS GOVERN OVER NOMINAL DIMENSIONS.

7. ALL HEIGHTS ARE DIMENSIONED FROM FINISHED FLOOR, (U.O.N.)

8. "TYPICAL" OR "TYP." SHALL INDICATE STANDARD FOR OTHER LIKE CONDITIONS THROUGHOUT THE WORK.

9. "SIMILAR" MEANS COMPARABLE CHARACTERISTICS FOR THE CONDITIONS NOTED.  VERIFY DIMENSIONS AND ORIENTATION ON PLAN AND/OR ELEVATIONS.

10. ALL WORK IS TO BE DONE IN SUCH A WAY AS NOT TO DISRUPT THE BUILDING'S NORMAL BUSINESS OPERATIONS.  DISRUPTIVE WORK IS TO BE COORDINATED WITH THE OWNER 
AND/OR THE OWNER.

11. ALL MATERIALS ARE TO BE NEW, UNUSED, AND OF THE HIGHEST QUALITY.  ALL WORK SHALL BE PERFORMED IN A THOROUGH, PROFESSIONAL MANNER.  ALL WORK TO BE 
EQUAL TO THE BEST STANDARDS OF PRACTICE.

12. MATERIALS ARE SPECIFIED BY BRAND NAMES TO ESTABLISH STANDARDS OF QUALITY AND PERFORMANCE, ANY REQUEST FOR SUBSTITUTION SHALL BE SUBMITTED FOR 
REVIEW TO THE ARCHITECT.  MATERIALS SHALL NOT BE PURCHASED OR INSTALLED WITHOUT THE ARCHITECT'S WRITTEN APPROVAL.

13. NO WORK DEFECTIVE IN CONSTRUCTION OR QUALITY OR DEFICIENT IN ANY REQUIREMENTS OF THE CONTRACT DOCUMENTS WILL BE ACCEPTABLE DESPITE THE ARCHITECT'S 
FAILURE TO DISCOVER SUCH DEFECTS.  ALL DEFECTIVE WORK DISCOVERED WITHIN THE TIME REQUIRED BY GUARANTEES SHALL BE REPLACED BY WORK CONFORMING WITH 
THE INTENT OF THE CONTRACT.  NO PAYMENT EITHER PARTIAL OR FINAL SHALL BE CONSTRUED AS AN ACCEPTANCE OF DEFECTIVE WORK OR IMPROPER MATERIALS.

14. IT IS INTENDED THAT THE CONTRACTOR PROVIDE A COMPLETE JOB AND ANY OMISSIONS IN THESE NOTES OR IN THE OUTLINE OF WORK SHALL NOT BE CONSTRUED AS 
RELIEVING THE CONTRACTOR OF SUCH RESPONSIBILITIES IMPLIED BY THE SCOPE OF THEIR WORK EXCEPT FOR ITEMS SPECIFICALLY NOTED.

15. SHOULD ANY PORTION OF THE CONTRACT DOCUMENTS PROVE TO BE UNENFORCEABLE, SUCH UNENFORCEABILITY SHALL NOT EXTEND TO THE REMAINDER OF THE CONTRACT 
NOR SHALL IT VOID ANY OTHER PROVISIONS OF THE CONTRACT.

16. THE CONTRACTOR SHALL NOT PROCEED WITH ANY WORK REQUIRING, ADDITIONAL COMPENSATION BEYOND THE CONTRACT AMOUNT WITHOUT WRITTEN AUTHORIZATION 
FROM THE OWNER'S REPRESENTATIVE.  FAILURE TO OBTAIN AUTHORIZATION SHALL INVALIDATE ANY CLAIM FOR EXTRA COMPENSATION.

17. UPON COMPLETION OF THE WORK OR SHORTLY BEFORE, OWNER'S REPRESENTATIVE SHALL PREPARE A "PUNCH-LIST" IN WALK-THROUGHS WITH THE CONTRACTOR.  FINAL 
PAYMENT WILL BE CONTINGENT UPON THE COMPLETION OF THESE ITEMS TO BE CORRECTED, COMPLETED OR UNSATISFACTORILY COMPLETED FOLLOWING FINAL PAYMENT 
SHALL NOT NEGATE NOR DIMINISH THE CONTRACTOR'S RESPONSIBILITY TO COMPLETE OR REPAIR THESE ITEMS AS SOON AS POSSIBLE.

18. THE CONTRACTOR AND ITS SUBCONTRACTORS SHALL PURCHASE AND MAINTAIN CERTIFICATIONS OF INSURANCE WITH RESPECT TO WORKER'S COMPENSATION, PUBLIC 
LIABILITY AND PROPERTY DAMAGE FOR THE LIMITS AS REQUIRED BY THE BUILDING OWNER AND OR LAW WHICHEVER IS MOST STRINGENT.  THE CONTRACTOR SHALL BE 
RESPONSIBLE OF INITIATING, MAINTAINING, AND SUPERVISING ALL SAFETY PRECAUTIONS IN CONNECTION WITH THE WORK.

19. CONTRACTOR SHALL, AT ALL TIMES DURING THE COURSE OF THE WORK, KEEP THE CONSTRUCTION AREA, THE OWNER'S PREMISES, INCLUDING STREETS AND OTHER AREAS 
USED BY THE CONTRACTOR, CLEAN AND FREE FROM ACCUMULATION OF WASTE MATERIALS AND RUBBISH.  CONTRACTOR SHALL PROVIDE DUST CONTROL MEASURES AS 
REQUIRED.  AT THE COMPLETION OF THE WORK, REMOVE FROM THE BUILDING AND THE PREMISES ALL SURPLUS MATERIALS AND DEBRIS, AND CLEAN THE SITE THOROUGHLY 
TO THE SATISFACTION OF THE OWNER.

20. FACILITIES HANDLING, STORING, SELLING, AND USING HAZARDOUS, COMBUSTIBLE, OR FLAMMABLE MATERIALS SHALL COMPLY WITH THE APPLICABLE SECTIONS OF THE 
CALIFORNIA FIRE CODE.

21. THE ARCHITECT IS NOT RESPONSIBLE FOR ANY WORK RELATED TO THE IDENTIFYING AND REMOVAL OF HAZARDOUS MATERIALS FROM THE PROJECT SITE. ANY DRAWING OR 
INFORMATION RELATING TO HAZARDOUS MATERIALS INCLUDED IN THIS DRAWING SET IS FOR REFERENCE PURPOSES ONLY.  IN THE EVENT THAT HAZARDOUS MATERIALS ARE 
SUSPECTED OR DISCOVER DURING THE WORK, THE CONTRACTOR WILL STOP WORK IN THE AREA, NOTIFY THE OWNER OR OWNER'S REPRESENTATIVE, AND NOT RESUME 
WORK UNTIL INSTRUCTED TO DO SO.

22. EXISTING CONSTRUCTION INFORMATION SHOWN ON THE DRAWINGS WAS OBTAINED FROM THE OWNER'S ORIGINAL CONSTRUCTION AS-BUILT DRAWINGS.  THESE ORIGINAL 
CONSTRUCTION DRAWINGS ARE AVAILABLE AT THE ARCHITECT'S OFFICE FOR REVIEW.  THE ORIGINAL CONSTRUCTION DRAWINGS ARE NOT A PART OF THE CONSTRUCTION 
DOCUMENTS AND DO NOT WARRANT EXISTING CONDITIONS.  THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS AND NOTIFY THE ARCHITECT OF ALL EXCEPTIONS 
BEFORE PROCEEDING WITH THE WORK.

23. PROVIDE ALL LABOR, MATERIALS, EQUIPMENT, TOOLS, TRANSPORTATION, UTILITIES AND OTHER SERVICES AND RELATED TASKS NECESSARY FOR THE EXECUTION OF THE 
CONSTRUCTION AS REQUIRED BY THE CONTRACT DOCUMENTS.

24. INCIDENTAL WORK IS PART OF THIS CONTRACT.  INCIDENTAL WORK SHALL BE DEFINED AS WORK NOT SPECIFICALLY INDICATED IN THE CONTRACT DOCUMENTS THAT MAY BE 
NECESSARY TO MATCH THE WORK TO EXISTING ELEMENTS.

25. DISCOVERY OF DETERIORATING AND NON-CONFORMING CONDITIONS WILL BE BROUGHT TO THE ATTENTION OF THE ARCHITECT.  CORRECTIVE WORK WILL BE PERFORMED AS 
DIRECTED BY THE ARCHITECT AND APPROVED BY THE DISTRICT

26. GENERAL NOTES SHALL APPLY TO THE ENTIRE WORK UNDER THIS CONTRACT.

27. SHEET NOTES APPLY TO THE DRAWING SHEET ON WHICH THEY OCCUR.  IN CONFLICTS BETWEEN THE SHEET NOTES AND THE GENERAL NOTES, SHEET NOTES SHALL GOVERN.  
KEY NOTES REFER DRAWN ITEMS TO THE SPECIFICATIONS.

28. IN THE EVENT THAT THERE IS DISCREPANCIES BETWEEN THE DRAWINGS  AND SPECIFICATIONS, OR WITHIN THE SPECIFICATIONS, THE MOST EXPENSIVE MATERIAL AND/OR 
INSTALLATION SHALL BE THE BASIS OF THE BID, AND THEREFORE SHALL SUPERCEDE ANY INFERIOR MATERIAL IN TERMS OF QUALITY OR MONETARY VALUE.

29. FASTENING AND NAILING OF WOOD MEMBERS SHALL BE IN ACCORDANCE WITH THE NAILING SCHEDULE FOUND IN CALIFORNIA BUILDING CODE (CBC) SECTION 2304.10.2.

30. ALL CONSTRUCTION WORK: ARCHITECTURAL, MECHANICAL, ELECTRICAL, ETC. SHALL BE CARRIED OUT IN ACCORDANCE WITH ALL CODES, RULES, AND REGULATIONS 
GOVERNING CONSTRUCTION AND THE USEOF FACILITIES AS SET BY FEDERAL, STATE, AND LOCAL CODES AND ORDINANCES.

31. CONTRACTOR SHALL PERFORM ALL DEMOLITION WORK AS REQUIRED TO PREPARE THE SPACE FOR NEW CONSTRUCTION. DEMOLITION SHALL BE PERFORMED IN A SAFE, 
ORDERLY MANNER WITHOUT DAMAGE TO OTHER PARTS OF THE PREMISES AND ADJACENT PROPERTIES. ANY RESULTING DAMAGE OR LOSS SHALL BE CORRECTED REPLACED 
BY THE CONTRACTOR AT NO COST TO THE OWNER. ALL DEMOLISHED/REMOVED ITEMS SHALL BE DISPOSED OF BY THE CONTRACTOR UNLESS OTHERWISE DIRECTED BY THE 
OWNER. VERIFY WITH THE OWNER ON ITEMS TO BE SAVED AND STORED. ALL REMOVED ITEMS TO BE SAVED FOR REUSE SHALL BE HANDLED WITH CARE. CUT ALL DEMOLITION 
TO A STRAIGHT LINE AT EXISTING CONDITION. PROTRUDING OBJECTS ON ALL SURFACES SHALL BE REMOVED, AND THE AREA FILLED AND REPAIRED.

32. COORDINATION:
A. THE CONTRACTOR SHALL COORDINATE LAYOUT DIMENSIONS INDICATED ON THE CONSULTANT'S DRAWINGS WITH THOSE INDICATED ON THE ARCHITECTURAL 

DRAWINGS. ALL DISCREPANCIES SHALL BE REPORTED TO THE ARCHITECT BEFORE PROCEEDING THE WORK.
B. IN THE EVENT CERTAIN FEATURES OF THE CONSTRUCTION ARE NOT FULLY SHOWN ON THE CONSTRUCTION DOCUMENTS, THEN THEIR CONSTRUCTION SHALL BE OF 

THE SAME CHARACTER AS FOR SIMILAR CONDITIONS THAT ARE SHOWN.
C. THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS, INCLUDING ELECTRICAL, MECHANICAL, TELEPHONE, SECURITY REQUIREMENTS, AND ETC. BEFORE 

CONSTRUCTION BEGINS.
D. THE CONTRACTOR SHALL COORDINATE THE LOCATIONS OF ALL LIGHTS, AIR OUTLET AND INLET REGISTERS, SMOKE DETECTORS, ET. AL., BEFORE CONSTRUCTION 

BEGINS.
33. USE HAND TOOLS TO REMOVE SOIL, PAVING AND OTHER CONSTRUCTION WITHIN 15 INCHES OF EXISTING BUILDING.

34. CLEAN SURFACES REMAINING EXPOSED AFTER DEMOLITION WORK TO MATCH EXISTING ADJACENT SURFACES OR PREPARE FOR NEW WORK.

35. THE INFORMATION SHOWN ON THE ABOVE-MENTIONED SHEETS HAS BEEN COMPILED FROM VARIOUS SOURCES AND MAY NOT BE REFLECTIVE OF THE ACTUAL CONDITIONS AT 
THE TIME OF CONSTRUCTION.THE CONTRACTOR IS REQUIRED TO MAKE ALL NECESSARY INVESTIGATIONS TO BECOME FAMILIAR WITH THE FACILITY PRIOR TO BID SUBMISSION. 
UNFAMILIARITY WITH THE SITE CONDITIONS WILL NOT BE ACCEPTED AS A BASIS FOR ADDITIONAL CONTRACTOR COMPENSATION.

36. DISCREPANCIES NOTED BY THE CONTRACTOR IN THE DRAWINGS OR SPECIFICATIONS MUST BE BROUGHT TO THE DISTRICT'S ATTENTION PRIOR TO BID SUBMISSION.

37. ALL COMPONENTS NOTED ON THE DETAIL DRAWINGS ARE TO BE NEW AND PROVIDED WITHIN THIS CONTRACT UNLESS SPECIFICALLY IDENTIFIED AS EXISTING.

38. WORK PERFORMED UNDER THIS CONTRACT SHALL BE IN ACCORDANCE WITH LOCAL, STATE, AND FEDERAL REGULATIONS APPLICABLE TO THE PROJECT.

39. FIRE SAFETY DURING CONSTRUCTION AND DEMOLITION WILL BE ENFORCED IN ACCORDANCE WITH CBC CHAPTER 33 AND CFC CHAPTER  33.

40. ALL SURFACES OF NEW CONSTRUCTION SHOULD BE PAINTED OR APPLIED FINISH MATERIALS PER DESIGN DOCUMENT OR ARCHITECT'S INSTRUCTION, UON.

41. THE CONTRACTOR SHALL VERIFY SITE CONDITION AND FEASIBILITY OF INSTALLATION BEFORE PROCURING PRODUCTS. SUMITTALS ARE REQUIRED FOR THE DOOR AND GATES.

42. CHANGES TO THE APPROVED DRAWINGS AND SPECIFICATIONS SHALL BE MADE BY AN ADDENDUM OR A CONSTRUCTION CHANGE DOCUMENT (CCD) APPROVED BY THE DIVISION 
OF THE STATE ARCHITECT (DSA), AS REQUIRED BY SECTION 4-338, PART 1, TITLE 24, CCR. 

43. A "DSA CERTIFIED" PROJECT INSPECTOR EMPLOYED BY THE DISTRICT (OWNER) AND APPROVED BY THE DSA SHALL PROVIDE CONTINUOUS INSPECTION OF THE WORK. THE 
DUTIES OF THE INSPECTOR ARE DEFINED IN SECTION 4-342, PART 1, TITLE 24, CCR.

44. A DSA ACCEPTED TESTING LABORATORY DIRECTLY EMPLOYED BY THE DISTRICT (OWNER) SHALL CONDUCT ALL THE REQUIRED TESTS AND INSPECTIONS FOR THE PROJECT.

45. THE INTENT OF THESE DRAWINGS AND SPECIFICATIONS IS THAT THE WORK OF THE ALTERATION, REHABILITATION, OR RECONSTRUCTION IS TO BE IN ACCORDANCE WITH TITLE 
24, CCR. SHOULD ANY EXISTING CONDITIONS SUCH AS DETERIORATION OR NON-COMPLYING CONSTRUCTION BE DISCOVERED WHICH ARE NOT COVERED BY THE CONTRACT 
DOCUMENTS, WHEREIN THE FINISHED WORK WILL NOT COMPLY WITH TITLE 24, CCR, A CONSTRUCTION CHANGE DOCUMENT (CCD) OR A SEPARATE SET OF PLANS AND 
SPECIFICATIONS, DETAILING AND SPECIFYING THE REQUIRED WORK SHALL BE SUBMITTED TO AND APPROVED BY DSA BEFORE PROCEEDING WITH THE WORK. (SECTION 
4-317(C), PART 1, TITLE 24, CCR).

46. GRADING PLANS, DRAINAGE IMPROVEMENTS, ROAD AND ACCESS REQUIREMENTS, AND ENVIRONMENTAL HEALTH CONSIDERATIONS SHALL COMPLY WITH ALL LOCAL 
ORDINANCES.

USE THE FOLLOWING CODES AND REGULATIONS WITH THE LATEST AMENDMENTS & SUPPLEMENTS:

2022 CALIFORNIA ADMINISTRATIVE CODE (CAC), PART 1, TITLE 24 CCR
2022 CALIFORNIA BUILDING CODE (CBC), PART 2, TITLE 24 CCR VOLUME 1 AND 2
2022 CALIFORNIA ELECTRICAL CODE (CEC), PART 3, TITLE 24 CCR
2022 CALIFORNIA MECHANICAL CODE (CMC), PART 4, TITLE 24 CCR
2022 CALIFORNIA PLUMBING CODE (CPC), PART 5, TITLE 24 CCR
2022 CALIFORNIA ENERGY CODE (CEC), PART 6, TITLE 24 CCR
2022 CALIFORNIA FIRE CODE (CFC), PART 9, TITLE 24 CCR
2022 CALIFORNIA EXISTING BUILDING CODE (CEBC), PART 10, TITLE 24 CCR
2022 CALIFORNIA GREEN BUILDING CODE (CALGREEN), PART 11, TITLE 24 CCR
2022 CALIFORNIA REFERENCE STANDARDS CODE (CRSC), PART 12, TITLE 24 CCR
TITLE 19 CCR, PUBLIC SAFETY, STATE FIRE MARSHALL REGULATIONS

NATIONAL STANDARDS:

NFPA 13 AUTOMATIC SPRINKLER SYSTEMS; 2022 EDITION
NFPA 14 STANDPIPE SYSTEMS; 2019 EDITION
NFPA 24 PRIVATE FIRE MAINS; 2019 EDITION
NFPA 25 PROTECTION SYSTEMS; 2020 EDITION
NFPA 72 NATIONAL FIRE ALARM CODE; 2022 EDITION
NFPA 110 EMERGENCY AND STANDBY POWER SYSTEMS; 2019 EDITION

DEFERRED SUBMITTAL: NONE
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CLIENT
CUPERTINO UNION SCHOOL DISTRICT (CUSD) 
CONTACT: TODD SHIMADA, DIRECTOR OF MAINTENANCE, OPERATIONS, AND TRANSPORTATION
10301 VISTA DRIVE CUPERTINO, CA 95014
TEL: 408-252-3000 X 61397

ARCHITECT
SIM ARCHITECTS, INC.
CONTACT: EUGENE H SIM, AIA
3675 MT. DIABLO BLVD, SUITE 310
LAFAYETTE, CA 94594
TEL: (415) 362-8081
EMAIL: es@simarchitectsinc.com
CA REG. #: C-26432

ELECTRICAL & FIRE ALARM
BELDEN CONSULTING ENGINEERS 
CONTACT: GERALD GONZALES
4457 WILLOW ROAD, SUITE 100 
PLEASANTON, CA 94588
TEL: (925) 621- 5302
EMAIL: GeraldG@beldeninc.com

STRUCTURAL 
UNIVERSAL STRUCTURAL ENGINEERS
CONTACT: KEVIN O'KEEFE, SE 
1660 S.AMPHLETT BLVD.,SUIT 335,
SAN MATEO, CA 94402
TEL: (650) 312-9233
EMAIL: ktokeefe@
universalstructuralengineers.com
CA REG. #: S4192

MECHANICAL & PLUMBING 
H&M MECHANICAL ENGINEERS
CONTACT: JOHN CHOU, PE
8517 EARHART ROAD, SUITE 230,
OAKLAND, CA  94621
TEL: (510) 304-3502
EMAIL: john@hm-mechanical.com
CA REG. #: M34214

CIVIL
BRIO ENGINEERING ASSOCIATES INC. 
CONTACT: ANDREW DUONG, PE, QSD 
4750 ALMADEN EXPRESSWAY 
SAN JOSE, CA  95118
TEL: 408.241.5494 X 103
EMAIL: andrewd@brioengineering.com

OUTDOOR COOLER
EDWARD DON & COMPANY 
CONTACT: BILL MORITZ, CONTRACT SALES 
1599 CLEVELAND AVE., 
SANTA ROSA, CA 95401 
TEL: 707.755.3046
EMAIL: WilliamMoritz@don.com

SCOPE OF WORK INCLUDES BUT NOT LIMITED TO: 

A. PREP PARKING LOT AND SIDEWALK SITE FOR INSTALLATION OF NEW WALK-IN COOLER AND FREEZER.
B. INSTALLATION OF CHAIN LINK FENCING/ GATES ENCLOSURE AROUND COOLER AND FREEZER

GENERAL

G0.0 COVER SHEET

CIVIL

C-0 DEMO PLAN

C-1 GRADING AND DRAINAGE PLAN

C-2 SECTIONS & DETAILS

ARCHITECTURE

A0.1 SITE PLAN

A0.2 ACCESSIBILITY SITE PLAN

A1.1 ENLARGED PLANS & ELEVATIONS

A8.1 DETAILS & SCHEDULES

STRUCTURAL

S0.1 GENERAL NOTES AND DETAILS

S1.0 PLANS

ELECTRICAL

E0.0 GENERAL NOTES, SYMBOLS AND SHEET INDEX

E0.1 ELECTRICAL SITE PLAN

E1.0 ELECTRICAL ENLARGED PLAN AND PANEL SCHEDULE

MECHANICAL & PLUMBING

MP0.1 PLUMBING GENERAL NOTES AND LEGEND AND MECHANICAL
SCHEDULE AND DETAIL

MP2.1 PLUMBING SHEET SPECIFICATIONS, FLOOR PLAN AND DETAILS
AND MECHANICAL FLOOR PLAN

OUTDOOR COOLER

S1 CUPERTINO MS CUPERTINO USD - WALK-IN COOLER PLANS

S2 CUPERTINO MS CUPERTINO USD - PANEL ANCHOR & SUPPORT
DETAILS

Total Sheets:: 17

3675 Mt. Diablo Blvd., Suite 310
Lafayette, CA 94549

(415) 362-8081  (415) 362-8082 fax
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CUPERTINO MIDDLE SCHOOL

1650 S. BERNARDO AVE. ,

SUNNYVALE, CA 94087
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INSTALLATION

07/19/2024
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PROJECT SUMMARY

CUPERTINO MIDDLE SCHOOL WALK-IN COOLER AND FREEZER INSTALLATION

CUPERTINO MIDDLE SCHOOL 

1650 S. BERNARDO AVE. , SUNNYVALE, CA 94087

CODES & REGULATIONSGENERAL NOTES

ABBREVIATIONS
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THE DRAWING SHEETS LISTED IN THE SHEET INDEX OTHER THAN THE G AND A SHEETS HAVE BEEN PREPARED BY OTHER 
DESIGN PROFESSIONALS OR CONSULTANTS WHO ARE LICENSED AND/OR AUTHORIZED TO PREPARE SUCH DRAWINGS IN 
THE STATE OF CALIFORNIA. I HAVE EXAMINED THE DRAWINGS FOR:

(1) DESIGN INTENT AND THEY APPEAR TO MEET THE APPROPRIATE REQUIREMENTS OF TITLE 24, CALIFORNIA CODE OF 
REGULATIONS AND THE PROJECT SPECIFICATIONS PREPARED BY MYSELF, AND

(2) COORDINATION WITH MY PLANS AND SPECIFICATION, AND ARE ACCEPTABLE FOR INCORPORATION INTO THE 
CONSTRUCTION OF THIS PROJECT.

THE STATEMENT OF GENERAL CONFORMANCE "SHALL NOT BE CONSTRUED AS RELIEVING ME OF MY RIGHTS, DUTIES, AND 
RESPONSIBILITIES UNDER SECTIONS 17302 AND 81138 OF THE EDUCATION CODE AND SECTIONS 4-336, 4-341, 4-344 OF TITLE 
24, PART 1 [PER TITLE 24, PART 1, SECTION 4-317 (B)]

_________________________________________________________________________________________________________________
SIGNATURE OF ARCHITECT DATE
EUGENE H. SIM, AIA
ARCHITECT DESIGNATED TO BE IN GENERAL RESPONSIBLE CHARGE

C-26432_________________________________________________________________05/31/2025_______________________________
LICENSE NUMBER EXPIRATION DATE

STATEMENT OF GENERAL 
CONFORMANCE

11-26-2024

No. Date Revisions

A1 02/19/2025 Addendum 001
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ADDENDUM 001

DSA
D E P A R T M E N T  O F  G E N E R A L  S E R V I C E S

DIVISION OF THE STATE ARCHITECT
DSA
DIVISION OF THE STATE ARCHITECT
DSA
DIVISION OF THE STATE ARCHITECT
DSA
DIVISION OF THE STATE ARCHITECT

APP: INC:
REVIEWED FOR

SS

APPROVED
 DIV. OF THE STATE ARCHITECT

DATE:

01-121660

✔ FLS ACS✔ ✔

03/17/2025
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IDENTIFICATION STAMP
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12/18/2024



NEW CONCRETE SLAB PER STRUCTURAL SHEET S1.0 OVER 6"
CL. II A.B.; EXPANSION JOINTS @ 24" O.C. AND SCORED @ 4' O.C.
SEE DTL. 2/C-2

SEE DTL. 3/C-2 WHERE (N) CONC. MEETS (E) CONC. (TYP.)
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PROPERTY LINE

(E) CHAIN-LINK FENCE TO REMAIN

(E) CHAIN-LINK FENCE TO BE DEMOLISHED

(E) BUILDING, N.I.C

(E) PLANT

(E) GATE TO REMAIN

(N) FENCE GATE

SCOPE OF WORK

(E) TRUNCATED DOME

NOTE: NOT ALL LEGENDS ARE USED IN THIS SHEET

(E) FIRE APPARATUS ROAD PER DSA APPLICATION #01-113675
THIS PROJECT DOES NOT IMPACT, CHANGE OR MODIFY THE (E) 
FIRE APPARATUS ROAD

ACCESSIBLE PATH OF TRAVEL

(N) CHAIN LINK  FENCE
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SITE PLAN

04/25/2024

23017-CMS

CUPERTINO MIDDLE SCHOOL

1650 S. BERNARDO AVE. ,

SUNNYVALE, CA 94087

COOLER & FREEZER
INSTALLATION

07/19/2024

1" = 30'-0"1
SITE PLAN

PARKING COUNT

SHEET NOTES

LEGEND

PN

TN

1. SEE SHEET A1.1 FOR ON-SITE INFORMATION.
2. SEE ALL OTHER DISCIPLINES FOR FURTHER INFORMATION.
3. ACCESSIBLE ROUTE AS INDICATED ON PLAN, COMPLYING WITH CBC 2022 SECTION 11B-402 IS A 

BARRIER FREE ACCESS P.O.T. WITHOUT ANY ABRUPT LEVEL CHANGES EXCEEDING 1/2" BEVELED 
AT 1:2 MAX. AND AT LEAST 48" WIDE.  ENSURE SURFACE IS SLIP RESISTANT, STABLE, FIRM, AND 
SMOOTH. CONFIRM CROSS SLOPE DOES NOT EXCEED 2% AND SLOPE IN THE DIRECTION OF 
TRAVEL IS LESS THAN 5% UNLESS OTHERWISE INDICATED.

4. SITE PLAN BASED ON APPROVED AND AS-BUILT DRAWINGS PREPARED BY: SEE DSA APPLICATION 
#01-113675. CONTRACTOR TO VERIFY IN FIELD THE FOLLOWING CONDITIONS AS SHOWN ON  
APPROVED AS-BUILT DRAWINGS.

5. ALL EXTERIOR ENTRANCES ON THIS PLAN ARE ACCESSIBLE & COMPLY WITH CBC 2022 SECTION 
11B-404 INCLUDING:
a. 32" CLR OPENING
b. REQUIRED STRIKE EDGE CLEARANCE @ PULL OF DOOR (24" FOR FRONT HATCH & LATCH, 36" 

FOR HINGE APPROACH)
c. LEVEL LANDINGS (2% SLOPE MAX ON EXTERIOR SIDE, 0.0% ON INTERIOR SIDE)
d. ACCESSIBLE THRESHOLD, HARDWARE, CLOSER, KICK-PLATE
e. ISA SIGN ON EXTERIOR SIDE OF ENTRANCE
f. EXIT SIGN ON INTERIOR SIDE OF DOOR

7. (E) DRINKING FOUNTAINS ON THE EXTERIOR OF THE BUILDINGS THAT ARE ALONG THE P.O.T. AND 
AT FRONT ENTRY POINTS TO THE BUILDINGS SHALL BE ACCESSIBLE AND CODE COMPLIANT.

8. ACCORDING TO IR A-11 LINE 1.11, FOR ALTERATION PROJECTS WHERE P.O.T. IMPROVEMENTS ARE 
REQUIRED, THE COMPLETE SCOPE OF P.O.T, IMPROVEMENTS SHALL BE DEFINED IN THE INITIAL
DSA PERMIT SUBMITTAL. THE P.O.T. PLAN HAS BEEN SUBMITTED AND APPROVED IN THE INITAL 
DSA PERMIT. PLEASE REFER THE APPROVED DSA APPLICATION #01-113675.

GENERAL PARKING

STANDARD PARKING 40
VAN ACCESSIBLE PARKING   1
STANDARD ACCESSIBLE PARKING   1  

TOTAL PARKING 42

STAFF PARKING

STANDARD PARKING 27
VAN ACCESSIBLE PARKING 1
STANDARD ACCESSIBLE PARKING 1  

TOTAL PARKING 49

KEYNOTES
A101 COOLER, SEE SPEC.

AD201          (E) DUMPSTERS TO RELOCATE, PRESERVE AND PROTECT DURING CONSTRUCTION, 
                        PREPARE FOR FUTURE INSTALLATION.
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(E) BUILDING, N.I.C

(E) PLANT

(E) GATE TO REMAIN

(N) FENCE GATE

SCOPE OF WORK

(E) TRUNCATED DOME
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(E) FIRE APPARATUS ROAD PER DSA APPLICATION #01-113675
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ACCESSIBILITY SITE PLAN

04/25/2024

23017-CMS

CUPERTINO MIDDLE SCHOOL

1650 S. BERNARDO AVE. ,

SUNNYVALE, CA 94087

COOLER & FREEZER
INSTALLATION

07/19/2024

KEYNOTES

SHEET NOTES

LEGEND

PN

TN

1/4" = 1'-0"1
ACCESSIBILITY ENLARGED SITE PLAN

1. ACCESSIBLE PATH OF TRAVEL (P.O.T.) AS INDICATED ON PLAN IS A BARRIER FREE ROUTE WITHOUT 
ANY ABRUPT LEVEL CHANGES EXCEEDING 1/2" IF BEVELED AT 1:2 MAX. SLOPE, OR VERTICAL LEVEL 
CHANGES NOT EXCEEDING 1/4" MAX. AND AT LEAST 48" WIDE.  SURFACE IS SLIP RESISTANT, STABLE, 
FIRM, AND SMOOTH.  CROSS SLOPE DOES NOT EXCEED 2% AND SLOPE IN THE DIRECTION OF 
TRAVEL IS LESS THAN 5% UNLESS OTHERWISE INDICATED. ACCESSIBLE PATH OF TRAVEL SHALL BE 
MAINTAINED FREE OF OVERHANGING OBSTRUCTIONS TO 80" MINIMUM AND PROTRUDING OBJECTS 
GREATER THAN 4" PROJECTION FROM WALL AND ABOVE 27" AND LESS THAN 80". CONTRACTOR 
SHALL VERIFY THAT THERE ARE NO BARRIERS IN PATH OF TRAVEL.
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ENLARGED PLANS &

ELEVATIONS

02/18/2025

23017-CMS

CUPERTINO MIDDLE SCHOOL

1650 S. BERNARDO AVE. ,

SUNNYVALE, CA 94087

COOLER & FREEZER
INSTALLATION

07/19/2024

A101 COOLER, SEE SPEC.

A102 CHAINLINK FENCE, S.S.D. AND SHEET A8.1

A103 CHAINLINK FENCE GATE, SEE DETAIL 1/A8.1, SEE GATE# G-01 ON
GATE SCHEDULE ON SHEET A8.1

A104 SUPPORT POST, S.S.D. FOR POST DETAILS, TYP.

A105 SHELVING UNITS, SEE SPEC, TYP.

A106 CONCRETE PAD, S.C.D. TYP.

A107 COOLER DOOR PROVIDED BY MANUFACTURER, SEE SPEC

A108 RAMP PROVIDED BY COOLER MANUFACTURER, SEE SPEC

A109 RELOCATE PRESERVED (E) DUMPSTERS

A114 PROVIDE STRUCTURAL BRACING, S.S.D. TYP.

A118 4" HIGH CONCRETE CURB, S.C.D.

A120 CONCRETE WHEEL STOP, SEE DETAIL 7/A8.1

A121 4" CONCRETE HOUSEKEEPING PAD FOR CONDENSING UNIT

AD201 (E) DUMPSTERS TO RELOCATE, PRESERVE AND PROTECT DURING
CONSTRUCTION, PREPARE FOR FUTURE INSTALLATION.

AD202 (E) FENCE, TYP.

AD203 (E) EGRESS GATE W/ PANIC HARDWARE

AD204 (E) DOOR

AD205 (E) CATCH BASIN TO REMAIN AND PRESERVE DURING
CONSTRUCTION

AD206 (E) PAINTING STRIPE, TYP.

AD207 (E) BUILDING, N.I.C., TYP.

AD208 TRENCH PERIMETER AND GRIND THE GROUND FOR FUTURE
CONCRETE PAD, S.C.D. TYP.

KEYNOTES

SHEET NOTES

LEGEND

1/4" = 1'-0"3
EXT. NORTH ELEVATION

1/4" = 1'-0"5
EXT. SOUTH ELEVATION

1/4" = 1'-0"6
EXT. WEST ELEVATION

1/4" = 1'-0"4
EXT. EAST ELEVATION

3/16" = 1'-0"2
FLOOR PLAN

3/16" = 1'-0"1
DEMO PLAN

PN

TN

PN

TN

1/4" = 1'-0"7
INTERIOR ELEVATIONS

A. SOUTH ELEVATION

B. WEST ELEVATION

C. NORTH ELEVATION

D. EAST ELEVATION

1. DRAWINGS ARE BASED ON AS-BUILT PLANS PROVIDED BY CUPERTINO UNION SCHOOL DISTRICT.
2. COORDINATE BETWEEN STRUCTURAL, ELECTRICAL, PLUMBING, AND ARCHITECTURAL DRAWINGS. 

REVIEW DEMO DRAWINGS & PHOTOS TO PREPARE FOR NEW WORK.
3. GC TO COORDINATE WITH CIVIL FOR CONTROL POINTS AND STAKING LOCATIONS. 

S.C.D.

No. Date Revisions

A1 02/19/2025 Addendum 001

A1
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DATE:
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SEE GATE SCHEDULE FOR GATE WIDTH
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DOOR CLOSER HINGES -
PROVIDE NEOPRENE
PAD AT DISSIMILAR
MATERIALS

CONCRETE GATE POST
FOOTING, TYP. - SEE
DETAIL 14/S0.1

GATE SECURITY PLATE -
1/4" THICK WELDED TO
GATE FRAME

KICK PLATE - SEE 1/4"
THICK WELDED TO
GATE FRAME

PANIC DEVICE, VON
DURPIN
CD-PA-AX-99-L-KC-3'-06-WH

CHAIN LINK, TYP.
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"

LINE POST, TYP.

RAIL, TYP.RAIL

POST FOOTING, TYP.
- S.S.D.

SECTION ELEVATION

POST FOOTING, TYP.,
SEE DETAILS 10 & 14/S0.1

3/8" ∅ TRUSS ROD, TYP.

RAIL, TYP.

PLAN

LINE
POST

CHAIN
LINK

GRADE

RAIL END W/ OFFSET LUG

5/16" Φ
BOLT W/
HEX NUT

BRACE
RAIL

BRACE
RAIL

LOOP CAP

ROUND TERMINAL POSTS

A B
C

TOP & BOTTOM FABRIC
KNUCKLE(BOTTOM OF
FENCE MIN. 1/2" ABOVE
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POST TOP
DOME
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CORNER
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GATE
FRAME
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BOLT W/
HEX NUT
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GATE FRAME
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TYP.
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RAIL END W/
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END, CORNER, OR GATE POST ELEVATION

J
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ROUND LINE
POST

BRACE RAIL
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NOTE: ALL CHAIN LINK FENCE WILL BE 2" X
2" BLACK POWDER COATED
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BAR, TYP.

GATE
SECURITY
PLATE

GATE LATCH
AND CATCH
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CHAIN LINK
FENCE, TYP.

BRACE BAND,
TYP.
DROP ROD
GUIDES

1/2" DIA. DROP ROD
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BAR, TYP.
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PIPE SLEEVE
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D GATE LATCHING

BRACE BAND,
TYP.

GATE LATCH

CHAIN LINK FENCE, TYP.

TENSION BAR, TYP.

GATE TO POST CONNECTION

GATE CORNER
ELBOW

GATE POST

GATE HINGE

GATE FRAME

CHAIN LINK
FENCE, TYP.

C

FENCE POST

E

NOTE: ONLY APPLICABLE TO SERVICE GATE, SHALL NOT BE APPLIED TO ANY GATES WITH PANIC HARDWARE. SEE GATE

SCHEDULE FOR MORE INFORMATION

4
"
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ASPHALT
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GATE HINGE

BOTTOM
TENSION
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FACE OF CURB
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& (2) NO. 5 ANCHOR RODS
PAVEMENT W/ EPOXY
ATTACH PARKING BUMPER TO

PARKING

STRIPES

24" LONG, COUNTER SINK
INTO CONCRETE

BUMPER

PAINTED

A

FIGURE CBC 11B 404.2.4.1

A. FRONT APPROACH- SWINGING DOOR

PULL SIDE

PUSH SIDE

NOTES:

12" MIN REQD IF DOOR 
HAS BO. LATCH AND 
CLOSER

1. PROVIDE 36" WIDE DOORS WITH 32" MIN
CLEAR OPENING AS MEASURED WITH THE
DOOR OPENED AT 90 DEGREES.

2. PROVIDE A LEVEL AND CLEAR AREA AT
MANEUVERING CLEARANCES AT DOORS.

4
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.

6
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COOLER & FREEZER
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3/4" = 1'-0"1
TYP. CHAIN LINK GATE W/ PANIC HARDWARE

3/4" = 1'-0"2
TYP. CHAIN LINK FENCE

1 1/2" = 1'-0"6
TYP. CHAIN LINK FENCE CONNECTORS

SHEET NOTES
1. GATE TO COMPLY WITH CBC 2022, 11B-404.2.3 CLEAR WIDTH:

OPENINGS SHALL PROVIDE A CLEAR WIDTH OF 32 INCHES (813 MM) MINIMUM. CLEAR OPENINGS OF 
DOORWAYS WITH SWINGING DOORS SHALL BE MEASURED BETWEEN THE FACE OF THE DOOR AND 
THE STOP, WITH THE DOOR OPEN 90 DEGREES. OPENINGS MORE THAN 24 INCHES (610 MM) DEEP 
SHALL PROVIDE A CLEAR OPENING OF 36 INCHES (914 MM) MINIMUM. THERE SHALL BE NO 
PROJECTIONS INTO THE REQUIRED CLEAR OPENING WIDTH LOWER THAN 34 INCHES (864 MM) 
ABOVE THE FINISH FLOOR OR GROUND. PROJECTIONS INTO THE CLEAR OPENING WIDTH BETWEEN 
34 INCHES (864 MM) AND 80 INCHES (2032 MM) ABOVE THE FINISH FLOOR OR GROUND SHALL NOT 
EXCEED 4 INCHES (102 MM).

2. IN ALTERATIONS, A PROJECTION OF 5/8 INCH (15.9 MM) MAXIMUM INTO THE REQUIRED CLEAR 
WIDTH SHALL BE PERMITTED FOR THE LATCH SIDE STOP. DOOR CLOSERS AND DOOR STOPS 
SHALL BE PERMITTED TO BE 78 INCHES (1981 MM) MINIMUM ABOVE THE FINISH FLOOR OR GROUND

DOOR SCHEDULE

DOOR

#

DOOR FRAME

FIRE

RATING

HARD

WARE REMARKSWIDTH HEIGHT

THICK

NESS MATERIAL FINISH TYPE FINISH HEAD JAMB

THRES

HOLD
G-01 2' - 10" 6' - 0" 0' - 2" METAL POWDER

COATED
BLACK

A POWDER
COATED
BLACK

NO.1 PROVIDE PANIC HARDWARE

G-03 6' - 0" 7' - 0" 0' - 2"

HARDWARE GROUP NO.1

QTY DESCRIPTION CATALOG NUMBER FINISH MFR
1 EA PANIC HARDWARE CD-PA-AX-99-L-KC-4' -06-WH   626 VON
1 EA VANDAL DOOR PULL 1097VD   630 TRM
1 EA RIM CYLINDER 20-057 ICX   626 SCH
2 EA PRIMUS CORE 20-740   626 SCH
1 EA MORTISE CYLINDER 26-091 ICX XQ11-948   626 SCH
2 EA HINGE CLOSER MAMMOTH180 9005 LCN
1 EA KICK PLATE 8400 10"X40" US32D IVES

BALANCE OF HARDWARE BY
GATE FABRICATOR

1/2" = 1'-0"5
GATE SCHEDULE

3/8" = 1'-0"4
CLEAR SPACE AT DOOR/GATE

1 1/2" = 1'-0"3
TYP. CHAIN LINK GATE DETAILS

3/4" = 1'-0"7
WHEEL STOP

No. Date Revisions

1-5/8" O.D. SCH 40 PIPE HORIZONTAL RAIL O.D., TYP

DETAIL 14/S0.1

1-1/2" SCH 40 GALV PIPE GATE
FRAME, SEE DTL 6/- FOR
CONNECTORS
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(E) BUILDING 200
LIBRARY

(E) BUILDING 300 BAND,
MUSIC & KITCHEN

(E) BUILDING 1100
GYMNASIUM

(E) CLASSROOM BLDG.
NORTH WING

(E) CLASSROOM BLDG.
SOUTH WING

(E) BUILDING 500
CLASSROOMS

(E) BUILDING 600
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(E) BUILDING 700
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(E) BUILDING 800
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(E) BUILDING 900
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(E) BUILDING 1000
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(E) MODULAR
RESTROOM

(E) (8) MODULAR
CLASSROOMS

(E) MULTIPURPOSE
BUILDING

(E) PARKING

(E) PARKING
(E) BUILDING 100
ADMINSTRATION

SOUTH BERNARDO AVENUE

H
E

LE
N

A
 D

R
IV

E

PROJECT
AREA

X X XX X

X
X

X
X

X

XXXXX X X XX X

138 SF

COOLER
102

(E) PERIMETER
FENCING

(E) EXTERIOR PATIO

X X XX X X X XX X

14' - 0"
COOLER

138 SF

(N)
COOLER

102

(E)
EXTERIOR

PATIO

N.I.C

11
' -

 0
"

C
O

O
LE

R

(E) BLDG 1100
GYMNASIUM.

N.I.C

24
"

C
LR

.12
"

C
LR

.

10
'-0

"

D
U

M
PS

TE
R

C
LR

.

9'-0"

12
'-8

"F
EN

C
E

3'-11" 3'-8" 3'-8" 3'-11"

4'
-1

"
3'

-1
0"

4'
-1

"

3'-11" 3'-8" 3'-8" 3'-8"

3'
-9

"
3'

-6
"

4'
-9

"

0'-8"

0'-6"

0'
-6

"

0'-6"

20'-7" FENCE

EXISTING
BUILDING

0'
-6

"

23'-11" CONC. PAD

13
'-8

" C
O

N
C

. P
AD

2'-10"

EXISTING CONC.
WALK

0'-6"

E0.1

ELECTRICAL SITE PLAN

 1" = 30'-0"1 ELECTRICAL SITE PLAN

PN

TN

No. Date Revisions

4457 Willow Road, Suite 100
Pleasanton, California 94588

phone: (925) 621-5300 fax: (925) 203-5758
belden@beldeninc.com

3675 Mt. Diablo Blvd., Suite 310
Lafayette, CA 94549

(415) 362-8081  (415) 362-8082 fax

Architecture Planning Interiors

DRAFTERDATE CHECKED BY

Architect

Architect

School Name and Address

Project Name

DRAWING TITLE

SHEET NO. JOB NO.

PROJECT NO.

Engineer

Consultants

Approvals

ARCHITECTS

11/22/2024

THIS SHEET IS PART OF A COMPLETE DOCUMENT SET. IT SHALL BE USED  IN

CONJUNCTION WITH THE COMPLETE SET AND NOT AS AN INDIVIDUAL SHEET.

23017-CMS

DSA APPL.#
01-121660

Cupertino Middle School
1650 S Bernardo Ave, Sunnyvale,
 CA 94087

COOLER & FREEZER
INSTALLATION

DSA
STAMP

23196

1 7/15/2024 DEH Submittal

2 10/8/2024 DWG v2
3 11/22/2024 DWG v3

DSA
D E P A R T M E N T  O F  G E N E R A L  S E R V I C E S

DIVISION OF THE STATE ARCHITECT
DSA
DIVISION OF THE STATE ARCHITECT
DSA
DIVISION OF THE STATE ARCHITECT
DSA
DIVISION OF THE STATE ARCHITECT

IDENTIFICATION STAMP
 DIV. OF THE STATE ARCHITECT

APP: INC:
REVIEWED FOR

SS FLS ACS

DATE:

✔ ✔ ✔

01-121660

12/18/2024



X X XX X X X XX X

138 SF

(N)
COOLER

102

(E)
EXTERIOR

PATIO

N.I.C

A

G-01

EXISTING
BUILDING

EXISTING CONC.
WALK

E1.0

ELECTRICAL ENLARGED PLAN
AND PANEL SCHEDULE

 1/4" = 1'-0"1 ELECTRICAL ENLARGED PLAN

PN

TN

No. Date Revisions

4457 Willow Road, Suite 100
Pleasanton, California 94588

phone: (925) 621-5300 fax: (925) 203-5758
belden@beldeninc.com

3675 Mt. Diablo Blvd., Suite 310
Lafayette, CA 94549

(415) 362-8081  (415) 362-8082 fax

Architecture Planning Interiors

DRAFTERDATE CHECKED BY

Architect

Architect

School Name and Address

Project Name

DRAWING TITLE

SHEET NO. JOB NO.

PROJECT NO.

Engineer

Consultants

Approvals

ARCHITECTS

11/22/2024

THIS SHEET IS PART OF A COMPLETE DOCUMENT SET. IT SHALL BE USED  IN

CONJUNCTION WITH THE COMPLETE SET AND NOT AS AN INDIVIDUAL SHEET.

23017-CMS

DSA APPL.#
01-121660

Cupertino Middle School
1650 S Bernardo Ave, Sunnyvale,
 CA 94087

COOLER & FREEZER
INSTALLATION

DSA
STAMP

23196

1 7/15/2024 DEH Submittal

2 10/8/2024 DWG v2
3 11/22/2024 DWG v3
A1 2/21/2025 ADD 001

NTS3 TYPICAL DISCONNECT DETAIL

NTS2 TRENCH DETAIL

CIRCUITING NOTES

GENERAL NOTES

SHEET NOTES

MP0MP2
ADDENDUM 001

DSA
D E P A R T M E N T  O F  G E N E R A L  S E R V I C E S

DIVISION OF THE STATE ARCHITECT
DSA
DIVISION OF THE STATE ARCHITECT
DSA
DIVISION OF THE STATE ARCHITECT
DSA
DIVISION OF THE STATE ARCHITECT

APP: INC:
REVIEWED FOR

SS

APPROVED
 DIV. OF THE STATE ARCHITECT

DATE:

01-121660

✔ FLS ACS✔ ✔

03/17/2025



No. Date Revisions

DRAFTERDATE CHECKED BY
JC09/18/2024

Architect

Architect

School Name and Address

Project Name

DRAWING TITLE

THIS SHEET IS PART OF A COMPLETE DOCUMENT SET. IT SHALL BE USED  IN

CONJUNCTION WITH THE COMPLETE SET AND NOT AS AN INDIVIDUAL SHEET.

SHEET NO. JOB NO.

23017-CMS

DSA APPL.#
01-121660

PROJECT NO.

ARCHITECTS

3675 Mt. Diablo Blvd., Suite 310
Lafayette, CA 94549

(415) 362-8081  (415) 362-8082 fax

Architecture Planning Interiors

Cupertino Middle School
1650 S Bernardo Ave, Sunnyvale,
 CA 94087

COOLER & FREEZER
INSTALLATION

Engineer

Consultants

Approvals

234

1 7/15/2024 DEH SUBMITTAL

MECHANICAL GROUP
8517 Earhart Road, Suite 230
Oakland, CA 94621
Tel: 510-569-2000

TEA

ST

RNOLO F CA I F

AI
M

A N I CAC H
LE

R
N

EE
I

NG

L

R

EA

E

NIOSEFP SORDRE

TSI
E

G

No. M34214

JOHN CHOU

Signed: 3/12/25

07/19/2024DSA SUBMITTAL

A1 2/18/2025 ADDENDUM 001

MP0.1
SW

PLUMBING: GENERAL NOTES
AND LEGEND AND
MECHANICAL SCHEDULE AND
DETAIL

GENERAL NOTES
1 BEFORE COMMENCEMENT OF WORK, THE CONTRACTOR SHALL VERIFY THE EXACT LOCATIONS, ELEVATIONS AND CHARACTERISTICS OF ALL

UTILITIES AND PIPING, AND SHALL IMMEDIATELY NOTIFY THE ARCHITECT OF ANY DISCREPANCIES.

2 EXACT LOCATIONS AND MOUNTING HEIGHTS OF PLUMBING FIXTURES SHALL BE OBTAINED FROM THE ARCHITECTURAL DRAWINGS.

3
SEE ARCHITECTURAL DRAWINGS FOR ADA FIXTURE LOCATIONS AND MOUNTING HEIGHTS. (INSULATE ALL EXPOSED HOT AND COLD WATER AND
DRAIN PIPING BELOW ADA LAVATORIES AND SINKS AND OFFSET P-TRAP AGAINST WALL.  ALSO, ALL FLUSH VALVES SHALL BE TO WIDE SIDE OF
STALL.)

4 TRAPS FOR ALL LAVATORIES AND SINKS SHALL TRAP STRAIGHT BACK TO WALL WITH ALL REQUIRED OFFSETS HAPPENING WITHIN THE WALL.

5
THE CONTRACTOR SHALL MAKE ALL ARRANGEMENTS WITH UTILITY COMPANIES FOR SERVICE IN THE NAME OF THE OWNER AND SHALL PAY ALL
MATERIAL AND LABOR COSTS INCIDENTAL TO AN OPERABLE UTILITY SERVICE AS REQUIRED BY THE DESIGNATED GOVERNING AUTHORITIES OF THE
CITY.

6 ALL PLUMBING WORK SHALL BE INSTALLED SO AS TO AVOID INTERFERENCE WITH ELECTRICAL AND MECHANICAL EQUIPMENT AND STRUCTURAL
FRAMING.

7 THE CONTRACTOR SHALL COORDINATE THE LOCATION OF ALL CEILING ACCESS PANELS WITH THE ARCHITECTURAL REFLECTED CEILING PLANS
AND THE ELEC. LIGHTING LAYOUT.

8 THE PLUMBING CONTRACTOR SHALL PROVIDE THE WATER, SEWER AND STORM DRAIN SYSTEMS TO A POINT OF CONNECTION SHOWN ON FLOOR
PLANS AND SHALL MEET THE INVERT ELEVATION AS FIELD VERIFIED WHILE MAINTAINING REQUIRED PIPE GRADE.

9 ANY ALTERATIONS TO A STRUCTURAL MEMBER, SUCH AS CUTTING, BORING, BRAZING, DRILLING, WELDING, ETC. SHALL HAVE PRIOR WRITTEN
APPROVAL OF ARCHITECT AND STRUCTURAL ENGINEER.

10 ALL CLEANOUTS SHALL BE INSTALLED WHERE READILY ACCESSIBLE. THE CONTRACTOR SHALL COORDINATE ALL CLEANOUT LOCATIONS WITH
EQUIPMENT, CABINETS, ETC., AND THE ARCHITECT PRIOR TO ANY INSTALLATION.

11 CONTRACTOR TO PROVIDE WATER HAMMER ARRESTORS AS MANUFACTURED BY JAY R. SMITH.  WATER HAMMER ARRESTORS SHALL BE INSTALLED
PER MANUFACTURER'S RECOMMENDATIONS ON ALL DOMESTIC WATER  BRANCH LINES SERVING FIXTURES.

12 ALL PLUMBING FIXTURE VENTS TO TERMINATE A MIN. OF 12 INCHES FROM ANY VERTICAL SURFACE AND 10 FEET FROM ANY OUTSIDE AIR INTAKES.

13 ALL VALVES, UNIONS, ETC. TO BE SAME SIZE AS PIPE UNLESS OTHERWISE INDICATED ON DRAWINGS.

14
CONTRACTOR SHALL COORDINATE LAYOUT OF ALL BELOW GRADE PIPING AND COMPONENTS WITH GENERAL CONTRACTOR PRIOR TO BID TO
DETERMINE EXTENT OF REQUIRED SAW CUTTING, EXCAVATION, AND SUBSEQUENT REPAIR/RESTORATION OF ALL AFFECTED HARDSCAPE AND
SOFTSCAPE SURFACES. ALL SUCH ITEMS SHALL BE INCLUDED IN BID.

15 BEFORE FABRICATION OR INSTALLATION THE CONTRACTOR SHALL VERIFY EXACT LOCATIONS OF ALL MECHANICAL EQUIPMENT AND EQUIPMENT
PROVIDED UNDER ANOTHER SECTION OF SPECIFICATIONS. EXACT ROUGH-IN LOCATIONS AND REQUIREMENTS SHALL BE COORDINATED IN FIELD.

16 ALL POINTS OF CONNECTION SHALL BE COORDINATED WITH THE GENERAL CONTRACTOR PRIOR TO BID.

17 ALL WASTE AND VENT PIPING SHALL SLOPE AT 2% UNLESS OTHERWISE INDICATED.

18 ALL VALVES, WATER HAMMER ARRESTORS OR OTHER EQUIPMENT SHOWN IN WALLS OR ABOVE NON-ACCESSIBLE CEILINGS SHALL BE INSTALLED
BEHIND AN ACCESS PANEL.

19 THESE DRAWINGS SHALL BE READ IN CONJUNCTION WITH AND BE CONSIDERED TO BE A PART OF SEPARATE AND COMPLETE MECHANICAL
SPECIFICATIONS.

20
CONNECTION BETWEEN INCOMPATIBLE MATERIALS ABOVE GRADE AND INSIDE BUILDING SHALL BE MADE WITH TWO (2) DIELECTRIC UNIONS
SEPARATED BY A SIX INCH (6") SECTION OF RED BRASS PIPE.

21 ALL EXTERIOR GAS COCKS, WATER SHUT OFF VALVES AND/OR SEWER CLEANOUTS BELOW GROUND SHALL BE INSTALLED IN YARD BOXES WITH THE
COVERS CONSPICUOUSLY MARKED "GAS", "WATER", AND "SEWER" RESPECTIVELY.

22 THE CONTRACTOR SHALL VERIFY THE EXACT ELEVATIONS AND LOCATION OF EXISTING DRAINAGE SYSTEM PIPING PRIOR TO CONNECTION OF ANY
PIPING.

23
ALL HORIZONTAL PIPING LINES EXTENDED AND CONNECTED TO EQUIPMENT SHALL BE RUN AT THE HIGHEST POSSIBLE ELEVATIONS AND NOT LESS
THAN 6" ABOVE THE FLOOR TO PROVIDE CLEARANCE FOR CLEANING. AT WALL OR COLUMN LOCATIONS, PIPING ROUGH-IN SHALL BE STUBBED IN
WALLS WHENEVER POSSIBLE.

24
THE CONTRACTOR SHALL BE RESPONSIBLE FOR PATCHING AND REPAIRING ALL AREAS WHICH ARE DAMAGED BY HIS OPERATIONS.  IN ADDITION,
THE CONTRACTOR SHALL RESTORE TO THEIR ORIGINAL CONDITION ALL EXISTING TO REMAIN STRUCTURE AND NEW CONSTRUCTION DAMAGED BY
HIS OPERATIONS.

25
THE CONTRACTOR SHALL BE RESPONSIBLE FOR PATCHING AND REPAIRING ALL PAVED AREAS WHICH ARE EXCAVATED AND/OR DAMAGED BY HIS
OPERATIONS.  IN ADDITION, THE CONTRACTOR SHALL RESTORE TO THEIR ORIGINAL CONDITION ALL PLANTED AREAS DAMAGED BY HIS
OPERATIONS.

26 ALL PATCHING AND REPAIRING OF CONCRETE PAVING AND/OR WALKS SHALL BE UNDER ANOTHER SECTION OF THE SPECIFICATIONS.

27 ALL EXISTING PIPING DAMAGED DURING EXCAVATION SHALL BE REPAIRED WITH MATERIALS TO MATCH EXISTING BY THE CONTRACTOR AT NO COST
TO THE OWNER.

28 ALL CUTTING OF EXISTING PAVING, WALKS AND/OR FLOORS SHALL BE BY MACHINE SAW CUTTING. HOLES FOR PIPES IN CONCRETE WALLS OR
FLOORS SHALL BE DONE BY CORE DRILLING EQUIPMENT.

29
ALL PIPING, EXCEPT PIPING OF NONFERROUS MATERIAL, INSTALLED WITHIN THE GROUND SHALL BE PROTECTED AGAINST CORROSION BY A
PROTECTIVE COVERING SUITABLE FOR THE PURPOSE AND SUBJECT TO THE APPROVAL OF THE BUILDING OFFICIAL. ANY PIPING SUBJECT TO UNDUE
CORROSIVE ACTION SHALL BE PROTECTED IN A MATTER SUITABLE FOR THE PURPOSE AND SUBJECT TO THE APPROVAL OF THE BUILDING OFFICIAL.

30 ALL PENETRATIONS AND OPENINGS IN PARTY WALLS AND ROOF/FLOOR/CEILING ASSEMBLIES DUE TO PLUMBING WORK SHALL BE SEALED LINED,
INSULATED OR OTHERWISE TREATED TO MAINTAIN THE REQUIRED FIRE AND SOUND RATING.

LIST OF APPLICABLE CODES
LIST OF CODES AND STANDARDS MODEL CODE EDITIONS EFFECTIVE JANUARY 1, 2023

2022 CA BUILDING CODE TITLE 24 PART 2 VOLUME #1 AND #2

2022 CA ELECTRICAL CODE TITLE 24 PART 3

2022 CA MECHANICAL CODE TITLE 24 PART 4

2022 CA PLUMBING CODE TITLE 24 PART 5

2022 CA FIRE CODE TITLE 24 PART 9

2022 CA BUILDING STANDARDS TITLE 24 PART 9

PLUMBING LEGEND
SYMBOL ABBREVIATION DESCRIPTION

W SANITARY WASTE/SEWER PIPING

GW GREASE WASTE PIPING

SD STORM DRAIN PIPING

OFD OVERFLOW DRAIN PIPING

V WASTE/SANITARY VENT PIPING

GV GREASE VENT PIPING

DEMO FIXTURE/PIPING

(E)W EXISTING SANITARY SEWER PIPING

(E)V EXISTING SANITARY VENT PIPING

CW DOMESTIC COLD WATER PIPING

HW DOMESTIC HOT WATER PIPING

HWR DOMESTIC HOT WATER RETURN PIPING

(E)CW EXISTING COLD WATER PIPING

(E)HW EXISTING HOT WATER PIPING

(E)HWR EXISTING HOT WATER RETURN PIPING

G NATURAL GAS PIPING

MPG MEDIUM PRESSURE NATURAL GAS PIPING

(E)G EXISTING NATURAL GAS PIPING

(E)MPG EXISTING MEDIUM PRESSURE NATURAL GAS PIPING

CD CONDENSATE DRAIN PIPING

PIPE GOING DOWN

PIPE GOING UP

TEE

FCO FLOOR CLEANOUT/CLEANOUT TO GRADE

P-TRAP

POC POINT OF CONNECTION

WCO WALL CLEANOUT

PIPE CAP

HB HOSE BIBB

SOV SHUT-OFF VALVE

SOVAP SHUT-OFF VALVE BEHIND ACCESS PANEL

SOVYB SHUT-OFF VALVE IN YARD BOX

PLUG VALVE

BV BALANCING VALVE/CIRCUIT SETTER

GAS COCK VALVE

PRESSURE REDUCING VALVE

CHECK VALVE

FD FLOOR DRAIN

FS FLOOR SINK

EQUIPMENT OR FIXTURE

CONT. CONTINUED/CONTINUATION

DFM DISTANCE FROM METER

FR. FROM

BEL. BELOW

DN. DOWN

VTR VENT THROUGH ROOF

AP ACCESS DOOR

NIC NOT IN CONTRACT

REF. REFERENCE

S.A.D. SEE ARCHITECTURAL DRAWINGS

S.M.D. SEE MECHANICAL DRAWINGS

S.C.D. SEE CIVIL DRAWINGS

S.S.D. SEE STRUCTURAL DRAWINGS

SF SQUARE FEET

XX-X

OUTDOOR CONDENSER
TAG "THERMALRITE"

MODEL MCA/MOCP
ELECT
V/ɸ/HZ

WEIGHT
(LBS)

ANCHORAGE DETAIL
(DETAIL #/SHEET #)

CU-1 LCH0025MBACZA0000 20 / 25 208/1/60 230 1 / MP0.1

CONDENSER
CASING

3" MIN

6" THICK FREEZER SLAB

3
8"Ø HILTI KWIK BOLT TZ2 STAINLESS
STEEL SS304 (PER ICC-ESR #4266)
EXPANSION ANCHOR MIN. 2 1/2"
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PLUMBING: SHEET
SPECIFICATIONS, FLOOR PLAN
AND DETAILS AND
MECHANICAL FLOOR PLAN

 3/16" = 1'-0"1 FLOOR PLAN_CUPERTINO

PN

TN

PLUMBING SPECIFICATIONS
1.0 GENERAL
DESCRIPTION OF WORK: FURNISH ALL LABOR, MATERIALS, EQUIPMENT AND PAY ALL FEES
REQUIRED TO COMPLETE ALL PLUMBING WORK SHOWN ON THE DRAWINGS AND SPECIFIED
HEREIN, INCLUDING:

SANITARY SEWER SYSTEMS
CONDENSATE PIPES
INSULATION
EXCAVATION, TRENCHING, AND BACKFILLING FOR WORK UNDER THIS SECTION
MISCELLANEOUS STEELWORK (FLOOR SLEEVES, SLOTS, INSERTS, PLATES, SUPPORTS,
HANGERS, ETC.)

INCORPORATED DOCUMENTS: PUBLISHED SPECIFICATIONS, STANDARDS, TESTS OR
RECOMMENDED METHODS OF TRADE, INDUSTRY OR GOVERNMENTAL ORGANIZATIONS APPLY
TO WORK OF THIS SECTION.

REQUIREMENTS OF REGULATORY AGENCIES AND STANDARDS

PERMITS: OBTAIN AND PAY FOR ALL FEES, PERMITS AND INSPECTIONS. DELIVER ALL
CERTIFICATES OF INSPECTION TO ARCHITECT.

LEGAL REQUIREMENTS AND STANDARDS: COMPLY WITH APPLICABLE SECTIONS OF STATE
AND LOCAL CODES, LAWS, ORDINANCES, RULES AND REGULATIONS OF AUTHORITIES
HAVING JURISDICTION.  SUCH REQUIREMENTS SHALL BE THE MINIMUM ACCEPTABLE
REQUIREMENTS FOR THE WORK.  THE DRAWINGS AND SPECIFICATIONS TAKE PRECEDENCE
WHEN THEY CALL FOR MATERIALS OR CONSTRUCTION OF BETTER QUALITY OR LARGER SIZE
THAN REQUIRED BY CODES, LAWS, RULES, AND REGULATIONS.

SERVICE CONNECTIONS: ARRANGE AND PAY ALL COSTS FOR UTILITIES REQUIRED TO
COMPLETE ALL WORK OF THIS DIVISION. CONNECTION TO ALL UTILITY OR ON-SITE
SERVICES, PAYMENT OF SERVICE CHARGES, AND PROVISION FOR INSTALLATION OF
TEMPORARY UTILITIES SHALL BE INCLUDED.

LIABILITY OF SUBSTITUTIONS:

PERFORMANCE OF SUBSTITUTIONS MUST BE EQUAL TO THE ITEM SPECIFIED.  SHOULD THE
SUBSTITUTED ITEM FAIL TO PERFORM ACCORDING TO THE SPECIFICATIONS, REPLACE WITH
THE ORIGINALLY SPECIFIED ITEM.  NO REQUEST FOR EXTRA COMPENSATION SHALL BE
GRANTED.

THE CONTRACTOR IS RESPONSIBLE FOR THE COST OF ANY CHANGES RESULTING FROM
APPROVED SUBSTITUTIONS.

2.0 PRODUCTS
BEYOND MATERIAL AND EQUIPMENT SPECIFIED, ALSO PROVIDE INCIDENTAL MATERIALS
REQUIRED TO EFFECT COMPLETE INSTALLATION. SUCH INCIDENTAL MATERIALS INCLUDE
SOLDER, TAPES, CAULKING, MASTIC, GASKETS, AND SIMILAR ITEMS.

SEALS:  FILL ALL CRACKS AND OPEN SPACE BETWEEN FIXTURES AND WALL OR FLOOR WITH
NON-ELASTOMERIC SEALER.

FINISH ON EXPOSED PIPES, TRAP, FITTINGS, VALVES, STOPS, ESCUTCHEONS, AND
ACCESSORIES SHALL BE CHROME-PLATED BRASS.  EXPOSED SHALL INCLUDE ITEMS LOCATED
UNDER OPEN COUNTERS AND INSIDE CABINETS WITH DOORS.

BACKING:  FOR WALL HUNG LAVATORIES USE JAY R SMITH 0723 CONCEALED ARMS AND
PROVIDE  1/4" X 6" WIDE STEEL FLAT PLATE ATTACHED TO BACKING PLATE, DRILLED AND
TAPPED TO MATCH FIXTURE HANGER.  ATTACH WITH  (4) 3/8" X 1 1/4" STEEL BOLTS AND NUTS.

ACCESS DOORS/PANELS

PROVIDE ACCESS DOORS/PANELS WHERE REQUIRED BY AUTHORITIES HAVING
JURISDICTION AND BY THE DRAWINGS AND SPECIFICATIONS, INCLUDING BUT NOT LIMITED
TO THE FOLLOWING LOCATIONS: ALL CONCEALED VALVES, WATER HAMMER ARRESTORS,
UNIONS, ETC.  FURNISH FIRE-RATED DOORS WHEN LOCATED IN RATED CONSTRUCTION.

ACCEPTABLE MANUFACTURERS: KARP OR EQUAL.

12" X 12" MIN. FOR WALLS; 24" X 24" FOR CEILINGS.

CONDENSATE PIPING

TYPE "M" COPPER TUBING, HARD DRAWN WITH WROUGHT COPPER SWEAT TYPE FITTINGS
AND 95-5 LEAD FREE SOLDER.  PROVIDE INLINE NEUTRALIZER AT HIGH EFFICIENCY
CONDENSING EQUIPMENT. INSULATE WITH 1/2" ARMAFLEX.

FITTINGS, SOLDER & UNIONS

FITTINGS: WROUGHT COPPER OR CAST BRASS SOLDER SWEAT TYPE.

SEALS: USE 95-5 LEAD-FREE SOLDER FOR COPPER PIPING.

UNIONS: SHALL BE INSTALLED AT THE INLET AND OUTLET OF ALL APPARATUS AND
EQUIPMENT, AT ALL VALVES, AND ELSEWHERE AS REQUIRED TO FACILITATE REMOVAL OF
VALVES AND EQUIPMENT.

DIELECTRIC UNIONS: CONNECTION BETWEEN INCOMPATIBLE MATERIALS, SUCH AS
DISSIMILAR METALS, ABOVE GRADE AND INSIDE BUILDING SHALL BE MADE WITH TWO (2)
DIELECTRIC UNIONS SEPARATED BY A TWELVE INCH (12") SECTION OF RED BRASS PIPE.
DIELECTRIC UNION ISOLATOR FOR CONNECTION PIPING OR NON-COMPATIBLE MATERIALS
SHALL BE OF STANDARD COMMERCIAL DESIGN WITH THREADED CONNECTIONS.

PIPE ISOLATION

ALL PIPING WHICH IS NOT ISOLATED FROM CONTACT WITH THE BUILDING BY ITS INSULATION
SHALL BE INSTALLED WITH A MANUFACTURED TYPE ISOLATOR.  ACCEPTABLE
MANUFACTURERS: SEMCO, TRISOLATOR, OR EQUAL.

PROVIDE PIPE AND SOUND ISOLATION FOR ALL PIPING THROUGH WALLS.  ACCEPTABLE
MANUFACTURERS: ACOUSTOPLUMB BY LSP PRODUCTS, HOLDRITE SILENCER BY HUBBARD
ENTERPRISES, OR EQUAL.

PIPE SUPPORTS

FOR PIPING 1/2", 3/4" AND 1", FURNISH AND INSTALL THE ACOUSTOPLUMB SYSTEM AS
MANUFACTURED BY LSP SPECIALTY PRODUCTS COMPANY.

NO METALLIC PIPES SHALL HAVE METAL-TO-METAL CONTACT WITH HANGERS, CLAMPS,
BRACKETS OR ANY OTHER PIPE SUPPORT, OR BE OTHERWISE IN DIRECT CONTACT WITH
ANY PART OF THE BUILDING.

WIRE FOR HANGING OR STRAPPING PIPES NOT PERMITTED.  SUPPORT EACH RUN OF PIPE
INDEPENDENTLY FROM ALL OTHER PIPING.
 FIXTURE TRAPS SHALL BE REMOVABLE WITH UNION OR EQUAL CONNECTION.
EQUAL.

3.0 EXECUTION
JOB CONDITIONS: REPAIR OR REPLACE, AS DIRECTED BY ARCHITECT, MATERIALS AND PARTS
OF PREMISES WHICH BECOME DAMAGED BECAUSE OF INSTALLATION OF WORK OF THIS
DIVISION. REMOVE REPLACED PARTS FROM PREMISES.

PROVIDE CARPENTRY, CUTTING, PATCHING, AND CORE DRILLING REQUIRED FOR INSTALLATION
OF MATERIAL AND EQUIPMENT SPECIFIED IN THIS DIVISION. DO NOT CUT, CORE OR DRILL
STRUCTURAL MEMBERS WITHOUT CONSENT OF STRUCTURAL ENGINEER.

GENERAL PIPING INSTALLATION

CONCEAL ALL PIPING WITHIN FINISHED SPACES, UNLESS OTHERWISE NOTED. INSTALL ALL
EXPOSED PIPING PARALLEL TO, OR AT RIGHT ANGLES WITH, BUILDING WALLS AND INSTALL
TIGHT TO WALLS OR CEILINGS, UNLESS OTHERWISE NOTED.

VERIFY ALL INVERTS IN PITCHED LINES BEFORE STARTING WORK.

ROUGH-IN WORK: PROCEED AS RAPIDLY AS THE CONSTRUCTION WILL PERMIT. WORK SHALL
BE COMPLETED, TESTED AND APPROVED BEFORE BEING ENCLOSED.

THOROUGHLY CLEAN PIPING BEFORE INSTALLATION. CAP ALL PIPE OPENINGS TO EXCLUDE
DIRT UNTIL FIXTURES ARE INSTALLED AND FINAL CONNECTIONS MADE.

REAM PIPE ENDS TO REMOVE BURRS, CAREFULLY INSPECT EACH LENGTH OF PIPE, AND
REMOVE ALL OBSTRUCTIONS PRIOR TO FABRICATION.

PITCH: INSTALL HORIZONTAL SANITARY AND DRAIN PIPING AT A UNIFORM GRADE OF
ONE-QUARTER INCH PER FOOT UNLESS OTHERWISE NOTED.

EQUIPMENT BY OTHERS: FOR ROUGH-INS AND FINAL CONNECTIONS TO FIXTURES AND
EQUIPMENT FURNISHED UNDER OTHER SECTIONS, ASCERTAIN EXACT SIZES, SERVICES AND
LOCATIONS BEFORE STARTING WORK. VERIFY ACCURACY OF WORK SHOWN BEFORE
STARTING WORK. CONTRACTOR RESPONSIBLE FOR PROVIDING PROPER INSTALLATION.

POWDER ACTUATED FASTENERS WILL NOT BE ALLOWED.  EMBEDS, BEAM CLAMPS, OR
DRILLED FASTENERS WILL BE REQUIRED UNLESS OTHERWISE NOTED.  SEISMIC BRACING
SHALL BE REQUIRED FOR ALL PIPING, SEE SMACNA "SEISMIC RESTRAINT MANUAL:
GUIDELINES FOR MECHANICAL SYSTEMS".

PROPERLY SUPPORT ALL MATERIALS, EQUIPMENT AND APPARATUS. ALL HANGERS AND
SUPPORTS SHALL HAVE MINIMUM SAFETY FACTOR OF FIVE (5), BASED ON ULTIMATE TENSILE
OR COMPRESSIVE STRENGTH, AS APPLICABLE, OF MATERIAL USED. PROVIDE BRACING TO
PREVENT LATERAL MOTION OF SUSPEND MATERIALS.

ALL PIPING ON ROOF SHALL BE ANCHORED TO 4"X4" REDWOOD BLOCKING WITH PIPE
STRAPS.  BLOCKING SHALL BE SET IN MASTIC AT 6'-0" ON CENTER.

PROVIDE PIPE ISOLATION FOR ALL PIPING THROUGH WALLS AND FLOORS. NO PIPING SHALL
HAVE DIRECT CONTACT WITH WALLS, CEILINGS, FLOORS, PIPE SUPPORTS, OR HANGERS.

ROOF OPENING

FLASH EACH PIPE EXTENDING THROUGH ROOF WITH PROPERLY SIZED LEAD FLASHING
ASSEMBLY. MAKE WATERTIGHT.

TESTING AND ADJUSTING

TEST ALL SYSTEMS IN ACCORDANCE WITH THE GOVERNING PLUMBING CODE AND LOCAL
BUILDING DEPARTMENT REQUIREMENTS.

PROVIDE ALL EQUIPMENT REQUIRED FOR TESTING, INCLUDING FITTINGS FOR ADDITIONAL
OPERATING.

AFTER THE INSPECTION HAS BEEN APPROVED, OR PORTIONS THEREOF, CERTIFY IN WRITING
THE TIME, DATE, NAME, AND TITLE OF THE PERSON REVIEWING THE TEST.  INCLUDE THE
DESCRIPTION OF WHAT PORTION OF THE SYSTEM HAS BEEN APPROVED.

A COMPLETE RECORD SHALL BE MAINTAINED OF ALL TESTING THAT HAS BEEN APPROVED,
AND SHALL BE MADE AVAILABLE AT THE JOB SITE.

UPON COMPLETION OF THE WORK, ALL RECORDS AND CERTIFICATIONS APPROVING
TESTING REQUIREMENTS SHALL BE SUBMITTED TO THE ARCHITECT BEFORE FINAL PAYMENT
IS MADE.

DEFECTIVE WORK OR MATERIAL SHALL BE REPLACED OR REPAIRED, AS NECESSARY, AND
THE INSPECTION AND TEST REPEATED.  REPAIRS SHALL BE MADE WITH NEW MATERIALS.  NO
CAULKING OF SCREWED JOINTS OR HOLES WILL BE ACCEPTABLE.

IDENTIFICATION

IDENTIFY ALL PIPING WITH BRADY PERMA-CODE, SETON, OR APPROVED EQUAL, SELF
STICKING PIPE MARKERS CONSISTING OF PIPE CONTENT WORDING AND ARROW INDICATING
DIRECTION OF FLOW, PER ANSI STANDARD A13.1.

ARROW AND WORDING ARE TWO SEPARATE MARKERS WHICH SHALL BE PLACED
IMMEDIATELY ADJACENT TO EACH OTHER.

MARKERS SHALL BE LOCATED 20 FT. APART MAXIMUM ON HORIZONTAL RUNS.  THEY SHALL
OCCUR WHERE A PIPE ENTERS AND EXITS A CONCEALED SPACE; AT EVERY BRANCH AND
RISER TAKEOFF; WITHIN 1 FT. OF EACH VALVE & CONTROL DEVICE; AT EVERY CHANGE IN
DIRECTIONAL FLOW; NEAR MAJOR EQUIPMENT ITEMS & OTHER POINTS OF ORIGINATION &
TERMINATION.

IDENTIFY ALL CAPPED PIPING AND VALVES WITH 1-1/2" DIAMETER BRASS DISC STAMPED
WITH 3/8" HIGH LETTERS SHOWING TYPE OF SERVICE AND VALVE NUMBER. TAGS SHALL BE
ATTACHED WITH BRASS CHAIN.

EXCAVATION, TRENCHING AND BACKFILLING

SAFETY REQUIREMENTS: DO ALL SHORING AND PUMPING NECESSARY TO PROTECT
EXCAVATION AND SAFETY OF WORKMEN. COMPLY WITH ALL SAFETY REQUIREMENTS OF ALL
APPLICABLE AUTHORITIES. PROTECT EXCAVATIONS WITH BARRICADES AS REQUIRED BY
APPLICABLE SAFETY REGULATION.

EXCAVATION: PERFORM TRENCHING, SHORING, AND BACKFILLING REQUIRED FOR PROPER
LAYING OF PIPES. CUT BOTTOM OF TRENCHES TO GRADE OF PIPE. EXCAVATE BELL HOLES.
PROVIDE BEARING FOR ENTIRE LENGTH OF LOWER THIRD OF PIPE. EXCAVATE ROCK AND
PEA GRAVEL, WELL TAMPED. CUT TRENCHES AT LEAST 12" WIDER THAN GREATER DIAMETER
OF PIPE. PROVIDE CLASS II DRAINAGE ROCK UNDER IRRIGATION PIPING UNDER BUILDING
SLABS.

BACKFILLING: PLACE AND COMPACT AS SPECIFIED UNDER DIVISION 2. COVER NO WORK
UNTIL INSTALLATION HAS BEEN APPROVED BY THE ARCHITECT. PROVIDE 36" MINIMUM
COVER FOR CAST IRON AND STEEL PIPE OUTSIDE BUILDING. REMOVE SURPLUS MATERIAL
AS DIRECTED.

COMPLETION

BEFORE FINAL REVIEW:
THE WORK HEREUNDER WILL NOT BE REVIEWED FOR FINAL ACCEPTANCE UNTIL OPERATING
AND MAINTENANCE DATA, MANUFACTURER'S LITERATURE, VALVE DIRECTORIES, PIPING
IDENTIFICATION CODE DIRECTORY AND NAME PLATES SPECIFIED HEREIN HAVE BEEN
APPROVED AND PROPERLY POSTED IN THE BUILDING AND FINAL CLEANING HAS BEEN
COMPLETED.

DEMONSTRATION OF OPERATIONS:
WHEN THE INSTALLATION IS COMPLETE AND ADJUSTMENTS SPECIFIED HEREIN HAVE BEEN
MADE, OPERATE THE SYSTEMS FOR A PERIOD OF ONE WEEK, DURING WHICH TIME
DEMONSTRATE TO THE ARCHITECT THAT SYSTEMS ARE COMPLETED AND OPERATING IN
CONFORMANCE WITH THESE SPECIFICATIONS.

SHEET NOTES:
3/4"CD TO DRYWELL. SEE DETAIL 2/P2.1.1

NOT TO SCALE2 DRYWELL DETAIL

PAVEMENT

PEA GRAVEL INFILL

12"

48"

CHRISTY F08C LID
CAST IRON (9" DIA.)

5'-0" MIN.

CHRISTY F08BOX
DRAIN BOX 8" ID X
12"

CHRISTY F14XPS
PLASTIC EXTENSION

CONDENSATE
DRAIN

4" THICK CONCRETE
PAD, S.S.D
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13/8" = 1'-0"FOUNDATION / SLAB PLAN

23/8" = 1'-0"WALL & CEILING PANEL PLAN

S1

WALK-IN COOLER
PLANS

3/8" = 1'-0" UNO

GENERAL / PLAN NOTES
ALL WORK SHALL CONFORM TO THE MINIMUM STANDARDS OF THE FOLLOWING CODES:

2022 CALIFORNIA BUILDING CODE AND LATEST REVISIONS

REFERRED TO HERE AS "THE CODE", AND ANY OTHER REGULATING AGENCIES WHICH HAVE
AUTHORITY OVER ANY PORTION OF THE WORK, INCLUDING THE STATE OF CALIFORNIA DIVISION
OF INDUSTRIAL SAFETY, AND THOSE CODES & STANDARDS LISTED IN THESE NOTES AND
SPECIFICATIONS.

DESIGN AND ANALYSIS OF WALK-IN COOLER PANELS IS BASED ON LOS ANGELES RESEARCH
REPORT (LARR) 24543 - EVERIDGE, INC.

DO NOT SCALE STRUCTURAL DRAWINGS. VERIFY ALL DIMENSIONS, ELEVATIONS, FINISH SURFACES,
SLOPES, DRAINS, DEPRESSIONS, CURBS, ETC. WITH ARCHITECTURAL / MANUFACTURER DRAWINGS
PRIOR TO START OF CONSTRUCTION.

REFER ARCHITECTURAL DRAWINGS FOR SLAB ELEVATIONS, DEPRESSIONS, SLOPES, OPENINGS,
CURBS, DRAINS, TRENCHES, SLAB EDGE LOCATIONS, HOUSEKEEPING PADS, PITS, SWALES,
EXTERIOR SLABS, ETC. AND FOR WALL OVERALL DIMENSIONS, LOCATION OF OPENINGS, ETC, NOT
INDICATED ON STRUCTURAL DRAWINGS.

SPECIFICATIONS AND DETAILING OF ALL WATERPROOFING AND DRAINAGE ITEMS, ALTHOUGH
MAY BE INDICATED ON THE STRUCTURAL DRAWINGS FOR GENERAL INFORMATION PURPOSES
ONLY, ARE THE DESIGN RESPONSIBILITY OF OTHERS.

DESIGN OF FOUNDATIONS & VERIFICATION OF EXISTING SLABS/FOUNDATIONS SHALL BE BY
OTHERS.  SEE PLAN FOR WALK-IN COOLER WALL/COLUMN LOADS ACTING ON
SLABS/FOUNDATIONS.

1.

2.

3.

4.

5.

DESIGN LOADING CRITERIA
LIVE LOADS PER CHAPTER 16A OF THE CODE: 

ROOF LIVE LOAD               20 PSF REDUCIBLE 

SEISMIC ANALYSIS PER CHAPTER 16A OF THE CODE UTILIZING THE FOLLOWING PROCEDURE: 
   

RISK CATEGORY = II 
IMPORTANCE FACTOR, Ie   = 1.00
                                    SS = 2.037
                                    S1 = 0.728
                       SITE CLASS = D 
                                    SDS = 1.63
                                    SD1 = 0.825

SEISMIC DESIGN CATEGORY = D

            
WIND ANALYSIS PER CHAPTER 16A OF THE CODE:

RISK CATEGORY = II
BASIC WIND SPEED = 95 mph 
WIND EXPOSURE = C
GCpi = 0.18

1.

2.

3.

NOTE: 

OTHER THAN WHAT IS EXPLICITLY SHOWN
ON THESE DRAWINGS, NO EQUIPMENT
HEAVIER THAN 20 LBS SHALL BE ATTACHED
TO THE WALL/CEILING PANELS OF THE
WALK-IN COOLER. THIS INCLUDES STORAGE
RACKS, EVAPORATOR COILS, ETC.

NOTE: 

OTHER THAN WHAT IS EXPLICITLY SHOWN
ON THESE DRAWINGS, NO EQUIPMENT
HEAVIER THAN 20 LBS SHALL BE ATTACHED
TO THE WALL/CEILING PANELS OF THE
WALK-IN COOLER. THIS INCLUDES STORAGE
RACKS, EVAPORATOR COILS, ETC.

ANCHORAGE
ANCHOR DIAMETER REFERS TO THE ANCHOR SIZE AND NOT THE DIAMETER OF THE DRILLED HOLE.

ALL ANCHORS SHALL MEET THE MINIMUM EMBEDMENT, EDGE DISTANCE, SPACING, AND SLAB
THICKNESS CRITERIA ESTABLISHED BY THE RELEVANT ICC-ESR EVALUATION REPORT.

SPECIAL INSPECTION SHALL BE PROVIDED PER THE ICC-ESR REPORT NOTED BELOW.  ANCHORS
INSTALLED WITH ADHESIVES SHALL HAVE CONTINUOUS SPECIAL INSPECTION IN ACCORDANCE
WITH THE ICC-ESR REPORT BELOW AND CODE SECTIONS 1705A.3 AND 1705A.4.

ACCEPTABLE ANCHORS & ICC-ESR REPORTS ARE NOTED BELOW:

ANCHOR TYPE:
EXPANSION BOLTS

USE HOT DIP GALVANIZED OR STAINLESS STEEL ANCHORS WHEN EXPOSED TO WEATHER OR IN A
DAMP ENVIRONMENT.

DO NOT LOCATE EXPANSION ANCHORS CLOSER TO EDGE OF CONCRETE OR TO CONTROL/
CONSTRUCTION JOINTS THAN THE MINIMUM EDGE DISTANCE SPECIFIED IN THE ICC REPORT,
UNO.

WHEN INSTALLING DRILLED-IN ANCHORS IN EXISTING NON-PRESTRESSED REINFORCED CONCRETE,
USE CARE AND CAUTION TO AVOID CUTTING OR DAMAGING THE EXISTING REINFORCING BARS.

HOLES DRILLED INTO REINFORCED CONCRETE SHALL NOT DAMAGE OR CUT EXISTING
REINFORCING STEEL.  HOLES DRILLED INTO PRE-STRESSED OR POST-TENSIONED CONCRETE SHALL
HAVE A CLEARANCE OF ONE INCH MINIMUM FROM TENDONS. LOCATE EXISTING REINFORCING
STEEL AND/OR TENDONS USING NON-DESTRUCTIVE METHODS PRIOR TO DRILLING.

1.

2.

3.

4.

5.

6.

7.

8.

MFR & ANCHOR
HILTI "KB-TZ2"

ICC REPORT NO.:
ESR-4266

12/02/2024
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INDICATES EDGE OF 4" MIN
(f'c=2500psi) CONCRETE
SLAB BY OTHERS

3

S2

EVAPORATOR COILS
BY OTHERS: MAX 
WT = 56#
FOR ANCHORAGE
REFER TO

6A

S2

S2

1

TYP

TYP AT STRENGTHENING
ANGLE

T.O.P.

+8'-0"

1'-0" MIN, 
BY OTHERS

WALK-IN PANELS
RAIL TYPE:

WALL PANEL THICKNESS:
INTERIOR SKIN:
EXTERIOR SKIN:

CEILING PANEL
THICKNESS:
INTERIOR SKIN:
EXTERIOR SKIN:

FLOOR PANEL THICKNESS:
INTERIOR SKIN:
EXTERIOR SKIN:

HEIGHT OF WALK-IN:

1.

2.

3.

4.

5.

WOOD CEILING/FOAM WALLS

4"
26ga GALVANIZED/EMBOSSED
26ga GALVANIZED/EMBOSSED

4"
26ga GALVANIZED/EMBOSSED

26ga ACRYLUME/EMBOSSED

4 1/8"
14ga GALVANIZED/SMOOTH
26ga ACRYLUME/EMBOSSED

96"

(WIND MFWRS BRACING PROVIDED BY CANTILEVER COLUMNS AROUND WALK-IN BY OTHERS)

SCOPE OF DRAWINGS IS FOR PANEL TO PANEL CAPACITY AND CONNECTIONS DUE TO
COMPONENTS AND CLADDNG WIND LOADS

(SEISMIC BRACING PROVIDED BY CANTILEVER COLUMNS AROUND WALK-IN BY OTHERS)

PLAN SYMBOLS
WALL PANEL ABOVE. REFER TO
DETAILS 1/S2 ANCHORAGE TO
SLAB.

CONTINUOUS STRENGTHENING
ANGLE PER 2/S2 FOR
WALL-TO-FLOOR CONNECTION
WHERE SHOWN ON PLAN

PLAN SYMBOLS
WALL PANEL BELOW. REFER TO
DETAILS 1/S2  ANCHORAGE TO SLAB.

CEILING PANEL JOINTS

TOP OF CEILING PANEL RELATIVE TO
TOP OF SLAB, +0'-0"

CONTINUOUS STRENGTHENING
ANGLE PER 4/S2 FOR CEIING-TO-WALL
CONNECTION WHERE SHOWN ON
PLAN

T.O.P.

HSS5 1/2x5 1/2x3/8 COLUMN BY
OTHERS TYP AROUND WALK-IN)

HSS5 1/2x5 1/2x3/8 COLUMN BY
OTHERS (TYP AROUND WALK-IN).

HSS4x4x1/4 BEAMS BETWEEN HSS COL
BY OTHERS TYP AROUND WALK-IN).

4

S2

CEILING-TO-WALL
STRENTHENING WHERE

ANGLE IS SHOWNTYP

2

S2

NOTE:
SEE SHEET S1.0 FOR HSS LAYOUT
OUTSIDE THE COOLER.

NOTE:
SEE SHEET S1.0 FOR HSS LAYOUT
OUTSIDE THE COOLER.
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TYP

12" MIN

L

H

MAX WT PER SCHED

C.G.

UNISTRUT 'P1000'3/8" A36 THREADED ROD AT 
EA HANGING LOCATION PER 
MFR (MIN 4 PER UNIT)

UNIT ID L, LENGTH W, WIDTH H, HEIGHT WEIGHT
# OF ANCHORS 
      POINTS    

4

E
Q

E
Q

UNISTRUT 'P1000'

CEILING PANEL 
PER PLAN

W

A SECTION

HILTI 
SPACING PER SCHEDULE 
CENTERED CONT 2x4 FLAT (MIN 
(2) PER WALL LENGTH)

FLOOR PANEL 
PER PLAN

WALL PANEL 
PER PLAN

(E) CONC SLAB 
BY OTHERS

M
IN4
"

SHEAR WALL TYPE

NOTE: AT NON-SHEAR WALL PANELS, 
PROVIDE ANCHORAGE PER SHEAR 
WALL TYPE    

PER SCHEDULE BELOW

1

1

S2

PANEL ANCHORAGE &
SUPPORT DETAILS

1 1/2" = 1'-0" UNO

12/02/2024
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RR
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TYPICAL CONN - FLOOR PANELS

6

1" = 1'-0"STRENGTHENING AT WALL- FLOOR CONN

1" = 1'-0"TYPICAL CAM-LOCK CONNECTION SCHEDULE

2

11" = 1'-0"

TYPICAL CAM LOCKS IN RAIL

RAIL LENGTH (IN) # CAM-LOCKS REQ'D MAX SPACING                            
(IN)

L < 30" 1 30" OC

A
CEILING TO WALL CONN

B
CORNER WALL CONN

C
TYPICAL PANEL CONN

CEILING/WALL 
PANEL PER PLAN

WALL PANEL 
PER PLAN

CEILING PANEL 
PER PLAN

WALL PANEL 
PER PLAN

CAM-LOCK CONNECTION 
PER MFR AT MAX SPACING 
PER SCHED

CAM-LOCK CONNECTION 
PER MFR AT MAX SPACING 
PER SCHED

CAM-LOCK CONNECTION 
PER MFR AT MAX SPACING 
PER SCHED

30"≤ L < 36" 2 20" OC

2 45" OC

3 46" OC

4 47" OC

5 47" OC

6 48" OC

7 46" OC

36" ≤ L ≤ 68"

68" < L ≤ 116"

116" < L ≤ 164"

164" < L ≤ 212"

212" < L ≤ 263.5"

263.5" < L ≤ 300"

EVAPORATOR COIL ANCHORAGE

LEL0115AS6AMAB0200 45 1/2" 13 1/4" 16 1/2" 56#

HILTI KB-TZ2

3/8"Ø x 2" 
EMBED @ 23" OC

KB-TZ2 (ICC ESR-4266) SIZE &

3" = 1'-0"STRENGTHENING AT WALL- FLOOR CONN 4

NOTE: 

WHERE STRENGTHENING
ANGLE IS SHOWN ON
PLAN, REFER TO DETAILS
2/S2 AND 4/S2 FOR
ADDITIONAL INFORMATION

CAM-LOCK CONN
PER

6A
S2

CEILING PANEL
PER PLAN

WALL PANEL PER
PLAN

WALL PANEL PER
PLAN

NOTE: 

REFER TO 1/S2 FOR ANCHORAGE OF
FLOOR PANEL TO SLAB NOT SHOWN.

FLOOR PANEL
PER PLAN

(E) CONC SLAB 
BY OTHERS

CONT 20GAx3x3 ANGLE
W/(2)#14 SMS x 1 1/2" LONG
EA LEG @ 6" OC

1" EDGE 
DISTANCE, TYP

1"SPACING, TYP

CONT 20GAx3x3 ANGLE
W/(2)#14 SMS x 1 1/2" LONG

EA LEG @ 6" OC WHERE
SHOWN ON PLAN

1" EDGE 
DISTANCE, TYP

1"SPACING, TYP

CONT 2x4
FABRICATED WITH FLOOR
PANEL W/ 1ST ANCHOR
6" FROM END OF 2x

FLAT TO BECONT 2x4 PT WOOD FLAT TO
BE FABRICATED WITH FLOOR
PANEL W/ 1ST ANCHOR 6"
FROM END OF 2x

15"
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