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AS REVISED BY CHANGE ORDER #19
APPROVED WORK IN THIS CHANGE

ORDER SHOWN HIGHLIGHTED
YELLOW.

ATE

SCALE:

19 CCD 019

CO# 19 ITEM# 11
AS APPROVED

S2-2.1
C TYP. @ NEW

2-L8X6

S2-2.1
ATYP. @ EXIST.

DBL. L ANGLES

NEW

S2-2.1
A TYP. @ EXIST.

DBL. L ANGLES

S2-2.1
CTYP. @ NEW

2-L8X6

BUILDING "T" EXISTING
ROOF FRAMING PLAN
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3 SHORING LOCATIONS EACH
TRUSS. SHORING RESISTS 
FURTHER DEFLECTION DUE TO
HEAT OF WELDING. 4,000 LB
MINIMUM SHORING ASSEMBLY
CAPACITY EACH SHORING POINT.

LOCATION OF FIELD
WELDED CONNECTION TO
EXISTING TRUSS

TEMPORARY SHORING BY CONTRACTOR
REQUIRED AT TRUSSES WHILE WELDING:
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THESE DRAWINGS, SPECIFICATIONS, IDEAS AND
ARRANGEMENTS PRESENTED THEREBY ARE AND
SHALL REMAIN THE PROPERTY OF BISSIRI STUDIO. NO
PART THEREOF SHALL BE COPIED, DISCLOSED TO
OTHERS OR USED IN CONNECTION WITH ANY
PROJECT OTHER THAN THE SPECIFIC PROJECT FOR
WHICH THEY HAVE BEEN PREPARED AND DEVELOPED
WITHOUT THE WRITTEN CONSENT OF BISSIRI
STUDIO. VISUAL CONTACT WITH THESE DRAWINGS
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DETAILS

MAY 2, 2023

AS NOTED S2-2.1

REF.   SCALE:  3" = 1'-0"

RECONSTRUCTIONA

EXISTING WALL TO REMAIN

EXISTING POST TO REMAIN

EXISTING DOUBLE ANGLE TO REMAIN

NEW 3/8" THK. GUSSET PLATE PER
APPROVED DTL. A/S2-2 AND NEW DTL.
B/S2-2.1

EXISTING TOP CHORD OF
TRUSS TO REMAIN: 2-L 5" X

3 1/2" X 3/8" THK, LLV

1. NEW CROSS BRACE, SHOWN DASHED, SEE APPROVED SHEET ST-1 FOR CROSS
BRACE AND SEE APPROVED DTL. A/S2.2 FOR CROSS BRACE BOLTED
ATTACHMENT TO GUSSET PLATE

2. SEE NEW DTL. A1/S2-2.1 & A2/S2-2.1 FOR ADDITIONAL INFO NOT SHOWN HERE
3. SEE NEW DTL. B/S2-2.1 FOR PLATE BOLT HOLE AND EDGE DISTANCE

DIMENSIONS NOT SHOWN HERE

GENERAL NOTES

CHAMFER GUSSET PLATE
45°, TYP. AT CJP WELD

CJP

C.L. CROSS BRACE WORK POINT, SEE GENERAL NOTE 1

S2-2.1
A2

VIEW FROM
BELOW

90°

90°

90°

NEW CROSS BRACE, SHOWN DASHED, SEE GENERAL NOTE 1

NEW BACKING BAR PLATE

NEW BACKING BAR PLATE

1 12" MIN

3"

2"

1 12" MIN.

1" S2-2.1

B1

TYP.

CJP

REF.   SCALE:  3" = 1'-0"

PARTIAL DEMOLITIONA1

EXISTING WALL TO REMAIN

EXISTING POST TO REMAIN

EXISTING DOUBLE ANGLE
TO REMAIN

PORTION OF
EXISTING PLATE
TO REMAIN

EXISTING GUSSET PLATE
WITH PORTION TO BE
REMOVED

EXISTING TOP CHORD OF
TRUSS TO REMAIN

1. EXISTING CROSS BRACE NOT SHOWN FOR
CLARITY - CROSS BRACE TO BE REMOVED

2. SEE NEW DTL. A/S2-2.1 & A2/S2-2.1 FOR
ADDITIONAL INFO NOT SHOWN HERE

GENERAL NOTES

BURN OFF EXISTING WELD
AND GRIND SMOOTH, TYP.

SEE DTL. B1/S2-2.1

PORTION OF EXISTING
PLATE TO REMAIN

REMOVE EXISTING PLATE AT
EDGE OF EXISTING ANGLE

REF.   SCALE:  3" = 1'-0"

PARTIAL DEMOLITION FROM BELOWA2

1. EXISTING CROSS BRACE NOT SHOWN FOR
CLARITY - CROSS BRACE TO BE REMOVED

2. SEE NEW DTL. A/S2-2.1 & A1/S2-2.1 FOR
ADDITIONAL INFO NOT SHOWN HERE

GENERAL NOTES

PORTION OF EXISTING GUSSET
PLATE TO BE REMOVED, SHOWN
DASHED

EXISTING DOUBLE ANGLE
TO REMAIN

PORTION OF EXISTING GUSSET
PLATE TO REMAIN

EXISTING TOP CHORD OF
TRUSS TO REMAIN

BURN OFF EXISTING WELD AND GRIND
SMOOTH, TYP. SEE DTL. B1/S2-2.1

REF.   SCALE:  3" = 1'-0"

RECONSTRUCTIONC

EXISTING WALL TO REMAIN

EXISTING POST TO REMAIN

NEW DOUBLE ANGLE PER PLAN

EXISTING TOP CHORD OF
TRUSS TO REMAIN: 2-L 5" X

3 1/2" X 3/8" THK, LLV

1. NEW CROSS BRACE SHOWN DASHED, SEE APPROVED SHEET ST-1 FOR
CROSS BRACE AND APPROVED DTL. A/S2.2 FOR CROSS BRACE BOLTED
ATTACHMENT TO GUSSET PLATE

2. SEE NEW DTL. C1/S2-2.1 & C2/S2-2.1 FOR ADDITIONAL INFO NOT SHOWN HERE
3. SEE NEW DTL. B/S2-2.1 FOR PLATE BOLT HOLE AND EDGE DISTANCE

DIMENSIONS NOT SHOWN HERE

GENERAL NOTES

CJP

NEW BACKING BAR PLATE

CJP

CHAMFER GUSSET PLATE
45°, TYP. AT CJP WELD

90°

NEW 3/8" THK. GUSSET PLATE PER APPROVED DTL.
A/S2-2 AND NEW DTL. B/S2-2.1

LINE OF NEW DOUBLE ANGLE
BEYOND, SHOWN DASHED

C.L. CROSS BRACE WORK POINT, SEE GENERAL NOTE 1

NEW CROSS BRACE, SHOWN DASHED, SEE GENERAL NOTE 1

NEW BACKING BAR PLATE

1 12" MIN.

1"

90°

1 12" MIN

2"

3"

90°

S2-2.1

B1

REF.   SCALE:  3" = 1'-0"

PARTIAL DEMOLITIONC1

EXISTING WALL TO REMAIN

EXISTING POST TO REMAIN

EXISTING DOUBLE ANGLE
TO BE REMOVED

REMOVE EXISTING
PLATE AT EDGE OF
EXISTING ANGLE

EXISTING TOP CHORD OF
TRUSS TO REMAIN

1. EXISTING CROSS BRACE NOT SHOWN FOR
CLARITY - CROSS BRACE TO BE REMOVED

2. SEE NEW DTL. C/S2-2.1 & C2/S2-2.1FOR
ADDITIONAL INFO NOT SHOWN HERE

GENERAL NOTES

BURN OFF EXISTING WELD
AND GRIND SMOOTH, TYP.

SEE DTL. B1/S2-2.1

PORTION OF EXISTING
PLATE TO REMAIN

S2-2.1
C

VIEW FROM
BELOW

EXISTING GUSSET PLATE
WITH PORTION TO BE
REMOVED

REF.   SCALE:  3" = 1'-0"

PARTIAL DEMOLITION FROM BELOWC2

1. EXISTING CROSS BRACE NOT SHOWN FOR
CLARITY - CROSS BRACE TO BE REMOVED

2. SEE NEW DTL. C/S2-2.1 & C1/S2-2.1 FOR
ADDITIONAL INFO NOT SHOWN HERE

GENERAL NOTES

PORTION OF EXISTING GUSSET
PLATE TO BE REMOVED, SHOWN
DASHED

EXISTING PLATE TO
REMAIN

NEW DOUBLE ANGLE PER PLAN

EXISTING TOP CHORD OF
TRUSS TO REMAIN

EXISTING BOLT HOLES TO
REMAIN, TYP.

PORTION OF EXISTING GUSSET PLATE
TO REMAIN

BURN OFF EXISTING WELD AND GRIND
SMOOTH, TYP. SEE DTL. B1/S2-2.1

REF.   SCALE:  

NOT USEDB2

1"

ANGLE LEG

PER PLAN

EQ.
EQ.

EQ.
EQ.

ANGLE LEG

PER PLAN

11 2"

MIN.
3"

REF.   SCALE:  3" = 1'-0"

GUSSETT PLATEB

NEW 3/8" THK. GUSSET PLATE PER APPROVED DTL. A/S2-2

2"

11 2"
MI

N.

1. NEW CROSS BRACE, SEE APPROVED SHEET ST-1 FOR CROSS BRACE AND SEE APPROVED
DTL. A/S2.2 FOR CROSS BRACE BOLTED ATTACHMENT TO GUSSET PLATE

GENERAL NOTE

C.L. CROSS BRACE WORK POINT, SEE GENERAL NOTE 1

NEW CROSS BRACE, SEE GENERAL NOTE 1

1"MIN.

1"MIN.

NEW 3/4" A325X BOLTS, TYP.

REF.   SCALE:  FULL

GUSSETT PLATE AT TRUSSB1

GRIND WELDING SURFACE SMOOTH

REMOVE EXISTING WELD AND PLATE BELOW

NEW 3/8" THK. GUSSET PLATE PER DETAIL B/S2-2.1

CHAMFER GUSSET PLATE 45°, TYP. AT CJP WELD,
SEE DTLS. A/S2-2.1 & C/S2-2.1

NEW BACKING BAR PLATE

PORTION OF EXISTING GUSSET PLATE TO REMAIN

EXISTING TOP CHORD OF TRUSS TO REMAIN: L 5" X 3 1/2" X
3/8" THK, LLV
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