VENTURA UNIFIED SCHOOL DISTRICT

PIERPONT ELEMENTARY SCHOOL
1254 Marthas Vineyard Court, Ventura, CA 93001

g rrs ' il . . 1 o
o— N ; : : d . = = =
l‘-l - 1y = . ,_\_-ﬁ{_, . s g }
- 3 s - YA > - - - -
S ﬁ Y m g — 2 = -y . n L
. — & - N =
g o . ‘\ - =
li + {4 - [ TI= | F
_— W = .
: Igie {‘Lr Lyl T ;'1
A g m" Vi 1‘-1'-’5-:.:- -
U | Sty
b T e «
- : B -",‘- ty \ > .. {8 b
-.;7',", <l e 3
- ~ = e 3.__}
w ’ \ e < 3 =
\\ (5 = ¢ .
i
S < | 7 ‘1
: ]
- B . ,
R R ;} - { J .
._'\ < a 'j .
i i :
. ® \\.\ G A ‘ -f" 3 r"s-g-} e, .

3
L)
~
)
i
|
}
]
|
|
A

DRAWING INDEX

A-001 COVERSHEET

A-101 OVERALL CAMPUS PLAN
A-101A  ROOF PLAN

A-501 ROOF DETAILS

A-502  ROOF DETAILS

A-503  ROOF DETAILS

A-504  ROOF DETAILS

GARLAND

since 1895

VENTURA UNIFIED
SCHOOL DISTRICT

PIERPONT
ELEMENTARY SCHOOL

1254 Marthas Vineyard Ct
Ventura, CA 93001

SCALE: AS NOTED

DATE: 10/16/2024

PROJ. #:

DRAWN BY:

COVERSHEET

A-001



AutoCAD SHX Text
s

AutoCAD SHX Text
i

AutoCAD SHX Text
n

AutoCAD SHX Text
e

AutoCAD SHX Text
8

AutoCAD SHX Text
c

AutoCAD SHX Text
1

AutoCAD SHX Text
9

AutoCAD SHX Text
5


/ 1\ ROOF PLAN

GENERAL NOTES:

ALL DEBRIS SHOULD BE DISPOSED OF IN A CERTIFIED LANDFILL.

ALL DETAILS NOT SPECIFIED SHALL MEET MANUFACTURER REQUIREMENTS.

CONTRACTOR TO VERIFY ALL CONDITIONS.

CONTRACTOR TO PROTECT ALL GROUNDS AND CONCRETE FROM DAMAGE.

REFERENCE DATA SHEETS FOR SPECIFIC PRODUCT INFORMATION

CONTRACTOR TO ADD LINE ITEM PRICING FOR DECK REPLACEMENT PER SQUARE FOOT

CONTRACTOR TO ADD LINE ITEM FOR PRICING FOR FASCIA REPLACEMENT BY LINEAR FOOT.
CONTRACTOR TO INCLUDE REPLACEMENT OF ALL FASCIA ON RESTROOM BUILDING AS
PART OF BASE BID.

8. CONTRACTOR TO SCRAPE, TREAT, AND PAINT INCLUDED IN BASE BID AT LOCATIONS.

RESTORE METAL FASCIA, SOFFIT AND FLASHINGS WITH R-MER COAT METAL RESTORATION

SCOPE OF WORK:

1. REPLACE EXISTING LOW SLOPE ROOFING WITH KEE-STONE ROOFING SYSTEM
2. REPLACE EXISTING SHINGLE ROOFING WITH NEW DIMENSIONAL SHINGLES AND R-MER
SEAL UNDERLAYMENT

Noos0N S

PROJECT OVERVIEW:

EXISTING LOW SLOPED ROOF REPLACEMENT WITH KEE-STONE ROOF
SYSTEM

EXISTING SHINGLE ROOF REPLACEMENT WITH KEE-STONE ROOF SYSTEM
WITH NEW DIMENSIONAL SHINGLES AND R-MER SEAL UNDERLAYMENT

W SCALE: N.T.S.
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/ 1\ ROOF PLAN

W SCALE: N.T.S.

9'-0"+/-

GENERAL NOTES:

1.) IT IS THE ROOFING CONTRACTOR'S RESPONSIBILITY TO
FAMILIARIZE THEMSELVES WITH ALL DETAILS INVOLVED IN
THE ROOFING CONTRACT.

2.) ALL DRAWINGS ARE GRAPHIC REPRESENTATION OF
APPROXIMATE LOCATIONS OF EXISTING AND NEW
MATERIALS. IT IS THE CONTRACTOR'S RESPONSIBILITY TO
VERIFY ALL EXISTING CONDITIONS PRIOR TO
COMMENCEMENT OF WORK.

3.) THE ROOFING CONTRACTOR TO PROTECT ALL ADJACENT
SURFACES NOT SCHEDULED FOR WORK AND TO REPAIR
ANY DAMAGED AREAS AS A RESULT OF CONTRACTOR
WORK AT NO ADDITIONAL COST TO THE OWNER.

4.) THE ROOFING CONTRACTOR SHALL BE RESPONSIBLE TO
MAINTAIN WATER TIGHTNESS AND PROVIDE PROTECTION
AT ANY/ALL OPENINGS IN THE ROOF LEFT AT THE END OF
EACH CONSTRUCTION DAY.

5.) CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS,
CONDITIONS AND QUANTITIES.

LEGEND

SHINGLE ROOF SECTION

L
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COUNTERFLASHING ANCHORED
8" 0.C. [203mm]

SET METAL FLANGE IN ROOF
CEMENT AND PRIME PRIOR
TO STRIPPING

60MIL THERMOPLASTIC FB
MEMBRANE, 3" MIN ON FIELD,
HEAT WELD

8" 0.C. [203mm]

SET METAL FLANGE IN ROOF
CEMENT AND PRIME PRIOR
TO STRIPPING

60MIL THERMOPLASTIC FB
MEMBRANE, 3" MIN ON FIELD,

COUNTERFLASHING ANCHORED

COPING COVER x 10-0"
SLOPE PER SPECIFICATION

6" CONCEALED SPLICE PLATE @
EACH JOINT

16 GA ANCHOR CHAIR
(4) FASTENERS PER ANCHOR CHAIR

b M HEAT WELD
BASE FLASHING PLY 6" MIN.
[152mm] ON FIELD BASE FLASHING PLY 6" MIN.
[152mm] ON FIELD S~ EXTEND PLIES OVER BLOCKING
60MIL THERMOPLASTIC FB FASTEN 8" O.C. [203mm]
MEMBRANE
60MIL THERMOPLASTIC FB
BASE PLY MEMBRANE
BASE PLY
1 24" MAX.
[610mm]
60MIL THERMOPLASTIC FB MEMBRANE
— - b — 3"MIN ON FIELD, HEAT WELD
BASE FLASHING PLY 6" MIN.
[152mm] ON FIELD
— 60MIL THERMOPLASTIC FB
2 MEMBRANE
BASE PLY
‘ b —
— b —
7 X I 7 27
\ x \ — .
WOOD DECK p m— — /BA(V A
— >4
POLYURETHANE SEALANT WOOD DECK
SHEET METAL CANT STRIP WOOD DECK
F CONDUCTOR HEAD
POLYURETHANE SEALANT CANT STRIP
ALL PLIES SET IN BITUMEN SEE QEIEE:I:IE:SA?ENIQ Eg#gggFiiElNG ALL PLIES SET IN BITUMEN SEE
SPECIFICATIONS FOR SURFACING SPECIFICATIONS FOR SURFACING
/ 1\ SCUPPER THROUGH WALL KEE DETAIL / 2\ SCUPPER THROUGH WALL OVERFLOW DETAIL /"3 COPING CAP KEE DETAIL
W SCALE: N.T.S. W SCALE: N.T.S. W SCALE: N.T.S.
COPING COVER x 10-0"
SLOPE PER SPECIFICATION 2 MINIMM [1omm) 72 MINOM [1mm)
6" CONCEALED SPLICE PLATE @ BEYOND AND DOWN OVER BEYOND AND DOWN OVER
EACH JOINT TOP OF CURB TOP OF CURB
16 GA ANCHOR CHAIR SEALING MATERIAL-MUST SEALING MATERIAL-MUST
(4) FASTENERS PER ANCHOR CHAIR Egéﬁagg‘;ous ONTHE 1" MIN. [25mm] EE FS%E“#OUS ON THE 1" MIN. [25mm]
WOOD NAILER NOMINAL EAST[Eg‘aEnﬁ]S WOOD NAILER NOMINAL ZAST[EON;R%S
2" X 4" [51mm X 102mm] e 2" X 4" [51mm X 102mm] -
COUNTERFLASHING COUNTERFLASHING
FLASHING RECEIVER —H7 FLASHING RECEIVER
~— EXTEND PLIES OVER BLOCKING ) ) SOMIL THERMOPLASTIC SamL THERMOPLASTIC
— FASTEN 8" O.C. [203mm] — (I —
3" MIN ON FIELD, HEAT 3" MIN ON FIELD, HEAT
WELD WELD
. t: \ BASE FLASHING BASE FLASHING
24" MAX. \ PLY 6" MIN. PLY 6" MIN.
[610mm] 8" MIN. [152mm] ON FIELD 8" MIN. [152mm] ON FIELD
60MIL THERMOPLASTIC FB MEMBRANE
9" MIN ON FIELD, HEAT WELD [203mm} 60MIL THERMOPLASTIC [203mm} 60MIL THERMOPLASTIC
r FB MEMBRANE FB MEMBRANE
BASE FLASHING PLY 6" MIN.
[152mm] ON FIELD
— 60MIL THERMOPLASTIC FB ——— 1 —— /|
MEMBRANE gl 5| == z ] [ A i 2 ]
BASE PLY l 4 /] A\ /T / l 7 /| A\ VA A |
[ [
D — WOOD DECK BASE PLY WOOD DECK BASE PLY
\ R— UNIT MOUNTING CURB UNIT MOUNTING CURB
— — S ] ADHESIVE ADHESIVE
‘ "\ \ ‘\ CANT-FASTENED TO NAILER CANT-FASTENED TO NAILER
5 ﬂ\ RECOVERY BOARD RECOVERY BOARD
ALL PLIES SET IN BITUMEN SEE
% WOOD DECK SPECIFICATIONS FOR SURFACING ALL PLIES SET IN BITUMEN SEE
RECOVERY BOARD SPECIFICATIONS FOR SURFACING
CANT STRIP

/ 4\ COPING CAP KEE 2 DETAIL

m CURB AT AIR HANDLING STAITION KEE DETAIL

m CURB AT AIR HANDLING STAITION KEE 2 DETAIL

W SCALE: N.T.S.

W SCALE: N.T.S.

W SCALE: N.T.S.

GARLAND

since 1895

VUSD

VENTURA UNIFIED
SCHOOL DISTRICT

PIERPONT
ELEMENTARY SCHOOL
1254 Marthas Vineyard Ct

Ventura, CA 93001

SCALE: AS NOTED

DATE: 10/16/2024

PROJ. #:

DRAWN BY:

ROOF DETAILS

A-501



AutoCAD SHX Text
s

AutoCAD SHX Text
i

AutoCAD SHX Text
n

AutoCAD SHX Text
e

AutoCAD SHX Text
8

AutoCAD SHX Text
c

AutoCAD SHX Text
1

AutoCAD SHX Text
9

AutoCAD SHX Text
5


SKYLIGHT

EXTRUDED ALUMINUM FRAM WITH
WEEP HOLES

2" X 10" MINIMUM [51mm X 254mm]

METAL COUNTERFLASHING FASTENED
8" 0.C. [203mm] WITH NEOPRENE WASHERS

60MIL THERMOPLASTIC FB MEMBRANE
3" MIN ON FIELD, HEAT WELD

BASE FLASHING PLY 6" MIN. [152mm] ON FIELD

CANT FASTENED TO NAILER

60MIL THERMOPLASTIC
FB MEMBRANE

BASE PLY

WOOD DECK

ALL PLIES SET IN BITUMEN SEE
SPECIFICATIONS FOR SURFACING

/ 1\ ROOF S

KYLIGHT KEE DETAIL

SKYLIGHT

EXTRUDED ALUMINUM FRAM WITH

WEEP HOLES

2" X 10" MINIMUM [51mm X 254mm]

METAL COUNTERFLASHING FASTENED
8" 0.C. [203mm] WITH NEOPRENE WASHERS

60MIL THERMOPLASTIC

60MIL THERMOPLASTIC FB MEMBRANE
3"MIN ON FIELD, HEAT WELD

BASE FLASHING PLY 6" MIN. [152mm] ON FIELD

CANT FASTENED TO NAILER

PRIME PROJECTION

POURABLE SEALANT,
2 PART

NON-SHRINK GROUT

FB MEMBRANE

BASE PLY

WOOD DECK
ADHESIVE

RECOVERY BOARD

4"MIN. |

[102mm] \AA i «

\

SHEET METAL PITCH
PAN SOLDERED/WELDED
WATERTIGHT 4" MIN
[102mm] HEIGHT

60MIL THERMOPLASTIC
FB MEMBRANE

3"MIN ON FIELD, HEAT
WELD

BASE FLASHING PLY
6" MIN. [152mm]
ON FIELD

60MIL THERMOPLASTIC FB
MEMBRANE

MODIFIED

BASE PLYl

ALL PLIES SET IN BITUMEN SEE
SPECIFICATIONS FOR SURFACING

/"2 \ ROOF SKYLIGHT KEE 2 DETAIL

ANNNNNNNNNY

ALL PLIES SET IN BITUMEN SEE
SPECIFICATIONS FOR SURFACING

(3 PITCH POCKET KEE DETAIL

ANl

WOOD DECK

POLYURETHANE
SEALANT

W SCALE: N.T.S

EXTERIOR LOCK PROVISION

. W SCALE: N.T.S.

ROOF HATCH

CONTINUOUS BUTYL TAPE
FASTENER WITH NEOPRENE WASHER

INTEGRAL CAP FLASHING

RUBBERIZED ASPHALT SEALANT

TERMINATION BAR FASTENED 8" O.C.

60MIL THERMOPLASTIC FB MEMBRANE
3" MIN ON FIELD, HEAT WELD

BASE FLASHING PLY 6" MIN. [152mm] ON FIELD

INTERIOR CANT FASTENED TO NAILER
HANDLE

60MIL THERMOPLASTIC FB

MEMBRANE

MODIFIED BASE PLY

WOOD DECK
8" MIN.
N
—_—

/ 4\ ROOF HATCH DETAIL

ANCHORS BY OTHERS —— I

RECOVERY BOARD

WOOD DECK

SEE SPECIFICATIONS FOR ADHESIVES

/5 \ TYPICAL CROSS SECTION - KEE

-502/ SCALE: N.T.S.

-SOLARCLAD METAL

60MIL THERMOPLASTIC FB MEMBRANE

3"MIN ON FIELD, HEAT WELD 2 VIDE
ALUMINUM TAPE
OVER JOINT

1/4" GAP

4" WIDE FLASHING STRIP,
HEAT WELDED IN PLACE

JOINT TREATMENT AT EDGE METAL

3 [
Yy £ .

SOLARCLAD METAL

GALVANIZED ANNULAR RING
SHANK NAIL AT 6" 0.C.

SBK MEMBRANE FLASHING STRIP
HOT AIR WELD

SBK OR SBK-FB MEMBRANE _i

[— N P—

XA

ADHESIVE

BASE PLY

/"6 \ TYPICAL EDGE FLASHING DETAIL

iNuNuNLv I
N

72

INSULATION ATTACHED PER ~ —
SPECIFICATION REQUIREMENTS
WOOD BLOCKING

ATTACHED @ 250 LBF/FT

BUTYL SEALING TAPE
CONTINUOUS GALVANIZED METAL CLEAT
FASTEN WITH GALVANIZED ANNULAR
RING SHANK NAILS AT 3" 0.C.

W SCALE: N.T.S.

W SCALE: N.T.S.

-502/ SCALE: N.TS.
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SEALING STRIP

9,

T- OR L-TYPE DRIP EDGE METAL—
SEE NOTE 1

e “’
s i\l\ l
SEALING STRIP - \4 (

ROOFING NAIL—
MAX 12" O.C.

NOTES:
1. FOR L-TYPE DRIP EDGE METAL, STARTER COURSE EXTENDS UP TO 3/4" BEYOND THE PERIMETER EDGE ACCORDING TO MANUFACTURER'S

RECOMMENDATIONS
2. REFER TO THE INTRODUCTION OF THE CONSTRUCTION DETAILS CHAPTER FOR ADDITIONAL INFORMATION.

/"1 \ SHINGLE EAVE DETAIL

SEALING STRIP

SHINGLES

e SR
STARTER CoURSE \\%]I/"

UP TO 3/4" OVERHANG WITH
L-TYPE DRIP EDGE METAL

e SN Al

NOTES:

1. THIS DETAIL SHOWS ONE TYPE OF GUTTER SUPPORT. GUTTER SECUREMENT AND SUPPORT OPTIONS VARY.
2. REFER TO THE INTRODUCTION OF THE CONSTRUCTION DETAILS CHAPTER FOR ADDITIONAL INFORMATION.

m SHINGLE EAVE WITH GUTTER DETAIL

ROOFING
NAIL—
MAX 12" O.C.

L-OR T-TYPE
DRIP EDGE
METAL

GUTTER

SEALING STRIP

ASPHALT
SHINGLES

UNDERLAYMENT-

MANUFACTURED
STARTER COURSE

T- OR L-TYPE DRIP EDGE METAL

NOTE:

1. REFER TO THE INTRODUCTION OF THE CONSTRUCTION DETAILS CHAPTER FOR ADDITIONAL INFORMATION.

/ 3\ SHINGLE RAKE DETAIL

GARLAND

since 1895

MANUFACTURED
STARTER COURSE

W SCALE: N.T.S.

NONRIGID RIDGE VENT
MATERIAL—DO NOT

COMPRESS WHEN
INSTALLING RIDGE
SHINGLES

SEALING STRIPS

OPTION

CONTINUOUS RIDGE
VENT—INSTALL PER
MANUFACTURER'S

RECOMMENDATIONS

ASPHALT SHINGLES

UNDERLAYMENT

NOTES:

1. RIDGE VENT TYPES VARY. FOLLOW MANUFACTURER'S INSTALLATION RECOMMENDATIONS.
2. REFER TO THE INTRODUCTION OF THE CONSTRUCTION DETAILS CHAPTER FOR ADDITIONAL INFORMATION.

m SHINGLE RAKE WITH RIDGE VENT DETAIL

W SCALE: N.T.S.
FIELD UNDERLAYMENT
AND ROOF DECK NOT
SHOWN FOR CLARITY

VALLEY UNDERLAYMENT:

EXTEND SHINGLE 12"
MIN. BEYOND CENTER
OF VALLEY

SEALANT

SEALING STRIPS

ASPHALT SHINGLES:

NOTES:

1. VALLEY UNDERLAYMENT TYPE MAY VARY DEPENDING ON CLIMATIC CONDITIONS.

2. NO FASTENERS WITHIN 6 INCHES OF VALLEY CENTER.

3. THE CUT SIDE OF THE VALLEY SHOULD BE ON THE SIDE WITH THE GREATEST ROOF AREA.

4. REFER TO THE INTRODUCTION OF THE CONSTRUCTION DETAILS CHAPTER FOR ADDITIONAL INFORMATION

/"5 \ SHINGLE CLOSED CUT VALLEY DETAIL

SHINGLES

W SCALE: N.T.S.

TWO-PIECE SHEET-METAL:
COUNTERFLASHING—
OVERLAP FLASHING MIN. 2"

SHEET-METAL FLASHING
WITH HEMMED EDGE
VERTICAL LEG
TURNED UP

4" MINIMUM

APPROPRIATE
FASTENERS

EXTEND
HEMMED EDGE
TO MAINTAIN
SHINGLE
EXPOSURE OR
MIN. 4"

ASPHALT SHINGLES

SEALING STRIP
NOTES:

1. FOR SECUREMENT AND JOINERY INFORMATION FOR SHEET METAL AND COUNTERFLASHING, REFER TO THE NRCA ROOFING MANUAL:

ARCHITECTURAL METAL FLASHING AND CONDENSATION AND AIR LEAKAGE CONTROL.
2. REFER TO THE INTRODUCTION OF THE CONSTRUCTION DETAILS CHAPTER FOR ADDITIONAL INFORMATION

/"6 SHINGLE HEAD WALL FLASHING DETAIL

VUSD

WALL SIDING/CLADDING
NOT SHOWN FOR CLARITY
BUILDING WRAP—

VENTURA UNIFIED
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Ventura, CA 93001

SCALE: AS NOTED

DATE: 10/16/2024

PROJ. #:

DRAWN BY:

W SCALE: N.T.S.

W SCALE: N.T.S.

W SCALE: N.T.S.

ROOF DETAILS

A-503
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WALL SIDING/
CLADDING NOT
SHOWN FOR CLARITY

UNDERLAYMENT
TURNED UP WALL

BUILDING WRAP—
OVERLAP
COUNTERFLASHING
MIN. 2"

OPTION, STEP FLASHING NAILED INTO THE WALL
APPROPRIATE FASTENERS

TWO-PIECE SHEET-METAL
COUNTERFLASHING—
OVERLAP STEP
FLASHING MIN. 2"

SHEET-METAL EXPANSION
JOINT COVER WITH
T-TYPE CLEAT—SEE NOTE
2. OVERLAP CHANNEL
FLASHING MIN. 2"

SEALING

FLEXIBLE STRIP

WEATHERPROOF

A

IF POSSIBLE, LAP
UNDERLAYMENT OVER
FLASHING OR SEAL
UPPER FLANGE TO
UNDERLAYMENT WITH
ROOF CEMENT

PIPE
PENETRATION
FLASHING

SEALING STRIP

OPTIONAL:
SEALANT

SECTION UNDERLAYMENT

SOFT-METAL FLASHING SLEEVE—
ROLL INTO PIPE APPROX. 1"

OPTIONAL: SEALANT
UNDER SHINGLES

IF POSSIBLE, LAP
UNDERLAYMENT OVER
TOP OF FLASHING
FLANGE OR SEAL

GARLAND

since 1895

UPPER
FLANGE TO
UNDERLAYMENT
> WITH ROOF
? CEMENT
| AQ
4%
‘ /j" SEALING STRIP
FLEXIBLE LINER 4% gﬁm’al'gs
SEALING STRIP WITH COMPRESSIBLE
INSULATION
" SHEET-METAL STEP \\
4" MIN. FLASHING AT EACH SHEET-METAL STEP FLASHING / EII\EIII;ERLAYMENT
" COURSE AT EACH COURSE
MAINTAIN 1 // AND ROOF DECK
ABOVE ROOF ASPHALT SHINGLES UNDERLAYMENT NOT SHOWN FOR
SURFACE CLARITY
NOTES:
NOTES:
1. FLASHING REQUIREMENTS ARE TYPICAL FOR BOTH SIDES OF THE EXPANSION JOINT. SEE DETAIL ASPH-12 FOR ADDITIONAL INFORMATION.
1. FOR SECUREMENT AND JOINERY INFORMATION FOR SHEET METAL AND COUNTERFLASHING, REFER TO THE NRCA ROOFING MANUAL: 2. FOR SECUREMENT AND JOINERY INFORMATION FOR SHEET METAL AND COUNTERFLASHING, REFER TO THE NRCA ROOFING MANUAL: NOTE:
ARCHITECTURAL METAL FLASHING AND CONDENSATION AND AIR LEAKAGE CONTROL ARCHITECTURAL METAL FLASHING AND CONDENSATION AND AIR LEAKAGE CONTROL.
2. REFER TO THE INTRODUCTION OF THE CONSTRUCTION DETAILS CHAPTER FOR ADDITIONAL INFORMATION. 3. REFER TO THE INTRODUCTION OF THE CONSTRUCTION DETAILS CHAPTER FOR ADDITIONAL INFORMATION. 1. REFER TO THE INTRODUCTION OF THE CONSTRUCTION DETAILS CHAPTER FOR ADDITIONAL INFORMATION.
m SHINGLE SIDE WALL 2 PIECE COUNTERFLASHING DETAIL m SHINGLE EXPANSION JOINT DETAIL m SHINGLE VENT PIPE PENETRATION DETAIL
W SCALE: N.T.S. W SCALE: N.T.S. w SCALE: N.T.S.
LAP B i
UNDERLAYMENT SEALING STRIP i

LAP UNDERLAYMENT
OVER FLASHING
FLANGE

STEP FLASHING

ASPHALT SHINGLES rBACKER FLASHING

SKYLIGHT—TOP OF
CURB MIN. 4" ABOVE
ROOF SURFACE

SKYLIGHT FLANGE—
OVERLAP STEP
FLASHING APPROX. 2"
OR INSTALL
COUNTERFLASHING

APRON FLASHING

TURN UP UNDERLAYMENT
AT CURB

NOTES:
1. WHERE DEEMED NECESSARY, HOLD SHINGLES UP ONE COURSE DEPENDING ON ANTICIPATED DEBRIS AND/OR SNOW ACCUMULATION.
S.

2. INSTALL CRICKET AT SKYLIGHTS WIDER THAN 24 INCHE
3. REFER TO THE INTRODUCTION OF THE CONSTRUCTION DETAILS CHAPTER FOR ADDITIONAL INFORMATION.

/ 4\ SHINGLE FLASHED CURB DETAIL

OVER FLASHING
FLANGE

STEP FLASHING

BACKER FLASHING
ASPHALT SHINGLES !_

L

OVERLAP STEP
FLASHING APPROX.
2" OR INSTALL

COUNTERFLASHING

APRON FLASHING

TURN UP UNDERLAYMENT:
AT CURB

NOTES:
1. WHERE DEEMED NECESSARY, HOLD SHINGLES UP ONE COURSE DEPENDING ON ANTICIPATED DEBRIS AND/OR SNOW ACCUMULATION.
S.

2. INSTALL CRICKET AT SKYLIGHTS WIDER THAN 24 INCHES.
3. REFER TO THE INTRODUCTION OF THE CONSTRUCTION DETAILS CHAPTER FOR ADDITIONAL INFORMATION.

/"5 \ SHINGLE EQUIPMENT CURB DETAIL

o S

| /— UNDERLAYMENT N
‘. ﬁ f
ASPHALT SHINGLES [®
. &

e 751
e it
BASE FLASHING ”””’/” ROOF DECK

’ ROOF SYSTEM EXTENDED
SHINGLES HELD BACK ABOVE TRANSITION
10" MIN. OPTIONAL: STARTER COURSE
NOTES:

1. COMPATIBILITY OF UNDERLAYMENT AND LOW-SLOPE MEMBRANE SHOULD BE CONSIDERED.
2. REFER TO THE INTRODUCTION OF THE CONSTRUCTION DETAILS CHAPTER FOR ADDITIONAL INFORMATION.

/g‘\ SHINGLE STEEP TO LOW ROOF TRANSITION DETAIL

VUSD

VENTURA UNIFIED
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SCALE: AS NOTED

DATE: 10/16/2024

PROJ. #:

DRAWN BY:

W SCALE: N.T.S.

W SCALE: N.T.S.

W SCALE: N.T.S.

ROOF DETAILS

A-504



AutoCAD SHX Text
s

AutoCAD SHX Text
i

AutoCAD SHX Text
n

AutoCAD SHX Text
e

AutoCAD SHX Text
8

AutoCAD SHX Text
c

AutoCAD SHX Text
1

AutoCAD SHX Text
9

AutoCAD SHX Text
5


	Sheets and Views
	Ventura Unified SD SD A-0-11x17 Hor
	Ventura Unified SD SD A-1-A-101
	Ventura Unified SD SD A-1-A-101A
	Ventura Unified SD SD A-1-A-501
	Ventura Unified SD SD A-1-A-502
	Ventura Unified SD SD A-1-A-503
	Ventura Unified SD SD A-1-A-504


