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NOTES - ALL WORK
1. PROVIDE ALL EQUIPMENT, DEVICES, ACCESSORIES, ETC. NECESSARY FOR A COMPLETE & FULLY-FUNCTIONALTHEATER EQUIPMENT SYSTEMS,

INCLUDING BUT NOT LIMITED TO THE WORK SHOWN ON THE THESE DRAWINGS AND SPECIFICATION SECTION 260953, AS WELL AS ANY WORK,
EQUIPMENT, DEVICES, ACCESSORIES, ETC IMPLIED EVEN IF NOT SPECIFICALLY IDENTIFIED, THAT MAY BE NECESSARY.

2. CROSS-REFERENCE THESE DWGS, THE STRUCTURAL AND ELECTRICAL DWGS BEFORE ROUGH-IN OR ORDERING OF EQUIPMENT. CONTRACTOR
SHALL NOTIFY ARCHITECT AND CONSULTANT OF ANY DISCREPANCIES OR CONFLICTS.

3. COORDINATE INSTALLATION OF ALL THEATER EQUIPMENT (STAGE RIGGING, DRAPERIES AND STAGE LIGHTING.)
4. IN CASE OF A DISCREPANCY IN QUANTITIES WITHIN DRAWINGS AND BETWEEN SPECIFICATIONS AND DRAWINGS, THE LARGER QUANTITY SHALL

PREVAIL.
5. LOCATION OF ALL DEVICES IS SCHEMATIC AND ONLY INTENDED TO ILLUSTRATE GENERAL LOCATIONS AND ADJACENCIES. V.I.F. ALL LOCATIONS,

DIMENSIONS AND ELEVATIONS.
6. ARCHITECTURAL DETAILS  MAY NOT BE SHOWN, FOR CLARITY. V.I.F. ALL EXISTING CONDITIONS THAT MAY ADVERSELY IMPACT THE WORK.

NOTES - ELECTRICAL/STAGE LIGHTING
1. NO CONDUIT OR ANY ELECTRICAL DEVICES AND/OR THEIR RELATED HARDWARE MAY BE MOUNTED TO OR CROSS THROUGH THE COUNTERWEIGHT

RIGGING SYSTEM.
2. NO CONDUIT OR ANY ELECTRICAL DEVICES AND/OR THEIR RELATED HARDWARE MAY BE MOUNTED TO OR CROSS THROUGH THE FOH CATWALK OR

THE MEZZANINE SIDE LIGHTING POSITIONS IN A MANNER THAT WILL BLOCK THE INSTALLATION AND USE OF THE STAGE LIGHTING FIXTURES.
3. ALL STAGE AND HOUSE LIGHTING CIRCUITS HOME RUN TO APPROPRIATE STAGE LIGHTING RACK LOCATED ON THE STAGE RIGHT MEZZANINE SIDE

LIGHT PLATFORM.
4. PROVIDE AND INSTALL ALL LINE AND LOW VOLTAGE CABLE, CONDUIT, RACEWAYS, STANDARD AND CUSTOM BACK BOXES AND ACCESSORIES (I.E.

KINDORF, BRACKES, ANCHORS, ETC.)
5. MAKE ALL LINE AND LOW VOLTAGE TERMINATIONS. LOW VOLTAGE TERMINATIONS TO BE SUPERVISED BY STAGE LIGHTING MANUFACTURERS'

CERTIFIED TECHNICIAN.
6. ALL WIRES TO BE LABELED AT BOTH ENDS.
7. COORDINATE WORK WITH ELECTRICAL DRAWINGS E100-E106.

NOTES - STRUCTURAL/STAGE RIGGING
1. ALTHOUGH THE COUNTERWEIGHT RIGGING LOADS WILL NOT BE INCREASED, CONFIRM EXISTING RIGGING STEEL REMAINS CAPABLE OF

SUPPORTING THE DESIGNED LOADS. NOTIFY ARCHITECT AND CONSULTANT OF ANY ISSUES THAT MAY ADVERSELY IMPACT INSTALLATION AND
FUNCTION OF THE STAGE RIGGING SYSTEM.

2. REMOVE OR RELOCATE ANY STRUCTURE, PIPING, DUCTWORK, ETC. THAT MAY ADVERSELY IMPACT INSTALLATION AND FUNCTION OF THE STAGE
RIGGING SYSTEM.

3. ALL MATERIALS USED IN THE FABRICATION AND INSTALLATION OF THE STAGE RIGGING SYSTEM SHALL CONFORM TO THE APPROPRIATE ASTM
STANDARDS.

4. ALL MATERIALS USED SHALL BE NEW, UNUSED AND OF THE LATEST DESIGN. REFURBISHED MATERIALS ARE NOT ACCEPTABLE.
5. MECHANICAL FABRICATION AND WORKMANSHIP SHALL INCORPORATE BEST PRACTICES FOR GOOD FIT AND FINISH. THERE SHALL BE NO BURRS OR

SHARP EDGES THAT MAY CAUSE A HAZARD. NO SHARP CORNERS SHALL BE ACCESSIBLE TO USERS.
6. SHOP AND FIELD WELDING, IF REQ'D, SHALL MEET ANSI/AWS MANUAL REQ'S AND BE WITHOUT SPLATTER OR OTHER EVIDENCE OF POOR

PRACTICE.
7. ALL ASSEMBLIES TO BE PAINTED OR FINISHED WITH MANUFACTURER'S STANDARD FINISH AND COLOR, EXCEPT AS NOTED.
8. ALL TURNBUCKLES, CLIPS, TRACKS, CHAINS AND OTHER HARDWARE TO BE FURNISHED PLATED OR PAINTED.
9. ALL COMPONENTS AND ASSEMBLIES SHALL BE RATED TO OPERATE UNDER THE DESIGN LOADS WITH A SAFETY FACTOR OF NO LESS THAN SIX (6)
10. COORDINATE WORK WITH STRUCTURAL DRAWINGS S000-S002.

DRAWINGS
TE-100 TITLE PAGE
TE-101 STAGE LIGHTING POWER RISER
TE-102 STAGE LIGHTING DATA RISER
TE-103 STAGE LIGHTING DISTRIBUTION LAYOUT
TE-104 STAGE LIGHTING DEVICE DETAILS
TE-105 STAGE LIGHTING RACKS
TE-106 STAGE LIGHT PLOT
TE-107 STAGE RIGGING PLAN
TE-107A STAGE RIGGING PLAN
TE-108 STAGE RIGGING SECTION
TE-109 STAGE RIGGING MOTORIZED PIPE ELEVATION
TE-110 STAGE RIGGING 2X LIGHT PIPE ELEVATION
TE-111 HOUSE CURTAIN ELEVATION
TE-112 STAGE RIGGING DETAILS
TE-113 STAGE RIGGING DETAILS

NOTES - ELECTRICAL
1. REVIEW AND COORDINATE THE WORK OF THE TE-SERIES DRAWINGS WITH THAT SHOWN ON THE ELECTRICAL DRAWINGS.
2. IN CASE OF A DISCREPANCY BETWEEN THE TE-SERIES & ELECTRICAL DRAWINGS, THE LARGER QUANTITY SHALL PREVAIL.
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NOTES
1. SEE TE-100 FOR GENERAL SYSTEM NOTES.
2. CONFIRM WIRE TYPES, QUANTITIES AND ROUTING WITH MANUFACTURER.
3. ALL POWER CIRCUITS HOME RUN TO RELAY RACKS.
4. ALL DATA (NETWORK) CIRCUITS HOME RUN TO NETWORK RACK.
5. SEE ELECTRICAL DRAWINGS FOR CONDUIT SIZES AND QUANTITIES.
6. SEE ELECTRICAL DRAWINGS FOR HOUSE LIGHT FIXTURE TYPES & CIRCUITING
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9. SEE DRAWING TE-102 FOR DATA RISER.
10. SEE DRAWING TE-105 FOR RELAY & NETWORK RACK DETAIL.
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10. SEE DRAWING TE-105 FOR RELAY & NETWORK RACK DETAIL.
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1

NETWORK RACK

N.T.S.
2 IQ 48 RELAY RACK- PROVIDE (2)

N.T.S.
4 ELTS RACK

N.T.S.

NETOWRK RACK NOTES

1. RACK TO BE MIDATLANTIC DWR24 -26 WALL MOUNT RACK OR SIM.
2. NOTWITHSTANDING THE DEVICES SHOWN, PROVIDE SUFFICIENT PATCH PANELS AND POE SWITCHES TO MEET THE REQUIREMENTS OF

THE SYSTEM. FINAL QUANTITIES TO BE DETERMINED DURING SHOP DRAWING REVIEW.
3. IN ADDITION TO DEVICES SHOWN, PROVIDE ANY OTHER DEVICES REQUIRED FOR COMPLETE OPERATION AND FUNCTION OF STAGE

LIGHTING SYSTEM.
4. ARRANGEMENT OF PANELS IS SUGGESTIONS ONLY. LOCATE BLANK OR VENT PANELS AS MAY BE REQ'D.
5. CONFIRM CONTROL OF HOUSELIGHTS (0-10V OR DMX) WITH ELECTRICAL DWGS AND PROVIDE APPROPRIATE MODULES, RELAYS, ETC.
6. RACK FINISH TO BE BLACK POWER COAT
7. UPS TO BE TRIPP LITE  1500VA SINE WAVE UPS BATTERY BACKUP OR SIM.
8. PROVIDE CABLE TABS, LACING BARS AND TERMINAL BLOCKS AS REQUIRED
9. PROVIDE IDENTIFICATION LABLES ON CONTROL RACK IDENTIFYING: RACK NUMBER, MANUFACTURER NAME, ADDRESS, TELEPHONE, FAX,

EMAIL AND WEBSITE AND ANY OTHER PERTAINENT INFORMATION NECESSARY FOR USER REFERENCE.
10. ALL IDENTIFICATION PLATES TO BE ENGRAVED, WHITE FILLED ON BLACK BACKGROUND. FONT SIZE AND STYLE TO BE DETERMINED

DURING SHOP DRAWING REVIEW.
11. PROVIDE FRAMED SCHEDULE OF SYSTEM CONTROL RISER AND CIRCUIT DISTRIBUTION. MOUNT ON WALL ADJACENT TO THE CONTROL

RACK
12. CONTROL RACK TO HAVE (2) 115V POWER STRIPS, SOLID LOCKABLE DOOR AND WHISPER FANS AS MAY BE REQUIRED.

IQ48 NOTES:
1. PROVIDE 2 RACKS EACH WITH (48) 20A

SINGLE POLE RELAY BREAKERS
2. PROVIDE (2) ETC IQ48 TAP KITS
3. PROVIDE (2) 0-10V CARDS

GENERAL NOTES:
1. SEE TE-100-102 FOR ADDITIONAL INFORMATION.
2. SEE ELECTRICAL CONTRACT DRAWINGS FOR CONDUIT AND WIRE SIZES

ELTS NOTES:
1. PROVIDE POWER SENSE MODULE(S)
2. PROVIDE DMX EMERGENCY BYPASS CONTROLLER(S)
3. DESIGN ELTS TO ACCEPT TK POWER FEED
4. DESIGN ELTS TO ACCEPT ALL HOUSE LIGHT CIRCUITS

3 IQ 24 RELAY RACK- PROVIDE (1)
N.T.S.

IQ24 NOTES:
1. PROVIDE 2 RACKS EACH WITH (24) 20A

SINGLE POLE RELAY BREAKERS
2. PROVIDE (1) ETC IQ24 TAP KITS
3. PROVIDE (1) 0-10V CARDS

5 24 CKT. DRd RACK

N.T.S.

DRd NOTES:
1. PROVIDE  RACK EACH WITH (24) 20A SINGLE

POLE RELAY BREAKERS
2. PROVIDE (1) ETC IQ48 TAP KITS
3. PROVIDE (1) 0-10V CARDS
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