TOWN OF PUTNAM

TOWN HALL
200 SCHOOL STREET
PUTNAM, CONNECTICUT 06260

Inland Wetland Commission Meeting Hybrid Meeting
August 13, 2025, 7:00 P.M.
Municipal Complex Room 201
Second Floor

Agenda:

Call to Order & Roll Call:

Seating of alternate:

Review minutes of the July 9, 2025, meeting. VOTE REQUIRED
Correspondence: None

Public Participation:

New Business: VOTE REQUIRED

Other Business: VOTE REQUIRED

Accepting of new applications for the September 10, 2025, meeting:

2025-05 112 Old Road, Don DiCostanzo, lot storage, heavy truck & trailer repair, two

10,000 s.f. buildings. Project includes construction of access drive within an upland
review area.

2025-06 281 Liberty Highway, Bruce and Kathy Elliott, installation of a stormwater system
in response to a Notice of Violation

Agent Updates:
Comments by Commissioners:

Bylaw review

Adjournment.



Wetland’s Meeting August 13, 2025

Join Zoom Meeting
https://us06web.zoom.us/j/84632479625?pwd=2103bRKMLHQW3Nnp09scV4LkhPIFc9.1

Meeting ID: 846 3247 9625
Passcode: 5u84xn

By Phone:

Meeting ID: 846 3247 9625
Passcode: 5u84xn

929 205 6099 US (New York)
https://us06web.zoom.us/meetings/84632479625/invitations?signature=KgekPi_DXhrAlvrXEvi6p

TugVJZbH6F6JaddBK6mM7KE



https://us06web.zoom.us/j/84632479625?pwd=Z1O3bRKMLHQW3Nnp09scV4LkhPIFc9.1
https://us06web.zoom.us/meetings/84632479625/invitations?signature=KgekPi_DXhrAlvrXEvi6pTuqVJZbH6F6JaddBK6m7KE
https://us06web.zoom.us/meetings/84632479625/invitations?signature=KgekPi_DXhrAlvrXEvi6pTuqVJZbH6F6JaddBK6m7KE

TOWN OF PUTNAM

TOWN HALL
200 SCHOOL STREET
PUTNAM, CONNECTICUT 06260

Inland Wetland Commission Hybrid Meeting Minutes
July 9, 2025, 7:00 P.M.
Municipal Complex Room 201
Second Floor

Present: Adam Paquin-Chairman, Walter “Scott” Irwin, Cynthia Dunne, Mike Bogdanski
Absent: Theodore Altmeier

Show Cause Hearing, Continued from June 11, 2027:

Cease-and-Correct Order 61 Pitkin Road, Mr. Mariuza Surowaniec
and Mrs. Anna Surowaniec.

Motion by Scott Irwin to close the hearing, second by Mike Bogdanski.
ALL WERE IN FAVOR.

Regular Meeting

Review minutes of the June 11, 2025, meeting.

Motion by Scott Irwin to accept the minutes, second by Mike Bogdanski. ALL WERE IN FAVOR
Review minutes of the June 24, 2025, site walk.

Motion by Cynthia Dunne to accept the minutes, second by Scott Irwin. ALL WERE IN FAVOR.

Review minutes of the June 28, 2025, site walk.

Motion by Scott Irwin to accept the minutes, second by Mike Bogdanski. ALL WERE IN FAVOR.
Correspondence: None

Public Participation: None

New Business:

2019-06 Renewal: Wheelabrator Putnam, Inc. a WIN Waste Innovations Company
River Road addresses: 314, 344, 422, 444, 376, 388, 404, 448, Monofil Facility

Motion by Mike Bogdanski to approve the renewal, second by Cynthia Dunne. ALL WERE IN
FAVOR



Other Business:
Cease-and Correct Order 61 Pitkin Rd, Deliberation and Decision

Motion by Scott Irwin to uphold the Cease & Desist Order with the removal of the wood chips
placed along the edge line, second by Mike Bogdanski. ALL WERE IN FAVOR.

Accepting of new applications for the August 13, 2025, meeting: None
Cynthia Dunne stated she would not be present at the meeting as she would be out of state.

Agent Updates: None
Comments by Commissioners: None

Motion by Mike Bogdanski to adjourn at 7:11 P.M., second by Scott Irwin. ALL WERE IN FAVOR.

Respectfully submitted by Brenda Roy.



INLAND WETLAND COMMISSION

APPENDIX A

APPLICATION FOR PERMIT

This application is for the use of inland wetlands and water courses.

The meetings are held on the second Wednesday of every month at 7:00pm in the Town Hall. If an on-site inspection is
canceled due to inclement weather, the applicant is asked to call the office at 963-6803 30 minutes before the scheduled
inspection to see if or when the inspection will be held.

Name of Applicant Don DiCostanzo (112 Old Road LLC)

Applicant's Address 379 New Sweden Road, Woodstock, CT 06281

Phone # 860-465-7735

Owner of Land 112 Old Road LLC

Owner's Address 379 New Sweden Road, Woodstock, CT 06281

Location and description of proposed activity: 112 Old Road is located on the east side of Park Road at the Killingly Town

Line. The applicant is pursuing a Zone Change for the property from Residential to Industrial to allow the property to be developed as Open

Lot Storage & Heavy Truck & Trailer Repair with two 10,000 SF buildings. Project requires construction of an access driveway within the

regulated area of a small wetland pocket associated with a cross culvert under Park Road.

Activity & Purpose Code

Please CHECK one in each column that best describes the activity proposed.
Code Activity Type Code Activity Purpose

| Storm Water/Flood Control

J Erosion/Sediment Control
K Recreation/Boating/Navigation
L Routine Maintenance

9 Roadway Construction
10 Drainage Improvements
11 Pond Dredge/Dam Construction
12 Activity Buffer/Set Back Area

13 Other: Please describe:

1 Filling [ A Residential Improvement by homeowner
2 Excavation [1 B New residential development - single family
3 Land Clearing 1 C New residential development - multi- family/condo
4 Stream Channel (2] D Commercial/lndustrial Uses
5 Stream Stabilization 1 E Municipal Improvements
6 Stream Clearance 1 F Utility Company Improvements
7 Culverting 1 G Agriculture, Forestry or Conservation
8 Und. Grd. Util. [1 H Wetland Creation/Restoration
(.
]
]
]

Jubbpuioubuen

Town of Putnam 126 Church Street Putnam, CT 06260 (860) 963-6803 Phone (860) 963-5398 Fax
1 Inlands-Wetlands Commission Appendix A



INLAND WETLAND COMMISSION
APPENDIX A Continued

Project Name (if applicable) 112 Old Road

Estimate of Linear Footage aﬁecting Wetlands ~260 LF of Driveway & Utility Construction with the regulated area

Affected number of acres in which Wetlands are part of
the impacted area for Multi-Famin, CondOS and ~0.25 Acres within the Regulated area are anticipated to be disturbed. No Direct Impacts proposed.

Commercial Development

TO BE COMPLETED BY THE COMMISSION

Application Number Date of Receipt

Application Approved (date)

Conditions of approval if applicable

Application Denied (date)

Reason(s) for Denial

Signature of Chairman or Secretary of Commission Date

2 Inlands-Wetlands Commission Appendix A



INLAND WETLAND COMMISSION
APPENDIX A Continued
Application Procedure

Applicant will have a map showing the property boundaries, any wetlands on the property, proposed buildings,
septic area, drainage if applicable and the dimension between these areas in scale 1" - 200" or less

Applicant must provide an approximate estimate of the linear footage of the wetlands that are affected by said
proposal. This is for multi-family, condominiums or commercial development. Contact with the Zoning Official may
clarify the nature of your project

Applicant must provide an approximate estimate of the number of acres that are affected by said proposal dealing
with multi-family, condominiums and commercial development in which wetlands are part of that impacted area
within the watershed.

Applicant will supply a copy of the soil scientist report with the application to the Wetlands Commission to be
reviewed at the meeting by the Commission.

Applicant will have the soil scientist number the wetland flags and record the numbers of the flags on the site plan
according to their location in the field. The location on the site map must match the field location.

If the applicant's estimates are not accurate, payment of the correct amount must be made before the Wetlands final
approval of the application.

And any other information deemed necessary by the Commission.

Fee Schedule

Permitted and non-regulated $40.00
One lot regulated $40.00
Regulated Area
Two (2) - Ten (10) lots $100.00
Ten (10) - Twenty (20) lots $200.00
Over Twenty (20+) lots $300.00
Multi-Family/Condominium Regulated area
Zero (0) to Five (5) Acres $50.00
Per linear foot of wetlands additional $0.35
Over Five (5) acres $100.00
Per linear foot of wetlands additional $0.35
Commercial
Zero (0) to Five (5) Acres $100.00
Per linear foot of wetlands additional $0.50
Over Five (5) acres $300.00
Per linear foot of wetlands additional $0.50

All applications must be submitted one week prior to the regularly scheduled monthly meeting.

Inlands-Wetlands Commission Appendix A



Connecticut Department of Glscope# _

For DEEP Use Only
ENERGY &

ENVIRONMENTAL
PROTECTION

79 Elm Street * Hartford, CT 06106-5127 www.ct.gov/deep Affirmative Action/Equal Opportunity Employer
Statewide Inland Wetlands & Watercourses Activity Reporting Form

Please complete and mail this form in accordance with the instructions.
If completing by hand - please print and use the pdf version.
Incomplete or incomprehensible forms will be mailed back to the municipal inland wetlands agency.

'}2@

PART I: Must Be Completed By The Inland Wetlands Agency

1. DATE ACTION WAS TAKEN: year: Click Here for Year month: Click Here for Month

2. CHOOSE ACTION TAKEN (see instructions for code): Click Here to Choose a Code

3. WAS A PUBLIC HEARING HELD (check one)? yes [] no []
4. NAME OF AGENCY OFFICIAL VERIFYING AND COMPLETING THIS FORM:

(type name) (signature)

PART Il: To Be Completed By The Inland Wetlands Agency Or The Applicant

5. TOWN IN WHICH THE ACTIVITY IS OCCURRING (type name): Putnam
does this project cross municipal boundaries (check one)? yes [] no X

if yes, list the other town(s) in which the activity is occurring (type name(s)): ,

6. LOCATION (click on hyperlinks for information): USGS quad map name: Putnam or gquad number: 28

subregional drainage basin number: 37003400

7. NAME OF APPLICANT, VIOLATOR OR PETITIONER (type name): Don DiCostanzo (112 Old Road LLC)

8. NAME & ADDRESS OF ACTIVITY / PROJECT SITE (type information): 112 Old Road

briefly describe the action/project/activity (check and type information): temporary [[] permanent [X] description:
Construction of Industrial Buildings

9. ACTIVITY PURPOSE CODE (see instructions for code): D

10. ACTIVITY TYPE CODE(S) (see instructions for codes): 9, 10, 12, 14

11. WETLAND / WATERCOURSE AREA ALTERED (see instructions for explanation, type acres or linear feet as indicated):

wetlands: 0.00 acres open water body: 0.00 acres stream: 0.00 linear feet
12. UPLAND AREA ALTERED (type acres as indicated): 0.25 acres

13. AREA OF WETLANDS / WATERCOURSES RESTORED, ENHANCED OR CREATED (type acres as indicated): 0.00 acres

DATE RECEIVED: PART Ill: To Be Completed By The DEEP DATE RETURNED TO DEEP:

FORM COMPLETED: YES NO FORM CORRECTED / COMPLETED: YES NO

rev. 1/2019 e
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THE "STANDARDS FOR SURVEYS AND MAPS IN THE STATE OF CONNECTICUT” AS
PREPARED AND ADOPTED BY THE CONNECTICUT ASSOCIATION OF LAND
SURVEYORS, INC. ON SEPTEMBER 26, 1996.

THE TYPE OF SURVEY PERFORMED IS A PROPERTY AND TOPOGRAPHIC SURVEY
CONFORMING TO THE STANDARDS OF ACCURACY FOR A HORIZONTAL CLASS A-2
AND VERTICAL CLASS T—2 AND IS A RESURVEY OF THE SUBJECT PROPERTY.

THIS SURVEY WAS PREPARED TO DEPICT THE EXISTING CONDITIONS OF THE
SUBJECT PROPERTY.

3.) THE SUBJECT PARCEL WAS CONVEYED TO 112 OLD ROAD LLC., THROUGH A
CONVEYANCE DATED ON JUNE 4, 2024, AND IS RECORDED IN VOLUME 863, PAGE
1020 OF THE TOWN OF PUTNAM LAND RECORDS.

3.) THE SUBJECT PROPERTY IS SHOWN ON THE PUTNAM, CONNECTICUT TAX
ASSESSOR MAP No. 45 AS LOT 39 AND HAS BEEN ASSIGNED AN ADDRESS OF
112 OLD ROAD PUTNAM, CONNECTICUT.

6.) SITE IS LOCATED IN ZONE R-40

7.) UNDERGROUND UTILITY, STRUCTURE AND FACILITY LOCATIONS DEPICTED AND
NOTED HEREON HAVE BEEN COMPILED, IN PART, FROM RECORD MAPPING
SUPPLIED BY THE RESPECTIVE UTILITY COMPANIES OR GOVERNMENTAL AGENCIES,
FROM PAROL TESTIMONY AND FROM OTHER SOURCES. THESE LOCATIONS MUST BE
CONSIDERED AS APPROXIMATE IN NATURE. ADDITIONALLY, OTHER SUCH FEATURES
MAY EXIST ON THE SITE, THE EXISTENCE OF WHICH ARE UNKNOWN TO CHA
CONSULTING, INC. THE SIZE, LOCATION AND EXISTENCE OF ALL SUCH FEATURES
MUST BE FIELD DETERMINED AND VERIFIED BY THE APPROPRIATE AUTHORITIES
PRIOR TO CONSTRUCTION. CALL BEFORE YOU DIG 1-800-922-4455.

8.) BASE FOR VERTICAL INFORMATION: APPROX. NAVD88
9.) OLD ROAD IS CURRENTLY AN UNIMPROVED DIRT ROAD. MAINTENANCE AND USE

OF OLD ROAD APPEARS TO HAVE BEEN ABANDONED. NO FORMAL DISCONTINUANCE
WAS FOUND ON RECORD.
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MAP REFERENCES

1.) TOWN OF KILLINGLY AND PUTNAM MAP SHOWING LAND ACQUIRED FROM
ELEANOR RACETTE AKA ELEANOR V. RACETTE DATE: APRIL 1997 SCALE IN METERS
1:500 SHEET: 1 OF 2 PROJECT NO.: 68—161 BY THE STATE OF CONNECTICUT
DEPARTMENT OF TRANSPORTATION RECONSTRUCTION OF TRACY ROAD AND PARK

ROAD REVISED 5-6—97 ON FILE AS MAP #SL596

2.) SUBDIVISION PLAN PREPARED FOR FOSTER CORPORATION, INC. 36 RIDGE ROAD
— PUTNAM, CT SCALE: 1"=80" JOB NO.: 13131 DATE: DECEMBER 23, 2013
SHEET 2 BY: J&D CIVIL ENGINEERS, LLC ON FILE AS MAP #1529

3.) TOWN OF PUTNAM MAP SHOWING LAND RELEASED TO TOWN OF PUTNAM
SCALE: 1”"=40" DATE: JANUARY 2011 PROJECT NO.; 068—161 SHEET 1 OF 1 BY
THE STATE OF CONNECTICUT DEPARTMENT OF TRANSPORTATION RECONSTRUCTION
OF TRACY ROAD AND PARK ROAD ON FILE AS MAP #1499

4.) PLAN OF LAND PREPARED FOR THE TOWN OF PUTNAM ECONOMIC
DEVELOPMENT COMMISSION PUTNAM INDUSTRIAL PARK PUTNAM, CONN. DATE: 5

JUNE 1997 SCALE: 1"=100" SHEET 1 OF 1 BY PROVOST ROVERO & FITZBACK ON
FILE AS MAP #1181

5.) CARD STREET TO RHODE ISLAND LINE LAND & GUYING AREA TO BE AQUIRED
FROM JAMES R. AND MILDRED P. ILES PUTNAM, CT SCALE: 1"=200" DATE:
9-5-68 PROJECT NO.: 17611—1 BY: THE CONNECTICUT LIGHT & POWER
COMPANY ON FILE AS MAP #494

6.) TOWN LINE BETWEEN PUTNAM & KILLINGLY DATE: 1895 SCALE: 1000 FEET= 1
INCH ON FILE AS MAP #42

7.) PROPERTY SURVEY MAP PREPARED FOR DCH VENTURE, LLC., 254 PARK ROAD
& 112 OLD ROAD, PUTNAM, CT SCALE: 1"=60" DATE: 12/12/2014 PREPARED BY
CME ASSOCIATES, INC.
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400 Capital Boulevard, Suite 301
Rocky Hill, CT 06067
860-257-4557 | www.chacompanies.com
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SITE DEVELOPMENT PLAN
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112 OLD ROAD
PUTNAM, CT

IT IS A VIOLATION OF LAW FOR ANY PERSON, UNLESS THEY ARE
ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL
ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT OR LAND
SURVEYOR TO ALTER AN ITEM IN ANY WAY. IF AN ITEM BEARING THE
STAMP OF A LICENSED PROFESSIONAL IS ALTERED, THE ALTERING
ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT OR LAND
SURVEYOR SHALL STAMP THE DOCUMENT AND INCLUDE THE
NOTATION "ALTERED BY" FOLLOWED BY THEIR SIGNATURE, THE
DATE OF SUCH ALTERATION, AND A SPECIFIC DESCRIPTION
OF THE ALTERATION.
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PROPERTY OWNER & APPLICANT: 112 OLD ROAD, LLC

C/0 DON DiCOSTANZO DIMENSIONAL REQUIREMENTS — INDUSTRIAL ZONE
379 NEW SWEDEN ROAD
WOODSTOCK. CT 06281 ZONING CRITERIA REQUIRED EXISTING PROPOSED - ‘
LOT AREA 87,120 SF PER USE +213,440 SF +128,930 SF PER USE . .
EXISTING ZONING DISTRICT: R—40 (RURAL RESIDENTIAL) — — 400 CE%LTyBﬁiT.{eéirggﬁg’?eSf”
FRONTAGE 50 FEET 1,357.88 FEET ON OLD RD 1,357.88 FEET ON OLD RD 860-257-4557 | www.chacompanies.com

PROPOSED ZONING DISTRICT: | (INDUSTRIAL)

FRONT YARD SETBACK 35 FEET - 50.02 FEET
EXISTING USE: UNIMPROVED
SIDE YARD SETBACK 15 FEET* - 121.0 FEET
PROPOSED USE: GENERAL WAREHOUSING & STORAGE REAR YARD SETBACK 20 FEET* - 102.3 FEET
OPEN LOT STORAGE OF BUILDING MATERIALS & MACHINERY UM LT COVERAGE = o povr

OPEN STORAGE OF EARTH MATERIAL
HEAVY TRUCK & TRACTOR TRAILER REPAIR MAXIMUM BUILDING HEIGHT 2 e R - <50 FEET

* YARDS ABUTTING RESIDENTIAL DISTRICTS SHALL BE INCREASED TO 100’

SITE DEVELOPMENT PLAN
PREPARED FOR

112 OLD ROAD LLC
P . 112 OLD ROAD
\(/@ \ - PUTNAM, CT

-

_

REMOVE & REPLACE PAVED APRON
AS REQUIRED (TYP)

IT IS A VIOLATION OF LAW FOR ANY PERSON, UNLESS THEY ARE
ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL
7 6\ ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT OR LAND
11 SURVEYOR TO ALTER AN ITEM IN ANY WAY. IF AN ITEM BEARING THE
. 6 STAMP OF A LICENSED PROFESSIONAL IS ALTERED, THE ALTERING
e ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT OR LAND
SURVEYOR SHALL STAMP THE DOCUMENT AND INCLUDE THE
NOTATION "ALTERED BY" FOLLOWED BY THEIR SIGNATURE, THE
DATE OF SUCH ALTERATION, AND A SPECIFIC DESCRIPTION
OF THE ALTERATION.

EXISTING VARIABLE WIDTH
GRAVEL DRIVEWAY TO REMAIN
(TYP)

EXISTING STORAGE CONTAINERS

35 TO BE RELOCATED (TYP)

FRONT YARD

PROVIDE GRAVEL ACCESS
DRIVEWAYS & PARKING AREAS

(TYP, SEE DETAIL)

EXISTING MATERIAL STOCKPILES

TO BE PROCESSED AND USED

ON-SITE OR RELOCATED (TYP) I No. | Submittal/ Revision |App'd{ By Date

EXISTING STORAGE CONTAINERS

TO BE RELOCATED (TYP)
/ /

PROPOSED EXISTING UNIMPROVED PATH
FUTURE TO REMAIN (TYP)
+£10,000 SF
HEAVY TRUCK & TRACTOR | =~~~ PROPOSED
TRAILER REPAIR FACILITY 5,000 SF

==
STORAGE BUILDING —
ASSOCIATED WITH [

OPEN LOT STORAGE OF :

MATERIALS & MACHINERY '_-\I
__________ I
—————————— FE N S SR,
\ = - SITE
'\’L'\'(> ~ MATERIAL & MACHINERY PLAN
- 9D n STORAGE AREA
" S 2 30
O- N i Z
X W . =) ) ) _ _
- . ExC ‘\ . Designed By:| Drawn By: |Checked By:
NG N S 50%52°02" W PMP PMP
2 50.00 -
& Issue Date: | Project No: Scale:
07/24/2025 092428 1" =50
I — ) ’
~o0ee SanaN - N Drawing No.:
50 25 0 50 N
[ ™ ey "\\61.,4\‘ S H E ET 2

GRAPHIC SCALE IN FEET
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/
I

TEMPORARY ACCESS RIGHTS TO BE PROVIDED
BY ABUTTING OWNER TO COMPLETE PROPOSED —
GRADING ON ADJACENT PROPERTY (TYP)

PROVIDE 4" SDR 35 PVC UNDERDRAIN
OUTLET TO DAYLIGHT @ 0.5% MIN.
PROVIDE CAP WITH 3" ORIFICE AT OUTLET

LOAM, SEED & STABILIZE
ALL DISTURBED AREAS (TYP)

PROVIDE SPILLWAY
(SEE DETAIL)

50 25 0 50
e e —
GRAPHIC SCALE IN FEET

—{352}

PROPOSED
FUTURE
+10,000 SF
HEAVY TRUCK & TRACTOR
TRAILER REPAIR FACILITY
FF=356.00

—_—————

— | ey

N \
/

/Y
/

/

360 PROVIDE 8" SDR 35 PVC ROOF DRAIN MANIFOLD — .
WITH 6" SDR 35 PVC UPRIGHTS TO DOWNSPOUTS <
) MAINTAIN 1.0% MINIMUM SLOPE (TYP) \ \
P~ (= ] / N ~ \
e \\‘\\\\ = \\\‘\~\\\‘\\ N o \
S~ S ©
- ~ \\\\\\ 5"~~" M \
e} —_ J Ny
I___- b =3 \\\\‘\\\ IS
\ | \‘ \\\\\\:\\\\ \ VR
1 % \ 3583 N — \\
PROPOSED 1 \
+5,000 SF

STORAGE BUILDING
ASSOCIATED WITH
OPEN LOT STORAGE OF
MATERIALS & MACHINERY
FF=356.00 TOF=358.5

)
%/

S N

N S 50'52'02" W
\ N " 50.00"

s \
\PROVIDE WATER QUALITY N

BASIN (TYP, SEE DETAIL) AN

Drawing Copyright © 2025
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400 Capital Boulevard, Suite 301
Rocky Hill, CT 06067
860-257-4557 | www.chacompanies.com

SITE DEVELOPMENT PLAN
PREPARED FOR

112 OLD ROAD LLC
112 OLD ROAD
PUTNAM, CT

IT IS A VIOLATION OF LAW FOR ANY PERSON, UNLESS THEY ARE
ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL
ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT OR LAND
SURVEYOR TO ALTER AN ITEM IN ANY WAY. IF AN ITEM BEARING THE
STAMP OF A LICENSED PROFESSIONAL IS ALTERED, THE ALTERING
ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT OR LAND
SURVEYOR SHALL STAMP THE DOCUMENT AND INCLUDE THE
NOTATION "ALTERED BY® FOLLOWED BY THEIR SIGNATURE, THE
DATE OF SUCH ALTERATION, AND A SPECIFIC DESCRIPTION
OF THE ALTERATION.

No. | Submittal / Revision |[App'd.

By Date

SITE
GRADING & DRAINAGE
PLAN
Designed By:| Drawn By: | Checked By:
PMP PMP
Issue Date: | Project No: Scale:
07/24/2025 092428 1" =50
Drawing No.:
SHEET 3
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SEPTIC SYSTEM FILL MATERIAL SPECIFICATIONS

1.) THE FILL SHALL NOT CONTAIN ANY MATERIAL LARGER THAN THREE(3) INCHES. ‘

2.) UP TO 45% OF THE DRY WEIGHT OF THE REPRESENTATIVE SAMPLE MAY BE |

RETAINED ON THE #4 SIEVE (THIS IS THE GRAVEL PORTION OF THE SAMPLE).

3.) THE MATERIAL THAT PASSES THE #4 SIEVE IS THEN REWEIGHED AND THE SIEVE

ANALYSIS STARTED

4.) THE REMAINING SAMPLE SHALL MEET THE FOLLOWING GRADATION CRITERIA.
PERCENT PASSING

EERDPEJSED 400 Capital Boulevard, Suite 301

Rocky Hill, CT 06067
860-257-4557 | www.chacompanies.com

SIEVE SIZE WET SIEVE DRY SIEVE APPRUOS#AAE
] 4 100% 100% SELECT FILL
10 70%—100% 70%—100%
#40 10%-50% * 10%—75% RESERVE AREA
#100 0%—20% 0%—57%
#200 0%—-5% 0%—2.5%

*NOTE: PERCENT PASSING THE #40 SIEVE CAN BE INCREASED TO NO GREATER THAN \
75% IF THE PERCENT PASSING THE #100 SIEVE DOES NOT EXCEED 10% AND .

THE #200 DOES NOT EXCEED 5% \
340 -
APPROXIMATE_/\.

RESTRICTIVE LAYER e
18” MIN. /

48" TO ROCK \
338 \ EXISTING
. GRADE
’\ SITE DEVELOPMENT PLAN
) PREPARED FOR
"\ 112 OLD ROAD LLC
336 < 112 OLD ROAD
) PUTNAM, CT
\.
AN
,,\ ..
>/ >
N
< |+ o~
l | ©lwo
[ <t <t MM
IEST HOLE DATA - el e i it
05/07,/2014 PROVIDE ELEC/TELE/DATA SERVICES (IN )
SCH 40 PVC CONDUIT AS REQUIRED (TYP

OBSERVED BY LYNETTE SWANSON, RS (NDDH) COORDINATE AL,L WOR)K WTH UTIlJ'[Y PROVIDERS 0400 0450

TEST HOLE #1 (DOWN GRADIENT)

9:_7’:37" YELLoTv?PE?FCe)(l)LWN FINE SANDY LOAM w SYSTEM PROFILE
37"-59" GRAY VERY FINE SANDY LOAM, MOTTLED SCALE: 1:30 VEQTFféiCiNTAL
59"-88" DARK GRAY COMPACT FINE LOAMY SAND —

|

MOTTLING OBSERVED @ 37"
NO GROUNDWATER ENCOUNTERED
NO LEDGE ENCOUNTERED

TEST HOLE #2 (UP GRADIENT)

0"—-6" TOPSOIL WITH ORGANICS
6”—44" REDDISH BROWN FINE SANDY LOAM
44”-86" GRAY VERY FINE SANDY LOAM, MOTTLED

MOTTLING OBSERVED @ 44"
NO GROUNDWATER ENCOUNTERED
DECOMPOSING "ROTTEN" ROCK AT 34~

PERC TEST A
”
DEPTH 23 ITIS A VIOLATION OF LAW FOR ANY PERSON, UNLESS THEY ARE
PRESOAK @ 09:40 ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL
10:43— 6.25" ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT OR LAND
: . SURVEYOR TO ALTER AN ITEM IN ANY WAY. IF AN ITEM BEARING THE
11:18— 19.25" STAMP OF A LICENSED PROFESSIONAL IS ALTERED, THE ALTERING
: . ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT OR LAND
10:48— 9.75" SURVEYOR SHALL STAMP THE DOCUMENT AND INCLUDE THE
N NOTATION "ALTERED BY* FOLLOWED BY THER SIGNATURE, THE
10:55— 12.75 DATE OF SUCH ALTERATION, AND A SPECIFIC DESCRIPTION
» OF THE ALTERATION.
11:09— 17.25
”
11:28— 20.50
11:35— DRY

PERC RATE = 8 MIN/IN
APPLICATION RATE 1.5 G/D/SF

SEPTIC SYSTEM DESIGN

PERCOLATION RATE = 0—10.0 MINUTES/INCH

PER TABLE 8 — APPLICATION FACTOR = 1.5

240 GPD DESIGN FLOW REQUIRES 160 SF OF LEACHING AREA
PROVIDE ONE 75’ LONG ROW OF 4’x12” LEACHING TRENCH
EFFECTIVE LEACHING AREA = 225 SF

PROVIDE 1,000 GALLON 2—-COMPARTMENT TANKS

0.8 (240 GPD DESIGN FLOW/300)
1.0 (0—10.0 MIN/IN)

FLOW FACTOR
PERC FACTOR

DEPTH TO RESTRICTIVE LAYER 34" (TP 2)
SLOPE = +2.8%

HYDRAULIC FACTOR = 34

MLSS = FF x PF x HF = 27.2° REQUIRED
LENGTH PROVIDED = 75

CONSTRUCTION SCHEDULE FOR SEPTIC SYSTEM

REMOVE AND STOCKPILE TOPSOIL.

SCARIFY SUBSOIL.

PLACE SELECT FILL ACCORDING TO CT. STATE HEALTH CODE
REQUIREMENTS.

EXCAVATE 4’ WIDE TRENCHES AND PREPARE SURFACE.

FILL TRENCHES WITH APPROVED AGGREGATE TO HEIGHT OF PIPE
INVERTS PLACE PIPE IN TRENCH, AND FILL TO 2" OVER TOP OF
PIPE.

CAP ENDS OF PIPES.

o wnhE

PLACE A 4’ WIDE STRIP OF NON—WOVEN FILTER FABRIC ON TOP PROVIDE 1” POLYETHYLENE WATER SERVICES (TYP)

No

OF THE ENTIRE LENGTH OF THE SYSTEM), AND BACKFILL WITH COORDINATE ALL WORK WITH PUTNAM WPCA
NATIVE MATERIAL.

\ No. | Submittal / Revision [App'd| By Date
8. REPLACE TOPSOIL, SEED & MULCH.

CONSTRUCTION NOTES FOR SEPTIC SYSTEM
1. BOTTOM OF ALL LEACHING SYSTEMS SHALL BE LEVEL

THROUGHOUT.
2. PIPE BETWEEN BUILDING AND THE SEPTIC TANK SHALL BE
SCHED. 40 ASTM D 1785 PVC: THIS PIPE SHALL HAVE A

MINIMUM SLOPE OF 0.25” PER 1.
3. ALL CONSTRUCTION SHALL BE IN CONFORMANCE WITH CT. STATE PROVIDE 75 LF OF 4'x1’ LEACHING TRENCH

HEALTH CODE, REVISED JAN. 1, 2024. FL=342.00
4. ANY FILL MATERIAL FOR SEPTIC AREA IS TO BE SELECT FILL

PER CT. STATE HEALTH CODE SPECIFICATIONS. RESERVE AREA
5. SEPTIC TANK SHALL BE PLACED ON 6" COMPACTED GRAVEL

at FUTURE \\ 7
+10,000 SF N =
HEAVY TRUCK & TRACTOR | =~~~ PROPOSED

E PROPOSED \ -7

BASE. PROVIDE DISTRIBUTION BOX
INV.(IN)=342.00

GENERAL NOTES INV.(OUT)=342.00

STORAGE BUILDING

TRAILER REPAIR FACILITY l +5,000 SF
ASSOCIATED WITH

OPEN LOT STORAGE OF
FL=+350.5 MATERIALS & MACHINERY

1. AT THE REQUEST OF THE HEALTH DEPARTMENT, THE SEPTIC
SYSTEM IS TO BE STAKED BY A LICENSED LAND SURVEYOR OR
ENGINEER.
2. THIS PLAN IS VOID AND THE ENGINEER SHALL BE HELD
HARMLESS IF THE PROJECT IS CONSTRUCTED BY A CONTRACTOR,
NOT PROPERLY LICENSED BY STATE AND LOCAL AUTHORITIES TO PROVIDE D'?E'zﬂ;g‘;%
PERFORM THE WORK. . .
3. THE CONTRACTOR IS TO VERIFY INVERT ELEVATIONS AND NOTIFY INV.(0UT)=346.08
THE ENGINEER OF ANY DESIGN CONFLICTS PRIOR TO
INSTALLATION OF ANY PART OF THE SEPTIC SYSTEM PROVIDE 1,000 GALLON SEPTIC TANK

SITE
UTILITY
PLAN

PROVIDE 1,000 GALLON SEPTIC TANK
(TYP, SEE DETAIL)

)
%/

4. UNDERGROUND UTILITY, STRUCTURE AND FACILITY LOCATIONS TF=+352.0
DEPICTED HEREON HAVE BEEN COMPILED, IN PART, FROM INV.(IN)=349.75
RECORD MAPPING SUPPLIED BY THE RESPECTIVE UTILITY INV.(OUT)=349.50

K Designed By:| Drawn By: | Checked By:

INV.(IN)=353.00
(n) N S 50'52'02" W PMP PMP

~NINV.(OUT)=352.75

\(TF=:t357.5

COMPANIES OR GOVERNMENTAL AGENCIES, FROM PAROL

TESTIMONY, FIELD MEASUREMENTS AND FROM OTHER SOURCES. PROVIDE +350 LF OF 4" SDR 35 PVC
THESE LOCATIONS MUST BE CONSIDERED APPROXIMATE IN SANITARY DISTRIBUTION LINE © 1.0% MIN.
NATURE. ADDITIONALLY, OTHER SUCH FEATURES MAY EXIST ON

50.00’

\/L

Issue Date: | Project No: Scale:
07/24/2025 092428 1" =50

THE SITE, THE EXISTENCE OF WHICH ARE UNKNOWN TO CHA

THE SIZE, LOCATION AND EXISTENCE OF ALL SUCH FEATURES -
MUST BE FIELD DETERMINED AND VERIFIED BY THE APPROPRIATE

AUTHORITIES PRIOR TO CONSTRUCTION. CONTACT "CALL BEFORE

YOU DIG” 1-800-922—4455 TWO (2) WORKING DAYS PRIOR TO 50==25==°_5|0

THE START OF ANY CONSTRUCTION ACTIVITY. RAPTC ScAlE e

N Drawing No.:

e SHEET 4
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PLANTING SCHEDULE
COMMON NAME
PLAN LABEL . QUANTITY SIZE NOTES
Botanical Name
|
COLORADO BLUE SPRUCE ,
%% Picca Pungens 80 6 TALL B&B 400 Capital Boulevard, Suite 301
Rocky Hill, CT 06067
860-257-4557 | www.chacompanies.com
S\\g\i/é@ EASTERN RED CEDAR 80 , B&B
;7//7/77/}&\%: Juniperus Virginiana 6" TALL
NOTES:

1. TREES SHALL BE WATERED TWICE PER WEEK WITH £10 GALLONS OF WATER PER TREE FOR THE FIRST
TWO YEARS AFTER PLANTING.

2. TREES WHICH DO NOT SURVIVE THE FIRST TWO YEARS OF ESTABLISHMENT SHALL BE REPLACED
IMMEDIATELY.

3. TREES SHALL BE MONITORED FOR SIGNS OF DISEASE AND/OR PEST INFESTATIONS. IF DISCOVERED A
LICENSED ARBORIST SHOULD BE CONSULTED TO DETERMINE THE MOST EFFECTIVE REMEDIATION

MEASURE(S).

SITE DEVELOPMENT PLAN
PREPARED FOR

112 OLD ROAD LLC
112 OLD ROAD
PUTNAM, CT

IT IS A VIOLATION OF LAW FOR ANY PERSON, UNLESS THEY ARE
ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL
ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT OR LAND
SURVEYOR TO ALTER AN ITEM IN ANY WAY. IF AN ITEM BEARING THE
STAMP OF A LICENSED PROFESSIONAL IS ALTERED, THE ALTERING
ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT OR LAND
SURVEYOR SHALL STAMP THE DOCUMENT AND INCLUDE THE
NOTATION "ALTERED BY® FOLLOWED BY THEIR SIGNATURE, THE
DATE OF SUCH ALTERATION, AND A SPECIFIC DESCRIPTION
OF THE ALTERATION.

EXISTING VEGETATION TO BE RETAINED
TO PROVIDE 25’ WIDE LANDSCAPED BUFFER

)
[

—_—
- 370 \/
SITE LIGHTING WMILL BE LIMITED TO

FULL CUTOFF WALL MOUNT FIXTURES
LOCATED ABOVE ENTRY DOORS (TYP)

No. | Submittal / Revision [App'd| By Date

PROVIDE 25’ WIDE LANDSCAPED BUFFER
WITH TREES AS INDICATED IN PLANTING TABLE
(TYP, SEE DETAIL)
w —
B PROPOSED \ - I —
E FUTURE AN 7 — — N N
410,000 SF SO -
HEAVY TRUCK & TRACTOR PROPOSED
TRAILER REPAIR FACILITY l STOI:QtAségOgUISLIB NG |___ /
ASSOCIATED WITH ! /
OPEN LOT STORAGE OF I N
MATERIALS & MACHINERY \,\
SITE
— PLAN
%/
Designed By:| Drawn By: | Checked By:
L S 5052'02” W PMP PMP
A I —  ————  — — .00’

\ e | i ﬂ%%?%i Y SE E -@@%@@3\ SIZ 3% 9 Sh= IS 50.00 Issue Date: | Project No: Scale:

e N /NE S T S S - =N Sl M S NS NS e Spme i 50 e s N ORI C AL TS " |

T G T T, TR A ) O g 5 LTS o T g SOOI o AR 2 KR 07/24/2025 | 092428 | 1"=50

ryr XAERELXLRESRLE RS E Al
—=oSx - . Drawing No.:
50 25 0 50 X
—— = — o SHEET 5

GRAPHIC SCALE IN FEET
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/ 400 Capital Boulevard, Suite 301

Rocky Hill, CT 06067
/ 860-257-4557 | www.chacompanies.com

SITE DEVELOPMENT PLAN
PREPARED FOR

112 OLD ROAD LLC
112 OLD ROAD
PUTNAM, CT

PROVIDE & MAINTAIN CONSTRUCTION ENTRANCE PAD
THROUGHOUT CONSTRUCTION (TYP, SEE DETAIL)

IT IS A VIOLATION OF LAW FOR ANY PERSON, UNLESS THEY ARE
ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL
7 6\ ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT OR LAND
11 SURVEYOR TO ALTER AN ITEM IN ANY WAY. IF AN ITEM BEARING THE
.6‘ s STAMP OF A LICENSED PROFESSIONAL IS ALTERED, THE ALTERING
e ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT OR LAND
SURVEYOR SHALL STAMP THE DOCUMENT AND INCLUDE THE
NOTATION "ALTERED BY® FOLLOWED BY THEIR SIGNATURE, THE
DATE OF SUCH ALTERATION, AND A SPECIFIC DESCRIPTION
OF THE ALTERATION.

APPROXIMATE STOCKPILE LOCATION
CONTRACTOR TO ADJUST AS REQUIRED

No. | Submittal / Revision [App'd| By Date

By —
PROVIDE & MAINTAIN A CONTINUOUS LINE OF SILT FENCE % \ ~ =+ .
OR STRAW WATTLES THROUGHOUT CONSTRUCTION %% \ Eﬂg PROPOSED |
(TYP, SEE DETALS) Ve s, \ +10,000 SF |
NSl \ HEAVY TRUCK & TRACTOR PROPOSED
S TRAILER REPAIR FACILITY ‘ STOI:?tAségOgUISLIBING
ASSOCIATED WITH
OPEN LOT STORAGE OF \
‘ MATERIALS & MACHINERY
E&S CONTROL PLAN
-_- ): Designed By:| Drawn By: | Checked By:
——————————— PMP PMP
=== ‘ ‘}“ o “’?@?.@,‘ ;\‘;" 7 5 zg zg :,.\'\{ 'T(‘ ~ Issue Date: | Project No: Scale:
& y e e R K Sbodk R ok 07/24/2025 | 092428 1" = 50'
Drawing No.:

50 25 0 50
e e —

N SHEET 6
GRAPHIC SCALE IN FEET
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2X2 5/8 16 GA.
8'_6" WIRE MESH ¥
KNOCKOUT INLET AND 11/2" -
OUTLET OPENINGS ‘ ‘—$ 4” MINIMUM SAND/TOPSOIL/COMPOST
{ " i PRSI A il RS Il PROVIDE DEGRADABLE EROSION CONTROL |
T - L A — A MATTING FOR STABILIZATION
R - % W f ~ 400 Capital Boulevard, Suite 301
Q - i _ N 3 > Rocky Hill, CT 06067
- : H : / ah - < + DRAIN OUTLET 860-257-4557 | www.chacompanies.com
! +— 3 +—H ) | \,/ V) | A vV, - 1 (ELEVATION VARIES)
| % % 1/ | e % —
i — > ‘ N // k . @ 3 TYP.
‘ B X
S W PERMEABLE VIV Vv N vy v ELEV. 350
_Ir!-‘l_ b ‘ © SAND/TOPSOIL/COMPOST :},1%.‘~ D R I R A I . i 70, M'
i j ¢ e ¢ 50,/30,/20 MIX R 24 N
CAST CONCRETE COVERS , — v e e e B ‘ EXISTING GROUND
» 2’ CRUSHED STONE 2 ”
» /o 7 7 -
PLAN 3" CRUSHED STONE — Y
4" PERFORATED PVC STONE WIDTH 2" STONE i
CAPACITIES A|B|C — =] AT DRAIN  |=—
1000 GAL 74" | 57" | 54" NOT TO SCALE 6 TYP NOTES:
NOTES: 1. OUTLETS TO BE 2’ MIN. WIDE AT CULVERT &
12’ MIN. AT END OF PAD.
1.) SAND/TOPSOIL/COMPOST MIXTURE SHALL BE PLACED OVER THE ENTIRE
PROVIDE RISERS 10 WITHIN WATER QUALITY BASIN FLOOR. 2. INSTALL STAINLESS STEEL ANIMAL GUARD
127 OF FINSHED GRADE ~ (AGRI—DRAIN OR EQUAL) AT OUTLET
AT INLET AND OUTLET 2.) SAND/TOPSOIL/COMPOST MIXTURE SHALL NOT BE COMPACTED AND THE
ENTIRE WATER  QUALITY BASIN SHALL BE PROTECTED FROM HEAVY
" " PROVIDE OUTLET FILTER EQUIPMENT TRAFFIC THROUGHOUT CONSTRUCTION. STONE OUTLET PAD SITE DEVELOPMENT PLAN
24 8 _ T T PREPARED FOR
POLYLOK PL—122
A f " NOT TO SCALE
; = = _——— = 2.) THE CONTRACTOR SHALL BE LIABLE FOR THE REPLACEMENT OF THE
f 3" VENT— AL ouTLET TOPSOIL 5 ‘ SAND/TOPSOIL/COMPOST MIXTURE IF E&S CONTROLS ARE NOT 112 OLD ROAD LLC
— =
) 4” PERFORATED W X — %3 PUTNAM, CT
< \ PIPE o & @ TZ WATER QUALITY BASIN
4" SCHED. #40 — 4" outer” [l o &Wdo o o= NOT TO SCALE
; 71 BAFFLE 2
INLET BAFFL \ APPROVED @
Y AGGREGATE | q%
= 2 — =7 % = I B | |
. 4 |
LROSS SECTION SEPTIC LEACHING TRENCH
NOT TO SCALE
1000 GALLON 8’ MIN.
2 COMPARTMENT H—20 SEPTIC TANK
NOT TO SCALE EMBANKMENT MATERIAL (SEE NOTE)
4" TOPSOIL ‘X EXISTING
} ————— — GRADE
FOREBAY/WQB i T\ MN.
VARIES / ¢ \
Y / 1
* L/ 12" MIN. \A
TRENCH PAY WIDTH TRENS%HE EQZRV}"DTH
SEE CHART z
SUBGRADE < \SUEGR:,\ADE TS REMOVE TOPSOIL z
NN NN G
\//B}//X//>\///\\/// \//>\///\\///\\//\\///\\/\\ ///./\//\\//\/\\/// COMPACTED NETIVE \\///\\///\\///\\///\\///\\// NOTE: EMBANKMENT MATERIAL SHALL CONTAIN AT LEAST 15% S FILTER
VAX \\\/ \\/%\ RSNV R BORROW ///\\/ 7 PASSING THE #200 SIEVE AND NOT MORE THAN 50% PASSING » FABRIC
R 4 > PIPE MAXIMUM Y NA  PROVIDE TRACER TAPE THE #200 SIEVE. NO STONES LARGER THAN 6 INCHES SHALL z,
/\\// %;}ﬁSHEEﬂNG AS DIAMETER TRENCH WIDTH L K BE ALLOWED WITHIN THE COMPACTED EMBANKMENT. WITHIN z CT. D.O.T 2
/\Q\/ COMPACTED NATIVE |Q&C REQUIRED (TYPICAL) <5 6" .,/\\// \//\ TWO FEET OF ANY STRUCTURE, THE MAXIMUM SIZE SHALL BE Q) 6" MINIMUM
IRy MATERIAL ORI ; s K NS 3 INCHES. CONSTRUCTION SHALL NOT TAKE PLACE DURING STONE DEPTH
///\\/// BORROW \//\ 1% " 2,—8" \//\\/// f\\%—COMPACTED SAND COLD PERIODS WHERE TEMPERATURES ARE CONSISTENTLY
& & - DMNVNE ) LOWER THAN 40 DEGREES FAHRENHEIT. EMBANKMENT
MIRAF] 140N‘///\\\// D \\//> 12° 3-0" //\\\;// \\;//\ MATERIAL TO BE COMPACTED IN LIFTS TO 95% MAXIMUM DRY CONSTRUCTION ENTRANCE PAD
- NS » 3 > DENSITY.
FILTER FABRIC 072 R sanD aEDDiNG i e NS IS TS "EAIOENT s e, s pe e
ABOVE STONE X \\ 18 3—6 // //\, ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT OR LAND
] //\\/ m 3 m \/\ W SURVEYOR TO ALTER AN ITEM IN ANY WAY. IF AN ITEM BEARING THE
K 21 4 =0 ) \//\\/ S NGNEER, ARGHITECT, LANDSCAPE. ARGHITECT OR LAND
//>\/ " 24" 4'—6" NN NTS SURVEYOR SHALL STAMP THE DOCUMENT AND INCLUDE THE
\\ N 3/4” CRUSHED STONE » T An ; //\/ NOTATION "ALTERED BY* FOLLOWED BY THER SIGNATURE, THE
1/2 OD MIN. > BEDDING MATERIAL TO CROWN 30 5-0 \\A\ DATE OF SUCH ALTERATION, AND A SPECFIC DESCRIPTION
K oF PIPE RN '
// ” ” “ \\
1/4 OD 6" MIN. <—M§W\H12” FOUNDATION STONE WHEN ]éf' M%R/i'un? |,\Y'N' A7
12" MINIMUM IN - UNSUITABLE MATERIAL OR ORGANIC ROCK EXCAVATION
ROCK EXCAVATION SILT IS ENCOUNTERED AT SUBGRADE 24" MINIMUM SILT FENCE CHECK. SEE SILT
ENGH BOTTOM | - oAy & SEED FENCE SPECIFICATIONS, LT
TRENCH BOTTOM ‘ /?/
STOCKPILE
TRENCH SECTION FOR TYPICAL WATER TRENCH 6,,1 \(/;\';\'/;\\'/;\\'/;\\'/;\\'/;\\'/;\\'/;\\'/;\\; | 8".5°42" STAKE DRIVEN ON
NOT TO SCALE ‘ YRR YRR R R R R .5"x1.5"x S FM
TRENCH SECT'ON FQR SAN'TARY SEWER _‘ \ \/\\A\\A\\A\\A\\A\\A\\A‘\\//\\// 4 MIN DOWNSLOPE SIDE OF TRENCH A
NOT TO SCALE NOTE: , VARIES g \ EXTEND 8" OF SILT FENCE
BACKFILL MATERIAL TO BE PLACED IN 12" MAXIMUM LIFTS \ L BELOW GRADE N f/ﬂ
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PROJECT NARRATIVE

THIS PROJECT CONSISTS OF THE CONSTRUCTION OF TWO NEW BUILDINGS & MATERIALS
STORAGE AREAS ON +4.9 ACRES IN THE TOWN OF PUTNAM, CONNECTICUT. THE
LOCATION OF THE SITE IS ON THE NORTHEAST SIDE OF PARK ROAD AT THE KILLINGLY
TOWN LINE. THIS PROJECT WILL CONSIST OF GRAVEL PARKING, STORMWATER
MANAGEMENT SYSTEMS, AND UNDERGROUND UTILITIES.

IT IS ANTICIPATED THAT APPROXIMATELY 4.5 ACRES OF THE 4.9 ACRE SITE WILL BE
DISTURBED DURING THE CONSTRUCTION OF THE FACILITY.

THE PROJECT SHALL BE DEVELOPED IN A SINGLE PHASE. HOWEVER, DISTURBED AREAS
SHALL BE STABILIZED AT MILESTONE POINTS DURING CONSTRUCTION. ALL WORK SHALL
BE SCHEDULED SUCH THAT STABILIZATION COINCIDES WITH THE ABILITY TO VEGETATE
DISTURBED AREAS, APRIL 1 THROUGH JUNE 15 AND AUGUST 15 THROUGH OCTOBER 1.

THIS PROJECT REQUIRES THE FOLLOWING PERMITS:
DISCONTINUANCE OF ABANDONED TOWN ROAD ”"OLD ROAD”
INLAND WETLANDS PERMIT

PLANNING & ZONING SPECIAL PERMIT

BUILDING PERMIT

ESTIMATED CONSTRUCTION SCHEDULE

A.  INSTALL EROSION AND SEDIMENT CONTROL SYSTEMS — SEPTEMBER 2025
B. ROUGH GRADE SITE — SEPTEMBER 2025 THRU JUNE 2026

C. CONSTRUCT BUILDING STRUCTURES — APRIL 2026 THRU NOVEMBER 20265
D. INSTALL STORMWATER AND UTILITY SYSTEMS — MAY/JUNE 2026

E. CONSTRUCT ACCESS ROADWAYS & PARKING — JULY/AUGUST 2026

F.  FINISH GRADE SITE AND INSTALL LANDSCAPING — SEPTEMBER 2026

GENERAL NOTES

A. ALL UTILITIES SHALL BE APPROVED BY LOCAL UTILITY COMPANIES PRIOR TO
CONSTRUCTION; ALL UTILITIES SHALL BE CONSTRUCTED TO UTILITY COMPANY
SPECIFICATIONS.

B. ALL CONSTRUCTION SHALL BE TO TOWN SPECIFICATIONS & REGULATIONS.

C. NO CHANGES CAN BE MADE TO THESE PLANS WITHOUT THE DESIGN ENGINEER’S
APPROVAL.

D. CONTRACTOR SHALL OBTAIN ALL REQUIRED LOCAL & STATE PERMITS PRIOR TO
BEGINNING ANY CONSTRUCTION.

E. FIELD CHANGES SHALL HAVE PRIOR APPROVAL OF THE TOWN.

F. UNLESS OTHERWSE NOTED OR SPECIFIED, ALL ROADWAYS & STORM DRAINAGE
SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE STATE OF CONNECTICUT,
D.O.T. "STANDARD SPECIFICATIONS FOR ROADS, BRIDGES, AND INCIDENTAL
CONSTRUCTION, FORM 819" AND ALL SUPPLEMENTS THERETO. SIMILARLY
PERTINENT CONSTRUCTION DETAILS THAT ARE NOT INCLUDED WITH THESE
DRAWINGS SHALL CONFORM TO THE STATE OF CONNECTICUT, D.O.T. STANDARD
ROADWAY DRAWINGS.

G. CONTRACTOR SHALL NOTIFY THE TOWN OF CONSTRUCTION SCHEDULE SO THAT
INSPECTION MAY BE PROVIDED.

H. UNDERGROUND UTILITY, STRUCTURE AND FACILITY LOCATIONS DEPICTED ON PLANS
HAVE BEEN COMPILED, IN PART, FROM RECORD MAPPING SUPPLIED BY THE
RESPECTIVE UTILITY COMPANIES OR GOVERNMENTAL AGENCIES, FROM PATROL
TESTIMONY, FIELD MEASUREMENTS  AND FROM OTHER SOURCES. THESE LOCATIONS
MUST BE CONSIDERED APPROXIMATE IN  NATURE. ADDITIONALLY, OTHER SUCH
FEATURES MAY EXIST ON THE SITE, THE EXISTENCE OF WHICH ARE UNKNOWN TO
CHA THE SIZE, LOCATION AND EXISTENCE OF ALL SUCH FEATURES MUST BE FIELD
DETERMINED AND VERIFIED BY THE APPROPRIATE ~ AUTHORITIES PRIOR TO
CONSTRUCTION.

I.  CONTACT "CALL BEFORE YOU DIG” AT 1-800—922—4455 TWO (2) WORKING DAYS
PRIOR TO THE START OF ANY CONSTRUCTION ACTIVITY.

SEEDING SPECIFICATIONS

A. IF GROUND HAS BEEN PREVIOUSLY MULCHED, MULCH MUST BE REMOVED OR
ADDITIONAL NITROGEN MUST BE ADDED.

B. REMOVE ALL SURFACE STONES 2" OR LARGER AS WELL AS ALL DEBRIS SUCH AS
WIRE, CABLE, TREE ROOTS, PIECES OF CONCRETE, CLODS, CLUMPS, OR OTHER
UNSUITABLE MATERIAL.

C. APPLY FERTILIZER AT 7.5 POUNDS PER 1,000 SQUARE FEET AND LIME AT 200
POUNDS PER 1,000 SQUARE FEET UNLESS SOIL TESTING FOR REQUIREMENTS IS
PERFORMED.

D. NO MOWING IS TO BE UNDERTAKEN UNTIL THE MAJORITY OF THE VEGETATION IS
AT LEAST 6" HIGH. MOWING SHOULD CUT THE TOP 1/3 OF VEGETATION. DO
NOT UNDER ANY CIRCUMSTANCES CUT VEGETATION BELOW 3".

E. DO NOT APPLY ANY FORM OF WEED CONTROL UNTIL GRASS HAS BEEN MOWED
AT LEAST 4 TIMES.

F. THESE SEEDING MEASURES ARE NOT TO BE USED ON SLOPES IN EXCESS OF 2:1
GRADING.

G. PERMANENT SEEDING MEASURES ARE TO BE USED INSTEAD OF TEMPORARY
SEEDING MEASURES WHERE WORK IS TO BE SUSPENDED FOR A PERIOD OF TIME
LONGER THAN 1 YEAR.

H. IF THERE IS NO EROSION, BUT SEED SURVIVAL IS LESS THAN 100 PLANTS PER
SQUARE FOOT AFTER 4 WEEKS OF GROWTH, RE—SEED AS PLANTING SEASON
ALLOWS.

ALL DISTURBED AREAS OUTSIDE THE PAVEMENT AREA, WITHIN AND OUTSIDE THE
ROAD RIGHT OF WAY, SHALL BE RESTORED IN ACCORDANCE WITH THE
TOWN SUBDIVISION REGULATIONS.

EROSION AND SEDIMENTATION CONTROL NARRATIVE & NOTES

CONSTRUCTION SEQUENCE

-

m o D Oz ¥

STAKEOUT LIMIT OF DISTURBANCE.
HOLD A PRECONSTRUCTION MEETING.

CONTACT "CALL BEFORE YOU DIG" AT 1-800—922—4455 TWO (2) WORKING
DAYS PRIOR TO THE START OF ANY CONSTRUCTION ACTIVITY.

INSTALL THE CONSTRUCTION ENTRANCE.

PRIOR TO INSTALLATION OF SURFACE WATER CONTROLS SUCH AS TEMPORARY
DIVERSIONS AND STONE DIKES, INSPECT EXISTING CONDITIONS TO ENSURE
DISCHARGE LOCATIONS ARE STABLE. IF NOT STABLE, REVIEW DISCHARGE

CONDITIONS WITH THE DESIGN ENGINEER AND IMPLEMENT ADDITIONAL
STABILIZATION MEASURES PRIOR TO INSTALLING WATER SURFACE CONTROLS.

INSTALL PERIMETER FILTER (SILT FENCE OR WATTLES)

NOTIFY ZONING ENFORCEMENT OFFICER THAT CONTROL MEASURES HAVE BEEN
INSTALLED

PERFORM ALL NECESSARY CLEARING AND GRUBBING OPERATIONS.
EXCAVATE & DISPOSE OF ALL STUMPS OFF SITE.
STRIP ALL TOPSOIL WITHIN THE FOOTPRINT OF THE CONSTRUCTION SITE.

STOCKPILE ALL TOPSOIL IN AN APPROVED AREA AND SECURE WITH EROSION AND

SEDIMENT CONTROLS.
ROUGH GRADE SITE.

EXCAVATE STORMWATER BASIN TO FINISH GRADE. LOAM, SEED &
STABILIZE SIDE SLOPES.

DIG FOUNDATIONS AND STOCKPILE MATERIAL AS REQUIRED.
STABILIZE CUT AND FILL SLOPES.

CONSTRUCT FOUNDATION AND ERECT STRUCTURES.
INSTALL SERVICE UTILITIES.

FINISH GRADE ACCESS DRIVEWAYS & PARKING AREAS.

EXCAVATE STORMWATER BASIN BOTTOM AND INSTALL UNDERDRAIN &
PERMEABLE SOIL MIXTURE.

PLACE TOPSOIL WHERE REQUIRED. INSTALL PERIMETER LANDSCAPE
PLANTINGS.

FINISH GRADE SIDE SLOPES, SEED AND MULCH.

UPON SUBSTANTIAL COMPLETION OF THE BUILDING, COMPLETE THE BALANCE OF
SITE WORK AND STABILIZATION OF ALL OTHER DISTURBED AREAS.

ALL REMAINING EXPOSED AREAS SHALL BE LOAMED, SEEDED AND MULCHED OR
SODDED WITHIN 14 DAYS OF FINAL GRADING.

NOTIFY ZONING ENFORCEMENT OFFICER THAT PROJECT IS COMPLETE AND EROSION

AND SEDIMENT CONTROLS ARE TO BE REMOVED
REMOVE TEMPORARY EROSION AND SEDIMENT CONTROLS.

CONTRACTOR TO REMOVE ANY ACCUMULATED SEDIMENT FROM DRAINAGE
STRUCTURES OR BASINS.

NOTE: SEVERAL OF THE ABOVE ACTIVITIES MAY BE DONE SIMULTANEOUSLY.

SILT FENCE SPECIFICATIONS

A.

SYNTHETIC FILTER FABRIC SHALL BE A PERVIOUS SHEET OF PROPYLENE, NYLON,
POLYESTER, ETHYLENE, OR SIMILAR FILAMENTS AND SHALL BE CERTIFIED BY THE
MANUFACTURER OR SUPPLIER AS CONFORMING TO THE FOLLOWING MINIMUM
REQUIREMENTS:

1. FILTERING EFFICIENCY 75 PERCENT (MIN)

2. GRAB TENSILE STRENGTH 100 POUNDS

3. ELONGATION AT FAILURE 15 PERCENT

4. MULLEN BURST STRENGTH 250 POUNDS PER SQUARE INCH

5. PUNCTURE STRENGTH 50 POUNDS

6. APPARENT OPENING SIZE 0.60mm< X <0.90mm

7. FLOW RATE 0.2 GALLONS PER SQUARE FOOT PER
MINUTE

8. PERMITTIVITY 0.05 PER SECOND (MIN)

9. ULTRAVIOLET RADIATION STABILITY 70 PERCENT AFTER 500 HOURS OF
EXPOSURE (MIN)

STAKES ARE TO BE MADE OUT OF HARDWOOD WITH A MINIMUM CROSS
SECTIONAL AREA OF 1.5 SQUARE INCHES OR STEEL POSTS WITH A MINIMUM
WEIGHT OF 0.5 POUNDS PER LINEAR FOOT.

TORN OR PUNCTURED GEOTEXTILES SHALL NOT BE USED.

ON SLOPES WHERE SURFACE FLOW FOLLOWS THE SILT FENCE LINE,
PERPENDICULAR SILT FENCE CHECKS SHALL BE INSTALLED AT 50 FOOT
INTERVALS.

LINES OF SILT FENCE SHOULD FOLLOW CONTOUR LINES 5-10 FEET DOWN
GRADIENT FROM THE SLOPE. WHERE CONTOUR LINES CAN NOT BE FOLLOWED
PERPENDICULAR WINGS SHOULD BE PLACED AT 50 FOOT INTERVALS.

EROSION & SEDIMENT CONTROL OPERATIONS AND MAINTENANCE

A. EROSION AND SEDIMENTATION CONTROL AND RESTORATION MEASURES SHALL
CONFORM TO THE "2024 CONNECTICUT GUIDELINES FOR SOIL EROSION AND
SEDIMENTATION CONTROL”, PUBLISHED BY THE CONNECTICUT COUNCIL OF SOIL
AND WATER CONSERVATION AND THE CONNECTICUT DEPARTMENT OF
ENVIRONMENTAL PROTECTION; AND TO TOWN REGULATIONS.

B. INSTALLATION OF SEDIMENT AND EROSION CONTROLS SUCH AS WATTLES AND
SILT FENCES SHALL BE ESTABLISHED PRIOR TO COMMENCING ANY LAND
DISTURBANCE ACTIVITIES.

C. ALL STOCKPILED MATERIAL SHALL BE RINGED WITH WATTLES OR SILT FENCES.
ANY MATERIAL TO BE STOCKPILED LONGER THAN 14 DAYS SHALL BE STABILIZED
WITH TEMPORARY SEEDING OR JUTE NETTING.

D. WATTLES OR SILT FENCE SHALL BE PLACED 5-10 FEET FROM THE TOE
OF ALL CRITICAL SLOPES AS SHOWN ON THE PLAN. THESE SHALL BE CHECKED
BY THE CONTRACTOR REGULARLY AND REPAIRED WHENEVER THEY FAIL TO
ENSURE CLEAN RUN-OFF FROM THE SITE.

E. ADDITIONAL CONTROL MEASURES IF REQUESTED BY THE TOWN SHALL BE
INSTALLED IMMEDIATELY UPON REQUEST.

F. ALL DISTURBED AREAS SHALL BE PROTECTED WITH A MINIMUM VEGETATION COVER
AS SHOWN IN ACCOMPANYING CHART.

G. THE CONTRACTOR SHALL PLAN ALL LAND DISTURBING ACTIVITIES IN A MANNER
AS TO MINIMIZE THE EXTENT OF THE DISTURBED AREAS.

H.  THE CONTRACTOR SHALL MAKE DAILY INSPECTIONS OF THE SITE TO INSURE
EFFECTIVENESS OF EROSION AND SEDIMENTATION CONTROL MEASURES AND WILL
IMMEDIATELY MAKE NECESSARY REPAIRS IF REQUIRED BY THE TOWN.

ALL EROSION AND SEDIMENT CONTROL MEASURES ARE TO BE INSPECTED AT

A MINIMUM OF ONCE A WEEK AND WITHIN 24 HOURS OF THE END OF A STORM
WITH A RAINFALL AMOUNT OF 0.1 INCHES OR GREATER TO DETERMINE
MAINTENANCE NEEDS. ACCUMULATED SEDIMENT SHALL BE REMOVED MONTHLY OR
WHENEVER SEDIMENT DEPTH REACHES 50% OF AVAILABLE STORAGE.

J. ALL EROSION AND SEDIMENT CONTROL MEASURES ARE TO BE REPLACED WITHIN
24 HOURS OF AN OBSERVED FAILURE.

K. ALL CONSTRUCTION TRAFFIC SHALL ENTER AND LEAVE BY THE DESIGNATED
ENTRANCE. THIS ENTRANCE SHALL BE CONSTRUCTED OF CRUSHED STONE TO
HELP FREE TIRES OF SOIL WHEN LEAVING THE SITE. THE CONTRACTOR SHALL
INSTRUCT ALL VEHICLE DRIVERS TO CLEAN SOIL MATERIAL FROM TIRES IN FRONT
OF THE SITE. ALL SOIL, MISCELLANEOUS DEBRIS, OR OTHER MATERIAL SPILLED,
DUMPED OR OTHERWISE DEPOSITED ON PUBLIC STREETS, HIGHWAYS, SIDEWALKS
OR OTHER PUBLIC THOROUGHFARES DURING TRANSIT TO OR FROM THE SITE
SHALL BE REMOVED PROMPTLY.

0. THE CONTRACTOR HEREBY ACKNOWLEDGES HIS RESPONSIBILITY TO INSTALL SOIL
EROSION AND SEDIMENTATION CONTROL MEASURES ON THIS SITE AND THAT HIS
FAILURE TO INSTALL AND MAINTAIN THESE DEVICES COULD RESULT IN FINES OR
SUSPENSION OF WORK BY THE CITY/TOWN.

P.  MINIMIZE OR ELIMINATE ANY UNNECESSARY LAND DISTURBANCE OR CLEARING.

PERSON RESPONSIBLE FOR MAINTAINING
CONTROL MEASURES DURING CONSTRUCTION.

NAME

ADDRESS

TELEPHONE #

MAINTENANCE LOG

LOCATION DESCRIPTION DATE INITIALS

PROJECT DATES DATE INITIALS

PROJECT GROUNDBREAKING

FINAL STABILIZATION

STORMWATER OPERATION AND MAINTENANCE

STORMWATER FACILITY

OPERATION AND MAINTENANCE PLAN:

CONSTRUCTION PHASE

GENERAL PROVISIONS:

1. CONTRACTOR TO INSTALL AND MAINTAIN DRAINAGE FACILITIES AS SHOWN ON THE PLAN SET.

2.  PRIOR TO CONSTRUCTION, ALL EROSION/SILTATION CONTROL DEVICES SHOWN ON ABOVE PLAN SHALL BE INSTALLED.
SILT INTRUSION INTO THE DRAINAGE SYSTEM DURING CONSTRUCTION, THE CONTRACTOR IS TO INSTALL INLET PROTECTION AT ALL
CATCH BASINS AND SET SILT FENCE AT ALL SLOPES WHICH MAY ERODE IN THE DIRECTION OF ANY OPEN DRAINAGE FACILITIES.
SUCH PREVENTIVE MEASURES ARE TO BE MAINTAINED THROUGHOUT THE CONSTRUCTION PROCESS.

3. EROSION CONTROLS ARE TO BE INSPECTED ON A DAILY BASIS.

FROM AN EROSION CONTROL STRUCTURE.

4. ALL EXPOSED SOILS SHALL BE IMMEDIATELY STABILIZED TO PREVENT EROSION.

5. PRIOR TO CONSTRUCTION OF IMPERVIOUS AREAS, ALL DRAINAGE STRUCTURES AND PIPES SHALL BE INSTALLED AND INSPECTED FOR
PROPER FUNCTION. DURING CONSTRUCTION OF OTHER SITE FEATURES, DRAINAGE FACILITIES SHALL BE INSPECTED ON A DAILY

UPON DISCOVERY, THE CONTRACTOR SHALL REMOVE ANY SEDIMENT

BASIS AND CLEANED/REPAIRED IMMEDIATELY UPON DISCOVERY OF SEDIMENT BUILD—UP OR DAMAGE.

STORMWATER BASIN:

1. STORMWATER BASIN UNDERDRAIN SHALL NOT BE INSTALLED UNTIL CONTRIBUTING DRAINAGE AREAS ARE VEGETATED OR OTHERWISE

STABLE & ANY ACCUMULATED SEDIMENT HAS BEEN REMOVED AND DISPOSED OF.

2. CONTRACTOR TO INSPECT WEEKLY OR AFTER EACH 0.5 INCH RAIN EVENT.

3. INSPECTIONS SHOULD FOCUS ON THE DURATION OF STANDING WATER IN THE BASIN.
POSSIBLE CLOGGING OF THE BOTTOM OF THE BASIN)

4. CONTRACTOR SHALL CLEAN INSPECT DETENTION SYSTEM AFTER SITE IS COMPLETELY STABILIZED AND PRIOR TO TRANSFER TO

OWNER.

POST—DEVELOPMENT PHASE

GENERAL PROVISIONS:

SNOW STOCKPILING:

SNOW ACCUMULATIONS REMOVED FROM STREETS AND PARKING LOTS SHALL BE PLACED IN UPLAND AREAS, WHERE SAND AND DEBRIS

WILL REMAIN AFTER SNOW MELT FOR LATER REMOVAL. CARE SHOULD BE TAKEN NOT TO DEPOSIT SNOW IN THE IMMEDIATE VICINITY OF

(PONDING AFTER 48 HOURS INDICATES

CATCH BASINS, DRAINAGE SWALES, OR SLOPES LEADING TO BODIES OF WATER, AND DRINKING WATER WELL SUPPLIES.

STORMWATER BASIN

STORMWATER BASIN SHALL BE INSPECTED AT LEAST TWICE ANNUALLY AND AFTER ALL MAJOR STORMS TO ENSURE THAT IT IS OPERATING

AS INTENDED. PRETREATMENT BMP’'S SHALL BE INSPECTED AND CLEANED DURING THE REGULAR BI—ANNUAL INSPECTIONS.
PROBLEMS THAT SHOULD BE CHECKED INCLUDE:
= PONDING
= EROSION
= CLOGGING OF INLET AND OUTLET PIPES

ANY NECESSARY REPAIRS SHALL BE MADE IMMEDIATELY.
TWICE PER YEAR. (MOWING SHOULD BE PERFORMED WHEN GROUND IS DRY TO AVOID RUTS AND COMPACTION)

TRASH SHALL BE REMOVED AND THE BANKS, OF BASINS, MOWED AT LEAST

REMOVED FROM THE BASIN AND PRETREATMENT AREA AS NECESSARY, AND AT LEAST ONCE EVERY FIVE YEARS.

SUGGESTED SEEDING MIXTURES AND PRACTICES

Drawing Copyright © 2025
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400 Capital Boulevard, Suite 301
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TO PREVENT

SITE DEVELOPMENT PLAN
PREPARED FOR

112 OLD ROAD LLC
112 OLD ROAD
PUTNAM, CT

SEDIMENT SHALL BE

IT IS A VIOLATION OF LAW FOR ANY PERSON, UNLESS THEY ARE
ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL
ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT OR LAND
SURVEYOR TO ALTER AN ITEM IN ANY WAY. IF AN ITEM BEARING THE
STAMP OF A LICENSED PROFESSIONAL IS ALTERED, THE ALTERING
ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT OR LAND

SURVEYOR SHALL STAMP THE DOCUMENT AND INCLUDE THE

NOTATION "ALTERED BY® FOLLOWED BY THEIR SIGNATURE, THE

OF THE ALTERATION.

DATE OF SUCH ALTERATION, AND A SPECIFIC DESCRIPTION

No.

Submittal / Revision  [App'd.

By Date

AREAS WHERE SEED RATE PER

MIX APPLIES SEEDING MIXTURES BY WEIGHT 1,000 SQ. FT. SEEDING DATES

ALL LAWN AREAS RED FESCUES 457% 1 LBS. APRIL 1 — JUNE 15
KENTUCKY BLUEGRASS  457% OR
PERENNIAL RYEGRASS 10% AUG. 15 — OCT. 1

ROAD CUTS, FILLS, KENTUCKY TALL FESCUE 477% 0.95 LBS. APRIL 1 — JUNE 15

DIVERSION DITCHES, &
STORMWATER BASINS

REDTOP
CREEPING RED FESCUE

6%
477%

OR
AUG. 15 — OCT. 1

WHERE TREES ARE TO BE RETAINED, THE SEED MIXTURE SHOULD BE ADAPTED FOR SHADY CONDITIONS.

TEMPORARY SEEDING

ANNUAL RYEGRASS OR
PERENNIAL RYEGRASS

1-1/2 LBS.

WITHIN 7 DAYS AFTER
SUSPENSION OF
GRADING WORK

E&S CONTROL &

STORMWATER
NOTES
Designed By:| Drawn By: | Checked By:
PMP PMP
Issue Date: | Project No: Scale:
07/24/2025 092428 AS NOTED
Drawing No.:
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INLAND WETLAND COMMISSION
APPENDIX A

APPLICATION FOR PERMIT

This application is for the use of inland wetlands and water courses.

The meetings are held on the second Wednesday of every month at 7:.00pm in the Town Hall. If an on-site inspection is
canceled due to inclement weather, the applicant is asked to call the office at 963-6803 30 minutes before the scheduled
inspection to see if or when the inspection will be held.

Name of Applicant Bruce and Kathy Elliott

Applicant's Address 281 Liberty Highway, Putnam CT 06260

Phone # 860-928-2509 Home 860-481-9126 Bruce's Cell 508-769-2702 Kathy's Cell

Owner of Land Bruce and Kathy Elliott

Owner's Address 281 Liberty Highway, Putnam CT 06260

Location and description of proposed activity: Installation of drainage pipe on north side of property.

Pipe to extend from the existing state culvert down to a retention basin to be constructed at the pipe's outlet.

The purpose of these drainage improvements are to alleviate the existing erosion issues caused by the drain water from

the state owned culvert. Please see attached for an accounting of the history:of the issues with the drainage on our property#

Activity & Purpose Code

Please CHECK one in each column that best describes the activity proposed.
Code Activity Type Code Activity Purpose

| Storm Water/Flood Control

J Erosion/Sediment Control

K Recreation/Boating/Navigation
L Routine Maintenance

9 Roadway Construction
10 Drainage Improvements
11 Pond Dredge/Dam Construction
12 Activity Buffer/Set Back Area

13 Other: Please describe:

1 Filling [ A Residential Improvement by homeowner
2 Excavation (1 B New residential development - single family
3 Land Clearing [1 C New residential development - multi- family/condo
4 Stream Channel [ D Commercial/Industrial Uses
5 Stream Stabilization (1 E Municipal Improvements
6 Stream Clearance [ F Utility Company Improvements
7 Culverting [ G Agriculture, Forestry or Conservation
8 Und. Grd. Util. (1 H Wetland Creation/Restoration
]
]
]

JoiHoutoooood

Town of Putnam 126 Church Street Putnam, CT 06260 (860) 963-6803 Phone (860) 963-5398 Fax
1 Inlands-Wetlands Commission Appendix A



INLAND WETLAND COMMISSION
APPENDIX A Continued

Project Name (if applicable) NA

Estimate of Linear Footage affecting Wetlands 0

Affected number of acres in which Wetlands are part of
the impacted area for Multi-Family, Condos and NA

Commercial Development

TO BE COMPLETED BY THE COMMISSION

Application Number Date of Receipt QM,G\MAJ(Z o 015

ce®on’ A
Application Approved (date)

Conditions of approval if applicable

Application Denied (date)

Reason(s) for Denial

Signature of Chairman or Secretary of Commission Date

2 [nlands-Wetlands Commission Appendix A
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Located just off our property is a drainage culvert that drains water from Rte. 21
onto the property of 287 Liberty Highway currently owned by Gavin Paquette.
Historically, the water that drains from this culvert, even in moderately rainy conditions,
has created a significant erosion problem on our property, as well as that of Mr.
Paquette. The water from this culvert follows the topography of the land, and ultimately
finds its way to the wetlands area (for note to the commission, my wife and | are having
a soil scientist come in and red flag the actual border of the wetlands in this area so that
we may know its exact boundary and so that we can be more definitive about our
requested project).

In approximately 1995 or 1996, the state DOT was doing maintenance to the
culvert (they were apparently digging it out and clearing the front of the pipe). | went
over to the crew and told them about the erosion problem and the damage that was
occurring to my property, and they offered to dig a trench from the pipe opening straight
away so it would prevent further damage to my property. This trench extends from the
pipe opening in the culvert traversing approximately 75-80 feet towards the border of
the wetlands (the entirety of this trench exists on Mr. Paquette’s property). The only
thing that my wife and | do to maintain this trench is to remove the trash and debris that
gets washed down the drain and exits through the culvert. The only structural element
that we have introduced to this trench over the 30 years that it has been in existence is
that we had our excavator (Provost Trucking) dig a large reservoir at the trench’s end to
abate the water flow. This occurred in 2021, and proved to ineffective.

As my wife and | started expanding the use of our property (installing a large
solar panel array, which is still in process), this drainage water was becoming more of a
problem so we reached out to the state DOT and asked if we could meet with the
drainage engineer. Norman Miller, now retired, met with my wife and | and he looked at
the entire situation and he sent a crew up to clean out the drain on the street and add a
couple of check dams to try and slow the water down before it hit the lower pipe. The
work that was done did not really slow the water down and we were still getting
significant erosion during big storms. In 2024, we called him up again to discuss
alternative plans for the excessive water problem from this culvert. We met with Mr.
Miller in early December of 2024, and he came with another drainage engineer, Mr.
Feliz Orlando (Mr. Miller retired from the state in early 2025, and Mr. Orlando became
his replacement). At the time of our meeting, both Mr. Miller and Mr. Orlando said that
the only way to control the water flow from the culvert (and to avert any further erosion)
was to pipe the water directly from the culvert to a retention pond with multiple check
dams that would capture contaminants and pollutants prior to them hitting the wetlands.
They also recommended a retention pond at the exit of the drainage pipe with a check
dam so that the velocity of the water would be slowed as much as possible before
hitting the exiting retention pond. This recommendation from the state DOT drainage
engineers came with no offer of providing further work on the part of the DOT or
providing any funds to offset the cost of the pipe ($3,500.00 which was incurred by my
wife and myself).

In May of this year, we were notified by the Zoning/Wetlands Officer that he felt
we were in violation of a wetlands regulation. We met with Mr. Fitzback in early May.
This meeting was comprised of Mr. Fitzback, my wife (Kathy Elliott), our excavator
(Mark Provost), John Valente, a former Chief of Environmental Health/Registered



Sanitarian and a wetland’s officer of 47 years, and myself. At this time, we proposed to
Mr. Fitzback a plan showing the pipe and in addition, a detailed soil erosion control plan
with check dams and retention ponds to eliminate any additional sediment,
contaminants, or pollutants from making their way into the wetlands (something that has
been going on for the last 30 years, and possibly even longer). At this time, Mr. Fitzback
agreed to review this plan, and further agreed to review the preliminary plan at an office
visit that was attended by my wife and myself all for the purpose of arriving at an
acceptable standard that would satisfy Mr. Fitzback as the wetland agent, and to protect
the sanctity of the wetlands.

One week later Mr. Fitzback, in a meeting with Mr. Valente, changed his mind
and said he wanted an engineer to design the system stating his reason for concern
was about Town liability if the pipe were to fail. | will add at this time to the members of
the commission that this is the pipe that was recommended to us by the state drainage
engineers. They said that the size of the pipe coming out of the culvert was 15”
diameter and that any pipe after that had to be 15” in diameter to manage the water that
would come out of the culvert pipe.

The scope of the drainage improvement work is as follows: 1) Installation of 175
feet of 15” corrugated pipe and backfill the existing trench. 2) Installation of a retention
basin at the outlet of the corrugated pipe. 3) Installation of a rip-rap trench with filter
fabric and multiple check dams to control overflow. 4) Silt fence to be utilized during
construction to control erosion.
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Inland Wetlands and Watercourses Commission
Town of Putnam, Connecticut

NOTICE OF WETLANDS VIOLATION

DATE: April 21, 2025
ISSUED TO: Bruce N. Elliott and Kathleen H. Elliott

PROPERTY OWNER OF RECORD: Bruce N. Elliott and Kathleen H. Elliott
281 Liberty Highway, Putnam, CT 06260

LOCATION OF VIOLATION: 281 Liberty Highway, Putnam, CT
(Assessor’'s Parcel ID 032//056/000)

Specific violations: It has been observed that excavation of what appears to be a future stormwater system is taking
place, and the excavation of what appears to be a building site within the jurisdiction of the Inland Wetlands and
Watercourses Commission without a permit.

Note: It appears that a portion of the excavation is beyond the subject property to the north and west
and maybe on the DOT right of way and the property of Frog Rock LLC. (see attached survey plan).

Regulation violated: Section 4.3 of the Putnam Inland Wetlands and Watercourses Regulations regarding
filing, excavating, dredging, clear-cutting, clearing, grading and other alterations within wetlands,
watercourses or within the 100-foot upland review area.

Required actions: By April 28, 2025, you must contact the Inland Wetlands Agent to discuss your intent concerning
your planned actions to come into voluntary compliance with the application for and issuance of a wetlands permit.

Failure to carry out the required action(s) identified in this Notice of Violation may result in the issuance of the order
provided in Section 14 of the Regulations or other enforcement proceedings and penalties as provided by law.

Authority:  Connecticut General Statutes, Section 22a-44
Putnam Infand Wetlands and Watercourses Regulations, Section 14

Lo f T Zad
Bruce Fitzback, LLS, CZEO

Land Use Director
Office: 860-963—6800,x 114

Via: hand delivery and regular mail

860-963-6800 putnamct.us
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