
 

 

ADDENDUM # 02  
 

Project: Mt Diablo Unified School District 

Rio Vista Elementary, Mt Diablo Elementary & Meadow Homes Elementary 

Acoustic Ceiling Tiles and Shade Coverings 

19six #:  23118, 23119, & 23120 

Bid #: 1962 

Date: August 27, 2025 

 

 

To all bidders submitting proposals for the above captioned project.  This Addendum is hereby included in the 

Contract Documents to the same extent as though it were originally included therein.  The following items modify, add 

to, delete from, or explain the drawings and/or specifications.  The contents of this Addendum shall take precedence over 

the original specifications and plans. This addendum 02 shall replace addendum 01 in whole.  

 

 

BID DEADLINE:   

The bid time shall not change.   

 

Rio Vista Elementary 
Item #1: G-001 TITLE SHEET Updates to the sheet names of A-601 and A-602. Addition of Sheet 

A-603 BLDG 10, 11 & 12 ELEVATIONS – ROLLER SHADES 

Item #2: A-201 BLDG 2, 5, & 7 – WINDOW ROLLER SHADE FLOOR PLAN Updates to the 

keynotes to reference the correct sheet and detail number. Update of some shades to 

Dual Bracket System. Added interior elevation 5 

Item #3: A-202 BLDG 3, 4, 6, 8, 9, 10, 11, & 12 – FLOOR PLAN ROLLER SHADES  Updates to the 

keynotes to reference the correct sheet and detail number. Added dimensions 

Item #4: A-203 BLDG 1 MU & ELEVATIONS – ROLLER SHADES  Removed sheet 

Item #5: A-211 BLDG 3 & 4 REFLECTED CEILING PLAN  Edited keynote 09.51.A, 

changed/clarified the ceiling general notes, edited the LEGEND – CEILING to clarify 

existing ceiling items, and clarified areas of no scope. Changed orientation of the ceiling 

tiles. 

Item #6: A-212 BLDG 6, 8 & 9 REFLECTED CEILING PLAN  Edited keynote 09.51.A, 

changed/clarified the ceiling general notes, edited the LEGEND – CEILING to clarify 

existing ceiling items, and clarified areas of no scope. Changed orientation of the ceiling 

tiles. 

Item #7: A-601 BDLG 2, 5 & 7 - DETAILS Removed view 7 from the sheet 

Item #8: A-603 BDLG 10, 11 & 12 ELEVATIONS – ROLLER SHADES Added sheets and interior 

views 
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Item #9: A-801 SCHEDULE - ROLLER SHADES Updated the overall schedule to update the shade 

types in various rooms 

 

 

Mt Diablo Elementary 
Item #1:  A-201 BLDG K, 1, 5 & 8 – WINDOW ROLLER SHADE FLOOR PLAN Added typical 

dimensions at Kindergarten 1, Kindergarten 2, and Classroom 3. Updated the keynote detail call outs. 

Added roller shade tags to the south of building 1. Updated Elevation 4 with new roller shade heights. 

Item #2: A-202 BLDG 2, 3, 4 & 5 – FLOOR PLANS RS Added typical dimensions windows, 

updated keynote 01.02.A, and updated the detail references in keynotes 12.03.A & 

12.03.B. 

Item #3: A-203 BLDG 6 - FLOOR PLAN RS Updated interior window shades at the shared 

classroom, added elevations 2, 3, 4, 5, & 10 

Item #4: A-204 BLDG 9 & 10 - FLOOR PLANS RS Added sheet to include buildings 9 & 10 in the 

scope of work. 

Item #5: A-205 BLDG 2, 3 & 4 REFLECTED CEILING PLANS  Edited keynote 09.51.A, 

changed/clarified the ceiling general notes, edited the LEGEND – CEILING to clarify 

existing ceiling items, and clarified areas of no scope. 

Item #6: A-206 BLDG 5 REFLECTED CEILING PLAN  Edited keynote 09.51.A, changed/clarified the 

ceiling general notes, edited the LEGEND – CEILING to clarify existing ceiling items, and 

clarified areas of no scope. 

Item #7: A-601 BLDG K, 1, 5 & 8 TYPICAL ELEVATIONS AND DETAILS  Edited keynote on detail 

6, moved detail 7 to sheet A-602. 

Item #8: A-602 BLDG K, 1, 5 & 8 – REFLECTED CEILING DETAILS  Moved detail 7 from A-601 to 

detail 2 on sheet A-602. 

Item #9: A-801 SCHEDULE - ROLLER SHADES Updated the overall schedule to update the shade 

types in various rooms 

 

 

Meadow Homes Elementary 
Item #1: G-000 COVER SHEET Changed Architectural address and consultant information  

Item #2: G-001 TITLE SHEET Updated Sheet names and vicinity map 

Item #3: G-001 TITLE SHEET Added sheets A-603, A-604, and A-801 

Item #4: A-201 BLDG A. B. C. D. & E FLOOR PLANS Edited detail call out on keynotes 01.02.B, 

01.02.C, 12.03.A, 12.03.B to call out the corrected detail sheet. Added typical dimensions 

to windows. 

Item #5: A-202 BLDG F, G, H, I & J FLOOR PLAN RS Added typical dimensions to windows. 
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SECTION 12 24 00 - ROLLER SHADES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes manual roller shades. 

B. Related Documents: 

1. Reference “Finish Schedule” for color selection on the plans. 

1.3 SUBMITTALS 

A. Product Data:  For each type of product indicated.  Include styles, material descriptions, 

construction details, dimensions of individual components and profiles, features, 

finishes, and operating instructions. 

B. Shop Drawings:  Show location and extent of roller shades.  Include elevations, sections, 

details, and dimensions not shown in Product Data.  Show installation details, 

mountings, attachments to other work, operational clearances, and relationship to 

adjoining work. 

C. Samples for Initial Selection:  For each colored component of each type of shade 

indicated. 

1. Include similar Samples of accessories involving color selection. 

D. Samples for Verification: 

1. Complete, full-size operating unit not less than 16 inches wide for each type of 

roller shade indicated. 

2. For the following products: 

a. Shade Material:  Not less than 3 inches square, with specified treatments 

applied.  Mark face of material. 

E. Window Treatment Schedule:  For roller shades.  Use same designations indicated on 

Drawings. 

F. Product Certificates:  For each type of roller shade, signed by product manufacturer. 
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G. Qualification Data:  For Installer. 

H. Product Test Reports:  For each type of roller shade. 

I. Product Test Reports:  Based on evaluation of comprehensive tests performed by a 

qualified testing agency, for each type of roller shade. 

J. Maintenance Data:  For roller shades to include in maintenance manuals.  Include the 

following: 

1. Methods for maintaining roller shades and finishes. 

2. Precautions about cleaning materials and methods that could be detrimental to 

fabrics, finishes, and performance. 

3. Operating hardware. 

1.4 QUALITY ASSURANCE 

A. Reference Standards: The 2022 Code of Regulations CCR, CFC, CMC, CPC, CEC Govern. 

1. Title 19 CCR, Public Safety, State Fire Marshall Regulations 

2. Title 24 CCR, Part 1 - 2022 Building Standards Administrative Code 

3. Title 24 CCR, Part 2 - 2022 California Building Code, VOL. 1&2 (CBC) (2018 IBC, as 

Amended by CA 

4. Title 24 CCR, Part 6 - 2022 California Energy Code 

5. Title 24 CCR, Part 9 - 2022 California Fire Code (CFC) (2018 IFC, as Amended by 

CA 

6. Title 24 CCR, Part 10 - 2022 California Existing Building Code 

7. Title 24 CCR, Part 11 - 2019 California Green Building Standards Code (Calgreen 

Code) 

8. Title 24 CCR, Part 12 - 2022 California Reference Standards (Partial List) 

B. Installer Qualifications: Fabricator of products. 

C. Source Limitations: Obtain roller shades through one source from a single 

manufacturer. Preferred Manufacturer Mecho Shades 

D. Fire-Test-Response Characteristics:  Provide roller shade band materials with the fire-

test-response characteristics indicated, as determined by testing identical products per 

test method indicated below by UL or another testing and inspecting agency 

acceptable to authorities having jurisdiction: 

1. Flame-Resistance Ratings:  Passes NFPA 701. 

E. Product Standard:  Provide roller shades complying with WCMA A 100.1. 
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1.5 DELIVERY, STORAGE, AND HANDLING 

A. Deliver shades in factory packages, marked with manufacturer and product name, fire-

test-response characteristics, and location of installation using same designations 

indicated on Drawings and in a window treatment schedule. 

1.6 PROJECT CONDITIONS 

A. Environmental Limitations:  Do not install roller shades until construction and wet and 

dirty finish work in spaces, including painting, is complete and ambient temperature 

and humidity conditions are maintained at the levels indicated for Project when 

occupied for its intended use. 

B. Field Measurements:  Where roller shades are indicated to fit to other construction, 

verify dimensions of other construction by field measurements before fabrication and 

indicate measurements on Shop Drawings.  Allow clearances for operable glazed units' 

operation hardware throughout the entire operating range.  Notify Architect of 

discrepancies.  Coordinate fabrication schedule with construction progress to avoid 

delaying the Work. 

1.7 WARRANTY 

A. Special Warranty:  Manufacturer's standard form in which manufacturer agrees to repair 

or replace components of roller shades that fails in materials or workmanship within 

specified warranty period. 

1. Warranty Period: 10 years as noted on the manufacturers warrantee. 

B. Installer’s Warranty: 1 year. 

1.8 EXTRA MATERIALS 

A. Furnish extra materials described below that match products installed and that are 

packaged with protective covering for storage and identified with labels describing 

contents. 

1. Rollers Shades: Before installation begins, for each size, color, texture, and pattern 

indicated, full-size units equal to 5 percent of amount installed, but not fewer 

than 2 units. 
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PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Roller Shades: Subject to compliance with requirements, provide either the named 

product or an equal product by one of the other manufacturers specified. 

1. Slim Line by MechoShade Systems, Inc. 

2.2 ROLLER SHADES  

A. Type: Manually operated shades: 

B. Mounting: Surface mounted with fascia. 

C. Configuration:   

1. Dual Bracket with either SoHo (3% openness) OR Eco Veil Screens (3% openness) 

and Blackout Fabric (see finish schedule on drawings) 

2. Single Bracket with SoHo (see finish schedule on drawings) – Provide 1% 

openness Factor for single bracket systems 

3. Single bracket with Chelsea Blackout 0250 series (see Mt Diablo Elementary – 

Building 6 Shared Work Room). 

D. Solar Shadecloth:  

1. ThermoVeil 1300 Series basket weave shadecloths in 2 non-directional 2 x 2 

basket-weave. Uniform scrim effect at the window wall with appropriate densities 

for sun control. 

2. Content: 79% vinyl, 21% polyester core.  

3. UV Test 200 sun-fade hours: None  

4. 500 sun-fade hours: 5%. 

5. Openness Factor: ±3%. 

6. Colors: Dove Grey 1605 or Dove Grey 1905 (see schedule for selections)  

E. Light Filtering Fabric: 

1. Mechoshade Systems Inc. 

2. Product Name: Eco Veil Screens 

3. Colors: As selected from manufacturers full range of colors or as noted on plans. 

4. Physical Characteristics: 

a. Type: TPO (thermoplastic olefin) 

b. Thickness: .043 inches 

c. Weight: 15.3 oz/sq yd 

d. Openness: 3% 

e. Max width: 100 inches 

5. Performance: 

A
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a. Flame Retardant meets NFPA 701 

b. GreenGuard Indoor Air Quality Certified 

c. 100% recyclable 

F. Blackout Fabric 

1. Mecoshade Systems Inc. 

2. Product Name: Chelsea Blackout 0250 series 

3. Colors: Shale 0254 

4. Physical Characteristics: 

a. Type: 50% Acrylic Coating & 50% Polyester 

b. Thickness: .018 inches 

c. Weight: 11.50oz/sq yd 

d. Openness: 0% 

e. Max width: 126 inches 

5. Performance:  

a. Flame Retardant meets NFPA 701 

b. GreenGuard Indoor Air Quality Certified 

2.3 ACCESSORIES 

A. Fascia type:  

1. Continuous removable extruded aluminum fascia that attaches to shade 

mounting brackets without the use of adhesives, magnetic strips, or exposed 

fasteners. 

2. Fascia shall be able to be installed across two or more shade bands in one piece. 

3. Fascia shall fully conceal brackets, shade roller and fabric on the tube. 

4. Provide bracket / fascia end caps where mounting conditions expose outside of 

roller shade brackets. 

5. Notching of Fascia for manual chain shall not be acceptable. 

2.4 SHADE BAND 

A. Shade Bands:  Construction of shade band includes the fabric, the hem weight, hem-

pocket, shade roller tube, and the attachment of the shade band to the roller tube.  

Sewn hems and open hem pockets are not acceptable. 

1. Hem Pockets and Hem Weights: Fabric hem pocket with RF-welded seams 

(including welded ends) and concealed hem weights.  Hem weights shall be of 

appropriate size and weight for shade band. Hem weight shall be continuous 

inside a sealed hem pocket.  Hem pocket construction and hem weights shall be 

similar, for all shades within one room. 

2. Shade Band and Shade Roller Attachment: 

a. Use extruded aluminum shade roller tube of a diameter and wall thickness 

required to support shade fabric without excessive deflection.  Roller tubes 
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less than 1.55 inch in diameter for manual shades, and less than 2.55 inches 

for motorize shades are not acceptable. 

b. Provide for positive mechanical engagement with drive / brake mechanism. 

c. Provide for positive mechanical attachment of shade band to roller tube; 

shade band shall be made removable / replaceable with a "snap-on" snap-

off" spline mounting, without having to remove shade roller from shade 

brackets. 

d. Mounting spline shall not require use of adhesives, adhesive tapes, staples, 

and/or rivets. 

e. Any method of attaching shade band to roller tube that requires the use of: 

adhesive, adhesive tapes, staples, and/or rivets are not acceptable. 

2.5 SHADE FABRICATION 

A. Fabricate units to completely fill existing openings from head to sill and jamb-to-jamb, 

unless specifically indicated otherwise. 

B. Fabricate shadecloth to hang flat without buckling or distortion. Fabricate with heat-

sealed trimmed edges to hang straight without curling or raveling. Fabricate unguided 

shadecloth to roll true and straight without shifting sideways more than 1/8 inch in 

either direction per 8 feet of shade height due to warp distortion or weave design. 

Fabricate hem as follows: 

1. Standard concealed hem bar. 

2.6 COMPONENTS 

A. Access and Material Requirements: 

1. Provide shade hardware allowing for the removal of shade roller tube from 

brackets without removing hardware from opening and without requiring end or 

center supports to be removed. 

2. Provide shade hardware that allows for removal and re-mounting of the shade 

bands without having to remove the shade tube, drive or operating support 

brackets. 

3. Use only Delrin engineered plastics by DuPont for all plastic components of 

shade hardware.  Styrene based plastics, and /or polyester, or reinforced 

polyester will not be acceptable. 

B. Manual Operated Chain Drive Hardware and Brackets: 

1. Provide for universal, regular and offset drive capacity, allowing drive chain to fall 

at front, rear or non-offset for all shade drive end brackets.  Universal offset shall 

be adjustable for future change. 
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2. Provide hardware capable for installation of a removable fascia, for both regular 

and/or reverse roll, which shall be installed without exposed fastening devices of 

any kind. 

3. Provide shade hardware system that allows for removable regular and/or reverse 

roll fascias to be mounted continuously across two or more shade bands without 

requiring exposed fasteners of any kind. 

4. Provide shade hardware system that allows for operation of multiple shade bands 

(multi-banded shades) by a single chain operator, subject to manufacturer's 

design criteria.  Connectors shall be offset to assure alignment from the first to 

the last shade band. 

5. Provide shade hardware system that allows multi-banded manually operated 

shades to be capable of smooth operation when the axis is offset a maximum of 

6 degrees on each side of the plane perpendicular to the radial line of the curve, 

for a 12 degrees total offset. 

6. Provide positive mechanical engagement of drive mechanism to shade roller 

tube. Friction fit connectors for drive mechanism connection to shade roller tube 

are not acceptable 

7. Provide shade hardware constructed of minimum 1/8-inch thick plated steel or 

heavier as required to support 150 percent of the full weight of each shade. 

8. Drive Bracket / Brake Assembly: 

a. MechoShade Drive Bracket model shall be fully integrated with all 

MechoShade accessories, including, but not limited to: SnapLoc fascia, 

room darkening side / sill channels, center supports and connectors for 

multi-banded shades. 

b. M5 drive sprocket and brake assembly shall rotate and be supported on a 

welded 3/8 inch steel pin. 

c. The brake shall be an over-running clutch design which disengages to 90 

percent during the raising and lowering of a shade.  The brake shall 

withstand a pull force of 50 lbs. in the stopped position. 

d. The braking mechanism shall be applied to an oil-impregnated hub on to 

which the brake system is mounted.  The oil impregnated hub design 

includes an articulated brake assembly, which assures a smooth, non-jerky 

operation in raising and lowering the shades.  The assembly shall be 

permanently lubricated.  Products that require externally applied lubrication 

and or not permanently lubricated are not acceptable. 

e. The entire M5 assembly shall be fully mounted on the steel support 

bracket, and fully independent of the shade tube assembly, which may be 

removed and reinstalled without effecting the roller shade limit 

adjustments. 

9. Drive Chain: #10 qualified stainless steel chain rated to 90 lb. minimum breaking 

strength. Nickel plate chain shall not be accepted. 
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PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, areas, and conditions, with Installer present, for compliance with 

requirements for installation tolerances, operational clearances, and other conditions 

affecting performance. 

1. Proceed with installation only after unsatisfactory conditions have been 

corrected. 

3.2 ROLLER SHADE INSTALLATION 

A. Install roller shades level, plumb, and aligned with adjacent units according to 

manufacturer's written instructions, and located so shade band is not closer than 2 

inches to interior face of glass.  Allow clearances for window operation hardware. 

3.3 ADJUSTING 

A. Adjust and balance roller shades to operate smoothly, easily, safely, and free from 

binding or malfunction throughout entire operational range. 

3.4 CLEANING AND PROTECTION 

A. Clean roller shade surfaces after installation, according to manufacturer's written 

instructions. 

B. Provide final protection and maintain conditions, in a manner acceptable to 

manufacturer and Installer, that ensure that roller shades are without damage or 

deterioration at time of Substantial Completion. 

C. Replace damaged roller shades that cannot be repaired, in a manner approved by 

Architect, before time of Substantial Completion. 

 

 

 

END OF SECTION 12 24 00 


