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INTRODUCTION 

Each LEA must develop an asbestos management plan for school buildings under its 
authority. This plan is to be submitted to the state Governor (or designee), no later than 
October 12, 1988. LEA 's are required to begin implementation of their management plan 
by July 9, 1989 and to complete in stages. A copy of the plan must be available in the 
school administrative offices for viewing by the public. 

A management plan should be used as a guidance document for asbestos control. A brief 
description of the elements of the plan as required by AHERA follows. Other sections of 
the notebook provide detailed information on the various components of the plan. 

Management plans should be considered working documents. They set forth a framework 
for short and long-term actions to be taken by the LEA to protect building occupants. They 
must be kept up to date (e.g., response actions, dates and results of surveillance). 

This survey was performed using non-destructive sampling methods in order to maintain 
the integrity of occupied spaces. Any unknown or suspect materials revealed during 
renovation or demolition of the structure should be tested for asbestos content prior to their 
disturbance. 

The management plan represents the combination of the Inspection Report with a game plan 
for responding to and maintaining the asbestos containing materials. It is a flexible 
document that you can easily update. It is designed on an AHERA format and currently 
exceeds state and federal requirements for managing asbestos materials in commercial 
properties. 

The Management Plan is a document the Owner must continue to use and update. The 
notebook will be an aid for the following activities: 

Identifying and performing initial cleaning 
Scheduling response actions 
Training your personnel 
Maintaining the asbestos containing materials in place 
Leaming to budget for asbestos activities 
Setting building asbestos policies 
Notifying affected parties 
Keeping records 

Remember this plan is not an encyclopedia of all asbestos facts, nor a recitation of the many 
rules affecting asbestos, nor a substitute for training. 

CONCLUSION 

The management plan should provide elaboration on all aspects of the plan. For example, 
in selecting a response action,justification is necessary for the particular choice, rationale 
for its prioritization and explanation of the resources required to implement the response 
should appear in the pian. 

/ 



LOCAL EDUCATION AGENCY (LEA) GENERAL RFSPONSIB1LITIF.S UNDER AHERA 

Pursuant to Section 763.84 and Section 763.93 of the EPA Asbestos in Schoois Regulation (40 
CFR Part 763 ), each management plan must contain a true and correct statement, signed by the 
LEA designated person, that certifies that the general LEA responsibilities have been met. This 
form is provided to assist you in complying with this portion of AHERA. 

LEA Name: West Linn/ Wilsonville School District 
LEA Address: Stafford Rd. West Linn, OR 97068 
Designated Person Name: TimWoodley 
Designated Person Address: Stafford Rd. West Linn, OR 97068 
Phone number: (503)638-9869 

ASSURANCES 

1.. This J\J-IERA manag-ement pian vvas de'vciopcd and has been submitted pt1rsuant to the 
Asbestos Hazard Emergency Response Act of 1986, Public law 99-519; and the United States 
Environmental Protection Agency Rule: Asbestos Containing Materials in Schools, 40 CFR Part 
763; and the undersigned does hereby certify that the LEA has and will ensure the following: 

2. The activities of any persons who perform inspections, reinspections, and periodic 
surveillance, develop and update management plans, and develop and implement response actions, 
including operations and maintenance, are carried out in accordance with Part 763. 

3 .. All custodial and maintenance employees will be properly trained as required in Part 763 and all 
other applicable Federal and/or State regulations (e.g., the Occupational Safety and Health 
Administration Asbestos Standard for Construction, the EPA Worker Protection Rule, or 
applicable State regulations). 

4. All workers and building occupants, or their legal guardians, are informed at least once each 
school year about inspections, response actions, post-response action activities, including periodic 
reinspection and surveillance activities, that are planned or in progress. 

5. All short-term workers (e.g., telephone repair workers, utility workers, or exterminators) who 
may come in contact with asbestos in a school are provided information regarding the locations of 
ACBM and suspected ACBM assumed to be ACM. 

6. All warning labels are posted in accordance with Section 763.95. 

7. All management plans are available for inspection and notification of such availability has been 
provided as specified in the management plan under Section 763.93(g). 

8. The undersigned person designated by the LEA pursuant to Section 763.84(g) (1) has received 
adequate training as stipulated in Section 763.84(g) (2). 

9. The LEA has and will consider whether any conflict of interest may arise from the 
interrelationship among accredited personnel and whether that should influence the selection of 
accredited ~nnel ;o perform activities under Part 763. 

S1gnamre _.{ hv' t ~ Date: If./. i"J 
LE~ DesiQJnateft Person, gursuant to 
40 fFR 763.93(i) and 7~.84 

Page 1 of 1 



INTRODUCTION 

Each LEA must develop an Asbestos Management Plan for school buildings under its authority. 
This plan is to be submitted to the state Governor ( or designee ), no later than October 12, 1988. 
LEA 's are required to begin implementation of their management plan by July 9, 1989 and to 
complete in stages. A copy of the plan must be available in the school administrative offices for 
viewing by the public. 

A Management Plan should be used as a guidance document for asbestos control. A brief 
description of the elements of the plan as required by AHERA follows. Other sections of the 
notebook provide detailed information on the various components of the plan. 

Management plans should be considered working documents. They set forth a framewor,c for 
shorr and long-term actions to be taken by the LEA to protect building occupants. They must be 
kept up to date (e.g., response actions, dates and resuits of surveillance). 

This survey was performed using non-destructive sampling methods in order to maintain the 
integrity of occupied spaces. Any unknown or suspect materials revealed during renovation or 
demolition of the structure should be tested for asbestos content prior to their disturbance. 

The Management Plan represents the combination of the Inspection Report with a game plan for 
responding to and maintaining the asbestos containing materials. It is a flexible document that you 
can easily update. It is designed on an AHERA format and currently exceeds state and federal 
requirements for managing asbestos materials in commercial properties. 

The Management Plan is a document the Owner must continue to use and update. The notebook 
will be an aid for the following activities: 

Identifying and performing initial cleaning 
Scheduling response actions 
Training your personnel 
Maintaining the asbestos containing materials in piace 
Learning to budget for asbestos activities 
Setting building asbestos policies 
Notifying affected parties 
Keeping records 

Remember this plan in not an encyclopedia of all asbestos facts, nor a recitation of the many rules 
affecting asbestos, nor a substitute for training. 

CONCLUSION 

The Management Plan should provide elaboration on all aspects of the plan. For example, in 
selecting a response action, justification is necessary for the particular choice, rationale for its 
prioritization and explanation of the resources required to implement the response should appear in 
the plan. 



The Management Plan is viewed as a planning or working document. It not only sets out a course 
of action for the LEA, but it becomes documentary evidence of progress in implementing asbestos 
control options. Give the cost and financing information contained in the plan, it provides 
guidance on matters such as annual and long-term school budgeting and community tax and bond 
issues. In addition, the Management Plan will help school administrators identify potential 
funding sources to implement their asbestos control program. 

LEA DESIGNATE 
Tim Woodley 

West Linn-Wilsonville School District 3Jt 
22201 S.W. Stafford Road 

Tualatin. OR 97068 

The Local Education Agency Designate is required by the Final Rules to ensure the School's 
continuing compliance with the AHERA requirements. The LE/-\ Designates specific requirements 
:w~ described in 40 CFR Section 763.84 of the Finai Rules. 

SCHOOL ASBESTOS COO RD INA TOR 

As is option, the School may appoint a school asbestos coordinator to ensure compliance within a 
specific school. The coordinator's responsibilities parallel those of the LEA Designate. 



LEA DESIGNATE DOCUMENI'ATION 

The school district must designate and train 
a person to ensure compliance with the 
requirements of Section 763 .84 of the Final 
Rules. The responsibilities of the LEA 
Designate's signature and statement of 
acceptance appears in the last TAB of the 
Management Plan. If the school board or 
superintendent has formally assigned the 
LEA, Designate with a letter, memorandum, 
or similar conveyance, a copy should be 
filed under tliJs Tab. 

The \.Vest Linn-V✓ ilsonville School 
District's Snnerintencient Ro2:er L. Woehl 
acknowledge~ the undersignel Derson to act 
as the LEA Designate thr;ugh~ut the West 
Linn-vVilsonville School District. 

LEA DESIGNATE 

Tim Woodley 
West Linn-Wilson ville School District 3J t 

22210 S.W. Stafford Road 
Tualatin, OR 97062 

(503) 638-9869 

LEA DESIGNA1E TRAINING 

Course Name: 4HeP.A­ DP 
{R-A-! A ( 1 ;J. b 

Training Date: /0 - I .1--/' '1 C1 

Total hours: -----
Description: __________ _ 

LEA DESIGNATE RESPONSIBILITIFS 

Responsibilities are listed in the federal 
register included in this section. 

Page l of 1 



Snmrnarv of Asbestos Containing Building Materials (ACBM) in this 
facilitv. 

This section reflects requirements outlined in 40 CFR 763.85 (vi) (B) (c) (d) and (e) 

The following subsections contain this required information: 

• AHERA General Data Sheet 
• Locations and quantities of Asbestos Containing Building Materials 
• Asbestos location diagrams 
• Consultants cosi esiimaLe~ for asbestos iemoval 

SAMPLE/MA TERIALLOCATIONDIAGRAMS 

As part of the AHERA Asbestos Inspection the locations of samples collected are recorded 
on building diagrams. In addition to the sample locations, specific damage areas are 
recorded where found. The following pages provide the sample location diagrams for the 
School District. These drawings are organized in the same manner as the 
inspection/management plan data, i.e., campus one building one is first. 

The title block contains the specific state, district, campus, and building or code with a 12 
digit number. Next is the 0 District Name, the Campus Name, and finally the Building 
Name. The next block provides the date the drawing was made, the street number and 
finally the drawing number. 

Location of Caution Label: The AHERA regulations require the use of labels indicating the 
presence of Asbestos Containing Building Materials (ACBM). The label is to be placed on 
or near ACBM in routine maintenance areas in all school buildings. When this label is 
applied in the field the inspector identifies its' location on the sample location diagram. On 
the drawing, the label symbol contains information about its placement within the routine 
maintenance area so that it may be readily found by the LEA. The label states the 
following: 

CAUTION 
ASBESTOS. HAZARDOUS. 

DO NOT DISTURB 
WITHOUT PROPER TRAINING 

AND EQUIPMENT 

The presence of sample numbers, crosshatching and damage areas does not mean that all of 
the areas indicated contain asbestos. These location diagrams are a record of the field 
inspection only and are meant to show where samples were taken and what areas may be 
affected if asbestos is present. The detennine which areas are affected, a review of the 
Inspection/Management Plan Data and the Petrographic Results contained in Sections 4 and 
5 should be made. If desired, the location diagrams can be highlighted by the school 
district's asbestos coordinator to indicate the presence of asbestos containing material. 



AHERA GENERAL DATA 
.. SHEET 
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SECTION 01314 
CERTIFICATION OF NO HAZARDOUS MATERIAL 

No final payment shall be made until the Contractor shall file with the Owner, prior to acceptance of the Work, a 
notarized Certification of Compliance in the following fonn: 

****** 

"TO THE BEST OF :MY KNOWLEDGE NO HAZARDOUS MATERlAL IS USED IN THE CONSTRUCTION 
OF THIS PROJECT. MATERIAL SAFETY DATA SHEETS WILL BE PROVIDED AS REQUESTED BY THE 
OWNER FOR ALL MATERlALS WHICH MAY BE QUESTIONED IN THE FUTURE." 

In WITNESS WHEREOF, the undersigned has signed and sealed this instrument this 
Z "UJ.. dayof3'A-,'-l....._A-lt.. Y ,;liJ= 200 \. 

OFFICIAL SEAL 
UNDASAUER 

(Attest~C).</~ NOTARY PUBLIC - OREGON 
(SEAL 1FCORACTOR.ls A CORPORATION) COMMISSION N0 .. 336534 

MY COMMISSi0N EXPIRES JULY 17, 2004 

As determined necessary, evidence of compliance may be required to be submitted with and made a part of this 
Certificate. 

END OF CERTIFICATION OF NO HAZARDOUS MATERIAL SECTION 

ORIGINAL 
~V4 1-10~01 .. +,~.Wtt 

A . H-. e;, ~, P.. ~ ~ (:v1at d "ri,r--xi1,., 

OL•I\-Of 

WEST LINN HIGH SCHOOL - NORTH WING ADDITION 
JUL99 WEST LINN - WILSONVILLE SCHOOL DISTRICT 01314-1 

http:1FCORACTOR.ls
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MODERN BUILDING SYSTEMS, INC. 
" The Smart Choice ... " 

Date: November 16, 1999 

West Linn S.D. 
P.O. Box 35 
West Linn, OR 97068 

Attn: Cindy Hepting 

Re: Modular Classroom Buildings SER# 9924-1A/B/C & SER# 9924-2A/B/C 

MODERN BUILDING SYSTEMS, INC. certifies and warrants that no asbestos or 
asbestos based products are used in the manufacture of our buildings. Also, 
MODERN BUILDING SYSTEMS, INC. uses standard construction materials that 
are approved for their specific use and that to the best of our knowledge meet 
current law on the limits of formaldehyde for that material. 

Sincerely, 

Shelly Beyel 
Sales/Leasing Coordinator 

. 
0.;.r(N-\ Le~, "3-l2iue.-rG 
.A.f-/€iZtJ Mfllrr 7-1'~ '8"'1td'•,n< Wv-/S ~(te- . 

D,sh-;~:f .Mm~ 

y oo/ 

http:J\J.1.0111.Ju
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Oregon Department of Education Office of School District Services 
700 Pringle ParKway SE 
Salem. OR 97310-0290 

AHERA GENERAL PATA SHEET 
West Linn School District Clackamas ~~~ i~¥1 ~~~~~1~;1 1 

lding LEA (District) County 

PO Box JOO West Linn 97068-0100 

Address City Zip Code 

Samuel Nutt (503)638-9869 ( 503) 656-2618 
Building Telephone Number District's Asbestos Telephone Number 

Program Manager 

State __ Public _x_ Private 

CONSTRUCTION DATA 
Before After 

Year Built: 1930 ~ 1930-44 _ 1945-60 _ 1961-75 _ 1975 Actual 1924 

Additions Oates:24:27:55;61;62;63:66 S\ze (Sq. Ft. all floors) 192,654 

Construction Type: Steel_ Hood ..L Concrete_ Masonry_ Other 

-·~of Framing: Steel Wood .1S.. Concrete _ 
,I 

Heating Hot Forced Electric Heat 
System: Steam~ Hater_ Air Baseboard Pump _ Other _ 

Renovation: Yes ~ No _ Year: 86,87 

!JSE AND OCQJPANCX 

Primary Use: School · X Athletic Facility _ Office _ Ha.rehouse _ 

Maintenance Building _ Other (describe) __________ _ 

No. of Occupants: Staff 105 Students 1131 Maint./Custodial Personnel ll 

INSPECTOR* ty.NAGEHENT PLANNER* 
John Newlin 

Business Hall-Kimbrell Business Hall-kimbrel 1 

·· ) 80026 Exp. Date # 80046 Exp. Date ____ _ 

:,,QUrsf Provider _H_a_l _l _-'_K_im_b_r_e __ l_l;;__ _____________________ _ 
•Primary person 1f more than one person. 

Form 581-3111 (7 / 88) RECORDS RETENTION: INDEFINITE 



Oregon Department of Educat\on Office of School District Services 
700 Pringle ParKway SE 

_ Salem, OR 973i0-0290 
"") 

AHERA GENERAL DATA SHEET 
West Linn School District Clackamas _'v) I ;, H :< · - 5 hoP 

Name of School Building LEA (Ohtrict) County 

PO Box I 00 West Linn 97068-0100 

Address C1ty Zip Code 

Samuel Nutt (503)638-9869 -- (503) 656-2618 
Building Telephone Number District's ~sbestos Telephone Number 

Program Manager 

Public _x__ Private State __ 

CONSTRUCTION DATA 
Before After 

Year Built: 1930 _ 1930-44 _ 1945-60 _ 1961-75 ll 1975 Actua 1 1961 

Additions Oates: 1962 S\ze (Sq. Ft. all floors>' 12,764 

Construction Type: Steel Mood_ Concrete g_ Masonry_ Other_ 

''·•'\oof 
·:'; 

Fram\ ng: Stee 1 Hood _g_ Concrete _ 

Heating Hot Forced El ectri C Heat 
System: Steam_ Hater~ Air XX Baseboard Pump _ Other _ 

1987 Renovation: Yes ~ No _ Year: 

tJSE ANO OCQJPANCY 

Primary Use: School _.E.. Athletic F&c111ty _ Office _ Harehouse _ 

Maintenance Building _ Other (describe) 

No. of Occupants: Staff 4 Students 120 Maint./Custodial Personnel -o-

INSPECTOR* MANAGEMENT PLANNER* 
l!-..,, Gary Adler John Newlin !!.4.!!!S:._ ______________ _ Name 
Business Hall~Kimbrell Business Hall-kimbre11 

i 80026 Exp. Date # 80046 Exp. Date ____ _ 

:,-Q.\:1.!.}~ Pr-ov id er Ha 11- Kim b r e:...:1:...:1:...._ _____________________ _ 

*Primary person if more than one person. 

Form 581-3111 (7/88) RECORDS RETENTION: INDEFINITE 



Oregon Department of Education Office of School District Services 
700 Pringle ParKway SE 
Salem, OR 97310-0290 

) AHERA GENERAL DATA SHEET 
West Linn School District _\d( H 2 - ;11 U? r'r BJ J)(, Clackamas 

Name of School Building LEA (District) County 

PO Box 100 West Linn 97068-0100 
Address CHy Z\p Code 

( 503) 656-2618 Samuel Nutt (503)638-9869 

s·u \ 1 d \ ng Te 1 ephone Number D\str1ct's Asbestos Telephone Number 
Program ~anager 

State __ Public ..z_ Private 

CONSTRUCTION DATA 
Before After 

Year Built: 1930 1930-44 _ 1945-60 _ 1961-75 _ 1975 _ Actual 1980 

Additions Oates: N/A Size (Sq. F't. all floors) 12,715 

Construction iype: Steel Hood_ Concrete _ll Masonry_ Other_ 

··"\'oof Framing: Steel _ Hood ..Kl Concrete _ ,, 

Heating Hot Forced Electric Heat 
System: Steam_ Hater_ Air_ Baseboard Pump xx Other 

Renovation: Yes No XX Year: N/A 

!JSE AND OCOJPANCY 
. 

Primary Use: School 1J... Athletic Facility _ Office _ Warehouse _ 

Maintenance Building _ Other (describe) __________ _ 

No. of Occupants: Staff _§_ Students 120 Maint./Custodh.l Personnel -0-

INSPECTOR* MANAGEMENT PLANNER* 
u--- Gary Adler John Ne'l,,')lin !l.4.!!!L_. ______________ _ Hame 
Business Hal 1-Kimbrell Business Hall-kimbrell 

) 80026 Exp. Date ____ _ # 80046 Exp. Date ____ _ 

rQ.Y.!.H Prov\ d er Ra 11-K i mb r e:..:1:..:1=------------------------­
• Primary person if more than one person. 

Form 581-3111 (7/88) RECORDS RETENTION: INDEFINITE 
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Oregon Department of Education Office of School District Services 
700 Pringle ParKway SE 
Salem, OR 97310-0290 

AHERA GENERAL PATA SHEET 

_ bl LH.S- .Yrt·~sf:9.x · West Linn School District Clackamas 
Name of School Bu\ lding LEA CD1str1ct) County 

PO Box JOO West Linn 97068-0100 

Address City Z\p Code 

(503) 656-2618 Samuel Nutt (503)638-9869 

Building Telephone Humber 01str1ct's Asbestos Telephone Number 
Program Manager 

Publ\c ...z_ Private State 

COHSTRUCTION DATA 
Before After 

Year Built: 1930 _ 1930-44 _ 1945-60 _ 1961-75 _ 1975 Actua 1 1986 

Additions Dates: N/A Size (Sq. Ft. all floors) 578 

Construction Type: Steel Hood I!:_, Concrete_ Masonry~ Other_ 

~oof Framing: Steel Wood_ Concrete _ 
. ; 

_.f' 

Heating Hot Forced Electric Heat 
System: Steam_ Hater_ Air Baseboard Pump _ Other NONE 

- N/A Renovation: Yes No XX Year: 

VSE AHO OCQJPANCY 

Primary Use: School _ Athletic Facility XX Office _ Harehouse _ 

Maintenance Building _ Other (describe) 

-0-No. of Occupants: Staff -0- Students -O- Maint./Custodill Personnel 

INSPECTOR* MANAGEMENT PLANNER* 
!!_~Gary Adler .Tnhn N<>t.11.; n Name 
Business Hall-Kimbrell Business Hall-kimbrell 

) 80026 Exp. Date ____ _ , 80046 Exp. Date ____ _ 

Q!J.ll~ Prov i de r ~R.:.a.:.1.:.1-_K:.:.:.;i m::_b:::,_r:.,_:e~...:l~l::.._ _____________________ _ 

*Primary person if more than one person. 

Form 581-3111 (7/88) RECORDS RETENTION: INDEFINITE 

7 
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Oregon Department of Education Office of School District Services 
700 Pr\ng1e Par~way SE 
Salem, OR 97310-0290 

;) __________ ..l.!AwHE...uRAu-.G .... EN ... E..,..RA...,.L._Dx:.A.u.I.:.i.A _.Su.H-..EE .... I _________ _ 

West Linn School District Clackamas W:LHS- b :1rq.3i" 
Name of School-....Building LEA CD1strict) County 

PO Box JOO West Linn 97068-0100 

Address C1ty Z\p Code 

Samuel Nutt (503)638-9869 (503) 656-2618 
s·ui lding Telephone Number District's Asbestos Telephone Number 

Proaram ManaaPr 
. ., - -· - <ii - . 

Public _x_ Private Sta.te _ 

CONSTRUCTION DATA 
Before After 

Year Built: 1930 _ 1930-44 _ 1945-60 _ 1961-75 _ 1975 E Actual 1987 

Additions Oates: N/A S\ze (Sq. Ft. all floors) 960 

Construction Type: Steel Wood XX Concrete_ Masonry_ Other 

""7,,of Framing: Steel_ Hood 2,L Concrete _ 
;,;) 

Heating Hot Forced Electric Heat 
System: Steam_ Hater_ Air Baseboard Pump Other NONE 

Renovation: Yes No _xx Year: N/A 

!JSE AHO OCQJPANCY 

Primary Use: School _ Athletic Facility _ Office _ Harehouse xx 

Maintenance Building ..£ Other (describe) __________ _ 

-0-No. of Occupants: Staff -0- Students -0- Maint./Custodial Personnel 

INSPECTOR* MANAGEMENT PLANNER* 
r.,,.,." Adler !t~-----·_.1 ____________ _ John Newlin Name 

Business Hall-Kimbrell Business Hall-kimbrell 

- )80026 Exp. Date ____ _ 11..f__,;;,8...;.o...;.0_4.;..6 __ Exp. Date ____ _ 

~Q.ill~ Provider H_a_l_;_,l_-.:.:K..:.i.::m.::.b.:..r:e_,:_l ,:_l ______________________ _ 

*Primary person if more than one person. 

Form 581-3111 (7/88) RECORDS RETENTION: INDEFINITE 



-----

Oregon Department of Education Office of School District Services 
700 Pr1ng1e ParKway SE 
Salem, --, OR 97310-0290 
J AHERA GENERAL DATA SHEET 

.wLH~ - C0v1<~½i0n 
Name of School Building 

West Linn School 
LEA (District) 

District Clackamas 
County 

PO Box I 00 West Linn 97068-0100 

Address C1ty Zip Code 

-· (503)656-2618 
Bu11dtng Telephone Number 

Samuel Nutt 

01str1ct's Asbestos 
Program Manager 

(503)638-9869 

Telephone Number 

Public ...z_ Private State 

CONSTRUCTION DATA 
Before After 

1987 Year Built: 1930 _ 1930-44 _ 1945-60 _ 1961-75 _ 1975 Actual 

Additions Oates: N/A Size (Sq. Ft. all floors) 178 

Construction Type: Steel Wood_ Concrete .1J... Masonry_ Other_ 
··c,•:~ 

JOOf Framing: Steel Hood A Concrete _ 
,•· 

Heating Hot Forced El ectr1 C Heat 
System: Steam_ Hater_ Air Baseboard Pump _ Other NONE 

N/A Renova ti on: Yes No _E_ Year: 

USE AND OCQJPANCY 

Primary Use: School _ Athletic Facility __xx Office _ Ha.rehouse _ 

Maintenance Building _ Other (describe) __________ _ 

No. of Occupants: Staff ...:Q- Students -0- Maint./Custodial Personnel -0-

INSPECTOR* MANAGEMENT PLANNER* 
., ___ Gary Adler John Ne-wlin !lct!DL_ ______________ _ Name 
Business Hall-Kimbrell Business Hall-kimbrell 

) 80026 Exp. Date # 8004 6 Exp. Date ____ _ 

.:,,Q.Urs~ Prov\ der Ra 11-K i mb r e:...:l:..;;l;__ _____________________ _ 

*Primary person if more than one person. 

Form 581-3111 (7/88) RECORDS RETENTION: INDEFINITE 



OREGON DEPARTMENT OF EDUCATION Otfiat of School D1str1ct Serv•ces 
700 Pringle Pamway SE 378-6964 
Salem, Oregon 97310-0290 

SUMMARY DATA SHEET 

Facility Name and Address ____ 1 \f\.u.D..J---Hl.4,.L.,13~l~ll-)..:;,-....,C,.J,(/iJ;.J.:Q~a-4-{ ____________ _ W..ir-;.e_~~t--..J.L~

PreparerNameandPhoneNo. Kathy Cameron (913) 865-9455 Date ~ /Z1/FCJ 

AHERA 
Damage Category 

1. Damaged or significantly 
damaged TS! ACM 

2. Damaged friable 
surfacing ACM 

3. Significar1tty damaged 
triable surfacing ACM 

4. Damaged or significanUy 
damaged friable miscel­
laneous ACM 

5. ACBM with potential for 
damage 

n. ACBM with potential for 
significant damage 

7. Other friable ACBM, or 
triable suspected 
ACBM 

8. Nonfriable ACBM, or 
nonfriable suspected 
ACBM 

• iotai ACBM Ft 2 

(Total 1 through 8) 
LF. 

Total Friable ACBM Ft 2 

(Total 1 through 7) 
LF. 

Type of Asbestos-Containing Building Materials (ACBM) 

Surfacing 
Thermal System Insulation (TSI) 

Lineal FNt Square Ffft 
Mlscellaneou s 

Z.15"3\ 

h091- 157 OZS5 



. . .·. . . . 

• •··i LOc;.ATIONS & 
· .. ·· ....•. QUANTITIES OF 

... ASBESTOS 
CONTAINING BUILDING 

... ·. MATERIALS 
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02/16/90 AHEl!A COMPLIANCE PROGRAM 

West Linn S.D. 3JT 
37-0050 Inspected By: Gary Adler 

CAMPUS 001 - West Linn High School Certitication #: HK80026 St: KS 
BUILDING 001 - West Linn High Main Bldg. State Cert If,: St: 
Inspection Dates: 07/18/88 to 07/14/89 Gross Sguara Ft: 217,700 

* * * INSPECTION RESULTS UNIFIED SJ\MPLING AREA NUMBER - 03 * * • 

SYSTEM: Low Pr. Steam LOCATION: TYPE OF MATERIAL: Pipe Covering 
All Floors in Building 

DAMAGE CATEGORY: REASON for DAMAGE CATEGORY: POTEN'l'IAL P'OR DISTURBANCE: SAMPLE# %ASB 
ACBM with Potential for Damage The material is observed to ba in Slight 64 55 

good condition. 65 60 
66 60 

MATERIAL QU.1\NTITIES REMOVAL COST REPLACEMENT COSTS TOTAL COSTS 

150 l"t. 4 In. O.D. $1,338 $837 $2,175 
965 Ft. 6 In. O.D. $12,526 $7,826 $20,352 

1133 l"t. 8 In. O.D. $16,032 $11,455 $27,487 

~ TOTAL $50,014 

-MANAGEMENT PLAN RECOMMENDATION- -
RECOMMENDED RESPONSE ACTION: PRIORITY: PREVENTIVE MEASURES: 
Or.M Maintain,IMonitor 3 See Part I and Or.M Code: OMA 

LEA RESPONSE: RESPONSE ACTION SCHEDULE 
ACTION ELECTION: -------- I ---------

Same as reco11m1ended START DATE I COMPLETION DATE 
I 

COMMENTS: Summer 1989 f Ongoing 
I 

****••··························••*****************•-·-·-·-··---.-.-.-.-.-.-.-.-.-.-.-.-.-.. -.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.. -.-.-.-.-.-.-.-.-.. -.-.-.-.-.-.-.-.-.-.-.-.-.-. 

*•*INSPECTION RESULTS UNIFIED SAMPLING AREA NUMBER - 04 * * * 

SYSTEM: Low Pr. Steam LOCATION: TYPE 01" MATERIAL: MJP on Pipe Covering 
All Floors in Building 

DAMAGE CATEGORY: REASON for DAMAGE CATEGORY: POTENTIAL FOR DISTURBANCE: SAMPLE!t %.A.SB 
ACBM with Potential for Damage The material is observed to be in Slight 67 40 

good condition. 68 so 
69 60 
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02/16/90 AllERA COMPLIANCE PROGIU\M 

West Linn S.D. 3JT 
37-0050 Inspected By: Gary Adler 

CAMPUS 001 - West Linn High School Certification I: HK80026 St: KS 
BUILDING 001 - West Linn High Main Bldg. State Cert ll: St: 
Inspection Dates: _07/18/88 to 07/14/89 Gross Square Ft: 217,700 

MATERIAL QUANTITIES REMOVAL COST REPLACEMENT COSTS TOTAL COSTS 

212 4 In. 0. D. $5,955 $3,309 $9,264 
180 6 In. 0. D. $6,962 $4,090 $11,052 
159 8 In. 0. D. $7,653 $4,500 $12,153 

AREA TOTAL $32,469 

- -MANl\GEMENT PLAN RECOMMENDATION­
RECOMMENDED RESPONSE 
O&M Maintain/MOnitor 

ACTION: PRIORITI: 
3 

PREVENTIVE MEASURES: 
See Part I and Or.M Code: OMA 

LEA RESPONSE: 
AcrION ELECTION: 

Same as recommended 
,--
I 

----
START 

RESPO

DATE 

NSE ACTION SCHEDULE 
I 
I COMPLETION DATE 

COMMENTS: 
I 
I Swnmer 
I 

1989 
I 
I 
I 

Ongoing 

****************************************************************************************••-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-. 

* * * INSPECTION RESULTS UNIFIED SAMPLING AREA NUMBER - OS * * * 

SYSTEM: Dom. Hot Water LOCATION: TYPE.OF MATERIAL: Pipe Covering 
All Floors in Building 

Dl\MAGE CATEGORY: REASON for DAMAGE CATEGORY: POTENTIAL FOR DISTURBANCE: SAMPLE# %ASB 
ACBM with Potential for Damage The material is observed to be in Slight 70 45 

good condition. 71 50 
72 50 

MATERIAL QUANTITIES REMOVAL COST REPLACEMENT COSTS TOTAL COSTS 

1766 Ft. 4 In. O.D. $15,753 $9,854 $25,607 

AREA TOTAL $25,607 

- - - - - - - - - - - - - - - - -MANAGEMENT PLAN RECOMMENDATION-
RECOMMENDED RESPONSE ACTION: PRIORITY: PREVENTIVE MEASURES: 
O&M Maintain/Monitor 3 See Part I and O&M Code: OMA 

LEA RESPONSE: 
ACTION ELECTION: --------

RESPONSE ACTION SCHEDULE 
I ---------

Same as recommended ST ART DATE I COMPLETION DATE 

COMMENTS: summer 1989 
I 
I ongoing 
I ················································~··•~*~*~*~*~*~*~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~*~*~*"""**~.~.-.~.~.~.~.-.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~. 
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02/16/90 

West Linn S.D. 3JT 
37-0050 Inspected By: Gary Adler 

CAMPUS 001 - West Linn High School Certification f: HK80026 St: KS 
BUILDING 001 - West Linn High Main Bldg. State Cert f: St: 
Inspection Oates: 07/18/88 to 07/14/89 Gross Square P't: 217,700 

* * * INSPECTION RESULTS UNIFIED SAMPLING AREA NUMBER - 06 * • * 

SYSTEM: Dom. Hot Water LOCATl:ON: TYPE OP' MATERIAL: MJP on Pipe Covering 
All Floors in Building 

DAMAGE CATEGORY: REASON for DAMAGE CATEGORY: POTENTIAL P'OR DISTURBANCE: S1'MPLEll 'lsASB 
ACBM with Potential for Damage The material is observed to be in Slight 73 50 

good condition. 74 so 
75 60 

MATERIAL QUANTITIES REMOVAL COST REPLACEMENT COSTS TOTAL COSTS 

360 4 In. O. D. $10,112 $5,620 $15,732 

AREA TOTAL $15,732 

- - - - - - - - - - - - - - - - -MANAGE1'!Em' PLAN RECOMMENDATION- -
RECOMMENDED RESPONSE ACrION: PRIORITY: PREVENTIVE MEASURES: 
O&M Maintain/MOnitor 3 See Part I and O&M Code: OMA 

LEA RESPONSE: 
ACTION ELECTION: --------

RESPONSE ACTION SCHEDULE 
I ---------

Same as recommended START DATE I COMPLETION DATE 

COMMENTS: summer 1989 
I 
I ongoing 
I **********************************••················-·~-~.~ •• ~.~.~.~.~.~.~.~.~.~.~.~.~.~ •• ~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~ • ..,. •• ~.~.~.~.~ •• ~.~.~.~.~.~.~.~.~.~.~.~.~.~.-.~.~.-. 

***INSPECTION RESULTS UNIFIED SAMPLING AREA NUMBER - 07 * * * 

SYSTEM: Dom. Cold Water LOCATION: 
All Floors in Building 

TYPE OP' MATERII\L: Corrugated Pipe Covering 

DAMAGE CATEGORY: 
ACBM with Potential for Damage 

REASON for DAMAGE CATEGORY: 
The material is observed to be in 
good condition. 

POTENTIAL FOR 
Slight 

DISTURBANCE: S.l\MPLE# 
76 
77 
78 

%ASB 
30 
30 
30 
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02/16/90 AHEBA COMPLIANCE PROGRAM 

West Linn s .D. 3JT 
37-0050 Inspected By: Gary Adler 

CAMPUS 001 - West Linn High School Certification jl: HK80026 St: KS 
BUILDING 001 - West Linn High Main Bldg. State Cert ll: St: 
Inspection Dates: 07/18/88 to 07/14/89 Gross Square Ft: 217,700 

MATERIAL QUANTITIES REMOVAL COST REPLACEMENT COSTS TOTAL COSTS 

933 Ft. 4 In. O.D. $8,322 $5,206 $13,528 

AREA TOTAL $13,528 

-
RECOMMENDED 

- - - - - - - - -
RESPONSE ACTION: 

- - - - - -MANAGEMENT PLAN RECOMMENDATION-
P.iuOJUT"i: 

- - - - - - - - - - - -
,,,,..,.......,.,.Tm:! ME_l>,,C:t!RES : 

O&M Maintain/MOnitor 3 See Part I and O«M Code: OMA 

LEA RESPONSE: 
ACTION ELECTION: --------

RESPONSE ACTION SCHEDULE 
I ---------

Same as recommended START DATE I COMPLETION DATE 

COMMENTS: Summer 1989 
I 
I ongoing 

.,..,..,..,..,.~,.,..,.~.....,..,.,..,=~~..,..,..~..,..,...,..,.,,.,.I _________ _ 
**************~~************************************************************************************************** 

*•*INSPECTION RESULTS UNIFIED SAMPLING AREA NUMBER - 08 • * • 

SYSTEM: Dom. Cold Water LOCATION: TYPE OF MATERIAL: MJP on Corr. Pipe Cover 
All Floors in Building 

DAMAGE CATEGORY: REASON for DAMJ\GE CATEGORY: POTENTIAL FOR DISTURBANCE: SAMPLE# %ASB 
ACBM with Potential for Damage The material is observed to be in Slight 79 so 

good condition. BO 50 
81 so 

MATERIAL QUANTITIES REMOVAL COST REPLACEMENT COSTS TOTAL COSTS 

202 4 In. o. O. $5,674 $3,153 $8,827 

AREA TOTAL $8,827 

-MANAGEMENT PLAN RECOMMENDATION- - - - - - - - - - - - - -
RECOMMENDED RESPONSE ACTION: PRIORITY: PREVENTIVE MEASURES : 
O&M Maintain/Monitor 3 See Part I and O&M Code: OMA 

LEA RESPONSE: RESPONSE ACTION SCHEDULE 
-------- I ---------ACTION ELECTION: 

Same as recommended START DATE I COMPLETION DATE 
I 

COMMENTS: summer 1989 I Ongoing 
.,...,...,..,..,....,..,...,..,...,..,..,....,..,...,.,...,....,..,,..,..,...,..,..,...,..,-e--:-'"'""'".,..,....,..,..,...,..,..I _________ _ 

************.***************************************************************************************************** 
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02/16/90 MIERA COMPLIANCE PROGMM 

West I.inn s.o. 3.JT 
37-0050 Inspected By: Gary Adler 

Cl\MPUS 001 - West Linn High School certification ll: HK80026 St: KS 
BUILDING 001 - West Linn High Main Bldg. State Cert ll: St: 
Inspection Dates: 07/18/88 to 07/14/89 Gross Square Ft: 217, 700 

***INSPECTION RESULTS UNIFIED SI\MPLING AREA NUMBER - 09 * * * 

SYSTEM: Ceiling Matl. LOCATION: TYPE OF MATERIAL: Drop or Lay-in Panel 
All Floors in Building 

DAMAGE CATEGORY: REASON :for DAMJ\GE CATEGORY: POTENTIAL FOR DISTURBANCE: SAMPLE!! %ASB 
N/A N/A N/A 82 0 

MATERIAL QUANTITIES REMOVAL COST REPLACEMENT COSTS TOTAL COSTS 

64000 Square Feet 

AREA TOTAL $0 

- - - - -Ml'.NAGEMENT PLAN RECOMMENDATION­
RECOMMENDED RESPONSE ACTION: PRIORITY: PREVENTIVE MEASURES : 

N/A 0 See Part I and O&M Code: 

LEA RESPONSE: 
ACTION ELECTION: 

RESPONSE ACTION SCHEDt.n;.E 
-------- I --------

START DATE I COMPLETION DATE 
I 

COMMENTS: N/A I N/A 
I 

********************************************••······-·-·-·-·-··-·-·-·-·-·-·-·-·-·-·-·-·-·-·-·-·-·-··-·-·-·-·-·-·-·-·-·-·-·-··-·-·-·-·-·-·-·-··-·-·-·-·-·-·-·-·-·-·-·-·-·-·· 

***INSPECTION RESULTS UNIFIED SI\MPLING AREA NUMBER - 10 * * * Renovated 1966 

SYSTEM: Ceiling Matl. LOCATION: TYPE OF MATERIAL: Acoustical Tile (lxl) 
First Floor 

DAMAGE CATEGORY: REASON for DAMAGE CATEGORY: POTENTIAL FOR DISTURBANCE: S1\MPLEll %ASB 

N/A N/A N/A 83 0 
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02/16/90 AHEM. COMPLIANCE PROGRAM 

West Linn S.D. 3.JT 
31-0050 Inspected By: Gary Adler 

CAMPUS 001 - West Linn High School Certification I: HK80026 St: KS 
BUILDING 001 - West Linn High Main Bldg. State Cert#: St: 
Inspection Dates: 07/18/88 to 01/14/89 Gross Square P't: 217,100 

MATERIAL QUJ\NTITIES REMOVJ\L COST REPLACEMENT COSTS TOTAL COSTS 

10000 Square Feet 

AREA TOTAL $0 

- - - - - - - - - - - - - - - - -MANAGEMENT PLAN RECOMMENDATION-
RECOMMENDED RESP0NSE ACTION: PREVENTIVE MEASURES: 
N/A 0 See Part I and Oi<M Code: 

LEA RESPONSE: RESPONSE ACTION SCHEDULE 
------- I --------ACTION ELECTION: 

s TART DATE I COMPLETION DATE 
I 

COMMEN?S: N/A I N/A 
I 

****************************************************~.-.-.-.-.-.-.-.-.-.-.-.-.-.-*-*-.-.-.-.-.-.-.-.-.-.-.-.-.-.-*-.-.-.-.-. ..,.. •• -.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.--. 

***INSPECTION RESULTS UNIFIED SAMPLING AREA NUMBER - 11 * * * 

SYSTEM: surfacing Mat. LOCATION: TYPE OP' MATERIAL: Acoustical/Thermal Plaster 
First Floor 

DAMAGE CATEGORY: REASON for DN11.GE CATEGORY: POTENTIAL P'OR DISTUR!l1'NCE: SAMPLEf %ASS 
Damaged or significantly The material has undergone a High 84 10 
damaged thermal system noticeable degree of contact 85 15 
insulating ACM. damage. 86 10 

87 10 
88 10 
89 25 
90 15 
91 15 
92 20 
93 15 
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02/16/90 AHE:RA COMPLIJ\NCE PROGRAM 

West Linn S. D. 3JT 
37-0050 Inspected By: Gary Adler 

CAMPUS 001 - West Linn High School Certification i: HK80026 St: KS 
BUILDING 001 - West Linn High Main Bldg. State Cert ll: St: 
Inspection Dates: Oi/18/88 to Oi/14/89 Gross Square Ft: 2li,i00 

MATERI.AL QUANTITIES REMOVAL COST REPLACEMENT COSTS TOTAL COSTS 

21531 Square Feet $371,625 $57,488 $429,113 

$429,113 

- -~EMENT PLAN RECOMMENDATION- - - - - - - - - - - - -
RECOMMENDED RESPONSE ACTION: P!lEVl';NTl:VE MEASURES: 

Repair and or.M 1 See Part I and Or.M Code: OMD 

LEA RESPONSE: RESPONSE ACTION SCHEDULE 
-------- I ---------ACTION ELECTION: 

Same as recommended START DATE I COMPLETION DATE 
I 

COMMENTS: Summer 1989 I Ongoing 
I 

****************************************************~.--.-.*-.*-..--.--.--.--.--.-..-..--.-..-..--.--.-..--.-.*-.*-.*-.*-.*-.*-.*-.*-.*-.*-.*-.*-.*-.*-.*-.*-.*~**~*-.*-.*-.*-.*-.*-.*-.*-.*-.*-.*-.*-.*-.*-.*-.*-.*-.*-.*-.*-.*-.*-.*~* 

***INSPECTION RESULTS UNIFIED SAMPLING AREA NUMBER - 97 * * * 

SYSTEM: Floor Matl. LOCATION: 
All Floors in Building 

TYPE OF MATERIAL: Vinyl Floor Tile 

DAW.GE CATEGORY: 
ACBM with Potential for Damage 

MATERIAL QUANTITIES 

REASON for ~E CATEGORY: 
The mat•~ial is observed to be in 
good condition. 

REMOVAL COST 

POTENTIAL FOR 
Slight 

REPLACEMENT COSTS 

DISTURBANCE: SAMPLEll 
47 

TOTAL COSTS 

%ASB 
9 

50000 Square Feet $168,500 $128,000 $296,500 

$296,500 

- - - - - - - - - - - - - - - - -MANAGEMENT PLAN RECOMMENDATION- - - - - - - - -
RECOMMENDED RESPONSE ACTION: PRIORITY: PREVENTIVE MEASURES: 

Or.M Maintain;Monitor 3 See Part I and O&M Code: OMI, OMZ 

LEA RESPONSE: 
ACTION ELECTION: -------

RESPONSE ACTION SCHEDULE 
I 

Same as recommended START DATE I COMPLETION DATE 

COMMENTS: Summer 1989 
I 
I Ongoing 
I 

****************************************************~.-..--.--.--.--.--.--.--.--.--.--.-..-..-..-..-..-..-..~.--.-..-..~.-..-..~.-..--.--.--.--.--.--.--.--• ....,.. •• ~.--.--.--.--.--.-..--.--.-..--.--.-..-..-..-..-..-..-..-..-..-..-..~. 
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02/16/90 AHERA COMPLIANCE PROG:RAM 

West Linn s.o. 3.JT 
37-0050 Inspected By: Gary Adler 

c:Afll'US : 001 - West Linn High School Carti~ication 11: HK80026 St: KS 
BUILDING: 001 - West Linn High Main Bldg. State Cert f: St: 
Inspection Oates: 07/18/88 to 07/14/89 Gross Square l"t: 217,700 

• • • INSPECTION RESULTS UNIFIED SAMPLING AREA NUMBER - 98 • * • 

SYSTEM: Non-Friable LOCATION: TYPE OF MATERIAL: Transite Siding 
All Floors in Building 

DAMAGE CATEGORY: REASON for DAMAGE CATEGORY: POTENTIAL FOR DISTURBANCE: SAMPLE!! 'l;ASB 
ACBM with Potential for Damage The material is observed to be in Slight Assumed 

good condition. 

MATERIAL QUANTITIES REMOVAL COST REPLACEMENT COSTS TOTAL COSTS I 
I 

400 square Feet $2,860 $2,044 $4,904 I 
1· 

AREA TOTAL $4,904 I 
I 

-Ml'INAGEMENT PLAN RECOMMENDATION- - - - - - - - - - - - - -
RECOMMENDED RESPONSE ACTION: PRIORITY: PREVENTIVE MEASURES : 
O&M MaintainjMonitor 3 See Part I and Of<M Code: OMZ 

________ RESPONSE ACTION SCHEDULE LEA RESPONSE: 
I --------ACTION ELECTION: 

Sam• as recommended START DATE I COMPLETION DATE 
I 

COMMENTS: Summer 1989 I ongoing 

---------------'--..-.------... ****************************************************************************************************************** 

*•*INSPECTION RESULTS UNIFIED SAMPLING AREA NUMBER - 99 * * * 

SYSTEM: Floor Matl. LOCATION: TYPE OF MATERIAL: Vinyl Floor Tile 
All Floors in Building 

DAMAGE CATEGORY: REASON for DAMAGE CATEGORY: POTENTIAL l"OR DISTURBANCE: SAMPLE11. 'l;ASB 
ACBM with Potential for Damage The material is observed to be in Slight 46 10 

good condition. 
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--------- -----

02/16/90 AIIEllA COMPLIANCE PROGRAM 

west Linn S.D. 3JT 
37-0050 Inspected By: Gary Adler 

CAMPUS 001 - West Linn High School Certification#: HK80026 St: KS 
BUILDING 001 - West Linn High Main Bldg. State Cert#: st: 
Inspection Dates: 07/18/88 to 07/14/89 .Gross Square Ft: 217,700 

MATERIAL QWWTITIES .REMOVAL COST REPLACEMENT COSTS TOTAL COSTS 

86055 Square Feet $290,005 $220,301 $510,306 

AREA TOTAL $510,306 

- -MANAGEMENT PLAN RECOfflmNDATION-

I..,..,...'"""'".,--,..,..,.. _ 

RECOMMENDED RES.PONS~ A..-r4u~: 
O&M Maintain;Monitor 3 

PREVENTIVE MEASURES: 
See Part I and O&M Code: OMI, O.MZ 

LEA RESPONSE: 
ACTION ELECTION: 

Same as recommended 

COMMENTS: summer 

ST ART 

1989 

RESPO

DATE 

NSE ACTION SO!EDULE 
I -----
I COMPLETION 
I 
f Ongoing 

DATE 

_______________ __,..,..,..,..,..,..,..,..,..,. 
****************************************************************************************************************** 
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AHERA COMPLIANCE PROGRAM 
*** BOILER ROOM SUl'lMARY *** 

West Linn s .D. 3.JT 
CTIMPUS 001 - West Linn High School 37-0050 Inspected By: Gary Adler 
BUILDING 001 - West Linn High Main Bldg. Certification#: HK80026 St: KS 
BOILER RM: l State Cert#: St: 

BOILER 

DAMAGE CATEGORY: 
ACBM with Potential for Damage 

REASON for DAMAGE CATEGORY: 
The material is observed to be 
good condition. 

in 
POTENTIM. FOR DISTURBANCE: 

Slight 

\ASB* SYSTEM ID LOCATION MATERIAL DESCRIPTION MATERIAL QUANTITY 

50% Mech. Insul. N BOILER E SIDE 
50% Mech. Insul. N BOILER E SIDE 

0% Mech. Insul. N BOILER E SIDE 
40% Mech. Insul. s BOILER E SIDE 
45% Mech. Insul. S BOILER E SIDE 
45% Mech. Insul. S BOILER E SIDE 
40% Mech. Insul. DHW TlWK E SIDE 
50% Mech. Insul. OHW TlWK E SIDE 
45% Mech. Insul. OHW TANK E SIDE 
30% Miscellaneous GASKET ON Bl E SIDE 

Boiler;'rank Insulation 
Boiler;'rank Insulation 
Boiler;'rank Insulation 
Boiler;'rank Insulation 
Boiler;'rank Insulation 
Boiler/rank Insulation 
Boiler;'rank Insulation 
Boiler/rank Insulation 
Boiler/rank Insulation 
Gasket 

600 Square Feet 

600 square Feet 

300 Square Feet 

4 Square Feet 

- - - - - - -MANAGEMENT PLAN RECOMMENDATION- - - - - - - - - - - - - - - - - - - - - -
PRIORIT.l: PREVENTIVE MEASURES: 

3 See Part I and 0'1i Code: OMZ 

RESPONSE ACTION SCHEDULE 
-------- I ---------

START DATE I COMPLETION DATE 

I 

- - - - - - - - - - - -

LEA RESPONSE: 
ACTION ELECTION: 

Same as recommended 

LEA COMMENT: Summer 1989 I Ongoing 
I 

****************************************************-.-.-.-.-.~.~ •• ~.~.~.~.~.~.~.~.~.-.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~ •• ~.~.~.~.~.~ •• ~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~ •• 
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02/16/90 MERA COMPLIJ\NCE PROGRAM 
*** BOILER ROOM SUMMARY "** 

West Linn S.D. 3.JT 
CAMPUS 001 - West Linn High School 37-0050 Inspected By: Gary Adler 
BUILDING 001 - West Linn High Main Bldg. Certification#: HK80026 st: KS 

BOILER RM: l stat• cert i: st: 

JOINTS 

DAMAGE CATEGORY: REASON for DAMAGE CATEGORY: POTENTIAL FOR OISTU'RBANCE: 
ACBM with Potential tor Damage The material is observed to be in Slight 

good condition. 

SMP %A.SB* SYSTEM ID LOCATION MATERIAL DESCRIPTION MATERIAL QUANTITY 

50 45\ Low Pr. Steam BETWEEN BOILER U.2 E SIDE MJP on Pipe covering 39 6 In. o. D. 
50 45\ Low Pr. Steam BETWEEN BOILER lf.2 E SIDE MJP on Pipe Covering 25 10 In. O. D. 
50 45\ Low Pr. Steam BETWEEN BOILER 1&2 E SIDE MJP on Pipe covering 30 12 In. o. D. 
50 45% Low Pr. Steam BETWEEN BOILER U.2 E SIDE MJP on Pipe Covering 25 14 In. o.o. 
52 25% Dom. Hot Water BETWEEN BOILER 1&2 E SIDE MJP on Corr. Pipe Cover 35 4 In. o. D. 
52 25\ Dom. Hot Water BETWEEN BOILER 1 f.2 E SIDE MJP on Corr. Pipe Cover 22 6 In. o. o. 
54 0% Dom. Cold Water BETWEEN BOILER 1&2 E SIDE MJP on Corr. Pipe cover 50 4 In. o. o. 
54 0% Dom. Cold Water BETWEEN BOILER lf.2 E SIDE MJP on Corr. Pipe cover 22 6 In. o. D. 

- -MANAGEMENT PLAN RECOMMENDATION- - - - - - - -
RECOMMENDED RESPONSE ACTION: PRIORITY: PREVENTIVE MEASURES : 
Of.M Maintain;Monitor· 3 See Part I and Of.M Code: OMA 

LEA RESPONSE: RESPONSE ACTION SCHEDULE 
-------- I ---------ACTION ELECTION: 

same as recommended START DATE I COMPLETION DATE 
I 

COMMENT: Summer 1989 I Ongoing 

.,..,...,..,...,..,..,..,.,,..,..,..,...,...,..,...,..,..,..,..,..,..,...,..,...,..,.,,..,..,..,..,.~.,...,...,.-e''----------­
****************************************************************************************************************** 
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02/16/90 AHERA COMPLIANCE PROGRAM 
*** BOILER ROOM SUMMARY ••• 

West Linn s .D. 3JT 
CAMPUS 001 - West Linn High School 37-0050 Inspected By: Gary Adler 
BUrtI>ING 001 - West Linn High Main Bldg, Certification I: HK80026 St: KS 
BOILER RM: 1 State Cert#: st: 

PIPING 

DAMAGE CATEGORY: REASON for D11M11GE CATEGORY: POTENTIAL FOR DISTURBANCE: 
ACBM with Potential for Damage The material is observed to be in Slight 

good condition. 

SMP %ASB'" SYSTEM rD LOCATION MATERIAL DESCRIPTION MATERIAL QU.I\N'l'ITY 

49 45% Low Pr. Steam BETWEEN BOILER 1&2 E SIDE Pipe Covering 150 Ft. 6 In. O.D. 
49 45% Low Pr. Steam BETWEEN BOILER 1&2 E SIDE Pipe covering 100 Ft. 10 In. 0.0. 
49 45% Low Pr. Steam BETWEEN BOILER 1&2 E SIDE Pipe Covering 130 Ft. 12 In. 0.0. 
49 45% Low Pr. Steam BETWEEN BOILER 1&2 E SIDE Pipe Covering 50 Ft. 14 In. O.O. 
51 6% Dom. Hot Water BETWEEN BOILER 1&2 E SIDE Corrugated Pipe Covering 110 Ft. 4 In. O.D. 
51 6% Dom. Hot Water BETWEEN BOILER 1&2 E SIDE Corrugated Pipe Covering 75 Ft. 6 In. O.D. 
53 6% Dom. Cold Water BETWEEN BOILER 1&2 E SIDE Corrugated Pipe covering 150 Ft. 4 In. O.D. 
53 6% Dom. Cold Water BETWEEN BOrLER l &2 E SIDE Corrugated Pipe covering 75 Ft. 6 In. O.D. 

- - -MIIN1.GEMENT PLAN RECOMMENDA1'ION- - - - - - - - - - - - -
RECOMMENDED RESPONSE ACTION: PRIORITY: PREVENTIVE MEASURES: 
O&M Maintain/Monitor 3 See Part I and O&M Code: OMA 

LEA RESPONSE: 
ACTION ELECTION: 

RESPONSE 
-------

ACTION SCHEDULE 
I 

________ _ 

Same as recommended ST.ART DATE I COMPLETION DATE 
I 

COMMENT: summer 1989 I ongoing 

.,..,..,..,..,..,..,...,..,..,..,..,..,...,..,..,..,..,..,...,..,..,..,..'e"':'":-=..,..,...,..,..,..,...,..,..,..1.,..,..,...,..,,..,.,..,..,..,...,..,~.,..,..,,.,..,..,.,..,..,..,.. 
**************************************************••·~···············································••*********** 

REMOVAL COST REPLACEMENT COSTS TOTAL COSTS 
--80-ILE_R_R_OOM ___ E __ S""T"'I_M_T_E_D_C_O_S_T~S---- $63,950 ------ $48,149 ------ $112,099 

PIIGE 4 - 13 

I 



02/16/90 J\HERA COMPLIANCE PROGRAM 
• ** BOILER ROOM SUMMARY u * 

west Linn s.o. 3JT 
CAMPUS 001 - West Linn High School 37-0050 Inspected By: Gary Adler 
BUILDING 001 - West Linn High Main Bldg. Certification t: HK80026 St: KS 

BOILER RM: 2 state Cert t: St: 

BOILER 

DAMAGE CATEGORY : REASON for DAMAGE CATEGORY: POTENTIAL FOR DISTtllU!ANCE: 
ACBM with Potential for Damage The material is observed to be in Slight 

good condition. 

SMP %ASB* SYSTEM ID LOCATION MATERIAL DESCRIPTION MATERIAL QUANTITY 

56 0% Mech. Insul. 
57 0% Mech. Insul. 
58 0% Mech. znsul. 
59 50% Mech. Insul. 
60 60% Mech. Insul. 
61 50% Mech. Insul. 

DHW TANK E SIDE 
DHW TANK E SIDE 
DHW TANK E SIDE 
DHW XCHANGE TANK S 
DHW XCHANGE TANK S 
DHW XCHANGE TANK S 

Boiler/Tank Insulation 
BoilerjT1mk Insulation 
Boiler/Tank Insulation 
Boiler/Tank Insulation 
BoilerjTank Insulation 
Boiler/Tank Insulation 

200 square Feet 

60 Square Feet 

- - - - - - - - - - - - - - -MANAGEMENT PLAN RECOMMENDATION- - - - - - - - - - - - - - - - - - - - - - - -
RECOMMENDED RESPONSE AcrION: PRIORITY: PREVENTIVE MEASURES: 
o&M Maintain/Monitor 3 see Part I and O&M code: 0MB 

LEA RESPONSE: 
AcrION ELECTION: 

________ RESPONSE ACTION SCHEDULE 
I --------

Same as recommended START DATE I COMPLETION DATE 
I 

COMMENT: sununer 1989 I ongoing 
_______________ 1-=,,...,..,......,..,..,..,,..,..,..,....,.,,..,..,..,..,..=-,-,-,-

~··••************************************************************************************************************* 

PAGE 4 - 14 
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02/16/90 AIIERA COMPI.Il\NCE PROGRAM 
*** BOILER ROOM SUMMl,RY **" 

West Linn S .o. 3JT 
Cl'IMPUS 001 - West LiM High School 37-0050 Inspected By: Gary Adler 
BUILDING 001 - West LiM High Main Bldg. Certification*: HK80026 St: KS 
BOILER RM: 2 State Cert II: St: 

JOINTS 

Dl\MAGE CATEGORY: 
ACBM with Potential for Damage 

REASON for Dl\MAGE 
Th• mate
good cond

CATEGORY: 
rial is observed to 
ition. 

be in 
POTENTIAL P

S
'OR DISTURBANCE: 
light 

SMP %.II.SB* SYSTEM IO LOCATION MATERIAL DESCRIPTION MATERIAL QUANTITY 

63 20% Dom. Hot Water SW CORNER MJP on Corr. Pipe Cover 30 4 In. O. 0. 
63 20% Dom. Hot Water SW CORNER MJP on Corr. Pipe Cover 25 6 In. O. O. 
63 20% Dom. Hot Water SW CORNER MJP on Corr. Pipe Cover 19 8 In. O. D. 

- - - - - - - -
RECOMMENDED RESPONSE 
O&l-! Maintain/Monitor 

-
AC

-
TION: 

- - - - - -MANAGEMENT 
PRIORITY: 

3 

P'U.N RECOMMENDATION-
PREVENTIVE 
See Part I 

MEASURES : 
and O&M Code: OMA 

LEA RESPONSE: 
ACTION ELECTION: 

Same as recommended 
--------

s TART 

RESP

DATE 

ONSE ACTION SOlEDULE 
I --
I COMPL

-------
ETION DATE 

COMMENT: Summer 1989 
I 
I Ongoing 

_______________ l..,.,..e-,-,..,,..,..,..,..,,..,..,....,...,-,-..,..,..,..,...,.~ 
****************************************************************************************************************** 

PIPING 

DAMAGE CATEGORY: REASON for DAMAGE CATEGORY: POTENTIAL FOR DISTURBANCE: 
ACBM with Potential for Damage The material is observed to be in Slight 

good condition. 

SMP %.II.SB* SYSTEM ID LOCATION MATERIAL DESCRIPTION MATERIAL QUANTITY 

62 35% Dom. Hot Water SW CORNER Corrugated Pipe Covering 175 Ft. 4 In. O.D. 
62 35% Dom. Hot Water SW CORNER Corrugated Pipe Covering 65 Ft. 6 In. O.D. 
62 35% Dom. Hot Water SW CORNER Corrugated Pipe covering 65 Ft. 8 In. O.D. 

- - - - - - - - - - - - - - - -MANAGEMENT PLAN RECOMMENDATION- - - - - - - - - - - -
RECOMMENDED RESPONSE ACTION: PRIORITY: PREVENTIVE MEASURES: 
O&l-! Maintain/Monitor 3 See Part I and O&M Code: OMA 

LE.". RESPONSE: ________ RESPONSE ACTION SCHEDULE ________ _ 

ACTION ELECTION: i 
Same as recommended START DATE I COMPLETION DATE 

I 
COMMENT: summer 1989 I Ongoing 

I 
********************************~***************~***~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~ • .,.. •• ~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~ •• 
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JWERA COMPI.Il'INCE PROGRAM 
*** BOILER ROOM SUMMARY *** 

West Linn S.D. 3JT 
CAMPUS 001 - West Linn High School 37-0050 Inspected By: Gary Adler 
BUILDING 001 - W.st Linn High Main Bldg. certification J: HK80026 St: KS 
BOILER RM: 2 state cert J: st: 

REMOVAL COST REPLACEMENT COSTS TOTAL COSTS 
_,,,_BO_I_LER----,R-oo""M,-:-,E::S::T::IMI>.==T=E=o-c=o=:s==T=s=---- $13 , 394 ------ $9 , 619 ------ $23,013 ---

( 

PJ\GE 4 - 16 



02/16/90 Al!El\A COMPLIANCE PROGRAM 

West Linn S.D. 3JT 
37-0050 Inspected By: Gacy Adler 

CAMPUS 001 - West Linn High School Certification ti: HK80026 St: KS 
BUILDING 002 - Shop State Cert ti: St: 
Inspection Dates: 07/08/88 to 07/14/89 Gross Square l"t: 12,764 

* * * INSPECTION RESULTS UNIFIED SAMPLING All.EA NUMBER - 01 • * * 

SYSTEM: Heating Water LOCATION: TYPE OF MATERIAL: MJP on Non-Suspect Pipe 
Ground Floor 

DAMAGE CATEGORY: REASON for DAMAGE CATEGORY: POTENTIAL FOR DISTURBANCE: SAMPLE!! %ASB 

N/A N/A N/A 94 0 
~5 0 
96 0 

MATERIAL QUANTITIES REMOVAL COST REPLACEMENT COSTS TOTAL COSTS 

45 4 In. O. D. 
40 6 In. O. D. 

All.EA TOTAL $0 

- - - -MJ!INAGEMENT PLAN RECOMMENDATION- - - - - - - - - - - - - -
RECOMMENDED RESPONSE ACTION: PRIORITY: PREVENTIVE MEASURES: 
N/A 0 See Part I and O&M Code: 

LEA RESPONSE: 
ACTION ELECTION: -------

RESPONSE ACTION SCHEDULE 
I 

________ _ 

START DATE I COMPLETION DATE 
I 

COMMENTS: N/A I N/A _________________ ! __________ _ 

****************************************************************************************************************** 

***INSPECTION RESULTS UNIFIED SAMPLING AREA NUMBER - 02 • * * 

SYSTEM: Dom. Hot Water LOCATION: TYPE OF MATERIAL: MJP on Non-Suspect Pipe 
Ground Floor 

DAMAGE CATEGORY: REASON for DAMAGE CATEGORY: POTENTIAL FOR DISTURBANCE: SAMPLE# %ASB 

N/A N/A N/A 97 0 
98 0 
99 0 
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AllERA COMPLD.NCE PROGRAM 

West Linn S.D. 3JT 
37-0050 Inspected By: Gary Adler 

CAMPUS 001 - West Linn High School Certification#: HK80026 St: KS 
BUILDING 002 - Shop State Cert lt: St: 
Inspection Dates:. 07/08/88 to 04/24/89 Gross Square Ft: 12,764 

MATERIAL QUJ>,NTITIES l!EMOVAL COST REPLACEMENT COSTS TOTAL COSTS 

50 4 In. O. D. 

AREA TOTAL $0 

- - - - - -MANAGEMENT PLAN RECOMMENDATION- - - - - - - - - - - - - - - -
RECOMMENDED RESPONSE ACTION: PRIORITY: PREVENTIVE MEASURES: 
N/A 0 See Part I and O&M Code: 

LEA RESPONSE: 
ACTION ELECTION: --------

RESPONSE ACTION SCHEDULE 
I ---------

START DATE 1 COMPLETION DATE 
I 

LEA COMMENTS : N/A I N/A 
I 

***************************************************•-··-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-.-•• -.-.-.-.-.-.-.-.-.-.-.-.-.-•• -.-.-.-.-.-.-.-•• -.-.-.-.-.-.-.-.-.-.-.-.-.-.-. 

* * * INSPECTION RESULTS UNIFIED SAMPLING AREA NUMBER - 03 * • * 

SYSTEM: Dom. Cold Water LOCATION: 
Ground Floor 

TYPE OF MATERIAL: MJP on Non-suspect Pipe 

( 
' !».MAGE 

N/A 
CATEGORY: REASON 

N/A 
for DAMl\GE CATEGORY: POTENTIAL FOR DISTURBANCE: 

N/A 
SAMPLE# 

00 
01 
02 

!tASB 
0 
0 
0 

MATERIAL QUANTITIES REM:)VAL COST REPLACEMENT COSTS TOTAL COSTS 

50 4 In. o. D. 

AREA TOTAL $0 

- - - - - - - - - - - - - - - - - - - - -MANAGEMENT PLAN RECOMMENDAXION- - - - - - - - - - - - - - - - - - - - - -
RECOMMENDED RESPONSE ACTION: PRIORITY: PREVENTIVE MEASURES: 
N/A O See Part I and O&M Code: 

LEA RESPONSE: 
ACTION ELECTJ:ON: --------

RESPONSE ACTION SCHEDULE 
I ---------

s TART DATE I COMPLETION DATE 
I 

LEA COMMENTS: N/A I N/A ________________ .,._I.,..,. _________ _ 

**************••·································································································· 

PJ>.GE 4 - 18. 



02/16/90 AIIERA COMPLIANCE PROGRAM 

West LiM S.D. 3JT 
37-0050 Inspected By: Gary Adler 

CAMPUS 001 - West Linn High School Certification. t: HK80026 St: KS 
BUILDING 002 - Shop State Cert t: St: 
Inspection Dates: 07/08/88 to 07/14/89 Gross Square Ft: 12,764 

* * * INSPECTION RESULTS UNil"IED SAMPLING AREA NUMBER - 04 * * * 

SYSTEM: Ceiling Matl. LOCATION: TYPE OP' MATERIAL: Acoustical Tile (lxl) 
Ground Floor 

DAMAGE CATEGORY: REASON for DAMAGE CATEGORY: POTENTIAL FOR DISTURBANCE: SAMPLE# %ASS 
N/A N/A N/A 03 0 

MATERIAL QUANTITIES REMOVAL COST REPLACEMENT COSTS TOTAL COSTS 

200 Square Feet 

AREA TOTAL $0 

-MAW.GEMENT PLAN RECOMMENDATION- - - - - - - - - - - - - - -
RECOMMENDEO RESPONSE ACTION: PRIORJ:TY: PREVENTJ:VE MEASURES : 

N/A 0 See Part I and O&M Code: 

LEA RESPONSE: 
ACTION ELECTION: --------

RESPONSE ACTION SCHEDULE 
I ---------

START DATE I COMPLETJ:ON DATE 

COMMENTS: N/A 
I 
I N/A 

I 
****************************************************~.~.~.~ •• ~.~.~.~.~.~.~.~.~.~.~.~.-.~.~ •• ~.~.~.~.~.~.~.~.~.~.~.~.~.~.~ ....... ~.~.~.~ •• ~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.-.~ • .,... 

***INSPECTION RESULTS UNIFIED SAMPLING AREA NUMBER - 05 * • * 

SYSTEM: Ceiling Matl. LOCATION: TYPE OP' MATERIAL: Drop or Lay-in Panel 
Ground Floor 

DAMAGE CATEGORY: REASON for Dl\MAGE CATEGORY: POTENTIAL FOR DISTURBANCE: SAMPLElt %ASB 
N/A N/A N/A 04 0 
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02/16/90 AHERA COMPLiANCE PROGRAM 

West Linn s.D. 3JT 
37-0050 Inspected By: Gary Adler 

CAMPUS 001 - West Linn High School Certification t: HK80026 St: KS 
BUILDING 002 - shop State Cert#: St: 
Inspection Dates: 07/08/88 to 07/14/89 Gross Square Ft: 12,764 

MATERIAL QUANTITIES REMOVAL COST REPLACEMENT COSTS TOTAL COSTS 

11200 Square Feet 

AREA TOTAL $0 

- -~AGEMENT PLAN RECOMMENDATION- - - - - - - - - - - - - - - -
RECOMMENDED RESPONSE ACTION: PRIORITY: PREVENTIVE MEASURES: 
N/A 0 See Part I and Or.M Code: 

LEA RESPONSE: 
ACTION ELECTION: -------

RESPONSE ACTION SCHEDULE 
I 

START DA'l'E I COMPLETION DATE 

COMMENTS: N/A 
I 
I N/A 
I 

****************************************************~.~.~.~.~.~.-..-..-..-..-..-..-..-..-..~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~ • ..,.. •• ~.~.~.-..~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.-..-..-. • .,.. 

***INSPECTION RESULTS UNIFIED SAMPLING AREA NUMBER - 98 * • * 

SYSTEM: Non-Friable LOCATION: TYPE OF MATERIAL: Transite Siding 
All Floors in Building 

DAMAGE CATEGORY: REASON for DAMAGE CATEGORY: POTENTIAL FOR DISTURBANCE: SAMPLE# %ASB 
ACBM with Potential for Damage The material is observed to b• in Slight Assumed 

good condition. 

MATERIAL QU.l'IN'l'ITIES REMOVAL COST REPLACEMENT COSTS TOTAL COSTS 

10 Square Feet $72 $51 $123 

AREA TOTAL $123 

- - - - - - - - - - - - - - - - -MANAGEMENT PLAN RECOMMENDATION- - - - - - - - - - - - - - -
RECOMMENDED RESPONSE ACFION: PRIORITY: PREVENTIVE MEASURES: 
O&M Maintain/Monitor 3 See Part I and Or.M Code: OMZ 

LEA RESPONSE: 
ACTION ELECTION: --------

RESPONSE ACTION SCHEDULE 
I ---------

Same as recommended START DATE I COMPLETION DATE 

COMMENTS: Summer 1989 
I 
I Ongoing 
I 

****************************************************~.--.~.~.--.~.~.--.-..-..-..-..-..-..-..~.~.~.~.-..~.~.~.~.~.~.~.~.~.~.~.~.~.~.~.~ • ..,. •• ~.~.~.--.-..-..-..~.~.~.~.~.--.-..-..-..~.--.-..-..-..-..-. • ..,.. 
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02/16/90 AHEIIA COMPLIANCE PROGRAM 

West Linn s.o. 3JT 
37-0050 Inspected By: Gary Adler 

CAMPUS 001 - West Linn High School Certification#: HK80026 St: KS 

BUILDING 002 - Shop State Cert ll: St: 
Inspection Dates: 07/08/88 to 07/14/89 Gross Square Ft: 12,764 

* * * INSPECTION RESULTS UNIFIED SAMPLING AREA NUMBER - 99 * * * 

SYSTEM: Floor Matl. LOCATION: 
All Floors in Building 

TYPE OF MATERIAL: Vinyl Floor Tile 

DAMAGE CATEGORY: 
ACBM with Potential for Damage 

REASON for DAMAGE CATEGORY: 
The material is observed to be in 
good condition. 

POTENTIAL FOR DISTURBANCE: 
Slight 

S1'MPLU 
48 

%ASB 
10 

MATERIAL QUANTITIES REMOVAL COST REPLACEMENT COSTS TOTAL COSTS 

11000 Square Feet $37,070 $28,160 $65,230 

AREA TOTAL $65,230 

- - - - - - - - - - - - - - - - -MANAGEMENT P~ RECOMMENDATION- - - - - - - - - - - - -
RECOMMENDED RESPONSE ACTION: PRIORITY: PREVENTIVE MEASURES : 
O&M Maintain,'Moni tor 3 Se• Part I and O&M Coda: OMJ:, OMZ 

________ RESPONSE ACTION SCHEDULE LEA RESPONSE: 
I --------ACTION ELECTION: 

Same as recommended START DATE I COMPLETION DATE 

I 
COMMENTS: Summer 1989 I Ongoing 

_______________ 1..,...,.._.,...,..._.,..,..,...,..,...,.....,..,...,.,...,...,..,. 
****************************************************************************************************************** 
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02/16/90 MIERA COMPLIANCE PROGRAM 

West Linn s.D. 3.JT 
37-0050 Inspected By: Gary Adler 

CAMPUS 001 - West Linn High School Certification#: HK80026 St: KS 
BUILDING 003 - Music Bldg. State Cert#: St: 
Inspection Oates: 07/18/88 to 07/14/89 Gross Square l"t: 12,715 

* * * INSPECTION RESULTS UNIFIED SAMPLING AREA NUMBER - 99 * * * 

SYSTEM: Floor Matl. LOCATION: TYPE OF MATERIAL: Vinyl Floor Tile 
All Floors in Building 

Ill'IMAGE CATEGORY: REASON for DJ!IMAGE CATEGORY: POTENTIAL FOR DISTl.llU!ANCE: SAMPLE# %ASB 
ACBM with Potential for Damage The material is observed to be in Slight 49 6 

good condition. 

MATERIAL QUANTITIES REMOVAL COST REPLACEMENT COSTS TOTAL COSTS 

10000 Square l"eet $33,700 $25,600 $59,300 

AREA TOTAL $59,300 

-MANAGEMENl' PLAN RECOMMENDATION- -
RECOMMENDED RESPONSE ACTION: PRIORITY: PREVENTIVE ME1'SURES: 

Or.M Maintain;Monitor 3 See Part I and Or.M Code: OMI, OMZ 

________ RESPONSE ACTION SCHEDULE LEA RESPONSE: 
I --------ACTION ELECTION: 

Same as recommended START DATE I COMPLETION DATE 
I 

COMMENTS: Swmner 1989 I Ongoing 
_______________ 1.,..,..,....,..,..,..,..------.--...,..,. 

******~*********************************************************************************************************** 
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ASBESTOS LOCATION 
.. ···• <· .· 011\.GRAMS · .. ·. 



SAMPU: / MAn:XIAL LOCATION DIA.GaUMS 

As part of the A.HERA Asbe:stos Ins-pccrion the !OC1rions of sample:; collected arc rcmrded on building 
diagrams. In addition to the sample loc::icions. specific damage are:is arc recorded where found. The following 
pages provide the sample loc:aion diagr:ims for the School Distric:. These drawings arc org;mized in the same 
manner JS the inspection/management plan data, i.e. c:unpus one building one is first. 

The title biocx contains the specific state, district. c:1mpus. and building or code with a 12 digit number. Nc:tt is 
the District Name. the Clmpus Name. and tinally the Building Name. The nc::t biocx provides the dace the 
drawing was made. the street number, and finally the H·K drawing number. 

The drawing uses sevcrai symbols and aos.s-hacc.hing patte:ns to illustrate the key cie:nenrs of the survey 
information. 

SAMPLE LOCATION: The specific IOC1cions of samples are found on a point on the drawing leading to a 
symbol indic:iting the sample number and the Bulk Sample (BS) Code. which represents the type of material 
sampled. The Bulle Sample Code descriptions used are as follows: 

as cme cescnPTIOI 8S C::OE oeSC!PTIOI 
·--------- ------------------------· ·---------- -----------------------

0 
1 

Unmowi 
ACtll.a'CiQl Ptnter 

26 
27 

rr-ite Pipe 
Tr-ite Hood 

2 Acti1.atiQl/The~l lnsul 2! Ascestos Pacla 
3 HerdMell/CeilinQ Ptucar 29 Aacntos Glove 
4 Vinyl Ftoar Tl le 30 Aacn1:cs ll~ 
5 Pf~ CQ¥11f"ine 31 llai Aacestcs 
6 Cor~clld Pi~ Coverin9 32 El.::r;cal Wfr;l'l9 
7 Wr~ P91P1r Pi~ CQWr :33 Fire lfcae 
a Boi ler/Tanir. ll"ISUletion 34 Fire Coor 
9 

10 
1, 

llrftdlinv/E.xlt-t P11elci1"4 
Wown P.,.r/T~ 
Cr~ or l.r,•in P-l 

35 
36 
37 

Fli-. SUit 
Fire Brklt 
Lao councar TOQ 

12 Acti1.atieal Tile C,xl) 3a Fiber Fraclt X:i ln 
13 Fir• or Stave CUrtain 39 Ton;s 
14 
15 

ICJP 
ICJP 

on 
on 

Non•S~t Pipe 
l'ii:,e Co-.teri"9 

40 
41 

Poured in lnsulacicn 
c.onc-ineteci Soil 

16 
17 

ICJP 
ICJP 

on 
on 

Corr. Pipe Co-,,otr 
Wt"~ Pi Pit C~r 

42 
43 

TectUI 
Floor ur,c»rtayinent 

1! 
19 

Ffr~oofir,g 
Vibration Joint Ctotl'I 

44 
i.s 

H•rti Grout 
'4ortar 

20 Interior Cuc:t lnsuletion 44 SlOWI or Scratc~ Coac 
21 E~terior Ouc:t lnsuletion i.7 · O\tffl/Aucocta- Lining 
22 Blow,•in Insulation I.a llnlte l.ininQ 
23 Stored lnsuletion 49 Theatre Curtain 
24 ceoria so Tr-ite Siding 
25 !aalcet 99 Other 

DAMAGE AREAS: When the inspector encounter.. a section of material in a Unified Sampling Area (USA) 
which cont.aim locwzcd damage in worse condition than the remainder of the same material contained in this 
USA, a Damage Area iudic:itor is placed on the drawing. Thi:s symbol coDlaim specific information about the 
damaged area. 

T'fP'! of Mattriai - The BS Code of the materiai is indic:itcd so that the type of mate:rwl can ~ 
determined. See the previous sea.ion for the listing of the BS ~ used. 

Quantity - The quantity of material wbic.h was found to be damaged is also indicted. · 

\ 
! 
I 
I 

l ' I 



Loc:ition - The location of c.b.c: localized damage i.s indioted in the: symbol. Tais provides ~siscanc::: in 
identifying where c.b.c damage c.:m be found. 

Response Action · Th.is is the code for the re::ommc:ided A.HERA response action. The following 
codes are used: 

l. [solace Arca lmmediacely 
2. Gross Removai 
3. Glove Bag Removai 
4. Encapsulatiou 
5. E:iclosurc 
6. Repair and O&M 
7. O&M and Monitor 

CROSSHATCHING: Crosshatching patterns arc used to detail c.b.e lOCltion of ceiling and t1oor material 
suspecred of containing asbestos. There are three patterns used: 

Floor Tile • This pactero is used to i.adic:ite floor tile and sheet flooring material suspected of 
containing asbestos. 

Drop / Lay-in, Acmustica.l - This pattern is used to indicate the lOC1cions of a variery of ceiling tiles 
including, but not limited, to l' :c l' and 2' :c 4' lay-in pane!s. 

Spray / Trowei Applied Materials • This pattern is used to indic:ite the presence of spray and trowel 
applied materials such as fireproofing and acoustic:tl piaster. 

LOCATION o( CAUTION !ABEL: The AHERA regulations require the use of labels indic::iting the presenc:: 
of Asbestos Containing Building Materiai (ACBM). The label is to be place on or ne:ir ACEM in routine 
mainte:iance are:is in ail school buildings. When this label is applied in the field the inspector identifies ics· 
location on the sample Iocacioa diagram. On the drawing, the label symbol contains information about its 
piac:::ne:it within the routine maintenance area so that it may be readily found by the LEA .. The label states the 
following. 

... ................................... . 
CAUTION 

ASBE.5TOS. HAZARDOUS. 
DO NOT D1S11JRB 

WITHOUT PROPER TRAINING 
AND EQUIPMENT 

....................................... 

The presence of sample numbers, crosshatching, a.ad damage areas doc:; aot mean chat ill of the areas 
indicated cont:iin asbestos. Tnc:sc loe1tiou diagrams are a record of th~ field inspect.ion only md J.re meant to 
show where samples were taken and what are:is may be affected if asbestos i.s present. To determine which 
area.s a.re affected. a review of c.be Inspection / Management Plan Data and the Pctrograpliic Results concaind 
in S_ections 4 and 5 should be made. If desired, the location diagrams can be highlighted by the school district's 
asbestos coordinator to indic:1cc the presence of asbestos containing material. 



PSI/Hall-Kimbrell Environmental Servic~ Jnc. Asbestos Petrographic Analysis 

CLIENT: WEST LINN SCHOOL DISTRICT CAMPUS NAME & NUMBER: IIEST LINN HIGH SCHOOL (001) 

PROJECT#: 572-29-291 BUILDING NAME & NUMBER: SHOP (002) 

TOT SAMPLE ACT/I 
LOCATIOII MATERIAL NUMBER CONS HOMOG COLOR CHRY AMO CRO ANT TRE WOOL CEL MICA PER BIND OTHER 1 OTHER 2 ASB 

0 0 0 0 20 40 0 30 10 0 0 

Shop Bldg/702 DROP OR LAY-IN PANEL 119045 y y G 
0 0 Shop Bldg/701 DROP OR LAY-IN PANEL 119044 y y G 

0 0 0 0 zo 40 0 30 10 0 0 

Shop Bldg/705 DROP OR LAY-IN PANEL 119046 G 
0 0 

y y 0 0 0 0 20 40 0 30 10 0 0 

Shop Bldg/Rest Room DROP OR LAY-IN PANEL 119047 y y G 

0 0 
0 0 0 0 30 40 0 20 10 0 0 

Shop Bldg/Rest Room DROP OR LAY·IN PANEL 119048 y y G 
0 0 

0 0 0 0 30 40 0 20 10 0 0 

Shop Bldg/Hall DROP OR LAY·IN PANEL 119049 G 

0 0 
y y 0 0 0 0 30 40 0 20 10 0 0 

Shop Bldg/704 ACOUSTICAL TILE 119050 y y G 

0 0 
0 0 0 0 30 40 0 20 10 0 0 

Shop Bldg/704 ACOUSTICAL TILE 119051 y y G 
0 0 

0 0 0 0 30 40 0 20 10 0 0 

Shop Bldg/704 ACOUSTICAL Tl LE 119052 y y G 
0 0 

0 0 0 0 30 40 0 20 10 0 0 
y y 

0 0 
0 0 0 0 0 60 0 0 30 GM 10 0 

y y 
0 0 Shop Bldg/Rest Room LINOLEUM 119053 T 

0 0 0 0 0 60 0 0 30 GM 10 0 
y y 

0 0 Shop Bldg/Rest Room LINOLEUM 119054 T 
0 0 0 0 0 60 0 0 30 GM 10 0 0 

Shop Bldg VINYL FLOOR TILE 119056 H II 
0 Shop Bldg/Rest Room LINOLEUM 119055 T 

y 0 0 0 0 0 0 0 0 30 CA 70 0 

0 0 0 0 0 0 0 0 30 CA 70 0 
0 0 

y y G 0 
0 0 0 0 0 0 0 0 30 CA 70 0 

0 Shop Bldg VINYL FLOOR TILE 119057 
0 0 

0 
Shop Bldg VINYL FLOOR TILE 119058 y y G 

0 0 0 0 0 40 0 0 0 GM 10 TA 50 0 
y 

Shop Bldg MASTIC 119059 N y K 
0 0 0 0 0 30 0 0 0 GM 20 TA 50 

y 
0 0 Shop Bldg MASTIC 119060 N K 

0 0 0 0 0 10 0 0 0 GM 20 TA 70 0 
Shop Bldg VINYL FLOOR TILE 119062 y y E 

0 Shop Bldg MASTIC 119061 N K 
0 0 0 0 0 0 0 0 30 CA 70 0 
0 0 0 0 0 0 0 0 30 CA 70 0 

0 0 
0 

0 0 0 0 0 0 0 0 30 CA 70 0 
0 Shop Bldg VINYL FLOOR TILE 119063 y y E 

y y 0 
Shop Bldg/704 VINYL FLOOR TILE 119065 y y B 

0 Shop Bldg VINYL FLOOR TILE 119064 E 
0 0 0 0 0 0 0 0 30 CA 70 0 
0 0 0 0 0 0 0 0 30 CA 70 0 

0 0 
y y 0 

0 0 0 0 0 0 0 0 30 CA 70 0 
0 Shop Bldg/704 VINYL FLOOR TILE 119066 B 

y y 0 
Shop Bldg/704 MASTIC 119068 y y K 

0 Shop Bldg/704 VINYL FLOOR TILE 119067 B 
0 0 0 0 0 40 0 0 0 TA 50 0 

Shop Bldg/Hall VINYL FLOOR TILE 119071 G 
10 10 

y y 0 0 0 0 0 0 0 0 25 CA 65 0 10 10 
0 0 0 0 0 10 0 0 0 GM 10 TA 50 y y 30 30 Shop Bldg/Hall MASTIC 119074 K 

Page 1 T=Trace Amount 



PSI/Hall-Killbrell Environmental Servic~ inc. Asbestos Petrographic Analysis 

CLIENT: \/EST LINN SCHOOL DISTRICT CAMPUS NAME & NUMBER: IJEST LINN HIGH SCHOOL (001) 

PROJECT#: 572-29-291 BUILDING NAME & NUMBER: MUSIC BUJLl>ING (003) 

LOCATION MATERIAL 
SAMPLE 
NUMBER CONS ffCJ,IOG COLOR 

TOT 
ASB CHRY AMO CRO ANT 

ACT/I 
TRE WOOL CEL MICA PER BIND OTHER 1 OTHER 2 

Music Bldg/Hall VINYL FLOOR TILE 119077 y y G 1 1 0 0 0 0 0 0 0 0 29 CA 70 0 
Music Bldg/Hall MASTIC 119080 y y K 20 20 0 0 0 0 0 5 0 0 0 GM 15 TA 60 
Music Bldg/Rest Rooms ACOUSTICAL TILE 119083 y y G 0 0 0 0 0 0 40 50 0 0 10 0 0 
Music Bldg/Rest Rooms ACOUSTICAL Tl LE 119084 y y G 0 0 0 0 0 0 40 50 0 0 10 0 0 
Music Bldg/Rest Rooms ACOUSTICAL TILE 119085 y y G 0 0 0 0 0 0 40 50 0 0 10 0 0 

Page 1 T=Trace Amount 



C ).U Tl Qi\J 

SC!L::.~ ROOM 
ENTRANCE 

Location 
of Caution 

Label 

; q~o, \ 
~' -- - . ~ Bull: Sample 
u0-0 2/' Descrtption 

~Sample 
Samnle or . 
Location Sample Range 

(BSCOOEI OUANnTY\~ 
Bulk SamPI•---\ LOCATION I •< ---Quanttty Includes 
Descnptton / 

Lcccrtion at 
Material 

\/ini11 ' •••I• 
Floor Tile 

Square footage, 
RES:CNSE: Number at Elbows. 

Damage 
Area 

Drop, 
Lay In, 

Accoustical 

Cs.DE or 
Linear Distanca 

P7 ., ., ., •.•. , 
,_ •• ,. ••• j r .. ·· ... •· ... ·:.-·· .. ·.-~ 
_.. • .. •• ••II ... , v· ... · : .. , 
I .•• ,•• ••• •' ••• .1 •. · ..... · .· .· i .. I •• ,· •' . ,• ,· •• . ,., { •· 

~1'iTrTV --:-•-,! 

Applied 
Material 



8S16 I 
8S15 



LEGEND: 

VINYL 
fLOOR 
TILE 

BS16 

DROP. 
LAY IN, 

ACCOUSTICAL 

• SPRAY /TROWEL 
APPLIED 

MA TfRIAL 

SAMPLE 
LOCATION 

DAMAGE 
AREA 

R£SPONSl 

-IAll-molJll. o/1,WCQ' 

4MO wrn ffl!OOH SllllT 
UWIIDCl.lWS IIOU 

COO£ l,-~=~~-~======•71 
DA 1£ 0010018 

10/0l/88 

AlfRA 
@IPIJAN(l PROGRAM 

37-0050-001-001 
WEST LINN SCHOOL DISTRICT 
WEST Ulm HIGH SCHOOL 
BOILER ROOM N2 



LEGEND: 

VINYL 
FLOOR 
TILE 

DROP. 
LAY IN, 

ACCOUSTICAL 

• SPRAY /TROWEL 
APPLIED 

MATERIAL 

SAMPLE 
LOCATION 

BSCODE QUANll lY 
LOCATION 

DAMAGE 
AREA 

8S02 

- IIAU-IOOIIW. .......,.. ws, 
UlG wrn IJlCOOII SIR[O' 

R£SPONst Utlllll, 111111.S -
CODE ·------------

~Al[ OOIOIUC 7 
~0J/88 _ 

AIIERA 
C().lPI.IANU: PROGRAM 

37-0050-001-001 
\'<£ST LINN SCHOOL DISTRICT 
WEST LINN HIGH SCHOOL 
MAIN fl.OOR/BLOG B 



LEGEND: ~ ~ • VINYL DROP. SPRAY ~TROWfL 
FLOOR LAY IN. AP LIED 
Tll.[ ACCOUSliCAI. MAffRIAL 

§!~~ ~ 
RESPOt<Sl 

COO[ LOCATION SAMPLE DAMAGE or CAUIION LOCATION AREA 
LAB[L 

- IAlHDIJRlll ---IL 
4140lll'Sllf1IIJIIHS111l1 
Ufill«l,WIIS IIOll 

DAI[ OOIOOIO 
IO/Ol/68 

All£RA 
ro.lPUANC£ PROGRAM 

J7-0050-00I-00I 
\\£ST LINN SCHOOL DISTRICT 
\\£ST LINN HIGH SCHOOL 
1ST FLOOR/2ND flOOR BLDG. A 



tpfAWJb?M r 
ENTRANCE _ 

r~ 
r(,t:0r0 

~;>--~ 
~~ 

~~ 
_,,,,,--~ 

LEGEND: ~ 
VINYL 
HOOR 
TILE 

~ 
DROP. 

LAY IN, 
ACCOUSTICAL 

• SPRAY ~TROWEL 
AP LIED 

MAlfRIAL 

=E 
LOCATION 
Of CAUTION 
LABEL 

Q5-°d;) 
R[SPOHSC 

cooc SAMPLE DAMAGE 
LOCATION AREA 

- IAlHIIOllll rrrfl!• 'UIL 

4111 111ST lnmmt Sim 
UW!ll((.IAIIIAS l6o)44 

All£RA 
OOAPLJAN(I PROOlAII 

J7-0050-00I-00I 
\\£ST LINN SCHOOL DISTRICT 
\\£ST LINN HIGH SCHOOL 
LO\'lfR LEVfL BLOG. B 

-----
0Al[ 001001[ 

10/01/68 



AHERA - BAU-DMBl!fll _ ... Y!JIL 
BSCOOE QUANTITY COUPUANCI PROGRAM LEGEND: LOCATION 1°~1)~1 <£:%) 440 WlSI Ffl!OOH SIR[[J ENTRANCE 37-0050-001-002 U.Wl(lll, KINIIS IIO« ~ ~ • R[SPOHS( 

LOCATION DAMAGE COO£ WEST LINN SCHOOL DISTRICT VINYL DROP, SPRAY~TROWEL SAMPLE 
om 001002 WEST LINN HIGH SCHOOL OF CAUTION FLOOR LAY IN, AP LIED LOCATION AREA 

10/0l/88 WOOD SHOP LABEL nu: ACCOUSTICAL MATERIAL 7 



LEGEND: ~ ~ 
VINYL DROP, 
FLOOR LAY IN, 
TIL[ ACCOUSTICAL 

• SPRAY /TROWEL 
AP LIED 

MATERIAL 

BS04 
49 

I eo<fc1\l11%i; j 
ENTRANCE 

LOCATION 
or CAUTION 
LABEL 

(&i:OJ;) -BAll-Illlll!W. _.., W!ilL AH£RA 
Co.lPLIAN(I PROGRAM 

41411 WIS! rJTIOOH srm 
llWl[(,WISIS l604l 37-0050-001-003 R£SPONS£ 

SAMPLE DAMAGE COO[ v.£ST LINN SCHOOL DISTRICT 
LOCATION AREA DAI[ OOIOOJ WOODSHOP 

10/0l/88 MUSIC BLDG. 



---------

CEILING PANEL NEG 119047-48 

LINOLEUM NEG 119053-54 

CEILING PANEL VINYL FLOOR TILE NEG 119049 ( 119056 tNEG> 

CEILING PANEL ~ - ( MASTIC tlEG tNE~> 119050-52 119059 

CEILING PANEL 
119046 tNEG> 

705 .- ------------ ( 

~~Ee( VINYL FLOOR TILE 
119055-67 ) 

MASTIC 1~0s 
119068 

VINYL FLOOR TILE NEG) 119057 
MASTIC ( ZNEG> 119060 ::-----~ 

CEILING PANEYNEG> POS 119044 < 
MASTIC POS 119074 701 ----- -------

VINYL FLOOR TILE NEG 119062-64 

I 

/~y< 

CEIL.ING PANEL 
1190~ 

MASTIC 
119061 

NEG) 

Lffi£~N=D ______ _ 

~ POSITIVE fLOOR 
~ TILE ONLY MAIN FLOOR 

NOT TO SCALE D(9CHU:,1Y: j ~CT..:l. 
~ POSITIVE FLOOR s. BETTELYOUN' !DSI/ Prolualonal Str-.le• lnduslriH. Inc. 572-29-291 
~ TILE ANO MASTIC 

l)IIA ... IY: , aU•--iiiiii6. 4621 s.w. Kelly .~venue ~[Ut!O. 

J. JACKMAN i Portland, Oregon 97201 291 _ 24 
~ POSITIVE MAS !IC ,------------------,~~===, 

Bll SA P TiPE loEC><ll> er, I AHERA INSPECTION ~ ONLY < DRYWALL j ,,.,-- LK I.I LE P. QUINN WEST LINN SCHOOL DISTRICT 
455 78 

_____ .... ___ =·""- =-~=--'-· :-"'=:~__.=='--==-~t-E IOU~llflCATION NUMBER -~~,--~~~ ~-~'.&~ltrCfL~~~--5-~~--~I:~~----=-_'---_-_::_~--•~---"l-".~~~""...,.3,__~="' :-=-



































































































































































































































































































































































































































































Certificate of Completion 
This is to certify that 

Robert C. Montgomery 
has satisfactorily completed 

4 hours of refresher traininq as a 

Building Inspector 

\ ' ' \ 

\ \. \\ ' ~,\ i J.,_ )\,:.,.j)~--\_. \\ }~_)...,\}_ . .)' .. \ \ 

I Training Coordin~r · 
'-~-, 

; Exp. Date: Sep 22, 2000 

in compliance with TSCA Title 11 
AHERA Accredited 

$ 
Prezant 

Cert. # 99-1931 
Conducted at: 

PacPm - Gresham, OR 

Prezant Associates, Inc.• 330 Sixth Avenue North, Suite 200 • Seattle, Washington 98109 • (206) 281-8858 

© GCE:.S 7,i9 LI;,,,_, r•i US,-, 



Certificate of Completion 
Irvin D. Jones 

has successfully completed the requisite training and examination for 
£1ccreditation under TSCA Title 11 

EPA AHERA (Asbestos Hazard Emergency Response Act), 
and ASHARA Model Accreditation Program requirements 

Garry Rossing 
INSTRUCTOR 

Course Date: 09/21/99 through 09/23/99 

AHERA INSPECTOR COURSE 
as presented by 

Clayton Environmental Consultants 

) 

Certification # 244-88-8571 Examination Date: 09/23/99 
Certificate Expiration Date: 09/22/00 

Clayton 
ENVIRC>NMENTAL 
CONSULTANTS 

Clayton Environmental Consultants is a Division of Clayton Group Services·, Inc. 
11675 SW 66th Ave. Portland, Oregon 97223 •(503) 968-2112 •fax (503) 968-2213 



THE ANIERICAN 
ASSOCL-\ TION 
FOR L~BOR'-\TORY 
ACCREDITATION 

ACCREDITED LABO RA TORY 

A2LA has accredited 

ENVIRONMENTAL HAZARDS SERVICES, L.L.C. 
Richmond; VA 

for technical competence in the fie!d of 

Environmental T estino ...,. 

The ac::redit:atiar: covers the soecific tests and tvpes cf tes:s listed on the; aare-ad 
' , -

scope of accreditation. Tr.is iabcratory meets the requirements of 1SO/IEC Guide 25-
1990 '1General Requirements for the Competenca ot Calibration and Testing 
Laboratories" (equivalent to relevant requirements of the !SO 9000 series of 
standards) and any additional program requirements in the identified field of testing. 

Presented this 12th day of january, 1989. 

President tJ 
For the Accreditation Counci\ 
Certificate Number 716. '.}'i 
Vaiid to 08/31/2000 

For tests or types of tests to which this ac~raditatian applies, please refer to the 
laboratory's Environmenrnl Scope at A.c::::reditation. 



Tl IE AMERICAN ASSOCIATION 
FOR LABOR/\.TORY ACCREDITATION 

A21.A has accredited 

Environn1ental ~lazarcls Services, L.L .. C .. 
Richrnond, VA 

urnJer tlte 

ENVIRONMENTAL LEAD (Pb) TESTING 
LABORATORY ACCl{EDITATION PROGRAM 

~~Y virttJ(! u1 the ,ir, site as!;r1ss111e11I ul tlti!i h1htt1c1to1y's mwiro11rmrnlal 1crnd Wbl lP.s\iny c,1puhililil:!s .irnl suct:P.ssl11I pa1tieipa1iu11 in the. 
.nvirrJ1ir11e11U3I l.~ad Proricio1wy /1.rial)'lic:1I T(isli111i P1ogr.i111 (l:IJJ/1.Tl, this laboratory has hcrm found to 111eet the J\2l/\ F.nvirm1111011[;1f 
_ead WhJ Prnurno, l!e11ui,.,,m1:·11ts. t\s sud,, tr,i.~ lnborntory is roc:,,y11i7ed uritler tlie Ef-'/1. Olfice of Pollution f-'rn\/e11lio11 nnu loY.ics' 
orrT) r·Jra1iun1ll Lt>~cJ 1 r1bow\01y Acr;1edil:1tin11 Progrn,n (NU /~Pl f!Jf the 111atrkr:rn ol rlusl, soil and pai11l cllips [resh.luet. The 
obvrcJtury's A2LA t1t:1;11idil.-1Li;,11 uuve,s tlm lulluwinti rnatrk:es: dust, soil, J.tar11t chips lrnsich.rnl, air amJ huiltli11g delnis. 

Presented this 12th tloy of .Jamm1y, 1999. 

·y ,-
,1:;::ii:__. 4,f!,r,,J-,,0 -- --

Prnsrclf!nl ,.,. 
For Orn /\l~erm.Jitntiu11 Coum:il 
Cu111riec:1tp hJ1m1her l l G.O 1 
V.ilid to 0B/31 /2000 



··-- -------------·-·-··- ----------------- - ------, 

U11ifed Slales Dcparl1nenl of Conu11erce 
f'-L1Lional lnslilute of Slandards and Technology 

-------------· -------- - .. -- -----·-··· -- - ---------·----- ----------------------------- ------·-·--···-···- ·----· .,. ____ . -

180/IEG GUIDE 25: 19~0 
ISO ~JO!Jl:l~H!/ CPrl:i ficil le of ;\ccredil-alion 

---------------------- ----------------

li;/\J VJ HONIVI Ji'.NTA L J 'AZA H ns SJ~I{ VJ cgs, L. L.C. 
IU CII !vi ()f,Jn, Vi\ 

is 11:uJn11ized 1111c/er 1f1e N,1lio11a{ Vo/r1tlli11l· I aiJoralol)' Acuer/i{arinn Progr,m1 (01 salisfoc:101y compliance wil/1 

nil ed;1 es! ah/is/ 1 ed in Ti Uc I .'i, Pan 2 fJ S Code o( f e{ /e,a I f{etlulalinns. Tl 1e5e cri! er ia e11crn npass t f ic re, /I 1ire111,!u( 5 
nl 15()/JH_· Cuide 2 5 and fl1e 1dcv;u11 1er111i1erm~nls of ISO ~002 (/\NSIIASC]C (292-1 IJU 7_} as suppliers r:i/ 

c;:1 I ii n alir.in or Ir~ sl r P~ r r/1 'i ,1knPdi1 ,1lin11 i~ a, 1-'ilt (/r•<f (or 5f)er-ilic services, lislf?d rn I I/ ,e Sc:nJJe o{ Accredit al ion {n1: 

BU L K AS B [CST ()S Ji' [ B I U l AN A LY SIS 

_______________ Decc111her JI, 19')9 

/7 / --, ) ( -//~g 1 _________ _,,,,.<,._ t_ -- -.-...~- -·. 

-~ - d ·------
/ rir 1/11: /--I,1(jn11al 1,.,ar111,: of St.rn,/,mls .-111,{ h•,-/iru,/ci1;)' 

N\/LJ\11 L;1b Ccrdc: 101881-0 
------·· -- ----···-----·-. ------------ - -------

t l'·JI Al' n Ir.: I Jftl 

k 



~ American Association for Laboratory Accreditation 

SCOPE OF ACCREDITATION TO ISOtIEC GlJIDE 15-1990 

ENV1RONI'vlENT.U HAZ • .\.RDS SERVlCES. L.L.C. 
7469 \'¼n.ite Pine Read · 
Richmond, VA 232.37 

Inna Faszewski Phcne: 804 27:5 4733 

E1'iV1RON?v1ENTAL 

Valid To: A .. ugust 31, 2000 Certificate Number: 0716-0 l 
.. 

In recognition of tbe successful comole:ion c.fthe A2LA evaluation orccess. accredir.:r:ion is g:ram:ed to 
this laoora-cory to perior::n recogniz:d. EPA methods using the foil0Vv1ng testing technologies and in the 
a.nal.yte otegories idem:i:fied below: 

TestinQ Technologies: Atomic Al:sorpti.oni1CP-AES Spectrome:ry, Atomic Absorpticn-Flame, 
Ha::arcious Wa.sT.e Characreristics T em 

\ionnmabie Wai:e: 

Me:als: Al, Sb, A.s, Ba, Be, Cd, C~ Cr, Co, Cu, Fe, Pb, Mg, rv!n, Hg, Mo, Ni, K, Se, Ag, Na, Tl. Sn, T~ 
V~ Zn--

per EPA test methods S'Vl 6010, 742.0, 7470 

Sc,Ecl!Haz:trdous Waste 

Me~s: Al, Sb, As, Ba, Be, Cd, Ca, Cr, Co, Cu, F-;:, Pb, Mg, ;:v1n, Hg, Ma, Ni, I<~ Se, Ag. Na, 11, Sn, Ti, 
V.Zn 

per EPA test methods SW 6010, 7420, 7470 

Hazardous Waste Characteristics "'ie:rr: TCLP 

per EPA cest method SW 1.3 ! l 

Envi.ronme!'ltal Lead: soil, paint chips (residue), dusr:, air, builciing cii::bris 

sample _;:m:par.ition 
per EPA test methods SW3050A (soiis, building deoris); 3050A modified (paints, Viiipes) 
pe:- NIOSH ,:est method 7082 (air) 
per EPA 1est rnethcd 600/R-93/200 (sonific:ati.on - air, paint, soi1) 

sample analysis 
oer E?.;.\. iest mc:iliod.s S\V 60 IOA. 7420 
per N10SH methods 7082, 7300 · 

' ' 

.:301 Buckeystown Pike. Suite 350 • Frederick. ~ID 11704-,3307 • Phone! 301 644 3200 • F:1..-..:: 301 662 2974 ® 



REINSPECTIONS 

This section reflects requirements outlined in 40 CFR 763.85 (b) (I) through (c) 

ACTION: Reinspection is recommended every 3 years. 

TRAINING: Accredited fnspector/ManagementPlanner. 
Decide if you will train in-house people or not. 

FORM: Update management plan using Inspector's report format. 

At least once every three years, after the Management Plan is in effect, all buildings should be 
reinspected by an accredited Inspector. This differs from the periodic surveillance and is more 
comprehensive because the material is actually touched to detennine friahility or change in 
friability, along with noting assessment criteria such as condition. The reinspection may also 
include additional samples of suspect material, accessing previously inaccessible areas, and other 
activities. The person performing these tasks should, at least, be an accredited Inspector. An 
accredited Management Planner may be necessary to recommend additional response actions. 

The decisions an LEA must make prior to this reinspection is to either train their in-house staff to 
perform the reinspection or utilize an outside consultant. 

The AHERA-accredited Inspector training course is three days long, with a SO-question exam that 
must be passed. An AHERA Management Planner training course is an additional two days with 
another SO-question exam. If a person is presently an accredited Inspector or Management 
Planner, they must have an annual refresher course to keep their accreditation current. 

RECORD KEEPING: 

Keep the reinspection records in this TAB section, along with any new data. New sample 
locations should be noted on copies of the drawings in TAB 7, and then filed in this section. 

Page I of I 
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AHERA 

l'hree Year Asbestos Reinspeciion 

WEST LINN 
SCHOOL DISTRICT #3Jt 

OF 

West Linn High School 
5464 West "A" Street 
West Linn, OR 97068 

Project No. 1020-68 

Prepared by: 

* 
~~~-.;;::-~-

ENVIRONMENTAL, Inc. 

P.O. Box 216 Clam-tone, OR 970'IT Phone (503) 557-2396 Fax (503) 557-30'-5 



WEST LINN SCHOOL DISTRICT 3,ft 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

AHERA RE-INSPECTION 
NOVEMBER ! 999 

Page 1 of 46 

Material: Boiler/tank insulation/mechanical insulation, USA 01 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: N. boiler, S. boiler, DHW tank 

Quantity: Approximately 600 sq. ft. 

Potential for disturbance: 

600 sq. ft. 
300 sq. ft. 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

Recommended response action: 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

Material: 

AHERA Re-inspection 

Gasket, USA 01 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Non-friable 

Locations: Boiler, gasket on B 1 E. side 

Quantity: Approximately 4 sq. ft. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: 

Recommended response action: 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 2 of 46 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 3 of 46 

Material: Low pressure steam/MJP on pipe covering, USA 01 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: Joints; between boiler #1 & #2 E. side 

Quantity: Approximately 25 ln. ft.-10 in. O.D. low pressure steam 
30 ln. ft.-12 in. O.D. low pressure steam 
25 ln. ft.-14 in. O.D. low pressure steam 
39 ln. ft.-6 in. O.D. low pressure steam 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: 

Recommended response action: 



WEST LINN SCHOOL DISTRICT 3,lt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 4 of 46 

Material: Domestic hot water/MJP on corrugated pipe cover, USA 01 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: Joints; between boiler #1 & #2 E. side 

Quantity: Approximately 35 ln. ft.-4 in. O.D. domestic hot water 
22 ln. ft.-6 in. O.D. domestic hot water 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: 

Recommended response action: 



WEST LINN SCHOOL DlSTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

AHERA RE-lNSPECTION 
NOVEMBER 1999 

Page 5 of 46 

Material: Domestic hot water/corrugated pipe cover, USA 01 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: Piping; between boiler #1 & #2 E. side 

Quantity: Approximately 110 ln. ft.-4 in. O.D. domestic hot water 
75 In. ft.-6 in. O.D. domestic hot water 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: 

Recommended response action: 



WEST LINN SCHOOL DlSTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 6 of 46 

Material: Domestic cold water/corrugated pipe cover, USA 01 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: Piping; between boiler # 1 & #2 E. side 

Quantity: Approximately 110 ln. ft.-4 in. O.D. domestic cold water 
75 In. ft.-6 in. O.D. domestic cold water 

Potential for disturbance: 

Potential for contact: low 
Effect of vibratipn: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: 

Recommended response action: 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 
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Material: Low pressure steam/pipe covering, USA 01 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: Piping, between boiler #1 & #2 E. side 

Quantity: Approximately 100 In. ft.-10 in. O.D. low pressure steam 
130 ln. ft.-12 in. O.D. low pressure steam 
50 ln. ft.-14 in. O.D. low pressure steam 
15 in. O.D. low pressure steam 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: 

Recommended response action: 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Boiler/tank insulation, USA 02 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: Boiler, DHW exchange tanks 

Quantity: Approximately 60 sq. ft. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: 

Recommended response action: 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 8 of 46 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 
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Material: Domestic hot water/MJP on corrugated pipe cover, USA 02 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: Joints, S.W. corner 

Quantity: Approximately 30 In. ft.-4 in. O.D. domestic hot water 
25 In. ft.-6 in. O.D. domestic hot water 
19 In. ft.-8 in. O.D. domestic hot water 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: 

Recommended response action: 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 
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Material: Domestic hot water/corrugated pipe cover, USA 02 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: Piping; S.W. comer 

Quantity: Approximately 175 ln. ft.-4 in. O.D. domestic hot water 
65 In. ft.-6 in. 0.D. domestic hot water 
65 In. ft.-8 in. O.D. domestic hot water 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: 

Recommended response action: 



WEST LINN SCHOOL DISTRICT 3.Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 
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Material: Low pressure steam/pipe covering, USA 03 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: All floors in building 

Quantity: Approximately 150 In. ft.-4 in. O.D. 
850 In. ft.-6 in. O.D. 
980 In. ft.-8 in. O.D. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

Recommended response action: Reassess quantity and location, maintain in an intact 
and undamaged condition 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. l 020-68 

AHERA Re-inspection 
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Material: Low pressure team/MJP on pipe covering, USA 04 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: All floors in building 

Quantity: Approximately 200 ln. ft.-4 in. O.D. 
165 ln. ft.-6 in. O.D. 
150 ln. ft.-8 in. O.D. 
20 ln. ft.-12 in. O.D. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

Recommended response action: Reassess quantity and location, maintain in an intact 
and undamaged condition 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

AHERA RE-INSPECTION 
NOVEMBER 1999 
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:Material: Domestic hot water/pipe covering, USA 05 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: All floors in building 

Quantity: Approximately 1,500 ln. ft.-4 in. O.D. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

Recommended response action: Reassess quantity and location, maintain in an intact 
and undamaged condition 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 
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Material: Domestic hot water/MJP on pipe covering, USA 06 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: All floors in building 

Quantity: Approximately 330 In. ft.-4 in. O.D. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

Recommended response action: Reassess quantity and location, maintain in an intact 
and undamaged condition 



WEST LINN SCHOOL DISTRICT 3,Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 
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Material: Domestic cold water/corrugated pipe covering, USA 07 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: All floors in building 

Quantity: Approximately 925 ln. ft.-4 in. O.D. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

Recommended response action: Reassess quantity and location, maintain in an intact 
and undamaged condition 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 
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Material: Domestic cold water/MJP on corrugated pipe cover, USA 08 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: All floors in building 

Quantity: Approximately 145 ln. ft.-4 in. O.D. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

Recommended response action: Reassess quantity and location, maintain in an intact 
and undamaged condition 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDlNG 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Acoustical/thermal plaster, USA 11 

Description: Surfacing 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: First floor 

Quantity: Approximately 21,531 sq. ft. 

Potential for disturbance: 

Potential for contact: 
Effect of vibration: 
Potential for air erosion: 

Overall condition: 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: 

Recommended response action: 

AHERA RE-INSPECTION 
NOVEMBER 1999 
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Material: Low pressure steam/pipe covering, USA 50 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: Gym 

Quantity: Approximately 5 In. ft.-8 in. O.D. 
5 In. ft.-6 in. O.D. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

Recommended response action: Reassess quantity and location, maintain in an intact 
and undamaged condition 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 
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Material: Low pressure steam/MJP on pipe covering, USA 50 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: Gym 

Quantity: Approximately 2 ln. ft.-8 in. O.D. 
3 In. ft.-6 in. O.d. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

Recommended response action: Reassess quantity and location, maintain in an intact 
and undamaged condition 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 
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Material: Low pressure steam/pipe covering, USA 52 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: Swimming pool, front room 

Quantity: Approximately 20 In. ft.-8 in. O.D. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: 

Recommended response action: 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
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Material: Low pressure steam/pipe covering, USA 53 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: Tunnel access S. rm. 554 

Quantity: Approximately 40 In. ft.-4 in. O.D. 
10 ln. ft.-8 in. O.D. 
8 ln. ft.-6 in. O.D. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: 

Recommended response action: 
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Material: Low pressure steam/MJP on pipe covering, USA 54 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: Tunnel access S. rm. 554 

Quantity: Approximately 4 ln. ft.-14 in. O.D. 
2 ln. ft.-8 in. O.D. 
12 ln. ft.-6 in. O.D. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: 

Recommended response action: 



WEST LINN SCHOOL DISTRICT 3Jt 
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Material: Low pressure steam/pipe covering, USA 55 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: Main building A., custodial office 

Quantity: Approximately 12 ln. ft.-8 in. O.D. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: 

Recommended response action: 



WEST LINN SCHOOL DlSTRICT 3Jt 
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Material: Low pressure steam/pipe covering, USA 56 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: Tunnels 

Quantity: Approximately 460 ln. ft.-12 in. O.D. 
60 ln. ft.-8 in. O.D. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: 

Recommended response action: 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDlNG 
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Material: Low pressure steam/MJP on pipe covering, USA 57 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: Tunnels 

Quantity: Approximately 15 ln. ft.-12 in. O.D. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: 

Recommended response action: 
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Material: Domestic cold water/corrugated pipe covering, USA 58 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: Tunnels 

Quantity: Approximately 60 In. ft.-6 in. O.D. 
200 ln. ft.-4 in. O.D. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: 

Recommended response action: 
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Material: Domestic cold water/MJP on corrugated pipe cover, USA 59 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: Tunnels 

Quantity: Approximately 40 ln. ft.-4 in. O.D. 
38 ln. ft.-6 in. O.D. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: 

Recommended response action: 
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Material: Domestic hot water/pipe covering, USA 60 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: Tunnels 

Quantity: Approximately 200 In. ft.-4 in. O.D. 
50 In. ft.-6 in. O.D. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: 

Recommended response action: 
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Material: Domestic hot water/MJP on pipe covering, USA 61 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: Tunnels 

Quantity: Approximately 45 In. ft.-4 in. O.D. 
28 In. ft.-6 in. O.D. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: Unchanged 

Recommended response action: 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

Material: 

AHERA Re-inspection 

Vinyl floor tile, USA 97 

Description: Miscellaneous 

Sampled or Assumed: Surfacing 

Friable or Non-Friable: Non-friable 

Locations: All floors in building 

Quantity: Approximately 50,000 sq. ft. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: 

Recommended response action: 

AHERA RE-INSPECTION 
NOVEMBER 1999 
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WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Transite siding, USA 98 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Non-friable 

Locations: All floors in building 

Quantity: Approximately 400 sq. ft. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: 

AHERA RE-INSPECTION 
NOVEMBER 1999 
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Recommended response action: Reassess quantity and location 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

Material: 

AHERA Re-inspection 

Vinyl floor tile, USA 99 

Description: Miscellaneous 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Non-friable 

Locations: All floors in building 

Quantity: Approximately 86,055 sq. ft. 

Potential for disturbance: 

Potential for contact: high 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: fair 

Change in condition from last inspection: yes 

AHERA RE-INSPECTION 
NOVEMBER 1999 
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Assessment noted: 8 locations W. end of Cafeteria and library, material tom 
loose from floor (20 sq. ft.) 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: Damaged miscellaneous material 

Recommended response action: Repair damaged area and maintain in an intact and 
undamaged condition. 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Mag Lines 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: Under old building (E & W) 

AHERA RE-INSPECTION 
NOVEMBER 1999 
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Quantity: Approximately 600 In. ft. of piping with approx. 50 hard fittings 

Potential for disturbance: 

Potential for contact: low-piping running under building and over ceiling 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: poor 

Change in condition from last inspection: yes 
Assessment noted: Exposed mag with debris, 40 In. ft. of damage at hangers and 
floor extrusion, 30-40 sq. ft. debris in crawl space (access closet W. end hallway) 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: Damaged or significantly damaged TSI 

Recommended response action: Repair damaged area and maintain in an intact and 
undamaged condition. 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

Material: 

AHERA Re-inspection 

Sheet Vinyl 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Non-friable 

Locations: Library 

Quantity: Approximately 300 sq. ft. 

Potential for disturbance: 

Potential for contact: high-vinyl flooring 
Effect of vibration: moderate-heavy to moderate traffic 
Potential for air erosion: low 

Overall condition: fair 

Change in condition from last inspection: yes 
Assessment noted: Abated Summer 1999 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: 

Recommended response action: 

AHERA RE-INSPECTION 
NOVEMBER 1999 
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WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Corrugated Pipe Cover 

Description: TSI 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Friable 

Locations: Rm. E. side of weight room 

Quantity: Approximately 40 In. ft. 

Potential for disturbance: 

Potential for contact: high-in storage room 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

AHERA RE-INSPECTION 
NOVEMBER 1999 
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Recommended response action: Maintain in an intact and undamaged condition 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Hard Fittings 

Description: TSI 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Friable 

Locations: Wood shop entrance 

Quantity: Approximately 16 hard fittings 

Potential for disturbance: 

AHERA RE-INSPECTION 
NOVEMBER 1999 
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Potential for contact: moderate-above drop ceiling by heating duct 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: fair 

Change in condition from last inspection: yes 
Assessment noted: Patch & repair, 4 hard fittings damaged, w/debris 6 sq. ft. on 
drop ceiling (foyer of entrance to wood shop) 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: Damaged or significantly damaged TSI 

Recommended response action: Clean-up debris and repair damaged area and 
maintain in an intact and undamaged condition 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

Material: 

AHERA Re-inspection 

Drywall taping compound 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Friable 

Locations: Throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page37 of 46 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Sheet vinyl mastic 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Non-friable 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page38 of 46 

Locations: Under sheet vinyl, various locations throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Sheet vinyl 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Non-friable 

Locations: Various locations throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page39 of 46 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

Material: 

AHERA Re-inspection 

Window putty 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Non-friable 

Locations: Throughout school ( on exterior windows) 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 40 of 46 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Fire doors 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Non-friable 

Locations: Throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 41 of 46 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Cove base mastic 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Non-friable 

Locations: Throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 42 of 46 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO.1020-68 

Material: 

AHERA Re-inspection 

Chalkboards 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Non-friable 

Locations: In classrooms throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 43 of 46 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Paint, interior 

Description: Surfacing 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Friable 

Locations: Various locations throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: high 
Effect of vibration: low 
Potential for air erosion: moderate 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 44 of 46 

Previous AHERA category: Any remaining friable ACBM or friable suspect ACBM 

New AHERA category: Any remaining friable ACBM or friable suspect ACBM 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Electrical wire casing 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Friable 

Locations: Stage lights 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 45 of 46 

Previous AHERA category: Any remaining friable ACBM or friable suspect ACBM 

New AHERA category: Any remaining friable ACBM or friable suspect ACBM 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MAIN BUILDING 
PROJECT NO. !020-68 

AHERA Re-inspection 

Material: Drop-in ceiling tile 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Friable 

Locations: Various locations throughout school 

Quantity: Not q1:lalltified 

Potential for disturbance: 

Potential for contact: moderate 
Effect of vibration: .low 
Potential for air erosion: moderate 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 46 of 46 

Previous AHERA category: Any remaining friable ACBM or friable suspect ACBM 

New AHERA category: Any remaining friable ACBM or friable suspect ACBM 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-SHOP 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Transite siding, USA 98 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Non-friable 

Locations: All floors in building 

Quantity: Approximately 10 sq. ft. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: Unchanged 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 1 of 12 

Recommended response action: Reassess quantity and location 



WEST LINN SCHOOL DlSTRICT 3Jt 
WEST LINN HIGH SCHOOL-SHOP 
PROJECT NO. 1020-68 

Material: 

AHERA Re-inspection 

Vinyl floor tile, USA 99 

Description: Miscellaneous 

Sampled or Assumed: Sampled 

Friable or Non-Friable: Non-friable 

Locations: All floors in building 

Quantity: Approximately 11,000 sq. ft. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: Unchanged 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 2 of 12 

Recommended response action: Reassess quantity and locations 



WEST LINN SCHOOL DlSTRICT 3Jt 
WEST LINN HIGH SCHOOL-SHOP 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Drywall taping compound 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Friable 

Locations: Throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

AHERA RE-lNSPECTION 
NOVEMBER 1999 

Page 3 of 12 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-SHOP 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Sheet vinyl mastic 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Non-friable 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 4 of l2 

Locations: Under sheet vinyl, various locations throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-SHOP 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Sheet vinyl 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Non-friable 

Locations: Various locations throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition fi:om last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 5 of 12 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-SHOP 
PROJECT NO. 1020-68 

Material: 

AHERA Re-inspection 

Window putty 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Non-friable 

Locations: Throughout school ( on exterior windows) 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 6 of 12 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-SHOP 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Fire doors 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Non-friable 

Locations: Throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

AHERA RE-INSPECTION 
NOVEMBER !999 

Page 7 of 12 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-SHOP 
PRO.JECT NO. 1020-68 

AHERA Re-inspection 

Material: Cove base mastic 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Non-friable 

Locations: Throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 8 of12 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-SHOP 
PRO.JECT NO. 1020-68 

Material: 

AHERA Re-inspection 

Chalkboards 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Non-friable 

Locations: In classrooms throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 9 of 12 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DlSTRICT 3Jt 
WEST LINN HIGH SCHOOL-SHOP 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Paint, interior 

Description: Surfacing 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Friable 

Locations: Various locations throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: high 
Effect of vibration: low 
Potential for air erosion: moderate 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 10 of 12 

Previous AHERA category: Any remaining friable ACBM or friable suspect ACBM 

New AHERA category: Any remaining friable ACBM or friable suspect ACBM 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-SHOP 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Electrical wire casing 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Friable 

Locations: Stage lights 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 11 of 12 

Previous AHERA category: Any remaining friable ACBM or friable suspect ACBM 

New AHERA category: Any remaining friable ACBM or friable suspect ACBM 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-SHOP 
PROJECT NO. t 020-68 

AHERA Re-inspection 

Material: Drop-in ceiling tile 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Friable 

Locations: Various locations throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: moderate 
Effect of vibration: low 
Potential for air erosion: moderate 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

AHERA RE-INSPECTION 
NOVEMBER !999 

Page 12 of 12 

Previous AHERA category: Any remaining friable ACBM or friable suspect ACBM 

New AHERA category: Any remaining friable ACBM or friable suspect ACBM 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MUSIC BUILDING 
PROJECT NO. 1020-68 

Material: 

ABERA Re-inspection 

Vinyl floor tile, USA 99 

Description: Miscellaneous 

Safuplefl or Assumed: Assumed 

Friablf or Non-Friable: Non-friable 

-Locat~ns: All floors in building 

Quantity: Approximately 10,000 sq. ft. 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

~pall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: Unchanged 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 1 of 11 

Recommended response action: Reassess quantity and locations 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MUSIC BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Drywall taping compound 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Friable 

Locations: Throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 2 of 11 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MUSIC BUiLDlNG 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Sheet vinyl mastic 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Non-friable 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 3 of 11 

Locations: Under sheet vinyl, various locations throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH.SCHOOL-MUSIC BUILDING 
PRO,JECT NO. l020-68 

AHERA Re-inspection 

Material: Sheet vinyl 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Non-friable 

Locations: Various locations throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 4 of 11 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MUSIC BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Window putty 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Non-friable 

Locations: Throughout school ( on exterior windows) 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 5 of 11 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MUSIC BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Fire doors 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Non-friable 

Locations: Throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 6 of 11 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MUSIC BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Cove base mastic 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Non-friable 

Locations: Throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 7 of 11 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MUSIC BUILDING 
PROJECT NO. 1020-68 

Material: 

AHERA Re-inspection 

Chalkboards 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Non-friable 

Locations: In classrooms throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

Previous AHERA category: ACBM with potential for damage 

New AHERA category: ACBM with potential for damage 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 8 of It 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MUSIC BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Paint, interior 

Description: Surfacing 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Friable 

Locations: Various locations throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: high 
Effect of vibration: low 
Potential for air erosion: moderate 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 9 of 11 

Previous AHERA category: Any remaining friable ACBM or friable suspect ACBM 

New AHERA category:·Any remaining friable ACBM or friable suspect ACBM 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MUSIC BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Electrical wire casing 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Friable 

Locations: Stage lights 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page to of 11 

Previous AHERA category: Any remaining friable ACBM or friable suspect ACBM 

New AHERA category: Any remaining friable ACBM or friable suspect ACBM 

Recommended response action: Maintain in an intact and undamaged condition, · 
conduct six-month inspection cycle 



WEST LINN SCHOOL DISTRICT 3Jt 
WEST LINN HIGH SCHOOL-MUSIC BUILDING 
PROJECT NO. 1020-68 

AHERA Re-inspection 

Material: Drop-in ceiling tile 

Description: Miscellaneous 

Sampled or Assumed: Assumed 

Friable or Non-Friable: Friable 

Locations: Various locations throughout school 

Quantity: Not quantified 

Potential for disturbance: 

Potential for contact: moderate 
Effect of vibration: low 
Potential for air erosion: moderate 

Overall condition: good 

Change in condition from last inspection: no 
Assessment noted: 

AHERA RE-INSPECTION 
NOVEMBER 1999 

Page 11 of 11 

Previous AHERA category: Any remaining friable ACBM or friable suspect ACBM 

New AHERA category: Any remaining friable ACBM or friable suspect ACBM 

Recommended response action: Maintain in an intact and undamaged condition, 
conduct six-month inspection cycle 



AHERA 
Three Year Asbestos Reinspection 

for 

WEST LINN-\'VILSONVILLE 
SCHOOL DISTRICT 3JT 

West Linn High School 
5464 West "A" St. 

West Linn, OR 

Project No. 1020-15 

September i 998 

Prepared by 

P.O. Box 216, Gladstone. Oregon 97'207 (503) 557-:2396 Fax (503) 557-3025 



WI :ST LINN SCHOOL DISTRICT 3.JT 

[!TGI-ISCllOOLC\J'vlPUS,i'vl:\INIJIJil,DING 

PRO.I. NO. !020-15 

AHERA Re-inspection 

Al IERA RE-INSPECrION 

SEPrEMBER J 998 

PAGE I OF32 

Material: Boiler/Tank Insulation/Mechanical Insulation USA 01 

Description: TSI, Sampled, Friable 

Locations: North Boiler, South Boiler, DHW Tank 

Quantity: Approximately: 600 sq. ft. 

600 sq. ft. 

300 sq. ft. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



\\T:ST LINN SCHOOLDISTRKT3JT 

I lie;{ I SCI IOOLC,\ivll'l'.S, MAIN Bl m DING 

PRO.I. NO. 1020-15 

AHERA Re-inspection 

Material: Gasket, USA 01 

Description: Miscellaneous, Non Friable 

Locations: Boiler; Gasket on B 1 E. Side 

Quantity: Approximately 4 sq. ft. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

,\I !ERA RE-INSPECTION 

SEPTEMBER 1998 

PAGE2 OF32 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICT 3JT 
I llCil IS<:IJOOJ,CAi'vlPlfS,!\-'11\IN Bl J1LDING 
PROJ. M) 1020-15 

AHERA Re-inspection 

MIERA RE-INS PE< :'TION 

SEPTE!v111ER 1998 
PACiE3 OF32 

Material: Low Pressure Steam/M.JP on Pipe Covering, USA O 1 

Description: TSI, Sampled, Friable 

Locations: Joints, Between Boiler 1 & 2 E. Side 

Quantity: Approximately: 25-10 in. 0.D. Low Pressure Steam 

Potential For Disturbance: 

30-ft. 12 in. O.D. Low Pressure Steam 

25-ft. 14 in. O.D. Low Pressure Steam 

39-ft. 6 in. O.D. Low Pressure Steam 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCI-IOOLDISTRICT 3.IT 
I IIGII SCIIOOLCMvf PUS. Ivl,\IN Bl fILDING 
PRO.i. NO. 1020-15 

AHERA Re-inspection 

MIERA RE-INSPECTION 
SEl7 rEMBER 1998 

PAGE40F32 

Material: Domestic Hot Water/MJP on Corrugated Pipe Cover USA O 1 

Description: TSI, Sampled, Friable 

Locations: Joints; Between Boiler 1 & 2 E. Side 

Quantity: Approximately: 35-4 in. O.D. Domestic Hot Water 

22-6 in. O.D. Domestic Hot Water 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



\VLST LINN SCI-IOOL DISTRICT 3.IT 

I IIGI !SCI 10()1.C\MPliS, l\,l;\INBUILDING 

PRO.I. NO. 1020-!5 

MIERA RE-INS Pl :CTION 
SEPTEMBER 19')8 

PAGL50F32 

AHERA Re-inspection · 

Material: Domestic Hot Water/Corrugated Pipe Covering USA O 1 

Description: TSI, Sampled, Friable 

Locations: Piping; Between Boiler 1 & 2 E. Side 

Quantity: Approximately: 110-4 in. 0.D. Domestic Hot Water 

75-6 in. O.D. Domestic Hot Water 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICT 3JT 
I IIC, I I SCI roor, C\MPUS. MAIN mm ,DING 
PRO.I. NO. i020-15 

AHERA Re-inspection 

, \HERA RE-INSPECTION 
SEPl'E~lnER I <)98 

PAGE<> OF32 

Material: Domestic Cold Water/Corrugated Pipe Covering, USA 01 

Description: TSI, Sampled, Friable 

Locations: Piping; Between Boiler 1 & 2 E. Side 

Quantity: Approximately: 110-4 in. 0.D. Domestic Cold Water 

75-6 in. 0.0. Domestic Cold Water 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 
Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



\VEST LINN SCHOOL DISTRICT 3JT 

I JIG! ISCIIOOLC.\MPUS, i\'IAIN BlJILDIN(} 

PRO.I. NO. 1020-15 

AHERA Re-inspection 

AIIER,\RE-INSPECTION 

SEPTE:v!BER 1998 
PAGE7 OF32 

Material: Low Pressure Steam/Pipe Covering, USA 01 

Description: TSI, Sampled, Friable 

Locations: Piping; Between Boiler 1 & 2 E. Side 

Quantity: Approximately: 100-10 in. O.D. Low Pressure Steam 

Potential For Disturbance: 

130-12 in. O.D. Low Pressure Steam 

50-14 in. O.D. Low Pressure Steam 

15 in. O.D. Low Pressure Steam 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



\\'EST LINN SCHOOL DISTRI< ~I' 3JT 
! I!Gfl.SCIIOOLC\MP! JS, M,'\l/\i m ,1LDING 

PRO.I. NO. l020-15 

AHERA Re-inspection 

lVlaterial: Boiler/Tank Insulation, USA 02 

Description: TSI, Sampled, Friable 

Locations: Boiler: DHW Exchange Tanks 

Quantity: Approximately 60 sq. ft. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

MIER,\ RE-INS PL< ~l"I< )N 
SEJYJ'E\IBER I ')')8 

PAGE8 OF32 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



\\'l~'iT LINN scHUULDlsrt<.lCfjJr 
I ll(;r! S( TIOOL CAi\•IPl 1S, ~l:\IN BT _i/J ,DING 
PR<)J_ NU. 1020- 15 

AHERA Re-inspection 

_,\j ibRA RE-iN::>PEU l< lN 

SEPTEM8ER 1998 
P,\GE 9 OF 32 

Material: Domestic Hot WateriM.JP on Corrugated Pipe Covering, USA 02 

Description: TSI, Sampied, Friabie 

Locations: Joints; SW Comer 

Quantity: Approximateiy: 30-4 in. 0.D. Domestic Hot Water 

Potential For Disturbance: 

25- 6 in. O.D. Domestic Hot Water 

19-8 in. 0.0. Domestic Hot Water 

Potential for contact: iow 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveiiiance 



WEST LINN SCHOOL DISTRI< ~I' 3JT 
I IIGI ISCHOOLC\MPUS, i\UIN BliILDING 
PRO.I. NO. 1020-15 

AHERA Re-inspection 

AHER;\ RE-lNSPECrI< )N 

SEPTEMBER l 9')8 

PAGE 10 OF32 

Material: Domestic Hot Water/Corrugated Pipe Covering, USA 02 

Description: TSI, Sampled, Friable 

Locations: Piping, SW Corner 

Quantity: Approximately: 175-4 in. 0.D. Domestic Hot Water 

Potential For Disturbance: 

65-6 in. O.D. Domestic Hot Water 

65-8 in. O.D. Domestic Hot Water 

Potential for contact: low 

Effect of vibration: low 
Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICT 3JT 
I l!GI I SCI IOOLC\MPUS, MAIN l3l !lLDING 
PH.OJ. NO. 1020-15 

AHERA Re-inspection 

i\I-IERA RE-INSPECTION 
SEPrEMI3ER 1998 

PAGE 11 OF32 

Material: Low Pressure Steam/Pipe Covering, USA 03 

Description: TSI, Sampled, Friable 

Locations: All Floors in Building 

Quantity: Approximately: 150-4 in. O.D. 

Potential For Disturbance: 

850-6 in. 0.D. 
980-8 in. O.D. 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCI IO<)L DISTRICT3JT 

I l!Gll:-Cl IOOLC..\MPUS, l'vlAIN !J(J!LDING 
PROJ. NO. 1020-15 

AHERA Re-inspection 

i\l lER!\ RE-INSPECTION 

SEIYf'E:vmER 1998 

PA(iE 12OF32 

Material: Low Pressure Steam/M.JP on Pipe Covering, USA 04 

Description: TSI, Sampled, Friable 

Locations: All Floors in Building 

Quantity: Approximately: 200-4 in. O.D. 

Potential For Disturbance: 

165-6 in. 0.D. 
150-8 in. 0.D. 

20-12 in. 0.D. 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN :-iCIIOOI, DISTRll T 3JT 
l llGI IS( '.HOO!, C\MPl.•S. :vt\lN m JJLJ)ING 

PRO.I. NO 1020- 15 

AHERA Re-inspection 

Al !ERA RE-IN.SPEC :TION 
srTrEMBER 1998 
PAGE 130F32 

Material: Domestic Hot Water/Pipe Covering, USA 05 

Description: TSI, Sampled, Friable 

Locations: All Floors in Building 

Quantity: Approximately 1500-4 in. 0.D. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCI-IOOLDISTRICT3.IT 

I IIGI !SCI IOOLCAMPl!S, rvl,\IN Bl /ILDING 

PRO.I. NO. 1020-15 

AHERA Re-inspection 

1\l lliR, \ RE-INSPECT!< )N 
SEl'fE~vlBER 1998 
PAC,E 14 OF 32 

Material: Domestic Hot Water/MJP on Pipe Covering, USA 06 

Description: TSI, Sampled, Friable 

Locations: All Floors in Building 

Quantity: Approximately 330-4 in. 0.0. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



Wl.:ST LINN SCHOOL DISTRICT 3JT ' 
IIIGIISCIIOOLCAMPUS.MAINIHJ!l,D!NG 
PROJ. NO. l020-i5 

AHERA Re-inspection 

Al IERARE-INSPI:< :l'J()N 
SEJYrEMI3ER 19')8 
PAGE 150F32 

Material: Domestic Cold Water/Corrugated Pipe Covering, USA 07 

Description: TSI, Sampled, Friable 

Locations: All Floors in Building 

Quantity: Approximately 925-4 in. O.D. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST Lll'-iN SCHOOL DISTRICT 3JT 
1-!IGH SCI !OOL CAMPUS, /VlAIN Bun ,DING 
PROJ. NO. 1020-15 

AHERA Re-inspection 

AI !ERA RE--INSPECTION 
SEPTEMBER 1998 

PAGE 16 oi: 32 

Material: Domestic Cold Water/MJP on Corrugated Pipe Covering, USA 08 

Description: TSl, Sampled, Friable 

Locations: All Floors in Building 

Quantity: Approximately 145-4 in. 0.0. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



\VEST LINN SCHOOL DIST RI Cr 3JT 
I urn I SC[ I0OL CAMPUS, Nl,\!N l3 U!LD!NG 
PROJ. :\iO. l020-l5 

AHERA Re-inspection 

Material: Acousticalffhermal Plaster, USA 11 

Description: Surfacing, Sampled, Friable 

Locations: First Floor 

Quantity: Approximately 21,531 sq. ft-Removed 

Potential For Disturbance: 

Potential for contact: 
Effect of vibration: 
Potential for air erosion: 

Overall Condition: 

Previous AHERA Category: Removed 

New AHERA Category: 

Recommendations: 

, \l lERA RE-INSPECJ'ION 

SEPTE1vIBER 1998 
PAGEI70F32 



WEST LINN SCHOOL DISTRICT 3JT 

!UGI I SCI IOOLC.\:'vlPl JS. MAIN Bl ilLDING 
PRO.I. NO. 1020-15 

AHERA Re-inspection 

AI IERARE-INSPECrION 

SEr'l'Eivll3ER I 998 

PAGE 180F32 

Material: Low Pressure Steam/Pipe Covering, USA 50 

Description: TSI, Sampled, Friable 

Locations: Gym 

Quantity: Approximately: 5-8 in. O.D. 

5-6 in. O.D. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



\VE..<;T LINN .SCHOOL DI.STR!C!' 3.JT 
lllGI ISCIIOOLCAMPUS,:VIAIN BUILDING 
PRO.I. :--JO. 1020-15 

AHERA Re-inspection 

Al IERJ\RE-IN.SPECTION 
SEJYl'Ei'v!BER 1998 

P,\GE 19 OF 32 

Material: Low Pressure Steam/MJP on Pipe Covering, USA 50 

Description: TSI, Sampled, Friable 

Locations: Gym 

Quantity: Approximately: 2-8 in. O.D. 
3-6 in. O.D. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WE,'ff LINN SCI IOOL DISTRICI'3JT 

I IIGI !SCI IOOLC.\MPl:S,MJ\INBUILDINC, 
PROJ. NO. 1020-15 

AHERA Re-inspection 

,\l lERARE-INSPECTION 

SEPTE:vlBER 1998 

P!\GE20OF32 

~Iaterial: Low Pressure Steam/Pipe Covering, USA 52 

Description: TSI, Sampled, Friable 

Locations: Swimming Pool, Front Room 

Quantity: Approximately 20-8 in. 0.D. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICT 3JT 

I IIGIISCIIOOLC\MPUS.~li\lN Bl JILDINC, 

PRO.I. ;'iO. 1020-15 

AHERA Re-inspection 

AIIER,\RE-IN.SJ>ECJ'I()N 
SEPI'El\lBER 1998 

PAGE21 OF32 

Material: Low Pressure Steam/Pipe Covering, USA 53 

Description: TSI, Sampled, Friable 

Locations: Tunnel Access South, Rm. 554 

Quantity: Approximately: 40-14 in. 0.D. 

Potential For Disturbance: 

10-8 in. O.D. 

8-6 in. 0.D. 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



\VEST LINN S( :I-IDOL DISTRICT 3JT 
I l!Gl!SCIIOOLC\MPUS, i\'lf\IN BlJILDING 
PROJ. NO. 1020-15 

AHERA Re-inspection 

Al iERARE-INSPECTION 
SEIYfEMBER l998 
PAGE220F32 

Material: Low Pressure Steam/M.JP on Pipe Covering, USA 54 

Description: TSI, Sampled, Friable 

Lo~~tions: Tunnel Access South, Rm. 554 

Quantity: Approximately: 4-14 in. O.D. 

Potential For Disturbance: 

2-8 in. O.D. 

12-6 in. O.D. 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LJNN SCHOOL DISTRICT 3JT 
lUGHS<:I-lOOLCAMPUS. MAIN BLlLDING 
l'ROJ. :--10. 1020-!5 

AHERA Re-inspection 

1\1-!ERARE-INSPE< . .TION 
SEPTEtv113ER 1998 
PAGE230F32 

Material: Low Pressure Steam/Pipe Covering, USA 55 

Description: TSI, Sampled, Friable 

Locations: Main Building A, Custodial Office 

Quantity: Approximately 12-8 in.0.D. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOLDISTR/CTJJT 

I-IJGH SCHOOL CAMPUS. MAIN BlJII DING 

PROJ. NO. 1020-15 

AHERA Re-inspection 

AllERA RE-INSPECTION 
SEPTEtvlI3ER 1998 

PAGE2..J.OF32 

Material: Low Pressure Steam/Pipe Covering, USA 56 

Description: TSI, Sampled, Friable 

Locations: Tunnels 

Quantity: Approximately: 460-12 in. O.D. 

60-8 in. O.D. 

Potential For Disturbance: 

Potential for contact: low 

EfTect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN .SCI IOOL DISTRICT3JT 
I nm I SCI IOOLC:\MPl JS.1vlAIN BUILDING 
!'ROJ. NO. 1020-15 

AHERA Re-inspection 

Al !ERA RE-IN.SPECTI< )N 
SEl'rGvlBER 1998 
P/\GE250F32 

Material: Low Pressure Steam/MJP on Pipe Covering, USA 57 

Description: TSI, Sampled, Friable 

Locations: Tunnels 

Quantity: Approximately 15-12 in. O.D. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WESTUNNSCHOOLDISTRILT3JT 
IIIGH SCHOOLC\MPUS, MAIN BUILDING 
PROJ. NO. i020-15 

AHERA Re-inspection 

!\llERARE-INSPEC'I'lON 
SEPTEMBER 1998 
PAGE260F32 

Material: Domestic Cold Water/Corrugated Pipe Covering, USA 58 

Description: TSI, Sampled, Friable 

Locations: Tunnels 

Quantity: Approximately: 60-6 in. O.D. 

200-4 in. O.D. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 
Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOLDISTRICI'3JT 
I urn I SCI IOOL CAMPUS, '.\l,\]N B lJ[ LDING 

PRO.I NO 1020-15 

AHERA Re-inspection 

!\I U::RARE-INSPECTION 

SEIYl'EMBER 1998 

PAGE270F32 

Material: Domestic Cold Water/MJP on Corrugated Pipe Cover, USA 59 

Description: TSI, Sampled, Friable 

Locations: Tunnels 

Quantity: Approximately: 40-4 in. O.D. 

38-6 in. O.D. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DIST RI Cr 3JT 

l IIGH SCI-!OOLCMvlPLS, ;1,'IAIN BUILDING 
PRO.I. NO. l020-15 

_A.HERA Re-inspection 

AI-IERA RE-INSPECTION 
SEPTEMBER 1998 

PAGE28 OF 32 

Material: Domestic Hot Water/Pipe Covering, USA 60 

Description: TSI, Sampled, Friable 

Locations: Tunnels 

Quantity: Approximately: 200-4 in. O.D. 

50-6 in. O.D. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WE .. <,TUNNSCI-IOOLDISTRICT3.IT 

I nm ISCl IOOLCAMPUS, ~'IAIN BUILDING 
PRO.I. NO. 1020- !5 

AHERA Re-inspection 

AI IERARE-INSPECl'l()N 
SEPTEMBER 1998 

PAGE2') OF 32 

Material: Domestic Hot Water/MJP on Pipe Covering, USA 61 

Description: TSI, Sampled, Friable 

Locations: Tunnels 

Quantity: Approximately: 45-4 in. 0.D. 
28-6 in. 0.D. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

OveraJI Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCI IOOL DISTRICT 3JT 
I UGI I SC :HOOL CAMPUS, MAIN l3 UILDING 
PROJ. NO. 1020-15 

AHERA Re-inspection 

lVIaterial: Vinyl Floor Tile, USA 97 

Description: Miscellaneous, Sampled, Non Friable 

Locations: All Floors in Building 

Quantity: Approximately 50,000 sq. ft. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

1\I IERARE-INSPECI'ION 

SEPTEMBER 1998 

PAGE30OF32 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



\VEST LINN SCI IOOLDISTRICT 3JT 

I IIGII SCI IO0LCAMPUS, tvlAIN BUTLDING 
PROJ. NO. 1020-15 

AHERA Re-inspection 

Material: Transite Siding, USA 98 

Description: Miscellaneous, Assumed, Non Friable 

Locations: All Floors in Building 

Quantity: Approximately 400 sq. ft. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Al IER, \. RE-INSPECTION 
SEPTHvlBER 1998 
PAGE3 I OF 32 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



\VEST LINN SCHOOLDISTRJCT3JI' 

l!IGIISCIIOOLC\MPUS.1'1.MINBIJILDING 

i'ROJ. NO. 1020-15 

AHERA Re-inspection 

Material: Vinyl Floor Tile, USA 99 

Description: Miscellaneous, Sampled, Non Friable 

Locations: All Floors in Building 

Quantity: Approximately 86,055 sq. ft. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Al !ERA RE-INSPECTION 

SEJYIT:MBER 1998 

PAGE320F32 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICT 3JT 

IIIGI-ISCl!OOLC\MPUS,S!IOI' 

PROJ. NO. !020-15 

AHERA Re-inspection 

Material: Transite Siding, USA 98 

Description: Miscellaneous, Non Friable 

Locations: All Floors in Building. 

Quantity: Approximately 10 sq. ft. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Al !ERARE-INSl'ECrION 

SLPIT:MBER 1998 
p_,\(,E I OF 2 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



\VEST LINN SCHOOL DISTRICT 3JT 

I HGII S(:IIOOLC\MPUS.SIIOP 

PR.OJ. :--10. 1020-15 

AHERA Re-inspection 

Material: Vinyl Floor Tile, USA 99 

Description: Miscellaneous, Sampled, Non Friable 

Locations: All Roars in Building. 

Quantity: Approximately 11,000 sq. ft. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

, \I !ERA RE-INSPECTION 

SEPrEMBER 1998 
PAGE20F2 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



\\'EST LINN SCI IOOL rnSTRICT 3JT 
I IIGI !SCI 1001.C\MPUS,!vll lSICBlHLDINCi 
PROJ. :--iO. !020-15 

AHERA Re-inspection 

Material: Vinyl Floor Tile, USA 99 

Description: Miscellaneous, Sampled, Non Friable 

Locations: All Floors in Building. 

Quantity: Approximately 10,000 sq. ft. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

I \l·IER.-\ Rb-!N.SPL<.TI< )N 
SI:JYrE\.IBER 1')98 
PAUE ! <)I: I 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



AHERA Reinspection 
Inc. Signature Page 

Three Rivers Environmental, Inc. utilized only inspectors accredited as per the EPA Model 
Accreditation Plan, 40 CFR 763, Subpart E, Appendix Cat a minimum. In addition, all inspectors 
utilized on projects in states which require additional training, qualifications and licensing, met these 
qualifications and were so licensed in that state. In addition to the EPA required training, Three Rivers 
Environmental, Inc. inspectors receive extensive field training and further examination prior to project 
assignment. 

The inspection was conducted by the fallowing Three Rivers Environmental, Inc. personnel: 

s.~~ S~~V\ cfst;; 9~~0818S 
Name Accreditation 

M ~-n- Jo B NSCJ t--J q8-6818? ~ Name Accreditation 

Sft-Av--J N 0L£cif'J qB-081 B~ ~=a----
Name Accreditation Signature 

The Management Plan recommendation was developed by the fallowing Three Rivers Environmental, 
Inc. personnel: 

Name Accreditation ~~ &nature 

Name Accreditation Signature 

Name Accreditation Signature 



AHERA 
Three Year Asbestos Reinspection 

for 

WEST LINN-WILSONVILLE 
SCHOOL DISTRICT 3JT 

West Linn High School 
5464 West "A" St. 

West Linn, OR 

Project No. 1020-07 

May/June 1995 

Prepared by 

170 E Arlington Gladstone, Oregon 97027 (503) 656-4601 



AHERA Re-inspection 
Signature page 

Three Rhiers Environmental utilized only inspectors accredited as per the EPA Model 
Accreditation Plan, 40 CFR 763, Subpart E, Appendix Cat a minimum. In addition, all 
inspectors utilized on projects in states which require additional training, qualifications and 
licensing, met these qualifications and were so licensed in that state. In addition to the EPA 
required training,_Trn:ee Riyers Environme~tal inspectors receive extensive field training 
and further exammat!on pnor to proJect assignment. 

The inspection was conducted by the following Three Rivers Environmental personnel: 

f>PR-~S-,8, U 
Name Accreditation# 

Name Accreditation # Signature 

Name Accreditation# Signature 

The Management Plan recommendation was developed by the following Three Rivers 
Environmental personnel: 

PDR-9S-7ftl\ 
Name Accreditation # 

Name Accreditation# Signature 

Name Accreditation # Signature 

170 E. Arlington Gladstone. Oregon CJ7027 (503) 656-4601 



WEST LINN SCHOOL DISTRICT 3Jr 

HIGH SCHOOL CAMPUS, SHOP 

PROJ. NO. 1020-07 

AHERA Re-inspection 

Material: Transite Siding, USA 98 

Description: Miscellaneous, Non Friable 

Locations: All Floors in Building. 

Quantity: Approximately 10 sq. ft. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Al-ffiRARE-INSPECTION 

MAY/ JUNE. 1995 

PAGEl OF2 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LIN"N SCHOOL DISTRICT 3JT 
HIGHSCHOOLCAMPUS,SI--IOP 
PROJ. NO. 1020-07 

AHERA Re-inspection 

Material: Vinyl Floor Tile, USA 99 

Description: Miscellaneous, Sampled, Non Friable 

Locations: All Floors in Building. 

Quantity: Approximately 11,000 sq. ft. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

AHERARE-INSPECTION 
MAY/JUNE. 1995 

PAGE2OF2 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICT 3JT 
HIGH SCHOOL CAMPUS, MAIN BUILDING 
PROJ. NO. 1020-07 

AHERA Re-inspection 

AHERARE-INSPECTION 
MAY/JUNE. 1995 

PAGE I OF32 

Material: Boiler/Tank Insulation/Mechanical Insulation USA 01 

Description: TSI, Sampled, Friable 

Locations: North Boiler, South Boiler, DHW Tank 

Quantity: Approximately: 600 sq. ft. 
600 sq. ft. 

300 sq. ft. 

Potential For Disturbance: 

Potential for contact: low 
Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICI' 3JT 

l-IlGH SCHOOLCAl\1PUS, MAIN BUILDING 

PROJ. NO. 1020-07 

AHERA Re-inspection 

Material: Gasket, USA 01 

Description: Miscellaneous, Non Friable 

Locations: Boiler; Gasket on Bl E. Side 

Quantity: Approximately 4 sq. ft. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

AHERA.RE-INSPECI'ION 
MAY/JUNE. 1995 
PAGE20F32 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICT 3IT 
HJGHSCHOOLCAMPUS,MAINBUILDING 
PROJ. NO. 1020-07 

AHERA Re-inspection 

AHERARE-INSPECTION 
MAY/JUNE. 1995 
PAGE3 OF32 

Material: Low Pressure Steam/MJP on Pipe Covering, USA 01 

Description: TSl, Sampled, Friable 

Locations: Joints, Between Boiler 1 & 2 E. Side 

Quantity: Approximately: 25-10 in. O.D. Low Pressure Steam 

Potential For Disturbance: 

30-ft. 12 in. 0.D. Low Pressure Steam 
25-ft. 14 in. O.D. Low Pressure Steam 
39-ft. 6 in. O.D. Low Pressure Steam 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICT 3JT 
HIGH SCHOOL CAMPUS, MAIN BlJILDLl\JG 
PROJ. NO. 1020-07 

AHERA Re-inspection 

AHER4..RE-INSPECTION 
MAY/JUNE. 1995 

PAGE40F32 

Material: Domestic Hot Water/MJP on Corrugated Pipe Cover USA 01 

Description: TSI, Sampled, Friable 

Locations: Joints; Between Boiler 1: & 2 E. Side 

22-6 in. O.D. Domestic Hot Water 

Potential For Disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



\VEST LINN SCHOOL DISTRIC'T 3JT 
HJGHSCHCX)LCAMPUS,MAINBlJ1LDING 
PROJ. NO. 1020-07 

AHERA Re-inspection 

AHERI\.RE-INSPECfION 
MAY/JUNE. 1995 
PAGE50F32 

Material: Domestic Hot Water/Corrugated Pipe Covering USA 01 

Description: TSI, Sampled, Friable 

Locations: Piping; Between Boiler 1 & 2 E. Side 

Quantity: Approximately: 110-4 in. 0.D; Domestic Hot Water 
75-6 in. O.D. Domestic Hot Water 

Potential For Disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

,Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DlSTRICI' 3IT 

HIGH SCHOOLCAMPUS,MAIN BUILDING 
PROJ. NO. 1020-07 

AHERA Re-inspection 

AI·IERARE-INSPECfION 
MAY/ JlJNE. I 995 

PAGE6OF32 

Material: Domestic Cold Water/Corrugated Pipe Covering, USA 01 

Description: TSI, Sampled, Friable 

Locations: Piping; Between Boiler 1 & 2 E. Side 

Quantity: Approximately: 110-4 in. O.D. Domestic Cold Water 
75-6in. 0.D. Domestic Cold Water 

Potential For Disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICr 3JT 
HIGHSCHOOLCAMPUS,MAINBUILDING 
PROJ. NO. 1020-07 

AHERA Re-inspection 

AHERI\RE-INSPECrION 
MAY/JUNE. 1995 

PAGE7 OF32 

Material: Low Pressure Steam/Pipe Covering, USA 01 

Description: TSI, Sampled, Friable 

Locations: Piping; Between Boiler 1 & 2 E. Side 

Quantity: 

Potential For Disturbance: 

130-12 in. O.D. Low Pressure Steam 

50-14 in. 0.D. Low Pressure Steam 
15 in. O.D. Low Pressure Steam 

Potential for contact: low 
Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DlSTRICf 3JT 

f-IlGH SCHOOL CAMPUS, I\1AINBUILDING 
PROJ. NO. 1020-07 

AHERA Re-inspection 

Material: Boiler/Tank Insulation, USA 02 

Description: TSI, Sampled, Friable 

Locations: Boiler; DHW Exchange Tanks 

Quantity: Approximately 60 sq. ft. 

Potential For Disturbance: 

Potential for contact: low 
Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

AHERARE-INSPECTION 
MAY/JUNE. 1995 
PAGE80F32 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICT 3IT 
HIGH SCHOOLCAMPUS,MAINBUILDING 
PROJ. NO. 1020-07 

AHERA Re-inspection 

AHER,\RE-lNSPECTION 
MAYiJUNE. 1995 
PAGE90F32 

Material: Domestic Hot Water/MJP on Corrugated Pipe Covering, USA 02 

Description: TSI, Sampled, Friable 

Locations: Joints; SW Corner 

Quantity: Approximately: 30-4 in. O.D. Domestic Hot Water 

Potential For Disturbance: 

25-6 in. O.D. Domestic Hot Water 
19-8 in. O.D. Domestic Hot Water 

Potential for contact: low 
Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICT 3JT 
HIGHSCHOOLCAMPUS,MAINBUILDING 

PROJ. NO. 1020-07 

AHERA Re-inspection 

AHERt.\RE-INSPECTION 
MAY/JUNE. 1995 
PAGE10OF32 

Material: Domestic Hot Water/Corrugated Pipe Covering, USA 02 

Description: TSI, Sampled, Friable 

Locations: Piping, SW Comer 

Onontitv• "'-----·-J . 

Potential For Disturbance: 

65-6 in. O.D. Domestic Hot Water 
65-8 in. O.D. Domestic Hot Water 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICI' 3JT 
HIGH SCHOOLCAlvIPUS, MAINBUlLDING 
PROJ. NO. 1020-07 

AHERA Re-inspection 

AHERI\RE-INSPECTION 
MAY/JUNE. 1995 

PAGEl l OF32 

Material: Low Pressure Steam/Pipe Covering, USA 03 

Description: TSI, Sampled, Friable 

Locations: All Floors in Building 

Quantity: Approximateiy: 150-4 in. O.D. 

Potential For Disturbance: 

850-6 in. 0.D. 
980-8 in. O.D. 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICT 3JT 

1-JJGH SCHOOLCAMPUS,MAINBUILDING 
PROJ. NO. 1020-07 

AHERA Re-inspection 

AHER,\RE-INSPECTION 

MAY/JUNE. 1995 
PAGEJ20F32 

Material: Low Pressure Steam/MJP on Pipe Covering, USA 04 

Description: TSI, Sampled, Friable 

Locations: All Floors in Building 

Quantity: Approximately: 200-4 in. O.D. 

Potential For Disturbance: 

165-6 in. O.D. 

150-8 in. O.D. 
20-12 in. O.D. 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



\VK'lT LINN SCHOOL DISTRICT 3JT 
HIGH SCHOOL CAMPUS, MAIN BUILDING 
PROJ. NO. 1020-07 

AHERA Re-inspection 

AHERt\RE-INSPECrION 
MAY /JUNE. 1995 
PAGE 13 OF32 

Material: Domestic Hot Water/Pipe Covering, USA 05 

Description: TSI, Sampled, Friable 

Locations: All Floors in Building 

Quantity: Appmxim::1tP.ly 1 ~00-4 in_ o.n. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICT 3JT 
HIGH SCHOOL CAMPUS, MAINBl!1LDING 
PROJ. NO. 1020-07 

AHERA Re-inspection 

AHERARE-INSPECTION 
MAY/JUNE. 1995 

PAGE140F32 

Material: Domestic Hot Water/MJP on Pipe Covering, USA 06 

Description: TSI, Sampled, Friable 

Locations: All Aoors in Building 

Quantity: Approximately 330-4 in. O.D. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICf 3JT 
HIGH SCHOOLCAi\fPUS, M<\INBUILDING 
PRO.l. NO. 1020-07 

AHERA Re-inspection 

AlffiRA RE-INSPECrION 
MAY/JUNE. 1995 
PAGE150F32 

Material: Domestic Cold Water/Corrugated Pipe Covering, USA 07 

Description: TSI, Sampled, Friable 

Locations: All Floors in Building 

Quantity: Approximately 925-4 in. O.D. 

Potential For Disturbance: 

Potential for contact: low 
Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST Llt-.'N SCHOOL DISTRICT 3JT 

HIGH SCHOOL CAMPUS, MAIN BUILDING 

PROJ. NO. 1020-07 

AHERA Re-inspection 

.A.HERA RE-INSPECTION 

MAY/JUNE. 1995 

PAGE l60F32 

Material: Domestic Cold W ater/MJP on Corrugated Pipe Covering, USA 08 

Description: TSI, Sampled, Friable 

Locations: All Floors in Building 

Quantity: Annrnv;m<>t,,.Ju 1,1.:;;_A ,n n n ...... rr ... -.1, ........................... J ....... _, ·• ........... ....., • .A..,'. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICT 3JT 
HIGHSCHOOLCAMPUS,MAINBUILDING 
PROJ. NO. 1020-07 

AHERA Re-inspection 

Material: Acoustical/Thermal Plaster, USA 11 

Description: Surfacing, Sampled, Friable 

Locations: First Floor 

Quantity: Approximately 21,531 sq. ft-Removed 

Potential For Disturbance: 

Potential for contact: 
Effect of vibration: 
Potential for air erosion: 

Overall Condition: 

Previous AHERA Category: Removed 

New AHERA Category: 

Recommendations: 

AHERARE-INSPECTION 
MAY/JUNE. 1995 

PAGE l7OF32 



WEST LINN SCHOOL DISTRICT 3JT 

HIGH SCHOOLCAMPUS,MAIN BUILDING 
PROJ. NO. 1020-07 

AHERA Re-inspection 

AHERARE-INSPECfION 
MAY/JUNE. 1995 

PAGE18OF32 

Material: Low Pressure Steam/Pipe Covering, USA 50 

Description: TSI, Sampled, Friable 

Locations: Gym 

Quantity: Approximateiy: 5-8 in. O.D. 
5-6 in. 0.D. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 
Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICT 3JT 

HIGH SCHOOL CAMPUS, Mi\INBUILDING 
PR0J. NO. 1020-07 

AHERA Re-inspection 

AHERA RE-INSPECTION 
MAY/JUNE. 1995 
PAGE190F32 

Material: Low Pressure Steam/MJP on Pipe Covering, USA 50 

Description: TSI, Sampled, Friable 

Locations: Gym 

Quantity: Approximately: 2-8 in. O.D. 

3-6 in. 0.D. 

Potential For Disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICT 3JT 

1-IlGH SCHOOL CAMPUS, MAIN BUILDING 
PROJ. NO. 1020-07 

AHERA Re-inspection 

AHERARE-INSPECTION 
MAY/JUNE. 1995 
PAGE20OF32 

Material: Low Pressure Steam/Pipe Covering, USA 52 

Description: TSI, Sampled, Friable 

Locations: Swimming Pool, Front Room 

Quantity: Approximately 20-8 in. 0.D. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



\VEST LINN SCHOOL DISTRICI' 3JT 

HIGH SCHOOLCAivIPUS, MAIN BUILDING 
PROJ. NO. 1020-07 

AHERA Re-inspection 

AHERARE-INSPECTION 
MAY/JUNE. 1995 

PAGE21 OF32 

Material: Low Pressure Steam/Pipe Covering, USA SJ 

Description: TSI, Sampled, Friable 

Locations: Tunnel Access South, Rm. 554 

Quantity: Approximately: 40-14 in. O.D. 

Potential For Disturbance: 

10-8 in. O.D. 
8-6 in. O.D. 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICT 3rr 
HIGI-ISCHOOLCAMPUS,MI\INBlJlLDING 
PROJ. NO. 1020-07 

AHERA Re-inspection 

.i\HERARE-INSPECfION 
MAY/JUNE. 1995 
PAGE22OF32 

Material: Low Pressure Steam/MJP on Pipe Covering, USA 54 

Description: TSI, Sampled, Friable 

Locations: Tunnel Access South, Rm. 554 

Quantity: Approximately: 4-14 in. O.D. 

Potential For Disturbance: 

2-8 in. O.D. 
12-6 in. O.D. 

Potential for contact: low 
Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICT 3JT 
HIGH SCI-IOOLCA!vIPUS, MAIN BUILDING 
PROJ. NO. 1020-07 

AHERA Re-inspection 

AHERARE-INSPECTION 
MAY/ JUNE. 1995 
PAGE23OF32 

Material: Low Pressure Steam/Pipe Covering, USA 65 

Description: TSI, Sampl.ed, Friable 

Locations: Main Building A, Custodial Office 

Quantity: Approximately 12-8 in.O.D. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICT 3JT 
HIGH SCHOOLCAivIPUS, Mt\IN BUILDING 
PROJ. NO. l020-07 

AHERA Re-inspection 

AHERARE-INSPECTION 
MAY/JUNE. 1995 

PAGE240F32 

Material: Low Pressure Steam/Pipe Covering, USA 56 

Description: TSI, Sampled, Friable 

Locations: Tunnels 

Quaniity: Approximateiy: 460'-12 in. 0.D. 
60-8 in. 0.D. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICT 3JT 
HIGHSCHOOLCAMPUS,MAINBUILDING 
PROJ. NO. 1020-07 

AHERA Re-inspection 

AHERARE-INSPECTION 
MAY/JUNE. 1995 
PAGE25OF32 

Material: Low Pressure Steam/MJP on Pipe Covering, USA 57 

Description: TSI, Sampled, Friable 

Locations: Tunnels 

Quantity: Approximateiy 15-12 in. O.D. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICT 3IT 
HIGH SCHOOLCAMPUS,MAINBlJILDING 

PROJ. NO. 1020-07 

AHERA Re-inspection 

MIERA RE-INSPECflON 
MAY/ JlJNE. 1995 
PAGE26OF32 

Material: Domestic Cold Water/Corrugated Pipe Covering, USA 58 

Description: TSI, Sampled, Friable 

Locations: Tunnels 

Quantity: Aooroximate1v: 60-6 in. 0.D, 
~ ~ ,I 

200-4 in. 0.D. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICf 3JT 

HIGH SCHOOLCAMPUS,MAINBUILDING 

PROJ. NO. 1020-07 

AHERA Re-inspection 

AHERARE-INSPECTION 

MAY/JUNE. 1995 
PAGE270F32 

Material: Domestic Cold Water/MJP on Corrugated Pipe Cover, USA 59 

Description: TSI, Sampled, Friable 

Locations: Tunnels 

Quantity: Approximately: 40-4 in. O.D. 
38-6 in. O.D. 

Potential For Disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WE.'\T LINN SCHOOL DISTRICf 3JT 
HIGHSCHOOLCAMPUS,MAL1\!BUII.DING 

PROJ. NO. 1020-07 

AHERA Re-inspection 

Al-IERARE-INSPECTION 
MAY/JUNE. 1995 
PAGE280F32 

Material: Domestic Hot Water/Pipe Covering, USA 60 

Description: TSI, Sampled, Friable 

Locations: Tunnels 

Quantity: Approximately: 200-4 in. O.D. 

50-6 in. 0.0. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICT 3JT 
HIGI-ISCHOOLCAMPUS,MAINBl.JILDING 
PROJ. NO. 1020-07 

AHERA Re-inspection 

AHERARE-INSPECI'ION 
MAY/JUNE. 1995 
PAGE290F32 

Material: Domestic Hot Water/MJP on Pipe Covering, USA 61 

Description: TSI, Sampled, Friable 

Locations: Tunnels 

Quantity: Approximately: 45-4 in. O.D. 

28-6 in. O.D. 

Potential For Disturbance: 

Potential for contact: low 
Effect of vibration: low 
Potential for air erosion: low 

Overall Condition: good 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICT 3IT 
HIGHSCHOOLCAMPUS,MAINBUIWING 
PROJ. NO. 1020-07 

AHERA Re-inspection 

Material: Vinyl Floor Tile, USA 97 

Description: Miscellaneous, Sampled, Non Friable 

Locations: All Floors in Building 

Quantity: Approximately 50,000 sq. ft. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

AHERARE-INSPECI'ION 
MAY/JUNE. 1995 
PAGE30OF32 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST UNN SCHOOL DISTRICT 3IT 

HIGH SCHOOL CAMPUS, MAIN BUILDING 

PRO.I. NO. 1020-07 

AHERA Re-inspection 

Material: Transite Siding, USA 98 

Description: Miscellaneous, Assumed, Non Friable 

Locations: All Floors in Building 

Quaniity: Approximately 400 sq. ft. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

AHERARE-INSPECTION 

MAY/JUNE. 1995 
PAGE31 OF32 

Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WEST LINN SCHOOL DISTRICI' 3IT 
HIGH SCHOOL CAMPUS, MAIN BUILDING 
PROJ. NO. 1020-07 

AHERA Re-inspection 

Material: Vinyl Floor Tile, USA 99 

Description: Miscellaneous, Sampled, Non Friable 

Locations: All Floors in Building 

Quantity: Approximately 86,055 sq. ft. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

AHERARE-INSPECTION 
MAY/JUNE. 1995 
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Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 



WE.'>T LINN SCHOOL DISTRICT 3JT 
HIGHSCHOOLCA1\1PUS,MUSICBUILDING 
PROJ. NO. 1020-07 

AHERA Re-inspection 

Material: Vinyl Floor Tile, USA 99 

Description: Miscellaneous, Sampled, Non Friable 

Locations: All Floors in Building. 

Quantity: Approximaiely 10,000 sq. fi. 

Potential For Disturbance: 

Potential for contact: low 

Effect of vibration: low 

Potential for air erosion: low 

Overall Condition: good 

AHERARE-INSPECTION 
MAY/JUNE. 1995 
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Previous AHERA Category: ACBM With Potential for Damage 

New AHERA Category: Unchanged 

Recommendations: 6 Month Periodic Surveillance 
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