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INVITATION TO BID 132026

Return this bid to
ITB 132026 Little League Field Lights
259 US Route One
PO Box 360
Scarborough ME 04070-0360

THIS IS NOT AN ORDER DATE ITB ISSUED: 9/8/2025

Peterson Field (1) Sports Lighting System and Installation

Sealed bids must be submitted to the Purchasing Agent or Town Clerk’s Office and must be time
and date stamped by the Purchasing Agent or his designee prior to the bid opening on September
25, 2025 at 10:00 am.

F.O.B. POINT IF MAILED: FINAL DESTINATION

EMAILED AND/OR FAXED BIDS WILL NOT BE ACCEPTED.

LATE BIDS WILL NOT BE ACCEPTED.

ALL QUESTIONS REGARDING THIS ITB SHOULD BE DIRECTED IN WRITING TO KIM MORRISON,
PURCHASING SPECIALIST, AT (207) 730 4088 (FAX) OR KMORRISON(@SCARBOROUGHMAINE.ORG.

THE PREFERRED METHOD FOR QUESTIONS REGARDING THIS ITB IS VIA EMAIL.

IMPORTANT NOTICE: IF YOU RECEIVED THIS SOLICITATION FROM THE TOWN’'S WEB
SITE, YOU MUST REGISTER WITH THE PURCHASING OFFICE TO RECEIVE
SUBSEQUENT AMENDMENTS.

Liam Gallagher
ASSISTANT TOWN MANAGER


mailto:lgallagher@scarboroughmaine.org
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INSTRUCTIONS TO BIDDERS

CONTRACT INTENT: This Invitation to Bid (ITB) is intended to result in a sports lighting system,
and installation for Peterson (1) at the Peterson Field Sports Complex. The primary goals of this
project are to provide guaranteed lighting levels minimally meeting Little League Lighting
Standards, environmental light control, and provide minimal maintenance and an encompassing
warranty program for the Town of Scarborough.

NOTICE OF INTENT TO AWARD: After the responses to this ITB have been opened and
evaluated, a tabulation of the bids will be prepared. It lists the name of each company or person
that offered a bid and the price they bid. It may also provide notice of the Town's intent to award
a contract(s) to the bidder(s) indicated. A copy of the Bid Tabulation will be mailed to each
company or person who responded to the ITB. Bidders identified for award are not to proceed
until a Purchase Order, Contract Award, Lease, or some other form of written notice is given by
the Purchasing Agent. A company or person who proceeds prior to receiving a Purchase Order,
Contract Award, Lease, or some other form of written notice from the Purchasing Agent does so
without a contract and at their own risk.

PAYMENT FOR TOWN PURCHASES: Payment for agreements for the undisputed purchase of
goods or services provided to the Town, will be made within 30 days of the receipt of a proper
billing or the delivery of the goods or services to the location(s) specified in the agreement,
whichever is later.

FEDERAL EXCISE TAX: The Town is exempt from all Federal Excise Tax.
STATE SALES TAX: The Town is exempt from all State of Maine Sales Tax.

SHIPPING DAMAGE: The Town will not accept or pay for damaged goods. The contractor
must file all claims against the carrier(s) for damages incurred to items in transit from the point
of origin to the ultimate destination within the Town of Scarborough. The Town will provide the
contractor with written notice when damaged goods are received. The Town may choose to
deduct the cost of the damaged goods from the invoice prior to payment. The contractor must
file all claims against the carrier(s) for reimbursement of the loss.

INDEMNIFICATION: The contractor shall indemnify, hold harmless, and defend the Town from
and against any claim of, or liability for error, omission or negligent act of the contractor under
this agreement. The contractor shall not be required to indemnify the Town for a claim of, or
liability for, the independent negligence of the Town. If there is a claim of, or liability for, the joint
negligent error or omission of the contractor and the independent negligence of the Town, the
indemnification and hold harmless obligation shall be apportioned on a comparative fault basis.
“Contractor” and “Town”, as used within this and the following article, include the employees,
agents and other contractors who are directly responsible, respectively, to each. The term
“‘independent negligence” is negligence other than in the Town'’s selection, administration,
monitoring, or controlling of the contractor and in approving or accepting the contractor’s work.


https://www.littleleague.org/downloads/lighting-standards-safety-audit/?utm_source=Rulebook%20App&utm_medium=Lighting%20Standards&utm_campaign=Rulebook%20App
https://www.littleleague.org/downloads/lighting-standards-safety-audit/?utm_source=Rulebook%20App&utm_medium=Lighting%20Standards&utm_campaign=Rulebook%20App
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INSURANCE: Without limiting contractor's indemnification, it is agreed that contractor shall
purchase at its own expense and maintain in force at all times during the performance of
services under this agreement the following policies of insurance. Where specific limits are
shown, it is understood that they shall be the minimum acceptable limits. If the contractor's
policy contains higher limits, the Town shall be entitled to coverage to the extent of such higher
limits. Certificates of Insurance and copies of the actual policies must be furnished to the
Purchasing Agent prior to beginning work and must provide for a 30-day prior notice of
cancellation, non-renewal or material change of conditions. Failure to furnish satisfactory
evidence of insurance or lapse of the policy is a material breach of this contract and shall be
grounds for termination of the contractor's services.

Proof of insurance is required for the following:

The contractor shall furnish proof of adequate insurance coverage of the types, and to the
limits, specified below. Certificates of such insurance and copies of the actual policies shall
be filed with the Purchasing Agent within five (5) days following notification of the Bid Award.

WORKERS COMPENSATION:

The Contractor shall purchase and maintain during the life of this Contract Workers
Compensation Insurance for all employees employed in the course of performing
services under this Contract as awarded pursuant to these Specifications; and in
case any work is sublet, the Contractor shall require the Sub-Contractor to similarly
provide Workers Compensation Insurance for all of the latter’s employees, unless
such employees are covered by the protection afforded the Contractor. All coverage
shall be in accordance with State of Maine laws in effect and the requirements of the
Workers Compensation Board.

LIABILITY INSURANCE:

The Contractor shall carry and maintain, until final written acceptance of the work by
the town, insurance as specified below and in such form as shall protect the Town of
Scarborough and its employees and officials from all claims and liability for damages
and bodily injury including accidental death and for property damage which may
arise from operations under this Contract. Except as otherwise stated, the amounts
of such insurance shall be for each policy not less than:

1. For liability, for bodily injury, including accidental death $400,000 on account of
one occurrence and $400,000 aggregate limit.

2. For liability for property damage $400,000 on account of any one occurrence
and $400,000 aggregate limit.
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3. All policies shall be so written that the Purchasing Agent’s office of the Town of
Scarborough will be notified of cancellation or restrictive amendment at least
thirty (30) days prior to the effective date of such cancellation or amendment.
Certificates of Insurance and copies of actual policies from the Contractor’s
insurance carrier shall be filed with the Town before operations may begin.
Certificates shall make no claims against the Town of Scarborough or its officers
for any injury to any of his officers or employees for damage to his trucks or
equipment arising out of work contemplated by this Contract.

AUTOMOTIVE LIABILITY INSURANCE:

Automotive Liability Insurance with a minimum limit of liability for bodily injury, property
damage or death in the amount of $400,000 for each occurrence and minimum liability
for property damage in the amount of $50,000/$100,000 aggregate.

Failure to supply satisfactory proof of insurance within the time required will cause the Town to
declare the bidder non-responsive and to reject the bid.

BRAND AND MODEL OFFERED: Specifications may contain certain brand names that may or
may not be proprietary. Bidders are encouraged to propose their company’s approved
alternative to such items and list them accordingly. The Town will not disqualify a bid if it offers
items not specific but meet minimum requirements to the Town’s Bid Specifications.

ANNOTATED LITERATURE: Bidders must annotate their product literature to identify for the
Town the location of the supporting information regarding each product specification set out in
this ITB.

SUPPORTING INFORMATION: The Town strongly desires that bidders submit all required
technical, specification, and other supporting information with their bid, so that a detailed
analysis and determination can be made, by the Purchasing Agent that the product offered
meets the ITB specifications and that other requirements of the ITB have been met. However,
provided a bid meets the requirements for a definite, firm, unqualified, and unconditional offer,
the Town reserves the right to request supplemental information from the bidder, after the bids
have been opened, to ensure that the products offered completely meet the ITB requirements.
The requirement for such supplemental information will be at the reasonable discretion of the
Town and may include the requirement that a bidder will provide a sample product(s) so that the
Town can make a first-hand examination and determination.

FIRM, UNQUALIFIED AND UNCONDITIONAL OFFER: Bidders must provide enough
information with their bid to constitute a definite, firm, unqualified and unconditional offer. To be
responsive a bid must constitute a definite, firm, unqualified and unconditional offer to meet all
of the material terms of the ITB. Material terms are those that could affect the price, quantity,
quality, or delivery. Also included as material terms are those which are clearly identified in the
ITB and which, for reasons of policy, must be complied with at risk of bid rejection for
non-responsiveness.
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NEW EQUIPMENT: Equipment offered in response to this ITB must be new equipment. New
equipment means equipment that is currently in production by the manufacturer and is still the
latest model, edition or version generally offered. The equipment must be warranted as new by
the manufacturer and may not have been used for any purpose, other than display (not
demonstration), prior to its sale to the Town. The Town will not accept remanufactured, used, or
reconditioned equipment. It is the contractor's responsibility to ensure that each piece of
equipment delivered to the Town complies with this requirement. A contractor's failure to
comply with this requirement will cause the Town to seek remedies under breach of contract.

INSPECTION: Equipment offered will be subject to inspection and approval by the Town prior to
payment. The equipment and attachments must be in good repair and capable of performing
the work for which they were designed.

ALTERATIONS: The awarded bidder must obtain the written approval from the Purchasing
Agent prior to making any alterations to the agreed upon specifications (post-award) contained
in this ITB or subsequent Contract. The Town will not pay for alterations that are not approved
in advance and in writing by the Town.

DISCONTINUED ITEMS: In the event an item is discontinued by the manufacturer during the
life of the contract, another item may be substituted, provided that the Purchasing Agent makes
a written determination that it is equal to or better than the discontinued item and provided that it
is sold at the same price or less than the discontinued item.

ITEM UPGRADES: The Town reserves the right to accept upgrades to models on the basic
contract when the upgrades improve the way the equipment operates or improve the accuracy
of the equipment. Such upgraded items must be at the same price as the items in the basic
contract.

CONTINUING OBLIGATION OF CONTRACTOR: Regardless of the terms and conditions of
any third-party financing agreement, the contractor agrees that none of its responsibilities under
this contract are transferable and that the contractor alone will continue to be solely responsible
until the expiration date of the contract. Such responsibilities include, but are not limited to, the
provision of equipment, training, warranty service, maintenance, parts and the provision of
consumable supplies. By signature on this ITB the bidder acknowledges this requirement and
indicates unconditional acceptance of this continuing obligation clause.

WORKMANSHIP & MATERIALS: All work must be performed in a thorough and workmanlike
manner and in accordance with current industry practices. The contractor will be held
responsible for the quality of the finished item. The Town will reject any item that does not meet
the agreed upon specifications of the ITB (post award). Rejected items will be returned to the
contractor at the contractor's risk and expense.

BID SUBMISSION: At or before the appointed date and time, all bidders must submit a
completed Specifications Form and completed Bid Form. Although not required, bidders are
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encouraged to submit additional supporting information that may assist the Town in evaluating
the bid and compliance with the technical specifications.

ADDITIONAL INFORMATION: Bidders are encouraged to provide additional supplementary
information with their bid if it serves to clarify the bid submission and assists the Town in the
evaluation of the bids. In particular, this may assist the Town in determining the equivalency of
alternative bid items.

METHOD OF AWARD: Award will be made to the lowest responsive and responsible bidder as
noted below (EVALUATION CRITERIA). The Town of Scarborough reserves the right to accept
or reject any or all bids should it be deemed in the best interest of the Town, waive any minor
discrepancies or technicalities and the right to inspect the equipment prior to delivery.

EVALUATION CRITERIA: The Town intends to evaluate each bid based on the following
specifications. The bid which meets these specifications best will be the most responsive bid in
relation to the specifications and cost effective for the Town. Alternate proposals to the
specifications listed below should be noted so that the Town may make a fair assessment of the
bid. ALTERNATE SPECIFICATIONS WHICH ARE CLEARLY STATED WILL NOT
DISQUALIFY A BIDDER.

INVOICES: Invoices must be sent directly to the Town address shown on the individual
Purchase Order, Contract Award or Delivery Order. Payment schedule will be determined with
the winning bidder. Questions concerning payment must be addressed to the Town of
Scarborough’s Accounts Payable Department.

CONTRACT CANCELLATION: The Town reserves the right to cancel the contract at its
convenience by giving written notice to the contractor. The Town is liable only for payment in
accordance with the payment provisions of this contract for services or supplies provided before
the effective date of termination.

The Town of Scarborough reserves the right to accept or reject any and all bids when it is
deemed in the best interest of the Town.

ADDITIONAL INFORMATION:

ALL inquiries or requests concerning this Invitation to Bid shall be made in writing and must be
received before the close of business two days prior to the bid opening to the Attention of Kim
Morrison, Purchasing Specialist by fax (207 730-4088) or email to
kmorrison@scarboroughmaine.org. The Town is not responsible for oral interpretations given
by any Town employee, representative or other.
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SPECIFICATIONS

Peterson Field Sports Lighting, System, and Installation

Deadline for bid submission: Thursday, September 25, 2025
Site Visit: Optional - Site visits can be set up directly with Community Services
Bid opening: Thursday, September 25, 2025 at 10:00am at Scarborough Town Hall

Payment Schedule: Materials and labor to be paid upon the completion of the project.

Scope of work schedule: Project work to be completed no later than October 1, 2026.

Project scope of work: Bidders must commit to providing a photometric lighting plan that
shows the light levels at the property lines. In addition, bidders must be prepared to
support the Town with any planning board process and be available to attend and
present on the lighting impact in neighborhood outreach meetings.

Standards for Lighting:
e Lighting specifications must at minimum meet the Little League Lighting Standards

Onfield Lighting Performance Requirements:

e |llumination Levels and Design Factors: Playing surfaces shall be lit to an average target
illumination level and uniformity as specified in the chart below. Lighting manufacturers
will provide a guarantee that light levels will be sustained over the life of the warranty
period. Lighting calculations shall be developed, and field measurements taken on the
grid spacing with the minimum number of grid points specified below.

e Manufacturers will provide lumen maintenance data of the LED luminaires used per
TM-21-11 and will Incorporate the lumen maintenance projections into the lighting
designs to ensure target light levels are achieved throughout the guaranteed period of
the system. Per IES guidelines, lumen maintenance hours should be reported based on
the 6x multiplier of testing hours.

Area of Lighting Average Target Maximum to Grid Grid Spacing
lllumination Minimum Points
Levels Uniformity
Ratio
Little League Infield 50 Footcandles 21 25 20’ x 20’

Little League Oulffield 30 Footcandles 2.51 75 20’ x 20’



https://www.littleleague.org/downloads/lighting-standards-safety-audit/?utm_source=Rulebook%20App&utm_medium=Lighting%20Standards&utm_campaign=Rulebook%20App
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The uniformity ratio of the lighting helps ensure the playing surface is uniform in
appearance and there is the proper amount of light for the players. The comparison of
the highest measure of quantity of light on the field to the lowest measurement shall not
be greater than the ratios listed in the above charts. On the entire field area, the change
in the quantity of horizontal footcandles should not occur at a greater rate than 10
percent per 10 feet, except for the outside perimeter readings which may change at a
greater rate.

Glare for Participants:

Pole heights, pole locations and fixture placements should be as shown on the layouts in
the Appendix of the Little League Lighting Standards document.

Color Temperature: The lighting system shall have a minimum color temperature of
5700K and a CRI of 75. Color temperatures should meet town ordinance requirements if
applicable.

Playability: Lighting design and luminaire selection should be optimized for playability by
reducing glare onfield and providing sufficient uplight.

Aiming Angles: To reduce glare, luminaire aiming should ensure the top of the luminaire
field angle (based on sample photometric reports) is a minimum of 10 degrees below
horizontal.

Glare Control Technology — Luminaires selected should have glare control technology
including, but not limited to: external visors, internal shields and louvres. No symmetrical
beam patterns are acceptable.

Aerial lighting — Adequate illumination must be provided above the field to see the ball in
flight. It is recommended that a lighting analysis be performed above the field of play to
evaluate the visibility of the ball over its typical trajectory to ensure the participants will
adequately see the ball. Calculation planes should be evaluated up to the maximum
anticipated height for the level of play.

Mounting Heights: To ensure proper aiming angles, minimum mountings heights shall be
as described below. Higher mounting heights may be necessary for luminaire with lesser
glare control to meet field angle requirements of section 1.2.C.1

# of Poles Pole Designation Pole Height

4 A1, A2, B1, B2 Minimum 60’
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Environmental Light Control:

Light Control Luminaires: All luminaires shall utilize spill light and glare control devices
including, but not limited to, internal shields, louvers, and external shields. No
symmetrical beam patterns are accepted.

Spill Light and Glare Control: To minimize impact on adjacent properties, spill light and
candela values must not exceed the following levels taken at 3 feet above grade.

Specified Spill Line — 150’ From Field Edge Average Maximum
Horizontal Footcandles 0.1 fc 0.1 fc
Vertical Footcandles 0.1 fc 0.2 fc
Max Candela (taken at 5 ft above grade) 7,500 cd

Spill Scans: Spill scans must be submitted indicating the amount of horizontal and
vertical footcandles along the specified lines. Light levels shall be provided in 30-foot
intervals along the boundary line at 3 ft above grade.

Sample Photometry: The first page of a photometric report for all luminaire types
proposed showing horizontal and vertical axial candle power shall be provided to
demonstrate the capability of achieving the specified performance. A summary of the
horizontal and vertical aiming angles for each luminaire shall be included with the
photometric report.

System Description/Construction:
® Galvanized steel poles and crossarm assembly.

® Poles should be hot-dip galvanized to ASTM A123 standards. All accompanying

hardware shall be galvanized or stainless steel. Direct burial of steel poles is not
recommended because of the potential for deterioration at or below ground at critical
stress points. If direct bury steel poles are used, leagues should have a foundation
design completed by a structural engineer.

Reinforced concrete pole foundation. Foundations should provide for pole attachment a
minimum of 18 inches above ground to avoid corrosive deterioration. Concrete should
cure a minimum of 28 days to develop adequate strength before stress loads are applied
unless a shorter cure time is approved by the structural engineer of record.

All drivers, and supporting electrical equipment shall be mounted onto the pole, away
from the fixtures and crossarm to avoid problems of misalignment caused by the weight
of these components. It is recommended that this equipment be placed in aluminum
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enclosures mounted remotely approximately 10 feet (3 meters) above grade. The
enclosures shall be lockable and include safety disconnect and surge protection per
circuit for each pole structure. Enclosures should be kept locked except during times of
maintenance.

® All wiring conductors above ground must be enclosed in rigid cover. It is recommended
that the lighting system include a wire harness complete with an abrasion protection
sleeve and strain relief.

® The approved metal halide lamp for play is a 1500-watt ANSI code — M48/E.

Manufacturing Requirements:

® All luminaires, wire harnesses (if provided), driver and other enclosures should be
factory assembled, aimed, wired and tested for reduced installation time and trouble-free
operation.

e Enhanced corrosion protection

® All outdoor structures need to be equipped with lightning protection meeting NFPA 780
standards. If lightning grounding is not integrated into the structure, it may be necessary

to supplement with grounding electrodes, copper down conductors, and exothermic weld
kits.

® All system components need to be UL Listed for the appropriate application. All electrical
conductor wires for distribution of power around the playing field should be buried
underground at depths provided by local code.

® \oltage drop to the disconnect switch located on the poles should not exceed 3% of the
rated voltage perlESNA RP-6-15, Annex D.

Structural Parameters:

e Project specific foundation drawings stamped by a licensed structural engineer shall be
required, illustrating that the foundation design is adequate to withstand the forces
imposed from the pole, fixtures, and other attachments to prevent the structure from
leaning.

e Wind load of poles and other support structures, fixtures, brackets, arms, bases,
anchorages, and foundations shall be determined based on the 50-year mean recurrent
isotach wind maps for the appropriate municipality per the state building code.

e Pole Structural Design: The stress analysis and safety factor of the poles shall conform
to AASHTO Standard Specifications for Structural Supports for Highway Signs,
Luminaires, and Traffic Signals.
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e Foundation Design: Project specific foundation drawings stamped by a licensed
structural engineer shall be required, illustrating that the foundation design is adequate
to withstand the forces imposed from the pole, fixtures, and other attachments to prevent
the structure from leaning.

e Foundation Drawings: Project specific foundation drawings stamped by a registered
engineer in the state where the project is located are required. The foundation drawings
must list the moment, shear (horizontal) force, and axial (vertical) force at ground level
for each pole. These drawings must be submitted at time of bid to allow for accurate
pricing.

Soil Quality Control:

® |t shall be the Contractor’s responsibility to notify the Town if soil conditions exist other
than those on which the foundation design is based, or if the soil cannot be readily
excavated. Contractor may issue a change order request / estimate for the Owner’s
approval / payment for additional costs associated with:

® Providing engineered foundation embedment design by a registered engineer in the
State of Maine for soils other than specified soil conditions;

® Additional materials required to achieve alternate foundation;
® Excavation and removal of materials other than normal soils, such as rock, caliche, etc.

Control Systems:
e Lighting contractor cabinet to provide onsite on/off control and monitoring system to
provide remote on/off and dimming (high/medium/low) control and/or performance
monitoring 24/7 with customer support if control-link is provided.

Field Quality Control:

e lllumination Measurements: Upon substantial completion of the project and in the
presence of the Contractor, Project Engineer, Owner's Representative, and
Manufacturer's Representative, illumination measurements shall be taken and verified.
The illumination measurements shall be conducted in accordance with IESNA RP-6-22.

Correcting Non-Conformance:If, in the opinion of the Town or their appointed
representative, the actual performance levels including footcandles, uniformity ratios,
and maximum Kilowatt consumptions are not in conformance with the requirements of
the performance specifications and submitted information, the Manufacturer shall be
liable to any or all of the following:

A. Manufacturer shall, at their expense, provide and install any necessary
additional fixtures to meet the minimum lighting standards. The Manufacturer
shall also either replace the existing poles to meet the new wind load (EPA)
requirements or verify by certification by a licensed structural engineer that the
existing poles will withstand the additional wind load.
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B. Light levels are guaranteed not to fall below the target maintained light levels
for the entire warranty period.. These levels will be specifically stated as
“guaranteed” on the illumination summary provided by the manufacturer.

C. The contractor/manufacturer shall be responsible for conducting initial light
level testing and an additional inspection of the system, in the presence of the
owner, one year from the date of commissioning of the lighting.

D. The contractor/manufacturer will be held responsible for any and all changes
needed to bring these fields back to compliance for light levels and uniformities.
The contractor/manufacturer will be held responsible for any damage to the fields
during these repairs.

Maintenance:
e A multi year maintenance program is a high priority, and all bids considered must
have a maintenance program that includes materials and labor as part of their
bid package to be considered.

Warranty Services:
e Each manufacturer shall supply a multi year warranty system covering the entire
system to be considered.
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Little League Lighting Standards Checklist

All items listed below are mandatory, shall comply with the specification and be submitted
according to pre-bid submittal requirements. Complete the Yes/No column to indicate compliance
(Y) or noncompliance (N) for each item. Submit checklist below with submittal.

Yes/ | Tab Item Description
No
A Letter/ Listing of all information being submitted must be included on the table
of contents. List the name of the manufacturer’s local representative
Checklist and his/her phone number. Signed submittal checklist to be included.
B Equipment | Drawing(s) showing field layouts with pole locations
Layout
C On Field Lighting design drawing(s) showing:
Lighting
a. Field Name, date, file number, prepared by
Design
b.  Outline of field(s) being lighted, as well as pole locations
referenced to the center of the field (x & y), llluminance levels at
grid spacing specified
C. Pole height, number of fixtures per pole, horizontal and
vertical aiming angles, as well as luminaire information including
wattage, lumens and optics
d. Height of light test meter above field surface.
e. Summary table showing the number and spacing of grid
points; average, minimum and maximum illuminance levels in
foot candles (fc); uniformity including maximum to minimum
ratio, coefficient of variance (CV), coefficient of utilization (CU)
uniformity gradient; number of luminaries, total kilowatts,
average tilt factor; light loss factor.
D Off Field Lighting design drawing showing initial spill light levels along the
Lighting boundary line (defined on bid drawings) in footcandles. Lighting design
showing glare along the boundary line in candela. Light levels shall be
Design taken at 30-foot intervals along the boundary line. Readings shall be

taken with the meter orientation at both horizontal and aimed towards
the most intense bank of lights.
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E Photometric | Provide the first page of the photometric report for all luminaire types
Report being proposed showing candela tabulations as defined by IESNA
Publication LM-35-02. Photometric data shall be certified by a
laboratory with the current National Voluntary Laboratory Accreditation
Program or an independent testing facility with over 5 years
experience.

F Performance | Provide performance guarantee including a written commitment to

Guarantee undertake all corrections required to meet the performance
requirements noted in these specifications at no expense to the owner.
Light levels must be guaranteed to not fall below target levels for the
warranty period.

G Structural Pole structural calculations and foundation design showing foundation

Calculations | shape, depth backfill requirements, rebar and anchor bolts (if
required). Pole base reaction forces shall be shown on the foundation
drawing along with soil bearing pressures. Design must be stamped
by a structural engineer in the state of Maine, if required by owner.

H Control & The manufacturer of the control and monitoring system shall provide

Monitoring written definition and schematics for automated control system. They
System will also provide ten (10) references of customers currently using the
proposed system in the state of Maine.

| Electrical Manufacturer bidding an alternate product must include a revised

Distribution | electrical distribution plan including changes to service entrance,

Plans panels and wire sizing, signed by a licensed Electrical Engineer in the
state of Maine.

J Warranty Provide written warranty information including all terms and conditions.
Provide ten (10) references of customers currently under specified
warranty in the state of Maine.

K Project Manufacturer to provide a list of ten (10) projects where the

References | technology and specific fixture proposed for this project has been
installed in the state of Maine. Reference list will include project name,
project city, installation date, and if requested, contact name and
contact phone number.

L Product Complete bill of material and current brochures/cut sheets for all

Information | products being provided.

M Delivery The manufacturer shall supply an expected delivery timeframe from
receipt of approved submittals and complete order information.

N Non-Complia | The manufacturer shall list all items that do not comply with the

nce specifications. If in full compliance, tab may be omitted.
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BID FORM

Quote for Project: (Please attach a detailed quote with this form)

Projected Date of Completion:

>>> NOTE: BID MUST BEAR THE HANDWRITTEN SIGNATURE OF A DULY AUTHORIZED
MEMBER OR EMPLOYEE OF THE ORGANIZATION MAKING THE BID.

SIGNED: DATE:

COMPANY:

Corporation/Company

ADDRESS:

City State ZIP

TELEPHONE ( ) FAX: ( )

EMAIL:

ITB 942025 Bidders List

Energy Management Consultants, Inc. emccue@emcinc-online.com
Musco Lighting alan.grady@musco.com
TechLine Sports Lighting info@sportlighting.com

LED Lighting Supply sales2@ledlightingsupply.com
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