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August 25,2025

ADDENDUM NO. 2

TO THE CONTRACT DOCUMENTS
FOR
Colton High School - Baseball & Softball Field Lighting Upgrades

FOR THE

Colton Joint Unified School District
1212 Valencia Drive,

Colton, CA 92324

DSA #04-124412 FILE #36-H4 RCA Project No. 1-15-117

NOTICE TO BIDDERS

This Addendum forms a part of the Contract and modifies the original documents of DSA Approved on March 26, 2024.
It is intended that all work affected by the following modifications shall conform with related provisions and general
conditions of the contract of the original drawings and specifications. Modify the following items wherever appearing in
any drawing or sections of the specifications. Acknowledge receipt of Addendum No. 01 in the space provided on the
Bid Form. Failure to do so may subject the bidder to disqualification.

CHANGES TO DRAWINGS
ARCHITECTURAL

Item No. 2.0 Reference Sheet AS-1.1 - Overall Site Plan
2.0.1 Revise per clouded area of attached sheet and items listed below
a) Addnew Keynote 26 56 19.4

ELECTRICAL

Item No. 2.1 Reference Sheet E-7.1 - ELECTRICAL-BASEBALL FIELDS - ENLARGED
2.11 Revise per clouded areas of attached sheet and items listed below
a) Revise General Note #5
b) Revise Keynote 5, NEMA enclosure size and detail reference.
c) AddKeynote 9.
d) Revise location of Musco Comm Cabinet in plan.

Item No. 2.2 Reference Sheet E-7.2 - ELECTRICAL-SOFTBALL FIELDS - ENLARGED
221 Revise per clouded areas of attached sheet and items listed below
a) Revise General Note #5
b) Revise Keynote 5, NEMA enclosure size and detail reference.
c) AddKeynote 9.
d) Revise location of Musco Comm Cabinet in plan.

Item No. 2.3 Reference Sheet E-9.1 - ELECTRICAL DETAILS
2.3.1 Revise per clouded areas of attached sheet and items listed below



a) Adddetail 6/E-9.1 - Communications Enclosure mounting detail.
b) Added detail 7/E-9.1 - PA Speaker System Diagram.

ATTACHMENTS:
Specifications: NA
Sheets: AS-1.1,E-7.1,E-7.2,E-9.1
Sketches: NA

END OF ADDENDUM N

Roger Clarke, Principal
C-21340



AGENCY APPROVAL
File No: 36-H4 A#04-124412

STAMPS

(E) BLDG. A
A#04-114716 W
— -2

9908 (E) FIRE LANE St | ‘
A#04-118164 |

Sl e A#04-118164

vl (E) BLEACHERS Lo f— dddA T T T T T T ‘
&Il A#04-114716 [ O T oy I Ny N T T Y Y Y A A |
~ [ = 220%0%6262020292% (E)FIRE.LANE RIXZA bbbl L 4

Y ] > B AVAVANS

| \ 7/ O O B [ / —
(E) BLDG. B | | \ Q
(BT T T , ARCHITECTS

T A#04-114716
(E) FH
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GENERAL NOTES

1. VERIFY ALL DIMENSIONS PRIOR TO CONSTRUCTION.

RESPOSIBILITY TO VISIT THE SITE AND DETERMINE THE EXTENT OF THE DEMOLITION BASED UPON

A#04-114716 [
THE PROPOSED NEW WORK.

3. THE CONTRACTOR IS RESPONSIBLE FOR THE REMOVAL AND DISPOSAL OF ALL ITEMS THAT ARE TO BE
DEMOLISHED (ABOVE AND BELOW GROUND). ANY HAZARDOUS MATERIALS ENCOUNTERED SHALL BE
BROUGHT TO THE ATTENTION OF THE OWNER AND BE REMOVED AS REQUIRED BY STATE AND LOCAL

LAWS.
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4. REFER TO SPECIFICATION FOR CONSTRUCTION WASTE MANAGEMENT REQUIREMENTS.

5.  REMOVE ALL ITEMS REQUIRED FOR COMPLETE AND PROPER CONSTRUCTION OF NEW WORK.
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6. PATCH, REPAIR AND/OR RESTORE ANY TIME, INCLUDING BUT NOT LIMITED TO, PAVING, LANDSCAPE,
TREES, PLANTING, TURF, GRADING, UTILITIES SYSTEMS, AND IRRIGATION, ETC. THAT IS AFFECTED

BY WORK TO ITS ORIGINAL CONDITION OR BETTER.
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7. NO DEMOLITION/CONSTRUCTION SHALL BEGIN UNTIL PLANS INCLUDING THE DEMOLITION WORK
HAVE BEEN APPROVED BY DSA.
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8. ALL DEMOLITION AND CONSTRUCTION SHALL COMPLY WITH CBC CHAPTER 33 AND CFC CHAPTER 33.
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9.  PROTECT IN PLACE ALL EXISTING ABOVE GROUND AND UNDERGROUND UTILITIES THAT ARE NOT IN
SCOPE OF WORK.
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10. CONTRACTOR SHALL PROVIDE UNDERGROUND UTILITY SURVEY TO REQUIRE GROUND PENETRATING

) N = AREA 0 F WO RK 2 RADAR OR SIMILAR METHOD TO LOCATE EXISTING UTILITIES PRIOR TO TRENCHING AND DRILLING.
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02 01 00.26.2 EXISTING TRANSFORMER TO REMAIN, PROTECT IN PLACE

02 01 00.26.5 EXISTING ELECTRICAL CABINET TO REMAIN, PROTECT IN PLACE

02 01 00.32.24  EXISTING FOOTBALL GOAL POST TO REMAIN, PROTECT IN PLACE.

02 01 00.32.25 EXISTING BATTERS EYE TO REMAIN, PROTECT IN PLACE.

02 41 00.26.1 DEMO EXISTING LIGHT POLE INCLUDING FOOTING, SEE ELECTRICAL DWGS.

FOR MORE INFO.
26 12 00.1 NEW ELECTRICAL CABINET/MUSCO CONTROLLERS & CONCRETE PAD PER
ELECTRICAL AND MUSCO DRAWINGS
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REPLACE CONC. TO

NEAREST EXISTING COLD

OR EXPANSION JOINT
(E) CONC. REMOVED AS REQUIRED (E) CONC.

(E) BLDG.A
A#9512

(E) RESTROOM
A#56966

(N) 4" THK CONCRETE
PAVING W/ 3,000 PSI MIN.
STRENGTH

1/4" RADIUS TOOLED
EDGE AT ALL JOINTS, TYP.

SAW-CUT EA. SIDE & REMOVE
(E) CONC AS REQUIRED AND
REPLACE W/ SAME STRENGTH
CONC. (3,250 PSI MIN.)

— #4 X 8" SMOOTH STEEL
DOWEL @18" O.C., EPOXY IN
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6" EMBEDMENT, TYP.
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PROJECT #:240059.00

ARCHITECTS

CONSULTANT BRANDING

GENERAL NOTES

NUMBER TEXT
SITE LIGHTING POLES, FIXTURES, AND CONTROLLER ARE PROVIDED BY MUSCO
1 LIGHTING, INC. SEE MUSCO LIGHTING DRAWINGS FOR ADDITIONAL
INFORMATION.
) COORDINATE CONDUIT TRENCH ROUTING AND EQUIPMENT LOCATIONS WITH

EXISTING CONDITIONS AND NEW WORK.
ALL SITE UNDERGROUND CONDUIT TO BE 1" MIN. UNLESS OTHERWISE

A1

LB-2022 NEW UG CONDUIT (POWER) NOTED.
 LB-48,50, 3#2, 3#6 & 1#6 GND IN 1 1/2"C. @ 4 ALL EXTERIOR ELECTRICAL EQUIPMENT SHALLBENEMA3R.
n 'l ol ol ol ol oAl oA oAl oA oAl adl ad il afl af il afl afl A A
NEW UG CONDUIT (DATA) n :: [ ——— gi;/g’#i#s f#le#g,fgl l?\ll? 12 /ZCZ.'C CONTRACTOR IS TO TAKE SPECIAL CARE NOT TO DAMAGE PLANTS, TREE ROOTS,
(1) 2"C. FOR FUTURE USE. / ’ ' (E) 225 KVA UTILITY TRANSFORMER 2#8 & 1#8 GND IN 1"C.— AND/OR IRRIGATION SYSTEM COMPONENTS (PIPING, HEADS, WIRING, ETC)
(1) 2"C. FOR MUSCO / GFCI/LB-45 5 WHEN TRENCHING IN BEDDING OR TREE ROOT AREA. ANY DAMAGED PLANTS

B3
LB-32,34,36 AND/OR IRRIGATION SYSTEM COMPONENTS TO BE REPLACED/REPAIRED AT

72)
NEW UG CONDUIT (DATA) A3
‘_! e N 2"C. FOR FUTURE USE LB-37,39,41 NEW UG CONDUIT (DATA) i ADDY CONTRACTOR'S EXPENSE.
EA ' ' LB-54,56,58 2"C. FOR FUTURE USE. A AAAA_A A AAAA_AAAA_ASAA A A
—_ LB-45 loWP : . VOLTAGE DROP SHALL NOT EXCEED 3% FOR BRANCH AND 2% FOR FEEDERS, FOR
PANEL'LB' (E) SWITCHBOARD 800A, 208V, 3PH @ : ~ djk A COMBINED 5% TOTAL ALOWABLE VOLTAGE DROP.
\ ‘ . — B1 MUSCO CONTROL % (E) FOOTBALL SOUTH & BASEBALL LIGHTING CONTACTORS ' \ GFCI/LB-45 . PROVIDE SIZE 'A' IN-GRADE HANDHOLES, PER DETAIL 2/E-9.1, UNLESS OTHERWISE
it - LB-19,21,23 MONITORING CABINET A NOTED.
NEW UG CONDUIT (POWER) LB-42 [ T
‘@ 3#2, 346 & 1#6 GND IN 11/2"C. F1 T~
A o158 oGO 4 AN ® KEYNOTES - E-7.1
e “ NEW UG CONDUIT (POWER) NEW UG CONDUIT (POWER)

COMMUNICATION CABL

LB-38
— (E) FOOTBALL SOUTH F3, F4 " . NUMBER TEXT
NEW UG CONDUIT (POWER) @ NEW UG CONDUIT (DATA}~ ~— —— ——— 6#1& 146 GNDIN 2°¢.____ 6#1 & 1#6 GND IN 2°C. \\ UTILIZE PANEL'LB' TO FEED NEW SITE LIGHTING. SEE SCHEDULE ON E-8.1 FOR
3#2, 3#6 & 1#6 GND IN 1 1/2"C. (1) 2"C. FOR FUTURE USE. L —— (X) BASEBALL POLE B1 - B8 3#4, 5#8 & 1#6 GND IN 1 1/2"C. ! CIRCUITING.
' 3#1/0, 2#8 & 1#6 GND IN 1 1/2"C. (1) 2"C. FOR MUSCO \ PROVIDE PULL STRING WITHIN SPARE 2" CONDUIT (DATA), RESERVED FOR
COMMUNICATION CABLE A \ , FUTURE USE BY DISTRICT. CONDUIT SHALL BE STUBBED INTO BASE OF EACH
LIGHT POLE. CONDUIT SHALL BE CAPPED AND MARKED AS "RESERVED - SPARE
’ NEW UG CONDUIT (POWER) il . ‘ (DATA)".
zzi,/g#f#é: ;#f#il\g\lll')\l”{é/fc"c- HHJ\ 3 SEE DETAIL 2/E-9.1 FOR EXTERIOR HANDHOLE INSTALLATION.
#8A82L 1#8 GND IN 1"C. Swp 343, 644 8 146 OND N 2'C. M F NEW UG CONDUIT (DATA) A EXISTING ELECTRICAL SWITCIHBOARD. PROVIDE NEW 400A/3P 208V BREAKER TO
5135 LB-14,16.18 2"C. FOR FUTURE USE. SSRGS
B R s NEW UG CONDUIT (POWER) 56, . PROVIDE NEMA 3R ENCLOSURE (20"Wx24"Hx16"D), MOUNTED TO FENCE VIA
s F1 342, 346 & 146 GND IN 1 1/2"C. WP UNISTRUCT SUPPORT, TO HOUSE MUSCO COMMUNICATIONS CABINET. PROVIDE
[HH][: LB-45 3#1/0, 448 & 1#6 GND IN 2"C. NEW UG CONDUIT (DATA) 5 CATSE DATA CABLING (BELDEN 7937A OR EQUAL) BETWEEN MUSCO
@ 343, 644 & 146 GND IN 2"C. NEW UG CONDUIT (POWER) » >'C FORFUTURE USE. Tk A} COMMUNICATIONS CABINET AND MUSCO CONTROL/MONITORING CABINET IN
= 6#2, 3#3 & 1#6 GND IN 2"C. 6#2, 3#3 & 1#6 GND IN 2"C. LB-45 ADDY 2" CONDUIT. PROVIDE GFCI RECEPTACLE WITHIN ENCLOSURE. SEE DETAIL 6/E-9.1
g:;’gﬁ golzglé'géﬂﬁvl’ﬁs)z"c GRCI/LB-45 3#4, 3#6 & 1#6 GND IN 1 1/2"C, 3#4, 3#6 & 1#6 GND IN 1 1/2"C, ROVIDE PAD-MOUNTED; FREE-STANDING CABINET FOR MOUNTING OF NEW™
' | : 6#1 & 1#6 GND IN 2"C. 641 & 1#6 GND IN 2"C. 6 PANEL 'LB' AND MUSCO CONTROL/MONITORING CABINET. SEE DETAIL 3/E-9.1
2#8, 146 GND IN 1 1/2"C. Gz 344, 5#8 & 146 GND IN 1 1/2"C. 344, 5#8 & 146 GND IN 11/2"C. @\ NEW UG CONDUIT (POWER) 7 - FOR CABINET.
\ GFCI/LB-45 3#1 & 1#6 GND IN 1 1/2"C. . REMOVE CONTACTORS ASSOCIATED WITH REMOVED LIGHTING POLES IN THE
NEW UG CONDUIT (DATA) BASEBALL FIELD.
2"C. FOR FUTURE USE. [HR][AH] PROVIRQE SIZE'B' HAN T CATION, PER DETAIL2/E<O.
NEW UG CONDUIT (POWER) \ s " |PROVIDE SPEAKERS MOUNTED TO MUSCO LIGHTING POLES AT THIS LOCATION.
%[3#1/0 & 1#6 GND IN 1 1/2"C. NEW UG CONDUIT (POWER)/ LB-31,33,35 o TWO (2) SPEAKERS PER POLE. UTILIZE MUSCO-FURNISHED MOUNTING BRACKET
642, 33 & 146 GND IN 2'C. A ON POLE. PROVIDE SPEAKER WIRING BACK TO COMMUNCATION CABINET IN
314, 346 8 16 GND IN 11/2'C. | g 1 15?; — LOW-VOLTAGE CONDUIT. SEE DETAIL 7/E-9.1.
LB-47,49.51 |[HH
HH

m |

HH] =2
[HH] e,

/

NEW UG CONDUIT (POWER)
6#2, 3#3 & 1#6 GND IN 2"C.

NEW UG CONDUIT (DATA)
(1) 2"C. FOR FUTURE USE.

e consurpouen s wewusconur oy,
g\, ' 3#2, 3#3 & 1#6 GND IN 1 1/2"C. LTB—25,27,29 ' - LTB—26,28,30
c2 —NEW UG CONDUIT (POWER) o ko T e g AP :Ll:::lu ‘ (]
o LB7.9.11 3#2 & 1#6 GND IN 1 1/2"C. I _[HH] ST ZZZZ L2 — j
[HH] - = ——== NEW UG CONDUIT (DATA)

2"C. FOR FUTURE USE. @

LNEW UG CONDUIT (DATA)
(1) 2"C. FOR FUTURE USE.

ELECTRICAL - BASEBALL FIELDS - ENLARGED
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NEW UG CONDUIT (DATA)
(1) 2"C. FOR FUTURE USE.
(1) 2"C. FOR MUSCO

COMMUNICATION CABLE

NEW UG CONDUIT (POWER)
3#3, 3#6 & 1#6 GND IN 1 1/2"C.
4#8 & 1#6 GND IN 1 1/2"C.

A6
LS-14,16,18

LS-32,34,36.}
/2\ é
I

ADD [f

I
I

HH

B6

LS-

HH
—~—Thn] L

w
WP
o3 GFCI/LS-27

MUSCO COMM CABINET

GFCl/LS-27 LS-26 @

F1
LS-27

Swp

+———NEW UG CONDUIT (POWER)

3#3, 6#6 & 1#6 GND IN 1 1/2"C.
3#4, 4#8 & 1#6 GND IN 1 1/2"C.

19,21,23

NEW UG CONDUIT (DATA)
(1) 2"C. FOR FUTURE USE.

\\ 3#4 & 1#6 GND IN 1 1/2"C.

(1) 2"C. FOR MUSCO COMMUNICATION CABLE \\

@

N
NN

HH
(TYP.) <3> HH|—

!

BS

LS-8,10,12

F1 LS-29,31,33

LS-27

NEW UG CONDUIT (POWER)
\(3#3, 6#6 & 1#6 GND IN 1 1/2"C.
3#4, 448 & 146 GND IN 1 1/2"C.

NEW UG CONDUIT (POWER)

6#2 & 1#6 GND IN 1 1/2"C.

LH__H|_

—NEW UG CONDUIT (DATA)
2"C. FOR FUTURE USE.

HH
— HH—— ——
—= RYY:
wp LS-7,9,11
LS-27

NEW UG CONDUIT (POWER)
6#2 & 1#6 GND IN 1 1/2"C.
3#4, 348, 2#3 & 1#6 GND IN 1 1/2"C.

tS24e
LS-38 40,42 o—s | [HH]

EE1

GFCI/LS-27—"

F1
LS-27

wpS |
NEW UG CONDUIT (POWER)————— |

6#2, 3#8, & 1#6 GND IN 2"C.
3#4, 3#8, 2#3 & 1#6 GND IN 1 1/2"C.

NEW UG CONDUIT (POWER)

6#2, 3#8, & 1#6 GND IN 2"C.

3#4, 348, 2#3 & 1#6 GND IN 1 1/2"C.
3#1 & 1#6 GND IN 1 1/2"C.

NEW UG CONDUIT (POWER) /

3#3, 6#6 & 1#6 GND IN 1 1/2"C.
3#4, 4#8 & 1#6 GND IN 1 1/2"C. //
3#4, 3#6 & 1#6 GND IN 1 1/2"C.

AN -~

AN A

LS-20,22,24
\\ : / NEW UG CONDUIT (DATA)
(1) 2"C. FOR FUTURE USE.
(1) 2"C. FOR MUSCO
COMMUNICATION CABLE

MUSCO CONTROL

@ CABINET, LS-25

PANEL'LS'

<‘> (E) SWITCHBOARD
800A, 208V, 3PH

HH@

e

—_[rH]
——HH]
0\°
NEW UG CONDUIT (POWER) B7
3#3, 646 & 1#6 GND IN 1 1/2"C. LS-1,3,5 NEW UG CONDUIT (DATA
3#4, 448 & 1#6 GND IN 1 1/2"C. 2"C. FOR FUTURE USE.

3#4, 3#6 & 1#6 GND IN 1 1/2"C.
6#2, 3#8, & 1#6 GND IN 2"C.

3#4, 348, 2#3 & 1#6 GND IN 1 1/2"C.
3#1 & 1#6 GND IN 1 1/2"C.
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ARCHITECTS

CONSULTANT BRANDING

GENERAL NOTES

NUMBER TEXT
SITE LIGHTING POLES, FIXTURES, AND CONTROLLER ARE PROVIDED BY MUSCO
1 LIGHTING, INC. SEE MUSCO LIGHTING DRAWINGS FOR ADDITIONAL
INFORMATION.
) COORDINATE CONDUIT TRENCH ROUTING AND EQUIPMENT LOCATIONS WITH

EXISTING CONDITIONS AND NEW WORK.
ALL SITE UNDERGROUND CONDUIT TO BE 1" MIN. UNLESS OTHERWISE

NOTED.
4 |ALLEXTERIORELECTRICALEQUIPMENT SHALLBENEMASR,

o o A5 05 ol A Ah o ot oiih A i aThn adn o an o an afen A dE o E o SE o

CONTRACTOR IS TO TAKE SPECIAL CARE NOT TO DAMAGE PLANTS, TREE ROOTS,
AND/OR IRRIGATION SYSTEM COMPONENTS (PIPING, HEADS, WIRING, ETC)

5 WHEN TRENCHING IN BEDDING OR TREE ROOT AREA. ANY DAMAGED PLANTS
AND/OR IRRIGATION SYSTEM COMPONENTS TO BE REPLACED/REPAIRED AT
ADDY/CONTRACTOR'S EXPENSE.

s pA_p A p A p A pA_pA A pA_p A p A p A p A pA_pA A SpA_ A pA_ N
N TN M= = = = = = = = —d i

e N NS N
VOLTAGE DROP SHALL NOT EXCEED 3% FOR BRANCH AND 2% FOR FEEDERS, FOR

6 A COMBINED 5% TOTAL ALOWABLE VOLTAGE DROP.

7 PROVIDE SIZE 'A' IN-GRADE HANDHOLES, PER DETAIL 2/E-9.1, UNLESS OTHERWISE
NOTED.

O, KEYNOTES - E-7.2
NUMBER TEXT

1 UTILIZE PANEL'LS' TO FEED NEW SITE LIGHTING. SEE SCHEDULE ON E-8.1 FOR
CIRCUITING.
PROVIDE PULL STRING WITHIN SPARE 2" CONDUIT (DATA), RESERVED FOR

) FUTURE USE BY DISTRICT. CONDUIT SHALL BE STUBBED INTO BASE OF EACH

LIGHT POLE. CONDUIT SHALL CAPPED WITHIN ELECTRICAL ROOM AND MARKED
AS "RESERVED - SPARE (DATA)".

3 SEE DETAIL 2/E-9.1 FOR EXTERIOR HANDHOLE INSTALLATION.
EXISTING ELECTRICAL SWITCHBOARD. PROVIDE NEW 225A/3P 208V BREAKER TO

F ANEL LS' SEE SINGLE IAGRAN] FQR MORBE INEO 0
PROVIDE NEMA 3R ENCLOSURE (20"Wx24"Hx16"D), MOUNTED TO FENCE VIA R

é'UNISTRUCT SUPPORT, TO HOUSE MUSCO COMMUNICATIONS CABINET. PROVIDE 1
5

*CATSE DATA CABLING (BELDEN 7937A OR EQUAL) BETWEEN MUSCO 1
.COMMUNICATIONS CABINET AND MUSCO CONTROL/MONITORING CABINET IN
ADDY 2" CONDUIT, PROVIDE GFCI RECEPTACLE WITHIN ENCLOSURE. SEE DETAIL 6/E-9.1.]
PROVIDE PAD-MOUNTED; FREE-STANDING CABINET FOR MOUNTING OF NEW
6 | PANEL'LS' AND MUSCO CONTROL/MONITORING CABINET. SEE DETAIL 3/E-9.1
FOR CABINET.

L~ PROVIDE SIZE 'B' HAND HOLE AT THIS LOCATION, PER DETAIL2/E9.1.
™ 7Y YpRAVIDE sPEAKERS MOUNTED TO MUscO LIGHTING PoLEs AT THIs L&catioN”
TWO (2) SPEAKERS PER POLE. UTILIZE MUSCO-FURNISHED MOUNTING BRACKET
ON POLE. PROVIDE SPEAKER WIRING BACK TO COMMUNCATION CABINET IN

o) LOW-VOLTAGE CONDUIT. SEE DETAIL 7/E-9.1.

A,
S AANANTS
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NOTE:

CONTRACTOR TO PROVIDE UNISTRUT NUTS, STUD NUTS, SCREWS, WASHERS, LOCK WASHERS, FOR
MOUNTING OF UNISTRUT CHANNELS AND PLATES.

#10 x 2-1/2" SHEET METAL SCREW
(4 TOTAL). ATTACH NEW STEEL SUPPORT
TO STRUCTURAL CEILING SUPPORT.

20 GA. 2" x 2" SIMPSON CLIP ANGLE.

RIGID CONDUIT - TYPE AS PER SPECIFICATIONS/

STAMPS

SIGNED: 05/05/25

CONSULTANT BRANDING

ASTRAL ENGINEERS, PC

PO BOX 190

RANCHO CUCAMONGA, CA 91729
909.903.0015
www.astraleng.com

PROJECT #:240059.00

AGENCY APPROVAL
File No: A#

RUHNAU
CLARKE

ARCHITECTS

30" W
DATA OUTLET
/DUPLEX RECEPTACLE RESTORE TO MATCH ——— BLACK ELECTRICAL TAPE - 40 MIL - TAPE 6" ABOVE
/GFCI PROTECTED " EXISTING SURFACE FINISH GRADE AND 6" FROM CONNECTOR
CIRCUIT PER PLAN FLEX CONDUIT. - MATERIAL (AC PAVING, \Q e — s e
’7 T “ / FEED LOCATION CONCRETE, LANDSCAPE) 4 - ) 4 . . Ex a ﬂqd a Biag A—A’\: o - PR
MUSCO LIGHTING ——_| 4005162 e e it T : S P 2l e
COMMUNICATIONS | | STEEL SUPPORT.  AGGREGATE BASE
CABINET
~ | | LOCKABLE NEMA 3R COMM ENCLOSURE ) COMPACTED CLEAN FILL
| | ] AT VARSITY FIELDS, LOCATION PER PLAN 30" MINIMUM L
24" 20" 16" UNDERGROUND CONDUIT o
] SAND FILL (6" MIN.
e e “ V" ABOVE & BELOW
] ? /(V V ’ CONDUIT)
A P1000 UNISTRUT POST SAND FILL. B e
/AND BASE ASSEMBLED MOUNTING HOLE. PVC/RIGID CONDUIT CONNECTOR.
o PER MANUFACTURER'S A TS PVC CONDUIT - TYPE AS BLACK ELECTRICAL TAPE - 40 MIL - TAPE 6" ABOVE
SPEAKER INPUT CONNECTION —— L INSTRUCTIONS PER SPECIFICATIONS FINISHED GRADE AND 6" FROM CONNECTOR
FACEPLATE W/ WEATHERPROOF y T
COVER AND BACKBOX ~— 1/2" OD FLAT WASHER
TR T LIGHT FIXTURE -
| | | #10 x 6" SHEET METAL NOTE:
1] ] N N ] ||~ SCREW (4 TOTAL, ONE CONTRACTOR TO PROVIDE TOPPING MATERIAL (AC PAVING, CONCRETE, LANDSCAPE) OVER
HILTI KWI BOLT TZ ESR-1917 1/2" —— | T HILTI KWI BOLT TZ ESR-1917 1/2" AT EACH CORNER). CONDUIT TRENCH TO RESTORE TO MATCH EXISTING SURFACE MATERIAL. PROVIDE SEAL COATING
DIA. WITH 3 1/2" EMBEDMENT. ) ) DIA. WITH 3 1/2" EMBEDMENT. PATCH PER S.5.P.W.C SECTION 203-9 IN ASPHALT AREAS. SEE DETAIL AS-1.1.
TWO PER STRUT. STAINLESS TWO PER STRUT. STAINLESS
STEEL BOLTS. STEEL BOLTS.
e ETCHED POLYETHYLENE FACE.
« FACE ANCHORED IN CONCRETE.
o ULTRAVIOLET INHIBITOR.
1 IN ouT IN IN ouT IN )
200 WATT 10" 2-WAY ALL-WEATHER 200 WATT 10" 2-WAY ALL-WEATHER S ANELBOARD
LOUDSPEAKER, MOUNTED TO MUSCO LOUDSPEAKER, MOUNTED TO MUSCO -
LIGHTING POLES. LIGHTING POLES. CROUND H
PURE RESONANCE - 510, PURE RESONANCE - 510,
OR APPROVED EQUAL. OR APPROVED EQUAL. g
TYP OF 2 PER POLE, WHERE INDICATED TYP OF 2 PER POLE, WHERE INDICATED
( ’ ) 2-PORT SPEAKER CONNECTION FACEFLATE ¢ ’ ) )
SPEAKER CABLING PER oUT - L OUT-R W/ BACKBOX & WEATHERPROOF COVER
MANUFACTURER S (MOUNTED TO BOTTOM OF COMM BOX) O
RECOMMENDATIONS IN @ WHIRLWIND - WP1/2NL4,
LOW-VOLTAGE CONDUIT OR APPROVED EQUAL. —
(TYPICAL) @ 1/0
S
IN - L IN-R T
EQUIPMENT HOUSED
ouT-L OUT-R i
WITHIN 8 RACK-UNIT \ /Z-CHANNEL RACK-MOUNTED \ &
Z(/i;{(TJ/;BLcE; ?I;J ;);(3 5/;C|< . AUDIO POWER AMPLIFIER. i I I BOX SIZE DIMENSIONS (OUTSIDE)
- GRR-8PL- PURE RESONANCE - DA2500
’ : SEE PLANS)| LENGTH WIDTH DEPTH
OR APPROVED EQUAL. IN-L IN-R ) (
Q OR APPROVED EQUAL g SIZE A 19-3/4" 14.1/4" 12"
| | | I SIZE B 350" 22-0" 12"
O I
ouT-L OUT-R 9-CH. RACK-MOUNT MIXER 6'-0" MIN. AS PER CEC HIGH DENSITY REINFORECED CONCRETE PULL AND JUNCTION BOX
PURE RESONANCE - MXS, 250.53 WITH END AND SIDE KNOCKOUTS. NON-SETTLING SHOULDERS
OR APPROVED EQUAL. MAINTAIN GRADE AND FACILITATE BACKFILLING. DESIGN LOAD:
SUPPORT STRUCTURE/CABINET ROD AND PIPE ELECTRODES OCCASIONAL NON-DELIBERATE TRAFFIC.
/ FOR PANELS PER CEC 250.52 (A)(2). PER CEC 250.52(A)(5). j\ o CESCRIPTION
EAU'EEORZ;'&'\\I‘AENCE 11 R N F LID NONMETALLIC LID W/HOLD DOWN BOLTS
X ' WIRELESS MICROPHONE SYSTEM W/ LID CAST IRON LID W/HOLD DOWN BOLTS
OR APPROVED EQUAL. IN N /RECEIVER AND TRANSMITTER. T CONCRETE ENCASED ELECTRODE Cover el Checken P{ATE s oW BOLTS
AUDIX - AP41 OM?2, PER CEC250.52(A)(3). " /
OR APPROVED EQUAL. EXTENSION | 12" HIGH REINFORCED CONCRETE
out PROVIDE W/ RACK MOUNT KIT AND SLAB REINFORCED CONCRETE
ouT ANTENNA MOUNTING KIT.
ADD
PA SPEAKER SYSTEM DIAGRAM NTS 7 PANEL GROUNDING DETAIL NTS 5 EXTERIOR HAND HOLE HOLE NTS
ASA A A A A M
90" (WIDTH)
CATALOG#: FRE UL LISTED CANADIAN UL LISTED
24" (DEPTH) 30" (WIDTH) L
CONSTRUCTION: NOTES: /
—12 GAUGE STEEL 1. BASEBALL FIELD LOCATION WILL HAVE THREE (3) CABINET (30") SECTIONS TO HOUSE N
—SEAMS CONTINUOUSLY PANELBOARD AND TWO (2) MUSCO LIGHTING CONTROL PANELS. SOFTBALL i
DRIP SHIELD UNI-=STRUT WELDED AND GROUND LOCATION WILL HAVE TWO (2) CABINET (30") SECTIONS TO HOUSE PANELBOARD
SMOOTH AND ONE (1) MUSCO LIGHTING CONTROL PANEL.
BACK PANEL _Z_ \ _
3.38 _\ AN3I S;og\lJEéﬁiggn\éGY MECH 2. CONCRETE FOUNDATION/PAD SHALL EXTEND 6" BEYOND THE EDGE OF THE CABINET PANEL/EQUIPMENT
(@) (@) I (@) (@) KEYLOCKING /P ADLOCKING ON SIDES / BACK AND EXTEND 36" AT THE FRONT OF CABINET. SEE CONCRETE
i ' \ / STRUCTURAL DESIGN DETAIL IN MS SERIES DRAWINGS. - L o o
N _ [ I - L—HANDLE. T CABINET — o — o — o
E===3 —LATCH RODS HAVE 3. PROVIDE GROUNDING, BONDED TO CABINET, IN ACCORDANCE WITH DETAIL 5/E-9.1 | \ /FRONT | | | | | |
ROLLERS FOR EASIER AND CEC REQUIREMENTS. | | | | | | | |
DOOR CLOSING. ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘
- —HEAVY GAUGE CON— 4. TOTAL CABINET WEIGHT AS FOLLOWS: -
H—10.75 .80 ‘ T MUSCO MUSCO
) TINUOUS HINGE. A. BASEBALL FIELD LOCATION | | 5 | | | | | ELECTRICAL |
—LIFTING EYES FOR a. 3x460.0 LBS (CABINETS) = 1,380.0 LBS | | i | é‘g;‘%’\éﬁ | ﬂ | é‘g;‘%’\éﬁ | ﬂ  PANELBOARD | ﬂ
— b. 1x 180.0 LBS (MUSCO PANEL #1) = 180. O LBS = )
¥ i [|E===3|H-12.00 ° |1 EASY HANDLING. ( )= ‘ | 5 PANEL PANEL | (SEEE8D)
} 1 d. 1x140.0 LBS (PANELBOARD) = 140.0 LBS | | | | | | | |
1.62 —0OIL—RESISTANT DOOR _
) GASKET e. TOTAL = 1,840.0 LBS | | | | | | | |
1.62_ | 1.62 . B. SOFTBALL FIELD LOCATION
n
- w 3-|2_4_| - —UNI=STRUT PROVIDED a. 2x460.0 LBS (CABINETS) = 920.0 LBS | | | | | | | |
o FOR MOUNTING OPTIONAL b. 1x180.0 LBS (MUSCO PANEL #1) = 180. 0 LBS L B o N o N o N
- R v ‘ * PANEL. c. 1x140.0 LBS (PANELBOARD) = 140.0 LBS - - = - = - =
| E===4 [lo ol d. TOTAL =1,240.0 LBS
8.00 8.09|FINISH: 6" (MIN) 36" (MIN 6" (MIN) 6" (MIN)
! —ANSI| 61 GRAY POLYESTER (VIR , "
7 38_4 ? ? POWDER COATING INSIDE 7 FINALGRADE
: AND OUT. N I : : . ————— | — \ — |
- - |et— [) — — | | — o R T I I o @ - S A Sel e ‘.
W D 2.00 W—4.00 APPROVAL: ;e /. e ~\ L e - . : /o I . T D TR R
FREE STANDING TYPE 3R ENCLOSURES -
- CONCRETE CONCRETE
FOUNDATION/PAD 1/2"@ HILTI KB TZ2(ICC# ESR-4266) W/ 2" MIN. EMBED. FOUNDATION/PAD
—H W D— F-BOX (SEE MS DRAWINGS) AT EACH CORNER, MIN (4) TOTAL (PER CABINET SECTION) (SEE MS DRAWINGS)
90" | 36"| 24 101 Alr Park Industrial Road
P Tk B (D)
Phone: (205)663-9189
Fox: (205)663-9587
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