
REQUEST FOR PROPOSALS

KEARNEY PUBLIC SCHOOLS

Buffalo County, Nebraska School District 10-0007, also known as �Kearney Public 

Schools� and �KPS� is seeking proposals for a Civil Engineer for preparation of contract 

documents which shall include design development documents, detailed drawings and 

specifications for materials and workmanship, and construction bid documents as well 

as being responsible for the preparation of estimates, management of the design and 

construction schedule, providing value engineering services, providing constructability 

reviews, assisting with the competitive bidding process, and providing on-site 

construction observation in connection with the construction of new parking lots, 

driveways and other site improvements at Sunrise Middle School in Kearney, Nebraska.

Issue Date: October 23, 2025

Due Date: November 27, 2025

SUBMISSION

Submittals and questions may be directed to: Trent Bosard, Facilities Director, Kearney 

Public Schools, 417 East 6th Street, Kearney, NE 68847 or at (308) 627-1198 or 

trebosard@kearneycats.com

The RFP is also posted on the Kearney Public School website under the Department 

tab in the Facilities department site.  

https://www.kearneypublicschools.org/district/departments/facilities

All submittals must be received by 2:00 PM CST, November 27, 2025.

FORMAT FOR SUBMITTAL

Civil Engineer responses should be in a format that sequentially follows the �Proposal 

Requirements� section of this RFQ.  Submittals that follow this format and reference the 

appropriate RFQ headings will ensure all requested information has been furnished and 

allow for Kearney Public Schools to find and give credit to responses during our 

evaluation process.

SERVICES REQUIRED

1. Preparation of contract documents which shall include:

a. Design Development Documents



b. Preliminary Cost Estimates at the end of the Design Development Phase 

and at 75% Construction Drawings.

c. Detailed Drawings and specifications for materials and workmanship

d. Coordination of any and all sub-consultants necessary to complete the site 

design/improvements.

e. Construction Bid Documents:

i. Provide supplemental survey information as needed if the site 

survey information provided by Kearney Public Schools is deemed 

to be insufficient.  

ii. Provide assistance with obtaining the necessary permits/approvals.

iii. Provide a Site Demolition/Removals Plan
iv. Provide a Site Layout Plan (Initial concept provided by KPS.)
v. Provide a Site Paving Plan
vi. Provide a Site Grading and Drainage Plan
vii. Provide a Storm Water Pollution Prevention Plan
viii. Provide a Site Utilities Plan.  You will be responsible for securing 

and providing the services of an electrical engineer for any site 
electrical and lighting design required for the project.

ix. Provide full specifications following the CSI 49 division format in a 
SEPARATE PROJECT MANUAL.  Specifications cannot simply be 
placed on the drawings.

2. Design Meetings to Attend in Person: Two (2) (you may be permitted to attend 

via Zoom for some meetings).

3. Technical assistance required by Kearney Public Schools to evaluate 

proposals/bids for construction.

4. Construction Administration/Observation.

a. Site Visits During Construction: One visit for a Pre-Construction Meeting 

and at least one (1) visit per month during the course of construction for 

general observation and another at substantial completion for the purpose 

of developing a punchlist.

THE PROJECT SCOPE

Sunrise Middle School is located at 4611 N Avenue in Kearney, Nebraska and serves 

the school district as one of two middle schools offering education for Grades 6-8.  

Enrollment is approximately 600 students.  The Project consists of construction of new 

concrete driveways that will wrap around the building, new concrete parking lots totaling 

approximately 211 stalls, concrete sidewalks, a shallow detention cell, site fencing of as 

yet to be determined materials, and site lighting.  Reference conceptual drawing 

provided as Attachment No. 1 to the RFP.  Kearney Public Schools seeks the engineers 



input as to if any of the existing paving is suitable to remain in place and fits with the 

new site layout and design.  Portions of construction will need to take place while school 

is in session so it is imperative that the civil engineer provide a plan for how construction 

can be phased and implemented while school is in session. 

PROJECT DEADLINES

November 27th proposal due for Civil Engineer scope of work.

January 5th advertises for construction contractor. Construction documents need to be 

100%

February 5th Bids due for construction contractor

Construction must be completed by August 7, 2026.

PROPOSAL REQUIREMENTS

Selection of the most qualified Civil Engineer will be based on the following criteria:

1. Your approach to working with the owner during the design development and 

working drawing level phases of the project.

2. History and capability of the firm.

3. Examples of related experience with similar projects. Similar in scope and budget 

� including up to five (5) projects with names, addresses, and phone numbers of 

the owner�s primary representative/point of contact.

4. Examples that demonstrate the firm�s ability to deliver projects on time and within 

budget.

5. Examples that demonstrate the firm�s ability to work with school districts, school 

boards, and administrators.

6. Overall approach to the project, including resumes of personnel proposed for this 

project.

7. Describe any current or pending litigation, claims, arbitration or errors and 

omissions claims involving the firm.

8. Include your �not-to-exceed fee� for the project or describe how your services will 

be billed.  What reimbursable expenses are in addition to your fee and what are 

the rates?

9. Provide any other information the firm deems pertinent to evaluating your 

qualifications.

10.The Civil Engineering firm MUST meet the dates outlined in the project deadlines 

listed above.



Documents will NOT be returned.

INTERVIEWS

Kearney Public Schools may identify firms for interviews with Kearney Public 

Schools Administration.  Interviews should be used to introduce key members of the 

team and highlight the process and approach the projects team intends to use to 

successfully complete the project.  Kearney Public Schools reserves the right to 

reject any and all proposals and bids and reserves the right to waive the 

interview process and selection an engineer based off of the qualifications 

and bid proposal submittal(s).

ATTACHMENTS

Exhibit 1 � Conceptual Site Layout Plan Provided by KPS

Exhibit 2 � Topographic Survey Information Provided by KPS
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NOTE

Spot elevations taken on a 25 foot grid, beginning at a point 60 feet East of the
Northwest Corner of Lot 11, Grandview Estates Tenth and on the North line of
said Lot 11, and running thence South and East, except as indicated.

Benchmark = 2215.30 feet (NAVD 88) on top of the Nat ional Geodetic Survey marker
“Z122 RESET 1997” located 336.6 feet east  of the centerline of Highway 10 (2nd
Avenue) and 55.1 feet south of the centerline of 56th Street.  The marker is 32.15
feet  west of the centerline of the east drive for the Burger King Restaurant.

Temporary Benchmark (T.B.M.) = 2155.52 feet  of elevat ion (NAVD 88) on top of the   Northwest  Corner of concrete pad for "Sunrise Middle School" sign located in the northeast quadrant of the Avenue "N"  and 45th Street intersection.

Temporary Benchmark (T.B.M.) = 2158.86 feet of elevat ion (NAVD 88) on punched "+" set
in south rim of manhole in concrete pad located in

Add 2100 feet of elevation to all spot elevations for true datum.

UTILITY INFORMATION

Locations of underground utilities are based upon utility locations provided by the
various utility companies and/or their agents by a utility locate dated August 6,
2015 (reference Diggers Hotline Ticket No.152160630).  Contact Diggers Hotline of
Nebraska at 1-800-331-5666 to verify the locations of all utilities before
excavation, digging or construction.

LEGAL DESCRIPTION

Lot Eleven (11), Grandview Estates Tenth, an addition to the City of Kearney,
Buffalo County, Nebraska.

SURVEYOR'S CERTIFICATE

Surveyed by Buffalo Surveying Corporation, August 6, 2015, as shown on the
above plat, Rick S. Garvue, Nebr. Registered Land Surveyor L.S. No. 591, Party
Chief, and the building and other improvements are located in relationship to the
exterior lines of the above described tract as shown on the above plat, and all
information shown on the above plat is true and correct to the best of my
knowledge and belief.

(S E A L) BUFFALO SURVEYI NG CORPORATION

Mitchell W. Humphrey, President
Nebr. Registered Land Surveyor No. 492
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