Bridge Portables Program 2025-03
LODI UNIFIED SCHOOL DISTRICT 10/25

ADDENDUM #4

FROM : ARCHITECHNICA
555 W. BENJAMIN HOLT DRIVE
SUITE 423
STOCKTON, CA 95207
(209) 952-5850 FAX (209) 952-2442

PROJECT: Bridge Classroom Portable at Woodbridge ES
Lodi Unified School District
LOCATION ; Woodbridge ES, 1290 Lilac St, Lodi, CA 95242
REF. # : ARCH PROJ. No. 2025-03
District Project No. 2600-4402-942-26
DSA FILE # 39-50
DSA APPL. 02-123435
PTN: 68686-283
OPSC NO. : n/a
OWNER : Lodi Unified School District

1305 East Vine Street
Lodi, CA 95240

DATE : October 23, 2025

NOTICE TO ALL BIDDERS

IT IS THE PURPOSE AND INTENT OF THIS ADDENDUM TO MODIFY AND/OR CLARIFY THE
DRAWINGS AND SPECIFICATIONS FOR THIS PROJECT AND THIS ADDENDUM SHALL BECOME
A PART OF THE CONTRACT DOCUMENTS. THESE CHANGES AND/OR INTERPRETATIONS
SHALL BE INCORPORATED INTO YOUR BID.

REFER TO PROJECT PLANS AND SPECIFICATIONS PREPARED BY ARCHITECHNICA, DSA
APPROVED SEPTEMBER 2, 2025

ITEM1 Pelican EMS

Connect the new HVAC unit on the building to the existing site Pelican EMS
System per the attached Pelican controls details on attached sheet M1.0.
Provide the necessary data drop with POE iP cabling as called for in the
details. Confirm proper operation and connectivity prior to turning building
over to the school district for their use.
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ITEM2 RFIQUESTIONS DUE DATE

Existing Site Drawings for Woodbridge are available at the enclosed link:
Woodbridge ES - Existing Drawings

END OF ADDENDUM #4
ARCHITECHNICA
By

RENEWAL
12/2025

Timothy Dearborn, AIA
Architect

Attachments: M1.0 — Pelican EMS Details
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SEQUENCE OF OPERATION

GENERAL:

THE NETWORK THERMOSTAT SHALL BE PROGRAMMED AS DIRECTED BY THE DISTRICT FOR
OCCUPIED PERIODS,UNOCCUPIED PERIODS AND HOLIDAYS. THE NETWORK THERMOSTAT SHALL BE
CAPABLE OF RECEIVING A UTILITY COMPANY “ AUTOMATED DEMAND REDUCTION” (ADR) SIGNAL,
VIA WIRELESS SIGNAL FROM INTERNET CONNECTED WIRELESS GATEWAY (CRITICAL ZONES SHALL
NOT BE IMPACTED BY “ADR” CALL). THE UNIT SHALL PROVIDE MINIMUM OUTSIDE AIR VENTILATION
FOR 1HOUR (ADJ.) PRIOR TO SCHEDULED OCCUPANCY. DURING PERIODS OF OCCUPANCY, THE
SUPPLY FAN SHALL BE ENABLED AND STAGED HEATING OR COOLING SHALL BE PROVIDED TO
MAINTAIN ROOM TEMPERATURE SETPOINT. TCC SHALL INSTALL IN EACH UNIT A ‘FAULT DETECTION
& DIAGNOSTICS’ (FDD) ECONOMIZER/VENTILATION CONTROLLER AND TEMPERATURE SENSORS.
THE FDD ECONOMIZER CONTROLLER SHALL GENERATE ALARMS WHEN A FAILURE OF THE SUPPLY,
OUTSIDE OR ROOM TEMPERATURE SENSOR IS DETECTED. ALSO, THE FDD ECONOMIZER
CONTROLLER SHALL GENERATE ALARMS IF A FAILURE OF THE ECONOMIZER DAMPER IS DETECTED
AS FOLLOW: A) NOT ECONOMIZING-DAMPER NOT OPENING WHEN COMMANDED, B) ECONOMIZING
WHEN NOT NEEDED-DAMPER OPEN WHEN NOT COMMANDED, C) EXCESS OUTDOOR AIR- DAMPER
OPEN MORE THAN IT SHOULD BE, D) NOT MODULATING-DAMPER NOT MODULATING PROPERLY. THE
FDD ECONOMIZER CONTROLLER SHALL ALSO GENERATE ALARMS IF A FAILURE OF THE
CONTROLLER OR THERMOSTAT ELECTRONICS IS DETECTED OR IF THE EQUIPMENT IS UNABLE TO
HEAT OR COOL THE CONDITIONED SPACE. THE OUTSIDE AIR DAMPER SHALL MODULATE FULLY
CLOSED WHENEVER THE UNIT IS DISABLED.

COOLING:

ON A CALL FOR COOLING, IF THE OUTSIDE AIR TEMPERATURE IS BELOW THE ECONOMIZER
LOCKOUT TEMPERATURE SET AT 75 DEG F (ADJ.), THE ECONOMIZER DAMPERS SHALL MODULATE
AS NEEDED TO OPERATE AS THE FIRST STAGE OF COOLING. ON AN ADDITIONAL CALL FOR
COOLING, IF THE OUTSIDE AIR TEMPERATURE IS ABOVE THE COOLING LOCKOUT TEMPERATURE
SET AT 60 DEG F(ADJ.), STAGES OF DX COOLING SHALL BE ENABLED IN CONJUNCTION WITH THE
ECONOMIZER TO MAINTAIN ROOM COOLING SETPOINT. IF SETPOINT STILL CANNOT BE MAINTAINED,
OR IF THE OUTSIDE AIR TEMPERATURE RISES ABOVE THE ECONOMIZER LOCKOUT TEMPERATURE,
THE ECONOMIZER DAMPERS SHALL MODULATE TO MINIMUM POSITION AND STAGES OF DX
COOLING SHALL BE ENABLED TO MAINTAIN ROOM COOLING SETPOINT.

HEATING:

ON A CALL FOR HEATING, IF THE OUTSIDE AIR TEMPERATURE IS BELOW THE HEATING LOCKOUT
TEMPERATURE SET AT 65 DEG F (ADJ.), THE ECONOMIZER DAMPERS SHALL MODULATE TO MINIMUM
POSITION, AND STAGES OF HEATING SHALL BE ENABLED TO MAINTAIN ROOM HEATING SETPOINT.

DEMAND CONTROLLED VENTILATION:

CO2 CONTROL OVER THE ECONOMIZER SHALL ALWAYS TAKE PRECEDENCE OVER HEATING OR
COOLING TO MAINTAIN A ZONE CO2 LEVEL LESS THEN 800 PPM (ADJUSTABLE). WHEN CO2 LEVELS
RISE ABOVE 800 PPM (ADJUSTABLE), THE ECONOMIZER SHALL MODULATE OPEN AS NEEDED TO
MAINTAIN CO2 LEVELS BELOW 800 PPM (ADJUSTABLE). IF THE OUTSIDE AIR DAMPER REACHES ITS
'UPPER MAXIMUM' POSITION AND CO2 LEVELS ARE STILL RISING, THE OUTSIDE AIR DAMPER SHALL
MAINTAIN THIS 'UPPER MAXIMUM' POSITION UNTIL ZONE CO2 LEVELS DROP BELOW 800 PPM
(ADJUSTABLE). ONCE CO2 LEVELS HAVE DROPPED BELOW 800 PPM (ADJUSTABLE), THE
ECONOMIZER SHALL RETURN TO THE POSITION AS DETERMINED BY THE CALL FOR HEATING OR
COOLING.
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