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FRIABLE ABATEMENT GENERAL SCOPE OF WORK - NESHAP REGULATIONS

WORKER PROTECTION

A) WORKERS TO WEAR A MINIMUM OF HALF FACE RESPIRATORY PROTECTION
DURING PRE-CLEAN ACTIVITIES. CONTRACTOR TO COMPLY WITH OSHA
STANDARD 1910.134 AND 1910.1001.

B) WORKERS TO WEAR A MINIMUM OF ONE PROTECTIVE SUIT DURING SETUP AND
ABATEMENT ACTIVITIES UNLESS NOTED OTHERWISE.

C) WORKERS TO WEAR RESPIRATORY PROTECTION DURING ALL REMOVAL
OPERATIONS. CONTRACTOR TO COMPLY WITH OSHA 1910.134.

D) WORKERS TO FOLLOW NESHAP RULES AND REGULATIONS REGARDING
ABATEMENT ACTIVITIES.

CONTAINMENT

A) CONSTRUCT DECON FACILITY WHERE INDICATED. FACILITY TO BE
CONSTRUCTED OF RIGID FRAMING WITH A MINIMUM OF 2 LAYERS OF 6-MIL
POLY SECURELY SUPPORTED. DECON TO CONSIST OF 3 CHAMBERS (CLEAN
ROOM, SHOWER, EQUIPMENT ROOM) WITH EACH CHAMBER SEPARATED BY A
TRIPLE FLAP DOORWAY.

B) CONSTRUCT BAGOUT FACILITY WHERE INDICATED. FACILITY TO BE
CONSTRUCTED OF RIGID FRAMING AND A MINIMUM OF 2 LAYERS OF 6-MIL POLY
SECURELY SUPPORTED. BAGOUT TO CONSIST OF 2 CHAMBERS (BAGOUT,
AIRLOCK) WITH EACH CHAMBER SEPARATED BY A TRIPLE FLAP DOORWAY.

C) INSTALL CRITICAL BARRIERS OVER AIR VENTS, ELECTRICAL AND MECHANICAL
EQUIPMENT AND OTHER VISIBLE OPENINGS.

D) CONTRACTOR TO CREATE NEGATIVE AIR PRESSURE IN CONTAINMENT EQUAL
TO -0.02" WATER COLUMN PRIOR TO START OF ABATEMENT ACTIVITIES AND
CONTINUING THRU CLEARANCE TESTING.

E) CONTRACTOR TO SECURE ALL DOORS LEADING INTO THE ABATEMENT AREA
BY LOCK AND CHAIN OR WOOD BARRIER TO PREVENT ACCESS TO ABATEMENT
AREA BY NON-AUTHORIZED PERSONNEL.

3.

CONTRACTOR

A) CONTRACTOR TO FOLLOW NESHAP AND OSHA RULES AND REGULATIONS

REGARDING ABATEMENT ACTIVITIES.

B) CONTRACTOR TO COORDINATE ELECTRICAL, WATER & GAS CONNECTIONS, IF
NECESSARY, AND THE HOOK UP OF WATER CONNECTIONS WITH BUILDING
MAINTENANCE PERSONNEL PRIOR TO START OF WORK.

C) CONTRACTOR TO LOCATE AND ROUTE NEGATIVE AIR UNITS AS INDICATED ON

DRAWINGS.

REMOVAL

A) CONTRACTOR TO ABATE ALL ASBESTOS CONTAINING MATERIAL USING GROSS
REMOVAL TECHNIQUES.

B) ALL CRITICAL BARRIERS TO REMAIN PRIOR TO CLEARANCE TESTING.

AIR MONITORING - NOT IN CONTRACT

A) BACKGROUND AIR SAMPLES TO BE ANALYZED BY ASBESTOS PROJECT
MANAGER USING PCM METHOD PRIOR TO ABATEMENT ACTIVITIES.

B) AGGRESSIVE CLEARANCE AIR SAMPLES TO BE COLLECTED BY ASBESTOS
PROJECT MANAGER AND SENT TO AN AIHA CERTIFIED LAB FOR PCM ANALYSIS.

DISPOSAL
A) ALL ACM TO BE DOUBLE BAGGED IN 6-MIL POLY DISPOSAL BAGS OR PLACED

DIRECTLY INTO POLY LINED METAL DRUMS.

B) MATERIAL IN BAGS TO BE ADEQUATELY WET. LABEL CONTAINERS WITH OSHA
WARNING LABEL, DOT LABEL AND GENERATORS NAME & SITE.

C) MAINTAIN COVERED, LOCKABLE WASTE CONTAINER ON-SITE.

D) WASTE SHIPMENT RECORD TO ACCOMPANY EACH LOAD OF ACM MATERIAL.
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APPROXIMATELY 66 FEET
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KITCHEN

PROVIDE ENOUGH NEG AIR MACHINES TO
PRODUCE -0.02 INCHES OF WATER COLUMN
PRESSURE FOR THE CONTAINMENT. VENT ALL
NEG AIR UNITS TO BUILDING EXTERIOR

CONTRACTOR MAY WET SCRAPE THE
POPCORN CEILING TEXTURE OFF OF THE
DRYWALL CEILING OR REMOVE THE
DRYWALL THAT THE POPCORN CEILING
TEXTURE IS ATTACHED TOO.

CONTRACTOR IS RESPONSIBLE FOR
SUPPLYING POWER AND WATER TO THE
BUILDING IN ORDER TO ABATE THE
ASBESTOS CONTAINING MATERIAL.
CURRENTLT THERE IS NO POWER OR

— WATER SUPPLYING THE BUILDING.

DATES OF ABATEMENT - NOVEMBER

12-26, 2025. ENGINEER WILL SUBMIT THE

10 DAY NOTIFICATION TO IDPH AFTER
PRE-BID MEETING WITH THE ABATEMENT
CONTRACTOR TO BE DETERMINED.

CONTRACTOR TO VERIFY THE SQUARE
FOOTAGE OF THE ASBESTOS
CONTAINING MATERIAL PRIOR TO
SUBMITTING THEIR BID.

APPROXIMATELY 3168 SF OF POPCORN
CEILING TEXTURE ON A DRYWALL
CEILING THROUGHOUT THE ENTIRE 1ST
FLOOR

APPROXIMATELY 48 SF ORANGE FLOOR
SHEETING IN THE DARK ROOM
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PROVIDE ENOUGH NEG AIR MACHINES TO
PRODUCE -0.02 INCHES OF WATER COLUMN
PRESSURE FOR THE CONTAINMENT. VENT ALL
NEG AIR UNITS TO BUILDING EXTERIOR

CONTRACTOR MAY WET SCRAPE THE
POPCORN CEILING TEXTURE OFF OF THE
DRYWALL CEILING OR REMOVE THE
DRYWALL THAT THE POPCORN CEILING
TEXTURE IS ATTACHED TOO.

CONTRACTOR TO REMOVE ALL KITCHEN
AND BATHROOM CABINETRY AND
TOILETS IN ORDER TO REMOVE THE
ASBESTOS CONTAINING ORANGE FLOOR
SHEETING.

CONTRACTOR IS RESPONSIBLE FOR
SUPPLYING POWER AND WATER TO THE
BUILDING IN ORDER TO ABATE THE
ASBESTOS CONTAINING MATERIAL.
CURRENTLT THERE IS NO POWER OR
WATER SUPPLYING THE BUILDING.

DATES OF ABATEMENT - NOVEMBER
12-26, 2025. ENGINEER WILL SUBMIT THE
10 DAY NOTIFICATION TO IDPH AFTER
PRE-BID MEETING WITH THE ABATEMENT
CONTRACTOR TO BE DETERMINED.

CONTRACTOR TO VERIFY THE SQUARE
FOOTAGE OF THE ASBESTOS
CONTAINING MATERIAL PRIOR TO
SUBMITTING THEIR BID.

APPROXIMATELY 3168 SF OF POPCORN
CEILING TEXTURE ON A DRYWALL
CEILING THROUGHOUT THE ENTIRE 2ND
FLOOR.

APPROXIMATELY 710 SF OF ORANGE
FLOOR SHEETING ON THE 2ND FLOOR
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