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PORTABLE CLASSROOM RELOCATION PROJECT SCOPE:

NOTE: ALL POTENTIAL BIDDERS ARE REQUIRED TO ATTEND A MANDATORY PRE-BID CONFERENCE AND
REVIEW EXISTING SITE CONDITIONS IN ORDER TO SUBMIT A BID FOR THIS PROJECT.

THERE ARE THIRTEEN (13) EXISTING PORTABLE CLASSROOM UNITS ON THE EXISTING SITE. THE CONTRACTOR
IS TO INCLUDE IN HIS BID THE FOLLOWING:

THE REMOVAL OF ONE (1) FIRE-DAMAGED PORTABLE UNIT (AS IDENTIFIED AS M.U. #8 ON THE DRAWINGS) AND
THE REMOVAL OF ONE (1) UNUSABLE PORTABLE UNIT (AS IDENTIFIED AS M.U. #6 ON THE DRAWINGS)
COMPLETE, AND ARE TO BE DISPOSED OF PROPERLY, OFF-SITE. CONTRACTOR TO SALVAGE ANY MATERIALS
FROM THIS UNIT FOR USE ON OTHER PORTABLE UNIT RELOCATION EFFORTS AS NECESSARY AND THEN RIGHT
OF FIRST REFUSAL TO THE OWNER IF NOT USED IN RELOCATION EFFORTS.

TWO (2) PORTABLE UNITS, (AS IDENTIFIED AS M.U. #13 AND M.U. #14 ON THE DRAWINGS), AND ATTACHED
WALKWAYS, RAMPS, LANDINGS, STAIRS AND RAILINGS ARE TO REMAIN IN PLACE. RECONFIGURE ONE RAMP
AND AFFECTED RAILINGS THAT WILL NEED TO BE ROTATED 90 DEGREES AS SHOWN TO MAKE WAY FOR
FUTURE CONSTRUCTION BY OTHERS. REWORK RAILINGS AT NORTH END OF PLATFORM TO ACCOMMODATE
RELOCATED AND CONNECTING PORTABLE STAIR UNIT.

THE CONTRACTOR WILL BE REQUIRED TO EXAMINE THE REMAINING EXISTING PORTABLE UNITS THOROUGHLY
TO DETERMINE WHICH SEVEN (7) OF THE REMAINING NINE (9) UNITS ARE SUITABLE FOR RELOCATION TO THE
NEW LOCATION IDENTIFIED ON THE DRAWINGS.

THE RELOCATION OF SEVEN (7) PORTABLE UNITS FROM EXISTING LOCATION TO NEW LOCATION SHOWN ON
THE DRAWINGS AS WELL AS RELOCATION AND INSTALLATION ALL EXISTING METAL COMPONENTS OF
WALKWAYS, RAMPS, LANDINGS, STAIRS AND RAILINGS SYSTEMS. THE COMPONENTS AND DIMENSIONS SHOWN
ARE FROM INVENTORIED PIECES OF TWO EXISTING AND VARYING METAL WALKWAY SYSTEM COMPONENTS,
WHICH INCLUDE ADJUSTABLE SUPPORT POSTS ON THE WALKWAYS, RAMPS AND LANDINGS. THE ARCHITECT
HAS MADE THEIR BEST ATTEMPT AT REASSEMBLING THE COMPONENTS TO FORM A COMPLETE WALKWAY
SYSTEM. NOTE THAT THE WALKWAY CANNOT REDUCE IN WIDTH IN THE DIRECTION OF TRAVEL. THE
CONTRACTOR IS TO SUPPLEMENT ANY ADDITIONAL METAL COMPONENTS LISTED ABOVE THAT MAY NOT BE
AVAILABLE ON SITE FOR A COMPLETE WALKWAY SYSTEM.

THE CONTRACTOR WILL REQUIRED TO REMOVE THE REMAINING THREE (3) PORTABLE UNITS COMPLETE AND
ANY REMAINING WALKWAYS, RAMPS, LANDINGS, SUPPORT POSTS AND RAILINGS THAT ARE DESIGNATED TO
BE REMOVED AND DISPOSE OF PROPERLY OFF-SITE.

THE OWNER WILL HAVE ALL FIXTURES, FURNISHINGS AND EQUIPMENT REMOVED FROM INSIDE THE PORTABLE
UNITS BY JUNE 9, 2025. THE WORK WILL NEED TO BE SUBSTANTIALLY COMPLETE BY AUGUST 1, 2025.
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TYPICAL PORTABLE CLASSROOM BREAKDOWN SEQUENCE:

THE FOLLOWING IS A BRIEF SUGGESTED DESCRIPTION AND SCOPE OF BREAKDOWN FOR THE EXISTING PORTABLE UNITS TO BE RELOCATED OR
REMOVED OFF-SITE AND PROPERLY DISPOSED OF.

THE CONTRACTOR SHALL COORDINATE WITH THE OWNER AND DOMINION ENERGY FOR THE REMOVAL OF FEEDERS TO ALL PORTABLE
CLASSROOMS WITH SEPARATE ELECTRICAL SERVICES AND THE FOUR ELECTRICAL SERVICES THAT FEED PANELS WHICH SERVE THE REMAINING
PORTABLE CLASSROOMS. THE CONTRACTOR WILL REMOVE ALL EXPOSED CONDUITS AND ALL CONDUCTORS BACK TO THE EXISTING PANELS.
EXISTING CONDUITS RUN UNDERGROUND MAY BE ABANDONED IN PLACE. THE CONTRACTOR WILL REMOVE ALL DATA, INTERCOM, SECURITY,
AND FIRE ALARM WIRING FROM ALL PORTABLE CLASSROOMS BACK TO THEIR POINT OF ORIGIN INSIDE THE BUILDING AS DIRECTED BY THE
OWNER. THE CONTRACTOR SHALL REMOVE ALL EXISTING DATA, INTERCOM, SECURITY, AND FIRE ALARM CONDUITS THAT ARE RUN EXPOSED.
EXISTING CONDUITS RUN UNDERGROUND MAY BE ABANDONED IN PLACE. SEE ELECTRICAL DRAWINGS FOR ADDITIONAL REQUIREMENTS.

UNLESS OTHERWISE NOTED, THE CONTRACTOR IS TO LEAVE ALL INTERIOR AND EXTERIOR PERMANENT FIXTURES, EQUIPMENT, CAMERAS,
CANOPIES, WALL VENTS, ROOF VENTS AND THE LIKE INSTALLED IN PLACE DURING RELOCATION OF PORTABLE UNITS. ANY FIXTURES AND/OR
EQUIPMENT LISTED ABOVE THAT ARE DAMAGED DURING RELOCATION SHALL BE REPLACED IN KIND AT THE CONTRACTOR'S EXPENSE.

UNLESS OTHERWISE NOTED, THE CONTRACTOR IS TO REMOVE ALL WOOD WALKWAYS, RAMPS, STAIRS, LANDINGS, SUPPORT POSTS AND
RAILINGS COMPLETE AND DISPOSE OF PROPERLY OFF-SITE. ALL METAL WALKWAYS, RAMPS, LANDINGS, STAIRS AND RAILINGS ARE TO BE
DETACHED FROM EXISTING PORTABLE UNITS AND SAVED FOR REUSE FOR THE WALKWAY SYSTEM AT RELOCATED PORTABLE UNITS'NEW
LOCATION. THE CONTRACTOR IS TO SALVAGE AND SAVE FOR REUSE ALL CMU "PEDESTAL FEET" AT WOOD AND METAL WALKWAY
SYSTEMS/LANDINGS POSTS AT NEW WALKWAY SYSTEM LOCATION.

THE CONTRACTOR IS TO REMOVE ALL EXISTING 36-INCH-HIGH VINYL VENTED SOFFIT SKIRT MATERIAL COMPLETE, RETAINING EXISTING VINYL
TOP TRIM INSTALLED ON PORTABLE UNIT FOR REUSE. ALL SKIRT MATERIAL TO BE DISPOSED OF PROPERLY OFF-SITE.

THE CONTRACTOR IS TO REMOVE ALL EXISTING PORTABLE UNIT ANCHORING SYSTEM AND SAVE FOR REUSE. ASSUME EIGHT (8) ANCHORING
DEVICES FOR EACH PORTABLE UNIT.

EACH PORTABLE UNIT SITS ON A SERIES OF TWENTY (20) PIERS, COMPOSED OF THREE (3) 8- INCH X 16- INCH CMU BLOCK UNITS ON TOP OF A 2'-0"
X 2'-0" X 1/2-INCH-THICK METAL PLATE. THE CONTRACTOR IS TO REUSE ALL PIER ELEMENTS AS PRACTICAL, REPLACING ANY BROKEN CMU BLOCK
UNITS IN KIND. PROVIDE SOLID SHIMMING MATERIALS TO PROVIDE A LEVEL UNIT INSTALLATION IN THE NEW PORTABLE UNIT RELOCATION AREA.

MOST OF THE PORTABLE UNITS HAVE TRAILER TONGUES (UNATTACHED) AND WHEEL SETS (ATTACHED) BENEATH THE UNITS FOR THE
CONTRACTOR'S USE FOR RELOCATING THE PORTABLE UNITS TO THE NEW LOCATION. THE CONTRACTOR IS TO RE-ATTACH TRAILER TONGUES
TO THE UNITS AND PROVIDE WHEELS FOR THE WHEELS SETS. THE CONTRACTOR IS TO ASSUME THAT TRAILER TONGUES AND WHEEL SETS MAY
NEED TO BE DISASSEMBLED FROM RELOCATED UNITS AND THEN USED TO RELOCATE UNITS THAT DO NOT HAVE THESE ELEMENTS.

ON THE INTERIOR OF THE PORTABLE UNITS TO BE RELOCATED, THE CONTRACTOR WILL BE REQUIRED TO REMOVE ALUMINUM FLOOR
EXPANSION JOINT COVER AND SAVE FOR REUSE. INTERIOR WALL AND CEILING WOOD TRIM THAT SERVES AS EXPANSION JOINTS SHALL BE
REMOVED COMPLETE AND DISPOSED OF PROPERLY OFF-SITE. PREP FLOOR, WALL AND CEILING AREAS FOR REINSTALLED ALUMINUM FLOOR
EXPANSION JOINT COVER AND NEW WOOD TRIM FOR WALL AND CEILING EXPANSION JOINTS. REFER TO SHEET PCRA-3 FOR ROOF AND WALL
EXPANSION JOINT DETAILS.

THE CONTRACTOR IS TO EXERCISE CARE IN DISASSEMBLING EACH EXISTING PORTABLE UNIT INTO TWO (2) UNITS TO BE TRANSPORTED TO THE
RELOCATED PORTABLE CLASSROOM AREA AND BE REASSEMBLED. THE CONTRACTOR IS TO PROVIDE AND MAINTAIN TEMPORARY PROTECTION
ON EXPOSED PORTIONS OF DISASSEMBLED UNITS TO PROTECT FROM RAIN AND WIND DAMAGE DURING RELOCATION EFFORTS. ANY DAMAGE TO
THE INTERIOR OF THE UNITS DURING RELOCATION SHALL BE REPAIR AND/OR REPLACED IN KIND AT THE CONTRACTOR'S EXPENSE.

ALL EXISTING SITE FEATURES NOT IDENTIFIED IN THESE DRAWINGS TO BE REMOVED OR RELOCATED ARE TO REMAIN AND BE ABANDONED IN
PLACE.

TYPICAL PORTABLE CLASSROOM REINSTALLATION SEQUENCE:

THE CONTRACTOR IS TO LAYOUT NEW CLASSROOM PORTABLE AREA AS REQUIRED TO LOCATE TEMPORARY POWER, DATA, INTERCOM, SECURITY AND FIRE ALARM
FEEDS AHEAD OF PORTABLE UNIT PLACEMENT.

THE CONTRACTOR SHALL PROVIDE NEW DATA, INTERCOM, SECURITY SYSTEM, AND FIRE ALARM WIRING FROM THE EXISTING BUILDING TO BOTH EXISTING PORTABLE
CLASSROOMS AND ALL OTHER RELOCATED PORTABLE CLASSROOMS. ALL THE WIRING WILL BE RUN IN CONDUIT. CONDUITS WILL BE RUN UNDERGROUND FROM THE
EXISTING BUILDING TO THE RAISED WALKWAYS AS WELL AS BETWEEN THE TWO SECTIONS OF RAISED WALKWAY SYSTEMS. ALL CONDUITS WILL BE ATTACHED TO
THE BOTTOM OF THE RAISED WALKWAY SYSTEM WHEREVER POSSIBLE. THE PROPOSED ROUTING OF THE UNDERGROUND CONDUITS FROM THE EXISTING BUILDING
SHALL BE COORDINATED WITH EXISTING BELOW GRADE UTILITIES, AND APPROVED BY THE OWNER AND DOMINION ENERGY AS THE CONDUITS WILL CROSS AN
EXISTING DOMINION ENERGY RIGHT OF WAY. SEE ELECTRICAL DRAWINGS FOR ADDITIONAL REQUIREMENTS AND DETAILS. [PARAGRAPH TO BE FINALIZED BY TCE]

THE CONTRACTOR IS TO REASSEMBLE PREVIOUSLY SELECTED SUITABLE PORTABLE UNITS TO THE AREA SHOWN ON THE DRAWINGS. INSTALL RELOCATED METAL
BASE PLATES, CMU BLOCK PIERS, SHIM TO LEVEL POSITION AND REATTACH / REINSTALL TRAILER ANCHORING SYSTEM, EIGHT (8) LOCATIONS FOR EACH PORTABLE
UNIT. PROVIDE REPLACEMENT CMU BLOCKS AND SHIMS AS REQUIRED FOR UNITS THAT ARE NOT USABLE IN THE RELOCATION EFFORT. THE CONTRACTOR IS TO
REASSEMBLE THE UNITS IN A MANNER TO PREVENT AIR AND WATER PENETRATION THROUGH WALLS, FLOORS, CEILINGS AND ROOFS. ONCE THE UNITS ARE PLACED
AND ANCHORED, CONTRACTOR TO DETACH TRAILER TONGUES AND WHEELS AND SAVE BELOW PORTABLES FOR FUTURE USE.

ON THE ROOF OF EACH REASSEMBLED PORTABLE UNIT, NEW ROOFING MEMBRANE TRANSITION STRIP WILL NEED TO BE APPLIED ON ROOF FROM END TO END OF
UNIT AND ATTACH AS REQUIRED TO OBTAIN A TWO (2) YEAR WORKMANSHIP WARRANTY FROM THE INSTALLING ROOFING CONTRACTOR. PROVIDE GAF UNISIL
PRODUCT OR EQUAL. REFER TO ROOF / CEILING EXPANSION JOINT DETAIL ON SHEET PCRA-3.

ON THE INTERIOR OF PORTABLE UNITS, THE CONTRACTOR IS TO REINSTALL ALUMINUM FLOOR EXPANSION JOINT COVERS SALVAGED FROM PORTABLE UNIT
BREAKDOWN SEQUENCE AND SECURELY ATTACH TO REASSEMBLED UNIT FLOORING. REFER TO SHEET PCRA-3 FOR INTERIOR WALL AND CEILING EXPANSION JOINT
DETAILS. PRIME AND PAINT ALL WOOD TRIM INSTALLED; PROVIDE SEALANT AT WALL/CEILING AND WOOD TRIM INTERFACE. PROVIDE FINAL COAT OF SEMI-GLOSS
PAINT, COLOR TO BE SELECTED BY ARCHITECT.

THE CONTRACTOR IS TO INSTALL NEW VINYL VENTED SOFFIT MATERIAL SKIRTING AROUND ENTIRE PERIMETER OF RELOCATED PORTABLE UNITS' BASE, INTEGRATING
THE SKIRT MATERIAL INTO SALVAGED UPPER VINYL TRIM PIECE REMAINING FROM BREAKDOWN SEQUENCE. PROVIDE 36-INCH-WIDE VENTED SKIRT MATERIAL,
CERTAINTEED UNIVERSAL TRIPLE 4 INCH FULLY VENTED VINYL SOFFIT, 12- FOOT LENGTHS, OR EQUAL, COLOR TO MATCH EXISTING UPPER VINYL TRIM PIECE. CUT TO
SIZE AS REQUIRED SO THAT BOTTOM OF PANEL IS FRICTION-FITTED TO FINAL GRADE.

THE CONTRACTOR IS TO PROVIDE NEW PORTABLE STAIR UNITS AS INDICATED ON THE PLAN ON SHEET PCRA-2 AND DETAILS ON SHEET PCRA-3.

THE CONTRACTOR IS TO PLACE METAL WALKWAYS, RAMPS, LANDINGS AND RAILINGS AS INDICATED IN THE DRAWINGS TO THE GREATEST EXTENT POSSIBLE FROM
EXISTING ELEMENTS SAVED FROM DEMOLITION SEQUENCE. THE DIMENSIONS SHOWN IN THE DRAWINGS ARE FROM INVENTORIED PIECES OF TWO EXISTING AND
VARYING METAL WALKWAY SYSTEM COMPONENTS, WHICH INCLUDE ADJUSTABLE SUPPORT POSTS ON THE WALKWAYS, RAMPS AND LANDINGS. THE ARCHITECT HAS
MADE BEST EFFORTS TO REASSEMBLE THE COMPONENTS TO FORM A COMPLETE WALKWAY SYSTEM. NOTE THAT THE WALKWAY CANNOT REDUCE IN WIDTH IN THE
DIRECTION OF EGRESS TRAVEL. THE CONTRACTOR IS TO LAYOUT WALKWAY SYSTEM WITH EXISTING COMPONENTS AND SUPPLEMENT WITH ADDITIONAL
COMPONENTS AS NECESSARY TO PROVIDE A CONTINUOUS, SAFE AND ACCESSIBLE ROUTE. PROVIDE ADDITIONAL RAILING PIECES TO FILL GAPS WHERE OCCURRING.
PROVIDE FLAT PLATE OR THRESHOLD PIECES TO FILL HORIZONTAL GAPS IN THE WALKWAY SURFACE AND MAINTAIN ACCESSIBILITY. THE CONTRACTOR IS TO
SECURELY ATTACH ALL COMPONENTS TO ONE ANOTHER AND TO PORTABLE UNITS WHERE APPLICABLE.

THE CONTRACTOR TO INCLUDE IN HIS BID AN ALLOWANCE OF 100 LF OF ADDITIONAL MATCHING WALKWAY COMPONENTS, 100 LF OF ADDITIONAL MATCHING METAL
RAILING COMPONENTS AND FIVE (5) ADDITIONAL MATCHING 5'-6" X 5'-6" METAL LANDING SETS TO SUPPLEMENT ANY SHORTAGES FROM SALVAGED COMPONENTS
TO PROVIDE A COMPLETE WALKWAY SYSTEM WITH ANY UNUSED ALLOWANCE CREDITED BACK TO THE OWNER. CONTRACTOR TO SECURELY ATTACH ALL
COMPONENTS TO ONE ANOTHER AND TO PORTABLE UNITS WHERE APPLICABLE. PROVIDE ADA COMPLIANT METAL TRIM PIECES TO COVER ANY GAPS IN THE
HORIZONTAL WALKING SURFACES IN THE WALKWAY, RAMPS AND STAIR LANDINGS. PROVIDE RAILING TRIM TO CLOSE ANY GAPS IN THE RAILING SYSTEM THAT WILL
PREVENT PASSAGE OF 4- INCH DIAMETER SPHERE.

THE CONTRACTOR IS TO PROVIDE FINAL CLEANING OF INTERIOR OF REASSEMBLED PORTABLE UNITS AND REMOVE DEMOLISHED MATERIALS AS NOTED IN THE
DRAWINGS AND DISPOSE OF PROPERLY OFF-SITE.
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1 2 3 4 5
BUILDING CODE DESIGN SUPPORTING DATA PLAN LEGEND .
L
PROJECT CONSISTS OF PORTABLE CLASSROOM UNITS FOR USE DURING RENOVATIONS AND CONSTRUCTION AT NORTHERN 0
SHORES ELEMENTARY SCHOOL. PROJECT CONSISTS OF 9 CLASSROOM TRAILERS. BASIC PROPERTIES ARE AS FOLLOWS, (-
F-=-APPROXIMATE MAXIMUM TRAVEL DISTANCE ====-= —< .
VCC OCCUPANCY GROUP E EDUCATION m
5~ DESIGN OCCUPANCY
CONST. TYPE TYPE VB CERTIFIED TRAILERS DESIGNED AS CLASSROOMS 4425 C
CODE OCCUPANCY "
FULLY SPRINKLED NO eSS CAPACITY IN PERSONS ~ DIMENSIONS BETWEEN PORTABLE UNITS: NEW PORTABLE STAIR < %
210 > FINAL DIMENSIONS TO BE SET BY EXISTING WALKWAY UNIT TYPE B: ©)
FIRE RESISTANT RATING EXTERIOR FOR OPENING SHOWN SYSTEM COMPONENTS ASSEMBLED WITH A GAP ON PLAN SECURELY ATTACH TO X & P
WALLS BASED ON FIRE SEPARATION >
NORTH UNITS. PROVIDE FLAT PLATE OR THRESHOLD METAL WALKWAY <
DISTANCE 0 HR.10"TO 30°FOR VB CONST. (PER VCC TABLE 705.5) CALCULATED OCCUPANCY LOAD PIECES TO FILL HORIZONTAL GAPS IN THE WALKWAY SYSTEM AND/OR =
AT EXIT LOCATION
TRAVEL DISTANCE 200' WITHOUT SPRINKLER SYSTEM (PER VCC TABLE 1017.2) SURFACE TOMAINTAIN CONTINUITY AND ACCESSIBILITY. Sﬁk%cﬁg EO%ESEK\,\%E
(e} () n m I
COMMON PATH OF TRAVEL 75' MAX (PER VCC TABLE 1006.2.1) S g — © g
TYP.AS OCCURRING:  NEW PORTABLE STAIR o &
DEAD ENDS 20' MAX (PER VCC 1020.5) APPROXIMATE UNIT TYPE A: o S &
PORTABLE STAIR SECURELY ATTACH TO RS 32 <
EXITS PER TRAILER 1 MINIMUM, OCCUPANT LOAD 50 MAX (PER VCC TABLE 1006.2.1) LOCATION IF METAL WALKWAY SYSTEM Wt . - 0 a)
PORTABLE TYPE21S  AND/OR RELOCATED 3 3 -9 9 g Z ¢
ALLOWABLE FLOOR AREA 9,500 SF WITHOUT ANY FRONTAGE INCREASE. (PER VCC TABLE 506.2) USED PORTABLE UNITS AS N las 5 - w 3 2 = 9
OCCURRING. 0 =5 S ¥ W ¥ I
oCh o . X = O o O ao O
TOTAL ALLOWABLE STORY / HEIGHT 1 STORIES / 40' (PER VCC TABLE 504.3 AND 504.4) Gt 5-8 % > —
W
EGRESS PATH TRAVEL DISTANCE 942 SF I Y
£
EGRESS PATH NAME | TRAVEL DISTANCE
0 - EXISTING PORTABLE MU #14 101'- 0"
0 - RELOCATED PORTABLE A 166' - 8"
0 - RELOCATED PORTABLE B 170'- 2"
942 SF
f RRMM
‘:‘\"\ﬂz\,‘\-—,
L ARCHITECTS, PC
\E 1317 Executive Blvd, Suite 200 C
las Chesapeake, Virginia 23320
eDF (757)622-2828
"‘E@GP il X DIMENSIONS BETWEEN
Ly E
p = PORTABLE UNITS: %@P*LTH o
TYP. FOR TWO (2) NEW PORTABLE STAIR @ FINAL DIMENSIONS TO BE S 23
CONTRACTOR TO REMOVE EXISTING 36- INCH UNIT TYPE B: \ ! - SET BY EXISTING L. -
HIGH VINYL VENTED SOFFIT SKIRT MATERIAL SECURELY ATTACH TO D7 WALKWAY SYSTEM %@tﬁ?g« A Hﬂzl‘f;
COMPLETE, RETAINING (LEAVING) EXISTING METAL WALKWAY - e /?,;'f?// A COMPONENTS AS 3 Lic. No. 10748
VINYL TOP TRIM INSTALLED ON PORTABLE UNIT SYSTEM AND/OR N e /,W ASSEMBLED % 04.29.2025
FOR REUSE. ALL SKIRT MATERIAL TO BE RELOCATED PORTABLE ““\“ oy %//, =7 \ EXTEND ASPHALT 7, S
DISPOSED OF PROPERLY OFF-SITE. UNITS AS OCCURRING. AL AT T o\ \ SAVING AS SHOWN o0, S 11 TS,
CONTRACTOR TO INSTALL NEW VINYL VENTED //9 a7 “ \ .
SOFFIT MATERIAL SKIRTING AROUND ENTIRE e E //é///" o \ 042 SF
PERIMETER OF RELOCATED PORTABLE UNITS' ¥ ///‘/“’w/ . \ - Ty EXISTING METAL LANDING: NEW ASPHALT 23 -
BASE, INTEGRATING THE SKIRT MATERIAL INTO o, // v \ - T SECURELY ATTACH TO PAVING. REFER TO 35
SALVAGED UPPER VINYL TRIM PIECE “ L Q \ _- METAL WALKWAY SYSTEM ! s
0 - - CIVIL DWGS FOR @ &
REMAINING FROM BREAKDOWN SEQUENCE. < 5 A \ _- AND RELOCATED DETALS c 7
PROVIDE 36- INCH WIDE VENTED SKIRT g -0 B v PORTABLE UNITS AS S
MATERIAL, CERTAINTEED UNIVERSAL TRIPLE 4 gD pO® OCCURRING. z
INCH FULLY VENTED VINYL SOFFIT, 12- FOOT RELOGP ~ee = £
LENGTHS, OR EQUAL, COLOR TO MATCH ) S
EXISTING UPPER VINYL TRIM PIECE. CUT TO > 3
SIZE AS REQUIRED SO THAT BOTTOM OF PANEL 42 5F T, S o
IS FRICTION-FITTED TO FINAL GRADE. EXTEND ASPHALT SRR O E
PAVING AS SHOWN S = L
o, o e
NEW PORTABLE STAIR UNIT TYPE B: <
SECURELY ATTACH TO METAL NEW ASPHALT 3 - u Z
WALKWAY SYSTEM AND/OR E’RX 'LNSV’VF(;ESFFESRTO @ < <C 5
RELOCATED PORTABLE UNITS AS — 5 i
OCCURRING. DETALLS s z
EXTEND ASPHALT TYP. AS OCCURRING: o (ZD
EXISTING WOOD STAIRS, PAVING AS SHOWN éggiiéﬂ\égim 2 -
LANDINGS, AND RAILINGS TO Q
REMAIN. TIGHTEN AND/OR LOGATION IF o <
REPLACE ANY DAMAGED PORTABLE TYPE 2 1S T O
7 &)
~/— TREADS, LANDING BOARDS AND USED %) o
1 RALINGS - EXISTING METAL WALKWAY, RAMP, LANDING AND RAILING SYSTEM REUSE > —1
I — - = HATCH PATTERN INDICATES EXISTING METAL WALKWAY, RAMP, LANDING, ADJUSTABLE SUPPORT-POSTS AND Z LLl
= RAILING SYSTEM COMPONENTS RELOCATED TO THE NEW CLASSROOM PORTABLE AREA AND ASSEMBLE AS < e
‘ x NEW ASPHALT TYP. FOR SEVEN (7): CLOSE AS POSSIBLE TO LAYOUT INDICATED. THE DIMENSIONS SHOWN ARE FROM INVENTORIED PIECES OF Ew LL]
= PAVING, REFER TO CONTRACTOR TO INSTALL NEW VINYL VENTED TWO EXISTING AND VARYING METAL WALKWAY SYSTEM COMPONENTS, WHICH INCLUDE ADJUSTABLE L 5 1 -
oy CIVIL DWGS FOR SOFFIT MATERIAL SKIRTING AROUND ENTIRE SUPPORT POSTS ON THE WALKWAYS, RAMPS AND LANDINGS. THE ARCHITECT HAS MADE BEST EFFORTS TO = 2]
. o DETAILS PERIMETER OF RELOCATED PORTABLE UNITS' REASSEMBLE THE COMPONENTS TO FORM A COMPLETE WALKWAY SYSTEM. NOTE THAT THE WALKWAY o <C
3 ZFS BASE, INTEGRATING THE SKIRT MATERIAL INTO CANNOT REDUCE IN WIDTH IN THE DIRECTION OF EGRESS TRAVEL. o 0 =
H EXIS e o SALVAGED UPPER VINYL TRIM PIECE REMAINING n N9 '
o TING PORTABLE T REMA Y 2 FROM BREAKDOWN SEQUENCE. PROVIDE 36- INCH CONTRACTOR TO LAYOUT WALKWAY SYSTEM WITH EXISTING COMPONENTS AND SUPPLEMENT WITH WO T o
& TYPE 2 IN = WIDE VENTED SKIRT MATERIAL, CERTAINTEED ADDITIONAL COMPONENTS AS NECESSARY TO PROVIDE A CONTINUOUS, SAFE AND ACCESSIBLE ROUTE. O 9 al
MU #13 = UNIVERSAL TRIPLE 4 INCH FULLY VENTED VINYL PROVIDE ADDITIONAL RAILING PIECES TO FILL GAPS WHERE OCCURRING. PROVIDE FLAT PLATE OR TO 5 N
Seme———l SOFFIT, 12- FOOT LENGTHS, OR EQUAL, COLOR TO THRESHOLD PIECES TO FILL HORIZONTAL GAPS IN THE WALKWAY SURFACE AND MAINTAIN ACCESSIBILITY. n E 05 1
EXISTING WOOD MATCH EXISTING UPPER VINYL TRIM PIECE. CUT CONTRACTOR TO SECURELY ATTACH ALL COMPONENTS TO ONE ANOTHER AND TO PORTABLE UNITS WHERE = 3 x '0)
STAIRS, LANDINGS, AND TO SIZE AS REQUIRED SO THAT BOTTOM OF APPLICABLE. % f XY
5 RAILINGS TO PANEL IS FRICTION-FITTED TO FINAL GRADE. TO %S <
‘ REMAIN. TIGHTEN AND/OR =L %0 _j
H O] REPLAGE ANY DAMAGED NEW PORTABLE STAIR UNIT TYPE A: XL st =
< = — TREADS, LANDING BOARDS CONTRACTOR TO PROVIDE SEVEN (7) NEW METAL STAIR SETS THAT ARE TO BE SECURELY ATTACHED TO > 5 2 LW
o __ S — AND RAILINGS. METAL WALKWAY SYSTEM AND/OR RELOCATED PORTABLE UNITS. PROVIDE OMNI-STEP ADJUSTABLE _ o
60" tg.gr 5| N e —e ALUMINUM STAIR SET, 35- INCH TO 44- INCH HEIGHT, 41- INCHES OUT-TO-OUT, 9-1/2- INCH TREAD DEPTH, 3) b A
= LN N PLATFORM 56- 3/4- INCHES X 41- INCHES, 42- INCH HIGH GUARDRAIL AND 36- INCH HIGH HANDRAIL ON L =
A, 50N OUTBOARD SIDE OF STAIR, MILL FINISHED ALUMINUM EXTRUSIONS AND SHEET, OR EQUAL. PROVIDE ADA e S
B RELOCATE EXISTING N EXTEND ASPHALT COMPLIANT METAL TRIM PIECES TO COVER ANY GAPS IN THE HORIZONTAL WALKING SURFACES IN WALKWAY, o a)
RAMPS. RAILING AND SAVING AS SHOWN RAMPS AND STAIR LANDINGS. PROVIDE RAILING TRIM TO CLOSE ANY GAPS IN RAILING SYSTEM THAT WILL
POST COMPONENTS TO PREVENT PASSAGE OF 4- INCH DIAMETER SPHERE. REFER TO DETAILS ON  SHEET PCRA-3.
SHEET
NEWLOCATION SHOWN NEW PORTABLE STAIR UNIT TYPE B:
CONTRACTOR TO PROVIDE THREE (3) NEW METAL STAIR SETS WITH SAME CONFIGURATION AS ABOVE WITH
(1 01 - RELOCATION EFFORT - ENLARGED PORTABLES THE EXCEPTION OF HAVING HANDRAILS ON BOTH SIDES OF STAIR TO BE LOCATED AT THE END OF WALKWAY
CRA-2 SCALE: 1"=10"-0" SYSTEM AS INDICATED ON THE PLAN THIS SHEET. REFER TO DETAILS ON SHEET PCRA-3. P C R A-2
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ON THE ROOF OF EACH REASSEMBLED PORTABLE UNIT, NEW ROOFING MEMBRANE TRANSITION STRIP WILL NEED TO BE
APPLIED ON ROOF FROM END TO END OF UNIT AND ATTACH AS REQUIRED TO OBTAIN A TWO (2) YEAR WORKMANSHIP
WARRANTY FROM THE INSTALLING ROOFING CONTRACTOR. PROVIDE GAF UNISIL PRODUCT OR EQUAL. REFER TO ROOF /
CEILING EXPANSION JOINT DETAIL THIS SHEET.

REFER TO FOLLOWING INSTALLATION OVERVIEW:
1. BEFORE COATING IS APPLIED, AN ADHESION TEST IS REQUIRED TO ENSURE AN ADHESION MINIMUM OF 2.0  POUNDS
PER LINEAR INCH (PLI). TEST PATCHES SHOULD BE APPLIED PER MANUFACTURER'S RECOMMENDATIONS.
2. CLEAN ROOF AREA TO REMOVE CONTAMINANTS. POWER-WASH SUBSTRATE TO REMOVE CONTAMINANTS THAT COULD
NEGATIVELY AFFECT ADHESION. ALLOW ROOF TO COMPLETELY DRY. REFER TO TABLE FOR CLEANER/CLEANING RATE.
3. TREAT ALL ROOF PENETRATIONS IN AREA TO BE PATCHED, IF ANY. (REFER TO SUBSTRATE PREPARATION SECTION FOR

REQUIREMENTS).

4. ALL LOOSE SEAMS MUST BE 3-COURSED (REFER TO PRODUCT TABLE FOR SEAMS AND DETAILS. ALL OTHER SEAMS
MUST BE TREATED WITH FLASHING GRADE ONLY, NO FABRIC REQUIRED. (REFER TO SEAM TREATMENT GUIDE FOR
REQUIREMENTS). INSTALL A 1- INCH DIAMETER FOAM BACKER ROD IN A FLASHING ~ GRADE SILICONE MASTIC AT ROOF
EXPANSION JOINT. INSTALL FLASHING FABRIC IN FLASHING GRADE SILICONE MASTIC AND LET CURE.

5. APPLY COATING PER MANUFACTURER'S RECOMMENDATIONS. INSTALL FULL COATING OF SILICONE COATING 1 -0" ON
EACH SIDE OF CENTER OF THE ROOF.

INSTALL FLASHING FABRIC IN
FLASHING GRADE SILICONE MASTIC
AND LET CURE. INSTALL FULL
COATING OF SILICONE COATING 12

INCHES EACH SIDE OF CENTER ROOF

FRICTION-FIT COMPRESSIBLE BATT

INSULATION IN MEMBRANE RETAINER

(60-MIL EPDM)

<

S

NEW 1 X 6 PRIMED / PTD WOOD TRIM

1" DIAMETER FOAM PLASTIC BACKER ROD
SET IN A FLASHING GRADE SILICONE MASTIC

EXISTING PORTABLE UNIT ROOF, +/- 1:12 SLOPE

NEW 1 X 4 PRIMED / PTD WOOD TRIM
NEW 1 X 8 PRIMED / PTD WOOD

TRIM, FASTENED TO ONE SIDE TO
ALLOW FOR MOVEMENT

2, TYPICAL ROOF / CEILING EXP. JT.

CRA-3 SCALE: 3"=1-0"

PORTABLE UNIT EXTERIOR WALL, TYP. —_|

NEW 1 X 6 PRIMED / PTD WOOD TRIM \2\
o

INSERT UNFACED BATT INSULATION

INTO JOINT FULL DEPTH

%

<1 TYPICAL WALL EXPANSION JOINT

/ OVERLAPPING METAL SIDING AT
. PORTABLE UNIT EXPANSION JOINT
NEW 1 X 4 PRIMED / PTD WOOD TRIM

| ﬂ | NEW 1 X 8 PRIMED / PTD WOOD TRIM,
” FASTENED TO ONE SIDE TO ALLOW
FOR MOVEMENT

CRA-3 SCALE: 3"=1-0"

UNISIL QUICK SPEC
AGED TPO (UN-10)

NOTE: The following “Quick Spec” is an abbreviated specification and is not meant to replace the detailed specification.
Complete 3-part CS| System Specifications are available at www.gaf.com.

METHOD REQUIREMENTS

Ak

Recommendations:

e Refer to Technical Data Sheet for product specific

application and surface tem

1.

perature restrictions.

Installation Overview:

Before coating is applied, an adhesion test is
required to ensure an adhesion minimum of 2.0
pounds per linear inch (PLI). Test patches should be
applied with rates listed below?.

Power-wash substrate to remove contaminants

that could negatively affect adhesion. Allow roof to
completely dry.

Treat all roof penetrations, drains, curbs, and
scuppers. (Refer to Substrate Preparation section
for requirements)

All loose seams must be 3-coursed. All other seams
must be treated with flashing grade only, no fabric
required. (Refer to Seam Treatment Guide for
requirements)

Apply coating per the chart below:

CLEAN

MATERIAL

HEIGHT

WIDTH

TREAD DEPTH

RISER HEIGHT

Mill finish aluminum extrusions and sheet

21"-26", 28"-35", 35"-44", 42"-52", Two-story: 8.5'-10.5'

37 5/8" between handrails (or one handrail and the building), 41" out-to-out

91/2"

7" - 813/16" (gets smaller or bigger as threshold height lowers or raises)

Adjustable Legs and Pivoting Risers

o SR S AR Nl S - S N S AR

s A & 4

Adjustable
Legs

Pivoting
Risers

With adjustable legs and pivoting risers, our

portable stairs are adjustable up to + 2' for our

two-story size.

NEW PORTABLE STAIR UNIT - SIDE ELEVATION

TYPICAL AT ALL NEW STAIRS
NOT TO SCALE

NEW PORTABLE STAIR UNIT TYPE B

TYPICAL AT END OF WALKWAY SYSTEM
NOT TO SCALE

Adjustable size options:

21“_ 26” I 28w_ 35” I Bsw_ 44” I 42”_ 52"

OMNI STEP can be configured in a standard

Side Approach (pictured here). A Straight
PORTABLE UNIT SIDE OF
/THE STAIR UNIT - n be

configured using an additional side rail.

GUARDRAIL 42" high /[
Product Rate "
(Gal/Sq) j |
Cleaner Cleaning Concentrate (diluted) 0.5-0.7 HANDRAIL 36" hlg h i
PLATFORM 56 3/4" x 41" bly. Knurled extruded Four independently
| decking walk surface adjustable legs
S Product . GT;IIZI:. | Total g(lai:;?arﬂ-/ I:’n:-lrs; WEIGHT CAPACITY 100 Ibs/sgft Live Load, 300 lbs over a sqft area
3-Coursed Rates Silicone Mastic and Fabric 2.50 75 45
e oot i it i o o Tegmar e - PORTABLE STAIR UNIT DETAILS NEW PORTABLE STAIR UNIT TYPE A
*Flashing rates are based on a 6” (152 mm) width.
NOT TO SCALE TYPICAL ADJACENT TO PORTABLE UNIT
NOT TO SCALE
0 16' 32 48' 0 4 8 16' 24' 0 4 8 16' 0 4 8' 12" 0 2' 4 6' o1 2 3 4 0 6" 1 2 3 (O & 2' 0 3" 6" 9" 1 1.5' 0 3 & 9" 1 0 1" 2" 3" 4" 5" @ 0 1" 2" 3"
1/32" = 10" e— 1/16" = 1-0" e m— 3/32 = 10" M — 1/8" = 1-0" i e— 1/4" = 10" — — 3/8" = 1'-0" M e — 1/2" = 1-0" e — 3/4" = 10" e — 17 = 100" g g — 11/2" = 10" — — 3" = 10" O M 6" = 1-0" T —
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MUKRFHY LOGWN, 9K.
(NGT. 170014833)
MP NO. 7/2*%10

(FC 2 aLIE 97~
20" G0

N/F
CRESENCIO A, AND
FEEMAIA QUILAA
(INGT. 010006469)
MFP NO. 76°2%124
(FC 1, 9IWF 183-C)

———— —™
— —

8] puLonG SETPA

/

//
/
7

'I
///
// /
/

9G'G01L
3,70,70.9N

(.

/
o//

(DB 441, PG 423)

~ MAP NO. 7+7A
/ _ _ TYP LOCATION OF NEW
\\\ / Y (P ke 106 ALUMINUM STARRS IF
~__ '/ /Sy OR 15.054 AC PORTABLE TYPE 2 IS >
~ / 7 < SELECTED FOR RELCOATION.
/ / '/ / o
¥ / REFER TO ARCHITECTURAL o
e /7 7"/" DRAWINGS FOR ENLARGED
DEREK K. AND GEORGA . ROGS TRS / / )2 PLAN FOR THIS AREA
N (NST, 000233970) / / .
A MP NO, 7/%2%8 97 N
\ (FC 2 SLI0F 97-8) / N
/7 AN
AN / /\—- D' PUBLIC
\ 7 b / ) UTILITY EASEMENT
, | (PC 1, SLICE 106E)
\\ / / / / / \

AN gaev; RELOCATED ALUMINUM

V4 . 7/ WALKWAYS, LANDINGS, AND

Y ' , RAILINGS (TYP OF 7)

7 -
N/F J S

NGEFH AND VICKT L. STREETEK, M
(INST. 00109670)
MFP NO. 7/2*9
(FC 2, GLIGE 91-8B)

7
\ y, / EXISTIHG LANDING STAIRS
\ / Z

/> pD STEPS TO 7

X ) REMAIN
/’ EXISTING
, v TYPE 2 MU f14
/ o PORTABLE TO
/ REMAN
7 A /. _ / MU, #3
i /./ “'\,\ i
v K , L
' NS 0" PuBLIC o /

UTILITY FASEMENT
(FC 1, SLIGE 106F)

EXISTING PORTABLES TO

‘/
V' _
va \
X D7
- REMAIN.

i

30" REAR BUILDING SETBACK

N/F
PAMUEL D REN
(INGT. 220002712)
MFP NO. 76*2%125
(FC 1, SLIE 183-C)

-

N/F
DEXTER AND
KELLI BALEY, R
(INGT. 200018546
MP NO. 76*2*126
(FC 1, SLIE 183-C)

—

R

THE CONTRACTOR WILL BE REQUIRED TO
EXAMINE THE REMAINING EXISTING
PORTABLE UNITS, REVIEWING EXISTING
CONDITION THOROUGHLY TO DETERMINE
WHICH SEVEN (7) OF THE REMAINING TEN
(10) UNITS ARE SUITABLE FOR RELOCATION
TO THE NEW LOCATION IDENTIFIED ON THIS
PLAN AND ARCHITECTURAL DRAWINGS. ALL
OF THE REMAINING THREE (3) PORTABLES
NOT RELOCATED ARE TO BE REMOVED AND
DISPOSED OF OFF SITE.

REFER TO ARCHITECTURAL DRAWINGS FOR
SUGGESTED SEQUENCE OF WORK FOR
TYPICAL PORTABLE RELOCATION EFFORT.

4" VDOT #21A BASE
(CROWN 1" AT CENTER)

2" ASPHALT

AREA OF DISTURBANCE TO
BE KEPT TO A MINIMUM

TEMPORARY_ ASPHALT
PATH SECTION

NTS

TEMPORARY CONSTRUCTION

ROAD (BY OTHERS)

o)

ALUMINUM

5" WIDE TEMPORARY ;

</ ASPHALT P
| Vi /AJW

LNISTING TYPE 2
PORIABLE 70 BE

o
ALUMINUM
STAIRS

FXSTING "” 5 WIDE TEMPORARYs

TYPE 2 ASPHALT P Y
PORTABLE 70 5

REMAIN

EXISTING WOOD STAIRS, LANDING,
AND RAILINGS TO REMAIN

RELOCATED OR
REMOVED FROW SITE
MU 412

FXSTIVG TYPE 7
PORTABLE 70 BF
RELOCATED OF
REMOVED FROM SITE
MU, #17

DRAWINGS FOR EXISTING
POWER DISCONNECTION,

RELOCATE EXISTING RAMPS,
RAILING, AND POST COMPONENTS
TO NEW LOCATION SHOWN.

EXISTING ASPHALT PATH
TO REMAN (TYP)

REFER TO THE ELECTRICAL /

REMOVAL OF FEEDERS, r— —'
PANELS, SUPPORT EXISTING ! c
STRUCTURES, TURNOVER OF TYPE 7 , TG ,
PORTABLE TO ‘
METERS AND OTHER AT PORTIRLE T 4
EQUIPMENT. ~ ° 0 ory i BE FEMOVED
FROM SITE - rom STE
MU #10 ' MU 4 '
- i
L —— J
[
r e I j
EXNSTING
| zosme l s EXSTIVG
_ PORTABLE 7O~ PORTABLE. 70 PO/? Zf; ? -
| 2 ranoreo BE RELOCATED T 10
- FROM SITE OR REMOVED e i
MU #6 | FROM SITE ow
| ! MU 45 s
! |
S J
EXISTING TYPE 7
FXSTING PORTABLE TO BE
TYEF 7 RELOCATED OR
PORTABLE 70 REMOVED FROM SITE
BE RELOCATED MU #1
OR REMOVED
ROM SITE
MU 44

FIRE DAMAGED PORTABLE
TO BE REMOVED AND
DISPOSED OF OFFSITE.

FXISTING
TYPE 7
PORTABLE 70
BE RELOCATED
OR REVOVED
FROM SITE
MU 7

FNSTING
TYPE 7
PORTABLE 70
BE RELOCATED
OR REWOVED
FROM SITE
MU 22

N|

ALUMINUM
STAIRS

TEMPORARY ALUMINUM WALKWAY SYSTEM. EXISTING WALKWAYS TO BE REUSED
AND CONFIGURED TO GREATEST EXTENT SHOWN. REFER TO ARCHITECTURAL

o—___DRAWINGS FOR DETAILS.

SAFETY FENCE (BY OTHERS)

——

X 466 PG 632) _—
/

/

5 WIDE TEMPORARY -
ASPHALT PATHWAY
c/i //
o \ o _—
/

)ﬁ/

CUT CURB TO

— PROVIDE ADA PATHWAY

\ 5 WIDE TEMPORARY
ASPHALT PATHWAY

SAFETY FENCE
(BY OTHERS)

REFER TO THE ELECTRICAL DRAWINGS FOR
EXISTING DOMINION POWER TRANSFORMER
AND NEW ELECTRICAL PANEL/AND OTHER
EQUIPMENT FOR NEW PORTABLE UNIT
ELECTRICAL SERVICE.

o/ MSA
ENGINEERS | SCIENTISTS | SURVEYORS
5032 ROUSE DRIVE, SUITE 200 | VIRGINIA BEACH, VA 23462
757.490.2964 | MSAONLINE.COM

SEE NOTE #3, SHEET c-001

NEW PORTABLE ALUMINUM STAIRS,/LANDING, AND RAILINGS.
REFER TO ARCHITECTURAL DRAWINGS FOR DETAILS.

DIRECT BURIED DATA AND FIRE ALARM
CONDUITS FROM EXISTING BUILDING BELOW
GRADE AND EXISTING ROADWAY AND TO NEW
PORTABLE CLASSROOM AREA WALKWAY SYSTEM.
REFER TO ELECTRICAL DRAWINGS FOR ROUTING
AND DETAILS.

NOTE

ALL SITEWORK THAT IS NOT IDENTIFIED AS BEING
RELOCATED AND / OR TO BE REMOVED AND
DISPOSED OF OFF SITE IS TO REMAIN AS IS.

PORTABLE CLASSROOM LEGEND

N/F
CITY OF SUFFOLK
S5CHOOL BOARD
(DB 441, PG 423)
MAP NO. 7*7A
(PC 1, SLIDE 106-E)
AREA=655,760 SF
OR 15.054 AC

H6701
NORTHERN SHORES
FLEMENTARY SCHOOL
7 & 2 STORY BRICK
272777 SF
FF=17.32

EXISTING PORTABLE TO REMAIN

EXISTING PORTABLE
(TYPE 1)

EXISTING PORTABLE
(TYPE 2)

EXISTING DAMAGED PORTABLES
TO BE REMOVED

RELOCATED
PORTABLE

EXISTING ALUMINUM RAMPS, WALKWAYS,
LANDINGS, AND RAILINGS TO BE
DISASSEMBLED, RELOCATED, AND INSTALLED
AT RELOCATED PORTABLE AREA

EXISTING WOOD RAMPS, WALKWAYS,
LANDINGS, AND RAILINGS TO BE REMOVED
AND DISPOSED OF OFF-SITE

EXISTING ALUMINUM RAMPS, WALKWAYS,
LANDINGS, AND RAILINGS TO REMAIN

20 0 20 4|0
1INCH = 20 FT
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