
DATE: JUNE 2023

SCALE: NTS
City Hall - Room 300, 85 George P. Hassett Drive,

Medford, MA 02155
(781) 393-2476

CITY OF MEDFORD,
MASSACHUSETTS

TYPICAL CONCRETE OR
BRICK MANHOLE

ADJUSTMENT TO GRADE
A-7

AutoCAD SHX Text
FINISHED SURFACE

AutoCAD SHX Text
PROPOSED CONCRETE  COLLAR

AutoCAD SHX Text
REMOVE EXISTING MASONRY AS REQUIRED AND ADJUST TO GRADE WITH NEW CONCRETE ADJUSTING RINGS OR BRICKS

AutoCAD SHX Text
EXISTING BRICK OR PRECAST CONCRETE STRUCTURE

AutoCAD SHX Text
12" MIN.

AutoCAD SHX Text
4"

AutoCAD SHX Text
3"

AutoCAD SHX Text
18"

AutoCAD SHX Text
2"

AutoCAD SHX Text
EXISTING FRAME AND COVER TO BE ADJUSTED (SEE NOTE)

AutoCAD SHX Text
EXISTING PAVEMENT

AutoCAD SHX Text
26"

AutoCAD SHX Text
18"

AutoCAD SHX Text
8"

AutoCAD SHX Text
2" MAX.

AutoCAD SHX Text
8" (TYP.)

AutoCAD SHX Text
PLACE PRECAST CONC. GRADE RING WITH MORTAR ON SOUND MASONRY

AutoCAD SHX Text
REPLACE AND ADJUST MASONRY AS NECESSARY TO ACHIEVE PROPER FINISHED GRADE

AutoCAD SHX Text
4"

AutoCAD SHX Text
EXISTING  ROADWAY

AutoCAD SHX Text
TYPE "A" FRAME AND COVER

AutoCAD SHX Text
CONCRETE COLLAR

AutoCAD SHX Text
BUTYL SEALANT

AutoCAD SHX Text
BIT CONC. TOP COURSE

AutoCAD SHX Text
3" MIN.

AutoCAD SHX Text
2"

AutoCAD SHX Text
3"

AutoCAD SHX Text
8"

AutoCAD SHX Text
NOTES: APPLY SEALANT TO SURFACE OF COLLAR AND MANHOLE FRAME  APPLY SEALANT TO SURFACE OF COLLAR AND MANHOLE FRAME PRIOR TO PLACING BITUMINOUS CONCRETE TOP. ADJACENT TO CASTING, PLACE AND COMPACT BITUMINOUS CONCRETE TOP IN TWO COURSES.

AutoCAD SHX Text
NOTE: DIMENSIONS INDICATED ARE  DIMENSIONS INDICATED ARE MIN. ACCEPTABLE. THE ENTIRE EXCAVATION SHALL BE FILLED WITH CONCRETE.

AutoCAD SHX Text
12"

AutoCAD SHX Text
%%UCONCRETE CASTING

AutoCAD SHX Text
%%UBRICK CASTING


	Sheets and Views
	Layout1


