
NEIGHBORHOOD STREETS: LOCAL AND BEACH
Draft Guidance for Neighborhood Streets

Street Elements Draft Guidance

Roadway Context

Local Beach

Example Street(s) Powderhorn Drive, Berry Road Pearl Street

Zoning Residential Some commercial near beach

Setbacks Shallow Shallow

Right-of-Way Width 25’-50’ 25’-50’

Traffic Operations
500 – 1,500 AADT (500 AADT is min. for traffic-calming)

1 lane per direction

Treatment Guidance
Local Beach

Traffic Calming

(at least 500 AADT)

Typical treatments include: 
• Sidewalks (if enough RoW)
• Speed humps
• Street trees
• Shared travel or painted bike 

lanes (if enough RoW)
• Painted curb extensions or 

chicanes
• Marked crosswalks

Typical treatments include 
same as Local, and:
• Vegetated chicanes and 

bioswales
• Bike racks and corrals
• Asphalt art

Transit Typically does not operate on local streets

Curbside Uses Parking is uncommon; if present, limited to one side

Conceptual Traffic Calming at the Intersection 
of a Neighborhood Local and Connector Street

Conceptual Traffic Calming at the Intersection 
of a Neighborhood Beach and Connector Street

A type of Neighborhood Street, Beach Streets are near beaches. Beach Streets may see higher numbers of people walking, biking, 
and rolling, as well as higher parking turnover from beachgoers.

Local Streets are local roads with low traffic volumes that often end in cul-de-sacs or dead ends. They typically branch off from 
Neighborhood Connectors and are mostly used for local access by neighbors. They generally have low parking turnover. A cross-
section for local streets is not shown here but will be included in the Guidance Manual.

Town of Scarborough Complete Streets and Traffic-Calming Guidance Manual

What traffic calming treatments would 
you like to see on similar streets?

Add a sticky note and tell us more!

AADT = Average annual daily traffic, or a measure of how many vehicles use a road each day.


