
MAJOR CORRIDORS

Street Elements Draft Guidance

Roadway Context

Example Street(s) Haigis Parkway, Payne Road

Zoning Commercial, mix of uses

Setbacks Moderate

Right-of-Way Width 60’ - 100’

Traffic Operations
10,000-16,000 AADT

1-2 lanes per direction

Treatment Guidance

Traffic Calming

Typical treatments include: 
• Sidewalk
• Median refuge island
• Street trees
• Curb radius reduction
• Marked crosswalks
• Landscaped median
• Signalized crossings
• Pedestrian hybrid beacons
• Rectangular rapid flashing beacons
• Rumble strips and center-line hardening
• Protected bike lanes or shared-use path

Transit
Where present, benches and shelters 
recommended

Curbside Uses Off-street with some exceptions

Draft Guidance for Major Corridors

Conceptual Traffic Calming at the Intersection of a Major Corridor and Neighborhood Connector

Town of Scarborough Complete Streets and Traffic-Calming Guidance Manual

Major Corridors are typically arterials that act as the spine of the transportation network, connecting 
neighborhoods to key regional and local activity centers. These have high traffic volumes and wide rights-of-
way that can discourage walking and biking trips if traffic-calming treatments are not included.

Does this represent a complete cross-
section? Is there anything you would 

add or change?  Add a sticky note and 
tell us more!

AADT = Average annual daily traffic, or a measure of how many vehicles use a road each day.


