INDUSTRIAL/BUSINESS ACCESS STREETS 5

Draft Guidance for Industrial/Business Access Streets Industrial/Business Access Streets are usually branches off Major Corridors or Village Connectors. They are

primarily for commercial and freight uses, with low traffic volumes and limited multimodal activity.

Street Elements Draft Guidance
Roadway Context
Example Street(s) Pleasant Hill Road, Washington Avenue Industrial/Business Access
Zoning Industrial, Commercial
Typical ROW
Setbacks Moderate oo
Right-of-Way Width 50’ - 60’
<1,500 AADT

Traffic O ti
raffic Operations 1 lane per direction

Treatment Guidance

Typical treatments include: * % Y i - ‘ ||
* Sidewalks; can be continuous across commercial A A ~
driveways
ways o T \ I R
* Median I‘efuge Islands at major corridors; can 22 Shoulder Travel Lane Travel Lane Shoulder eBgueft]?etre Sidewalk
Traffic Calming Incorporate landscaped medians gom

 Bikeways, where needed for connectivity
* Speed cushions

* Marked crosswalks Conceptual Traffic Calming at the Intersection of a Major Corridor and

* Truck aprons . .
ruck apron Industrial/Business Access Street

Transit Where present, benches and shelters encouraged

Curbside Uses Little to no street parking with infrequent turnover
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AADT = Average annual daily traffic, or a measure of how many vehicles use a road each day.

Town of Scarborough Complete Streets and Traffic-Calming Guidance Manual



