
VILLAGE/TOWN STREETS

Street Elements Draft Guidance

Roadway Context

Connector Town Center

Example Street(s) Gallery Boulevard Portland Farms Road

Zoning
Commercial with dispersed 

residential
Commercial, mixed-use, with 

medium-density residential

Setbacks Moderate Shallow to moderate

Right-of-Way Width 50’; new streets are 60’ 50’; new streets are 60’

Traffic Operations
5,000 – 10,000 AADT
1 lane per direction

1,500 – 5,000 AADT
1 lane per direction

Treatment Guidance

Connector Town Center

Traffic Calming

Typical treatments include: 
• Sidewalks
• Street trees
• On-street parking
• Painted or protected bike lanes

(if enough RoW)
• Marked crosswalks
• Neighborhood traffic circles or 

mini roundabouts
• Curb extensions and daylighting

Typical treatments include 
same as Connector, and:
• Raised crosswalks or speed 

tables
• Raised intersections
• Asphalt art

Transit
Where present, benches and 

shelters preferred
Typically does not operate on 

Town Center streets

Curbside Uses
Parking on one or two sides

of the street
Limited parking, or limited to 

one side of the street

Draft Guidance for Village/Town Streets Village/Town Connectors typically connect residential and commercial centers, with low 
to medium density and a mix of residential and commercial uses.
Village/Town Center Streets are walkable, commercial, mixed-use, or multi-family 
residential centers that are typically local roads or short segments of collector streets 
where multimodal activity is a high priority. These are not shown as a cross-section on this 
board but will be added to the Guidance Manual.

Conceptual Traffic Calming at the Intersection of a Village/Town Center and
Village/Town Connector Street

Town of Scarborough Complete Streets and Traffic-Calming Guidance Manual

(optional)

AADT = Average annual daily traffic, or a measure of how many vehicles use a road each day.


