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SCOPE 

 
OPEN TO B & C39 CONTRACTORS 
-REMOVE AND REPLACE APPROX. 20,000 SQ FEET OF ROOFING 

 
--Flat Roof Areas 
Remove exisTng built-up roofing & roof insulaTon / taper crickets and dispose offsite. 
Remove exisTng composiTon shingles at all verTcal wall areas and associated flashings. 
Remove all coping metal and set aside for re-installaTon. 
Remove any un-used vents or items idenTfied by District, fill decking with like kind materials. 
Supply and install new in kind insulaTon board both taper & flat, taper crickets and DensDeck prime 
over metal decking. 
Supply and Install 80 mil KEE FB single ply membrane adhered to all flat roof areas over insulaTon. 
Supply & Install 80 mil KEE NF single ply membrane adhered at all walls over one layer of Dens Deck 
prime. Install up and over the wall 2” down the back side. Includes all verTcal wall areas. 
Supply and install KEE pipe boots, wrap all curbs in four pieces with adhered NF membrane. 
Supply and install new walk pads from the roof hatches/ladder area to and around the HVAC units 
Install new tapered insulaTon crickets and clad metal scuppers where needed 
Install the exisTng coping metal with new 22 gauge coat metal at the outside edge, supply and install 
new internal bu` plates and butyl sealant. Replace damaged coping metal with new 24 gauge 
galvanized sheet metal and 22 gauge cleat. 
Supply and Install Dura Block pipe supports at all pipe/conduit locaTons. 
Prepare and repaint the gas lines safety yellow. 
Prepare and paint any galvanized pipe that is rusted as needed. Repaint with similar exterior paint. 
Provide a 5-year workmanship installaTon warranty 
Provide a 20-year Manufacturers warranty 
Pay prevailing wage 
Provide Insurance and Bonds 

—Sloped Roof Areas 
Roof repairs to all damaged composiTon shingles throughout all buildings. To be idenTfied by LUSD. 

 
This work will be completed before Sept 30th, 2026 
Lodi Unified School District will be providing an Inspector for this Project 

Provide manufacturer’s warranty for new material. 
Contractor to provide 5-year workmanship warranty 
Pay prevailing wage 
Provide insurance bond 

DATES FROM – 31 MAY 2026 -30 SEPT 2026 

 

 
ACTIVITIES 

Job walk will be- TBD 

Bid date will be - TBD 
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Base Bid All Buildings Alternate 1 All Portable Classrooms 
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PART 1 — GENERAL 

SECTION 01 11 00 

SUMMARY OF WORK 

 
1.1 WORK REQUIRED BY CONTRACT DOCUMENTS 

A. Drawings and general provisions of the Contract, including the CondiAons of the Contract and Division 01 

SpecificaAon SecAons apply to this SecAon. 

B. The work of this project consists of, but is not limited to the Scope of Work listed below. This scope is for 

informaAon purposes only. It is the responsibility of the contractor to perform all work as shown, specified 

and required based upon the contract documents (drawings, specificaAons, addenda, etc.) 

1.2 SUMMARY 

A. SecAon includes removal and replacement of the exisAng roofing systems as specified with all applicable 

details for a complete waterAght warranAed roofing assembly per the manufacturers instrucAons. 

B. Related Work Specified Elsewhere: 

 
1. SecAon 06 - Rough Carpentry 

 
2. SecAon 07 - Roof InsulaAon 

 
3. SecAon 07 - KEE Membrane Roofing 

 
4. SecAon 07 - Roofing RestoraAon 

 
5. SecAon 07 - Sheet Metal Flashing and Trim 

 
1.3 WORK COVERED BY CONTRACT DOCUMENTS 

A. Project IdenAficaAon: Ansel Adams Elementary School Roof Replacement 

 
B. Project LocaAon: Ansel Adams Elementary School 9275 Glacier Point Dr. Stockton, CA 95212 

 
C. Owner: Lodi Unified School District 880 N. Guild Ave. Lodi, CA 95240 

 
D. General scope of work but not limited to; 

 
1. Base Bid all Buildings per the aKached site map: 

 
2. Includes removal and disposal of exisAng roofing system(s), insulaAon board, guaers, downspouts, flashings, 

copings, etc. for a complete prepared roof surface. Includes all dimensional shingles at the verAcal wall 

surfaces. 

3. Save all coping metal and set aside for re—installaAon. Damaged coping metal will need to be replaced with 

new 24 gauge galvanized sheet metal and 22 Gauge galvanized sheet metal conAnuous cleat. 
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4. Include one hundred (100) square feet of decking replacement included in the base bid price. A per square 

foot price will be inserted into the bid form for anything needed and approved by the district over 100 square 

feet. Photos are required of all dryrot replacement with billing for anything over 100 square feet. Install one 

layer of rosin paper over the enAre wood roof deck at the low slope roof secAon only. 

5. Install one layer of HPR Base Sheet over the wood deck and nail in place. 

 
6. Install 1 layer of 1” Iso board with screws and plates, 16 per 4’x8’ sheet. 

 
7. Install tapered insulaAon properly sloped to drain in insuloc insulaAon adhesive. A tapered insulaAon 

submiaal will be required to be reviewed and approved prior to installaAon. 

8. Install one layer of ½” Dens Deck Prime insulaAon board with Insuloc InsulaAon Adhesive at all roof areas. 

 
9. Install one layer of 1/4” Dens Deck Prime insulaAon board with screws and plates, 8 per 4’x8’ sheet at all 

verAcal walls, curbs, etc. 

10. Install one layer of KEE FB 80 mil membrane adhered at all horizontal surfaces per manufactures details. 

 
11. Install one layer of KEE NF 80 mil membrane adhered at all verAcal surfaces per manufacturers details. 

 
12. Install 24 gauge clad metal edge at all perimeter edges with 22 gauge cleat. Install over the top of the 

membrane and strip in in with reinforced membrane. 

13. Install new KEE prefabricated boots at all pipe penetraAons. 

 
14. Install new vents at all locaAons and incorporate into the roof system per manufacturers details. 

 
15. Install new equipment support blocking with a 24 gauge sheet metal pan at the fixed pipe support locaAons. 

 
16. Install new C-Port or equal rubber blocks at all condensate, electrical, etc. for support blocking. 

 
17. Install KEE walkway pad from the ladder access or roof hatch to and around all HVAC units and under all support 

blocking. 

18. Install new 24 gauge galvanized sheet metal skirt flashing at all HVAC and roof curbs. 

 
19. Install new PVC condensate lines from all HVAC units to the roof drains or condensate drain. Install new rubber 

blocking with a walkpad slip sheet to support the new condensate line. 

20. Install new 24 gauge pre-finished edge metal at eves and rakes. 

 
21. Install the exisAng 24 gauge coping metal with a new 22 gauge conAnuous cleat. Install new 24 Gaige galvanized 

internal bua plates with butyl sealant. 

22. Prepare and paint all gas line, conduit line, and galvanized pipe safety yellow. 

 
23. Prepare and paint all drain baskets safety yellow. 

 
1.4 WORK COMPLETED BY THE DISTRICT 

A. No work will be completed by the district. 
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1.5 TYPE OF CONTRACT 

A. Work will be completed under a single prime contract. 

 
1.6 USE OF PREMISES 

A. General: Contractor will have limited use of premises for construcAon operaAons. 

 
B. Use of site: Limit use of premises to work areas required. Do not disturb porAons of the project site beyond 

areas in which the work is indicated. 

C. The building interior is off limits to the contractor. All access shall be from the exterior. 

 
D. The point of exterior access must be approved by the owner. 

 
E. Entrances: Keep all entrances serving the building clear and available to the owner, owner’s employees, and 

emergency vehicles. 

F. Use of exisAng building: Maintain exisAng building in a weather Aght condiAon throughout the construcAon 

period. Repair damage caused by construcAon operaAons. Protect building and occupants during construcAon. 

G. Vehicle Parking: Contractor parking is available on site and will need to be approved by the owner. 

 
H. Assume full responsibility for protecAon and safekeeping of materials stored on premises. Coordinate the 

locaAon of materials and equipment to be stored on premises. Provide barricades, barriers, and enclosures as 

required to ensure safety. 

1.7 OWNERS OCCUPANCY REQUIREMENTS 

A. The owner will occupy the building during the enAre construcAon phase. Cooperate with the owner during 

construcAon operaAons to minimize owner conflicts and facilitate owner usage. Perform the work as to not 

interfere with owners operaAons. 

B. A minimum of 72 hours noAce is needed for all acAviAes that will affect the owners operaAons. 

 
1.8 WORK RESTRICTIONS 

A. On site work hours: Work shall generally be performed from the hours of 7:00 am – 5:00 pm Monday through 

Friday except as otherwise indicated or approved by the owner. 

1. Weekend hours, early morning hours, uAlity shut down, and noisy acAvity requires owner’s authorizaAon a 

minimum of 72 hours in advance. 

1.9 UNIT PRICES 

A. The following unit prices will be used to add or deduct from the total contract amount. 

 
a. Unit-1 Replacement of dryrot wood roof decking, add a line items per square foot cost to proposal form. 

 
b. Unit-2 Replacement of dryrot wood fascia board, add a line item per square foot cost to proposal form. 

 
1.10 SCHEDULE OF ALTERNATES 

A. Alternate #1 - All portable classrooms as shown on the aaached site map. 
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B. Includes a complete cleaning and installaAon of the Liquitec restoraAon system per all manufacturers guidelines. 

 
1.11 PROJECT CONDITIONS 

A. Proceed with roofing work only when exisAng and forecasted weather condiAons will permit a unit of work to 

be installed in accordance with manufacturer's recommendaAons and warranty requirements. 

B. Do not apply roofing insulaAon or membrane to damp deck surface. 

 
C. Do not expose materials subject to water or solar damage in quanAAes greater than can be weatherproofed during 

same day. 

1.12 SEQUENCING AND SCHEDULING 

A. Sequence installaAon of roofing with related units of work specified in other secAons to ensure that roof 

assemblies, including roof accessories, flashing, trim and joint sealers, are protected against damage from effects of 

weather, corrosion and adjacent construcAon acAvity. 

B. Complete all roofing field assembly work each day. Phased construcAon will not be accepted 
 
 
 

 
END OF SECTION 01 11 00 – SUMMARY OF WORK 
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SECTION 07 22 00 

ROOF INSULATION 

 
PART 1 – GENERAL 

1. RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including the CondiAons of the Contract 

and Division 01 SpecificaAon SecAons apply to this secAon. 

2. SUMMARY 

A. SecAon includes roof insulaAon over the properly prepared deck substrate. 

B. Related SecAons: 

1. SecAon 01 11 00 - Summary of Work 

2. SecAon 01 30 00 - SubmiLals 

3. SecAon 06 10 00 - Rough Carpentry 

4. SecAon 07 50 50 - KEE Membrane Roofing 

5. SecAon 07 62 00 – Sheet Metal Flashing and Trim 

 
3. REFERENCES 

A. American Society for TesAng and materials (ASTM): 

1. ASTM C165 Standard Test Method for Measuring Compressive ProperAes of Thermal 

InsulaAon. 

2. ASTM C208 Standard SpecificaAon for Cellulosic Fiber InsulaAon Board. 

3. ASTM C209 Standard Test Method for Cellulosic Fiber InsulaAng Board. 

4. ASTM C272 Standard Test Method for Water AbsorpAon of Core Materials for 

Structural Sandwich ConstrucAons. 

5. ASTM C1396 Standard SpecificaAon for Gypsum Wallboard. 

6. ASTM C518 Standard Test Method for Steady-State Heat Flux Measurements and 

Thermal Transmission ProperAes by Means of the Heat Flow Meter Apparatus. 

7. ASTM C578 Standard SpecificaAon for Perlite Thermal InsulaAon Board. 

8. ASTM C728 Standard Test Methods for Fire Test of Roof Coverings. 

9. ASTM C1289 Standard SpecificaAon for Faced Rigid Polyisocyanurate Thermal 

InsulaAon. 

10. ASTM D5 Standard Test Method for PenetraAon of Bituminous Materials. 

11. ASTM D36 Standard Test Method for So_ening Point of Bitumen (Ring and Ball 

Apparatus). 

12. ASTM D312 Standard SpecificaAon for Asphalt Used in Roofing. 

13. ASTM D412 Standard Test Methods for Vulcanized Rubber and ThermoplasAc 

Rubbers and ThermoplasAc Elastomers-Tension. 

14. ASTM D1621 Standard Test Method for Compressive ProperAes of Rigid Cellular 

PlasAcs. 

15. ASTM D1622 Standard Test Method for Apparent Density of Rigid Cellular PlasAcs. 
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16. ASTM D2126 Standard Test Method for Response off Rigid Cellular PlasAcs to 

Thermal Humid Aging. 

17. ASTM D2178 Standard SpecificaAon for Asphalt Glass Felts used in Roofing and 

Waterproofing. 

18. ASTM D4601 Standard SpecificaAon for Asphalt-Coated Glass Fiber Base Sheet Used 

in Roofing. 

19. ASTM D5147 Standard Sampling and TesAng Modified Bituminous Sheet Material. 

B. Factory Mutual Research (FM): 

1. Roof Assembly ClassificaAons. 

D. NaAonal Roofing Contractors AssociaAon (NRCA): 

1. Roofing and Waterproofing Manual. 

E. Underwriters Laboratories, Inc. (UL): 

1. Fire Hazard ClassificaAons. 

F. Warnock Hersey (WH): 

1. Fire Hazard ClassificaAons. 

G. Sheet Metal and Air CondiAoning Contractors NaAonal AssociaAon (SMACNA) 

H. Steel Deck InsAtute, St. Louis, Missouri (SDI) 

I. Southern Pine InspecAon Bureau, Pensacola, Florida (SPIB) 

J. InsulaAon Board, Polyisocyanurate (FS HH-I-1972) 

K. InsulaAon Board, Thermal (Fiberboard) (FS LLL-1-535B) 

1.4. SUBMITTALS 

A. Product Data: Provide manufacturer’s specificaAon data sheets for each product in 

accordance with Division 01 SecAon SubmiLal Procedures. 013000. 

B. Provide approval leLers from insulaAon manufacturer for use of their insulaAon within this 

parAcular roofing system type. 

C. Provide a sample of each insulaAon type. 

D. Shop Drawings 

1. Submit manufacturer’s shop drawings indicaAng complete installaAon details of 

tapered insulaAon system, tapered insulaAon crickets, including idenAficaAon of each 

insulaAon block, sequence of installaAon, layout, drain locaAons, roof slopes, 

thicknesses, crickets and saddles. 

2. Shop drawing shall include: Outline of roof, locaAon of drains, a complete board 

layout of tapered insulaAon components, thickness and the average “R” value for the 

completed insulaAon system. 

E. CerAficaAon 

1. Submit roof manufacturer’s cerAficaAon that insulaAon fasteners furnished are 

acceptable to roof manufacturer. 
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2. Submit roof manufacturer’s cerAficaAon that insulaAon furnished is acceptable to 

roofing manufacturer as a component of roofing system and is eligible for roof 

manufacturer’s system warranty. 

3. Roof manufacturer's cerAficaAon that insulaAon fasteners furnished are acceptable 

to roof manufacturer. 

4. Roof manufacturer's cerAficaAon that insulaAon furnished is acceptable to roofing 

manufacturer as a component of roofing system and is eligible for roof 

manufacturer's system warranty. 

5. Wind upli_ calculaAon, per CBC, Chapter 15, 1504 uAlizing ASCE 7-10. Wind upli_ 

shall be provided by the roofing system manufacturer. CalculaAon shall be reviewed 

by a CA licensed Structural II engineer. 

1.5. QUALITY ASSURANCE 

A. Fire ClassificaAon, ASTM E-108. 

B. Manufacturer’s CerAficate: CerAfy that roof system furnished is approved by Factory 

Mutual, Underwriters Laboratories, Warnock Hersey or approved third party tesAng facility 

in accordance with ASTM E108, Class A for external fire and meets local or naAonally 

recognized building codes. 

C. Manufacturer’s CerAficate: CerAfy that the roof system is adhered properly to meet or 

exceed the requirements of FM 1-90. 

D. Pre-installaAon meeAng: Refer to Division 07 roofing specificaAons for pre-installaAon 

meeAng requirements. 

1.6. DELIVERY, STORAGE AND HANDLING 

A. Deliver products to site with seals and labels intact, in manufacturer’s original containers, 

dry and undamaged. 

B. Store all insulaAon materials in a manner to protect them from the wind, sun and moisture 

damage prior to and during installaAon. Any insulaAon that has been exposed to any 

moisture shall be removed from the project site. 

C. Keep materials enclosed in a waterAght, venAlated enclosure (i.e. tarpaulins). 

D. Store materials off the ground. Any warped, broken or wet insulaAon boards shall be 

removed from the site. 

1.7. WARRANTY 

A. Provide warranty coordinated with the requirements of other secAons specifying roof 

products. 

PART 2 – PRODUCTS 

2.1 PRODUCTS, GENERAL 

A. Refer to Division 01 SecAon “Common Product Requirements.” 
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B. Basis of Design: Materials, manufacturer’s product designaAons, and/or manufacturer’s 

names specified herein shall be regarded as the minimum standard of quality required for 

work of this SecAon. Comply with all manufacturer and contractor/fabricator quality and 

performance criteria specified in Part 1. 

C. SubsAtuAons: Products proposed as equal to the products specified in this SecAon shall be 

submiLed in accordance with Bidding Requirements and Division 01 provisions. 

1. Proposals shall be accompanied by a copy of the manufacturer’s standard 

specificaAon secAon. That specificaAon secAon shall be reviewed by a professional 

engineer licensed in the state in which the installaAon is to take place. SubsAtuAon 

requests containing specificaAons without licensed engineer cerAficaAon shall be 

rejected for non-conformance. 

2. Include a list of three (3) projects of similar type and extent, located within a one 

hundred mile radius from the locaAon of the project. In addiAon, the three projects 

must be at least five (5) years old and be available for inspecAon by the Architect, 

Owner or Owner’s RepresentaAve. 

3. Equivalency of performance criteria, warranty terms, submiLal procedures, and 

contractual terms will consAtute the basis of acceptance. 

4. The Owner’s decision regarding subsAtuAons will be considered final. Unauthorized 

subsAtuAons will be rejected. 

 
2.2 INSULATION MATERIALS 

A. Thermal InsulaAon ProperAes and Approved InsulaAon Boards. 

1. Rigid Polyisocyanurate Roof InsulaAon; ASTM C1289: 

a. QualiAes: Rigid, closed cell polyisocyanurate foam core bonded to heavy duty 

glass fiber mat facers. 

b. Thickness: 1" 

c. R-Value: 5.7 

d. ALachment: Mechanically aLached per roofing manufactures ASCE 7-16 Wind 

Upli_ requirements. 

e. Compliances: UL, WH or FM listed under Roofing Systems Federal 

SpecificaAon HH-I-1972, Class 1. 

f. Acceptable Products: 

1) H-Shield; Hunter 

 
2. Tapered Polyisocyanurate Roof InsulaAon; ASTM C1289: 

a. QualiAes: Factory Tapered, closed cell polyisocyanurate foam core bonded to 

heavy duty glass fiber mat facers. 

b. Thickness: Slope to drain 

c. Average R-Value: R-30 

d. Tapered Slope: (Field) 1/2” 

e. Tapered Slope: (Crickets) 1” 

f. ALachment: Insuloc insulaAon adhesive per roofing manufactures ASCE 7-16 

Wind Upli_ requirements. 

g. Compliances: UL, WH or FM listed under Roofing Systems Federal 

SpecificaAon HH-I-1972, Class 1 

h. Acceptable Products: 

1) H-Shield; Hunter 



Ansel Adams Elementary School Roof Replacement 

Lodi Unified School District 

07 22 00-5 - ROOF INSULATION 

 

 

3. High Density Six Side Primed Fiberboard Roof insulaAon; ASTM C208 

a. QualiAes: Rigid, composed of interlocking fibers factory blended treated with 

asphalt on six sides. 

b. Board Size: Four feet by Eight feet (4’ x 8’) 

c. Thickness: N/A 

d. ALachment: Mechanically aLached per roofing manufacturers ASCE 7-16 

wind upli_ requirements. 

e. Compliances: UL, WH, FM listed under Roofing Systems. Federal SpecificaAon 

LLL-I-535-B. 

f. Acceptable Manufacturers: 

1) Blue Ridge; Celotex 

2) Temple Inland 

3) GAF Building Materials CorporaAon 

4) Georgia-Pacific 

5) Approved Equivalent 

 
4. Dens-Deck Prime Roof Board 

a. QualiAes: Nonstructural glass mat faced, noncombusAble, water-resistant 

treated gypsum core panel. 

b. Board Size: Four feet by Eight feet (4’x8’). 

c. Thickness: 1/2” at all roof deck areas, 1/4” at all verRcal walls, curbs, etc. 

d. R-Value: .56 

e. ALachment: Adhered with Garland Insuloc HR InsulaAon Adhesive per roofing 

manufacturers ASCE 7-16 wind upli_ requirements. 

f. Compliances: UL, WH or FM listed under Roofing Systems. 

 
2.3 RELATED MATERIALS 

A. Fiber Cant and Tapered Edge Strips: Performed rigid insulaAon units of sizes/shapes 

indicated, matching insulaAon board or of perlite or organic fiberboard, as per the approved 

manufacturer. 

1. Acceptable Manufacturers: 

a. The Garland Company, Inc. 

b. Celotex 

c. Johns Manville 

d. GAF 

e. Approved Equivalent 

B. ProtecAon Board: Pre-molded semi-rigid asphalt composiAon board one half (1/2) inch. 

C. Roof Board Joint Tape: Six (6) inches wide glass fiber mat with adhesive compaAble with 

insulaAon board facers. 

D. Asphalt: ASTM D312, Type III Steep Asphalt. 

E. Roof Deck InsulaAon Adhesive: Insul-Lock HR - Dual-component, high rise foam adhesive 

with 45% rapidly renewable material content as recommended by insulaAon manufacturer 

and approved by FM indicated raAngs. 

1. Tensile Strength (ASTM D412)……250 psi 

2. Density (ASTM D1875) ....... 8.5 lbs./gal. 
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3. Viscosity (ASTM D2556)……22,000 to 60,000 cP. 

4. 2 ˋPeel Strength (ASTM D903)…..17 lb/in. 

5. 3 ˋFlexibility (ASTM D816)……Pass @ -70°F 

 
F. Fasteners: Corrosion resistant screw fastener as recommended by roof membrane 

manufacturer. 

1. Factory Mutual Tested and Approved with three (3) inches coated disc for I-90 raAng, 

length required to penetrate metal deck one inch. 

2. Screws: Concealor #14-13 DP1 as specified per ASCE 7 calculaAons. 

 
PART 3 – EXECUTION 

3.1 EXECUTION, GENERAL 

A. Comply with requirements of Division 01 SecAon “Common ExecuAon Requirements.” 

3.2. EXAMINATION 

A. Roofing contractor shall be responsible to verify that roof framing system is complete and 

ready to receive insulaAon system. Do not proceed with installaAon unAl unsaAsfactory 

condiAons have been corrected. 

1. Verify that work which penetrates roof deck has been completed. 

2. Verify that wood nailers are properly and securely installed. 

3. Verify the roof deck has proper slope to drain. 

4. Verify that penetraAons are a minimum of 24” aways from all waterways and will not 

obstruct the proper roof drainage. 

5. Examine surfaces for defects, rough spots, ridges, depressions, foreign material, 

moisture, and unevenness. 

6. Do not proceed unAl defects are corrected. 

7. Do not apply insulaAon unAl substrate is sufficiently dry. 

8. Broom clean substrate immediately prior to applicaAon. 

9. Use addiAonal insulaAon to fill depressions and low spots that would otherwise 

cause ponding water. 

10. Verify that temporary roof has been completed (IF REQUIRED) 

3.3 INSTALLATION 

 
A. Comply with built-up roofing manufacturer's wriLen instrucAons, as submiLed and 

reviewed by Architect during the submiLal process, for installing roof insulaAon. 

B. (Wood Roof Decks Only) Install one lapped HPR Base sheet course and mechanically 

fasten to substrate according to built-up roofing manufacturer's wriLen instrucAons 

and as called for in these specificaAons and on the drawings. 

C. InsulaAon Cant Strips: Install and secure preformed 45-degree insulaAon cant strips at 

junctures of built-up roofing with verAcal surfaces or angle changes greater than 45 

degrees. 



Ansel Adams Elementary School Roof Replacement 

Lodi Unified School District 

07 22 00-7 - ROOF INSULATION 

 

 

D. Install tapered insulaAon under area of roofing to conform to slopes indicated. Install 

insulaAon with long joints of insulaAon in a conAnuous straight line with end joints 

staggered between rows, abuvng edges and ends between boards. Fill gaps exceeding 

1/4 inch with insulaAon. 

1. Cut and fit insulaAon within 1/4 inch of nailers, projecAons, and penetraAons. 

 
E. Install insulaAon under area of roofing to achieve required thickness. Where overall 

insulaAon thickness is 2.7 inches or greater, install two or more layers with joints of each 

succeeding layer staggered from joints of previous layer a minimum of 6 inches in each 

direcAon. 

F. Trim surface of insulaAon where necessary at roof drains so completed surface is flush 

and does not restrict flow of water. 

G. Mechanically Fastened and Adhered InsulaAon: Install first layer of insulaAon to deck 

using mechanical fasteners specifically designed and sized for fastening specified board-

type roof insulaAon to deck type. 

1. Fasten first layer of insulaAon to resist upli_ pressure at corners, perimeter, 

and field of the roof. 

a. Field: 16 screws per 4 foot by 8 foot panel (2 square feet per screw). 

b. Perimeter: 24 screws per 4 foot by 8 foot panel (1.33 square feet per 

screw). 

c. Corners: 32 screws per 4 foot by 8 foot panel (1 square foot per 

screw). 

2. Set each subsequent layer of insulaAon in insulaAon adhesive adhered per the 

roofing system manufactures recommendaAons. 

H. Install cover boards over insulaAon with long joints in conAnuous straight lines with end 

joints staggered between rows. Offset joints of insulaAon below a minimum of 6 inches 

in each direcAon. Loosely buL cover boards together and adhere in place per 

manufacturers instrucAons. Tape joints if required by the roofing manufacturer. 

I. Apply insulaAon adhesive to underside and immediately bond cover board to substrate. 

 
J. Approved base layer of insulaAon board shall be fully aLached to the deck with an 

approved mechanical fastening system, (all subsequent layers are to be adhered). As a 

minimum, the amount of fasteners shall be in accordance with manufacturer’s 

recommendaAon ASCE 7-16. 

K. Filler pieces of insulaAon require at least two fasteners per piece if size of insulaAon is 

less than four square feet. 

L. Spacing paLern of fasteners shall be as per manufacturer’s recommendaAons to meet the 

ASCE 7-16 requirements. Placement of any fastener from edge of insulaAon board shall 

be a minimum of three inches, and a maximum of six (6) inches. 
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M. Minimum penetraAon into deck shall be as recommended by the fastener manufacturer. 

There is a one (1) inch minimum for metal, wood and structural concrete decks where not 

specified by the manufacturer. For gypsum and cement-wood fiber decks, penetraAon 

shall be determined from pull-out test results with a minimum penetraAon of one and 

one-half (1 ½) inches. 

N. Gypsum and cemenAAous wood fiber decks: Where the roof deck is visible from the 

building interior, the contractor shall ensure no penetraAon of fasteners through 

underside of the deck. Any holes or spalling caused by fastener installaAon shall be 

repaired by the roofing contractor. Where the new roof system thickness exceeds an 

amount so that a minimum of 1 ½ of penetraAon cannot be achieved with an Olympic TB 

Fastener, or approved equivalent, then (and only then) toggle bolts may be used to secure 

installaAon to the deck. 

O. Tape joints of insulaAon as per manufacturer’s requirements. 

 
P. ALachment with InsulaAon Adhesive Approved by Factory Mutual (FM). 

 
Q. Ensure all surfaces are clean, dry, free of dirt, debris, oils, loose ore embedded gravel, 

unadhered coaAngs, deteriorated membrane and other contaminants that may inhibit 

adhesion. 

R. Apply insulaAon adhesive directly to the substrate using a ribbon paLern with one quarter 

to one half (1/4-1/2) inch wide beads 12 inches o.c., using either the manual applicator 

or an automaAc applicator, at a rate of one (1) gallon per one hundred (150) square feet 

per cartridge. 

S. Immediately place insulaAon boards into wet adhesive. Do not slide boards into place. 

Do not allow the adhesive to skin over before installing insulaAon boards. 

T. Briefly step each board into place to ensure contact with the adhesive. Substrates with 

irregular surfaces may prevent the insulaAon board from making posiAve contact with 

the adhesive. Relief cuts or temporary weights may be required to ensure proper contact. 

U. All boards shall be cut and fiLed where the roof deck intersects a verAcal surface. The 

boards shall be cut to fit a minimum of one quarter (1/4) inch away from the verAcal 

surface. 

V. Tape joints of insulaAon as per manufacturer’s requirements. 

3.4 CLEANING 

A. Remove debris and cartons from roof deck. Leave insulaAon clean and dry, ready to receive 

roofing membrane. 

5. CONSTRUCTION WASTE MANAGEMENT 

A. Remove and properly dispose of waste products generated during installaAon. Comply with 

requirements of authoriAes having jurisdicAon. 
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END OF SECTION 
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SECTION 07 54 20 

KEE MEMBRANE ROOFING 

 

1. GENERAL 

 
1.1. RELATED DOCUMENTS 

 
A. Drawings and general provisions of the Contract, including the Condi@ons of the Contract and Division 01 

Specifica@on Sec@ons apply to this Sec@on. 

1.2. SUMMARY 

A. Sec@on includes an adhered Solar Bright FB 80 mil Evaloy KEE single ply roofing system over polyiso 

insula@on board over one layer of 1/2” Dens Dek prime and all associated details required by the 

manufacturer for a complete warrantable roofing assembly. 

B. Related Work Specified Elsewhere: 

 
1. Sec@on 01: Summary of Work 

 
2. Sec@on 06: Rough Carpentry 

 
3. Sec@on 07: Insula@on 

 
4. Sec@on 07: Sheet Metal Flashing and Trim 

 
5. Sec@on 07: Sealants 

 
1.3. SUBMITTALS 

 
A. Submit under provisions of Sec@on 01300. 

 
B. Product Data: Manufacturer's data sheets on each product to be used, including: 

1. Prepara@on instruc@ons and recommenda@ons. 

2. Storage and handling requirements and recommenda@ons. 

3. Installa@on instruc@ons. 

C. Shop Drawings: Submit shop drawings including installa@on details of roofing, flashing, fastening, insula@on and 

vapor barrier, including nota@on of roof slopes, tapered insula@on design if applicable, and fastening pa[erns of 

insula@on and membrane, prior to job start. 

D. Design Pressure Calcula@ons: Submit design pressure calcula@ons for the roof area in accordance with ASCE 7 and 

local Building Code requirements. Include a roof system a[achment analysis report, cer@fying the system's 

compliance with applicable wind load requirements before Work begins. Report shall be reviewed by a Professional 

Engineer registered in the State of the Project who has provided roof system a[achment analysis for not less than 5 

consecu@ve years. 

E. LEED Submi[als: Provide documenta@on of how the requirements of Credit will be met: 
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1. List of proposed materials with recycled content. Indicate post-consumer recycled content and pre-consumer 

recycled content for each product having recycled content. 

2. Product data and cer@fica@on le[er indica@ng percentages by weight of post-consumer and pre-consumer 

recycled content for products having recycled content. 

3. Product reflec@vity and emissivity criteria to qualify for one point under the LEED credit category, Credit 7.2, 

Landscape & Exterior Design to Reduce Heat Island - Roof. 

F. Verifica@on Samples: For each membrane product specified, two samples, minimum size 6 inches (150 mm) square, 

represen@ng actual product, color, and pa[erns. 

G. Provide wri[en cer@fica@on from the roofing system manufacturer cer@fying the applicator is currently authorized 

to install the specified roof system and ability to provide the specified warranty. 

H. Sample Warranty: Provide an unexecuted copy of the warranty specified for this project clearly sta@ng the terms 

required of the owner, contractor, and manufacturer. 

I. Manufacturer's Cer@ficates: Provide to cer@fy products meet or exceed specified requirements. 

J. Closeout Submi[als: Provide manufacturer's maintenance instruc@ons that include recommenda@ons for periodic 

inspec@on and maintenance of all completed roofing work. Provide product warranty executed by the 

manufacturer. Assist Owner in prepara@on and submi[al of roof installa@on acceptance cer@fica@on as may be 

necessary in connec@on with fire and extended coverage insurance on roofing and associated work. 

K. Any material submi[ed as equal to or be[er than the specified material must be accompanied by a report signed 

and sealed by a professional engineer licensed in the state in which the installa@on is to take place. This report shall 

show that the submi[ed equal meets the Design and Performance criteria in this specifica@on. Subs@tu@on 

requests submi[ed without licensed engineer stamp will be rejected for non-conformance. 

1.4. QUALITY ASSURANCE 

 
A. Perform Work in accordance with NRCA Roofing and Waterproofing Manual and all manufacturer’s 

instruc@ons. 

B. Manufacturer Qualifica@ons: Company specializing in manufacturing products specified with documented 

ISO 9001 cer@fica@on and minimum of twelve years of documented experience and must not have been in 

Chapter 11 bankruptcy during the last five years. 

C. Installer Qualifica@ons: Company specializing in performing Work of this sec@on with minimum five years 

documented experience and a cer@fied Pre-Approved Garland Contractor. 

D. Installer's Field Supervision: Maintain a full-@me Supervisor/Foreman on job site during all phases of 

roofing work while roofing work is in progress. 

E. Product Cer@fica@on: Provide manufacturer's cer@fica@on that materials are manufactured in the United 

States and conform to requirements specified herein, are chemically and physically compa@ble with each 

other, and are suitable for inclusion within the total roof system specified herein. 

F. Source Limita@ons: Obtain all components of roof system from a single manufacturer. Secondary products 

that are required shall be recommended and approved in wri@ng by the roofing system Manufacturer. 

Upon request of the Architect or Owner, submit Manufacturer's wri[en approval of secondary 

components in list form, signed by an authorized agent of the Manufacturer. 
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G. Manufacturers Par@cipa@on: 

 
1. Pre-Applica@on Job-Site Conference: Arranged by Applicator, with a minimum of 1 week advance 

no@ce; for review of storage, handling, protec@on, surface prepara@on, materials and applica@on 

specifica@ons; a[ended by applicator, his foreman, Architect, inspector, and manufacturer's agent. 

2. Source Quality Control: Manufacturer shall have in place a documented, standardized quality control 

program such as ISO-9001. 

3. When the project is in progress, the roofing system manufacturer will provide the following: 

a. Report progress and quality of the work as observed. 

b. Provide job site inspec@ons a minimum of two (2) days a week throughout the course of 

construc@on. 

c. Provide electronic inspec@on reports submi[ed weekly to the Owner and/or Architect. 

d. Report to the Architect and/or Owner in wri@ng any failure or refusal of the Contractor to 

correct unacceptable prac@ces called to the Contractor's a[en@on. 

e. Confirm amer comple@on that manufacturer has observed no applica@on procedures in 

conflict with the specifica@ons other than those that may have been previously reported and 

corrected. 

1.5. WARRANTY 

 
A. Manufacturer: Provide a twenty (20) year warranty on manufacturers form. Warranty shall period shall 

begin on date of acceptance of roofing by Owner. 

B. Manufacturer will provide the following services at years 2, 5, 10 & 15 at no cost to the owner. 

 
1. Inspec@on by a technical service representa@ve and delivery of a wri[en inspec@on report documen@ng 

roof condi@ons. 

2. General roomop housekeeping, subject to limits but generally including removal of incidental debris. 

 
C. Provide one warranty by a single approved manufacturer for membrane roof areas, standing seam metal 

roofing, coping metal systems and transi@ons between the material types. 

D. Installer: Provide in required form for a period of five (5) years from date of acceptance by Owner. 

 
E. Special Project Warranty: Submit roofing Installer's warranty, on warranty form at end of this Sec@on, 

signed by Installer, covering the Work of this Sec@on, including all components of roofing system such as 

membrane roofing, base flashing, roof insula@on, fasteners, cover boards, substrate boards, vapor 

retarders (where included) , and walkway products, for the following warranty period: 

1. Correct defec@ve Work within a five (5) year period amer Date of Substan@al Comple@on. 
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2. PRODUCTS 
 

2.1. KEE SINGLE-PLY ROOFING 

 
A. Acceptable Products: 

 
1. Acceptable Manufacturer or equal: The Garland Company, Inc.; 3800 E. 91st St., Cleveland, OH 44105. 

Local Representa@ve: Rich Jones Phone: (559) 647-1196. rjones@garlandco.com Web Site: 

www.garlandco.com. 

2. Roofing Membrane: 

a. Solar Bright Fleeceback 80 Mil Membrane (ASTM D 751) 

b. Membrane Thickness: (ASTM D 751) 80 mil nominal 

c. Breaking Strength (ASTM D 751): 325X324 lbf/in 

d. Tearing Strength (ASTM D 751): 89X109 lbf/in 

e. Factory Seam Strength (ASTM D 751) 295 lbf 

f. Solar Reflec@vity (ASTM C 1549) 82% (White) 

g. Emissivity (ASTM C 1371) 91% (White) 

h. SRI (ASTM E1980) 109 (White) 

 
B. The Products specified are intended and the Standard of Quality for the products required for this project. 

If other products are proposed the bidder must disclose in the bid the manufacturer and the products that 

they intend to use on the Project. If no manufacturer and products are listed, the bid may be accepted 

only with the use of products specified. 

1. Bidder will not be allowed to change materials amer the bid opening date. 

2. If alternate products are included in the bid, the products must be equal to or exceed the products specified. 

Suppor@ng technical data shall be submi[ed to the Architect/ Owner for approval prior to acceptance. 

3. In making a request for subs@tu@on, the Bidder/Roofing Contractor represents that it has: 

a. Personally inves@gated the proposed product or method, and determined that it is equal or superior in 

all respects to that specified. 

b. Will provide the same guarantee for subs@tu@on as for the product and method specified. 

c. Will coordinate installa@on of accepted subs@tu@on in work, making such changes as may be required 

for work to be completed in all respects. 

d. Will waive all claims for addi@onal cost related to subs@tu@on, which consequently become apparent. 

e. Cost data is complete and includes all related cost under his/her contract or other contracts, which may 

be affected by the subs@tu@on. 

f. Will reimburse the Owner for all redesign cost by the Architect for accommoda@on of the subs@tu@on. 

4. Architect/ Owner reserves the right to be the final authority on the acceptance or rejec@on of any or all bids, 

proposed alternate roofing systems or materials that has met ALL specified requirement criteria. 

5. Failure to submit subs@tu@on package, or any por@on thereof requested, will result in immediate 

disqualifica@on and considera@on for that par@cular contractors request for manufacturer subs@tu@on. 

mailto:rjones@garlandco.com
http://www.garlandco.com/
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2.2. UNDERLAYMENT 

 
A. Slip Sheet: HPR Premium Glasbase Sheet; Install one layer of HPR Premium Glasbase sheet shingled 

uniformly to achieve one ply over the en@re roof substrate. Shingle in direc@on of the slope of the roof to 

shed water. 

1. HPR Premium Glasbase by The Garland Company 

 
2.3. NAILERS 

 
A. Douglas Fir; No. 2 or be[er, pressure treated; no creosote or asphalt preserva@ves allowed. 

 
2.4. ROOF BOARD INSULATION 

 
A. Roof Insula@on Base Layer 4’ x 8’ max dimension: N/A 

 
1. Thickness: 1” & Taper Board 

 
2. R-Factor: Avg. 30 

 
3. A[achment Method: Mechanically a[ached with manufacturers #14 screws and 3” insula@on plates, 

16 per 4’x8’ sheet for the base layer and adhesive a[achment for all addi@onal layers. 

B. Roof Insula@on top layer: Georgia Pacific Dens Deck Prime Roof Board. 

 
1. Max Dimension: 4’ x 8’ 

 
2. Thickness: 1/2” at all horizontal surfaces and 1/4” inch at all ver@cal surfaces. 

 
3. A[achment Method: Adhered in Insuloc HR Insula@on adhesive by The Garland Company per ASCE 7-16 

requirements as produced by the membrane manufacturer. 

C. Tapered Insula@on: Tapered roof board insula@on to be used as required for tapered insula@on system or 

tapered crickets. Hunter or equal, ASTM C 1289, Type II, Class 1, Grade 2, (20psi) polyisocyanurate insula@on 

board. 

1. Field Slope:   N/A   inch per foot. 

 
2. Sump Slope: _1/2”_ inch per foot. 

 
3. Cricket Slope: 1/2”  inch per foot as needed for crickets and proper slope. 

 
4. A[achment Method: Mechanically A[ached or Adhered in Insuloc HR insula@on Adhesive by The 

Garland Company. 

2.5. FASTENERS 

 
A. Heavy duty #14 threaded fastener with a #3 Phillips drive used with barbed fastening plate to secure the 

insula@on board to the structural decking. It is used on minimum 22 gauge steel decks or minimum 15/32" 
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CDX plywood decks. It is also designed to offer an op@mum combina@on of driving performance, back-out 

and corrosion resistance with excellent pullout performance. 

1. TruFast #14 EHD Roofing Fasteners 

 
B. Fastening Plate: A 2-3/8" diameter metal barbed fastening plate used with HP-X, CD-10 or HD 14-10 

Fasteners for membrane or insula@on securement. This plate can be used for membrane or insula@on 

securement. 

1. TruFast Metal Seam Plates, 2.4” barbed. 

 
C. Insula@on Fastening Plate: A nominal 3-inch metal plate used for insula@on a[achment in conjunc@on 

with the appropriate fastener. 

1. TruFast Metal Insula@on Plates, 3” round. 

 
2.6. ACCESSORIES 

 
A. Solar Bright 80 membrane shall be used for all flashing requirements to match the field membrane and 

warranty expecta@ons selected for the roofing system. 

B. Solar Bright Inside Corners: Pre-molded corner flashing for inside corners. 80 mil thickness. Color - White. 

 
C. Solar Bright Outside Corners: Pre-molded corner flashing for outside corners. 80 mil thickness. Color - 

White. 

D. Solar Bright T-Joint Covers: 40 mil thick non-reinforced PVC flashing cut into a 4.5 inch (114mm) diameter 

circle used to seal step-offs at splice intersec@ons. 

E. Solar Bright Pipe Flashings: A pre-molded flashing and clamping ring used for pipe penetra@ons. Available 

for 1 inch to 6 inch (25 - 152mm) diameter pipes. 

F. Solar Bright Split Pipe Seals: Pre-fabricated flashing consis@ng of 80 mil reinforced Membrane for pipes 1 

inch to 6 inch (25 - 152mm) in diameter. A split (cut) and overlap tab are incorporated to allow the pipe 

seal to be opened and wrapped around the pipe when it is not possible to pull a standard pipe flashing 

over a round penetra@on. 

G. Solar Bright Non-Reinforced Flashing: 80 mil thick rolls 12 inches and 24 inches wide. Used for inside/ 

outside corners and field fabricated pipe flashings when use of pre-molded accessories is not feasible. 

H. Solar Bright Heat Weldable Walkway Rolls: offering superior tear, puncture and weather resistance and 

designed to protect membrane in those areas exposed to repe@@ve foot traffic or other hazards. Walkway 

material may be heat welded to membrane using an automated heat welder or hand held heat welder. 

Walkway Rolls are 36 inches (914mm) wide by 60 feet (18.3 M) long and are nominal 80 mils thick. 

I. Single ply Coated Sheet Metal: Provide where flashing, gravel stops and sheet metal are in contact with 

single ply roofing membrane. Install 22 gauge cleat all all edge metal condi@ons. 
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2.7. SOLVENT, SEALANT, AND ADHESIVES 

 
A. As recommended by manufacturer. 

 
B. Horizontal Applica@ons (field); SolarBright FB Substate Adhesive 7003. 

 
1. Weight: 8.4lbs 

 
2. VOC: 3 

 
3. Color: Black 

 
4. Solids 70% 

 
C. Ver@cal Applica@ons (walls & curbs); SolarBright Low VOC Bonding Adhesive: Low VOC solvent-based 

contact adhesive that allows bonding of membrane to various porous and non-porous substrates. 

1. Weight: 7.4lbs 

 
2. VOC: 199 

 
3. Color: Amber 

 
4. Solids: 20% 

 

3. EXECUTION 

 
3.1. EXAMINATION 

 
A. Do not begin installa@on un@l substrates have been properly prepared. 

 
B. If substrate prepara@on is the responsibility of another installer, no@fy Architect of unsa@sfactory 

prepara@on before proceeding. 

C. Prepare surfaces using the methods recommended by the manufacturer for achieving the best result for 

the substrate under the project condi@ons. 

D. Do not commence Work un@l all other work trades have completed jobs that require them to traverse the 

deck on foot or with equipment. 

E. Proceed with installa@on only amer unsa@sfactory condi@ons have been corrected. 

 
3.2. PREPARATION 

 
A. Do not apply wet roofing, on wet applica@on surface, or when temperature of deck less than 50 degrees F. 

 
B. Provide en@re roof system including treated wood nailers, Single-ply coated sheet metal, and coordina@on 

of items such as roof drains, sumps, jacks, etc. 
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C. Protect adjoining materials from stains par@cularly around perimeter of building; prevent debris from 

clogging roof drains. 

D. Deck surface swept clean and dry; keep free of loose and foreign materials. 

 
3.3. INSTALLATION 

 
A. Install in conformance with referenced standards, manufacturer's wri[en direc@ons, as shown, and as 

specified. 

1. Install insula@on or membrane underlayment over the substrate with boards bu[ed @ghtly together 

with no joints or gaps greater than 1/4 inch (6 mm). Stagger joints both horizontally and ver@cally if 

mul@ple layers are provided. 

2. Secure insula@on to the substrate with the required mechanical fasteners or insula@on adhesive in 

accordance with the manufacturer's current applica@on guidelines and as specified in sec@on 07 54 20, 

2.4, A, B, & C above. 

3. Securely a[ach insula@on to the roof deck. A[achment must have been successfully tested to meet or 

exceed the calculated uplim pressure required by Factory Mutual (FM I-90) & the Interna@onal Building 

Code (ASCE-7) or ANSI/SPRI WD-1. 

B. Applica@on; Adhered system over roof deck 

 
1. Posi@on SolarBright membrane over the acceptable substrate. Fold membrane sheet back lengthwise 

so half the underside of the membrane is exposed. 

2. Apply SolarBright Bonding Adhesive in accordance with the manufacturer's published instruc@ons, to 

the exposed underside of the membrane and the corresponding substrate area. Do not apply 

Bonding Adhesive along the splice edge of the membrane to be hot air welded over the adjoining 

sheet. Allow the adhesive to dry un@l it is tacky but will not string or s@ck to a dry finger touch. 

3. Roll the coated membrane into the coated substrate while avoiding wrinkles. Brush down the bonded 

sec@on of the membrane sheet immediately amer rolling the membrane into the adhesive with a som 

bristle push broom to achieve maximum contact. 

4. Fold back the un-bonded half of the sheet lengthwise and repeat the bonding procedures. 

 
5. Posi@on adjoining sheets to allow a minimum overlap of 2 inches (51mm). 

 
6. Hot-air weld the SolarBright membrane sheets using the Automa@c Hot Air Welding Machine or Hot 

Air Hand Welder in accordance with the manufacturer's hot air welding procedures. 

7. Con@nue to install adjoining membrane sheets in the same manner, overlapping edges a minimum of 

2 inches (51mm) and complete the bonding procedures as stated previously. 

8. Parapet Wall Covering: Install as shown, extend to full height of parapet; lap under parapet cap 

flashing and over wall substrate 2 inches minimum on the back side of the wall. Secure in adhesive 

and a[ach at 9” on center on the outside face to assure a completely water@ght installa@on. 
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9. Walkway: Per manufacturer's instruc@ons and as shown on drawings. If drawings do not show 

walkways a minimum required will be; 

a. A path from the main roof access point to and around all HVAC units, to and around all 

serviceable roof top equipment, to and around all roof hatches, to and around all access points 

as designated by the owner, and as needed for protec@on of the roofing system will have 

walkway installed. 

b. All support blocking will have walkway pad installed as a protec@on mat. 

 
C. Fasteners: 

1. General: Per manufacturer's recommenda@on; fastening length and pa[ern based on performance 

values supplied by the fastener/disc manufacturer and conforming to Factory Mutual I-90 fastening 

pa[ern. 

2. Walkway Fastening: Provide 2 inch con@nuous heat weld strip around perimeter of membrane. A 3” 

opening is to be lem non-welded at the lower side of the walkway pad to allow drainage and ven@ng. 

D. Hot Air Welding 

 
1. All field seams exceeding 10 feet in length shall be welded with an approved automa@c welder. 

 
2. All field seams must be clean and dry prior to ini@a@ng any field welding. 

 
3. Remove foreign materials from the seams (dirt, oils, etc.) with Acetone or authorized alterna@ve. Use 

CLEAN WHITE COTTON cloths and allow approximately five minutes for solvents to dissipate before 

ini@a@ng the automa@c welder. Do not use denim or synthe@c rags for cleaning. 

4. All welding shall be performed only by qualified personnel to ensure the quality and con@nuity of the 

weld. 

5. Contaminated areas within a seam will inhibit proper welding and will require a membrane 

patch or replacement of the membrane. 

E. Hand Welding 

 
1. The lap or seam area of the membrane should be intermi[ently tack welded to hold the membrane in 

place. 

2. The back "interior" edge of the membrane shall be welded first, with a thin, con@nuous weld to 

concentrate heat along the exterior edge of the lap during the final welding pass. 

3. The nozzle of the hand held hot air welder shall be inserted into the lap at a 45° angle to the lap. 

Once the polymer on the material begins to flow, a hand roller shall be use to apply pressure at a right 

angle to the @p of the hand welder. Properly welded seams shall u@lize a 1-1/2 inch wide nozzle, to 

create a homogeneous weld, a minimum of 1-1/2 inches in width. 

4. Smaller nozzles may be used for corners, and other field detailing, maintaining a minimum 1 inch 

weld. 

F. Automa@c Machine Welding 
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1. Follow all manufacturers’ instruc@ons for the safe opera@on of the automa@c welder. 

 
2. Follow local code requirements for electric supply, grounding and surge protec@on. 

 
3. The use of a dedicated, portable generator is highly recommended to ensure a consistent electrical 

supply, without fluctua@ons that can interfere with weld consistency. 

4. Properly welded seams shall u@lize a 1-1/2 inch wide nozzle, to create a homogeneous weld, a 

minimum of 1-1/2 inches in width. 

 

 
G. Inspec@on 

 
1. The job foreman and/or supervisor shall ini@ate daily inspec@ons of all completed work which shall 

include, but is not limited to the probing of all field welding with a dull pointed instrument to assure 

the quality of the applica@on and ensure that any equipment or operator deficiencies are 

immediately resolved. 

2. Ensure that all aspects of the installa@on (sheet layout, a[achment, welding, flashing details, etc.) are 

in strict accordance with the most current Solar Bright Roofing Systems Specifica@ons and Details. 

3. Excessive patching of field seams because of inexperienced or poor workmanship will not be accepted 

at @me of final inspec@on for warranty acceptance. 

H. Metal Flashings: 

1. General: Fabricate and install per Sec@on 07601 - FLASHING AND SHEET METAL, as shown and per 

manufacturer's recommenda@ons. Install PVC coated metal flashing at intersec@ons of roofs with 

sloped or ver@cal surfaces, roof interrup@ons and penetra@ons. 

2. Base Flashing: Extend up ver@cal surfaces 6 inches, minimum, and onto the horizontal roof surfaces not 

less than 3 inches, unless otherwise noted. Provide PVC coated metal flashing with 2 inches minimum 

overlap of roofing membrane; heat weld in the horizontal plane, with subsequent sealing of seams with 

sealant. 

3. All perimeter edge details are to be fabricated from Garland/VPG SolarBright Clad Metal and required 

to have 22 gauge cleat. 

4. Ensure all fascia extend a minimum of 2 inch lower than the bo[om of the wood nailers. 

5. Fasten all metal flashing to wood nailers or approved substrate with approved fasteners eight (8”) 

inches on center. 

6. Manufacture and install Solar Bright Clad metal in accordance with approved details, ensuring proper 

a[achment, maintaining 1/2 inch expansion joints and the installa@on of a minimum 2 inch bond 

breaker tape prior to sealing the joint. 

7. Solidly weld Solar Bright Clad expansion joints with a 6 inch strip of Solar Bright membrane welded to 

the Solar Bright Clad, covering the bond breaker tape (cover plates are op@onal). 

I. Roof Drains 

 
1. Flash all roof drains in accordance with Solar Bright roof drain details. 
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2. Replace all worn or broken parts that may cut the Solar Bright membrane or prevent a water@ght 

seal. This includes the clamping ring and strainer basket. 

3. Replace all drain bolts or clamps used to hold the drain compression ring to the drain bowl. 

 
4. Solar Bright non-reinforced 60 mil membrane shall be used for flashing the drain assembly. Drain 

assemblies and basins or "sumps" must be free of any asphalt or coal tar pitch residue prior to 

installa@on. 

5. The drain target sheet should be sized and installed to provide for a minimum of 12 inch of exposed 

60 mil on all sides of the drain. 

 
3.4. FIELD QUALITY CONTROL 

A. Perform field inspec@on and tes@ng as required under provisions of Division 01 Sec@on Quality 

Requirements & manufacturers recommenda@ons. 

B. Heat weld test cuts will be required. One (1) test cut per 5,000 square feet will be required. 

 
C. Correct defects or irregulari@es discovered during field inspec@on. 

 
D. Require a[endance of roofing materials manufacturers' representa@ves at site during installa@on of the 

roofing system a minimum of two (2) days per week. A copy of the specifica@on should also be on site at 

all @mes. 

3.5. CLEANING 

 
A. Keep premises free from accumula@on of waste and debris. At comple@on of installa@on remove surplus 

materials and debris. 

B. At comple@on clean exposed surfaces in a manner that will not damage finish. 

 
3.6. FINAL INSPECTION 

 
A. At comple@on of roofing installa@on and associated work, meet with Contractor, Architect, installer, 

installer of associated work, Owner, roofing system manufacturer's representa@ve, and other 

representa@ves directly concerned with performance of roofing system. 

B. Walk roof surface areas of the building, inspect perimeter building edges as well as flashing of roof 

penetra@ons, walls, curbs and other equipment. List all items requiring correc@on or comple@on and 

furnish copy of list to each party in a[endance. 

C. The roofing system manufacturer reserves the right to request a thermographic scan of the roof during 

final inspec@on to determine if any damp or wet materials have been installed. The thermographic scan 

shall be provided by the Roofing Contractor. 

D. If core cuts verify the presence of damp or wet materials, the Roofing Contractor shall be required to 

replace the damaged areas at his own expense. 
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E. Repair or replace deteriorated or defec@ve work found at @me above inspec@on as required to a produce 

an installa@on which is free of damage and deteriora@on at @me of Substan@al Comple@on and according 

to warranty requirements 

F. No@fy the Contractor, Architect, & Owner upon comple@on of correc@ons. 

 
G. Following the final inspec@on, provide wri[en no@ce of acceptance of the installa@on from the roofing 

system manufacturer. 

3.7. FIELD QUALITY CONTROL 

A. Inspec@on: Provide manufacturer's field observa@ons at start-up and two (2) days per week through project 

comple@on. Provide a final inspec@on upon comple@on of the Work. 

1. Warranty shall be issued upon manufacturer's acceptance of the installa@on. 

2. Field observa@ons shall be performed by a representa@ve employed full-@me by the manufacturer and whose 

primary job descrip@on is to assist, inspect and approve membrane installa@ons for the manufacturer. 

3. Provide observa@on reports from the representa@ve indica@ng procedures followed, weather condi@ons and 

any discrepancies found during inspec@on. 

4. Provide a final report from the representa@ve, cer@fying that the roofing system has been sa@sfactorily installed 

according to the project specifica@ons, approved details and good general roofing prac@ce. 

 
 
 

 
3.8 ROOFING INSTALLER'S WARRANTY 

A. WHEREAS   of  , herein called the "Roofing 

Installer," has performed roofing and associated work ("work") on the following project: 

1. Owner:  . 

2. Address:  . 

3. Building Name/Type:  . 

4. Address:  . 

5. Area of Work:  . 

6. Acceptance Date:  . 

7. Warranty Period: Five Years. 

8. Expira@on Date:  . 

B. AND WHEREAS Roofing Installer has contracted (either directly with Owner or indirectly as a subcontractor) to warrant 

said work against leaks and faulty or defec@ve materials and workmanship for designated Warranty Period, 

C. NOW THEREFORE Roofing Installer hereby warrants, subject to terms and condi@ons herein set forth, that during 

Warranty Period he will, at his own cost and expense, make or cause to be made such repairs to or replacements of said 

work as are necessary to correct faulty and defec@ve work and as are necessary to maintain said work in a water@ght 

condi@on. 

D. This Warranty is made subject to the following terms and condi@ons: 

1. Specifically excluded from this Warranty are damages to work and other parts of the building, and to building 

contents, caused by: 

a. lightning; 

b. peak gust wind speed exceeding 100 MPH; 

c. fire; 
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d. failure of roofing system substrate, including cracking, se[lement, excessive deflec@on, deteriora@on, and 

decomposi@on; 

e. faulty construc@on of parapet walls, copings, chimneys, skylights, vents, equipment supports, and other edge 

condi@ons and penetra@ons of the work; 

f. vapor condensa@on on bo[om of roofing; and 

g. ac@vity on roofing by others, including construc@on contractors, maintenance personnel, other persons, and 

animals, whether authorized or unauthorized by Owner. 

2. When work has been damaged by any of foregoing causes, Warranty shall be null and void un@l such damage has 

been repaired by Roofing Installer and un@l cost and expense thereof have been paid by Owner or by another 

responsible party so designated. 

3. Roofing Installer is responsible for damage to work covered by this Warranty but is not liable for consequen@al 

damages to building or building contents resul@ng from leaks or faults or defects of work. 

4. During Warranty Period, if Owner allows altera@on of work by anyone other than Roofing Installer, including 

cuwng, patching, and maintenance in connec@on with penetra@ons, a[achment of other work, and posi@oning of 

anything on roof, this Warranty shall become null and void on date of said altera@ons, but only to the extent said 

altera@ons affect work covered by this Warranty. If Owner engages Roofing Installer to perform said altera@ons, 

Warranty shall not become null and void unless Roofing Installer, before star@ng said work, shall have no@fied 

Owner in wri@ng, showing reasonable cause for claim, that said altera@ons would likely damage or deteriorate 

work, thereby reasonably jus@fying a limita@on or termina@on of this Warranty. 

5. During Warranty Period, if original use of roof is changed and it becomes used for, but was not originally specified 

for, a promenade, work deck, spray-cooled surface, flooded basin, or other use or service more severe than 

originally specified, this Warranty shall become null and void on date of said change, but only to the extent said 

change affects work covered by this Warranty. 

6. Owner shall promptly no@fy Roofing Installer of observed, known, or suspected leaks, defects, or deteriora@on and 

shall afford reasonable opportunity for Roofing Installer to inspect work and to examine evidence of such leaks, 

defects, or deteriora@on. 

7. This Warranty is recognized to be the only warranty of Roofing Installer on said work and shall not operate to 

restrict or cut off Owner from other remedies and resources lawfully available to Owner in cases of roofing failure. 

Specifically, this Warranty shall not operate to relieve Roofing Installer of responsibility for performance of original 

work according to requirements of the Contract Documents, regardless of whether Contract was a contract directly 

with Owner or a subcontract with Owner's General Contractor. 

E. IN WITNESS THEREOF, this instrument has been duly executed this   day of  , 

 . 

 
1. Authorized Signature:  . 

2. Name:  . 

3. Title:  . 
 
 
 

 
END SECTION 07 54 20 
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SECTION 07563 

FLUID APPLIED ROOFING RESTORATION (METAL) 
 
 

 
1. GENERAL 

1.1. SECTION INCLUDES 

A. Includes all labor, materials, and equipment to install a Fluid Applied Membrane Roof RestoraBon 

System over the properly prepared substrate. 

B. See secBon 011100 Summary of Work for a detailed scope of work. 

1.2. RELATED SECTIONS 

A. SecBon 01 11 00 – Summary of Work 

B. SecBon 01 30 00 - SubmiMals 

C. SecBon 06 10 00 - Rough Carpentry 

D. SecBon 07 22 00 - Roof InsulaBon 

E. SecBon 07 62 00 - Sheet Metal Flashing and Trim 

1.3. REFERENCES 

A. ASTM C 78 - Standard Test Method for Flexural Strength of Concrete. 

B. ASTM C 92 - Standard Test Methods for Sieve Analysis and Water Content of Refractory Materials. 

C. ASTM C 109 - Standard Test Method for Compressive Strength of Hydraulic Cement Mortars. 

D. ASTM C 920 - Standard SpecificaBon for Elastomeric Joint Sealants. 

E. ASTM D 75 - Standard PracBce for Sampling Aggregates. 

F. ASTM D 93 - Standard Test Methods for Flash Point by Pensky-Martens Closed Cup Tester. 

G. ASTM D 562 - Standard Test Method for Consistency of Paints Measuring Krebs Unit (KU) Viscosity 

Using a Stormer-Type Viscometer. 

H. ASTM D 624 - Standard Test Method for Tear Strength of ConvenBonal Vulcanized Rubber and 

ThermoplasBc Elastomers 

I. ASTM D 1002 - Standard Test Method for Apparent Shear Strength of Single-Lap-Joint Adhesively 

Bonded Metal Specimens by Tension Loading (Metal-to-Metal). 

J. ASTM D 1863 - Standard SpecificaBon for Mineral Aggregate Used on Built-Up Roofs. 

K. ASTM D 2196 - Standard Test Methods for Rheological ProperBes of Non-Newtonian Materials by 

RotaBonal (Brookfield type) Viscometer. 
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L. ASTM E 1980 - Standard PracBce for CalculaBng Solar Reflectance Index of Horizontal and Low-

Sloped Opaque Surfaces 

M. SRI - Solar Reflectance Index calculated according to ASTM E 1980. 

N. South Coast AQMD Standards. 

O. SMACNA Architectural Sheet Metal Manual. 

P. NaBonal Roofing Contractors AssociaBon (NRCA) - Roofing and Waterproofing Manual. 

1.4. SYSTEM DESCRIPTION 

A. Metal Surface Roof RestoraBon: RenovaBon work includes: 

1. Surface preparaBon: Remove loose flaking rust, dust, dirt, debris, secure all gaped panels and 

replace all loose fasteners with next size larger. 

2. Metal Flashings: Repair/Replace metal flashings, pitch pockets, etc. 

3. Primer: Prime enBre roof surface. 

4. Base coat: Apply base coat and polyester reinforcement on seams and around penetraBons/ 

let cure/Apply base coat over the enBre roof surface/let cure. 

5. Topcoat: Apply coaBng over the enBre roof surface. 

1.5. SUBMITTALS 

A. Submit under provisions of SecBon 01300. 

B. Product Data: Manufacturer's data sheets on each product to be used, including: 

1. PreparaBon instrucBons and recommendaBons. 

2. Storage and handling requirements and recommendaBons. 

3. InstallaBon methods. 

C. Shop Drawings: Submit shop drawings including installaBon details of fluid applied roofing and 

flashing prior to job start. 

D. LEED SubmiMals: Provide documentaBon of how the requirements of Credit will be met: 

1. List of proposed materials with recycled content. Indicate post-consumer recycled content 

and pre-consumer recycled content for each product having recycled content. 

2. Product data and cerBficaBon leMer indicaBng percentages by weight of post-consumer and 

pre-consumer recycled content for products having recycled content. 

3. Product reflecBvity and emissivity criteria to qualify for one point under the LEED credit 

category, Credit 7.2, Landscape & Exterior Design to Reduce Heat Island - Roof. 

E. VerificaBon Samples: For each product specified, two samples, minimum size 6 inches (150 mm) 

square, represenBng actual product, and color. 

F. Closeout SubmiMals: Provide manufacturer's maintenance instrucBons that include 

recommendaBons for periodic inspecBon and maintenance of all completed roofing work. Provide 

product warranty executed by the manufacturer. Assist Owner in preparaBon and submiMal of roof 

installaBon acceptance cerBficaBon as may be necessary in connecBon with fire and extended 

coverage insurance on roofing and associated work. 
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1.6. QUALITY ASSURANCE 

A. Perform Work in accordance with manufacturer's current ApplicaBon and InstallaBon Guidelines and 

the NRCA Roofing and Waterproofing Manual. 

B. Manufacturer QualificaBons: Manufacturer: Company specializing in manufacturing products 

specified in this secBon with documented ISO 9001 cerBficaBon and minimum twelve years and 

experience. 

C. Installer QualificaBons: Company specializing in performing Work of this secBon with minimum five 

years documented experience and a cerBfied Pre-Approved Garland Contractor. 

D. Installer's Field Supervision: Maintain a full-Bme Supervisor/Foreman on the job site during all 

phases of roofing work while roofing work is in progress. 

E. Product CerBficaBon: Provide manufacturer's cerBficaBon that materials are manufactured in the 

United States and conform to requirements specified herein, are chemically and physically 

compaBble with each other, and are suitable for inclusion within the total roof system specified 

herein. 

F. Source LimitaBons: Obtain all components of the roof system from a single manufacturer. Secondary 

products that are required shall be recommended and approved in wriBng by the roofing system 

Manufacturer. Upon request of the Architect or Owner, submit Manufacturer's wriMen approval of 

secondary components in list form, signed by an authorized agent of the Manufacturer. 

1.7. PRE-INSTALLATION CONFERENCE 

A. Convene a pre-roofing conference approximately two weeks before scheduled commencement of 

roofing system installaBon and associated work. 

B. Require aMendance of installers of deck or substrate construcBon to receive roofing, installers of 

rookop units and other work in and around roofing which must precede or follow roofing work 

including mechanical work, Architect, Owner, roofing system manufacturer's representaBve. 

C. ObjecBves include: 

1. Review foreseeable methods and procedures related to roofing work, including set up and 

mobilizaBon areas for stored material and work area. 

2. Tour representaBve areas of roofing substrates, inspect and discuss condiBon of substrate, 

roof drains, curbs, penetraBons and other preparatory work. 

3. Review structural loading limitaBons of the deck and inspect the deck for loss of flatness and 

for required aMachment. 

4. Review roofing system requirements, Drawings, SpecificaBons and other Contract Documents. 

5. Review and finalize schedule related to roofing work and verify availability of materials, 

installer's personnel, equipment and faciliBes needed to make progress and avoid delays. 

6. Review required inspecBon, tesBng, cerBfying procedures. 

7. Review weather and forecasted weather condiBons and procedures for coping with 

unfavorable condiBons, including possibility of temporary roofing. 

8. Record conference including decisions and agreements reached. Furnish a copy of records to 

each party aMending. 
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1.8. DELIVERY, STORAGE, AND HANDLING 

A. Deliver and store products in manufacturer's unopened packaging with labels intact unBl ready for 

installaBon. 

B. Store all roofing materials in a dry place, on pallets or raised plalorms, out of direct exposure to the 

elements unBl Bme of applicaBon. Store materials at least 4 inches above ground level and covered 

with "breathable" tarpaulins. 

C. Stored in accordance with the instrucBons of the manufacturer prior to their applicaBon or 

installaBon. Store roll goods on end on a clean flat surface. No wet or damaged materials will be used 

in the applicaBon. 

D. Storage temperatures should be between 60° F to 80° F (15.6° C to 26.7° C). Indoor venBlated storage 

is recommended. Ensure jobsite storage is in a shaded and venBlated area. Do not store in direct 

sunlight Keep materials away from open flame or welding sparks. 

E. Avoid stockpiling of materials on roofs without first obtaining acceptance from the Architect/ 

Engineer. 

1.9. PROJECT CONDITIONS 

A. Maintain environmental condiBons (temperature, humidity, and venBlaBon) within limits 

recommended by the manufacturer for opBmum results. Do not install products under 

environmental condiBons outside manufacturer's absolute limits. 

B. Weather CondiBon LimitaBons: Product applicaBon must not be done when rain or other condiBons 

such as fog or heavy dew are possible within a 24 hour period. Roof surface must be at least 6 

Fahrenheit degrees or 3 Celsius degrees above the dew point and rising. 

C. Proceed with roofing work only when exisBng and forecasted weather condiBons will permit units of 

work to be installed in accordance with manufacturer's recommendaBons and warranty 

requirements. 

D. Do not expose materials vulnerable to water or sun damage in quanBBes greater than can be 

weatherproofed during the same day. 

E. When applying materials with spray equipment, take precauBons to prevent over spray from 

damaging or defacing surrounding walls, building surfaces, vehicles or other property. Care should be 

taken to do the following: 

1. Close air intakes into the building. 

2. Have a dry chemical fire exBnguisher available at the jobsite. 

3. Post and enforce "No Smoking" signs. 

F. Avoid inhaling spray mist; take precauBons to ensure adequate venBlaBon. 

G. Protect completed roof secBons from foot traffic for a period of at least 48 hours at 75° F (24° C) and 

50 percent relaBve humidity or unBl fully cured. 

H. Take precauBons to ensure that materials do not freeze. 

I. Minimum temperature for applicaBon of LiquiTec coaBng is 50° F (10° C) and rising. 
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1.10. WARRANTY 

A. Warranty Period: 10 years. 

1. Upon compleBon of the work, provide the Manufacturer's wriMen and signed limited labor 

and materials Warranty, warranBng that, if a leak develops in the roof during the term of this 

warranty, due either to defecBve material or defecBve workmanship by the installing 

contractor, the manufacturer shall provide the Owner, at the Manufacturer's expense, with 

the labor and material necessary to return the defecBve area to a waterBght condiBon. 

a. Metal Surface Roof RestoraBon: 

B. Warranty Period: Installer is to guarantee all work against defects in materials and workmanship for a 

period indicated following final acceptance of the Work. 

1. Warranty Period: 

a. 3 years from date of acceptance. 

2. PRODUCTS 

2.1. MANUFACTURERS 

A. Acceptable Manufacturer: The Garland Company, Inc.; 3800 E. 91st St., Cleveland, OH 44105. Local 

RepresentaBve: Rich Jones Phone: (559) 647-1196. rjones@garlandco.com Web Site: 

www.garlandco.com. 

B. The Products specified are intended and the Standard of Quality for the products required for this 

project. If other products are proposed the bidder must disclose in the bid the manufacturer and the 

products that they intend to use on the Project. If no manufacturer and products are listed, the bid 

may be accepted only with the use of products specified. 

1. Bidder will not be allowed to change materials aker the bid opening date. 

2. If alternate products are included in the bid, the products must be equal to or exceed the 

products specified. SupporBng technical data shall be submiMed to the Architect/ Owner for 

approval prior to acceptance. 

3. In making a request for subsBtuBon, the Bidder/Roofing Contractor represents that it has: 

a. Personally invesBgated the proposed product or method, and determined that it is 

equal or superior in all respects to that specified. 

b. Will provide the same guarantee for subsBtuBon as for the product and method 

specified. 

c. Will coordinate installaBon of accepted subsBtuBon in work, making such changes as 

may be required for work to be completed in all respects. 

d. Will waive all claims for addiBonal cost related to subsBtuBon, which consequently 

become apparent. 

e. Cost data is complete and includes all related cost under his/her contract or other 

contracts, which may be affected by the subsBtuBon. 

f. Will reimburse the Owner for all redesign cost by the Architect for accommodaBon of 

the subsBtuBon. 

4. Architect/ Owner reserves the right to be the final authority on the acceptance or rejecBon of 

any or all bids, proposed alternate roofing systems or materials that has met ALL specified 

requirement criteria. 

5. Failure to submit subsBtuBon package, or any porBon thereof requested, will result in 

immediate disqualificaBon and consideraBon for that parBcular contractors request for 

manufacturer subsBtuBon. 

mailto:rjones@garlandco.com
http://www.garlandco.com/
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2.2. METAL SURFACE ROOF RESTORATION 

A. LiquiTec: 

1. Primer: Metal Roof Primer (for priming metal components only) 

2. Base CoaBng: LiquiTec Base (Gray) 

3. CoaBng: LiquiTec Base (Gray); LiquiTec (White) 

4. Flashing (or steep slope applicaBons greater than 2:12): LiquiTec FG White; LiquiTec FG Gray 

5. Reinforcement: ParBal reinforcement on metal panel seams only. 

a. Polyester Reinforcement 

2.3. ACCESSORIES: 

A. Roof InsulaBon: In accordance with SecBon 07220. 

B. Nails and Fasteners: Non-ferrous metal or galvanized steel, except that hard copper nails shall be 

used with copper; aluminum or stainless steel nails shall be used with aluminum; and stainless steel 

nails shall be used with stainless steel, Fasteners shall be self-clinching type of penetraBng type as 

recommended by the deck manufacturer. Fasten nails and fasteners flush-driven through flat metal 

discs not less than 1 inch (25 mm) diameter. Omit metal discs when one-piece composite nails or 

fasteners with heads not less than 1 inch (25 mm) diameter are used. 

C. Silicone Polymer Hybrid Sealant and MasBc - Green-Lock Sealant XL: One part, 100% solids, non-sag 

sealant as approved and furnished by the sealant manufacturer for cracks, movement and non-

movement joints. 

1. Service Temp -40°F to 200°F (-40°C to 93°C) 

2. ElongaBon, ASTM D 412: 550% 

3. Hardness, Shore A, ASTM C 661: 24 +/-3 

D. Urethane Adhesive - Green-Lock Structural Adhesive: Single component, 100% solids structural 

adhesive as furnished and recommended by the membrane manufacturer. 

1. ElongaBon, ASTM D 412: 300% 

2. Hardness, Shore A, ASTM C 920: 50 

3. Shear Strength, ASTM D 1002: 300 psi 

E. Silicone Dampproofing - Seal-A-Pore HP: Transparent and colorless soluBon designed to damp-proof 

above grade masonry surfaces as recommended and furnished by the membrane manufacturer. 

1. Density @ 77° F 8.4 lb/gal min. 

2. Viscosity (Zahn #2 cup) Typical 14 sec. 

F. Acrylic Damp-Proofing Tuff-Coat: Damp-proofing that provides heavy body protecBon while bridging 

small hairline cracks and masonry imperfecBons as recommended and furnished by the membrane 

manufacturer. 

1. Density @ 77° F 12.25 lb/gal typical 

2. Viscosity, ASTM D 562: 95 KU 

G. Butyl Tape: 100% solids, asbestos free and compressive tape designed to seal as recommended and 

furnished by the membrane manufacturer. 

H. Non-Shrink Grout: GarRock all-weather fast sexng chemical acBon concrete material to fill pitch 

pans. 

1. Flexural Strength, ASTM C 78: (modified) 7 days 1100psi 

2. High Strength, ASTM C 109: (modified) 24 days 8400lbs (3810kg) 
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I. Pitch Pocket Sealer - Seal-Tite: One-part, 100% solids, self-leveling, polyurethane sealant. 

J. Glass Fiber Cant - Glass Cant: ConBnuous triangular cross SecBon made of inorganic fibrous glass 

used as a cant strip as recommended and furnished by the membrane manufacturer. 

2.4. EDGE TREATMENT AND ROOF PENETRATION FLASHINGS 

A. Flashing Boot - RubberBte Flashing Boot: Neoprene pipe boot for sealing single or mulBple pipe 

penetraBons adhered in approved adhesives as recommended and furnished by the membrane 

manufacturer. 

B. Vents and Breathers: Heavy gauge aluminum and fully insulated vent that allows moisture and air to 

escape but not enter the roof system as recommended and furnished by the membrane 

manufacturer. 

C. Pitch pans, Rain Collar 24 gauge stainless or 20oz (567gram) copper. All joints should be welded/ 

soldered waterBght. See details for design. 

D. Drain Flashing should be 4lb (1.8kg) sheet lead formed and rolled. 

E. Plumbing stacks should be 4lb (1.8kg) sheet lead formed and rolled. 

F. Fabricated Flashing: Fabricated flashings and trim are specified in SecBon 07620. 

1. Fabricated flashings and trim shall conform to the detail requirements of SMACNA 

"Architectural Sheet Metal Manual" and/or the CDA Copper Development AssociaBon 

"Copper in Architecture - Handbook" as applicable. 

G. Manufactured Roof SpecialBes: Manufactured copings, fascia, gravel stops, control joints, expansion 

joints, joint covers and related flashings and trim are specified in SecBon 07710. 

1. Manufactured roof specialBes shall conform to the detail requirements of SMACNA 

"Architectural Sheet Metal Manual" and/or the NRCA "Roofing and Waterproofing Manual" as 

applicable. 

3. EXECUTION 

3.1. EXAMINATION 

A. Do not begin installaBon unBl substrates have been properly prepared. 

B. Verify that work penetraBng the roof deck, or which may otherwise affect the roofing, has been 

properly completed. 

C. If substrate preparaBon is the responsibility of another installer, noBfy the Architect of unsaBsfactory 

preparaBon before proceeding. 

3.2. ROOF PREPARATION AND REPAIR 

A. General: All necessary field and flashing repairs must be done according to good construcBon 

pracBces, including the removal of all wet insulaBon and defecBve materials as idenBfied through a 

moisture detecBon survey such as an infrared scan and replacement with like-materials. 

1. Remove damaged roof flashings from curbs and parapet walls down to the surface of the roof. 

Remove damaged exisBng flashings at roof drains and roof penetraBons. 
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B. Prepare surfaces using the methods recommended by the manufacturer for achieving the best result 

for the substrate under the project condiBons. 

C. Repair all defects such as deteriorated roof decks, saturated materials, loose or briMle membrane or 

membrane flashings, etc. Verify that exisBng condiBons meet the following requirements: 

1. The mechanical fasteners are secured and funcBonal. 

2. ApplicaBon of roofing materials over a briMle, damaged or poor condiBon roof membrane is 

not permiMed. 

D. Remove all loose dirt and foreign debris from the roof surface. Do not damage the roof membrane in 

the cleaning process. 

E. Clean and seal all parapet walls, guMers and coping caps, and repair any damaged metal where 

necessary. Seal waterBght all fasteners, pipes, drains, vents, joints and penetraBons where water 

could enter the building envelope. 

F. Confirm local water run-off ordinances and restricBons prior to cleaning the roof. Clean the enBre 

roof surface by removing all dirt, algae, mold, moss, paint, oil, talc, rust or other foreign substance. 

Use a bio-degradable cleaner like Simple Green Oxy Solve when necessary and warm water. Scrub 

heavily soiled areas with a brush. Power wash roof thoroughly with an industrial surface cleaner 

equipped with one piece balanced spray rotaBng jets for streak free close contact cleaning. Rinse 

with fresh water to completely remove all residuals. Allow the roof to dry thoroughly before 

conBnuing. 

G. Repair exisBng roof membrane as necessary to provide a sound substrate for the liquid membrane. 

All surface defects must be repaired/renovated and be made waterBght. Any repairs must be 

performed only with materials compaBble with the fluid-applied roofing restoraBon system. 

H. Power washing of metal roof surfaces to remove all loose rust or scale is mandatory before 

applicaBon. Use a high volume air broom or compressed air to remove residual dust rust 

perforaBons, etc. Deteriorated metal roof decks must be repaired or replaced prior to the applicaBon 

of the coaBng system. 

3.3. INSTALLATION 

A. General InstallaBon Requirements: 

1. Install in accordance with manufacturer's current ApplicaBon and InstallaBon Guidelines and 

technical data sheets, and the NRCA Roofing and Waterproofing Manual. 

2. Adequate coaBng thickness is essenBal to performance. If the applicator is unfamiliar in 

gauging applicaBon rates, we suggest that a controllable area be measured and the specified 

material be applied. In all cases, all minimum specified material must be applied and proper 

minimum dry film thicknesses must be achieved. Care must be taken to ensure that all areas 

completed including all flashings, roof penetraBons, etc. are coated sufficiently to ensure a 

waterBght seal. 

3. Cooperate with manufacturer, inspecBon and test agencies engaged or required to perform 

services in connecBon with installing the roof system. 

4. Insurance/Code Compliance: Where required by code, install and test the roofing system to 

comply with governing regulaBon and specified insurance requirements. 

5. Protect work from spillage of roofing materials and prevent materials from entering or 

clogging drains and conductors. Replace or restore adjacent work damaged by installaBon of 

the roofing system. 
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6. All primers must be top coated within 24 hours of applicaBon. Re-prime if more Bme passes 

aker priming. 

7. Keep roofing materials dry during applicaBon. 

8. Coordinate counter flashing, cap flashings, expansion joints and similar work with work 

specified in other SecBons under Related Work. 

9. Coordinate roof accessories and miscellaneous sheet metal accessory items, including piping 

vents and other devices with work specified in other SecBons under Related Work. 

B. Metal Surface Roof RestoraBon: RenovaBon work includes: 

1. Surface PreparaBon: Remove loose flaking rust, dust, dirt, debris, secure all gaped panels and 

replace all loose fasteners with next size larger. 

a. Remove rust by the most rigorous method suitable for the parBcular project and as 

approved by Garland. 

b. Tighten all fasteners and verify that neoprene washers are in place. 

c. Replace missing fasteners using oversize fasteners as necessary. 

d. Seal all fastener heads by applying a heavy dab of compaBble sealant to the tops and 

around of all fastener heads. 

e. Repair gaps, holes and joints in the metal roof with appropriate patching materials. 

f. Completely remove exisBng seam coaBngs, masBcs and sealants. 

g. Ensure skylights, scuppers, guMers, penetraBons and structures are firmly secured, 

waterBght and in good working condiBon. 

h. Where necessary, install water deflecBng crickets behind rookop mechanical units. 

i. All roof areas must promote posiBve drainage. 

j. Previously coated roofs with well-adhered polyurethane or polyurea coaBng surfacing 

must be solvent-wiped with acetone aker cleaning to reacBvate the surface for 

overcoaBng. 

2. Primer: 

a. Prime enBre roof surface with primer at 1/2 gallon per 100 SF. 

3. Reinforcement: Treatment of field seams and around penetraBons: 

a. ApplicaBon of 3-course base coaBng on metal panel end laps, flashings and around 

penetraBons. 

1. Verify that the surface to be coated is properly prepared. 

2. Determine where the first run of 6 inch (150 mm) wide Grip Polyester Sok 

reinforcement will be started and verify the surface is clean. For other details 

requiring reinforcement (such as drains, penetraBons or curbs), 12 inch, 38 inch 

and 40 inch wide fabric reinforcement is available. 

3. PosiBon reinforcing fabric to roll out, apply coaBng at 3.0 gal/100 sq. k. (1.22 L/ 

m2) extending 4 inch. (100 mm) on each side of the lap to where the 

reinforcement is to be applied. Immediately roll reinforcement into the coaBng 

and completely saturate the surface, ensuring full encapsulaBon of fabric 

without pinholes, voids, openings or verBcal fibers. 

4. Allow the product to cure before applying field coaBng. 

b. ApplicaBon of seam tape with base coat on metal panel end laps, flashings and around 

penetraBons. 

1. Verify that the surface to be coated is properly prepared. 

2. Remove the clear release liner from the back in workable secBons. 

3. Center 6 inch wide seam tape over the middle of the lap. 

4. Use care to install the tape uniformly. Do not stretch or cause air pockets, 

wrinkles or fish mouths. 

5. Apply pressure to tape starBng at the center and work toward the outside edge 
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with a steel roller to acBvate the bonding process. 

6. Inspect the tape to ensure that it is properly installed. Verify edges are Bghtly 

fixed to the surface. If any discrepancies are present, repair before the coaBng 

is applied. 

7. Saturate the tape with base coaBng as specified. 

c. ApplicaBon of base coat on uncrimped metal panel side laps: 

1. Verify that the surface to be coated is properly prepared. 

2. Restore the surface to a suitable condiBon if the roof surface becomes 

contaminated with dirt, dust or other materials that will interfere with adhesion 

of the coaBngs. 

3. Apply materials at specified dry film thickness. 

4. Apply base coat at minimum 6 inch wide stripes over all seams, flashings and 

around penetraBons at 2.0 gallons per 100 SF. 

5. Use fabric reinforcement when panels are gapped and cannot be drawn Bghtly 

together. 

6. Allow to dry for a minimum of 24 hours before applying finish coats. 

7. On verBcal surfaces to achieve proper applicaBon rate cut your applicaBon into 

two coats to avoid sagging. 

4. CoaBng: Ensure the fluid-applied coverage rates are obtained throughout the enBre roof 

surface. 

a. Material: Apply base coat in a uniform manner at 1 gallon per 100 SF over the enBre 

roof surface. Allow to cure thoroughly, but no more than 72 hours. 

b. Apply a top coaBng over base coat at 1.5 gallons per 100 SF. 

c. Use special aMenBon to coaBng flashings and other criBcal areas to build adequate 

membrane thickness. 

d. Use mulBple coats or high build coaBng on verBcals or steep slopes to prevent sagging 

and to obtain the required total coverage rate. 

e. Apply to Garland's minimum fluid-applied membrane thickness over the enBre roof 

surface. 

5. Non-Skid Surface: 

a. Apply coaBng at 1.0 gallons per 100 SF and immediately broadcast dry roofing granules 

or 20-40 mesh silica sand at 30 lbs/sq into wet coaBng and back-roll to set. 

3.4. INSTALLATION EDGE TREATMENT AND ROOF PENETRATION FLASHING 

A. Fabricated Flashings: Fabricated flashings and trim are provided as specified in SecBon 07620. 

1. Fabricated flashings and trim shall conform to the detail requirements of SMACNA 

"Architectural Sheet Metal Manual" and/or the Copper Development AssociaBon "Copper in 

Architecture - Handbook" as applicable. 

B. Manufactured Roof SpecialBes: Manufactured copings, fascia, gravel stops, control joints, expansion 

joints, joint covers and related flashings and trim are provided as specified in SecBon 07710. 

1. Manufactured roof specialBes shall conform to the detail requirements of SMACNA 

"Architectural Sheet Metal Manual" and/or the NaBonal Roofing Contractor's AssociaBon 

"Roofing and Waterproofing Manual" as applicable. 

C. Liquid Flashing: 

1. Mask target area on roof membrane with tape. 

2. Clean all non-porous areas with isopropyl alcohol. 

3. Apply 32 wet mil base coat of liquid flashing over masked area. 
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4. Embed polyester reinforcement fabric into the base coat of the liquid flashing. 

5. Apply 32 wet mil top coat of the liquid flashing material over the fabric extending 2 inches (51 

mm) past the scrim in all direcBons. 

3.5. CLEANING 

A. Clean-up and remove daily from the site all wrappings, empty containers, paper, loose parBcles and 

other debris resulBng from these operaBons. 

B. Remove coaBng markings from finished surfaces. 

C. Repair or replace defaced or disfigured finishes caused by Work of this secBon. 

3.6. PROTECTION 

A. Provide traffic ways, erect barriers, fences, guards, rails, enclosures, chutes and the like to protect 

personnel, roofs and structures, vehicles and uBliBes. 

B. Protect exposed surfaces of finished walls with tarps to prevent damage. 

C. Plywood for traffic ways required for material movement over exisBng roofs shall be not less than 

5/8 inch (16 mm) thick. 

D. In addiBon to the plywood listed above, an underlayment of minimum 1/2 inch (13 mm) recover 

board is required on new roofing. 

E. Special permission shall be obtained from the Manufacturer before any traffic shall be permiMed 

over new roofing. 

3.7. FIELD QUALITY CONTROL 

A. Require aMendance of roofing materials manufacturers' representaBves at site during installaBon of 

the roofing system. 

B. Perform field inspecBon and [and tesBng] as required under provisions of SecBon 01410. 

C. Correct defects or irregulariBes discovered during field inspecBon. 

3.8. FINAL INSPECTION 

A. At compleBon of roofing installaBon and associated work, meet with Contractor, Architect, installer, 

installer of associated work, roofing system manufacturer's representaBve and others directly 

concerned with performance of roofing system. 

B. Walk roof surface areas, inspect perimeter building edges as well as flashing of roof penetraBons, 

walls, curbs and other equipment. IdenBfy all items requiring correcBon or compleBon and furnish a 

copy of the list to each party in aMendance. 

C. If core cuts verify the presence of damp or wet materials, the installer shall be required to replace 

the damaged areas at his own expense. 

D. Repair or replace deteriorated or defecBve work found at Bme above inspecBon as required to 

produce an installaBon that is free of damage and deterioraBon at Bme of SubstanBal CompleBon 

and according to warranty requirements. 
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E. NoBfy Architect upon compleBon of correcBons. 

F. Following the final inspecBon, provide wriMen noBce of acceptance of the installaBon from the 

roofing system manufacturer. 

3.9. SCHEDULES 

A. Primers: 

1. Metal Primer - Metal Roof Primer: Fast drying water-based rust inhibiBve primer. 

a. VOC: <65 g/L 

b. Weight/gal: 10 lbs ± 0.2 

c. Solids by Volume: 41% ± 2.0% 

d. Viscosity @ 77° F (25° C): 800 ± 200 cP 

B. Base: 

1. Base CoaBng: LiquiTec Base: MulB-purpose, 100% solids, two-part, fast-cure, polyurea liquid 

waterproofing membrane having the following characterisBcs: 

a. ElongaBon, ASTM D 412: 800% 

b. Tensile Strength, ASTM D 412: 2500 psi 

c. Tear Resistance, ASTM D 624: 449 lbs./in 

d. Low Temperature Flexibility, ASTM D 522: -60 degrees F (-51.1 degrees C) 

e. Hardness, ASTM D 2240 (Shore A): 80 

f. Dynamic Impact Resistance (Fully Reinforced System): ASTM D 5635, 37 joules 

g. StaBc Puncture Resistance (Fully Reinforced System): ASTM D 5602, 20 kg 

h. Tensile-Tear Resistance (Fully Reinforced System): ASTM D 4073, 274 lbf 

i. Tensile Load Strain (Fully Reinforced System): ASTM D 4073, 193 lbf/in. 

j. Toughness: (Fully Reinforced System): 46 in.-lbf/in² 

k. Dry Film Thickness (Fully Reinforced System), 90-100 mils 

l. Lap Shear Strength (MB Seam with coaBng): ASTM D 7379, 231 lbf/in. 

m. Density @ 77 degrees F (25 degrees C, ASTM D 2939) 9.6 lb./gal (1.2 g/m3) 

n. Flash Point: ASTM D 93, 110 degrees F min. (43 degrees C) 

o. VOC: 0 g/l 

p. Microbial Resistance: ASTM G21, No Microbial Growth 

q. Water Leakage Resistance: ASTM D7281, Pass 

C. Reinforcement: 

1. Grip Polyester Sok: Sok polyester reinforcing fabric. 

a. Tensile Strength ASTM D 3766, 57.1 lbs (25.9 kg). 

b. Tear Strength, 16.1 lbs (7.30 kg). 

c. ElongaBon ASTM D 3786, 61.65% 

d. Weight per Area, 3 oz./sq yd. (102 g/m2) 

e. Mullen Burst, ASTM D 3786: 176 lbs. (80.2 kg) 

D. CoaBngs: 

1. CoaBng: LiquiTec: MulB-purpose, 100% solids, two-part, fast-cure, polyurea liquid 

waterproofing membrane having the following characterisBcs: 

a. ElongaBon, ASTM D 412: 800% 

b. Tensile Strength, ASTM D 412: 2500 psi 

c. Tear Resistance, ASTM D 624: 449 lbs./in 

d. Low Temperature Flexibility, ASTM D 522: -60 degrees F (-51.1 degrees C) 

e. Hardness, ASTM D2240 (Shore A): 80 
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f. Dynamic Impact Resistance (Fully Reinforced System): ASTM D 5635, 37 joules 

g. StaBc Puncture Resistance (Fully Reinforced System): ASTM D 5147, 135 lb/in 

h. Tensile-Tear Resistance (Fully Reinforced System): ASTM D 4073, 274 lbf 

i. Tensile Load Strain (Fully Reinforced System): ASTM D 4073,193 lbf/in. 

j. Toughness: (Fully Reinforced System): ASTM D 5147 46 in.-lbf/in² 

k. Dry Film Thickness (Fully Reinforced System), 90-100 mils 

l. Lap Shear Strength (MB Seam with coaBng): ASTM D 7379, 231 lbf/in. 

m. Density @ 77 degrees F (25 degrees C), ASTM D 2939) 9.6 lb./gal (1.2 g/m3) 

n. VOC: 0 g/l 

o. Microbial Resistance: ASTM G21, No Microbial Growth 

p. Water Leakage Resistance: ASTM D7281, Pass 

q. IniBal Reflectance: 0.84 

r. IniBal EmiMance: 0.88 

s. IniBal SRI: 105 

E. Liquid Flashings 

1. CoaBng: LiquiTec FG: MulB-purpose, 100% solids, two-part, fast-cure, polyurea liquid 

waterproofing membrane having the following characterisBcs: 

a. ElongaBon, ASTM D 412: 800% 

b. Tensile Strength, ASTM D 412: 2500 psi 

c. Tear Resistance, ASTM D 624: 449 lbs./in 

d. Low Temperature Flexibility, ASTM D 522: -60 degrees F (-51.1 degrees C) 

e. Hardness, ASTM D 2240 (Shore A): 80 

f. Dynamic Impact Resistance (Reinforced System): ASTM D 5635, 37 joules 

g. StaBc Puncture Resistance (Reinforced System): ASTM D 5602, 20 kg 

h. Tensile-Tear Resistance (Fully Reinforced System): ASTM D 4073, 274 lbf. 

i. Tensile Load Strain (Fully Reinforced System): ASTM D 4073, 135 lbf.in. 

j. Toughness: ASTM D 5147 46 in.-lbf/in². 

k. Dry Film Thickness (Fully Reinforced System), 70-80 mils 

l. Lap Shear Strength (MB Seam with coaBng): ASTM D7379, 

m. 231 lbf/in. 

n. Density @ 77 degrees F (25 degrees C, ASTM D 2939) 9.6 lb./gal (1.2 g/m3) 

o. VOC: 0 g/l 

p. Microbial Resistance: ASTM G 21, No Microbial Growth 

q. Water Leakage Resistance: ASTM D7281, Pass 

F. Walkway Surfacing: Topping. 

1. Surfacing: ReflecBve/Non-Skid 

a. Silica sand/Non-Skid. 

b. Roofing granules 

G. Accessories: 

1. Silicone Polymer Hybrid Sealant and MasBc - Green-Lock Sealant XL: One part, 100% solids, 

non-sag sealant as approved and furnished by the sealant manufacturer for cracks, movement 

and non-movement joints. 

a. Service Temp -40°F to 200°F (-40°C to 93°C) 

b. ElongaBon, ASTM D 412: 550% 

c. Hardness, Shore A, ASTM C 661: 24 +/-3 

2. Modified Silane Sealant - Tuff-Stuff MS: One part, non-sag sealant as approved and furnished 
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by the membrane manufacturer for moving joints. 

a. Tensile Strength, ASTM D 412: 250 psi 

b. ElongaBon, ASTM D 412: 950% 

c. Hardness, Shore A ASTM C 920: 35 

d. Adhesion-in-Peel, ASTM C 92: 30 pli 

3. Urethane Adhesive - Green-Lock Structural Adhesive: Single component, 100% solids 

structural adhesive as furnished and recommended by the membrane manufacturer. 

a. ElongaBon, ASTM D 412: 300% 

b. Hardness, Shore A, ASTM C 920: 50 

c. Shear Strength, ASTM D 1002: 300 psi 

4. Water Repellent - Seal-A-Pore HP: Transparent and colorless soluBon designed to dampproof 

above grade masonry surfaces as recommended and furnished by the membrane 

manufacturer. 

a. Density @77 degrees F 8.4 lb/gal min. 

b. Viscosity (Zahn #2 cup) Typical 14 sec. 

5. Acrylic Dampproofing - Tuff-Coat: Elastomeric wall coaBng that provides heavy body 

protecBon while bridging small hairline cracks and masonry imperfecBons as recommended 

and furnished by the membrane manufacturer. 

a. Density @77 degrees F 12.25 lb/gal typical 

b. Viscosity, ASTM D 562: 95 KU 

6. Butyl Tape: 100% solids, asbestos free and compressive tape designed to seal as 

recommended and furnished by the membrane manufacturer. 

7. Non-Shrink Grout: GarRock all-weather fast sexng chemical acBon concrete material to fill 

pitch pans. 

a. Flexural Strength, ASTM C 78: (modified) 7 days 1100psi 

b. High Strength, ASTM C 109: (modified) 24 days 8400lbs (3810kg) 

8. Pitch Pocket Sealer - Seal-Tite: One-part, 100% solids, self-leveling, polyurethane sealant. 

a. Viscosity, ASTM D2196: 90,000 to 160,000 cps 

b. Skin Time, 70°F (21.1°C), 50% R.H.: Min. – 10 min; Max. – 40 min 

c. ElongaBon, 100 mil @ 70°F (21.1°C) ASTM D 412: 250% 

d. Tensile Strength, ASTM D 412: 200 psi at 100 mil 

 
3.10. ROOFING INSTALLER'S WARRANTY 

A. WHEREAS   of  , herein called the 

"Roofing Installer," has performed roofing and associated work ("work") on the following project: 

1. Owner:  . 

2. Address:  . 

3. Building Name/Type:  . 

4. Address:  . 

5. Area of Work:  . 

6. Acceptance Date:  . 

7. Warranty Period: Three Years. 

8. ExpiraBon Date:  . 
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B. AND WHEREAS Roofing Installer has contracted (either directly with Owner or indirectly as a 

subcontractor) to warrant said work against leaks and faulty or defecBve materials and workmanship 

for designated Warranty Period, 

C. NOW THEREFORE Roofing Installer hereby warrants, subject to terms and condiBons herein set forth, 

that during Warranty Period he will, at his own cost and expense, make or cause to be made such 

repairs to or replacements of said work as are necessary to correct faulty and defecBve work and as 

are necessary to maintain said work in a waterBght condiBon. 

D. This Warranty is made subject to the following terms and condiBons: 

1. Specifically excluded from this Warranty are damages to work and other parts of the building, 

and to building contents, caused by: 

a. lightning; 

b. peak gust wind speed exceeding 120 MPH; 

c. fire; 

d. failure of roofing system substrate, including cracking, seMlement, excessive deflecBon, 

deterioraBon, and decomposiBon; 

e. faulty construcBon of parapet walls, copings, chimneys, skylights, vents, equipment supports, 

and other edge condiBons and penetraBons of the work; 

f. vapor condensaBon on boMom of roofing; and 

g. acBvity on roofing by others, including construcBon contractors, maintenance personnel, 

other persons, and animals, whether authorized or unauthorized by Owner. 

2. When work has been damaged by any of foregoing causes, Warranty shall be null and void unBl 

such damage has been repaired by Roofing Installer and unBl cost and expense thereof have been 

paid by Owner or by another responsible party so designated. 

3. Roofing Installer is responsible for damage to work covered by this Warranty but is not liable for 

consequenBal damages to building or building contents resulBng from leaks or faults or defects of 

work. 

4. During Warranty Period, if Owner allows alteraBon of work by anyone other than Roofing 

Installer, including cuxng, patching, and maintenance in connecBon with penetraBons, 

aMachment of other work, and posiBoning of anything on roof, this Warranty shall become null 

and void on date of said alteraBons, but only to the extent said alteraBons affect work covered by 

this Warranty. If Owner engages Roofing Installer to perform said alteraBons, Warranty shall not 

become null and void unless Roofing Installer, before starBng said work, shall have noBfied 

Owner in wriBng, showing reasonable cause for claim, that said alteraBons would likely damage 

or deteriorate work, thereby reasonably jusBfying a limitaBon or terminaBon of this Warranty. 

5. During Warranty Period, if original use of roof is changed and it becomes used for, but was not 

originally specified for, a promenade, work deck, spray-cooled surface, flooded basin, or other 

use or service more severe than originally specified, this Warranty shall become null and void on 

date of said change, but only to the extent said change affects work covered by this Warranty. 

6. Owner shall promptly noBfy Roofing Installer of observed, known, or suspected leaks, defects, or 

deterioraBon and shall afford reasonable opportunity for Roofing Installer to inspect work and to 

examine evidence of such leaks, defects, or deterioraBon. 

7. This Warranty is recognized to be the only warranty of Roofing Installer on said work and shall not 

operate to restrict or cut off Owner from other remedies and resources lawfully available to 

Owner in cases of roofing failure. Specifically, this Warranty shall not operate to relieve Roofing 

Installer of responsibility for performance of original work according to requirements of the 

Contract Documents, regardless of whether Contract was a contract directly with Owner or a 

subcontract with Owner's General Contractor. 
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E. IN WITNESS THEREOF, this instrument has been duly executed this   day of 

 ,  . 

 
1. Authorized Signature:  . 

2. Name:  . 

3. Title:  . 
 
 
 

 
END OF SECTION 
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SECTION 07 62 00 

 
ROOF RELATED SHEET METAL FLASHING 

 

 
1. GENERAL 

 

 
1. RELATED DOCUMENTS 

 
A. Drawings and general provisions of the Contract, including General and Supplementary 

CondiBons and Division 01 SpecificaBon SecBons, apply to this SecBon. 

 
2. SUMMARY 

 
A. SecBon Includes: 

 
1. Manufactured through-wall flashing with counterflashing 

2. Formed low-slope roof sheet metal fabricaBons. 

3. Formed wall, coping, and soffit sheet metal fabricaBons. 

4. Formed equipment support flashing 

5. Surface mounted counter flashing 

6. Manufactured reglets and counter flashing 

7. Edge metal / gravel stop and cleat flashing 

8. GuVers & Downspouts 

 
B. Related Requirements: 

1. Division 06 "Rough Carpentry" for wood nailers, curbs, and blocking. 

2. Division 07 “Membrane Roofing” for materials and installaBon of sheet metal flashing 

and trim integral with roofing. 

3. Division 07 “Metal Roofing” for materials and installaBon of sheet metal flashing and 

trim integral with roofing. 

4. Division 07 "Roof Accessories" for set-on-type curbs, equipment supports, roof hatches, 

vents, and other manufactured roof accessory units. 

 
3. COORDINATION 

 
A. Coordinate sheet metal flashing and trim layout and seams with sizes and locaBons of 

penetraBons to be flashed, and joints and seams in adjacent materials. 

B. Coordinate sheet metal flashing and trim installaBon with adjoining roofing and wall materials, 

joints, and seams to provide leak proof, secure, and noncorrosive installaBon. 
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4. PREINSTALLATION MEETINGS 

 
A. Pre InstallaBon Conference: Conduct conference at Project site. 

 
1. Review construcBon schedule. Verify availability of materials, Installer's personnel, 

equipment, and faciliBes needed to make progress and avoid delays. 

2. Review special roof details, roof drainage, roof-penetraBon flashing, equipment curbs, 

and condiBon of other construcBon that affect sheet metal flashing and trim. 

3. Review requirements for insurance and cerBficates if applicable. 

4. Review sheet metal flashing observaBon and repair procedures aher flashing 

installaBon. 

 
5. SUBMITTALS 

 
A. Product Data: For each type of product. 

 
1. Include construcBon details, material descripBons, dimensions of individual components 

and profiles, and finishes for each manufactured product and accessory. 

B. Shop Drawings: For sheet metal flashing and trim. 

 
1. Include plans, elevaBons, secBons, and aVachment details. 

2. Detail fabricaBon and installaBon layouts, expansion-joint locaBons, and keyed details. 

DisBnguish between shop- and field-assembled work. 

3. Include idenBficaBon of material, thickness, weight, and finish for each item and locaBon 

in Project. 

4. Include details for forming, including profiles, shapes, seams, and dimensions. 

5. Include details for joining, supporBng, and securing, including layout and spacing of 

fasteners, cleats, clips, and other aVachments. Include paVern of seams. 

6. Include details of terminaBon points and assemblies. 

7. Include details of expansion joints and expansion-joint covers, including showing 

direcBon of expansion and contracBon from fixed points. 

8. Include details of roof-penetraBon flashing. 

9. Include details of edge condiBons, including eaves, ridges, valleys, rakes, crickets, and 

counter flashings as applicable. 

10. Include details of special condiBons. 

11. Include details of connecBons to adjoining work. 

12. Detail formed flashing and trim at scale of not less than 3 inches per 12 inches 

 
C. Samples for IniBal SelecBon: For each type of sheet metal and accessory indicated with factory-

applied finishes. 

D. Samples for VerificaBon: For each type of exposed finish. 

 
1. Sheet Metal Flashing: 12 inches (300 mm) long by actual width of unit, including finished 

seam and in required profile. Include fasteners, cleats, clips, closures, and other 

aVachments. 
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2. Trim, Metal Closures, Expansion Joints, Joint IntersecBons, and Miscellaneous FabricaBons: 

12 inches (300 mm) long and in required profile. Include fasteners and other exposed 

accessories. 

 
6. INFORMATIONAL SUBMITTALS 

 
A. QualificaBon Data: For fabricator. 

 
B. Product CerBficates: For each type of coping and roof edge flashing that is ANSI SPRI ES-1 tested. 

C. Product Test Reports: For each product, for tests performed by a qualified tesBng agency. 

 
D. Sample Warranty: For special warranty. 

 

 
7. CLOSEOUT SUBMITTALS 

 
A. Maintenance Data: For sheet metal flashing and trim, and its accessories, to include in 

maintenance manuals. 

 
8. QUALITY ASSURANCE 

 
A. Fabricator QualificaBons: Employs skilled workers who custom fabricate sheet metal flashing and 

trim similar to that required for this Project and whose products have a record of successful in-

service performance. 

1. For copings and roof edge flashings that are SPRI ES-1 tested, shop shall be listed as able 

to fabricate required details as tested and approved. 

 
9. DELIVERY, STORAGE, AND HANDLING 

 
A. Do not store sheet metal flashing and trim materials in contact with other materials that might 

cause staining, denBng, or other surface damage. Store sheet metal flashing and trim materials 

away from uncured concrete and masonry. 

B. Protect strippable protecBve covering on sheet metal flashing and trim from exposure to sunlight 

and high humidity, except to extent necessary for period of sheet metal flashing and trim 

installaBon. 

 
10. WARRANTY 

 
A. Owner shall receive one (1) 20 Year warranty from manufacturer of roofing materials covering all 

of the following criteria. MulBple warranBes are not acceptable. 
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1. Pre-finished metal material shall require a wriVen twenty (20)-year non-prorated warranty 

covering fade, chalking and film integrity. The material shall not show a color change 

greater than 5 NBS color units per ASTM D2244 or chalking excess of 8 units per ASTM 

D659. If either occurs material shall be replaced per warranty, at no cost to the Owner. 

2. Changes: Changes or alteraBons in the edge metal system without prior wriVen consent 

from the manufacturer shall render the system unacceptable for a warranty. 

3. Warranty shall commence on date of substanBal compleBon or final payment, whichever 

is agreed by contract. 

4. The Contractor shall provide the Owner with a notarized wriVen warranty assuring that all 

sheet metal work including caulking and fasteners to be waterBght and secure for a period 

of two years from the date of final acceptance of the building. Warranty shall include all 

materials and workmanship required to repair any leaks that develop, and make good any 

damage to other work or equipment caused by such leaks or the repairs thereof. 

5. Installing roofing contractor shall be responsible for the installaBon of the edge metal 

system in general accordance with the membrane manufacturer's recommendaBons. 

6. Installing contractor shall cerBfy that the edge metal system has been installed per the 

manufacturer's printed details and specificaBons. 

7. One manufacturer shall provide a 30 Year No Dollar Limit Warranty as a single warranty 

for all accessory metal for flashings, metal edges and copings, along with the warranty for 

metal roof areas, membrane roof areas, and any transiBons between two different 

material types. 

 
2.PRODUCTS 

 

 
1. PERFORMANCE REQUIREMENTS 

 
A. General: Sheet metal flashing and trim assemblies shall withstand wind loads, structural 

movement, thermally induced movement, and exposure to weather without failure due to 

defecBve manufacture, fabricaBon, installaBon, or other defects in construcBon. Completed sheet 

metal flashing and trim shall not raVle, leak, or loosen, and shall remain waterBght. 

B. Sheet Metal Standard for Flashing and Trim: Comply with NRCA's "The NRCA Roofing Manual" and 

SMACNA's "Architectural Sheet Metal Manual" requirements for dimensions and profiles shown 

unless more stringent requirements are indicated. 

C. Sheet Metal Standard for Copper: Comply with CDA's "Copper in Architecture Handbook." 

Conform to dimensions and profiles shown unless more stringent requirements are indicated. 

D. SPRI Wind Design Standard: Manufacture and install roof edge flashings tested according to SPRI 

ES-1 and capable of resisBng the following design pressure: 
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1. Design Pressure: As indicated on Drawings. 

 
E. Thermal Movements: Allow for thermal movements from ambient and surface temperature 

changes to prevent buckling, opening of joints, overstressing of components, failure of joint 

sealants, failure of connecBons, and other detrimental effects. Base calculaBons on surface 

temperatures of materials due to both solar heat gain and nighqme-sky heat loss. 

1. Temperature Change: 120 deg F (67 deg C), ambient; 180 deg F (100 deg C), material 

surfaces. 

 
2. COPING 

 
A. The design is based upon roofing systems engineered and manufactured by the Garland 

Company: 

The Garland Company, Inc. or equal 

Rich Jones 

Telephone: 559-647-1196 

Email: rjones@garlandco.com 

1. General: Product designaBons for the materials used in this secBon shall be based on per-

formance characterisBcs of the R-MER Edge System manufactured by the Garland Compa-

ny, Cleveland, OH, and shall form the basis of the contract documents. 

2. R-Mer Edge Fascia or Extruded Fascia ConBnuous Cant 

 
a.  Zinc-coated steel, ASTM A653, coaBng designaBon G-90, in thickness of 0.0299 

nom./ 22 gauge, 36" to 48" by coil length, chemically treated, commercial or lock-

forming quality. 

3. R-Mer Edge Coping Chairs 

 
a. Zinc-coated steel, ASTM A653, coaBng designaBon G-90, in thickness of 0.0635 

nom./ 16 gauge, 36" to 48" by coil length, chemically treated, commercial or lock-

forming quality. 

4. R-Mer Edge Fascia/drip edge 

 
a.  Zinc-coated steel, ASTM A653, coaBng designaBon G-90, in thickness of 22 

gauge, 36" to 48" by coil length, chemically treated, commercial or lock-forming 

quality. 

5. R-Mer Edge Coping 

 
a. Zinc-coated steel, ASTM A653, coaBng designaBon G-90, in thickness of 22 gauge 

36" to 48" by coil length, chemically treated, commercial or lock-forming quality. 

mailto:rjones@garlandco.com
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3. SHEET METALS 

 
A. General: Protect mechanical and other finishes on exposed surfaces from damage by applying 

strippable, temporary protecBve film before shipping. 

B. Metallic-Coated Steel Sheet: Provide zinc-coated (galvanized) steel sheet according to ASTM 

A 653/A 653M, G90 (Z275) coaBng designaBon; prepainted by coil-coaBng process to comply with 

ASTM A 755/A 755M. 

1. Surface: Smooth, flat and with manufacturer's standard clear acrylic coaBng on both sides. 

2. Exposed Coil-Coated Finish: 

a. Two-Coat Fluoropolymer: AAMA 621. Fluoropolymer finish containing not less than 

70 percent PVDF resin by weight in both color coat and clear topcoat. Prepare, 

pretreat, and apply coaBng to exposed metal surfaces to comply with coaBng and 

resin manufacturers' wriVen instrucBons. 

3. Color: Match Architect's sample 

4. Concealed Finish: Pretreat with manufacturer's standard white or light-colored acrylic or 

polyester backer finish, consisBng of prime coat and wash coat with minimum total dry 

film thickness of 0.5 mil (0.013 mm). 

 
4. UNDERLAYMENT MATERIALS 

 
A. Self-Adhering, High-Temperature Sheet: Minimum 45 mils thick, consisBng of a slip-resistant 

polyethylene- or polypropylene-film top surface laminated to a layer of butyl- or SBS-modified 

asphalt adhesive, with release-paper backing; specifically designed to withstand high metal 

temperatures beneath metal roofing. Provide primer according to wriVen recommendaBons of 

underlayment manufacturer. 

1. The Garland Company Inc or equal., 3800 E. 91st Street Cleveland OH 44105; R-Mer Seal 

self-adhering underlayment. Local RepresentaBve: Richard Jones (559) 647-1196 

rjones@garlandco.com 

2. Thermal Stability: ASTM D 1970; stable aher tesBng at 240 deg F or higher. 

3. Low-Temperature Flexibility: ASTM D 1970; passes aher tesBng at minus 20 deg F or lower. 

B. Slip Sheet: Rosin-sized building paper, 3 lb/100 sq. h. minimum. 
 

 
5. MISCELLANEOUS MATERIALS 

 
A. General: Provide materials and types of fasteners, solder, protecBve coaBngs, sealants, and other 

miscellaneous items as required for complete sheet metal flashing and trim installaBon and as 

recommended by manufacturer of primary sheet metal unless otherwise indicated. 

B. Fasteners: Wood screws, annular threaded nails, self-tapping screws, self-locking rivets and bolts, 

and other suitable fasteners designed to withstand design loads and recommended by 

manufacturer of primary sheet metal or manufactured item. 

mailto:rjones@garlandco.com
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1. General: Blind fasteners or self-drilling screws, gasketed, with hex-washer head. 

 
a. Exposed Fasteners: Heads matching color of sheet metal using plasBc caps or 

factory-applied coaBng. Provide metal-backed EPDM or PVC sealing washers under 

heads of exposed fasteners bearing on weather side of metal. 

b. Blind Fasteners: High-strength aluminum or stainless-steel rivets suitable for metal 

being fastened. 

c. Spikes and Ferrules: Same material as guVer; with spike with ferrule matching 

internal guVer width. 

2. Fasteners for Zinc-Tin Alloy-Coated Stainless-Steel Sheet: Series 300 stainless steel. 

 
C. Solder: 

 
1. For Zinc-Coated (Galvanized) Steel: ASTM B 32, Grade Sn50, 50 percent Bn and 50 percent 

lead or Grade Sn60, 60 percent Bn and 40 percent lead with maximum lead content of 0.2 

percent. 

D. Sealant Tape: Pressure-sensiBve, 100 percent solids, polyisobutylene compound sealant tape with 

release-paper backing. Provide permanently elasBc, nonsag, nontoxic, nonstaining tape 1/2 inch 

wide and 1/8 inch thick. 

E. Elastomeric Sealant: ASTM C 920, elastomeric polyurethane polymer sealant; of type, grade, class, 

and use classificaBons required to seal joints in sheet metal flashing and trim and remain 

waterBght. 

F. Butyl Sealant: ASTM C 1311, single-component, solvent-release butyl rubber sealant; 

polyisobutylene plasBcized; heavy bodied for hooked-type expansion joints with limited 

movement. 

G. Bituminous CoaBng: Cold-applied asphalt emulsion according to ASTM D 1187. 

 
H. Asphalt Roofing Cement: ASTM D 4586, asbestos free, of consistency required for applicaBon. 

 

 
6. FABRICATION, GENERAL 

 
A. General: Custom fabricate sheet metal flashing and trim to comply with details shown and 

recommendaBons in cited sheet metal standard that apply to design, dimensions, geometry, 

metal thickness, and other characterisBcs of item required. Fabricate sheet metal flashing and 

trim in shop to greatest extent possible. 

1. Fabricate sheet metal flashing and trim in thickness or weight needed to comply with 

performance requirements, but not less than that specified for each applicaBon and metal. 

2. Obtain field measurements for accurate fit before shop fabricaBon. 

3. Form sheet metal flashing and trim to fit substrates without excessive oil canning, buckling, 

and tool marks; true to line, levels, and slopes; and with exposed edges folded back to 

form hems. 
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4. Conceal fasteners and expansion provisions where possible. Do not use exposed 

fasteners on faces exposed to view. 

B. FabricaBon Tolerances: Fabricate sheet metal flashing and trim that is capable of installaBon to a 

tolerance of 1/4 inch in 20 feet on slope and locaBon lines indicated on Drawings and within 1/8-

inch offset of adjoining faces and of alignment of matching profiles. 

C. Expansion Provisions: Form metal for thermal expansion of exposed flashing and trim. 

 
1. Form expansion joints of intermeshing hooked flanges, not less than 1 inch deep, filled 

with butyl sealant concealed within joints. 

2. Use lapped expansion joints only where indicated on Drawings. 

 
D. Sealant Joints: Where movable, non expansion-type joints are required, form metal to provide for 

proper installaBon of elastomeric sealant according to cited sheet metal standard. 

E. Fabricate cleats and aVachment devices from same material as accessory being anchored or from 

compaBble, noncorrosive metal. 

F. Seams: Fabricate nonmoving seams with flat-lock seams. Form seams and seal with elastomeric 

sealant unless otherwise recommended by sealant manufacturer for intended use. 

G. Do not use graphite pencils to mark metal surfaces. 
 

 
7. ROOF-DRAINAGE SHEET METAL FABRICATIONS 

 
A. Hanging GuVers: Fabricate to cross secBon required, complete with end pieces, outlet tubes, and 

other accessories as required. Fabricate in minimum 96-inch- long secBons. Furnish flat-stock 

guVer brackets and flat-stock guVer spacers and straps fabricated from same metal as guVers, of 

size recommended by cited sheet metal standard but with thickness not less than dimension 

indicated on Drawings. Fabricate expansion joints, expansion-joint covers, guVer bead reinforcing 

bars, and guVer accessories from same metal as guVers. Shop fabricate interior and exterior 

corners. 

1. GuVer Profile: Style B according to cited sheet metal standard. 

2. Expansion Joints: BuV type with cover plate. 

3. Accessories: ConBnuous, removable leaf screen with sheet metal frame and hardware 

cloth screen. 

4. GuVers with Girth up to 15 Inches: Fabricate from the following materials: 

a. Galvanized Steel: 22 gauge thickness. 
 

 
B. Downspouts: Fabricate downspouts per plans and details or per size per CA plumbing code. 

Fabricate from the following materials unless otherwise shown on drawings. 

1. Galvanized Steel: 22 gauge thickness. 

 
C. Conductor Heads: Fabricate conductor heads with flanged back and sBffened top edge and of 

dimensions and shape required, complete with outlet tubes, exterior flange trim, and built-in 

overflows. Fabricate from the following materials: 
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1. Galvanized Steel: 22 gauge thickness. 
 

 
8. WALL SHEET METAL FABRICATIONS 

 
A. Through-Wall Flashing: Fabricate conBnuous flashings in minimum 96-inch- long, but not 

exceeding 12-foot long, secBons, under copings, and at shelf angles. Fabricate disconBnuous 

lintel, sill, and similar flashings to extend 6 inches beyond each side of wall openings; and form 

with 2-inch high, end dams. Fabricate from the following materials: 

1. Galvanized Steel: 22 gauge thickness. 

 
B. Opening Flashings in Frame ConstrucBon: Fabricate head, sill, jamb, and similar flashings to extend 

4 inches beyond wall openings. Form head and sill flashing with 2-inch high, end dams. Fabricate 

from the following materials: 

1. Galvanized Steel: 22 gauge thickness. 

 
C. Wall Expansion-Joint Cover: Fabricate from the following materials: 

 
1. Galvanized Steel: 22 gauge thickness. 

 

 
9. MISCELLANEOUS SHEET METAL FABRICATIONS 

 
A. Equipment Support Flashing: Fabricate from the following materials: 

 
1. Galvanized Steel: 22 gauge thickness. 

 
B. Overhead-Piping Safety Pans: Fabricate from the following materials: 

 
1. Galvanized Steel: 22 gauge thickness. 

 

 
3.EXECUTION 

 

 
1. EXAMINATION 

 
A. Examine substrates, areas, and condiBons, with Installer present, for compliance with 

requirements for installaBon tolerances, substrate, and other condiBons affecBng performance of 

the Work. 

1. Verify compliance with requirements for installaBon tolerances of substrates. 

2. Verify that substrate is sound, dry, smooth, clean, sloped for drainage, and securely 

anchored. 

3. Verify that air- or water-resistant barriers have been installed over sheathing or backing 

substrate to prevent air infiltraBon or water penetraBon. 

B. Proceed with installaBon only aher unsaBsfactory condiBons have been corrected. 
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2. UNDERLAYMENT INSTALLATION 

 
A. Self-Adhering Sheet Underlayment: Install self-adhering sheet underlayment, wrinkle free. Prime 

substrate if recommended by underlayment manufacturer. Comply with temperature restricBons 

of underlayment manufacturer for installaBon; use primer for installing underlayment at low 

temperatures. Apply in shingle fashion to shed water, with end laps of not less than 6 inches 

staggered 24 inches between courses. Overlap side edges not less than 3-1/2 inches. Roll laps and 

edges with roller. Cover underlayment within 14 days. 

B. Apply slip sheet, wrinkle free, directly on substrate before installing sheet metal flashing and trim. 

 
3. INSTALLATION, GENERAL 

 
A. General: Anchor sheet metal flashing and trim and other components of the Work securely in 

place, with provisions for thermal and structural movement. Use fasteners, solder, protecBve 

coaBngs, separators, sealants, and other miscellaneous items as required to complete sheet metal 

flashing and trim system. 

1. Install sheet metal flashing and trim true to line, levels, and slopes. Provide uniform, neat 

seams with minimum exposure of solder, welds, and sealant. 

2. Install sheet metal flashing and trim to fit substrates and to result in waterBght 

performance. Verify shapes and dimensions of surfaces to be covered before fabricaBng 

sheet metal. 

3. Space cleats not more than 12 inches apart. AVach each cleat with at least two fasteners. 

Bend tabs over fasteners. 

4. Install exposed sheet metal flashing and trim with limited oil canning, and free of buckling 

and tool marks. 

5. Torch cuqng of sheet metal flashing and trim is not permiVed. 
6. Do not use graphite pencils to mark metal surfaces. 

 
B. Metal ProtecBon: Where dissimilar metals contact each other, or where metal contacts pressure-

treated wood or other corrosive substrates, protect against galvanic acBon or corrosion by 

painBng contact surfaces with bituminous coaBng or by other permanent separaBon as 

recommended by sheet metal manufacturer or cited sheet metal standard. 

1. Coat concealed side of stainless-steel sheet metal flashing and trim with bituminous 

coaBng where flashing and trim contact wood, ferrous metal, or cemenBBous construcBon. 

2. Underlayment: Where installing sheet metal flashing and trim directly on cemenBBous or 

wood substrates, install underlayment and cover with slip sheet. 

C. Expansion Provisions: Provide for thermal expansion of exposed flashing and trim. Space 

movement joints at maximum of 10 feet with no joints within 24 inches of corner or intersecBon. 

1. Form expansion joints of intermeshing hooked flanges, not less than 1 inch deep, filled 

with sealant concealed within joints. 

2. Use lapped expansion joints only where indicated on Drawings. 
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D. Fasteners: Use fastener sizes that penetrate wood blocking or sheathing not less than 1-1/4 inches 

for nails and not less than 3/4 inch for wood screws. 

E. Conceal fasteners and expansion provisions where possible in exposed work and locate to 

minimize possibility of leakage. Cover and seal fasteners and anchors as required for a Bght 

installaBon. 

F. Seal joints as required for waterBght construcBon. 

 
1. Use sealant-filled joints unless otherwise indicated. Embed hooked flanges of joint 

members not less than 1 inch into sealant. Form joints to completely conceal sealant. 

When ambient temperature at Bme of installaBon is between 40 and 70 deg F, set joint 

members for 50 percent movement each way. Adjust seqng proporBonately for 

installaBon at higher ambient temperatures. Do not install sealant-type joints at 

temperatures below 40 deg F. 

2. Prepare joints and apply sealants to comply with requirements in SecBon 079200 "Joint 

Sealants." 

G. Soldered Joints: Clean surfaces to be soldered, removing oils and foreign maVer. Pre-Bn edges of 

sheets with solder to width of 1-1/2 inches; however, reduce pre-Bnning where pre-Bnned surface 

would show in completed Work. 

1. Do not solder metallic-coated steel sheet. 

2. Do not pre-Bn zinc-Bn alloy-coated stainless steel. 

3. Do not use torches for soldering. 

4. Heat surfaces to receive solder, and flow solder into joint. Fill joint completely. Completely 

remove flux and spaVer from exposed surfaces. 

5. Stainless-Steel Soldering: Tin edges of uncoated sheets, using solder for stainless steel and 

acid flux. Promptly remove acid flux residue from metal aher Bnning and soldering. Comply 

with solder manufacturer's recommended methods for cleaning and neutralizaBon. 

6. Copper Soldering: Tin edges of uncoated sheets, using solder for copper. 

7. Copper-Clad Stainless-Steel Soldering: Tin edges of uncoated sheets, using solder for 

copper-clad stainless steel. 

H. Rivets: Rivet joints in zinc where necessary for strength. 
 

 
4. ROOF-DRAINAGE SYSTEM INSTALLATION 

 
A. General: Install sheet metal roof-drainage items to produce complete roof-drainage system 

according to cited sheet metal standard unless otherwise indicated. Coordinate installaBon of roof 

perimeter flashing with installaBon of roof-drainage system. 

B. Hanging GuVers: Join secBons with riveted and soldered joints or joints sealed with sealant as 

shown and specified on drawings or summary/scope of work. Provide for thermal expansion. 

AVach guVers at eave or fascia to firmly anchor them in posiBon. Provide end closures and seal 

waterBght with sealant. Slope to downspouts. 

1. Fasten guVer spacers to front and back of guVer. 
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2. Anchor and loosely lock back edge of guVer to conBnuous cleat, eave or apron flashing. 

3. Anchor back of guVer that extends onto roof deck with cleats spaced not more than 24 

inches apart. 

4. Anchor guVer with guVer brackets and straps spaced not more than 24 inches apart to 

roof deck, unless otherwise indicated, and loosely lock to front guVer bead. 

5. Anchor guVer with spikes and ferrules spaced not more than 24 inches apart. 

6. Install guVer with expansion joints at locaBons indicated, but not exceeding, 50 feet 

apart. Install expansion-joint caps. 

7. Install conBnuous guVer screens on guVers with noncorrosive fasteners, removable for 

cleaning guVers. 

C. Conductor Heads: Anchor securely to wall, with elevaBon of conductor head rim at minimum of 

1 inch below guVer discharge. 

D. Expansion-Joint Covers: Install expansion-joint covers at locaBons and of configuraBon indicated. 

Lap joints minimum of 4 inches in direcBon of water flow. 

 
5. ROOF FLASHING INSTALLATION 

 
A. General: Install sheet metal flashing and trim to comply with performance requirements, sheet 

metal manufacturer's wriVen installaBon instrucBons, and cited sheet metal standard. Provide 

concealed fasteners where possible, and set units true to line, levels, and slopes. Install work with 

laps, joints, and seams that are permanently waterBght and weather resistant. 

B. Roof Edge Flashing: Anchor to resist uplih and outward forces according to recommendaBons in 

FM Global Property Loss PrevenBon Data Sheet 1-49 for FM Approvals' lisBng for required 

windstorm classificaBon. All roof edge flashings are to incorporate a minimum 22 gauge 

conBnuous cleat. 

C. Copings: Anchor to resist uplih and outward forces according to recommendaBons in cited sheet 

metal standard unless otherwise indicated. 

1. Interlock exterior boVom edge of coping with conBnuous cleat anchored to substrate at 

24-inch centers. 

2. Anchor interior leg of coping with washers and screw fasteners through sloVed holes at 

24-inch centers. 

D. Copings: Anchor to resist uplih and outward forces according to recommendaBons in FM Global 

Property Loss PrevenBon Data Sheet 1-49 for specified FM Approvals' lisBng for required 

windstorm classificaBon. 

E. Pipe or Post Counterflashing: Install counterflashing umbrella with close-fiqng collar with top edge 

flared for elastomeric sealant, extending minimum of 4 inches over base flashing. Install stainless-

steel draw band and Bghten. 

F. Counterflashing: Coordinate installaBon of counterflashing with installaBon of base flashing. 

Insert counterflashing in reglets or receivers and fit Bghtly to base flashing. Extend counterflashing 

4 inches over base flashing. Lap counterflashing joints minimum of 4 inches. 
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Secure in waterproof manner by means of interlocking folded seam or blind rivets and sealant, 

anchor and washer at 36-inch centers unless otherwise indicated. 

G. Roof-PenetraBon Flashing: Coordinate installaBon of roof-penetraBon flashing with installaBon of 

roofing and other items penetraBng roof. Seal with elastomeric sealant and clamp flashing to 

pipes that penetrate roof. 

 
6. WALL FLASHING INSTALLATION 

 
A. General: Install sheet metal wall flashing to intercept and exclude penetraBng moisture according 

to cited sheet metal standard unless otherwise indicated. Coordinate installaBon of wall flashing 

with installaBon of wall-opening components such as windows, doors, and louvers. 

B. Through-Wall Flashing: InstallaBon of through-wall flashing is specified in SecBon 042000 "Unit 

Masonry."SecBon092400 "Cement Plastering." 

C. Opening Flashings in Frame ConstrucBon: Install conBnuous head, sill, jamb, and similar flashings 

to extend 4 inches beyond wall openings. 

 
7. MISCELLANEOUS FLASHING INSTALLATION 

 
A. Equipment Support Flashing: Coordinate installaBon of equipment support flashing with 

installaBon of roofing and equipment. Weld or seal flashing with elastomeric sealant to equipment 

support member. 

B. Overhead-Piping Safety Pans: Suspend pans from structure above, independent of other 

overhead items such as equipment, piping, and conduit, unless otherwise indicated on Drawings. 

Pipe and install drain line to plumbing waste or drainage system. 

 
8. ERECTION TOLERANCES 

 
A. InstallaBon Tolerances: Shim and align sheet metal flashing and trim within installed tolerance of 

1/4 inch in 20 feet on slope and locaBon lines indicated on Drawings and within 1/8-inch offset 

of adjoining faces and of alignment of matching profiles. 

B. InstallaBon Tolerances: Shim and align sheet metal flashing and trim within installed tolerances 

specified in MCA's "Guide SpecificaBon for ResidenBal Metal Roofing." 

 
9. CLEANING AND PROTECTION 

 
A. Clean exposed metal surfaces of substances that interfere with uniform oxidaBon and weathering. 

B. Clean and neutralize flux materials. Clean off excess solder. 

 
C. Clean off excess sealants. 
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D. Remove temporary protecBve coverings and strippable films as sheet metal flashing and trim are 

installed unless otherwise indicated in manufacturer's wriVen installaBon instrucBons. On 

compleBon of sheet metal flashing and trim installaBon, remove unused materials and clean 

finished surfaces as recommended by sheet metal flashing and trim manufacturer. Maintain sheet 

metal flashing and trim in clean condiBon during construcBon. 

E. Replace sheet metal flashing and trim that have been damaged or that have deteriorated beyond 

successful repair by finish touchup or similar minor repair procedures. 

 
END OF SECTION 07 62 00 
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NON-REMOVABLE UNIT 

 

 
WPG APPROVED SEALANT 

 

 
GROMMETTED FASTENER 12 INCHES O.C. 

 
METAL EXTENDER PIECE WITH WPG SEALANT ONTO BACK SIDE. 

 

 
WPG FLASHING MEMBRANE ADHERED WITH WPG FLASHING 

ADHESIVE TO ACCEPTABLE SUBSTRATE 

SPECIFIED WPG SECUREMENT 

HOT-AIR WELD 

 
WPG MF/R MEMBRANE 

 
 
 
 
 
 
 
 
 
 

 
APPROVED SUBSTRATE 

 

 
NOTES: 

1. ALL FLASHINGS MUST BE A MIN. HEIGHT OF 8" ABOVE THE FIELD MEMBRANE. 

 
2. ALL FLASHING MEMBRANE THAT IS INSTALLED HIGHER THAN 18" VERTICAL 

MUST BE ADHERED TO SUBSTRATE. 

3. WPG SOLARBRITE: WPG SOLARBRITE CUT EDGE SEALANT IS REQUIRED ON 

ALL NON FACTORY CUT EDGES OF WPG SOLARBRITE 

 
          

    
 
 
 
 
 
 
 
 
 

 
TM 
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SELF-FLASHING UNIT 

 

 
ADDITIONAL WOOD BLOCKING, IF REQUIRED 

(TO ACHIEVE AN 8 IN. MIN. FLASHING HEIGHT) 

 
 
 

 
WPG REINFORCED FLASHING MEMBRANE ADHERED WITH 

WPG APPROVED ADHESIVE TO APPROVED SUBSTRATE 

 
 
 

 
WPG SPECIFIED SECUREMENT 

 

 
HOT-AIR WELD 

 
WPG MF/R MEMBRANE 

 
 
 
 
 
 
 
 
 
 
 

 
APPROVED SUBSTRATE 

NOTES: 

1. ALL FLASHINGS MUST BE A MIN. HEIGHT OF 8" ABOVE THE FIELD MEMBRANE. 

 
2. ALL FLASHING MEMBRANE THAT IS INSTALLED HIGHER THAN 18" VERTICAL MUST 

BE ADHERED TO SUBSTRATE. 

 
3. WPG SOLARBRITE CUT EDGE SEALANT IS REQUIRED ON ALL NON FACTORY CUT 

EDGES OF WPG SOLARBRITE 
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WPG MF/R FLASHING 

FOAM TUBING 
MEMBRANE 

WPG APPROVED 

ADHESIVE 
MEMBRANE FASTENED 

TO WOOD NAILER WPG MF/R FLASHING 

MEMBRANE 

 

WPG SEAM PLATES 2 IN. MIN HEAT WELD 

AND FASTENERS 6" OC 

ON EACH SIDE WPG FIELD 

MEMBRANE 

 
 
 
 
 
 
 
 
 
 

 
DECK 

NOTES: WPG SOLARBRITE CUT EDGE SEALANT IS APPROVED 

REQUIRED ON ALL NON FACTORY CUT EDGES OF SUBSTRATE 

WPG SOLARBRITE 
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CAULKING PER APPROVED 

COMPONENTS LISTING 

 

 

STAINLESS STEEL PIPE CLAMP 
 

 

8 IN. MIN. 
WPG NON REINFORCED 

USE ON 
 
 

 

WPG MF/R FLASHING 

FOR TARGET SHEET 

 
 
 
 
 

 
4 IN. MIN. 

HEAT WELD 

WPG MF/R FIELD 

MEMBRANE 

 
 

 
SPECIFIED 

SECURMENT 

MIN 3 ASSEMBLIES 

 
WPG APPROVED ADHESIVE 

APPROVED SUBSTRATE 

 
DECK 

NOTE: 

1. REROOFING - ANGLE AT VENT PIPE/ROOF INTERSECTION 

SHALL BE 90 DEGREES. IF METAL COLLAR EXISTS, 

REMOVE IT PRIOR TO INSTALLATION OF MEMBRANE. 

COVER ANY ASPHALT RESIDUE ON PIPE WITH ALUMINUM 

TAPE PRIOR TO INSTALLATION OF MEMBRANE. 

 
2. A MINIMUM OF 3 FLEX PLATES AND FASTENERS ARE TO 

BE INSTALLED AROUND THE BASE OF THE PIPE 

 
3. WPG SOLARBRITE CUT EDGE SEALANT IS REQUIRED ON 

ALL NON FACTORY CUT EDGES OF WPG SOLARBRITE 

 

DRAWINGS ON Sfx11 TITLE BLOCKS ARE NOT TO SCALE. 
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HIGH 

TEMPERATURE 

PIPE STACK 

RAIN HOOD (BY OTHERS) 

WPG APPROVED SEALANT 

WPG APPROVED ADHESIVE 

 
STAINLESS STEEL PIPE 

CLAMP 

 

 
WPG NON REINFORCED 

FLASHING MEMBRANE 

2" MIN HEAT WELD 

 
WPG MF/R FIELD MEMBRANE 

SHEET 

 
 
 
 
 
 
 
 

 
APPROVED 

SUBSTRATE 

NOTES: 
DECK 

1. THIS DETAIL IS TO BE USED WHEN TEMPERATURE OF STACK EXCEED 

140F. COVER ANY ASPHALT RESIDUE ON PIPE WITH ALUMINUM TAPE 

PRIOR TO INSTALLING MEMBRANE. 

 
2. WPG SOLARBRITE: WPG SOLARBRITE CUT EDGE SEALANT IS REQUIRED 

ON ALL NON FACTORY CUT EDGES OF WPG SOLARBRITE 
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HEAT WELD PREMOLDED 

WPG INSIDE CORNER (REQ'D) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
WPG FIELD MEMBRANE 

 

 
HEAT WELD PREMOLDED OUTSIDE CORNER (REQ'D) 

 
 
 
 

 
 

 
 
 

 
WPG FIELD MEMBRANE 

 
 

 
NOTES: 

1. WPG OFFERS PREFORMED INSIDE AND OUTSIDE 

CORNERS FOR PVC AND ELVALOY. WPG OFFERS A 

UNIVERSAL CORNER FOR SOLARBRITE THAT CAN BE 

USED FOR AN INSIDE OR OUTSIDE CORNER. 

2. WPG SOLARBRITE: WPG SOLARBRITE CUT EDGE 

SEALANT IS REQUIRED ON ALL NON FACTORY CUT 

EDGES OF WPG SOLARBRITE 
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4' X 8' WPG INSULATION OR RECOVER BOARD 

8 WPG PLATES AND FASTENERS PER BOARD 
 
 

 

12" 24" 24" 24" 12" 
 
 
 
 

 
6" 

 

 
18" 

 
18" 

 
6" 

 

 
4' X 8' WPG INSULATION OR RECOVER BOARD 

12 WPG PLATES AND FASTENERS PER BOARD 

 
 
 
 
 

 
 

 
  

 
 

 
    

 
  

    
 

 
4' X 8' WPG INSULATION OR RECOVER BOARD 

16 WPG PLATES AND FASTENERS PER BOARD 

 

          

   
 
 
 
 
 
 
 
 
 

 
TM 

 

 

 

 

   
 

 12" 24" 24" 24" 12" 

       

6" 
  

 

 
36" 

 

6" 
 

 

 
6" 6" 12" 12" 6" 12" 6" 12" 12" 6" 6" 

             

6"   

6"  

 
12" 

 

 
12" 

 

6"  

6"  
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VENT STACK 

WPG APPROVED SEALANT 

STAINLESS STEEL CLAMP 

WPG PREFABRICATED PIPE FLANGE 

HEAT WELDED 2" SEAM 

WPG MF/R FIELD MEMBRANE 

WPG APPROVED ADHESIVE 

 
 
 
 
 
 
 
 
 

 
DECK 

APPROVED SUBSTRATE 

NOTES: 

1. PREFABRICATED PIPE FLANGES MAY NOT BE VERTICALLY CUT AND 

WELDED BACK TOGETHER. IF FLANGE CANNOT BE SLID OVER THE TOP 

OF THE PIPE, USE METHOD AS DESCRIBED IN DETAIL 'Field Flashing Vent 

Pipe.dwg' 

 
2. A MINIMUM OF 3 WPG PLATES AND FASTENERS ARE TO BE INSTALLED 

AROUND THE BASE OF THE PIPE 

 
3. WPG SOLARBRITE: WPG SOLARBRITE CUT EDGE SEALANT IS REQUIRED 

ON ALL NON FACTORY CUT EDGES OF WPG SOLARBRITE 
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1" TO 6" (25 to 150 mm) 
 
 

 

NOTE 2 

 
WPG APPROVED SEALANT 

STAINLESS STEEL 
CLAMPING RING WPG SPLIT PIPE BOOT 

INCLUDED 
WPG SPECIFIED SECURMENT 

ACCEPTABLE 

SUBSTRATE HOT AIR WELD (NOTE 5) 
 

WPG FIELD MEMBRANE 
 
 
 
 
 
 
 
 
 
 
 

 
NOTES: 

1. REMOVE ALL LEAD AND OTHER FLASHING. 

2. TEMPERATURE OF PIPE MUST NOT EXCEED 120F (49C.) 

3. PIPE FLASHING DECK FLANGE MUST BE HOT AIR WELDED A 

MININUM OF 1-1/2" BEYOND FASTENING PLATES. 

4. A MINIMUM OF 3 FLEX PLATES AND FASTENERS ARE TO BE 

INSTALLED AROUND THE BASE OF THE PIPE 

5. WPG SOLARBRITE: FLEX SOLARBRITE CUT EDGE SEALANT IS 

REQUIRED ON ALL NON FACTORY CUT EDGES OF WPG 

SOLARBRITE 

 

 
 

          

    
 
 
 
 
 
 
 
 
 

 
TM 

 

 

 

 

   



© 2024 Wise Product Group 

 

 

          

 
 
 
 
 
 

 

DRAIN STRAINER 

DRAIN CLAMPING RING 

WPG MF/R FLASHING TARGET SHEET 

MINIMUM OF 24" AROUND DRAIN OPENING 

TAPERED EDGE SECURELY 

FASTENED AS REQUIRED 

WPG FIELD MEMBRANE ADHERED 

WPG SPECIFIED 

SECURMENT 

HOT AIR 

WELD 

 
 
 
 
 
 

 

DECK 

 
 

 
APPROVED SUBSTRATE 

 
WPG APPROVED SEALANT UNDER 

MEMBRANE AT CLAMPING RING 

 

NOTES: 

1. EXISTING DRAIN BOWL, CLAMPING RING AND DRAIN 

ACCESSORIES ARE TO BE CLEANED FREE OF ALL CONTAMINATES. 

 
2. WPG MEMBRANE PLATES AND FASTENERS ARE REQUIRED TO BE 

INSTALLED 12" OC AROUND THE ROOF DRAIN 

3. WPG SOLARBRITE: WPG SOLARBRITE CUT EDGE SEALANT IS 

REQUIRED ON ALL NON FACTORY CUT EDGES OF WPG 

SOLARBRITE 
 

          

   
 
 
 
 
 
 
 
 
 

 
TM 

 

 

 

 

   



© 2024 Wise Product Group 

 

 

           

 

 

WPG MF/R FLASHING TARGET SHEET 

DRAIN STRAINER MINIMUM OF 24" AROUND DRAIN OPENING 

HOT-AIR WELD 
DRAIN CLAMPING 

RING 

 
 
 
 
 
 
 
 

 
WPG SPECIFEID 

SECURMENT APPROVED SUBSTRATE 

WPG APPROVED SEALANT UNDER MEMBRANE AT CLAMPING RING 

DRAIN CLAMPING RING 

DRAIN STRAINER 
 

 
RELIEF CUTS TO FIELD 

MEMBRANE AND TARGET 

FLASHING 

 
 
 
 
 

 
WPG TRIM STRIP INSTALLED 

TO COVER RELIEF CUTS 

HOT AIR WELDED ON ALL 

SIDES 

 
 
 

 
TARGET SHEET INSTALLED AT DRAIN 

LOCATION HOT AIR WELDED ON ALL SIDES 

 

NOTES: 

1. EXISTING DRAIN BOWL, CLAMPING RING AND DRAIN 

ACCESSORIES ARE TO BE CLEANED FREE OF ALL CONTAMINATES. 
 

2. INTENDED FOR USE WITH STEEP SLOPE DRAIN SUMPS THAT ARE 

1:12 SLOPE OR GREATER 
 

3. WPG MEMBRANE PLATES AND FASTENERS ARE REQUIRED TO BE 

INSTALLED 12" OC AROUND THE ROOF DRAIN 

4. WPG SOLARBRITE: WPG SOLARBRITE CUT EDGE SEALANT IS 

REQUIRED ON ALL NON FACTORY CUT EDGES OF WPG 

SOLARBRITE 
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TYPICAL 2" (50 mm) 
OVERLAP AT 
END LAPS 

MINIMUM 1-1/2" (40 mm) 
WIDE HOT AIR WELD 

 
 

 

1 POSITION SHEETS AND HOT AIR WELD THE WPG MFR MEMBRANE A MINIMUM 
OF 1-1/2 (40 mm) INCHES. 

 
 
 
 
 
 
 
 

 
MIN. 1-1/2" 

 
 
 

 
MIN. 1-1/2" 

 
 
 
 
 
 

 

2 
INSTALL A 4.5" DIAMETER WPG T-JOINT COVER CENTERED OVER THE SPLICE 
INTERSECTION ("T-JOINT") AS SHOWN.

 
 

WPG SOLARBRITE: WPG SOLARBRITE CUT EDGE 

SEALANT IS REQUIRED ON ALL NON FACTORY CUT 

EDGES OF WPG SOLARBRITE 
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REFER TO PARAPET AND WALL DETAILS 

FOR ACCEPTABLE TERMINATION 

 
WPG MF/R MEMBRANE ADHERED 

TO ACCEPTABLE SURFACE 

 
WPG FLASHING STRIP, 

HOT-AIR WELDED 

 
FASTENER 

 
WPG METAL SCUPPER FASTENED 6 

INCHES O.C. STAGGERED, USING 

GALVANIZED ANNULAR RING NAILS 

 
WPG FLASHING STRIP, 

HOT-AIR WELDED 

 

 
WPG FIELD MEMBRANE 

 
 
 
 
 
 

 
DECK 

 

APPROVED SUBSTRATE 

TREATED WOOD NAILER 

TO MATCH HEIGHT OF 

INSULATION 

NOTES: 

1. NAILERS SHALL BE SECURELY ANCHORED TO THE DECK TO RESIST A FORCE OF 300 POUNDS 

PER LINEAL FOOT IN ANY DIRECTION. 

2. SEALANT IS A MAINTENANCE ITEM. MAINTENANCE IS NOT COVERED UNDER THE WPG 
WARRANTY. 

3. WPG PREFORMED OUTSIDE CORNERS OR FIELD FABRICATED CORNERS ARE REQUIRED ON 

ALL FOUR CORNERS. 

4. WPG SOLARBRITE: WPG SOLARBRITE CUT EDGE SEALANT IS REQUIRED ON ALL NON 

FACTORY CUT EDGES OF WPG SOLARBRITE 
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WPG WALKWAY PAD 

WPG WALKWAY PAD IS NOT TO BE INSTALLED IN CONTINUOUS SECTIONS 

EXCEEDING 10' IN LENGTH. THE WALKWAY PAD IS NOT TO BE INSTALLED OVER 

FIELD MEMBRANE OR FLASHING MEMBRANE SEAMS. 

ADHERE THE WALKWAY TO THE FIELD MEMBRANE WITH WPG BONDING ADHESIVE. 

HOT AIR WELD A 2" EDGE AROUND THE WALKWAY TO THE WPG FIELD MEMBRANE. 

 
 
 
 
 
 
 
 
 
 

 
2" HOT AIR WELDED 

FIELD MEMBRANE 
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SEE SPECIFIC WALL TERMINATION 

 
WPG TERMINATIONS BAR OR WPG 

PLATES AND FASTENERS 

12"O.C. MIN. 

 
2" HEAT WELDED LAP 

 
WPG MF/R FLASHING MEMBRANE ADHERED 

WITH WPG APPROVED ADHESIVE 

WPG PLATE AND FASTENER 

 
2" HEAT WELDED LAP 

 
WPG FIELD MEMBRANE, ADHERED 

WPG APPROVED ADHESIVE 
 
 
 
 
 
 
 
 

 
DECK 

 
APPROVED SUBSTRATE 

NOTES: 

1. ALL FLASHINGS MUST BE A MIN. HEIGHT OF 8" ABOVE THE 

FIELD MEMBRANE. 

 
2. ALL FLASHING MEMBRANE THAT IS INSTALLED HIGHER THAN 

18" VERTICAL MUST BE ADHERED TO SUBSTRATE. 

 
3. WPG SOLARBRITE: WPG SOLARBRITE CUT EDGE SEALANT IS 

REQUIRED ON ALL NON FACTORY CUT EDGES OF WPG 

SOLARBRITE 
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WPG WALL FLASHING 

WELD THE OVERLAPPING 
MEMBRANE ADHERED 

SHEET A MIN. 2" PAST THE 

IN SEAM FASTENING 

WPG TERMINATION BAR OR WPG PLATES 

AND FASTENERS FASTENED 12" O.C. MIN. 

INSIDE THE SEAM, SPACED APART 76" MAX 
 
 
 
 
 
 
 

 
WPG FIELD 

MEMBRANE 
ADHERED 76" 

MAX 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

APPROVED SUBSTRATE WPG SPECIFIED 

HOT AIR WELD 
SECURMENT 

MIN. 2" 

DECK WALL HEIGHTS 4 FT 

WPG MF/R AND GREATER 
FLASHING 

MEMBRANE. 

 
 
 

 

WPG TERM BAR 
WPG MF/R 

FLASHING 

MEMBRANE. 
 

 
NOTE: 

WPG SOLARBRITE: WPG SOLARBRITE CUT EDGE SEALANT IS 

REQUIRED ON ALL NON FACTORY CUT EDGES OF WPG SOLARBRITE 
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WPG APPROVED SEALANT 

METAL COUNTER FLASHING 

WPG TERMINATION BAR FASTENED 

12" O.C. 

WPG MF/R FLASHING MEMBRANE 

ADHERED TO SUBSTRATE WITH WPG 

APPROVED ADHESIVE 

WPG SPECIFIED 

SECURMENT 

2" HEAT WELD 

WPG FIELD MEMBRANE 

ADHERED 

WPG APPROVED ADHESIVE 
 
 
 
 
 
 
 
 

 
DECK 

 
APPROVED 

SUBSTRATE 
 

 
NOTES: 

1. ALL FLASHINGS MUST BE A MIN. HEIGHT OF 8" ABOVE THE FIELD 

MEMBRANE. 

 
2. EXISTING COUNTERFLASHING IS ACCEPTABLE IF ABOVE MAXIMUM FLOOD 

LEVEL AND METAL IS IN GOOD CONDITION. 

 
3. FUNCTIONAL WEEP HOLE MUST NOT BE BLOCKED 

 
4. ALL FLASHING MEMBRANE THAT IS INSTALLED HIGHER THAN 18" VERTICAL 

MUST BE ADHERED TO SUBSTRATE. 

 
5. IF FLASHING HEIGHT IS HIGHER THAN 48" PLEASE REFER TO WPG DETAIL: 

'Wall Flashing over 4' in Height.dwg' 

 
6. WPG SOLARBRITE: WPG SOLARBRITE CUT EDGE SEALANT IS REQUIRED 

ON ALL NON FACTORY CUT EDGES OF WPG SOLARBRITE 
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EXTEND FLASHING OVER JOINT 

BETWEEN BLOCKING AND WALL 

1" MIN. 8" WIDE CONCEALED SPLICE 

PLATE AT EACH JOINT 

12" WIDE 20 GA GALV. ANCHOR CLIPS 

LOCATE ANCHOR CLIPS 4'-0" O.C. 

#9 X 1 1\2 STAINLESS STEEL FASTENERS 

COPING COVER 12'-0" LENGTHS 

WPG BONDING ADHESIVE 

WPG MF/R FLASHING MEMBRANE 

FULLY ADHERED TO SUBSTRATE 

WITH WPG BONDING ADHESIVE 

WPG PLATE AND FASTENER 

HEAT WELDED 2" SEAM 

WPG FIELD MEMBRANE ADHERED 

WPG APPROVED ADHESIVE 

 
 
 
 
 
 
 

 
DECK 

APPROVED SUBSTRATE 

 
NOTES: 

1. ALL FLASHINGS MUST BE A MIN. HEIGHT OF 8" ABOVE THE FIELD MEMBRANE. 

 
2. ALL FLASHING MEMBRANE THAT IS INSTALLED HIGHER THAN 18" VERTICAL 

MUST BE ADHERED TO SUBSTRATE. 

 
3. IF FLASHING HEIGHT IS HIGHER THAN 48" PLEASE REFER TO WPG DETAIL: 

'Wall Flashing over 4' in Height.dwg' 

 
4. WPG SOLARBRITE: WPG SOLARBRITE CUT EDGE SEALANT IS REQUIRED ON 

ALL NON FACTORY CUT EDGES OF WPG SOLARBRITE 
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WPG APPROVED SEALANT 
 
 
 
 
 
 

 
WPG TERM BAR FASTENED 

6-INCHES O.C. WITH 

GROMMETTED FASTENERS 

 

 
WPG MF/R FLASHING MEMBRANE 

ADHERED TO APPROVED SUBSTRATE 

 
SPECIFIED WPG SECUREMENT 

HOT-AIR WELD 

WPG FIELD MEMBRANE 
 
 
 
 
 

 

DECK 
 

 
APPROVED SUBSTRATE 

 

8IN. MIN. 
48IN. MAX 

NOTES: 

1. SEALANT IS A TWO STEP APPLICATION: 

A) BEHIND TOP OF WPG FLASHING. 

B) TOP OF WPG TERM BAR. 

 
2. SEALANT SHALL BE APPLIED TO CLEAN AND DRYAPPROVED SUBSTRATES. 

 

3. WPG TERM BAR SHALL BE SECURELY ANCHORED WITH GROMMETTED FASTENERS AND PROVIDE 

ADEQUATE COMPRESSION OF MEMBRANE FLASHING AND SEALANT. 

 
4. ALL FLASHING MEMBRANE THAT IS INSTALLED HIGHER THAN 18" VERTICAL MUST BE ADHERED TO 

SUBSTRATE. 

 
IF FLASHING HEIGHT IS HIGHER THAN 48" PLEASE REFER TO WPG DETAIL : 'Wall Flashing over 4' in Height.dwg'. 

 
5. WPG SOLARBRITE: WPG SOLARBRITE CUT EDGE SEALANT IS REQUIRED ON ALL NON FACTORY CUT EDGES 

OF WPG SOLARBRITE 
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