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TOP & BOTTOM
GRIND SMOOTH" t "

(N) 1200T200-68 FACTORY
ZINC COATED W/ COLD

GALV. PAINT @ WELDS &
CONNECTIONS, ETCHING

PRIMER, & CORROSION
RESISTANT PAINT TO

MATCH EXISTING

(E) THICKER GA. COLD
FORMED CHANNEL TO
REMAIN

16 GA. BACKING PLATE @
WELD TO BE LEFT IN PLACE

NOTE: " t " INDICATES
MATERIAL THICKNESS OF
THE THINNER CHANNEL

FASCIA REPAIR DETAILS 1

TOP, BOTTOM,
& SIDE GRIND
SMOOTH" t "

TOP & BOTTOM EDGE
GRIND SMOOTH" t "

" t "

2" MAX.

SIDE
GRIND SMOOTH

AKohr
Text Box
PORTOLA ELEMENTARY SCHOOL ROOFING REPLACEMENT 
EXHIBIT A 
CONTRACTOR TO INCLUDE ADDITIONAL MOBILIZATION BETWEEN MARCH 22ND AND 29TH TO ASSIST WITH ROOFING DEMOLITION AND PATCH BACK FOR STRUCTURAL REPAIRS TO BE COMPLETED AT CLOUDED AREAS BELOW PRIOR TO START OF ROOFING PROJECT. BIDDING CONTRACTOR OF PROJECT E10-25 SHALL INCLUDE LABOR, MATERIAL, AND EQUIPMENT TO COMPLETE THE ROOFING REMOVAL AND REPLACEMENT TO ALLOW FOR COMPLETION OF WORK BY OTHERS. 

AKohr
Rectangle

AKohr
Rectangle

AKohr
Cloud

AKohr
Cloud


