
 TOWN OF PUTNAM 
TOWN HALL 

200 SCHOOL STREET 

PUTNAM, CONNECTICUT 06260 

  

     Inland Wetland Commission Hybrid Meeting 
                                                                         February 11, 2026 7:00 P.M. 

                                                                    Municipal Complex Room 201                                                   

                                                                      Second Floor 

       

       

      Agenda: 

 
      Call to Order & Roll Call: 
 

      Seating of alternate: 
 
      Review minutes of the December 10, 2025, meeting.  VOTE REQUIRED 
  
      Correspondence: None 
   
      Public Participation: 
       
      New Business:   

 

       

 

      Other Business:  

 

      Election of Officers 

       

      Accepting new applications for the March 11, 2026, meeting: 

 

 Application # 2026-01 Luke Walker, Blood Rd, 3 Lot Subdivision 

 

      Agent Updates:   
 

       Comments by Commissioners: 
 
        Adjournment. 
 
 

   
  



Wetlands Feb 11, 2026 

Join Zoom Meeting  
https://us06web.zoom.us/j/89246693732?pwd=Igr2wjRjOHLp0P2V2dG21NPdCLEzso.1  

Meeting ID: 892 4669 3732  
Passcode: 2nGfLS  

---  

By Phone 

929 205 6099 US (New York) 

Meeting ID: 892 4669 3732 

Passcode: 717645 

  
Find your local number:https://us06web.zoom.us/u/kcDxg6rWX6 

 Join instructions  
https://us06web.zoom.us/meetings/89246693732/invitations?signature=RmBcoOjD-
DIMc9FSQZzA974LTz064suo4gWKV43o6Sg 

 

 

 

https://us06web.zoom.us/j/89246693732?pwd=Igr2wjRjOHLp0P2V2dG21NPdCLEzso.1
https://us06web.zoom.us/u/kcDxg6rWX6
https://us06web.zoom.us/meetings/89246693732/invitations?signature=RmBcoOjD-DIMc9FSQZzA974LTz064suo4gWKV43o6Sg
https://us06web.zoom.us/meetings/89246693732/invitations?signature=RmBcoOjD-DIMc9FSQZzA974LTz064suo4gWKV43o6Sg
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ZONING DISTRICT:  AG-2
TOTAL SUBDIVISION AREA = 31.42 ACRES

LOCATION MAP                                        1" = 1000'

OWNER/APPLICANT:   LUKE & ASHLEY WALKER
                                      44 BLOOD ROAD
                                     PUTNAM, CT 06260

PER SECTION 8-26c OF THE CONNECTICUT GENERAL STATUTES, AMENDED,
APPROVAL AUTOMATICALLY EXPIRES                      IF ALL PHYSICAL IMPROVEMENTS

REQUIRED BY THIS PLAN ARE NOT COMPLETED BY THAT DATE

APPROVED BY THE PUTNAM PLANNING & ZONING COMMISSION

CHAIRMAN                                                                                                DATE

SUBDIVISION OF LAND OF
LUKE & ASHLEY WALKER

44 BLOOD ROAD
PUTNAM , CONNECTICUT

NOVEMBER 2025

SURVEYOR:  PC SURVEY ASSOCIATES, LLC
                                     63 SNAKE MEADOW RD
                                    KILLINGLY, CT 06239

ENGINEER:  NORMAND THIBEAULT, P.E.

SHEET INDEX

SHEET 1               COVER SHEET

SHEET 2               SUBDIVISION MAP

SHEET 3               LOT DEVELOPMENT PLAN

SHEET 4               EROSION CONTROL &
                             CONSTRUCTION DETAILS

0 50' 100' 200' 300'

                                     KILLINGLY ENGINEERING ASSOCIATES
                                    DANIELSON, CT 06239

APPROVED BY THE PUTNAM INLAND WETLANDS

CHAIRMAN                                                                                                DATE

& WATERCOURSES COMMISSION

SCALE: 1" = 100'
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MAP 42 , LOT 1

N/F

 LAUREN B. CHUNKO
MAP 42 , LOT 2

 DONNA F. CHUNKO

 ELIZABETH L. YUILL

LUCIANA A. DINOBILE
 JOANNE L. SWARDKAREN M. WHITE 

N/F

MAP 42 , LOT 3

 ROBERT W. TETRAULT, JR
 BONNIE L. TETRAULT

N/F
BARBARA N. BATES
REVOCABLE TRUST

N/F
 JOHN DANELLA

VOL. 749, PG. 22
MAP 35 , LOT 19

NOTE:

1.    THIS MAP HAS BEEN PREPARED IN ACCORDANCE WITH SECTIONS 20-300b-1
THRU 20-300b-20 OF THE REGULATIONS OF CONNECTICUT STATE AGENCIES
-"STANDARDS FOR SURVEYS AND MAPS IN THE STATE OF CONNECTICUT" AS
ADOPTED BY THE CONNECTICUT ASSOCIATION OF LAND SURVEYORS, INC.  IT IS
A COMPILATION MAP CONFORMING TO HORIZONTAL ACCURACY CLASS "D". NO
SURVEYOR'S BOUNDARY OPINION IS EXPRESSED.  THIS MAP IS BASED ON
OTHER MAPS, RECORD RESEARCH OR OTHER SOURCES OF INFORMATION.  IT IS
NOT TO BE CONSTRUED AS HAVING BEEN OBTAINED AS THE RESULT OF A
FIELD SURVEY AND IS SUBJECT TO SUCH CHANGE AS AN ACCURATE FIELD
SURVEY MAY DISCLOSE.

TO THE BEST OF MY KNOWLEDGE AND BELIEF, THIS MAP IS SUBSTANTIALLY
CORRECT AS NOTED HEREON.

PAUL A. TERWILLIGER, L.S. NO. 70155                                                           DATE

NO CERTIFICATION IS EXPRESSED OR IMPLIED UNLESS THIS MAP BEARS THE
EMBOSSED SEAL OF THE LAND SURVEYOR WHOSE SIGNATURE APPEARS HEREON.

SOILS

15           SCARBORO MUCK, 0 TO 3 PERCENT SLOPES
34A       MERRIMAC FINE SANDY LOAM, 0 TO 3 PERCENT SLOPES
38C      HINCKLEY LOAMY SAND, 3 TO 15 PERCENT SLOPES
58C       GLOUCESTER GRAVELLY SANDY LOAM, 8 TO 15 PERCENT SLOPES, VERY STONY
73C      CHARLTON-CHATFIELD COMPLEX, 0 TO 15 PERCENT SLOPES, VERY ROCKY
75C       HOLLIS-CHATFIELD-ROCK OUTCROP COMPLEX, 3 TO 15 PERCENT SLOPES
108       SACO SILT LOAM, FREQUENTLY PONDED, 0 TO 2 PERCENT SLOPES

SEE
DETAIL

"A"

THIS IS A DIGITAL COPY OF AN ORIGINAL MAP AND AS SUCH IS
 SUBJECT TO POTENTIAL MANIPULATION OR CHANGE BY OTHERS.
 THEREFORE, NO CERTIFICATION IS EXPRESSED OR IMPLIED AS TO
 ITS ACCURACY TO THE END USER.

AutoCAD SHX Text
11/24/2025
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TO THE BEST OF MY KNOWLEDGE AND BELIEF, THIS MAP IS SUBSTANTIALLY
CORRECT AS NOTED HEREON.

PAUL A. TERWILLIGER, L.S. NO. 70155                                                           DATE

NO CERTIFICATION IS EXPRESSED OR IMPLIED UNLESS THIS MAP BEARS THE
EMBOSSED SEAL OF THE LAND SURVEYOR WHOSE SIGNATURE APPEARS HEREON.

SUBDIVISION MAP

PREPARED FOR

SURVEYING    MAPPING    PLOT PLANS

63 SNAKE MEADOW RD
KILLINGLY, CT 06239
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NOTES:

1.    THIS MAP AND SURVEY HAVE BEEN PREPARED IN ACCORDANCE WITH
SECTIONS 20-300b-1 THRU 20-300b-20 OF THE REGULATIONS OF CONNECTICUT
STATE AGENCIES -"STANDARDS FOR SURVEYS AND MAPS IN THE STATE OF
CONNECTICUT" AS ADOPTED BY THE CONNECTICUT ASSOCIATION OF LAND
SURVEYORS, INC.  IT IS A SUBDIVISION MAP BASED ON A  RESURVEY & ORIGINAL
SURVEY CONFORMING TO HORIZONTAL ACCURACY CLASS "A2".

2.   REFERENCE IS MADE TO THE FOLLOWING MAPS:

      A.  "SURVEY PLAN - LAND OF JOHN M. McGRATH & CHRISTINE McGRATH -
BLOOD ROAD - PUTNAM & KILLINGLY, CONNECTICUT - SCALE: 1"=200' - DATE:
5/15/1988 - KIELTYKA, WOODIS & PIKE"
      B.  "DATA ACCUMULATION PLAN - CONNECTICUT/RHODE ISLAND STATE
BOUNDARY LINE PREPARED BY THE STATE OF CONNECTICUT DEPARTMENT OF
TRANSPORTATION - CT/RI STATE BOUNDARY LINE SURVEY - SCALE: 1"=400' -
JUNE 2012 - THOMAS A. HARLEY, P.E. , ROBERT J. BARON, P.L.S. - SHEET 15 OF
18 - PROJECT NO. 172-351"
      C.  "RE-SUBDIVISION MAP - PROPERTY LINE RELOCATION PREPARED FOR
MICHAEL P. MARKOWITZ AND STACIA J. MARKOWITZ - FIVE MILE RIVER ROAD,
PUTNAM, CONNECTICUT - DATE: JANUARY 2018 - SCALE: 1"-40' - SHEET 1 OF 3 -
PC SURVEY ASSOCIATES, LLC"
       D.  "SUBDIVISION MAP PREPARED FOR STEVEN A. DECUBELLIS - FIVE MILE
RIVER ROAD & BLOOD ROAD, PUTNAM, CONNECTICUT - DATE: 3/26/2007 -
REVISED 7/17/2007 - SCALE: 1"=40' - SHEET 2 OF 4 - PROVOST & ROVERO, INC."
       E.  "BOUNDARY LINE AGREEMENT MAP - WHEELER & MAHEU PROPERTY -
PREPARED FOR JAMES D. WHEELER - PUTNAM, CONN. - SCLE: 1"=40' - DATE:
8/15/06 - MEGSON & HEAGLE"
       F.  "PLOT PLAN OF LAND TO BE CONVEYED BY FANNY PFUTZNER TO GUSTAV
PFUTZNER & HILBURG G. PFUTZNER - PUTNAM, CONNECTICUT - SCALE: 1"=80' -
FEB. 2, 1971 - GILBERT F. PERRY"
      G.  "PERIMETER SURVEY - MAP OF PROPOSED BOUNDARY LINE AGREEMENT
BETWEEN LAND OF LUKE & ASHLEY WALKER AND LAND OF CHRISTOPHER &
ELLEN S. McGRATH - BLOOD ROAD - PUTNAM, CONNECTICUT - DATE: NOVEMBER
2025 - SCALE: 1"=40' - PC SURVEY ASSOCIATES, LLC"

3.   SUBJECT PARCEL IS SHOWN AS MAP 35, LOT 21 OF THE PUTNAM
ASSESSOR'S RECORDS.

4.   REFERENCE DEED:  VOL. 856, PG. 867 OF THE PUTNAM LAND RECORDS.

5.   ZONE:  AG-2

6.   AREA FROM CENTERLINE OF BLOOD ROAD TO THE PROPOSED STREETLINE
DEPICTED IS TO BE DEEDED TO THE TOWN OF PUTNAM FOR ROADWAY
PURPOSES.

7.  PROPERTY BOUNDARY DEPICTED ALONG LAND OF McGRATH IS BASED ON
MCgRATH DEED DIMENSIONS, RECORDED MAPS AND FIELD EVIDENCE AND IS
SUBJECT TO AGREEMENT BETWEEN WALKER & McGRATH.

8.  PROPERTY BOUNDARY BETWEEN LAND OF DANELLA AND THE SUBJECT
PROPERTY IS REFERENCED TO A BOUNDARY LINE AGREEMENT DATED 2/13/2007
RECORDED IN VOL. 583, PG. 195 OF THE PUTNAM LAND RECORDS.

9.  WETLAND DELINEATION WAS PERFORMED ON 9/4/2025 BY JOSEPH R.
THEROUX, CPSS.

10.  STATE LINE LOCATION IS BASED ON COORDINATE DATA FROM REFERENCED
MAP "B".

11.  THE SIGHLINE EASEMENT OVER PROPOSED LOT 1 WAS SHOWN ON
REFERENCED SUBDIVISION MAP "D".  NO DEED GRANTING THIS EASEMENT WAS
DISCOVERED IN THE LAND RECORDS.

LEGEND

IRON PIN FOUND

IRON ROD/DRILL HOLE TO BE SET

LUKE WALKER

N/F
 JOHN DANELLA

275.00'3.24± ACRES2 ACRES

FRONTAGE
PROVIDEDREQUIRED

LOT AREA 
PROVIDEDREQUIRED

ZONING TABLE - AG-2 ZONING DISTRICT

1

LOT NO.
LOT AREA FRONTAGE

250'

TOTAL SUBDIVIDED AREA = 31.42± ACRES

VOL. 749, PG. 22
MAP 35 , LOT 19

PER SECTION 8-26c OF THE CONNECTICUT GENERAL STATUTES, AMENDED,
APPROVAL AUTOMATICALLY EXPIRES                      IF ALL PHYSICAL IMPROVEMENTS

REQUIRED BY THIS PLAN ARE NOT COMPLETED BY THAT DATE

APPROVED BY THE PUTNAM PLANNING & ZONING COMMISSION

CHAIRMAN                                                                                                DATE

EDGE OF WETLAND

EDGE OF WATER

APPROVED BY THE PUTNAM INLAND WETLANDS

CHAIRMAN                                                                       DATE

& WATERCOURSES COMMISSION

838.15'24.18± ACRES2 ACRES2 250'

250.00'4.00± ACRES2 ACRES3 250'

N/F
SHANE DIPINTO 
VOL. 849, PG. 379
MAP 35 , LOT 12

N/F
RICHARD A. ROCHEFORT

VOL. 839, PG. 504
MAP 35 , LOT 15

N/F
 CHRISTOPHER McGRATH

VOL. 178, PG. 188
MAP 35 , LOT 25

N/F
JANET D. & THOMAS J. AUCLAIR, TRUSTEES

VOL. 813, PG. 161
MAP 35 , LOT 14

STATE LINE BOUND

STATE LINE BOUND

ELLEN S. McGRATH

GAIL R. ROCHEFORT

N/F
MICHAEL G. MARTIN 

VOL. 416, PG. 116
MAP 35 , LOT 11

N/F
STEPHEN C. DESALVIO 

MAP 35 , LOT 22
N/F

ROBERT P. WHITE 

MAP 35 , LOT 23

N/F
 ROSS A. SWARD

MAP 35 , LOT 24

N/F
 ROBERT J. DINOBILE

MAP 35 , LOT 26
N/F

 BRUCE M.YUILL

MAP 42 , LOT 1

N/F

 LAUREN B. CHUNKO
MAP 42 , LOT 2

 DONNA F. CHUNKO

 ELIZABETH L. YUILL

LUCIANA A. DINOBILE

 JOANNE L. SWARD
KAREN M. WHITE ASHLEY WALKER

AND

N/F

MAP 42 , LOT 3

 ROBERT W. TETRAULT, JR
 BONNIE L. TETRAULT

N/F
BARBARA N. BATES
REVOCABLE TRUST

STONE WALL

( REFERENCE MAP 'C' )

( REFERENCE MAP 'A' )

( REFERENCE MAP 'B' )

( REFERENCE MAP 'D' )

( REFERENCE MAP 'E' )

( REFERENCE MAP 'G' )

( REFERENCE MAP 'F' )

( REFERENCE MAP 'F' )
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TO THE BEST OF MY KNOWLEDGE AND BELIEF, THIS MAP IS SUBSTANTIALLY
CORRECT AS NOTED HEREON.

PAUL A. TERWILLIGER, L.S. NO. 70155                                                           DATE

NO CERTIFICATION IS EXPRESSED OR IMPLIED UNLESS THIS MAP BEARS THE
EMBOSSED SEAL OF THE LAND SURVEYOR WHOSE SIGNATURE APPEARS HEREON.
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40'
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PUTNAM , CONNECTICUT

20'
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80' 120'

NOVEMBER 2025

EXISTING CONTOUR482

PROPOSED CONTOUR202

UNDERGROUND UTILITY LOCATIONS ARE TO BE

"CALL BEFORE YOU DIG"  1 800 922 4455
MARKED IN THE FIELD PRIOR TO ANY EXCAVATION

TEST PIT

DEVELOPMENT PLAN

EROSION CONTROL BARRIER

LEGEND

IRON PIN FOUND

IRON ROD TO BE SET

SEPTIC SYSTEM NOTES - LOT 1

3 BEDROOM HOUSE
PERCOLATION RATE:  6.6 MIN./INCH
EFFECTIVE LEACHING AREA REQUIRED = 495 SF
DEPTH TO RESTRICTIVE LAYER = 26"
SLOPE = 5%
H.F= 34 x F.F=1.5 x P.F.=1.0  MLSS REQUIRED = 51 LF
USE STANDARD 12" DEEP x 48" WIDE LEACHING TRENCHES
MAXIMUM DEPTH INTO GRADE: 8"
EFFECTIVE LEACHING AREA OF TRENCH = 3.0 SF/LF
LENGTH OF TRENCH REQUIRED = (495 SF)/(3.0 SF/LF) = 165 LF
USE TWO 84' LONG PIPE & STONE LEACHING TRENCHES SPACED 8' O/C
LSS PROVIDED = 84'
LEACHING AREA PROVIDED = 504 SF
SEPTIC TANK:  1000 GALLON
RESERVE AREA PROVIDED:  50' - ELJEN YF50 LEACHING UNITS (500 S.F.)
ENGINEER DESIGNED SEPTIC SYSTEM PLAN REQUIRED FOR APPROVAL BY
NDDH AT THE TIME OF LOT DEVELOPMENT

SOIL TEST DATA - LOT 1

TP1

0-6"             ORGANICS, TOPSOIL, ROOTS, SOME LRG. ROCKS
6"-12"          FINE SANDY LOAM, ROOTS, SOME STONE
12"-32"        SILTY LOAMY VERY FINE SAND, FEW ROOTS
32"-77"        TIGHT GREY LOAMY VERY FINE SAND

NO MOTTLING
NO WATER
NO LEDGE
RESTRICTIVE LAYER AT 32"

TP2

0-6"             ORGANICS, TOPSOIL, ROOTS
6"-13"          FINE SANDY LOAM, ROOTS, SOME ROCKS
13"-30"        SILTY LOAMY VERY FINE SAND, FEW ROOTS
30"-76"       TIGHT GREY LOAMY VERY FINE SAND, ROCKS

NO MOTTLING
NO WATER
NO LEDGE
RESTRICTIVE LAYER AT 30"

TP3

0-5"             ORGANICS, TOPSOIL, ROOTS
5"-11"          FINE SANDY LOAM, ROOTS
11"-26"        SILTY LOAMY VERY FINE SAND
26"-80"        TIGHT GREY LOAMY VERY FINE SAND, SOME STONES

NO MOTTLING
NO WATER
NO LEDGE
RESTRICTIVE LAYER AT 26"

PERCOLATION RATE:   6.6 MIN./INCH AT 29" DEPTH

NOTES:

1.  THIS MAP AND SURVEY HAVE BEEN PREPARED IN ACCORDANCE WITH SECTIONS 20-300b-1 THRU
20-300b-20 OF THE REGULATIONS OF CONNECTICUT STATE AGENCIES - "STANDARDS FOR SURVEYS AND MAPS
IN THE STATE OF CONNECTICUT", AS ADOPTED BY THE CONNECTICUT ASSOCIATION OF LAND SURVEYORS,
INC.  IT IS A GENERAL LOCATION SURVEY BASED ON A RESURVEY AND ORIGINAL SURVEY CONFORMING TO
HORIZONTAL ACCURACY CLASS C.  SEE SHEET 2 FOR PROPERTY LINE INFORMATION.  TOPOGRAPHIC
FEATURES WERE TAKEN FROM NOAA LIDAR DATA AND CONFORM TO TOPOGRAPHIC ACCURACY CLASS T-D.
VERTICAL DATUM IS NAVD88.
THIS MAP HAS BEEN PREPARED FROM OTHER MAPS, RECORD RESEARCH, LIMITED FIELD MEASUREMENTS
AND OTHER SOURCES.  IT IS NOT TO BE CONSTRUED AS A PROPERTY/BOUNDARY OR LIMITED
PROPERTY/BOUNDARY SURVEY AND IS SUBJECT TO SUCH FACTS AS SAID SURVEYS MAY DISCLOSE.

2.  ZONING DISTRICT:  AG-2

3.   PROPOSED IMPROVEMENTS ARE CONCEPTUAL LOCATIONS TO SHOW LOT SUITABILITY ONLY.

4.   SOLAR ACCESS WAS CONSIDERED IN THE DESIGN OF THIS SUBDIVISION.  THE HOUSE LOCATIONS
DEPICTED ARE ONLY CONCEPTUAL IN NATURE AND IT IS UP TO THE LOT DEVELOPER TO TAKE ADVANTAGE OF
THE PASSIVE SOLAR OPPORTUNITIES PRESENTED BY THESE LOTS AT THE TIME OF ACTUAL HOUSE
CONSTRUCTION.   THE DEVELOPER IS ENCOURAGED TO UTILIZE PASSIVE SOLAR TECHNIQUES AND IT IS
RECOMMENDED THAT SUCH FACTORS AS HOUSE ORIENTATION, WINDOW LOCATION AND STYLE, CLEARING
LIMITS AND POSITION ON THE LOT BE TAKEN INTO CONSIDERATION WHEN DEVELOPMENT OCCURS.

5.   THE INLAND WETLANDS & WATERCOURSES WERE FIELD DELINEATED IN  BY JOSEPH R. THEROUX, SOIL
SCIENTIST.

6.  SEE SHEET 4 FOR EROSION & SEDIMENT CONTROL PLAN.

7.  THERE ARE NO APPARENT WELLS WITHIN 75 FEET OF THE PROPOSED SEPTIC AREAS DEPICTED.  THERE
ARE NO APPARENT SEPTIC AREAS LOCATED WITHIN 75 FEET OF THE PROPOSED WELLS DEPICTED.

SUBDIVISION LOT

EDGE OF WETLAND

EDGE OF WATER

U PROPOSED UTILITIES

Dayville, Connecticut 06241
P.O. Box 421

114 Westcott Road

Killingly Engineering
Associates

NORMAND THIBEAULT, JR., P.E.  No. 22834       DATE

860 779 7299PER SECTION 8-26c OF THE CONNECTICUT GENERAL STATUTES, AMENDED,
APPROVAL AUTOMATICALLY EXPIRES                      IF ALL PHYSICAL IMPROVEMENTS

REQUIRED BY THIS PLAN ARE NOT COMPLETED BY THAT DATE

APPROVED BY THE PUTNAM PLANNING & ZONING COMMISSION

CHAIRMAN                                                                                                DATE

APPROVED BY THE PUTNAM INLAND WETLANDS

CHAIRMAN                                                                       DATE

& WATERCOURSES COMMISSION

SEPTIC SYSTEM NOTES - LOT 3

3 BEDROOM HOUSE
PERCOLATION RATE:  8 MIN./INCH
EFFECTIVE LEACHING AREA REQUIRED = 495 SF
DEPTH TO RESTRICTIVE LAYER =19"
SLOPE = >10%
H.F= 28 x F.F=1.5 x P.F.=1.0  MLSS REQUIRED = 42 LF
USE STANDARD 12" DEEP x 48" WIDE LEACHING TRENCHES
MAXIMUM DEPTH INTO GRADE: 1"
EFFECTIVE LEACHING AREA OF TRENCH = 3.0 SF/LF
LENGTH OF TRENCH REQUIRED = (495 SF)/(3.0 SF/LF) = 165 LF
USE THREE 55 LONG PIPE & STONE LEACHING TRENCHES SPACED 8' O/C
LSS PROVIDED = 55'
LEACHING AREA PROVIDED = 495 SF
SEPTIC TANK:  1000 GALLON
RESERVE AREA PROVIDED:  3 - 55' LONG LEACHING TRENCHES (495 S.F.)
ENGINEER DESIGNED SEPTIC SYSTEM PLAN REQUIRED FOR APPROVAL BY
NDDH AT THE TIME OF LOT DEVELOPMENT

SOIL TEST DATA - LOT 3

TP 4, 5 & 6

LESS THAN 18" TO MOTTLING

TP7

0-3"             ORGANICS
3-19"           SANDY LOAM, SOME GRAVEL
19-67"         BONEY SAND & GRAVEL
67-76"         GREY SILTY LOAMY FINE SAND

MOTTLING AT 19"
WATER AT 76"
NO LEDGE

TP8

0-3"             ORGANICS, ROOTS
3-7"             GRAVELLY SANDY LOAM, ROOTS
7-22"           GRAVELLY LOAMY SAND
22-84"         VERY TIGHT GRAVELLY LOAMY SAND

MOTTLING AT 22"
NO WATER
NO LEDGE

PERCOLATION RATE:    8 MIN./INCH AT 20" DEPTH

PROPERTY LINE

N/F
 JOHN DANELLA

VOL. 749, PG. 22
MAP 35 , LOT 19

N/F
 CHRISTOPHER McGRATH

VOL. 178, PG. 188
MAP 35 , LOT 25

ELLEN S. McGRATH

PREPARED FOR

LUKE WALKER

ASHLEY WALKER
AND

18"

24"

3" HARDWOOD
BARK MULCH

PLANTING MEDIUM:
60% CONCRETE SAND
30% LEAF COMPOST
10% TOPSOIL

NATIVE PLANTS TOLERANT OF
INUNDATION AND DROUGHT

WIDTH VARIES (SEE PLAN)

4" LOAM & SEED

RAIN GARDEN SECTION

12" SITE STONE RIP-RAP OUTLET

6"

NOT TO SCALE

MIN.

A RAIN GARDEN SHALL BE CONSTRUCTED ON LOT 1 AND SIZED TO
ACCOMMODATE THE FIRST 1.3 INCHES OF RUNOFF FROM ROOF AND
IMPERVIOUS SURFACES.

STORMWATER NARRATIVE:

AREA OF IMPERVIOUS SURFACES

1. IMPERVIOUS DRIVEWAY = 1,600 SQ. FT.
2. BUILDING AREA (INCLUDING STEPS AND SIDEWALK = 1,700 SQ. FT.
3. TOTAL IMPERVIOUS AREA = 3,300 SQ. FT.

RAIN GARDEN STORAGE CAPACITY

1. REQUIRED 3,300 SQ. FT. (IMPERVIOUS AREA) x 1.3/12 = 357.5 CU. FT.
2. PROVIDED (BELOW SPILLWAY) 485 CU. FT.
3. PROVIDED (TOTAL) = 685 CU. FT.

OPTIONAL

THIS IS A DIGITAL COPY OF AN ORIGINAL MAP AND AS SUCH IS
 SUBJECT TO POTENTIAL MANIPULATION OR CHANGE BY OTHERS.
 THEREFORE, NO CERTIFICATION IS EXPRESSED OR IMPLIED AS TO
 ITS ACCURACY TO THE END USER.
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1"

AS NOTED

BLOOD ROAD

PUTNAMN , CONNECTICUT

.5"

4

2" 3"

NOVEMBER 2025

EROSION CONTROL PLAN 

& CONSTRUCTION DETAILS

 

SILT FENCE INSTALLATION AND MAINTENANCE:

1.  DIG A 6" DEEP TRENCH ON THE UPHILL SIDE OF THE BARRIER LOCATION.

2. POSITION THE POSTS ON THE DOWNHILL SIDE OF THE BARRIER AND DRIVE THE POSTS 1.5
FEET INTO THE GROUND.

3. LAY THE BOTTOM 6" OF THE FABRIC IN THE TRENCH TO PREVENT UNDERMINING AND
BACKFILL.

4. INSPECT AND REPAIR BARRIER AFTER HEAVY RAINFALL.

5. INSPECTIONS WILL BE MADE AT LEAST ONCE PER WEEK AND WITHIN 24 HOURS OF THE END
OF A STORM WITH A RAINFALL AMOUNT OF 0.5 INCH OR GREATER TO DETERMINE
MAINTENANCE NEEDS.

6. SEDIMENT DEPOSITS ARE TO BE REMOVED WHEN THEY REACH A HEIGHT OF 1 FOOT
BEHIND THE BARRIER OR HALF THE HEIGHT OF THE BARRIER AND ARE TO BE DEPOSITED IN
AN AREA WHICH IS NOT REGULATED BY THE INLAND WETLANDS COMMISSION.

7. REPLACE OR REPAIR THE FENCE WITHIN 24 HOURS OF OBSERVED FAILURE.  FAILURE OF
THE FENCE HAS OCCURRED WHEN SEDIMENT FAILS TO BE RETAINED BY THE FENCE
BECAUSE:
- THE FENCE HAS BEEN OVERTOPPED, UNDERCUT OR BYPASSED BY RUNOFF WATER,
- THE FENCE HAS BEEN MOVED OUT OF POSITION, OR
- THE GEOTEXTILE HAS DECOMPOSED OR BEEN DAMAGED.

HAY BALE INSTALLATION AND MAINTENANCE:

1. BALES SHALL BE PLACED AS SHOWN ON THE PLANS WITH THE ENDS OF THE BALES
TIGHTLY ABUTTING EACH OTHER.

2. EACH BALE SHALL BE SECURELY ANCHORED WITH AT LEAST 2 STAKES AND GAPS BETWEEN
BALES SHALL BE WEDGED WITH STRAW TO PREVENT WATER FROM PASSING BETWEEN THE
BALES.

3. INSPECT BALES AT LEAST ONCE PER WEEK AND WITHIN 24 HOURS OF THE END OF A
STORM WITH A RAINFALL AMOUNT OF 0.5 INCHES OR GREATER TO DETERMINE MAINTENANCE
NEEDS.

4. REMOVE SEDIMENT BEHIND THE BALES WHEN IT REACHES HALF THE HEIGHT OF THE BALE
AND DEPOSIT IN AN AREA WHICH IS NOT REGULATED BY THE INLAND WETLANDS COMMISSION.

5. REPLACE OR REPAIR THE BARRIER WITHIN 24 HOURS OF OBSERVED FAILURE.  FAILURE OF
THE BARRIER HAS OCCURRED WHEN SEDIMENT FAILS TO BE RETAINED BY THE BARRIER
BECAUSE:
- THE BARRIER HAS BEEN OVERTOPPED, UNDERCUT OR BYPASSED BY RUNOFF WATER,
- THE BARRIER HAS BEEN MOVED OUT OF POSITION, OR
- THE HAY BALES HAVE DETERIORATED OR BEEN DAMAGED.

18' (SHARED DRIVE)

FILTER FABRIC

PUBLIC ROAD

NOT TO SCALE

ANTI-TRACKING PAD

WASHED 2" BROKEN OR

15'

50'

OR SNOW FENCE FOR SUPPORT
WIRE FENCE, INDUSTRIAL NETTING,
FILTER FABRIC WITH WOVEN

NATIVE SOIL

FLOW

COMPACTED BACKFILL

2"x2"x48" WOOD STAKE

12" MIN.

NOT TO SCALE

SILT FENCE DETAIL

100°

     APRIL 1 - JUNE 15   AND   AUGUST 1 - SEPTEMBER 15    THE RECOMMENDED SEEDING DATES ARE: 

   BEFORE SEEDING.  IF TRAFFIC HAS COMPACTED THE SOIL, RETILL COMPACTED AREAS.  APPLY THE 
   7.5 LBS. PER S.F. WORK LIMESTONE INTO THE SOIL TO A DEPTH OF 4 INCHES.  INSPECT SEEDBED
   PER 1000 S.F.  APPLY 10-10-10 FERTILIZER OR EQUIVALENT AT A RATE OF 300 LBS. PER ACRE OR 

 CUT SLOPES. TOPSOIL WILL BE SPREAD AT A MINIMUM COMPACTED DEPTH OF 4 INCHES.  ONCE THE TOPSOIL

   TOPSOIL WILL BE REPLACED ONCE THE EXCAVATION AND FILL PLACEMENT HAS BEEN COMPLETED AND

   FREE FROM WEEDS AND COARSE MATTER SHALL BE USED AT A RATE OF 70-90 LBS. PER 1000 S.F.
   RATE OF 1 LB. PER 1000 S.F. SHALL PROVIDE THE TEMPORARY VEGETATIVE COVER. STRAW 
   LIMESTONE AT A RATE OF 90 LBS. PER 1000 S.F. SHALL BE USED.  RYE GRASS APPLIED AT A
   SEED IS APPLIED. 10-10-10 FERTILIZER AT A RATE OF 7.5 POUNDS PER 1000 S.F.
   OPERATIONS IT SHALL BE LOOSENED TO A DEPTH OF 2 INCHES BEFORE THE FERTILIZER, LIME AND
   OF STOCKPILES. IF THE SOIL HAS BEEN COMPACTED BY CONSTRUCTION
   A TEMPORARY SEEDING OF RYE GRASS WILL BE COMPLETED WITHIN 15 DAYS OF THE FORMATION

PERMANENT VEGETATIVE COVER

TEMPORARY VEGETATIVE COVER

   SEED MIXTURE

KENTUCKY BLUEGRASS
CREEPING RED FESCUE
PERENNIAL RYEGRASS

LBS./ACRE

20
20
 5

LBS./1000 S.F.

0.45
0.45
0.10

45 1.00

   FOLLOWING GRASS SEED MIX: 

DEVELOPMENT

PROPOSED DEVELOPMENT WILL CREATE 2 NEW BUILDING LOTS.
ACTIVITIES TO INCLUDE CONSTRUCTION OF A COMMON AND INDIVIDUAL
DRIVEWAYS, HOUSES, SEPTIC SYSTEMS, WELLS, AND SITE GRADING.  THE
PRIMARY CONCERN OF THIS EROSION & SEDIMENT CONTROL PLAN IS TO
PREVENT EXCESSIVE EROSION AND KEEP ERODED SEDIMENT FROM
RUNNING OFF SITE OF THE PROPOSED DEVELOPMENT.  NO MATERIAL
SHALL BE PLACED WITHIN A REGULATED WETLAND AREA EITHER ON OR
OFF SITE.

ALL EROSION AND SEDIMENT CONTROL MEASURES AND PROCEDURES SHALL CONFORM TO
CONNECTICUT GUIDELINES FOR SOIL EROSION AND SEDIMENT CONTROL, MAY 2002.

CONSTRUCTION SEQUENCE:  (INDIVIDUAL LOT DEVELOPMENT)

1.  INSTALL EROSION AND SEDIMENT CONTROL MEASURES ALONG
     DOWN SLOPE SIDE OF THE PROPOSED LIMITS OF DISTURBANCE.

2.  STRIP & STOCKPILE TOPSOIL.

3.  PROVIDE ANTI TRACKING PAD AND TEMPORARY POWER TO THE SITE.

4.  EXCAVATE FOUNDATION AND BEGIN CONSTRUCTION OF RESIDENCE.

5.  INSTALL SEPTIC SYSTEM AND WELL.

6.  PROVIDE DRIVEWAY AND UTILITIES TO THE RESIDENCE.

7.  LOAM, SEED & MULCH DISTURBED AREAS.

8.  REMOVE EROSION AND SEDIMENT CONTROL WHEN VEGETATIVE COVER HAS
BEEN ESTABLISHED.

ELEVATION

HAY BALE BARRIER DETAIL
NOT TO SCALE

SECTION

FLOW

BACKFILL & COMPACT
EXCAVATED FILL

ALONG HAY BALE

EXCAVATE TRENCH 4" AND
PLACE FILL UP-SLOPE OF TRENCH

EXISTING GRADE

(2)-2"x2"x3' STAKES
OR REBAR PER BALE

PLACE HAYBALE AND DRIVE
FIRST STAKE AT ANGLE TOWARDS
PREVIOUS LAID BALE.
STAKES ARE 18" MIN. INTO GROUND

EMBED HAYBALE 4"
MIN. INTO SOIL

WEDGE LOOSE HAY
BETWEEN BALES

   DEBRIS, APPLY AGRICULTURAL GROUND LIMESTONE AT THE RATE OF TWO TONS PER ACRE OR 100 LBS. 
   HAS BEEN SPREAD, ALL STONES TWO INCHES OR LARGER IN ANY DIMENSION WILL BE REMOVED AS WELL AS 

   THE SLOPES ARE GRADED TO A SLOPE NO GREATER THAN 2 TO 1.  PROVIDE SLOPE PROTECTION ON ALL 

   AS A TEMPORARY MULCH.  APPLY A JUTE NETTING COVER TO SLOPES OF 3:1 OR GREATER SLOPE.

4" MINIMUM

 COVER PROVIDED IF NECESSARY.

     BY THE TOWN PLANNING AND ZONING COMMISSION, THE CONTRACTOR SHALL

    A HAY BALE SEDIMENT BARRIER IS TO SURROUND EACH STOCKPILE AND A TEMPORARY VEGETATIVE
     STOCKPILED SO THAT SLOPES DO NOT EXCEED 2 TO 1.  THERE SHALL BE NO BURIAL OF  STUMPS.
     ALL STRIPPING IS TO BE CONFINED TO THE IMMEDIATE CONSTRUCTION AREA. TOPSOIL SHALL BE

     & MAINTENANCE" AND "HAY BALE INSTALLATION & MAINTENANCE" SECTIONS OF THIS NARRATIVE.
     CONTROL DEVICES SHALL BE INSTALLED IN ACCORDANCE WITH THE "SILT FENCE INSTALLATION
     CONTRACTOR MAY COMMENCE OPERATIONS PURSUANT TO THE PERMIT. EROSION AND SEDIMENT
     WITH RESPECT TO THE INSTALLATION OF EROSION AND SEDIMENT CONTROL MEASURES, THE
     CONTROL MEASURES HAVE BEEN INSTALLED IN ACCORDANCE WITH THIS NARRATIVE. UPON APPROVAL

GENERAL DEVELOPMENT PLAN

     ENFORCEMENT OFFICER OR WETLANDS AGENT TO ENSURE THAT ALL EROSION AND SEDIMENT 
     THE CONTRACTOR SHALL OBTAIN A SITE INSPECTION FROM THE TOWN ZONING 

     INSTALL ALL EROSION AND SEDIMENT CONTROL DEVICES. 

     PRIOR TO THE COMMENCEMENT OF OPERATIONS IN ACCORDANCE WITH ANY PERMIT ISSUED

     COVER CAN BE APPLIED.  

     DUST CONTROL WILL BE ACCOMPLISHED BY SPRAYING WITH WATER.

     THE CONTRACTOR OR LOT OWNER.  
     OFFICER AND/OR WETLANDS AGENT, EROSION AND SEDIMENT CONTROL MEASURES SHALL BE REMOVED BY
     ONCE STABILIZATION HAS BEEN COMPLETED AND APPROVED BY THE TOWN ZONING ENFORCEMENT 

     IMMEDIATELY REPAIRED, RESEEDED AND RE-ESTABLISHED.
     RESPECT TO THE SITE, ANY EROSION WHICH OCCURS WITHIN DISTURBED AREAS SHALL BE 
     STABILIZATION PERIOD AND AFTER EACH STORM EVENT. DURING THE STABILIZATION PERIOD WITH
     ALL EROSION AND SEDIMENT CONTROL ON A TWICE-WEEKLY BASIS DURING THE
     MAINTAINED IN PROPER WORKING ORDER. THE CONTRACTOR SHALL BE RESPONSIBLE FOR CHECKING
     DURING THE STABILIZATION PERIOD, ALL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE 

     COVER.  IF NECESSARY A TEMPORARY VEGETATIVE COVER IS TO BE PROVIDED UNTIL A PERMANENT
     FINAL STABILIZATION OF THE SITE IS TO FOLLOW THE PROCEDURES OUTLINED IN PERMANENT VEGETATIVE

ALL DISTURBED SLOPES SHALL BE STABILIZED WITHIN ONE SEASON (SPRING OR FALL) OF THE 
COMPLETION OF THE PROJECT BEFORE A CERTIFICATE OF COMPLIANCE WILL BE ISSUED.

(MAX. 10' o/c)

FOLLOWING SEEDING MULCH WITH WEED FREE STRAW AND APPLY A JUTE NETTING COVER TO AREAS
OF 3:1 OR GREATER SLOPE

SUBDIVISION OF LAND

3" MIN. CONDUIT

7" BEDDING

12"

CAUTION TAPE

24" MIN.
36" MAX. OR

SUITABLE
BACKFILL

FINISHED GRADE

6"

MATERIAL

NOTES:

1.  OSHA STANDARDS REQUIRE THAT SPOILS BE PLACED 24"
MIN. FROM EDGE OF TRENCH.
2.  SUITABLE BACKFILL SHALL NOT CONTAIN ASH, CINDER,
SHELL, FROZEN MATERIAL, LOOSE DEBRIS OR STONES LARGER
THAN 2" MAX. DIMENSION.
3.  FUEL OR WATER LINES SHALL BE NO CLOSER THAN 18" IN
ANY DIRECTION.

UTILITY TRENCH DETAIL
NOT TO SCALE

6"

(ELEC. , TELE. , CTV)
12"

AS REQ'D BY
UTILITY CO.

DETECTABLE

CRUSHED STONE

Dayville, Connecticut 06241
P.O. Box 421

114 Westcott Road

Killingly Engineering
Associates

NORMAND THIBEAULT, JR., P.E.  No. 22834       DATE

860 779 7299

PER SECTION 8-26c OF THE CONNECTICUT GENERAL STATUTES, AMENDED,
APPROVAL AUTOMATICALLY EXPIRES                      IF ALL PHYSICAL IMPROVEMENTS

REQUIRED BY THIS PLAN ARE NOT COMPLETED BY THAT DATE

APPROVED BY THE PUTNAM PLANNING & ZONING COMMISSION

CHAIRMAN                                                                                                DATE

APPROVED BY THE PUTNAM INLAND WETLANDS

CHAIRMAN                                                                       DATE

& WATERCOURSES COMMISSION

% MAX.

GUTTER DRIVEWAY

2" BIT.
CONC.

12
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6" GRAVEL
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PITCH
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10' 8" HIGHER THAN GUTTER
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NOT TO SCALE

STANDARD DRIVEWAY DETAIL

% MAX.9

R=15'

APRON

PREPARED FOR

LUKE WALKER

ASHLEY WALKER
AND

DRIVEWAY SIGHTLINE - LOT 1

DRIVEWAY SIGHTLINE - LOT 2

SIGHTLINE EAST >200'

SIGHTLINE EAST >200'

CONNECTICUT RAIN GARDENS
SUGGESTED PLANT LIST

PERENNIALS
A. Swamp Milkweed (Asclepias incarnata)
B. New York aster (Aster novae-belgii)
C. Astilbe (Astilbe spp.)
D. Tickseed sunflower (Bidens aristosa)
E. Joe Pye weed (Eupatorium fistulosum)
F. Rose mallow (Hibiscus moscheutos)
G. Iris (Iris versicolor)
H. Cardinal flower (Lobelia cardinalis)

I. Spiked gay feather (Liatris spicata)
J. Sensitive fern (Onoclea sensibilis)
K. Cinnamon fern (Osmunda cinnamomea)
L. Royal fern (Osmunda regalis)
M. Marsh fern (Thelypteris palustris)
N. Spiderwort (Tradescantia virginiana)
O. Black-Eyed Susan (Rudbeckia birta)

GRASSES
p. Creeping bentgrass (Agrostis stolonifera)
Q. Meadow foxtail (Alopecurus pratensis)
R. Blue joint (Calamogrostis Canadensis)
S. Tussock sedge (Carex stricta)

T. Tufted hair grass (Deschampsia caespitosa)
U. Switch grass (Panicum virgatum)
V. Ribbon grass (Phalaris arundinacea)

SHRUBS
1. Red chokeberry (Aronia arbutifolia)
2. Buttonbush (Cephalanthus occidentalis)
3. Summersweet clethra (Clethra alnifolia)
4. Silky dogwood (Cornus amomum)
5. Gray dogwood (Cornus racemosum)
6. Red osier dogwood (cornus sericea)
7. Inkberry (Ilex glabra)
8. Winterberry (Illex vertifillata)
9. Spicebush (Lindera aestivale benzoin)

One or more trees can be added to a rain garden, depending upon its size. Caution should be used though, as a
tree can quickly take over the garden and create a different look. Remember, most trees will grow very large
unless they are purposely kept small. If a tree is desired, the following types are recommended:

TREES
20. River birch (Betula negra)
21. Red maple (Acer rubrum)
22. Sweetgum (Liquidambar styraciflua)
23. Swamp white oak (Quercus bicolor)
24. Pin oak (Quercus palustris)

25. Larch (larix laricina)
26. Cottonwood (Populus deltoides)
27. Shadblow (Amelanchier spp.)
28. Green ash (Fraxinus pennsylvanica)
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