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ADDENDUM NO. 1 (ONE) 

 
Issue Date: March 3,2026 
School / Facility Name: University High School 
Project Name: Extend Parent Loop 
Owner’s Project No.: 2548185 

 
Owner: School Board of Volusia County Florida 

200 N. Clara Avenue, DeLand Florida 32720 
Owner’s Project Manager: Tim Moore 
Project Manager’s Location: 3750 Olson Drive, Daytona Beach Florida 32124 

 
Engineer’s Representative: Ben Buencamino 
Engineer’s Project No.: 2400653 

 

CONSTRUCTION PLANS 
I. C101 DIMENSION, AND STRIPING PLAN 

Question: At the pre-bid meeting, a question on how the scope for the Maintenance of Traffic 
(MOT) be determined. 
Response: After discussions with the school principal, it was confirmed that the project area  
can completely be released for construction activity, therefore eliminating the need for MOT. 
Delete MOT note on plan sheet C101 

 
II. C102 GRADING AND DRAINAGE PLAN 

Question: “On one spot it says to put all wheel stops in spots, and in another spot it says to 
just do adjacent to sidewalk.  This is a difference of 19 wheel stops or 86 wheel stops.   
Please clarify.” 
Response: Wheel stops shall be installed at all parking spaces. Delete Site Specific note #12 
on plan sheet C102. 
 

III. C500 GENERAL NOTES AND DETAILS 
Question: “On the above-mentioned project, you are listed as the engineer.  Is there landscape 
plans?  Or what is the plan for disturbed areas?” 
Response: See Site General Note #11 on plan sheet C500 for restoration and sodding 
requirements. 
 

IV. C500 GENERAL NOTES AND DETAILS 
Question: “What is the specs on the vapor barrier that is called out on the University High 
Parent Loop?” 
Response: No vapor barrier required for exterior applications. Delete vapor barrier note on 
“Concrete Sidewalk Detail” on plans sheet C500, 
 

 
 
 

The Drawings are hereby modified as follows: 

The following modifications shall be incorporated to the previously distributed construction 
documents. Any questions regarding these modifications should be directed to the project 
engineer for consideration. 



CPH Consulting, LLC 
1117 E. Robinson Street 
Orlando, Florida 32801 
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ATTACHMENTS 

A. Plan Sheets C101, C102, C500 
 

 
 END OF ADDENDUM  
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State of Florida Licenses:
Engineer No. 3215

Surveyor No. LB7143
Architect. No. AA26000926
Landscape No. LC000298
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SIGNAGE AND STRIPING INDEX

STOP BAR  AND STOP SIGN

2A 4' CROSS WALK

3

SIGNAGE / STRIPING GENERAL NOTES
1. THE CONTRACTOR SHALL INCLUDE IN THE BID, THE COST OF  SIGNING AND STRIPING.  ALL SIGNING AND
    STRIPING SHALL CONFORM TO THE "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES" AND CITY
    STANDARDS.  ALL ONSITE STRIPING SHALL BE PAINTED TO CONFORM TO FDOT STANDARDS AND SHALL
    INCLUDE WHITE PARKING SPACE STRIPING, BLUE HANDICAP SPACE STRIPING WITH SYMBOL, WHITE
    STOP BARS, WHITE DRIVING LANE MARKING, AND WHITE TRAFFIC DIRECTIONAL ARROWS AS DEPICTED
    ON THE SITE PLAN.  ALL STOP SIGNS SHALL BE 30''HI INTENSITY STOP SIGNS.  THE CONTRACTOR SHALL
    FURNISH AND INSTALL AN APPROVED DISABLED PARKING SIGN 7' TO THE BOTTOM OF SIGN (ABOVE
    GRADE) AT THE HEAD OR FRONT OF EACH SPACE.

2. ALL PAVING WORK SHALL BE PERFORMED TO FDOT STANDARDS AND SPECIFICATIONS.

3. ALL TRAFFIC CONTROL SIGNS AND STRIPING MUST BE IN ACCORDANCE WITH THE LATEST FDOT MUTCD
    AND THE CITY OF DEBARY TRAFFIC STANDARDS.

4. TWO (2) WEEK "CURE TIME" ON ASPHALT REQUIRED PRIOR TO FINAL MARKINGS INSTALLATION. AFTER
    RECOMMENDED ASPHALT CURING PERIOD, RESTRIPE THE ENTIRE LOT WITH TWO (2) COATS OF
    CHLORINATED RUBBER-ALKYD AASHTO PAINT M248 (FS-TT-P-115) TYPE III,TWO (2) MILLS MIN. PER COAT.

5. NO MARKINGS ARE TO BE INSTALLED IN CITY RIGHT OF WAYS PRIOR TO FIELD APPROVAL OF
    LAYOUT LINES BY CITY TRAFFIC ENGINEER.

6. CENTERLINE OF PROPOSED PAVEMENT TO BE STRIPED USING 4" SOLID DOUBLE YELLOW LANE LINE.

HANDICAPPED PARKING
AND SIGNAGE

LEGEND

STRIPING LINES

EDGE OF PAVEMENT

PARKING COUNT

7. ARROWS TO CONFORM WITH ROADWAY AND TRAFFIC DESIGN STANDARD INDEX NO. 711-001
    (DRAWING 1 OF 13).  PAINT ARROWS IN LOCATIONS SHOWN ON PLANS.

8. ALL SIGNS SHALL BE ERECTED WITH BRACKETS.  ADDITIONALLY, THE BACK SIDE OF EACH  SIGN IS
    REQUIRED TO HAVE THE DATE OF INSTALLATION STENCILED ON IT (MONTH/YEAR), IN ONE (1") INC
    FIGURES USING A LONG LASTING BLACK FLAT PAINT.

9. THE EXISTING PAVEMENT WIDTHS ARE NOT ALWAYS CONSISTENT.  THE CONTRACTOR SHALL
     ADJUST STRIPING THE PAVEMENT TO DIVIDE THE WIDTH OF THE LANES TO EQUAL WIDTHS UNLESS
     OTHERWISE SPECIFICALLY SHOWN ON THE STRIPING PLAN.

10. CONTRACTOR SHALL UPDATE AND RETROFIT ALL TRAFFIC SIGNAGE THAT DOES NOT COMPLY TO
      CURRENT FDOT AND ADA STANDARDS.

11. EXISTING PARKING AREAS DO NOT MEASURE EXACTLY TO FIT 9' AND 10' WIDE SPACES IN A ROW.
      THE CONTRACTOR SHALL MEASURE EACH PARKING AREA AND DIVIDE THE LENGTH EQUALLY WITH
      THE MINIMUM PARKING WIDTH OF 9'.

12. ALL PAVEMENT MARKINGS WITHIN THE RIGHT-OF-WAY SHALL BE THERMOPLASTIC.

13. ROAD GORE RPMS/STRIPING AND PERIMETER STRIPING TO BE SOLID YELLOW PER FDOT STANDARD
      INDEX 706-001.

14. CONTRACTOR SHALL PROVIDE AND COORDINATE WITH THE CITY TEMPORARY TRAFFIC
      MANAGEMENT (a.k.a. MOT) DURING CONSTRUCTION WITHIN THE D. SMITH BLVD. RIGHT-OF-WAY.
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Coordinates Table

Point #

A

B

Northing

1672238.3886

1672237.1422

Easting

556059.4748

556081.1842

COORDINATES

C

D

E COORDINATE POINT

PROPERTY CORNER COORDINATE
REFERENCE POINT
NORTHING: 1672226.5851
EASTING:      555572.2663

PROPERTY CORNER COORDINATE
REFERENCE POINT
NORTHING: 1672282.2270
EASTING:      555683.3310
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NEW DRIVEWAY WIDTH

EXISTING CHILLED WATER MAIN

APPROX. CHILLED WATER MAIN
LOCATION. FLD. LOCATE PRIOR

TO CONSTRUCTION

Line Table

Line #

L1

L2

L3

L4

L5

L6

L7

Length

358.940

196.866

143.035

427.424

243.661

195.869

570.909

Direction

S79° 07' 35.45"E

N26° 23' 30.89"E

S56° 46' 18.50"W

N56° 53' 23.29"E

N21° 31' 15.24"E

S19° 08' 51.24"W

S56° 54' 02.49"W

Curve Table

Curve #

C1

C2

C3

C4

C5

C6

C7

C8

C9

C10

C11

C12

C13

C14

C15

C16

C17
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Length

10.865

11.844

12.661

9.889

23.779

54.598

23.293

52.575

57.585

86.558

62.814

59.925

11.252

34.569

101.866

36.899

53.350

53.259

Radius

381.879

56.460

48.855

25.499

28.686

42.000

32.000

33.447

185.000

429.787

185.000

22.479

209.000

56.000

32.000

56.000

57.748

306.545

Delta

001.6301

012.0191

014.8492

022.2200

047.4944

074.4816

041.7055

090.0630

017.8345

011.5392

019.4539

152.7432

003.0846

035.3689

182.3908

037.7531

052.9320

009.9546

THE CONTRACTOR SHALL INCLUDE IN THIS BID A MAINTENANCE OF
TRAFFIC PLAN TO MAINTAIN THE OPERATION OF THE PARENT LOOP

DURING CONSTRUCTION. THE TRAFFIC PLAN SHALL BE SUBMITTED TO
THE ENGINEER AND THE OWNER'S REPRESENTATIVE FOR  REVIEW AND

APPROVAL PRIOR TO THE START OF ANY CONSTRUCTION ACTIVITY.

MAINTENANCE OF TRAFFIC
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47.76

NEW PAVEMENT
WHERE DESIGNATED ON THE PLANS, THE CONTRACTOR SHALL SAWCUT
EDGE OF EXISTING PAVEMENT AND CONSTRUCT NEW PAVEMENT TO
MATCH ADJACENT PAVEMENT GRADES.

8.

7.

6.

5.

3.

2.

1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING THE VARIOUS
GRADING, PAVING, AND DRAINAGE WORK TO ACCOMPLISH THE PROPER
FUNCTIONING OF THE SITE IMPROVEMENTS.

TO PREVENT WATER FROM PONDING OR STANDING ON SIDEWALK OR PAVEMENT
AREAS, ADJACENT SOD SHALL BE INSTALLED 1" BELOW THE EDGE OF PAVEMENT
OR SIDEWALK. THE CONTRACTOR SHALL SOD THOSE AREAS DESIGNATED ON THE
PLANS OR IN THE BID DOCUMENTS AND MAINTAIN UNTIL A STAND OF GRASS HAS
BEEN ATTAINED.

THE CONTRACTOR SHALL RESTORE AND REPAIR ALL SIDEWALKS, PAVEMENT OR
GRASSY AREAS DAMAGED DURING THE CONSTRUCTION TO EQUAL OR BETTER
CONDITION AND SHALL INCLUDE SUCH COSTS IN HIS BID.  DISTURBED GRASSY
AREAS SHALL BE SODDED WITH "BAHIA" GRASS UNLESS OTHERWISE NOTED ON
THE LANDSCAPING PLANS.

WHERE NEW PAVEMENT TIES TO EXISTING, THE EDGE OF THE EXISTING
PAVEMENT SHALL  BE SAWCUT AND THEN MATCHED.

AS PART OF THE WORK, THE CONTRACTOR SHALL ADJUST EXISTING SANITARY
MANHOLE TOPS, STORM INLET  GRATES, WATER VALVE BOXES, ETC. AS
NECESSARY TO MATCH NEW PAVEMENT GRADE.

THE DESIGN COVERED BY THIS PROJECT MEETS FBC LATEST EDITION.

THE SIGNAGE INSTALLED AS PART OF THIS PROJECT IS TO MEET WIND LOAD
CRITERIA  PER ASCE 7-98,  FBC 423.10.6 AND 423.9, AND LATEST FDOT
STANDARD PLANS FOR ROAD CONSTRUCTION.

4. THE CONTRACTOR SHALL CONFORM WITH ALL INSPECTION REQUIREMENTS OF THE
VOLUSIA COUNTY SCHOOLS AND CITY OF ORANGE CITY.  FAILURE TO COMPLY WITH
INSPECTION REQUIREMENTS SHALL RESULT IN NON-ACCEPTANCE OF SPECIFIC
WORK ITEMS.

TO PROMOTE POSITIVE DRAINAGE WITHIN THE SECURED PARKING AREA, THE
CONTRACTOR SHALL REGRADE PORTIONS OF THE EXISTING PAVEMENT BASED
ON THE GRADE SHOTS SHOWN ON THE SITE PLAN.

9.

CONCRETE PAVEMENT
WHERE DESIGNATED ON THE PLANS, THE CONTRACTOR SHALL SAWCUT
EDGE OF EXISTING WALKWAY AND CONSTRUCT NEW CONCRETE
PAVEMENT TO MATCH ADJACENT PAVEMENT GRADES.

AS PART OF THE PROJECT SCOPE, THE CONTRACTOR SHALL CLEAN AND
VACUUM ALL EXISTING STORM DRAIN WITHIN THE PROJECT SITE UP TO THE
POINT OF DISCHARGE.
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PROPOSED SIDEWALK

PROPOSED GRADE SHOTXX.XX

PROPOSED CONTOUR LINE

PROPOSED STORM DRAINAGE
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SF SILT FENCE

FDOT TYPE C INLET
GRATE EL.   49.76
INV. EL.         44.76

C

D

79 L.F. - 15" HDPE @ 3.4%A BTO
EXISTING INLET
GRATE EL.   49.05
TIE-IN EL.     44.07

B

77 L.F. - 18" HDPE @ 4.3%C DTO

A
FDOT TYPE C INLET
GRATE EL.   51.76
INV. EL.         46.76

*

PAVEMENT RESURFACING
WHERE DESIGNATED ON THE PLANS, THE CONTRACTOR PROVIDE A FULL
DEPTH MILL AND RESURFACE THE EXISTING ASPHALT PAVEMENT. GRADE
ADJUSTMENTS MAYBE NECESSARY TO MEET A.D.A. AND DRAINAGE SLOPE
REQUIREMENTS AS INDICATED ON THE GRADING PLAN .
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VERTICAL CURB SHALL BE INSTALLED AT ALL NEW PAVEMENT DRIVEWAY TO
MATCH EXISTING EXCEPT IF OTHERWISE NOTED.

11.

CONCRETE WHEEL STOPS SHALL BE INSTALLED AT PARKING SPACES
ABUTTING PEDESTRIAN SIDEWALKS.

12.

C
O

N
FO

R
M

ED
 S

ET
1/

6/
20

26

bbuencamino
Line

bbuencamino
Line

bbuencamino
Polygon

bbuencamino
Typewriter
1

bbuencamino
Cloud

bbuencamino
Typewriter
 1      3/3/2026                   ADDENDUM No.1

bbuencamino
Polygon



6x6 - W1.4xW1.4 WWF

4" CONCRETE

6'

VAPOR BARRIER

PLAN

SECTION A-A

5'

A

SLO
PE @

 1%

6' MAX

ELEVATION

POST (OPTIONS: 2" x 4" OR

TO
 1

8"

2 1/2" MIN DIA. WOOD: STEEL

3'
 O

R
 M

O
R

E

12
" M

IN

15
"

8"

1.33 LBS/FT. MIN.)

SECTION

OPTIONAL POST POSITIONS

FILTER FABRIC (IN

CONFORMANCE WITH
SEC. 985 FDOT SPEC.)

PRINCIPLE POST POSITION
(CANTED 20° TOWARD FLOW)

FILTER FABRIC

SILT FLOW

20°±

MATERIAL OR EQUIPMENT NOT SALVAGED BY THE OWNER SHALL BECOME THE PROPERTY
THE OWNER SHALL HAVE THE RIGHT TO SALVAGE MATERIAL OR EQUIPMENT.  ALL

ALL DRAINAGE EXCAVATIONS SHALL BE STAKED AND PROBED PRIOR TO ACTUAL EXCAVATION.

WHERE NEW PAVEMENT TIES INTO THE EXISTING, THE EDGE OF THE EXISTING PAVEMENT SHALL

THE FIRST ITEM OF WORK SHALL BE TO INSTALL ALL EROSION CONTROL MEASURES AS
SHOWN ON THE PLANS OR AS DIRECTED BY THE OWNERS' REPRESENTATIVE. 

BE SAWCUT AND THEN MATCHED.
17.

16.

15.

OF THE CONTRACTOR AND BE PROMPTLY REMOVED FROM THE SITE.

13.

12.

AREAS DAMAGED DURING THE CONSTRUCTION TO EQUAL OR BETTER CONDITION AND
THE CONTRACTOR SHALL RESTORE AND REPAIR ALL SIDEWALKS, PAVEMENT OR GRASSY

TO PROTECT THE FACULTY, STAFF AND OTHER PERSONS THROUGHOUT THE DURATION
THE CONTRACTOR SHALL TAKE ALL NECESSARY SAFETY MEASURES AND PRECAUTIONS

THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING THE VARIOUS GRADING,
DRAINAGE, AND PAVING WORK TO ACCOMPLISH THE PROPER FUNCTIONING OF THE SITE

TO PREVENT WATER FROM PONDING OR STANDING ON SIDEWALK OR PAVEMENT AREAS,
ADJACENT SOD SHALL BE INSTALLED 2" BELOW THE EDGE OF PAVEMENT OR SIDEWALK,

SHALL INCLUDE SUCH COSTS IN HIS BID.  DISTURBED GRASSY AREAS SHALL BE

COMPLETE ALL SUBSEQUENT PUNCH LIST ITEMS.  ANY UNSUITABLE TIME DELAY BEYOND

POSSIBLE.  THE CONTRACTOR SHALL HAVE 45 CONSECUTIVE CALENDAR DAYS TO
IT IS THE OWNER'S INTENT TO START AND COMPLETE THIS WORK AS QUICKLY AS

HAS INSPECTED THE SITE AND HAS INCLUDED ALL THE NECESSARY WORK ITEMS TO
PRIOR TO THE BID.  UPON SUBMISSION OF BID IT IS ASSUMED THAT THE CONTRACTOR
BROUGHT TO THE ATTENTION OF THE ENGINEER FOR VERIFICATION AND DIRECTION

CONDITIONS WHICH MAY AFFECT HIS BID.  ANY SIGNIFICANT CONFLICTS AND/OR
THE CONTRACTOR SHALL VISIT THE SITE TO FAMILIARIZE HIMSELF WITH THE SITE

REPLACE THEM AS NECESSARY TO REDUCE SILT DEPOSITS IN PIPES AND INLETS.
THE CONTRACTOR SHALL INSTALL SYNTHETIC BALES AT ALL EXISTING INLETS AND SHALL

THE CONTRACTOR SHALL SOD THOSE AREAS DESIGNATED ON THE PLANS OR IN THE BID
DOCUMENTS AND ACCEPTED ALTERNATES.  SOD SHALL BE THE SAME TYPE GRASS

THE CONTRACTOR SHALL OBTAIN COPIES OF ALL PERMITS AND COMPLY WITH ALL
PROVISIONS THERIN (IF APPLICABLE).  LIKEWISE, HE SHALL BE RESPONSIBLE IN

MATERIALS AND METHODS FOR STORM DRAINAGE AND PAVEMENT CONSTRUCTION AND
STRIPING SHALL BE IN ACCORDANCE WITH THE FLORIDA DEPT. OF TRANSPORTATION
STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION, LATEST
REVISION THEREOF, AND SUPPLEMENTAL SPECIFICATIONS THERETO, AND IN ACCORDANCE

AFTER THE LANDSCAPING IS COMPLETE, THE CONTRACTOR SHALL CLEAN ALL PIPES
AND INLETS OF ACCUMULATED SILT AND DEBRIS AND SHALL REMOVE ALL TEMPORARY
EROSION IMPROVMENTS.  THE CONTRACTOR SHALL INSTALL EROSION CONTROL MEASURES

SODDED WITH SAME GRASS TYPE AS EXISTING UNLESS OTHERWISE NOTED ON THE PLANS.

WITH CITY STANDARD TECHNICAL SPECIFICATIONS AND SOILS REPORTS.

OF HIS WORK.

IMPROVEMENTS.

11.

10.

9.

8.

7.

SECURING ANY LOCAL PERMITS WHICH WILL BE REQUIRED BY THE CITY.

LIQUIDATED DAMAGES BY THE OWNER.
THIS 7 DAY PUNCH LIST PERIOD MAY BE THE BASIS FOR ASSESMENT OF

SUBSTANTIALLY COMPLETE THE WORK IN THIS CONTRACT AND 7 DAYS TO

COMPLY WITH THE PLANS IN HIS BID.

VARIATIONS OF THE FIELD CONDITIONS DIFFERING FROM THE PLANS SHALL BE

AS EXISTING. 

4.

5.

6.

3.

2.

TO PROTECT SURROUNDING PROPERTIES.

1.

UNLESS OTHERWISE NOTED ON THE PLANS.

4" CONCRETE SLAB

TOOLED
JOINTS @ 5'

MINIMUM 3000 P.S.I.
CONCRETE REQUIRED

STABILIZED SUBBASE. REFER
TO PAVEMENT SECTION FOR
SPECIFICATION

NOTES:

1. 3/4"x4" PREMOLDED EXPANSION MATERIALS AROUND
POWER POLES OR OTHER STRUCTURES IN WALK.

2. EXPANSION JOINTS MAXIMUM DISTANCE = 100', USED
3/4"x4" PREMOLDED EXPANSION MATERIAL.

3. CONTRACTION JOINTS MAXIMUM DISTANCE = 21', SAW
CUT 2"  DEEP AND FILL WITH HOT POURED SEALER.

4. SAW CUT JOINTS WITHIN 24 HOURS.
5. PROVIDE BROOM FINISH TO CONCRETE SURFACE

CONCRETE SIDEWALK DETAIL

14.

TYPE III SILT FENCE DETAIL

PLAN
2"x2"x4' WOODEN STAKE
(2 PER BALE)

SYNTHETIC BALE

GRATED INLET

SYNTHETIC BALE SEDIMENT CONTROL

FDOT CURB DETAILS

3 2

1

NOTE: WHEEL STOPS TO BE FURNISHED AND INSTALLED AT EACH PARKING SPACE.

SIGNS USED AS PER FLORIDA STATUTES

FTP 25 PER FS 316.1955, FS 316.1956

1 1/2"R.

  ALL NONE-HC SPACES SHELL BE WHITE.
3. HC LANE MARKINGS SHALL BE BLUE. STRIPED AREA AND
  UNIFORM TRAFFIC CONTROL DEVICES.
  WITH THE VOLUSIA COUNTY CODE AND THE MANUAL ON
2. ALL PAVEMENT MARKINGS SHALL BE IN ACCORDANCE

  (FS-TT-P-115) TYPE III MIN. 2 COATS, MIN. 2 MILLS
  CHLORINATED RUBBER-ALKYD AASHTO PAINT M248
1. ALL PAVEMENT MARKINGS SHALL BE PAINTED W/

  EACH COAT.

NOTES :

6" WIDE PAINTED
PARKING STRIPE
TYP.

HANDICAP MARKING

SIDEWALK
6' WIDE CONC.

WHITE

BLUE

6" WHITE LINE

HANDICAP PARKING SIGN
(FTP-25)

WHEEL STOP

WHITE

1 1/2" SERIES 'C'
ALL LETTERS

PARKING BY
DISABLED

ONLY
PERMIT

1. TOP PORTION OF FTP 25 

SYMBOL AND BORDER.

2. BOTTOM PORTION SHALL HAVE A

BACKGROUND WITH WHITE REFLECTIVE
SHALL HAVE A REFLECTIVE BLUE

4. SIGNS ARE TO BE MOUNTED AT 

AN ONE PANEL OR TWO.
3. FTP 25 MAY BE FABRICATED

BLACK OPAQUE LEGEND AND BORDER.
REFLECTIVE WHITE BACKGROUND WITH

TO BOTTOM OF SIGN).
STANDARD HEIGHT. (7' FROM PAVEMENT  

NOTES:

DRIVE LANEDRIVE LANE

6"
TYP.

20
'

5' 12' 10'

2'

2"

6"

6"

3'
-0

"

1/2"

12"
FTP -25

18
"

1 
1/

2"
6"

4"

1 
1/

2"

1"

1"

1"

1"

1"

HANDICAP PAVEMENT SYMBOL

SUB-GRADEBASE

8 INCHES8 INCHES

TYPE OF SERVICE

DRIVE LANES

ASPHALTIC

SURFACE
CONCRETE

TOP OF DOWELS SHALL BE
1-1/2" BELOW TOP OF WHEEL
STOPS AND HOLES PLUGGED
w/ CEMENT GROUT

CONCRETE WHEEL STOP DETAIL

TYPICAL PAVEMENT DETAIL

SITE GENERAL NOTES

FDOT TYPE "D" CURB UNLESS
OTHERWISE NOTED ON SHEET

1B 2 3

PAVEMENT DESIGN:

HANDICAP PARKING DETAIL

DOWEL HOLES-2 FOR 3/4"Ø
2.5' STEEL DOWELS PROVIDE

AND INSTALL DOWELS

3'-4"

4'
-5

"

8"

8" 8"

3'
-1

"

2 1/4"2'-0"
2 1/4"

PLANSECTION

MAXIMUM PIPE SIZE:
2'-0" WALL - 18" PIPE
3'-1" WALL - 24" PIPE

STEEL GRATE

8" @ 12" CENTERS
#4 BARS

EYE BOLTS
SEE INDEX 201

2" CI.

2"
 C

I.

2"

3'-4"

2'-0"
5 3/4"5 3/4"

2'-3 5/8"

2'
-1

1 
3/
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FDOT ASPHALTIC CONCRETE. USE OF 15% MAX. RECYCLED ASPHALT PAVEMENT (RAP) MATERIAL IN
THE ASPHALT MIX IS ACCEPTABLE.

CRUSHED CONCRETE BASE MUST MEET FDOT ROAD AND BRIDGE CONSTRUCTION SPECIFICATIONS
SECTION 204 REQUIREMENTS.  CRUSHED CONCRETE BASE SHALL A MINIMUM LBR RATIO OF 150 MAX.
4" LIFT COMPACTED TO 98% MAX. DRY DENSITY (ASTM-D1557, AASHTO T-180. REFER TO SOILS REPORT
IF LIMEROCK IS THE PREFERRED BASE MATERIAL.

SUBBASE SHALL HAVE A MINIMUM LIMEROCK BEARING RATIO (LBR) VALUE OF 40%. THE STABILIZED
SUBBASE MUST BE COMPACTED TO A MINIMUM 98% OF MODIFIED PROCTOR MAXIMUM DRY DENSITY
(ASTM D-1557, AASHTO T-180)

THE CONTRACTOR SHALL COMPLY WITH THE SITE PREPARATION RECOMMENDATIONS AND
REQUIREMENTS STIPULATED IN THE 05/07/21 SOIL REPORT PREPARED BY ARDAMAN & ASSOCIATES,
INC.

THE BOUNDARY AND TOPOGRAPHIC SURVEY AND EXISTING CULTURAL INFORMATION HAS BEEN
PROPOSED BY CPH, INC., DATED 03.08.23.  THE ENGINEER ASSUMES NO RESPONSIBILITY FOR THE
ACCURACY OF THE SURVEY INFORMATION PROVIDED.  THE CONTRACTOR IS DIRECTED TO OBTAIN A
COPY OF THE BOUNDARY AND TOPOGRAPHIC SURVEY FOR THE LOCATION AND ELEVATION OF
PROPERTY CORNERS, PRMS, AND TBMS.

F.S. 316.1955
$250 FINE

THE CONTRACTOR SHALL CONFORM WITH ALL INSPECTION REQUIREMENTS OF THE VOLUSIA
COUNTY SCHOOL BOARD AND CITY OF DEBARY.  FAILURE TO COMPLY WITH INSPECTION
REQUIREMENTS SHALL RESULT IN NON-ACCEPTANCE OF SPECIFIC WORK ITEMS.

ASPHALTIC

SURFACE
CONCRETE

1A

2"
TYPE SP-12.5

8 INCHES8 INCHESDRIVE LANES 2"
TYPE SP-12.5

6 INCHES6 INCHESPARKING SPACES 1 1/2"
TYPE SP-9.5

8 INCHESROAD (OFFSITE) 1 1/2"
TYPE SP-9.5

1"
TYPE FC-4

ROAD CURB PADS
(OFFSITE)

6 INCHES
STABILIZED

10 INCHES
STABILIZED

TYPE C INLET

FDOT TYPE  "C" INLET DETAIL

ALL PAVING SURFACES SHALL BE GRADED TO DRAIN POSITIVELY IN THE DIRECTION
GENERALLY INDICATED IN THE GRADING PLANN.  NO PUDDLING OR "BIRD BATH" WILL BE
ACCEPTED IN THE PAVEMENT AREAS.  PAVED SURFACES SHALL ALSO BE GRADED TO
PROVIDE A SMOOTH TRANSITION TO THE PROPOSED SWALE WITH NO SHARP BREAKS IN
GRADE AND NO UNUSUALLY STEEP CROSS SLOPES.  ALL PAVEMENT EDGES SHALL BE
ROUNDED AND SMOOTH.  THE CONTRACTOR IS RESPONSIBLE TO ACCOMPLISH THIS
PURPOSE.  THE ENGINEER MAY BE CONSULTED SO HE MAY PROVIDE SUPPLEMENTARY
INSTRUCTIONS AND DRAWING INTERPRETATION.

C500
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CONCRETE PAVEMENT DETAIL

ON PLANS

SLOPE
AS SHOWN

3'

THICKENED EDGE

10
"

FINISHED
GRADE

CONCRETE CONSTRUCTION NOTES

(CONCRETE PAVEMENT AREAS ONLY)

1. THE CONTRACTOR SHALL PROVIDE ISOLATION JOINTS TO ISOLATE FIXED OBJECTS
ABUTTING OR WITHIN THE CONCRETE AREA INCLUDING BUILDINGS.  THESE SHALL
CONTAIN PREMOLDED JOINT FILLER FOR THE FULL DEPTH OF THE PAVING SLABS.

2. THE CONTRACTOR SHALL PLACE FULL DEPTH CONSTRUCTION JOINTS AT 40' MAX AT
THE END OF CONCRETE POURS AND AT LOCATIONS WHERE PLACEMENT OPERATIONS
ARE STOPPED FOR A PERIOD OF 30 MINUTES OR MORE, EXCEPT WHERE SUCH POURS
TERMINATE AT ISOLATION JOINTS.

3. TOPS OF ALL PREMOLDED JOINT FILLERS TO BE SEALED WITH ELASTOMERIC CHALK.
4. AS SOON AS THE CONCRETE HAS HARDENED SUFFICIENTLY TO PERMIT SAWING

WITHOUT EXCESSIVE RAVELING AND BEFORE UNCONTROLLED CRACKING OCCURS, THE
CONTRACTOR SHALL CONSTRUCT CONTROL JOINTS (TO A DEPTH OF 1/4 OF THE SLAB
THICKNESS) AT 45' INTERVALS AND AT CRITICAL LOCATIONS SUCH AS NARROW AREAS,
INTERIOR CORNERS, CATCH BASINS AND OTHER FIXED OBJECTS WITHIN THE CONCRETE
AREA. THE CONTRACTOR SHALL THE RETURN AND PLACE INTERVENING CONTROL
JOINTS AT SPACING NOT EXCEEDING 8'.  JOINT CONSTRUCTION SHALL BE COMPLETED 4
TO 6 HOURS AFTER PAVING HAS BEEN PLACED. THE CONTRACTOR SHALL CLEAN ALL
CONSTRUCTION JOINTS THOROUGHLY.

5. JOINTS SHALL BE CONTINUOUS ACROSS THE SLAB.
6. JOINT ALIGNMENT MAY BE SKEWED OR WARPED FROM THE NORMAL GRID PATTERN

WHERE NECESSARY TO REACH POINTS OF STRESS CONCENTRATION NOT ON NORMAL
PATTERN.

7. FORM OFFSETS USED BY CONTRACTORS AT RADIUS POINTS TO PROVIDE CONTINUITY IN
PAVING OPERATIONS MUST BE AT LEAST 1'-0" TO AVOID SLIVERS OF CONCRETE THAT
MAY BE EASILY BROKEN OFF.

8. NO JOINT ANGLE LESS THAN 45° SHALL BE CONSTRUCTED BETWEEN INTERSECTING
JOINTS.  JOINT DOG LEGS OR FILLETS AT RADIUS POINTS SHALL BE AT LEAST 1' LONG.

9. WHEN CONSTRUCTION IS COMPLETE, THE CONTRACTOR SHALL CAREFULLY BACKFILL
AND COMPACT BEHIND THE SLAB.

10. THE CONTRACTOR SHALL SHAPE AND COMPACT THE SUBGRADE ACCORDING TO THE
TYPICAL SECTION AND SPECIFICATIONS.  THE CONTRACTOR SHALL THEN PROOF ROLL
THE SUBGRADE WITH A LOADED FRONT END LOADER OR LOADED TANDEM AXLED
TRUCK IN THE PRESENCE OF THE OWNER'S REPRESENTATIVE AND SHALL UNDERCUT
AND BACKFILL ALL UNSTABLE OR SOFT AREAS TO A MINIMUM DEPTH OF 2' WITH CLEAN
BUILDER'S SAND.  THE CONTRACTOR HALL THEN RESHAPE AND RE-COMPACT THE
SUBGRADE. COMPACTION TESTS MAY BE REQUESTED EVERY 500' OR AS DIRECTED BY
THE OWNER.

11. ALL JOINTING SHALL BE DONE IN ACCORDANCE WITH P.C.A. AND F.D.O.T. STANDARDS
AND SPECIFICATIONS.

12. THE CONTRACTOR SHALL PREPARE AND SUBMIT A JOINTING PLANT TO THE ENGINEER
FOR REVIEW AND APPROVAL PRIOR TO COMMENCING THE CONCRETE WORK.

12" SUB-GRADE COMPACTED TO
98% OF THE MODIFIED PROCTOR

MAX. DENSITY (ASTM D-1557) 6"-4000 P.S.I. HIGH STRENGTH
CONCRETE WITH SHORT FIBERMESH
(CONCRETE PAVEMENT).

5"-3000 P.S.I. CONCRETE (WALKWAY
AND NON TRAFFIC AREAS).

PAINTED TRAFFIC YELLOW
ALL PIPES SHALL BE

C
SY

M
. A

BO
U

T 
L

PAVEMENT OR
FINISHED GRADE

FILL POST w/ CONCRETE

6" SCH. 40 STEEL PIPE
FILLED W/ CONC.
WITH TOP ROUNDED.

NOTE:

(TYP.)
CONCRETE MINIMUM
2500 PSI P.C.W

H
EN

 IN
 G

R
O

U
PS

1'-6"

4'
-0

"

8-
0"

2'-0"

3"
M

IN
.

OVER FOOTING
3" COVER TO

BOLLARD DETAIL
N.T.S.

BOLLARD DETAIL

SPEED TABLE DETAIL
N.T.S.

AA

B

B

PAVEMENT STRIPING
TO BE 12" WHITE

1. SPEED TABLE SHALL BE MINIMUM 6" THICK, 4000 PSI FIBER MESH CONCRETE SURFACE.
2. BASE SHALL BE MINIMUM 12" SUB-BASE, LBR 40.
3. ALL STRIPING AND SIGN PLACEMENT SHALL CONFORM TO MUTCD AND/OR F.D.O.T. STANDARDS.
4. ALL SIGNAGE USED SHALL CONFORM TO THE LATEST STANDARDS OF MUTCD.
5. ALL STRIPING USED SHALL BE THERMOPLASTIC.
6. TRANSITIONS FROM ROADWAY TO SPEED TABLES SHALL BE NEAT AND CLEAN WITH NO RAGGED EDGES.
7. RAISED CROSSWALK SHALL BE LEVEL ACROSS THE TOP SURFACE WITH SIDE SLOPES MATCHING THE CROSS

SLOPE OF ROADWAY.

NOTES:

SPEED TABLE TOP

PLAN VIEW

1' WIDE, WHITE BAND EACH
SIDE OF TABLE TOP

SEE NOTE 1, THIS DETAIL.

SPEED TABLE SHALL BE CONSTRUCTED OF
NO LESS THAN 6" CRUSHED CONCRETE BASE
AND ASPHALT PAVEMENT.

SECTION A-A

SECTION B-B

12" TYPE 'B'
STABILIZATION
MINIMUM LBR 40

4.4%

12" TYPE 'B' STABILIZATION
MINIMUM LBR 40

EXISTING PAVEMENT

24'

9'7.5' 7.5'

8" CRUSHED CONCRETE BASE

VARIABLE SLOPE 2% MIN. VARIABLE SLOPE 2% MIN.

SOD

8" LIMEROCK BASE COURSE w/ MIN.
LBR 75, COMPACTED TO A DENSITY
OF 100% OF THE MODIFIED PROCTOR
DRY DENSITY (ASTM D 1557)

12" SUBGRADE STABILIZED TO A MIN. LBR OF 40,
AND COMPACTED TO A DENSITY OF AT LEAST 98%
MODIFIED PROCTOR MAX. DENSITY (ASTM D 1557)

STABILIZED VEHICULAR ACCESS ROAD DETAIL

W/2W/2

PREFORMED JOINT FILLER

CONC. PAV'T

1/2" EXP JOINT AND

JOINT SEAL

TYPE F

6"
 M
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.

7 
1/

2"
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.

*

2'-0"

8"

6"
6"

1'
-0

"

6" 1'-6"

3/4" R

3"
 R

18
"

6"

8"

3/4" R

2" R

6"

BASE COURSE

SURFACE MATERIAL

1'
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6"
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