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GENERAL NOTES

1. ALL WORK SHALL BE COMPLIANT WITH THE CODES, ORDINANCES, 
AND REGULATIONS OF THE AUTHORITIES HAVING JURISDICTION 
OVER THE PROJECT LOCATION.

2. THE TRADE CONTRACTORS' PERSONNEL SHALL NOT BE ALLOWED ON 
THE PROJECT SITE WITHOUT COMPLYING WITH THE OWNER'S 
SECURITY PROTOCOLS.

3. WHERE CONFLICTS EXIST WITHIN OR BETWEEN PARTS OF THE 
CONTRACT DOCUMENTS, OR BETWEEN THE CONTRACT DOCUMENTS 
AND APPLICABLE STANDARDS, CODES, ORDINANCES, AND 
REGULATIONS THE MORE STRINGENT OR HIGH QUALITY OR 
GREATER QUALITY REQUIREMENT(S) SHALL APPLY.  LARGE-SCALE 
DRAWINGS TAKE PRECEDENCE OVER SMALL-SCALE DRAWINGS; 
FIGURED DIMENSIONS TAKE PRECEDENCE OVER SCALED 
DIMENSIONS; AND NOTED MATERIALS TAKE PRECEDENCE OVER 
GRAPHIC REPRESENTATIONS.

4. THE CONTRACT DOCUMENTS IDENTIFY THE MINIMUM AMOUNT OF 
WORK REQUIRED.  TRADE CONTRACTORS SHALL PROVIDE THE 
EXTENT OF WORK NECESSARY FOR A COMPLETE INSTALLATION.

5. REFER TO THE PROJECT MANUAL FOR PRODUCTS, MATERIALS, AND 
PROCEDURES NOT IDENTIFIED ON THE CONTRACT DRAWINGS.

6. THE ACTUAL AREA(S) OF WORK SHALL BE KEPT TO THE MINIMUM 
REQUIRED TO PROPERLY EXECUTE THE CONTRACT REQUIREMENTS.  
EXISTING DIMENSIONS AND HATCHED AREAS INDICATED ON 
CONTRACT DOCUMENTS ARE FOR GENERAL REFERENCE AND 
BIDDING PURPOSES ONLY.

7. PRIOR TO BIDDING, THE TRADE CONTRACTORS SHALL FIELD VERIFY 
THE EXTENT OF WORK REQUIRED TO PROPERLY EXECUTE THE 
CONTRACT REQUIREMENTS.  ADDITIONAL WORK THAT IS REQUIRED, 
WAS VISIBLE, AND COULD HAVE BEEN IDENTIFIED DURING BIDDING 
SHALL BE COMPLETED BY THE RESPONSIBLE TRADE 
CONTRACTOR(S) AT NO ADDITIONAL COST TO THE OWNER.

8. THE TRADE CONTRACTORS SHALL BE FAMILIAR WITH THE EXISTING 
CONDITIONS AND NOTIFY THE ARCHITECT OR CONSTRUCTION 
MANAGER OF ANY CONFLICTS WITH THE CONSTRUCTION 
DOCUMENTS PRIOR TO PREPARING SUBMITTALS OR BEGINNING ANY 
WORK.

9. THE TRADE CONTRACTORS SHALL PROVIDE ALL TEMPORARY 
CONSTRUCTION AND/OR SHORING REQUIRED TO PROPERLY 
EXECUTE THE REQUIREMENTS OF THEIR CONTRACT.

10. ALL EXTERIOR OPENINGS SHALL BE SECURED AT ALL TIMES WHEN 
WORK IS NOT BEING PERFORMED.  THE TRADE CONTRACTORS 
SHALL NOT REMOVE EXISTING DOORS, FRAMES, WINDOWS. ETC. 
UNTIL REPLACEMENTS ARE ONSITE AND READY FOR INSTALLATION.  
IF INSTALLATION OF DOORS, FRAMES, WINDOWS, ETC. CANNOT BE 
COMPLETED BY THE END OF THE WORK DAY, THE RESPONSIBLE 
TRADE CONTRACTORS SHALL PROVIDE TEMPORARY 
WEATHERPROOF CONSTRUCTION AS REQUIRED TO SECURE THE 
BUILDING TO THE SATISFACTION OF THE OWNER AND RESTORE 
AFFECTED SURFACES TO THEIR ORIGINAL CONDITION.

11. PATCHING, REPAIRING, AND REFINISHING WORK SHALL BE 
PERFORMED BY THOSE REGULARLY INVOLVED IN THAT TRADE AND 
SHALL MATCH THE EXISTING ADJACENT CONSTRUCTION AS CLOSELY 
AS POSSIBLE IN MATERIAL, FINISH, COLOR, TEXTURE AND SHEEN.  
REFER TO THE CONTRACT DRAWINGS FOR EXISTING BUILDING 
CONSTRUCTION TO REMAIN.

12. TRADE CONTRACTORS SHALL PROTECT THEIR WORK AND EXISTING 
CONSTRUCTION, FINISHES, AND EQUIPMENT TO REMAIN TO PREVENT 
DAMAGE.  ANY WORK AND/OR EXISTING FINISHES TO REMAIN 
DAMAGED DURING THE REMOVAL OF EXISTING WORK OR THE 
INSTALLATION OF NEW WORK SHALL BE REPAIRED, REPLACED, AND 
REFINISHED BY THE RESPONSIBLE TRADE CONTRACTOR TO MATCH 
THE ORIGINAL CONDITION AT NO ADDITIONAL COST TO THE OWNER 
AND TO THE SATISFACTION OF THE OWNER AND ARCHITECT.

13. THE ARCHITECT SHALL REVIEW AND APPROVE LOCATIONS FOR ALL 
JUNCTION BOXES AND RACEWAYS PRIOR TO INSTALLATION OF 
WIRING / CABLING.  

14. EXISTING SITE FEATURES, MATERIALS, AMENITIES, LANDSCAPING, 
ETC. DAMAGED BY CONSTRUCTION OPERATIONS SHALL BE 
RESTORED, REPAIRED, OR REPLACED BY THE RESPONSIBLE TRADE 
CONTRACTOR(S) AT NO ADDITIONAL COST TO THE OWNER AND TO 
THE SATISFACTION OF THE OWNER AND ARCHITECT.

15. CONTRACTOR SHALL COORDINATE THE WORK WITH ALL PARTIES 
INVOLVED SO THAT THE CONSTRUCTION CAN PROCEED SMOOTHLY, 
WITHOUT TRADE INTERFERENCE OR WASTE OF TIME AND MATERIAL.

16.   WARNING: ASBESTOS-CONTAINING BUILDING MATERIALS ARE OR MAY 
BE PRESENT IN THIS BUILDING.  AN ASBESTOS MANAGEMENT PLAN IS 
AVAILABLE IN THE SCHOOL FOR REVIEW UPON REQUEST. NO PERSON MAY 
DISTURB ASBESTOS-CONTAINING MATERIALS UNLESS THAT PERSON IS A 
LICENSED ASBESTOS WORKER OR CONDUCTS SUCH WORK IN ACCORDANCE 
WITH SPECIFICATIONS(S) CONTAINED IN THE PROJECT DOCUMENTS AND IN 
COMPLIANCE WITH ILLINOIS DEPARTMENT OF HEALTH RULES AND 
REGULATIONS.

GENERAL CONSTRUCTION/RENOVATION NOTES:
1. AFTER REMOVAL OF ITEMS IDENTIFIED TO BE REMOVED, CLEAN AND 

REPAIR THE EXISTING SURFACES TO REMAIN TO MATCH THE 
CONSTRUCTION MATERIALS AND METHODS, FINISHES TEXTURE, 
PATTERN, COLOR AND SHEEN OF THE ADJACENT SURFACES TO REMAIN.  
PATCH, CLEAN, PREPARE, PAINT, ETC. EXISTING SURFACES AS 
REQUIRED.

2. WHERE EXISTING EQUIPMENT IS REMOVED AND NEW EQUIPMENT IS 
SMALLER AND INSTALLED IN THE SAME LOCATION, CLEAN AND REPAIR 
THE SIGHT-EXPOSED SURFACES TO REMAIN TO MATCH THE 
CONSTRUCTION MATERIALS AND METHODS, FINISHED TEXTURE, 
PATTERN, AND COLOR OF THE ADJACENT SURFACES TO REMAIN.  PATCH, 
CLEAN, PREPARE, PAINT, ETC. EXISTING SURFACES AS REQUIRED.

3. EXISTING AND NEW FIRE RATED ASSEMBLIES ARE TO BE MAINTAINED 
AND BE IN CONFORMANCE WITH APPLICABLE CODES.  PENETRATIONS 
SHALL BE CONSTRUCTED AND SEALED AS REQUIRED; NEW FIRE RATED 
ASSEMBLIES SHALL BE INSPECTED, CERTIFIED, AND APPROPRIATELY 
LABELED ABOVE CEILINGS.

4. ALL PENETRATIONS THROUGH ANY MATERIAL SHALL BE SEALED WITH A 
COMPATIBLE MATERIAL APPROVED BY THE ARCHITECT PRIOR TO 
INSTALLATION.

5. MASONRY INFILL AND/OR PATCHING SHALL MATCH THE MATERIAL, SIZE, 
FINISH, COLOR, TEXTURE AND COURSING OF EXISTING MASONRY TO 
REMAIN.  NEW MASONRY SHALL BE WHOLE UNITS TOOTHED IN TO THE 
EXISTING MASONRY.  NO SAW CUT EDGES WILL BE ALLOWED.  MORTAR 
JOINTS TO MATCH COLOR, TEXTURE AND PROFILE OF ADJACENT 
MASONRY.

6. STRUCTURAL LINTELS ARE REQUIRED AT ALL OPENINGS AND RECESSES 
IN LOAD BEARING AND NON-LOAD BEARING MASONRY WALLS.  REFER TO 
STRUCTURAL DRAWINGS.

7. EXPOSED OUTSIDE CORNERS OF INTERIOR CONCRETE MASONRY UNITS 
SHALL BE ROUNDED, U.N.O.

8. PROVIDE A CONTINUOUS BEAD OF SEALANT BETWEEN DISSIMILAR 
MATERIALS, U.N.O.

9. PROVIDE GALVANIC PROTECTION SEPARATING DISSIMILAR METALS.
10. ALL EXPOSED PIPING AND CONDUIT SHALL BE KEPT AS CLOSE AS 

POSSIBLE TO WALLS STRUCTURE, AND FLOOR/ROOF DECK.
11. ALL WALLS ABOVE DOORS/FRAMES TO EXTEND TO UNDERSIDE OF DECK, 

U.N.O.
12. ALL EXTERIOR DIMENSIONS ARE TO THE OUTSIDE FACE OF FINISH 

MATERIAL, U.N.O.
13. SLOPE ALL CONCRETE AND/OR TOPPING TO FLOOR DRAINS; 

COORDINATE WITH PLUMBING DRAWINGS.
14. CENTER SPRINKLER HEADS AND LIGHT FIXTURES, SECURITY DEVICES, 

WAP'S, EXIT SIGNS, & SIMILAR DEVICES IN ACT TILES, U.N.O.
15. INSTALL WOOD BLOCKING AS NEEDED FOR ALL WALL MOUNTED ITEMS.

GENERAL FINISH NOTES:
1. EXISTING SIGHT-EXPOSED SURFACES OF EXISTING PARTITIONS AND 

SOFFITS SHALL BE FINISH PAINTED.
2. ALL NEW CONSTRUCTION AND IDENTIFIED EXISTING CONSTRUCTION TO 

REMAIN SHALL BE PRIME AND FINISH PAINTED UNLESS MATERIALS ARE 
PRE-FINISHED.  REFER TO THE FINISH PLANS AND THE PROJECT MANUAL 
FOR ADDITIONAL INFORMATION.  NEW PARTITIONS AND SOFFITS ARE TO 
BE PRIME PAINTED FOR FULL HEIGHT OF PARTITION OR SOFFIT.  SIGHT-
EXPOSED SURFACES OF NEW PARTITIONS AND SOFFITS ARE TO BE 
FINISH PAINTED.

3. ALL WALLS IN EXISTING ROOMS IN WHICH WORK IS OCCURRING:  A) 
REPAIR HOLES, DEFECTS, ETC. IN EXISTING PLASTER AND CONCRETE 
BLOCK WALLS;  B) AT REPAIRS AND UNPAINTED CONCRETE BLOCK 
PROVIDE BLOCK FILL PAINT AND TWO FINISH COATS OF PAINT;  AND C) 
PROVIDE ONE FINISH COAT OF PAINT OVER EXISTING PAINTED WALLS.

4. IN OCCUPIED SPACES IN AREAS OF RENOVATION, ALL SIGHT-EXPOSED 
MEPFP COMPONENTS INCLUDING, BUT NOT LIMITED TO, DUCTWORK, 
PIPING, FITTINGS, CONDUIT, BOXES, HANGERS, ETC SHALL BE PAINTED.  
DO NOT PAINT MOVING PARTS OR LABELS.

5. DO NOT PAINT EXISTING FACE BRICK, GROUND FACE CMU OR SGFT, UNO.

REFLECTED CEILING NOTES:
ALL CEILING ELEVATIONS IDENTIFIED DENOTE HEIGHT ABOVE FINISHED 
FLOOR UNLESS NOTED OTHERWISE.
REFER TO MECHANICAL, PLUMBING, ELECTRICAL, FIRE PROTECTION, AND 
TECHNOLOGY DRAWINGS FOR CEILING MOUNTED EQUIPMENT AND 
COMPONENTS NOT IDENTIFIED ON ARCHITECTURAL DRAWINGS.
IN AREAS WITH NO FINISHED CEILING SYSTEM REFER TO ELECTRICAL 
DRAWINGS FOR LUMINARIES AND SPACING.
REFER TO FINISH PLANS FOR ADDITIONAL INFORMATION REGARDING:

A. PAINTING OF CEILING COMPONENTS;
B. SUSPENDED ACOUSTICAL TILE CEILING SYSTEM TYPES TO 

BE PROVIDED;
C. CEILING HUNG WINDOW TREATMENTS

6. PRIOR TO BEGINNING ANY WORK, NOTIFY THE ARCHITECT IF EXISTING 
CONDITIONS PREVENT NEW CEILING SYSTEMS FROM BEING INSTALLED 
AS DRAWN AND NOTED.

7. PRIOR TO BEGINNING ANY WORK, NOTIFY THE ARCHITECT IF 
QUANTITYAND/OR SPACING OF LIGHT FIXTURES ON ELECTRICAL 
DRAWINGS DOES NOT MATCH QUANTITY AND/OR SPACING OF LIGHT 
FIXTURES ON ARCHITECTURAL DRAWINGS. 

8. LIGHT FIXTURES IN CORRIDORS ARE TO BE CENTERED IN THE WIDTH OF 
THE CORRIDOR UNLESS NOTED OTHERWISE.

9. ALL CEILING TILES SHALL BE TYPE 1 UNLESS NOTED OTHERWISE:
A. PROVIDE TYPE 2 CEILING TILES IN TOILET ROOMS AND 

RECEIVING 100.
10. PAINT ALL GYPSUM CEILINGS
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GENERAL NOTES
1. NOT ALL FIXTURES, EQUIPMENT, ACCESSORIES, AND DEVICES SHOWN ARE 

APPLICABLE FOR THIS PROJECT
2. ALIGN WALL-MOUNTED DEVICES ON CENTER VERTICALLY WHERE POSSIBLE
3. NO DEVICES TO BE LOCATED ON SURFACES DESIGNATED AS FEATURE 

WALLS
4. DIMENSIONS SHOWN ON INTERIOR ELEVATIONS SUPERCEDE DIMENSION 

SHOWN ON G-201
5. THE SPACE BETWEEN THE GRAB BAR AND PROJECTING OBJECT BELOW AND 

AT THE ENDS SHALL BE 1 1/2 INCHES MINIMUM AND THE SPACE BETWEEN 
THE GRAB BAR AND PROJECTING OBJECTS ABOVE SHALL BE 12 INCHES 
MINIMUM
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APPLICABLE CODES - NEW CONSTRUCTION

• 2015 INTERNATIONAL BUILDING CODE (IBC)
• 2015 INTERNATIONAL ENERGY CONSERVATION CODE (IECC)
• 2015 INTERNATIONAL EXISTING BUILDING CODE (IEBC)
• 2015 INTERNATIONAL FIRE CODE (IFC), EXCLUDING CHAPTER 4
• 2015 INTERNATIONAL FUEL GAS CODE (IFGC)
• 2015 INTERNATIONAL MECHANICAL CODE (IMC)
• 2015 INTERNATIONAL PROPERTY MAINTENANCE CODE (IPMC)
• 29 ILLINOIS ADMINISTRATIVE CODE 1500 SHALL APPLY INSTEAD OF CHAPTER 4 OF 

THE INTERNATIONAL FIRE CODE
• PART 405.3.1 OF 2015 INTERNATIONAL PLUMBING CODE
• 77 ILLINOIS ADMINISTRATIVE CODE, PART 890, ILLINOIS PLUMBING CODE
• 71 ILLINOIS ADMINISTRATIVE CODE, PART 400, ILLINOIS ACCESSIBILITY CODE 2018
• FEDERAL ACCESSIBILITY CODE: 2010 ADA STANDARDS FOR ACCESSIBLE DESIGN
• ICC/NSSA STANDARD FOR THE DESIGN AND CONSTRUCTION OF STORM SHELTERS 

(ICC 500-2014)
• PART 180 HEALTH/LIFE SAFETY CODE FOR PUBLIC SCHOOLS
• 41 ILLINOIS ADMINISTRATIVE CODE PART 2120 BOILER AND PRESSURE VESSEL 

SAFETY
• NFPA 101 LIFE SAFETY CODE, 2012 EDITION

GENERAL CEILING FINISH NOTES
1. REFER TO PAINT SPECIFICATIONS, FINISH DRAWINGS AND CEILING PLANS FOR CEILING AND SOFFIT 

COLOR INFORMATION.
2. WHERE EXPOSED CEILINGS ARE CALLED TO BE PAINTED, PAINT ALL EXPOSED ITEMS, INCLUDING, BUT 

NOT LIMITED TO, FRAMING, DECK, DUCTWORK, PIPING & CONDUIT.  DO NOT PAINT H, V, E, FA, P LABELS, 
MOVING PARTS, OR COMPONENTS THAT ARE EXPECTED TO REMAIN UNPAINTED.

3. ALL GYPSUM BOARD / PLASTER CEILINGS AND SOFFITS TO BE PAINTED PNT-1 (IPS-C) UNLESS NOTED 
OTHERWISE ON CEILING AND/OR FINISH PLANS.

4. IN ALL MAIN CUSTODIAL AREAS AND MECHANICAL ROOMS; STEEL, DECKING AND EXPOSED STRUCTURE 
AND DUCTWORK WITH ASSOCIATE SUPPORTS NOT TO BE PAINTED U.N.O. IN FINISH PLANS

INTERIOR PAINT SYSTEM

IPS-LF LATEX INTERIOR, HIGH PERFORMANCE ARCHITECTURAL, FLAT
IPS-LE LATEX INTERIOR, HIGH PERFORMANCE ARCHITECTURAL, EGGSHELL
IPS-LS LATEX INTERIOR, HIGH PERFORMANCE ARCHITECTURAL, SEMI-GLOSS
IPS-LF-V LATEX INTERIOR, INSTITUTIONAL LOW ODOR/VOC, FLAT
IPS-LE-V LATEX INTERIOR, INSTITUTIONAL LOW ODOR/VOC, EGGSHELL
IPS-LS-V LATEX INTERIOR, INSTITUTIONAL LOW ODOR/VOC, SEMI-GLOSS
IPS-D DRY FALL, WATER-BASED, FLAT
IPS-AF ALKYD, WATER-BASED, FLAT
IPS-AE ALKYD, WATER-BASED, EGGSHELL
IPS-AS ALKYD, WATER-BASED, SEMIGLOSS
IPS-AG ALKYD, WATER-BASED, GLOSS
IPS-ES EPOXY-MODIFIED LATEX, INTERIOR, SEMI-GLOSS
IPS-MIC MULTICOLOR INTERIOR PAINT

GENERAL FINISH NOTES
1. REFER TO THE FINISH PLAN LEGEND FOR MATERIAL AND COLOR INFORMATION.  ALSO 

REFER TO THE PROJECT MANUAL.
2. REFER TO REFLECTED CEILING PLANS FOR CEILING MATERIALS AND CEILING HEIGHTS.
3. IT IS THE GENERAL CONTRACTOR’S RESPONSIBILITY TO PROPERLY PREPARE ALL 

SURFACES IDENTIFIED TO RECEIVE NEW FINISHES IN ACCORDANCE WITH THE FINISH 
MANUFACTURER’S RECOMMENDATIONS.

4. REFER TO FINISH PLANS FOR FLOOR AND WALL PATTERNS.
5. REFER TO FINISH LEGEND AND SPECIFICATIONS FOR MATERIAL AND COLOR 

INFORMATION.
6. NUMBERS/LETTERS REFER TO COLOR. REFER TO  FINISH LEGEND AND/OR 

SPECIFICATIONS.
7. IN ALL RENOVATED AREAS ALL WALLS SHALL BE PAINTED PNT-1 U.N.O. ALL NEW WALLS 

SHALL BE PAINTED PNT-1 UNLESS NOTED OTHERWISE.
8. BRICK WALLS SHALL NOT BE PAINTED. U.N.O.
9. REFER TO INTERIOR ELEVATIONS AND FINISH PLANS FOR APPLIED PANEL PATTERN 

INFORMATION
10. ALL HOLLOW METAL DOOR FRAMES AND HOLLOW METAL WINDOW FRAMES TO BE 

PAINTED PNT-X (IPS-X) U.N.O. IN FINISH DRAWINGS
11. ALL ACCESS DOORS TO BE PAINTED. COLOR TO MATCH ADJACENT SURFACE.
12. ELECTRICAL PANELS, MECHANICAL GRILLES, LOUVERS, AND ANY OTHER 

MISCELLANEOUS, UNFINISHED ITEMS INSTALLED IN WALL SURFACES OF CORRIDORS AND 
OCCUPIED SPACES SHALL BE PAINTED TO MATCH ADJACENT WALL COLOR.

13. ALL SEALED CONCRETE FLOORS SHALL HAVE RUBBER BASE (U.N.O.).
14. ALL REDUCERS TO BE COORDINATED APPROPRIATELY WITH ABUTTING MATERIAL 

HEIGHTS.
15. AT BUILDING CONSTRUCTION JOINTS DO NOT BRIDGE THE FLOORING MATERIALS. 

INSTALL MATCHING MATERIAL WITHIN.
16. REFER TO ARCHITECTURAL DRAWINGS FOR FLOOR SLOPES TO FLOOR DRAINS. 

COORDINATE ACCORDINGLY WITH INTENDED FLOOR MATERIAL.
17. IT IS THE RESPONSIBILITY OF ALL TRADES TO COORDINATE PREPARATION OF SURFACES  

TO RECEIVE FINISH PRODUCT. CONSULT WITH MANUFACTURERS RECOMMENDED 
PRACTICES.

18. WHERE "PATCH AND REPAIR" IS REQUIRED DUE TO NEW CONSTRUCTION IN EXISTING 
AREAS WHERE NO WORK IS SCHEDULED TO BE PERFORMED "PATCH AND REPAIR" 
FINISHES TO MATCH ADJACENT EXISTING FINISH, COLOR, TEXTURE AND SHEEN.

19. IN ALL EXISTING AREAS SCHEDULED TO BE RENOVATED, REPLACE ALL EXISTING 
ELECTRICAL WALL COVER PLATES AND DEVICES. ALL NEW ELECTRICAL COVER PLATES 
AND DEVICES TO BE STAINLESS STEEL.

GENERAL FLOOR FINISH NOTES
1. AT ALL AREAS OF NEW FLOORING:

A. GRIND ANY HIGH SPOTS AND FILL ANY LOW SPOTS IN CONCRETE 
SUBSTRATE PRIOR TO BEGINNING ANY WORK.

B. PREPARE CRACKS AND OTHER SURFACE DEFECTS IN CONCRETE 
SUBSTRATE IN ACCORDANCE WITH FLOORING MANUFACTURER’S 

RECOMMENDATIONS PRIOR BEGINNING ANY WORK.
2. AT ALL AREAS OF NEW FLOORING IN EXISTING BUILDING:

A. EXISTING FLOORING AS INDICATED ON DRAWINGS MAY BE ASBESTOS 
CONTAINING AND SHALL BE REMOVED UNDER SEPARATE CONTRACT.

B. SHOT BLAST EXISTING CONCRETE SUBSTRATE PRIOR TO BEGINNING ANY WORK.
C. GRIND ANY HIGH SPOTS AND FILL ANY LOW SPOTS IN CONCRETE SUBSTRATE RESULTING FROM 

DEMOLITION PRIOR TO BEGINNING ANY WORK.
D. PROVIDE CEMENTITIOUS SELF-LEVELING FLOORING UNDERLAYMENT. PROVIDE TWO COATS WITH A 

COMBINED AVERAGE THICKNESS OF ¼-INCH.
E. UNDERCUT EXISTING WOOD DOORS LOCATED ON OR ADJACENT TO AREAS OF NEW FLOORING AS 

REQUIRED TO ENSURE PROPER OPERATION OF THE DOOR(S).
F. EXISTING THRESHOLDS TO REMAIN SHALL BE REMOVED AND REINSTALLED SO NEW 

FLOORING CAN BE INSTALLED UNDER THE EDGE OF THRESHOLDS.

GENERAL PAINTING NOTES
1. ALL NEW CONSTRUCTION AND IDENTIFIED EXISTING CONSTRUCTION TO REMAIN SHALL BE PRIME AND 

FINISH PAINTED UNLESS MATERIALS ARE PRE-FINISHED. REFER TO THE PROJECT MANUAL.
A. NEW PARTITIONS ARE TO BE PRIME PAINTED FOR FULL HEIGHT OF PARTITION UNLESS NOTED 

OTHERWISE.
B. SIGHT-EXPOSED SURFACES OF NEW PARTITIONS ARE TO BE FINISHED PAINTED.
C. SIGHT-EXPOSED SURFACES OF SOFFITS SHALL BE PRIME AND FINISHED PAINTED.

2. ALL WALLS IN EXISTING ROOMS IN WHICH WORK IS OCCURRING:
A. REPAIR HOLES, DEFECTS, ETC. IN EXISTING WALLS. 
B. AT REPAIRS AND UNPAINTED CONCRETE BLOCK PROVIDE BLOCK FILL PAINT AND TWO FINISH COATS       

OF PAINT.
C. AT REPAIRS AND UNPAINTED GYPSUM BOARD AND/OR PLASTER PROVIDE PRIMER AND TWO FINISH 

COATS OF PAINT.
D. PROVIDE ONE FINISH COAT OF PAINT OVER EXISTING PAINTED WALLS. 

3. IN OCCUPIED SPACES IN AREAS OF NEW CONSTRUCTION, ALL SIGHT-EXPOSED MECHANICAL, PLUMBING, 
ELECTRICAL, FIRE PROTECTION, AND TECHNOLOGY COMPONENTS INCLUDING, BUT NOT LIMITED TO, 
DUCTWORK, PIPING, FITTINGS, CONDUIT, BOXES, HANGERS, ETC SHALL BE PAINTED.  DATA CABLING SHALL 

NOT BE PAINTED.
4. AT AREAS OF EXPOSED ROOF STRUCTURE IDENTIFIED TO BE PAINTED, ALL SIGHT-EXPOSED ITEMS SHALL 

BE PAINTED INCLUDING, BUT NOT LIMITED TO, ROOF DECK, STRUCTURE, DUCTWORK, PIPING, FITTINGS, 
CONDUIT, BOXES, HANGERS, ETC.

5. ALL WALLS TO BE FINISH PAINTED PNT-1 WITH EGGSHELL FINISH UNLESS NOTED OTHERWISE.
6. AT STEEL DOORS AND STEEL FRAMES:

A. INTERIORS TO BE PAINTED PNT-1 WITH SEMI-GLOSS FINISH UNLESS NOTED OTHERWISE.
B. ALL EXTERIOR TO BE PAINTED WITH COLOR TO BE SELECTED BY ARCHITECT WITH SEMI-GLOSS FINISH 

UNLESS NOTED OTHERWISE.

20. ANY DAMAGE TO EXISTING SURFACES DUE TO SCHEDULED DEMOLITION AND/OR TO 
ACCOMMODATE DIVISION 22, 23, 26, 27 & 28 SCOPE OF WORK INCLUDED IN THIS PACKAGE 
SHALL BE REPAIRED. THOUGH NOT EXPRESSLY NOTED "PATCH AND REPAIR", IT IS 
INTENDED THAT THE WORK BE PERFORMED.

21. "PATCH AND REPAIR" WALLS AS REQUIRED WHERE EXISTING JUNCTION BOXES AND/OR 
OUTLETS ARE REMOVED. PREPARE WALLS FOR NEW PAINT FINISH.
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ABBREVIATIONS
ABB DESCRIPTION

A/C AIR CONDITIONING

ABV ABOVE

AC ARCHTECTURAL CONCRETE

ACM ALUMINUM COMPOSITE MATERIAL

ACT ACOUSTIC CEILING TILE

ADA AMERICANS WITH DISABILITIES ACT

ADJ ADJACENT

ADO AUTOMATIC DOOR OPENER

ADOP AUTOMATIC DOOR OPENER ON PEDESTAL

AEC ARCHITECTURALLY EXPOSED CONCRETE

AED AUTOMATED EXTERNAL DEFIBRILLATOR

AESS ARCHITECTURALLY EXPOSED STRUCTURAL STEEL

AFF ABOVE FINISHED FLOOR

AHU AIR HANDLING UNIT

AIB AIR INFILTRATION BARRIER

ALT ALTERNATE

ALUM / AL ALUMINUM

ANOD ANODIZED

AOR AREA OF REFUGE

AP ACCESS PANEL

APPROX APPROXIMATELY

ARA AREA OF RESCUE ASSISTANCE

ARCH ARCHITECTURAL

AS ACOUSTICAL SEALANT

ASH ADJUSTABLE SHOWER HEAD

AWP ACOUSTIC WALL PANEL

B BASE CABINET

B/ BOTTOM OF

BBT BIO-BASED TILE

BD BOARD

BF BOTTLE FILLER

BLK BLOCKING

BO BY OWNER

BRZ BRONZE

BS BOTH SIDES

BSMT BASEMENT

CB CATCH BASIN

CD CORNICE DRAIN

CG CORNER GUARD

CH COAT HOOK

CJ CONTROL JOINT

CL CENTER LINE

CLG CEILING

CLR CLEAR(ANCE)

CMU CONCRETE MASONRY UNIT

CNTR COUNTER

CO CLEAN OUT

COL COLUMN

CONC CONCRETE

CONST CONSTRUCTION

CONT CONTINUOUS

CONTR CONTRACTOR

CORR CORRIDOR

CP CENTER POINT

CPT CARPET (BROADLOOM)

CPTT CARPET TILE

CR CARD READER

CT CERAMIC TILE

CTB CERAMIC TILE BASE

CTF CERAMIC TILE FLOOR

CTW CERAMIC TILE WALL

D DATA OUTLET

DF DRINKING FOUNTAIN

DIA DIAMETER

DIAG DIAGONAL

DIM DIMENSION

ABBREVIATIONS
ABB DESCRIPTION

DISH DISHWASHER

DLO DAYLITE OPENING

DN DOWN

DR DOOR

DS DOWNSPOUT

DW DOMESTIC WATER

DWG DRAWING

EA EACH

EC EXPOSED CONSTRUCTION

EF EACH FACE

EH EXHAUST HOOD

EHD ELECTRIC HAIR DRYER

EJ EXPANSION JOINT

EL / ELEV ELEVATION

ELEC ELECTRICAL

EMS ENTRANCE MAT SYSTEMS

EP ELECTRICAL PANEL

EQ EQUAL

EWC ELECTRIC WATER COOLER

EWS EYE WASH STATION

EX / EXIST EXISTING

EXP EXPOSED

EXR EXISTING TO REMAIN

F FLUSH DOOR

F/ FACE OF

FAAP FIRE ALARM SYSTEM ANNUNCIATOR PANEL

FAB FABRIC

FACP FIRE ALARM CONTROL PANEL

FAP-X FABRIC WRAPPED ACOUSTIC PANEL - (X =
THICKNESS OF THE PANEL)

FB FACE BRICK

FBN FLIP BENCH

FBO FURNISHED BY OWNER

FCO FLOOR CLEAN OUT

FD FLOOR DRAIN

FE FIRE EXTINGUISHER

FEC FIRE EXTINGUISHER CABINET

FECB FIRE EXTINGUISHER, CABINET AND BLANKET

FF FACTORY FINISH

FG FULL GLASS DOOR

FG-2 FULL GLASS DOOR - PAIR

FH FULL HEIGHT

FL FLUSH LOUVER DOOR

FL-2 FLUSH LOUVER DOOR - PAIR

FLR FLOOR

FOF FACE OF FOUNDATION

FOM FACE OF MASONRY

FOS FACE OF STUD

FOW FACE OF WALL

FT FOOT / FEET

GA GAUGE

GALV GALVANIZED

GAS GAS METER AND REGULATOR

GB GRAB BAR

GC GENERAL CONTRACTOR

GL GLASS

GL BLK GLASS BLOCK

GLZ GLAZING

GRND GROUND

GWB GYPSUM WALL BOARD

GYP GYPSUM

HB HOSE BIBB

HD ELECTRIC HAND DRYER

HDS HIGH DENSITY STORAGE

HDWR HARDWARE

HG HALF GLASS DOOR

ABBREVIATIONS
ABB DESCRIPTION

HG-2 HALF GLASS DOOR PAIR

HM HOLLOW METAL

HORIZ HORIZONTAL

HP HIGH POINT

HPC HIGH PERFORMANCE COATING

HR HOUR

HT HEIGHT

HVAC HEATING, VENTILATION, AIR CONDITIONING

HWH HOT WATER HEATER

ID INSIDE DIAMETER

IN INCH

INFO INFORMATION

INSUL INSULATION

INT INTERIOR

IPS INTERIOR PAINT SYSTEM

JC JANITOR'S CLOSET

JT JOINT

KB KNOX BOX

KS KNEE SPACE

LAM LAMINATED

LAV LAVATORY

LIN LINOLEUM

LP LOW POINT

LTL LINTEL

LVR LOUVER

LVT LUXURY VINYL TILE

M MIRROR

MAT'L MATERIAL

MAX MAXIMUM

MB# MARKERBOARD (#DENOTES WIDTH, REFER TO
INTERIOR ELEVATIONS FOR MOUNTING HEIGHTS

MCM METAL COMPOSITION MATERIAL

MD MASONRY DIMENSION

MDF MEDIUM DENSITY FIBERBOARD

MECH MECHANICAL

MED MEDIUM

MEZZ MEZZANINE

MFR / MANUF MANUFACTURER

MH MANHOLE

MIN MINIMUM / MINUTE

MISC MISCELLANEOUS

ML MATCH LINE

MO MASONRY OPENING

MP METAL PANEL

MST MOSAIC TILE

MSTB MOSAIC TILE BASE

MT METAL TRANSITION

MTD MOUNTED

MTL METAL

MU MECHANICAL UNIT

MW MICROWAVE

MWL METAL WARDROBE LOCKER

MX MAILBOX UNIT

NC NOISE CRITERIA

NIC NOT IN CONTRACT

NL NARROW LIGHT DOOR

NLR NARROW LIGHT DOOR - RATED

NLR-2 NARROW LIGHT DOOR - RATED PAIR

NO NUMBER

NOM NOMINAL

NTS NOT TO SCALE

OA OVERALL

OC ON CENTER

OCD OVERHEAD COILING DOOR

OD OUTSIDE DIAMETER

OH OPPOSITE HAND

ABBREVIATIONS
ABB DESCRIPTION

OPNG OPENING

OPP OPPOSITE

ORD OVERFLOW ROOF DRAIN

OSB ORIENTED STRAND BOARD

OSD OPEN SITE DRAIN

P PHONE OUTLET

PART PARTITION

PATT PATTERN

PC PRECAST CONCRETE

PCO POLISHED CONCRETE

PL PROPERTY LINE

PLAM PLASTIC LAMINATE

PLWD PLYWOOD

PNT PAINT

PR PAIR

PREFAB PREFABRICATED

PSE MOTORIZED PROJECTION SCREEN

PSF POUNDS PER SQUARE FOOT

PSI POUNDS PER SQUARE INCH

PSM MANUAL PROJECTION SCREEN

PT PORCELAIN TILE

PTB PORCELAIN TILE BASE

PTD PAPER TOWEL DISPENSER

PTD PAINTED

PTF PORCELAIN TILE FLOOR

PTST PORCELAIN TILE STAIR TREAD

PTTWS PORCELAIN TILETACTILE WARNING STRIP

PTW PORCELAIN TILE WALL

PVC POLYVINYL CHLORIDE

Q QUAD POWER OUTLET

QT QUARRY TILE

QTY QUANTITY

R RISER

RAD RADIUS

RAL ROOF LADDER

RB RUBBER BASE

RBST RUBBER STAIR TREAD

RD ROOF DRAIN

REF REFERENCE / REFER TO

REF REFRIDGERATOR

REINF REINFORCED

REQD REQUIRED

RES RESINOUS FLOORING

RESB RESINOUS INTEGRAL BASE

REV REVISION

RF RUBBER FLOOR

RFT RUBBER FLOOR TILE

RM ROOM

RO ROUGH OPENING

ROW RIGHT OF WAY

RP RESIN PANEL

RSE ROLLER SHADE - MOTORIZED

RSES SKYLIGHT ROLLER SHADE - MOTORIZED

RSL ROLLER SHADE LEFT CONTROL

RSR ROLLER SHADE RIGHT CONTROL

RT RESILIENT TRANSITION

RTU ROOF TOP UNIT

RUBR RUBBER

SC SHOWER CURTAIN

SD SOAP DISPENSER

SECT SECTION

SHT SHEET

SIM SIMILAR

SND SANITARY NAPKIN DISPOSAL

SNV SANITARY NAPKIN VENDOR

SPEC SPECIFICATION

NO. DESCRIPTION DATE

ABBREVIATIONS
ABB DESCRIPTION

SPM SINGLE PLY MEMBRANE

SQ SQUARE

SS / ST STL STAINLESS STEEL

SSF SOLID SURFACE

SSG SILICONE STRUCTURAL GLAZING

ST SEALANT TAPE

ST STEEL

STC SOUND TRANSMISSION COEFFICIENT

STD STANDARD

STL STEEL

STOR STORAGE

STRUCT STRUCTURAL

STT STONE THRESHOLD

STV STOVE

SUSP SUSPENDED

SV SHEET VINYL

T TREAD

T TALL STORAGE CABINET

T/ TOP OF

TB# TACKBOARD (# DENOTES WIDTH; REFER TO
INTERIOR ELEVATIONS FOR MOUNTING HEIGHTS)

TBR TOWEL BAR

TC TOILET COMPARTMENT

TD TRENCH DRAIN

TEL TELEPHONE

TFF TOP OF FINISH FLOOR

THK THICK

TP TOILET PAPER

TPD TOILET PAPER DISPENSER

TPO THERMOPLASTIC OLEFIN

TRZ TERRAZZO

TS# TACK STRIP (# DENOTES WIDTH; REFER TO
INTERIOR ELEVATIONS FOR MOUNTING HEIGHTS)

TV TELEVISION

TYP TYPICAL

UC UNDER COUNTER

UNO UNLESS NOTED OTHERWISE

UR URINAL

US URINAL SCREEN

VB VAPOR BARRIER

VB VINYL BASE

VBFS RECESSED VOLLYBALL FLOOR SLEEVE

VC VOLUME CONTROL

VCT VINYL COMPOSITION TILE

VDB VISUAL DISPLAY BOARD

VEND VENDING MACHINE

VERT VERTICAL

VEST VESTIBULE

VIF VERIFY IN FIELD

VP VENT PIPE

VT VINYL TILE

VWC VINYL WALL COVERING

W WALL CABINET

W/ WITH

W/D WASHER / DRYER

W/O WITHOUT

WC WATER CLOSET

WCO WALL CLEAN OUT

WD WOOD

WM WALKOFF MAT

WP WATERPROOF

WPNL WOOD PANEL

WPT WORK POINT

WWF WELDED WIRE FABRIC

YCO YARD CLEAN OUT
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PAINT - CEILING STYLE: DRYFALL FLAT
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SIZE: 15" X 30"
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PORCELAIN TILE STYLE: STENCIL
WALL - ACCENT COLOR: BERRY

SIZE: 4" X 12"

TC-1 MANUF: ARIA PARTITIONS
TOILET FINISH: ORANGE PEEL
COMPARTMENTS COLOR: SHALE

RES-1 & RES-B MANUF: SHERWIN WILLIAMS
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DEMOLITION NOTES

NOTE DESCRIPTION

03.01 DEMOLISH ELEVATED FLOOR SLAB. PATCH AND REPAIR SLAB AS REQUIRED FOR
INSTALLATION OF NEW FLOORING MATERIAL.

04.01 DEMOLISH EXISTING WALL ASSEMBLY AND SURFACE MOUNTED ITEMS.

08.01 DEMOLISH EXISTING DOOR AND FRAME SYSTEM IN ITS ENTIRETY.

08.02 DEMOLISH EXISTING DOOR FRAME SYSTEM.

08.03 DEMOLISH EXISTING DOOR LEAF. FRAME TO REMAIN.

09.01 DEMOLISH EXISTING FLOORING. PATCH AND REPAIR SLAB AS REQUIRED FOR
INSTALLATION OF NEW FLOORING MATERIAL.

09.02 DEMOLISH EXISTING CEILING ASSEMBLY AND ASSOCIATED CEILING MOUNTED DEVICES.
PATCH AND REPAIR FOR NEW CONSTRUCTION..

09.03 DEMOLISH PORTION OF EXISTING CEILING ASSEMBLY AS REQUIRED FOR NEW WORK. IF
POSSIBLE, SALVAGE EXISTING IN COORDINATION WITH NEW WORK.

10.01 REMOVE EXISTING TOILET PARTITION SYSTEM AND ASSOCIATED MOUNTED DEVICES.

10.02 REMOVE EXISTING WALL MOUNTED ITEMS. SALVAGE AND TURN OVER TO OWNER.

10.03 REMOVE EXISTING WALL MOUNTED ROOM SIGN. SALVAGE AND TURN OVER TO OWNER.

22.01 REMOVE PLUMBING FIXTURE IN ITS ENTIRETY. REFER TO PLUMBING.

26.01 DEMOLISH EXISTING LIGHT FIXTURES. REFER TO ELECTRICAL.

26.02 DEMOLISH EXISTING WALL MOUNTED LIGHT FIXTURE. SALVAGE FOR REINSTALLATION IN
NEW LOCATION, REFER TO PLAN. REFER TO ELECTRICAL.

ARCHITECTURAL PLAN NOTES

NOTE DESCRIPTION

N001 STAFF TOILET - PROVIDE LOCK AND KEY SYSTEM IN PARTITION SYSTEM DOOR.
COORDINATE EXACT STAFF TOILET WITH OWNER.

N002 S3(1) WALL TYPE. ADJUST FRAMING METAL STUD DEPTH AS REQUIRED FOR EXISTING
COLUMN.

N003 ROOM SIGN VINYL WALL GRAPHIC CENTERED IN WALL SOFFIT.

N004 SALVAGED WALL MOUNTED LIGHT FIXTURE. REFER TO ELECTRICAL

N005 METAL TRANSITION STRIP BETWEEN DIFFERING FLOOR FINISHES.

N006 CONTRACTOR TO DETERMINE IF PORTION OF EXISTING SOFFIT CAN REMAIN. IF EXISTING
IS UNABLE TO REMAIN DUE TO NEW CONSTRUCTION, PROVIDE NEW SOFFIT.

NO. DESCRIPTION DATE
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PNT-1 MANUF: SHERWIN WILLIAMS
PAINT - FIELD COLOR: 7008 ALABASTER
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PAINT - CEILING STYLE: DRYFALL FLAT

COLOR: PURE WHITE
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PORCELAIN TILE STYLE: ENLITE
WALL - FIELD COLOR: CLARITY

SIZE: 15" X 30"

PTW-A & PTB-A MANUF: DALTILE
PORCELAIN TILE STYLE: STENCIL
WALL - ACCENT COLOR: BERRY

SIZE: 4" X 12"

TC-1 MANUF: ARIA PARTITIONS
TOILET FINISH: ORANGE PEEL
COMPARTMENTS COLOR: SHALE

RES-1 & RES-B MANUF: SHERWIN WILLIAMS
RESINOUS FLOORING SYSTEM: 1/8" DECO FLAKE

COLOR: TBD
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RECESSED CAN LUMINAIRE - REFER TO ELECTRICAL DRAWINGS
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WALL MOUNTED LIGHT FIXTURE - REFER TO ELECTRICAL

ABBREVIATIONS 

EWC

GB1

GB2

GB3

H

L1

M1

M2

SN

SND

TP

TRS

UR1

UR2

WC1

WC2

ELECTRIC WATER COOLER

36" STAINLESS STEEL GRAB BAR 

42" STAINLESS STEEL GRAB BAR 

18" STAINLESS STEEL GRAB BAR 

HOOK MOUNTED TO BACK OF PARTITION DOOR

ADA ACCESSIBLE LAVATORY

24" X 36" MIRROR 

24" X 72" MIRROR 

SANITARY NAPKIN DISPOSAL

SANITARY NAPKIN DISPENSER

TOILET PAPER DISPENSER

TOILET ROOM SIGNAGE

URINAL - ADA

URINAL

WATER CLOSET - ADA

WATER CLOSET

1/4" = 1'-0"
2

SECOND FLOOR B WING -

FLOOR PLAN

1/4" = 1'-0"
1

SECOND FLOOR B WING -

DEMOLITION PLAN

REVISIONS

DATE

SIGNATURE

21 22 23 24

U

T

S

R

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 17 18 19 2016

Q

P

N

M

L

K

J

H

G

F

E

C

B

A

D

25

PROJECT NUMBER

DATE OF ISSUE

DRAWN BY

REVIEWED BY

ARCHITECT

1515 5th Avenue, Suite 108

Moline, IL 61265

P.  309.517.5536

www.legat.com

Legat Architects

MEP/FP ENGINEER

5137 Utica Ridge Road

Davenport, IA 52807

P.  563.726.6310

www.rtmec.com

RTM Engineering

226023.00

03.09.2026

MB

ZC

AB102

SECOND FLOOR B WING

FLOOR PLANS

BIDDING

MOLINE-COAL
VALLEY SCHOOL

DISTRICT

MOLINE HIGH
SCHOOL TOILET

ROOM
RENOVATIONS

3600 Avenue of the Cities
Moline, IL 61265

1/4" = 1'-0"
3

SECOND FLOOR B WING -

FINISH PLAN

1/4" = 1'-0"
4

SECOND FLOOR B WING -
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DEMOLITION NOTES

NOTE DESCRIPTION

03.01 DEMOLISH ELEVATED FLOOR SLAB. PATCH AND REPAIR SLAB AS REQUIRED FOR
INSTALLATION OF NEW FLOORING MATERIAL.

04.01 DEMOLISH EXISTING WALL ASSEMBLY AND SURFACE MOUNTED ITEMS.

08.01 DEMOLISH EXISTING DOOR AND FRAME SYSTEM IN ITS ENTIRETY.

08.02 DEMOLISH EXISTING DOOR FRAME SYSTEM.

08.03 DEMOLISH EXISTING DOOR LEAF. FRAME TO REMAIN.

09.01 DEMOLISH EXISTING FLOORING. PATCH AND REPAIR SLAB AS REQUIRED FOR
INSTALLATION OF NEW FLOORING MATERIAL.

09.02 DEMOLISH EXISTING CEILING ASSEMBLY AND ASSOCIATED CEILING MOUNTED DEVICES.
PATCH AND REPAIR FOR NEW CONSTRUCTION..

09.03 DEMOLISH PORTION OF EXISTING CEILING ASSEMBLY AS REQUIRED FOR NEW WORK. IF
POSSIBLE, SALVAGE EXISTING IN COORDINATION WITH NEW WORK.

10.01 REMOVE EXISTING TOILET PARTITION SYSTEM AND ASSOCIATED MOUNTED DEVICES.

10.02 REMOVE EXISTING WALL MOUNTED ITEMS. SALVAGE AND TURN OVER TO OWNER.

10.03 REMOVE EXISTING WALL MOUNTED ROOM SIGN. SALVAGE AND TURN OVER TO OWNER.

22.01 REMOVE PLUMBING FIXTURE IN ITS ENTIRETY. REFER TO PLUMBING.

26.01 DEMOLISH EXISTING LIGHT FIXTURES. REFER TO ELECTRICAL.

26.02 DEMOLISH EXISTING WALL MOUNTED LIGHT FIXTURE. SALVAGE FOR REINSTALLATION IN
NEW LOCATION, REFER TO PLAN. REFER TO ELECTRICAL.

ARCHITECTURAL PLAN NOTES

NOTE DESCRIPTION

N001 STAFF TOILET - PROVIDE LOCK AND KEY SYSTEM IN PARTITION SYSTEM DOOR.
COORDINATE EXACT STAFF TOILET WITH OWNER.

N002 S3(1) WALL TYPE. ADJUST FRAMING METAL STUD DEPTH AS REQUIRED FOR EXISTING
COLUMN.

N003 ROOM SIGN VINYL WALL GRAPHIC CENTERED IN WALL SOFFIT.

N004 SALVAGED WALL MOUNTED LIGHT FIXTURE. REFER TO ELECTRICAL

N005 METAL TRANSITION STRIP BETWEEN DIFFERING FLOOR FINISHES.

N006 CONTRACTOR TO DETERMINE IF PORTION OF EXISTING SOFFIT CAN REMAIN. IF EXISTING
IS UNABLE TO REMAIN DUE TO NEW CONSTRUCTION, PROVIDE NEW SOFFIT.

NO. DESCRIPTION DATE
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1i WALL TYPE

Room name

101

101A

DOOR NUMBER -
REFER TO DOOR 
AND FRAME 
SCHEDULE

INTERIOR 
ELEVATION TAG

FLOOR PLAN LEGEND

A-211
2

3

1

4

WALL SECTION 
DETAIL TAG

ROOM NAME 
AND NUMBER

S3F

A-311

1

FINISH LEGEND

PNT-1 MANUF: SHERWIN WILLIAMS
PAINT - FIELD COLOR: 7008 ALABASTER

PNT-C MANUF: SHERWIN WILLIAMS
PAINT - CEILING STYLE: DRYFALL FLAT

COLOR: PURE WHITE

PTW-1 MANUF: DALTILE
PORCELAIN TILE STYLE: ENLITE
WALL - FIELD COLOR: CLARITY

SIZE: 15" X 30"

PTW-A & PTB-A MANUF: DALTILE
PORCELAIN TILE STYLE: STENCIL
WALL - ACCENT COLOR: BERRY

SIZE: 4" X 12"

TC-1 MANUF: ARIA PARTITIONS
TOILET FINISH: ORANGE PEEL
COMPARTMENTS COLOR: SHALE

RES-1 & RES-B MANUF: SHERWIN WILLIAMS
RESINOUS FLOORING SYSTEM: 1/8" DECO FLAKE

COLOR: TBD

REFLECTED CEILING PLAN LEGEND

EXISTING 2' X 4' SUSPENDED ACOUSTICAL CEILING TILE

GYPSUM BOARD CEILING OR SOFFIT

RECESSED CAN LUMINAIRE - REFER TO ELECTRICAL DRAWINGS

SALVAGED RELOCATED WALL MOUNTED LIGHT FIXTURE -
REFER TO ELECTRICAL

WALL MOUNTED LIGHT FIXTURE - REFER TO ELECTRICAL

ABBREVIATIONS 

EWC

GB1

GB2

GB3

H

L1

M1

M2

SN

SND

TP

TRS

UR1

UR2

WC1

WC2

ELECTRIC WATER COOLER

36" STAINLESS STEEL GRAB BAR 

42" STAINLESS STEEL GRAB BAR 

18" STAINLESS STEEL GRAB BAR 

HOOK MOUNTED TO BACK OF PARTITION DOOR

ADA ACCESSIBLE LAVATORY

24" X 36" MIRROR 

24" X 72" MIRROR 

SANITARY NAPKIN DISPOSAL

SANITARY NAPKIN DISPENSER

TOILET PAPER DISPENSER

TOILET ROOM SIGNAGE

URINAL - ADA

URINAL

WATER CLOSET - ADA

WATER CLOSET

1/4" = 1'-0"
2

THIRD FLOOR B WING - FLOOR

PLAN

1/4" = 1'-0"
1

THIRD FLOOR B WING -

DEMOLITION PLAN
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1/4" = 1'-0"
3

THIRD FLOOR B WING - FINISH

PLAN

1/4" = 1'-0"
4

THIRD FLOOR B WING -

REFLECTED CEILING PLAN

DEMOLITION NOTES

NOTE DESCRIPTION

03.01 DEMOLISH ELEVATED FLOOR SLAB. PATCH AND REPAIR SLAB AS REQUIRED FOR
INSTALLATION OF NEW FLOORING MATERIAL.

04.01 DEMOLISH EXISTING WALL ASSEMBLY AND SURFACE MOUNTED ITEMS.

08.01 DEMOLISH EXISTING DOOR AND FRAME SYSTEM IN ITS ENTIRETY.

08.02 DEMOLISH EXISTING DOOR FRAME SYSTEM.

08.03 DEMOLISH EXISTING DOOR LEAF. FRAME TO REMAIN.

09.01 DEMOLISH EXISTING FLOORING. PATCH AND REPAIR SLAB AS REQUIRED FOR
INSTALLATION OF NEW FLOORING MATERIAL.

09.02 DEMOLISH EXISTING CEILING ASSEMBLY AND ASSOCIATED CEILING MOUNTED DEVICES.
PATCH AND REPAIR FOR NEW CONSTRUCTION..

09.03 DEMOLISH PORTION OF EXISTING CEILING ASSEMBLY AS REQUIRED FOR NEW WORK. IF
POSSIBLE, SALVAGE EXISTING IN COORDINATION WITH NEW WORK.

10.01 REMOVE EXISTING TOILET PARTITION SYSTEM AND ASSOCIATED MOUNTED DEVICES.

10.02 REMOVE EXISTING WALL MOUNTED ITEMS. SALVAGE AND TURN OVER TO OWNER.

10.03 REMOVE EXISTING WALL MOUNTED ROOM SIGN. SALVAGE AND TURN OVER TO OWNER.

22.01 REMOVE PLUMBING FIXTURE IN ITS ENTIRETY. REFER TO PLUMBING.

26.01 DEMOLISH EXISTING LIGHT FIXTURES. REFER TO ELECTRICAL.

26.02 DEMOLISH EXISTING WALL MOUNTED LIGHT FIXTURE. SALVAGE FOR REINSTALLATION IN
NEW LOCATION, REFER TO PLAN. REFER TO ELECTRICAL.

ARCHITECTURAL PLAN NOTES

NOTE DESCRIPTION

N001 STAFF TOILET - PROVIDE LOCK AND KEY SYSTEM IN PARTITION SYSTEM DOOR.
COORDINATE EXACT STAFF TOILET WITH OWNER.

N002 S3(1) WALL TYPE. ADJUST FRAMING METAL STUD DEPTH AS REQUIRED FOR EXISTING
COLUMN.

N003 ROOM SIGN VINYL WALL GRAPHIC CENTERED IN WALL SOFFIT.

N004 SALVAGED WALL MOUNTED LIGHT FIXTURE. REFER TO ELECTRICAL

N005 METAL TRANSITION STRIP BETWEEN DIFFERING FLOOR FINISHES.

N006 CONTRACTOR TO DETERMINE IF PORTION OF EXISTING SOFFIT CAN REMAIN. IF EXISTING
IS UNABLE TO REMAIN DUE TO NEW CONSTRUCTION, PROVIDE NEW SOFFIT.

NO. DESCRIPTION DATE



SOLID PHENOLIC TOILET 
PARTITION SYSTEM

PORCELAIN WALL TILE PTW-A

L1

M1M1

PORCELAIN WALL TILE PTW-1

EXISTING WALL ASSEMBLY

WALL MOUNTED LIGHT FIXTURE -
REFER TO ELECTRICAL

SOLID PHENOLIC TOILET 
PARTITION SYSTEM - TYPICAL

PORCELAIN WALL TILE PTW-1 -
TYPICAL

WC2 TP TP WC2 TP WC2 TP WC2 TP WC2 TP WC2

EQ EQ

SOLID PHENOLIC TOILET 
PARTITION SYSTEM - TYPICAL

PORCELAIN WALL TILE PTW-1 -
TYPICAL

WC2 TP WC2 TP

GB2 GB2

WC1 TP WC1 TP

GB2 GB2
GB2

GB3

GB1

WC1TP

EQ EQ

SOLID PHENOLIC TOILET 
PARTITION SYSTEM - TYPICAL

PORCELAIN WALL TILE PTW-1 -
TYPICAL

U1 U1 U2 U2 U2 U2

EQ EQ

EWC

GYPSUM BOARD - PAINT

EXISTING WALL ASSEMBLY

GYPSUM BOARD AND SOFFIT 
ASSEMBLY - PAINT

SCHEDULED WALL BASE

5/8" GYPSUM BOARD

BOTTOM OF CEILING, REFER TO 
REFLECTED CEILING PLAN - TYPICAL

SET BOTTOM TRACK IN 2 LINES OF 
CONTINUOUS ACOUSTIC SEALANT

PROVIDE BLOCKING AS 
REQUIRED AT ALL DOOR STOPS, 
GRAB BARS, HANDRAILS, WALL 
BRACKETS, CASEWORK, ETC.

LAYER MODIFIERS "(#)"
S # X TWO (2) LAYERS OF GYPSUM BOARD, ONE (1) ON EACH SIDE (1HR)
S # X (1) ONE (1) LAYER OF GYPSUM BOARD, REFER TO DRAWINGS.
S # X (3) THREE (3) LAYERS OF GYPSUM BOARD, ONE (1) ON ONE SIDE, TWO 

(2) ON THE OTHER SIDE - REFER TO DRAWINGS. (STC: 54) 
S # X (4) FOUR (4) LAYERS OF GYPSUM BOARD, TWO (2) ON EACH SIDE (2HR) 

(STC: 48, OR 56)

FRAMING DEPTH "#"
S 1 1 5/8" STUD DEPTH
S 2 2 1/2" STUD DEPTH
S 3 3 5/8" STUD DEPTH
S 6 6" STUD DEPTH

LAYER MODIFIER(S)
INDICATES LAYERS OF GYPSUM BOARD 

LETTER MODIFIER(S) (REFER TO BELOW)

DENOTES FRAMING DEPTH

STUD PARTITION

S # X (#)

UL: U419 (1HR OR 2HR) OR ARCHITECT APPROVED EQUAL, REFER TO 
SAFETY REFERENCE PLANS FOR LOCATIONS OF RATED PARTITIONS

STC: S3F: 40, S3FA: 49, S3F(3): _, S3FA(3):_, S3F(4): 48, S3FA(4): 56

LETTER MODIFIERS "X"
S # FRAMING FULL HEIGHT TO STRUCTURE ABOVE AND GYPSUM 

BOARD TO 6" ABOVE CEILING
S # F FRAMING AND GYPSUM BOARD FULL HEIGHT TO STRUCTURE 

ABOVE (STC: 40-48)
S # A MINERAL FIBER SOUND ATTENUATION BLANKETS FULL DEPTH OF 

STUD (STC: 49-56)
S # R RATED PARTITION
S # T PORCELAIN WALL TILE

WALL BASE, REFER TO FINISH 
PLANS FOR LOCATIONS

METAL STUDS AT 16" O.C.
- AT RATED WALLS, PROVIDE 25 GAUGE 
METAL STUDS OR HEAVIER

AT TOP OF WALL PROVIDE BATT 
INSULATION. PROVIDE FIRE SAFING 
AND SEAL TOP OF WALL AT ALL FIRE 
AND SMOKE PARTITIONS WITH UL-
APPROVED FIRE STOP SYSTEM 

NOTES
1. IMPACT-RESISTANT / ABUSE-RESISTANT GYPSUM BOARD REQUIRES 20 GA 

MINIMUM STUDS.
2. PROVIDE TILE BASE ON S3(1) WALL TYPE.
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U
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REFERENCED NOTES 

GENERAL NOTES

1. NEW DOOR IN EXISTING FRAME. VERIFY DIMENSIONS IN FIELD.
2. MODIFY EXISTING FRAME AS REQUIRED FOR NEW DOOR AND HARDWARE.
3. PAINT EXISTING FRAME.

GENERAL:
1. ALL DOOR AND FRAME TYPES ARE SHOWN AS EXTERIOR VIEW.
2. FRAME WIDTHS ARE INDICATED ON THE FLOOR PLANS.  FRAME 

HEIGHTS ARE INDICATED ON THE FRAME TYPES.  DOOR DIMENSIONS 
ARE INDICATED ON THE DOOR AND FRAME SCHEDULE.

3. DIMENSIONS ARE INDICATED FOR BIDDING PURPOSES ONLY AND 
SHALL BE FIELD VERIFIED PRIOR TO PREPARATION OF SHOP 
DRAWINGS AND FABRICATION.

4. THE MANUFACTURER(S) SHALL BE RESPONSIBLE FOR THE 
ENGINEERING AND STRUCTURAL INTEGRITY OF THEIR FRAME 
SYSTEMS.

5. HARDWARE SETS ARE SPECIFIED IN THE PROJECT MANUAL.
6. PROVIDE ALUMINUM FASTENERS, NON-MAGNETIC STAINLESS STEEL 

FASTENERS, OR OTHER FASTENER TYPES WARRANTED BY THE 
SYSTEM MANUFACTURER TO BE NON-CORROSIVE, NON-CORRODIBLE, 
AND COMPATIBLE WITH OTHER BUILDING COMPONENTS.

7. PROVIDE REINFORCEMENT WHERE FASTENERS ARE SCREWED INTO 
ALUMINUM COMPONENTS LESS THAN 1/8" THICK. 

8. DO NOT USE EXPOSED FASTENERS AT BUILDING EXTERIOR.  AT 
BUILDING INTERIOR FASTENERS ARE TO MATCH THE FINISH OF THE 
FRAME.

9. INTERNALLY REINFORCE MULLIONS AS REQUIRED TO MEET SPANS AS 
INDICATED IN THE DRAWINGS AND PROJECT MANUAL.

10. NO EXPOSED FASTENERS.

HOLLOW METAL DOORS AND FRAMES:
11. ALL HOLLOW METAL FRAMES SHALL HAVE THE FOLLOWING 

CHARACTERISTICS UNLESS NOTED OTHERWISE:
A. FACE WIDTH: 2"
B. FRAME DEPTH: 5-3/4” UNLESS NOTED OTHERWISE
C. THROAT: 4-7/8”
D. RETURN: 7/16”

12. ANCHORAGE AT HOLLOW METAL FRAMES:
A.     PROVIDE FASTENERS AT 18" ON CENTER AND MINIMALLY THREE 

(3) ANCHORS PER JAMB. 
B. AT FRAMES INSTALLED PRIOR TO MASONRY INSTALLATION 

PROVIDE GALVANIZED STEEL "T" ANCHORS.
C. AT FRAMES INSTALLED AFTER MASONRY INSTALLATION OR AT 

EXISTING MASONRY OPENINGS PROVIDE GALVANIZED STEEL 
SPACER BRACKETS, ANCHOR SLEEVES WELDED TO THE 
INTERIOR OF THE FRAME, AND COUNTERSUNK 3/8” FLATHEAD 
EXPANSION ANCHORS.  COVER HEAD OF FASTENERS WITH METAL 
FILLER, GRIND SMOOTH, PRIME AND FINISH PAINT.

D. AT FRAMES INSTALLED IN STUD PARTITIONS PROVIDE 
GALVANIZED STEEL Z-TYPE SPACE BRACKETS.

13. JAMBS OF FRAMES INSTALLED IN EXTERIOR WALLS AND WHERE 
INDICATED SHALL BE GROUTED SOLID.  COVER GROUT HOLES WITH 
METAL FILLER, GRIND SMOOTH, PRIME AND FINISH PAINT.

SOLID PHENOLIC TOILET 
PARTITION SYSTEM

PORCELAIN WALL TILE PTW-A

PORCELAIN WALL TILE PTW-1

EXISTING WALL ASSEMBLY

WALL MOUNTED LIGHT FIXTURE -
REFER TO ELECTRICAL

M1 M1

L1

SCHEDULED BASE

METAL TERMINATION STRIP

SEALANT JOINT

SCHEDULED WALL TILE

B/ CEILING
REFER TO RCP OR ELEVATIONS

B/ CEILING
REFER TO RCP OR ELEVATIONS

EXISTING CEILING TILE SYSTEM -
MODIFY AS REQUIRED FOR NEW 
WORK

CORNER BEAD TYP

METAL STUD FRAMING @ 16" OC 
ANCHORED TO STRUCTURE 
ABOVE

KICKER AS REQUIRED

SCHEDULED SUSPENDED GYPSUM 
BOARD CEILING SYSTEM

6"
 M

IN
.

5/8" GYPSUM BOARD - PAINT

PERIMETER CEILING TRIM

B/ CEILING
REFER TO RCP OR ELEVATIONS

B/ CEILING
REFER TO RCP OR ELEVATIONS

SCHEDULE SUSPENDED GYPSUM 
BOARD CEILING SYSTEM -
TYPICAL

CORNER BEADS TYP

METAL STUD FRAMING @ 16" OC 
ANCHORED TO STRUCTURE 
ABOVE

KICKER AS REQUIRED

CONTINUOUS SEALANT

CONTINUOUS STAINLESS STEEL 
TRIM

STAINLESS STEEL CORNER TRIM

SCHEDULED WALL TILE

3-5/8" METAL STUD FRAMING

EXISTING WALL ASSEMBLY

CONTINUOUS SEALANT

CONTINUOUS STAINLESS STEEL 
TRIM

CORNER BEAD

GYPSUM BOARD - PAINT

METAL STUD FRAMING -
COORDINATE ALLOWABLE DEPTH 
WITH EXISTING COLUMN

EXISTING COLUMN

EXISTING WALL ASSEMBLY
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INTERIOR ELEVATIONS,

WALL TYPE, DOOR, AND
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MOLINE-COAL
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1/4" = 1'-0" AB101
1

INTERIOR ELEVATION

1/4" = 1'-0" AB101
3

INTERIOR ELEVATION

1/4" = 1'-0" AB101
4

INTERIOR ELEVATION

1/4" = 1'-0" AB101
5

INTERIOR ELEVATION

1/4" = 1'-0" AB101
6

INTERIOR ELEVATION

1/4" = 1'-0"

FRAME TYPE

1/4" = 1'-0"

DOOR TYPE

B WING DOOR AND FRAME SCHEDULE

DOOR #

DOOR

HDWR REFERENCED NOTESTYPE MATERIAL WIDTH HEIGHT THICK

B150 F 2'-8" 7'-0" 1 3/4" 1 1, 2, 3

B151 F 2'-8" 7'-0" 1 3/4" 1 1, 2, 3

B211 F 2'-8" 7'-0" 1 3/4" 1 1, 2, 3

B213 F 2'-8" 7'-0" 1 3/4" 1 1, 2, 3

B308 F 2'-8" 7'-0" 1 3/4" 1 1, 2, 3

B310 F 2'-8" 7'-0" 1 3/4" 1 1, 2, 3

1/4" = 1'-0" AB101
2

INTERIOR ELEVATION

3" = 1'-0"
11

TYPICAL INTEGRAL WALL

BASE WITH WALL TILE

1 1/2" = 1'-0" AB101
9

SECTION DETAIL

1 1/2" = 1'-0" AB101
10

SECTION DETAIL

1 1/2" = 1'-0" AB101
7

PLAN DETAIL

HM

HM

HM

HM

HM

HM

NO. DESCRIPTION DATE

1 1/2" = 1'-0" AB101
8

PLAN DETAIL
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1

FINISH LEGEND

PNT-1 MANUF: SHERWIN WILLIAMS
PAINT - FIELD COLOR: 7008 ALABASTER
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DEMOLITION NOTES

NOTE DESCRIPTION

03.01 DEMOLISH ELEVATED FLOOR SLAB. PATCH AND REPAIR SLAB AS REQUIRED FOR
INSTALLATION OF NEW FLOORING MATERIAL.

04.01 DEMOLISH EXISTING WALL ASSEMBLY AND SURFACE MOUNTED ITEMS.

08.01 DEMOLISH EXISTING DOOR AND FRAME SYSTEM IN ITS ENTIRETY.

08.02 DEMOLISH EXISTING DOOR FRAME SYSTEM.

08.03 DEMOLISH EXISTING DOOR LEAF. FRAME TO REMAIN.

09.01 DEMOLISH EXISTING FLOORING. PATCH AND REPAIR SLAB AS REQUIRED FOR
INSTALLATION OF NEW FLOORING MATERIAL.

09.02 DEMOLISH EXISTING CEILING ASSEMBLY AND ASSOCIATED CEILING MOUNTED DEVICES.
PATCH AND REPAIR FOR NEW CONSTRUCTION..

09.03 DEMOLISH PORTION OF EXISTING CEILING ASSEMBLY AS REQUIRED FOR NEW WORK. IF
POSSIBLE, SALVAGE EXISTING IN COORDINATION WITH NEW WORK.

10.01 REMOVE EXISTING TOILET PARTITION SYSTEM AND ASSOCIATED MOUNTED DEVICES.

10.02 REMOVE EXISTING WALL MOUNTED ITEMS. SALVAGE AND TURN OVER TO OWNER.

10.03 REMOVE EXISTING WALL MOUNTED ROOM SIGN. SALVAGE AND TURN OVER TO OWNER.

22.01 REMOVE PLUMBING FIXTURE IN ITS ENTIRETY. REFER TO PLUMBING.

26.01 DEMOLISH EXISTING LIGHT FIXTURES. REFER TO ELECTRICAL.

26.02 DEMOLISH EXISTING WALL MOUNTED LIGHT FIXTURE. SALVAGE FOR REINSTALLATION IN
NEW LOCATION, REFER TO PLAN. REFER TO ELECTRICAL.

ARCHITECTURAL PLAN NOTES

NOTE DESCRIPTION

N001 STAFF TOILET - PROVIDE LOCK AND KEY SYSTEM IN PARTITION SYSTEM DOOR.
COORDINATE EXACT STAFF TOILET WITH OWNER.

N002 S3(1) WALL TYPE. ADJUST FRAMING METAL STUD DEPTH AS REQUIRED FOR EXISTING
COLUMN.

N003 ROOM SIGN VINYL WALL GRAPHIC CENTERED IN WALL SOFFIT.

N004 SALVAGED WALL MOUNTED LIGHT FIXTURE. REFER TO ELECTRICAL

N005 METAL TRANSITION STRIP BETWEEN DIFFERING FLOOR FINISHES.

N006 CONTRACTOR TO DETERMINE IF PORTION OF EXISTING SOFFIT CAN REMAIN. IF EXISTING
IS UNABLE TO REMAIN DUE TO NEW CONSTRUCTION, PROVIDE NEW SOFFIT.

NO. DESCRIPTION DATE
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NO. DESCRIPTION DATE

DEMOLITION NOTES

NOTE DESCRIPTION

03.01 DEMOLISH ELEVATED FLOOR SLAB. PATCH AND REPAIR SLAB AS REQUIRED FOR
INSTALLATION OF NEW FLOORING MATERIAL.

04.01 DEMOLISH EXISTING WALL ASSEMBLY AND SURFACE MOUNTED ITEMS.

08.01 DEMOLISH EXISTING DOOR AND FRAME SYSTEM IN ITS ENTIRETY.

08.02 DEMOLISH EXISTING DOOR FRAME SYSTEM.

08.03 DEMOLISH EXISTING DOOR LEAF. FRAME TO REMAIN.

09.01 DEMOLISH EXISTING FLOORING. PATCH AND REPAIR SLAB AS REQUIRED FOR
INSTALLATION OF NEW FLOORING MATERIAL.

09.02 DEMOLISH EXISTING CEILING ASSEMBLY AND ASSOCIATED CEILING MOUNTED DEVICES.
PATCH AND REPAIR FOR NEW CONSTRUCTION..

09.03 DEMOLISH PORTION OF EXISTING CEILING ASSEMBLY AS REQUIRED FOR NEW WORK. IF
POSSIBLE, SALVAGE EXISTING IN COORDINATION WITH NEW WORK.

10.01 REMOVE EXISTING TOILET PARTITION SYSTEM AND ASSOCIATED MOUNTED DEVICES.

10.02 REMOVE EXISTING WALL MOUNTED ITEMS. SALVAGE AND TURN OVER TO OWNER.

10.03 REMOVE EXISTING WALL MOUNTED ROOM SIGN. SALVAGE AND TURN OVER TO OWNER.

22.01 REMOVE PLUMBING FIXTURE IN ITS ENTIRETY. REFER TO PLUMBING.

26.01 DEMOLISH EXISTING LIGHT FIXTURES. REFER TO ELECTRICAL.

26.02 DEMOLISH EXISTING WALL MOUNTED LIGHT FIXTURE. SALVAGE FOR REINSTALLATION IN
NEW LOCATION, REFER TO PLAN. REFER TO ELECTRICAL.

ARCHITECTURAL PLAN NOTES

NOTE DESCRIPTION

N001 STAFF TOILET - PROVIDE LOCK AND KEY SYSTEM IN PARTITION SYSTEM DOOR.
COORDINATE EXACT STAFF TOILET WITH OWNER.

N002 S3(1) WALL TYPE. ADJUST FRAMING METAL STUD DEPTH AS REQUIRED FOR EXISTING
COLUMN.

N003 ROOM SIGN VINYL WALL GRAPHIC CENTERED IN WALL SOFFIT.

N004 SALVAGED WALL MOUNTED LIGHT FIXTURE. REFER TO ELECTRICAL

N005 METAL TRANSITION STRIP BETWEEN DIFFERING FLOOR FINISHES.

N006 CONTRACTOR TO DETERMINE IF PORTION OF EXISTING SOFFIT CAN REMAIN. IF EXISTING
IS UNABLE TO REMAIN DUE TO NEW CONSTRUCTION, PROVIDE NEW SOFFIT.
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PAINT - CEILING STYLE: DRYFALL FLAT

COLOR: PURE WHITE

PTW-1 MANUF: DALTILE
PORCELAIN TILE STYLE: ENLITE
WALL - FIELD COLOR: CLARITY

SIZE: 15" X 30"

PTW-A & PTB-A MANUF: DALTILE
PORCELAIN TILE STYLE: STENCIL
WALL - ACCENT COLOR: BERRY

SIZE: 4" X 12"

TC-1 MANUF: ARIA PARTITIONS
TOILET FINISH: ORANGE PEEL
COMPARTMENTS COLOR: SHALE

RES-1 & RES-B MANUF: SHERWIN WILLIAMS
RESINOUS FLOORING SYSTEM: 1/8" DECO FLAKE

COLOR: TBD

REFLECTED CEILING PLAN LEGEND

EXISTING 2' X 4' SUSPENDED ACOUSTICAL CEILING TILE

GYPSUM BOARD CEILING OR SOFFIT

RECESSED CAN LUMINAIRE - REFER TO ELECTRICAL DRAWINGS

SALVAGED RELOCATED WALL MOUNTED LIGHT FIXTURE -
REFER TO ELECTRICAL

WALL MOUNTED LIGHT FIXTURE - REFER TO ELECTRICAL

ABBREVIATIONS 

EWC

GB1

GB2

GB3

H

L1

M1

M2

SN

SND

TP

TRS

UR1

UR2

WC1

WC2

ELECTRIC WATER COOLER

36" STAINLESS STEEL GRAB BAR 

42" STAINLESS STEEL GRAB BAR 

18" STAINLESS STEEL GRAB BAR 

HOOK MOUNTED TO BACK OF PARTITION DOOR

ADA ACCESSIBLE LAVATORY

24" X 36" MIRROR 

24" X 72" MIRROR 

SANITARY NAPKIN DISPOSAL

SANITARY NAPKIN DISPENSER

TOILET PAPER DISPENSER

TOILET ROOM SIGNAGE

URINAL - ADA

URINAL

WATER CLOSET - ADA

WATER CLOSET
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THIRD FLOOR J WING

FLOOR PLANS
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VALLEY SCHOOL
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SCHOOL TOILET

ROOM
RENOVATIONS

3600 Avenue of the Cities
Moline, IL 61265

1/4" = 1'-0"
2

THIRD FLOOR J WING - FLOOR

PLAN

1/4" = 1'-0"
1

THIRD FLOOR J WING -

DEMOLITION PLAN

1/4" = 1'-0"
3

THIRD FLOOR J WING - FINISH

PLAN

1/4" = 1'-0"
4

THIRD FLOOR J WING -

REFLECTED CEILING PLAN

NO. DESCRIPTION DATE

DEMOLITION NOTES

NOTE DESCRIPTION

03.01 DEMOLISH ELEVATED FLOOR SLAB. PATCH AND REPAIR SLAB AS REQUIRED FOR
INSTALLATION OF NEW FLOORING MATERIAL.

04.01 DEMOLISH EXISTING WALL ASSEMBLY AND SURFACE MOUNTED ITEMS.

08.01 DEMOLISH EXISTING DOOR AND FRAME SYSTEM IN ITS ENTIRETY.

08.02 DEMOLISH EXISTING DOOR FRAME SYSTEM.

08.03 DEMOLISH EXISTING DOOR LEAF. FRAME TO REMAIN.

09.01 DEMOLISH EXISTING FLOORING. PATCH AND REPAIR SLAB AS REQUIRED FOR
INSTALLATION OF NEW FLOORING MATERIAL.

09.02 DEMOLISH EXISTING CEILING ASSEMBLY AND ASSOCIATED CEILING MOUNTED DEVICES.
PATCH AND REPAIR FOR NEW CONSTRUCTION..

09.03 DEMOLISH PORTION OF EXISTING CEILING ASSEMBLY AS REQUIRED FOR NEW WORK. IF
POSSIBLE, SALVAGE EXISTING IN COORDINATION WITH NEW WORK.

10.01 REMOVE EXISTING TOILET PARTITION SYSTEM AND ASSOCIATED MOUNTED DEVICES.

10.02 REMOVE EXISTING WALL MOUNTED ITEMS. SALVAGE AND TURN OVER TO OWNER.

10.03 REMOVE EXISTING WALL MOUNTED ROOM SIGN. SALVAGE AND TURN OVER TO OWNER.

22.01 REMOVE PLUMBING FIXTURE IN ITS ENTIRETY. REFER TO PLUMBING.

26.01 DEMOLISH EXISTING LIGHT FIXTURES. REFER TO ELECTRICAL.

26.02 DEMOLISH EXISTING WALL MOUNTED LIGHT FIXTURE. SALVAGE FOR REINSTALLATION IN
NEW LOCATION, REFER TO PLAN. REFER TO ELECTRICAL.

ARCHITECTURAL PLAN NOTES

NOTE DESCRIPTION

N001 STAFF TOILET - PROVIDE LOCK AND KEY SYSTEM IN PARTITION SYSTEM DOOR.
COORDINATE EXACT STAFF TOILET WITH OWNER.

N002 S3(1) WALL TYPE. ADJUST FRAMING METAL STUD DEPTH AS REQUIRED FOR EXISTING
COLUMN.

N003 ROOM SIGN VINYL WALL GRAPHIC CENTERED IN WALL SOFFIT.

N004 SALVAGED WALL MOUNTED LIGHT FIXTURE. REFER TO ELECTRICAL

N005 METAL TRANSITION STRIP BETWEEN DIFFERING FLOOR FINISHES.

N006 CONTRACTOR TO DETERMINE IF PORTION OF EXISTING SOFFIT CAN REMAIN. IF EXISTING
IS UNABLE TO REMAIN DUE TO NEW CONSTRUCTION, PROVIDE NEW SOFFIT.



IWP

GRS

GR

CV

AV

AW

DT

IRRG

GRW

CA

CW(CITY)

CWR

SCW

GW

NG

NPCW

OV

PD

PW

SAN

ST

STO

V

M

X

NUMBER

MARK

X

NUMBER

X

RISER

##"  XX

PIPE SIZE

SYSTEM ABBREVIATION

SHEET NUMBER

X X

VIEW NUMBER 
REFERENCE

---
-

---

-

---
-

##

PS

VB

SPV

RP

PIPE MATERIAL SCHEDULE

APPLICATION LOCATION SIZE MATERIAL JOINING METHOD

STORM AND SANITARY
WASTE/ VENT

BELOW GRADE ALL SCHEDULE 40 ABS
SOLVENT

ABOVE GRADE
PLENUM RETURN

ALL SCHEDULE 40 ABS

CAST IRON

SOLVENT
HUBLESSALL

T&P RELIEF ALL ALL COPPER (TYPE M) 95/5 SOLDER

DOMESTIC WATER IN OR
WITHIN 5' OF BUILDING

BELOW GRADE ALL COPPER (TYPE K) W/CORROSION-RESISTANT TAPE LEAD FREE BRAZED

ABOVE GRADE ALL COPPER (TYPE L OR K) 95/5 SOLDER

CONDENSATE
PLENUM RETURN ALL COPPER (TYPE M) 95/5 SOLDER

DUCTED RETURN ALL SCHEDULE 40 ABS SOLVENT

NOTES: ALL PIPING MATERIAL AND JOINING METHODS CONTINGENT ON AUTHORITY HAVING JURISDICTION APPROVAL.
ALL ABS AND PVC PIPING EXPOSED TO SUNLIGHT SHALL BE PROTECTED BY WATER-BASED LATEX PAINT.
ALL BLACK STEEL PIPING EXPOSED TO MOISTURE SHALL BE PROTECTED BY RUST-PREVENTATIVE PAINT.
ALL PVC PIPING MUST MEET FLAME SPREAD ASTM E84 CERTIFICATION. NO EXCEPTIONS. PLENUM RETURN UTILIZED IN
PROJECT, AND THUS ALL PIPING MUST MEET THAT WITHIN PLENUM SPACE. IF PIPING IS NOT RATED, THEN CONTRACTOR TO
CARRY COST TO INSULATE ALL PIPING WITH FIRE WRAP INSULATION TO MEET THE ASTM E84 REQUIREMENT BY CODE.

SCHEDULE 40 PVCALL

PIPE SYSTEM LINETYPES:

INDIRECT WASTE PIPE (IWP)

GREY WASTE (GRS)

GREASE WASTE (GR)

CLEAR WATER VENT (CV)

ACID VENT (AV)

SUB-SOIL DRAINAGE (DT)

IRRIGATION (IRRIG)

GREY WATER (GRW)

COMPRESSED AIR (CA)

PURE WATER (PW)

CITY COLD WATER (CW(CITY))

COLD WATER DOMESTIC (CW)

SOFT COLD WATER (SCW)

GARAGE WASTE (GW)

HOT WATER DOMESTIC (HW)

HOT WATER DOMESTIC RETURN (HWR)

NATURAL GAS (NG)

NON-POTABLE COLD WATER (NPCW)

OIL VENT (OV)

PUMP DISCHARGE (PD)

SANITARY (SAN)

STORM (ST)

STORM OVERFLOW (STO)

UNDERGROUND PIPING

VENT (V)

PIPING OR EQUIPMENT TO REMAIN

PIPING OR EQUIPMENT TO BE REMOVED

ACID WASTE (AW)

COLD WATER RETURN (CWR)

SEWAGE EJECTOR (SE)

BOOSTER PUMP (BP)

GAS FIRED WATER HEATER -
EXTERNAL STORAGE (GWH)

GAS FIRED WATER HEATER -
INTERNAL STORAGE (GWH)

ELECTRIC WATER HEATER -
INTERNAL STORAGE (EWH)

GAS FIRED WATER HEATER -
TANKLESS (GWH)

WATER METER

SEPARATOR/ INTERCEPTOR (SEE 
SCHEDULE FOR ABBREVIATION)

RECIRCULATION PUMP

EXPANSION TANK (ET)

SUMP PUMP (SP)

BACK WATER VALVE (BW)

PLUMBING EQUIPMENT:

PLUMBING TAGS:

PLUMBING EQUIPMENT TAG

RISER TAG

PIPE DIMENSION TAG

POINT OF NEW CONNECTION

POINT OF DISCONNECTION

REFERENCE TAG

GENERAL:

REFERENCE NOTE SYMBOL

BUILDING SECTION

BUILDING ELEVATION

CALLOUT BOUNDARY

VIEW REFERENCE CALLOUT

MOUNTING HEIGHT DESIGNATION

DETAIL NUMBER

SHEET NUMBER

DETAIL NUMBER

DETAIL NUMBER

SHEET NUMBER

SHEET NUMBER

+X' - X"

DETAIL NUMBER

SHEET NUMBER

|- ---

45° ELBOW

CAP

90° ELBOW

ELBOW DOWN

ELBOW UP

TEE

TEE DOWN

TEE UP

LATERAL

UNION

FLEXIBLE CONNECTION

PIPE CONTINUATION

CLEANOUT (CO)

FLOOR CLEANOUT (FCO)

XX DENOTES THE FOLLOWING
     (AD) AREA DRAIN
     (FD) FLOOR DRAIN
     (HD) HUB DRAIN
     (RD) ROOF DRAIN

WALL CLEANOUT (WCO)

PLUMBING FITTINGS:

FLOOR SINK

XX DRAIN

P TRAP

AUTOMATIC AIR VENT

MANUAL AIR VENT

PRESSURE GAUGE

PRESSURE SWITCH

THERMOMETER

STRAINER, BLOW DOWN

STRAINER

EXPANSION LOOP

EXPANSION JOINT

WATER HAMMER ARRESTER

AQUASTAT

HOSE BIBB/ WALL HYDRANT

TRAP PRIMER

PLUMBING SPECIALTIES:

VACUUM BREAKER

SPILL PROOF VACUUM BREAKER

SOLENOID VALVE

MODULATING 2-WAY VALVE

BALANCING VALVE

BALL VALVE

BUTTERFLY VALVE

CHECK VALVE

MIXING VALVE

FLOAT OPERATED VALVE

GATE VALVE

PLUG VALVE

GLOBE VALVE

PRESSURE REDUCING VALVE

SAFETY RELIEF VALVE

DOUBLE CHECK VALVE ASSEMBLY 

REDUCED PRESSURE ZONE VALVE (RPZ)

PLUMBING VALVES:

DUAL CHECK VALVE WITH INTERMEDIATE ATMOSPHERIC VENT

MODULATING 3-WAY VALVE

PLUMBING GENERAL NOTES:

1. THE FOLLOWING NOTES APPLY TO THE FULL SET 
OF PLUMBING DRAWINGS AND SPECIFICATIONS 
INCLUDING ADDENDA, CHANGES ORDERS, 
BULLETINS AND ARCHITECTURAL SUPPLEMENTARY 
INSTRUCTIONS.

2. THE DRAWINGS INDICATE DIAGRAMMATICALLY THE 
EXTENT AND LOCATION OF THE WORK. FURTHER 
DETAIL OF THE WORK THAT IS REQUIRED FOR A 
COMPLETE INSTALLATION, WHICH IS NOT SHOWN 
BECAUSE OF DRAWING SCALE, SHALL BE INCLUDED 
IN BASE BID.

3. FOR ADDITIONAL DETAILS, CONSULT THE 
ARCHITECTURAL DRAWINGS, OTHER ENGINEERING 
DRAWINGS, OWNER FURNISHED DRAWINGS AND 
OTHER OWNER FURNISHED DOCUMENTATION.

4. ALL PERMITS, LICENSES, APPROVALS AND OTHER 
ARRANGEMENTS FOR THE WORK SHALL BE 
INCLUDED IN THE BASE BID. THIS INCLUDES PLAN 
REVIEW FEE FOR ALL BACKFLOW PREVENTER.

5. CONTRACTOR SHALL BE RESPONSIBLE FOR 
COORDINATING PLUMBING WORK WITH THE WORK 
OF OTHER TRADES. PROVIDE OFFSETS TO ALL 
PIPING AS REQUIRED WHETHER SHOWN OR NOT.

6. ALL WORK SHALL BE IN ACCORDANCE WITH 2014 
ILLINOIS PLUMBING CODE . THIS CODE SHALL BE 
FOLLOWED AS A MINIMUM . HIGHER GRADES OF 
MATERIAL AND WORKMANSHIP SHALL BE PROVIDED 
WHERE REQUIRED. 

7. PROVIDE HOLES, SLEEVES, FIRE STOPPING AND 
PATCHING FOR THE INSTALLATION OF THE 
PLUMBING WORK. 

8. MANUFACTURER AND PRODUCT SELECTION: THE 
DRAWINGS AND SPECIFICATIONS INDICATE SIZES, 
PROFILES, AND DIMENSIONAL REQUIREMENTS OF 
MATERIAL AND SPECIFIC PRODUCTS. 
MANUFACTURERS OF PRODUCTS HAVING 
EQUIVALENT PERFORMANCE CHARACTERISTICS 
HAVE BEEN LISTED IN THE SPECIFICATION. THE USE 
OF ANY OF THE EQUIVALENT PRODUCTS SHALL 
REQUIRE THAT THE CONTRACTOR IDENTIFY 
MODIFICATIONS TO ACCOMMODATE VARIATIONS IN 
CHARACTERISTICS, SUCH AS WEIGHTS, 
CONNECTIONS, SIZES, AND DIMENSIONS. THE 
RESPONSIBILITY FOR MODIFICATIONS TO 
MECHANICAL, STRUCTURAL, ELECTRICAL, OR 
OTHER PLUMBING SYSTEMS, OR TO 
ACCOMMODATE CODES SHALL BE WITH THE 
CONTRACTOR. COSTS RESULTING FROM THE USE 
OF THESE EQUIVALENT PRODUCTS SHALL BE 
INCLUDED IN THE BASE BID. 

PLUMBING INSULATION  NOTES:

DOMESTIC COLD WATER ABOVE GRADE: LIGHT DENSITY, 
FIBERGLASS PIPE INSULATION. ½” THICK, WITH VAPOR 
BARRIER JACKET.

DOMESTIC HOT WATER-ABOVE GRADE: LIGHT DENSITY, 
FIBERGLASS PIPE INSULATION, 1" THICK, WITH GLASS 
CLOTH JACKET.

STORM AND OVERFLOW PIPES TO BE INSULATED WITH 
1" THICK INSULATION.

AT CONTRACTOR'S OPTION FIBERGLASS SNAP ON 
INSULATION WITH FOAM VAPOR BARRIER MAY BE 
SUBSTITUTED FOR ABOVE.

<X> EXISTING FIXTURE TO REMAIN
<XRR> EXISTING FIXTURE TO BE REMOVED AND RELOCATED
<XO> EXISTING FIXTURE TO BE REMOVED
<XNL> EXISTING FIXTURE IN NEW LOCATION
<N> NEW
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PLUMBING LEGEND

BIDDING

GENERAL ABBREVIATIONS:
A/E ARCHITECT/ENGINEER

ABV ABOVE

AFF ABOVE FINISHED FLOOR

AFG ABOVE FINISHED GRADE

ALT ALTERNATE

APPROX APPROXIMATELY

ARCH ARCHITECT

AVG AVERAGE

BFG BELOW FINAL GRADE

BLDG BUILDING

CLG CEILING

DEG-F, °F DEGREES FAHRENHEIT

DIR DIRECT

DISC DISCONNECT

DN DOWN

EC ELECTRICAL CONTRACTOR

ELEV ELEVATION REFERENCE

EM EMERGENCY

EP EXPLOSION PROOF

EWC ELECTRIC WATER COOLER

F FLUSH

FBO FURNISHED BY OTHERS

FIXT FIXTURE

FLA FULL LOAD AMPS

FLR FLOOR

FP FIRE PROTECTION

FS FLOW SWITCH

GC GENERAL CONTRACTOR

GRD GROUND

GYP GYPSUM BOARD

HVAC HEATING & VENTILATING - AIR CONDITIONING

HVC HEATING VENTILATING CONTRACTOR

HW HEAVYWALL

ID INDIRECT

IE INVERT ELEVATION

IL INTERLOCK

IU IN UNIT

J-BOX JUNCTION BOX

LG LAY-IN GRID

LTG LIGHTING

LV LOW VOLTAGE

LVT LINE VOLTAGE THERMOSTAT

MAX MAXIMUM

MIN MINIMUM

MISC MISCELLANEOUS

MTD MOUNTED

N/A NOT APPLICABLE

NIC NOT IN CONTRACT

NTS NOT TO SCALE

PC PLUMBING CONTRACTOR

PLBG PLUMBING CONTRACTOR

RM ROOM

RQD REQUIRED

SF SQUARE FEET

SPEC SPECIFICATION(S)

SURF SURFACE

TS TAMPER SWITCH

TYP TYPICAL

UG UNDERGROUND

UNO UNLESS NOTED OTHERWISE

PLUMBING ABBREVIATIONS:
AD AREA DRAIN

BFP BACKFLOW PREVENTER

BP BOOSTER PUMP

BTUH BTU(S) PER HOUR

BV BALANCING VALVE

CO2 CARBON DIOXIDE

CPVC CHLORINATED PVC

CW COLD WATER

CWFU COLD WATER FIXTURE UNITS

CWR COLD WATER RETURN

DF DRINKING FOUNTAIN

DFU DRAINAGE FIXTURE UNITS

DIA DIAMETER

DS DOWNSPOUT

DW DISH WASHER

ES EMERGENCY SHOWER

EVAC WASTE ANESTHETIC GAS DISPOSAL

EW EMERGENCY EYE WASH

EWH ELECTRIC WATER HEATER

FCO FLOOR CLEANOUT

FD FLOOR DRAIN

FRS FLUSHING RIM SINK

FS FLOOR SINK

GWH GAS WATER HEATER

HB HOSE BIBB

HD HUB DRAIN

HS HAND SINK

HW HOT WATER

HWFU HOT WATER FIXTURE UNITS

HWR HOT WATER RETURN

IWP INDIRECT WASTE PIPE

KS KITCHEN SINK

LA LAB AIR

LAV LAVATORY

LV LABATORY VACUUM

MB MOP BASIN

MBH BTU PER HOUR (THOUSAND)

MV MIXING VALVE

N NITROGEN

NCP NITROGEN CONTROL PANEL

ND NOZZLE DRAIN

NG NATURAL GAS

NO NITROUS OXIDE

NPT NATIONAL PIPE THREAD TAPERED

O OXYGEN

PEX CROSS LINKED POLYETHYLENE

POC POINT OF CONNECTION

PSI POUNDS PER SQUARE INCH

PSIG PSI GAUGE

PVC POLYVINYL CHLORIDE

PW PURE WATER

RD ROOF DRAIN

RDO ROOF DRAIN OVERFLOW

S SINK

SD SHOWER DRAIN

SE SEWAGE EJECTOR

SFU SUPPLY FIXTURE UNIT

SH SHOWER

SP SUMP PUMP

SPR STANDPIPE RECEPTOR

SS SERVICE SINK

TD TRENCH DRAIN

TEMP TEMPERATURE

TMV THERMOSTATIC MIXING VALVE

UR URINAL

VA VACUUM

W WASTE PIPE

WC WATER CLOSET

WCO WALL CLEANOUT

WH WATER HEATER

WS WATER SOFTENER

YCO YARD CLEANOUT

NO. DESCRIPTION DATE



GENERAL NOTES:

1. REFER TO GENERAL NOTES AND SYMBOLS ON SHEET P000.

2. DRAWINGS ARE TO BE REVIEWED IN FULL DETAIL WITH SPECIFICATIONS. IN THE EVENT 
THAT THERE IS CROSS DIGRESSION, A REQUEST FOR INFORMATION (RFI) IS TO BE 
SENT TO THE ENGINEER OF RECORD. AS STATED IN SPECIFICATION DIV 1, THE HIGHER 
COST OF THE TWO OPTIONS IS TO BE TAKEN AS THE OPTION WHILE AT BID UNLESS 
CLARIFICATION FROM RFI.

3. ALL PLUMBING SHEETS SHALL BE REVISED AND COORDINATED WITH ALL OTHER 
TRADES PRIOR TO INSTALLATION.

4. ON ALL PUBLIC LAVATORIES AND SINKS PROVIDE A.S.S.E. 1070 APPROVED MIXING 
VALVE TO SUPPLY A MAX 110 DEGREE HOT WATER IN ORDER TO ENSURE SCALDING 
WILL NOT OCCUR.

5. PLUMBING CONTRACTOR TO CONFIRM ALL FLOOR DRAINS LOCATIONS PRIOR TO INSTALLATION.

6. ALL INVERT LOCATIONS ARE APPROXIMATE. COORDINATE EXACT DEPTH OF DRAIN TILE 
SYSTEM WITH FIELD CONDITIONS. NOTIFY EOR OF ANT DISCREPANCIES. 

7. ALL FLOOR DRAINS TO BE PROVIDED WITH TRAP GUARDS.

JJKK

8" SAN EXISTING 4" SAN EXISTING6" SAN EXISTING8" SAN EXISTING8" SAN EXISTING 2" SAN EXISTING 4" SAN EXISTING
4" SAN EXISTING

4" SAN EXISTING

2" HWR EXISTING
3" HW EXISTING
5" CW EXISTING

2" HWR EXISTING 2" HWR EXISTING

5" CW EXISTING

3" HW EXISTING
2" HWR EXISTING

4" SAN EXISTING

6" SAN

6" SAN

8" SAN EXISTING

2" HWR EXISTING

3" HW EXISTING
5" CW EXISTING

2 1/2" CW EXISTING
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3" CW EXISTING

8" SAN
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5" CW EXISTING

19

2" CW
3/4" HW
3/4" HWR

2" CW
3/4" HW
3/4" HWR 3/4" HWR

3/4" HW
2" CW

2" CW
3/4" HWR
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2" SAN

2" SAN
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1

2" SAN

23

6" ST EXISTING

6" ST EXISTING
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8" SAN EXISTING

6" SAN EXISTING
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4" SAN EXISTING6" SAN EXISTING8" SAN EXISTING
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8" SAN EXISTING 2" SAN EXISTING 4" SAN EXISTING 4" SAN EXISTING
4" SAN EXISTING

2 1/2" SAN EXISTING

2 1/2" SAN EXISTING

2" HWR EXISTING
3" HW EXISTING
5" CW EXISTING

2" HWR EXISTING

2" HW EXISTING

3/4" HWR EXISTING

3" CW EXISTING

2" HWR EXISTING
3" HW EXISTING
5" CW EXISTING

2" HWR EXISTING

2" HW EXISTING 3" CW EXISTING

2" HWR EXISTING

5" CW EXISTING

3" HW EXISTING
2" HWR EXISTING

1 1/2" CW EXISTING

6" SAN EXISTING 6" SAN EXISTING

1 1/2" CW EXISTING

4" SAN EXISTING

C.O. C.O.2 1/2" CW EXISTING

2 1/2" HW EXISTING

2" HWR EXISTING
3" CW EXISTING
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P100B

PLUMBING TUNNEL B

WING PLAN

BIDDING

# KEYNOTES

1 EXISTING 4" SANITARY LINE FROM WING A TO REMAIN.

2 EXISTING 5" CW LINE TO REMAIN AND CONTINUE TO FEED REST OF BUILDING.

3 EXISTING 3" HW LINE TO REMAIN AND CONTINUE TO FEED REST OF BUILDING.

4 EXISTING 2" HWR LINE TO REMAIN AND CONTINUE TO FEED REST OF BUILDING.

5 EXISTING 3" CW LINE FEEDING WING E TO REMAIN.

6 EXISTING 2" HRW LINE FEEDING WING E TO REMAIN.

7 EXISTING 2-1/2" HW LINE FEEDING WING E TO REMAIN.

8 EXISTING 2-1/2" CW LINE FEEDING WING E TO REMAIN.

9 EXISTING 8" SANITARY LINE TO REMAIN AND CONTINUE BACK FROM WING E.

10 EXISTING 4" SANITARY LINE RISER TO REMAIN.

11 EXISTING 2" SANITARY LINE RISER TO REMAIN.

12 EXISTING 8" SANITARY LINE TO REMAIN AND CONTINUE TO WING C.

13 EXISTING DOMESTIC WATER SHUT OFF VALVE TO REMAIN.

14 EXISTING 2" HWR LINE TO REMAIN AND CONTINUE TO FEED WING C.

1/8" = 1'-0"P100B

1 PLUMBING TUNNEL LEVEL B WING PLAN

1/8" = 1'-0"P100B

2 PLUMBING TUNNEL LEVEL B WING DEMOLITION PLAN

NO. DESCRIPTION DATE

# KEYNOTES

15 EXISTING 5" CW LINE TO REMAIN AND CONTINUE TO FEED WING C.

16 EXISTING 3" HW LINE TO REMAIN AND CONTINUE TO FEED WING C.

17 EXISTING DOMESTIC WATER SHUT OFF VALVE TO BE DEMOLISHED.

18 EXISTING 6" SANITARY RISER DOWN FROM FIRST FLOOR TO BE DEMOLISHED. SEE SHEET P101B
FOR MORE INFORMATION.

19 NEW 2" CW, 3/4" HW AND HWR TO CONTINUE DOWN FROM FIRST FLOOR. SEE SHEET P101B FOR
MORE INFORMATION.

20 NEW 6" SANITARY LINE TO CONTINUE DOWN FROM FIRST FLOOR. SEE SHEET P101B FOR MORE
INFORMATION.

21 EXISTING 3" CW, 2" HW AND 3/4" HWR LINES DOWN FROM FIRST FLOOR TO BE DEMOLISHED BACK
TO CORRESPONDING BUILDING MAINS. SEE SHEET P101B FOR MORE INFORMATION.

22 NEW 2" SANITARY LINE TO CONTINUE DOWN FROM FIRST FLOOR. SEE SHEET P101B FOR MORE
INFORMATION.

23 PROVIDE GATE AND CHECK VALVE ON SANITARY LINE FROM SP-1.

24 EXISTING 6" STORM LINE BACK TO BUILDING MAIN TO REMAIN.

25 EXISTING 6" STORM LINE DOWN FROM FIRST FLOOR TO REMAIN. SEE SHEET P100B FOR MORE
INFORMATION.

N
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KEY PLAN

GENERAL NOTES:

1. REFER TO GENERAL NOTES AND SYMBOLS ON SHEET P000.

2. DRAWINGS ARE TO BE REVIEWED IN FULL DETAIL WITH SPECIFICATIONS. IN THE EVENT 
THAT THERE IS CROSS DIGRESSION, A REQUEST FOR INFORMATION (RFI) IS TO BE 
SENT TO THE ENGINEER OF RECORD. AS STATED IN SPECIFICATION DIV 1, THE HIGHER 
COST OF THE TWO OPTIONS IS TO BE TAKEN AS THE OPTION WHILE AT BID UNLESS 
CLARIFICATION FROM RFI.

3. ALL PLUMBING SHEETS SHALL BE REVISED AND COORDINATED WITH ALL OTHER 
TRADES PRIOR TO INSTALLATION.

4. ON ALL PUBLIC LAVATORIES AND SINKS PROVIDE A.S.S.E. 1070 APPROVED MIXING 
VALVE TO SUPPLY A MAX 110 DEGREE HOT WATER IN ORDER TO ENSURE SCALDING 
WILL NOT OCCUR.

5. PLUMBING CONTRACTOR TO CONFIRM ALL FLOOR DRAINS LOCATIONS PRIOR TO INSTALLATION.

6. ALL INVERT LOCATIONS ARE APPROXIMATE. COORDINATE EXACT DEPTH OF DRAIN TILE 
SYSTEM WITH FIELD CONDITIONS. NOTIFY EOR OF ANT DISCREPANCIES. 

7. ALL FLOOR DRAINS TO BE PROVIDED WITH TRAP GUARDS.
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PLUMBING FIRST

FLOOR B WING PLANS

BIDDING

# KEYNOTES

1 PROVIDE WATER HAMMER ARRESTOR TO FLUSH VALVE FIXTURE TO
ABSORB SHOCK DURING FLUSHING.

2 PROVIDE WITH A.S.S.E. 1070 APPROVED TMV TO SUPPLY A MAXIMUM
OF 110 DEGREE HOT WATER ON PUBLIC LAVATORIES AND SINKS TO
ENSURE SCOLDING WILL NOT OCCUR.

3 BALANCING VALVE TO BE INSTALLED ON HWR LINE PRIOR TO
CONNECTION TO HW LINE.

4 FLOOR DRAIN TO BE PROVIDED WITH TRAP GUARD.

5 EXISTING ELECTRIC DRINKING FOUNTAIN TO BE DEMOLISHED IN SUCH
A WAY TO REUSE AND RELOCATE ELECTRIC DRINKING FOUNTAIN.
CORRESPONDING CW, SANITARY AND VENT LINES TO BE DEMOLISHED
BACK TO RESPECTIVE BUILDING MAINS.

6 EXISTING PLUMBING FIXTURE AND CORRESPONDING CW, HW,
SANITARY, AND VENT LINES TO BE DEMOLISHED BACK TO BUILDING
MAINS.

7 EXISTING PLUMBING FIXTURE AND CORRESPONDING CW, SANITARY,
AND VENT LINES TO BE DEMOLISHED BACK TO BUILDING MAINS.

8 EXISTING 2-1/2" CW AND 1-1/4" HW LINE UP FROM TUNNEL LEVEL AND
EXISTING 3/4" HWR LINE DOWN TO TUNNEL LEVEL TO BE DEMOLISHED
BACK TO BUILDING MAINS. SEE SHEET P100B FOR MORE
INFORMATION. CONTRACTOR TO FIELD VERIFY EXISTING CONDITIONS
BEFORE START OF NEW WORK.

1/4" = 1'-0"P101B

1 PLUMBING FIRST FLOOR PLAN - B WING - DOMESTIC WATER PLAN
1/4" = 1'-0"P101B

2 PLUMBING FIRST FLOOR PLAN - B WING - SANITARY AND VENT PLAN

1/4" = 1'-0"P101B

3 PLUMBING FIRST FLOOR PLAN - B WING - DOMESTIC WATER DEMOLITION PLAN
1/4" = 1'-0"P101B

4 PLUMBING FIRST FLOOR PLAN - B WING - SANITARY AND VENT DEMOLITION PLAN

NO. DESCRIPTION DATE

# KEYNOTES

9 EXISTING 1-1/2" CW LINE UP FROM TUNNEL LEVEL TO BE DEMOLISHED
BACK TO BUILDING MAINS. SEE SHEET P100B FOR MORE
INFORMATION.

10 EXISTING 6" SANITARY LINE DOWN TO TUNNEL LEVEL TO BE
DEMOLISHED BACK TO BUILDING MAIN. SEE SHEET P100B FOR MORE
INFORMATION. CONTRACTOR TO FIELD VERIFY EXISTING CONDITIONS
BEFORE START OF NEW WORK.

11 EXISTING 4" VENT RISER UP TO SECOND FLOOR TO BE DEMOLISHED.
SEE SHEET P102B FOR MORE INFORMATION.

12 EXISTING 2" SANITARY RISER DOWN FROM SECOND FLOOR TO BE
DEMOLISHED BACK TO BUILDING MAIN.

13 EXISTING 2-1/2" SANITARY LINE DOWN TO TUNNEL LEVEL TO BE
DEMOLISHED BACK TO BUILDING MAIN. SEE SHEET P100B FOR MORE
INFORMATION.

14 NEW 2" CW, 3/4" HW AND HWR LINES TO CONTINUE UP FROM TUNNEL
LEVEL BUILDING MAINS. SEE SHEET P100B FOR MORE INFORMATION.

15 NEW 6" SANITARY LINE TO CONTINUE DOWN TO TUNNEL LEVEL. SEE
SHEET P100B FOR MORE INFORMATION.

16 NEW 2" VENT TO CONTINUE UP TO SECOND FLOOR. SEE SHEET P102B
FOR MORE IFORMATION.

17 EXISTING HI-LOW ELECTRIC DRINKING FOUNTAIN TO BE RELOCATED
TO THIS LOCATION. RECONNECT CW, SANITARY AND VENT LINES AS
NEEDED. COORDINATED EXACT MOUNTING HEIGHT WITH ARCHITECT.

18 NEW HOSE BIB (HB-1) TO BE INSTALLED UNDER LAVATORY.

19 DOMESTIC WATER SHUT OFF VALVE.

20 EXISTING 5" STORM LINE TO DOWN TO TUNNEL LEVEL TO REMAIN. SEE
SHEET P100B FOR MORE INFORMATION. CONTRACTOR TO FIELD
VERIFY EXISTING CONDITIONS BEFORE START OF NEW WORK.
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KEY PLAN

GENERAL NOTES:

1. REFER TO GENERAL NOTES AND SYMBOLS ON SHEET P000.

2. DRAWINGS ARE TO BE REVIEWED IN FULL DETAIL WITH SPECIFICATIONS. IN THE EVENT 
THAT THERE IS CROSS DIGRESSION, A REQUEST FOR INFORMATION (RFI) IS TO BE 
SENT TO THE ENGINEER OF RECORD. AS STATED IN SPECIFICATION DIV 1, THE HIGHER 
COST OF THE TWO OPTIONS IS TO BE TAKEN AS THE OPTION WHILE AT BID UNLESS 
CLARIFICATION FROM RFI.

3. ALL PLUMBING SHEETS SHALL BE REVISED AND COORDINATED WITH ALL OTHER 
TRADES PRIOR TO INSTALLATION.

4. ON ALL PUBLIC LAVATORIES AND SINKS PROVIDE A.S.S.E. 1070 APPROVED MIXING 
VALVE TO SUPPLY A MAX 110 DEGREE HOT WATER IN ORDER TO ENSURE SCALDING 
WILL NOT OCCUR.

5. PLUMBING CONTRACTOR TO CONFIRM ALL FLOOR DRAINS LOCATIONS PRIOR TO INSTALLATION.

6. ALL INVERT LOCATIONS ARE APPROXIMATE. COORDINATE EXACT DEPTH OF DRAIN TILE 
SYSTEM WITH FIELD CONDITIONS. NOTIFY EOR OF ANT DISCREPANCIES. 

7. ALL FLOOR DRAINS TO BE PROVIDED WITH TRAP GUARDS.
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PLUMBING SECOND

FLOOR B WING PLANS

BIDDING

1/4" = 1'-0"P102B

1 PLUMBING SECOND FLOOR PLAN - B WING - DOMESTIC WATER PLAN
1/4" = 1'-0"P102B

2 PLUMBING SECOND FLOOR PLAN - B WING - SANITARY AND VENT PLAN

1/4" = 1'-0"P102B

3 PLUMBING SECOND FLOOR PLAN - B WING - DOMESTIC WATER PLAN DEMO
1/4" = 1'-0"P102B

4 PLUMBING SECOND FLOOR PLAN - B WING - SANITARY AND VENT PLAN DEMO

# KEYNOTES

1 PROVIDE WATER HAMMER ARRESTOR TO FLUSH VALVE FIXTURE TO
ABSORB SHOCK DURING FLUSHING.

2 PROVIDE WITH A.S.S.E. 1070 APPROVED TMV TO SUPPLY A MAXIMUM
OF 110 DEGREE HOT WATER ON PUBLIC LAVATORIES AND SINKS TO
ENSURE SCOLDING WILL NOT OCCUR.

3 BALANCING VALVE TO BE INSTALLED ON HWR LINE PRIOR TO
CONNECTION TO HW LINE.

4 FLOOR DRAIN TO BE PROVIDED WITH TRAP GUARD.

5 EXISTING ELECTRIC DRINKING FOUNTAIN TO BE DEMOLISHED IN SUCH
A WAY TO REUSE AND RELOCATE ELECTRIC DRINKING FOUNTAIN.
CORRESPONDING CW, SANITARY AND VENT LINES TO BE DEMOLISHED
BACK TO RESPECTIVE BUILDING MAINS.

6 EXISTING PLUMBING FIXTURE AND CORRESPONDING CW, HW,
SANITARY, AND VENT LINES TO BE DEMOLISHED BACK TO BUILDING
MAINS.

7 EXISTING PLUMBING FIXTURE AND CORRESPONDING CW, SANITARY,
AND VENT LINES TO BE DEMOLISHED BACK TO BUILDING MAINS.

8 EXISTING 2" CW, 1" HW AND 3/4" HW LINES TO BE DEMOLISHED BACK
TO FIRST FLOOR RISERS. SEE SHEET P101B FOR MORE INFORMATION.
CONTRACTOR TO FIELD VERIFY EXISTING CONDITIONS BEFORE
START OF NEW WORK.

NO. DESCRIPTION DATE

# KEYNOTES

9 EXISTING 1" CW LINE TO BE DEMOLISHED BACK TO FIRST FLOOR
RISER. SEE SHEET P101B FOR MORE INFORMATION.

10 EXISTING 6" SANITARY LINE TO BE DEMOLISHED BACK TO FIRST
FLOOR RISER. SEE SHEET P101B FOR MORE INFORMATION.
CONTRACTOR TO FIELD VERIFY EXISTING CONDITIONS BEFORE
START OF NEW WORK.

11 EXISTING 4" VENT RISER UP TO THIRD FLOOR TO BE DEMOLISHED.
SEE SHEET P103B FOR MORE INFORMATION.

12 EXISTING 2" SANITARY RISER DOWN FROM THIRD FLOOR TO BE
DEMOLISHED BACK TO FIRST FLOOR RISER. SEE SHEET P101B FOR
MORE INFORMATION.

13 NEW 4" SANITARY LINE TO CONTINUE DOWN TO FIRST FLOOR RISER.
SEE SHEET P101B FOR MORE INFORMATION.

14 NEW 3" VENT TO CONTINUE UP TO THIRD FLOOR RISER. SEE SHEET
P103B FOR MORE INFORMATION.

15 NEW 2" CW, 3/4" HW AND HWR LINES TO CONTINUE UP FROM FIRST
FLOOR. SEE SHEET P101B FOR MORE INFORMATION.

16 EXISTING HI-LOW ELECTRIC DRINKING FOUNTAIN TO BE RELOCATED
TO THIS LOCATION. RECONNECT CW, SANITARY AND VENT LINES AS
NEEDED. COORDINATED EXACT MOUNTING HEIGHT WITH ARCHITECT.

17 EXISTING 5" STORM LINE TO DOWN TO TUNNEL LEVEL TO REMAIN. SEE
SHEET P100B FOR MORE INFORMATION. CONTRACTOR TO FIELD
VERIFY EXISTING CONDITIONS BEFORE START OF NEW WORK.

18 DOMESTIC WATER SHUT OFF VALVE.
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GENERAL NOTES:

1. REFER TO GENERAL NOTES AND SYMBOLS ON SHEET P000.

2. DRAWINGS ARE TO BE REVIEWED IN FULL DETAIL WITH SPECIFICATIONS. IN THE EVENT 
THAT THERE IS CROSS DIGRESSION, A REQUEST FOR INFORMATION (RFI) IS TO BE 
SENT TO THE ENGINEER OF RECORD. AS STATED IN SPECIFICATION DIV 1, THE HIGHER 
COST OF THE TWO OPTIONS IS TO BE TAKEN AS THE OPTION WHILE AT BID UNLESS 
CLARIFICATION FROM RFI.

3. ALL PLUMBING SHEETS SHALL BE REVISED AND COORDINATED WITH ALL OTHER 
TRADES PRIOR TO INSTALLATION.

4. ON ALL PUBLIC LAVATORIES AND SINKS PROVIDE A.S.S.E. 1070 APPROVED MIXING 
VALVE TO SUPPLY A MAX 110 DEGREE HOT WATER IN ORDER TO ENSURE SCALDING 
WILL NOT OCCUR.

5. PLUMBING CONTRACTOR TO CONFIRM ALL FLOOR DRAINS LOCATIONS PRIOR TO INSTALLATION.

6. ALL INVERT LOCATIONS ARE APPROXIMATE. COORDINATE EXACT DEPTH OF DRAIN TILE 
SYSTEM WITH FIELD CONDITIONS. NOTIFY EOR OF ANT DISCREPANCIES. 

7. ALL FLOOR DRAINS TO BE PROVIDED WITH TRAP GUARDS.
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P103B

PLUMBING THIRD

FLOOR B WING PLANS

BIDDING

# KEYNOTES

1 PROVIDE WATER HAMMER ARRESTOR TO FLUSH VALVE FIXTURE TO
ABSORB SHOCK DURING FLUSHING.

2 PROVIDE WITH A.S.S.E. 1070 APPROVED TMV TO SUPPLY A MAXIMUM
OF 110 DEGREE HOT WATER ON PUBLIC LAVATORIES AND SINKS TO
ENSURE SCOLDING WILL NOT OCCUR.

3 BALANCING VALVE TO BE INSTALLED ON HWR LINE PRIOR TO
CONNECTION TO HW LINE.

4 FLOOR DRAIN TO BE PROVIDED WITH TRAP GUARD.

5 EXISTING ELECTRIC DRINKING FOUNTAIN TO BE DEMOLISHED IN SUCH
A WAY TO REUSE AND RELOCATE ELECTRIC DRINKING FOUNTAIN.
CORRESPONDING CW, SANITARY AND VENT LINES TO BE DEMOLISHED
BACK TO RESPECTIVE BUILDING MAINS.

6 EXISTING PLUMBING FIXTURE AND CORRESPONDING CW, HW,
SANITARY, AND VENT LINES TO BE DEMOLISHED BACK TO BUILDING
MAINS.

7 EXISTING PLUMBING FIXTURE AND CORRESPONDING CW, SANITARY,
AND VENT LINES TO BE DEMOLISHED BACK TO BUILDING MAINS.

8 EXISTING 2" CW, 1" HW AND 3/4" HW LINES TO BE DEMOLISHED BACK
TO SECOND FLOOR RISERS. SEE SHEET P102B FOR MORE
INFORMATION. CONTRACTOR TO FIELD VERIFY EXISTING CONDITIONS
BEFORE START OF NEW WORK.

1/4" = 1'-0"P103B

1 PLUMBING THIRD FLOOR PLAN - B WING - DOMESTIC WATER PLAN
1/4" = 1'-0"P103B

2 PLUMBING THIRD FLOOR PLAN - B WING - SANITARY AND VENT PLAN

1/4" = 1'-0"P103B

4 PLUMBING THIRD FLOOR - B WING - SANITARY AND VENT DEMOLITION PLAN
1/4" = 1'-0"P103B

3 PLUMBING THIRD FLOOR - B WING - DOMESTIC WATER DEMOLITION PLAN

NO. DESCRIPTION DATE

# KEYNOTES

9 EXISTING 1" CW LINE TO BE DEMOLISHED BACK TO SECOND FLOOR
RISER. SEE SHEET P102B FOR MORE INFORMATION.

10 EXISTING 4" SANITARY LINE TO BE DEMOLISHED BACK TO SECOND
FLOOR RISER. SEE SHEET P102B FOR MORE INFORMATION.
CONTRACTOR TO FIELD VERIFY EXISTING CONDITIONS BEFORE
START OF NEW WORK.

11 EXISTING 4" VENT RISER UP TO ROOF TO BE DEMOLISHED. PATCH
ROOF TO MATCH EXISTING.

12 EXISTING 4" VENT TO ROOF TO REMAIN. EXISTING VENT RISER TO BE
DEMOLISHED AT DEMOLITION SYMBOL. SEE SHEET P104B FOR MORE
INFORMATION. CONTRACTOR TO FIELD VERIFY EXISTING CONDITIONS
BEFORE START OF NEW WORK.

13 NEW 4" SANITARY LINE TO CONTINUE DOWN TO SECOND FLOOR
RISER. SEE SHEET P102B FOR MORE INFORMATION.

14 NEW 3" VENT TO CONTINUE UP FROM SECOND FLOOR. SEE SHEET
P102B FOR MORE INFORMATION.

15 NEW 2" CW, 3/4" HW AND HWR LINES TO CONTINUE UP FROM SECOND
FLOOR. SEE SHEET P102B FOR MORE INFORMATION.

16 EXISTING HI-LOW ELECTRIC DRINKING FOUNTAIN TO BE RELOCATED
TO THIS LOCATION. RECONNECT CW, SANITARY AND VENT LINES AS
NEEDED. COORDINATED EXACT MOUNTING HEIGHT WITH ARCHITECT.

17 NEW HOSE BIB (HB-1) TO BE INSTALLED UNDER LAVATORY.

18 EXISTING 5" STORM LINE TO DOWN TO TUNNEL LEVEL TO REMAIN. SEE
SHEET P100B FOR MORE INFORMATION. CONTRACTOR TO FIELD
VERIFY EXISTING CONDITIONS BEFORE START OF NEW WORK.

19 DOMESTIC WATER SHUT OFF VALVE.

N

N

N

N
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