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SITE DEMOLITION
024100-1

SECTION 02 41 00
SITE DEMOLITION
PART 1 - GENERAL
1.01 SUMMARY
A. RELATED SECTIONS
1. The General Conditions, Supplementary Conditions and Division 1 are fully applicable to this
Section, as if repeated herein.
2. Section 01 50 00 - Construction Facilities and Temporary Controls.
3. Section 01 50 13 - Construction Waste Management and Disposal.
1.02 REGULATORY REQUIREMENTS
A. Conform to applicable jurisdictional authority regulations and codes for disposal of debris.
B. Coordinate clearing Work with utility companies
C. Maintain emergency access ways at all times.
D. Contractor shall comply with all applicable laws and ordinances regarding hazardous materials,
including contaminated soils, hazardous material transformers, and similar materials or
components.

1.03 SUBMITTALS:

A. Schedule: Submit a detailed sequence of demolition and removal work, including dates for shutoff,
capping, and continuance of utility services.

B. Procedures: Submit written procedures documenting the proposed methods to be used to control
dust and noise.

1.04  EXISTING CONDITIONS

A. Contractor shall acquaint himself with all site conditions. If unknown active utilities are
encountered during work, notify Architect promptly for instructions. Failure to notify will make
Contractor liable for damage to these utilities arising from Contractor's operations subsequent to
discovery of such unknown active utilities.

B. Conduct demolition to minimize interference with adjacent structures or items to remain. Maintain
protected egress and access at all times.
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SITE DEMOLITION
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1.05 PROTECTION

A. Adequate protection measures shall be provided to protect workmen and passers-by on and off the
site. Adjacent property shall be fully protected throughout the operations. Blasting will not be
permitted. Prevent damage to adjoining improvements and properties both above and below grade.
Restore such improvements to original condition should damage occur. Replace trees and shrubs
outside building area disturbed by operations.

B. In accordance with generally accepted construction practices, the Contractor shall be solely and
completely responsible for working conditions at the job site, including safety of all persons and
property during performance of the work. This requirement shall apply continuously and shall not
be limited to normal working hours.

C. Safety Precautions Prevent damage to existing elements identified to remain or to be salvaged and
prevent injury to the public and workmen engaged on site. Demolish roofs, walls and other building
elements in such manner that demolished materials fall within foundation lines of building. Do not
allow demolition debris to accumulate on site. Pull down hazardous work at end of each day; do not
leave standing or hanging overnight, or over weekends.

1. Protect existing items which are not indicated to be altered. Protect utilities designated to
remain from damage.

2. Protect trees, plant growth, and features designated to remain as final landscaping as shown on
drawings.

3. Protect benchmarks from damage or displacement.

D. Trees: Carefully protect existing trees that are to remain. Provide temporary irrigation as necessary
to maintain health of trees.

E. Fire Safety: The contractor shall conform to chapter 33 of the California Fire Code (CFC), "Fire Safety
During Construction and Demolition”, at all times during the construction process. A copy of this
chapter can be provided.

F. Any construction review of the Contractor's performance conducted by the Geotechnical Engineer is
not intended to include review of the adequacy of the Contractor's safety measures, in, on, or near
the construction site.

G. Surface Drainage: Provide for surface drainage during period of construction in manner to avoid
creating nuisance to adjacent areas. The contractor shall make a reasonable effort on a daily basis
to keep all excavations and the site free from water during entire progress of work, regardless of
cause, source, or nature of water.

H. Adjacent streets and sidewalks shall be kept free of mud, dirt or similar nuisances resulting from
earthwork operations.

I.  The site and adjacent influenced areas shall be watered as required to suppress dust nuisance. Dust
control measures shall be in accordance with the local jurisdiction.
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SITE DEMOLITION
024100-3

PART 2 - PRODUCTS

Not Used

PART 3 — EXECUTION

3.01

3.02

SACRAMENTO CITY UNIFIED SCHOOL DISTRICT

EXAMINATION

A. Examine conditions of work in place before beginning work, report defects.

B. Report on the existence of hazardous materials or unsafe structural conditions.

PREPARATION

A.

Scheduling:

1. General: Coordinate and schedule demolition work as required by the Owner and as necessary

to facilitate construction progress.

Hazardous Materials:

General: Identify chemicals, gases, explosives, acids, flammables, or other dangerous materials
before proceeding with demolition operations, and notify such jurisdictional agencies as may be
required. Collect and legally dispose of such materials at official disposal locations away from
the site.

Asbestos: If asbestos or materials containing asbestos are encountered, stop work immediately
and contact the Owner. Do not proceed with demolition until directed by Owner.

Utility and Service Termination

Locate and identify existing utility, service and irrigation system components affected by work of
this contract. Review existing record drawings, conduct site investigations, contact Underground
Service Alert and other qualified cable/pipe/line locator services, and implement all other
means necessary to define the location of underground systems.

Prior to beginning any demolition, properly disconnect all water, gas, and electrical power
supply at appropriate disconnect locations. Obtain all necessary releases and approvals from
serving utility companies.

Prior to demolition or disconnect, obtain Owner’s approval that such system does not impact
facilities or systems beyond the extent of this contract.

Mark location of disconnected systems. Identify and indicate stub-out locations on Project
Record Documents.

Verify that existing plant life and features designated to remain are tagged or identified.

1. The Architect will mark the features, trees, and shrubs to remain within the construction area.

Contractor shall not commence clearing and grubbing operations until authorized by the Owner
and all protective measures are in place.
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SITE DEMOLITION
024100-4

E. Coordinate the time and duration of all system disconnects with Owner.

3.03 DEMOLITION

A. General Requirements

Clear areas required for access to site and execution of Work, including pavements, structures,
foundations, vegetation, trash and debris.

Coordinate with Owner the time of day and route to remove demolished materials from
premises.

Remove demolished materials from site as work progresses. Upon completion of work, leave
areas of work in clean condition.

Remove all buried debris, rubble, trash, or other material not deemed suitable by the
Geotechnical Engineer.

Fill all voids or excavations resulting from clearing, demolition, or removal of vegetation with
specified fill material.

See list below for other structures, equipment that needs to be walked with District prior to
demolition for items to be salvaged:

a. Landscape irrigation

b. Chain link fencing

B. Fixture and Equipment Removal:

Remove existing fixtures and equipment as identified and shown on drawings and required by
Architect.

Verify all service connections to fixtures and equipment designated for removal have been
properly disconnected.

Remove all conductors from conduit at all abandoned circuits.

3.04  UTILITY AND BUILDING SERVICES REMOVAL AND RE-INSTALLATION

A. Where crossing paths and potential points of interference with existing utility services are shown or
can be reasonably inferred from surface conditions or evidence of subsurface systems, such as
meter boxes, vaults, relief vents, cleanouts, and similar components.

N

Review all contract documents showing crossing paths and potential points of interference.
Pothole or determine by other means the accurate depth and location of such utilities.
Incorporate all costs required to complete work under this contract, including additional
trenching, re-routing of existing and new utilities, and all means necessary to construct work
under this contract.

No additional cost to the Owner will be allowed for work necessary to accommodate utility
conflicts where such crossing paths are shown on contract drawings or can be reasonably
inferred from surface conditions or components.

B. Remove all conductors from conduit at all abandoned electrical circuits.

C. Seal off ends of all piping, drains and other components as directed by Architect and serving utility.

SACRAMENTO CITY UNIFIED SCHOOL DISTRICT ROSA PARKS ELEMENTARY SCHOOL / SA25-00996
REVISED JANUARY 31, 2025



3.05

3.06
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SITE DEMOLITION
024100-5

D. Where necessary to maintain service to existing utility and building systems, relocate or redirect all
conduit and conductors, piping, drains, and associated system components.

E.

N

Re-circuit all electrical as required.

Re-circuit all landscape irrigation valving and control systems as required.

Temporarily terminate landscape system components in approved boxes or with approved caps,
suitable for re-connection or extension.

Extend or otherwise modify all site drainage systems, including catch basins, drain inlets and
piping. Fine grade to maintain proper drainage flow pattern to drains.

Demolish structure in an orderly and careful manner.

1.

Use of explosives prohibited.

SITE PAVEMENT REMOVAL

A.

Remove sidewalk and curb where required for new construction as specified and as indicated on the
Drawings.

1.
2.

Remove all paving by saw-cutting.
Remove concrete paving and curbing at locations shown on drawings. Locate closest adjacent
expansion or weakened plane joint to define start of removal or saw-cutting.

Remove asphalt concrete paving areas where required for new construction as specified and as
indicated on the Drawings.

1.
2.

Remove all paving by saw-cutting.
Remove paving assembly as required to expose subgrade.

LANDSCAPE AND IRRIGATION SYSTEMS DEMOLITION AND RENOVATION

A. Clearing, grubbing, and planting demolition.

Remove grass and grass roots to a minimum depth of two inches below existing grade.

Remove all shrubs, plants, and other vegetation within the area of the work unless designated
to remain. Grub and remove all roots of all vegetation to a depth of 24 inches below existing
grade.

Disking and mixing of vegetation, trash, debris, and other deleterious materials with surface
soils prior to grading is not permitted.

Remove all buried debris, organic material, rubble, trash, or other material not deemed suitable
by the Geotechnical Engineer.

Fill all voids or excavations resulting from clearing, demolition, or removal of vegetation with fill
material in compliance with Section 31 00 00.

Selected equipment of such sizes and capacities that the existing environment is disturbed as
little as possible, and to afford ease of mobility within limited and relatively confined work
areas. Make every effort to preserve the topography in its natural state.

Keep drains, catch basins, surface drainage courses and related drainage system components
clear of debris and construction materials.
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SITE DEMOLITION
024100-6

8. Remove irrigation piping and appurtenances as necessary within area of work, unless noted
otherwise to remain. Replace irrigation piping and appurtenances to irrigate new and/or

existing landscaping. Contractor shall be responsible for temporary landscape irrigation until
such time that irrigation system is restored and operational.

3.07 DISPOSAL
Demolished materials become property of the Contractor and shall be removed from premises, except

those items specifically listed to be retained by Owner.

A. Dispose of all demolished material, trash, debris, and other materials not used in the work in
accordance with the regulations of jurisdictional authority.

B. Itis recommended that all materials that are of a recyclable nature be transported to a suitable legal
recycling facility instead of a dump or refuse facility (unless they are one-in-the same).

C. Burning and Burying of Materials: NOT ALLOWED.
D. Haul Routes:
1. Obtain permits as required by jurisdictional agencies. Establish haul routes in advance, post
flagmen for the safety of the public and workmen.
2. Keep streets free of mud, rubbish, etc.; assume responsibility for damage resulting from hauling
operations; hold Owner free of liability in connection therewith.
E. Remove demolished materials and debris from site on a daily basis.

3.08 CLEANING

A. Upon completion of work of this Section promptly remove from the working area all scraps and
debris.

B. Clean excess material from surface of all remaining paved surfaces and utility structures.

C. Power wash all concrete surfaces to remove stains, dried mud, tire marks, and rust spots.

END OF SECTION
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CONCRETE FORMING AND ACCESSORIES
031000-1

SECTION 03 10 00

CONCRETE FORMING AND ACCESSORIES

PART 1 - GENERAL

1.01

1.02

1.03

1.04

1.05

SUMMARY
A. Section Includes:

Formwork for cast-in-place concrete, with shoring, bracing, and anchorage.
Openings for other affected work.

Form accessories.

Stripping forms.

PoNE

B. Related Sections:
1. The General Conditions, Supplementary Conditions and Division 1 are fully applicable to this
Section, as if repeated herein.
2. Section 03 20 00 — Concrete Reinforcing.
3. Section 03 30 00 — Cast-In-Place Concrete.
4. Section 32 16 00 — Site Concrete.
REFERENCES
A. CBC - California Building Code, (CCR) California Code of Regulations, Title 24, Part 2, Chapter 19A.
B. ACI 301 - Specifications for Concrete Construction.
C. PS-1-95 - Construction and Industrial Plywood.

SYSTEM DESCRIPTION

A. Design, engineer, and construct formwork, shoring, and bracing to meet desigh and code
requirements, so that resultant concrete conforms to required shapes, lines, and dimensions.

QUALITY ASSURANCE
A. Construct and erect concrete formwork in accordance with ACI 301.
B. Regulatory Requirements:
1. Conform to CBC - California Building Code, (CCR) California Code of Regulations, Title 24, Part 2.
SUBMITTALS

A. Submit under provisions of Section 01 33 00.
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CONCRETE FORMING AND ACCESSORIES
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PART 2 - PRODUCTS

2.01 MATERIALS

A

Plywood: PS-1-95, BB Plyform grade, Class |, Exterior classification. Supply in large sheets of
adequate thickness to support the imposed loads, but in no case less than 5/8" thick.

Lumber: Douglas Fir species; construction grade; with grade stamp clearly visible. Forms may be
used for concrete surfaces that are unexposed and require no further surface applied materials.
Lumber, if used, shall be clean and sound 2x (height as required) No. 2 grade or better.

Form Coating: Form shall be coated with nongrain-raising and non-staining types of form coating
that will not leave a residual matter on the face of the concrete or adversely affect proper bonding
of any subsequent paint or other surface applications. Form coating containing mineral oils or other
non-drying materials will not be permitted for any concrete work.

Form Ties: Snap off metal of fixed length: leaving no metal within 1-1/2 inches of surface and no
fractures, spalls, or other surface defects larger than one-inch diameter; manufactured by Burke,

Dayton Superior, or accepted equal.

Spreaders: Metal (no wood permitted).

2.02  ACCESSORIES

A.

Form Ties: Snap-off metal of adjustable length; cone type; 1 inch break back dimension; free of
defects that will leave holes no larger than 1 inch diameter in concrete surface.

Form Release Agent: Colorless material which will not stain concrete, absorb moisture, or impair
natural bonding or color characteristics of coating intended for use on concrete.

Fillets for Chamfered Corners: Wood strips type; 3/4 x 3/4-inch size; maximum possible lengths.
Flashing Reglets: 26-gauge thick galvanized steel; longest possible lengths; release tape sealed slots;
with alignment splines for joints; securable to concrete formwork; Type CO reglet manufactured by

Fry Reglet www.fryreglet.com.

Nails, Spikes, Lag Bolts, Through Bolts, Anchorages: Sized as required; of strength and character to
maintain formwork in place while placing concrete.

PART 3 - EXECUTION

3.01 EXAMINATION

A.

Verity lines, levels, and measurements before proceeding with formwork.
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CONCRETE FORMING AND ACCESSORIES
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3.02  PREPARATION

A

Obtain Architect's approval for use of earth forms for footings.
Minimize form joints. Symmetrically align joints and make watertight to prevent leakage of mortar.

Arrange and assemble formwork to permit stripping, so that concrete is not damaged during its
removal.

Arrange forms to allow stripping without removal of principal shores, where required to remain in
place.

3.03  APPLICATION

A.

Form Release Agent

1. Apply form release agent on formwork in accordance with manufacturer's instructions. Apply
prior to placing reinforcing steel, anchoring devices, and embedded items.

2. Do not apply form release agent where concrete surfaces are scheduled to receive applied
coverings which may be affected by agent. Soak contact surfaces of untreated forms with clean
water. Keep surfaces wet prior to placing concrete.

3.04 CONSTRUCTION

A

Build and erect forms to conform to the required shapes, patterns, lines, grades and dimensions
indicated. Forms shall be substantial and tight to prevent any leakage of mortar, properly braced
and tied together to maintain their position and shape. Forms shall not deflect under the dead load
weight of the plastic concrete or construction loads. Joints in forming material shall be butted tightly
and shall bear on solid construction. Provide tool edges where indicated. Completed form work to
be checked for grade and alignment to tolerances not exceeding 1/4” in 10’-0” for top of forms and
not more than 1/4” in 10’-0” for vertical face.

Cast-in Items: Set in formwork all new sleeves, inserts, anchors, and similar items furnished and
required under the work of other sections. Brace, anchor and support cast-in-items to prevent
displacements and distortions.

Clean forms after each use and coat with release agent as required.

Space clamps, ties, hangers, and other form accessories so that working capacities are not exceeded
by loads imposed from concrete or concreting operations.

Build openings into vertical forms at regular intervals if necessary to facilitate concrete placement,
and at bottoms of forms to permit cleaning and inspection.

Build in securely braced temporary bulkheads, keyed as required, at approved locations of
construction joints.
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CONCRETE FORMING AND ACCESSORIES
031000-4

G. Slope tie-wires downward to outside of wall.

H. During and immediately after concrete placing, tighten forms, posts, and shores. Readjust to
maintain grades, levels, and camber.

A. Inserts, Embedded Parts, And Openings

Provide formed openings where required for work embedded in or passing through concrete.
Coordinate work of other Sections in forming and setting openings, slots, recesses, chases,
sleeves, bolts, anchors, and other inserts.

Install accessories in accordance with manufacturer's instructions, level and plumb. Ensure
items are not disturbed during concrete placement.

B. Earth Forms

6.

Construct wood edge strips at top sides of excavations as indicated on drawings.

Provide forms for footings and foundation walls wherever concrete cannot be placed against
solid earth.

Remove loose dirt and debris from form area prior to concrete placement.

Concrete for foundations may be placed directly into neat excavations provided the foundation
trench walls are stable as determined by the Architect (Structural Engineer) subject to the
approval of The Division of the State Architect.

When earth formed foundations are used, the minimum formwork shown on the drawings is
mandatory to insure clean excavations prior to and during concrete placement.

Provide 3-1/2-inch-high starter wall for all concrete and masonry walls below grade.

C. Form Removal

Do not remove forms and bracing until concrete has sufficient strength to support its own
weight and imposed loads.

Do not damage concrete surfaces during form removal.

Store reusable forms for exposed architectural concrete to prevent damage to contact surfaces.
Remove formwork in same sequence as concrete placement to achieve similar concrete surface
coloration.

Forms shall remain in place for not less than the following periods of time. These periods
represent minimum cumulative number of days during which temperature of air in contact with
concrete is 60 degrees F and above.

a. Vertical forms of foundations and walls: 5 days.

b. Slab edge screens or forms: 7 days.

3.05 CLEANING

A. Clean forms to remove foreign matter as erection proceeds.

B. Ensure that water and debris drain to exterior through clean-out ports.

END OF SECTION
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CONCRETE REINFORCING
032000-1

SECTION 03 20 00

CONCRETE REINFORCING

PART 1 - GENERAL

1.01 SUMMARY

A. Section Includes:

1.

2.
3.

Reinforcing steel bars, welded steel wire fabric fabricated steel bar, or rod mats for cast-in-place
concrete.

Support chairs, bolsters, bar supports, and spacers, for supporting reinforcement.

Fibrous secondary reinforcement for light weight concrete topping.

B. Related Sections:

2.
3.
4.

The General Conditions, Supplementary Conditions and Division 1 are fully applicable to this
Section, as if repeated herein.

Section 03 10 00 — Concrete Forming and Accessories.

Section 03 30 00 — Cast-In-Place Concrete.

Section 32 16 00 — Site Concrete.

1.02  REFERENCES

A. CBC - California Building Code, (CCR) California Code of Regulations, Title 24, Part 2, Chapter 19A (ACI
318).

B. ACI 301 - Specifications for Concrete Construction.

C. ACI 315 (SP-66) — Guide to Presenting Reinforcing Steel Design Details.

D. ACI 318 - Building Code Requirements for Structural Concrete and Commentary.

E. ASTM A82 - Standard Specification for Steel Wire, Plain, for Concrete Reinforcement.

F. ASTM A185 - Welded Steel Wire Fabric for Concrete Reinforcement.

G. ASTM A615 - Standard Specification for Deformed and Plain Carbon-Steel Bars for Concrete
Reinforcement.

H. ASTM A706 - Standard Specification for Deformed and Plain Low-Alloy Steel Bars for Concrete
Reinforcement.

I.  ASTM C1116 - Standard Specification for Fiber-Reinforced Concrete.
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CONCRETE REINFORCING
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J.  AWS D1.4 - Structural Welding Code - Reinforcing Steel.

K. CRSI - Manual of Practice.

L. CASI - Placing Reinforcing Bars.
1.03  QUALITY ASSURANCE

A. Perform concrete reinforcement work in accordance with CASI Manual of Standard Practice.

B. Conform to ACI 301 and ACI 315 (SP-66).

C. Conform to CBC California Building Code, (CCR) California Code of Regulations, Title 24, Part 2.
1.04 SUBMITTALS

A. Submit under provisions of Section 01 33 00.

B. Submit mill test certificates of supplied concrete reinforcing, indicating physical and chemical analysis,
to testing laboratory.

PART 2 - PRODUCTS
2.01 MATERIALS
A. Items as identified on the drawings and as otherwise specified herein.

A. Reinforcing Bars: ASTM A615 / A615M-09b with Supplement S1, marked "S", Grade 60 for #4 bar and
larger, Grade 40 for bars smaller than #4.

B. Welded Reinforcement: ASTM A706, Grade 60, deformed bars, unfinished.

C. Welded Steel Wire Fabric: ASTM A185 plain type; coiled rolls; uncoated finish. Furnish 6x6 W2.1xW2.1
welded wire fabric in flat sheets; rolls will not be allowed.

D. Steel Wire: ASTM A82, plain, cold drawn steel.
2.02  ACCESSORIES
A. Tie Wire: Minimum 16-gauge annealed type.
B. Chairs, Bolsters, Bar Supports, Spacers: Sized and shaped for strength and support of reinforcement
during installation and placement of concrete including load bearing pad on bottom to prevent vapor

barrier puncture. Comply with CRSI “Recommended Practice for Placing Bar Supports, Specifications
and Nomenclature, Latest Edition.”
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C.

CONCRETE REINFORCING
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Chairs, Bolsters, Bar Supports, Spacers Adjacent to Architectural Concrete Surfaces: Plastic coated
sized and shaped as required. Wood is not permitted as supports for reinforcing. Concrete dobies are
allowed at foundations and footings only.

2.03  FABRICATION

A

C.

Steel reinforcement shall not be bent or straightened in a manner that will injure the material. Bars
with kinks or bends not shown on the Drawings shall not be used. Heating of the bars for bending
will not be permitted.

1. Spacers and chairs shall be as specified or detailed and spaced such that steel reinforcement
will be carried without deflection. Chairs shall center reinforcing vertically at center of slab
thickness.

2. Concrete blocks may be used to support bottom layer of steel in floor slabs on grade

3. Bars shall be in long lengths with laps and splices as shown. Offset laps 8'-0" in adjacent

bars. Place steel with clearances and cover as shown. Bar laps shall be as indicated on the
drawings. Tie all laps and all intersections with specified wire. Maintain clear space between
parallel bars not less than 1-1/2 times nominal diameter for round bars, or twice side
dimension for square bars, but in no case shall clear space be less than 1-1/2", nor less than
1-1/2 times maximum size concrete aggregate.

4, Install welded wire fabric in lengths as long as possible. Lap adjoining pieces at least one full
mesh and lace splices with wire ties. Offset laps of adjoining widths to prevent continuous
laps in either direction.

5. Cut bars true to length with ends square and free of burrs.

Drawing Notes: Refer to notes on Drawings for additional reinforcement requirements.

Welding of reinforcing bar shall be performed only where indicated on plans and in compliance
with AWS D1.4. All welding of reinforcement is to be inspected in accordance with CBC Table
1705A.2.1, Item 5(b).

Fabricate in accordance with ACI 315 (SP-66), providing concrete cover specified in Section 03 31 00.

Locate reinforcing splices not indicated on Drawings at points of minimum stress. Indicate location of
splices on shop drawings.

Weld reinforcing bars in accordance with AWS D1.4.

2.04 SOURCE QUALITY CONTROL AND TESTING

A. Source Quality Control and Testing will be performed under provisions of Section 01 45 00 and as
required by the Division of the State Architect and District Inspector.
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PART 3 — EXECUTION
3.01 INSTALLATION
A. Before placing concrete, clean reinforcement of foreign particles or coatings.

B. Place, support, and secure reinforcement against displacement. Do not deviate from alignment or
measurement.

C. Mix fibrous reinforcement into concrete material according to Section 03 30 00.
D. Do not displace or damage vapor barrier required by Section 03 30 00.
3.02  FIELD QUALITY CONTROL
A. Field inspection and testing will be performed under provisions of Section 01 45 00 and as required

by the Division of the State Architect and District Inspector.

END OF SECTION
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SECTION 03 30 00

CAST-IN-PLACE CONCRETE

PART 1 - GENERAL
1.01 SUMMARY
A. SECTION INCLUDES:
1. Concrete Formwork.
2. Reinforcement of Concrete.
3. Concrete Placing and Finishing.
B. RELATED SECTIONS
1. The General Conditions, Supplementary Conditions and Division 1 are fully applicable to this Section,
as if repeated herein.
2. Section 03 10 00: Concrete Forming and Accessories.
3. Section 03 20 00: Concrete Reinforcing.
4. Section 3216 00: Site Concrete.
1.02 REFERENCES
A. CBC - California Building Code, (CCR) California Code of Regulations Title 24, Part 2, Chapter 19A.

B. CBC - California Building Code, (CCR) California Code of Regulations, Title 24, Part 2, California State
Accessibility Standards.

C. ACI 117-10 - Specification for Tolerances for Concrete Construction and Materials.

D. ACI 211.1-91 - Standard Practice for Selecting Proportions for Normal Weight, Heavy Weight and Mass
Concrete.

E. ACI 301-16 - Specifications for Structural Concrete for Buildings.

F. ACI302.1R-15 - Guide to Concrete Floor and Slab Construction.

G. ACI 304R-00 - Guide for Measuring, Mixing, Transporting and Placing Concrete.
H. ACI 305R-10 - Hot Weather Concreting.

I.  ACI 306R-16 - Cold Weather Concreting.

J.  ACI 308-16 - Standard Practice for Curing Concrete.
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K. ACI 309R-05 - Guide for Consolidation of Concrete.
L. ACI 318-14 - Building Code Requirements for Structural Concrete.
M. ASTM A615 / A615M-09b - Deformed and Plain Billet Steel Bars for Concrete Reinforcement.
N. ASTM C33 /C33M-08 - Concrete Aggregates.
0. ASTM C94 / C94M-09a - Ready-Mixed Concrete.
P. ASTM C114-09b - Methods of Chemical Analysis of Hydraulic Cement.
Q. ASTM C150 / C150M-09 - Portland Cement.
R. ASTM C260-06 - Air Entraining Admixtures.
S. ASTM (289 - Standard Test Method for Potential Alkali-Silica Reactivity.
T. ASTM C309 - Standard Specification for Liquid Membrane-Forming Compounds for Curing Concrete.
U. ASTM C330 - Standard Specification for Lightweight Aggregates for Structural Concrete.
V. ASTM C494 / C49M-08a - Chemical Admixtures for Concrete.
W. ASTM C567 - Standard Test Method for Determining Density of Structural Lightweight Concrete.
X. ASTM C595/C595M-20 - Standard Specification for Blended Hydraulic Cements.

Y ASTM C618-19 - Standard Specification for Coal Fly Ash and Raw or Calcined Natural Pozzolan for Use
in Concrete.

Z. ASTM (932 - Standard Specification for Surface-Applied Bonding Compounds for Exterior Plastering.
AA. ASTM C989/C989M-18a - Standard Specification for Slag Cement for Use in Concrete and Mortars

BB. ASTM C1315 - Standard Specification for Liquid Membrane-Forming Compounds Having Special
Properties for Curing and Sealing Concrete.

CC. ASTM (C1602/C1602M-22 - Standard Specification for Mixing Water Used in the Production of
Hydraulic Cement Concrete

DD.ASTM D226 - Standard Specification for Asphalt-Saturated Organic Felt Used in Roofing and
Waterproofing.

EE. ASTM D1751 - Standard Specification for Preformed Expansion Joint Filler for Concrete Paving and
Structural Construction (Non-extruding and Resilient Bituminous Types).
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FF. ASTM E96 - Standard Test Methods for Gravimetric Determination of Water Vapor Transmission Rate
of Materials.

GG.ASTM E1155 - Standard Test Method for Determining FF Floor Flatness and FL Floor Levelness
Numbers.

HH.ASTM E1155 - Standard Test Method for Determining FF Floor Flatness and FL Floor Levelness
Numbers.

II. ASTM E1643 - Standard Practice for Selection, Design, Installation, and Inspection of Water Vapor
Retarders Used in Contact with Earth or Granular Fill Under Concrete Slabs.

JJ. ASTM E1745 - Standard Specifications for Plastic Water Vapor Retarders Used in Contact with Soil or
Granular Fill Under Concrete Slabs.

KK ASTM F710 - Standard Practice for Preparing Concrete Floor to Receive Resilient Flooring.

LL. ASTM F1869 - Standard Test Method for Measuring Moisture Vapor Emission Rate of Concrete
Subfloor Using Anhydrous Calcium Chloride.

MM.National Ready Mix Concrete Association - Plant Certification Program.
1.03 QUALITY ASSURANCE

A. All Concrete for the project shall be controlled concrete of specified strengths, of uniform color, and
free from defects liable to adversely affect strength, durability or appearance of the structure or its
components.

B. Requirements of Regulatory Agencies: The quality and design of structural concrete shall comply with
the requirements of the California Building Code, except where more stringent requirements are
specified.

C. Workmanship: Materials and methods used for the production and placement of concrete shall be
such as to assure the specified quality and shall conform to applicable requirements of the Building
Code for Reinforced Concrete (ACl 318) of the American Concrete Institute, except as otherwise
specified in this Section.

1. All materials, components, assemblies, workmanship, and installation are to be observed by the
Owner’s Project Inspector. Work not so inspected is subject to uncovering and replacement at no
expense to the Owner.

2. Proper installation of partitions and equipment requires the floor finish to be level and smooth
throughout. Extreme care shall be exercised during all floating and troweling operations to check
levels often.

3. Any concrete work which does not comply with tolerances and elevations shown on drawings will
be cause for rejection of all work affected, and, if so rejected, such work shall be removed and
replaced at no increase in cost to the Owner.
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D. Removal and replacement of Defective Concrete Surfaces shall be done in the following manner when,
in the opinion of the Architect, such defects may be removed and replaced at no additional cost to
the Owner.

1. Rock pockets, voids, spalls, cracks (superficial and structural), and exposed reinforcing shall be
removed and replaced.

2. Floor surfaces which exceed the allowable variation in plane or level as specified herein shall be
ground, filled, or replaced to obtain the level and plane required. Fill materials, where required,
shall be of type approved by the Architect.

3. Surfaces which are not plumb and square, or which do not conform to the lines and levels
indicated shall be removed and replaced.

E. Uniformity of Concrete: All aggregates shall be measured by weight and the proportion of water to
cement shall be accurately controlled by either automatic measuring devices or calibrated containers.
All concrete placed shall be uniform strength and color appearance as well as surface texture.

F. Screeds shall be provided at all construction joints as required to ensure installation of concrete to
lines and elevations noted.

G. Ready-Mixed Concrete: ASTM C94 / C94M-09a except as otherwise specified herein. Mix and deliver
in accordance with the requirements set forth in ASTM C94 and ACI 301. Continuous Batch Plant
inspection is required per CBC Section 1705A.3.3. Contractor may request waiver of batch plant
inspection in accordance with CBC Section 1705A.3.3.1 provided the following is met:

1. Approved Testing Laboratory shall check the first batching for each class of concrete and furnish
mix proportions to the Licensed Weighmaster.

2. Licensed Weighmaster to positively identify materials as to quantity and to certify to each load by
ticket.

3. Ticket shall be transmitted to Project Inspector by truck driver with load identified thereon.
Project Inspector will not accept load without load ticket identifying mix and will keep daily record
of pours, identifying each truck, its load and time of receipt and will transmit two copies of record
to the Division of the State Architect (DSA).

4. Do not add water at the site to concrete mixes with a maximum specified WCR unless the water
content at batch time provides for a WCR less than specified and this provision, including the
qguantity of water which may be added at the site, is specifically noted on the Mix Design and
Certification by the mix preparer.

5. At end of project, Weighmaster shall furnish affidavit to DSA on form satisfactory to DSA,
certifying that all concrete furnished conforms in every particular and to proportions established
by mix designs.

H. Concrete Preplacement Inspection: Concrete shall not be poured until the forms, reinforcement, and
preparations are complete and have been reviewed by the Project Inspector.

I.  Tests: For structural concrete, the Testing Lab shall take four (4) test cylinders of concrete each day
for every 50 cubic yards of concrete or fraction thereof being placed. Cylinders shall be made and
stored as per instructions given by the testing laboratory and shall be in accordance with ASTM
Specifications C-31 / C31M-09 and C-39 / C39M-09a. Cylinders shall be tested for ultimate
compressive strength of concrete with one cylinder tested at the age of 7 days and two (from the
same batch) to be tested at the age of 28 days, with one cylinder held as a spare for future testing if
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needed. Tests shall be made by a recognized test laboratory selected by the Owner and approved by
the Architect.

1. Cylinders not meeting the required design stresses shall indicate defective concrete and such
concrete shall be removed and replaced at no increase in cost to the Owner. Core tests requested
by the Contractor to establish design stresses, when cylinder tests indicate defective concrete,
shall be paid for by the Contractor.

2. Batch plant inspection as required by the DSA Structural Tests and Inspections Form SSS 103-1.

J.  Floor Flatness: Provide certification of floor slab flatness per the requirements of Part 3 below.
K. Preinstallation Meetings.

1. Preinstallation Conference: Conduct conference at Project site.

a. Before submitting design mixtures, review concrete design mixture and examine procedures
for ensuring quality of concrete materials. Require representatives of each entity directly
concerned with cast-in-place concrete to attend, including the following:

Contractor's superintendent.

Independent testing agency responsible for concrete design mixtures.
Ready-mix concrete manufacturer.

Concrete Subcontractor.

Special concrete finish Subcontractor.

Inspector.

Owner’s Representative.

Architect.

ONO UL D WN -
—_— = = = = —= —

b. Review special inspection and testing and inspecting agency procedures for field quality
control, concrete finishes and finishing, cold and hot-weather concreting procedures, curing
procedures, construction contraction and isolation joints, and joint-filler strips, semirigid joint
fillers, forms and form removal limitations, vapor-retarder installation, anchor rod and
anchorage device installation tolerances, steel reinforcement installation, methods for
achieving specified floor and slab flatness and levelness, floor and slab flatness and levelness
measurement, and concrete protection.

c. Sign-in sheet shall be provided at time of meeting to document attendees.

1.04 SUBMITTALS
A. Submit under provisions of Section 01 33 00.
B. Manufacturer's Data: Submit manufacturer's product data with application and installation
instructions for proprietary materials and items, including reinforcement and forming accessories,
admixtures, patching compounds, joint systems, chemical floor hardeners, and others as may be

requested by the Architect.

C. Shop Drawings: Shop drawings sheet size shall be 24" x 30" minimum.
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1. Reinforcing Steel: The correctness of the bending diagrams is the responsibility of the Contractor.
Identify such shop drawings with a reference thereon to sheet and detail numbers from the
contract drawings. No reinforcing steel shall be fabricated without approved shop drawings.

2. Construction joint layout per Part 3 below. Contractor to submit plan based upon design team’s
layout as shown on drawings. Provide verification that the joint layout will limit the risk of slab
cracking. Plans shall include control, and expansion joints.

Concrete Mix Design: Submit proposed mix design prepared by concrete supplier. Mix design must be
submitted to Owner for review and acceptance by a recognized independent testing lab, for all
structural concrete.

Historical test data on all proposed mix designs including 28-day strength reports, and verification of
aggregate and concrete shrinkage.

Test reports for Floor Flatness and Floor Levelness shall be submitted for review after first slab has
been poured and prior to subsequent slabs being poured.

1.05 JOB CONDITIONS

A.

Traffic Control: Maintain access for vehicular and pedestrian traffic as required by construction
activities.

PART 2 — PRODUCTS

2.01 CONCRETE MATERIALS

A.

Portland Cement: ASTM C150 / C150M-09, Type IlI, low alkali. All cement used shall be of one
manufacturer.

1. Use Type IIA cement if pumping of concrete is selected and permitted for placing of concrete.
2. All cement shall contain not more than 0.6 percent total alkali when calculated as sodium oxide
as determined by "Methods of Chemical Analysis of Hydraulic Cement", ASTM C114-09b.

Blended Cement: ASTM C595/C595M-20, Type IL (MS or (HS).

1. All cement shall not contain more than 0.6 percent total alkali when calculated as sodium oxide
as determined by "Methods of Chemical Analysis of Hydraulic Cement", ASTM C114-09b.

Supplementary Cementitious Materials:
1. ASTM C618-19 Class N or Class F materials (Class C is not permitted).
2. ASTM C989/C989M-18a Ground Granulated Blast Furnace Slag.

Water: ASTM C1602/C1602M-22 Clean and free from deleterious amounts of acids, alkalis, salts, and
organic matter.

Concrete Aggregates: ASTM C33 / C33M-08 except as otherwise specified hereinafter. All aggregates
shall be nonreactive and nondegenerative, and shall consist of sound crushed rock, washed gravel, or
a combination of both.
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1. Aggregate size for structural slabs shall be 1-1/2 inch. Aggregate size for other structural concrete
shall be between 3/4 inch and 1-1/2-inch maximum.

2. Aggregate shall be saturated surface dry by batch plant.

3. Modify fine aggregates when air entrained concrete is used in accordance with Paragraph 4.2.4
of ASTM C33 / C33M-08.

4. Aggregate shall result in shrinkage of concrete not exceeding .048 percent at 28 days. Testing lab
shall verify aggregate and concrete shrinkage.

5. Do not use fine or coarse aggregates that contain substances that are known to cause spalling or
adverse reactions in the concrete.

Cementitious Materials:

1. Fly Ash: 40 percent replacement maximum.
2. Slag Cement: 50 percent maximum.
3. Combined Fly Ash and Slag Cement: 50 percent replacement maximum.

Air Entraining Agents shall be used in concrete at the contractor’s option. The maximum entrained air
content shall be no more than 4 percent + 1 percent by volume. Sika AER, Master Builders Micro Air,
Darex AEA, Protex AEA or approved equal meeting ASTM C260/C260M.

Admixtures: Except for air entraining agents, and water-reducing admixtures, no other admixtures
shall be used without written approval from the Architect. Where such agents are permitted, they
shall be a type approved and used only as directed by the Architect and at no increase in cost to the
Owner.

1. Calcium chloride will not be permitted for use in concrete under any circumstances.

2. Air Entraining Agents: ASTM C260. Use where specified. The maximum entrained air content shall
be no more than 4 percent + 1 percent by volume unless noted otherwise. Approved air entraining
agents are Sika AER, Master Builders Micro Air, Darex AEA, Protex AEA or approved equal.

3. Water Reducing Admixtures: ASTM C494 Type A, D, E, F, or G and ACI 318, Section 3.6. Use where
specified.

4. Or as otherwise required by project conditions.

2.02  CRUSHED ROCK BASE:

A. Under all new concrete ramps and paving, or as otherwise indicated on the Drawings, provide a

minimum of 4 inches of crushed rock fill. Crushed rock fill shall be clean gravel of 1” max. size and
have no material passing through a No. 4 sieve.

2.03  JOINT MATERIAL:

A. Provide 3/8” wide fiber expansion joint material, Model No. 320-F, as manufactured by W.R.

C.

Meadows or approved equal.

Provide Snap-Cap as manufactured by W.R. Meadows or approved equal. Snap-Cap shall have a top
plastic edge that can be used for leveling concrete. Once concrete has set up, top edge of Snap-Cap
can be pulled free and discarded. Joint shall then be sealed.

Joint sealing material shall be a two-component, self-leveling, polyurethane elastomeric sealant.
Product shall be Sikaflex 2cSL as manufactured Sika Corporation, or equal. Color shall be chosen by
Architect from the full range of manufacturer’s standard colors.

SACRAMENTO CITY UNIFIED SCHOOL DISTRICT ROSA PARKS ELEMENTARY SCHOOL / SA25-00996
VERSION DATE SEPTEMBER 30, 2022



CAST-IN-PLACE CONCRETE
033000-8

2.04  RELATED MATERIALS

A. Concrete Adhesive and Bonding Agent: "Concresive #1001-LPL" (1-1/2-hour maximum pot life), an
epoxy polysulfide type concrete adhesive as manufactured by Master Builders or approved equal.

B. Liquid Curing Compound: W.R. Meadows, Product: "Vocomp-20" or approved equal.

C. Bonding Adhesive: White Cap Glue, Burke Bondcrete-S or approved equal; use as a modifier for
patching and overlays up to 1/2" thick or approved equal.

D. Doweling Epoxy: Hilti “HIT-RE 500” (ICC-ES ESR-3814), Simpson Strong-Tie “SET-3G” Epoxy (ICC-ES
ESR-4057) or approved equal.

1. Anchor rods shall be furnished with a 45-degree chisel point on one end to allow for easy insertion
into adhesive filled hole and manufactured to meet the requirements of ASTM A36. Nuts and
washers shall be furnished to meet the requirements of the anchor rod specifications noted
above.

2. Install per manufacturer’s recommendation; use stainless steel for all exterior work.

3. Testing required as noted in the Structural Drawings.

E. Vapor Barrier: Stego Wrap, 15 mil. vapor barrier system, with a Class A rating, and perm rating not to
exceed 0.01 perms; by Stego Industries of San Juan Capistrano, CA (877) 464-7834, VaporGuard by
Reef Industries (713) 507-4250., Sundance 15 mil Vapor Barrier by Sundance Inc. (855) 300-7156, or
15 mil Husky, Yellow Guard, Vapor Barrier by Poly-America (800) 527-3322. No other substitutions
will be accepted. System to include Stego Mastic, Stego “Crete Claw Tape” and pipe boots, or
approved equal by the specified manufacturers. Conform to ASTM 1745.

F. Patching Mortar: Meadow-Crete GPS, one-component, trowel applied, polymer enhanced, shrinkage-
compensated, fiber reinforced, cementitious repair mortar for horizontal, vertical, and overhead
applications as manufactured by W.R. Meadows or approved equal.

G. Non-shrink Grout: Masterflow 713 Plus by Master Builders or approved equal. Premixed, non-
metallic, no chlorides, non-staining, and non-shrinking per CRD-C621, Corps of Engineers Specification
and ASTM C 1107, Grades B and C.

2.05 CONCRETE DESIGN

A. The concrete mix shall be proportioned to produce a minimum ultimate compressive strength at 28
days of 3,000 psi for structural concrete and 3,000 psi for all other concrete (Section 32 13 00) unless
otherwise noted.

1. Laboratory Mix Design: Concrete designs, using Methods B or C, Section 1905.1.1 of the CBC, Title
24, shall be reviewed by the Testing Laboratory. The concrete mix designs reviewed by the Testing
Laboratory and approved by the Project Architect or Structural Engineer shall be used by the
Contractor. Contractor shall provide samples of aggregates as required by the laboratory to
review the mix designs. Laboratory shall also include shrinkage tests.

2. Water Reducing Admixture: All concrete shall contain a water reducing admixture.

3. Air Entraining Agent: Include in all concrete in all exterior concrete to result in concrete at point
of placement having an air entrainment of 4% (+/- 1%).

4. Maximum water - cement ratio at point of placement: 0.45.
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B. Ready-Mixed Concrete: ASTM C94 / C94M-09a except as otherwise specified herein.

1.

Transit-mixed concrete shall be mixed for a period of not less than 10 minutes at a peripheral
drum speed of approximately 200 feet per minute, and mixing shall be continued until discharge
is complete. At least 3 minutes of the mixing period shall be at the job. Transit mixers shall be
equipped with water measuring devices consisting of either accurately calibrated water tanks or
water meters.

When outside air temperature is between 85 degrees and 90 degrees, reduce mixing and delivery
time from 90 minutes to 75 minutes. When outside air temperature is above 90 degrees, reduce
mixing and delivery time to 60 minutes.

C. Job Mixing: The capacity of the mixer shall be such that it will handle one or more full sack batches.
No split sack batches will be permitted except when all materials are weighed. The rated capacity of
the mixer shall not be exceeded. The mixing drum shall be equipped with an automatic timing and
locking device and with an accurate water gauge for measuring the amount of water used. Mixing
time of each batch shall be at least 1-1/2 minutes after all ingredients are in the mixer.

D. Slump of Concrete: The slump of concrete as determined by the Standard Test Method for Slump of
Hydraulic Cement Concrete ASTM Designation C-143 / C143M-09 shall be as follows:

1.

All Concrete: 4 inches maximum, plus/minus 1 inch (5 inch maximum).

PART 3 — EXECUTION

3.01

CONCRETE PLACEMENT

A. Surrounding Conditions: Before any concrete is placed, the following items of work shall have been
completed in the area of placing.

1.

Forms shall have been erected, braced, cleaned, sealed, lubricated if required, and bulkheaded

where placing is to stop.

a. Any wood forms other than plywood shall be thoroughly water soaked before placing any

concrete. The wetting of forms shall be started at least 12 hours before concreting

Reinforcing steel shall have been placed, tied, supported, and, at time concrete is placed around
it, shall be cleaned of rust, scale, mill scale or other coatings that will destroy or reduce bond.
Embedded work of all trades shall be in place in the forms, tied, and braced.
The entire place of deposit shall have been cleaned of dirt, chips, sawdust, rubbish, debris,
hardened concrete, and other foreign matter before concrete is deposited therein. No wooden
ties nor blocking shall be left in concrete except where indicated for attachment of other work.
Concrete surfaces to which fresh concrete is to be bonded shall be roughened as indicated.
Surfaces shall be brush cleaned to remove all dust and foreign matter and to expose the
aggregate, and then coated with the bonding adhesive herein specified.

B. Conveying Concrete from mixer to forms shall be as rapid as possible.

1.

Ready-mixed concrete shall be mixed and delivered in accordance with ASTM C94 / C94M-09a. A
delivery ticket shall be furnished for each load of ready-mix or transit-mix concrete. A copy of
each delivery ticket shall be handed to the job superintendent at the time of delivery and
unloading. A record copy of the delivery tickets shall be forwarded to the Architect for their files.
Conveying equipment shall be of a sufficient capacity to ensure a continuous flow of concrete to
the placing point without separation or loss of materials. Carts and buggies shall be equipped with
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pneumatic tires. Runway supports shall not bear on reinforcing or fresh concrete. All conveying
equipment shall be thoroughly cleaned before beginning and at frequent intervals during the
placing of the concrete.

a. Chutes, if employed, shall slope not less than 4" or more than 6" per foot of horizontal run.

Exercise care not to spill concrete on forms & reinforcing steel during the conveying operations.
Where such spillage or splattering occurs, the surfaces shall be thoroughly cleaned before
concrete hardens.

C. Placing Concrete: Notify the Architect 48 hours in advance of beginning of pouring operations. Under
no circumstances shall concrete that has partially hardened be deposited on the work. No concrete
shall be placed during rainy weather without the Architect's approval.

1.

The Project Inspector shall keep a record on the site of the time and date of placing the concrete
in each portion of the structure in accordance with CBC Section 1705A.3.6. The record shall be
kept until the completion of the structure and a copy provided to the Architect and DSA.

Before starting new pour on or against concrete that has hardened, forms shall be retightened,
and the hardened concrete roughened and thoroughly cleaned of foreign matter and any laitance
by sandblasting. Just ahead of the new pour, slush joints with a 2" layer of grout of the designated
concrete mix minus 50 percent of the large aggregate.

Reinforcing steel exposed to the sun shall be cooled by a water spray prior to the placing of
concrete.

No adjustment of steel reinforcement will be permitted during the placement of concrete.

Concrete shall be scheduled so that the placing is a continuous operation for the completion of
each section between predetermined construction joints. If a planned concreting operation
cannot be carried on continuously, the concreting shall stop at temporary bulkheads. Locate
where resulting construction joints shall be as shown on the Drawings or as approved by the
Architect. Prior to placing of concrete for any concrete slabs, the moisture content of the subgrade
below the slabs shall be adjusted to at least optimum moisture.

Deposit the concrete in forms as nearly as practicable in its final position to avoid flowing and
maintain until completion of the unit an approximate horizontal plastic surface. Thoroughly
compact all concrete during placing operations, thoroughly around reinforcement, embedded
fixtures, or accessories, and into the corners of forms to eliminate air pockets and honeycombing.
Compacting shall be done with mechanical vibrators. Vibrators shall not be used to cause concrete
to flow horizontally. Thoroughly compact concrete to the forms to release the air and secure full
contact of the concrete with the forms.

Hot Weather Concreting: Concrete placing and finishing operations during hot weather shall be

done as quickly as possible. Ample personnel shall be available to manage and place the concrete

immediately after its mixing or delivery to the site of the work. Concrete shall be placed in layers

thin enough and over areas small enough to ensure complete bond and union of adjacent layers,

and thus prevent "cold joints".

a. At air temperature of 80 degrees Fahrenheit or above, the following precautions should be
taken:
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In no case shall the temperature of the concrete exceed 90 degrees Fahrenheit when
placed in the work.

If necessary, to produce and maintain concrete at an acceptable temperature, chopped
or crushed ice shall be added directly into the mixer up to 50 percent by weight of the
mixing water used, the weight of the ice being included in batch weight of the mixing
water. The ice shall be added at such a rate and in such a manner that it will be completely
melted by the time concrete is mixed.

Stockpiled aggregates shall be saturated and kept surface moist by continuous fog spray
or by intermittent sprinkling.

Forms, reinforcements, and subgrade surfaces shall be wet down immediately before
concrete is placed in contact therewith. Remove all excess water before placing concrete.
Wetting down of areas around the work to cool the surrounding air and increase the
humidity is recommended.

8. Cold Weather Requirements: Do not place concrete when ambient temperature is below 40
degrees Fahrenheit and falling.

3.02 CONCRETE FINISHING

A. All Concrete Work, except as otherwise specified, shall be of a quality that will present a finished
appearance upon the stripping of the forms. Only a minimum of patching and finishing should be
necessary as required to fill holes left by form ties and to remove any fins or minor irregularities left
by the joints in the forms. Except as otherwise specified, all concrete surfaces shall be finished as

C.

SACRAMENTO CITY UNIFIED SCHOOL DISTRICT

follows:

Float finish: Begin float finish when bleed water sheen has disappeared, and the concrete surface has
stiffened sufficiently to permit operations. Float surface with power driven floats, or by hand-floating
if area is small or inaccessible to power units. Finish surfaces to true planes within a tolerance as
specified in 3.04-C. Cut down high spots and fill low spots. Refloat surface immediately to a uniform
granular surface.

1.

2.

Final Finish: Provide a medium textured broom finish for all exterior surfaces by drawing a soft
bristle broom across concrete surface perpendicular to line of traffic to provide a uniform fine line
texture finish.

No magnesium bull floats allowed on non-air entrained concrete.

Floor Flatness and Floor Level Tolerances:

1.

An independent testing agency will inspect finished slabs for compliance with specified
tolerances.

Minimum F(F) Floor Flatness and F(L) Floor Levelness Values at slabs on grade and shored slabs:
Exposed to View and Foot Traffic: F(F) of 35; F(L) of 25.

Under Thick-Bed Tile: F(F) of 20; F(L) of 15.

Under Carpeting: F(F) of 25; F(L) of 20.

Under Thin Resilient Flooring and Thinset Tile: F(F) of 35; F(L) of 25.

a.

b
C.
d

Measure F(F) Floor Flatness and F(L) Floor Levelness in accordance with ASTM E1155 (ASTM
E1155M), within 72 hours after slab installation; report both composite overall values and local
values for each measured section.

ROSA PARKS ELEMENTARY SCHOOL / SA25-00996
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4. Correct the slab surface if composite overall value is less than specified and if local value is less
than two-thirds of specified value or less than F(F) 13/F(L) 10.

5. Correct defects by grinding, floating with leveling compound, or by removal and replacement of
the defective work. Areas requiring corrective work to be identified by Contractor and a
repair/replacement plan shall be submitted for review by Architect. Re-measure corrected areas
by the same process.

Curb Finishing: Steel trowel as described for slab finishing above.

Final Tooling: Tool edges of paving, gutters, curbs, and joints formed in fresh concrete with a jointing
tool to a radius of 1/4”. Repeat tooling of edges and joints after applying surface finishes. Eliminate
tools marks on all concrete surfaces.

Forms shall remain in place for not less than the following periods of time. These periods represent
minimum cumulative number of days during which temperature of air in contact with concrete is 60
degrees F and above.

1. Vertical forms of foundations and walls: 5 days.
2. Slab edge screens or forms: 2 days.
3. Concrete columns and beam soffits: 28 days.

3.03 CONSTRUCTION JOINTS

A.
B.

NO SOFTCUT (SAWCUT) CONTROL JOINTS ALLOWED.

Construct contraction, construction, and isolation joints true to line with faces perpendicular to
surface plane of concrete. Construct transverse joints at right angles to the centerline unless
otherwise indicated.

Joints at Existing Concrete: All joints between existing concrete and new concrete or at sawcut
locations through existing slabs are to include dowels at a minimum of #4 bars @ 4’-0” on center, 18”
maximum from the ends, epoxy set into existing concrete a minimum of 6” in length at the centerline
of existing concrete slab.

Contraction Joints (Control Joints): Provide weakened-plane contraction joints, sectioning concrete
into areas indicated. Construct contraction joints for a depth equal to at least 1/4 of the concrete
thickness unless otherwise noted on drawings. Form in fresh concrete by grooving and finishing each
edge of joint with a radiused jointer tool. Joints to be spaced at 10’ on center maximum or as shown
on the drawings.

Construction Joints: Set construction joints at side and end terminations of concrete placement and
at locations where placement operations are stopped for more than 1/2 hour unless placement ends
at isolation joints.

1. Provide preformed galvanized steel or plastic keyway-section forms or bulkhead forms with keys.
Use Burke “Keyed Kold Joint Header Form” or approved equal. Embed keys at least 1 1/2” into
concrete.

2. Provide slip dowels across construction joints.
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Isolation Joints (Expansion Joints): Form isolation joints of performed joint filler strips abutting
concrete curbs, catch basin, utility access holes, inlets, structures, walks, other fixed objects, and
where indicated.

1. Extend joint fillers full width and depth of joint, not less than 1/2” or more than 1” below finished
surface where a joint sealant is indicated. Place top of removable joint filler flush with finished
concrete surface.

2. Protect top edge of joint filler during concrete placement with metal, plastic, or other temporary,
removable performed cap.

3. After concrete has cured, remove cap exposing top edge of fiber joint filler, and apply joint
sealant.

3.04 PUMPING OF CONCRETE (may be permitted for concrete, providing):

A. The Contractor engages a testing laboratory to design concrete mixes for pumping. Trial batches shall

be made and tested as required hereinbefore for typical concrete.

B. The quality and proportioning of aggregates for pumping conditions shall be determined in
accordance with ACI, Recommended Practice 613. Aggregate proportioning must be tailored to the
pump intended for use.

C. When starting a pump operation, actual pumping of concrete shall be preceded by a mortar mix
(concrete without coarse aggregate) for the purpose of lubrication.

D. All mortar and concrete leakage resulting from pumping operations shall be removed from formwork,
reinforcing steel and any finished surface.

3.05 CURING

A. Protect freshly placed concrete from premature drying and excessive cold or hot temperature. Comply

with the recommendations of ACI 306R for cold weather protection and ACI 305R for hot weather
protection during curing.

Evaporation control is to be implemented in hot, dry, and windy weather by protecting concrete from
rapid moisture loss before and during finishing operations with an evaporation control material. Apply
in accordance with manufacturer’s instructions after screeding and bull floating, but not before
floating.

Begin curing after finishing concrete but not before free water has disappeared from concrete surface.

Cure concrete by moisture curing, moisture-retaining-cover curing, curing compound, or a
combination.

1. For moisture-curing, keep surfaces continuously moist for not less than 7 days with water, a
continuous water-fog spray, or absorptive cover kept wet continuously wet.

2. For moisture-retaining-cover, cover concrete with moisture retaining cover with side and end laps
sealed.

3. For curing compound, apply in accordance with manufacturer’s instructions. Recoat areas
subjected to rainfall within 3-hours after initial application.

3.06 CLEANING AND PROTECTION
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A. Clean all surfaces and leave in satisfactory condition to receive final finish surface treatment.

B. Protect concrete surfaces from damage by tools, equipment, material, and workers. No traffic, shoring
or other loading will be permitted until concrete has hardened sufficiently to prevent injury to finish
and strength, but at least 14 days.

1. Remove surface stains and spillage of materials as they occur.
2. Sweep concrete and wash free of stains, discolorations, dirt, and other foreign material prior to
final inspection.

3.07 INSPECTION

A. Approval of reinforcing steel, after installation, must be received from Project Inspector. Architect,
Structural Engineer, and DSA must be notified 48 hours in advance of beginning concrete placement
operations. Inspection of welding will be done by laboratory.

B. There will be initial or preliminary inspection of the finished concrete slabs by the Project Inspector
and/or Architect for overall finish.

C. Slabs shall be measured for FF and FL as required by 3.02-C and findings submitted to Architect.

D. New pours will be reviewed for cracks. If during this inspection, cracked sections are found and
determined unacceptable by the District, that section should be removed and replaced.

E. Final concrete inspection: Prior to occupancy, concrete will be reviewed by Owner and Architect. If
any cracks, spalls, exposed finish layer seperation, etc. are identified, that section(s) shall be removed
and replaced.

END OF SECTION
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SECTION 12 93 00
SITE FURNISHINGS
PART 1 - GENERAL
1.01 SUMMARY
A. RELATED SECTIONS

1. The General Conditions, Supplementary Conditions and Division 1 are fully applicable to this
Section, as if repeated herein.

1.02 REGULATORY REQUIREMENTS
A. Conform to applicable jurisdictional authority regulations and codes for disposal of debris.

B. Contractor shall comply with all applicable laws and ordinances regarding hazardous materials,
including contaminated soils, hazardous material transformers, and similar materials or
components.

1.03 SUBMITTALS:
A. Schedule: Submit a detailed sequence of work to be completed.

B. Submittal for specified items are requires to conform to Sacrament Unified School District General
Conditions. The Contractor shall submit a materials summary sheet indicating which items shall be
installed as specified and which items are proposed for substitutions. The Contractor shall submit
proof of order within ten (10) workings days of the Notice to Proceed, indicating all specified
materials have been ordered, noting “as specified” or “substitution proposed”.

C. On the date of the Notice to Proceed, the Contractor shall immediately place the order to purchase
all site furnishings as specified on the Plans and as outlined herein. Proof of all orders shall be
submitted to the Project Manager within ten (10) working days of the Notice to Proceed.

1.04 PROTECTION

A. Adequate protection measures shall be provided to protect workmen and passers-by on and off the
site. Adjacent property shall be fully protected throughout the operations.

B. In accordance with generally accepted construction practices, the Contractor shall be solely and
completely responsible for working conditions at the job site, including safety of all persons and
property during performance of the work. This requirement shall apply continuously and shall not
be limited to normal working hours.
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PART 2 - PRODUCTS
2.01 PRODUCTS

A. Wood Log
1. Logs shall be solid cedar, eucalyptus or redwood, debarked and skinned/turned to remove
irregularities such as branch stubs.
2. Install wood log level along entire run. Wood shall be free of warping, checking, or cracking
prior to installation.
3. See plans for additional information.
B. Wood Stump
1. Stumps shall be solid cedar, eucalyptus or redwood, debarked and skinned/turned to
remove irregularities such as branch stubs.
2. Install stumps vertically with top cut level. Wood shall be free of warping, checking, or
cracking prior to installation.
3. See plans for additional information.

PART 3 — EXECUTION
3.01 EXAMINATION

A. Examine conditions of work in place before beginning work, report defects.

B. Report on the existence of hazardous materials or unsafe structural conditions.
3.02 PREPARATION

A. Scheduling:

1. General: Coordinate and schedule as required by the Owner and as necessary to facilitate
construction progress.

3.03 INSTALLATION
A. Contractor to provide experienced work or subcontractors to install all site furnishings. The workers
or subcontractors must demonstrate that at least five (5) similar projects and two (2) furnishings
similar to each type of those specified for this project have been installed in the past five (5) years.

B. All site furnishings shall be installed per plans.

C. Carefully install all furnishings and equipment without disturbance to adjacent finishes. Contractor
shall be responsible for the damage and subsequent repairs of damaged finished product.

3.04  CLEANING

A. Upon completion of work of this Section, thoroughly clean all areas where work has occurred.
Remove from the site excess material, debris, and rubbish.
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B. Take all precautions to protect completed work. Immediately repair or replace all damaged areas
due to tire ruts, erosion, compaction failure, etc. Keep all erosion control measures intact.

3.05 WARRANTY

A. Contractor shall provide a written warranty covering all materials, equipment, and workmanship
furnished to be free of all defects after installation is accepted, including all defective parts that may
have been found.

B. Submit written warranty on company letterhead addressed to the District when providing As-Built
drawings.

C. Attach cut sheets of installed items to the warranty.

END OF SECTION
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SECTION 31 00 00
EARTHWORK
PART 1 - GENERAL
1.01 SUMMARY
A. RELATED SECTIONS

1. The General Conditions, Supplementary Conditions and Division 1 are fully applicable to this
Section, as if repeated herein.

2. Section 01 50 00, Construction Facilities and Temporary Controls.
3. Section 01 57 13, Erosion Control
4. Section 31 23 33, Trenching and Backfilling.
5. Section 32 16 00, Site Concrete.
6. Section 32 80 00, Irrigation.
7. Section 32 90 00, Landscaping.
8. Section 33 40 00, Site Drainage.
1.02  SUBMITTALS

A. Refer to Section 01 33 00.

B. Manufacturer's Data: Submit list and complete descriptive data of all products proposed for use. Include
manufacturer's specifications, published warranty or guarantee, installation instructions, and
maintenance instructions.

1.03  QUALITY ASSURANCE

A. Use only new materials and products unless existing materials or products are specifically shown
otherwise on the Drawings to be salvaged and re-used.

B. All materials, components, assemblies, workmanship, and installation are to be observed by the
Owner's Inspector of Record. Work not so inspected is subject to uncovering and replacement.

C. The representatives of the Owner’s testing lab will not act as supervisor of construction, nor will they
direct construction operations. Neither the presence of the Owner’s testing lab representatives nor the
testing by the Owner’s testing lab shall excuse the contractors or subcontractors for defects discovered
in their work during or following completion of the project. Correcting of inadequate compaction or
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moisture content is the sole responsibility of the contractor.

D. Tests (See Part 3 for Compaction Testing).

E. Contractor shall be solely responsible for all subgrades built. Failures resulting from inadequate
compaction or moisture content are the responsibility of the contractor. Contractor shall be solely
responsible for any and all repairs.

1.04  WARRANTY
A. Refer to General Conditions and Section 01 78 36.
1.05 REFERENCES AND STANDARDS

A. General: Site survey, included in the drawings, was prepared by Warren Consulting Group, dated
3/31/2025, and is the basis for data regarding current conditions. While the survey is deemed generally
accurate, there exists discrepancies and variations due to elapsed time, weather, etc. Existing dirt grades

may vary 0.2 ft. from that shown.

B. Site Visitation: All bidders interfacing with existing conditions shall visit the site prior to bid to verify
general conditions of improvements. Discrepancies must be reported prior to the bid for clarification.

C. ANSI/ASTM D698-e1 - Standard Test Methods for Laboratory Compaction Characteristics of Soil Using
Standard Effort (56,000 ft-lbf/ft3 (2,700 kN-m/m3)).

D. ANSI/ASTM D1556-e1 - Test Method for Density of Soil in Place by the Sand-Cone Method.

E. ANSI/ASTM 698-12e2 Standard Test Methods for Laboratory Compaction Characteristics of Soil Using
Standard Effort (12,400 ft-Ibf/ft3 (600 kN-m/m3)).

F. ANSI/ASTM D 3017-05 Test Methods for Moisture Content of Soils and Soil-Aggregate Mixture by
Nuclear Methods (Shallow Depth).

G. ANSI/ASTM D 4318-10e1 Test Method for Liquid Limit, Plastic Limit, and Plasticity Limit.

H. CALTRANS Standard Specifications Section 17.

I. CAL-OSHA, Title 8, Section 1590 (e).

J.  Any work within the street, highway or right-of-way shall be performed in accordance with the
requirement of the governmental agencies having jurisdiction, and shall not begin until all of those
governing authorities have been notified.

1.06  DELIVERY, STORAGE AND HANDLING

A. Transport, store and handle in strict accord with the local jurisdiction.

B. Make delivery to job when notified by Contractor verifying that the job is ready to receive the work of
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this Section and that arrangements have been made to properly store, handle and protect such
materials and work.

1.07 PROJECT CONDITIONS

A. Existing civil, mechanical, and electrical improvements are shown on respective site plans to the extent
known. Should the Contractor encounter any deviation between actual conditions and those shown, he
is to immediately notify the Architect before continuing work.

B. Excavation dewatering may be necessary. Contractor shall provide any and all tools, equipment, and
labor necessary for excavation dewatering no matter what the source. Dewatering shall be continuous
until all site utilities are installed and backfilled.

1.08  EXISTING SITE CONDITIONS

A. Contractor shall acquaint himself with all site conditions. If unknown active utilities are encountered
during work, notify Architect promptly for instructions. Failure to notify will make Contractor liable for
damage to these utilities arising from Contractor's operations subsequent to discovery of such unknown
active utilities.

1.09  ONSITE UTILITY VERIFICATION AND REPAIR PROCEDURES
A. Ground-breaking requirements:

1. Allunderground work performed by a Contractor must be authorized by the District’s Construction
Manager or the Low Voltage Consultant prior to start of construction.

2. The Contractor is to obtain and keep the original School’s construction utility site plans on site
during all excavation operations. Contractor can contact the District’s Construction Manager,
Facilities Manager, or the Low Voltage Consultant to procure the drawings.

B. Underground Utility Locating:

1. The contractor shall hire an Underground Utility Locating Service to locate existing underground
utility pathways in areas affected by the scope of work for excavation.

2. Contractor must use an underground utility locator service with a minimum of 3 years’ experience.
The equipment operator must have demonstrated experience.

3. The Underground Utility Locator Service must have the use of equipment with the ability to locate
by means of inductive clamping, induction, inductive metal detection, conductive coupling, or
TransOnde (Radio detection) to generate signals, passive locating (free scoping) for “hot” electric,
and metal detector.

4. The Underground Utility Locator Service must be able to locate existing utilities at a depth of at least
72",

5. The Underground Utility Locator Service must be able to locate but are not limited to locating the
following types of utility pathways:

a) All conduit pathways containing 110 volt or greater 50-60Hz electrical wire.

b) All conduit pathways containing an active cable TV system.

c) All conduit pathways containing wire or conductor in which a signal can be attached and
generated without damaging or triggering the existing systems.
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d) Allempty conduit pathways or pipe in which a signal probe or sonde (miniature transmitter) can
be inserted.

e) All conduit pathways containing non-conductive cables or wires in which a signal probe or
sonde (miniature transmitter) can be inserted.

f)  All plastic and other nonconductive water lines in which a TransOnde

Radio detection) or other “transmitter” can be applied to create a low frequency pressure

waive (signal) without damaging or triggering the existing systems.

g) All copper or steel waterlines and plastic or steel gas lines

6. All markings made by the Underground Utility Locator Service or other shall be clear and visible.

7. The contractor shall maintain all markings made by Underground Utility Locator Service or other
throughout the entire length of the project.

8. The Underground Utility Locator Service shall provide the contractor with two sets of maps showing
the location of utilities and average depth. They will be referenced to permanent buildings.
Contractor will deliver one copy to the district at no additional charge.

9. Contractor is responsible to contact Underground Service Alert (U.S.A. 800/227-2600) and receive
clearance prior to any excavation operations.

10. Contractor shall inform the District’s Construction Manager no later than five (5) days prior to the
date scheduled for the utility locator service to be on site.

1.10 PROTECTION

A

G.

Adequate protection measures shall be provided to protect workmen and passers-by on and off the site.
Adjacent property shall be fully protected throughout the operations. Blasting will not be permitted.
Prevent damage to adjoining improvements and properties both above and below grade. Restore such
improvements to original condition should damage occur. Replace trees and shrubs outside building
area disturbed by operations.

In accordance with generally accepted construction practices, the Contractor shall be solely and
completely responsible for working conditions at the job site, including safety of all persons and
property during performance of the work. This requirement shall apply continuously and shall not be
limited to normal working hours.

Any construction review of the Contractor's performance conducted by the Geotechnical Engineer is not
intended to include review of the adequacy of the Contractor's safety measures, in, on, or near the
construction site.

Provide shoring, sheeting, sheet piles and or bracing to prevent caving, erosion or gullying of sides of
excavation.

Surface Drainage: Provide for surface drainage during period of construction in manner to avoid
creating nuisance to adjacent areas. The contractor shall make a reasonable effort on a daily basis to
keep all excavations and the site free from water during entire progress of work, regardless of cause,
source, or nature of water.

Adjacent streets and sidewalks shall be kept free of mud, dirt or similar nuisances resulting from
earthwork operations.

The site and adjacent influenced areas shall be watered as required to suppress dust nuisance. Dust
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control measures shall be in accordance with the local jurisdiction.
ENVIRONMENTAL PROTECTION

1. No ground-disturbing activities shall be allowed outside of the project construction boundary.
Construction fencing shall be placed at the boundary of the project site to clearly mark the limits of
ground-disturbing activities.

2. All project-related traffic shall be restricted to designated access roads, routes, and construction
areas within the project boundary. No vehicular or pedestrian traffic shall be allowed outside the
designated project boundary.

SEASONAL LIMITS

A. Nofill material shall be placed, spread, or rolled during unfavorable weather conditions. When work is
interrupted by rains, fill operations shall not be resumed until field tests indicate that moisture content
and density of fill are satisfactory.

B. Excessively wet fill material shall be bladed and aerated per section 3.08, B.

TESTING

A. General: Refer to Section 01 45 00 — Quality Requirements.

B. Geotechnical Engineer: Owner is retaining a Geotechnical Engineer to determine compliance of fill with

Specifications, and to direct adjustments in fill operations. Costs of Geotechnical Engineer will be borne
by Owner; except those costs incurred for re-tests or re-inspection will be paid by Owner and back
charged to Contractor.

1. If Contractor elects to process or mine onsite materials for use as Suitable Fill, Aggregate Sub Base,
Aggregate Base, Rock, Crushed Rock or sand the cost of all testing of this material shall be paid for
by the Contractor.

2. Testing of import fill for compliance with Department of Toxic Substance Control (DTSC) shall be
paid for by the Contractor.

ARCHEOLOGICAL AND CULTURAL RESOURCES

A.

If archeological or cultural resources are discovered during the Work, the Contractor must cease all
construction operations in the vicinity of the discovery until a qualified archeologist can assess the
value of these resources and make recommendations to the State Historic Preservation Officer.
Archeological and cultural resources include artifacts, large amounts of bone, shell, or flaked stone,
and other evidence of human activity. If the State Historic Preservation Officer or the Owner directs
that work be temporarily ceased at the location of an archeological or cultural find, the Contractor
must temporarily suspend work at the location.

PART 2 - PRODUCTS

2.01

MATERIALS
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A. Landscape Backfill Material:

1. Imported Topsoil may be required to complete work. See Section 329000 for requirements.
Proposed Topsoil material shall comply with DTSC guidelines to include Phase 1 environmental site
assessment and related tests. Refer to the October 2001 DTSC Information Advisory for clean
imported fill material.

B. Water: Furnish all required water for construction purposes, including compaction and dust control.
Water shall be potable.

C. Aggregate Base: Provide Class 2 3/4” Aggregate Base conforming to standard gradation as specified in
Cal Trans Standard Specifications, Section 26,-1.02A.

D. Decomposed Granite: Decomposed Granite shall be well graded mixture of fine to 1/8” particles in size
with no clods. The material shall be free of vegetation, other soils, debris, and rock. The material shall be
reddish-tan to tan in color.

E. Decomposed Granite Solidifier: PolyPavement or equal.
PART 3 — EXECUTION
3.01  INSPECTION LAYOUT AND PREPARATION

A. Prior to installation of the work of this Section, carefully inspect and verify by field measurements that
installed work of all other trades is complete to the point where this installation may properly
commence

B. Layout all work, establish grades, locate existing underground utilities, set markers and stakes, set up
and maintain barricades and protection facilities; all prior to beginning actual earthwork operations.
Layout and staking shall be done by a licensed Land Surveyor or Professional Civil Engineer.

C. Verify that specified items may be installed in accordance with the approved design.

D. In event of discrepancy, immediately notify Owner and the Architect. Do not proceed in discrepant
areas until discrepancies have been fully resolved.

3.02 PERFORMANCE
A. GENERAL:

1. General: Do all grading, excavating, and cutting necessary to conform finish grade and contours as
shown. All cuts shall be made to true surface of subgrade.

2. Archaeological Artifacts: Should any artifacts of possible historic interest be encountered during
earthwork operations, halt all work in area of discovery and immediately contact the Architect for
notification of appropriate authorities.

3. Degree of Compaction: Percentage of maximum density, hereinafter specified as degree of
compaction required, means density equivalent to that percentage of maximum dry density
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determined by ASTM D1557 Compaction Test method, and such expressed percentage thereof will
be minimum acceptable compaction for specified work.

4. Moisture Content: Moisture content shall be as noted below and as called for on the plans.
Moisture content shall be maintained until subgrade is covered by surfacing materials.

3.03 DEMOLITION, DISPOSAL AND DISPOSITION OF UNDESIRABLE MAN-MADE FEATURES

A.

All other obstructions, such as abandoned utility lines, septic tanks, concrete foundations, and the like
shall be removed from site. Excavations resulting from these removal activities shall be cleaned of all
loose materials, dish shaped, and widened as necessary to permit access for compaction equipment.
Areas exposed by any required over-excavation should be scarified to a depth of 12", moisture-
conditioned to 2% above optimum unless directed by the testing agency to utilize a different percentage
based on field conditions of the maximum dry density.

3.04  TESTING AND OBSERVATION

A.

All grading and earthwork operations shall be observed by the Geotechnical Engineer or his
representative, serving as the representative of the Owner.

Field compaction tests shall be made by the Geotechnical Engineer or his representative. If moisture
content and/or compaction are not satisfactory, Contractor will be required to change equipment or
procedure or both, as required to obtain specified moisture or compaction. Notify Geotechnical
Engineer at least 48 hours in advance of any filling operation.

Earthwork shall not be performed without the notification or approval of the Geotechnical Engineer or
his representative. The Contractor shall notify the Geotechnical Engineer at least two (2) working days
prior to commencement of any aspect of the site earthwork.

If the Contractor should fail to meet the compaction or design requirements embodied in this document
and on the applicable plans, he shall make the necessary readjustments until all work is deemed
satisfactory, as determined by the Geotechnical Engineer or Architect/Engineer.

After each rain event Geotechnical Engineer shall test fill material for optimum moisture. Do not place
any fill material until desired moisture is achieved.

3.05 CLEARING AND GRUBBING

A.

Prior to grading, remove all debris off-site. Remove trees and brush including the root systems. Holes
resulting from tree and brush removal should be prepared and backfilled in accordance with paragraphs
3.07,3.08, 3.09, and 3.10. This may require deepening and/or widening the holes to adequately remove
disturbed soil and provide room for compaction equipment. Strip the surface of all organics. Stripping’s
meeting the requirements of Section 32 90 00 may be used in landscape areas only.

3.06 CUTTING

A. When excavation through roots is necessary, cut roots by hand.
B. Carefully excavate around existing utilities to avoid unnecessary damage. The contractor shall anticipate
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and perform hand work near existing utilities as shown on the survey, without additional claims or cost.

SUBGRADE PREPARATION

A.

C.

Grade compact and finish all subgrades within a tolerance of 0.10' of grades as indicated on Drawings
and so as not to pool water. Subgrade within building pads and concrete walks shall be within 0.05' of
grades indicated.

After clearing, grubbing, and cutting, subsurface shall be plowed or scarified to a depth of at least 12”,
until surface is free from ruts, hummocks or other uneven features and uniform and free from large
clods. Moisture condition to (optimum) (2% above optimum) moisture content and recompact to at
least 90% of the maximum dry density as determined by ASTM Test Method D1557. If the existing soils
are at a water content higher than specified, the contractor shall provide multiple daily aerations by
ripping, blading, and/or disking to dry the soils to a moisture content where the specified degree of
compaction can be achieved. After seven consecutive working days of daily aerations, and the moisture
content of the soil remains higher than specified, the contractor shall notify the architect. If the existing
soils have a moisture content lower than specified, the contractor shall scarify, rip, water, and blade
existing soil to achieve specified moisture content. The contractor shall make proper allowance in
schedule and methods to complete this work.

Subgrade in areas to receive landscaping shall be compacted to 90%.

PLACING, SPREADING, AND COMPACTION OF LANDSCAPE BACKFILL MATERIALS

A.

All landscaped areas shall receive topsoil. After subgrade under landscape area has been scarified and
brought to 90% maximum dry density, top soil shall be placed evenly to depth of 9" at 85% of maximum
dry density.

Project Inspector must verify that materials are uniformly spread to minimum depth specified.

DECOMPOSED GRANITE COMPACTION AND STABILIZATION

A.

Decomposed granite paving and paths shall be placed uniformly to the required depth and treated with
PolyPavement or approved equal. Apply PolyPavement using Application Method 1 or a mixed
application method.

FINISH GRADING

A.

C.

At completion of project, site shall be finished graded, as indicated on Drawings. Finish grades shall be
“flat graded” to grades shown on the drawing. Mounding of finish grades will not be allowed unless
otherwise directed on the landscape drawings. Tolerances for finish grades in drainage swales shall be +-
0.05’. Tie in new and existing finish grades. Leave all landscaped areas in finish condition for lawn
seeding. Landscaped planters shall be graded uniformly from edge of planter to inlets. If sod is used for
turf areas the finish grade on which it is placed shall be lowered to allow for sod thickness.

All landscape areas shall be left free of rock or foreign material as specified in Section 32 90 00.

All landscape areas shall be approved by Architect prior to any planting.

SACRAMENTO CITY UNIFIED SCHOOL DISTRICT ROSA PARKS ELEMENTARY SCHOOL / SA25-00996
VERSION DATE SEPTEMBER 30, 2022



EARTHWORK
310000-9
3.15  SURPLUS MATERIAL

A. Excavated material not required for grading or backfill shall be removed from site at contractor’s
expense.

3.16  CLEANING
A. Refer to Section 01 74 00.
B. Remove from fill all vegetation, wood, form lumber, casual lumber, and shavings, in contact with

ground; buried wood will not be permitted in any fill.

END OF SECTION
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SECTION 32 16 00

SITE CONCRETE

PART 1 - GENERAL

1.01 SUMMARY
A. SECTION INCLUDES:

1. The Section describes the requirements for providing Portland cement concrete paving,
including accessibility ramps, sidewalks, accessible routes of travel, vehicular travel, drain
structures, sewer structures, thrust blocks and for other non-structural or non-vehicular
applications.

B. RELATED SECTIONS

1. The General Conditions, Supplementary Conditions and Division 1 are fully applicable to this
Section, as if repeated herein.

2. Section 01 50 00, Construction Facilities and Temporary Controls.
3. Section 310000, Earthwork.
1.02 REFERENCES AND STANDARDS
A. California Building Code, latest edition.
B. ACIStandards, ACI 211.1, ACI 318-14, ACI 302, IR-04, ACI 301-16, ACI 305R-10, ACI 306R-16, ACI 308-16.
C. ASTM C-94, Specification for Ready-Mixed Concrete.
D. Concrete Reinforcing Steel Institute (CRSI) Manual of Standard Practice (latest edition).
E. ASTM — American Society for Testing and Materials.
1.03  SUBMITTALS
A. Refer to Section 01 33 00.
B. Manufacturer's Data: Submit list and complete descriptive data of all products proposed for use.
Include manufacturer's specifications, published warranty or guarantee, installation instructions, and

maintenance instructions.

C. Materials list: Submit to the Architect a complete list of all materials proposed to be used in this portion
of the work. Submitted items should include but are not limited to sand, gravel, admixtures, surface
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treatments, coloring agents, sealers, fibers, cast-in-place accessories, forming and curing products and

concrete mix designs.

With concrete submittal, provide documented history of mix design performance.

1.04 QUALITY ASSURANCE

A.

Use only new materials and products.
Use materials and products of one manufacturer whenever possible.

All materials, components, assemblies, workmanship, and installation are to be observed by the
Owner's Inspector of Record. Work not so inspected is subject to uncovering and replacement.

Sieve analysis from testing laboratories identifying rock/sand percentages within the concrete mix; or
class 2 aggregate base shall have the current project name and project location identified on the report.
Outdated analytical reports greater than 90 days old will not be accepted

1.05  DELIVERY, STORAGE AND HANDLING

A.

Deliver undamaged products to job in manufacturer's sealed containers and/or original bundles with
tags and labels intact.

Store materials in protected, dry conditions off of ground and in areas so as to not interfere with the
progress of the work.

Transport, store and handle in strict accord with the manufacturer's written recommendations.
Make delivery to job when notified by Contractor verifying that the job is ready to receive the work of
this Section and that arrangements have been made to properly store, handle and protect such

materials and work.

Store cement in weather tight building, permitting easy inspection and identification. Protect from
dampness. Lumpy or stale cement will be rejected.

Aggregates: Prevent excessive segregation, or contamination with other materials or other sizes of
aggregate. Use only one supply source for each aggregate stock pile.

1.06  WARRANTY

A. Refer to General Conditions and Section 01 78 36.

1.07 TESTING

A. General: Refer to Section 01 40 00 — Quality Requirements.
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B. Cement and Reinforcing shall be tested in accordance with CBC Section 1910A. Testing of reinforcing
may be waived in accordance with Section 1910A.2 when approved by the Structural Engineer and DSA.

ADEQUACY AND INSPECTION

A. Design, erect, support, brace and maintain formwork and shoring to safely support all vertical and
lateral loads that might be applied until such loads can be carried by concrete.

B. Notify Inspector, Architect and DSA at least 48 hours prior to placing of concrete.

PROTECTION

A. Finish surfaces shall be protected at all times from concrete pour. Inspect forming against such work and
establish tight leak-proof seal before concrete is poured. Finish work damaged, defaced or vandalized
during the course of construction shall be replaced by contractor at contractor expense.

FIELD MEASUREMENTS

A. Make and be responsible for all field dimensions necessary for proper fitting, slopes, and completion of
work. Report discrepancies to Architect before proceeding.

PART 2 - PRODUCTS

2.01

MATERIALS
A. Cement: Portland cement, ASTM C150, Type Il, per ACI 318-14 Section 26.4.

B. Concrete Aggregates: Normal weight aggregates shall conform to ASTM C33, except as modified by this
section. Combined grading shall meet limits of ASTM C33. Lightweight aggregate shall conform to ASTM
C330, suitably processed, washed, and screened, and shall consist of durable particles without adherent
coatings.

C. Water: Clean and free from deleterious amounts of acids, alkalis, scale, or organic materials and per ACI
318-14 Section 26.4.1.3.1.

D. Fly Ash: Western Fly Ash, conforming to ASTM C618 for Class N or Class F materials (Class C is not
permitted). Not more than 15% (by mass) may be substituted for portland cement.

E. Water Reducing Admixture: Admixture to improve placing, reduce water cement ratio, and ultimate
shrinkage may be used. Provide WRDA 64 by Grace Construction Products or approved equal. Admixture
shall conform to ASTM C494 and ACI 318-14 Section 26.4.1.4.19(a). Such admixture must receive prior
approval by the Architect, Structural Engineer, and the Testing Lab, and shall be included in original
design mix.

F. Air-entraining Admixture: Daravair 1000 by Grace Construction Products or approved equal. Admixture
must conform to ASTM C260 and ACI 318-14, section 26.4.1.4.
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G. Surface Retarder (for exposed aggregate finishes): Rugasol-S by Sika Corporation or approved equal.

H. Form Coating: Material which will leave no residue on concrete surface that will interfere with surface
coating, as approved by the Architect.

I. Reinforcement Bars: New billet steel deformed bars conforming to requirements of ASTM A615 or
ASTM A706; Grade 60. Dowels for installation through expansion joints or construction joints to existing
sidewalks or concrete features shall be smooth or shall be sleeved on one end for slippage.

J.  Reinforcing supports: Galvanized metal chairs or spacers or metal hangers, accurately placed 3’-0”
0O.C.E.W. Staggered and each support securely fastened to steel reinforcement in place. Bottom barsin
footings may be supported with 3” concrete blocks with embedded wire ties. Concrete supports without
wire ties will not be allowed.

K. Truncated Domes: Vitrified Polymer Composite (VPC), Cast-In-Place Detectable/Tactile Warning Surface
Tiles; “Armor-Tile,” “Access Tile Tactile Systems,” or approved equal. Tiles shall comply with Americans
with Disabilities Act and the California Code of Regulations (CCR) Title 24, Part 2, Chapter 11B (dome
spacing shall be 2.35”). Install tiles as recommended by manufacturer. Color, federal yellow (FS 33538).

L. Curing Compound (for exterior slabs only): Burke Aqua Resin Cure by Burke by Edoco, 1100 Clear by
W.R. Meadows or accepted equal. Water based membrane-forming concrete curing compound meeting
ASTM C 309 and C1315.

M. Concrete Bonding Agent: Weld-Crete by Larson Products Corp., Daraweld C by Grace Construction
Products or accepted equal.

N. Patching Mortar: Meadow-Crete GPS, one-component, trowel applied, polymer enhanced, shrinkage-
compensated, fiber reinforced, cementitious repair mortar for horizontal, vertical, and overhead
applications as manufactured by W.R. Meadows or accepted equal.

0. Non-shrink Grout: Masterflow 713 Plus by Master Builders or approved equal. Premixed,non-metallic,
no chlorides, non-staining, and non-shrinking per CRD-C621, Corps of Engineers Specification and ASTM
C 1107, Grades B and C.

P. Aggregate Base: Class 2 AB per Caltrans specification section 26-1.02A.

Q. Expansion Joint Material: Preformed 3/8" fiber material, full depth of concrete section, with bituminous
binder manufactured for use as concrete expansion joint material, as accepted by the Architect.

R. Joint sealant for expansion joints: Single component silicone sealant, Type S, ASTM D5893.

1. Reference Standard: ASTM C920, Grade P, Class 25, Use T.

Dow Corning 890-SL (self-leveling) Silicone, or accepted equal.

3. Dow Corning 888-NS (non-sagging) Silicone, at slopes exceeding 5%. May not be used at asphalt
surfaces.

4. Color: Custom color as selected by Architect.

I
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S. Pre-Formed plastic Expansion Joint; W.R. Meadows 3/8” “Snap Cap”, Tex-Trude expansion joint cap, or
an approved equal.

T. Adhesive Anchoring (Epoxy): Hilty HIT-HY 200 Safe Set, or approved equal.
2.02 CONCRETE DESIGN AND CLASS

A. Class “B”: Concrete shall have 1" max. size aggregate, shall have 3000 psi min. at 28 day strength with a
maximum water to cementitious ratio no greater than 0.50. Use for exterior slabs, including walks,
vehicular paved surfaces, manhole bases, poured-in-place drop inlets, curbs, valley gutters, curb &
gutter and other concrete of like nature.

B. Slump Limits: Provide concrete, at point of final discharge, of proper consistency determined by Test
Method ASTM C143 with a slumps of 4" plus or minus 1".

C. Mix Design: All concrete used in this work will be designed for strength in accordance with provisions of
AS| 318-14 Section 26.4. Should the Contractor desire to pump concrete, a modified mix design will
need to be submitted for review. Fly ash may be used in concrete to improve workability in amounts up
to 15% of the total cementitious weight.

D. Air Entrainment; Per the Local Jurisdiction minimum requirements, or 3% minimum.
2.03 MIXING OF CONCRETE
A. Conform to requirements of CBC, Chapter 19A.

B. All concrete shall be mixed until there is uniform distribution of material and mass is uniform and
homogenous; mixer must be discharged completely before the mixer is recharged.

C. Concrete shall be Ready-mixed Concrete: Mix and deliver in accordance with the requirements set forth
in ASTM C94 and ACI 301. Batch Plant inspection may be waived in accordance with CBC Section
1705A.3.3.1, when approved by Structural Engineer and DSA.

1. Approved Testing Laboratory shall check the first batching at the start of the work and furnish mix
proportions to the Licensed Weighmaster.

2. Licensed Weighmaster to positively identify materials as to quantity and to certify to each
load by ticket.

3. Ticket shall be transmitted to Project Inspector by truck driver with load identified thereon.
Project Inspector will not accept load without load ticket identifying mix and will keep daily
record of pours, identifying each truck, its load and time of receipt and will transmit two
copies of record to DSA.

4. At end of project, Weighmaster shall furnish affidavit to DSA on form satisfactory to DSA,
certifying that all concrete furnished conforms in every particular and to proportions
established by mix designs.

5. Placement of concrete shall occur as rapidly as possible after batching and in a manner which
will assure that the required quality of the concrete is maintained. In no case may concrete
be placed more than 90 minutes from batch time.
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6. Water may be added to the mix only if neither the maximum permissible water-cement ratio
nor the maximum slump is exceeded. In no case shall more than 10 gallons of water shall be
added to a full 9 yard load, or 1 gal. per yard on remaining concrete within the drum
providing load tag indicates at time of mixing at plant will allow for additional water.

2.04  MATERIALS TESTING

A.

B.

Materials testing of concrete and continuous batch plant inspection may be waived in accordance CBC
Sections 1704A.4.4 when approved by Structural Engineer and DSA.

Testing of concrete shall be performed per article 3.12 of this specification.

2.05 EQUIPMENT

A.

Handling and mixing of concrete: Project Inspector may order removal of any equipment which in his
opinion is insufficient or in any way unsuitable.

PART 3 - EXECUTION

3.01 APPROVAL OF FORMS AND REINFORCEMENTS

A.

Forms and reinforcements are subject to approval by the Project Inspector, and notice of readiness to
place first pour shall be given to DSA, Architect and Structural Engineer 48 hours prior to placement of
concrete. Before placing concrete, clean tools, equipment and remove all debris from areas to receive
concrete. Clean all reinforcing and other embedded items off all coatings oil, and mud that may impair
bond with concrete.

All reinforcing steel shall be adequately supported by approved devices on centers close enough to
prevent any sagging.

All reinforcing bar lap splices shall be staggered a minimum of 5 ft.

Additional reinforcing steel shall be placed around all utility boxes, valve boxes, manhole frames and
covers that are located within the concrete placements.

1. The bars shall be placed so that there will be a minimum of 1 %4” clearance and a maximum of 3”
clearance. The reinforcing steel shall be placed mid-depth of concrete slab.

At all right angles or intersections of concrete walks, additional 2'x2’ #5, 90 degree bars shall be added
at all inside corners for additional crack control. The bars shall be placed 2” from concrete forms and
supports at mid-depth of slab.

3.02 PROTECTION

A. Protect work and materials of this Section prior to and during installation, and protect the installed work
and materials of other trades.
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B. Inthe event of damage, make all repairs and replacements necessary to the approval of the Architect at
no additional cost to the Owner.

3.03 CLEANING

A. Reinforcement and all other embedded items at time of placing concrete to be free of rust, dirt oil or
any other coatings that would impair bond to concrete.

B. Remove all wood chips, sawdust, dirt, loose concrete, and other debris just before concrete is to be
poured. Use compressed air for inaccessible areas. Remove all standing water from excavations.

3.04 FORMING

A. Form material shall be straight, true, sound, and able to withstand deformation due to loading and
effects of moist curing. Materials which have warped or delaminated, or require more than minor
patching of contact surfaces, shall not be reused.

B. Build forms to shapes, lines, grades, and dimensions indicated. Construct form work to maintain
tolerances required by ACI 301. Forms shall be substantial, tight to prevent leakage of concrete, and
properly braced and tied together to maintain position and shape. Butt joints tightly and locate on solid
backing. Chamfer corners where indicated. Form bevels, grooves, and recesses to neat, straight lines.
Construct forms for easy removal without hammering, wedging, or prying against concrete.

C. Space clamps, ties, hangers, and other form accessories so that working capacities are not exceeded by
loads imposed from concrete or concreting operations.

D. Build openings into vertical forms at regular intervals if necessary to facilitate concrete placement, and
at bottoms of forms to permit cleaning and inspection.

E. Buildinsecurely braced temporary bulkheads, keyed as required, at planned locations of construction
joints.

F. Slope tie-wires downward to outside of wall.

G. Brace, anchor, and support all cast-in items to prevent displacement or distortion.

H. During and immediately after concrete placing, tighten forms, posts, and shores. Readjust to maintain
grades, levels, and camber.

I. Concrete paving, Curbs:

1. ExpansionJoints: Install at locations indicated, and so that maximum distance between joints is 20’
for exterior concrete unless otherwise shown. Expansion joint material shall be full depth of
concrete section. Recess for backer rod and sealant where required. Expansion joints shall not
exceed % inch depth measured from finish surface to top of felt or sealant, and % inch width.

2. Curbs, Valley Gutter, and Curb & Gutter: Install expansion joints at 60’ on center, except when
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placing adjacent to concrete walks, the expansion joints shall align with the expansion joints shown
for the concrete walks. Expansion joint material shall be full depth of concrete section. Recess for
backer rod and sealant will be required.

3. lsolation Joints: 3/8” felt between walls and exterior slabs or walks so that paved areas are isolated
from all vertical features, unless specifically noted otherwise on plans.

4. Exterior Concrete Paving: Install expansion joints at 20" on center maximum, both directions, unless
shown otherwise on plans.

3.05 FORM COATING

A. Before placement of reinforcing steel, coat faces of all forms to prevent absorption of moisture from
concrete and to facilitate removal of forms. Apply specified material in conformance with
manufacturer's written directions.

B. Before re-using form material, inspect, clean thoroughly and recoat.
C. Sealall cut edges.
3.06  INSTALLATION

A. General: Reinforcement shall be accurately placed at locations indicated on the drawings within
required tolerances and providing required clearances. Reinforcement shall be secured prior to
placement of concrete such that tolerances and clearances are maintained. Coverage shall be in
accordance with Section 1907A.7 of the CBC. Keep a person on the job to maintain position of
reinforcing as concrete is placed. Reinforcement must be in place before concreting is begun. Install
dowels as shown on drawings. Give notice whenever pipes, conduits, sleeves, and other construction
interferes with placement; obtain method of procedure to resolve interferences. All expansion and
construction joints in concrete shall have dowels of size and spacing as shown, or as approved by
Architect.

B. Placing Tolerances:

1. Per ACI 301 or CRSI/WCRSI Recommended Practice for Placing Reinforcing Bars, unless otherwise
shown.

2. Clear distance between parallel bars in a layer shall be no less than 1”7, the maximum bar diameter
not 1 % times the maximum size of coarse aggregate.

C. Splices:

1. General: Unless otherwise shown on drawings, splice top reinforcing at midspan between supports,
splice bottom reinforcing at supports and stagger splices at adjacent splices 5 foot minimum. Bar
laps shall be wired together. Reinforcing steel laps shall be as follows:

a. Lapsplicesin concrete: Lap splice lengths shall not be less than 62 bar diameter for No. 5 bar,
56” minimum for No. 6 bars. No. 4 bar shall have a minimum of 24” splice. 93 bar diameters for
No. 7 bars and larger.

b. All splices shall be staggered at 5 feet minimum.
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INSPECTION

A.

B.

Approval of reinforcing steel, after installation, must be received from Inspector. Architect, Structural
Engineer, and DSA must be notified 48 hrs. in advance of beginning of concrete placement operations.

Slope of concrete forms and finish condition shall be checked with a two foot (2’) digital level.

PLACING OF CONCRETE

A.

H.

Adjacent finish surfaces shall be protected at all times during the concrete pour and finishing. Verify that
all formwork is tight and leak-proof before concrete is poured. Finish work defaced during the concrete
pour and finishing shall be replaced at no extra cost to the owner.

Transport concrete from mixer to place of final deposit as rapidly as practicable by methods which will
prevent separation or loss of ingredients. Deposit as close as practicable in final position to avoid re-
handling or flowing. Partially hardened concrete must not be deposited in work. Concrete shall not be
wheeled directly on top of reinforcing steel.

Placing: Once started, continue concrete pour continuously until section is complete between
predetermined construction joints. Prevent splashing of concrete onto adjacent forms or reinforcement
and remove such accumulation of hardened or partially hardened concrete from forms or reinforcement
before work proceeds in that area. Free fall of concrete shall not to exceed 4'-0" in height. If necessary,
provide lower openings in forms to inject concrete and to reduce fall height.

Remove form spreaders as placing of concrete progresses.
Keep excavations free of standing water, but moisture condition sub-grade before concrete placement.

Compacting: All concrete shall be compacted by mechanical vibrators. Concrete shall be thoroughly
worked around reinforcement and embedded fixtures and into corners of forms. Vibrating shall not be
applied to concrete which has already begun to initially set nor shall it be continued so long as to cause
segregation of materials.

Concrete Flatwork:

1. Allflatwork shall be formed and finished to required line and grades. Flatwork shall be true and flat
with a maximum tolerance of 1/8" in 10’ for flatness. Flatwork which is not flat and are outside of
the maximum specified tolerances shall be made level by the Contractor at no additional expense to
the Owner.

2. Thoroughly water and soak the exterior slabs, curbs, curb, and gutters, footing subgrades with
multiple daily waterings for at least three (3) days or as required to achieve required moisture
content prior to the concrete pour in order to place the subgrade soils in full expansion. Provide
damming as required to keep standing water within the formed area and to allow for proper
saturation and full expansion of the subgrade soils. Remove any standing water before concrete
placement.

Placing in hot weather: Comply with ACI 305R-10. Concrete shall not exceed 85 degrees F at time of
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placement. Concrete shall be delivered, placed, and finished in a sufficiently short period of time to
avoid surface dry checking. Concrete shall be kept wet continuously after tempering until
implementation of curing compound procedure in accordance with this specification.

Placing in cold weather: Comply with ACI 306R-16. Protect from frost or freezing. No antifreeze
admixtures are permitted. When deposited concrete during freezing or near-freezing weather, mix shall
have temperature of at least 50 degrees F but not more than 90 degrees F. Concrete shall be maintained
at temperature of at least 50 degrees F for not less than 72 hours after placing or until it has thoroughly
hardened. Provide necessary thermal coverings for any flat work exposed to freezing temperatures.

Horizontal construction joint: Keep exposed concrete face of construction joints continuously moist
from time of initial set until placing of concrete; thoroughly clean contact surface by chipping entire
surface not earlier than 5 days after initial pour to expose clean hard aggregate solidly embedded, or by
approved method that will assure equal bond, such as green cutting. If contact surface becomes
contaminated with soil, sawdust or other foreign matter, clean entire surface, and re-chip entire surface
to assure proper adhesion.

3.09 CONCRETE FINISHES

A. Curb Finishing: Steel trowel.

B.

Joints and Edges: Mark-off exposed joints, where indicated, with %4” radius x 1” deep jointer or edging
tool. Joints to be clean, cut straight, parallel or square with respect to concrete walk edge. Tool all edges
of exposed expansion and contraction joints, walk edges, and wherever concrete walk adjoins other
material or vertical surfaces.

1. The expansion joints shall be full depth as shown in the plan details. Failure to do so will result in
non-compliance and shall be immediately machine cut by the contractor at his expense.

Exposed Concrete Surface Finishing (not including top surface of flatwork): Remove fins and rough spots
immediately following removal of forms from concrete which is to be left exposed. Damaged and
irregular surfaces and holes left by form clamps and sleeves shall be patched with grout. Tie wires are to
be removed to below exposed surface and holes pointed up with neat cement paste similar to
procedure noted under "Patching" below. Removal of tie wires shall extend to distance of 2" below
established grade lines. Ends of tie wires shall be cut off flush at all other, unexposed locations. Care
shall be taken to match adjacent finishes of exposed concrete surface. After patching, all concrete that is
to remain exposed, shall be sacked with a grout mixture of 1-part cement, 1 1/2- parts fine sand and
sufficient water to produce a consistency of thick paint. After first wetting the concrete surface, apply
mixture with a brush and immediately float entire surface vigorously using a wood float. Keep damp
during periods of hot weather. When set, excess grout shall be scraped from wall with edge of steel
trowel, allowed to set for a time, then wiped or rubbed with dry burlap. Entire finishing operation of any
area shall be completed on the same day. This treatment shall be carried to 4" below grade, and all
patching and sacking shall be done immediately upon removal of the forms.

3.10 CURING

A. Cured Concrete in Forms: Keep forms and top on concrete between forms continuously wet until
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removal of forms, 7 days minimum. Maintain exposed concrete in a continuous wet condition for 14
days following removal of forms.

B. Flatwork/Variable Height Curbs: Cure utilizing Curing Compound. If applicable, the Contractor shall
verify that the approved Curing Compound is compatible with the approved colorant system. Upon
completion of job, wash clean per manufacturer’s recommendations.

1. Curing compound shall be applied in a wet puddling application. Spotty applications shall be reason
for rejection and possibly concrete removal and replacement at the contractor’s expense with no
compensation from the owner.

C. No Curing Compound shall be applied to areas scheduled to receive resilient track surface including,
curbs, ramps, run ways, etc.

3.11 DEFECTIVE CONCRETE

A. Determination of defective concrete shall be made by the Architect or Engineer. His opinion shall be
final in identifying areas to be replaced, repaired or patched.

B. The Owner reserves the right to survey the flatwork if it is determined to be outside of the maximum
tolerance for flatness. If the flatwork is found to be out of tolerance, then the Contractor will be
required to replace concrete. The Contractor will be responsible for reimbursing the Owner for any
surveying costs incurred. Determination of flatwork flatness, surveying and any remedial work must be
completed far enough in advance so that the project schedule is maintained, delays are avoided and the
new flatwork or flatwork repairs are properly cured.

C. Asdirected by Architect, cut out and replace defective concrete. All defective concrete shall be removed
from the site. No patching is to be done until surfaces have been examined by Architect and permission
to begin patching has been provided.

D. Permission to patch any area shall not be considered waiver of right, by the Owner, to require removal
of defective work, if patching does not, in opinion of Architect, satisfactorily restore quality and
appearance of surface.

E. Defective concrete is:

1. Concrete that does not match the approved mix design for the given installation type.

2. Concrete not meeting specified 28-day strength.

3. Concrete which contains rock pockets, voids, spalls, transverse cracks, exposed reinforcing, or
other such defects which adversely affect strength, durability, or appearance.

4. Concrete which is incorrectly formed, out of alignment or not plumb or level.

5. Concrete containing embedded wood or debris.

6. Concrete having large or excessive patched voids which were not completed under Architect's
direction.

7. Concrete not containing required embedded items.

8. Excessive Shrinkage, Traverse cracking, Crazing, Curling; or Defective Finish. Remove and
replace if repair to an acceptable condition is not feasible.
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9. Concrete thatis unsuitable for placement or has set in truck drum for longer than 90 minutes
from the time it was batched.

10. Expansion joint felt that is not isolating the full depth of the concrete section, and recessed as
required for backer rod and sealant where required.

11. Concrete that is excessively wet or excessively dry and will not meet the minimum or
maximum slump required per mix design.

12. Finished concrete with oil stains from equipment use, and or rust spots that cannot be
removed.

13. Control joints (weakened planed joints) that do not meet the required minimum depth
shown on the drawings.

Patching: Install specified Patching Mortar per manufacturer’s recommendations. REPAIRS TO
DEFECTIVE CONCRETE WHICH AFFECT THE STRENGTH OF ANY STRUCTURAL CONCRETE MEMBER
OR COMPONENT ARE SUBJECT TO APPROVAL BY THE ARCHITECT.

3.12 CONCRETE TESTING

A. Comply with CBC Section 1903A, 1905A.1.16, 1910A and 1705A.3 and as specified in B. below. Costs of
tests will be borne by the Owner.

B. Four identical cylinder samples for strength tests of each class of concrete placed each day shall be
taken not less than once a day, or not less than once for each 50 cubic yards of concrete, or not less
than once for each 2,000 square feet of surface area for slabs or walls. In addition, samples for strength
tests for each class of concrete shall be taken for seven-day tests at the beginning of the concrete work
or whenever the mix or aggregate is changed.

C. Strength tests will be conducted by the Testing Lab on one cylinder at seven (7) days and two cylinders
at twenty-eight (28) days. The fourth remaining cylinder will be available for testing at fifty-six (56) days
if the 28-day cylinder test results do not meet the required design strength.

D. On a given project, if the total volume of concrete is such that the frequency of testing required by
paragraph B. above would provide less than five strength tests for a given class of concrete, tests shall
be made from at least five randomly selected batches or from each batch if fewer than five batches are
used.

E. Cost of retests and coring due to low strength or defective concrete will be paid by Owner and back-
charged to the Contractor.

F. Each truck shall be tested for slump before concrete is placed.

3.13 REMOVAL OF FORMS

A. Remove without damage to concrete surfaces.

B. Sequence and timing of form removal shall insure complete safety of concrete structure.

C. Forms shall remain in place for not less than the following periods of time. These periods represent
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cumulative number of days during which temperature of air in contact with concrete is 60 degrees F and
above.

1. Vertical forms of foundations, walls and all other forms not covered below: 5 days.
2. Slab edge screeds or forms: 7 days.
3. Concrete columns and beam soffits: 28 days.

D. Concrete shall not be subjected to superimposed loads (structure or construction equipment) until it has
attained its full design strength and not for a period of at least 21 days after placing. Concrete systems
shall not be subjected to construction loads in excess of design loads.

3.14 CLEANING
A. Refer to Section 01 74 00.

B. Upon completion of work of this Section promptly remove from the working area all scraps, debris, and
surplus material of this Section.

C. Clean excess material from surface of all concrete walks and utility structures.

D. Power wash all concrete surfaces to remove stains, dried mud, tire marks, and rust spots.

END OF SECTION
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SECTION 323113

CHAIN LINK FENCES AND GATES

PART 1 - GENERAL

1.01 SUMMARY
A. SECTION INCLUDES
1. Fence framework, fabric, and accessories.
2. Excavation for post bases; concrete foundation for posts.
3. Manual gates and related hardware.
B. RELATED SECTIONS
1. The General Conditions, Supplementary Conditions and Division 1 are fully applicable to this
Section, as if repeated herein.
2. Section 32 16 00: Site Concrete.
1.02 REFERENCES
A. ANSI/ASTM A123 - Zinc (Hot Dip Galvanized) Coatings on Iron and Steel Products.
B. ANSI/ASTM F567 — Installation of Chain link Fence.
C. ASTM A153 - Zinc Coating (Hot-Dip) on Iron and Steel Hardware.
D. ASTM C94 — Ready-mixed Concrete.
E. Chain link Fence Manufacturers’ Institute (CLFMI) — Product Manual.
1.03  SYSTEM DESCRIPTION
A. Fence Height: 6’-0” unless otherwise noted.
B. Line Post Spacing: At intervals not exceeding 10 feet.
1.03  SUBMITTALS
A. Submit shop drawings and product data under provisions of Section 01 33 00.
1.04 QUALITY ASSURANCE
A. Manufacturer: Company specializing in manufacturing the products specified in this section with
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minimum three years’ experience.
Installer: Company specializing in installations of chain-link fencing with a minimum of five years of

experience. If any welding is required provide welders’ certificates, verifying AWS qualification
within the previous 12 months.

FIELD MEASUREMENTS
A. Verify field measurements are as indicated on shop drawings.
WARRANTY

A. Manufacture of slats to provide a 25 year warranty against color fading and breakage of slats.

PART 2 — PRODUCTS

2.01 MATERIALS
Fabric:
1. Type C - Non-Slatted Fabric: Black vinyl coated tight weave: 2” mesh, 9-gauge zinc coated steel
wire coated with black vinyl, top selvage knuckled tight, bottom selvage knuckled end closed.
Posts to be powder coated where vinyl coated fabric occurs. Finish: ASTM F 668 Class 2b, 7mil
(0.18 mm) thickness thermally fused over zinc-coated wire. Color shall be: BLACK.
Line Posts: ASTM F1083 SCH 40 galvanized, round, 2.875 inch diameter.
Terminal and Corner Posts: ASTM F1083 SCH 40 galvanized, round, 4.000 inch diameter.
Gate Posts: ASTM F1083 SCH 40 galvanized, round, 4.0 inch diameter.
Gate Frame: 1-7/8 inch SCH 40 galvanized diameter, for fittings and truss rod fabrication.
Top Rail, Middle Brace Rail and Bottom Rail: ASTM F1083 SCH 40 galvanized, round, 1.66 inch
diameter, plain end, sleeve coupled at top.
Tie Wires: 9 gauge galvanized steel wire.
Concrete: ASTM C94; Portland Cement, 2,500 PSI strength at 28 days, 3 inch slump; one inch
maximum sized coarse aggregate.
Kickplate: 12 ga. Steel hot dipped galvanized.
Cane Bolt Receiver: 1-1/4” x 8” galvanized pipe.
2.02  ACCESSORIES
A. Caps: Cast steel galvanized; sized to post diameter, set screw retainer.
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Fittings: Sleeves, bands, clips, rail ends, tension bars, fasteners, and fittings; steel galvanized.

2.03  FINISHES

A

B.

Components and Fabric: Galvanized to ANSI/ASTM A123; 1.2 oz./sq. ft.

Hardware: Galvanized to ASTM A153, 1.2 oz./sq. ft. coating.

C. Accessories: Same finish as framing.

PART 3 - EXECUTION

3.01  INSTALLATION

A. Install framework, fabric, accessories, and gates in accordance with ANSI/ASTM F567-93 and
manufacturer’s instructions.

B. Drill caissons to diameter and depth as shown in the drawings, and or details. Clean holes and
remove all loose dirt to a hard undisturbed bottom.

1. When placing fence posts in existing asphalt, the existing asphalt shall be cored drilled with a
diamond core hole saw 3’ larger than the caisson diameter. Under no circumstances shall an
auger dirt bit be used to drill through the asphalt.

2. When placing fence posts where the new surrounding finish surface will be asphalt, the fence
posts shall be placed first before the asphalt is laid. Top of post caisson shall be at the top of
aggregate base.

C. Setintermediate, terminal and gate posts plumb in concrete caisson. Slope top of concrete for water
runoff. Use concrete vibrator in each caisson during concrete placement to settle and seat concrete.

D. Line, Terminal, and Gate Post Footing Depth Below Finish Grade: 42 inches and 12 inches diameter.

E. Brace each gate and corner post to adjacent line post with horizontal center brace rail and diagonal
truss rods. Install brace rail, on bay from end and gate post.

F. Provide top rail through line post tops and splice with 6 inch long rail sleeves.

G. Install center and bottom rails all around enclosure.

H. Stretch fabric between terminal posts.

I. Position bottom of fabric 1 inch above finished grade.

J. Fasten fabric to top, center and bottom rail and line posts with tie wire at maximum 12 inches on
centers.

K. Attach fabric to end, corner and gate posts with tension bars and tension bar clips at 12 inches on
center.
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L. All field welding to be performed by certified welder and all welds are to be ground down smooth
and treated.

M. All areas of welds are to be thoroughly cleaned, fluxed, and treated with galvanizing zinc “Hot Stick.”
Do not over heat pipe when treating.
3.02 ERECTION TOLERANCES
A. Maximum variation from plum: 1/8 inch.
B. Maximum offset from true position: 3/8 inch.

C. Components shall not infringe adjacent property lines.

END OF SECTION
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SECTION 32 80 00

IRRIGATION

PART 1 - GENERAL

Construction Documents and general provisions of the Contract, including General and Supplementary Conditions
and Division 01 Specification sections, apply to this section.

1.01 SUMMARY

A

oukwnN

DESCRIPTION

1. Scope of Work: Furnish all labor, materials, tools, equipment, and transportation required to
perform and complete the installation of an automatic sprinkler irrigation system, including all
piping, sprinkler heads, controls, connections, testing, etc. as shown on the Drawings and as
specified herein. The water source for this project is potable water.

2. Utilize and accept as standards manufacturer’s recommendations and/or installation details for
any information not specifically detailed on the Drawings.

RELATED SECTIONS

The General Conditions, Supplementary Conditions and Division 1 are fully applicable to this Section,
as if repeated herein.

Section 03 10 00 - Concrete Forming.

Division 26 — Electrical.

Section 31 00 00 — Earthwork.

Section 32 16 00 - Site Concrete.

Section 32 90 00 — Landscaping.

1.02  SUBMITTALS

A. Comply with requirements of Section 01 33 00 — Submittal Procedures.

B. Product names are used as standards; provide proof as to equality of any proposed material and do
not use other materials or methods unless approved in writing by the Owner’s Representative. Submit
no more than one request for substitution for each item. The decision of the Owner’s Representative
is final.

C. Use equipment capacities specified herein as the minimum acceptable standards.

D. List materials in the order in which they appear in Specifications; include substitutions. Submit the list
for approval by the Owner’s Representative.

E. Make any mechanical, electrical, or other changes required for installation of any approved,
substituted equipment to satisfaction of Owner’s Representative and without additional cost to
Owner. Approval by Owner’s Representative of substituted equipment and/or dimensional drawing
does not waive these requirements.
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F. Do not construe approval of material as authorization for any deviations from Specifications unless
attention of Owner’s Representative has been directed to specified deviations.

G. Record Drawings: Upon completion of work, and as a precedent to final payment, deliver to Owner’s
Representative one complete set of reproducible originals of Drawings showing work exactly as
installed

1. Regularly update plans of the system and any changes made to the system throughout the project.
Record all changes on this plan before trenches are backfilled.
2. Record the as-built information on reproducible plans provided by the Architect. Complete and
submit the Record Drawings to the Architect before applying for payment for work installed.
3. As-built drawings are to be completed electronically with a pdf editing software or computer
aided drafting software. As-built drawing done by hand will not be accepted for final submittal.
4. Show the following on the Record Drawings accurately to scale and dimensioned from two
permanent points of reference:
a. Distance of mainline from nearby hardscape.
b. Location of automatic control valves, quick couplers, and gate valves.
c. Location and size of all sleeves.
d. Location of automatic control wires and spares.

H. Operation Manuals: Deliver two complete sets of manufacturer's warranties, Contractor guarantees,
instruction sheets, parts lists, and operation manuals to the Architect before requesting final
acceptance of the project. Do not request final inspection until the sets are approved.

1.03  QUALITY ASSURANCE

A. Qualifications of Contractor: Work must be completed by a licensed Landscape Contractor. Provide
proof of five years of continuous experience in landscaping and irrigation of projects of similar size
(+\- 20% of the construction cost) and scope for education campuses. Contractor to have a minimum
of two projects either completed or in construction in the last five years.

B. Work Force: Ensure that an experienced foreman is present at all times during installation. Keep the
same foreman and workers on the job from commencement to completion.

C. Reviews: Specifically request reviews of all items listed below in “Inspection Requirements” prior to
progressing to the next level of work.

D. Certification: Ensure that the contractor installing the Central Control System is trained and certified
in the installation of the Central Control System. The training and certification must have been
completed within two years prior to the installation date.

E. Standards:

1. Provide work and material in full accordance with the rules and regulations of the California
Electric Code; the California Plumbing Code; and other applicable state or local laws or
regulations.

2. Furnish, without extra charge, additional material and labor required to comply with these rules
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and regulations, though the work may not be specifically indicated in the Specifications or
Drawings.

Where the Specification requirements exceed those of the above-mentioned codes and
regulations, comply with the requirements in the Specifications.

Comply with the requirements of Section 01 77 00 — Closeout Procedures.

Inspection Requirements

Request and hold a pre-construction meeting prior to beginning the work of this Section. Parties
required to be in attendance are the Landscape Contractor, Project Inspector, Owner’s
Representative, and the Landscape Architect.

Prior to commencement of the work of this Section, obtain written verification from the project
Civil Engineer that the rough grade in landscape areas is in conformance with Section 31 00 00 -
Earthwork.

Obtain verification from Project Inspector for the following at the appropriate times during
construction and prior to further progression of work in this Section:

a. Pressure testing of all mainlines and lateral lines (See “Hydrostatic Tests — Open Trench” in
Part 3.05 of this Section),

Trench depth,

Sleeves under pavement,

Flushing of all mainlines and lateral lines,

Installation of mainline thrust blocks,

Installation of Leemco joint restraints and bolts,

Backfill and pipe bedding,

Layout of heads,

Operation of system and coverage adjustments (with Landscape Architect) after system is
fully automated and operational, backfill of trenching is completed, and surface has been
restored to original grades.

i

In case of failure to obtain any verification by the Project Inspector as required above, remove
and replace work as necessary to obtain the verification at no additional cost to the Owner.

1.04  DELIVERY, STORAGE, AND HANDLING

A. Use all means necessary to protect irrigation system materials before, during, and after installation

and to protect related work and material.

B. Handle plastic pipe carefully, especially protecting it from prolonged exposure to sunlight. Store pipe

on beds that are the full length of the pipe, and keep pipe flat and off the ground with blocks.

1.05 PROJECT/SITE CONDITIONS

A. Information on Drawings relative to existing conditions is approximate. During progress of
construction, make deviations necessary to conform to actual conditions, as approved by Owner’s
Representative, without additional cost to Owner. Accept responsibility for any damage caused to
existing services. Promptly notify Owner’s Representative if services are found which are not shown
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on Drawings.

Protect existing utilities within construction area. Repair damages to utility lines that occur as a result
of operations of this work.

Verify dimensions at building site and check existing conditions before beginning work. Make changes
necessary to install work in harmony with other crafts after receiving approval by Owner’s
Representative.

1.06  WARRANTY

A

Guarantee all workmanship and materials hereunder against defective workmanship and materials,
including damage by leaks and settlement of irrigation trenches, for the duration specified in Division
01 of these Specifications. (The Contractor is not responsible for vandalism or theft after date of final
acceptance.)

1.07  SYSTEM STARTUP

B.

Central Control System

1. Install controllers, master valves, flow sensors, ground system, wiring, cables, Ethernet, and any
other components not shown on the Drawings.

2. Request that the manufacturer’s representative participate and/or direct the start-up of the
Central Control System. Start-up shall include all testing and settings for the following:

Flow sensor

Grounding

Wire connections

Pump start

Bypass

Overall instruction

SoD oo oo

3. Upon successful completion of testing by the technician from [enter technician company], request
that a checklist/certification be completed and signed by the technician. Deliver copies of the
certification to both the Owner’s Representative and the Landscape Architect prior to the
commencement of the landscape maintenance period.

4. Run the system; record the flows per valve and report them to the Owner’s Representative.

1.08 MAINTENANCE

A.

Furnish three complete sets of operating maintenance instructions bound in a hardback binder and
indexed. Start compiling data upon approval of list of materials. Do not request final inspection until
booklets are approved by Owner’s Representative.

Incorporate the following information in these sets:

1. Complete operating instructions for each item of irrigation equipment.
2. Typewritten maintenance instructions for each item of irrigation equipment.
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3. Manufacturer's bulletins which explain installation, service, replacement parts, and maintenance.
4. Service telephone numbers and/or addresses posted in an appropriate place as designated by
Owner’s Representative.

PART 2 - PRODUCTS
2.01  MATERIALS

A. Use materials as specified; any deviation from the Specifications must first be approved by the
Owner’s Representative in writing. All material containers or certificates shall be clearly marked by
manufacturer as to contents for inspection.

B. Automatic Controller: Existing

C. Master Valves and Flow Sensors: see design standards.
D. Automatic Control Valves: see design standards.

E. Drop Control Kit: see design standards.

F. Gate Valve: see design standards.

G. Pipe and Fittings:

1. PVC pipe: for all mainline and lateral lines, PVC schedule 40 up to 3” size and PVC Class 200 for 4”
and larger.

2. PVC fittings three-inch (3”) size and smaller: High impact, standard weight, Schedule 40, molded
PVC as manufactured by George Fischer, Lasco, Spears, or approved equal. [LEEMCO APPLICATION
- PVC fittings for mainline two inches (2”) and smaller and all lateral lines: High impact, standard
weight, Schedule 40, molded PVC as manufactured by George Fischer, Lasco, Spears, or approved
equal.]

3. PVC fittings four-inch (4”) size and larger: High impact, standard weight, Class 200 gasketed,
molded PVC as manufactured by George Fischer, Lasco, Spears, or approved equal. [LEEMCO
APPLICATION - Ductile iron fittings for all mainline fittings two and one-half inches (2 %") and
larger: Leemco joint restraint fittings or approved equal.]

4. All plastic pipe and fittings: Continuously and permanently marked with manufacturer's name,
type of material, IPS size, schedule, NSF approval, and code number.

5. Threaded PVC pipe and nipples: IPS Schedule 80 when necessary to use threaded connections to
gauges, valves, or control valves. Threaded adapters may be used in place of nipples when making
pipe to valve connections.

6. Use 45-degree fittings for changes in depth of pipe, and at transition from main line to automatic
control valves.

7. Piping above ground: Schedule 40 galvanized steel with cast-iron fittings.

8. Piping used for electrical purposes to be Schedule 40 PVC Rigid Nonmetallic Conduit electrical
conduit.

H. PVC Primer: Weld-On P-70 Purple Primer or approved equal.
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I.  PVCGlue: Weld-On 711 Gray heavy bodied PVC Cement or approved equal.
J.  Sprinkler Heads: [see design standards].

K. Quick Coupler Valves: Rainbird 44np or approved equal.

L. All Valve Boxes and Covers:

1. Turf and Hardscape Areas: Concrete manufactured with steel checker plate lid with “Irrigation —
Non-Potable” permanently embossed on cover. Christie or approved equal.

2. Shrub Areas: Plastic manufactured with “Irrigation-Non-Potable” permanently embossed on
cover.

M. Automatic Sprinkler Control Wire:

1. Connections between remote control valves and controller: 14 AWG direct burial plastic
polyethylene (PE) insulated wire, Paige Electric P7079D or approved equal. Common wire to be
white, and lead wire to be colored. If multiple controllers are used, a different color is to be used
for each controller's lead wire. (Use red for the first controller). Spare wires are to be yellow.

2. UL Listed waterproof sealing pack for wire connections: 3M DBR/Y-6, or approved equal.

3. Provide adequate working space around electrical equipment in compliance with local codes and
ordinances.

4. Electrical, other than low voltage, such as power wiring, conduit, fuses, thermal overloads and
disconnect switches, is included under Division 26 of these Specifications.

P. Trace Wire:

1. Direct burial #12 AWG Solid, steel core soft drawn tracer wire, 250# average tensile break load,
30 mil high molecular-high density polyethylene jacket complying with ASTM-D-1248, 30-volt
rating. Color shall be green.

2. Connectors: UL Listed waterproof sealing pack for wire connections: 3M DBR/Y-6, or approved
equal.

Q. Master Valve and Flow Sensor Wire:

1. Master valve wires are to be 14 AWG direct burial plastic polyethylene (PE) insulated wire, Paige
Electric P7079D or approved equal. Wire color to be blue for the lead and white for the common.
If there are two master valves, the second master valve wire is to be blue/white striped for the
lead and white for the common.

2. Flow sensor wires are to be 14 AWG direct burial plastic polyethylene (PE) insulated wire, Paige
Electric P7079D or approved equal. Wire color to be black for the lead and white for the common.
If there are two flow sensors, the wires leading to each flow sensor is to be a different color.

R. Unions And Flanges:

1. Steel unions and flanges two inches (2”) and smaller: 150 Ib. screwed black (brass to iron seat) or
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galvanized malleable iron (ground joint).

2. Steel unions and flanges two and one-half inches (2 4”) and larger: 150 Ib. black flange union, flat-
faced, full gasket.

3. Gaskets: One-sixteenth inch (1/16”) thick rubber Garlock No. 122, Johns-Manville or approved
equal.

4. Flange Bolts: Open-hearth bolt steel, square heads with cold pressed hexagonal nuts, cadmium
plated in ground. Provide copper-plated steel bolts and nuts or brass bolts and nuts for brass
flanges.

S. Pipe Supports: Adjustable saddle support type support.
T. Valve Identification Tags: Christy’s irrigation ID tags, standard yellow color or approved equal.

U. Sand for Trench Backfill: Natural sand, free of roots, bark, sticks, rags, or other extraneous material.

PART 3 - EXECUTION
3.01 EXAMINATION
A. Locations of existing utilities and other improvements shown on the Drawings are approximate. Verify
existing conditions and, should any utilities be encountered that are not indicated on the plans, notify
the Owner’s Representative immediately. Accept responsibility for any damages caused to existing
services.
3.02 PREPARATION
A. Scheduling: Notify the Project Inspector prior to commencing and/or continuing the work of this
Section. Remove and replace, at no cost to Owner, any work required as a result of failure to give the
appropriate notification.
B. Examination: Examine conditions of work in place before beginning work; report defects.
C. Measurements: Take field measurements; report variance between plan and field dimensions.
D. Protection: Maintain warning signs, shoring and barricades as required. Prevent injury to, or
defacement of, existing improvements. At no additional cost to Owner, repair or replace items

damaged by installation operations.

E. Surface Preparation: Prior to beginning sprinkler irrigation work, complete placement of topsoil as
specified in Section 31 00 00 — Earthwork. Notify Project Inspector of irregularities if any.

3.03  INSTALLATION
A. Master Valves and Flow Sensor

1. Master Valve: Install as per manufacturer’s recommendation. Connect master valve wiring to the
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automatic controller. Install wire in a conduit. Wire is not to have any splices between the valve
and the controller.

2. Connect Master Valve to decoder cable using a single-station line decoder.

3. Flow Sensor: Install as per manufacturer’s recommendation. When using a “saddle” installation,
install at the correct depth in the pipe and orientate the paddle properly for accurate reading of
flow. Connect flow sensor wire to the automatic controller. Install wire in a conduit. The wire is
not to have any splices between the valve and the controller.

4. Connect Flow Sensor to decoder cable using a sensor decoder.

B. Control Wires

1. General: Install control wires beneath sprinkler main line whenever possible; tape wires to
mainline pipe. Provide one spare wire for each controller.

2. Slack Wire: Provide eighteen inches (18”) of slack wire for each wire connected to automatic

control valve. Slack wire shall be coiled and left in the valve box. Tape wires in bundles every ten

feet (10’); do not tape wires in sleeves.

Expansion and Contraction: Snake wire in trench to allow for contraction of wire.

4. Wire Passing Under Existing or Future Paving or Construction: Encase in PVC Schedule 40 or
galvanized steel conduit extending at least twelve inches (12”) beyond edges of paving or
construction.

5. Wire Connections: Install wire connections in a waterproof sealing pack.

6. Wire Splicing: Permit splicing only on runs exceeding 500 feet. Locate all splices within valve
boxes.

7. Wire Termination: Install wire in a valve box with eighteen inches (18”) of slack wire coiled and
individually capped with approved waterproof sealing pack.

8. Spare Wire: Install two (2) spare wires along each wire path. If there is more than one wire path
from the controller, the contractor to install two (2) spare wires per path. Provide eighteen inches
(18”) of slack wire at each automatic control valve.

w

D. Trace Wire

1. General: Install trace wire above sprinkler main line whenever possible; tape wire to mainline pipe
at 10’ intervals to ensure the wire remains adjacent to the pipe.

2. Wire Connections: Install wire connections in a waterproof sealing pack.

3. Trace wire access points shall be accessible at all automatic control valves.

4. At all mainline end caps, a minimum of six feet (6’) of tracer wire shall be coiled and secured to
the cap for future connections. The end of the tracer wire shall be spliced to the wire of a six-
pound zinc anode and is to be buried at the same elevation as the irrigation mainline.

5. Testing: The contractor shall perform a continuity test on all trace wires in the presence of the
client. If the trace wire is found to be not continuous after testing, Contractor shall repair or
replace the failed segment of the wire.

E. Automatic Control Valves and Quick Coupler Valves
1. Install where shown and where practical; place no closer than twelve inches (12”) to walk edges,

building walls, or fences. Refer to detail for example.
2. Thoroughly flush mainline before installing valve.
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3. Install valves in ground cover areas where possible. Valves shall be installed with lid flush to finish
grade of soil. Upon acceptance of 90-day maintenance period, contractor shall cover boxes with
bark mulch.

F. Piping

1. General: Install in conformance with reference standards, manufacturer’s written directions, as
shown on Drawings and as herein specified.

2. Workmanship:
a. General: Install sprinkler irrigation equipment in planted areas throughout the site.
b. Coordination: Organize location of sleeves with other trades as required.

3. Pipeline Assembly:

a. General:

1) Cutting: Cut pipe square; remove rough edges or burrs.

2) Solvent-welded Connections: Use materials and methods recommended by the pipe
manufacturer.

3) Brushes: Use non-synthetic brushes to apply solvents and primer.

4) Cleaning: Clean pipe and fittings of dirt, moisture, and debris prior to applying solvent or
primer.

5) Assembly: Allow pipe to be assembled and welded on the surface or in the trench.

6) Expansion and Contraction: Snake pipe from side to side of trench to allow for expansion
and contraction.

7) Location: Locate pipes as shown on Drawings except where existing supply valves, utilities

or obstructions prohibit or where slight changes are approved to better suit field
conditions.

b. Elastomeric Seal (Gasket) Joints:

1)
2)
3)

4)
5)

General: Assemble in strict conformance with the pipe manufacturer’s instruction.
Rubber Rings: Use rubber rings specific for water service systems.

Cleaning: Thoroughly clean ring and groove of dirt, moisture and debris using a clean, dry
cloth. Do not use solvents, lubricants, cleaning fluids, or other material for cleaning.
Seating: Properly seat ring in groove.

Spigot: Clean spigot-end of pipe as in “Cleaning” above prior to applying lubricant
recommended by pipe manufacturer. Insert spigot into bell and seat to full depth
required.

c. Connections:

1)

Threaded Plastic Pipe Connection:

a) Use Teflon tape or pipe joint compound.

b) When assembling to threaded pipe, take up joint no more than one full turn beyond
hand-tight

Metal Valves and Plastic Pipe: Use threaded plastic male adapters.

Metal to Metal Connections:

a) Use specific joint compound or gasket material for type of joint made. Where pipe of
dissimilar metals are connected, use dielectric fittings.

b) Where assembling, do not allow more than three full threads to show when joint is
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made up.

4) Where assembling soft metal (brass or copper) or plastic pipe, use strap-type friction
wrench only; do not use a metal-jawed wrench.
5) Threading:

a) Do not permit the use of field-threading of plastic pipe or fittings. Use only factory-
formed threads.

b) Use factory-made nipples wherever possible. Permit the use of field-cut threads in
metallic pipe only where absolutely necessary. When field-threading, cut threads
accurately on axis with sharp dies.

c) Use pipejoint compound for all threaded joints. Apply compound to male thread only.

d. Sleeves and conduits:
1) Use sleeves of adequate size to accommodate retrieval for repair of wiring or piping and
extend a minimum of twelve inches (12”) beyond edges of walls or paving.
2) Provide removable, non-decaying plug at end of sleeve to prevent entrance of soil.

e. Unions: Locate unions for easy removal of equipment or valve.

f. Joint Restraints: Install per manufacturer’s recommendations.

g. Capping: Plug or seal opening as lines are installed to prevent entrance materials that
would obstruct pipe. Leave in place until removal is necessary for completion of
installation.

h. Drip Irrigation Tubing: Install as per Drawings.

G. Sprinkler Heads

1. Sprinkler heads: Locate as shown on the Drawings except where existing conditions prohibit, or
slight changes are approved to achieve as good or better coverage under the same conditions. Do
not allow sprinkler head spacing to exceed the maximum shown on the Drawings. Plumb heads.

2. Handling, Assembly of Pipe, Fittings, and Accessories: Allow only skilled tradesmen to handle and
assemble pipe, fittings, and equipment. Keep interior of pipes, fittings and accessories clean at all
times. Close ends of pipe immediately after installation; leave closure in place until removal is
necessary for completion of installation. Do not permit bending of pipe.

3. Flushing: Remove end heads and operate system at full pressure until all rust, scale, and sand is
removed. Divert water to prevent ponding or damage to finished work.

4. Coverage: Accept responsibility for full and complete coverage of irrigated areas to satisfaction of
Landscape Architect and make necessary adjustments to better suit field conditions at no
additional costs to Owner.

3.04 CONSTRUCTION
A. Grading

1. |Install all irrigation features to their finished grade and at depths indicated. Complete and /or
accommodate all rough grading and/or finish grading before commencing with trenching.

B. Layout
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1. Layoutworkasaccurately as possible to Drawings. Drawings are generally diagrammatic to extent
that swing joint offsets and fittings are not shown. Record all changes on the Record Drawings.

2. Do not willfully install the irrigation system as shown on Drawings when it is obvious, in the field,
that obstructions or other discrepancies exist which may not have been considered in the design.
Notify Owner’s Representative of discrepancies before proceeding.

C. Excavating And Trenching

1. General: Perform excavations as required for installation of work included under this Section,
including shoring of earth banks to prevent cave-ins. Restore surfaces, existing underground
installations, etc., damaged or cut as result of this work to their original condition and in a manner
approved by the Landscape Architect.

2. Width:

a. Make trenches wide enough to allow a minimum of six inches (6”) between parallel pipelines
and three inches (3”) between side of pipe and side of trench. Do not allow stacking of pipe
within trench.

b. Allow a minimum clearance of twelve inches (12”) in any direction from parallel pipes of other
trades.

3. Preparation of Excavations: Remove rubbish and rocks from trenches. Bed pipe on a minimum of
three inches (3”) of clean, rock-free soil to provide a firm, uniform bearing for entire length of
pipeline. Cover pipe with a minimum of three inches (3”) of clean, rock-free soil. If clean, rock-
free soil is not available, use sand for pipe bedding and three inches (3”) of backfill above the pipe.
The remainder of the trench backfill material can be native soil. Do not allow wedging or blocking
of pipe.

4. Minimum depth of cover: Unless shown otherwise, provide the following minimums:

a. Mainline: twenty-four inches (24”) cover.
b. Lateral line: twelve inches (12”) cover for spray heads, and eighteen inches (18”) cover for
rotor heads.

5. Conflicts with other trades:
a. Hand-excavate trenches where potential conflict with other underground utilities exist.
b. Where other utilities interfere with irrigation trenching and piping work, adjust the trench
depth as instructed by Owner’s Representative.

D. Thrust Blocks

1. To resist system pressure on ring-tite PVC pipe and PVC fittings, provide thrust blocks at any
change of direction, change of size, dead end, and/or valves at which thrust develops when closed.
See thrust block details for examples.

2. Use cast-in-place concrete and size thrust blocks based on an average soil-safe bearing load of
700 lbs. per square foot.

3. Form thrust blocks in such a manner that concrete comes in contact only with the fittings. Place
thrust block between adequately compacted soil and the fitting.

4. Thrust blocks are to be constructed of concrete with a minimum of 2500psi.

5. Thrust blocks are to be free, separate, and independent of adjacent or nearby thrust blocks.
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E. Backfill And Compacting

1.

4.

General: Do not begin until hydrostatic tests are completed. When system is operating and after

required tests and inspections have been made, backfill trenches under paving areas to the

compaction rate specified in Section 31 00 00 — Earthwork.

Place backfill in six-inch (6”) layers and compact with an acceptable mechanical compactor.

a. Compact backfill material in landscape areas to eighty-five percent (85%) maximum dry
density of the soil.

b. If settlement occurs along trenches, make adjustments in pipes, valves, and sprinkler heads,
soil, sod or paving as necessary to bring the system, soil, sod or paving to the proper level or
the permanent grade, without additional cost to the Owner.

Excess Soil: Remove all rocks, debris, and excess soil that results from sprinkler irrigation trenching
operations, landscape planting, and soil preparation operations off site at no additional cost to
the Owner. If soil meets topsoil requirements in Section 31 00 00 — Earthwork, it may be used for
finish grading.

Finishing: Dress-off areas to eliminate construction scars.

F. Flushing Lines

1.

Thoroughly flush lines prior to installing valves, performing hydrostatic testing, or installing
sprinklers. Divert water to prevent washouts.

G. Concrete Work

1.

Underground anchors and pads for valves boxes are included under this Section of Specifications.
Concrete shall have a minimum strength of 2500 psi. The slump test shall be a four inch (4”)
maximum slump. At twenty-eight days, the concrete shall have a minimum strength of 2500 psi.
Use materials and mix in accordance with ASTM C 94. Refer to Section 32 16 00 - Site Concrete.

3.05  FIELD QUALITY CONTROL

A. Visual Inspection: Verify that all pipe is homogenous throughout and free from visual cracks, holes,
or foreign materials. Inspect each length of pipe. All materials are subject to impact test at the
discretion of the Landscape Architect.

B. Hydrostatic Tests — Open Trench:

1. Center-load piping with a small amount of backfill to prevent arching or slipping under pressure.

2. Request the presence of the Project Inspector in writing at least forty-eight hours in advance of
testing.

3. At no additional cost to Owner, test in the presence of the Project Inspector.

4. Apply continuous static water pressure of 100 psi when welded plastic joints have cured at least
twenty-four hours, and with the risers capped, as follows: test main lines and submains for four
hours; test lateral lines for two hours.

5. Repair leaks resulting from tests; and repeat tests.
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6. Test to determine that all sprinkler heads function according to manufacturer's data and give full
coverage according to intent of Drawings. Replace any sprinklers not functioning as specified with
ones that do, or otherwise correct system to provide satisfactory performance.

C. Continuity Testing: Test locating device and control wires for continuity prior to and after back-filling
operations.

3.06 ADJUSTING

A. Adjusting System: Prior to acceptance, satisfactorily adjust and regulate entire system. Set watering
schedule on controller appropriate to types of plants and season of year. Adjust remote control valves
to operate sprinkler heads at optimum performance based on pressure and simultaneous demands
through supply lines.

B. System Layout: Provide reduced prints of Record Document irrigation plans, laminated in four (4) mil.
plastic, of size to fit controller door. Enlarge remote-control valve designations as necessary for

legibility. Color-code areas covered by each station. Affix plans to inside of controller door.

C. Instructions: Upon completion of work, instruct maintenance personnel on operation and
maintenance procedures for entire system.

D. Flow Charts: Record and prepare an accurate flow-rate chart for each automatic control valve.
3.07 CLEANING
Remove debris resulting from work of this Section.

END OF SECTION
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SECTION 32 90 00
LANDSCAPING
PART 1 - GENERAL
1.01 SUMMARY
A. Section Includes:
1. Scope of Work: Furnish all labor, materials, tools, equipment, and transportation required

to perform and complete the following work as specified herein:

2. Soil Preparation and Fertilization
3. Planting
4, Hydroseeding and/or Sodding
5. Weed Control
6. Decomposed Granite
7. Mulch
8. Clean-up
9. Landscape Maintenance Period
10. Guarantee
11. Work not included in this Section: Landscape elements such as concrete walks, fencing,
outdoor lighting, rough grading, and clearing are not a part of this Section unless shown
on the landscape Drawings.
B. Related Sections:
1. The General Conditions, Supplementary Conditions and Division 1 are fully applicable to
this Section, as if repeated herein.
2. Section 31 00 00 — Earthwork.
3. Section 32 80 00 — Irrigation.
1.02 SUBMITTALS
A. See Section 01 33 00 — Submittal Procedures for additional requirements.
B. Plant Material: Within fifteen (15) days after award of contract, locate plant materials required

for construction. Ensure that trees and shrubs are contract- grown from a certified nursery.
Notify Owner’s Representative of plant material “tied off” for review at selected nursery. If
specified material is not obtainable, submit the following to Owner’s Representative: proof of
non-availability, proposal for use of equivalent material, photographs of alternative choices of
plant material. Include clear, written description of type, size, condition, and general character
of plant material.

C. Data Sheets: Provide product data for each type of landscape material indicated in the Drawings
and Specifications.
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D. Samples: Submit samples of the following materials to Landscape Architect for approval:
1. Soil amendment: (3) one-quart zip-locked plastic bags.
2. Bark Mulch: (3) one-quart zip-locked plastic bags.
3. Imported Topsoil: (3) one-quart zip-locked plastic bags. (if needed)
4, Decomposed Granite: (3) one-quart zip-locked plastic bags.
E. Provide soils analysis reports prepared by a qualified soils laboratory in compliance with the Soil
Testing Requirements under “Soil Testing” in Part 3.02 of this Section.
F. Prior to planting, submit copies of all trucking or packaging tags for all soil amendment, fertilizer
and other additives to Landscape Architect so the quantities can be verified.
G. Record Drawings: Upon completion of work, and as a precedent to final payment, deliver to

Owner’s Representative one complete set of reproducible originals of Drawings showing work
exactly as installed.

1.03 QUALITY ASSURANCE

A Qualifications: Work must be completed by a licensed Landscape Contractor. Provide proof of
five years of continuous experience in landscaping and irrigation of projects of similar size
(+\- 20% of the construction cost) and scope for education campuses. Contractor to have a
minimum of two projects either completed or in construction in the last five years.

B. Work Force: Ensure that an experienced foreman is present at all times during installation. Keep
the same foreman and workers on the job from commencement to completion.

C. Reviews: Specifically request reviews of all items listed below in “Inspection Requirements” prior
to progressing to the next level of work. The Owner’s Representative reserves the right to inspect
and reject material, both at place of growth and at site, before and/or after planting, for
compliance with requirements for name, variety, size and quality.

D. Reference Standards: Meet or exceed Federal, State and County laws requiring inspection of all
plants and planting materials for plant disease and insect control.

E. Delivery, Storage, and Handling:
1. Packaged Materials: Deliver packaged materials in original, unopened containers showing

weight, certified analysis, name and address of manufacturer, and indication of
conformance with state and federal laws if applicable.

2. Bulk Materials:
a. Do not dump or store bulk materials near structures, utilities, walkways or
pavements, or on existing turf areas or plants.
b. Provide erosion-control measures to prevent erosion or displacement of bulk

materials, discharge of soil-bearing water runoff, and airborne dust reaching
adjacent properties, water conveyance systems, or walkways.
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C. Accompany each delivery of bulk fertilizers and soil amendments with
appropriate certificates.

F. Plant Material:

10.

11.
12.

13.

14.

Conform to the current edition of Horticultural Standards for quality of Number 1 grade
nursery stock as adopted by the American Association of Nurserymen. Conform to sizes
specified on plant legend. Select plants which have a natural shape and appearance.
Select only plants that are true to name, and tag one of each bundle or lot with the name
of the plant in accordance with the standards of practice of the American Association of
Nurserymen. In all cases, botanical names shall take precedence over common names.
Tag each plant of a patented variety with the variety and identification number, where
applicable, as it is delivered to the job site.

Select only plants which have been nursery-grown in accordance with good horticultural
practices and which have been grown under climatic conditions similar to those in the
locality of the project for at least one year.

Select only plants which are typical of their species or variety; have normal habits of
growth; are sound, healthy, vigorous, well-branched and densely-foliated when in leaf;
are free of disease, insect pests, eggs or larvae; and have a healthy and well-developed
root system.

Select only container stock that has been grown in the containers in which delivered for
at least six (6) months, but not over two (2) years. Provide samples to show that there are
no root-bound conditions.

Do not use plants that are severely pruned or headed-back to meet size requirements.
Do not plant container-grown plants that have cracked or broken balls of earth when
taken from the container. Remove canned stock carefully from cans after containers have
been cut on two sides with tin snips or other approved cutter.

Coordinate a time for the Landscape Architect to inspect the plants upon their delivery to
the project site.

At any time prior to final acceptance, be prepared to replace any plants that are rejected
by the Owner’s Representative because of physical damage to the plant.

Do not remove container-grown stock from containers before time of planting.

Be prepared to replace plants which are rejected by the Owner’s Representative for the
following reasons:

Trunk bark damage caused by sunburn,

Trunk bark wounds caused by rubbing stakes or ties,

Trunk bark damage caused by ties that have girdled the tree,

Tree head development that is lopsided and not symmetrical in form,

Tree branches that cross or touch,

Tree branches with double leaders (unless multi-trunk trees are specified).

Stake shrubs with one-inch by one-inch by eighteen-inch (1”"x1”x18") stakes in such
manner that the stakes are not visible, and tie to upright position if they lean and/or are
not growing in a vertical position.

Furnish quantities necessary to complete the work as shown on the Drawings and, if
necessary, make up for any discrepancies in the quantities given in the Plant List at no

"m0 o0 T
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additional cost to Owner.
G. Decomposed Granite with Binder Mock-up:
1. Install 4 ft wide x 10 ft long mock-up of decomposed granite with Stabilizer additive at

location as directed by owner’s representative for review and acceptance prior to
placement of decomposed granite.

H. Comply with the requirements of Section 01 77 00 — Closeout Procedures.
1.04 INSPECTION REQUIREMENTS

A. Landscape Architect reserves the right to examine and reject plant material both at place of
growth and at site, before and after planting, for compliance with requirements of name, variety,
size, and quality.

B. Request and hold a pre-construction meeting prior to beginning the work of this Section. Parties
required to be in attendance are the Landscape Contractor, Project Inspector, Owner’s
Representative, and Landscape Architect.

C. Obtain verification from Project Inspector for the following at the appropriate times during
construction and prior to further progression of work in this Section:

1. Rough grading is to tolerances specified in Section 31 00 00 — Earthwork.

2. The placement of landscape backfill material is as specified in this Section.

3. Prior to the commencement of the work specified in this Section, the coverage and
operation of the sprinkler irrigation system are as specified in Section 32 80 00 -
IRRIGATION.

4. The soil amendment does not include any metal fragments. (Obtain a letter from the

manufacturer stating that the material submitted for use on this project has no metal or
foreign objects. Submit this letter as part of the Data Sheet submittal package [see
“Submittals and Substitutions” in this Section])

5. Required Test: For each load of soil amendment delivered to the site, spread at least two
cubic yards (2 cy) of material onto a paved surface approximately two inches (2”) deep.
Pass a magnetic rake over the material in two directions. If any metal is found, test the
entire load in the same manner. Perform all testing in the presence of the Project
Inspector.

6. Soil amendments, fertilizer, bark mulch and materials used for hydroseeding have been
delivered to the site by the supplier, the invoices from the supplier indicate the project
name and quantities delivered, and the Project Inspector has received copies of all such
documents.

7. Prior to planting, amendments and conditioners have been incorporated as per pre-
planting recommendations, and planting areas have been made ready to receive planting.

D. In case of failure to obtain any verification by the Project Inspector as required above, remove
and replace work as necessary to obtain the verification at no additional cost to the Owner.
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E. Beginning of Maintenance Period: Verify all work is complete, then request and hold a meeting to
include the Landscape Architect, Project Inspector, Architect and Owner’s Representative for
authorization to begin the landscape maintenance period.

F. End of Maintenance: Verify that all work is complete and acceptable, and that the maintenance
has been completed per specifications; and continue to provide landscape maintenance until the
Owner’s Representative has accepted the work.

1.05 PROJECT/SITE CONDITIONS

A. Provide protection for persons and property throughout progress of work. Use temporary
barricades as required. Proceed with work in such manner as to minimize spread of dust and flying
particles and to provide safe working conditions for personnel. Store materials and equipment
where directed.

B. Existing Construction: Execute work in an orderly and careful manner to protect paving, work of
other trades, and other improvements.

C. Existing Utilities: Provide protection for existing utilities within construction area. At no additional
cost to Owner, repair any damages to utility lines that occur as a result of this work.

D. Landscaping: Protect landscape work and materials from damage due to landscape operations,
operations by other contractors and trades, and trespassers. Maintain protection during
installation and maintenance periods.

E. Paving: Maintain cleanliness of paving areas and other public areas used by equipment, and
immediately remove spillage; remove rubbish, debris, and other material resulting from
landscaping work, leaving site in a safe and clean condition.

F. Planting Schedule / Environmental Requirements

1. Install, establish, and maintain all lawn areas for a minimum of ninety (90) days prior to
date of substantial completion. Coordinate schedule with other work and overall project
schedule. Failure to install lawn areas by this date shall result in assessment of liquidated

damages.

2. Proceed with work in an orderly and timely manner to complete installation of
landscaping within contract limits.

3. Planting Season Limits: Do not plant when grounds are wet or temperature is below 25°

F. Do not proceed with any soil preparation and fertilization if all planting cannot be
completed within Planting Season Limit.

1.06  WARRANTY

A. The guarantee period for lawn and plant material shall be the duration of the landscape
maintenance period, from commencement until final acceptance of the work of this Section. See
Division 01 for other applicable guarantee requirements.
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B. During the guarantee period, repair and/or replace plants and lawn not in satisfactory growing
condition, as determined by Owner’s Representative, without additional cost to Owner. Plants
are to be replaced as per “Landscape Maintenance” in Part 3.05 of this Section, using plants of
the same kind and size specified in plant list.

1.07 MAINTENANCE

A Beginning of Landscape Maintenance Period:

1.

General: Landscape Maintenance Period does not begin until all work is installed and as
determined by Landscape Architect, in writing.

For sod applications, the 90-day maintenance period may begin after the second mow
has occurred and the owner’s representative and landscape architect have approved the
installation. All fences shall be removed.

For Hydroseed applications, the 120-day maintenance period may begin after the lawn
has evenly germinated to an approximated blade height of one and one-half inches (1
"), as determined by Landscape Architect, in writing.

The contractor shall submit a copy of the complete maintenance program for the next 90
days, including a list of proposed chemicals, so the Owner can coordinate the scheduled.
Contractor shall include MSDS for any chemicals proposed to be used and the time that
each chemical will be used. The Owner must be notified at least 24-hours in advance
when maintenance personnel will be on campus and when chemicals will be used. All
maintenance personnel shall be finger-printed per school requirements and shall check-
in at the school office each time they enter the campus.

Central Control System: Upon successful completion of testing by the technician from
[enter technician company], request that a checklist/certification be completed and
signed by the technician. Deliver copies of the certification to both the Owner’s
Representative and the Landscape Architect prior to the commencement of the landscape
maintenance period.

On-site Inspection: When all work is complete, request and hold a meeting to include the
Landscape Architect, Project Inspector, Architect and Owner’s Representative who must
together authorize and determine the start date for the landscape maintenance period.
Coordinate and give notice of the date and time of the on-site meeting to all parties at
least Seventy-two (72) hours in advance.

Acceptability: In cases where the lawn has reached adequate fullness and germination
in some areas but not all, and authorization has not been given to begin the maintenance
period, proceed with mowing, trimming, spraying, etc., as necessary prior to the
beginning of the maintenance period.

B. Duration of Landscape Maintenance Period:

The Landscape Maintenance Period shall continue for a minimum of ninety (90) calendar days for
shrub areas and sodded lawn. Hydroseeded lawn shall be maintained for 120 days. During this
time, continuously maintain all areas involved until final acceptance of the work by the Owner’s
Representative. See Landscape Maintenance Period procedure in Part 3.05 of this Section.
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C. Final Acceptance of the Landscape Maintenance Period:
Request the final inspection Seventy-two (72) hours in advance. If items require attention, hold
on-site meetings until Landscape Architect can certify, in writing, and in concurrence with the
Owner’s Representative, the successful completion of the Landscape Maintenance Period.

PART 2 - PRODUCTS

2.01 MATERIALS

A. Use material in new and perfect condition as specified. Any deviations or substitutions from the
Specification and Drawings must first be approved by Owner’s Representative in writing prior to
use.

B. Topsoil: Fertile; friable; natural loam surface soil; reasonably free of subsoil, clay lumps, brush,

weeds and other litter; and free of roots, stumps, stones/rocks, and other extraneous or toxic
matter harmful to plant growth.

C. Soil Amendment: One-percent nitrogen-impregnated bark product with a ninety-percent (90%)
bark base and zero to one-quarter inch (0-1/4”) particle size, or approved equivalent. Do not
spread until testing requirements have been satisfied.

D. Fertilizer/Soil Conditioner: Gro-Power Plus or approved equal.
E. Fertilizer for Trees and Shrubs: Seven-gram Gro-Power Planting Tablets (12-8-8 NPK) or approved
equal.
F. Vitamin B-1: "Superthrive", "Liquinox Start", "Cal-Liquid", or approved equal.
G. Bark Mulch: Untreated, shredded cedar.
H. Engineered Wood Fiber (EWF):
1. Shall be 100% virgin wood fiber as available from: South Bay Materials, San Jose, or
equal.
2. Engineered wood fiber shall meet ASTM F1292-04 and ASTM F1951-99.
3. Material shall be light and dark blonde in color. Particle sizes: 3/8” — 2”.

l. Tree-staking System: As indicated on Drawings.

J. Pre-Emergent Weed Control: Oxadiazon, “Treeflan”, “Ronstar 2G”, "Surflan" (Elano Products
Company), or approved equal.

K. Decomposed Granite:
1. Reddish-brown in color.
2. A mixture of fines to three-eighths inch (3/8”) size particles with no clods.
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3. Free of vegetation, other soils, debris and rocks, and of such nature that it can be
compacted readily under watering and rolling.
L. Decomposed Granite Binder: Shall be Stabilizer by Stabilizer Solutions.
M. Nursery Plant Stock:
1. As indicated on Drawings. Do not remove container-grown stock from containers until
planting time. Plants shall be true to name.
2. Healthy, shapely, well-rooted, not pot-bound, free from insect pests or plant diseases and

properly "hardened off" before planting. Replace plants that are not alive or are not in
satisfactory growing condition, as determined by the Landscape Architect, without
additional cost to Owner. The Landscape Architect may reject plants before and/or after
planting.

3. Labeled. Label at least one tree and one shrub of each species with a securely-attached,
waterproof tag bearing legible designation of botanical and common name.

N. Lawn Sod:
1. April 1st thru September 30th Installation: One Hundred percent (100%) Hybrid Bermuda.
2. October 1st thru March 31st Installation: One Hundred percent (100%) Hybrid Bermuda,

overseeded with rye grass.

0. Lawn Hydroseed: Premium, new crop seed, delivered to site in original, unopened containers
bearing a dated guaranteed analysis. Hydroseed may be installed April 15 thru July 31 only.
Hydroseed mixture shall be as follows:

Seed: Double Play Bermuda Grass seed blend

Starter Fertilizer: 16-20-0 with biosolids or approved equal.

Wood Fiber Mulch: As manufactured by Conwed or approved equal.
Soil Binding Agent: Polyacrylamide or approved equal.

Herbicide: Tenacity or approved equal.

vk wnN R

PART 3 - EXECUTION
3.01 EXAMINATION

A. Examine the site, verify grade elevations, and observe conditions under which work is to be
performed. Do not proceed with work until unsatisfactory conditions have been corrected in a
manner acceptable to the Owner’s Representative.

B. Proceed with complete landscape work as rapidly as portions of the site become available,
working within seasonal limitations for each kind of landscape work required.

C. Determine location of underground utilities and perform work in a manner which will avoid

possible damage. Hand-excavate, as required, to minimize possibility of damage to underground
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utilities. Maintain grade stakes set by others until removal is mutually agreed upon by parties
concerned.

D. When conditions detrimental to sod or plant growth are encountered, such as rubble fill, adverse
drainage condition, or other obstructions, notify the Owner’s Representative before planting.

3.02  PREPARATION

A Soil Testing

1.

Coordinate soil testing in an expeditious and timely manner as required for on-site topsoil
materials. Contract with a soil laboratory and include cost of sampling and testing in
contract price. Take one (1) sample for every 5,000 square feet of landscape area up to a
maximum of six (6) samples under the direction of and in the presence of the Owner’s
Representative.

Submit each sample, according to the quantity of soil required by testing laboratory, to a
competent laboratory approved by the Owner’s Representative.

Provide analysis of soil samples for pH, salinity, ammonia, phosphate, potassium, calcium,
magnesium, boron, and sodium levels. Provide appraisal of chemical properties, including
particle size determination, and recommendations for types and quantities of
amendments and fertilizers.

B. Clearing of Vegetation:

1.

If live perennial weeds exist on site at the beginning of work, spray with a non-selective
systemic contact herbicide as recommended and applied by an approved licensed
landscape pest control advisor and applicator. Leave sprayed plants intact for at least 15
days.

Clear and remove existing weeds by mowing or grubbing off all plant parts at least one-
quarter inch (%”) inch below surface of soil over entire areas to be planted.

C. Soil preparation:

1.

Loosen soil in all planting areas, and on slopes flatter than 3:1 gradient, to a depth of six
to eight inches (6" - 8”) below finish grade. All debris, foreign matter, and stones shall be
removed prior to the placing of any fertilizers or conditioners. Soil preparation is for all
shrub planting beds, lawn hydroseeded areas and sodded lawn areas.

Conduct the required soil tests and instruct the lab to include a minimum of the following

soil improvements in the recommendation on the soils report.

a. Soil Amendment: Two cubic yards (2 cy) per 1,000 square feet.

b. Gro-Power Plus: One hundred fifty pounds (150 Ibs) per 1,000 square feet.

C. If the lab recommends less than six cubic yards (6 cy) of soil amendment, the
excess bid amount shall be applied to the cost of any additional recommended
soil improvements, or returned to the Owner as a credit

Apply amendments as follows, using rates recommended by the soils testing laboratory

(the rates of amendments shown below are for bidding purposes only):
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a. Fertilizer/Soil Conditioner: Broadcast 150 pounds of Gro Power Plus per 1,000
square feet in all planting areas and rototill to a depth of six to eight inches (6” -
8”). Remove from the site any rock and debris brought to the surface by
cultivations. “Cultipack” all areas to receive sod or hydroseed.

b. Apply soil amendment to all planting areas at the rate of six cubic yards (6 cy) per
1,000 sf and rototill into the top six to eight inches (6” — 8”).
4, Upon completion of finish grading, request a review and obtain approval of Landscape

Architect prior to commencement of planting or hydroseeding.

D. Finish Grading for all Planting areas
1. Refer to Earthwork Specification Section for Rough Grading.
2. Grade to elevations and contours shown on Drawings. Fill low spots with landscape
backfill material and grade to surface drain in manner indicated on Drawings.
3. Finish-grade so that the entire area within the contract lines has a natural and pleasing
appearance as specified and as directed by Landscape Architect.
4, Adjust sprinkler heads flush to finish grade in preparation to receive hydroseeding or one-

half inch above finish grade in preparation to receive sod. Reset sprinkler heads flush to
grade after turf has germinated.

5. Flag the sprinkler heads and valve markers.
E. Planting Pits for Trees:
1. Excavate pits with vertical sides and with bottom of excavation slightly raised at center to
provide proper drainage.
2. Set container-grown stock in center of pit on earth pedestal. Separate roots and/or prune

roots as directed by Landscape Architect. In hot weather, pre-wet pit. Loosen outside
roots from sides and bottom of root ball. When set, place additional backfill around base
and sides of root ball. Work each layer to settle backfill and eliminate voids and air
pockets. Water after placing final layer of backfill.

3. Loosen hard subsoil in bottom of excavation. Extend excavation as required to insure
proper drainage from plant pits.
4. Fill excavated planting pits with water to half the depth of pit. Pits should drain within

four hours (4 hrs). If planting pits do not drain, notify Project Inspector immediately. Do
not proceed with planting until Landscape Architect has resolved a method to provide

drainage.
F. Planting Pits for Shrubs/Groundcover:
1. Excavate pits and trenches with vertical sides and with bottom of excavation slightly
raised at center to provide proper drainage.
2. Loosen hard subsoil in bottom of excavation. Extend excavation as required to insure
proper drainage from plant pits.
3. Fill excavated planting pits with water to half the depth of pit. Pits should drain within

four hours (4 hrs). If planting pits do not drain, notify Project Inspector immediately. Do
not proceed with planting until Landscape Architect has resolved a method to provide
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drainage.
3.03  INSTALLATION
A. Root Barrier

1. Root barriers location are specifically shown on the plan. If a tree is moved during
construction to a location where root barrier is not shown on the plan, the following
minimum requirements are to be met:

a. Install root barrier where trees are planted within sixty inches (60”) of paving or
other hardscape elements, such as walls, curbs, and walkways.

b. Install root barrier continuously for a distance of five feet (5’) in each direction
from the tree trunk, for a total distance of ten feet (10’) per tree. If trees are
spaced closer, use a single continuous piece of root barrier.

2. Align root barrier vertically and run it linearly along and adjacent to the paving or other
hardscape elements to be protected from invasive roots.

3. Position top of root barrier just below the top of adjacent hardscape element but above
finish grade of the soil so that is visible.

4, If there are concrete spoils or overpour that is impeding the root barrier from being
installed directly adjacent to the hardscape element, the contractor is to remove the extra
concrete in a manner that does not damage the integrity of the hardscape element.

5. Do not distort or bend root barrier during construction activities.

6. Do not install root barrier surrounding the root ball of tree.

B. Lawn Hydroseeding:

1. Do not begin hydroseeding until finish-grading has been checked by Landscape Architect.
If work is rejected due to failure to obtain Landscape Architect’s approval prior to
hydroseeding, redo rejected work at no additional cost to Owner.

2. General: Hydroseeding is an artificial planting process which provides vegetation to an
area by using a mixture of soil conditioner/fertilizer, seed, binder, and wood fiber mulch.
This mixture should be of such character that it will disperse into a uniform slurry when
mixed with water in a mechanical mixer.

3. Equipment: Use a standard hydraulic mulching machine with a continuous agitation
system that keeps material in uniform suspension throughout mixing and distribution
cycles and with a minimum mixing tank capacity of 500 gallons (3,000+ sq. ft. of coverage).

4, Mix per 1,000 square feet:

a. Lawn Seed X lbs.

b Starter Fertilizer 25.0 Ibs.

C Wood Fiber Mulch: 45 |bs.

d. Soil Binding Agent: 3oz

e Herbicide: 0.7 oz.

5. Application: Spray the slurry mix, under pressure, uniformly over the soil surface in a one-
step operation. Protect adjacent paving, building walls, etc.

6. Clean any overspray from surfaces at end of each day’s work.
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7. Permit slurry to "set" approximately twenty-four hours (24 hrs.) before watering. Once

watering has begun, do not allow newly hydroseeded areas to dry out.
C. Lawn Sod:

1. Cultivate all lawn areas to a depth of six inches (6”). If cultivation does not break lumps,
pull a spike-toothed harrow over the area behind the tractor.

2. Give all lawn areas that are to be sodded a smooth finish to prevent pockets. Do not allow
any abrupt changes of surface. Prior to installation of sod, roll the grade with a 200-pound
water-ballast roller. Request that the lawn grade be inspected and approved by the
Landscape Architect prior to sodding to determine its suitability for planting. Obtain such
approval prior to commencing sodding operations.

3. Do not take heavy objects (except lawn rollers) over lawn areas after they have been
prepared for planting.

4, Completely lay the sod within twelve hours (12 hrs.) of delivery. Do not leave sod on
pallets in the hot sun longer than necessary.

5. Unroll sod carefully. Lay sod tight without any visible open joints, and without
overlapping; stagger end joints twelve inches (12”) minimum. Do not stretch or overlap
sod pieces. Do not place sod in pieces smaller than twenty-four inches (24”) in length by
width of roll.

6. When new sod is to match existing turf, cut the edge of the existing turf in a series of
straight lines that will accept new sod rolls in full width of the sod roll. Make the transition
of grade between existing turf and new sod to be seamless with no change in elevation.

7. Immediately after laying sod, roll lawn areas with a 200-pound water-ballast roller.

8. Trim sod to conform to lawn shapes designated in Drawings.

9. On slopes of six inches (6”) per foot and steeper, lay sod perpendicular to slope and secure
every row with wooden pegs at a maximum of two feet (2’) on center. Drive pegs flush
with soil portion of sod.

10. Ensure that finished appearance is that of one continuous lawn.

11. Do not lay whole lawn before watering. When a conveniently large area has been sodded,
water lightly to prevent drying. Continue to lay sod and to water until installation is
complete.

12. All sod areas must be approved by Landscape Architect.

13. Water the complete lawn surface thoroughly. Moisten soil at least eight inches (8”) deep.
Repeat sprinkling at regular intervals to keep sod moist at all times until rooted. After sod
is established, decrease frequency and increase amount of water per application as
necessary.

D. Trees, Shrubs, and Groundcover:

1. Lay out individual tree and shrub locations and areas for multiple plantings. Stake the
locations, outline the areas, and secure the Owner’s Representative's acceptance before
beginning the planting work. Make minor adjustments as requested.

2. Scarify root ball prior to planting. Plant in holes twice the diameter of the root ball and to
a depth equal to the container’s height. Place the shrub and/or groundcover so the top
of the root ball is one inch (1”) higher than the surrounding grade; place the tree so that
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the crown of the trunk is two inches (2") higher than the surrounding grade. Set
container-grown stock in center of pit. In hot weather, pre-wet the pit. When set, place
additional backfill around base and sides of root ball. Work each layer to settle backfill
and eliminate voids and air pockets. Thoroughly compact lower half of backfill in plant
pit. See staking or guying detail. Water after planting. Provide a berm or watering basin
for each tree. Add Vitamin B-1, in the proper solution as recommended by the
manufacturer, to the second watering of the basin.

3. Place fertilizer planting tablets in root zone and alongside each plant. Follow
manufacturer's instructions for number of tablets to use for each container size.

4, See Drawings for additional information.

5. Grooming and Staking of Trees:
a. Prune, thin-out and shape trees in accordance with standard horticultural

practice. Prune trees to retain required height and spread. Unless otherwise
directed by Landscape Architect, do not cut tree leaders, and remove only injured
or dead branches from flowering trees.

b. Paint cuts over one-half inch (}4") in size with standard tree paint or compound,
covering exposed, living tissue. Use paint that is waterproof, antiseptic, adhesive,
elastic and free of kerosene, coal tar, creosote, and other substances harmful to
plants. Do not use shellac.

C. Stake or guy trees immediately after planting, as indicated on Drawings.
6. Grooming of Shrubs:
a. Prune, thin-out and shape shrubs in accordance with standard horticultural

practice. Prune shrubs to retain natural character and to accomplish their use in
landscape design. The required plant size is its size after pruning.

b. Remove and replace excessively pruned or malformed new plants resulting from
improper pruning.
7. Request review by the Landscape Architect after locating, but prior to planting all trees.

Under the direction of the Landscape Architect, make slight adjustments to plant material
location as necessary to reflect original intention of Drawings.

E. Weed Control

1. Apply pre-emergent weed control to all planting areas (except lawn) after completion of
all planting and one complete watering. Follow manufacturer's directions. To prevent
washing away of weed control, do not over-water after its application. Do not allow any
weed control into lawn areas. Treat any existing noxious weeds, such as Johnson grass,
with Roundup in successive treatments until all roots are destroyed, then remove all grass
and roots. Notify Owner’s Representative of time of installation for verification of

application.
F. Bark Mulch
1. Apply mulch at the rate of three inches (3") deep to all planting areas, exclusive of lawn,

after the planting and weed control are completed. Twelve inches (12”) from planter
edges, taper full depth of mulch to meet adjacent grades. Do not place mulch within three
inches (3”) of trunk or stems.
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G. Decomposed Granite
1. Prepare all areas to receive decomposed granite, and treat sub-grade with weed control.
2. Install a two-inch (2") lift, and wet and roll to compact to ninety percent (90%).
3. Install the remaining material to achieve the required thickness when it is wet and rolled.
4, Remove all weed grass and re-compact the surface by the end of the landscape

maintenance period.

H. Decomposed Granite With Binder
1. General: Prepare all areas to receive decomposed granite, and treat sub-grade with weed
control.
2. Placement:

a. Do not install during rainy conditions or below 40 degree Fahrenheit and falling.

b. After pre-blending, place the Stabilized decomposed granite on prepared sub-
grade. Level to desired grade and cross section.

C. Water heavily for full-depth moisture penetration of the Stabilized pathway
profile, 25 to 45 gallons of water per 1-ton must be applied. During water
application randomly test for depth using a probing device, which reaches full
depth.

3. Compaction:

a. Upon thorough moisture penetration, compact aggregate screening to 85%
relative compaction by equipment such as; a 2 to 4-ton double drum roller or a
1,000-1b. single drum roller. The roller size will depend on the depth of the
pathway. DO NOT use a vibratory plate compactor or vibration function on roller
as vibration separates large aggregate particles. Do not begin compaction for 6
hours after placement and up to 48 hours.

b. If surface aggregate dries significantly quicker than subsurface material, lightly
mist surface before compaction.

c. Take care in compacting decomposed granite when adjacent to planting and
irrigation systems. Hand tamping with an 8” or 10” hand tamp recommended.

4. Inspection:

a. Finished surface of pathway shall be smooth, uniform and solid. There shall be
no evidence of chipping or cracking. Cured and compacted pathway shall be firm
throughout profile with no spongy areas. Loose material will not be present on
the surface after installation, but may appear after use and according to
environmental conditions. Pathway should remain stable underneath the loose
granite on top. Any significant irregularities in path surface shall be repaired to
the uniformity of entire installation.

5. Repairs:

a. Excavate damaged area to the depth of the stabilized decomposed granite and
square off sidewalls.

b. If area is dry, moisten damaged portion lightly.

C. Pre-blend the dry required amount of Stabilizer powder with the proper amount
of decomposed granite in a concrete mixer.
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d. Add water the pre-blended decomposed granite and stabilizer. Thoroughly
moisten mix with 25 to 45 gallons per 1-ton of pre-blended material or to
approximately 10% moisture content.

e. Apply moistened pre-blended decomposed granite to excavated area to finish
grade.
f. Compact with an 8”-10” hand tamp or 250 to 300-pound roller. Keep traffic off
area for 12 to 48 hours after repair has been completed.
6. Upon end of landscape maintenance period, all weed/grass shall have been removed and

surface re-compacted.
3.04 CLEANING

A. During construction, keep the site free of rubbish and debris, and clean up the site promptly when
notified to do so. Take care to prevent spillage on streets from hauling and immediately clean up
any such spillage and/or debris deposited on streets due to the work of this Section.

B. During all phases of the construction work, take all precautions to abate dust nuisance by clean-
up, sweeping, sprinkling with water, or other means as necessary.

3.05 PROTECTION: MAINTENANCE

A The Landscape Maintenance Period will begin when all the Landscape Maintenance Period
Requirements have been met (See Part 1 of these Specifications).

B. Cleaning: Maintain cleanliness on paving areas and other public areas used by equipment and
immediately remove all spillage. Remove from project site all rubbish and debris found thereon
and all material and debris resulting from landscaping work, leaving the site in a safe and clean

condition.
C. Maintenance:
1. Sprinkler Irrigation System:
a. Check system weekly for proper operation. Flush lateral lines out after removing

last sprinkler head or two at each end of lateral. Adjust all heads as necessary for
unimpeded coverage.

b. Set and program automatic controllers for seasonal water requirements. Provide
the Owner’s Representative with keys to the controllers and instructions on how
to turn off system in case of emergency.

c. Repair all damages to sprinkler irrigation system as part of the contract work.
Make repairs within one watering period or one week, whichever is the least
amount of time.

2. Turf Areas:

a. Begin mowing turf when grass has reached a height of three inches (3") and cut
to a height of one and one-half inches to two inches (1 %4” - 2"). Mow at least
weekly after the first cut. Turf must be well-established and free of bare spots
and weeds, to satisfaction of Landscape Architect, prior to final acceptance. Do
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not mow lawns when the soil is not able to support maintenance equipment.
Repair wheel marks and ruts caused by the maintenance equipment at no
additional cost to the Owner.

b. Pick up grass clippings and remove from the site and premises.

C. Trim edges at least twice monthly for neat appearance. Vacuum or blow clippings
off walks.

d. Water the lawns at such frequency as weather conditions require to replenish soil
moisture below the root zone. Normally, a total of one and one-half inches (1 %4”)
of water is needed weekly in hot weather.

e. Fertilize the lawn areas at the beginning of the Landscape Maintenance Period
and at the completion of the Landscape Maintenance Period. Use a fertilizer with
the following characteristics:

1.) Slow release, Best 16-6-8, or approved equal, at the rate of 6.25 Ibs per
1,000 square feet from March through October.

2.) Calcium Nitrate (15-0-0) at the rate of 6.5 lbs per 1,000 square feet from
November through February.

f. Broadcast fertilizer using a mechanical spreader; do not apply by hand-
broadcasting. Sweep all fertilizer off hardscape into adjacent planters.

g. Weekly as needed and as directed, re-sod lawn areas with material that matches
previously installed material. Use sod to repair any bare areas. Repair areas to
receive sod as follows:

1.) Mark out areas to receive new sod repair.
2.) Cut straight lines that will accept sod the full width of the roll and a
minimum of twenty-four inches (24”) in length.
3) Transition the grade between existing turf and new sod seamlessly, with
no change in elevation.
3. Trees and Shrubs:

a. Water enough that moisture penetrates throughout root zone and only as
frequently as necessary to maintain healthy growth.

b. Construct and/or remove water basins around each plant, depending on the time
of the year and as directed.

c. Do not prune unless directed by the Landscape Architect.

d. Re-stake and re-tie trees as needed and as directed by the Landscape Architect.
Do not allow tops of tree stakes to protrude into head of tree.

e. Replace any dead, dying or vandalized plant material on a weekly basis
throughout the Landscape Maintenance Period.

4, Insecticide and Herbicide Application:

a. If needed, control weeds with selective herbicides and sprays. In areas where
crabgrass has infested the lawn, apply pre-emergent herbicides such as Dacthal
by Amvac, Balan, or Betasan by Gowan for control prior to crabgrass germination.
Control insect pests if necessary.

b. Use only a licensed Pest Control Operator to apply herbicides and sprays and to
maintain a log for applications indicating material, timing, and rate.

5. Decomposed Granite with Binder:
a. Remove debris, such as paper, grass clippings, leaves or other organic material by
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mechanically blowing or hand raking the surface as needed.

b. During the first year, a minor amount of loose aggregate will appear on the paving
surface (1/16” to 1/4”). If this material exceeds a %”, redistribute the material
over the entire surface. Water thoroughly to the depth of 1”. Compact with
power roller of no less than 1,000 Ibs. This process should be repeated as needed.

C. If cracking occurs, sweep fines into the crack, water thoroughly and hand tamp
with an 8”-10” hand tamp plate.
6. Pre-scheduled On-site Meetings: Hold regularly-scheduled (monthly or bimonthly as

determined by the owner) on-site meetings with theProject Inspector and Owner’s
Representative. Dates and times will be jointly agreed upon.

7. Request, forty-eight hours (48 hrs.) in advance, on-site visits by the Landscape Architect
to determine the end of the Landscape Maintenance Period.

END OF SECTION
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