
TECHNICAL SPECIFICATIONS  THE WAXLAX CENTER FOR THE PERFORMING ARTS
SAINT EDWARD’S SCHOOL, VERO BEACH, FLORIDA 772 -231- 4136

OPENING:
CRP COMPLETE
CONSTRUCTION:
LIGHTING CONSULTANT:
SOUND CONSULTANT:
RIGGING:       
STAGE FLOOR:
SOFT GOODS:
ADMINISTRATOR:
TECHNICAL DIRECTOR:

MAY 2000
NOVEMBER 2022
TROVILLION & DAUGHERTY, INC.
BARBIZON LIGHTING, ORLANDO, FL.ATLANTIC PRO AUDIO 
AND VIDEO, ALTAMONTE SPRINGS, FL.  MAINSTAGE 
THEATRICAL, PENSACOLA, FL.
ROBBINS SPORTS FLOORS/SOUTH FLORIDA
ROSEBRAND
JOHN LE BON
JOHN LE BON

HOUSE INFORMATION

SEATING CAPACITY: 807 PERMANENT SEATS

HANDICAPPED ACCESSIBLE TO STAGE AND MAIN FLOOR OF HOUSE

ADDITIONAL 40 SEATS MAY BE PLACED AS ADDITIONAL HANDICAPPED SEATING ALONG MEZZANINE WALL

BLUE “LED ” AISLE LIGHTING ON MAIN HOUSE FLOOR/WHITE STAIR LIGHTS IN MEZZANINE AND WALKWAY

FRONT OF HOUSE LOBBY AREA: 15’ X 47’ WITH ATTACHED GLASS ENCLOSED ENTRYWAY/ 2 DOUBLE DOORS

8’ X 8’ BOX OFFICE WITH SLIDING GLASS WINDOWS AND PHONE LINE

EXITS AND ENTRANCES: 2 DOUBLE DOOR ENTRANCES TO HOUSE FROM LOBBY

TWO ADDITIONAL SIDE EXITS

-EXIT ON THE RIGHT SIDE OF AUDITORIUM HAS DIRECT ACCESS TO THE BACKSTAGE AREA

-EXIT ON THE LEFT SIDE OF AUDITORIUM HAS DIRECT ACCESS TO THE OUTSIDE

DRESSING ROOMS/BACKSTAGE AREA
DRESSING ROOM HALLWAY SERVES AS AN ADDITIONAL CROSSOVER

FRONT OF HOUSE CONNECTS DRESSING ROOM AREA BY SIDE HALLWAY

2 LARGE CHORUS DRESSING AREAS (26.5’ X 16’) WITH SINGLE TOILET IN EACH

1 GREEN ROOM/DRESSING ROOM (12’X 12’) (SHARES TOILET WITH PRINCIPLE DRESSING ROOM)
1 PRINCIPLE DRESSING ROOM (12’X 12’)  (SHARES TOILET WITH GREEN ROOM DRESSING ROOM)
ALL DRESSING ROOMS HAVE AUDIO AND VIDEO MONITOR OF STAGE

MICROWAVE AND REFRIGERATOR AVAILABLE

STAGE DIMENSIONS

PROSCENIUM OPENING: 70’ X 22’

PLAYING SPACE: 70’ W IDE X 33’ DEEP AT PLASTER LINE

PLUS AN ADDITIONAL EXTENDED CURVED APRON (70’ WIDE X 11’ DEEP AT IT’S CENTERMOST POINT)

ACCESS TO STAGE: LOADING DOCK IS STAGE AND STREET LEVEL.  LOADING DOOR TO STAGE FROM DOCK ON USL WALL

ELECTRIC LOADING DOORS ARE 12’ X 12’. LOADING DOCK AREA IS 16’ X 20’ X 12’
ADDITIONAL DOORS USL AND USR (EXIT TO DRESSING ROOM HALLWAY AND LOADING DOCK)

STAGE FLOOR: THE ENTIRE STAGE FLOOR IS A PROFESSIONAL SPRUNG DANCE FLOOR

BLONDE MAPLE ON 11’ X 70’ THRUST

BLACK ¾” PLYWOOD FLOOR FROM PLASTER LINE TO REAR WALL

NO TRAP DOORS OR ELEVATORS IN FLOOR.
NO ORCHESTRA PIT

SPACE IS AVAILABLE FOR AN ORCHESTRA (10’ DEPTH AT CENTERMOST POINT) BETWEEN STAGE AND FRONT ROW

FLY SPACE: NO FLY SPACE AVAILABLE / DEAD HUNG AT A HEIGHT OF 23’-28’/EXPANSIVE GRID SYSTEM

GENIE GS 2632 SCISSOR LIFT
GENIE GR 20 RUNABOUT LIFT
3 WINCH POSITIONS AVAILABLE DOWN, MID AND UPSTAGE FOR LIGHT USE
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SOFT GOODS: ALL CURTAINS PERMANENTLY HUNG

MAIN CURTAIN IS A SIDE-TRAVELER OF BERMUDA BLUE VELOUR

THREE SETS OF BLACK VELOUR LEGS

ONE BLACK VELOUR TRAVELER CURTAIN 12’ FROM PLASTER LINE

ONE BLACK VELOUR TRAVELER CURTAIN 33’ FROM PLASTER LINE

ONE WHITE FULL-STAGE /68’WIDE X 23’HIGH CYCLORAMA

STAGE EQUIPMENT:

PIANOS: ONE MASON & HAMLIN GRAND

ONE YAMAHA PF 1000
ADDITIONAL UPRIGHT PIANOS AVAILABLE

CHORAL /ORCHESTRAL EQUIPMENT: 15 WENGER ACOUSTIC SHELLS / CURVED AND STRAIGHT/6’ W IDE WITH HEIGHT ADJUSTABLE TO 15’
15 WENGER ACOUSTIC PLATFORMS (4’X8’)
2 SETS OF WENGER ACOUSTIC 3 TIER WEDGE PLATFORMS (8 PIECES)
2 WENGER ACOUSTIC PLATFORMS (4’X4’)
ALL PLATFORMS COME WITH ADJUSTABLE LEGS @ 8”, 16”, 24”, 32” HEIGHTS

7 FOUR-STEP WENGER CHORAL RISERS

50 WENGER MUSIC STANDS

ONE-STEP CONDUCTORS PODIUM WITH SAFETY RAIL

50 WENGER ORCHESTRA CHAIRS

10 BATTERY POWERED VEKKIA MUSIC STAND LIGHTS

PROJECTION SYSTEM: CHRISTIE PROJECTOR (15,500 LUMENS) - WIRELESS PRESENTER REMOTE AVAILABLE

1 19’HIGH X 24’WIDE MOTORIZED PROJECTION SCREEN PERMANENTLY INSTALLED AT PLASTER LINE

HDMI / COMPUTER INPUT AVAILABLE FRONT CENTER OF STAGE

TELEVISION FEED TO THE LOBBY AND DRESSING ROOMS AVAILABLE FROM BOOTH

VIDEO STREAMING/RECORDING
MONITORING SYSTEM: 2 PANASONIC 3 CMOS HD PTZ CAMERAS

1 CANON CAMCORDER

IMAC COMPUTER RUNNING WIRECAST STREAMING SOFTWARE

1 BLACK MAGIC ULTRASTUDIO 4K THUNDERBOLT 2
1 ROLAND HD VIDEO SWITCHER

TELEVISION FEED TO THE LOBBY AND DRESSING ROOMS AVAILABLE FROM BOOTH

AUDIO EQUIPMENT: YAMAHA CL5 - DIGITAL CONSOLE (OPEN BOOTH IN BACK OF HOUSE)
D&B AUDIOTECHNIK IN- HOUSE SPEAKER SYSTEM

4 SOUND FLOOR POCKETS ALONG CYCLINE UPSTAGE /16 SEPERATE XLR STAGE INPUTS/3 MONITOR FEEDS

EACH POCKET WITH (4) XLR AND (4) SPEAK-ON/1/4” MONITOR OUTPUTS

2 XLR WALL FEEDS + 2 XLR CATWALK FEEDS + 6 XLR OVERHEAD MIC FEEDS WIRED AT PLASTER LINE

2 EFFECTS LINES AT REAR OF HOUSE

CLEARCOM (IN-HOUSE COMMUNICATION) SYSTEM (4) BACKSTAGE (4) IN BOOTH AND (2)CATWALK

2 WIRELESS CLEARCOM.
In- House Microphones:

4 SHURE ULX 58 HANDHELD WIRELESS MICS

4 SHURE SLX 58 HANDHELD WIRELESS MICS

16 SHURE WIRELESS BODY PACKS WITH LAVS OR HEADSET MIC

4 SHURE SM 58 MICS

2 SHURE SM 57 MICS

2 CROWN CM700 MICS

ELECTRICAL/LIGHTING INFORMATION: CONTROL BOARD:  ETC ION CONTROL BOARD IS LOCATED IN BOOTH

WITH DMX AND ETHERNET CONNECTIONS LOCATED ON SL.
ETC SENSOR DIMMING RACK

HANGING POSITIONS: ALL CIRCUITS ARE TWIST-LOCK UNLESS NOTED

FOH ELECTRICS 4 ETC 8 COLOR SOURCE ELLIPSOIDAL SPOTS

CATWALK APPROXIMATELY 15 FEET FROM STAGE (CIRCUITS 1-48)
1ST ELECTRIC @ PLASTER LINE (CIRCUITS 49-72)
2ND ELECTRIC @ 6’ FROM PLASTER LINE (CIRCUITS 73-90)
3RD. ELECTRIC @ 12’ FROM PLASTER LINE (103 - 110)
4TH ELECTRIC 22’ FROM PLASTER LINE (91 - 102)
12 FLOOR POCKET CIRCUITS AVAILABLE IN WINGS OR AT BACK CURTAIN LINE

IN- HOUSE LIGHTING FIXTURES: 21 COLORSOURCE PAR DEEP BLUE (LED), 44 COLORSOURCE ELLIPSOIDAL SPOTS (LED)
30 SOURCE 4 ELLIPSOIDAL SPOTS (HPL LAMPS), 22 COLORSOURCE CYC LIGHTS (11 HANGING)

FOLLOW SPOTS: 2 ALTMAN ASF 700 LED LOCATED IN TECHNICAL BOOTH
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