2||

1!!

0 1/4" 1/2"

IF THIS SHEET IS NOT 30"x42", IT IS A REDUCED PRINT - SCALE ACCORDINGLY

ARCHMSTR_SHADESTRUCTURE_R24_CENTRAL.rvt

Autodesk Docs://025012 SCUSD CBES Fencing/025012

4/8/2026 2:02:38 PM

5

GENERAL NOTES

GENERAL DEMOLITION NOTES

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

23.

24,

25.

206.

27.

28.

29.

PRIOR TO THE PRE-BID DEADLINE FOR RFIS, CONTRACTORS PROVIDING A BID OR PRICE FOR THE
WORK OF THESE CONSTRUCTION DOCUMENTS SHALL REVIEW THE CONSTRUCTION DOCUMENTS
AND REQUEST ADDITIONAL INFORMATION FOR PERCEIVED ISSUES INCLUDING, BUT NOT LIMITED
TO, THE FOLLOWING: (IF NO RFI DEADLINE IS PROVIDED, CONTACT THE OWNER AND ARCHITECT
IMMEDIATELY)

DISCREPANCIES BETWEEN THE DRAWINGS AND SPECIFICATIONS

CODE DEFICIENCIES

ERRORS

OMISSIONS

MATERIAL INCOMPATABILITY

ITEMS IN CONFLICT WITH CONTRACTOR'S EXPERIENCE

DISCREPANCIES BETWEEN THE EXISTING CONDITIONS AND THE CONSTRUCTION
DOCUMENTS

*+ CONSTRUCTABILITY ISSUES

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE COORDINATION OF CONSTRUCTION WORK
PERFORMED BY SUBCONTRACTORS.

VERIFY AND CORRELATE DIMENSIONS DURING THE LAYOUT OF THE WORK. THE FOLLOWING
GUIDANCE APPLIES TO DIMENSIONS USED ON THE CONSTRUCTION DRAWINGS:

» USE DIMENSIONS INDICATED ON THE DRAWINGS

*+ DO NOT SCALE FROM THE DRAWINGS

+ IMMEDIATELY NOTIFY THE ARCHITECT OF DISCREPANCIES OR OMISSIONS IN DIMENSIONS
SHOWN ON THE DRAWINGS

PROVIDE INFILL MATERIALS TO MATCH ADJACENT EXISTING AND/OR NEW MATERIALS WHERE
GAPS IN CONSTRUCTION OCCUR. INFILL MATERIALS SHALL MEET CURRENT CODE AND
STRUCTURAL REQUIREMENTS. CONTACT ARCHITECT PRIOR TO INSTALLATION.

ADHERE TO THE STRICTEST REQUIREMENTS OF APPLICABLE CODES, INDUSTRY STANDARDS,
OSHA AND EPA STANDARDS, DUST CONTROL REQUIREMENTS, AHJ REQUIREMENTS AND OTHER
APPLICABLE REQUIREMENTS.

AT PROJECT CLOSEOUT PROVIDE THE OWNER WITH, AT A MINIMUM, THE FOLLOWING:

+ PROVIDE STANDARD PUBLISHED MANUFACTURERS WARRANTIES, EXECUTED IN THE NAME
OF THE OWNER, FOR ELEMENTS PROVIDED DURING CONSTRUCTION. SEE SPECIFICATIONS
FOR ADDITIONAL WARRANTY REQUIREMENTS

*+ COMPLETE RECORD DRAWINGS IN DIGITAL FORMAT

+ DIGITAL COPY OF SUBMITTALS

+ REFER TO SPECIFICATIONS FOR ADDITIONAL CLOSEOUT REQUIREMENTS

EXPOSED WELDS ON THE PROJECT THAT ARE VISIBLE FROM WALKING SURFACES AND STAIRS
SHALL BE GROUND SMOOTH UNLESS STATED OTHERWISE.

RENDERED IMAGES AND 3D BIM CAPTURES IN THE CONSTRUCTION DOCUMENTS ARE ARTISTIC
REPRESENTATIONS OF THE PROJECT AND ARE PROVIDED FOR GENERAL REFERENCE ONLY.
DIFFERENCES MAY EXIST BETWEEN THESE ARTISTIC REPRESENTATIONS AND 2D
REPRESENTATIONS IN THE CONTRACT DOCUMENTS. 2D REPRESENTATIONS TAKE PRECEDENCE.

PRODUCTS AND/OR SYSTEMS SPECIFIED OR DESCRIBED IN THE CONSTRUCTION DOCUMENTS
SHALL BE INSTALLED PER MANUFACTURER’'S RECOMMENDATIONS OR CODE REQUIREMENTS,
WHICHEVER IS MORE STRINGENT. COORDINATE INSTALLATION OF PRODUCTS AND/OR SYSTEMS
WITH ADJACENT PRODUCTS AND/OR SYSTEMS. THE INSTALLATION OF ADJACENT PRODUCTS
AND/OR SYSTEMS SHALL NOT VOID THE INSTALLATION REQUIREMENTS AND/OR WARRANTY OF
THE ADJACENT SYSTEM. OBTAIN PUBLISHED INSTALLATION INFORMATION FROM THE
MANUFACTURER PRIOR TO EXECUTION OF WORK.

PROVIDE MATERIALS NECESSARY TO INSTALL PRODUCTS AND/OR SYSTEMS TO MEET
MANUFACTURER’S RECOMMENDATIONS FOR INSTALLATION REQUIREMENTS AT EACH
CONDITION. PROVIDE MATERIALS NECESSARY TO COMPLETE INTERFACE BETWEEN ADJACENT
PRODUCTS AND/OR SYSTEMS. THIS INCLUDES MATERIALS NOT PART OF THE MANUFACTURER'S
PRODUCT AND/OR SYSTEM THAT ARE REQUIRED FOR A COMPLETE AND CONTINUOUS
INSTALLATION. MATERIALS AND INSTALLATION OF MATERIALS BETWEEN SPECIFIED PRODUCTS
AND/OR SYSTEMS SHALL BE INSTALLED CONSISTENT WITH CONSTRUCTION STANDARDS FOR
PROJECTS OF THIS TYPE AND SCOPE.

EXAMINE AND PREPARE SUBSTRATES TO RECEIVE INSTALLATION OF PRODUCTS AND/OR
SYSTEMS PER MANUFACTURER’S REQUIREMENTS.

PRODUCTS AND/OR SYSTEMS TO BE PREPARED, INSTALLED, ADJUSTED, AND CLEANED PER
MANUFACTURER’S RECOMMENDATIONS.

VERIFY EXISTING CONDITIONS, ELEVATIONS, LINES AND DIMENSIONS PRIOR TO COMMENCING
WORK. REPORT DIMENSIONAL VARIATIONS OR OTHER CONDITIONS AFFECTING PERFORMANCE
OF THE WORK IN ACCORDANCE WITH REQUIREMENTS INDICATED IN THE CONSTRUCTION
DOCUMENTS.

VISIT THE SITE OF THE WORK, COMPARE THE DRAWINGS AND SPECIFICATIONS WITH ANY WORK
BEING PERFORMED. FAILURE TO VISIT THE SITE SHALL IN NO WAY RELIEVE CONTRACTOR FROM
THE NECESSITY OF FURNISHING MATERIALS OR PERFORMING WORK THAT MAY BE REQUIRED TO
COMPLETE WORK IN ACCORDANCE WITH THE CONSTRUCTION DOCUMENTS.

WARRANTY WORK TO BE FREE FROM DEFECTS IN MATERIALS AND WORKMANSHIP FOR A PERIOD
OF ONE YEAR FROM DATE OF CERTIFICATION OF SUBSTANTIAL COMPLETION, EXCEPT WHERE A
DIFFERENT PERIOD IS SPECIFICALLY STATED.

NO WORK SHALL BE COMMENCED UNTIL WRITTEN APPROVAL IS RECEIVED FROM THE
ENFORCEMENT AGENCY.

THE ARCHITECT SHALL NOT BE IN CONTROL OF, OR HAVE CHARGE OF, AND SHALL NOT BE
RESPONSIBLE FOR, CONSTRUCTION MEANS, METHODS, TECHNIQUES, SEQUENCES,
PROCEDURES, OR FOR ACTS OR OMISSIONS OF THE CONTRACTOR, AND SHALL NOT BE
RESPONSIBLE FOR NEGLIGENCE OR FAILURE TO CARRY OUT THE WORK IN ACCORDANCE WITH
THE CONSTRUCTION DOCUMENTS. DISCREPANCIES OR CONFLICTS WITHIN CONSTRUCTION
DOCUMENTS SHALL BE BROUGHT TO THE ATTENTION OF THE ARCHITECT BEFORE PROCEEDING
WITH THE AFFECTED WORK. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE SAFETY AND
PROTECTION IN AND AROUND THE JOB SITE AND/OR ADJACENT PROPERTY. A COPY OF
INSPECTION AND TEST REPORTS SHALL BE FORWARDED TO THE ARCHITECT. THE ARCHITECT
SHALL BE NOTIFIED AT LEAST FIVE WORKING DAYS IN ADVANCE OF FIELD VISITS REQUESTED
DURING CONSTRUCTION.

INSTALLER QUALIFICATIONS: A FIRM OR INDIVIDUAL EXPERIENCED IN INSTALLING, ERECTING, OR
ASSEMBLING WORK SIMILAR IN MATERIAL, DESIGN, AND EXTENT TO THAT INDICATED FOR THIS
PROJECT, AND WHOSE WORK HAS RESULTED IN CONSTRUCTION WITH A RECORD OF
SUCCESSFUL IN-SERVICE PERFORMANCE.

IF COMPLIANCE WITH TWO OR MORE STANDARDS IS SPECIFIED AND THE STANDARDS ESTABLISH
DIFFERENT OR CONFLICTING REQUIREMENTS FOR MINIMUM QUANTITY OR QUALITY LEVELS,
COMPLY WITH THE MOST STRINGENT REQUIREMENT.

CUTTING AND PATCHING: EMPLOY SKILLED AND EXPERIENCED INSTALLER TO PERFORM CUTTING
AND PATCHING. SUBMIT WRITTEN REQUEST IN ADVANCE OF CUTTING OR ALTERING ELEMENTS
AFFECTING STRUCTURAL INTEGRITY OF ELEMENT. EXECUTE CUTTING, FITTING, AND PATCHING
INCLUDING EXCAVATION AND FILL, TO COMPLETE WORK, INCLUDING, BUT NOT LIMITED TO:

FIT SEVERAL PARTS TOGETHER, TO INTEGRATE WITH OTHER WORK.

UNCOVER WORK TO INSTALL OR CORRECT OUT OF SEQUENCE WORK.

REMOVE AND REPLACE DEFECTIVE AND NON-CONFORMING WORK.

REMOVE SAMPLES OF INSTALLED WORK FOR TESTING.

EXECUTE WORK BY METHODS TO AVOID DAMAGE TO OTHER WORK, AND TO PROVIDE
PROPER SURFACES TO RECEIVE PATCHING AND FINISHING.

CUT MASONRY AND CONCRETE MATERIALS USING MASONRY SAW OR CORE DRILL.
MAINTAIN INTEGRITY OF WALL, CEILING, OR FLOOR CONSTRUCTION.

REFINISH SURFACES TO MATCH ADJACENT FINISHES.

REMOVE UNSUITABLE MATERIAL NOT MARKED FOR SALVAGE, INCLUDING ROTTED WOOD,
CORRODED METALS, AND DETERIORATED MASONRY AND CONCRETE.

+ REMOVE DEBRIS AND ABANDONED ITEMS FROM AREA AND FROM CONCEALED SPACES.
+  REMOVE, CUT, AND PATCH WORK IN MANNER TO MINIMIZE DAMAGE AND TO PERMIT
RESTORING PRODUCTS AND FINISHES TO ORIGINAL OR SPECIFIED CONDITION

PROTECT EXISTING VEGETATION, EQUIPMENT, STRUCTURES, UTILITIES, AND OTHER
IMPROVEMENTS AT PROJECT SITE AND ON ADJACENT PROPERTIES, EXCEPT THOSE INDICATED
TO BE REMOVED OR ALTERED. REPAIR DAMAGED EXISTING FACILITIES TO ORIGINAL CONDITION.

COORDINATE TEMPORARY UTILITY INSTALLATION AND SANITARY FACILITIES FOR USE DURING
CONSTRUCTION WITH OWNER.

DISPOSAL OF WASTE: REMOVE WASTE MATERIALS FROM PROJECT SITE AND LEGALLY DISPOSE
OF THEM IN A MANNER ACCEPTABLE TO AUTHORITIES HAVING JURISDICTION. DO NOT ALLOW
WASTE MATERIALS THAT ARE TO BE DISPOSED OF TO ACCUMULATE ON-SITE. REMOVE AND
TRANSPORT DEBRIS IN A MANNER THAT WILL PREVENT SPILLAGE ON ADJACENT SURFACES AND
AREAS. DO NOT BURN WASTE MATERIALS.

FINAL CLEANING: PRIOR TO PROJECT FINAL COMPLETION, REMOVE DEBRIS AND SURFACE DUST,
SWEEP HARD SURFACE FLOORS CLEAN, VACUUM CARPETS, LEAVE PROJECT IN CLEAN
CONDITION.

THESE CONSTRUCTION DOCUMENTS ARE FOR THE EXCLUSIVE USE OF THE OWNER ON THIS
PARTICULAR PROJECT. THE ARCHITECT SHALL NOT BE LIABLE FOR USE OF THE CONSTRUCTION
DOCUMENTS BY ANOTHER PARTY FOR CONSTRUCTION OF ANY OTHER PROJECT. DRAWINGS,
SPECIFICATIONS, AND OTHER DOCUMENTS FURNISHED BY THE ARCHITECT ARE INSTRUMENTS
OF SERVICE. THE ARCHITECT AND OTHER DESIGN PROFESSIONALS FOR THIS PROJECT SHALL
RETAIN ALL COMMON LAW, STATUTORY AND OTHER RESERVED RIGHTS, INCLUDING COPYRIGHT,
IN THE INSTRUMENTS OF SERVICE PROVIDED BY THEM. SUBMISSION OR DISTRIBUTION OF THE
ARCHITECT'S DOCUMENTS TO MEET OFFICIAL REGULATORY REQUIREMENTS OR FOR SIMILAR
PURPOSES IN CONNECTION WITH THE PROJECT IS NOT TO BE CONSTRUED AS PUBLICATION IN
DEROGATION OF ANY RESERVED RIGHTS.

MATERIALS, PRODUCTS, AND/OR SYSTEMS SHALL BE DELIVERED, HANDLED, AND STORED PER
MANUFACTURERS RECOMMENDATIONS.

VERIFY DIMENSIONS OF EXISTING CONDITIONS PRIOR TO ORDERING MATERIALS FOR AFFECTED
WORK.

AT CLOSE OF PROJECT PROVIDE OWNER WITH ALL O&M MANUALS AND WARRANTIES IN 8-1/2" X
11" BINDER WITH CLEARLY ORGANIZED TABS. PROVIDE DIGITAL CLOSEOUT DOCUMENTS IF
REQUIRED BY OWNER.

ALL CONSTRUCTION AND DEMOLITION SHALL BE IN ACCORDANCE WITH CHAPTER 33 OF THE CBC
AND CFC, AND THE WRITTEN SAFETY PLAN.

FOR SPECIFICATIONS ON THIS PROJECT, USE THE SPECIFICATIONS INCLUDED AS PART OF
THE CAMELLIA BASIC ELEMENTARY SCHOOL - FENCING PROJECT.
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NOT ALL DEMOLITION REQUIREMENTS ARE SHOWN ON ANY ONE SPECIFIC PAGE OR PAGES.
REFER TO OTHER CONSTRUCTION DOCUMENTS FOR ADDITIONAL DEMOLITION REQUIREMENTS.

PROVIDE DEMOLITION AS REQUIRED TO ACCOMMODATE THE INSTALLATION OF WORK INDICATED
IN THE CONSTRUCTION DOCUMENTS.

PROVIDE, ERECT, AND MAINTAIN TEMPORARY BARRIERS AND SIGNAGE, ETC. AS REQUIRED TO
PROTECT THE GENERAL PUBLIC AND PREVENT ACCESS BY UNAUTHORIZED PERSONNEL.
PROVIDE ACCESS TO PERSONS APPROVED BY OWNER.

REPAIR OR REPLACE AT NO ADDITIONAL COST TO THE OWNER BUILDING OR SITE ELEMENTS OR
APPURTENANCES THAT ARE DAMAGED OR DEMOLISHED BUT ARE NOT INDICATED TO BE
DEMOLISHED. PREVENT DAMAGE TO EXISTING ITEMS THAT ARE TO REMAIN.

PROVIDE PROTECTION TO ENSURE SAFE PASSAGE OF PEOPLE AROUND DEMOLITION AREA.

VERIFY THAT THE OWNER'S REPRESENTATIVE AND FACILITY USERS HAVE REMOVED OBJECTS
OF THEIR CHOICE PRIOR TO THE COMMENCEMENT OF THIS PROJECT. VERIFY WITH THE OWNERS
REPRESENTATIVE BEFORE REMOVING ANY ITEMS LEFT IN THE DEMOLITION AREA. OWNER
RESERVES THE RIGHT OF FIRST REFUSAL TO RETAIN ITEMS INDICATED TO BE DEMOLISHED.
DEMOLISHED ITEMS SHALL BE DISPOSED OF PROPERLY IN ACCORDANCE WITH THE
SPECIFICATIONS. PRIOR TO DEMOLITION, VERIFY WITH OWNER ITEMS TO BE SALVAGED.

ENSURE AREAS OF WORK ARE CLEAN UPON COMPLETION OF DEMOLITION. DEBRIS REMOVED
DURING DEMOLITION SHALL BE DISPOSED OF IN A SAFE AND LEGAL MANNER.

REMOVE ABANDONED PIPING, WIRING, EQUIPMENT, ETC. ENCOUNTERED DURING THE COURSE
OF DEMOLITION BACK TO THE SCOPE OF WORK BOUNDARY UNLESS OTHERWISE NOTED.

HAZARDOUS MATERIALS ABATEMENT WORK SHALL BE COORDINATED BETWEEN THE
CONTRACTOR AND THE OWNER. THE ARCHITECT IS NOT RESPONSIBLE FOR SPECIFYING
REQUIREMENTS FOR, OR CONSTRUCTION OBSERVATION OF, HAZARDOUS MATERIALS
ABATEMENT WORK. THE OWNER SHALL PROVIDE SEPARATE DOCUMENTS REQUIRED FOR
HAZARDOUS MATERIALS ABATEMENT WORK AND SEPARATE CONSTRUCTION OBSERVATION OF
HAZARDOUS MATERIALS ABATEMENT WORK. CONTACT OWNER FOR ADDITIONAL INFORMATION.

VERIFY EXISTING CONDITIONS PRIOR TO DEMOLITION AND/OR CONSTRUCTION AND COORDINATE
WITH REQUIREMENTS INDICATED ON THE DRAWINGS TO DETERMINE EXTENT OF DEMOLITION
REQUIRED.

WHEN UNFORSEEN CONDITIONS THAT DEVIATE FROM THE CONSTRUCTION DOCUMENTS ARE
ENCOUNTERED, PROMPTLY NOTIFY ARCHITECT OF EXTENT OF DEVIATIONS.

SITE ACCESS AND TEMPORARY CONTROLS: CONDUCT DEMOLITION AND DEBRIS-REMOVAL
OPERATIONS TO ENSURE MINIMUM INTERFERENCE WITH ROADS, STREETS, WALKS, WALKWAYS,
AND OTHER ADJACENT OCCUPIED FACILITIES.

DEMOLISH AND REMOVE EXISTING CONSTRUCTION ONLY TO THE EXTENT REQUIRED BY
CONSTRUCTION AND AS INDICATED ON DRAWINGS.

NEATLY CUT OPENINGS AND HOLES PLUMB, SQUARE, AND TRUE TO DIMENSIONS REQUIRED. USE
CUTTING METHODS LEAST LIKELY TO DAMAGE CONSTRUCTION TO REMAIN OR ADJACENT
CONSTRUCTION.

USE HAND TOOLS OR SMALL POWER TOOLS DESIGNED FOR SAWING OR GRINDING, NOT
HAMMERING AND CHOPPING, TO MINIMIZE DAMAGE TO ADJACENT CONSTRUCTION.
TEMPORARILY COVER OPENINGS TO REMAIN.

CUT OR DRILL FROM THE EXPOSED OR FINISHED SIDE INTO CONCEALED SURFACES TO AVOID
DAMAGING EXISTING FINISHED SURFACES.

REMOVE DECAYED, VERMIN-INFESTED, DANGEROUS, OR UNSUITABLE MATERIALS AND
PROMPTLY DISPOSE OF OFF-SITE.

DISPOSE OF DEMOLISHED ITEMS AND MATERIALS DAILY.

CLEAN ADJACENT STRUCTURES AND IMPROVEMENTS OF DUST, DIRT, AND DEBRIS CAUSED BY
DEMOLITION OPERATIONS. RETURN ADJACENT AREAS TO CONDITION EXISTING BEFORE
DEMOLITION OPERATIONS BEGAN.

ALL CONSTRUCTION AND DEMOLITION SHALL BE IN ACCORDANCE WITH CHAPTER 33 OF THE CBC
AND CFC, AND THE WRITTEN SAFETY PLAN.
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GENERAL NOTES

SEE SHEET GA101 FOR ACCESSIBLE PATH OF TRAVEL

DIMENSIONS GIVEN TO ASSUMED PROPERTY LINE ARE FOR CODE ANALYSIS PURPOSES
ONLY AND SHALL NOT BE USED TO LOCATE BUILDINGS FOR STAKING PURPOSES. SEE CIVIL
DRAWINGS FOR EXACT BUILDING LOCATIONS

SEE AS101 FOR GROUND COVER LEGEND, FENCE TYPES, AND GATE NUMBERS
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SEE AS101 FOR EGRESS PATHS

SEE AS101 FOR EGRESS PATHS

- - PROPERTY LINE

PAINTED FIRE LANE INDICATOR - AT CURB PAINT SIDES & TOP OF CURB RED
STENCILED W/ "NO PARKING FIRE LANE" IN 3" WHITE LETTERS EVERY 25'; AT
LOCATIONS WITH NO CURB, PAINT 6" WIDE RED LINE W/ "NO PARKING FIRE LANE"
IN 3" WHITE LETTERS EVERY 25'

SCOPE OF WORK

NEW BUILDING LOCATION

(E) BUILDING LOCATION (NOT IN SCOPE)

m FIRE APPARATUS ACCESS ROAD

WIDTH CLR: 20'-0"
HEIGHT CLR: 15'-6"
TURNING RADII (INSIDE):  35'-0"
TURNING RADII (OUTSIDE):55'-0"

KB(E) EXISTING KNOX BOX TO REMAIN
KB KNOXBOX
FH(E) EXISTING FIRE HYDRANT TO REMAIN
\0/ FH FIRE HYDRANT
PH(E) EXISTING PANIC HARDWARE AT GATE TO REMAIN

PH PANIC HARDWARE AT GATE
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FIRE & LIFE SAFETY SITE CONDITIONS (DSA 810)

PROJECT INFORMATION
School District/Owner: Sacramento City Unified School District

Project Name/School: Camellia Basic Elementary School

Project Address: 6600 Cougar Dr, Sacramento, CA 95828

FIRE & LIFE SAFETY INFORMATION

Autodesk Docs://025012 SCUSD CBES Fencing/025012

CASA DEL SOL WAY

SITE PLAN - FIRE ACCESS

1. | Has a fire hydrant flow test been performed within the past Yes[] No @
12 months?
(If yes, provide a copy of the test data.)

2. | Was the fire hydrant water flow test performed as part of this YesD No %
LFA review?

3. | Is the project located within a designated fire hazard severity Yes[:] No @

zone (FHSZ) as established by Cal-Fire?

(If yes, indicate FHSZ classification below.)

Refer to the following website for FHSZ locations: Moderate|[ | | High[ | | Very High[ ]
http://egis.fire.ca.gov/FHSZ/

Wildland Interface Area (WIFA) (If any designations are check, project design team must | WIFA E]
meet the requirements of CBC Chapter 7A.)

CONDITION MEANS AND METHODS RESOLUTION Y N NA NR

4. | Emergency vehicle access roadways do not meet CFC requirements.

4a. | Acceptable Alternative: Emergency vehicle and personnel access as proposed by the
project architect is acceptable for providing fire suppression and protection of life and @
property.

5. | Fire Hydrants: Number and spacing does not meet CFC requirements.

5a.| Acceptable Alternative: Number of fire hydrants and spacing as proposed by the %
project architect is acceptable for fire suppression and protection of life and property.

6. | Fire Hydrants: Water flow and pressure are less than CFC minimum. X

6a.| Acceptable Alternative: The available flow and pressure is acceptable for providing
fire suppression and protection of life and property.

7. | Location of fire department connection(s) serving fire sprinkler systems or standpipe X
systems does not meet CFC requirements.

7a.| Acceptable Alternative: The location of fire department connections serving the fire
sprinkler system and/or standpipe system is acceptable for providing fire suppression
and protection of life and property.

SCALE 1"=30-0"
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School District Acceptance of Acceptable Design Alternates

By signing this form, the school district acknowledges and accepts the proposed design as an alternative to California
Building Code (CBC) and California Fire Code (CFC) minimum requirements, as indicated by one or more of the conditions
indicated at items 4a, 5a, 6a or 7a, for providing fire and life safety protection of life and property.

Accepted by: Shwiss Frllztom Title: Assistant Superintendent, Facilities

&4
Signature: M / % Date:  7/29/2025

LOCAL FIRE AUTHORITY (LFA) INFORMATION

LFA Agency Name:  Sacramento Fire Department

LFA Review Official:  King Tunson

Title:  Program Specialist Work Phone:

916-808-1358

Work Email: ktunson@sfd.cityofsacramento.org

LFA Reviewer's Signature: /{A%Ugr /s Date: 05/06/2025
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GENERAL NOTES

SEE SHEET GL101 FOR FIRE SITE ACCESS PLAN.

DIMENSIONS GIVEN TO ASSUMED PROPERTY LINE LOCATIONS ARE FOR CODE ANALYSIS
PURPOSES ONLY AND SHALL NOT BE USED TO LOCATE BUILDINGS FOR STAKING PURPOSES.
SEE CIVIL DRAWINGS FOR EXACT BUILDING LOCATIONS.

ALL GATES ALONG SITE PATH OF TRAVEL SHALL COMPLY WITH CBC 1008.2.

ALL WALK SURFACES IN PATH OF TRAVEL SHALL HAVE FLUSH TRANSITIONS TO ALL ADJACENT
WALK SURFACES IN PATH OF TRAVEL.

ACCESSIBLE PATH OF TRAVEL AS INDICATED ON PLAN IS A BARRIER FREE ACCESS WITHOUT

on
ANY ABRUPT VERTICAL CHANGES EXCEEDING 1/2" BEVELED AT 1:12 MAXIMUM SLOPE OR
VERTICAL CHANGES NOT EXCEEDING 1/4" MAXIMUM AND AT LEAST 48" WIDE SURFACE IS SLIP
RESISTANT, STABLE, FIRM AND SMOOTH, CROSS SLOPE DOES NOT EXCEED 2% AND SLOPE IN
THE DIRECTION OF TRAVEL IS LESS THAN 5% UNLESS OTHERWISE INDICATED. PATH OF

TRAVEL SHALL BE MAINTAINED FREE OF OVERHANGING OBSTRUCTIONS TO MIN 80" AND
PROTRUDING OBJECTS GREATER THAN 4" PROJECTION FROM WALL AND ABOVE 27" AND LESS
THAN 80". ARCHITECT AND CONTRACTORS SHALL VERIFY THAT ALL BARRIERS ON THE
INDICATED PATH OF TRAVEL HAVE BEEN REMOVED.

(E) ACCESSIBLE PARKING SPACES

D D o) e i e B R BT 0 e 0 0 0 a7 B N T B B o e N B B B I o o B e G e G e e i

2025 Nineteenth Street
Sacramento, CA 95818
P 916.558.1900
www.lionakis.com
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THIS PROJECT. EVALUATION TOTAL PARKING SPOTS: 40

ACCESSIBLE SPOTS: 2
THRESHOLD LIMITATIONS
PER 11B-202.4: EXCEPTION 8 MEETS CBC TABLE 11B-208.2 REQUIREMENTS

THE PATH OF TRAVEL IDENTIFIED IN THESE CONSTRUCTION DOCUMENTS IS COMPLIANT WITH
CURRENT APPLICABLE CALIFORNIA BUILDING CODE ACCESSIBILITY PROVISIONS FOR PATH OF
TRAVEL REQUIREMENTS FOR ALTERATIONS AND STRUCTURAL REPAIRS. AS PART OF THE
DESIGN OF THIS PROJECT, THE PATH OF TRAVEL WAS EXAMINED AND ANY ELEMENTS, CONSULTANT
COMPONENTS OR PORTION OF THE PATH OF TRAVEL THAT WERE DETERMINED TO BE

NONCOMPLIANT 1) HAVE BEEN IDENTIFIED AND 2) THE CORRECTIVE WORK NECESSARY TO

BRING THEM INTO COMPLIANCE HAS BEEN INCLUDED WITHIN THE SCOPE OF THIS PROJECT'S

WORK THROUGH DETAILS, DRAWINGS, AND SPECIFICATIONS INCORPORATED INTO THESE

CONSTRUCTION DOCUMENTS. ANY NONCOMPLIANT ELEMENTS, COMPONENTS, OR PORTION

OF HE PATH OF TRAVEL THAT WILL NOT BE CORRECTED BY THIS PROJECT BASED ON

VALUATION THRESHOLD LIMITATIONS OR A FINDING OF UNREASONABLE HARDSHIP ARE SO

INDICATED IN THESE CONSTRUCTION DOCUMENTS.
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DURING CONSTRUCTION, IF PATH OF TRAVEL ITEMS WITHIN THE SCOPE OF THE PROJECT
REPRESENTED AS CODE COMPLIANT ARE FOUND TO BE NONCONFORMING BEYOND
REASONABLE CONSTRUCTION TOLERANCES, THEY SHALL BE BROUGHT INTO COMPLIANCE
WITH THE CBC AS PART OF THIS PROJECT BY MEANS OF A CONSTRUCTION CHANGE
DOCUMENT.
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NEW BUILDING LOCATION

PROJECT

(E) BUILDING LOCATION (NOT IN SCOPE) CAMELLIA BASIC ELEMENTARY
SCHOOL - PC SHADE STRUCTURE

e P T R

STAFF MENS NON-ACCESSIBLE RESTROOM

TOILET UPGRADES NOT INCLUDED AS A PART OF THIS PROJECT. EVALUATION

THRESHOLD LIMITATIONS PER 11B-202.4; EXCEPTION 8 6600 COUGAR DR,

STAFF WOMENS NON-ACCESSIBLE RESTROOM SACRAMENTO, CA 95828
TOILET UPGRADES NOT INCLUDED AS A PART OF THIS PROJECT. EVALUATION

THRESHOLD LIMITATIONS PER 11B-202.4; EXCEPTION 8

STAFF UNISEX NON-ACCESSIBLE RESTROOM

TOILET UPGRADES NOT INCLUDED AS A PART OF THIS PROJECT. EVALUATION CLIENT

THRESHOLD LIMITATIONS PER 11B-202.4; EXCEPTION 8 SACRAMENTO CITY UNIFIED SCHOOL DISTRICT
STAFF MENS ACCESSIBLE RESTROOM (DSA # 02-105572)

TOILET UPGRADES NOT INCLUDED AS A PART OF THIS PROJECT. EVALUATION

THRESHOLD LIMITATIONS PER 11B-202.4; EXCEPTION 8 5735 47th Ave, Sacramento, CA 95824
STAFF WOMENS ACCESSIBLE RESTROOM (DSA # 02-105572)

TOILET UPGRADES NOT INCLUDED AS A PART OF THIS PROJECT. EVALUATION

THRESHOLD LIMITATIONS PER 11B-202.4; EXCEPTION 8

STAFF UNISEX ACCESSIBLE RESTROOM (DSA # 02-105572)

TOILET UPGRADES NOT INCLUDED AS A PART OF THIS PROJECT. EVALUATION

THRESHOLD LIMITATIONS PER 11B-202.4; EXCEPTION 8

BOYS / MENS NON-ACCESSIBLE RESTROOM

TOILET UPGRADES NOT INCLUDED AS A PART OF THIS PROJECT. EVALUATION ISSUED

/ / THRESHOLD LIMITATIONS PER 11B-202.4; EXCEPTION 8 MARK DATE DESCRIPTION
| GIRLS / WOMENS NON-ACCESSIBLE RESTROOM DSA 07/29/2025 DSA APPROVAL
i TOILET UPGRADES NOT INCLUDED AS A PART OF THIS PROJECT. EVALUATION ADDO1 0412212026 ADDENDUM 01

THRESHOLD LIMITATIONS PER 11B-202.4; EXCEPTION 8

STUDENT UNISEX NON-ACCESSIBLE RESTROOM
TOILET UPGRADES NOT INCLUDED AS A PART OF THIS PROJECT. EVALUATION
THRESHOLD LIMITATIONS PER 11B-202.4; EXCEPTION 8
BOYS / MENS ACCESSIBLE RESTROOM (DSA # 02-105572)
TOILET UPGRADES NOT INCLUDED AS A PART OF THIS PROJECT. EVALUATION
THRESHOLD LIMITATIONS PER 11B-202.4; EXCEPTION 8
GIRLS / WOMENS ACCESSIBLE RESTROOM (DSA # 02-105572)
TOILET UPGRADES NOT INCLUDED AS A PART OF THIS PROJECT. EVALUATION
THRESHOLD LIMITATIONS PER 11B-202.4; EXCEPTION 8
STUDENT UNISEX ACCESSIBLE RESTROOM (DSA # 02-105572)
TOILET UPGRADES NOT INCLUDED AS A PART OF THIS PROJECT. EVALUATION
THRESHOLD LIMITATIONS PER 11B-202.4; EXCEPTION 8

* DF(E) (E) ACCESSIBLE HI-LO DRINKING FOUNTAIN (DSA # 02-105572)
DF UPGRADES NOT INCLUDED AS A PART OF THIS PROJECT. EVALUATION

THRESHOLD LIMITATIONS PER 11B-202.4; EXCEPTION 8
PH PANIC HARDWARE AT GATES
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Q DEMOLITION NOTES

on
1. SAWCUT, REMOVE AND DISPOSE OF EXISTING CONCRETE ‘ ‘ O N A K‘ 5
PAVING AND ASSOCIATED AGGREGATE BASE. SAWCUT

SHALL BE A NEAT STRAIGHT LINE, MAINTAIN CLEAN,
STRAIGHT CUT EDGE UNTIL NEW PAVING IS PLACED.

2025 Nineteenth Street

F/ 2. SAWCUT, REMOVE AND DISPOSE OF EXISTING ASPHALT o055 Io0

/| PAVING AND ASSOCIATED AGGREGATE BASE. SAWCUT ok o

< SHALL BE A NEAT STRAIGHT LINE, MAINTAIN CLEAN, o
STRAIGHT CUT EDGE UNTIL NEW PAVING IS PLACED.

CONSULTANT

3. REMOVE AND DISPOSE OF EXISTING TURF/VEGETATION
AND ASSOCIATED IRRIGATION /SPRINKLERS IN CONFLICT
WITH NEW WORK.

4. REMOVE EXISTING UTILITY BOX AND/OR FRAME AND
COVER AND PROVIDE NEW. NEW BOX SHALL BE
SIMILAR IN SIZE, BUT WITH TRAFFIC RATING AND SLIP
RESISTANT COVER.

WC

WARREN CONSULTING ENGINEERS, INC.
1117 WINDFIELD WAY, SUITE 110
EL DORADO HILLS, CA 95762 | (916) 985-1870

SEAL

PROJECT

CAMELLIA BASIC ELEMENTARY
SCHOOL - PC SHADE STRUCTURE

6600 COUGAR DR
SACRAMENTO, CA 95828

CLIENT
SACRAMENTO CITY UNIFIED SCHOOL DISTRICT

5735 47th Ave Sacramento, CA 95824
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SUBGRADE PREPARATION

1. FOLLOWING SITE DEMOLITION ACTIVITIES:

FOR AREAS TO RECEIVE CONCRETE AND ASPHALT PAVING,
EXCAVATE DOWN TO ROUGH SUBGRADE ELEVATION, SCARIFY THE
EXISTING SOILS TO A MINIMUM DEPTH OF 8 INCHES, MOISTURE
CONDITION TO AT LEAST 2 PERCENT ABOVE THE OPTIMUM
MOISTURE AND COMPACT TO AT LEAST 90 PERCENT OF THE
MAXIMUM DRY DENSITY DETERMINED BY THE ASTM D1557 TEST
METHOD. UPPER 8 INCHES OF SUBGRADE BENEATH ASPHALT
PAVEMENT SHALL BE COMPACTED TO 95 PERCENT.

(O GRADING NOTES

1. MATCH EXISTING GRADE/ELEVATION.

2. CONSTRUCT CONCRETE CURB PER
3. CONSTRUCT ACCESSIBLE CURB RAMP PER

4. PROPOSED SIDEWALK ELEVATION SHALL NOT BE MORE
THAN 1/4” BELOW EXISTING FINISH FLOOR ELEVATION.

5. TURF/MULCH DAMAGED AND/OR REMOVED BY
CONSTRUCTION ACTIVITIES SHALL BE REPLACED WITH
SOD AND/OR MATCHING MULCH. SPRINKLERS

REMOVED /DAMAGED SHALL BE REPLACED TO ALLOW
FOR PROPER IRRIGATION COVERAGE.

GRAPHIC SCALE

10 0 5' 10 20'
(IN FEET) I inch = 10 feet

NORTH

THIS DRAWING MAY HAVE BEEN ENLARGED OR REDUCED.

MATCHLINE - SEE SHEET CG102
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WARREN CONSULTING ENGINEERS, INC.
1117 WINDFIELD WAY, SUITE 110
EL DORADO HILLS, CA 95762 | (916) 985-1870
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SITE PLAN - OVERALL

SAFE DISPERSAL AREA
CUMULATIVE AREA: 7,855 SF
7,855 /5 SF PER STUDENT =

1,571 OCCUPANT CAPACIT

ACCESSIBLE PATH

CASA DEL SOL WA

(E) PATH OF EGRESS LINKED TO ALL BUILDINGS ON SITE (DSA #02-107523)

NORTH

SCALE 1"=30-0"

D

GENERAL NOTES

@

m o o

m

GRAY LINES INDICATE EXISTING TO REMAIN OR REFERENCE

NOT ALL WORK SHOWN ON THIS SHEET; SEE BALANCE OF CONTRACT DOCUMENTS FOR FULL
SCOPE OF WORK

SEE “SITE PLAN — ACCESSIBILITY” PLAN FOR SITE ACCESSIBILITY
SEE “SITE PLAN - FIRE ACCESS PLAN” FOR FIRE ACCESS
SEE GATE SCHEDULE FOR GATE WIDTH AND PANIC HARDWARE REQUIREMENTS

SEE “SITE PLAN — ACCESSIBILITY” FOR EXIT DISCHARGE ROUTES TO PUBLIC WAY OR SAFE
DISPERSAL AREAS

FOR GATE / DOOR MANEUVERING CLEARANCES AT ALL ACCESS DOORS APPLICABLE TO
PROJECT SCOPE OF WORK, SEE DETAIL

PROVIDE 18" CONCRETE MOW STRIP UNDER ALL FENCING AND GATES THROUGH SOFTSCAPE
AREAS, UNO.

ANYWHERE (E) TO REMAIN HARDSCAPE IS DISTURBED BY DEMOLITION OR NEW
CONSTRUCTION, REPLACE HARDSCAPE; SEE CIVIL FOR HARDSCAPE SECTION INFORMATION

GATES IN FENCES MATCH FENCE TYPE UNO.

AT DECORATIVE GATES WITH PANIC BARS: INSTALL PREFINISHED PERFORATED METAL AT
FULL CAMPUS SIDE OF GATE AT AND 24" MINIMUM ALONG ADJACENT FENCE EACH SIDE UNO.

AT CHAIN LINK GATES WITH PANIC BARS: INSTALL SLATS IN FULL WIDTH OF GATE AND 24"
MINIMUM ALONG ADJACENT FENCE EACH SIDE UNO.

FIELD VERIFY SPOT ELEVATIONS PRIOR TO SETTING FINAL GRADES

AT HARDSCAPE ADJACENT TO BUILDING, PROVIDE A SLOPE OF 2% AWAY FROM BUILDING FOR
AT LEAST 10 FEET FROM FACE OF WALL. AT SOFTSCAPE AREAS, PROVIDE A SLOPE OF 5%
AWAY FROM BUILDINGS FOR AT LEAST 10 FEET FROM FACE OF WALL PER CBC. SEE CIVIL FOR
SLOPE AND SPOT ELEVATIONS.

LIONA

2025 Nineteenth Street
Sacramento, CA 95818
P 916.558.1900
www.lionakis.com

SITE PLAN LEGEND

LIMITS OF ARCHITECTURAL SCOPE OF WORK

(E) BUILDING WITH NO SCOPE OF WORK

SOFTSCAPE

ASPHALT

CONCRETE

- - PROPERTY LINE

eeceesceescese (E)EXIT DISCHARGE PATH TO PUBLIC WAY / SAFE DISPERSAL AREA (ACC.)

LIGHT %  EGRESSLIGHTING

(E) LIGHT %  (E)EGRESS LIGHTING

CONSULTANT

EXIT DISCHARGE PATH TO PUBLIC WAY / SAFE DISPERSAL AREA (ACCESSIBLE)

SEAL

BUILDING NAMES & CODE INFORMATION

PROJECT

CAMELLIA BASIC ELEMENTARY
SCHOOL - PC SHADE STRUCTURE

6600 COUGAR DR,
SACRAMENTO, CA 95828

CLIENT
SACRAMENTO CITY UNIFIED SCHOOL DISTRICT

5735 47th Ave, Sacramento, CA 95824

ISSUED
BLDG# | STATUS | DSA# | OCCUPANCY CLASSIFICATION |SPRINKLERED | CONST CLASS | STORY | AREA | OCC LOAD MARK DATE DESCRIPTION
DSA 07/29/2025 DSA APPROVAL
00A (E) 20635 E NO V-B 1 11,147 485 ADDO1 04/22/2026 ADDENDUM 01
0B | () | 20635 B NO VB 1| 1532 3
00C | (B) | 20635 |MIXED-USESEPARATED;A21E|  NO VA 1| 12447 | a7
POl | () | 53491 E NO VB 1 868 44
P2 | (| | 107523 E NO VB 1| 1,280 64
PO3 | () | 53491 E NO VB 1 868 44
P4 | () | 53491 E NO VB 1 868 44
Pos | () | 53491 E NO VB 1 868 44
PO6 | (E) | 53491 E NO VB 1 614 0
Po7 | (| | 55702 E NO VB 1 868 44
Pos | () | 55702 E NO VB 1 868 44
P9 | (B | 64999 E NO VB 1 868 44
Po | ® | 67170 E NO VB 1| 1,781 89
Pi1 | (©® | 10100 E NO VB 1 886 45 MANAGEMENT
P12 | (B | 10109 E NO V-8 ! 886 45 LIONAKIS PROJECT NO: 025012
SS01 | NEW | 02123354 E NO - 1 1,200 60 COPYRIGHT: LIONAKIS 2024
TOTAL | 37,849 | 1,566
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SITE PLAN - OVERALL - NORTH

HARDSCAPE PER CIVI

ADDO1

(6) BOLLARDS,
EE CIVIL 6/C-50

GENERAL NOTES

A. GRAY LINES INDICATE EXISTING TO REMAIN OR REFERENCE

@

NOT ALL WORK SHOWN ON THIS SHEET; SEE BALANCE OF CONTRACT DOCUMENTS FOR FULL
SCOPE OF WORK

SEE “SITE PLAN — ACCESSIBILITY” PLAN FOR SITE ACCESSIBILITY

SEE “SITE PLAN - FIRE ACCESS PLAN” FOR FIRE ACCESS

m o o

SEE GATE SCHEDULE FOR GATE WIDTH AND PANIC HARDWARE REQUIREMENTS

m

SEE “SITE PLAN — ACCESSIBILITY” FOR EXIT DISCHARGE ROUTES TO PUBLIC WAY OR SAFE
DISPERSAL AREAS

G. FOR GATE /DOOR MANEUVERING CLEARANCES AT ALL ACCESS DOORS APPLICABLE TO
PROJECT SCOPE OF WORK, SEE DETAIL

H. PROVIDE 18" CONCRETE MOW STRIP UNDER ALL FENCING AND GATES THROUGH SOFTSCAPE
AREAS, UNO.

. ANYWHERE (E) TO REMAIN HARDSCAPE IS DISTURBED BY DEMOLITION OR NEW
CONSTRUCTION, REPLACE HARDSCAPE; SEE CIVIL FOR HARDSCAPE SECTION INFORMATION

J. GATES IN FENCES MATCH FENCE TYPE UNO.

K. AT DECORATIVE GATES WITH PANIC BARS: INSTALL PREFINISHED PERFORATED METAL AT
FULL CAMPUS SIDE OF GATE AT AND 24" MINIMUM ALONG ADJACENT FENCE EACH SIDE UNO.

L. AT CHAIN LINK GATES WITH PANIC BARS: INSTALL SLATS IN FULL WIDTH OF GATE AND 24"
MINIMUM ALONG ADJACENT FENCE EACH SIDE UNO.

M. FIELD VERIFY SPOT ELEVATIONS PRIOR TO SETTING FINAL GRADES

N. AT HARDSCAPE ADJACENT TO BUILDING, PROVIDE A SLOPE OF 2% AWAY FROM BUILDING FOR
AT LEAST 10 FEET FROM FACE OF WALL. AT SOFTSCAPE AREAS, PROVIDE A SLOPE OF 5%
AWAY FROM BUILDINGS FOR AT LEAST 10 FEET FROM FACE OF WALL PER CBC. SEE CIVIL FOR
SLOPE AND SPOT ELEVATIONS.

LIONA

2025 Nineteenth Street
Sacramento, CA 95818
P 916.558.1900
www.lionakis.com

SITE PLAN LEGEND

LIMITS OF ARCHITECTURAL SCOPE OF WORK

(E) BUILDING WITH NO SCOPE OF WORK

SOFTSCAPE

ASPHALT

~* 7 7< . .~ CONCRETE

- PROPERTY LINE
0000000000000 [XITDISCHARGE PATH TO PUBLIC WAY / SAFE DISPERSAL AREA (ACCESSIBLE)

sssssssssesss (E)EXITDISCHARGE PATH TO PUBLIC WAY / SAFE DISPERSAL AREA (ACC.)
LIGHT %  EGRESSLIGHTING
(E) LIGHT % (E)EGRESS LIGHTING

NORTH
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GENERAL NOTES

FOUNDATION NOTES

1,  ALL DIMENSIONS, CONDITIONS AND ELEVATIONS ARE TO BE FIELD VERIFIED BY THE CONTRACTOR
PRIOR TO COMMENCING WORK OR FABRICATION. |F ANY DISCREPANCIES ARE FOUND OR IF ANY .
CONDITION EXISTS NOT AS SHOWN ON THE DRAWINGS THE ENGINEER SHALL BE NOTHIED IMMEDIATELY.

2. THE CONTRACTOR WILL HOLD HARMLESS, INDEMNIFY AND DEFEND THE OWNER, THE ENGINEER, AND
HiS CONSULTANTS, AND FACH OF THEIR OFFICERS AND EMPLOYEES AND AGENTS, FROM ANY AND ALL
LIABILITY CLAMMS, LOSSES OR DAMAGE ARISING OR ALLEGED TO ARISE FROM THE PERFORMANCE OF THE
WORK DESCRIBED HEREIN, BUT NOT INCLUDING THE SOLE NEGLIGENCE OF THE OWNER, THE ENGINEER
AND HIS CONSULTANTS, AND EACH OF THEIR OFFICERS AND EMPLOYEES AND AGENTS,

3. THE CONTRAGT DRAWINGS AND SPECIFICATIONS REPRESENT THE DESIGN INTENT. UNLESS
OTHERWISE SHOWN, THEY DO NOT INDICATE THE METHOD OF CONSTRUCTION. THE CONTRACTOR SHALL
SUPERVISE AND DIRECT THE WORK AND HE SHALL BE SOLELY RESPONSIBLE FOR ALl CONSTRUCTION
MEANS, METHODS, TECHNIQUES, SEQUENCES, AND PROCEDURES,

IN ACCORDANCE WITH GENERALLY ACCEPTED CONSTRUCTION PRACTICES, THE CONTRACTOR WILL BE
SOLELY AND COMFLETELY RESPONSIBLE FOR THE CONDITIONS OF THE JOB SITE, INCLUDING SAFETY OF
AL PERSONS AND PROPERTY DURING PERFORMANCE OF THE WORK. THIS REQUIREMENT WILL APPLY
CONTINUOUSLY AND NOT BE LIMITED 7O NORMAL WORKING HOURS.

ALL WORK SHALL CONFORM TO THE LATEST APPLICABLE CONSTRUCTION SAFETY REQUIREMENTS oF
0.5H.A. AND ANY OTHER GOVERNMENTAL ENTITY HAVING JURISDICTION.

4, THME DUTY OF THE ENGINEER TO CONDUCT CONSTRUCTION REVIEW OF THE CONTRACTOR'S
PERFORMANCE 1S NOT INTENDED TO INCLUDE REVIEW OF THE ADEQUACY OF THE CONTRACTOR'S SAFETY
MEASURES, IN, ON, OR NEAR THE CONSTRUCTION SITE.

5, ANY SUPPORT SERVICES PERFORMED BY THE ENGINEER OR HIS REPRESENTATIVES DURING
CONSTRUCTION SHALL BE DISTINGUISHED FROM CONTINUOUS AND DETALED INSPECTION SERVICES WHICH
ARE FURNISHED BY OTHERS. THESE SUPPORT SERVICES PERFORMED BY THE ENGINEER WHETHER OF
MATERIAL OR WORK AND WHETHER PERFORMED PRIOR TO, DURING, OR AFTER COMPLETION OF
CONSTRUCTION ARE PERFORMED SOLELY FOR THE PURPOSE OF ASSISTING IN QUALRY CONTROL AND IN
ACHIEVING CONFORMANCE WITH CONTRACT DRAWINGS AND SPECIFICATION, BUT THEY DO NOT GUARANTEE
THE CONTRACTOR'S PERFORMANCE AND SHALL NOT BE CONSTRUED AS SUPERVISION OF CONSTRUCTION.

6. ANY CHANGES TO THE APPROVED SET OF PLANS WITHOUT NOTIFYING THE ENGINEER PRIOR TO
SUCH CHANGES ABSOLVES SAID ENGINEER FROM ANY AND ALL RESPONSIBILITY WITH RESPECT TO
LIABILITY, DAMAGE OR EXTRA WORK RESULTING FROM SAID CHANGES. .

7. NOTES AND DETAILS ON THE DRAWINGS SHALL TAKE PRECEDENCE OVER THESE GENERAL NOTES.

B. THE TYPICAL DETAILS SHOWN ON THESE SHEETS SHALL APPLY IN ALL CASES UNLESS SPECIFICALLY
SHOWN OTHERWISE, WHERE NO DETALL IS SHOWN, CONSTRUCTION SHALL BE AS SHOWN FOR OTHER
SIMILAR WORK. '
9. DESIGN LOADS: RISK CATEGORY # OR RISK CATEGORY W

ROOF LIVE LOAD: 20 PSF REDUCIBLE ROOF DEAD LOAD: 3 PSF

SNOW LOAD: Pg = Ps = 20 PSF & 30.6 PSF Ce = 1,5 Ct = 1.2 Ca = 1.0
Is = 1,0 RISK CATEGORY Hl s = 1,1 RISK CATEGORY I ICE LOAD = 0 PSF

SEISMIC: | = 1.0 AT RISK CATEGORY i OR I = 1.25 AT RISK CATEGORY i
SRISMIC DESIGN CATEGORY = E p =10

STRUCTURE IS A STEEL ORDINARY CANTILEVERED COLUMN SYSTEM (G2 PER ASCE7-18)
R =w 1.25/0.7 (FOR WORKING STRESS)

flo = 1.25 Cd = 1.25 BASE GHEAR: V= px Ce X W

SOIL SITE CLASS = D X
S e in EIGHT T = 0.4g | IS CATEGORY | V. = 0.56W (ASD) FOR Sy

T > 0.5 SEC. FOR COLUMN

. RISK CATEGORY il V = 0.70W (ASD) FOR 1.
HEIGHTS > 12.5 oK. GATEGORY Il v = 1.75W (50} FoR Spe = 2.5
WIND LOAD: 110 MPH, EXPOSURE C  RIGK CATEGORY Il OR RISK CATEGORY M
Kd = 0.85 Kz = 0.0 Kzt = 1.0Ke = 1.00

gh = 14.33 (gh = 0.00256 x Kz x Ke x Kzt x Kd x V° x 0.6 (FOR WORKING
STRESS)) STRUCTURE IS DESIGNED FOR CLEAR & OBSTRUCTRED WIND FLOW.
MAXIMUM BASIC WIND LOAD FOR PROJECT LOCATED IN SPECIAL WIND REGIONS SHALL BE EQUAL TO OR
LESS THAN 135 mph AND CONFORM WITH THE ADOPTED ORDINANGE OF THE CITY, COUNTY OR CITY AND
COUNTY IN WHICH THE PROJECT SITE IS LOCATED AND SHALL BE APPROVED BY DSA-SS.

10. GOVERNING CODE: 2022 CBC

11, ALLOWABLE SOH. BEARING IS BASED ON 1500 PSF & 100 PCFx2 PASSIVE PRESSURE PER CHC
TABLE 1B0BA.2 & SECTION 1BO6A.3.4, SKIN FRICTION IS PER 1810A.3.3.1.4 & IS EQUAL TO
1500/6=250 PSF. FOR UPLIFT SKIN FRICTION SHALL BE 125 PSF (S.F. OF 2). 1/3 INCREASE NOT
USED FOR ANY SOIL VALUES,

:I?S'PE%RWORK TO BE PERFORMED UNDER THE CONTINUOUS INSPECTION OF A D.S.A. APPROVED

13. ALL WORK SHALL CONFORM TO TITLE 24, CALIFORNIA CODE OF REGULATIONS (CCR).

14. CHANGES TO THE APPROVED DRAWINGS AND SPECIFICATIONS SHALL BE MADE BY AN ADDENDA OR
A CONSTRUCTION CHANGE DOCUMENT APPROVED BY THE DMVISION OF THE STATE ARCHITECT, AS
REQUIRED BY SECTION 4-338, PART 1, TITLE 24, CCR AND THE ENGINEER.

16. A PROJECT INSPECTOR EMPLOYED BY THE DISTRICT (OWNER) AND APPROVED BY THE OFFICE OF
THE STATE ARCHITECT SHALL PROVIDE CONTINUQUS INSPECTION OF THE WORK. THE DUTIES OF THE
INSPECTOR ARE DEFINED IN SECTION 4-342, PART 1, TIMLE 24, CCR. - - o .

= 1.0
RISK CATEGORY |1 V = 0.98W (ASD) FOR Sp. = 1.75
= 1,00

1. ALL FOOTINGS SHALL EXTEND TO FiRM BEARING IN UNDISTUBED SOIL OR ENGINEERED FILL.
2. NOMINAL TOP OF FLOOR SLAB ELEVATION = DATUM +0'-0" UNLESS OTHERWISE NOTED.

3, ANY EXISTING FILL AT THE BUILDING PAD SHALL MEET THE 92% COMPACTION REQUIREMENTS, ALL
ORGANIC MATERIAL, RUBBLE, OR OTHER DELETERIOUS MATERIAL SHALL BE REMOVED FROM THE SITE.

4, SEE ARCHITECTURAL DRAWINGS FOR LOCATION AND EXTENT OF EXTERIOR WALKWAYS.

5, ALL REINFORCING STEEL, ANCHOR BOLTS, AND OTHER EMBEDDED [TEMS SHALL BE SECURELY
POSITIONED IN THE FORMS PRIOR TO POURING OF CONCRETE.

6. SHORING AND BRACING: IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO DESIGN AND PROVIDE
ADEQUATE SHORING, BRACING, AND FORM WORK AS REQUIRED FOR THE CONSTRUCTION OF THIS
BUILDING, PROVIDE TEMPORARY BRACING AS REQUIRED TO HOLD THE VARIOUS ELEMENTS IN PLACE
UNTIL FINAL SUPPORT IS SECURELY ANCHORED.

7. EXCAVATION: THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL EXCAVATION PROCEDURES AND FOR
PROTECTION OF ADJACENT PROPERTY, STRUCTURES, STREETS, AND UTILITIES IN ACCORDANCE WITH THE
LOCAL BUILDING DEPARTMENT.

B. BACKFILL: DO NOT BACKFILL AROUND THE EXTERIOR PERIMETER WALL UNTIL AFTER THE WALLS ARE
SUPPORTED BY THE COMPLETION OF INTERIOR FLOOR SYSTEMS., IF THE FLOOR SLABS ARE CONCRETE,
DO NOT BACKFILL UNTIL 7 DAYS MINIMUM AFTER COMPLETIGN OF THE FLOOR SLABS. DO NGT BACKFILL
UNTIL AFTER COMPLETION AND INSPECTION OF DAMP--PROOFING.

CONCRETE NOTES

1. ALL MOLDS, ORNAMENTS, GROOVES, ETC., SHOWN ON THE ARCHITECTURAL DRAWINGS SHALL BE
PROVIDED FOR IN THE FORM WORK BEFORE THE CONCRETE IS POURED.

2. ALL REINFORCING STEEL, ANCHOR BOLTS, DOWELS AND OTHER EMBEDS SHALL BE IN PLACE AND
SECURED TO FORM WORK PRIOR TO POURING OF CONCRETE.

3. REFER TO BOTH ARCHITECTURAL AND MECHANICAL DRAWINGS FOR LOCATION OF PLUMBING FIXTURES.

4. NO PIPES OR DUCTS SHALL BE PLACED IN CONCRETE WALLS OR STRUCTURAL SLABS UNLESS
SPECIFICALLY DETAILED.

5, CONSTRUCTION JOINTS NOT INDICATED ON THE DRAWINGS SHALL BE SO MADE AND LOCATED AS NOT
TO IMPAIR THE STRENGTH OF THE STRUCTURE. PROVISION SHALL BE MADE FOR TRANSFER OF
SHEAR AND OTHER FORCES THROUGHOUT THE JOINTS. THE CONTRACTOR SHALL OBTAIN THE
Qﬁ%{gﬁ‘sm’sAPPROVAL OF CONSTRUCTION JOINT LOCATION IN ALL STRUCTURAL SLAB, BEAMS AND

6. S!DES OF FOOTINGS MAY BE POURED AGAINST STABLE EARTH.

7. THE QUALITY AND DESIGN OF CONCRETE SHALL COMPLY WITH TITLE 24 PART 2 EXCEPT ITEMS NOT
SPECIFICALLY COVERED THEREIN SHALL CONFORM TO ACI 318,

8, ALL REINFORCING SHALL BE NEW STOCK DEFORMED BARS CONFORMING TO ASTM AB15.

‘A #4 BARS AND SMALLER..... GRADE 40 OR 60
. B. #5 BARS AND LARGER........GRADE 60
C. SEPARATE BARS 1~1/2 DIAMETERS CLEAR OR 1—1/2" CLEAR, WHICHEVER IS LARGER.

9. MINIMUM CONCRETE COVER FOR REINFORCING SHALL BE AS FOLLOWS:
[ CAST AGAINST EARTH (EXCEPT SLABS ON GRADE).....ccwmenmsrmssirinsed”
: SLABS ON GRADE....... NS LS PR OO LS EO SO PRRS AR Irrrenree s e s e s as s neaes t-1/2"
EXPOSED TO EARTH OR WEATHER
5 BARS AND SMALLER....csusemsmrssnsssnsirenses sevasansens
. #6 BARS AND LARGER . Carisssisi e
NOT EXPOSED TC WEATHER OR IN CONTACT WiTH GROUN
. SLABS, WALLS, JOISTS ‘
g Z:; BARS AND SMALLER......commiienmseriosmaniisissisnmmassmses
1
B

4 AND 1B BARS.corsninenssmssnsommsnineses riassresass e e res s ra s sar pesa e ve 1-1/2"
S, GIRDERS, COLUMNS
PRINCIPAL REINFORCING, TIES
. STIRRUPS, OR SPIRALS...ccvmrairene sersressssassnsnssentarerasarensrrenrris cessrass e 1-1/2"
: SHELLS AND FOLDED PLATE MEMBERS
: $5 BARS AND SMALLER..cvvreirmmsmerisinsssnsrasssssssmmssssasssarsestrsnssssassesraserssss 2
6 BARS AND LARGER.......coeesurser Baenand bR LAY SRR SR BTSSR IR SRS 3/4"

10. CONCRETE SHALL HAVE FOLLOWING MINIMUM REQUIRMENTS FOR THE FOLLOWING EXPOSURE
CATEGORIES & CLASSES.
'FO— 3000 PS| AT 28 DAYS & MAXIMUM WATER TO CEMENT RATIO OF 0.5,
[F2— 4500 PS| AT 28 DAYS & MAXIMUM WATER TO CEMENT RATIO OF 0.45 & VERIFY COMPLIANCE
W/ ACI TABLE 18.3.3.1.

11, THE ENGINEER DOES NOT PROVIDE CONTRACT ADMINISTRATION FOR THE PROJECT, INCLUDING REVIEW
OF CONCRETE MIXES.

12. PER ACI SECTION 19,3.2.1. FOOTING SHALL NOT BE EXPOSED TO FREEZING AND THAWING CYCLES,
SHALL NOT BE EXPOSED TO WATER~SOLUBLE SULFATE IN SOIL BY PERCENT OF MASS 20.10%, SHALL
NOT BE EXPOSED TO EXTERNAL SOURCE OF CHOLORIDES.

13, CEMENT SHALL COMPLY W/ ASTM C150 AND AGGREGATE SHALL COMPLY W/ ASTM C33.

STRUCTURAL STEEL NOTES

1, ALL STRUCTURAL STEEL EXCEPT W SHAPES SHALL CONFORM TO ASTM A—~36 AND SHALL BE
FAB!}\I&'}TA’:‘[ED AND ERECTED AS PER AISC SPECIFICATIONS FOR BUILDINGS. W SHAPES SHALL CONFORM
TO ARBZ,

2. STRUCTURAL PIPE SHALL CONFORM TO ASTM A-53 GRADE "B" AND STRUCTURAL TUBING SHALL
CONFORM TO ASTM A~B500 GRADE "B", Fy=4BKSi

3, AL LIGHT GAGE STEEL TO CONFORM TO ASTM AG53 GRADE 55 FOR ALL STRUCTURAL SHAPES, ABS53
GRADE 33 FOR ALL BLOCKING, FLASHINGS, MISCELLANEOUS CONNECTION PLATES, AND ANGLES,

ALL UNFINISHED BOLTS SHALL BE ASTM A-307 UNLESS NOTED OTHERWISE.
USE AISC USUAL GAGES FOR BOLT HOLES IN ALL STEEL SECTIONS UNLESS OTHERWISE NOTED.
THE STEEL FABRICATOR SHALL PROVIDE ADEQUATE TEMPORARY BRACING FOR ERECTION,

Pl U

. ALL BOLT HOLES ARE T0 BE 1/1 " OVERSIZED, ALL BOLTS SHALL HAVE WASHERS INSTALLED UNDER
BOTH HEAD & NUT. SELF DRILLR\IG SCREWS SHALL BE PER ESR-1976 OR EQUAL.

8. ALL STEEL SHALL BE PROTECTED FROM WEATHER AS FOLLOWS: STRUCTURAL STEEL SHALL BE
HOT-DIP GALVANIZED (MIMIMUN ASTM A123 OR A153, CLASS D) OR PAINTED WITH ZINC-RICH
PRIMER, UNDERCOAT, AND FINISH COAT; OR EQUIVALENT PAINT SYSTEM. COLD-FORMED STEEL
MEMBERS SHALL BE 55% ALUMINUM~ZING ALLOY COATED PER ASTM A782/A792M STANDARD .IN
ACCORDANCE TO AISI S200 TABLE A4—1, CP 80 COATING DESIGNATION, ’

ALL EXPOSED STEEL FASTENERS, INCLUDING CAST-IN-PLACE ANCHMOR BOLTS/RODS, SHALL BE
STAINLESS STEEL (TYPE 304 MINIMUM), HOT—DIP GALVANIZED (ASTM A153, CLASS D MINIMUM), OR
PROTECTED WITH CORROSION--PREVENTIVE COATING THAT DEMONSTRATED NO MORE THAN 2X OF RED
RUST IN MINIMUM 1,000 HOURS OF EXPOSURE IN SALT SPRAY TEST PER ASTM B117. ZINC-PLATED
FASTENERS DO NOT COMPLY WITH THIS REQUIREMENT, (EXAMPLE PROPRIETARY COATINGS THAT DO
COMPLY WITH THE 1,000 HOUR REQUIREMENT INCLUDE BUT ARE NOT NECESSARILY UMITED TO: QUIK
GUARD BY SIMPSON, KWIK--COTE BY HILTI, STALGARD BY ELCO, VISTACORR BY SFS INTEC, ETC.)

GOVERNING CODES:
1. 2022 CAUFORNIA BUILDING STANDARDS ADMINISTRATIVE CODE (PART 1, TITLE 24, CCR).

2. 2022 CALIFORNIA BUILDING CODE, VOLUMES t & 2 (PART 2, TITLE 24, CCR).
3. 2022 CALIFORNIA ELECTRICAL CODE (PART 3, TITLE 24, CCR).

" 4, 2022 CALIFORNIA FIRE CODE (PART 9, TITLE 24, COR)

NOTES ‘
1, COVERS ARE NOT DESIGNED TO BE ENCLOSED OR FOR STORAGE OF COMBUSTIBLE MATERIALS.

2. WALKWAY COVER HAS BEEN CHECKED FOR CLEAR & OBSTRUCTED WIND FLOW CONDITION & CAN BE
WITHIN 8" MIN, FROM AN EXISTING BUILDING.

3. WALKWAY PIER FOOTING HAS BEEN CHECKED FOR D.S.A. BULLETIN 08-06 REV..
4. ALL WORK SHALL COMPLY WITH C.F.C. CHAFTER 33 DURING CONSTRUCTION.

TESTING & INSPECTIONS REQUIRMENTS
1. INSPECTOR CLASS (MINIMUM REQUIREMENTS)

2. SELECTION OF THE PROJECT INSPECTOR AND TESTING AGENCY .
BY THE SCHOOL DISTRICT AND APPROVED BY D.S.A, A/E OF RECORD AND STRUCTURAL ENGINEER

3. COST OF THE PROJECT INSPECTOR (CA ADMIN. CODE 4-333(8) AND TESTING AGENCY {CA ADMIN.
CODE 4-335) . .
BY THE SCHOOL DISTRICT

4, COPIES OF THE REPORT 10
ARCHITECT; STRUCTURAL ENGINEER; SCHOOL DISTRICT; D.S.A. (ORIGINAL); 10R; MANUFACTURER

NOTICE OF DISCLAIMER FOR STRUCTURAL ENGINEERING RESPONSIBILITY

1, PER TITLE 24, PART 1, SECTION 4-318 (D & E) OF THE CALIFORNIA CODE QF REGULATIONS, THE
DISTRICT SHALL HIRE AN ARCHITECT OR STRUCTURAL ENGINEER TO BE IN GENERAL RESPONSIBLE
CHARGE OF SITE SPECIFIC PROJECT.

2. FOR SITE SPECIFIC PROJECT GERARD HOMER & ASSOCIATES IS NOT THE DESIGN PROFESSIONAL IN
GENERAL RESPONSIBLE CHARGE.

3, FOR SMTE SPECIFIC PROJECT GERARD HOMER & ASSOCIATES RESPONSIBILITY IS UMITED 7O THE
PREPARATION OF PLANS AND SPECIFICATIONS FOR A PORTION OF THE PROJECT AS DESIGNED BY
THE ARCHITECT FOR INCORFORATION INTO THE PROJECT.

4, STRUCTURAL OBSERVATION OF CONSTRUCTION IS SPECIFICALLY EXCLUDED FROM GERARD HOMER &
ASSOCIATES RESPONSIBILITY FOR SITE SPECIFIC PROJECT.

H

e

| SHADE STRUCTURE TESTING & INSPECTION GUIDELINE

HE DSA-103 GUIDELINES SHOWN ON THIS SHEET S FOR ILLUSTRATION PURPOSES ONLY TO ASSIST IN THE COMPLETION OF FUTURE PROJECT-SPECIFIC FORM DSA=103. A FORM DSA-103 IS TO BE COMPLETED FOR EACH APPLICATION
‘ THAT THIS PC IS BEING INCORPORATED INTO AND THE EXAMPLE FORM DSA~103 IS TO BE CROSSED OUT ON THIS DRAWING.

DSA 103—22 LIST OF STRUCTURAL TESTS & SPECIAL INSPECTIONS — 2022 CBC

IMPORTANT: THIS FORM IS ONLY A SUMMARY LIST OF STRUCTURAL TESTS AND SOME OF THE SPECIAL INSPECTIONS REQUIRED FOR THE PROJECT. GENERALLY, THE STRUCTURAL TESTS AND INSPECTIONS NOTED ON THIS FORM ARE THOSE
THAT WILL BE PERFORMED BY THE GEOTECHNICAL ENGINEER OF RECORD, LABORATORY OF RECORD, OR SPECIAL INSPECTCR. THE AGTUAL COMPLETE TEST AND INSPECTION PROGRAM MUST BE PERFORMED AS DETAILED ON THE DSA
APPROVED DOCUMENTS. THE APPENDIX AT THE BOTTOM OF THIS FORM IDENTIFIES WORK NOT SUBJECT TO DSA REQUIREMENTS FOR SPECIAL INSPECTION OR STRUCTURAL TESTING,
INSPECTION OF ALL FACETS OF CONSTRUCTION, INCLUDING BUT NOT LIMITED TO, SPECIAL INSPECTIONS NOT LISTED ON THIS FORM SUCH AS STRUCTURAL WOOD FRAMING, HIGH-

ANCHORAGE OF NON~STRUCTURAL COMPONENTS, ETC., PER TITLE 24, PART 2, CHAPTER 17A (2022 CBC).

#NOTE: UNDEFINED SECTION & TABLE REFERENCES FOUND IN THIS DOCUMENT ARE FROM THE CBC, OR CALIFORNIA BUILDING CODE.

THE PROJECT INSPECTOR IS RESPONSIELE FOR PROVIDING
LOAD WOOD DIAPHRAGMS, COLD-FORMED STEEL FRAMING,

3 CAVATIONS ARE EXTENDED TO PROPER DEPTH AND HAVE REACHED PROFER

TERIAL,

HWATERIALS BELS W\FOOT!NGS ARE ADEQUATE TO ACHIEVE THE DESIGN BEA& G CAPACITY,
S4. CAST-IN-F’I.ACEDEEP FOUNDATIONS (PIERS);

{ o g;légECT DRILLING OPEQTEDNS AND MAINTAIN COMPLETE AND ACCU}A’IE RECORDS FOR EACH

o L’E’Eﬁ EEEER LOCATIONS, DIAMEIERS, PLUMBNESS & wNGms./{econo CONCRETE OR GROUT

. CONCRETE PIERS N /S
CONCRETE N\ 4

C1. CAST IN PLACE CONCRETE  \ /
MATERIAL VERIFICATION AND TESTING: N\ Vi

a. VERIFY USE_OF REQUIRED DESIGN MIX. S _ 7

b. IDENTIFY, SAMPLE & TES| REINFORCING STEEL/

v

. DURING CONCRETE PLACEMENT, FABRICATE ﬁE%MﬁNS FOR STRENGTH TESTS, SLUMP & AR
CONTENT TESTS, AND DETERMINE THE TE RE OF THE CONCRETE.

_d, TES] CONCREIE (COMPRESSION). fe N
N

o. BATCH PLANT INSPECTION — F?té;(?. DESIGN COMPE..IE\{Q“ 1705A.3.3.1 ITEM 2.

STEEL ‘
S/A1. STRUCTURAL STEEL, QOLD—FORMED STEEL & ALUMINUM USED'KOR STRUCTURAL PURPOSES
MATERIAL VERIFICATION &/TESTING: AN

a. VERIEY IDENTIFICATION OF ALL MATERIALS AND:

— MILL CERTF INDICATE MATERIAL PROPERTIES THAT COMPLY WITH REQUIREMENTS.
— MATERIAL SIZES, TYPES AND GRADES COMPLY WITH REGUIREMENTS,
b, TEST UNIDEDTIFIED MATERIALS N
©. EXAMINE WELDS OF HSS SHAPES ~
INSPECTION? N

d. Vﬂyf AND DOCUMENT STEEL FABRICATION PER DSA-APPROVED CONSTRUCTION DOCQhQTS.

/ N

NOTICE OF DISCLAIMER FOR STRUCTURAL ENGINEERING RESPONSIBILITY

5. ALL CONSTRUCTION ACTIVITIES RELATED TO STRUCTURAL ENGINEERING SHALL BE DELEGATED TO A
QUALIFIED ENGINEER BY THE DESIGN PROFESSIONAL IN GENERAL RESPONSIBLE CHARGE. THESE
ACTIVITIES INCLUDE, BUT ARE NOT LIMITED TO AFPROVAL OF INSPECTOR QUALIFICATIONS, STRUCTURAL
OBSERVATION OF CONSTRUCTION, REVIEW OF INSPECTION REPORTS, AND SIGNING OFF THE VERIFIED
REPORTS FOR COMPLETED WORK. GERARD HOMER & ASSOCIATES SHALL NOT BE LISTED ON THE
DSA 1 OR BE REQUIRED TO SIGN A DSA 1.DEL, :

6. GERARD HOMER & ASSOCIATES WILL BE RESPONSIBLE FOR RESPONDING TO QUESTIONS PERTAINING
70 THE PLANS AND SPECIFICATIONS FOR THE SHELTER OF THE PC WHICH ARISE DURING PLAN
CHECK AND CONSTRUCTION. .

7. THE ARCHITECT OR DSA SHALL NOT ADD TO OR CHANGE THIS PC WITHOUT PERMISSION FROM
GERARD HOMER & ASSOCIATES.

NOTE: REFERENCES ARE 70 THE 2022 EDITION OF THE CALIFORNIA BUILDING CODE (CBC) UNLESS OTHERWISE NOTED.
TEST OR SPECIAL INSPECTION /
SOIS S
S1. GENERAL: / REVISIONS
> \SIEI%l ?H?"E%N PREPARED PROBERLY PRIOR TO PLACEMENT OF CONTROLLED FILL @/OR DATE BY DESCRiPTEON
EXCAVATIONS FOR FOUNDATIONS. 7

CODE: 2022 C.B.C.

PRE—-CHECK (PC) DOCUMENT

A SEPARATE PROJECT APPLICATION
FOR CONSTRUCTION IS REQUIRED.

SHEET INDEX

5l GENERAL NOTES, SHEET INDEX ¢ STRUCTURAL
TESTS AND INSFECTIONS SHEET, OPTIONS
TABLE ¢ SITE SPECIFIC INFORMATION TABLE

52 FOUNDATION PLAN, ROOF FRAMING PLAN,

SECTION, DETAILS
53 TABES ¢ DETAILS

BUILDING DATA

A-2 FOR LUNCH SHELTER,

A-3 OCCUPANCY FOR GENERAL ASSEMBLY
{|-B CONSTRUCTION

ALLOW. AREA = ABO0 SQFT.

HEIGHT = &'-0" MIN, TO 160" MAX. COLUMN HEIGHT

GENERAL NOTES

SHEET INDEX & STRUCTURAL TESTS AND INSPECTIONS SHEET

4K

NOTES FOR ACHITECT TO VERIFY & COMPLY

1. GRADING PLANS, DRAINAGE IMPROVEMENTS, ROAD AND ACCESS REQUIREMENTS AND ENVIRONMENTAL
HEALTH CONSIDERATIONS SHALL COMPLY, . A ' '

2,  SUBSTITUTIONS AFFECTING DSA REGULATED ITEMS SHALL BE CONSIDERED AS A CONSTRUCTION
CHANGE DOCUMENT OR ADDENDUM, AND SHALL BE APPROVED BY DSA PRIOR TO FABRICATION AND
INSTALLATION PER DSA IR A—6 AND SECTION 33B(C) PART 1, TOHLE 24 CCR. - ST

gE LocaTON oF ELECTRICAL COMPONENTS MOUNTED TO COLUMNS SHALL COMPLY WITH ASCE 24—14,

4, THE ARCHITECT SHALL VERIFY COMPLIANCE W/ 8D/S1 (IR PC—7, SECTION 5,8) IF COVER IS NEAR A
SLOPE AND NOTIFY THE P.C. ENGINEER. IF COVER IS NEAR A SLOPE, THE INSTALLATION OF THIS
STRUCTURE SHALL NOT BE SUBMITTED AS OVER—THE-~COUNTER.
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NOTE: .
- CRITICAL COLUMN IS COLUMN NEAREST
GRADE BREAK, FOR MULTIPLE COLUMN
SHELTERS, THE COLUMNS FURTHER FROM
THE GRADE BREAK DO NOT CONTROL
REQUIRED FOO'_I'ING EMBEDMENT. =
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e THE PIER DEFTH SHALL BE INCREASED SUCH THAT THE DEPTH REGUIRED BY ARALYSIS (le, " DESIGNATED IN

, PIER DIAMETER (o, *1d" DESIGHATED IN FISURE ABOVE), ADDITIONALLY, DESISH P,
COLUMN HEIGHT SHALL. BE DETERMINED BASED ON A THEORETICAL
HORIZONTAL PLANE (s, "H* DESIGNATED IN FIGURE ABOVE). INSTALLATION OF A STRUCTURE LHDER. SticH
CONDITIONS SHALL NOT BE SUBMITTED AS AN OVER-THE-COUNTER SUBMITTAL. IF THE SETBACK LIMITS ARE
SMALLER THAN THE CBC REGUIRES, A SITE-SPECIFIC GEOTECHNICAL REPORT |9 REGUIRED,

COLUMN HEIGHT STARTING FROM THE SAME

FISURE ABOVE) |19 PROVIDED BELOW A HORIZONTAL PLANE FROM A HORIZONTAL DISTANCE SEVEN TIMES THE

N

SINGLE SLOPE LUNCH SHELTER OPTIONS TABLE
ROOF PANEL OPTION 3 PSF, NUMBER OF BAYS NOTES
MISCELLANEQUS ‘
AEP SPAN HR-36 DEAD LOAD ONE THREE FIVE | SEE BK/63 FOR ROOF DECK PROFILES & SECTION PROPERTIES.
>~ ALL PANELS CAN BE USED WITH ALL LOADING OFTIONS.
McELROY MEGA-RIB ves X no HO FOUR 51X
T I, ROOF FRAMING MEMBERS DEPENDENT ON WIND SPEED, RISK
LOADING WIND SPEED (1) SEISMIC MAXIMUM CATEGORY AND PITCH. THE MORE WIND SPEED, THE LESS
i, COLUMN PITCH IS ALLOWED AT RISK CATEGORY Il ROOF FRAMING,
30 PeF MPH. | Re. | PITCH LOWER SEISMIC | yrigHT ROOF FRAMING MEMBERS AT RISK CATEGORY Il DESIGNED
5 L1|55r= | Spg 1O FOR BOTH MAX. WIND LOAD AND PITCH.
OSL < 16 i 15 IN 12 OR LESS " HIGHER. SEISMIC I2ve" | 2. BO FSF FRAMING REQUIRED W B PSFF, OPTIONAL MISC.
B0 Por AR RC. I o D oA s DEAD, LOAD RO ALLONED WITH 30
5 f t) L] - A i .
= R ;?ERW i - 4. Fon HON LOAD:” IF THE HORIZONTAL SEPA
e | 4. FOR SNOW LOAD: 0 SEPARATION
slea | I o5 N2 MAX LOnER SEiSMic [ 16+6 DISTANCE BETVEEN ADUAGENT STRUGTIRES, o, 15 LS5 THAN
<35 | Wl |15 N2 OR LESS 5 100 20 FT. (6. M} AND LESS THAN SIX TIMES THE VERTICAL
‘ DS SEPARATION DISTANCE (s<6h), THEN THE REGUIREMENTS FOR
HiGHER SEISMIC THE LEEWARD DRIFT OF SECTION 1.1.| SHALL. BE USED TO
RC. i DETERMINE THE DRIFT LOAD ON THE LONER STRUCTURE. IF
Spg © 2.5 THE SNOW DRIFT ANALYSIS 19 REGUIRED IT SHALL BE
FPROVIDED BY THE PC APPLICANT & THE SITE APPLICATION
RC.I Sy * 1756 IS NOT ELIGIBLE FOR OVER THE COUNTER SUBMITTAL.
5. MISC. DEAD LOAD CAN INCLUDE SPRINKLERS OR SOLAR
REDUCE BAY SPACING PANELS. BOTH ARE NOT ELIGIBLE FOR OVER THE COUNTER
> PLAN CHECK. LOADS CAN NOT BE SUPPORTED BY THE
RC.M Spe7 25 ROOF PANELS, ONLY THE BEAMS & PURLINS CAN SUPFORT
REDUCE BAY SPACING MISC. DEAD LOADS.

SITE SPECIFIC INFORMATION TABLE

GROUND MOTION HAZARD ANALYSIS IS
PERFORMED. Sms SHALL NOT BE LESS
THAN Sm1.

(@ FOR SHE CLASS E WITH S1 GREATER THAN
OR EQUAL TO 0.2, PROVIDED T IS LESS
THAN OR EQUAL TO Ts, EQUATION 12.8-2
SHALL BE USED.

® PER ASCE 7-16 EQUATION 12.8-2.

5.5%9 SEISMIC COEFFICIENT, Ss SEISMIC CUEREICERT Sa8+% SELECT OCCUPANT LOAD FACTOR (OLF) HIGH SEISMIC DESIGN ADJUSTMENT
SEISMIC COEFFICIENT, §1 @ 4 WIND SPEED (3 SEC. GUST) @ MPH ASSEMBLY—CONCENTRATED TCHAIRS NON~-FIXED) FOR RISK CATEGORY Il WITH S,¢ > 1.75
0.245 ' “ . A 7 S.F./OCCUPANT . DS
|.264 SEISMIC COEFFICIENT, Fa  { ~ (-~ WD EXPOSURE CATEGORY GHAIRS) 15, S.F /OCGUPANT 20° BAYS x 175 MAXIMUM BAY
21 SEISMIC COEFFICIENT, Fv (| g4 | WDTH OF COVER AREA IN FT. | GO | DETERMINE OCCUPANT LOAD = AREA/OLF AGTUAL Spg SPACING IN FEET »a¥
5135 SEISMIC COEFFICIENT, Sms | O | JLENGTH OF COVERED AREA IN FT. DETERMINE RISK CATEGORY FOR RISK CATEGORY Il WITH . = 1.25 & Spq > 2.5
0.772 | sasmc coerricient, smt @ 1800 [, ARea N sa.FT. RISK CATEGORY Il OCCUPANTS s 300 20 BAYS % 25 _ AIMUM BAY
0.412 STE SPECIFIC, & @ P35> ADDQ! NUMBER OF BAYS RISK CATEGORY ll OCCUPANTS > 300 ACTUAL Spg x 1.25 SPACING IN FEET *x*
= RISK GATEGORY 1l _ADJACENT 70 RISK
0.515 SEISMIC COEFFICIENT, Sds |25 MAXIMUM COLUMN HEIGHT IN FT. e A o BAY SPAGING ON PLAN VIEWS TO BE REVISED
0.515 SEISMIC COEFFICIENT, Sd1 Y2 ROOF SLOPE IN./FT. NOTE: DUE TO THE PERIOD OF THE STRUCTURE, FOOTINGS.
: ONLY 12'-8" TALL OR LESS CAN HAVE Spq
© FOR THE STE CLASS D, Smi SHALL BE “SESWIE-COEFFIRNT=Sd T REDUCED PER ASCE 7~16, 12.8.1.3.
INCREASED By 50% UNLESS A SITE SPEGIFIC GEOHAZARD REPORTS LIQUEFWBLE SOIL OR STTE CLASS F OR E

GECHAZARD REPORT REQUIRED NOT REQUIRED LIQUEFIABLE SOILS

YES

X

NO

GEOHAZARD REPORTS ARE NOT REQUIRED FOR CANTILEVERED COLUMN OPEN
STRUCTURES PROVIDED THEY ARE CONSTRUCTED OF METAL, DO NOT EXCEED
4,000 SF. IN PLAN AREA AND ARE NOT LOCATED WITHIN STATE OR LOCAL
GEOHAZARD ZONES. THE STRUCTURES MAY BE SPLIT INTO MULTIPLE
SEISMICALLY SEPARATED STRUCTURES TQ STAY BELOW THE 4,000 SF. TRIGGER.

| CONCRETE EXPOSURE FO

HAZARD,

CONCRETE EXPOSURE F2*

SUBMITTAL IS REQUIRED.

IF STRUCTURE 1S LOCATED IN AN AREA WITH LIQUEFIABLE SOIl. OR SITE CLASS
F, OVER-THE—COUNTER SUBMITTAL IS NOT ALLOWED AND REGULAR PROJECT
[F SITE IS NOT IN A MAPPED LIQUEFACTION HAZARD
ZONE, IT MAY BE PRESUMED THAT NO LIQUEFACTION HAZARD EXISTS ON THAT
SITE UNLESS A SHE--SPECIFIC GEOTECHNICAL REPORT IDENTIFIES SUCH

* F2 IS REQUIRED FOR ANY SNOW LOAD 30 PSF OR GREATER,
#¢ |IST ACTUAL Sde AND CAPPED VALUE IN { ) IF USED.

IF SITE SPECIFIC PROJECT IS LOCATED IN A FLOOD ZONE OTHER THAN ZONE X, A LETTER STAMPED &
SIGNED FROM A SOILS ENGINEER 1S REQUIRED TO VALIDATE THE ALLOWABLE SOH. VALUES SPECIFIED ON

THIS P.C., SEE GENERAL NOTE NUMBER il

SLOPED SITE FIGURE

SCALE: NONE &S| OPTIONS TABLE ¢ SITE SF’ECI‘F‘IC INFORMATION TABLE

Lo

SCALE Y4" = 1'-0" &K
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IDENTIFICATION STAMP

16765 SYPERT SCHOOL RD.
HOLLAND, TX. 76534

PH.: (559) 734-6675

Email: ghomerse@gmail.com
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