
Germantown Municipal School District Invitaon to Bid 

Commercial Dishwasher Purchase and Installaon 
Germantown Municipal School District 

GMSD-FY2026-003 
ADDENDUM #1 

BID TIME AND DATE DUE: 2:00 p.m. CST, May 14, 2026. LOCATION: Germantown Municipal School 
District Administrave Offices, 3350 South Forest Hill Irene Road, Germantown, TN 38138 

NUMBER OF documents OF ADDENDUM #1: three (3) documents, including this Addendum 
Acknowledgement Form. 

All signed Addenda must be acknowledged and included with your response to GMSD BID # FY2026-003 
Commercial Dishwasher Purchase and Installaon-Germantown Municipal School District. Failure to sign, 
acknowledge and include all Addenda will result in your BID being disqualified and rejected. 

Names and signatures below cerfy that you acknowledge, understand, and agree to all informaon in 
Addendum #1- BID # GMSD-FY2026-003. 

________________________________________              ______________________________________________      
Authorized Representative (Print)                                    Signature                                                Date 



TO ALL BIDDERS: 

The original specifications prepared by GMSD for work on the project, are hereby amended as noted in 
this Addendum No. One. 

1. Is the contractor/respondent responsible for any ulity/electrical/plumbing modificaons or 
upgrades for the installaon? 
Response: No, the contractor is only responsible for connecons to exisng 

ulies/electrical/plumbing for the installaon. 

2. Is there a site visit scheduled before the bid date? 

Response: No, a site visit is not a requirement of this bid. Site visits cannot be guaranteed. 
However, site visits can be requested/coordinated prior to the bid date. Please reach out to Zac 

Percoski at zachary.percoski@gmsdk12.org. 

3. Is the bid for 2 (quanty) idencal dishwashers, 1 to be installed at Dogwood and the other to be 
installed at Riverdale? 
Response: Yes, that’s correct. On the pricing sheet (p.22), there are 3 prices to be included. The 
first line will be a total lump sum for the purchase and installaon of 1 dishwasher as specified at 
Riverdale. The second line will be a total lump sum for the purchase and installaon of 1 dishwasher 
as specified at Dogwood. The third line will be a total of the 2 dishwasher purchases and installaons, 
minus any discount that might be applied. Somemes contractors provide a slightly discounted rate 
on line 3 in hopes of being awarded both projects, or in this case, awarded both dishwashers. 

4. Please provide wrien specs, including any accessories or add on items you would like, so that we 

can price the jobs appropriately. 
Response: Please see below for wrien specs: 

• Machine direction of operation to be Right-to-Left 
• Machine electrical voltage to be 480/60/3ph. 
• (Electric Tank Heat) Machine to include 15 kW electric immersion heater controlled by solid-

state thermostat with positive low water protection. 
• (Internal Booster) Machine to be provided with Internal, atmospheric stainless steel, pre-wired 

and pre-plumbed 30kW booster heater for 110-degree incoming water. (field convertible to 
15kW for 140-degree incoming water). 

• Machine MUST be Energy Star Rated. (Electric Tank heat only) 
• Machine to have a minimum capacity of 245 racks per hour with 6.8 feet per minute conveyor 

speed. 
• Machine to include Opti-Rinse™ system using no more than .56 gallons per rack at 20 psi. 
• Machine to include final rinse rate to be 2.3 GPM or 138 GPH. 
• Machine to be provided with Configurable NSF Pot & Pan mode 
• Machine to be provided with standard chamber opening dimension of 22" x 19 11/16" to 

accommodate up to six 18"x 26" sheet pans at one time. 
• Machine to be provided with water hardness input & delime notification 

mailto:zachary.percoski@gmsdk12.org


• Machine to be provided with standard features which include a dirty water indicator with an 
optional shut down mode, energy saver mode, low temperature alerts for all zones & service 
diagnostics. 

• Machine to be equipped with anti-jam protection that includes an electronic sensor to monitor 
the conveyor drive output RPM and electrically shut the unit off in the event of a change in 
RPM. 

• Machine to have a dual side pawl conveyor driven by 1/6 HP motor providing a simultaneous 
even push through of the racks. 

• Machine to have double wall insulated hinged doors. 
• Machine to include soil management system to have a single SST slanted screen, and a deep 

collection basket. 
• Machine to include tank and chamber to be constructed of #16 gauge stainless steel. 
• Machine to include 2 HP wash pump motor with inherent overload protection and manual reset 

located on the motor. 
• Machine to include stainless steel, self-draining pump and impeller mounted in an above the 

water line orientation for longer life. 
• Machine to be provided with single point electrical connection (3 phases only, does not include 

the electric booster heater); 
• Machine to include factory installed pressure reducing valve for the hot connection on all 

internal booster equipped machines 
• Machine to be furnished with top mounted digital display to provide accurate temperature 

readouts 
• Machine to be provided with Integrated SST pump intake screen. 
• Machine to have self-aligning stainless steel upper and lower wash arms with computational 

fluid dynamics debossed anti-clogging nozzles. 
• Machine to include rinse arms with an integrated in line water filter 
• Machine to include electrical interface points for chemical pump connections provided as 

standard. 
• Machine to be provided with vent fan control, as well as external (optional) booster heater 

control. 
• Machine to be standard with Automatic fill. Tank water level to be automatically maintained. 
• Machine to have a drain handle to be located outside of the water zone and to be automatically 

closed upon closing the inspection door. 
• Machine to include stainless steel front panel, frame, feet, legs; wash tank, and chamber; 

removable strainer pans and large deep basket; integrated pump intake screen assembly; 
channel; stainless steel splash shields. 

• Machine to have full one-year warranty on parts, labor, and mileage against manufacturer's 
defects. 

• Machine to be provided with: Two (2) E-Series Adjustable Standard; Table Limit Switch (field 
installed) 

END OF ADDENDUM NO. 
ONE 


