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SCALE:  1" = 10' - 0"  (24x36)

0 10 20

1" = 10'

310
C3.0

366 DECOMPOSED GRANITE PATH 366
C3.0

EX. SOUTHERN ROW OF
TREES TO BE REMOVED BY
DISTRICT (NOT IN SCOPE)

330 20" TALL CONCRETE SEAT WALL
(SEE STRUCTURAL)

330

COVERED OUTDOOR
EATING SPACE

(SEE STRUCTURAL)

EX. RAIN GARDEN

EXISTING CONCRETE

310
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EX. SOUTH MEDFORD
HIGH SCHOOL BUILDING

(A-WING)

NEW DG PATH

EX. DG PATH

EX. SOUTH MEDFORD
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(C-WING)
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6'

6'

6'

6'

6' OPENING IN
WALL SEATS
CENTERED ON
EACH SIDE.

GENERAL NOTES
1. SCHOOL DISTRICT TO MODIFY EXISTING IRRIGATION AS

NECESSARY DURING AND AFTER CONSTRUCTION.

2. FOLLOWING CONSTRUCTION, ALL AREAS OF EXPOSED
SOIL SHALL BE CLEANED UP, LEVELED, AND RE-SEEDED.

3. EROSION CONTROL 1200-C NOT REQUIRED FOR THIS
PROJECT.

4. EXISTING MATERIALS, SPOILS, CUT MATERIALS, AND
DAMAGED UNDERGROUND UTILITIES SHALL BE
REMOVED FROM THE SITE AND HAULED TO AN
APPROVED DISPOSAL AREA.

5. CONTRACTOR TO COORDINATE WITH THE DISTRICT
AND/OR FRANCHISE UTILITIES FOR ANY UNDERGROUND
UTILITY RELOCATIONS REQUIRED FOR THE PROJECT.

EX. TREE TO REMAIN.  PROTECT
ROOTS TO THE MAXIMUM EXTENT
FEASIBLE.  NO CONSTRUCTION
TRAFFIC UNDER CANOPY.

1. COMPACT SUBGRADE AND AGGREGATE TO 95% OF MAXIMUM DRY DENSITY.

2. FINISH SHALL BE MEDIUM BROOM PERPENDICULAR TO PEDESTRIAN TRAFFIC
UNLESS OTHERWISE DIRECTED.

3,300 PSI CONCRETE
SEE CONCRETE NOTES

6" MIN. 3 4"-0"
CRUSHED AGGREGATE

CONTRACTION JOINTS AT
15-FT MAX. INTERVALSPER PLAN

5'

TOOLED
CONTRACTION

JOINTS.

NOTES

4"

PLAN

SECTION A

A

A

SCALE: NTS

TYPICAL CONCRETE SIDEWALK310
C3.0

PER PLAN

DECOMPOSED
GRANITE

3
4 MINUS BASE W/ FINES

@ 95% COMPACTION

COMPACTED SUBGRADE

ADJ  LANDSCAPE

NATIVE SOIL

3"

SCALE: NTS

DECOMPOSED GRANITE PATH SECTION366
C3.0

3" MIN

1. DEQ 1200-C PERMIT IS NOT REQUIRED.

2. UNLESS DIRECTED OTHERWISE, REMOVE CLEARED AND GRUBBED MATERIAL FROM
THE SITE AND DISPOSE AT AN APPROVED LOCATION.

3. PRIOR TO THE START OF CONSTRUCTION, VERIFY GRADES AT SAWCUT LOCATIONS
AND MATCHING OF EXISTING GRADE LOCATIONS.

GRADING NOTES
1. CONCRETE SHALL BE COMMERCIAL GRADE RETAINING THE FOLLOWING  CHARACTERISTICS: ENTRAINED AIR – 4.0% TO 7.0%;

SLUMP – 5 INCHES OR LESS; COMPRESSIVE STRENGTH – MINIMUM 3,300 PSI AT 28 DAYS; TEMPERATURE – MINIMUM 50°F TO
MAXIMUM 90°F.

2. ALL CONCRETE STRUCTURES REINFORCED WITH REBAR SHALL BE VIBRATED TO REMOVE VOIDS.

3. SURFACE SHALL HAVE A FINISHED TEXTURE THAT WILL NOT BE SLICK WHEN WET (MEDIUM BROOM FINISH). CURING
COMPOUND MAY BE APPLIED IMMEDIATELY AFTER CONCRETE IS FINISHED. WHITE PIGMENT RECOMMENDED, CLEAR
ACCEPTABLE.

4. AN EDGING TOOL SHALL BE USED ON ALL EDGES AND JOINTS.

5. PROVIDE CONTRACTION JOINTS AT 15’ INTERVALS AND “DUMMY” TOOLED JOINTS AT 5’ INTERVALS ON CURBS, SIDEWALKS
AND APPROACHES. CONTRACTION JOINT GROOVES SHALL BE AT MINIMUM, 1 ½” DEEP OR ONE-THIRD THE THICKNESS OF
THE CONCRETE.

6. PROVIDE EXPANSION JOINTS OPPOSITE ABUTTING EXPANSION JOINTS IN ABUTTING CONCRETE.  EXPANSION JOINT
MATERIAL SHALL BE OF THE BITUMINOUS, PREFORMED FILLER TYPE NOT LESS THAN ½” WIDE, PLACED FLUSH OR NO MORE
THAN 1/8” BELOW THE CONCRETE SURFACE.

7. CURE AND PROTECT CONCRETE AFTER PLACING AND FINISHING. KEEP STRUCTURES FREE FROM CONTACT, STRAIN AND
PUBLIC TRAFFIC FOR AT LEAST SEVEN DAYS OR LONGER AS DIRECTED. MIXES TO EXPEDITE CURING MAY BE USED WITH
APPROVAL OF CITY ENGINEER.

SITE CONCRETE NOTES

CONTRACTOR TO TRENCH AND BACKFILL
FOR DISTRICT PROVIDED ELECTRIC
CONDUIT.  CONTRACTOR TO COORDINATE
WITH DISTRICT FOR EXACT LOCATION OF
TRENCHING.

WALL SEAT MOUNTED
OUTDOOR PLUG
(TYP, 4 TOTAL)

300
EX. SITE CONCRETE.  CONTRACTOR TO
UTILIZE PLYWOOD OR OTHER MEANS TO
PROTECT TO THE MAXIMUM EXTENT
FEASIBLE THE EXISTING SITE CONCRETE
WHILE MANEUVERING VEHICLES AND
EQUIPMENT DURING CONSTRUCTION.

CONTRACTOR SHALL PROVIDE A UNIT
PRICE FOR THE REPLACEMENT OF THE
EXISTING CONCRETE IN THE EVENT THAT
DAMAGE OCCURS.  ASSUME 4" SECTION.
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