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MAPS CLASS 2A

FACTOR: 20
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PROJECT NOTES 

TYP REACH RANGES

1/16" = 1'-0"

OCCUPANCY PLAN

1. THE CONSTRUCTION CONTRACT IS FOR THE CONSTRUCTION OF A COMPLETE AND FULLY FUNCTIONING INSTALLATION. THESE  DOCUMENTS DESCRIBE THE 
DESIGN INTENT AND SPECIFIC REQUIREMENTS OF THE INSTALLATION. THESE DOCUMENTS DO NOT INTEND TO SHOW EVERY ITEM REQUIRED TO CONSTRUCT 
THE WORK.  ITEMS SUCH AS FASTENERS, CONNECTORS, FILLERS, MISCELLANEOUS CLOSURE ELEMENTS, ANCILLARY CONTROL WIRING AND POWER WHERE 
REQUIRED FOR THE CONTROL OR OPERATION OF THE PROVIDED EQUIPMENT ARE NOT ALWAYS SHOWN BUT ARE CONSIDERED INCLUDED IN THE SCOPE OF 
THE WORK.  IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO PROVIDE A FULLY FUNCTIONING INSTALLATION WHICH MEETS THE  DESIGN INTENT.

2. ALL ITEMS IN THESE DOCUMENTS ARE NEW UNLESS OTHERWISE NOTED. 
3. ITEMS INDICATED IN THIS SET NOTED "BY OWNER" ARE NOT IN THE CONTRACT.
4. UNLESS OTHERWISE NOTED, IT IS THE RESPONSIBILITY OF THE GENERAL CONTRACTOR  AND THE SUBCONTRACTORS TO REVIEW ALL DRAWINGS, PROJECT 

MANUAL, ADDENDA, ETC. IN ORDER TO ASSURE THE COORDINATION OF ALL WORK AFFECTING EACH TRADE. FAILURE TO REVIEW AND COORDINATE ALL 
CONTRACT DOCUMENTS BY THE GENERAL CONTRACTOR WITH ALL THE SUBCONTRACTORS FOR APPLICABLE ITEMS OF THE WORK SHALL NOT RELIVE THE 
RESPONSIBLE PARTY FROM PERFORMING ALL WORK SO REQUIRED AS PART OF THE CONTRACT. 

5. UNLESS OTHERWISE NOTED, THE CONTRACTOR SHALL LAYOUT AND SEQUENCE THE INSTALLATION OF THE WORK SO THAT THE DIFFERENT SYSTEMS DO NOT 
OBSTRUCT THE INSTALLATION OF SUCCESSIVE WORK. IN GENERAL, SYSTEMS INSTALLED FIRST SHOULD BE KEPT AS HIGH AND TIGHT TO STRUCTURE AS 
POSSIBLE TO LEAVE SPACE AVAILABLE FOR SYSTEMS WHICH FOLLOW. 

6. THE GENERAL CONTRACTOR AND ALL SUBCONTRACTORS WILL VISIT THE SITE PRIOR TO BIDDING IN ORDER TO FAMILIARIZE THEMSELVES WITH THE EXISTING 
SITE CONDITIONS AND THE IMPACT OF THE PROPOSED NEW WORK, INDICATED ON THE DRAWINGS AND SPECIFICATIONS, ON THESE CONDITIONS.  ANY 
QUESTIONS REGARDING THE COORDINATION OF NEW WORK OR EXISTING CONDITIONS MUST BE SUBMITTED TO THE OWNER'S REPRESENTATIVE IN WRITING 
PRIOR TO BID SUBMISSION AND WITH ADEQUATE TIME FOR RESPONSE TO ALL BIDDERS. THE OWNER'S REPRESENTATIVE WILL RESPOND TO QUESTIONS, 
SUBMITTED IN A TIMELY MANNER, WITH WRITTEN CLARIFICATIONS FORWARDED TO ALL BIDDERS. 

7. THE EXISTING DIMENSIONS AND CONDITIONS SHOWN ON THESE DRAWINGS ARE ASSUMED TO BE ACCURATE BASED ON AVAILABLE INFORMATION. THE
CONTRACTOR SHALL, PRIOR TO THE START OF CONSTRUCTION, VERIFY ALL EXISTING CONDITIONS, PROVIDE A COMPLETE FIELD LAYOUT ON THE JOB SITE, 
AND NOTIFY ARCHITECT OF ANY DEVIATIONS OR CONFLICTS WITH THESE DRAWINGS. 

8. THE DRAWINGS SHALL NOT BE SCALED.  THE GENERAL CONTRACTOR SHALL REFER TO THE DIMENSIONS INDICATED OR THE ACTUAL SIZES OF CONSTRUCTION 
ITEMS. WHERE NO DIMENSIONS OR METHOD OF DETERMINING A LOCATION IS GIVEN, VERIFY CORRECT DIMENSIONS OR LOCATION WITH ARCHITECT PRIOR TO 
INSTALLATION. 

9. THE DRAWINGS AND REFERENCED DETAILS HAVE BEEN DIMENSIONED IN ORDER TO ESTABLISH THE CONTROL AND  GUIDELINES FOR FIELD LAYOUT. WHERE A 
DISCREPANCY EXISTS BETWEEN THE DRAWING AND THE DETAIL THE CONTRACTOR SHALL NOTIFY ARCHITECT FOR CLARIFICATION PRIOR TO INSTALLATION. 

10. DIMENSIONS ARE TO FACE OF FINISH UNLESS OTHERWISE NOTED. 
11. WHERE DIMENSIONS ARE NOTED TO BE VERIFIED IN THE FIELD (VIF) THE DIMENSION SHOWN IS THE DESIGN BASIS, BUT MAY DIFFER FROM ACTUAL 

CONDITIONS. CONTRACTOR SHALL VERIFY THESE DIMENSIONS WHILE LAYING OUT THE WORK AND REPORT ANY DISCREPANCIES BETWEEN THE DESIGN BASIS 
AND ACTUAL DIMENSIONS TO ARCHITECT PRIOR TO PROCEEDING WITH THE WORK. WHERE DIMENSIONS ARE NOTED "+/-" FIELD DIMENSIONS MAY VARY FROM 
THE NOTED DIMENSIONS BY MINOR AMOUNTS. IF THE CONTRACTOR IDENTIFIES DIMENSIONS IN THE FIELD THAT DIFFER BY MORE THAN 1" FROM THE +/-
DIMENSIONS INDICTED IN THE DRAWINGS, THE CONTRACTOR SHOULD CONFIRM DIFFERENTIAL WITH ARCHITECT. 

12. TYPICAL DETAILS / FINISHES APPLY TO ALL LOCATIONS WHICH ARE SIMILAR BUT ARE NOT OTHERWISE DETAILED.  CONTRACTOR AND SUBCONTRACTORS ARE 
RESPONSIBLE TO COORDINATE THE LOCATION OF ALL TYPICAL DETAILS AND INSTALL THE WORK INDICATED.

13. DETAILS ARE INTENDED TO SHOW METHOD AND MANNER OF ACCOMPLISHING THE WORK. MINOR MODIFICATIONS MAY BE REQUIRED TO SUIT JOB DIMENSIONS 
OR CONDITIONS AND SHALL BE INCLUDED AS PART OF THE WORK. 

14. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS, ELEVATIONS AND EXISTING CONDITIONS AT THE SITE BEFORE  COMMENCING WORK AND REPORT ANY 
DISCREPANCIES TO THE ARCHITECT PRIOR TO START OF THE WORK. 

15. THE BUILDING SHALL BE PROVIDED WITH A FULL SPRINKLER SYSTEM COMPLYING WITH APPLICABLE CODES OF THE  AUTHORITY HAVING JURISDICTION. 
16. ALL CONSTRUCTION RELATING TO BUILDING, PARKING OR SITE DEVELOPMENT SHALL CONFORM TO STATE OF OREGON AND JURISDICTIONAL ACCESSIBILITY 

REQUIREMENTS. 
17. NOTES AND DETAILS ON DRAWINGS SHALL TAKE PRECEDENCE OVER GENERAL NOTES AND TYPICAL DETAILS. SPECIFIC NOTES ON DETAILS APPLY TO SIMILAR 

CONDITIONS UNLESS NOTED OTHERWISE (UNO / UON). 
18. WHERE FIRE RATED OPENING PROTECTION IS REQUIRED, THE FIRE DOORS AND SMOKE AND DRAFT CONTROL ASSEMBLIES INSTALLED IN CORRIDOR OPENINGS 

SHALL BE TESTED AND LABELED IN ACCORDANCE WITH OSSC CURRENT EDITION SECTION 714.  IN ACCORDANCE WITH THE REQUIREMENTS OF THE LISTED 
ASSEMBLY, THE MANUFACTURER'S INSTALLATION INSTRUCTIONS SHALL BE PROVIDED WITH EACH ASSEMBLY FOR INSTALLATION AND FOR REVIEW BY THE 
INSPECTION AUTHORITY.

KENNEDY ELEMENTARY
RESTROOM REMODELS

OWNER
MEDFORD SCHOOL DISTRICT 
815 OAKDALE AVE
MEDFORD, OR 97501
(541) 842-1138
Andy Chasteen, Facilities Manager

ARCHITECT
ARKITEK: DESIGN & ARCHITECTURE
426 A ST, SUITE 101
ASHLAND, OR 97520
(541) 591-9988
Christopher Brown, Principal 

PROJECT LOCATION:
2860 N KEENE WAY DR, MEDFORD, OR 97504
MEDFORD, OR 97504

PROJECT DESCRIPTION:
REMODEL OF EXISTING CLASSROOM SUPPORT 
SPACES TO PROVIDE STAFF RESTROOM, AND 
ALTERATION OF EXTERIOR ALCOVE TO ENCLOSE A 
SHARED RESTROOM FOR CLASSROOMS. 
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1. VERIFY EXTENT OF DEMOLITION WITH PROPOSED FLOOR PLANS.
2. PATCH ALL EXISTING WALLS AS REQUIRED TO PROVIDE A SMOOTH SURFACE 

FOR NEW FINISHES.
3. CONTRACTOR SHALL PROVIDE TEMPORARY PARTITION DUST BARRIERS IN 

ORDER TO MINIMIZE THE SPREAD OF DUST AND DEBRIS, AND TO PROTECT 
ADJACENT SPACES.

4. CONTRACTOR SHALL BE RESPONSIBLE FOR THE REMOVAL OF ALL DEMOLITION 
MATERIAL, IN ACCORDANCE WITH BUILDING OWNER / TENANT STANDARDS.

5. PULL ANY DEMOLISHED WIRING BACK TO THE NEAREST JUNCTION BOX AND CAP 
IN ACCORDANCE WITH CODE.

6. PULL ANY DEMOLISHED PLUMBING LINES BACK TO THE NEAREST POINT OF 
CIRCULATION AND CAP IN ACCORDANCE WITH CODE.

WALL TO BE DEMOLISHED

EXISTING WALL TO REMAIN

FLOOR SHEATHING TO BE DEMOLISHED

MAIN ENTRANCE

D2.01
5

D2.01
2

D2.01
3

D2.01
4

EXISTING PLUMBING 
WALLS (4 SINKS)

(E) EXTERIOR 
ALCOVE

DEMO EXTERIOR WALL

SALVAGE (E) WALL 
MOUNTED IDF CLOSET

SALVAGE (2)
HM DOORS

DEMO SUBFLOOR AS NEEDED FOR 
NEW PLUMBING CONNECTIONS (BY 
OTHERS) AND FLOOR FINISH PREP

DEMO 6'X3' WINDOW

DEMO ADDITIONAL PORTION 
OF WALL FOR NEW WINDOW 
OPENING; 
RELOCATE 3-PORT 
DATA JACK

DEMO (2) 4'X3' WINDOWS & 
WALL BELOW TO CREATE 
NEW DOOR OPENINGS

1
' -

 9
"

RELOCATE ELECTRICAL OUTLET

DEMO COUNTERTOP & 
OPEN SHELVING BELOW

DEMO PLYWOOD FLOOR

(E) EXTERIOR 
ALCOVE

DEMO 
EXTERIOR 
WALL

SALVAGE
HM DOOR

DEMO SUBFLOOR AS NEEDED FOR NEW 
PLUMBING CONNECTIONS (BY OTHERS) 
AND FLOOR FINISH PREP

DEMO 6'X3' 
WINDOW

DEMO HM 
DOOR

FLOOR ACCESS HATCH

DEMO PLYWOOD FLOOR

DEMO (2) WALL MOUNT 
OPEN SHELVES

DEMO OPENING INTO WALL, 
PREP FOR NEW DOOR; 
RELOCATE ELECTRICAL OUTLET 

DEMO (4) COLUMNS OF 
OPEN SHELVES

TALL CABINETS TO REMAIN

SALVAGE LOWER OPEN 
SHELVES & UPPER CABINETS 

(TO BE RELOCATED BY OWNER)

DEMO OPENING INTO WALL; 
PREP FOR NEW DOOR
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DEMOLITION KEY PLAN1

NORTH

1/4" = 1'-0"

DEMOLITION PLAN - MAPS RESTROOMS5
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DEMOLITION PLAN - STAFF RESTROOMS2

1/4" = 1'-0"

DEMOLITION - NEW DOORS BETWEEN CLASSROOMS43&
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1. VERIFY EXTENT OF DEMOLITION WITH PROPOSED FLOOR PLANS.
2. PATCH ALL EXISTING WALLS AS REQUIRED TO PROVIDE A SMOOTH SURFACE 

FOR NEW FINISHES.
3. CONTRACTOR SHALL PROVIDE TEMPORARY PARTITION DUST BARRIERS IN 

ORDER TO MINIMIZE THE SPREAD OF DUST AND DEBRIS, AND TO PROTECT 
ADJACENT SPACES.

4. CONTRACTOR SHALL BE RESPONSIBLE FOR THE REMOVAL OF ALL DEMOLITION 
MATERIAL, IN ACCORDANCE WITH BUILDING OWNER / TENANT STANDARDS.

5. PULL ANY DEMOLISHED WIRING BACK TO THE NEAREST JUNCTION BOX AND CAP 
IN ACCORDANCE WITH CODE.

6. PULL ANY DEMOLISHED PLUMBING LINES BACK TO THE NEAREST POINT OF 
CIRCULATION AND CAP IN ACCORDANCE WITH CODE.

D6.01
3

D6.01
2

WALL TO BE DEMOLISHED

EXISTING WALL TO REMAIN

GYP BD CEILING / SOFFIT TO BE DEMOLISHED

LIGHT FIXTURE TO BE DEMOLISHED

AIR TERMINALS 

SUPPLY     RETURN+8'-4"

+7'-8"

+8'-4"

976 SF

MAPS

CLASS 2D

MAPS

CLASS 2D
976 SF

MAPS

CLASS 2B

MAPS

CLASS 2B

SALVAGE AIR 
DIFFUSER

SALVAGE 
AIR INTAKE

SALVAGE 
LIGHT 
FIXTURE

+8'-4" +7'-8"

+8'-4"

SALVAGE AIR 
DIFFUSER

SALVAGE AIR 
INTAKE

SALVAGE 
LIGHT 
FIXTURE
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15"

15"15"

15"

15"

1. NEW PLUMBING CONNECTION TO EXISTING BY OTHERS
2. EXTERIOR WALL INSULATION: MIN. R-21 
3. INTERIOR DRYWALL 1/2" W/ LEVEL 4 FINISH; EXTEND MIN. 4" ABOVE 

SUSPENDED CEILING; ORANGE PEEL TEXTURE TYP.; PAINT TO MATCH 
EXISTING ADJACENT WALLS

4. HOLLOW METAL DOORS: JAMBS TO BE WRAPPED THROAT 
CONDITION TYP., PAINT TO MATCH EXISTING, COORDINATE W/ DISTRICT FOR KEYING

ENLARGED VIEW MARK
1=SECTION NO.
A101= SHEET NO.

DOOR TAG

A101
1

SIM

A 1001

NEW WALL

EXISTING WALL TO REMAIN

MAIN ENTRANCE

A2.01
2

A2.01
5

90 SF

STAFF RR

90 SF

MAPS RR

976 SF

MAPS CLASS 2B

976 SF

MAPS CLASS 2D

A2.01
3

982 SF

MAPS CLASS 2A

982 SF

MAPS CLASS 2C

A2.01
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A5.01
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1
0
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90 SF

STAFF RRSTAFF RR

9
'-6

"

FLOOR DRAIN

ADA SINK, P-LAM 3'-0" 
COUNTERTOP & BACKSPASHES

ADA TOILET W/
GRAB BARS

2X6 WALL; FRAME UP TO UNDERSIDE
OF ROOF STRUCTURE ABOVE

SALVAGED 3'X7' 
FLUSH HM DOOR

EXTERIOR INFILL WALL (2X6 FRAMING)
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F
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W
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L
L

 IN
F

IL
L
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'-1

0 
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"

W
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L

3
'-4

"
EPOXY FLOOR FINISH PER OWNER; 
CONTRACTOR TO INSTALL SUBFLOOR PATCHING 
AND APA PLYWOOD UNDERLAYMENT (SANDED 
AND CLEANED), VERIFY PREP W/ OWNER

2

A3.01

1

A3.01

A5.01

7

6

5

8

1
0
2
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105104

90 SF
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976 SF
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CLASS 2D

MAPS

CLASS 2D

976 SF

MAPS

CLASS 2B
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FLOOR DRAIN

RELOCATED IDF 
CLOSET

ADA SINK, P-LAM 3'-0" 
COUNTERTOP & BACKSPASHES

ADA TOILET W/
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IL
L 

W
A

L
L

4
'-8

"

2
'-0

" 2X6 WALL; FRAME UP TO UNDERSIDE
OF ROOF STRUCTURE ABOVE

(2) 3'X7' FLUSH HM DOOR
(2) SALVAGED 3'X7' HM
DOORS INSTALLED AT
(E) WINDOW OPENINGS; 
+/- 8" INFILL WALL

3'X3' WINDOW

EXTERIOR INFILL WALL (2X6 FRAMING)

EPOXY FLOOR FINISH PER OWNER; 
CONTRACTOR TO INSTALL SUBFLOOR PATCHING 
AND APA PLYWOOD UNDERLAYMENT (SANDED 
AND CLEANED), VERIFY PREP W/ OWNER

3'-4"

2
'-1

"

82 SF

OFFICEOFFICE

3

A3.01

2

A3.01

SIM

7'-4"

1
0
6

3'X7' FLUSH HM DOOR IN 2X6 WALL;
+/- 6" ALUMINUM T-MOLD THRESHOLD
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OVERALL FLOOR PLAN KEY1

LEGEND

1/4" = 1'-0"

PROPOSED FLOOR PLAN - STAFF RESTROOM2

1/4" = 1'-0"

PROPOSED FLOOR PLAN - MAPS RESTROOM5

1/4" = 1'-0"

PROPOSED PLAN - NEW DOORS BETWEEN CLASSROOMS43&

NORTH
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4'X8' PLYWOOD SIDING PANEL TO 
MATCH EXISTING; PAINT

BUILDING WRAP

MIN. R-21 BATT INSULATION 

DRYWALL INTERIOR 
FINISH; PAINT  

1X TRIM; PAINT

SUBFLOOR (MATCH 
EXISTING THICKNESS); APA 
PLYWOOD UNDERLAYMENT 
(SANDED AND CLEANED), 
VERIFY PREP W/ OWNER

EPOXY FLOOR FINISH W/ 
INTEGRAL BASE (BY OWNER)

SUSPENDED ACOUSTIC 
CEILING TILE  

R-25 BATT INSULATION
(MIN. REQUIRED IS TO FILL 
EXISTING 2X8 JOIST 
CAVITY W/ R-3.0 PER INCH)

EXISTING SOFFIT

R-30 BATT INSULATION
(MIN. REQUIRED IS TO FILL 
EXISTING CAVITY W/ R-3.0 
PER INCH)

7
'-8

" 
S

U
B

F
L

O
O

R
 T

O
 C

E
IL

IN
G

EXISTING TAPERED ROOF BEAM & 
2X6 RAFTERS

EXISTING SIDEWALK

EXISTING FOUNDATION

SEALANT
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PLYWOOD SIDING PANEL TO 
MATCH EXISTING; PAINT TO MATCH 

EXISTING SCHOOL TAN COLOR
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9'-6"

PLYWOOD SIDING PANEL TO 
MATCH EXISTING; PAINT TO MATCH 
EXISTING SCHOOL TAN COLOR
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3/4" = 1'-0"

EXTERIOR INFILL WALL SECTION21/4" = 1'-0"

EAST ELEVATION1

1/4" = 1'-0"

WEST ELEVATION3
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15"

15"15"

15"

15"

A5.01

3

2

1

4

S

OCCUPANCY SENSOR 
SINGLE-POLE SWITCH

GFCI

A5.01

7

6

5

8

S S

(2) OCCUPANCY 
SENSOR 3-WAY 
SWITCH

3 3

OFFICEOFFICE

MAPS RRMAPS RR

RELOCATED OUTLET 
& 3-PORT DATA JACK

RELOCATED IDF 
CLOSET; COORDINATE 
W/ DISTRICT

GFCI

A5.01

9

RELOCATED OUTLET
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1/4" = 1'-0"

ELECTRICAL PLAN - STAFF RESTROOM1

1/4" = 1'-0"

ELECTRICAL PLAN - MAPS RESTROOM21/4" = 1'-0"

NEW DOOR BETWEEN CLASSROOMS 2C & 2D3
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1 1/2"

4'-0"

4
'-0

"

5'-0"
4

'-0
"

FRP SMOOTH 
PANEL TYP.

1 1/2"

NEW GYP. BD. FINISH; 
TEXTURE & PAINT TO 
MATCH EXISTING TYP.

PAINT TOUCH UP AT 
REINSTALLED SALVAGED 
DOORS & TYP.

4" RESILIENT 
BASE TYP. 
COLOR TBD 1 1/2" 1 1/2"

2
'-1

0"
1

'-2
"

2
'-4

" SMOOTH FRP TYP.

4
'-0

"

5'-0"

EXTENT OF NEW PAINT AT NEW DOOR
PAINT NEW DOORS 
& FRAMES TYP.

EXTENT OF NEW PAINT AT NEW DOOR

1. REFER TO TYPICAL MOUNTING HEIGHTS AND ADA DIMENSIONAL STANDARDS 
ON G1.01.

2. PROVIDE IN-WALL BACKING FOR ALL WALL-MOUNTED ITEMS.
3. INTERIOR DRYWALL 1/2" (OR TO MATCH EXISTING, VERIFY IN FIELD) W/ LEVEL 4 

FINISH; EXTEND MIN. 4" ABOVE SUSPENDED CEILING; ORANGE PEEL TEXTURE 
TYP.; PAINT TO MATCH EXISTING ADJACENT WALLS
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1/4" = 1'-0"

STAFF RESTROOM - EAST1 1/4" = 1'-0"

STAFF RESTROOM - NORTH41/4" = 1'-0"

STAFF RESTROOM - SOUTH2 1/4" = 1'-0"

STAFF RESTROOM - WEST3

1/4" = 1'-0"

MAPS RESTROOM - EAST5 1/4" = 1'-0"

MAPS RESTROOM - SOUTH6 1/4" = 1'-0"

MAPS RESTROOM - WEST7 1/4" = 1'-0"

MAPS RESTROOM - NORTH8

WRAP EXPOSED 
PLUMBING TYP.

6" SKIRT

WRAP EXPOSED 
PLUMBING TYP.

6" P-LAM SKIRT 
TYP.

1/4" = 1'-0"

CLASSROOM 2C - EAST9 1/4" = 1'-0"

CLASSROOM 2A - EAST10

14" P-LAM BACKSPLASH TYP.
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1. FOR DESIGN INTENT ONLY. MECHANICAL, PLUMBING, ELECTRICAL WORK TO BE 
PERFORMED BY LICENSED CONTRACTOR IN ACCORDANCE WITH THE CODE.

2. REPORT TO ARCHITECT ANY CONFLICTS WITH THE PROPOSED LAYOUT.

FINISH CEILING HEIGHT ABOVE FINISH FLOOR

ACOUSTIC CEILING TILE (ACT)

LIGHT FIXTURE SHOWN FOR LOCATION ONLY -
NOT ALL LOCATIONS MAY BE SHOWN

AIR TERMINAL SHOWN FOR LOCATION ONLY -
NOT ALL LOCATIONS MAY BE SHOWN

+X'-X"

SUPPLY     RETURN

A6.01
3

A6.01
2

976 SF

MAPS

CLASS 2D

MAPS

CLASS 2D

90 SF

MAPS RRMAPS RR

976 SF

MAPS

CLASS 2B

MAPS

CLASS 2B

+7'-8"

+7'-8"

+8'-4" +8'-4"

RELOCATED 
AIR DIFFUSER

RELOCATED 
AIR INTAKE

RELOCATED 
LIGHT FIXTURE

90 SF

STAFF RRSTAFF RR

+7'-8"

+7'-8"

+8'-4"

+8'-4"

RELOCATED 
AIR DIFFUSER

RELOCATED 
AIR INTAKE

RELOCATED 
LIGHT FIXTURE
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