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SECTION 00 01 01
PROJECT TITLE PAGE

PROJECT MANUAL

FOR

MOLINE HIGH SCHOOL BASEBALL AND SOFTBALL COMPLEX RENOVATION

ARCHITECT'S PROJECT NUMBER:  226057.00.

MOLINE-COAL VALLEY SCHOOL DISTRICT #40

MOLINE HIGH SCHOOL:
3600 AVENUE OF THE CITIES, MOLINE, IL 61265

DATE:   06-26-2026

PREPARED BY:

LEGAT ARCHITECTS, INC.

END OF SECTION  00 01 01
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SECTION 00 01 02
PROJECT INFORMATION

PART 1  GENERAL
1.01 PROJECT IDENTIFICATION

A. Project Name:  ​Moline High School Baseball and Softball Complex Renovation​, located at:
1. Moline High School: 3600 Avenue of the Cities, Moline, IL 61265

B. Architect's Project Number:  226057.00.
C. The Owner, hereinafter referred to as Owner:  Moline-Coal Valley School District #40

1.02 NOTICE TO PROSPECTIVE BIDDERS
A. These documents constitute an Invitation to Bid to and request for qualifications from General

Contractors for the construction of the project described below.
1.03 PROJECT DESCRIPTION

A. Summary Project Description: ​​​​
1. Scope of work includes, but is not limited to, the removal of the existing ball fields and

installation of two new artificial turf fields, and two new natural grass fields. Additional work
includes two new concession stand structures, batting cages, dugouts, fencing, a parking
lot, and various site improvements.

B. Contract Scope:  ​​Construction, demolition, and facility operations during occupancy​​.
C. Contract Terms:  Lump sum (fixed price, stipulated sum)​​.

1.04 PROJECT CONSULTANTS
A. The ​Architect​, hereinafter referred to as ​Architect​:  ​Legat Architects​.

1. Address:  ​1515 5th Ave. Suite 108​.
2. City, State, Zip:  ​Moline, IL, 61265​.
3. Phone/Fax:  ​309-517-5536​.

1.05 PROCUREMENT TIMETABLE
A. Pre-Bid Briefing: Tuesday, July 7, 2026, at 10:00 AM prevailing time at Moline High School,

3600 Avenue of the Cities, Moline, IL 61265​.
B. Last Request for Substitution Due:  ​4​ days prior to due date of ​bids​.
C. Last Request for Information Due:  ​4​ days prior to due date of ​bids​.
D. ​​​​​​​​​​​​Bid​​​​ Due Date:  ​​​​07-22-2026​​​​, before ​​​​2:00 PM​​​​ local time.
E. ​Bid​ Opening: ​Same day​, ​Immediately following bid period closing.​ local time.
F. ​​​​​​Notice to Proceed​​​​​​: ​​​​​​Tuesday, July 28, 2026​​​​​​.
G. ​Bids​ May Not Be Withdrawn Until:  ​60 days​ after due date.
H. Contract Time:  ​Refer to Project Schedule.​.
I. ​​Anticipated​​ Construction Start:  Not later than ​​Monday, August 10, 2026​​.

1. ​Construct Work in phases during the construction period:
a. Phase 1: Demolition of entire site. New construction will focus on the south portion of

the site with the construction of the varsity baseball concession stand, synthetic turf
fields, dugouts, and associated field amenities, site work, and utilities. Work on the
south fields and concession stand to be substantially complete by February 26, 2027

b. Phase 2: New construction will focus on the north portion of the site with the
construction of the larger concession stand, natural grass turf fields, dugouts, and
associated field amenities, site work, utilities, parking lot, and detention basin. Work
on the north fields, larger concession stand, parking lot, and detention basin to be
substantially complete by Wednesday, June 30, 2027

J. Substantial Completion Date Phase 1: Friday, February 26, 2027
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K. Substantial Completion Date Phase 2: Wednesday, June 30, 2027
L. ​Required​ Final Completion Date:  ​07-30-2027​.
M. The Owner reserves the right to change the schedule or terminate the entire procurement

process at any time.
1.06 PROCUREMENT DOCUMENTS

A. Availability of Documents:  Complete sets of procurement documents may be obtained:
1. Digitally from City Blue Technologies Public Planroom; www.cityblueplanroom.com.
2. Hard copies of the bid documents are available for puchase at the Contractor's expense.
3. From Owner at the Project Manager's address listed above.

B. Documents are on display at the offices of the Owner and Architect:
1. Owner:

a. ​1900 52nd Avenue, Moline, IL 61265​.
2. Architect:

a. 1515 5th Avenue, Suite 108, Moline, IL 61265. 
1.07 BID SECURITY

A. Bids shall be accompanied by a security deposit as follows:
1. Bid Bond ​​of a sum no less than 10 percent of the Bid Amount​​ ​​on AIA A310 Bid Bond

Form​​.
2. Security made payable to ​Owner​ in an amount of ​10​ percent of proposer's maximum

proposal ​price​.
PART 2  PRODUCTS (NOT USED)
PART 3  EXECUTION (NOT USED)

END OF SECTION  00 01 02
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ADVERTISEMENT FOR BIDS 

1.01 BID INFORMATION 

A. Sealed bids will be received by the Board of Education, Moline-Coal Valley School District No. 40, 
1900 52nd Avenue, Moline, IL 61265, on Wednesday, July 22, 2026, at 2:00 PM prevailing time for 
the Moline High School Baseball & Softball Complex Renovation project. 
 

B. Lump sum bid proposals will be received for this project at the scheduled time of receipt of bids and 
will be publicly opened at that time. 
 

C. A Pre-Bid Conference will be held on Tuesday, July 7, 2026, at 10:00 AM, at Moline High School, 
3600 Avenue of the Cities, Moline, IL 61265. All Bidders are strongly encouraged to attend and sign-
in at the meeting, which will also be attended by the Owner, and Architect. All bidders are also 
strongly encouraged to make a site visit prior to submitting their bid. Site visit must be pre-arranged 
with 48-hour notice. 
 

D. Bid security in the form of a bid bond, certified check, or cash in an amount equal to 10 percent of the 
base bid amount shall be submitted with the bid. Should a bid bond be submitted, the bid bond shall 
be payable to the Board of Education, Moline-Coal Valley School District No. 40. 
 

E. Bids shall be submitted on or before the specified closing time in an opaque, sealed envelope. Bids 
shall be clearly marked “Moline High School Baseball & Softball Complex Renovation.” Bids shall be 
addressed to Moline-Coal Valley School District No. 40, Attn: Vince Gallo, Business Office, 1900 52nd 
Avenue, Moline, IL 61265. 
 

F. The Board of Education reserves the right to reject any or all bids or parts thereof, or waive any 
irregularities or informalities, and to make the award in the best interest of the District. 
 

G. All bidders must comply with applicable Illinois law requiring the payment of prevailing wages by all 
contractors working on public works. Bidder must comply with the Illinois statutory requirements 
regarding labor, including Equal Employment Opportunity laws. 

 
H. IMPACT Agreement: The Owner intends to enter into an agreement with the Illowa Construction 

Labor and Management Council to construct this project in abidance with the terms and conditions of 
the IMPACT Memorandum of Understanding. All bidders will submit bids based upon these terms 
and shall require all sub-bidders to adhere to the same. Copies of the IMPACT Agreement are 
available in the project manual and from the Illowa Construction Labor and Management 
Council, 2112 53rd Street, Moline, Illinois, 61265 (309) 736-3460. 
 

I. Digital bidding documents can be obtained from City Blue Technologies; 
www.citybluetechnologies.com. Hard copies of the bid documents are available for purchase at the 
Contractor's expense. 
 

J. Board of Education: Moline-Coal Valley School District No. 40 
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SECTION 00 21 13
INSTRUCTIONS TO BIDDERS

SUMMARY
1.01 PROJECT

A. Project: Moline High School Baseball and Softball Complex Renovation.
B. Project Location(s):

1. Moline High School: 3600 Avenue of the Cities, Moline, IL 61265 
C. Owner's Name: ​Moline-Coal Valley School District #40​.

1. Address: ​​​​1900 52nd Ave., Moline, IL 61265​​​​.
D. Architect's Name: Legat Architects, Inc.

1. Address: ​​​​1515 5th Ave, Suite 108, Moline, IL 61265​​​​.
1.02 DOCUMENT INCLUDES

A. Invitation
1. Bid Submission
2. Intent

B. Bid Documents and Contract Documents
C. Site Assessment

1. Site Examination
2. Prebid Conference

D. Qualifications
1. Qualifications
2. Prequalification
3. Subcontractors/Suppliers/Others

E. Bid Submission
1. Submission Procedure
2. Bid Ineligibility

F. Bid Enclosures/Requirements
1. Bid Bond
2. Section 00 41 00 - Bid Form including all signatures, initials, and notarizations.
3. IMPACT Agreement
4. Experience Questionnaire
5. Contractor's Finiancial Statement
6. Non-Colllusion Affidavit
7. Sex Offender Acknowledgement and Certification
8. Additional Bid Information as required by the Owner.

G. Information to be submitted after bid.  Can be submitted electronically.
1. Section 00 43 36 - Proposed Subcontractors Form
2. Section 00 43 73 - Proposed Schedule of Values From

H. Offer Acceptance/Rejection
1. Duration of Offer
2. Acceptance of Offer

1.03 RELATED DOCUMENTS
A. Document 01 10 00 - Summary.
B. Document 00 41 00 - Bid Form.
C. Document 00 43 36 - Proposed Subcontractors Form.
D. Document 00 43 25 - Substitution Request Form - During Procurement
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INVITATION
2.01 BID SUBMISSION

A. Proposals to be entitled for consideration must be made in accordance with the following
instructions:
1. Submit one copy of bid on forms provided by the Architect with all blank spaces for bid

prices filled in, in ink, or typewritten.
2. Submit bid in an opaque, sealed envelope, addressed to: Moline-Coal Valley School

District No. 40, Attn: Vince Gallo, Chief Financial Officer, Moline-Coal Valley School
District, 1900 52nd Avenue, Moline, IL 61265.
a. Mark the envelope SEALED FOR BID:

1) Project Name.
2) Bidder.

3. Bids signed​​ and under seal​​, executed, and dated will be received at the office of the
​​Owner​​ ​​at 1900 52nd Ave., Moline, IL 61265​​ before ​​2:00​​ ​​p.m.​​ local prevailing time on ​​07-
22-2026​​.

4. Bids received after this time will not be accepted.
5. Erasures or written memorandum on the Bid Form are prohibited. Include additional

explanations, statements, or qualifications in a separate sheet attached to the Bid Form.
6. The Bid shall appear only where called for in the Bid Form and shall not appear elsewhere

in the proposal.  Any Alternate prices (other than those set forth in the Bid Form) shall be
listed on the Substitution Sheet.

7. Fill in all blank spaces for the bid items with prices, or if not applicable, the words "No Bid."
B. Offers submitted after the above time will be returned to the bidder unopened.
C. The Owner reserves the right to reject any or all bids or parts therof at its sole discretion.
D. The Owner reserves the right to waive any or all irregularities or informalities.
E. IMPACT Agreetment:

1. The Owner intends to enter into an agreement with the Illowa Construction Labor and
Management Council to construct this project in abidance with the terms and conditions of
the IMPACT Memorandum of Understanding. All bidders will submit bids based upon
these terms and shall require all sub-bidders to adhere to the same. Copies of the
IMPACT Agreement are available in the project manual and from the Illowa Construction
Labor and Management Council, 2112 53rd Street, Moline, Illinois, 61265 (309) 736-3460.

F. Offers will be opened publicly immediately after the time for receipt of bids.
2.02 WORK IDENTIFIED IN THE CONTRACT DOCUMENTS

A. Work of this proposed Contract comprises ​​building construction, site development, remodeling,
renovation, and demolition​​, including ​​general construction​​ Work.

B. Project Location:
1. Moline High School: 3600 Avenue of the Cities, Moline, IL 61265

BID DOCUMENTS AND CONTRACT DOCUMENTS
3.01 DEFINITIONS

A. All definitions set forth in the General Conditions of the Contract for Construction as printed in
Americal Institute of Architects, Document A201, General Conditions of the Contract for
Construction - 2017 as modified, both contained herein are applicable to these instructions to
Bidders.

B. Bid Documents:  Contract Documents supplemented with Invitation To Bid, Instructions to
Bidders, Information Available to Bidders, Bid Form Supplements To Bid Forms and
Appendices identified.

C. Addenda are written or graphic instruments issued prior to the execution of the Contract which
modify or interpret the bidding documents, including Drawings and Specifications, by additions,
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clarifications, or corrections.  Addenda will become part of the Contract Documents when the
Construction Contract is executed.
1. Addenda will be issued by email, direct mail or United Parcel delivery. Bidders are to

consider an email addendum as a binding modification to the contract documents.
2. It is the bidder's responsibility to ascertain from the Architect that they have recieved all

addenda issued to the bidding documents prior to submitting their bids.
3.02 AVAILABILITY

A. Bid Documents may be obtained at the office of Architect Legat Architects, Inc., 1515 5th
Avenue, Suite 108, Moline, IL 61265.

B. Digital bidding documents can be obtained from City Blue Technologies;
www.citybluetechnologies.com. Hard copies of the bid documents are available for purchase at
the Contractor's expense.

3.03 EXAMINATION
A. Bidders are responsible for examining all documents on file at the office of the Architect,

Engineer, or Owner and are encouraged to make a site visit to examine the site to become
familiar with and make allowance for any conditions which may affect the work.  Contractors will
not be given extra payments for conditions which can be determined by examining the site and
documents.

B. Bid Documents may be viewed at the office of ​​Architect​​​​ Legat Architects, Inc., 1515 5th
Avenue, Suite 108, Moline, IL 61265​​.

C. Bid Documents may be viewed at the office of ​Owner​​ Moline-Coal Valley School District; 1900
52nd Avenue, Moline, IL 61265​.

D. Upon receipt of Bid Documents verify that documents are complete. Notify Architect should the
documents be incomplete.

E. Immediately notify Architect upon finding discrepancies or omissions in the Bid Documents.
3.04 INQUIRIES/ADDENDA

A. Addenda may be issued during the bidding period.  All Addenda become part of Contract
Documents.  Include resultant costs in the Bid Amount.

B. Verbal answers are not binding on any party.
3.05 PRODUCT/ASSEMBLY/SYSTEM SUBSTITUTIONS

A. General Requirements for Substitution Requests:
1. Project Manual establishes standards for products, assemblies, and systems.
2. Submit requests only for elements for which substitution is specifically allowed in the

Project Manual.
B. Substitution Request Time Restrictions:

1. Where the Bid Documents stipulate a particular product, substitutions will be considered
up to ​____​ days before receipt of bids.

C. Substitution Request Form:
1. Submit substitution requests by completing the form attached to this section.  See this

form for additional information and instructions.  Use only this form; other forms of
submission are unacceptable.

D. Review and Acceptance of Request:
1. Architect may approve the proposed substitution and will issue an Addendum to known

bidders.
SITE ASSESSMENT
4.01 SITE EXAMINATION

A. Examine the project site before submitting a bid.
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B. The bidder is required to contact ​​Owner​​ at the following address and phone number in order to
arrange a date and time to visit the project site: ​​Keith Karstens, Moline-Coal Valley School
District No. 40, 1900 52nd Avenue, Moline, IL 61265, (309) 743-8650​​.

C. Bidders visiting schools must check in at the Main Office of each school and coordinate their
inspections with School Visitor Policies.

4.02 PREBID CONFERENCE
A. A bidders conference has been scheduled for 10:00 a.m. on the 7th day of July at the location

of Moline High School, 3600 Avenue of the Cities, Moline, IL 61265.
B. All general contract bidders and suppliers are invited.
C. Representatives of the Architect will be in attendance.
D. Information relevant to the Bid Documents will be recorded in an Addendum, issued to Bid

Document recipients.
QUALIFICATIONS
5.01 EVIDENCE OF QUALIFICATIONS

A. To demonstrate qualification for performing the Work of this Contract, bidders may be
requested to submit written evidence of ​​financial position​​​​, license to perform work in the State​​​​
and prior successful experience on projects of similar size and scope.  Accordingly, all Bidders
must provide on their bid forms, references from at least five (5) public school district projects or
other projects of similar size and scope, where the Bidders contract price equaled or exceeded
the Bidder's bid for this project.​​.

B. Field Builder Qualifications:
1. Must be in good standing and a member of the American Sports Builders Association

(ASBA).
2. Required to have a Registered Certified Field Builder (CFB) Project Manager on site

during the construction of the fields and associated work. Project manager certification
must be in both Certified Field Builder - Natural Turf (CFB-N) and Certified Field Builder -
Synthetic Turf (CFB-S)

3. Must be a Certified Sports Field Manager by the Sports Field Management Association
(SFMA)

4. Must provide references of projects completed in the previous three years.
5.02 PREQUALIFICATION

A. Unless noted otherwise, prospective Field Builder's shall complete and submit Qualification
Form 00 46 00 to the Architect on or before 12:00 p.m. on the 15th day of July, 2026.

5.03 BID WITHDRAWAL
A. Any bidder shall withdraw their bid prior to the scheduled closing time for receiving bids.  All

bidders shall hold their Bids open for a period of sixty calendar days from the date of Bid
Opening.  The Owner and Bidders may agree to extend the period of irrevocability beyond the
sixty-day period.

BID SUBMISSION
6.01 SUBMISSION PROCEDURE

A. Bidders shall be solely responsible for the delivery of their bids in the manner and time
prescribed.

B. Submit one copy of the executed offer on the Bid Forms provided, signed and sealed with the
required security in a closed opaque envelope, clearly identified with bidder's name, project
name and Owner's name on the outside.

C. Improperly completed information, irregularities in security deposit, may be cause not to open
the Bid Form envelope and declare the bid invalid or informal.
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6.02 BID INELIGIBILITY
A. Bids that are unsigned, improperly signed or sealed, conditional, illegible, obscure, contain

arithmetical errors, erasures, alterations, or irregularities of any kind, may at the discretion of
the Owner, be declared unacceptable.

B. Bid Forms, Appendices, and enclosures that are improperly prepared may, at the discretion of
Owner, be declared unacceptable.

BID ENCLOSURES/REQUIREMENTS
7.01 SECURITY DEPOSIT

A. Bids shall be accompanied by a security deposit as follows:
1. Bid Bond ​of a sum no less than 10 percent of the Bid Amount​​ on AIA A310 Bid Bond

Form​.
B. Endorse the Bid Bond in the name of the Owner as obligee, signed and sealed by the principal

(Contractor) and surety.
1. Make Bid Security payable to: Board of Education, Moline-Coal Valley School District No.

40.
C. The security deposit will be returned after delivery to the Owner of the required Performance

and Payment Bond(s) by the accepted bidder.
D. Include the cost of bid security in the Bid Amount.
E. After a bid has been accepted, all securities will be returned to the respective bidders ​​.
F. If no contract is awarded, all security deposits will be returned.

7.02 PERFORMANCE ASSURANCE
A. Accepted Bidder: Provide a Performance and Labor and Material/Payment bond, per the terms

of the General Conditions, as modified.
1. Provide a 100 percent Performance Bond on AIA A312.
2. Provide a 100 percent Payment Bond on AIA A312.
3. Deliver bonds within 3 days after execution of the Contract.

B. Include the cost of ​performance assurance bonds​ in the Bid Amount​ and identify the cost when
requested​.

7.03 BID FORM REQUIREMENTS
A. Complete all requested information in the Bid Form and Appendices.

7.04 ADDITIONAL BID INFORMATION
A. Submit the following Supplements concurrent with bid submission:

1. Document 00 43 25 - Substitution Request Form - During Procurement.
2. Certification Regarding Criminal Background Investigations.
3. Authorization for Criminal Background Investigation.
4. Schedule A - Vendor Information Form.
5. Schedule B - Civil Rights Certification of Compliance.
6. Schedule C - Vendor Eligibility Certification Bidding & Contract Requirements.
7. Schedule D - Certifications of Compliance with IL Drug Free Work Place Act.
8. Schedule E - Bidding and Contract Requirements Non-Collusion Affidavit.
9. Schedule F - Federal Tax ID and Disclosure.
10. Schedule G - Certification Regarding Debarment.
11. Schedule H - Notice to Applicants - Certification/Disclosure Requirements Related to

Lobbying.
12. Schedule I - Certificate of Liability Insurance.
13. Document 00 46 00 - Contractor Qualifications and References
14. Instructions to Bidders Proposed Subcontractors and Material/Equipment Suppliers.
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7.05 POWER OF ATTORNEY
A. Attorneys-in-Fact who sign bonds, Agreements or bids must file with each such documents a

certified and effectively-dated copy of their Power of Attorney.
7.06 EMPLOYMENT AND LABOR PROVISIONS

A. In the employemnt and use of labor, the Contractor and his subcontractors shall conrom to the
Illinois Statutory requirements regarding labor and wages. See Document 00 82 00 - Prevailing
Wage Requirements.

B. Vendors/Contractors must conform to all federal, state, local and OSHA Regulations in effect
during the term of the project.

7.07 TIME OF COMPLETION
A. If awarded the Contract, the bidder agrees to complete all Construction Work and achieve

Substantial Completion and Final Completion of the following dates:
1. Start of construction: Monday, August 10, 2026
2. Substantial Completion: Wednesday, June 30, 2027
3. Final Completion for the entire project is: Friday, July 30, 2027

OFFER ACCEPTANCE/REJECTION
8.01 DURATION OF OFFER

A. Bids shall remain open to acceptance and shall be irrevocable for a period of sixty (60) days
after the bid closing date.

8.02 ACCEPTANCE OF OFFER
A. Owner reserves the right to accept or reject any or all offers.
B. After acceptance by Owner, Architect on behalf of Owner, will issue to the successful bidder, a

written Bid Acceptance.
END OF SECTION  00 21 13
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SECTION 00 41 00
BID FORM

THE PROJECT AND THE PARTIES
2.01 FROM:

________________________________________________________________________
Firm Name of Bidder

2.02 TO:
​MOLINE-COAL VALLEY SCHOOL DISTRICT NO. 40. BOARD OF EDUCATION​​​
​​1900 52ND AVENUE, MOLINE, IL 61265​​
​ATTN: VINCE GALLO​​​

2.03 BID:
A. Base Bid: We as contractor having familiarized ourselves with local conditions affecting the

work and with the proposed Contact Documents on file at the office of the Owner, hereby
propose to perform everything required to be performed and to provide all of the labor,
materials, necessary equipment and all utilities and transportation and services necessary to
perform and complete in a workmanlike manner all work required to complete the proposed
work indicated in the bidding documents for the construction of the ​​​​​​​​​​​​​​Moline High School
Baseball and Softball Complex Renovation​​​​​​​​​​​​​ project, all in accordance with the Drawings and
Specifications prepared by the office of Legat Architects, Inc. including the following Addenda
Numbers ​​​​​​​​​​​​​______​​​​​​​​​​​​​, ​​​​​​​​​​​​​______​​​​​​​​​​​​​, and ​​​​​​​​​​​​​______​​​​​​​​​​​​​ issued thereto for the sum of:

1. Base Bid for all work: _____________________________________________________
($_______________________________________________)
a. The base bid consists of all Work specified and required by the proposed Contract

Documents.
B. IMPACT Agreetment: The Owner intends to enter into an agreement with the Illowa

Construction Labor and Management Council to construct this project in abidance with the
terms and conditions of the IMPACT Memorandum of Understanding. All bidders will submit
bids based upon these terms and shall require all sub-bidders to adhere to the same. Copies of
the IMPACT Agreement are available in the project manual and from the Illowa Construction
Labor and Management Council, 2112 53rd Street, Moline, Illinois, 61265 (309) 736-3460.

C. Prevailing Wage Act: The undersigned hereby states if awarded the Contract, the Bidder
agrees to comply with the Illinois Prevailing Wage Act 820 ILCS Section 130/.0.01 including,
but not limited to, the submission of Certified Transcripts of Payroll for all workers on a monthly
basis to the Illinois Department of Labor and copied to the Owner. The Bidder further
acknowledges that release of progress payments may be withheld if complete Certified
Transcripts of Payroll are not submitted with applications for payment.

D. Allowances: The undersigned hereby states allowances specified in Document 01 21 00 -
Allowances, and confirmed here in writing, are included in the Base Bid amount identified
above​​.
1. Allowances included in Base Bid: $________________________________________.

E. Alternate Bids: The undersigned hereby states the net amount of increase or decrease to the
Lump Sum Base Bid for the following Alternates as described in Document 01 23 00 -
Alternates.

1. Alternate Number ​​​​1​​​​: ​​​​ADD to​​​​​​ the Lump Sum:     ($________________________).
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a. State the amount to be ​​​​​ADDED to​​​​​ the lump sum Base Bid to ​​​​​provide and install a
CMU block wall backstop with padding at the synthetic turf fields as noted on the
Architectural Drawings​​​​​.

2. Alternate Number ​​​​2​​​​: ​​​​ADD to​​​​​​ the Lump Sum:     ($________________________).
a. State the amount to be ​​​​ADDED to​​​​ the lump sum Base Bid to ​​​​provide and install gas-

strut windows at the pressbox windows as noted on the Architectural Drawings​​​​.

3. Alternate Number ​​​​3​​​​: ​​​​ADD to​​​​​​ the Lump Sum:     ($________________________).
a. State the amount to be ​​​ADDED to​​​ the lump sum Base Bid to ​​​provide and install the

50'x50'x14' custom tension netting system and associated concrete piers for support
poles as noted on the Architectural Drawings​​​.

4. Alternate Number ​4​: ​ADD to​ the Lump Sum:     ($________________________).
a. State the amount to be ​​ADDED to​​ the lump sum Base Bid to ​​provide and install fixed

scoreboards with prefinished structural columns and associated footings as noted on
the Architectural Drawings​​.

F. Unit Prices: Additional Work, as identified in the following categories and when authorized by
the Owner, shall be provided for the amounts identified below by the Bidder. Unit Prices shall
include all expenses including overhead and profit and shall determine the extent of work to be
performed.
1. ​​Unit Price No. 1: Over Excavation and Stabilization of Subgrade​​ 

$ _____________________________________________________, ​​per Cubic Yard​​.
2. ​​Unit Price No. 2: Stabilization of Subgrade (CA-6:  1" to 1-1/2" rock with fines)​​​

$ _____________________________________________________, per Ton.
3. ​​​Unit Price No. 3: Concrete Sidewalk​​​ 

$ _____________________________________________________, ​​​per Square Foot​​​.
4. ​​​Unit Price No. 4: Concrete Flatwork​​​ 

$ _____________________________________________________, ​​​per Square Foot​​​.
G. Bid Security: Accompanying this proposal is a Bid Security made payable to ​​the ​​​​Board of

Education​​​​​, Moline-Coal Valley School District No. 40​​ which is agreed will be forfeited to the
aforementioned as liquidated damages if the undersigned fails to execute the standard form of
Owner/Contractor Agreement (AIA Document A101, 2017 Edition, as modified), which is
included herein for reference, and furnish evidence of their ability to become bonded and
provide insurance coverage, as specified, within ​​fifteen (15)​​ ​​business​​ days after receipt of the
Agreement by the undersigned.

H. Certification of Compliance: In signing and submitting this Bid, the Bidder certifies that all
materials and construction to be provided are as indicated in the proposed Contract
Documents.

I. Time of Completion: The undersigned hereby states if awarded the Contract, the Bidder
agrees to complete all work in accordance with the contract documents and achieve
Substantial Completion ​as follows: ____​.
1. Start Date: Monday, August 10, 2026
2. Substantial Completion Phase 1: Friday, February 26, 2027
3. Substantial Completion Phase 2: Wednesday, June 30, 2027
4. Final Completion: Friday, July 30, 2027



226057.00
Bidding

 Bid Form
00 41 00 - 3 

Moline-Coal Valley School District #40
Moline High School Baseball and

Softball Complex Renovation

5. Refer to Document ​​​01 10 00​​​ - Summary for additional requirements which establishes
intermediate construction milestone dates which may affect the construction sequence
and/or construction schedule.

J. On the lines below, provide five (5) references from past projects of comparable size and scope
to this project.  Include the following information for each: Client name, address, brief project
description and contact information.
1. ____________________________________________________________________

____________________________________________________________________
2. ____________________________________________________________________

____________________________________________________________________
3. ____________________________________________________________________

____________________________________________________________________
4. ____________________________________________________________________

____________________________________________________________________
5. ____________________________________________________________________

____________________________________________________________________
2.04 BIDDER

A. ____________________________________________________________________
Firm Name

B. ____________________________________________________________________
Firm Official Address (Street Address)

C. ____________________________________________________________________
Firm Official Address (City, State, Zip Code)

D. ____________________________________________________________________
Firm Telephone Number

E. ____________________________________________________________________
Firm Website

F. ____________________________________________________________________
Name of Bidder (Printed Name of Authorized Agent of Contractor)

G. ____________________________________________________________________
Signature of Bidder (Signed Name of Authorized Agent of Contractor)

H. ____________________________________________________________________
Email Address of Bidder

I. Where the Bidder is a corporation, add Attest:

1. _______________________________________________________________
(Secretary Signature and Date)

J. CERTIFIED OR CASHIERS CHECK, BID BOND, OR BANK DRAFT ENCLOSED IN THE
FOLLOWING AMOUNT:

END OF SECTION  00 41 00
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SECTION 00 43 25
PROPOSED SUBSTITUTIONS

PROPOSED SUBSTITUTIONS
2.01 SUBSTITUTION INFORMATION

A. Project: ​​​​​​​​​​​Moline High School Baseball and Softball Complex Renovation​​​​​​​​​​​​​ for ​​​​​​​​​​Moline-Coal Valley
School District 40​​​​​​​​​​.

B. _________________________________________________________ Contractor,
(Firm Name of Bidder)

C. All bids shall be based upon the provisions of the proposed Contract Documents and not upon
substitutions proposed herein.

D. Owner reserves the right to accept or reject all such substitutions at its sole discretion and in
the best interest of ​​​​​​​​Moline-Coal Valley School District 40​​​​​​​​.

E. Bidders desiring to make substitutions for "proprietary brands" specified shall identify the brand,
make, and model number of the specified product together with the brand, make, and model
number of the product being proposed as a subtitution and the dollar amount to be added or
deducted from the base bid if the proposed substitution is accepted.

F. Complete descriptions and technical data shall accompany all proposed substitutions and be
attached herein.

G. Manufacturer's names and materials approved by the Architect during the bidding period but
not shown in addenda shall be listed below if said materials are to be considered.

2.02 PROPOSED SUBSTITUTION 1:

A. ___________________________________________________________________
Product Specified

B. ___________________________________________________________________
Proposed Substitution

C. $__________________________________________________________________
Amount to be ADDED or DEDUCTED

2.03 CERTIFICATION

A. ___________________________________________________________________
Name of Bidder (Printed Name of Authorized Agent of Contractor)

B. ___________________________________________________________________
Signature of Bidder (Signed Name of Authorized Agent of Contractor)

C. ___________________________________________________________________
Date

END OF SECTION  00 43 25
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SECTION 00 43 36
PROPOSED SUBCONTRACTORS FORM

PARTICULARS
1.01 HEREWITH IS THE LIST OF SUBCONTRACTORS REFERENCED IN THE BID SUBMITTED BY:
1.02 (BIDDER) ____________________________________
1.03 TO (OWNER ):  MOLINE-COAL VALLEY SCHOOL DISTRICT #40
1.04 DATED ___________________ AND WHICH IS AN INTEGRAL PART OF THE BID FORM.
1.05 THE FOLLOWING WORK WILL BE PERFORMED (OR PROVIDED) BY SUBCONTRACTORS

AND COORDINATED BY US:
LIST OF SUBCONTRACTORS

NOTE WORK PERFORMED - SUBCONTRACTOR NAME
A. _______________________________________________________________
B. _______________________________________________________________
C. _______________________________________________________________
D. _______________________________________________________________
E. _______________________________________________________________
F. _______________________________________________________________
G. _______________________________________________________________
H. _______________________________________________________________
I. Provide additional pages if needed

LIST OF SUPPLIERS
NOTE MATERIAL SUPPLIED - SUPPLIER NAME
A. _______________________________________________________________
B. _______________________________________________________________
C. _______________________________________________________________
D. _______________________________________________________________
E. _______________________________________________________________
F. _______________________________________________________________
G. _______________________________________________________________
H. Provide additional pages if needed

END OF SECTION  00 43 36
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SECTION 00 45 20
CERTIFICATE REGARDING CRIMINAL BACKGROUND INVESTIGATIONS

CERTIFICATION REGARDING CRIMINAL BACKGROUND INVESTIGATIONS
2.01 INFORMATION

A. Project: ​​​​​​​​​​​​​Moline High School Baseball and Softball Complex Renovation​​​​​​​​​​​​​​​​​​ for ​​​​​​​​​​​​Moline-Coal Valley
School District 40​​​​​​​​​​​​​

B. _____________________________________________________________, Contractor,
(Firm name of Bidder)
hereby represents, warrants, and certifies that no officer or director thereof has any knowledge
that any employee thereof has been convicted of committing or attempting to commit "Criminal
Code of 1961," 720 ILCS, Sections 5/11-6 (Indecent solicitation of a child), 5/11-9 (Public
indecency), 5/11-14 (Prostitution), 5/11-15 (Soliciting for a prostitute), 5/11-15.1 (Soliciting for a
juvenile prostitute), 5/11-19 (Pimping), 5/11-19.1 (Juvenile pimping), 5/11-19.2 (Exploitation of
a child), 5/11-20 (Obscenity), 5/11-20.1 (Sexual assault), 5/12-14 (Aggravated criminal sexual
assault), 5/12-15 (Criminal sexual abuse), and 5/12-16 (Aggravated criminal sexual abuse),
and/or those offenses defined in the "Cannabis Control Act," 720 ILCS, 550/l et. seq. (except
the "Illinois Controlled Substances Act," 720 ILCS 570/100 et. seq.) and/or any offense
committed or attempted in any other state or against the laws of the United States, which if
committed or attempted in this State, would have been punishable as one or more of the
foregoing offenses. Contractor further agrees that it shall not employ any person who have or
may have direct, daily contact with the pupils of any school in the district, and for whom a
criminal background investigation has not been conducted pursuant hereto, and further
represents and agrees that all applicants for any such employment shall furnish with their
applications the attached written "Authorization for Criminal Background Information" form
authorizing the Board of Education to request a criminal background investigation of said
applicant pursuant to Section 5/10-21.9 of the School Code of Illinois and to receive criminal
history record information pursuant thereto to determine if the applicant has been convicted of
committing or attempting to commit any of the criminal or drug offenses enumerated above.
Contractor further agrees to submit with said authorization payment for any costs and expenses
associated with the criminal background investigation Contractor further represents, warrants,
and certifies that no applicant for employment with respect to whom the criminal investigation
reveals any conviction for committing and/or attempting to commit any of the above
enumerated offenses, shall be employed thereby in any position that involves or may involve
contact with the students of the school district. This certification is executed on the date
hereinafter indicated by the designated contractor by its duly authorized officer.

C. Refer to Document 00 72 00 - General Conditions for additional information.
2.02 CONTRACTOR

A. _______________________________________________________________________
Name of Bidder (Printed Name of Authorized Agent of Contractor)

B. _______________________________________________________________________
Signature of Bidder (Signed Name of Authorized Agent of Contractor)

C. _______________________________________________________________________
Date

END OF SECTION
 00 45 20
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SECTION 00 45 30
AUTHORIZATION FOR CRIMINAL BACKGROUND INVESTIGATION

AUTHORIZATION FOR CRIMINAL BACKGROUND INVESTIGATION
2.01 CERTIFICATION

A. Project:  ​​​​​​​​​​​​​Moline High School Baseball and Softball Complex Renovation​​​​​​​​​​​​ for ​​​​​​​​​​​​Moline-Coal Valley
School District 40​​​​​​​​​​​​

B. _____________________________________________________, Contractor,
(Firm Name of Bidder)

C. The undersigned hereby authorizes the ​​Board of Education​​, ​​of Moline School District No. 40​​,
​​Rock Island​​ County, Illinois to request a criminal background investigation from the Illinois State
Police, pursuant to Section 5/1--21.9 of the School Code of Illinois, 105 ILCS 5/10-21.9 and to
receive criminal history record information pursuant thereto.

D. _______________________________________________________________________
Name of Employee or Applicant (Printed Name of Employee or Applicant)

E. _______________________________________________________________________
Signature of Employee or Applicant (Signature of Employee or Applicant)

F. _______________________________________________________________________
Name of Bidder (Printed Name of Authorized Agent of Contractor/Employer)

G. _______________________________________________________________________
Signature of Bidder (Signed Name of Authorized Agent of Contractor/Employer)

H. _______________________________________________________________________
Date

NOTE:
SIGNATURE ON THIS FORM NOT REQUIRED FOR SUBMITTAL WITH BID.
THIS FORM IS TO BE SUBMITTED IF REQUESTED BY THE OWNER.
REFER TO DOCUMENT 00 45 20.
​

END OF SECTION  00 45 30
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SECTION 00 46 00
CONTRACTOR QUALIFICATIONS AND REFERENCES

FIELD BUILDER QUALIFICATIONS AND REFERENCES
2.01 INFORMATION

A. Project: ​​​​​​​​​​​Moline High School Baseball and Softball Complex Renovation​​​​​​​​​ for ​​​​​​​​​​Moline-Coal Valley
School District No. 40​​​​​​​​​​.

B. _____________________________________________________________, Contractor,
(Firm Name of Bidder)
as part of its bid for the above referenced project submits the attached requested information
and cerifies the information accurately represents the current status of the Field Builder.

2.02 FIELD BUILDER REFERENCES
A. Field Builder and identified Sub-Contractors shall identify a minimum of three (3) projects

completed in the past three (3) years that meet or exceed the dollar value, scope, and
complexity of this project.

B. Field Builder Qualifications:
1. Must be in good standing and a member of the American Sports Builders Association

(ASBA).
2. Required to have a Registered Certified Field Builder (CFB) Project Manager on site

during the construction of the fields and associated work. Project manager certification
must be in both Certified Field Builder - Natural Turf (CFB-N) and Certified Field Builder -
Synthetic Turf (CFB-S)

3. Must be a Certified Sports Field Manager by the Sports Field Management Association
(SFMA)

4. Must provide references of projects completed in the previous three years.
C. Each project listed must include the following minimum information:

1. Project Name and Address.
2. Owner's Name and Address.
3. Brief Description of the Scope of Work including the Contractor's role in the project.
4. Dollar Value of the Contract for Construction.
5. Month and Year the Contract for Construction was let.
6. Month and Year the Contract for Construction reached Substantial Completion.
7. Minimum one (1) project reference contact incuding name, company, phone number, and

relationship to project.
D. Attach list of Field Builder's and identified Sub-Contractor's References to this page.

2.03 CONTRACTOR

A. _______________________________________________________________________
Name of Bidder (Printed Name of Authorized Agent of Contractor)

B. _______________________________________________________________________
Signature of Bidder (Signed Name of Authorized Agent of Contractor)

C. _______________________________________________________________________
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Date
END OF SECTION  00 46 00
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SECTION 00 50 00
CONTRACTING FORMS AND SUPPLEMENTS

PART 1  GENERAL
1.01 AGREEMENT AND CONDITIONS OF THE CONTRACT

A. The Agreement is based on AIA A101.
B. The General Conditions are based on AIA A201.

1.02 FORMS
A. Use the following forms for the specified purposes unless otherwise indicated elsewhere in

 Contract Documents.
B. Bond Forms:

1. Bid Bond Form:  AIA A310.
C. Post-Award Certificates and Other Forms:

1. Schedule of Values Form:  AIA G703.
2. Application for Payment Forms:  AIA G702 with AIA G703 (for Contractors).

D. Closeout Forms:
1. Certificate of Substantial Completion Form:  AIA G704.

1.03 REFERENCE STANDARDS
A. AIA A101 - Standard Form of Agreement Between Owner and Contractor where the basis of

Payment is a Stipulated Sum; 2017.
B. AIA A201 - General Conditions of the Contract for Construction; 2017.
C. AIA A310 - Bid Bond; 2010.
D. AIA G702 - Application and Certificate for Payment; 1992.
E. AIA G703 - Continuation Sheet; 1992.
F. AIA G704 - Certificate of Substantial Completion; 2017.

PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION - NOT USED

END OF SECTION  00 50 00
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SECTION 00 82 00
PREVAILING WAGE REQUIREMENTS

PREVAILING WAGE REQUIREMENTS
2.01 REQUIREMENTS 

A. Project: ​​​​​​​​​​​​​Moline High School Baseball and Softball Complex Renovation​​​​​​​​​​​​ for ​​​​​​​​​​​​Moline-Coal Valley
School District No. 40​​​​​​​​​​​​.

B. The Contractor and each Subcontractor shall comply with requirements of Illinois Prevailing
Wage Act, 820 ILCS Section 130/0.01.

C. Please refer to the Illinois Department of Labor's website at ​​​​https://www2.illinois.gov/idol/laws-
rules/conmed/pages/prevailing-wage-rates.aspx​​​​ for the requirements and prerequisites of this
Act as well as the text of the Act and all related regulations. Please refer questions concerning
the Illinois Prevailing Wage Act or the Department of Labor's enforcement of this law, contact
the Illinois Department of Labor's Prevailing Wage Division at (217) 782-1710.

D. A partial list of the requirements of the Illinois Prevailing Wage Act is listed after this document
and is not intended to be a complete listing or official guide to the Illinois Prevailing Wage Act,
but is provided herein to assist the Contractor in understanding some of the basic
requirements:
1. All laborers, workers and mechanics employed by or on behalf of a public body in the

construction of public works shall be paid the general prevailing rate of hourly wages for
work of a similar character in the locality in which the work is performed. See 820 ILCS §
130/3.

2. If, during the course of work under this contract, the Department of Labor revises the
prevailing rate hourly wages to be paid under this contract for any trade or occupation,
Owner, will notify Contractor and each Subcontractor of the changes in the prevailing rate
of hourly wages.  Contractor shall have the sole responsibility and duty to ensure that the
revised prevailing rate of hourly wages is paid by Contractor and all Subcontractors to
each worker to whom a revised rate is applicable.  Revisions to the prevailing wage as set
forth above shall not result in an increase in the Contract Sum.  See 820 ILCS § 130/4(a),
(d).

3. The Contractor and each Subcontractor must insert a provision or stipulation regarding the
payment of the prevailing wage rate into their subcontracts and contractor's bond.  See
820 ILCS § 130/4(b), (c).

4. The Contractor and each Subcontractor who have been awarded public works contracts
must post the relevant prevailing wage rate(s) at a location on the project site that is easily
accessible by workers. See 820 ILCS §130/4(f).

5. The Contractor and all subcontractors shall conform to the Illinois Statutory requirements
regarding the submission of Certified Transcripts of Payroll.
a. Certified Transcripts of Payroll are to be prepared and are to document every hour

worked by all persons identified by the Illinois Prevailing Wage Act who are employed
by the Work of this project.

b. Certified Transcripts of Payroll are to be submitted directly to the Illinois Department
of Labor via their on-line, Certified Transcript of Payroll Portal no later than the 15th
of each calendar month following a month in which construction on the project has
occurred.

c. The Contractor and all subcontractors shall provide original copies of the Certified
Transcripts of Payroll to the Owner with each pay application.

d. The Contractor and/or subcontractor(s) are aware that filing Certified Transcripts of
Payroll known to be false is a class B misdemeanor. See 820 ILCS §130/5(a)(2).

6. The Contractor and each Subcontractor shall create, and keep for at least three years,
records of all laborers, mechanics, and other workers employed by them on a public works
project. See 820 ILCS § 130/5(a)(1), (b).
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END OF SECTION  00 82 00
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SECTION 01 10 00
SUMMARY

PART 1  GENERAL
1.01 PROJECT

A. Project Name:  Moline High School Baseball and Softball Complex Renovation
B. Owner's Name:  Moline-Coal Valley School District #40.
C. Architect's Name:  Legat Architects, Inc..
D. The Project consists of the ​​​​​construction​​​​​ of ​​​​​the ​Moline High School Baseball and Softball

Complex Renovation​​​​​.
1.02 CONTRACT DESCRIPTION

A. Contract Type:  A single prime contract based on a Stipulated Price as described in Document
00 52 00 - Agreement Form.

1.03 OWNER OCCUPANCY
A. Owner intends to continue to occupy adjacent portions of the existing site during the entire

construction period.
B. Owner intends to occupy the Project upon Substantial Completion.
C. Cooperate with Owner to minimize conflict and to facilitate Owner's operations.
D. Schedule the Work to accommodate Owner occupancy.

1.04 CONTRACTOR USE OF SITE AND PREMISES
A. Construction Operations:  Limited to areas noted on Drawings.

1. Locate and conduct construction activities in ways that will limit disturbance to site.
B. Arrange use of site and premises to allow:

1. Owner occupancy.
2. Work by Others. The turf field and track to be removed and replaced under a separate

contract. Contractors are responsible for coordinating work on site with turf and track
contractors to ensure all parties are knowledgeable of the work happening.

3. Work by Owner.
4. Use of site and premises by the public.

C. Provide access to and from site as required by law and by Owner:
1. Emergency Building Exits During Construction:  Keep all exits required by code open

during construction period; provide temporary exit signs if exit routes are temporarily
altered.

2. Do not obstruct roadways, sidewalks, or other public ways without permit.
D. Utility Outages and Shutdown:

1. Prevent accidental disruption of utility services to other facilities.
1.05 WORK SEQUENCE

A. Construct Work in ​phases​ during the construction period:
1. ​Phase​ 1:  ​Demolition of entire site. New construction will focus on the south portion of the

site with the construction of the varsity baseball concession stand, synthetic turf fields,
dugouts, and associated field amenities, site work, and utilities. Work on the south fields
and concession stand to be substantially complete by February 26, 2027​.

2. ​Phase​ 2:  ​New construction will focus on the north portion of the site with the construction
of the larger concession stand, natural grass turf fields, dugouts, and associated field
amenities, site work, utilities, parking lot, and detention basin. Work on the north fields,
larger concession stand, parking lot, and detention basin to be substantially complete by
Wednesday, June 30, 2027​.

END OF SECTION  01 10 00
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SECTION 01 20 00
PRICE AND PAYMENT PROCEDURES

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Procedures for preparation and submittal of applications for progress payments.
B. Documentation of changes in Contract Sum and Contract Time.
C. Change procedures.
D. Correlation of Contractor submittals based on changes.
E. Procedures for preparation and submittal of application for final payment.

1.02 RELATED REQUIREMENTS
A. Section 00 50 00 - Contracting Forms and Supplements:  Forms to be used.
B. Section 01 21 00 - Allowances:  Payment procedures relating to allowances.
C. Section 01 78 00 - Closeout Submittals:  Project record documents.

1.03 SCHEDULE OF VALUES
A. Use Schedule of Values Form:  AIA G703, edition stipulated in the Agreement.
B. Electronic media printout including equivalent information will be considered in lieu of standard

form specified; submit draft to Architect for approval.
C. Forms filled out by hand will not be accepted.
D. Submit Schedule of Values in duplicate within 15 days after date of Owner-Contractor

Agreement.
E. Format:  Utilize the Table of Contents of this Project Manual. Identify each line item with

number and title of the specification section.  Identify site mobilization.
F. Include in each line item, the amount of Allowances specified in this section.  ​​
G. Include separately from each line item, a direct proportional amount of Contractor's overhead

and profit.
H. Revise schedule to list approved Change Orders, with each Application For Payment.

1.04 APPLICATIONS FOR PROGRESS PAYMENTS
A. Payment Period:  Submit at intervals stipulated in the Agreement.
B. Electronic media printout including equivalent information will be considered in lieu of standard

form specified; submit sample to Architect for approval.
C. Forms filled out by hand will not be accepted.
D. For each item, provide a column for listing each of the following:

1. Item Number.
2. Description of work.
3. Scheduled Values.
4. Previous Applications.
5. Work in Place and Stored Materials under this Application.
6. Authorized Change Orders.
7. Total Completed and Stored to Date of Application.
8. Percentage of Completion.
9. Balance to Finish.
10. Retainage.

E. Execute certification by signature of authorized officer.
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F. Use data from approved Schedule of Values.  Provide dollar value in each column for each line
item for portion of work performed and for stored products.

G. List each authorized Change Order as a separate line item, listing Change Order number and
dollar amount as for an original item of work.

H. Submit one electronic and three hard-copies of each Application for Payment.
I. When Architect requires substantiating information, submit data justifying dollar amounts in

question.  Provide one copy of data with cover letter for each copy of submittal. Show
application number and date, and line item by number and description.

1.05 MODIFICATION PROCEDURES
A. For minor changes not involving an adjustment to the Contract Sum or Contract Time, Architect

will issue instructions directly to Contractor.
B. For other required changes, Architect will issue a document signed by Owner instructing

Contractor to proceed with the change, for subsequent inclusion in a Change Order.
1. The document will describe the required changes and will designate method of

determining any change in Contract Sum or Contract Time.
2. Promptly execute the change.

C. For changes for which advance pricing is desired, Architect will issue a document that includes
a detailed description of a proposed change with supplementary or revised drawings and
specifications, a change in Contract Time for executing the change with a stipulation of any
overtime work required and the period of time during which the requested price will be
considered valid.  Contractor shall prepare and submit a fixed price quotation within ____ days.

D. Contractor may propose a change by submitting a request for change to Architect, describing
the proposed change and its full effect on the work, with a statement describing the reason for
the change, and the effect on the Contract Sum and Contract Time with full documentation.
 Document any requested substitutions in accordance with Section 01 60 00.

E. Computation of Change in Contract Amount:  As specified in the Agreement and Conditions of
the Contract.
1. For change requested by Architect for work falling under a fixed price contract, the amount

will be based on Contractor's price quotation.
2. For change requested by Contractor, the amount will be based on the Contractor's request

for a Change Order as approved by Architect.
3. For pre-determined unit prices and quantities, the amount will be based on the fixed unit

prices.
4. For change ordered by Architect without a quotation from Contractor, the amount will be

determined by Architect based on the Contractor's substantiation of costs as specified for
Time and Material work.

F. Substantiation of Costs:  Provide full information required for evaluation.
1. On request, provide the following data:

a. Quantities of products, labor, and equipment.
b. Taxes, insurance, and bonds.
c. Overhead and profit.
d. Justification for any change in Contract Time.
e. Credit for deletions from Contract, similarly documented.

2. Support each claim for additional costs with additional information:
a. Origin and date of claim.
b. Dates and times work was performed, and by whom.
c. Time records and wage rates paid.
d. Invoices and receipts for products, equipment, and subcontracts, similarly

documented.
3. For Time and Material work, submit itemized account and supporting data after completion

of change, within time limits indicated in the Conditions of the Contract.
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G. Adjustments to the Contract Sum, excluding those calculated using unit prices, shall calculate
overhead, profit, and general conditions combined at the following percentages of the cost
attributed to the change in the Work:
1. For the Contractor, for Work performed by the Contractor's own forces, add ten percent

(10%) of the cost of the Work.
2.

For the Contractor, for Work performed by the Contractor's Subcontractors, add five
percent (5%) of the cost of the Work.

3. For each Subcontractor or Sub-subcontractor involved, for Work performed by the
Subcontractor or Sub-subcontractor own forces, add ten percent (10%) of the cost of the
Work.

4. For each Subcontractor, for Work performed by the Subcontractor's Sub-subcontractor,
add five percent (5%) of the cost of the Work.

5. When both additions and credits are involved in any one change, the allowance for
overhead and profit shall be figured on the basis of the net increase, if any.

H. Execution of Change Orders:  Architect will issue Change Orders for signatures of parties as
provided in the Conditions of the Contract.

I. After execution of Change Order, promptly revise Schedule of Values and Application for
Payment forms to record each authorized Change Order as a separate line item and adjust the
Contract Sum.

J. Promptly revise progress schedules to reflect any change in Contract Time, revise sub-
schedules to adjust times for other items of work affected by the change, and resubmit.

K. Promptly enter changes in Project Record Documents.
1.06 APPLICATION FOR FINAL PAYMENT

A. Prepare Application for Final Payment as specified for progress payments, identifying total
adjusted Contract Sum, previous payments, and sum remaining due.

B. Application for Final Payment will not be considered until the following have been
accomplished:
1. All closeout procedures specified in Section 01 70 00.

PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION - NOT USED

END OF SECTION  01 20 00



226057.00
Bidding

 Allowances
01 21 00 - 1 

Moline-Coal Valley School District #40
Moline High School Baseball and

Softball Complex Renovation

SECTION 01 21 00
ALLOWANCES

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Contingency allowance.
1.02 RELATED REQUIREMENTS

A. Section 01 20 00 - Price and Payment Procedures:  Additional payment and modification
procedures.

1.03 CONTINGENCY ALLOWANCE
A. Description: Allowance dollars to be used for unforseen Work related to the Work identified in

the Contract Documents.
B. Scope of work to be determined in th field based on actual field conditions.
C. Contractor will provide a negotiated price for the determined scope of work.
D. Contractor's costs shall include products, materials, delivery, equipment rental, installation,

labor, and payroll.
E. Contractor's costs shall exclude overhead, profit, insurance, and bonds which shall be included

in the Base Bid and not in Allowance Authorizstion Request's (AARs).
F. Funds will be drawn from the Contingency Allowance only by approved Allowance

Authorization Requests (AARs).
G. At closeout of Contract, funds remaining in Contingency Allowance will be credited to Owner by

Change Order.
1.04 ALLOWANCES SCHEDULE

A. Contingency Allowance: Include the stipulated sum/price of $250,000 for use upon Owner's
instructions.

B. Landscaping Allowance: Include the stipulated sum/price of $50,000 for use upon Owner's
instructions.

PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION - NOT USED

END OF SECTION  01 21 00
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SECTION 01 22 00
UNIT PRICES

PART 1  GENERAL
1.01 SECTION INCLUDES

A. List of unit prices, for use in preparing Bids.
B. Measurement and payment criteria applicable to Work performed under a unit price payment

method.
C. Defect assessment and non-payment for rejected work.

1.02 RELATED REQUIREMENTS
A. Document 00 21 13 - Instructions to Bidders:  Instructions for preparation of pricing for  Unit

Prices.
B. Document 00 43 22 - Unit Prices Form:  List of Unit Prices as supplement to Bid Form
C. Section 01 20 00 - Price and Payment Procedures:  Additional payment and modification

procedures.
1.03 COSTS INCLUDED
1.04 UNIT QUANTITIES SPECIFIED

A. Quantities indicated in the Bid Form are for bidding and contract purposes only.  Quantities and
measurements of actual Work will determine the payment amount.

1.05 MEASUREMENT OF QUANTITIES
A. Measurement methods delineated in the individual specification sections complement the

criteria of this section.  In the event of conflict, the requirements of the individual specification
section govern.

B. Take all measurements and compute quantities.  Measurements and quantities will be verified
by Architect.

C. Assist by providing necessary equipment, workers, and survey personnel as required.
D. Measurement Devices:

1. Weigh Scales:  Inspected, tested and certified by the applicable state Weights and
Measures department within the past year.

2. Platform Scales:  Of sufficient size and capacity to accommodate the conveying vehicle.
3. Metering Devices:  Inspected, tested and certified by the applicable state department

within the past year.
E. Measurement by Weight:  Concrete reinforcing steel, rolled or formed steel or other metal

shapes will be measured by handbook weights.  Welded assemblies will be measured by
handbook or scale weight.

F. Measurement by Volume:  Measured by cubic dimension using mean length, width and height
or thickness.

G. Measurement by Area:  Measured by square dimension using mean length and width or radius.
H. Linear Measurement:  Measured by linear dimension, at the item centerline or mean chord.

1.06 PAYMENT
A. Payment for Work governed by unit prices will be made on the basis of the actual

measurements and quantities of Work that is incorporated in or made necessary by the Work
and accepted by the Architect, multiplied by the unit price.

B. Payment will not be made for any of the following:
1. Products wasted or disposed of in a manner that is not acceptable.
2. Products determined as unacceptable before or after placement.
3. Products not completely unloaded from the transporting vehicle.
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4. Products placed beyond the lines and levels of the required Work.
5. Products remaining on hand after completion of the Work.
6. Loading, hauling, and disposing of rejected Products.

1.07 DEFECT ASSESSMENT
A. Replace Work, or portions of the Work, not complying with specified requirements.
B. If, in the opinion of Owner, it is not practical to remove and replace the Work, Owner will direct

one of the following remedies:
1. The defective Work may remain, but the unit price will be adjusted to a new unit price at

the discretion of Owner.
2. The defective Work will be partially repaired to the instructions of the Owner, and the unit

price will be adjusted to a new unit price at the discretion of Owner.
C. The individual specification sections may modify these options or may identify a specific

formula or percentage price reduction.
D. The authority of Architect to assess the defect and identify payment adjustment is final.
E. The authority of Owner to assess the defect and identify payment adjustment is final.

1.08 SCHEDULE OF UNIT PRICES
A. Unit Price No. 1: Over Excavation and Stabilization of Subgrade.

1. Description: Excavate unsuitable soils to a depth of 12 inches; Remove off-site
and  lawfully dispose of unsuitable soils; Provide aggregate or recycled concrete as
stabilization stone and compact stabilization stone to a depth of 12 inches.

2. Basis of Measurement:  Per cubic yard.
B. Unit Price No. 2: Stabilization of Subgrade (CA-6:  1" to 1-1/2" rock with fines)

1. Description: Provide CA-6 aggregate for use as stabilization stone.
2. Basis of Measurement: Per ton.

C. Unit Price No. 3: Concrete Sidewalk
1. Description: Provide new 5" thick concrete sidewalk with 4" compacted base as indicated

in civil "Proposed Concrete Sidewalk" detail.
2. Basis of Measurement: Per square foot.

D. Unit Price No. 4: Concrete Flatwork
1. Description: Provide new 7" thick concrete pavement with 4" compacted base as indicated

in civil "Proposed Concrete Pavement" detail.
2. Basis of Measurement: Per square foot.

PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION - NOT USED

END OF SECTION  01 22 00
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SECTION 01 23 00
ALTERNATES

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Description of Alternates.
B. Procedures for pricing Alternates.
C. Documentation of changes to Contract Price and Contract Time.

1.02 RELATED REQUIREMENTS
A. Document 00 21 13 - Instructions to Bidders:  Instructions for preparation of pricing for

Alternates.
B. Document 00 52 00 - Agreement Form:  Incorporating monetary value of accepted Alternates.

1.03 ALTERNATES
A. The Bids for the Alternates described herein required in order for the Owner to obtain

information necessary for the proper consideration of the Project in its entirety.
B. Definitions: Alternates are defined as alternate products, materials, equipment, installations, or

systems for the Work, which may, at Owner's option and under terms established by
Instructions to Bidders, be selected and recorded in the Owner-Contractor Agreement to either
supplement or displace corresponding basic requirements of the Contract Documents.
 Alternates may or may not substantially change scope and general character of the Work, and
must not be confused with "allowances", "unit prices", "changes orders", "substitutions", or
other similar provisions.

1.04 ACCEPTANCE OF ALTERNATES
A. Alternate pricing shall be held for 60 days unless a provision of the alternate calls for additional

timie for Owner's consideration.
B. Alternates quoted on Bid Forms will be reviewed and accepted or rejected at Owner's option.

 Accepted Alternates will be identified in the Owner-Contractor Agreement.
C. Coordinate related work and modify surrounding work to integrate the Work of each Alternate.
D. Any listing of various trades is not necessarily all-inclusive or exclusionary of any Bid Category

that may have cost impacts from an alternate.  All Bid Category prime bidders are to bid on all
alternates that have work associated with their scope of work.  If there is no indication of a
change in price on a particular alternate by a Bidder, it shall be interpreted at the Construction
Manager's discretion that there is a zero dollar cost change to modify the scope for that
particular alternate.

1.05 SCHEDULE OF ALTERNATES
A. ​​​Alternate​​​ No. ​​​1​​​ - ​​​CMU Block Backstop​​​:

1. Alternate Item:  Refer to Architectural Drawings for work associated with alternate
including, provide and install a CMU block wall backstop with padding at the synthetic turf
fields.

B. ​​​Alternate​​​ No. ​​​2​​​ - ​​​Gas-Strut Windows​​​:
1. ​Alternate​ Item: Refer to Civil and Architectural Drawings for work associated with alternate

including, ​provide and install gas-strut windows at the pressbox windows in lieu of the
fiberglass composite sliding windows​.

C. ​​Alternate​​ No. ​​3​​ - ​​Soft Toss Area Netting​​:
1. ​Alternate​ Item: Refer to Civil and Architectural Drawings for work associated with alternate

including, ​provide and install the 50'x50'x14' custom tension netting system and
associated concrete piers for support poles.​.

D. ​​Alternate​​ No. ​​4​​ - ​​Scoreboards​​:
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1. ​Alternate​ Item: Refer to Civil and Architectural Drawings for work associated with alternate
including, ​provide and install fixed scoreboards with prefinished structural columns and
associated footings​.

PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION - NOT USED

END OF SECTION  01 23 00
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SECTION 01 25 00
SUBSTITUTION PROCEDURES

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Procedural requirements for proposed substitutions.
1.02 RELATED REQUIREMENTS

A. Section 00 21 13 - Instructions to Bidders:  Restrictions on timing of substitution requests.
B. Section 00 43 25 - Substitution Request Form - During Procurement:  Required form for

substitution requests made prior to award of contract (During procurement).
C. Section 01 21 00 - Allowances, for cash allowances affecting this section.
D. Section 01 30 00 - Administrative Requirements:  Submittal procedures, coordination.
E. Section 01 60 00 - Product Requirements:  Fundamental product requirements, product

options, delivery, storage, and handling.
1.03 DEFINITIONS

A. Substitutions:  Changes from Contract Documents requirements proposed by Contractor to
materials, products, assemblies, and equipment.
1. Substitutions for Cause:  Proposed due to changed Project circumstances beyond

Contractor's control.
a. Unavailability.
b. Regulatory changes.

2. Substitutions for Convenience:  Proposed due to possibility of offering substantial
advantage to the Project.
a. Substitution requests offering advantages solely to the Contractor will not be

considered.
1.04 REFERENCE STANDARDS

A. CSI/CSC Form 1.5C - Substitution Request (During the Bidding/Negotiating Stage); Current
Edition.

PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION
3.01 GENERAL REQUIREMENTS

A. Provide products as specified unless substitutions are submitted in the manner described herin,
accepted, and documented.

B. Products proposed for substitution that do not meet or exceed all aspects of the products
specified will not b

C. A Substitution Request for products, assemblies, materials, and equipment constitutes a
representation that the submitter:
1. Has investigated proposed product and determined that it meets or exceeds the quality

level of the specified product, equipment, assembly, or system.
2. Agrees to provide the same warranty for the substitution as for the specified product.
3. Agrees to provide same or equivalent maintenance service and source of replacement

parts, as applicable.
4. Agrees to coordinate installation and make changes to other work that may be required for

the work to be complete, with no additional cost to Owner.
5. Waives claims for additional costs or time extension that may subsequently become

apparent.
6. Agrees to reimburse Owner and Architect for review or redesign services associated with

re-approval by authorities.
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D. A Substitution Request for specified installer constitutes a representation that the submitter:
1. Has acted in good faith to obtain services of specified installer, but was unable to come to

commercial, or other terms.
E. Document each request with complete data substantiating compliance of proposed substitution

with Contract Documents.  Burden of proof is on proposer.
F. Content:  Include information necessary for tracking the status of each Substitution Request,

and information necessary to provide an actionable response.
1. CSI Substitution Request form is required.  Contractor's Substitution Request

documentation must include the following:
a. Project Information:

1) Official project name and number, and any additional required identifiers
established in Contract Documents.

2) Owner's, Architect's, and Contractor's names.
b. Substitution Request Information:

1) Discrete and consecutive Substitution Request number, and descriptive
subject/title.

2) Indication of whether the substitution is for cause or convenience.
3) Issue date.
4) Reference to particular Contract Document(s) specification section number, title,

and article/paragraph(s).
5) Description of Substitution.
6) Reason why the specified item cannot be provided.
7) Differences between proposed substitution and specified item.
8) Description of how proposed substitution affects other parts of work.

c. Attached Comparative Data:  Provide point-by-point, side-by-side comparison
addressing essential attributes specified, as appropriate and relevant for the item:
1) Physical characteristics.
2) In-service performance.
3) Expected durability.
4) Visual effect.
5) Sustainable design features.
6) Warranties.
7) Other salient features and requirements.
8) Include, as appropriate or requested, the following types of documentation:

(a) Product Data:
(b) Samples.
(c) Certificates, test, reports or similar qualification data.
(d) Drawings, when required to show impact on adjacent construction

elements.
d. Impact of Substitution:

1) Savings to Owner for accepting substitution.
2) Change to Contract Time due to accepting substitution.

G. Limit each request to a single proposed substitution item.
3.02 SUBSTITUTION PROCEDURES DURING PROCUREMENT

A. Prior to Bid Closing: Substitute products will be considered up to four (4) business days prior to
bid closing. Requests received after this date will not be considered.
1. When a request to substitute a prduct is made, Architect may approve the substitution

and, if approved, will document the approval by issuing an Addendum to known bidders.
B. At Time of Bid Closing: Substitute products will be considered if submitted as an attachment to

the bidding forms.
C. Submittal Time Restrictions:
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1. Section 00 21 13 - Instructions to Bidders specifies time restrictions and the documents
required for submitting substitution requests during the bidding period.

3.03 SUBSTITUTION PROCEDURES DURING CONSTRUCTION
A. After the Bid Closing: No substitutions will be considered unless one or more of the following

conditions exist:
1. Product is discontinued.
2. Delays beyond control such as labor strikes, lockouts, severe weather conditions, fires, or

acts of God which may preclude the production and/or delivery of products for purposes of
the Project.

B. Submit request for Substitution for Cause within 14 days of discovery of need for substitution,
but not later than 14 days prior to time required for review and approval by Architect, in order to
stay on approved project schedule.

C. Substitutions will not be considered under one or more of the following circumstances:
1. Failure to award subcontract in sufficient time;
2. Failure to place orders to ensure delivery without delaying work.
3. Insuufficient quantity of product;
4. When they are indicated or implied on shop drawing or product data submittals, without

having received prior approval.
5. Without a separate written request.
6. When acceptance will require revisions to Contract Documents.
7. When they offer advantages solely to the Contractor.

3.04 RESOLUTION
A. Architect may request additional information and documentation prior to rendering a decision.

 Provide this data in an expeditious manner.
B. Architect will notify Contractor in writing of decision to accept or reject request.

3.05 ACCEPTANCE
A. Accepted substitutions change the work of the Project.  They will be documented and

incorporated into work of the project by Change Order, Construction Change Directive,
Architectural Supplementary Instructions, or similar instruments provided for in the Conditions
of the Contract.

3.06 CLOSEOUT ACTIVITIES
A. See Section 01 78 00 - Closeout Submittals, for closeout submittals.
B. Include completed Substitution Request Forms as part of the Project record. Include both

approved and rejected Requests.
END OF SECTION  01 25 00



226057.00
Bidding

 Administrative Requirements
01 30 00 - 1 

Moline-Coal Valley School District #40
Moline High School Baseball and

Softball Complex Renovation

SECTION 01 30 00
ADMINISTRATIVE REQUIREMENTS

PART 1  GENERAL
1.01 SECTION INCLUDES

A. General administrative requirements.
B. Web-based project software service.
C. Electronic document submittal service.
D. Preconstruction meeting.
E. Site mobilization meeting.
F. Progress meetings.
G. Construction progress schedule.
H. Progress photographs.
I. Coordination drawings.
J. Submittals for review, information, and project closeout.
K. Number of copies of submittals.
L. Requests for Interpretation (RFI) procedures.
M. Submittal procedures.

1.02 RELATED REQUIREMENTS
A. Section 01 10 00 - Summary
B. Section 01 60 00 - Product Requirements:  General product requirements.
C. Section 01 70 00 - Execution and Closeout Requirements:  Additional coordination

requirements.
D. Section 01 78 00 - Closeout Submittals:  Project record documents; operation and maintenance

data; warranties and bonds.
1.03 GENERAL ADMINISTRATIVE REQUIREMENTS

A. Comply with requirements of Section 01 70 00 - Execution and Closeout Requirements for
coordination of execution of administrative tasks with timing of construction activities.

1.04 PROJECT COORDINATIOR
A. ​Project Coordinator​:  ​Contractor(s)​.
B. Cooperate with the Project Coordinator in allocation of mobilization areas of site; for field offices

and sheds, for ​site​ access, traffic, and parking facilities.
C. During construction, coordinate use of site and facilities through the Project Coordinator.
D. Comply with Project Coordinator's procedures for intra-project communications; submittals,

reports and records, schedules, coordination drawings, and recommendations; and resolution
of ambiguities and conflicts.

E. Comply with instructions of the Project Coordinator for use of temporary utilities and
construction facilities.  Responsibility for providing temporary utilities and construction facilities
is identified in Section 01 10 00 - Summary.

F. Coordinate field engineering and layout work under instructions of the Project Coordinator.
G. Make the following types of submittals to Architect through the Project Coordinator:

1. Requests for Interpretation.
2. Requests for substitution.
3. Shop drawings, product data, and samples.
4. Manufacturer's instructions and field reports.
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5. Applications for payment and change order requests.
6. Progress schedules.
7. Coordination drawings.
8. Closeout submittals.

PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION
3.01 WEB-BASED PROJECT SOFTWARE SERVICE

A. Web-Based Project Software Service:  Provide, administer, and use web-based project
software to host and manage project communication and documentation.
1. Include, at minimum, the following features:

a. Project directory, including Owner, Contractor, subcontractors, Architect, Architect's
consultants, and other entities involved in the project. Include names of contact
persons and contact information for each entity.

b. Access control for each entity and for each workflow process to determine each
entity's digital rights to create, modify, view, and print documents.

c. Workflow planning, allowing customization of workflow for each project entity.
d. Creation, logging, tracking, and notification for project communications.
e. Tracking of project communication statuses in real time, including timestamped

response log.
f. Procedures for viewing PDFs or similar file formats, allowing markups by each entity.

Provide security features to lock markups against changes once submitted.
g. Processing and tracking of payment applications.
h. Processing and tracking of contract modifications.
i. Creation and distribution of meeting minutes.
j. Document management for drawings, specifications, and coordination drawings,

including revision control.
k. Management of construction progress photographs.
l. Mobile device compatibility.
m. Creation of data analytics reports.
n. Creation and export of editable logs for software functions. Provide Owner, Architect,

and Architect's consultants with rights and ability to download logs when requested.
2. Provide up to 20 user licenses for use by Owner, Architect, Architect's consultants, and

other entities involved in the project.
3. Comply with the software service's current published licensing agreements.
4. Training:  Provide one-hour, web-based training session for users of software service.

Further training is the responsibility of the user.
a. Representatives of Owner are scheduled and included in this training.

5. Project Closeout:  Architect determines when to terminate the software service for the
project and is responsible for obtaining archive copies of files for Owner.

6. Web-Based Project Software Services:  The selected service is:
3.02 ELECTRONIC DOCUMENT SUBMITTAL SERVICE

A. All documents transmitted for purposes of administration of the contract are to be in electronic
(PDF, MS Word, or MS Excel) format, as appropriate to the document, and transmitted via an
Internet-based submittal service that receives, logs and stores documents, provides electronic
stamping and signatures, and notifies addressees via email.
1. Besides submittals for review, information, and closeout, this procedure applies to

Requests for Interpretation (RFIs), progress documentation, contract modification
documents (e.g. supplementary instructions, change proposals, change orders),
applications for payment, field reports and meeting minutes, Contractor's correction
punchlist, and any other document any participant wishes to make part of the project
record.

2. Contractor and Architect are required to use this service.
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3. It is Contractor's responsibility to submit documents in allowable format.
4. Subcontractors, suppliers, and ​Architect​'s consultants ​are to be​ permitted to use the

service at no extra charge.
5. Users of the service need an email address, internet access, and PDF review software

that includes ability to mark up and apply electronic stamps (such as Adobe Acrobat,
www.adobe.com, or Bluebeam PDF Revu, www.bluebeam.com), unless such software
capability is provided by the service provider.

6. Paper document transmittals will not be reviewed; emailed electronic documents will not
be reviewed.

7. All other specified submittal and document transmission procedures apply, except that
electronic document requirements do not apply to samples or color selection charts.

B. Cost:  The cost of the service is to be paid by Contractor; include the cost of the service in the
Contract Sum.

C. Submittal Service as selected by the contractor.  
D. Training:  One, one-hour, web-based training session will be arranged for all participants, with

representatives of Architect and Contractor participating; further training is the responsibility of
the user of the service.

E. Project Closeout:  Architect will determine when to terminate the service for the project and is
responsible for obtaining archive copies of files for Owner.

3.03 PRECONSTRUCTION MEETING
A. Architect will schedule a meeting after Notice of Award.
B. Attendance Required:

1. Owner.
2. Architect.
3. Contractor.

C. Agenda:
1. Execution of Owner-Contractor Agreement.
2. Submission of executed bonds and insurance certificates.
3. Distribution of Contract Documents.
4. Submission of list of subcontractors, list of products, schedule of values, and progress

schedule.
5. Designation of personnel representing the parties to Contract​​ and ​Architect​.
6. Procedures and processing of field decisions, submittals, substitutions, applications for

payments, proposal request, Change Orders, and Contract closeout procedures.
7. Scheduling.

D. Record minutes and distribute copies within two days after meeting to participants, with two
copies to Architect, Owner, participants, and those affected by decisions made.

3.04 SITE MOBILIZATION MEETING
A. Schedule meeting at the Project site prior to Contractor occupancy.
B. Attendance Required:

1. Contractor.
2. Owner.
3. Architect.
4. Contractor's superintendent.
5. Major subcontractors.

C. Agenda:
1. Use of premises by Owner and Contractor.
2. Owner's requirements.
3. Construction facilities and controls provided by Owner.
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4. Temporary utilities provided by Owner.
5. Survey and building layout.
6. Security and housekeeping procedures.
7. Schedules.
8. Application for payment procedures.
9. Procedures for testing.
10. Procedures for maintaining record documents.
11. Requirements for start-up of equipment.
12. Inspection and acceptance of equipment put into service during construction period.

D. Record minutes and distribute copies within two days after meeting to participants, with two
copies to Architect, Owner, participants, and those affected by decisions made.

3.05 PROGRESS MEETINGS
A. Schedule and administer meetings throughout progress of the work at maximum ​monthly​

intervals.
B. Make arrangements for meetings, prepare agenda with copies for participants, preside at

meetings.
C. Attendance Required:

1. Contractor.
2. Owner.
3. Architect.
4. Contractor's superintendent.
5. Major subcontractors.

D. Agenda:
1. Review minutes of previous meetings.
2. Review of work progress.
3. Field observations, problems, and decisions.
4. Identification of problems that impede, or will impede, planned progress.
5. Review of submittals schedule and status of submittals.
6. Maintenance of progress schedule.
7. Corrective measures to regain projected schedules.
8. Planned progress during succeeding work period.
9. Coordination of projected progress.
10. Maintenance of quality and work standards.
11. Effect of proposed changes on progress schedule and coordination.
12. Other business relating to work.

E. Record minutes and distribute copies within two days after meeting to participants, with two
copies to Architect, Owner, participants, and those affected by decisions made.

3.06 CONSTRUCTION PROGRESS SCHEDULE
A. If preliminary schedule requires revision after review, submit revised schedule within 10 days.
B. Within 20 days after review of preliminary schedule, submit draft of proposed complete

schedule for review.
1. Include written certification that major contractors have reviewed and accepted proposed

schedule.
C. Within 10 days after joint review, submit complete schedule.
D. Submit updated schedule with each Application for Payment.

3.07 PROGRESS PHOTOGRAPHS
A. Photography Type:  Digital; electronic files.
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B. Provide photographs of site and construction throughout progress of work produced by an
experienced photographer, acceptable to Architect.

C. In addition to periodic, recurring views, take photographs of each of the following events:
1. Completion of site clearing.
2. Excavations in progress.
3. Foundations in progress and upon completion.
4. Structural framing in progress and upon completion.
5. Final completion, minimum of ten (10) photos.

D. Views:
1. Provide aerial photographs from four cardinal views at each specified time, until structure

is enclosed.
2. Provide non-aerial photographs from four cardinal views at each specified time, until date

of Substantial Completion.
3. Consult with Architect for instructions on views required.
4. Provide factual presentation.
5. Provide correct exposure and focus, high resolution and sharpness, maximum depth of

field, and minimum distortion.
E. Digital Photographs:  24 bit color, minimum resolution of 1024 by 768, in JPG format; provide

files unaltered by photo editing software.
1. Delivery Medium:  Via email.
2. File Naming:  Include project identification, date and time of view, and view identification.
3. PDF File:  Assemble all photos into printable pages in PDF format, with 2 to 3 photos per

page, each photo labeled with file name; one PDF file per submittal.
3.08 COORDINATION DRAWINGS

A. Provide information required by Project Coordinator for preparation of coordination drawings.
B. Review drawings prior to submission to Architect.

3.09 REQUESTS FOR INTERPRETATION (RFI)
A. Definition:  A request seeking one of the following:

1. An interpretation, amplification, or clarification of some requirement of Contract
Documents arising from inability to determine from them the exact material, process, or
system to be installed; or when the elements of construction are required to occupy the
same space (interference); or when an item of work is described differently at more than
one place in Contract Documents.

2. A resolution to an issue which has arisen due to field conditions and affects design intent.
B. Whenever possible, request clarifications at the next appropriate project progress meeting, with

response entered into meeting minutes, rendering unnecessary the issuance of a formal RFI.
C. Preparation:  Prepare an RFI immediately upon discovery of a need for interpretation of

Contract Documents.  Failure to submit a RFI in a timely manner is not a legitimate cause for
claiming additional costs or delays in execution of the work.
1. Prepare a separate RFI for each specific item.

a. Review, coordinate, and comment on requests originating with subcontractors and/or
materials suppliers.

b. Do not forward requests which solely require internal coordination between
subcontractors.

2. Prepare using software provided by the Electronic Document Submittal Service.
3. Combine RFI and its attachments into a single electronic file. PDF format is preferred.

D. Reason for the RFI:  Prior to initiation of an RFI, carefully study all Contract Documents to
confirm that information sufficient for their interpretation is definitely not included.
1. Include in each request Contractor's signature attesting to good faith effort to determine

from Contract Documents information requiring interpretation.
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2. Unacceptable Uses for RFIs:  Do not use RFIs to request the following::
a. Approval of submittals (use procedures specified elsewhere in this section).
b. Approval of substitutions (see Section - 01 60 00 - Product Requirements)
c. Changes that entail change in Contract Time and Contract Sum (comply with

provisions of the Conditions of the Contract).
d. Different methods of performing work than those indicated in the Contract Drawings

and Specifications (comply with provisions of the Conditions of the Contract).
3. Improper RFIs:  Requests not prepared in compliance with requirements of this section,

and/or missing key information required to render an actionable response.  They will be
returned without a response, with an explanatory notation.

4. Frivolous RFIs:  Requests regarding information that is clearly indicated on, or reasonably
inferable from, Contract Documents, with no additional input required to clarify the
question.  They will be returned without a response, with an explanatory notation.
a. The Owner reserves the right to assess the Contractor for the costs (on time-and-

materials basis) incurred by the Architect, and any of its consultants, due to
processing of such RFIs.

E. Content:  Include identifiers necessary for tracking the status of each RFI, and information
necessary to provide an actionable response.
1. Official Project name and number, and any additional required identifiers established in

Contract Documents.
2. Owner's, Architect's, and Contractor's names.
3. Discrete and consecutive RFI number, and descriptive subject/title.
4. Issue date, and requested reply date.
5. Reference to particular Contract Document(s) requiring additional

information/interpretation.  Identify pertinent drawing and detail number and/or
specification section number, title, and paragraph(s).

6. Annotations:  Field dimensions and/or description of conditions which have engendered
the request.

7. Contractor's suggested resolution:  A written and/or a graphic solution, to scale, is
required in cases where clarification of coordination issues is involved, for example;
routing, clearances, and/or specific locations of work shown diagrammatically in Contract
Documents.  If applicable, state the likely impact of the suggested resolution on Contract
Time or the Contract Sum.

F. Attachments:  Include sketches, coordination drawings, descriptions, photos, submittals, and
other information necessary to substantiate the reason for the request.

G. RFI Log:  Prepare and maintain a tabular log of RFIs for the duration of the project.
1. Indicate current status of every RFI.  Update log promptly and on a regular basis.
2. Note dates of when each request is made, and when a response is received.
3. Highlight items requiring priority or expedited response.
4. Highlight items for which a timely response has not been received to date.
5. Identify and include improper or frivolous RFIs.

H. Review Time:  Architect will respond and return RFIs to Contractor within seven calendar days
of receipt.  For the purpose of establishing the start of the mandated response period, RFIs
received after 12:00 noon will be considered as having been received on the following regular
working day.
1. Response period may be shortened or lengthened for specific items, subject to mutual

agreement, and recorded in a timely manner in progress meeting minutes.
I. Responses:  Content of answered RFIs will not constitute in any manner a directive or

authorization to perform extra work or delay the project.  If in Contractor's belief it is likely to
lead to a change to Contract Sum or Contract Time, promptly issue a notice to this effect, and
follow up with an appropriate Change Order request to Owner.
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1. Response may include a request for additional information, in which case the original RFI
will be deemed as having been answered, and an amended one is to be issued forthwith.
 Identify the amended RFI with an R suffix to the original number.

2. Do not extend applicability of a response to specific item to encompass other similar
conditions, unless specifically so noted in the response.

3. Upon receipt of a response, promptly review and distribute it to all affected parties, and
update the RFI Log.

4. Notify Architect within seven calendar days if an additional or corrected response is
required by submitting an amended version of the original RFI, identified as specified
above.

3.10 SUBMITTALS FOR REVIEW
A. When the following are specified in individual sections, submit them for review:

1. Product data.
2. Shop drawings.
3. Samples for selection.
4. Samples for verification.

B. Submit to Architect for review for the limited purpose of checking for compliance with
information given and the design concept expressed in Contract Documents.

C. Samples will be reviewed for aesthetic, color, or finish selection.
D. After review, provide copies and distribute in accordance with SUBMITTAL PROCEDURES

article below and for record documents purposes described in Section 01 78 00 - Closeout
Submittals.

3.11 SUBMITTALS FOR INFORMATION
A. When the following are specified in individual sections, submit them for information:

1. Design data.
2. Certificates.
3. Test reports.
4. Inspection reports.
5. Manufacturer's instructions.
6. Manufacturer's field reports.
7. Other types indicated.

B. Submit for Architect's knowledge as contract administrator or for Owner.
3.12 SUBMITTALS FOR PROJECT CLOSEOUT

A. Submit Correction Punch List for Substantial Completion.
B. Submit Final Correction Punch List for Substantial Completion.
C. When the following are specified in individual sections, submit them at project closeout in

compliance with requirements of Section 01 78 00 - Closeout Submittals:
1. Project record documents.
2. Operation and maintenance data.
3. Warranties.
4. Bonds.
5. Other types as indicated.

D. Submit for Owner's benefit during and after project completion.
3.13 NUMBER OF COPIES OF SUBMITTALS

A. Documents for Review:
1. Small Size Sheets, Not Larger Than ​8-1/2 by 11 inches​:  Submit the number of copies that

​Contractor​ requires, plus ​one copy​ that will be retained by ​Architect​.
B. Documents for Information:  Submit ​one copy​.
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C. Samples:  Submit the number specified in individual specification sections; one of which will be
retained by Architect.
1. After review, produce duplicates.
2. Retained samples will not be returned to Contractor unless specifically so stated.

3.14 SUBMITTAL PROCEDURES
A. General Requirements:

1. Transmit using approved form.
2. Sequentially identify each item.  For revised submittals use original number and a

sequential numerical suffix.
3. Identify:  Project; Contractor; subcontractor or supplier; pertinent drawing and detail

number; and specification section number and article/paragraph, as appropriate on each
copy.

4. Apply Contractor's stamp, signed or initialed certifying that review, approval, verification of
products required, field dimensions, adjacent construction work, and coordination of
information is in accordance with the requirements of the work and Contract Documents.

5. Schedule submittals to expedite the Project, and coordinate submission of related items.
a. For each submittal for review, allow 15 days excluding delivery time to and from the

Contractor.
6. Identify variations from Contract Documents and product or system limitations that may be

detrimental to successful performance of the completed work.
7. Provide space for Contractor and Architect review stamps.
8. When revised for resubmission, identify all changes made since previous submission.
9. Distribute reviewed submittals.  Instruct parties to promptly report inability to comply with

requirements.
10. Submittals not requested will not be recognized or processed.

3.15 SUBMITTAL REVIEW
A. Submittals for Review:  Architect will review each submittal, and approve, or take other

appropriate action.
B. Submittals for Information:  Architect will acknowledge receipt and review.  See below for

actions to be taken.
C. Architect's actions will be reflected by marking each returned submittal using virtual stamp on

electronic submittals.
D. Architect's and consultants' actions on items submitted for review:

1. Authorizing purchasing, fabrication, delivery, and installation:
a. "Approved", or language with same legal meaning.
b. "Approved as Noted, Resubmission not required", or language with same legal

meaning.
1) At Contractor's option, submit corrected item, with review notations

acknowledged and incorporated.
c. "Approved as Noted, Resubmit for Record", or language with same legal meaning.

2. Not Authorizing fabrication, delivery, and installation:
E. Architect's and consultants' actions on items submitted for information:

1. Items for which no action was taken:
a. "Received" -  to notify the Contractor that the submittal has been received for record

only.
2. Items for which action was taken:

a. "Reviewed" - no further action is required from Contractor.
END OF SECTION  01 30 00
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SECTION 01 40 00
QUALITY REQUIREMENTS

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Submittals.
B. Quality assurance.
C. References and standards.
D. Testing and inspection agencies and services.
E. Contractor's construction-related professional design services.
F. Contractor's design-related professional design services.
G. Control of installation.
H. Mock-ups.
I. Tolerances.
J. Manufacturers' field services.
K. Defect Assessment.

1.02 RELATED REQUIREMENTS
A. Document 00 72 00 - General Conditions:  Inspections and approvals required by public

 authorities.
B. Section 01 21 00 - Allowances:  Allowance for payment of testing services.
C. Section 01 30 00 - Administrative Requirements:  Submittal procedures.
D. Section 01 60 00 - Product Requirements:  Requirements for material and product quality.

1.03 REFERENCE STANDARDS
A. ASTM C1077 - Standard Practice for Agencies Testing Concrete and Concrete Aggregates for

Use in Construction and Criteria for Testing Agency Evaluation; 2026.
B. ASTM C1093 - Standard Practice for Accreditation of Testing Agencies for Masonry; 2025.
C. ASTM D3740 - Standard Practice for Minimum Requirements for Agencies Engaged in Testing

and/or Inspection of Soil and Rock as Used in Engineering Design and Construction; 2023.
D. ASTM E329 - Standard Specification for Agencies Engaged in Construction Inspection,

Testing, or Special Inspection; 2023.
E. IAS AC89 - Accreditation Criteria for Testing Laboratories; 2021.

1.04 DEFINITIONS
A. Contractor's Quality Control Plan:  Contractor's management plan for executing the Contract for

Construction.
B. Contractor's Professional Design Services:  Design of some aspect or portion of the project by

party other than the design professional of record.  Provide these services as part of the
Contract for Construction.
1. Design Services Types Required:

a. Construction-Related:  Services Contractor needs to provide in order to carry out the
Contractor’s sole responsibilities for construction means, methods, techniques,
sequences, and procedures.

b. Design-Related:  Design services explicitly required to be performed by another
design professional due to highly-technical and/or specialized nature of a portion of
the project.  Services primarily involve engineering analysis, calculations, and design,
and are not intended to alter the aesthetic aspects of the design.
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C. Design Data:  Design-related, signed and sealed drawings, calculations, specifications,
certifications, shop drawings and other submittals provided by Contractor, and prepared directly
by, or under direct supervision of, appropriately licensed design professional.

1.05 CONTRACTOR'S CONSTRUCTION-RELATED PROFESSIONAL DESIGN SERVICES
A. Coordination:  Contractor's professional design services are subject to requirements of project's

Conditions for Construction Contract.
B. Provide such engineering design services as may be necessary to plan and safely conduct

certain construction operations, pertaining to, but not limited to the following:
1. Temporary sheeting, shoring, or supports.
2. Temporary scaffolding.
3. Temporary bracing.
4. Temporary hoist(s) and rigging.

1.06 CONTRACTOR'S DESIGN-RELATED PROFESSIONAL DESIGN SERVICES
A. Coordination:  Contractor's professional design services are subject to requirements of project's

Conditions for Construction Contract.
B. Base design on performance and/or design criteria indicated in individual specification sections.
C. Scope of Contractor's Professional Design Services:  Provide for the following items of work:

1. Structural Design of Metal Fabrications:  As described in Section 05 50 00 - Metal
Fabrications.

1.07 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Designer's Qualification Statement:  Submit for Architect's knowledge as contract administrator,

or for Owner's information.
1. Include information for each individual professional responsible for producing, or

supervising production of, design-related professional services provided by Contractor.
a. Full name.
b. Professional licensure information.
c. Statement addressing extent and depth of experience specifically relevant to design

of items assigned to Contractor.
C. Design Data:  Submit for Architect's knowledge as contract administrator for the limited purpose

of assessing compliance with information given and the design concept expressed in the
Contract Documents, or for Owner's information.
1. Include calculations that have been used to demonstrate compliance to performance and

regulatory criteria provided, and to determine design solutions.
2. Include required product data and shop drawings.
3. Include a statement or certification attesting that design data complies with criteria

indicated, such as building codes, loads, functional, and similar engineering requirements.
4. Include signature and seal of design professional responsible for allocated design services

on calculations and drawings.
D. Test Reports:  After each test/inspection, promptly submit two copies of report to Architect and

to Contractor.
1. Include:

a. Date issued.
b. Project title and number.
c. Name of inspector.
d. Date and time of sampling or inspection.
e. Identification of product and specifications section.
f. Location in the Project.
g. Type of test/inspection.
h. Date of test/inspection.
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i. Results of test/inspection.
j. Compliance with Contract Documents.
k. When requested by Architect, provide interpretation of results.

2. Test report submittals are for Architect's knowledge as contract administrator for the
limited purpose of assessing compliance with information given and the design concept
expressed in the Contract Documents, or for Owner's information.

E. Certificates:  When specified in individual specification sections, submit certification by the
manufacturer and Contractor or installation/application subcontractor to Architect, in quantities
specified for Product Data.
1. Indicate material or product complies with or exceeds specified requirements.  Submit

supporting reference data, affidavits, and certifications as appropriate.
F. Manufacturer's Instructions:  When specified in individual specification sections, submit printed

instructions for delivery, storage, assembly, installation, start-up, adjusting, and finishing, for the
Owner's information.  Indicate special procedures, perimeter conditions requiring special
attention, and special environmental criteria required for application or installation.

G. Manufacturer's Field Reports:  Submit reports for Architect's benefit as contract administrator or
for Owner.
1. Submit for information for the limited purpose of assessing compliance with information

given and the design concept expressed in the Contract Documents.
H. Erection Drawings:  Submit drawings for Architect's benefit as contract administrator or for

Owner.
1. Submit for information for the limited purpose of assessing compliance with information

given and the design concept expressed in the Contract Documents.
2. Data indicating inappropriate or unacceptable Work may be subject to action by Architect

or Owner.
1.08 QUALITY ASSURANCE

A. Testing Agency Qualifications:
1. Prior to start of work, submit agency name, address, and telephone number, and names

of full time registered Engineer and responsible officer.
2. Submit copy of report of laboratory facilities inspection made by NIST Construction

Materials Reference Laboratory during most recent inspection, with memorandum of
remedies of any deficiencies reported by the inspection.

3. Qualification Statement:  Provide documentation showing testing laboratory is accredited
under IAS AC89.

B. Designer Qualifications:  Where professional engineering design services and design data
submittals are specifically required of Contractor by Contract Documents, provide services of a
Professional Engineer experienced in design of this type of work and licensed in the State in
which the Project is located.

1.09 REFERENCES AND STANDARDS
A. For products and workmanship specified by reference to a document or documents not

included in the Project Manual, also referred to as reference standards, comply with
requirements of the standard, except when more rigid requirements are specified or are
required by applicable codes.

B. Comply with reference standard of date of issue current on date of Contract Documents, except
where a specific date is established by applicable code.

C. Obtain copies of standards where required by product specification sections.
D. Maintain copy at project site during submittals, planning, and progress of the specific work, until

Substantial Completion.
E. Should specified reference standards conflict with Contract Documents, request clarification

from Architect before proceeding.
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F. Neither the contractual relationships, duties, or responsibilities of the parties in Contract nor
those of Architect shall be altered from Contract Documents by mention or inference otherwise
in any reference document.

1.10 TESTING AND INSPECTION AGENCIES AND SERVICES
A. Owner will employ services of an independent testing agency to perform certain specified

testing; payment for cost of services will be derived from allowance specified in Section 01 21
00; see Section 01 21 00 and applicable sections for description of services included in
allowance.

B. Employment of agency in no way relieves Contractor of obligation to perform Work in
accordance with requirements of Contract Documents.

PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION
3.01 CONTROL OF INSTALLATION

A. Monitor quality control over suppliers, manufacturers, products, services, site conditions, and
workmanship, to produce work of specified quality.

B. Comply with manufacturers' instructions, including each step in sequence.
C. Should manufacturers' instructions conflict with Contract Documents, request clarification from

Architect before proceeding.
D. Comply with specified standards as minimum quality for the work except where more stringent

tolerances, codes, or specified requirements indicate higher standards or more precise
workmanship.

E. Have work performed by persons qualified to produce required and specified quality.
F. Verify that field measurements are as indicated on shop drawings or as instructed by the

manufacturer.
G. Secure products in place with positive anchorage devices designed and sized to withstand

stresses, vibration, physical distortion, and disfigurement.
3.02 MOCK-UPS

A. Before installing portions of the Work where mock-ups are required, construct mock-ups in
location and size indicated for each form of construction and finish required to comply with the
following requirements, using materials indicated for the completed Work. The purpose of
mock-up is to demonstrate the proposed range of aesthetic effects and workmanship.

B. Accepted mock-ups establish the standard of quality the Architect will use to judge the Work.
C. Tests shall be performed under provisions identified in this section and identified in the

respective product specification sections.
D. Assemble and erect specified items with specified attachment and anchorage devices,

flashings, seals, and finishes.
E. Obtain Architect's approval of mock-ups before starting work, fabrication, or construction.

1. Architect will issue written comments within seven (7) working days of initial review and
each subsequent follow up review of each mock-up.

2. Make corrections as necessary until Architect's approval is issued.
F. Architect will use accepted mock-ups as a comparison standard for the remaining Work.
G. Where mock-up has been accepted by Architect and is specified in product specification

sections to be removed, protect mock-up throughout construction, remove mock-up and clear
area when directed to do so by Architect.

3.03 TOLERANCES
A. Monitor fabrication and installation tolerance control of products to produce acceptable Work.

 Do not permit tolerances to accumulate.
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B. Comply with manufacturers' tolerances.  Should manufacturers' tolerances conflict with
Contract Documents, request clarification from Architect before proceeding.

C. Adjust products to appropriate dimensions; position before securing products in place.
3.04 TESTING AND INSPECTION

A. See individual specification sections for testing and inspection required.
B. Testing Agency Duties:

1. Test samples of mixes submitted by Contractor.
2. Provide qualified personnel at site.  Cooperate with Architect and Contractor in

performance of services.
3. Perform specified sampling and testing of products in accordance with specified

standards.
4. Ascertain compliance of materials and mixes with requirements of Contract Documents.
5. Promptly notify Architect and Contractor of observed irregularities or non-compliance of

Work or products.
6. Perform additional tests and inspections required by Architect.
7. Submit reports of all tests/inspections specified.

C. Limits on Testing/Inspection Agency Authority:
1. Agency may not release, revoke, alter, or enlarge on requirements of Contract

Documents.
2. Agency may not approve or accept any portion of the Work.
3. Agency may not assume any duties of Contractor.
4. Agency has no authority to stop the Work.

D. Contractor Responsibilities:
1. Deliver to agency at designated location, adequate samples of materials proposed to be

used that require testing, along with proposed mix designs.
2. Cooperate with laboratory personnel, and provide access to the Work and to

manufacturers' facilities.
3. Provide incidental labor and facilities:

a. To provide access to Work to be tested/inspected.
b. To obtain and handle samples at the site or at source of Products to be

tested/inspected.
c. To facilitate tests/inspections.
d. To provide storage and curing of test samples.

4. Notify Architect and laboratory 24 hours prior to expected time for operations requiring
testing/inspection services.

5. Employ services of an independent qualified testing laboratory and pay for additional
samples, tests, and inspections required by Contractor beyond specified requirements.

6. Arrange with Owner's agency and pay for additional samples, tests, and inspections
required by Contractor beyond specified requirements.

E. Re-testing required because of non-compliance with specified requirements shall be performed
by the same agency on instructions by Architect.

F. Re-testing required because of non-compliance with specified requirements shall be paid for by
Contractor.

3.05 MANUFACTURERS' FIELD SERVICES
A. When specified in individual specification sections, require material or product suppliers or

manufacturers to provide qualified staff personnel to observe site conditions, conditions of
surfaces and installation, quality of workmanship​​​​​​ as applicable, and to initiate instructions when
necessary.

B. Report observations and site decisions or instructions given to applicators or installers that are
supplemental or contrary to manufacturers' written instructions.
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3.06 DEFECT ASSESSMENT
A. Replace Work or portions of the Work not complying with specified requirements.
B. If, in the opinion of Architect, it is not practical to remove and replace the work, Architect will

direct an appropriate remedy or adjust payment.
END OF SECTION  01 40 00
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SECTION 01 41 00
REGULATORY REQUIREMENTS

PART 1  GENERAL
1.01 SUMMARY OF REFERENCE STANDARDS

A. Regulatory requirements applicable to this project are the following:
B. 28 CFR 35 - Nondiscrimination on the Basis of Disability in State and Local Government

Services; Final Rule; Department of Justice; current edition.
C. 28 CFR 36 - Nondiscrimination by Public Accommodations and in Commercial Facilities; Final

Rule; Department of Justice; current edition.
D. 29 CFR 1910 - Occupational Safety and Health Standards; Current Edition.
E. 36 CFR 1191 - Americans with Disabilities Act (ADA) Accessibility Guidelines for Buildings and

Facilities; Architectural Barriers Act (ABA) Accessibility Guidelines; current edition.
F. ADA Standards - 2010 ADA Standards for Accessible Design; 2010.
G. ​State​ of ​Illinois​ amendments to​ some or all of​ the following.
H. IAPMO (UPC) - Uniform Plumbing Code; Most Recent Edition Adopted by Authority Having

Jurisdiction, Including All Applicable Amendments and Supplements.
I. IAPMO (UPC) - Uniform Plumbing Code; Most Recent Edition Adopted by Authority Having

Jurisdiction, Including All Applicable Amendments and Supplements.
J. ICC (IBC) - International Building Code; Most Recent Edition Adopted by Authority Having

Jurisdiction, Including All Applicable Amendments and Supplements.
K. ICC (IECC) - International Energy Conservation Code; Most Recent Edition Adopted by

Authority Having Jurisdiction, Including All Applicable Amendments and Supplements.
L. ICC (IFC) - International Fire Code; Most Recent Edition Adopted by Authority Having

Jurisdiction, Including All Applicable Amendments and Supplements.
M. ICC (IMC) - International Mechanical Code; Most Recent Edition Adopted by Authority Having

Jurisdiction, Including All Applicable Amendments and Supplements.
N. ICC (IPC) - International Plumbing Code; Most Recent Edition Adopted by Authority Having

Jurisdiction, Including All Applicable Amendments and Supplements.
O. ICC A117.1 - Accessible and Usable Buildings and Facilities; 2017.
P. NFPA 1 - Fire Code; 2024, with Errata.
Q. NFPA 70 - National Electrical Code; Most Recent Edition Adopted by Authority Having

Jurisdiction, Including All Applicable Amendments and Supplements.
R. NFPA 101 - Life Safety Code; Most Recent Edition Adopted by Authority Having Jurisdiction,

Including All Applicable Amendments and Supplements.
1.02 RELATED REQUIREMENTS

A. Section 01 40 00 - Quality Requirements.
1.03 QUALITY ASSURANCE

A. Contractor's Designer Qualifications:  Refer to Section - 01 40 00 - Quality Requirements.
PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION - NOT USED

END OF SECTION  01 41 00
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SECTION 01 50 00
TEMPORARY FACILITIES AND CONTROLS

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Dewatering
B. Temporary utilities.
C. Temporary sanitary facilities.
D. Temporary Controls:  ​​​Barriers, enclosures, and fencing​​​.
E. Security requirements.
F. Vehicular access and parking.
G. Waste removal facilities and services.
H. Project identification sign.

1.02 REFERENCE STANDARDS
A. ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials;

2026a.
B. ASTM E90 - Standard Test Method for Laboratory Measurement of Airborne Sound

Transmission Loss of Building Partitions and Elements; 2023.
1.03 DEWATERING

A. Provide temporary means and methods for dewatering all temporary facilities and controls.
B. Maintain temporary facilities in operable condition.

1.04 TEMPORARY UTILITIES​​
A. Owner will provide the following:

1. Electrical power​​, consisting of ​connection to existing facilities​.
2. Water supply, consisting of connection to existing facilities.

B. Existing facilities ​may​ be used.
C. Use trigger-operated nozzles for water hoses, to avoid waste of water.

1.05 TEMPORARY SANITARY FACILITIES
A. Provide and maintain required facilities and enclosures.  Provide at time of project mobilization.
B. Maintain daily in clean and sanitary condition.

1.06 BARRIERS
A. Provide barriers to prevent unauthorized entry to construction areas, to prevent access to areas

that could be hazardous to workers or the public, to allow for owner's use of site and to protect
existing facilities and adjacent properties from damage from construction operations and
demolition.

B. Provide barricades and covered walkways required by governing authorities for public rights-of-
way and for public access to existing building.

C. Protect non-owned vehicular traffic, stored materials, site, and structures from damage.
1.07 FENCING

A. Construction:  Commercial grade chain link fence.
B. Provide 6 foot high fence around construction site; equip with vehicular and pedestrian gates

with locks.



226057.00
Bidding

 Temporary Facilities And
Controls

01 50 00 - 2 

Moline-Coal Valley School District #40
Moline High School Baseball and

Softball Complex Renovation

1.08 SECURITY ​​
A. Provide security and facilities to protect Work, existing facilities, and Owner's operations from

unauthorized entry, vandalism, or theft.
1.09 VEHICULAR ACCESS AND PARKING​​

A. Comply with regulations relating to use of streets and sidewalks, access to emergency facilities,
and access for emergency vehicles.

B. Coordinate access and haul routes with governing authorities and Owner.
C. Provide and maintain access to fire hydrants, free of obstructions.
D. Provide means of removing mud from vehicle wheels before entering streets.
E. Provide temporary parking areas to accommodate construction personnel.  When site space is

not adequate, provide additional off-site parking.
1.10 WASTE REMOVAL

A. Provide waste removal facilities and services as required to maintain the site in clean and
orderly condition.

B. Provide containers with lids.  Remove trash from site ​periodically​.
C. If materials to be recycled or re-used on the project must be stored on-site, provide suitable

non-combustible containers; locate containers holding flammable material outside the structure
unless otherwise approved by the authorities having jurisdiction.

D. Open free-fall chutes are not permitted.  Terminate closed chutes into appropriate containers
with lids.

1.11 PROJECT IDENTIFICATION
A. Provide project identification sign of design and construction indicated on drawings.
B. Erect on site at location indicated.
C. No other signs are allowed without Owner permission except those required by law.

1.12 REMOVAL OF UTILITIES, FACILITIES, AND CONTROLS
A. Remove temporary utilities, equipment, facilities, materials, prior to Date of Substantial

Completion inspection.
B. Remove underground installations to a minimum depth of 2 feet.  Grade site as indicated.
C. Clean and repair damage caused by installation or use of temporary work.
D. Restore existing facilities used during construction to original condition.

PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION - NOT USED

END OF SECTION  01 50 00



226057.00
Bidding

 Temporary Erosion And
Sediment Control

01 57 13 - 1 

Moline-Coal Valley School District #40
Moline High School Baseball and

Softball Complex Renovation

SECTION 01 57 13
TEMPORARY EROSION AND SEDIMENT CONTROL

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Prevention of erosion due to construction activities.
B. Prevention of sedimentation of waterways, open drainage ways, and storm and sanitary sewers

due to construction activities.
C. Restoration of areas eroded due to insufficient preventive measures.
D. Performance bond.
E. Compensation of Owner for fines levied by authorities having jurisdiction due to non-

compliance by Contractor.
1.02 RELATED REQUIREMENTS

A. Section 32 15 00 - Aggregate Surfacing:  Temporary and permanent roadways.
1.03 REFERENCE STANDARDS

A. ASTM D4355/D4355M - Standard Test Method for Deterioration of Geotextiles by Exposure to
Light, Moisture, and Heat in a Xenon Arc-Type Apparatus; 2021.

B. ASTM D4491/D4491M - Standard Test Methods for Water Permeability of Geotextiles by
Permittivity; 2022.

C. ASTM D4533/D4533M - Standard Test Method for Trapezoid Tearing Strength of Geotextiles;
2015 (Reapproved 2023).

D. ASTM D4632/D4632M - Standard Test Method for Grab Breaking Load and Elongation of
Geotextiles; 2015a (Reapproved 2023).

E. ASTM D4751 - Standard Test Methods for Determining Apparent Opening Size of a Geotextile;
2021a.

F. ASTM D4873/D4873M - Standard Guide for Identification, Storage, and Handling of
Geosynthetic Rolls and Samples; 2017 (Reapproved 2021).

G. EPA (NPDES) - National Pollutant Discharge Elimination System (NPDES), Construction
General Permit; Current Edition.

H. FHWA FLP-94-005 - Best Management Practices for Erosion and Sediment Control; 1995.
I. USDA TR-55 - Urban Hydrology for Small Watersheds; USDA Natural Resources Conservation

Service; 2015.
1.04 PERFORMANCE REQUIREMENTS

A. Comply with requirements of EPA (NPDES) for erosion and sedimentation control, as specified
by the NPDES, for Phases I and II, and in compliance with requirements of Construction
General Permit (CGP), whether the project is required by law to comply or not.

B. Develop and follow an Erosion and Sedimentation Prevention Plan and submit periodic
inspection reports.

C. Do not begin clearing, grading, or other work involving disturbance of ground surface cover until
applicable permits have been obtained; furnish all documentation required to obtain applicable
permits.
1. Obtain and pay for permits and provide security required by authority having jurisdiction.
2. Owner will withhold payment to Contractor equivalent to all fines resulting from non-

compliance with applicable regulations.
D. Provide to Owner a Performance Bond covering erosion and sedimentation preventive

measures only, in an amount equal to 100 percent of the cost of erosion and sedimentation
control work.



226057.00
Bidding

 Temporary Erosion And
Sediment Control

01 57 13 - 2 

Moline-Coal Valley School District #40
Moline High School Baseball and

Softball Complex Renovation

E. Timing:  Put preventive measures in place as soon as possible after disturbance of surface
cover and before precipitation occurs.

F. Storm Water Runoff:  Control increased storm water runoff due to disturbance of surface cover
due to construction activities for this project.
1. Prevent runoff into storm and sanitary sewer systems, including open drainage channels,

in excess of actual capacity or amount allowed by authorities having jurisdiction,
whichever is less.

2. Anticipate runoff volume due to the most extreme short term and 24-hour rainfall events
that might occur in 25 years.

G. Erosion On Site:  Minimize wind, water, and vehicular erosion of soil on project site due to
construction activities for this project.
1. Control movement of sediment and soil from temporary stockpiles of soil.
2. Prevent development of ruts due to equipment and vehicular traffic.
3. If erosion occurs due to non-compliance with these requirements, restore eroded areas at

no cost to Owner.
H. Erosion Off Site:  Prevent erosion of soil and deposition of sediment on other properties caused

by water leaving the project site due to construction activities for this project.
1. Prevent windblown soil from leaving the project site.
2. Prevent tracking of mud onto public roads outside site.
3. Prevent mud and sediment from flowing onto sidewalks and pavements.
4. If erosion occurs due to non-compliance with these requirements, restore eroded areas at

no cost to Owner.
I. Sedimentation of Waterways On Site:  Prevent sedimentation of waterways on the project site,

including rivers, streams, lakes, ponds, open drainage ways, storm sewers, and sanitary
sewers.
1. If sedimentation occurs, install or correct preventive measures immediately at no cost to

Owner; remove deposited sediments; comply with requirements of authorities having
jurisdiction.

2. If sediment basins are used as temporary preventive measures, pump dry and remove
deposited sediment after each storm.

J. Sedimentation of Waterways Off Site:  Prevent sedimentation of waterways off the project site,
including rivers, streams, lakes, ponds, open drainage ways, storm sewers, and sanitary
sewers.
1. If sedimentation occurs, install or correct preventive measures immediately at no cost to

Owner; remove deposited sediments; comply with requirements of authorities having
jurisdiction.

K. Open Water:  Prevent standing water that could become stagnant.
L. Maintenance:  Maintain temporary preventive measures until permanent measures have been

established.
1.05 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Erosion and Sedimentation Control Plan:

1. Include:
a. Site plan identifying soils and vegetation, existing erosion problems, and areas

vulnerable to erosion due to topography, soils, vegetation, or drainage.
b. Site plan showing grading; new improvements; temporary roads, traffic accesses,

and other temporary construction; and proposed preventive measures.
c. Where extensive areas of soil will be disturbed, include storm water flow and volume

calculations, soil loss predictions, and proposed preventive measures.
d. Schedule of temporary preventive measures, in relation to ground disturbing

activities.
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e. Other information required by law.
f. Format required by law is acceptable, provided any additional information specified is

also included.
2. Obtain the approval of the Plan by authorities having jurisdiction.
3. Obtain the approval of the Plan by Owner.

C. Certificate:  Mill certificate for silt fence fabric attesting that fabric and factory seams comply
with specified requirements, signed by legally authorized official of manufacturer; indicate
actual minimum average roll values; identify fabric by roll identification numbers.

D. Inspection Reports:  Submit report of each inspection; identify each preventive measure,
indicate condition, and specify maintenance or repair required and accomplished.

PART 2  PRODUCTS
2.01 MATERIALS

A. Grass Seed For Temporary Cover:  Select a species appropriate to climate, planting season,
and intended purpose.  If same area will later be planted with permanent vegetation, do not use
species known to be excessively competitive or prone to volunteer in subsequent seasons.

B. Bales:  Air dry, rectangular straw bales.
1. Cross Section:  14 by 18 inches, minimum.
2. Bindings:  Wire or string, around long dimension.

C. Bale Stakes:  One of the following, minimum 3 feet long:
1. Steel U- or T-section, with minimum mass of 1.33 pound per linear foot.
2. Wood, 2 by 2 inches in cross section.

D. Silt Fence Fabric:  Polypropylene geotextile resistant to common soil chemicals, mildew, and
insects; non-biodegradable; in longest lengths possible; fabric including seams with the
following minimum average roll lengths:
1. Average Opening Size:  30 U.S. Std. Sieve, maximum, when tested in accordance with

ASTM D4751.
2. Permittivity:  0.05 sec^-1, minimum, when tested in accordance with ASTM

D4491/D4491M.
3. Ultraviolet Resistance:  Retaining at least 70 percent of tensile strength, when tested in

accordance with ASTM D4355/D4355M after 500 hours exposure.
4. Tensile Strength:  100 pounds-force, minimum, in cross-machine direction; 124 pounds-

force,  minimum, in machine direction; when tested in accordance with ASTM
D4632/D4632M.

5. Elongation:  15 to 30 percent, when tested in accordance with ASTM D4632/D4632M.
6. Tear Strength:  55 pounds-force, minimum, when tested in accordance with ASTM

D4533/D4533M.
7. Color:  Manufacturer's standard, with embedment and fastener lines preprinted.

E. Silt Fence Posts:  One of the following, minimum 5 feet long:
F. Gravel:  See Section 31 23 23 for aggregate.

PART 3  EXECUTION
3.01 EXAMINATION

A. Examine site and identify existing features that contribute to erosion resistance; maintain such
existing features to greatest extent possible.

3.02 PREPARATION
A. Schedule work so that soil surfaces are left exposed for the minimum amount of time.

3.03 SCOPE OF PREVENTIVE MEASURES
A. In all cases, if permanent erosion resistant measures have been installed temporary preventive

measures are not required.
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B. Construction Entrances:  Traffic-bearing aggregate surface.
1. Width:  As required; 20 feet, minimum.
2. Length:  50 feet, minimum.
3. Provide at each construction entrance from public right-of-way.
4. Where necessary to prevent tracking of mud onto right-of-way, provide wheel washing

area out of direct traffic lane, with drain into sediment trap or basin.
C. Linear Sediment Barriers:  Made of silt fences.

1. Provide linear sediment barriers:
a. Along downhill perimeter edge of disturbed areas, including soil stockpiles.

2. Space sediment barriers with the following maximum slope length upslope from barrier:
a. Slope of Less Than 2 Percent:  100 feet..
b. Slope Between 2 and 5 Percent:  75 feet.
c. Slope Between 5 and 10 Percent:  50 feet.
d. Slope Between 10 and 20 Percent:  25 feet.
e. Slope Over 20 Percent:  15 feet.

D. Storm Drain Curb Inlet Sediment Trap:  Protect each curb inlet using one of the following
measures:
1. Filter fabric wrapped around hollow concrete blocks blocking entire inlet face area; use

one piece of fabric wrapped at least 1-1/2 times around concrete blocks and secured to
prevent dislodging; orient cores of blocks so runoff passes into inlet.

2. Straw bale row blocking entire inlet face area; anchor into pavement.
E. Storm Drain Drop Inlet Sediment Traps:  As detailed on drawings.
F. Temporary Splash Pads:  Stone aggregate over filter fabric; size to suit application; provide at

downspout outlets and storm water outlets.
G. Soil Stockpiles:  Protect using one of the following measures:

1. Cover with polyethylene film, secured by placing soil on outer edges.
2. Cover with mulch at least 4 inches thickness of pine needles, sawdust, bark, wood chips,

or shredded leaves, or 6 inches of straw or hay.
H. Mulching:  Use only for areas that may be subjected to erosion for less than 6 months.
I. Temporary Seeding:  Use where temporary vegetated cover is required.

3.04 INSTALLATION
A. Traffic-Bearing Aggregate Surface:

1. Excavate minimum of 6 inches.
2. Place geotextile fabric full width and length, with minimum 12 inch overlap at joints.
3. Place and compact at least 6 inches of 1 1/2 to 3 1/2 inch diameter stone.

B. Silt Fences:
1. Store and handle fabric in accordance with ASTM D4873/D4873M.
2. Where slope gradient is less than 3:1 or barriers will be in place less than 6 months, use

nominal 16 inch high barriers with minimum 36 inch long posts spaced at 6 feet maximum,
with fabric embedded at least 4 inches in ground.

3. Where slope gradient is steeper than 3:1 or barriers will be in place over 6 months, use
nominal 28 inch high barriers, minimum 48 inch long posts spaced at 6 feet maximum,
with fabric embedded at least 6 inches in ground.

4. Where slope gradient is steeper than 3:1 and vertical height of slope between barriers is
more than 20 feet, use nominal 32 inch high barriers with woven wire reinforcement and
steel posts spaced at 4 feet maximum, with fabric embedded at least 6 inches in ground.

5. Install with top of fabric at nominal height and embedment as specified.
6. Do not splice fabric width; minimize splices in fabric length; splice at post only, overlapping

at least 18 inches, with extra post.
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7. Wherever runoff will flow around end of barrier or over the top, provide temporary splash
pad or other outlet protection; at such outlets in the run of the barrier, make barrier not
more than 12 inches high with post spacing not more than 4 feet.

C. Straw Bale Rows:
1. Install bales in continuous rows with ends butting tightly, with one bale at each end of row

turned uphill.
2. Install bales so that bindings are not in contact with the ground.
3. Embed bales at least 4 inches in the ground.
4. Anchor bales with at least two stakes per bale, driven at least 18 inches into the ground;

drive first stake in each bale toward the previously placed bale to force bales together.
5. Fill gaps between ends of bales with loose straw wedged tightly.
6. Place soil excavated for trench against bales on the upslope side of the row, compacted.

D. Temporary Seeding:
1. When hydraulic seeder is used, seedbed preparation is not required.
2. When surface soil has been sealed by rainfall or consists of smooth undisturbed cut

slopes, and conventional or manual seeding is to be used, prepare seedbed by scarifying
sufficiently to allow seed to lodge and germinate.

3. If temporary mulching was used on planting area but not removed, apply nitrogen fertilizer
at 1 pound per 1000 sq ft.

4. On soils of very low fertility, apply 10-10-10 fertilizer at rate of 12 to 16 pounds per 1000
sq ft.

5. Incorporate fertilizer into soil before seeding.
6. Apply seed uniformly; if using drill or cultipacker seeders place seed 1/2 to 1 inch deep.
7. Irrigate as required to thoroughly wet soil to depth that will ensure germination, without

causing runoff or erosion.
8. Repeat irrigation as required until grass is established.

3.05 MAINTENANCE
A. Inspect preventive measures weekly, within 24 hours after the end of any storm that produces

0.5 inches or more rainfall at the project site, and daily during prolonged rainfall.
B. Repair deficiencies immediately.
C. Silt Fences:

1. Promptly replace fabric that deteriorates unless need for fence has passed.
2. Remove silt deposits that exceed one-third of the height of the fence.
3. Repair fences that are undercut by runoff or otherwise damaged, whether by runoff or

other causes.
D. Straw Bale Rows:

1. Promptly replace bales that fall apart or otherwise deteriorate unless need has passed.
2. Remove silt deposits that exceed one-half of the height of the bales.
3. Repair bale rows that are undercut by runoff or otherwise damaged, whether by runoff or

other causes.
E. Clean out temporary sediment control structures weekly and relocate soil on site.
F. Place sediment in appropriate locations on site; do not remove from site.

3.06 CLEAN UP
A. Remove temporary measures after permanent measures have been installed, unless permitted

to remain by Architect.
B. Clean out temporary sediment control structures that are to remain as permanent measures.
C. Where removal of temporary measures would leave exposed soil, shape surface to an

acceptable grade and finish to match adjacent ground surfaces.
END OF SECTION  01 57 13
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SECTION 01 60 00
PRODUCT REQUIREMENTS

PART 1  GENERAL
1.01 SECTION INCLUDES

A. General product requirements.
B. Re-use of existing products.
C. Transportation, handling, storage and protection.
D. Product option requirements.
E. Substitution limitations.
F. Procedures for Owner-supplied products.
G. Maintenance materials, including extra materials, spare parts, tools, and software.

1.02 RELATED REQUIREMENTS
A. Section 01 25 00 - Substitution Procedures:  Substitutions made during procurement and/or

construction phases.
1.03 REFERENCE STANDARDS
1.04 SUBMITTALS

A. Product Data Submittals:  Submit manufacturer's standard published data.  Mark each copy to
identify applicable products, models, options, and other data.  Supplement manufacturers'
standard data to provide information specific to this Project.

B. Shop Drawing Submittals:  Prepared specifically for this Project; indicate utility and electrical
characteristics, utility connection requirements, and location of utility outlets for service for
functional equipment and appliances.

C. Sample Submittals:  Illustrate functional and aesthetic characteristics of the product, with
integral parts and attachment devices. Coordinate sample submittals for interfacing work.
1. For selection from standard finishes, submit samples of the full range of the

manufacturer's standard colors, textures, and patterns.
PART 2  PRODUCTS
2.01 EXISTING PRODUCTS

A. Do not use materials and equipment removed from existing premises unless specifically
required or permitted by Contract Documents.

B. Unforeseen historic items encountered remain the property of the Owner; notify Owner
promptly upon discovery; protect, remove, handle, and store as directed by Owner.

C. Existing materials and equipment indicated to be removed, but not to be re-used, relocated,
reinstalled, delivered to the Owner, or otherwise indicated as to remain the property of the
Owner, become the property of the Contractor; remove from site.

2.02 NEW PRODUCTS
A. Provide new products unless specifically required or permitted by Contract Documents.
B. Use of products having any of the following characteristics is not permitted:

2.03 PRODUCT OPTIONS
A. Products Specified by Reference Standards or by Description Only:  Use any product meeting

those standards or description.
B. Products Specified by Naming One or More Manufacturers:  Use a product of one of the

manufacturers named and meeting specifications, no options or substitutions allowed.
C. Products Specified by Naming One or More Manufacturers with a Provision for Substitutions:

 Submit a request for substitution for any manufacturer not named.
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2.04 MAINTENANCE MATERIALS
A. Furnish extra materials, spare parts, tools, and software of types and in quantities specified in

individual specification sections.
B. Deliver to Project site; obtain receipt prior to final payment.

PART 3  EXECUTION
3.01 SUBSTITUTION LIMITATIONS

A. See Section 01 25 00 - Substitution Procedures.
3.02 OWNER-SUPPLIED PRODUCTS

A. Owner's Responsibilities:
1. Arrange for and deliver Owner reviewed shop drawings, product data, and samples, to

Contractor.
2. Arrange and pay for product delivery to site.
3. On delivery, inspect products jointly with Contractor.
4. Submit claims for transportation damage and replace damaged, defective, or deficient

items.
5. Arrange for manufacturers' warranties, inspections, and service.

B. Contractor's Responsibilities:
1. Review Owner reviewed shop drawings, product data, and samples.
2. Receive and unload products at site; inspect for completeness or damage jointly with

Owner.
3. Handle, store, install and finish products.
4. Repair or replace items damaged after receipt.

3.03 TRANSPORTATION AND HANDLING
A. Package products for shipment in manner to prevent damage; for equipment, package to avoid

loss of factory calibration.
B. If special precautions are required, attach instructions prominently and legibly on outside of

packaging.
C. Coordinate schedule of product delivery to designated prepared areas in order to minimize site

storage time and potential damage to stored materials.
D. Transport and handle products in accordance with manufacturer's instructions.
E. Transport materials in covered trucks to prevent contamination of product and littering of

surrounding areas.
F. Promptly inspect shipments to ensure that products comply with requirements, quantities are

correct, and products are undamaged.
G. Provide equipment and personnel to handle products by methods to prevent soiling,

disfigurement, or damage, and to minimize handling.
H. Arrange for the return of packing materials, such as wood pallets, where economically feasible.

3.04 STORAGE AND PROTECTION
A. Provide protection of stored materials and products against theft, casualty, or deterioration.
B. Designate receiving/storage areas for incoming products so that they are delivered according to

installation schedule and placed convenient to work area in order to minimize waste due to
excessive materials handling and misapplication.  See Section 01 74 19.

C. Store and protect products in accordance with manufacturers' instructions.
D. Store with seals and labels intact and legible.
E. Store sensitive products in weathertight, climate-controlled enclosures in an environment

favorable to product.
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F. For exterior storage of fabricated products, place on sloped supports above ground.
G. Protect products from damage or deterioration due to construction operations, weather,

precipitation, humidity, temperature, sunlight and ultraviolet light, dirt, dust, and other
contaminants.

H. Comply with manufacturer's warranty conditions, if any.
I. Do not store products directly on the ground.
J. Cover products subject to deterioration with impervious sheet covering.  Provide ventilation to

prevent condensation and degradation of products.
K. Store loose granular materials on solid flat surfaces in a well-drained area.  Prevent mixing with

foreign matter.
L. Prevent contact with material that may cause corrosion, discoloration, or staining.
M. Provide equipment and personnel to store products by methods to prevent soiling,

disfigurement, or damage.
N. Arrange storage of products to permit access for inspection. Periodically inspect to verify

products are undamaged and are maintained in acceptable condition.
END OF SECTION  01 60 00
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SECTION 01 70 00
EXECUTION AND CLOSEOUT REQUIREMENTS

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Examination, preparation, and general installation procedures.
B. Requirements for alterations work, including selective demolition​, except removal, disposal,

and/or remediation of hazardous materials and toxic substances​.
C. Cutting and patching.
D. Surveying for laying out the work.
E. Cleaning and protection.
F. Starting of systems and equipment.
G. Demonstration and instruction of Owner personnel.
H. Closeout procedures, including Contractor's Correction Punch List, except payment

procedures.
I. General requirements for maintenance service.

1.02 RELATED REQUIREMENTS
A. Section 01 10 00 - Summary:  Limitations on working in existing building; continued occupancy;

work sequence; identification of salvaged and relocated materials.
B. Section 01 30 00 - Administrative Requirements:  Submittals procedures, Electronic document

submittal service.
C. Section 01 40 00 - Quality Requirements:  Testing and inspection procedures.
D. Section 01 76 10 - Temporary Protective Coverings:  Materials for protection of installed work.
E. Section 01 78 00 - Closeout Submittals:  Project record documents, operation and maintenance

data, warranties, and bonds.
F. Section 02 41 00 - Demolition:  Demolition of whole structures and parts thereof; site utility

demolition.
1.03 REFERENCE STANDARDS
1.04 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Survey work:  Submit name, address, and telephone number of Surveyor before starting survey

work.
1. On request, submit documentation verifying accuracy of survey work.
2. Submit a copy of site drawing signed by the Land Surveyor, that the elevations and

locations of the work are in compliance with Contract Documents.
3. Submit surveys and survey logs for the project record.

C. Demolition Plan:  Submit demolition plan as specified by OSHA and local authorities.
1. Indicate extent of demolition, removal sequence, bracing and shoring, and location and

construction of barricades and fences.  Include design drawings and calculations for
bracing and shoring.

2. Identify demolition firm and submit qualifications.
3. Include a summary of safety procedures.

D. Cutting and Patching:  Submit written request in advance of cutting or alteration that affects:
1. Structural integrity of any element of Project.
2. Integrity of weather exposed or moisture resistant element.
3. Efficiency, maintenance, or safety of any operational element.
4. Visual qualities of sight exposed elements.
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5. Work of Owner or separate Contractor.
E. Project Record Documents:  Accurately record actual locations of capped and active utilities.

1.05 QUALIFICATIONS
A. For demolition work, employ a firm specializing in the type of work required.
B. For surveying work, employ a land surveyor registered in the State in which the Project is

located and acceptable to Architect.  Submit evidence of surveyor's Errors and Omissions
insurance coverage in the form of an Insurance Certificate.  Employ only individual(s) trained
and experienced in collecting and recording accurate data relevant to ongoing construction
activities,

C. For design of temporary shoring and bracing, employ a Professional Engineer experienced in
design of this type of work and licensed in the State in which the Project is located.

1.06 PROJECT CONDITIONS
A. Use of explosives is not permitted.
B. Grade site to drain.  Maintain excavations free of water.  Provide, operate, and maintain

pumping equipment.
C. Protect site from puddling or running water.  Provide water barriers as required to protect site

from soil erosion.
D. Perform dewatering activities, as required, for the duration of the project.
E. Ventilate enclosed areas to assist cure of materials, to dissipate humidity, and to prevent

accumulation of dust, fumes, vapors, or gases.
F. Dust Control:  Execute work by methods to minimize raising dust from construction operations.

 Provide positive means to prevent air-borne dust from dispersing into atmosphere and over
adjacent property.
1. Provide dust-proof barriers between construction areas and areas continuing to be

occupied by Owner.
G. Erosion and Sediment Control:  Plan and execute work by methods to control surface drainage

from cuts and fills, from borrow and waste disposal areas.  Prevent erosion and sedimentation.
1. Minimize amount of bare soil exposed at one time.
2. Provide temporary measures such as berms, dikes, and drains, to prevent water flow.
3. Construct fill and waste areas by selective placement to avoid erosive surface silts or

clays.
4. Periodically inspect earthwork to detect evidence of erosion and sedimentation; promptly

apply corrective measures.
H. Noise Control:  Provide methods, means, and facilities to minimize noise produced by

construction operations.
I. Pollution Control:  Provide methods, means, and facilities to prevent contamination of soil,

water, and atmosphere from discharge of noxious, toxic substances, and pollutants produced
by construction operations.  Comply with federal, state, and local regulations.

1.07 COORDINATION
A. Coordinate scheduling, submittals, and work of the various sections of the Project Manual to

ensure efficient and orderly sequence of installation of interdependent construction elements,
with provisions for accommodating items installed later.

B. Notify affected utility companies and comply with their requirements.
C. Verify that utility requirements and characteristics of new operating equipment are compatible

with building utilities.  Coordinate work of various sections having interdependent
responsibilities for installing, connecting to, and placing in service, such equipment.

D. Coordinate space requirements, supports, and installation of mechanical and electrical work
that are indicated diagrammatically on drawings.  Follow routing indicated for pipes, ducts, and
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conduit, as closely as practicable; place runs parallel with lines of building. Utilize spaces
efficiently to maximize accessibility for other installations, for maintenance, and for repairs.

E. In finished areas except as otherwise indicated, conceal pipes, ducts, and wiring within the
construction.  Coordinate locations of fixtures and outlets with finish elements.

F. Coordinate completion and clean-up of work of separate sections.
G. After Owner occupancy of premises, coordinate access to site for correction of defective work

and work not in accordance with Contract Documents, to minimize disruption of Owner's
activities.

PART 2  PRODUCTS
2.01 PATCHING MATERIALS

A. New Materials:  As specified in product sections; match existing products and work for patching
and extending work.

B. Type and Quality of Existing Products:  Determine by inspecting and testing products where
necessary, referring to existing work as a standard.

C. Product Substitution:  For any proposed change in materials, submit request for substitution
described in Section 01 60 00 - Product Requirements.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that existing site conditions and substrate surfaces are acceptable for subsequent work.
 Start of work means acceptance of existing conditions.

B. Verify that existing substrate is capable of structural support or attachment of new work being
applied or attached.

C. Examine and verify specific conditions described in individual specification sections.
D. Take field measurements before confirming product orders or beginning fabrication, to minimize

waste due to over-ordering or misfabrication.
E. Verify that utility services are available, of the correct characteristics, and in the correct

locations.
F. Prior to Cutting:  Examine existing conditions prior to commencing work, including elements

subject to damage or movement during cutting and patching.  After uncovering existing work,
assess conditions affecting performance of work.  Beginning of cutting or patching means
acceptance of existing conditions.

3.02 PREPARATION
A. Clean substrate surfaces prior to applying next material or substance.
B. Seal cracks or openings of substrate prior to applying next material or substance.
C. Apply manufacturer required or recommended substrate primer, sealer, or conditioner prior to

applying any new material or substance in contact or bond.
3.03 LAYING OUT THE WORK

A. Verify locations of survey control points prior to starting work.
B. Promptly notify Architect of any discrepancies discovered.
C. Contractor shall locate and protect survey control and reference points.
D. Control datum for survey is that established by Owner provided survey.
E. Protect survey control points prior to starting site work; preserve permanent reference points

during construction.
F. Promptly report to Architect the loss or destruction of any reference point or relocation required

because of changes in grades or other reasons.
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G. Replace dislocated survey control points based on original survey control.  Make no changes
without prior written notice to  Architect.

H. Utilize recognized engineering survey practices.
I. Establish a minimum of two permanent bench marks on site, referenced to established control

points.  Record locations, with horizontal and vertical data, on project record documents.
J. Establish elevations, lines and levels.  Locate and lay out by instrumentation and similar

appropriate means:
1. Site improvements including pavements; stakes for grading, fill and topsoil placement;

utility locations, slopes, and invert elevations; and ________.
2. Grid or axis for structures.
3. Building foundation, column locations, ground floor elevations, and ________.

K. Periodically verify layouts by same means.
L. Maintain a complete and accurate log of control and survey work as it progresses.

3.04 GENERAL INSTALLATION REQUIREMENTS
A. Install products as specified in individual sections, in accordance with manufacturer's

instructions and recommendations, and so as to avoid waste due to necessity for replacement.
B. Make vertical elements plumb and horizontal elements level, unless otherwise indicated.
C. Install equipment and fittings plumb and level, neatly aligned with adjacent vertical and

horizontal lines, unless otherwise indicated.
D. Make consistent texture on surfaces, with seamless transitions, unless otherwise indicated.
E. Make neat transitions between different surfaces, maintaining texture and appearance.  

3.05 ALTERATIONS
A. Drawings showing existing construction and utilities are based on casual field observation and

existing record documents only.
1. Verify that construction and utility arrangements are as indicated.
2. Report discrepancies to Architect before disturbing existing installation.
3. Beginning of alterations work constitutes acceptance of existing conditions.

B. Remove existing work as indicated and as required to accomplish new work.
1. Remove items indicated on drawings.
2. Relocate items indicated on drawings.
3. Where new surface finishes are to be applied to existing work, perform removals, patch,

and prepare existing surfaces as required to receive new finish; remove existing finish if
necessary for successful application of new finish.

4. Where new surface finishes are not specified or indicated, patch holes and damaged
surfaces to match adjacent finished surfaces as closely as possible.

C. Services (Including but not limited to ​HVAC, Plumbing, Fire Protection, Electrical, and
Telecommunications​):  Remove, relocate, and extend existing systems to accommodate new
construction.
1. Maintain existing active systems that are to remain in operation; maintain access to

equipment and operational components; if necessary, modify installation to allow access
or provide access panel.

2. Where existing systems or equipment are not active and Contract Documents require
reactivation, put back into operational condition; repair supply, distribution, and equipment
as required.

3. Where existing active systems serve occupied facilities but are to be replaced with new
services, maintain existing systems in service until new systems are complete and ready
for service.
a. Disable existing systems only to make switchovers and connections; minimize

duration of outages.
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b. Provide temporary connections as required to maintain existing systems in service.
4. Verify that abandoned services serve only abandoned facilities.
5. Remove abandoned pipe, ducts, conduits, and equipment , including those above

accessible ceilings; remove back to source of supply where possible, otherwise cap stub
and tag with identification; patch holes left by removal using materials specified for new
construction.

D. Protect existing work to remain.
1. Prevent movement of structure; provide shoring and bracing if necessary.
2. Perform cutting to accomplish removals neatly and as specified for cutting new work.
3. Repair adjacent construction and finishes damaged during removal work.

E. Adapt existing work to fit new work:  Make as neat and smooth transition as possible.
F. Patching:  Where the existing surface is not indicated to be refinished, patch to match the

surface finish that existed prior to cutting.  Where the surface is indicated to be refinished,
patch so that the substrate is ready for the new finish.

G. Refinish existing surfaces as indicated:
1. Where rooms or spaces are indicated to be refinished, refinish all visible existing surfaces

to remain to the specified condition for each material, with a neat transition to adjacent
finishes.

2. If mechanical or electrical work is exposed accidentally during the work, re-cover and
refinish to match.

H. Clean existing systems and equipment.
I. Remove demolition debris and abandoned items from alterations areas and dispose of off-site;

do not burn or bury.
J. Do not begin new construction in alterations areas before demolition is complete.
K. Comply with all other applicable requirements of this section.

3.06 CUTTING AND PATCHING
A. Whenever possible, execute the work by methods that avoid cutting or patching.
B. See Alterations article above for additional requirements.
C. Perform whatever cutting and patching is necessary to:

1. Complete the work.
2. Fit products together to integrate with other work.
3. Provide openings for penetration of mechanical, electrical, and other services.
4. Match work that has been cut to adjacent work.
5. Repair areas adjacent to cuts to required condition.
6. Repair new work damaged by subsequent work.
7. Remove samples of installed work for testing when requested.
8. Remove and replace defective and non-complying work.

D. Execute work by methods that avoid damage to other work and that will provide appropriate
surfaces to receive patching and finishing.  In existing work, minimize damage and restore to
original condition.

E. Employ original installer to perform cutting for weather exposed and moisture resistant
elements, and sight exposed surfaces.

F. Cut rigid materials using masonry saw or core drill.  Pneumatic tools not allowed without prior
approval.

G. Restore work with new products in accordance with requirements of Contract Documents.
H. Fit work air tight to pipes, sleeves, ducts, conduit, and other penetrations through surfaces.
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I. At penetrations of fire rated walls, partitions, ceiling, or floor construction, completely seal voids
with fire rated material in accordance with Section 07 84 00, to full thickness of the penetrated
element.

J. Patching:
1. Finish patched surfaces to match finish that existed prior to patching.  On continuous

surfaces, refinish to nearest intersection or natural break.  For an assembly, refinish entire
unit.

2. Match color, texture, and appearance.
3. Repair patched surfaces that are damaged, lifted, discolored, or showing other

imperfections due to patching work. If defects are due to condition of substrate, repair
substrate prior to repairing finish.

3.07 PROGRESS CLEANING
A. Maintain areas free of waste materials, debris, and rubbish.  Maintain site in a clean and orderly

condition.
B. Remove debris and rubbish from pipe chases, plenums, attics, crawl spaces, and other closed

or remote spaces, prior to enclosing the space.
C. Broom and vacuum clean interior areas prior to start of surface finishing, and continue cleaning

to eliminate dust.
D. Collect and remove waste materials, debris, and trash/rubbish from site periodically and

dispose off-site; do not burn or bury.
3.08 PROTECTION OF INSTALLED WORK

A. Protect installed work from damage by construction operations.
B. Provide special protection where specified in individual specification sections.
C. Provide temporary and removable protection for installed products. Control activity in immediate

work area to prevent damage.
D. Provide protective coverings at walls, projections, jambs, sills, and soffits of openings.
E. Protect finished floors, stairs, and other surfaces from traffic, dirt, wear, damage, or movement

of heavy objects, by protecting with durable sheet materials.
F. Prohibit traffic or storage upon waterproofed or roofed surfaces.  If traffic or activity is

necessary, obtain recommendations for protection from waterproofing or roofing material
manufacturer.

G. Remove protective coverings when no longer needed; reuse or recycle coverings if possible.
3.09 SYSTEM STARTUP

A. Coordinate schedule for start-up of various equipment and systems.
B. Verify that each piece of equipment or system has been checked for proper lubrication, drive

rotation, belt tension, control sequence, and for conditions that may cause damage.
C. Verify tests, meter readings, and specified electrical characteristics agree with those required

by the equipment or system manufacturer.
D. Verify that wiring and support components for equipment are complete and tested.
E. Execute start-up under supervision of applicable Contractor personnel and manufacturer's

representative in accordance with manufacturers' instructions.
F. Submit a written report that equipment or system has been properly installed and is functioning

correctly.
3.10 DEMONSTRATION AND INSTRUCTION

A. Demonstrate start-up, operation, control, adjustment, trouble-shooting, servicing, maintenance,
and shutdown of each item of equipment at scheduled time, at equipment location.
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B. For equipment or systems requiring seasonal operation, perform demonstration for other
season within six months.

C. Provide a qualified person who is knowledgeable about the Project to perform demonstration
and instruction of Owner's personnel.

3.11 ADJUSTING
A. Adjust operating products and equipment to ensure smooth and unhindered operation.

3.12 FINAL CLEANING
A. Execute final cleaning​ prior to final project assessment​.
B. Use cleaning materials that are nonhazardous.
C. Clean interior and exterior glass, surfaces exposed to view; remove temporary labels, stains

and foreign substances, polish transparent and glossy surfaces,  vacuum carpeted and soft
surfaces.

D. Remove all labels that are not permanent.  Do not paint or otherwise cover fire test labels or
nameplates on mechanical and electrical  equipment.

E. Clean equipment and fixtures to a sanitary condition with cleaning materials appropriate to the
surface and material being cleaned.

F. Clean filters of operating equipment.
G. Clean debris from ​roofs, gutters, downspouts, scuppers, overflow drains, area drains, and

drainage systems​.
H. Clean site; sweep paved areas, rake clean landscaped surfaces.
I. Remove waste, surplus materials, trash/rubbish, and construction facilities from the site;

dispose of in legal manner; do not burn or bury.
3.13 CLOSEOUT PROCEDURES

A. Make submittals that are required by governing or other authorities.
1. Provide copies to Architect.

B. Accompany Project Coordinator on preliminary inspection to determine items to be listed for
completion or correction in the Contractor's Correction Punch List for Contractor's Notice of
Substantial Completion.

C. Notify Architect when work is considered ready for Architect's Substantial Completion
inspection.

D. Submit written certification containing Contractor's Correction Punch List, that Contract
Documents have been reviewed, work has been inspected, and that work is complete in
accordance with Contract Documents and ready for Architect's Substantial Completion
inspection.

E. Conduct Substantial Completion inspection and create Final Correction Punch List containing
Architect's and Contractor's comprehensive list of items identified to be completed or corrected
and submit to Architect.

F. Correct items of work listed in Final Correction Punch List and comply with requirements for
access to Owner-occupied areas.

G. Notify Architect when work is considered finally complete and ready for Architect's Substantial
Completion final inspection.

H. Complete items of work determined by Architect listed in executed Certificate of Substantial
Completion.

3.14 MAINTENANCE
A. Provide service and maintenance of components indicated in specification sections.
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B. Maintenance Period:  As indicated in specification sections or, if not indicated, not less than
one year from the Date of Substantial Completion or the length of the specified warranty,
whichever is longer.

C. Examine system components at a frequency consistent with reliable operation.  Clean, adjust,
and lubricate as required.

D. Include systematic examination, adjustment, and lubrication of components.  Repair or replace
parts whenever required.  Use parts produced by the manufacturer of the original component.

E. Maintenance service shall not be assigned or transferred to any agent or subcontractor without
prior written consent of the Owner.

END OF SECTION  01 70 00
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SECTION 01 78 00
CLOSEOUT SUBMITTALS

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Project record documents.
B. Operation and maintenance data.
C. Warranties and bonds.

1.02 RELATED REQUIREMENTS
A. Section 01 30 00 - Administrative Requirements:  Submittals procedures, shop drawings,

product data, and samples.
B. Section 01 70 00 - Execution and Closeout Requirements:  Contract closeout procedures.
C. Individual Product Sections:  Specific requirements for operation and maintenance data.
D. Individual Product Sections:  Warranties required for specific products or Work.

1.03 SUBMITTALS
A. Project Record Documents:  Submit documents to Architect with claim for final Application for

Payment.
B. Operation and Maintenance Data:

1. For equipment, or component parts of equipment put into service during construction and
operated by Owner, submit completed documents within ten days after acceptance.

2. Submit one copy of completed documents 15 days prior to final inspection.  This copy will
be reviewed and returned after final inspection, with Architect comments.  Revise content
of all document sets as required prior to final submission.

3. Submit two sets of revised final documents in final form within 10 days after final
inspection.

C. Warranties and Bonds:
1. For equipment or component parts of equipment put into service during construction with

Owner's permission, submit documents within 10 days after acceptance.
2. Make other submittals within 10 days after Date of Substantial Completion, prior to final

Application for Payment.
3. For items of Work for which acceptance is delayed beyond Date of Substantial

Completion, submit within 10 days after acceptance, listing the date of acceptance as the
beginning of the warranty period.

PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION
3.01 PROJECT RECORD DOCUMENTS

A. Maintain on site one set of the following record documents; record actual revisions to the Work:
1. Drawings.
2. Addenda.
3. Change Orders and other modifications to the Contract.
4. Reviewed shop drawings, product data, and samples.
5. Manufacturer's instruction for assembly, installation, and adjusting.

B. Ensure entries are complete and accurate, enabling future reference by Owner.
C. Store record documents separate from documents used for construction.
D. Record information concurrent with construction progress.
E. Record Drawings​ and Shop Drawings​:  Legibly mark each item to record actual construction

including:
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1. Measured depths of foundations in relation to finish first floor datum.
2. Measured horizontal and vertical locations of underground utilities and appurtenances,

referenced to permanent surface improvements.
3. Measured locations of internal utilities and appurtenances concealed in construction,

referenced to visible and accessible features of the Work.
4. Field changes of dimension and detail.
5. Details not on original Contract drawings.

3.02 OPERATION AND MAINTENANCE DATA
A. Source Data:  For each product or system, list names, addresses and telephone numbers of

Subcontractors and suppliers, including local source of supplies and replacement parts.
B. Product Data:  Mark each sheet to clearly identify specific products and component parts, and

data applicable to installation.  Delete inapplicable information.
C. Drawings:  Supplement product data to illustrate relations of component parts of equipment and

systems, to show control and flow diagrams.  Do not use Project Record Documents as
maintenance drawings.

D. Typed Text:  As required to supplement product data.  Provide logical sequence of instructions
for each procedure, incorporating manufacturer's instructions.

3.03 OPERATION AND MAINTENANCE DATA FOR MATERIALS AND FINISHES
A. For Each Product, Applied Material, and Finish:

1. Product data, with catalog number, size, composition, and color and texture designations.
B. Instructions for Care and Maintenance:  Manufacturer's recommendations for cleaning agents

and methods, precautions against detrimental cleaning agents and methods, and
recommended schedule for cleaning and maintenance.

C. Additional information as specified in individual product specification sections.
D. Where additional instructions are required, beyond the manufacturer's standard printed

instructions, have instructions prepared by personnel experienced in the operation and
maintenance of the specific products.

3.04 OPERATION AND MAINTENANCE DATA FOR EQUIPMENT AND SYSTEMS
A. For Each Item of Equipment and Each System:

1. Description of unit or system, and component parts.
2. Identify function, normal operating characteristics, and limiting conditions.
3. Include performance curves, with engineering data and tests.
4. Complete nomenclature and model number of replaceable parts.

B. Where additional instructions are required, beyond the manufacturer's standard printed
instructions, have instructions prepared by personnel experienced in the operation and
maintenance of the specific products.

C. Panelboard Circuit Directories:  Provide electrical service characteristics, controls, and
communications; typed.

D. Include color coded wiring diagrams as installed.
E. Operating Procedures:  Include start-up, break-in, and routine normal operating instructions

and sequences.  Include regulation, control, stopping, shut-down, and emergency instructions.
 Include summer, winter, and any special operating instructions.

F. Provide Contractor's coordination drawings, with color coded piping diagrams as installed.
3.05 ASSEMBLY OF OPERATION AND MAINTENANCE MANUALS

A. Assemble operation and maintenance data into durable manuals for Owner's personnel use,
with data arranged in the same sequence as, and identified by, the specification sections.
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B. Where systems involve more than one specification section, provide separate tabbed divider for
each system.

C. Binders:  Commercial quality, 8-1/2 by 11 inch three D side ring binders with durable plastic
covers; 2 inch maximum ring size.  When multiple binders are used, correlate data into related
consistent groupings.

D. Cover:  Identify each binder with typed or printed title OPERATION AND MAINTENANCE
INSTRUCTIONS; identify title of Project; identify subject matter of contents.

E. Project Directory:  Title and address of Project; names, addresses, and telephone numbers of
Architect, Consultants, Contractor and subcontractors, with names of responsible parties.

F. Tables of Contents:  List every item separated by a divider, using the same identification as on
the divider tab; where multiple volumes are required, include all volumes Tables of Contents in
each volume, with the current volume clearly identified.

G. Dividers:  Provide tabbed dividers for each separate product and system; identify the contents
on the divider tab; immediately following the divider tab include a description of product and
major component parts of equipment.

H. Text:  Manufacturer's printed data, or typewritten data on 20 pound paper.
I. Drawings:  Provide with reinforced punched binder tab.  Bind in with text; fold larger drawings to

size of text pages.
3.06 WARRANTIES AND BONDS

A. Obtain warranties and bonds, executed in duplicate by responsible Subcontractors, suppliers,
and manufacturers, within 10 days after completion of the applicable item of work.  Except for
items put into use with Owner's permission, leave date of beginning of time of warranty until
Date of Substantial completion is determined.

B. Verify that documents are in proper form, contain full information, and are notarized.
C. Co-execute submittals when required.
D. Retain warranties and bonds until time specified for submittal.
E. Manual:  Bind in commercial quality 8-1/2 by 11 inch three D side ring binders with durable

plastic covers.
F. Cover:  Identify each binder with typed or printed title WARRANTIES AND BONDS, with title of

Project; name, address and telephone number of Contractor and equipment supplier; and
name of responsible company principal.

G. Table of Contents:  Neatly typed, in the sequence of the Table of Contents of the Project
Manual, with each item identified with the number and title of the specification section in which
specified, and the name of product or work item.

H. Separate each warranty or bond with index tab sheets keyed to the Table of Contents listing.
 Provide full information, using separate typed sheets as necessary.  List Subcontractor,
supplier, and manufacturer, with name, address, and telephone number of responsible
principal.

END OF SECTION  01 78 00
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SECTION 02 41 00
DEMOLITION

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Building demolition excluding removal of hazardous materials and toxic substances.
B. Selective demolition of built site elements.
C. Selective demolition of building elements for alteration purposes.
D. Abandonment and removal of existing utilities and utility structures.

1.02 RELATED REQUIREMENTS
A. Section 01 10 00 - Summary:  Limitations on Contractor's use of site and premises.
B. Section 01 10 00 - Summary:  Sequencing and staging requirements.
C. Section 01 10 00 - Summary:  Description of items to be salvaged or removed for re-use by

Contractor.
D. Section 01 50 00 - Temporary Facilities and Controls:  Site fences, security, protective barriers,

and waste removal.
E. Section 01 57 13 - Temporary Erosion and Sediment Control.
F. Section 01 60 00 - Product Requirements:  Handling and storage of items removed for salvage

and relocation.
G. Section 01 70 00 - Execution and Closeout Requirements:  Project conditions; protection of

bench marks, survey control points, and existing construction to remain; reinstallation of
removed products; temporary bracing and shoring.

H. Section 31 10 00 - Site Clearing:  Vegetation and existing debris removal; earth stripping and
stockpiling.

I. Section 31 22 00 - Grading:  Rough and fine grading.
J. Section 31 23 23 - Fill:  Fill material for filling holes, pits, and excavations generated as a result

of removal operations.
K. Section 32 91 19 - Landscape Grading:  Topsoil placement and finish grading.
L. Section 32 93 00 - Plants:  Pruning of existing trees to remain.

1.03 DEFINITIONS
A. Demolition:  Dismantle, raze, destroy or wreck any building or structure or any part thereof.
B. Remove:  Detach or dismantle items from existing construction and dispose of them off site,

unless items are indicated to be salvaged or reinstalled.
C. Remove and Salvage:  Detach or dismantle items from existing construction in a manner to

prevent damage.  Clean, package, label and deliver salvaged items to Owner in ready-for-
reuse condition.

D. Remove and Reinstall:  Detach or dismantle items from existing construction in a manner to
prevent damage.  Clean and prepare for reuse and reinstall where indicated.

E. Existing to Remain:  Designation for existing items that are not to be removed and that are not
otherwise indicated to be salvaged or reinstalled.

1.04 REFERENCE STANDARDS
A. 29 CFR 1926 - Safety and Health Regulations for Construction; Current Edition.
B. NFPA 241 - Standard for Safeguarding Construction, Alteration, and Demolition Operations;

2022, with Errata (2021).
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1.05 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Site Plan:  Indicate:

1. Vegetation to be protected.
2. Areas for temporary construction and field offices.
3. Areas for temporary and permanent placement of removed materials.

C. Demolition Plan:  Submit demolition plan as required by OSHA and local AHJs.
1. Indicate extent of demolition, removal sequencing, bracing and shoring, and location and

construction of barricades and fences.
2. Summary of safety procedures.
3. Demolition firm qualifications.

D. Project Record Documents:  Accurately record actual locations of capped and active utilities
and subsurface construction.

1.06 QUALITY ASSURANCE
A. Demolition Firm Qualifications:  Company specializing in the type of work required.

1. Minimum of ​five​ years of ​documented​ experience.
PART 2  PRODUCTS ​​
2.01 MATERIALS

A. Fill Material:  See Section 31 23 23.
PART 3  EXECUTION
3.01 DEMOLITION

A. Remove portions of the existing building in its entirety as noted in the construction documents.
Removal includes but is not limited to, basements, crawl spaces, foundation walls and footings,
and utilities..

B. Remove paving and curbs required to accomplish new work.
C. Remove all other paving and curbs within site boundaries.
D. Within area of new construction, remove foundation walls and footings in their entirety.
E. Outside area of new construction, remove foundation walls and footings in their entirety.
F. Remove concrete slabs on grade ​​as indicated on drawings​​.
G. Remove manholes and manhole covers, curb inlets and catch basins.
H. Remove fences and gates.
I. Remove other items indicated, for ​salvage, relocation, and recycling​.
J. Fill excavations, open pits, and holes in ground areas generated as result of removals, using

specified fill; compact fill ​as required so that required rough grade elevations do not subside
within one year after completion​.

3.02 GENERAL PROCEDURES AND PROJECT CONDITIONS
A. Comply with requirements in Section 01 70 00.
B. Comply with applicable codes and regulations for demolition operations and safety of adjacent

structures and the public.
1. Obtain required permits.
2. Use of explosives is not permitted.
3. Take precautions to prevent catastrophic or uncontrolled collapse of structures to be

removed; do not allow worker or public access within range of potential collapse of
unstable structures.

4. Provide, erect, and maintain temporary barriers and security devices.
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5. Use physical barriers to prevent access to areas that could be hazardous to workers or
the public.

6. Conduct operations to minimize effects on and interference with adjacent structures and
occupants.

7. Do not close or obstruct roadways or sidewalks without permits from authority having
jurisdiction.

8. Conduct operations to minimize obstruction of public and private entrances and exits. Do
not obstruct required exits at any time. Protect persons using entrances and exits from
removal operations.

9. Obtain written permission from owners of adjacent properties when demolition equipment
will traverse, infringe upon, or limit access to their property.

C. Do not begin removal until receipt of notification to proceed from Owner.
D. Do not begin removal until built elements to be salvaged or relocated have been removed.
E. Protect existing structures and other elements to remain in place and not removed.

1. Provide bracing and shoring.
2. Prevent movement or settlement of adjacent structures.
3. Stop work immediately if adjacent structures appear to be in danger.

F. Minimize production of dust due to demolition operations. Do not use water if that will result in
ice, flooding, sedimentation of public waterways or storm sewers, or other pollution.

G. Hazardous Materials:
1. If hazardous materials are discovered during removal operations, stop work and notify

Architect and Owner; hazardous materials include regulated asbestos containing
materials, lead, PCBs, and mercury.

H. Perform demolition in a manner that maximizes salvage and recycling of materials.
1. Dismantle existing construction and separate materials.
2. Set aside reusable, recyclable, and salvageable materials; store and deliver to collection

point or point of reuse.
I. Partial Removal of Paving and Curbs:  Neatly saw cut at right angle to surface.

3.03 EXISTING UTILITIES
A. Coordinate work with utility companies. Notify utilities before starting work, comply with their

requirements, and obtain required permits.
B. Protect existing utilities to remain from damage.
C. Do not disrupt public utilities without permit from authority having jurisdiction.
D. Do not close, shut off, or disrupt existing life safety systems that are in use without at least 7

days prior written notification to Owner.
E. Do not close, shut off, or disrupt existing utility branches or take-offs that are in use without at

least 3 days prior written notification to Owner.
F. Locate and mark utilities to remain; mark using highly visible tags or flags, with identification of

utility type; protect from damage due to subsequent construction, using substantial barricades if
necessary.

G. Remove exposed piping, valves, meters, equipment, supports, and foundations of
disconnected and abandoned utilities.

H. Prepare building demolition areas by disconnecting and capping utilities outside the demolition
zone. Identify and mark, in same manner as other utilities to remain, utilities to be reconnected.

3.04 SELECTIVE DEMOLITION FOR ALTERATIONS
A. Existing construction and utilities indicated on drawings are based on casual field observation

and existing record documents only.
1. Verify construction and utility arrangements are as indicated.
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2. Report discrepancies to Architect before disturbing existing installation.
3. Beginning of demolition work constitutes acceptance of existing conditions that would be

apparent upon examination prior to starting demolition.
B. Remove existing work as indicated and required to accomplish new work.

1. Remove rotted wood, corroded metals, and deteriorated masonry and concrete; replace
with new construction indicated.

2. Remove items indicated on drawings.
C. Services including, but not limited to, HVAC, Plumbing, Fire Protection, Electrical, and

Telecommunications:  Remove existing systems and equipment as indicated.
1. Maintain existing active systems to remain in operation, and maintain access to equipment

and operational components.
2. Where existing active systems serve occupied facilities but are to be replaced with new

services, maintain existing systems in service until new systems are complete and ready
for service.

3. Verify that abandoned services serve only abandoned facilities before removal.
4. Remove abandoned pipe, ducts, conduits, and equipment, including those above

accessible ceilings. Remove back to source of supply where possible, otherwise cap stub
and tag with identification.

D. Protect existing work to remain.
1. Prevent movement of structure. Provide shoring and bracing as required.
2. Perform cutting to accomplish removal work neatly and as specified for cutting new work.
3. Repair adjacent construction and finishes damaged during removal work.
4. Patch to match new work.

3.05 DEBRIS AND WASTE REMOVAL
A. Remove debris, junk, and trash from site.
B. Remove materials not to be reused on site; comply with requirements of Section 01 74 19 -

Waste Management.
C. Leave site in clean condition, ready for subsequent work.
D. Clean up spillage and wind-blown debris from public and private lands.

END OF SECTION  02 41 00
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SECTION 03 05 16
UNDERSLAB VAPOR BARRIER - STEGO

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Sheet vapor barrier under concrete slabs on grade.
1.02 RELATED REQUIREMENTS

A. Section 03 20 00 - Concrete Reinforcing.
B. Section 03 30 00 - Cast-in-Place Concrete:  Preparation of subgrade, granular fill, placement of

concrete.
1.03 REFERENCE STANDARDS

A. ASTM E1643 - Standard Practice for Selection, Design, Installation, and Inspection of Water
Vapor Retarders Used in Contact with Earth or Granular Fill Under Concrete Slabs; 2024.

B. ASTM E1745 - Standard Specification for Plastic Water Vapor Retarders Used in Contact with
Soil or Granular Fill under Concrete Slabs; 2017 (Reapproved 2023).

1.04 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Product Data:  Submit manufacturers' data on manufactured products.
C. Manufacturer's Installation Instructions:  Indicate installation procedures and interface required

with adjacent construction.
PART 2  PRODUCTS
2.01 MATERIALS

A. Underslab Vapor Barrier:
1. Water Vapor Permeance:  Not more than 0.010 perms, maximum.
2. Thickness:  15 mils.
3. Product:

a. Stego Industries LLC; Stego Wrap Vapor Barrier (15-mil):
 www.stegoindustries.com/#sle.

B. Accessory Products:  Vapor barrier manufacturer's recommended tape, adhesive, mastic, etc.,
for sealing seams and penetrations in vapor barrier.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that surface over which vapor barrier is to be installed is complete and ready before
proceeding with installation of vapor barrier.

3.02 INSTALLATION
A. Install vapor barrier in accordance with manufacturer's instructions and ASTM E1643.
B. Install vapor barrier under interior slabs on grade; lap sheet over footings and seal to

foundation walls.
C. Lap joints minimum 6 inches.
D. Seal joints, seams and penetrations watertight with manufacturer's recommended products and

follow manufacturer's written instructions.
E. No penetration of vapor barrier is allowed except for reinforcing steel and permanent utilities.
F. Repair damaged vapor retarder before covering with other materials.

END OF SECTION  03 05 16
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SECTION 03 30 00
CAST-IN-PLACE CONCRETE

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Floors and slabs on grade.
B. Concrete ​​foundation walls and stoops, field equipment, and scoreboards​​.
C. Joint devices associated with concrete work.
D. Miscellaneous concrete elements, including equipment pads, equipment pits, light pole bases,

flagpole bases, thrust blocks, and manholes.
E. Concrete curing.

1.02 RELATED REQUIREMENTS
A. Section 07 92 00 - Joint Sealants:  Products and installation for sealants and joint fillers for saw

cut joints and isolation joints in slabs.
1.03 REFERENCE STANDARDS

A. ACI CODE-318 - Building Code Requirements for Structural Concrete and Commentary; 2019
(Reapproved 2022).

B. ACI PRC-211.1 - Selecting Proportions for Normal-Density and High Density-Concrete - Guide;
2022.

C. ACI PRC-223 - Shrinkage-Compensating Concrete - Guide; 2021.
D. ACI PRC-302.1 - Guide to Concrete Floor and Slab Construction; 2015.
E. ACI PRC-304 - Guide for Measuring, Mixing, Transporting, and Placing Concrete; 2000

(Reapproved 2009).
F. ACI PRC-305 - Guide to Hot Weather Concreting; 2020.
G. ACI PRC-306 - Guide to Cold Weather Concreting; 2016.
H. ACI PRC-308 - Curing of Concrete—Guide; 2026.
I. ACI PRC-347 - Guide to Formwork for Concrete; 2014 (Reapproved 2021).
J. ACI SPEC-117 - Specification for Tolerances for Concrete Construction and Materials and

Commentary; 2010 (Reapproved 2015).
K. ACI SPEC-301 - Specifications for Concrete Construction; 2020.
L. ASTM A615/A615M - Standard Specification for Deformed and Plain Carbon-Steel Bars for

Concrete Reinforcement; 2025.
M. ASTM A767/A767M - Standard Specification for Zinc-Coated (Galvanized) Steel Bars for

Concrete Reinforcement; 2019.
N. ASTM A1064/A1064M - Standard Specification for Carbon-Steel Wire and Welded Wire

Reinforcement, Plain and Deformed, for Concrete; 2024.
O. ASTM C33/C33M - Standard Specification for Concrete Aggregates; 2023.
P. ASTM C39/C39M - Standard Test Method for Compressive Strength of Cylindrical Concrete

Specimens; 2023.
Q. ASTM C150/C150M - Standard Specification for Portland Cement; 2024.
R. ASTM C171 - Standard Specification for Sheet Materials for Curing Concrete; 2020.
S. ASTM C309 - Standard Specification for Liquid Membrane-Forming Compounds for Curing

Concrete; 2025.
T. ASTM C330/C330M - Standard Specification for Lightweight Aggregates for Structural

Concrete; 2023.
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U. ASTM C476 - Standard Specification for Grout for Masonry; 2023.
V. ASTM C579 - Standard Test Methods for Compressive Strength of Chemical-Resistant

Mortars, Grouts, Monolithic Surfacings, and Polymer Concretes; 2023.
W. ASTM C595/C595M - Standard Specification for Blended Hydraulic Cements; 2025.
X. ASTM C618 - Standard Specification for Coal Ash and Raw or Calcined Natural Pozzolan for

Use in Concrete; 2025a.
Y. ASTM C989/C989M - Standard Specification for Slag Cement for Use in Concrete and Mortars;

2025.
Z. ASTM C1240 - Standard Specification for Silica Fume Used in Cementitious Mixtures; 2020.
AA. ASTM C1315 - Standard Specification for Liquid Membrane-Forming Compounds Having

Special Properties for Curing and Sealing Concrete; 2025.
BB. ASTM D1751 - Standard Specification for Preformed Expansion Joint Filler for Concrete Paving

and Structural Construction (Nonextruding and Resilient Asphalt Types); 2023.
CC. ASTM E96/E96M - Standard Test Methods for Gravimetric Determination of Water Vapor

Transmission Rate of Materials; 2024a.
DD. ASTM E154/E154M - Standard Test Methods for Water Vapor Retarders Used in Contact with

Earth Under Concrete Slabs, on Walls, or as Ground Cover; 2008a (Reapproved 2025).
EE. ASTM E1155/E1155M - Standard Test Method for Determining FF Floor Flatness and FL Floor

Levelness Numbers; 2023.
FF. ASTM E1643 - Standard Practice for Selection, Design, Installation, and Inspection of Water

Vapor Retarders Used in Contact with Earth or Granular Fill Under Concrete Slabs; 2024.
GG. ASTM E1745 - Standard Specification for Plastic Water Vapor Retarders Used in Contact with

Soil or Granular Fill under Concrete Slabs; 2017 (Reapproved 2023).
HH. COE CRD-C 48 - Handbook for Concrete and Cement Standard Test Method for Water

Permeability of Concrete; 1992.
1.04 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Product Data:  Submit manufacturers' data on manufactured products showing compliance with

specified requirements and installation instructions.
1. For curing compounds, provide data on method of removal in the event of incompatibility

with floor covering adhesives.
2. For membrane-forming, moisture emission-reducing, curing and sealing compound,

provide manufacturer's installation instructions,.
C. Mix Design:  Submit proposed concrete mix design.

1. Indicate proposed mix design complies with requirements of ACI SPEC-301, Section 4 -
Concrete Mixtures.

2. Indicate proposed mix design complies with requirements of ACI CODE-318, Chapter 5 -
Concrete Quality, Mixing and Placing.

D. Samples:  Submit samples of underslab vapor retarder to be used.
E. Test Reports:  Submit report for each test or series of tests specified.
F. Test Reports:  Submit termite-resistant sheet manufacturer's summary of independent

laboratory and field testing for effectiveness in subterranean termite exclusion.
G. Project Record Documents:  Accurately record actual locations of embedded utilities and

components that will be concealed from view upon completion of concrete work.
H. Warranty:  Submit manufacturer warranty and ensure forms have been completed in Owner's

name and registered with manufacturer.
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1.05 QUALITY ASSURANCE
A. Perform work of this section in accordance with ACI SPEC-301 and ACI CODE-318.
B. Follow recommendations of ACI PRC-305 when concreting during hot weather.
C. Follow recommendations of ACI PRC-306 when concreting during cold weather.
D. For slabs indicated to receive membrane-forming, moisture emission-reducing, curing and

sealing compound, do not proceed with application unless manufacturer's representative is
present for every day of placement.

1.06 WARRANTY
A. See Section 01 78 00 - Closeout Submittals for additional warranty requirements.
B. Moisture Emission-Reducing Curing and Sealing Compound, Membrane-Forming:  Provide

warranty to cover cost of flooring delamination failures for 10 years.
1. Include cost of repair or removal of failed flooring, remediation with a moisture vapor

impermeable surface coating, and replacement of flooring with comparable flooring
system.

PART 2  PRODUCTS
2.01 FORMWORK

A. Formwork Design and Construction:  Comply with guidelines of ACI PRC-347 to provide
formwork that will produce concrete complying with tolerances of ACI SPEC-117.

B. Form Materials:  Contractor's choice of standard products with sufficient strength to withstand
hydrostatic head without distortion in excess of permitted tolerances.
1. Form Facing for Exposed Finish Concrete:  Contractor's choice of materials that will

provide smooth, stain-free final appearance.
2.02 CONCRETE MATERIALS

A. Cement:  ASTM C150/C150M, Type I - Normal Portland type.  
B. Blended Hydraulic Cement:  ASTM C595/C595M, Type IS(20).
C. Fine and Coarse Aggregates:  ASTM C33/C33M.
D. Lightweight Aggregate:  ASTM C330/C330M.
E. Fly Ash:  ASTM C618, Class C or F.
F. Calcined Pozzolan:  ASTM C618, Class N.
G. Ground Granulated Blast Furnace Slag:  ASTM C989/C989M.
H. Silica Fume:  ASTM C1240, proportioned in accordance with ACI PRC-211.1.

2.03 ACCESSORY MATERIALS
A. Non-Shrink Cementitious Grout:  Premixed compound consisting of nonmetallic aggregate,

cement, water reducing and plasticizing agents.
2.04 BONDING AND JOINTING PRODUCTS

A. Slab Isolation Joint Filler:  1/2-inch thick, height equal to slab thickness, with removable top
section forming 1/2-inch deep sealant pocket after removal.
1. Material:  ASTM D1751, cellulose fiber.

2.05 CURING MATERIALS
A. Curing and Sealing Compound, Moisture Emission-Reducing, Membrane-Forming:  Clear,

liquid sealer for application to newly-placed concrete; capable of providing adequate bond for
flooring adhesives, initially and over the long term; with sufficient moisture vapor impermeability
to prevent deterioration of flooring adhesives due to moisture emission.
1. Use this product to cure and seal all slabs to receive adhesively applied flooring or roofing.
2. Comply with ASTM C309 and ASTM C1315 Type I Class A.
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3. VOC Content:  Less than 100 g/L.
4. Products:

a. Floor Seal Technology, Inc; VaporSeal 309:  www.floorseal.com/#sle.
b. Substitutions:  See Section 01 60 00 - Product Requirements.

2.06 MIXING
A. Adding Water:  If concrete arrives on-site with slump less than suitable for placement, do not

add water that exceeds the maximum water-cement ratio or exceeds the maximum permissible
slump.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify lines, levels, and dimensions before proceeding with work of this section.
3.02 PREPARATION

A. Formwork:  Comply with requirements of ACI SPEC-301. Design and fabricate forms to support
all applied loads until concrete is cured and for easy removal without damage to concrete.

B. Coordinate placement of embedded items with erection of concrete formwork and placement of
form accessories.

C. Interior Slabs on Grade:  Install vapor retarder under interior slabs on grade.  Comply with
ASTM E1643.  Lap joints minimum 6 inches.  Seal joints, seams and penetrations watertight
with manufacturer's recommended products and follow manufacturer's written instructions.
 Repair damaged vapor retarder before covering.
1. Vapor Retarder Over Granular Fill:  Install compactible granular fill before placing vapor

retarder as indicated on drawings.  Do not use sand.
3.03 INSTALLING REINFORCEMENT AND OTHER EMBEDDED ITEMS

A. Comply with requirements of ACI SPEC-301. Clean reinforcement of loose rust and mill scale,
and accurately position, support, and secure in place to achieve not less than minimum
concrete coverage required for protection.

B. Install welded wire reinforcement in maximum possible lengths, and offset end laps in both
directions.  Splice laps with tie wire.

C. Verify that anchors, seats, plates, reinforcement and other items to be cast into concrete are
accurately placed, positioned securely, and will not interfere with concrete placement.

3.04 PLACING CONCRETE
A. Place concrete in accordance with ACI PRC-304.
B. Place concrete for floor slabs in accordance with ACI PRC-302.1.
C. Place concrete continuously without construction (cold) joints wherever possible; where

construction joints are necessary, before next placement prepare joint surface by removing
laitance and exposing the sand and sound surface mortar, by sandblasting or high-pressure
water jetting.

D. Finish floors level and flat, unless otherwise indicated, within the tolerances specified below.
3.05 SLAB JOINTING

A. Locate joints as indicated on drawings.
B. Anchor joint fillers and devices to prevent movement during concrete placement.
C. Isolation Joints:  Use preformed joint filler with removable top section for joint sealant, total

height equal to thickness of slab, set flush with top of slab.
D. Saw Cut Contraction Joints:  Saw cut joints before concrete begins to cool, within 4 to 12 hours

after placing; use 3/16 inch thick blade and cut at least 1 inch deep but not less than one
quarter (1/4) the depth of the slab.
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3.06 FLOOR FLATNESS AND LEVELNESS TOLERANCES
A. Maximum Variation of Surface Flatness:

1. Exposed Concrete Floors:  1/4 inch in 10 feet.
2. Under Seamless Resilient Flooring:  1/4 inch in 10 feet.
3. Under Carpeting:  1/4 inch in 10 feet.

B. Correct the slab surface if tolerances are less than specified.
C. Correct defects by grinding or by removal and replacement of the defective work.  Areas

requiring corrective work will be identified.  Re-measure corrected areas by the same process.
3.07 CONCRETE FINISHING

A. Concrete Slabs:  Finish to requirements of ACI PRC-302.1 and as follows:
1. Other Surfaces to Be Left Exposed:  Trowel as described in ACI PRC-302.1, minimizing

burnish marks and other appearance defects.
B. In areas with floor drains, maintain floor elevation at walls; pitch surfaces uniformly to drains ​at

1:50 nominal​.
3.08 CURING AND PROTECTION

A. Comply with requirements of ACI PRC-308. Immediately after placement, protect concrete from
premature drying, excessively hot or cold temperatures, and mechanical injury.

B. Maintain concrete with minimal moisture loss at relatively constant temperature for period
necessary for hydration of cement and hardening of concrete.

C. Surfaces Not in Contact with Forms:
1. Slabs and Floors To Receive Adhesive-Applied Flooring:  Curing compounds and other

surface coatings are usually considered unacceptable by flooring and adhesive
manufacturers.  If such materials must be used, either obtain the approval of the flooring
and adhesive manufacturers prior to use or remove the surface coating after curing to
flooring manufacturer's satisfaction.

2. Initial Curing:  Start as soon as free water has disappeared and before surface is dry.
 Keep continuously moist for not less than three days by water ponding, water-saturated
sand, water-fog spray, or saturated burlap.

3. Final Curing:  Begin after initial curing but before surface is dry.
a. Moisture-Retaining Sheet:  Lap strips not less than 3 inches and seal with waterproof

tape or adhesive; secure at edges.
b. Curing Compound:  Apply in two coats at right angles, using application rate

recommended by manufacturer.
3.09 FIELD QUALITY CONTROL

A. An independent testing agency will perform field quality control tests, as specified in Section 01
40 00 - Quality Requirements.

B. Provide free access to concrete operations at project site and cooperate with appointed firm.
C. Submit proposed mix design of each class of concrete to inspection and testing firm for review

prior to commencement of concrete operations.
D. Compressive Strength Tests:  ASTM C39/C39M, for each test, mold and cure three concrete

test cylinders.  Obtain test samples for every 100 cubic yards or less of each class of concrete
placed.

E. Take one additional test cylinder during cold weather concreting, cured on job site under same
conditions as concrete it represents.

3.10 DEFECTIVE CONCRETE
A. Test Results:  The testing agency shall report test results in writing to Architect and Contractor

 within 24 hours of test.
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B. Repair or replacement of defective concrete will be determined by the Architect.  The cost of
additional testing shall be borne by Contractor when defective concrete is identified.

C. Do not patch, fill, touch-up, repair, or replace exposed concrete except upon express direction
of Architect for each individual area.

3.11 PROTECTION
A. Do not permit traffic over unprotected concrete floor surface until fully cured.

END OF SECTION  03 30 00



226057.00
Bidding

 Cast Underlayment
03 54 00 - 1 

Moline-Coal Valley School District #40
Moline High School Baseball and

Softball Complex Renovation

SECTION 03 54 00
CAST UNDERLAYMENT

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Liquid-applied self-leveling floor underlayment.
1. Use cementitious type at ​​new flooring as required by the manufacturer for a complete

install​​.
1.02 RELATED REQUIREMENTS

A. Section 01 70 00 - Execution and Closeout Requirements:  Alteration project procedures;
selective demolition for remodeling.

1.03 REFERENCE STANDARDS
A. ASTM C33/C33M - Standard Specification for Concrete Aggregates; 2023.
B. ASTM C109/C109M - Standard Test Method for Compressive Strength of Hydraulic Cement

Mortars (Using 50 mm [2 in.] Cube Specimens); 2023.
C. ASTM C150/C150M - Standard Specification for Portland Cement; 2024.
D. ASTM C348 - Standard Test Method for Flexural Strength of Hydraulic-Cement Mortars; 2021.
E. ASTM C1602/C1602M - Standard Specification for Mixing Water Used in the Production of

Hydraulic Cement Concrete; 2022.
F. ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials;

2026a.
G. ICRI 310.2R - Selecting and Specifying Concrete Surface Preparation for Sealers, Coatings,

Polymer Overlays, and Concrete Repair; 2013.
1.04 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Product Data:  Provide manufacturer's data sheets documenting physical characteristics and

product limitations of underlayment materials. Include information on surface preparation,
environmental limitations, and installation instructions.

C. Certificate:  Certify that products meet or exceed specified requirements.
D. Manufacturer's Instructions.

1.05 DELIVERY, STORAGE, AND HANDLING
A. Store products in manufacturer's unopened packaging until ready for installation.
B. Keep dry and protect from direct sun exposure, freezing, and ambient temperature greater than

105 degrees F.
1.06 FIELD CONDITIONS

A. Do not install underlayment until floor penetrations and peripheral work are complete.
B. Maintain minimum ambient temperatures of 50 degrees F 24 hours before, during and 72 hours

after installation of underlayment.
C. During the curing process, ventilate spaces to remove excess moisture.

PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Cementitious Underlayment:
1. Basis of Design:  ARDEX Engiarneered Cements; ARDEX K 13 with ARDEX P51 Primer:

www.ardexamericas.com/#sle.
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2. Custom Building Products​; TechLevel XP-1 Self-Leveling Underlayment​:
 www.custombuildingproducts.com/#sle.

3. LATICRETE International, Inc; LATICRETE NXT LEVEL PLUS with NXT PRIMER:
 www.laticrete.com/#sle.

4. Mapei Corporation; PlaniLevel 450:  www.mapei.com/#sle.
5. Sika Corporation; Sikafloor Self-Leveling Moisture Tolerant Resurfacer:

 www.sikafloorusa.com/#sle.
6. Substitutions:  See Section 01 60 00 - Product Requirements.

2.02 MATERIALS
A. Cast Underlayments, General:

1. Comply with applicable code for combustibility or flame spread requirements.
B. Cementitious Underlayment:  Blended cement mix, that when mixed with water in accordance

with manufacturer's directions will produce self-leveling underlayment with the following
properties:
1. Compressive Strength:  Minimum ​4000 pounds per square inch​ after 28 days, tested per

ASTM C109/C109M.
2. Flexural Strength:  Minimum 1000 psi after 28 days, tested per ASTM C348.
3. Density:  125 pounds per cubic foot, nominal.
4. Final Set Time:  1-1/2 to 2 hours, maximum.
5. Thickness:  Capable of thicknesses from feather edge to maximum 3-1/2 inch.
6. Surface Burning Characteristics:  Flame spread/Smoke developed index of 0/0 in

accordance with ASTM E84.
C. Water:  ASTM C1602/C1602M; clean, potable, and not detrimental to underlayment mix

materials.
D. Primer:  Manufacturer's recommended type.
E. Joint and Crack Filler:  Latex-based filler, as recommended by manufacturer.

2.03 MIXING
A. Site mix materials in accordance with manufacturer's instructions.
B. Mix to self-leveling consistency without over-watering.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that substrate surfaces are clean, dry, unfrozen, do not contain petroleum byproducts, or
other compounds detrimental to underlayment material bond to substrate.

3.02 PREPARATION
A. Concrete:  Prepare surfaces according to ICRI 310.2R​​.
B. Remove substrate surface irregularities.  Fill voids and deck joints with filler.  Finish smooth.
C. Vacuum clean surfaces.
D. Prime substrate in accordance with manufacturer's instructions.  Allow to dry.
E. Close floor openings.

3.03 APPLICATION
A. Install underlayment in accordance with manufacturer's instructions.
B. Place to ​indicated​ thickness, with top surface level to ​1/8 inch in 10 ft​.

3.04 CURING
A. Once underlayment starts to set, prohibit foot traffic until final set has been reached.
B. Air cure in accordance with manufacturer's instructions.
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3.05 PROTECTION
A. Protect against direct sunlight, heat, and wind; prevent rapid drying to avoid shrinkage and

cracking.
B. Do not permit traffic over unprotected floor underlayment surfaces.

END OF SECTION  03 54 00
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SECTION 04 05 11
MASONRY MORTARING AND GROUTING

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Mortar for masonry.
1.02 RELATED REQUIREMENTS

A. Section 04 22 00-Unit Masonry: Installation of mortar and grout.
B. Section 04 26 13 - Masonry Veneer:  Installation of mortar.
C. Section 08 11 13 - Hollow Metal Doors and Frames:  Products and execution for grouting steel

 door frames installed in masonry.
1.03 REFERENCE STANDARDS

A. ASTM C91/C91M - Standard Specification for Masonry Cement; 2025.
B. ASTM C270 - Standard Specification for Mortar for Unit Masonry; 2025a.
C. ASTM C1714/C1714M - Standard Specification for Preblended Dry Mortar Mix for Unit

Masonry; 2019a.
D. TMS 402/602 - Building Code Requirements and Specification for Masonry Structures; 2022,

with Errata (2024).
1.04 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Product Data:  Include design mix and indicate whether the Proportion or Property specification

of ASTM C270 is to be used.  Also include required environmental conditions and admixture
limitations.

C. Samples:  Submit two samples of mortar, illustrating mortar color and color range.
D. Manufacturer's Installation Instructions:  Submit packaged dry mortar manufacturer's installation

instructions.
1.05 QUALITY ASSURANCE

A. Comply with provisions of TMS 402/602, except where exceeded by requirements of Contract
Documents.
1. Maintain one copy of each document on project site.

1.06 DELIVERY, STORAGE, AND HANDLING
A. Maintain packaged materials clean, dry, and protected against dampness, freezing, and foreign

matter.
1.07 FIELD CONDITIONS

A. Cold and Hot Weather Requirements:  Comply with requirements of TMS 402/602 or applicable
building code, whichever is more stringent.

PART 2  PRODUCTS
2.01 MORTAR AND GROUT APPLICATIONS

A. Use only factory premixed packaged dry materials for mortar and grout, with addition of water
only at project site.

B. Mortar Mix Designs:  ASTM C270, Property Specification.
1. Exterior Masonry Veneer:  Type N.
2. Exterior Repointing Mortar:  Type N with maximum 2 percent ammonium stearate or

calcium stearate per cement weight.
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2.02 MATERIALS
A. Packaged Dry Material for Mortar for Unit Masonry:  Premixed masonry cement and mason's

sand; complying with ASTM C1714/C1714M and capable of producing mortar of the specified
strength in accordance with ASTM C270 with the addition of water only.
1. Type:  Type N.
2. Color:  ​match existing mortar​.

B. Packaged Dry Material for Mortar for Repointing:  Premixed Portland cement, hydrated lime,
and graded sand; capable of producing Type O mortar in accordance with ASTM C270 with the
addition of water only.
1. Color:  ​match existing color​.

C. Water:  Clean and potable.
D. Bonding Agent:  Latex type.

2.03 MORTAR MIXING
A. Thoroughly mix mortar ingredients using mechanical batch mixer, in accordance with ASTM

C270 and in quantities needed for immediate use.
B. Maintain sand uniformly damp immediately before the mixing process.
C. Do not use anti-freeze compounds to lower the freezing point of mortar.
D. If water is lost by evaporation, re-temper only within two hours of mixing.

PART 3  EXECUTION
3.01 PREPARATION

A. Apply bonding agent to existing concrete surfaces.
3.02 INSTALLATION

A. Install mortar and grout to requirements of section(s) in which masonry is specified.
B. Work grout into masonry cores and cavities to eliminate voids.
C. Remove excess mortar from grout spaces.

END OF SECTION  04 05 11
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SECTION 04 22 00
REINFORCED UNIT MASONRY

SECTION INCLUDES
1.01 SECTION 04 22 00 REINFORCED UNIT MASONRY

A. Supply and installation of all reinforced concrete unit masonry work (concrete unit masonry,
mortar, grout, reinforcement, anchors, and ties) and accessories as shown on the drawings and
herein specified.

B. Structural notes indicated on the drawings regarding reinforced unit masonry shall be
considered part of this specification.

1.02 REFERENCE STANDARDS
A. ASTM C5 - Standard Specification for Quicklime for Structural Purposes; 2018.
B. ASTM C90 - Standard Specification for Dry-Cast Loadbearing Concrete Masonry Units; 2024a.
C. ASTM C144 - Standard Specification for Aggregate for Masonry Mortar; 2025.
D. ASTM C207 - Standard Specification for Hydrated Lime for Masonry Purposes; 2024.
E. ASTM C270 - Standard Specification for Mortar for Unit Masonry; 2025a.
F. ASTM C404 - Standard Specification for Aggregates for Masonry Grout; 2024.
G. ASTM C476 - Standard Specification for Grout for Masonry; 2023.
H. ASTM C780 - Standard Test Methods for Preconstruction and Construction Evaluation of

Mortars for Plain and Reinforced Unit Masonry; 2025a.
I. ASTM C1019 - Standard Test Method for Sampling and Testing Grout for Masonry; 2020.
J. ASTM D1056 - Standard Specification for Flexible Cellular Materials—Sponge or Expanded

Rubber; 2020.
K. TMS 402/602 - Building Code Requirements and Specification for Masonry Structures; 2022,

with Errata (2024).
1.03 RELATED WORK

A. Section 03 30 00 - Cast-in-Place Concrete.
1.04 REFERENCES

A. Codes and Standards: Comply with the provisions of the following codes, specifications, and
standards except where more stringent requirements are shown or specified. Where any
provision of other pertinent codes and standards conflict with this specification, the more
stringent provision shall govern.
1. ASTM A153 - Standard Specification for Zinc Coating (Hot-Dip) on Iron and Steel

Hardware.
2. ASTM C90 - Standard Specification for Loadbearing Concrete Masonry Units.
3. ASTM C270 - Standard Specification for Mortar for Unit Masonry.
4. ASTM C387 - Specification for Packaged, Dry, Combined Materials for Concrete and High

Strength Mortar.
5. ASTM C476 - Standard Specification for Grout for Masonry.
6. ASTM C780 - Standard Test Method for Preconstruction and Construction Evaluation of

Mortars for Plain and Reinforced Unit Masonry.
7. ASTM C1019 - Standard Test Method for Sampling and Testing Grout.
8. International Masonry Industry All-Weather Council (IMIAC) - Recommended Practices

and Guide Specifications for Cold Weather Masonry Construction.
9. TMS 402/602 - Building Code Requirements and Specifications for Masonry Structures.
10. UL - Underwriters Laboratories.
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1.05 QUALITY ASSURANCE
A. Installation Company: Company shall have not less than five (5) years of documented

experience in the construction of masonry projects of similar scope and complexity.
B. For the actual cutting and placing of concrete masonry units, use only skilled masons who are

thoroughly experienced with the material and methods specified and thoroughly familiar with
the design requirements. Workers shall have not less than three (3) years of documented
experience in the construction of masonry walls.

C. Fire Resistance: Whenever a fire-resistant classification is indicated for unit masonry
construction, provide concrete block units as tested and listed for the particular fire-resistant
construction.

D. The governing building department reserves the right to take samples and make material tests
prior to or during construction, without expense to the Contractor. Materials found to be
defective shall be removed and replaced.

1.06 TESTING AND INSPECTION
A. Special Inspection and Testing:

1. In accordance with Chapter 17 of the International Building Code, the Owner shall employ
a Special Inspection Agency to perform the duties and responsibilities specified in Section
1704.0.

2. Refer to architectural, civil, mechanical, and electrical specifications for testing and
inspection requirements of non-structural components.

3. Work performed on the premises of a fabricator approved by the building official need not
be tested and inspected per the table below. The fabricator shall submit a certificate of
compliance that the work has been performed in accordance with the approved plans and
specification to the building official and the Architect and Engineer of Record.

4. Duties of the Special Inspection Agency:
a. Submit a proposed testing and inspection program to the Owner, the Architect and

the Engineer of Record for review and approval at least two weeks prior to
commencement of work. The table below shall serve as a guideline for the scope of
the testing and inspection program.

b. Perform all testing and inspection required per approved testing and inspection
program.

c. Furnish inspection reports to the building official, the Owner, the Architect, the
Engineer of Record, and the General Contractor. The reports shall be completed and
furnished within 48 hours of inspected work.

d. Submit a final signed report stating whether the work requiring special inspection
was, to the best of the Special Inspection Agency’s knowledge in conformance with
the approved plans and specifications.

1.07 SUBMITTALS
A. Prepare and submit product data for the Engineer's approval. Data should include all horizontal

reinforcement, anchoring devices, and all other embedded items herein specified.
B. Prepare and submit shop drawings detailing the fabrication, bending, and placement of

reinforcing bars. Provide wall elevations showing reinforcement layout.
C. Samples: When requested by the Architect and before any materials are delivered to the

Worksite, submit for approval one sample of the proposed masonry materials, showing the full
range of colors and textures available.

D. Certificates:
1. Submit a letter of certification from the manufacturer of the concrete masonry units

certifying all concrete masonry units delivered to the worksite are in strict conformance
with the provisions of this specification.
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2. Submit concrete unit masonry compressive strength test results demonstrating the units
meet the specified strength. Test must be conducted by a qualified independent testing
agency.

E. Submit mortar mix design and test results as follows:
1. Mix designs shall indicate type and proportions of ingredients in compliance with the

proportion requirements of ASTM C270.
2. For mix designs not in accordance with the proportion requirements of ASTM C270, the

mortar test history must be performed in accordance with ASTM C780 to verify
performance with property requirements of ASTM C270. Tests must meet the type of
mortar specified on the drawings. Tests must be done by a qualified independent testing
agency.

F. Submit grout mix designs and test results as follows:
1. Mix designs shall indicate type and proportions of the ingredients in compliance with the

proportion requirements of ASTM C476.
2. For mix designs not in accordance with the proportion requirements of ASTM C476, the

grout test history must be performed in accordance with ASTM C1019 to verify
performance with property requirements of ASTM C476. Tests must meet the type of
grout specified on the drawings. Test must be done by a qualified independent testing
agency.
a. Perform one test prior to construction and perform at least one test during

construction for each 5000 sq feet of wall.
1.08 DELIVERY, STORAGE, AND HANDLING

A. All masonry units shall be delivered to the worksite and stacked on pallets to allow the
circulation of air through all units. Cover with a waterproof covering anchored to prevent
displacement during high winds.

B. Masonry accessories, including reinforcing steel, shall be stored clear of the ground to prevent
deterioration or damage due to moisture, temperature changes, contaminants, and corrosion.

C. Deliver all materials in sufficient quantity and time to maintain approved construction schedule.
D. Deliver all packaged materials in manufacturer's original containers, with labels and markings

intact and legible.
E. Immediately remove all damaged materials or containers from site and replace with new items.

PART 2 - PRODUCTS
2.01 MATERIALS

A. Splitface / Smoothface Concrete Masonry Units: ASTM C90, Grade N-1 as follows:
1. Weight: Normal weight or lightweight.
2. Compressive Strength: As indicated on the drawings.
3. Nominal Size: As indicated on the drawings.
4. Actual Size: 3/8" less than nominal size.
5. Aggregates:

a. Normal Weight: ASTM C33.
6. Provide special units for 90° corners, lintels jambs, sash, control joints, headers, bond

beams, and other special conditions conforming to ASTM C90.
7. All exposed unit masonry shall be free of chips, cracks, and other imperfections.
8. Finish: Splitface and Smoothface
9. Color: As selected by architect from group A and B colors.
10. Manufacturers:

a. County Materials; Splitface/Smoothface Concrete Masonry Units;
www.countymaterials.com

b. Grand Blanc; Splitface and Smoothface Block;
https://grandblanccementproducts.com
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c. Amcon Concrete Products; Splitface and Smoothface Block;
www.amconconcreteproducts.com

d. Substitutions as approved by Architect.
11. Block Sealer:

a. Provide 2 coats of exterior sealer recommended by burnished block manufacturer on
all exposed block faces.

B. Mortar and Grout:
1. Compressive Strength: As indicated on the drawings.
2. Mortar type for masonry construction shall be as designated in the General Notes of the

drawings, conforming to ASTM C270, and grout shall conform to ASTM C476.
3. Portland Cement: ASTM C150, Type I, non-staining, no air entraining, natural color

cement.
4. Blended Cement: ASTM C595.
5. Masonry Cement: ASTM C91.
6. Mortar Aggregate: ASTM C144, standard masonry type sand .
7. Hydrated Lime: ASTM C207.
8. Quicklime: ASTM C5, non-hydraulic type.
9. Premix Mortar: ASTM C387, using gray cement, normal strength.
10. Grout Aggregate: ASTM C404 Pea gravel with not more than 5% passing the No. 8 sieve

and 100% passing the 3/8-inch sieve .
11. Grout Fine Aggregate: Sand.
12. Water: Clean and potable.
13. Do not use calcium chloride in mortar or grout.
14. Color:

a. Provide standard gray mortar at all interior masonry walls scheduled to be painted.
b. Provide integral colored mortar to match exterior insulated masonry units.

1) Submit color chart of full range to Architect for selection.
15. Additive: All mortar in exterior masonry shall contain integral water repellant

recommended by the Manufacturer. Submit specific product for approval.
C. Joint Reinforcement:

1. Manufacturers:
a. Blok-Lok Limited: www.blok-lok.com/#sle
b. Dur-O-Wal: www.dur-o-wal.com
c. Hohmann & Barnard, Inc: www.h-b.com/#sle.
d. WIRE-BOND; www.wirebond.com
e. Substitutions: See Section 01 60 00 - Product Requirements.

2. Provide joint reinforcement formed from galvanized carbon-steel wire in accordance with
ASTM A641, Class 1 for interior walls; and ASTM A153, Class B-2, for exterior walls.

3. Provide welded wire units prefabricated with 9 gauge deformed continuous side rods and
9 gauge plain cross rods into straight lengths of not less than 10 feet with matching corner
and tee units. Unit widths to be 1-1/2 to 2 inches less than the wall thickness.

4. For multi-wythe concrete masonry walls, provide truss type reinforcement with a third side
rod extending out into the other wythe.

D. Ties and Anchors:
1. Manufacturers:

a. Blok-Lok Limited: www.blok-lok.com/#sle
b. Dur-O-Wal: www.dur-o-wal.com
c. Hohmann & Barnard, Inc: www.h-b.com/#sle.
d. WIRE-BOND; www.wirebond.com
e. Substitutions: See Section 01 60 00 - Product Requirements.

2. Rigid wall anchors shall be fabricated of 1/4 inch thick mild steel, 1 inch wide by 24 inches
long, with ends turned up.
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3. Wall ties shall be corrugated 7/8 inch wide by 7 inches long, minimum 16 gauge
galvanized steel.

4. Structural steel column anchor ties shall be adjustable weld-on 1/4 inch diameter steel
rods and minimum 3/16 inch galvanized triangular shaped tie.

E. Reinforcement:
1. Use deformed billet bars with unprotected finish conforming to ASTM A615, 60 ksi yield

strength.
F. Control and Expansion Joints:

1. Control joint material for unit masonry shall consist of cross-shaped extruded polyvinyl
gaskets sized to match wall thickness.

2. Expansion or joint filler material, unless otherwise indicated, shall be 1/2 inch thick asphalt
impregnated cellular board.

3. Compressible filler shall be pre-molded filler strips complying with ASTM D1056, Type 2,
Class A, Grade 1; compressible up to 35 percent of width and thickness indicated.

4. Bond breaker strips shall be asphalt-saturated, organic roofing felt complying with ASTM
D226, Type I (No. 15 asphalt felt).

G. Accessories:
1. Cell Vents:

a. Type: 3/8” thick x 3-3/8” wide x 2-1/4” tall, extruded polypropylene with honeycomb
design.
1) Color(s): As selected by Architect from manufacturer's full range.
2) Manufacturers:

(a) Blok-Lok Limited: www.blok-lok.com/#sle.
(b) Hohmann & Barnard, Inc: www.h-b.com/#sle.
(c) WIRE-BOND: www.wirebond.com/#sle.
(d) Substitutions: See Section 01 60 00 - Product Requirements

2. Masonry cleaners shall be non-acidic and not harmful to masonry workers or adjacent
materials.

3. Bonding Agent: Larson Products Corporation “Plasterweld” as distributed by Pioneer
Builder’s Supplies, Inc. Los Angeles, California, or approved equivalent.

H. Embedded Flashing:
1. Single Wythe CMU Flashing System

a. High-density polyethylene composition molded into a .0625 inch thick flashing pan
with .3125 inch perimeter flanges. The .0625 inch concaved weep spout with a .20
inch x .64 inch opening and a 45° drip edge extends 1.0" from the outer flange. The
inner and outer flanges are spaced to allow for 1.0" of mortar bond between the
upper and lower course of C.M.U. in 8", 10”, or 12" wall systems. The weep spout
ceiling extends 3.5" from the outer flange into the center of the pan and acts to
suspend mortar.
1) Basis of Design: Mortar Net Solutions; Blok-Flash;

https://mortarnet.com/blockflash/
2) Substitutions: See Section 01 60 00 - Product Requirements

I. Lintels: Provide loose laid steel lintels at all openings in masonry wall construction. Refer to
loose laid lintel schedule on Structural Drawings.

PART 3 - EXECUTION
3.01 EXAMINATION

A. Verify field conditions are acceptable and are ready to receive work.
1. Verify foundations are constructed with tolerances conforming to the requirements of ACI

117.
2. Verify reinforcing dowels are positioned in accordance with the drawings.

B. Verify items provided by other Sections of work are properly sized and located.
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C. Verify built-in items are in proper location and ready for roughing into masonry work.
D. Beginning of installation means Installer accepts existing conditions.

3.02 PREPARATION
A. Layout walls in advance for accurate spacing of bond patterns, with uniform joint widths and to

properly locate openings, expansion joints, and offsets.
B. Direct and coordinate placement of metal anchors supplied to other Sections.
C. The Contractor is responsible to design, provide, and install bracing that will ensure stability of

masonry during construction. Maintain in place until building structure provides permanent
bracing.

D. Remove laitance, loose aggregate, and anything else that would prevent mortar from bonding
to the foundation.

E. Clean all reinforcement by removing mud, oil, or other materials that will adversely affect or
reduce bond at the time mortar or grout is placed.

3.03 COLD WEATHER CONSTRUCTION
A. When ambient temperature is below 40°F, implement cold weather procedures.
B. Special cold weather requirements for various temperature ranges are as follows:

1. Air temperature 40°F to 32°F: Sand or mixing water shall be heated to produce mortar
temperatures between 40°F to 120°F.

2. Air temperature 32°F to 25°F:
a. Sand and mixing water shall be heated to produce mortar temperatures between

40°F to 120°F. Maintain temperature of mortar on boards above freezing.
b. Grout aggregates and mixing water shall be heated to produce grout temperature

between 70°F to 120°F.
3. Air temperature 25°F to 20°F: Comply with requirements for air temperature between 32°F

to 25°F and the following:
a. Provide heat sources on both sides of the wall under construction to heat masonry

surfaces to 40°F. Windbreaks shall be used when wind is in excess of 15 miles per
hour.

b. Heat masonry to a minimum temperature of 40°F prior to grouting.
4. Air temperature 20°F and below. Comply with requirements for air temperature between

32°F to 20°F and the following:
a. Enclosure and auxiliary heat shall be provided to maintain air temperature above

freezing. Do not lay masonry units having a temperature below 20°F.
C. Cold-Weather Protection:

1. When the mean daily air temperature is 40°F to 25°F, masonry shall be completely
covered for 24 hours with weather-resistive membrane.

2. When the mean daily air temperature is 25°F to 20°F, masonry shall be completely
covered for 24 hours with insulating blankets with a weather-resistive covering. Extend
time period to 48 hours for grouted masonry.

3. When the mean daily air temperature is 20°F or below, masonry temperature shall be
maintained above freezing for 24 hours by enclosure and auxiliary heating. Extend time
period to 48 hours for grouted masonry.

D. Do not lay masonry units having either a temperature below 20°F or containing frozen moisture,
visible ice, or snow on their surfaces.

E. Remove visible ice and snow from the top surface of existing foundations and masonry to
receive new construction. Heat these surfaces above freezing.

F. Top of all walls not enclosed or sheltered shall be covered with strong weather-resistive
material at the end of each day or shutdown.

G. Partially completed walls shall be covered at all times when work is not in progress.
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H. Any section of masonry deemed frozen and damaged shall be removed before continuing
construction of that section.

I. Masonry units shall be dry at the time of placement. Wet or frozen units shall not be laid.
3.04 HOT WEATHER CONSTRUCTION

A. Hot weather construction is defined when:
1. The ambient air temperature exceeds 100°F or exceeds 90°F with a wind velocity greater

than 8 mph.
B. Hot Weather Procedures:

1. Maintain sand piles in a damp, loose condition.
2. Provide necessary conditions and equipment to produce mortar having a temperature

below 120°F.
3. Flush mixer, mortar transport container, and mortar boards with cool water before they

come in contact with mortar ingredients or mortar.
4. Use mortar within two hours of initial mixing.
5. Fog spray all newly constructed masonry until damp, at least three times a day until the

masonry is three days old.
6. Do not spread mortar beds more than 4 feet ahead of masonry. Set masonry within one

minute of spreading mortar.
3.05 COURSING

A. Establish lines, levels, and coursing indicated. Protect from displacement. Grouted cells shall
be in vertical alignment.

B. Maintain masonry courses to uniform dimension. Form vertical and horizontal joints of uniform
thickness.

C. Lay concrete masonry units in bond to match existing at all patch and infill locations.
D. Unless noted otherwise, provide masonry control joints at 30'-0" on center maximum.
E. Unless noted otherwise, build non-bearing interior partitions walls full height to underside of

structure.
3.06 PLACING AND BONDING

A. Unless noted otherwise, construct masonry in running bond pattern.
B. Lay hollow masonry units with face shell bedding on head and bed joints.
C. Bed and Head Joints:

1. Unless otherwise required, construct 3/8 inch thick bed and head joints.
2. At foundation, construct bed joint of the starting course a thickness not less than 1/4 inch,

and not more than 3/4 inch.
3. Unless otherwise noted, tool joint with a round jointer when the mortar is thumbprint hard.
4. Remove masonry protrusions extending 1/2 inch or more into cells or cavities to be

grouted.
5. Where masonry rests on concrete, the concrete shall be sandblasted or bushed.

D. Collar Joints:
1. Unless otherwise required, solidly fill collar joints less than 3/4 inch wide with mortar as

the job progresses.
E. Place hollow units as follows:

1. With face shells of bed joints fully mortared.
2. With webs fully mortared in:

a. All courses of piers, columns, and pilasters.
b. In the starting course on foundations.
c. When necessary to confine grout or loose fill.
d. When otherwise required.
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3. With head joints mortared, a minimum distance from each face equal to the face shell
thickness of the unit.

4. Vertical cells to be grouted are aligned and openings are unobstructed.
F. Place solid units as follows:

1. Unless otherwise required, solidly fill bed and head joints with mortar.
2. Do not fill head joints by grouting with mortar.
3. Construct head by shoving mortar tight against the adjoining unit.
4. Do not deeply furrow bed joints.

G. Buttering corners of joints or excessive furrowing of mortar joints is not permitted.
H. Remove excess mortar as work progresses.
I. Interlock intersections and external corners.
J. Do not shift or tap masonry units after mortar has achieved initial set. Where adjustment must

be made, remove mortar and replace.
K. Perform job site cutting of masonry units with proper tools to provide straight, clean,

undamaged edges. Prevent broken masonry unit corners or edges.
L. Isolate masonry partitions from vertical structural framing members with a control joint.
M. Isolate top joint of masonry partitions from horizontal structural framing members and slabs or

decks with compressible joint filler and pin top of wall with prefabricated partition anchors that
allow vertical movement.

3.07 HORIZONTAL REINFORCEMENT AND ANCHORS
A. Install horizontal joint reinforcement as follows:

1. Exterior walls and interior load bearing walls - 16 inches on center vertically.
B. Place masonry joint reinforcement in first and second horizontal joints above and below

openings. Extend minimum 16 inches each side of opening.
C. Place joint reinforcement continuous in first and second joint below top of walls.
D. Lap joint reinforcement ends minimum 6 inches. Extend minimum 16 inches each side of

openings.
E. Place joint reinforcement so longitudinal wires are embedded in mortar with a minimum cover of

1/2 inch when not exposed to weather or earth, and 5/8 inch when exposed to weather or earth.
F. Anchor masonry to structural members where masonry abuts or faces such members.
G. Wall Ties:

1. Embed the ends of wall ties in mortar joints. Embed wall tie ends at least 1/2" into the
outer face shell of hollow units. Embed wire wall ties at least 1-1/2" into the mortar bed of
solid masonry units or solid grouted hollow units.

2. Do not bend wall ties after embedded in grout or mortar.
3. Unless otherwise required, install adjustable ties in accordance with the following

requirements.
a. One tie for each 1.77 sq feet of wall area.
b. Do not exceed 16 inches horizontal or vertical spacing.
c. The maximum misalignment of bed joints from one wythe to the other is 1-1/4".
d. The maximum clearance between connecting parts of the ties is 1/16".
e. When pintle legs are used, provide ties with at least two legs made of wire size W2.8.
f. Install wire ties perpendicular to a vertical line on the face of the wythe from which

they protrude. Where one-piece ties or joint reinforcement is used, the bed joints of
adjacent wythes shall align.

g. Unless otherwise required, provide additional unit ties around all openings larger than
16 inches in either dimension. Space ties around the perimeter of an opening at a
maximum of 3 feet on center. Place ties within 12 inches of an opening.
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H. Veneer Anchors:
1. Embed veneer anchors in mortar joint and extend into the veneer a minimum of 1-1/2 inch

at least 5/8-inch cover to the outside face.
3.08 VERTICAL REINFORCEMENT

A. Support and secure reinforcing bars from displacement beyond the tolerances allowed by
construction loads or by placement of grout or mortar. Maintain position within 1/2 inch of
masonry unit or formed surface, but not less than 1/4 inch.

B. Dowels in footings shall be set to align with cores containing reinforcing steel.
C. Place and consolidate grout fill without displacing reinforcing. Completely embed reinforcing

bars in grout.
D. All cells containing reinforcing in concrete blocks shall be filled solid with grout.
E. Do not bend reinforcement after it is embedded in grout or mortar.
F. Reinforce masonry unit cores and cavities with vertical reinforcement bars and grout as

indicated on the drawings. Place reinforcement and ties in grout spaces prior to grouting.
G. Retain vertical reinforcement in position at top and bottom of cells and at intervals not

exceeding 192 bar diameters.
H. Place steel in walls and flexural elements within 1/2 inch of required location.
I. Place vertical bars within 2 inches of the required location along the length of the wall.

3.09 CONCRETE UNIT MASONRY
A. Lay masonry units with core cells vertically aligned and clear of mortar dropping, debris, loose

aggregates, and any material deleterious to masonry grout.
B. Do not place grout until height of masonry to be grouted has attained sufficient strength to

resist grout pressure.
C. Do not wet concrete masonry units before laying.
D. Grout spaces less than two inches in width with fine grout using low lift grouting techniques.

Grout spaces two inches or greater in width with course grout using high lift or low lift grouting
techniques.

E. When grouting is stopped for more than one hour, terminate grout 1-1/2 inch below top of upper
masonry unit to form a positive key for subsequent grout placement.

F. Grouting:
1. Place grout in lifts not to exceed five feet. Consolidate grout at time of placement.

a. Consolidate grout pours 12 inches or less in height by mechanical vibration or by
puddling.

b. Consolidate grout pours exceeding 12 inches in height by mechanical vibration and
reconsolidate by mechanical vibration after initial water loss and settlement has
occurred.

2. When the grout pour height exceeds 5 feet 4 inches, provide cleanout opening no less
than 3 inches high at the bottom of each cell to be grouted by cutting one face shell of
masonry unit. Opening should be of sufficient size to permit removal of debris.

3. Pump grout into spaces. Maintain water content in grout to intended slump without
aggregate segregation.

4. Limit grout lift to 60 inches and rod for grout consolidation. Wait 30 to 60 minutes before
placing next lift.

G. For insulated concrete masonry units, follow manufacturer’s recommended placement
guidelines where applicable. Contractor shall maintain continuous insulation at special
conditions including but not limited to corners, base flashing, bond beams and lintel locations.
Refer to details on Drawings. If a detail is not specifically indicated to maintain insulation,
contractor shall be responsible to provide a request for information to Architect.
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3.10 GROUTING BLOCK CELLS BELOW LINTELS AND BEAMS
A. For lintel spans greater than 5'-0": Grout block cells 24 inches beneath the lintel and 24 inches

each side of lintel.
3.11 LINTELS AND BOND BEAMS

A. Steel Lintels: Install steel lintels supplied from Division 5 of this specification. Provide a
minimum of 8 inches of end bearing on each side of opening unless noted otherwise. All
exterior exposed steel lintels shall be hot-dip galvanized in accordance with ASTM A123.

B. Bond Beams:
1. Use specially shaped lintel units at hollow masonry unit walls, with reinforcing bars as

shown and filled with concrete grout.
2. Provide minimum 8 inches of end bearing at each side of opening.
3. Provide reinforced concrete block lintels over openings less than 3'-0" wide which are not

scheduled.
4. Place and consolidate concrete without disturbing the reinforcing.
5. Allow lintels to reach 100 percent of their design strength before removing temporary

supports.
6. Do not place vertical control joints above bond beams or within 16 inches each side of

bond beam.
3.12 CONTROL AND EXPANSION JOINTS

A. Do not continue horizontal joint reinforcement through control and expansion joints except
above wall openings.

B. Provide vertical expansion, control, and isolation joints as indicated on the drawings. If joints
are not indicated, then provide control joints at a maximum spacing of 30'-0".

C. Install all built-in masonry accessory items as work progresses.
D. Exposed joints to be tooled slightly concave and concealed joints to be struck flush. Use a 3/4-

inch diameter round tool for making 1/2-inch joints.
1. Bed Joints: Not less than 3/8-inch and not more than 2-inch thick.
2. Head Joints: To match bed joints.

E. Rake out mortar where sealants are shown or required.
3.13 BUILT-IN WORK AND EMBEDDED ITEMS

A. As work progresses, build in metal door and glazed frames, fabricated metal lintels, anchor
bolts, plates, and other items furnished by other Sections.

B. Place pipes and conduits passing horizontally through masonry beams or masonry walls in
steel sleeves or cored holes.

C. Install pipes and conduits passing horizontally through non-bearing masonry partitions.
D. Install and secure connectors, flashing, weep holes, weep vents, nailing blocks, and other

accessories.
E. Do not embed aluminum conduits, pipes, and accessories in masonry, grout, or mortar, unless

effectively coated or covered to prevent aluminum-cement chemical reaction or electrolytic
action between aluminum and steel.

F. Build in items plumb and level.
G. Bed anchors of metal door and glazed frames in adjacent mortar joints. Fill frame voids solid

with grout.
H. Do not build in organic materials subject to deterioration.

3.14 TOLERANCES
A. Comply with tolerances in the MSJC Specification and the following:

1. Maximum variation from unit to adjacent unit: 1/32 inch.
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2. Maximum variation from plane of wall: 1/4 inch in 10 feet and 3/8 inch in 20 feet or more.
3. Maximum variation from plumb: 1/4 inch per story non-cumulative.
4. Maximum variation from level coursing: 1/8 inch in 3 feet and 1/4 inch in 10 feet; 1/2 inch

in 30 feet.
5. Maximum variation of bed joint thickness: 1/8 inch.

3.15 CUTTING AND FITTING
A. Cut and fit for chases, pipes, conduit, sleeves, and structural members. Coordinate with other

Sections of work to provide correct size, shape, and location.
B. Obtain the Engineer's approval prior to cutting or fitting masonry work not indicated or where

appearance or strength of masonry work may be impaired.
3.16 CLEANING

A. Remove excess mortar and mortar smears.
B. Replace defective mortar.
C. Clean soiled surfaces with cleaning solution.
D. Use non-metallic tools in cleaning operations.
E. Clean exposed masonry surfaces of all stains, efflorescence, mortar or grout droppings, and

debris.
F. Where new masonry wall surfaces remain stained or defaced by mortar or any other foreign

matter to a degree not acceptable to the Owner, clean surfaces by a light sandblasting at no
added cost. Avoid damaging masonry surfaces and joints during sandblasting operations.

3.17 PROTECTION OF FINISHED WORK
A. Without damaging completed work, provide protective boards at exposed external corners that

may be damaged by construction activities.
B. Water Repellent Coating: Exterior on insulated concrete masonry units.

1. Apply sufficient coats of the approved material to achieve a consistent and uniform
appearance, free from runs and sags, and with a uniformly resistive surface that will
prevent penetration of water through the walls for the required period of warranty.

2. Twenty days after completion of the portion of the Work, and as a condition of its
acceptance, demonstrate by running a water test showing it will successfully repel water.
a. Notify the Engineer at least 72 hours in advance and conduct the test in the

Engineer’s presence.
b. By means of an outrigger or similar acceptable equipment, place the nozzle of a 3/4”

garden hose at a point approximately 10 feet away from the top of the wall, aiming
the nozzle at a slight downward angle to direct the full stream of water onto the wall.

c. Run the water onto the wall at full available force for not less than 4 hours.
d. Upon completion of the 4-hour period, inspect the interior surfaces of the wall for

evidence of moisture penetration.
3. If evidence of moisture penetration is discovered, apply an additional coat of the water

repellent material to the exterior surface in areas directed by the Engineer, repeating the
application and the testing, at no additional cost to the Owner, until no evidence of
moisture penetration is found.

END OF SECTION  04 22 00
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SECTION 04 26 13
MASONRY VENEER

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Cast Stone Architectural Masonry Veneer
B. Mortar and grout.
C. Reinforcement and anchorage.
D. Flashings.
E. Installation of lintels.
F. Accessories.

1.02 RELATED REQUIREMENTS
A. Section 04 05 11 - Masonry Mortaring and Grouting.
B. Section 06 10 00 - Rough Carpentry:  Wood stud backup for masonry veneer.
C. Section 07 62 00 - Sheet Metal Flashing and Trim:  Through-wall masonry flashings.
D. Section 07 92 00 - Joint Sealants:  Sealing control and expansion joints.

1.03 REFERENCE STANDARDS
A. ASTM A153/A153M - Standard Specification for Zinc Coating (Hot-Dip) on Iron and Steel

Hardware; 2023.
B. ASTM A666/A666M - Standard Specification for Annealed or Cold-Worked Austenitic Stainless

Steel Sheet, Strip, Plate, and Flat Bar; 2024.
C. ASTM A951/A951M - Standard Specification for Steel Wire for Masonry Joint Reinforcement;

2022.
D. ASTM C67/C67M - Standard Test Methods for Sampling and Testing Brick and Structural Clay

Tile; 2025.
E. ASTM C91/C91M - Standard Specification for Masonry Cement; 2025.
F. ASTM C216 - Standard Specification for Facing Brick (Solid Masonry Units Made from Clay or

Shale); 2024.
G. ASTM C404 - Standard Specification for Aggregates for Masonry Grout; 2024.
H. ASTM C476 - Standard Specification for Grout for Masonry; 2023.
I. BIA Technical Notes No. 28B - Brick Veneer/Steel Stud Walls; 2005.
J. BIA Technical Notes No. 46 - Maintenance of Brick Masonry; 2017.

1.04 ADMINISTRATIVE REQUIREMENTS
A. Preinstallation Meeting:  Convene one week before starting work of this section.

1.05 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Product Data:  Provide data for ​masonry units and mortar​.
C. Samples:  Submit ​four​ samples of ​facing brick​ units to illustrate color, texture, and extremes of

color range.
1.06 QUALITY ASSURANCE

A. Manufacturer Qualifications:  Company specializing in manufacturing the type of  products
specified in this section with minimum three years of documented experience.

B. Installer Qualifications:  Company specializing in performing work of the type specified and with
at least three years of documented experience.
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1.07 MOCK-UP
A. Construct a masonry wall as a mock-up panel sized 8 feet long by 6 feet high; include mortar

and accessories and structural backup in  mock-up.
B. Locate where directed.
C. Mock-up may remain as part of the Work.

1.08 DELIVERY, STORAGE, AND HANDLING
A. Handle and store ceramic glazed masonry units in protective cartons or trays.  Do not remove

from protective packaging until ready for installation.
1.09 FIELD CONDITIONS

A. Cold and Hot Weather Requirements:  Comply with requirements of TMS 402/602 or applicable
building code, whichever is more stringent.

PART 2  PRODUCTS
2.01 BRICK UNITS

A. Thin Brick: ASTM C 1088 , Type TBA, tested in accordance with ASTM C 67.
1. Size: Modular: 3-5/8 inches wide x 2-1/4 inches high x 7-5/8 inches long, 3/4 inch thick.
2. Texture: Smooth.
3. Basis of Design:

a. Belden - Rubigo Red Smooth Thin Brick as distributed by Riverstone Group. Justin
Roessler: (309) 743-3654.

b. Substitutions: See Section 01 60 00 - Product Requirements.
4. Corner Units: Provide all required thin brick corner units required in order to give the

aesthetic of full sized brick units.
B. Masonry Veneer Support Structure

1. Basis of Design Product: TABS TI Plus System; www.tabswallsystems.com
a. Substitutions: See Section 01 60 00 - Product Requirements.

2. Panels: Thin veneer tie and support panels constructed of 26 gauge (0.018") structural
grade steel and coated with hot dip Zinc to a G-90 commercial grade and pre-attached
rain screen wrap. Panel to have support tabs sized for veneer thickness and adjustable
ties for the veneer’s dimensions. Panel shall be textured to provide weeping channels and
moisture control.
a. Size: Manufacturer's Standard Panel.

3. Insulation: 1-1/2 inch rigid insulation (R7.5) to meet the continuous insulation
requirements.

4. Fasteners: Non corrosive fasteners provided as part of system. Manufacturer shall be
responsible for structural design of system to building substrate.

5. Adhesive: Manufacturers standard adhesive to be used as part of the system.
6. Flashing:

a. Manufacturers standard 26 Gauge G90 steel base flashing component with drip end
fastened to building substrate.

b. Manufacturers standard peel and stick flashing tape.
7. Control Joints: As indicated on Drawings.
8. Mortar: Type S

a. Compressive Strength: ASTM C270 28 day= >1800 psi
9. System Warranty:

a. Provide 25 year Manufacturer’s Component Warranty.
b. Provide 50 year Manufacturer's Panel Warranty.

2.02 CAST STONE ARCHITECTURAL MASONRY VENEER
A. Architectural Masonry Veneer - Thin:

1. Size: Modular: 15-5/8 inches high x 23-5/8 inches long, 1-3/16 inch thick.
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2. Texture: Smooth with chamfered top edge where top of panel meets bottom of metal
siding.

3. Casting Method:  Machine.
4. Basis of Design:

a. RockCast Ready Smooth TH-1041-24 as distributed by Riverstone Group. Tim
Martin: (309) 721-9565.

b. Color: To be selected from manufacturer's full line.
c. Substitutions: See Section 01 60 00 - Product Requirements.

5. Corner Units: Provide thin stone corner units at all corner conditions in order to give the
aesthetic of full sized stone units.

B. Masonry Veneer Support Structure
1. Basis of Design Product: Tie & Clip Support Panel System by Reading Rock.

a. Substitutions: See Section 01 60 00 - Product Requirements.
2. Panels: Thin veneer tie and support panels constructed of 26 gauge (0.018") structural

grade steel and coated with hot dip Zinc to a G-90 commercial grade and pre-attached
rain screen wrap. Panel to have support tabs sized for veneer thickness and adjustable
ties for the veneer’s dimensions. Panel shall be textured to provide weeping channels and
moisture control.

3. Fasteners: Non corrosive fasteners provided as part of system. Manufacturer shall be
responsible for structural design of system to building substrate.

4. Adhesive: Manufacturers standard adhesive to be used as part of the system.
5. Flashing:

a. Manufacturers standard 26 Gauge G90 steel base flashing component with drip end
fastened to building substrate.

b. Manufacturers standard peel and stick flashing tape.
6. Control Joints: As indicated on Drawings.
7. Mortar: Type S

a. Compressive Strength: ASTM C270 28 day= >1800 psi
8. System Warranty:

a. Provide 25 year Manufacturer’s Component Warranty.
b. Provide 50 year Manufacturer's Panel Warranty.

C.
2.03 MORTAR AND GROUT MATERIALS

A. Mortar and Grout: As specified in Section 04 05 11.
2.04 FLASHINGS

A. Metal Flashing Materials: ​Stainless Steel​, as specified in Section ​07 62 00​.
B. Metal Flashing Materials:

1. Stainless Steel Flashing:  ASTM A666/A666M, Type 304, soft temper; 26 gauge, 0.0187
inch thick; finish 2B to 2D.

2.05 ACCESSORIES
A. Preformed Control Joints:  Rubber material.  Provide with corner and tee accessories, fused

joints.
1. Manufacturers:

a. Blok-Lok Limited; _______:  www.blok-lok.com/#sle.
b. Hohmann & Barnard, Inc; _______:  www.h-b.com/#sle.
c. WIRE-BOND; _______:  www.wirebond.com/#sle.
d. Substitutions:  See Section 01 60 00 - Product Requirements.

B. Joint Filler:  Closed cell polyvinyl chloride; oversized 50 percent to joint width; self expanding; in
 maximum lengths available.
1. Manufacturers:
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a. Hohmann & Barnard, Inc; _______:  www.h-b.com/#sle.
b. WIRE-BOND; _______:  www.wirebond.com/#sle.
c. Substitutions:  See Section 01 60 00 - Product Requirements.

C. Weeps:
1. Type: ​Extruded propylene with honeycomb design​.
2. Manufacturers:

a. Hohmann & Barnard, Inc; _______:  www.h-b.com/#sle.
b. Substitutions:  See Section 01 60 00 - Product Requirements.

D. Cleaning Solution:  Non-acidic, not harmful to masonry work or adjacent materials.
PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that field conditions are acceptable and are ready to receive masonry.
B. Verify that related items provided under other sections are properly sized and located.
C. Verify that built-in items are in proper location, and ready for roughing into masonry work.

3.02 INSTALLATION
A. Prepare substrates and install in accordance with manufacturer's written instructions and

recommendations as applicable to specified application.
B. Install products in strict accordance with manufacturer's instructions and approved submittals.

1. Install weather barrier specified in 07 25 00 on building substrate.
2. Layout building lines and levels to meet project requirements.
3. Install all flashings to direct the flow of water down and out of wall system.
4. Install flashing tape at top of base flashing and other locations recommended by

Manufacturer.
5. Install rigid insulation board.
6. Fasten masonry veneer support panel system to building structure.
7. Apply adhesive to back of thin and insert into support panel system.
8. Install mortar in joints carefully.

C. Coordinate with installation of other Work.
3.03 COURSING

A. Establish lines, levels, and coursing indicated.  Protect from displacement.
B. Maintain masonry courses to uniform dimension.  Form vertical and horizontal joints of uniform

thickness.
C. Brick Units:

1. Bond:  Running.
2. Coursing:  Three units and three mortar joints to equal 8 inches.
3. Mortar Joints:  Concave.

3.04 WEEPS/CAVITY VENTS
A. Install weeps in veneer walls at 24 inches on center horizontally on top of through-wall flashing

above shelf angles and lintels and at bottom of walls.
3.05 MASONRY FLASHINGS

A. Whether or not specifically indicated, install masonry flashing to divert water to exterior at all
locations where downward flow of water will be interrupted.

3.06 LINTELS
A. Install loose steel lintels over openings.

3.07 CONTROL  AND EXPANSION  JOINTS
A. Do not continue horizontal joint reinforcement through control  or expansion  joints.
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B. Install preformed control joint device in continuous lengths.  Seal butt and corner joints in
accordance with manufacturer's instructions.

3.08 CUTTING AND FITTING
A. Cut and fit for pipes and conduit.  Coordinate with other sections of work to provide correct size,

shape, and location.
B. Obtain approval prior to cutting or fitting masonry work not indicated or where appearance or

strength of masonry work may be impaired.
3.09 CLEANING

A. Remove excess mortar and mortar smears as work progresses.
B. Replace defective mortar.  Match adjacent work.
C. Clean soiled surfaces with cleaning solution.
D. Use non-metallic tools in cleaning operations.

3.10 PROTECTION
A. Without damaging completed work, provide protective boards at exposed external corners that

are subject to damage by construction activities.
END OF SECTION  04 26 13
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SECTION 06 10 00
ROUGH CARPENTRY

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Miscellaneous framing and sheathing.
B. Concealed wood blocking, nailers, and supports.
C. Refer to structural drawings for additional rough carpentry requirements.

1.02 REFERENCE STANDARDS
A. ASTM A153/A153M - Standard Specification for Zinc Coating (Hot-Dip) on Iron and Steel

Hardware; 2023.
B. AWC (WFCM) - Wood Frame Construction Manual for One- and Two-Family Dwellings; 2024,

with Errata.
C. PS 1 - Structural Plywood; 2023.
D. PS 20 - American Softwood Lumber Standard; 2025.
E. SPIB (GR) - Standard Grading Rules; 2021.

1.03 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Product Data:  Provide technical data on insulated sheathing, wood preservative materials, and

application instructions.
C. Manufacturer's Certificate:  Certify that wood products supplied for rough carpentry meet or

exceed specified requirements.
1.04 DELIVERY, STORAGE, AND HANDLING

A. General:  Cover wood products to protect against moisture. Support stacked products to
prevent deformation and to allow air circulation.

PART 2  PRODUCTS
2.01 GENERAL REQUIREMENTS

A. Dimension Lumber:  Comply with PS 20 and requirements of specified grading agencies.
1. If no species is specified, provide species graded by the agency specified; if no grading

agency is specified, provide lumber graded by grading agency meeting the specified
requirements.

2. Grading Agency:  Grading agency whose rules are approved by the Board of Review,
American Lumber Standard Committee at www.alsc.org,  and who provides grading
service for the species and grade specified; provide lumber stamped with grade mark
unless otherwise indicated.

B. Lumber fabricated from old growth timber is not permitted.
2.02 DIMENSION LUMBER ​​

A. Grading Agency:  Southern Pine Inspection Bureau, Inc; SPIB (GR).
B. Sizes:  Nominal sizes as indicated on drawings, S4S.
C. Moisture Content:  S-dry or MC19.
D. Miscellaneous Framing, Blocking, Nailers, Grounds, and Furring:

1. Lumber:  S4S, No. 2 or Standard Grade.
2. Boards:  Standard or No. 3.

2.03 ACCESSORIES
A. Fasteners and Anchors:
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1. Metal and Finish:  Hot-dipped galvanized steel  complying with ASTM A153/A153M for
high humidity and preservative-treated wood locations, unfinished steel elsewhere.

PART 3  EXECUTION
3.01 PREPARATION

A. Coordinate installation of rough carpentry members specified in other sections.
3.02 INSTALLATION - GENERAL

A. Select material sizes to minimize waste.
B. Reuse scrap to the greatest extent possible; clearly separate scrap for use on site as accessory

components, including: shims, bracing, and blocking.
C. Where treated wood is used on interior, provide temporary ventilation during and immediately

after installation sufficient to remove indoor air contaminants.
3.03 FRAMING INSTALLATION

A. Set structural members level, plumb, and true to line.  Discard pieces with defects that would
lower required strength or result in unacceptable appearance of exposed members.

B. Make provisions for temporary construction loads, and provide temporary bracing sufficient to
maintain structure in true alignment and safe condition until completion of erection and
installation of permanent bracing.

C. Install structural members full length without splices unless otherwise specifically detailed.
D. Comply with member sizes, spacing, and configurations indicated, and fastener size and

spacing indicated, but not less than required by applicable codes, AWC (WFCM) Wood Frame
Construction Manual, and ____________.

E. Construct double joist headers at floor and ceiling openings and under wall stud partitions that
are parallel to floor joists;  use metal joist hangers unless otherwise detailed.

F. Frame wall openings with two or more studs at each jamb; support headers on cripple studs.
3.04 BLOCKING, NAILERS, AND SUPPORTS

A. Provide framing and blocking members as indicated or as required to support finishes, fixtures,
specialty items, and trim.

B. In metal stud walls, provide continuous blocking around door and window openings for
anchorage of frames, securely attached to stud framing.

C. In walls, provide blocking attached to studs as backing and support for wall-mounted items,
unless item can be securely fastened to two or more studs or other method of support is
explicitly indicated.

D. Where ceiling-mounting is indicated, provide blocking and supplementary supports above
ceiling, unless other method of support is explicitly indicated.

E. Provide the following specific nonstructural framing and blocking:
1. Cabinets and shelf supports.
2. Wall brackets.
3. Chalkboards and marker boards.
4. Wall paneling and trim.
5. Joints of rigid wall coverings that occur between studs.

3.05 TOLERANCES
A. Framing Members:  1/4 inch from true position, maximum.
B. Variation from Plane, Other than Floors:  1/4 inch in 10 feet maximum, and 1/4 inch in 30 feet

maximum.
3.06 CLEANING

A. Waste Disposal:  See Section 01 74 19 - Construction Waste Management and Disposal.
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1. Comply with applicable regulations.
2. Do not burn scrap on project site.
3. Do not burn scraps that have been pressure treated.
4. Do not send materials treated with pentachlorophenol, CCA, or ACA to co-generation

facilities or “waste-to-energy” facilities.
B. Do not leave wood, shavings, sawdust, etc. on the ground or buried in fill.
C. Prevent sawdust and wood shavings from entering the storm drainage system.

END OF SECTION  06 10 00
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SECTION 06 16 11
SHEATHING - HUNTER

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Sheathing wall system.
1.02 REFERENCE STANDARDS

A. ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials;
2026a.

B. ASTM E96/E96M - Standard Test Methods for Gravimetric Determination of Water Vapor
Transmission Rate of Materials; 2024a.

C. PS 2 - Performance Standard for Wood Structural Panels; 2019.
1.03 ADMINISTRATIVE REQUIREMENTS

A. Coordinate installation of rough carpentry and framing members specified in other sections.
1.04 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Product Data:  Provide technical data on fasteners, insulation, sheathing, and weather barriers.
C. Manufacturer's qualification statement.

1.05 QUALITY ASSURANCE
A. Manufacturer Qualifications:  Company specializing in manufacturing products specified in this

section, with minimum 3 years of documented experience. Manufacturer regularly
manufactures and assembles specified insulation in house with no outside fabrication
operations and has multiple manufacturing facilities to ensure consistency of product supply.

1.06 DELIVERY, STORAGE, AND HANDLING
A. See Section 01 40 00 - Quality Requirements for additional requirements.
B. Prevent exposure to precipitation and moisture accumulation during shipping, storage, and

installation.
C. Store products to protect against moisture, open flame, and direct sunlight. Support stacked

products to prevent deformation.
1.07 FIELD CONDITIONS

A. Ambient Conditions:  Do not install water-resistive barrier to damp, frozen surfaces or during
rainy conditions.

1.08 WARRANTY
A. See Section 01 78 00 - Closeout Submittals for additional warranty requirements.
B. Manufacturer Warranty:  Provide 15-year manufacturer warranty for products, compatibility of

materials, and measured thermal resistance. Complete forms in Owner's name and register
with manufacturer.

PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Hunter Panels:  www.hunterpanels.com/#sle.
B. ​Huber Engineered Woods LLC; ZIP System® R-sheathing​.
C. Substitutions:  See Section 01 60 00 - Product Requirements.

2.02 SHEATHING WALL SYSTEM
A. Description:  Closed-cell insulation bonded to glass facer on one side and wood sheathing

panel on other side; adhered air and water-resistive barrier.
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1. Sheathing Panel Type:  PS 2, Exposure 1.
2. Sheathing Material:  Plywood.
3. Fire Rating Class:  Class A.
4. Grade:  Structural 1.
5. Thickness:  ​1/2 inch​.
6. Size:  4 by 8 feet.
7. Insulation Thickness:  1-1/2 inches.
8. Flame Spread and Smoke Developed Indexes:  Maximum 75 and 450 respectively in

accordance with ASTM E84.
9. Water Vapor Permeance:  15 perms, minimum, when tested in accordance with ASTM

E96/E96M, procedure B.
10. Products:  Hunter Panels; Hunter Xci Ply.

2.03 ACCESSORIES
A. Fasteners:  Manufacturer approved, corrosion resistant with oversized heads. Length as

recommended by panel manufacturer.
B. Flashing and Sealant:  Manufacturer's standard sill flashing, silicone and foam sealants.
C. Seam Tape:  Manufacturer's standard pressure-sensitive, self-adhering, and cold-applied.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify existing framing is installed according to manufacturer's recommendations prior to
sheathing application.

B. Verify mechanical and electrical services in walls have been installed and tested.
C. Verify adjacent materials and finishes are dry and ready to receive insulation.

3.02 PREPARATION
A. Prepare and clean surfaces with manufacturer recommended methods to achieve substrate

conditions for project.
B. If wall assembly preparation is the responsibility of another installer, notify Architect of

unsatisfactory preparation before proceeding.
C. Clean surfaces thoroughly prior to installation.

3.03 INSTALLATION
A. Install in accordance with manufacturer's instructions. Select material sizes to minimize waste.

Reuse scrap to greatest extent possible; clearly separate scrap for use on site as accessory
components, including shims, bracing, and blocking.

B. Fasten composite insulation to structural wall and fit tightly into voids. Coordinate with cladding
or wall finish manufacturer for attachment requirements over insulation panels. Protect from
moisture and direct sunlight if water-resistive barrier installation is delayed.

C. Provide fastening guide on top panel surface with separate markings indicating fastener
spacing for 16 inches and 24 inches on center.

D. Do not bridge building expansion joints. Cut and space edges of panels to match spacing of
structural support elements.

E. Apply manufacturer's standard seam tape to joints between sheathing panels in accordance
with manufacturer's installation instructions.

F. Install water-resistive barrier on exterior side of sheathing insulation panels in a timely manner
as recommended by manufacturer. Use adhesive for warranted wall system installation.
1. Install only when substrate is dry and clean according to manufacturer's

recommendations.
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2. Ensure a continuous barrier across the building envelope. Lap barrier a minimum of 6
inches onto adjacent membrane systems.

3.04 TOLERANCES
A. Framing Members from True Position:  1/4 inch maximum.
B. Variation from Plane:  1/4 inch in 10 feet maximum.

3.05 FIELD QUALITY CONTROL
A. See Section 01 40 00 - Quality Requirements for additional requirements.

3.06 CLEANING
A. See Section 01 70 00 - Execution and Closeout Requirements for additional requirements.
B. Do not leave wood, shavings, sawdust, and other debris on ground or buried in fill.

END OF SECTION  06 16 11
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SECTION 06 83 16
FIBERGLASS REINFORCED PANELING

PART 1 GENERAL
1.01 SECTION INCLUDES

A. Fiberglass reinforced plastic panels.
B. Trim.

1.02 RELATED REQUIREMENTS
A. Section 09 51 00 - Acoustical Ceilings:  Ceiling suspension system.

1.03 REFERENCE STANDARDS
A. 9 CFR 416.2 - Regulatory Requirements Under the Federal Meat Inspection Act and the Poultry

Products Inspection Act, Part 416-Sanitation; current edition.
B. ASTM D256 - Standard Test Methods for Determining the Izod Pendulum Impact Resistance of

Plastics; 2026.
C. ASTM D2583 - Standard Test Method for Indentation Hardness of Rigid Plastics by Means of a

Barcol Impressor; 2025.
D. ASTM D3273 - Standard Test Method for Resistance to Growth of Mold on the Surface of

Interior Coatings in an Environmental Chamber; 2021.
E. ASTM D5319 - Standard Specification for Glass-Fiber Reinforced Polyester Wall and Ceiling

Panels; 2022.
F. ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials;

2026a.
G. FDA Food Code - Chapter 6 - Physical Facilities; Current Edition.
H. FM 4880 - Examination Standard for Class 1 Fire Rating of Building Panels or Interior Finish

Materials; 2022.
I. ISO 846 - Plastics - Evaluation of the Action of Microorganisms; 2019.
J. ISO 2812-1 - Paints and Varnishes -- Determination of Resistance to Liquids -- Part 1:

Immersion in Liquids Other than Water; 2017.
1.04 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Product Data:  Provide data on specified products, describing physical and performance

characteristics; including sizes, patterns and colors available; and installation instructions.
C. Samples:  Submit two samples 6 x 6 inch in size illustrating material and surface design of

panels.
D. Maintenance Materials:  Furnish the following for Owner's use in maintenance of project.

1. See Section 01 60 00 - Product Requirements, for additional provisions.
1.05 DELIVERY, STORAGE, AND HANDLING

A. Store panels flat, indoors, on a clean, dry surface.  Remove packaging and allow panels to
acclimate to room temperature for 48 hours prior to installation.

PART 2 PRODUCTS
2.01 MANUFACTURERS

A. Fiberglass Reinforced Plastic Panels:
1. Basis of Design Marlite:  www.marlite.com, Standard FRP
2. Crane Composites, Inc[<>]:  www.cranecomposites.com.
3. Nudo:  www.nudo.com.
4. Substitutions:  See Section 01 6000 - Product Requirements.



226057.00
Bidding

 Fiberglass Reinforced Paneling
06 83 16 - 2 

Moline-Coal Valley School District #40
Moline High School Baseball and

Softball Complex Renovation

2.02 PANEL SYSTEMS
A. Wall Panels:

1. Panel Size:  ​​4 by 9 feet​​.
2. Panel Thickness:  0.10 inch.
3. Surface Design:  ​​Embossed​​.
4. Color:  As selected by Architect.
5. Attachment Method:  Adhesive only, with trim and sealant in joints.

2.03 MATERIALS
A. Panels:  Fiberglass reinforced plastic (FRP), complying with ASTM D5319.

1. Surface Burning Characteristics:  Maximum flame spread index of 25 and smoke
developed index of 450; when system tested in accordance with ASTM E84.

2. Class 1 fire rated when tested in accordance with FM 4880.
3. Mold Resistance:  Score of 10, when tested in accordance with ASTM D3273.
4. Scratch Resistance:  Barcol hardness score greater than 35, when tested in accordance

with ASTM D2583.
5. Impact Strength:  Greater than 6 ft lb force per inch, when tested in accordance with

ASTM D256.
6. Sanitation and Cleanability:  Comply with 9 CFR 416.2.
7. Chemical Cleanability:  Excellent chemical resistance to common cleaners and detergents

when tested in accordance with ISO 2812-1.
B. Trim:  Vinyl; color coordinating with panel.
C. Adhesive:  Type recommended by panel manufacturer.
D. Sealant:  Type recommended by panel manufacturer; white.

PART 3 EXECUTION
3.01 EXAMINATION

A. Verify existing conditions and substrate flatness before starting work.
B. Verify that substrate conditions are ready to receive the work of this section.

3.02 INSTALLATION - WALLS
A. Install panels in accordance with manufacturer's instructions.
B. Cut and drill panels with carbide tipped saw blades, drill bits, or snips.
C. Apply adhesive to the back side of the panel using trowel as recommended by adhesive

manufacturer.
D. Apply panels to wall with seams plumb and pattern aligned with adjoining panels.
E. Install panels with manufacturer's recommended gap for panel field and corner joints.
F. Place trim on panel before fastening edges, as required.
G. Fill channels in trim with sealant before attaching to panel.
H. Install trim with adhesive and screws or nails, as required.
I. Seal gaps at floor, ceiling, and between panels with applicable sealant to prevent moisture

intrusion.
J. Remove excess sealant after paneling is installed and prior to curing.

END OF SECTION  06 83 16
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SECTION 07 14 00
FLUID-APPLIED WATERPROOFING

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Cold-applied rubberized asphalt waterproofing.
1.02 RELATED REQUIREMENTS

A. Section 04 20 00 - Unit Masonry:  Masonry joints prepared to receive flashings.
B. Section 07 21 00 - Thermal Insulation:  Insulation used for protective cover.
C. Section 07 62 00 - Sheet Metal Flashing and Trim:  Metal parapet covers, copings, and

counterflashings.
1.03 REFERENCE STANDARDS

A. 40 CFR 59, Subpart D - National Volatile Organic Compound Emission Standards for
Architectural Coatings; U.S. Environmental Protection Agency; Current Edition.

B. ASTM C836/C836M - Standard Specification for High Solids Content, Cold Liquid-Applied
Elastomeric Waterproofing Membrane for Use with Separate Wearing Course; 2018
(Reapproved 2022).

C. ASTM C1306/C1306M - Standard Test Method for Hydrostatic Pressure Resistance of a Liquid-
Applied Waterproofing Membrane; 2024.

D. ASTM D412 - Standard Test Methods for Vulcanized Rubber and Thermoplastic Elastomers--
Tension; 2016 (Reapproved 2021).

E. ASTM D624 - Standard Test Method for Tear Strength of Conventional Vulcanized Rubber and
Thermoplastic Elastomers; 2000 (Reapproved 2020).

F. ASTM D751 - Standard Test Methods for Coated Fabrics; 2019.
G. ASTM D1653 - Standard Test Methods for Water Vapor Transmission of Organic Coating

Films; 2013 (Reapproved 2021).
H. ASTM D2370 - Standard Test Method for Tensile Properties of Organic Coatings; 2016

(Reapproved 2021).
I. ASTM D4541 - Standard Test Method for Pull-Off Strength of Coatings Using Portable

Adhesion Testers; 2022.
J. ASTM D5385/D5385M - Standard Test Method for Hydrostatic Pressure Resistance of

Waterproofing Membranes; 2025.
K. ASTM E96/E96M - Standard Test Methods for Gravimetric Determination of Water Vapor

Transmission Rate of Materials; 2024a.
L. ASTM E154/E154M - Standard Test Methods for Water Vapor Retarders Used in Contact with

Earth Under Concrete Slabs, on Walls, or as Ground Cover; 2008a (Reapproved 2025).
M. ICC-ES AC29 - Acceptance Criteria for Cold, Liquid-Applied, Below-Grade, Exterior

Dampproofing and Waterproofing Materials; 2011, with Editorial Revision (2020).
N. NRCA (WM) - The NRCA Waterproofing Manual; 2021.

1.04 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Product Data:  Provide data for membrane, surface conditioner, flexible flashings, joint cover

sheet, and joint and crack sealants.
C. Shop Drawings:  Indicate special joint or termination conditions and conditions of interface with

other materials.
D. Manufacturer's Certificate:  Certify that products meet or exceed specified requirements.
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E. Manufacturer's Installation Instructions:  Indicate special procedures, perimeter conditions
requiring special attention, and acceptable installation temperatures.

F. Manufacturer's qualification statement.
G. Installer's qualification statement.
H. Testing Firm's qualification statement.
I. Warranty Documentation:

1. Submit manufacturer warranty and ensure that forms have been completed in Owner's
name and registered with manufacturer.

2. Submit installer's documentation that installation complies with warranty conditions for the
field-applied waterproofing.

1.05 QUALITY ASSURANCE
A. Manufacturer Qualifications:  Company specializing in manufacturing products specified in this

section, with not less than three years documented experience.
B. Installer Qualifications:  Company specializing in performing work of the type specified and with

at least three years of documented experience.
C. Testing Firm Qualifications:  Company specializing in performing work of the type specified and

approved by manufacturer.
1.06 FIELD CONDITIONS

A. Maintain ambient temperatures above 40 degrees F for 24 hours before and during application
and until cured.

1.07 WARRANTY
A. See Section 01 78 00 - Closeout Submittals for additional warranty requirements.
B. Installer Warranty:  Provide ​5-year​ warranty for waterproofing failing to resist penetration of

water​​ commencing on Date of Substantial Completion. Complete forms in ​Owner​'s name and
register with installer.

C. Extended Correction Period:  Correct defective work within ​____​ period commencing on Date of
Substantial Completion.

PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Cold-Applied Rubberized Asphalt Waterproofing:
1. Carlisle Coatings and Waterproofing, Inc: www.carlisle-ccw.com
2. Tremco Sealants: www.tremcosealants.com
3. W.R. Meadows, Inc: www.wrmeadows.com
4. Substitutions:  See Section 01 60 00 - Product Requirements.

2.02 FLUID-APPLIED WATERPROOFING APPLICATIONS
A. Cold-Applied Rubberized Asphalt Waterproofing:

1. Metal roof underlay
2. Joints between dissimilar exterior wall elements.
3. Over wood blocking at roof edges.

2.03 FLUID-APPLIED WATERPROOFING MATERIALS
A. Cold-Applied Rubberized Asphalt Waterproofing:  Rubberized asphaltic compound, suitable for

installation on concrete and concrete masonry.
1. Cured Thickness:  60 mil, 0.060 inch, minimum.
2. Comply with ICC-ES AC29 acceptance criteria.
3. Hydrostatic Pressure Resistance:  Tested in accordance with ASTM C1306/C1306M, 50

psi, minimum by rapid test, and 35 psi, minimum by long term test.
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4. Low Temperature Resistance:  No cracking, loss of adhesion, splitting or pinholes when
tested at minus 15 degrees F in accordance with ASTM C836/C836M.

5. Adhesion:  150 psi, minimum, measured in accordance with ASTM D4541.
6. Decay Resistance:  No decay when tested in accordance with ASTM E154/E154M.
7. Wet Film Sag Resistance:  Maximum sag within plus/minus 5 mils when tested in

accordance with ASTM C836/C836M.
8. Water Vapor Permeance:  1 perm, maximum, when tested in accordance with ASTM

E96/E96M.
9. Heat Aging Resistance:  No cracking, splitting, or pinholes when tested in accordance with

ASTM C836/C836M.
10. Elongation at Break:  1,000 percent, minimum, when tested in accordance with ASTM

D412.
B. Flexible Flashings:  Type recommended by membrane manufacturer.
C. Joint Cover Sheet:  1 inch minimum thickness, elastic sheet material designated for and

compatible with membrane.
2.04 ACCESSORIES

A. Surface Conditioner:  ​Bituminous​ type, compatible with membrane compound; as
recommended by membrane manufacturer.

B. Sealant for Joints and Cracks in Substrate:  Type compatible with waterproofing material and
as recommended by waterproofing manufacturer.

C. Tack-Reducing Surfacing:  Portland cement, Type 1.
D. Cant Strips:  Premolded composition material.
E. Counterflashings: As recommended by membrane and protection board manufacturer.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify existing conditions before starting work.
B. Verify substrate surfaces are free of frozen matter, dampness, loose particles, cracks, pits,

projections, penetrations, or foreign matter detrimental to adhesion or application of
waterproofing system.

C. Verify that substrate surfaces are smooth, free of honeycomb or pitting, and not detrimental to
full contact bond of waterproofing materials.

D. Verify that items penetrating surfaces to receive waterproofing are securely installed.
3.02 PREPARATION

A. Protect adjacent surfaces from damage not designated to receive waterproofing.
B. Clean and prepare surfaces to receive waterproofing in accordance with manufacturer's

instructions; vacuum substrate clean.
C. Do not apply waterproofing to surfaces unacceptable to waterproofing manufacturer.
D. Fill non-moving joints and cracks with a filler compatible with waterproofing materials.
E. Seal moving cracks with sealant and non-rigid filler, using procedures recommended by sealant

and waterproofing manufacturers.
F. Prepare building expansion joints at locations as indicated on drawings.
G. Install cant strips at inside corners.

3.03 INSTALLATION
A. Install waterproofing to specified minimum thickness in accordance with manufacturers

instructions and NRCA (WM) applicable requirements.
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B. Apply primer or surface conditioner at a rate recommended by manufacturer, and protect
conditioner from rain or frost until dry.

C. At joints and cracks less than 1/2 inch in width including joints between horizontal and vertical
surfaces, apply 12 inch wide strip of joint cover sheet.

D. At joints from 1/2 inch to 1 inch in width, loop joint cover sheet down into joint between 1-1/4
inch to 1-3/4 inch, and extend sheet at least 6 inches on either side of expansion joint.

E. Center joint cover sheet over joints, roll sheet into 1/8 inch thick coating of waterproofing
material and apply second coat over sheet extending at least 6 inches beyond sheet edges.

F. Extend membrane over cants and up intersecting surfaces at membrane perimeter minimum 6
inches above horizontal surface for first ply and ____ inches at subsequent plies laid in shingle
fashion.

G. Apply extra thickness of waterproofing material at corners, intersections, and angles.
H. Flexible Flashings:  Seal items watertight that penetrate through waterproofing membrane with

flexible flashings.
I. Extend waterproofing material and flexible flashing into drain clamp flange, apply adequate

coating of liquid membrane to ensure clamp ring seal, and coordinate with drain installation
requirements.

J. Seal membrane and flashings to adjoining surfaces.
3.04 PROTECTION

A. Do not permit traffic over unprotected or uncovered membrane.
END OF SECTION  07 14 00
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SECTION 07 21 00
THERMAL INSULATION

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Board insulation​​​​​​ at ​​​perimeter foundation wall and underside of floor slabs​​​.
B. Batt insulation​​​​ in exterior ​​wall and roof​​ construction.
C. Batt insulation for filling ​crevices in exterior wall and roof​.

1.02 RELATED REQUIREMENTS
A. Section 03 30 00 - Cast-in-Place Concrete: Perimeter foundation insulation.
B. Section 06 10 00 - Rough Carpentry:  Installation requirements for board insulation over steep

slope roof sheathing or roof structure.
C. Section 07 25 00 - Weather Barriers: Separate Weather Barriers.
D. Section 09 21 16 - Gypsum Board Assemblies: Acoustic Insulation inside walls and partitions.

1.03 DEFINITIONS
A. Mineral Fiber Material Composition:  Insulation referred to as mineral fiber block, board, and

blanket insulation is composed of fibers from mineral based substances such as rock, slag, or
glass and processed from the molten state into fibrous form.
1. Based on type of insulation substance, the material will be referred to as a mineral fiber

when having a rock or slag base, and glass fiber with a glass or silica sand base, also
considered a mineral.

2. Insulation blankets are flexible units consisting of felted, bonded, or unbonded fibers
formed into rolls or flat cut pieces referred to as batts; rolls are simply longer versions of
batts.

3. For additional information about mineral fiber and the various classification types, refer to
the following reference standards; ASTM C553, ASTM C612, ASTM C665, and ASTM
C726.

1.04 REFERENCE STANDARDS
A. ASTM C518 - Standard Test Method for Steady-State Thermal Transmission Properties by

Means of the Heat Flow Meter Apparatus; 2021.
B. ASTM C552 - Standard Specification for Cellular Glass Thermal Insulation; 2022.
C. ASTM C553 - Standard Specification for Mineral Fiber Blanket Thermal Insulation for

Commercial and Industrial Applications; 2024.
D. ASTM C578 - Standard Specification for Rigid, Cellular Polystyrene Thermal Insulation; 2023.
E. ASTM C612 - Standard Specification for Mineral Fiber Block and Board Thermal Insulation;

2025.
F. ASTM C665 - Standard Specification for Mineral-Fiber Blanket Thermal Insulation for Light

Frame Construction and Manufactured Housing; 2024.
G. ASTM C726 - Standard Specification for Mineral Wool Roof Insulation Board; 2024.
H. ASTM C1289 - Standard Specification for Faced Rigid Cellular Polyisocyanurate Thermal

Insulation Board; 2025.
I. ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials;

2026a.
J. ASTM E96/E96M - Standard Test Methods for Gravimetric Determination of Water Vapor

Transmission Rate of Materials; 2024a.
K. ASTM E136 - Standard Test Method for Assessing Combustibility of Materials Using a Vertical

Tube Furnace at 750 Degrees C; 2024.
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L. ASTM E2357 - Standard Test Method for Determining Air Leakage Rate of Air Barrier
Assemblies; 2025.

M. NFPA 285 - Standard Fire Test Method for Evaluation of Fire Propagation Characteristics of
Exterior Wall Assemblies Containing Combustible Components; 2025.

1.05 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Product Data:  Provide data on product characteristics, performance criteria, and product

limitations.
C. Manufacturer's Certificate:  Certify that products meet or exceed specified requirements.
D. Manufacturer's Installation Instructions:  Include information on special environmental

conditions required for installation and installation techniques.
1.06 FIELD CONDITIONS

A. Do not install insulation adhesives when temperature or weather conditions are detrimental to
successful installation.

PART 2  PRODUCTS
2.01 APPLICATIONS

A. Insulation at Perimeter of Foundation:  Extruded polystyrene (XPS) board.
B. Insulation in Wood Framed Walls:  Batt insulation with ​no​ vapor retarder.
C. Insulation in Wood Framed Ceiling Structure:  Batt insulation with ​no​ vapor retarder.

2.02 FOAM BOARD INSULATION MATERIALS
A. Extruded Polystyrene (XPS) Board Insulation:  Comply with ASTM C578 with either natural skin

or cut cell surfaces.
1. Type and Compressive Resistance:  Type IV, 25 psi (173 kPa), minimum.
2. Flame Spread Index (FSI):  ​Class A - 0 to 25​, when tested in accordance with ASTM E84.
3. Smoke Developed Index (SDI):  450 or less, when tested in accordance with ASTM E84.
4. Type and Thermal Resistance, R-value:  Type IV, 5.0 (0.88), minimum, per 1 inch

thickness at 75 degrees F mean temperature.
5. Complies with fire resistance requirements ​indicated on drawings​ as part of an exterior

non-load-bearing exterior wall assembly when tested in accordance with NFPA 285.
6. Board Edges:  Square.
7. Type and Water Absorption:  Type XII, 0.3 percent by volume, maximum, by total

immersion.
8. Products:

a. DuPont de Nemours, Inc; Styrofoam Brand _____:  building.dupont.com/#sle.
b. Kingspan Insulation LLC; GreenGuard GG25-LG XPS Insulation Board:

www.kingspan.com/#sle.
c. Owens Corning Corporation; FOAMULAR Type _____ Extruded Polystyrene (XPS)

Insulation:  www.owenscorning.com/en-us/#sle.
d. Substitutions:  See Section 01 60 00 - Product Requirements.

2.03 MINERAL FIBER BLANKET INSULATION MATERIALS
A. Flexible Glass Fiber Blanket Thermal Insulation:  Preformed insulation, complying with ASTM

C665; friction fit.
1. Flame Spread Index:  75 or less, when tested in accordance with ASTM E84.
2. Smoke Developed Index:  450 or less, when tested in accordance with ASTM E84.
3. Combustibility:  Non-combustible, when tested in accordance with ASTM E136, except for

facing, if any.
4. Thermal Resistance:  R-value of ____.
5. Thickness: As indicated on Drawings to fit situation.
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6. Facing:  ​Unfaced​.
7. Products:

a. CertainTeed Corporation​​:  www.certainteed.com/#sle.
b. Johns Manville​​:  www.jm.com/#sle.
c. Owens Corning Corporation; EcoTouch PINK FIBERGLAS Insulation:

 www.owenscorning.com/en-us/#sle.
B. Mineral Wool Blanket Thermal Insulation:  Flexible or semi-rigid preformed insulation,

complying with ASTM C665.
1. Flame Spread Index:  25 or less, when tested in accordance with ASTM E84.
2. Smoke Developed Index:  ​0 (zero)​, when tested in accordance with ASTM E84.
3. Thermal Resistance: R-value as indicated on Drawings Minimum R13.
4. Products:

a. Johns Manville; MinWool Sound Attenuation Fire Batts:  www.jm.com/#sle.
b. ROCKWOOL​; (ROXUL, Inc); COMFORTBATT:​:  www.rockwool.com/#sle.
c. Thermafiber, Inc; SAFB:  www.thermafiber.com/#sle.
d. Substitutions:  See Section 01 60 00 - Product Requirements.

2.04 ACCESSORIES
A. Tape:  Reinforced polyethylene film with acrylic pressure sensitive adhesive.

1. Application:  Sealing of interior circular penetrations, such as pipes or cables.
2. Width:  Are required for application.
3. Temperature Resistance:  Range of minus 40 to 212 degrees F.

B. Self-Adhered Transition Flashing:  Multipurpose, self-adhered flashing with modified butyl
adhesive, polyester fiber top sheet, and polypropylene interlayer.
1. Application:  Primerless adhesion for use as through-wall flashings and wall transitions to

roof and below-grade systems.
2. Thickness:  45 mil, 0.045 inch, nominal.
3. Size:  6 inches wide, in rolls 75 feet long.

C. Flashing Tape:  Special reinforced film with high performance adhesive.
1. Application:  Window and door opening flashing tape.
2. Width:  As required for application.

D. Sill Plate Sealer:  Closed-cell foam tape with rubberized adhesive membrane; bridges gap
between foundation structure and sill plate or skirt board.
1. Width:  3-1/2 inches.
2. Ultraviolet (UV) and Weathering Resistance:  Approved in writing by manufacturer for up

to 30 days of weather exposure.
E. Tape:  Bright aluminum self-adhering type, mesh reinforced, 2 inch wide.

1. Products:
F. Tape joints of rigid insulation in accordance with roofing and insulation manufacturers'

instructions.
G. Insulation Fasteners:  Impaling clip of ​galvanized steel​ with washer retainer​ and clips​, to be

​adhered​ to surface to receive insulation, length to suit insulation thickness and substrate,
capable of securely and rigidly fastening insulation in place.

H. Adhesive:  Type recommended by insulation manufacturer for application.
PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that substrate, adjacent materials, and insulation materials are dry and that substrates
are ready to receive insulation.

B. Verify substrate surfaces are flat, free of honeycomb, fins, irregularities, or materials or
substances that may impede adhesive bond.
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3.02 BOARD INSTALLATION AT FOUNDATION PERIMETER
A. Apply adhesive to back of boards:

1. Three continuous beads per board length.
2. Full bed  1/8 inch thick.

B. Install boards horizontally on foundation perimeter.
1. Place boards to maximize adhesive contact.
2. Install in running bond pattern.
3. Butt edges and ends tightly to adjacent boards and to protrusions.

C. Cut and fit insulation tightly to protrusions or interruptions to the insulation plane.
3.03 BOARD INSTALLATION AT EXTERIOR WALLS

A. Install rigid insulation directly to steel studs or exterior grade sheathing at 16 inches on center
with manufacturer recommended mechanical fasteners, and tape joints with manufacturer's
minimum 4 inches wide sealant tape; comply with ASTM E2357.

B. Install boards ​vertically​ on walls.
1. Butt edges and ends tightly to adjacent boards and protrusions.

C. Cut and fit insulation tightly to protrusions or interruptions to the insulation plane.
D. Place 6 inches wide polyethylene sheet at perimeter of wall openings, from adhesive vapor

retarder bed to window and door frames, and tape seal in place to ensure continuity of vapor
retarder and air seal.

E. Tape insulation board joints.
3.04 BOARD INSTALLATION USING CLADDING AND CONTINUOUS INSULATION SUPPORTS

A. Install supports in accordance with manufacturer's installation instructions.
B. Install supports in compliance with system orientation, sizes, and locations as indicated on

drawings and in accordance with approved shop drawings.
C. Install supports to fill in exterior wall spaces without gaps or voids in insulation.
D. Trim insulation neatly to fit spaces and provide a continuous thermal layer.

3.05 BATT INSTALLATION
A. Install insulation​​​ and vapor retarder​​​ in accordance with manufacturer's instructions.
B. Install in exterior wall and roof spaces without gaps or voids.  Do not compress insulation.
C. Trim insulation neatly to fit spaces.  Insulate miscellaneous gaps and voids.
D. Fit insulation tightly in cavities and tightly to exterior side of mechanical and electrical services

within the plane of the insulation.
3.06 PROTECTION

A. Do not permit installed insulation to be damaged prior to its concealment.
END OF SECTION  07 21 00
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SECTION 07 21 19
FOAMED-IN-PLACE INSULATION

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Foamed-in-place insulation.
1. In exterior wall crevices.
2. At junctions of dissimilar wall and roof materials.

B. Low pressure foamed-in-place insulation at perimeter of exterior openings.
1.02 REFERENCE STANDARDS

A. ASTM C518 - Standard Test Method for Steady-State Thermal Transmission Properties by
Means of the Heat Flow Meter Apparatus; 2021.

B. ASTM D1621 - Standard Test Method for Compressive Properties of Rigid Cellular Plastics;
2016 (Reapproved 2023).

C. ASTM D1622 - Standard Test Method for Apparent Density of Rigid Cellular Plastics; 2020.
D. ASTM D1623 - Standard Test Method for Tensile and Tensile Adhesion Properties of Rigid

Cellular Plastics; 2017 (Reapproved 2023).
E. ASTM D2842 - Standard Test Method for Water Absorption of Rigid Cellular Plastics; 2025.
F. ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials;

2026a.
G. ASTM E96/E96M - Standard Test Methods for Gravimetric Determination of Water Vapor

Transmission Rate of Materials; 2024a.
H. ASTM E2178 - Standard Test Method for Determining Air Leakage Rate and Calculation of Air

Permeance of Building Materials; 2021a.
I. FM 4880 - Examination Standard for Class 1 Fire Rating of Building Panels or Interior Finish

Materials; 2022.
J. NFPA 275 - Standard Method of Fire Tests for the Evaluation of Thermal Barriers; 2022.
K. NFPA 286 - Standard Methods of Fire Tests for Evaluating Contribution of Wall and Ceiling

Interior Finish to Room Fire Growth; 2024.
L. UL 1040 - Standard for Safety Fire Test of Insulated Wall Construction; Current Edition,

Including All Revisions.
M. UL 1715 - Standard for Safety Fire Test of Interior Finish Material; Current Edition, Including All

Revisions.
1.03 ADMINISTRATIVE REQUIREMENTS

A. Preinstallation Meeting:  Convene one week prior to commencing work of this section.
1.04 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Product Data:  Provide product description, insulation properties, ​​and preparation requirements.
C. Manufacturer's Installation Instructions:  Indicate special procedures, and perimeter conditions

requiring special attention.
D. Manufacturer Qualification:  Submit documentation of current evaluation of proposed

manufacturer and materials.
E. Installer Qualification:  Submit documentation of current contractor accreditation and current

installer certification.  Keep copies of all contractor accreditation and installer certification on
site during and after installation.  Present on-site documentation upon request.
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1.05 QUALITY ASSURANCE
A. Manufacturer Qualifications:  Company specializing in manufacturing products of the type

specified in this section, with not less than three years of documented experience.
B. Installer Qualifications:  Company specializing in performing work of the type specified, with

minimum three years documented experience, and approved by manufacturer.
1.06 FIELD CONDITIONS

A. Do not apply foam when temperature is below that specified by the manufacturer for ambient
air and substrate.

B. Do not apply foam when temperature is within 5 degrees F of dew point.
PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Foamed-In-Place Insulation:
1. BASF Corporation​; ENERTITE Open Cell​:  www.spf.basf.com/#sle.
2. Carlisle Spray Foam Insulation; _____:  www.carlislesfi.com/#sle.
3. Johns Manville; JM No Mix Open Cell (NMOC):  www.jm.com/#sle.
4. Substitutions:  See Section 01 60 00 - Product Requirements.

2.02 MATERIALS
A. Foamed-In-Place Insulation:  Low-density, flexible, ​open cell​, water vapor permeable

polyurethane foam; foamed on-site, using blowing agent of water or non-ozone-depleting gas.
1. Regulatory Requirements:  Comply with ​applicable code​ for ​flame and smoke and fire

protection​ requirements.
a. Fire Protection:  Provide 15-minute thermal barrier of 1/2 inch gypsum board or

equivalent material complying with NFPA 275 test method, or foamed-in-place
insulation either exposed or with covering that complies with FM 4880, NFPA 286, UL
1040, or UL 1715.

2. Thermal Resistance:  R-value of 3.0, minimum, per 1 inch thickness at 75 degrees F
mean temperature when tested in accordance with ASTM C518.

3. Air Permeance:  0.04 cfm per square foot, maximum, when tested at intended thickness in
accordance with ASTM E2178 at 1.57 psf.

4. Surface Burning Characteristics:  Flame spread/smoke developed index of 25/450,
maximum, when tested in accordance with ASTM E84.

5. Basis of Design:
a. Carlisle Spray Foam Insulation; SealTite PRO Open Cell:  www.carlislesfi.com/#sle.

6. ​Other Acceptable ​Products:
a. BASF Corporation; ENERTITE NM:  www.spf.basf.com/#sle.
b. Johns Manville; JM No Mix Open Cell (NMOC):  www.jm.com/#sle.

7. Substitutions:  See Section 01 60 00 - Product Requirements.
2.03 ACCESSORIES

A. Primer:  As required by insulation manufacturer.
PART 3  EXECUTION
3.01 EXAMINATION

A. Verify work within construction spaces or crevices is complete before insulation application.
B. Verify that surfaces are clean, dry, and free of matter that may inhibit insulation adhesion.

3.02 PREPARATION
A. Mask and protect adjacent surfaces from over spray or dusting.
B. Apply primer in accordance with manufacturer's instructions.
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3.03 APPLICATION
A. Apply insulation in accordance with manufacturer's instructions.
B. Apply insulation by ​spray or froth​ method, to a uniform monolithic density without voids.
C. Apply to a minimum cured thickness of ​3 inch​.
D. Apply protective coating monolithically, without voids, to fully cover foam insulation​​.
E. Patch damaged areas.
F. Where applied to voids and gaps assure space for expansion to avoid pressure on adjacent

materials that may bind operable parts.
G. Trim excess away for applied trim or remove as required for continuous sealant bead.

3.04 PROTECTION
A. Do not permit subsequent construction work to disturb applied insulation.

3.05 SCHEDULES
A. Foamed-In-Place Insulation

1. Locate at exterior wall crevices requiring a thermal seal.
2. As indicated on the Drawings.

B. Low Pressure Foamed-in-Place Insulation:
1. Locate around perimeter of all exterior openings including but not limited to new exterior

windows, doors, louvers, and storefront systems.
END OF SECTION  07 21 19
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SECTION 07 41 13
METAL ROOF PANELS

PART 1  GENERAL
1.01 SUMMARY

A. Metal panel roofing, including all components specified.
B. Disposal of demolition debris and construction waste is the responsibility of Contractor.

 Perform disposal in manner complying with all applicable federal, state, and local regulations.
C. Comply with the published recommendations and instructions of the roofing membrane

manufacturer, at http://manual.fsbp.com.
D. Commencement of work by the Contractor shall constitute acknowledgement by the Contractor

that this specification can be satisfactorily executed, under the project conditions and with all
necessary prerequisites for warranty acceptance by roofing membrane manufacturer.  No
modification of the Contract Sum will be made for failure to adequately examine the Contract
Documents or the project conditions.

1.02 RELATED REQUIREMENTS
1.03 REFERENCE STANDARDS

A. ASCE 7 - Minimum Design Loads and Associated Criteria for Buildings and Other Structures;
Most Recent Edition Cited by Referring Code or Reference Standard.

B. ASTM A653/A653M - Standard Specification for Steel Sheet, Zinc-Coated (Galvanized) or Zinc-
Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process; 2025a.

C. ASTM D1970/D1970M - Standard Specification for Self-Adhering Polymer Modified Bituminous
Sheet Materials Used as Steep Roofing Underlayment for Ice Dam Protection; 2021.

1.04 ADMINISTRATIVE REQUIREMENTS
A. Pre-Installation Conference:  Before start of roofing work, Contractor shall hold a meeting to

discuss the proper installation of materials and requirements to achieve the warranty.
1. Require attendance with all parties directly influencing the quality of roofing work or

affected by the performance of roofing work.
2. Notify Architect well in advance of meeting.

1.05 SUBMITTALS
A. Product Data:  Submit manufacturer's data sheets on each product to be installed and

manufacturer's standard detail drawings applicable to this project.
1. Where tested design criteria are specified, provide test reports showing that the metal roof

panel system complies with the specified criteria.
2. Where UL or FM requirements are specified, provide documentation that shows that the

roofing system to be installed is UL-Classified or FM-approved, as applicable; include data
itemizing the components of the classified or approved system.

3. Installation Instructions: Provide manufacturer's instructions to installer, marked up to
show exactly how all components will be installed; where instructions allow installation
options, clearly indicate which option will be used.

B. Samples:  Submit following samples for approval:
1. 12 inch long sample of roof panel.
2. Color chips for selection of finish color and sheen.
3. After selection of finish color, provide two 3 by 5 inch metal samples finished in color

selected.
C. Shop Drawings:  Provide drawings prepared especially for this project for all relevant

conditions, including plans and elevations, sections and details, specified loads, flashings, roof
edges, terminations, expansion joints, curbs, penetrations, and drainage. Specifically include
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interfaces with materials not supplied by metal roof panel manufacturer and identify each
component and its finish.

D. Specimen Warranty:  Submit prior to starting work.
E. Manufacturer's Installation Inspection Reports:  Manufacturer may, at its option, inspect the

installation at any time to appraise the installing contactor of their compliance with
manufacturer's requirements.  Typical inspections will include:
1. Prior to the installation of the metal roofing panels to inspect the underlayments.  The

roofing contractor is responsible for assuring that the substrate is in suitable condition for
the installation of the metal roofing components to the substrate.

2. Intermediate inspections to ensure proper installation of the metal roofing panels (if
required).

3. At final completion of all metal roofing system work.
4. Submit to Owner, for the project record, a copy of each report of inspection made.

F. Maintenance Data:  Submit information describing methods of maintaining installed products
and precautions regarding cleaning materials and methods relating to maintenance of
appearance and performance of finishes.
1. Submit in accordance with Division 01 section covering closeout submittals, maintenance

data, and operation data.
G. Executed Warranty, by authorized company official.

1.06 QUALITY ASSURANCE
A. Installer Qualifications:  Roofing installer shall have received training from metal panel

manufacturer for installation of the specified roof panel system, and:
1. Current Firestone Red Shield licensed installer status.

1.07 DELIVERY, STORAGE AND HANDLING
A. Deliver products in manufacturer's original containers, dry and undamaged, with seals and

labels intact and legible.
B. Exercise extreme care in unloading, storing, and installing metal panels to prevent bending,

warping, twisting, and surface damage.
C. Store products above ground on well-supported platforms that provide minimum of 1:48 slope.

Store under waterproof covering or indoors and provide proper ventilation of metal components
to prevent condensation build-up between metal components.

1.08 WARRANTY
A. Comply with all warranty procedures required by manufacturer, including notifications,

scheduling, and inspections.
B. Manufacturer’s warranty is in addition to, and not a limitation of, other rights the owner may

have under the contract documents.
C. Warranty:  Firestone Red Shield Limited Warranty covering roof panels and associated metal

components, roof sheathing/insulation manufactured by Firestone, and accessories, covering
weathertightness, finish, materials, labor, and workmanship.
1. Limit of Liability:  No dollar limitation.
2. Scope of Coverage:  Repair leaks in the roofing system caused by:

a. Ordinary wear and tear of the elements.
b. Manufacturing defect in Firestone brand materials.
c. Defective workmanship used to install these materials.
d. Damage due to winds up to 55 mph.

3. Not Covered:
a. Materials not made by Firestone
b. Damage due to winds in excess of 55 mph.
c. Damage due hurricanes or tornadoes.
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d. Hail.
e. Intentional damage.
f. Unintentional damage due to normal rooftop inspections, maintenance, or service.

D. Painted Finish Warranty:  Provide Firestone standard Red Shield non-prorated warranty
covering durability of painted finish, to include film integrity, color change, fading, and chalking,
unless otherwise indicated below.
1. Warranty Period:  25 years commencing on date of substantial completion.

PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Basis of Design - Metal Roof Panels and Associated Sheet Metal Components:  Firestone
Building Products LLC, Carmel, IN:  www.firestonebpco.com/#sle.
1. Provide all components of system supplied or specified by same manufacturer.
2. Roofing systems manufactured by others are acceptable provided the roofing system is

completely equivalent in materials and warranty conditions and the manufacturer meets
the following qualifications:
a. Specializing in manufacturing the roofing system to be provided.
b. Minimum ten years of experience manufacturing the roofing system to be provided.
c. Roofing systems manufactured by the companies listed below are acceptable

provided they are completely equivalent in materials and warranty conditions:
1) Peterson Aluminum, Pac-clad, Snap-Clad Panels.
2) Metal Roofing Systems, Inc; System 2000.

B. Substitutions:  See Section 01 60 00 - Product Requirements.
1. Submit evidence that the proposed substitution complies with the specified requirements.

2.02 ROOFING SYSTEM DESCRIPTION
A. Roofing System:  Standing seam metal roof panels and other components, together forming a

watertight assembly having the following characteristics:
1. Warranty:  25 years.
2. Panel Seam Type:  Self-locking; not requiring field seaming.
3. Panel Material:  Steel, 24 gage, 0.0239 inch minimum base metal thickness, with

fluoropolymer finish, over G90 hot-dipped galvanized coating.
4. Color:  To be selected from manufacturer’s standard colors.
5. Design Loads:  In accordance with ASCE 7, current edition.
6. Provide all necessary members and connections, whether indicated in the manufacturer's

standard detail drawings or not.
7. Accessories and Their Fasteners:  Capable of resisting the specified design wind uplift

forces and allowing for thermal movement of the roof panel system, not restricting free
movement of the roof panel system resulting from thermal forces except at designed
points of roof panel fixity.

B. Roof System Components:  In order from the top down:
1. Metal roofing panels and trim.
2. Underlayment:  Self-adhering underlayment over entire roof; material as specified.

2.03 ROOF PANELS AND SHEET METAL FABRICATIONS
A. Roof Panels:  Firestone UNA-CLAD UC-14 Double-Lock Standing Seam Roofing; roll formed

roofing panels produced in a permanent factory environment with fixed-base roll-forming
equipment.
1. Seam Height:  1.75 inches. or 1.5 inches
2. Seam Spacing (Panel Width):  18 inches. or 16 inches
3. Profile:  Flat rib. Pencil rib profile
4. Texture:  Smooth.
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5. Form roofing panels in longest practical lengths, true to shape, accurate in size, square,
and free from distribution or manufacturing defects.

B. Steel Sheet:  ASTM A653/A653M, lock-forming quality, extra smooth, tension-leveled,
galvanized/galvannealed steel, minimum spangle.

C. Fluoropolymer Coating:  70 percent full strength Kynar 500/Hylar 5000.
1. Exposed Surface:  1.0 mil plus/minus 0.1 mil total dry film thickness.
2. Concealed Surface:  0.2 to 0.3 mils total dry film thickness.

2.04 ACCESSORY MATERIALS
A. Self-Adhered Underlayment:  Rubberized sheet waterproof membrane complying with ASTM

D1970/D1970M, self-adhering.
1. Resistance to Direct Exposure:  At least 90 days.
2. Minimum High Temperature Resistance:  230 degrees F.
3. Water Vapor Permeance:  0.1 perm, maximum.
4. Provide one of the following:

a. Firestone CladGard SA.
b. Other product approved by metal roof panel manufacturer.
c. Firestone CladGard MA.
d. Other product approved by metal roof panel manufacturer.

B. Fasteners:  In strict accordance with metal roof panel manufacturer's requirements; minimize
exposed fasteners.
1. Installation Clips: Manufacturer’s standard stainless steel clips for concealed securement

of panels.
2. Clip Fasteners: Stainless steel.
3. Fasteners Exposed to Weather:  Sealed or with sealed washers on exterior side of

covering to waterproof fastener penetration; washer material compatible with screw head;
minimum 3/8 inch diameter washer for structural connections; gasket portion of fasteners
or washers made of EPDM, neoprene, or other equally durable elastomeric material.

4. Fasteners Exposed to View:  Head of color matching panel or component in which
installed.

C. Molded Closure Strips:  Non-absorptive closed-cell or solid-cell synthetic rubber or neoprene or
polyvinylchloride, or metal pre-molded to match configuration of the covering; configuration to
prevent retention of water.

D. Tape Sealant:  Pressure sensitive, 100 percent solid, sealing tape with release paper backing;
permanently elastic, non-sagging, non-toxic, non-staining; approved by roof panel
manufacturer.

E. Bulk Sealant:  Approved by roof panel manufacturer.
F. Prefabricated Pipe Flashings:  Formed elastomeric flashing with aluminum-flanged base ring,

providing weathertight joint at projections through the roof and allowing thermal movement of
the roof and compatible with the service temperature of the penetrating item.

G. Snow Retention Systems:
1. Continious rail, aluminum non-penetrating seam attachment
2. Manufacturer Sno Gem - 2" iClad-S

PART 3  INSTALLATION
3.01 GENERAL

A. Install roofing, insulation, flashings, and accessories in accordance with roofing manufacturer's
published instructions and recommendations for the specified roofing system.  Where
manufacturer provides no instructions or recommendations, follow good roofing practices and
industry standards.  Comply with federal, state, and local regulations.
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B. Obtain all relevant instructions and maintain copies at project site for duration of installation
period.

C. Verify that shop drawings prepared by metal roof panel manufacturer have been approved and
are available to installers; do not use drawings prepared by others for installation drawings.

D. Verify that the specifications and drawing details are workable and not in conflict with the
roofing manufacturer's recommendations and instructions; start of work constitutes acceptable
of project conditions and requirements.

E. Do not start work until Pre-Installation Notice has been submitted to manufacturer as
notification that this project requires a manufacturer's warranty.

F. Perform work using competent and properly equipped personnel.
G. Temporary closures, which ensure that moisture does not damage any completed section of

the new roofing system, are the responsibility of the applicator.  Completion of flashings,
 terminations, and temporary closures shall be completed as required to provide a watertight
condition.

H. Install roofing only when surfaces are clean, dry, smooth and free of snow or ice; do not apply
roofing during inclement weather or when ambient conditions will not allow proper application;
consult manufacturer for recommended procedures during cold weather.  Do not work with
sealants and adhesives when material temperature is outside the range of 60 to 80 degrees F.

I. Protect adjacent construction, property, vehicles, and persons from damage related to roofing
work; repair or restore damage caused by roofing work.
1. Protect from spills and overspray from bitumen, adhesives, sealants and coatings.
2. Particularly protect metal, glass, plastic, and painted surfaces from bitumen, adhesives,

and sealants within the range of wind-borne overspray.
3. Protect finished areas of the roofing system from roofing related work traffic and traffic by

other trades.
J. Until ready for use, keep materials in their original containers as labeled by the manufacturer.
K. Consult membrane manufacturer's instructions, container labels, and Material Safety Data

Sheets (MSDS) for specific safety instructions.  Keep all adhesives, sealants, primers and
cleaning materials away from all sources of ignition.

3.02 EXAMINATION
A. Examine roof deck to determine that it is sufficiently rigid to support installers and their

mechanical equipment and that deflection will not strain or rupture roof components or deform
deck.

B. Verify that surfaces and site conditions are ready to receive work.  Correct defects in the
substrate before commencing with roofing work.

C. Verify that the substructure installation is in accordance with the approved shop drawings and
roof panel manufacturer’s requirements, that the fasteners are correct for the substrate, and the
substrate is installed to accommodate and support the appropriate clip spacing and attachment.

D. Verify that installed work of other trades that such work is complete to a point where the roofing
system installation may commence.

E. Verify that roof openings, curbs, pipes, sleeves, ducts, vents, and other penetrations through
roof substrate are complete and properly located.

F. In event of discrepancy, notify Architect in writing; do not proceed with installation until
discrepancies have been resolved.

3.03 PREPARATION
A. Remove existing roof system down to the roof deck including insulation and flashings.  Dispose

of all materials properly.
1. At penetrations, remove all existing flashings, including lead, asphalt, mastic, etc.
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2. At walls, curbs, and other vertical and sloped surfaces, remove loose and unsecured
flashings; remove mineral surfaced and coated flashings; remove excessive asphalt to
provide a smooth, sound surface for new flashings.

B. Replace deteriorated deck components.
3.04 UNDERLAYMENT INSTALLATION

A. Install underlayment in accordance with manufacturer's instructions.
B. Install self-adhered underlayment over entire roofing surface.

3.05 ROOF PANEL INSTALLATION
A. Install the metal roof panel system in accordance with the manufacturer’s instructions,

installation drawings, and approved shop drawings, so that it is weathertight and allows for
thermal movement.

B. Locate and space all fasteners in accordance with roof panel manufacturer’s recommendations.
 For required exposed fasteners, use proper torque settings to obtain controlled uniform
compression for a positive seal without rupturing the sealing washers.

C. Do not place utility penetrations through the panel seams.
D. Do not allow panels or trim to come into contact with dissimilar materials (i.e. copper, lead,

graphite, treated lumber, mortar, etc). Protect from water run-off from these materials.
E. Perform field cutting of panels and related sheet metal components by means of hand or

electric shears. At no time shall a hot/friction saw be used.
F. Remove protective film immediately after installation.

3.06 FLASHING AND ACCESSORIES INSTALLATION
A. Install flashings, including laps, splices, joints, bonding, adhesion, and attachment, as required

by roof panel manufacturer's recommendations and details.
B. Flashing at Walls, Curbs, and Other Vertical and Sloped Surfaces:  Install weathertight flashing

at all walls, curbs, parapets, curbs, skylights, and other vertical and sloped surfaces that the
roofing membrane abuts to; extend flashing at least 8 inches high above membrane surface.

C. Flashing at Penetrations:  Flash all penetrations passing through the membrane; make flashing
seals directly to the penetration.
1. Pipes, Round Supports, and Similar Items:  Flash with specified pre-molded pipe flashings

wherever practical.
2. Where pre-molded pipe flashings are not practical, provide flashing detail as

recommended by metal panel manufacturer.
3.07 FIELD QUALITY CONTROL

A. Inspection by Manufacturer:  Provide final inspection of the roofing system by a Technical
Representative employed by roofing system manufacturer specifically to inspect installation for
warranty purposes (i.e. not a sales person).

B. Perform all corrections necessary for issuance of warranty.
3.08 ADJUSTING AND CLEANING

A. Repair panels having minor damage.
B. Remove panels damaged beyond repair and replace with new panels to match adjacent

undamaged panels.
C. Clean exposed panel surfaces promptly after installation in accordance with recommendations

of panel and coating manufacturers.
D. Clean all contaminants generated by roofing work from building and surrounding areas,

including adhesives, sealants, and coatings.
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E. Repair or replace building components and finished surfaces damaged or defaced due to the
work of this section; comply with recommendations of manufacturers of components and
surfaces.

F. Remove leftover materials, trash, debris, equipment from project site and surrounding areas.
3.09 PROTECTION

A. Where construction traffic must continue over finished roof panels, provide durable protection
and replace or repair damaged roofing to original condition.

END OF SECTION  07 41 13
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SECTION 07 42 13
METAL WALL PANELS

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Manufactured metal panels for ​​exterior wall panels and soffit panels​​, with ​​related flashings and
accessory components​​.

1.02 RELATED REQUIREMENTS
A. Section 06 16 11 - Hunter Sheathing: Wall panel substrate
B. Section 07 21 00 - Thermal Insulation.
C. Section 07 92 00 - Joint Sealants:  Sealing joints between metal wall panel system and

adjacent construction.
D. Section 09 21 16 - Gypsum Board Assemblies:  Wall panel substrate.

1.03 REFERENCE STANDARDS
A. AAMA 609 & 610 - Cleaning and Maintenance Guide for Architecturally Finished Aluminum;

2025.
B. ASCE 7 - Minimum Design Loads and Associated Criteria for Buildings and Other Structures;

Most Recent Edition Cited by Referring Code or Reference Standard.
C. ASHRAE Std 93 - Methods of Testing to Determine the Thermal Performance of Solar

Collectors; 2010, with Errata (2014).
D. ASTM B209/B209M - Standard Specification for Aluminum and Aluminum-Alloy Sheet and

Plate; 2021a.
E. ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials;

2026a.
F. ICC 901/SRCC 100 - Solar Thermal Collector Standard; 2015.

1.04 SUBMITTALS
A. Shop Drawings:  Indicate dimensions, layout, joints, construction details, support clips​​, and

methods of anchorage.
B. Samples:  Submit two samples of wall panel and soffit panel, 12 inches by 12 inches in size

illustrating finish color, sheen, and texture.
C. Manufacturer's qualification statement.
D. Installer's qualification statement.

1.05 QUALITY ASSURANCE
A. Manufacturer Qualifications:  Company specializing in manufacturing products specified in this

section with minimum three years of documented experience.
B. Installer Qualifications:  Company specializing in installing products specified in this section with

minimum three years of documented experience.
1.06 MOCK-UPS

A. Construct mock-up, ​6 feet​ long by ​6 feet​ wide; include panel​ and soffit​ system​​, attachments to
building frame, associated vapor retarder and air seal materials, weep drainage system,
sealants and seals​​, and related insulation in mock-up.

B. Locate as directed by Architect.
C. Mock-up may remain as part of work.

1.07 DELIVERY, STORAGE, AND HANDLING
A. Protect panels from accelerated weathering by removing or venting sheet plastic shipping wrap.
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B. Store prefinished material off the ground and protected from weather; prevent twisting, bending,
or abrasion; provide ventilation; slope metal sheets to ensure proper drainage.

C. Prevent contact with materials that may cause discoloration or staining of products.
1.08 WARRANTY

A. See Section 01 78 00 - Closeout Submittals for additional warranty requirements.
B. Correct defective work within a five year period after Date of Substantial Completion for

degradation of panel finish, including color fading caused by exposure to weather.
PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Metal Wall Panels - Concealed Fasteners:
1. McElroy Metal​; Marquee-Lok Concealed Fastened Wall Panels​:

 www.mcelroymetal.com/#sle.
2. Petersen Aluminum Corporation​; Flush Wall Panels​:  www.pac-clad.com/#sle.
3. Substitutions:  See Section 01 60 00 - Product Requirements.

B. Basis of Design Metal Soffit Panels:
1. Petersen Aluminum Corporation; PAC-750 Soffit:  www.pac-clad.com/#sle.
2. Substitutions:  See Section 01 60 00 - Product Requirements.

C. Other Acceptable Manufacturers - Metal Soffit Panels:
1. ATAS International, Inc: www.atas.com/#sle.
2. McElroy Metal: www.mcelroymetal.com/#sle.
3. Sheffield Metals International: www.sheffieldmetals/#sle.
4. Substitutions: See Section 01 60 000 - Product Requirements.

2.02 METAL WALL PANEL SYSTEM
A. Wall Panel System:  Factory fabricated prefinished metal panel system, site assembled.

1. Provide ​​exterior wall panels and soffit panels​​.
2. Design and size components to support assembly dead loads, and to withstand live loads

caused by positive and negative wind pressure acting normal to plane of wall.
3. Design Pressure:  In accordance with applicable codes.
4. Maximum Allowable Deflection of Panel:  ​L/90​ for length(L) of span.
5. Movement:  Accommodate movement within system without damage to components or

deterioration of seals, movement between system and perimeter components when
subject to seasonal temperature cycling; dynamic loading and release of loads; and
deflection of structural support framing.

6. Drainage:  Provide positive drainage to exterior for moisture entering or condensation
occurring within panel system.

7. Fabrication:  Formed true to shape, accurate in size, square, and free from distortion or
defects; pieces of longest practical lengths.

8. Corners:  Factory-fabricated in one continuous piece with minimum 2-inch returns.
B. Exterior Wall Panels:

1. Profile:  ​Horizontal​​​.
2. Side Seams:  Double-interlocked, tight-fitting, sealed with continuous gaskets.
3. Material:  Precoated steel sheet,  22 gauge, 0.0299 inch minimum thickness.
4. Panel Width:  ​12 inches​.
5. Color:  As selected by ​​Architect​​ from manufacturer's ​​standard​​ line.

C. Soffit Panels:
1. Profile:  Style as indicated, with venting provided.
2. Material:  Precoated aluminum sheet,  20 gauge, 0.032 inch minimum thickness.
3. Color:  As selected by ​​Architect​​ from manufacturer's ​​standard​​ line.
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D. Internal and External Corners:  Same material, thickness, and finish as exterior sheets; profile
to suit system; shop cut and factory mitered to required angles.

E. Expansion Joints:  Same material, thickness and finish as exterior sheets; ​22 gauge, 2 inch​
thick; ​manufacturer's standard brake formed​ type, of profile ​to suit system​.

F. ​Trim, Closure Pieces, and Flashings​:  Same material, thickness and finish as exterior sheets;
brake formed to required profiles.

G. Anchors:  ​Aluminum​.
2.03 MATERIALS

A. Precoated Aluminum Sheet:  ASTM B209/B209M, 3105 alloy, O temper, with smooth surface
texture; continuous-coil-coated on exposed surfaces with specified finish coating and on panel
back with specified panel back coating.

B. Non-Precoated Aluminum Sheet:  ASTM B209/B209M, 3105 alloy, O temper, with smooth
surface, mill finish.

C. Select materials with surface flatness, smoothness, and lack of surface blemishes where
exposed to view in finished system.

2.04 FINISHES
A. Exposed Surface Finish:  Panel manufacturer's standard polyvinylidene fluoride (PVDF)

coating, top coat over epoxy primer.
2.05 ACCESSORIES

A. Gaskets:  Manufacturer's standard type suitable for use with system, permanently resilient;
ultraviolet and ozone resistant.

B. Concealed Sealants:  Non-curing butyl sealant or tape sealant, see Section 07 92 00
C. Fasteners:  Manufacturer's standard type to suit application;​​ ​steel, hot dip galvanized​.​ Exposed

fasteners same finish as panel system.​
1. Metal-to-Metal Fasteners:  Self-drilling, self-tapping screws.

D. Field Touch-up Paint:  As recommended by panel manufacturer.
E. Bituminous Paint:  Asphalt base.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that building framing members are ready to receive panels.
3.02 PREPARATION

A. Install subgirts perpendicular to panel length, securely fastened to substrates and shimmed and
leveled to uniform plane, and spaced at ​24 inches on center, maximum​.

3.03 INSTALLATION
A. Install panels on ​soffits​ in accordance with manufacturer's instructions.
B. Protect surfaces in contact with cementitious materials and dissimilar metals with bituminous

paint; allow to dry prior to wall panel installation.
C. Fasten panels to structural supports; aligned, level, and plumb.
D. Locate joints over supports.
E. Lap panel ends 2 inches, minimum.
F. Provide ​expansion​ joints where indicated.
G. Use concealed fasteners unless otherwise indicated by Architect.
H. Seal and place gaskets to prevent weather penetration.  Maintain neat appearance.
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3.04 TOLERANCES
A. Offset From True Alignment Between Adjacent Members Abutting or In Line:  1/16 inch,

maximum.
B. Variation from Plane or Location As Indicated on Drawings:  1/4 inch, maximum.

3.05 CLEANING
A. Remove site cuttings from finish surfaces.
B. Remove protective material from wall panel surfaces.
C. Clean and wash prefinished surfaces with mild soap and water; rinse with clean water.
D. Upon completion of installation, thoroughly clean prefinished aluminum surfaces in accordance

with AAMA 609 & 610.
END OF SECTION  07 42 13
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SECTION 07 62 00
SHEET METAL FLASHING AND TRIM

PART 1 GENERAL
1.01 SECTION INCLUDES

A. Copings, fascias, counterflashings, and gutters and downspouts, fabricated sheet metal items,
and miscellaneous flashing.

B. Reglets and accessories.
1.02 RELATED SECTIONS

A. Section 04 22 00: Through-wall flashings in masonry.
B. Section 06 10 00 - Wood Blocking and Curbing.
C. Section 06 10 00: Rough Carpentry
D. Section 07 41 13 - Metal Roof Panels.
E. Section 07 71 00 - Manufactured Roof Specialties:  Preformed flashings [, manufactured

expansion joint covers].
F. Section 07 90 00 - Joint Sealers.

1.03 REFERENCES
A. ASTM A653/A653M - Standard Specification for Steel Sheet, Zinc Coated (Galvanized) by the

Hot-Dip Process, Structural (Physical) Quality.
B. ASTM B32 - Standard Specification for Solder Metal.
C. ASTM D2178 - Standard Specification for Asphalt - Saturated Glass Felt Used in Roofing and

Waterproofing.
D. FS L-P-512 - Plastic Sheet (Sheeting), Polyethylene.
E. FS TT-C-494 - Coating Compound, Bituminous, Solvent Type, Acid Resistant.
F. CDA (Copper Development Association) - Copper in Architecture - Handbook.
G. SMACNA (Sheet Metal and Air Conditioning Contractors National Association) - Architectural

Sheet Metal Manual, Fifth Edition, 1993.
1.04 DESIGN REQUIREMENTS

A. Sheet Metal Flashings:  Comply with the criteria of SMACNA "Architectural Sheet Metal
Manual."

1.05 SUBMITTALS FOR REVIEW
A. Section 01 30 00 - Administrative Requirements:  Procedures for submittals.
B. Shop Drawings:  Indicate material profile, jointing pattern, jointing details, fastening methods,

flashings, terminations, and installation details.
C. Product Data:  Provide data on sheet metal material and prefabricated components.
D. Samples:  Submit two full size samples, 12" inches long illustrating typical coping material and

finish.  Include continuous cleats, backer plates, cover plates and/or drive cleats.
E. Submit two manufacturer's color charts, illustrating metal finish colors.

1.06 SUBMITTALS AT PROJECT CLOSEOUT
A. Section 01 78 00 - Closeout Submittals
B. Warranty: Submit manufacturer's 20 year material warranty.  Ensure forms have been

completed in Owner's name and registered with manufacturer.
C. Warranty: Submit contractor's two year workmanship warranty.
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1.07 QUALITY ASSURANCE
A. Perform work in accordance with SMACNA Architectural Sheet Metal Manual requirements and

standard details, except as otherwise noted.
B. Fabricator and Installer Qualifications:  Company specializing in architectural sheet metal work

with five years documented experience.
1.08 PRE-INSTALLATION MEETING

A. Section 01 70 00 - Execution Requirements:  Pre-installation meeting.
B. Convene One week before starting work of this section.

1.09 DELIVERY, STORAGE, AND PROTECTION
A. Section 01 60 00 - Product Requirements:  Transport, handle, store, and protect.
B. Stock material to prevent twisting, bending, and abrasion, and to provide ventilation.  Slope

metal sheets to ensure drainage.
1. When material is stored on the roof it must be placed on ½" minimum plywood on 1" rigid

insulation.  Ends of plywood shall exceed end of sheet metal goods  by 2'-0".
C. Prevent contact with materials which may cause discoloration or staining.
D. All field cutting of sheet metal performed over new roofing shall be permitted only where the

new roof is protected by ½" minimum plywood on 1" rigid insulation.
1.10 PROJECT CONDITIONS

A. Project Coordination:  Section 01 30 00 - Administrative Requirements.
1.11 WARRANTY

A. Section 01 78 00  -  Closeout Submittals
B. Sheet Metal Contractor to issue workmanship warranty to correct defective work within a two

year period after Date of Substantial Completion.  Defective work includes failure of
watertightness or seals and oil canning due to rupture restricted expansion/contractors or faulty
workmanship.

C. General Contractor / Roofing Contractor shall include sheet metal as part of the roofing
membrane full system edge to edge warranty

D. Material warranty from the sheet metal manufacturer for a period of 20 years against
deterioration of color, chalking and film integrity.

PART  2  PRODUCTS
2.01 SHEET MATERIALS

A. Pre-Finished Galvanized Steel Sheet:  ASTM A653/A653M,G90 zinc coating; 0.02 inch, 24
gauge core steel, shop pre- coated with PVDF (polyvinylidene fluoride) coating; color as
selected from manufactuer's standard

B. Pre-Finished Aluminum Sheet:  ASTM B209; .032, .040, and .063 inch thick; plain finish shop
pre- coated with PVDF coating; color as selected from manufactuer's standards.

2.02 METAL ROOF EDGE SYSTEM
A. Metal Roof Edge System:  Prefinished, galvanized steel conforming to requirements of Sheet

Materials, above, and tested in accordance with the requirements of ANSI/SPRI ES-1.
B. Acceptable Products:

1. Carlisle-SynTec System; SecurEdge 400.
2. Certainteed Commercial Roofing; Flint EDGE.
3. Firestone Building Products; Metal-Era.
4. FlexRoofind Systems; Flex Metal Systems (Flexcap).
5. GAF Building Materials Corp.; M-Weld.
6. Johns Manville Corp.; Presto-Lock.
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7. Versico Inc.; VersiTrim
2.03 ACCESSORIES

A. Fasteners:  ​Stainless steel​ ​with neopene washers​.
B. Primer:  Zinc molybdate type.
C. Protective Backing Paint: Zinc molybdate alkyd.
D. Silicone Sealants:

1. Bondaflex Sil290
2. Dow Corning Corp; Product 790.
3. GE Silicones; Product Silpruf LM CS 2700/ SilPruf SCS 2000.
4. Pecora Corporation; Product 890:  www.pecora.com.
5. BASF Construction Chemicals-Building Systems:  www.chemrex.com.
6. Tremco, Inc; Product Spectrum 1.
7. Substitutions:  See Section 01 60 00 - Product Requirements.

E. Solder:  ASTM B32; 50/50 type.
F. Reglets:  Recessed type, galvanized steel; face and ends covered with plastic tape;

2.04 FABRICATION - GENERAL
A. Fabricate continuous cleats of same materials as coping minimum 3 inches wide, interlocking

with sheet a min. of ½". See drawing for gauge.
1. Drill pilot holes at 6" o.c. for attachment to wood.
2. Drill pilot holes at 6" o.c. for attachment to masonry or concrete.

B. All fastener locations will have predrilled pilot holes:
1. Nails - 1/4" diameter @ 6" o.c.
2. Screw Fasteners - 5/16" diameter @ 1'-0" o.c.

C. Form pieces in longest possible lengths.
D. Hem exposed edges on underside 1/2 inch; miter and seam corners.
E. Form material with flat lock seams, except where otherwise indicated.  At moving joints, use

sealed lapped, bayonet-type or interlocking hooked seams.
F. Fabricate corners from one piece with minimum 24-inch long legs; drive cleat for rigidity, seal

with sealant and post finished to match adjacent finish..
G. Fabricate vertical faces with bottom edge formed outward 1/2 inch  and hemmed to form drip.
H. Fabricate flashings to allow toe to extend 2 inches over roofing .  Return and brake edges.
I. Fabricate accessories in profile and size to suit gutters and downspouts.
J. Anchorage Devices: in accordance with SMACNA requirements.
K. Gutter Supports:  Straps. and brackets
L. Downspout Supports: Brackets.
M. Seal metal joints.

2.05 CONDUCTOR HEAD AND DOWNSPOUT FABRICATION
A. Conductor Heads:  SMACNA Architectural Sheet Metal Manual (Figure 1-25F), Rectangular

profile.
B. Downspouts:  Rectangular Profile.
C. Conductor Heads and Downspouts:  Size for rainfall intensity determined by a storm

occurrence of 1 in 5 years in accordance with SMACNA Architectural Sheet Metal Manual.
D. Accessories:  Profiled to suit conductor heads and downspouts.

1. Anchorage Devices:  In accordance with SMACNA requirements.
2. Downspout Supports:  Brackets.
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E. Seal metal joints.
2.06 FACTORY FINISHING

A. PVDF coating:  Multiple coat, thermally cured, fluoropolymer system conforming to AAMA
605.2.

PART  3  EXECUTION
3.01 EXAMINATION

A. Verify existing conditions before starting work.
B. Verify roof openings, curbs, pipes, sleeves, ducts, and vents through roof are solidly set, reglets

in place, and nailing strips located.
C. Verify roofing termination and base flashings are in place, sealed, and secure.

1. Verify that surfaces to receive sheet metal are smooth and clean will not impinge upon the
integrity of the sheet metal.

D. Verify that all wood blocking to receive sheet metal is properly installed, anchored without
warps and covered with EPDM or vapor barrier

E. Do not start sheet metal work until conditions relevant to sheet metal work are acceptable.
 Commencing of work will indicate acceptance of condition.

3.02 PREPARATION
A. Install starter and edge strips, and cleats before starting installation.
B. Lay out joints to be symmetrical about the building corners.  May require more than one run be

cut down to attain symmetry.
C. Paint dissimilar metals with bituminous paint to form a complete barrier.

3.03 INSTALLATION - SHOP FABRICATED METAL
A. Insert flashings into reglets to form tight fit.  Secure in place with lead wedges.  Pack remaining

spaces with foam rod. Prime surfaces to receive sealant and seal flashings into reglets with
sealant.

B. Secure flashings in place using concealed fasteners as indicated in the drawings.
1. Apply plastic cement compound between metal flashings and felt flashings.

a. Fit flashings tight in place.  Make corners square, surfaces true and straight in planes,
and lines accurate to profiles.  Install work watertight, without buckles, warps,
fastening stresses or distortion.  Allow for expansion and contraction.

C. Secure gutters and downspouts as indicated on drawings.
1. Slope gutters1/4inch per foot.
2. Connect downspouts to storm drainage system or provide splash pad. Make connection

watertight.
D. Extreme care should be taken by Sheet Metal Contractor not to puncture the  roofing

membrane with metal.  All metal trimmings shall be placed in an on-roof-top container.
E. Verify height of aluminum roof base flashing termination bar allows for installation of

counterflashing and sealant below weep holes and throughwall flashing.
F. Continuous Cleats: Set in water cut-off mastic supplied by the Roofing Contractor or sealant, as

indicated in the drawings. Secure to the surface with nail fasteners through 1/4-inch predrilled
pilot holes at 6-inch on center. Or per requirements as shown on the drawings

G. Copings:  Set continuous cleat in a full bed of water cut-off mastic supplied by the roofing
contractor.  Set the outside and inside corners.  Secure with stainless steel Type A point screw
fasteners with neoprene washers that are covered with sealant, following Architect's approval.
1. Lay out coping joints symmetrical about the building corners.  May require multiple cutting

at 10'-0" lengths to achieve same.    Install backer plates at joint locations.  Nail through
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predrilled 1/4-inch pilot holes.  Apply continuous sealant to backer plate vertical and
horizontal surfaces as indicated in drawings.

2. Run joints at +10'-0", except where the cut pieces are required for symmetry between
existing corners.

3. Secure coping to continuous cleat and pull coping over roof edge wood block.  Cut 10'- 0"
lengths to size to provide symmetrical placement between existing building corners.

4. Verify coping is tight to wood blocking.  Ancho stainless steel screw fasteners, Type A
points with neoprene washers.  Cover with sealant, following Architect's approval.

5. Install sealant to each side of joints.
6. Install drive cleat.

H. Fascias:
1. Set continuous cleat in full bed of sealant or water cut-off mastic supplied by Roofing

Contractor, as indicated in the drawings.  Secure with nails at 4" on center through ¼" pre-
drilled pilot holes.

2. Set the outside and inside corners.  Secure with nails at 4" o.c. through ¼" pre-drilled pilot
holes.

3. Lay out fascia joints symmetrical about corners.  May require multiple cutting to achieve
lengths of 10'-0".

4. Apply continuous sealant to backer plate vertical and horizontal surfaces as indicated in
drawings.

5. Secure fascia to continuous cleat and nail at 4" o.c. through 1/4-inch pre-drilled pilot holes.
I. Counterflashing:

1. Overlap the base flashing a minimum of 3".
2. Install continuous butyl caulk tape to vertical portion of the counterflashing.
3. Secure to the masonry with 1-¼" x 3/16" tapcons with climaseal corrosion resistive coating

and neoprene washers at 1'-0" on center through 5/16" pre-drilled pilot holes.  Cover with
sealant following the Architect's approval.

4. Lap counterflashing pieces 3" with bead of sealant and between pieces.
5. Cover fastener heads with sealant after the Architect's approval.
6. Fill sealant reservoir with sealant to shed water.
7. Counterflashing Corner Pieces: Install pieces per Steps 1 through 6 in 3.3.I. above.

J. Downspout Gutter Connection:
1. Refer to SMACNA Figure 1-33B.
2. Set gutter outlet in sealant and pop rivet at 1" o.c.
3. Cover the pop rivets with sealant on both sides.

K. Downspouts:
1. From the downspout-gutter connection, run down wall and connect to existing storm

drainage system.
2. Screw fasten downspout sections together with stainless steel screws.
3. Top portion of downspout shall lap inside lower portion at joints.
4. Allow for expansion between the gutter outlet and the downspout.

L. Gutters:
1. Install the continuous fascia flashing.  Nail at 4" on center.
2. Install the gutter brackets at 3'-0" on center with stainless steel screw fasteners.

a. Align gutters along roof edge.  Butt together 10'-0" sections.  Apply 2 beads of
sealant to either side.

3. Pop rivet backer plate at 1/2-inch on center.
4. Cover rivet heads with sealant, and install cover plate.
5. Nail gutter flange at 4" on center, staggered.

a. Install gutter end caps and expansion joints in locations as indicated on the drawings
and per details and SMACNA Figure 1-7.
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b. Install gutter hanger by setting the hanger in sealant at 3'-0" on center.  Align with
brackets using Type A point HHA stainless steel screw fasteners with neoprene
washers.  Cover the heads with sealant, color to match.

6. Screw gutter to hanger, using stainless steel screws.  Cover with sealant, color to match.
M. Downspout Hanger:

1. Refer to drawings and SMACNA Figure 1-35H.
a. Install hanger bracket to downspout at angle changes and at 4'-0" maximum spacing,

utilizing1-1/4-inch x 1/4-inch TEKS screw fasteners with neoprene washers.
b. Install hanger by screwing to the bracket first, then to downspout, using prefinished

steel screws.
N. Expansion Joint Covers:

1. Lay out joint locations to be symmetrical about ends.
2. Set backer plates in full bed of water cut-off mastic.
3. Install sealant to both sides of top and vertical joint location on backer plate.
4. Set cover pieces, centering joint on backer plates.

a. Install cleats at sloped horizontal joint locations.  Lock into hems.  Nail in place.
 Cover nail head with sealant.

b. Install 1-¼" x ¼" tapcon screw fasteners with climaseal corrosion coating and
neoprene washers or Type "A" point stainless steel screw fasteners with neoprene
washers, where indicated, at 1'-0" o.c. through 3/16" pre-drilled pilot holes.

5. Install sealant to expansion joint cover drive cleat hems.
6. Install drive cleat at cover joints, center on hems and close end.
7. Install expansion joint cover as shown in detail.  Hand crimp lock seam at short leg.
8. Install sealant into expansion joint cover drive cleat hems.
9. Install drive cleat close ends.
10. Close end of expansion joint as indicated on drawings.

O. Thru Wall Flashing: Coordinate with masonry contractor.
P. Miscellaneous Flashings: Install as indicated on drawings.

1. Coordinate with interfacing contractors.
3.04 INSTALLATION - PREFABRICATED METAL ROOF EDGE SYSTEM

A. Install per manufactures requirements and accordance with the requirements of ANSI/SPRI ES-
1.

3.05 CLEANING
A. Leave material clean and free of stains.
B. Remove all sheet metal debris from roof top daily.
C. Remove all sheet metal debris from site daily.

3.06 FIELD QUALITY CONTROL
A. Section 01 40 00 - Quality Requirements:  Field inspection.
B. Inspection will involve surveillance of work during installation to ascertain compliance with

specified requirements.
END OF SECTION  07 62 00



226057.00
Bidding

 Joint Sealants
07 92 00 - 1 

Moline-Coal Valley School District #40
Moline High School Baseball and

Softball Complex Renovation

SECTION 07 92 00
JOINT SEALANTS

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Nonsag gunnable joint sealants.
B. Self-leveling pourable joint sealants.
C. Joint backings and accessories.

1.02 RELATED REQUIREMENTS
A. Section 01 61 16 - Volatile Organic Compound (VOC) Content Restrictions:  Additional

requirements for sealants and primers.
B. Section 07 25 00 - Weather Barriers: Sealants required in conjunction with air barriers and

vapor retarders.
C. Section 08 71 00 - Door Hardware: Setting exterior door thresholds in sealant.
D. Section 08 80 00 - Glazing: Glazing sealants and accessories.
E. Section 09 21 16 - Gypsum Board Assemblies:  Sealing acoustical and sound-rated walls and

ceilings.
1.03 REFERENCE STANDARDS

A. ASTM C661 - Standard Test Method for Indentation Hardness of Elastomeric-Type Sealants by
Means of a Durometer; 2015 (Reapproved 2022).

B. ASTM C794 - Standard Test Method for Adhesion-in-Peel of Elastomeric Joint Sealants; 2018
(Reapproved 2022).

C. ASTM C834 - Standard Specification for Latex Sealants; 2017 (Reapproved 2023).
D. ASTM C919 - Standard Practice for Use of Sealants in Acoustical Applications; 2024.
E. ASTM C920 - Standard Specification for Elastomeric Joint Sealants; 2018 (Reapproved 2024).
F. ASTM C1087 - Standard Test Method for Determining Compatibility of Liquid-Applied Sealants

with Accessories Used in Structural Glazing Systems; 2023.
G. ASTM C1193 - Standard Guide for Use of Joint Sealants; 2025.
H. ASTM C1311 - Standard Specification for Solvent Release Sealants; 2022.
I. ASTM C1330 - Standard Specification for Cylindrical Sealant Backing for Use with Cold Liquid-

Applied Sealants; 2023.
J. ASTM C1521 - Standard Practice for Evaluating Adhesion of Installed Weatherproofing Sealant

Joints; 2019 (Reapproved 2025).
K. ASTM D412 - Standard Test Methods for Vulcanized Rubber and Thermoplastic Elastomers--

Tension; 2016 (Reapproved 2021).
L. ASTM D2240 - Standard Test Method for Rubber Property--Durometer Hardness; 2015

(Reapproved 2021).
M. SCAQMD 1168 - Adhesive and Sealant Applications; 1989, with Amendment (2022).

1.04 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Product Data:  Submit manufacturer's technical datasheets for each product to be used; include

the following:
1. Physical characteristics, including movement capability, VOC content, hardness, cure

time, and color availability.
2. List of backing materials approved for use with the specific product.
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3. Substrates that product is known to satisfactorily adhere to and with which it is compatible.
4. Substrates the product should not be used on.
5. Substrates for which use of primer is required.
6. Substrates for which laboratory adhesion and/or compatibility testing is required.
7. Installation instructions, including precautions, limitations, and recommended backing

materials and tools.
8. Sample product warranty.
9. Certification by manufacturer indicating that product complies with specification

requirements.
C. Product Data for Accessory Products:  Submit manufacturer's technical data sheet for each

product to be used, including physical characteristics, installation instructions, and
recommended tools.

D. Color Cards for Selection:  Where sealant color is not specified, submit manufacturer's color
cards showing standard colors available for selection.

E. Samples for Verification:  Where custom sealant color is specified, obtain directions from
Architect and submit at least two physical samples for verification of color of each required
sealant.

F. Sustainable Design Documentation:  For sealants and primers, submit VOC content and
emissions documentation; see Section 01 61 16.

G. Preconstruction Laboratory Test Reports:  Submit at least four weeks prior to start of
installation.

H. Installation Plan:  Submit at least four weeks prior to start of installation.
I. Preinstallation Field Adhesion Test Plan:  Submit at least two weeks prior to start of installation.
J. Field Quality Control Plan:  Submit at least two weeks prior to start of installation.
K. Preinstallation Field Adhesion Test Reports:  Submit filled out Preinstallation Field Adhesion

Test Reports log within 10 days after completion of tests; include bagged test samples and
photographic records.

L. Installation Log:  Submit filled-out log for each length or instance of sealant installed.
M. Field Quality Control Log:  Submit filled-out log for each length or instance of sealant installed,

within 10 days after completion of inspections/tests; include bagged test samples and
photographic records, if any.

N. Executed warranty.
1.05 QUALITY ASSURANCE

A. Maintain one copy of each referenced document covering installation requirements on site.
B. Manufacturer Qualifications:  Company specializing in manufacturing the products specified in

this section with minimum three years documented experience.
C. Installer Qualifications:  Company specializing in performing the work of this section and with at

least three years of documented experience.
D. Testing Agency Qualifications:  Independent firm specializing in performing testing and

inspections of the type specified in this section.
E. Preconstruction Laboratory Testing:  Arrange for sealant manufacturer(s) to test each

combination of sealant, substrate, backing, and accessories.
1. Adhesion Testing:  In accordance with ASTM C794.
2. Compatibility Testing:  In accordance with ASTM C1087.
3. Allow sufficient time for testing to avoid delaying the work.
4. Deliver sufficient samples to manufacturer for testing.
5. Report manufacturer's recommended corrective measures, if any, including primers or

techniques not indicated in product data submittals.
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F. Installation Plan:  Include schedule of sealed joints, including the following:
1. Joint width indicated in Contract Documents.
2. Joint depth indicated in Contract Documents; to face of backing material at centerline of

joint.
3. Method to be used to protect adjacent surfaces from sealant droppings and smears, with

acknowledgment that some surfaces cannot be cleaned to like-new condition and
therefore prevention is imperative.

4. Approximate date of installation, for evaluation of thermal movement influence.
5. Installation Log Form:  Include the following data fields, with known information filled out.

a. Date of installation.
b. Name of installer.
c. Actual joint width; provide space to indicate maximum and minimum width.
d. Actual joint depth to face of backing material at centerline of joint.
e. Air temperature.

G. Preinstallation Field Adhesion Test Plan:  Include destructive field adhesion testing of one
sample of each combination of sealant type and substrate, except interior acrylic latex sealants,
and include the following for each tested sample.
1. Identification of testing agency.
2. Preinstallation Field Adhesion Test Log Form:  Include the following data fields, with

known information filled out.
a. Test date.
b. Copy of test method documents.
c. Age of sealant upon date of testing.
d. Test results, modeled after the sample form in the test method document.
e. Indicate use of photographic record of test.

H. Field Quality Control Plan:
1. Field testing agency's qualifications.
2. Field Quality Control Log Form:  Show same data fields as on Preinstallation Field

Adhesion Test Log, with known information filled out and lines for multiple tests per
sealant/substrate combinations; include visual inspection and specified field testing; allow
for possibility that more tests than minimum specified may be necessary.

I. Field Adhesion Test Procedures:
1. Allow sealants to fully cure as recommended by manufacturer before testing.
2. Have a copy of the test method document available during tests.
3. Record the type of failure that occurred, other information required by test method, and

the information required on the Field Quality Control Log.
4. When performing destructive tests, also inspect the opened joint for proper installation

characteristics recommended by manufacturer, and report any deficiencies.
5. Deliver the samples removed during destructive tests in separate sealed plastic bags,

identified with project, location, test date, and test results, to Owner.
6. If any combination of sealant type and substrate does not show evidence of minimum

adhesion or shows cohesion failure before minimum adhesion, report results to Architect.
J. Destructive Field Adhesion Test:  Test for adhesion in accordance with ASTM C1521, using

Destructive Tail Procedure.
1. Sample:  At least 18 inches long.
2. Minimum Elongation Without Adhesive Failure:  Consider the tail at rest, not under any

elongation stress; multiply the stated movement capability of the sealant in percent by two;
then multiply 1 inch by that percentage; if adhesion failure occurs before the 1-inch mark
is that distance from the substrate, the test has failed.

3. If either adhesive or cohesive failure occurs before minimum elongation, take necessary
measures to correct conditions and retest; record each modification to products or
installation procedures.
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1.06 WARRANTY
A. See Section 01 78 00 - Closeout Submittals for additional warranty requirements.
B. Manufacturer Warranty:  Provide 2-year manufacturer warranty for installed sealants and

accessories that fail to achieve a watertight seal, exhibit loss of adhesion or cohesion, or do not
cure. Complete forms in Owner's name and register with manufacturer.

C. Extended Correction Period:  Correct defective work within 2-year period commencing on Date
of Substantial Completion.

PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Nonsag Sealants:
1. Dow​​:  www.dow.com/#sle.
2. Hilti, Inc​​:  www.hilti.com/#sle.
3. Master Builders Solutions​​:  www.master-builders-solutions.com/en-us/#sle.
4. Sika Corporation​​:  usa.sika.com/#sle.
5. Tremco Commercial Sealants & Waterproofing​​:  www.tremcosealants.com/#sle.
6. Substitutions:  See Section 01 60 00 - Product Requirements.

B. Self-Leveling Sealants:
1. Dow​​:  www.dow.com/#sle.
2. Master Builders Solutions​​:  www.master-builders-solutions.com/en-us/#sle.
3. Sika Corporation​​:  usa.sika.com/#sle.
4. Tremco Commercial Sealants & Waterproofing​​:  www.tremcosealants.com/#sle.
5. Substitutions:  See Section 01 60 00 - Product Requirements.

2.02 JOINT SEALANT APPLICATIONS
A. Scope:

1. Exterior Joints: Seal open joints, whether or not the joint is indicated on the drawings,
unless specifically indicated not to be sealed.  Exterior joints to be sealed include, but are
not limited to, the following items:
a. Seal the following joints:

1) Wall expansion and control joints.
2) Joints between doors, windows, and other frames or adjacent construction.
3) Joints between different exposed materials.

2. Interior Joints:
a. Do not seal interior joints indicated on drawings as not sealed.
b. Do not seal gaps and openings in gypsum board and suspended ceilings
c. Do not seal through-penetrations in sound-rated assemblies that are also fire-rated

assemblies.
d. Seal the following joints:

1) Joints between door frames and window frames and adjacent construction.
2) In sound-rated wall and ceiling assemblies, gaps at electrical outlets, wiring

devices, and piping penetrations.
3) In sound-rated wall and ceiling assemblies, seal joints between wall assemblies

and ceiling assemblies; between wall assemblies and other construction;
between ceiling assemblies and other construction.

3. Do Not Seal:
a. Intentional weep holes in masonry.
b. Joints indicated to be covered with expansion joint cover assemblies.
c. Joints where sealant is specified to be furnished and installed by manufacturer of

product to be sealed.
d. Joints where sealant installation is specified in other sections.
e. Joints between suspended ceilings and walls.
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B. ​​Exterior Joints:  Use nonsag ​nonstaining silicone​ sealant, unless otherwise indicated.
1. ​​Lap Joints in Sheet Metal Fabrications:  Butyl rubber, noncuring.

C. ​​Interior Joints:  Use nonsag ​polyurethane​ sealant, unless otherwise indicated.
1. ​​Wall and Ceiling Joints in Nonwet Areas:  ​Acrylic emulsion latex​ sealant.
2. ​​Wall and Ceiling Joints in Wet Areas:  Nonsag ​polyurethane​ sealant for continuous liquid

immersion.
3. ​​Floor Joints in Wet Areas:  ​Nonsag polyurethane non-traffic-grade​ sealant suitable for

continuous liquid immersion.
4. ​​Joints between Tile in Wet Areas and Floors, Walls, and Ceilings:  Mildew-resistant

silicone sealant; ​white​.
5. ​​In Sound-Rated Assemblies:  ​Acrylic emulsion latex​ sealant.
6. Narrow Control Joints in Interior Concrete Slabs: Self-leveling epoxy sealant.

D. Interior Wet Areas:  ​Bathrooms, restrooms, kitchens, food service areas, and food processing
areas​; fixtures in wet areas include ​plumbing fixtures, food service equipment, countertops,
cabinets, and other similar items​.

E. Sound-Rated Assemblies:  Walls and ceilings identified as STC-rated, sound-rated, or
acoustical.

2.03 JOINT SEALANTS - GENERAL
A. Sealants and Primers:  Provide products having lower volatile organic compound (VOC)

content than indicated in SCAQMD 1168.
2.04 NONSAG JOINT SEALANTS

A. Type ___ - Nonstaining Silicone Sealant:  ASTM C920, Grade NS, Uses M, A, G, and O; not
expected to withstand continuous water immersion or traffic.
1. Movement Capability:  Plus and minus ____ percent, minimum.
2. Dirt Pick-Up:  Reduced dirt pick-up compared to other silicone sealants.
3. Hardness Range:  15 to 35, Shore A, when tested in accordance with ASTM C661.
4. Color:  To be selected by ​Architect​ from manufacturer's ​full​ range.
5. Cure Type:  ​Single-component, neutral moisture curing​.
6. Service Temperature Range:  Minus 20 to 180 degrees F.

B. ​​Mildew-Resistant Silicone Sealant:  ASTM C920, Grade NS, Uses M and A; single component,
mildew resistant; not expected to withstand continuous water immersion or traffic.
1. Color:  White.

C. ​​Polyurethane Sealant:  ASTM C920, Grade NS, Uses M and A; ​single or multi-component​; not
expected to withstand continuous water immersion or traffic.
1. Movement Capability:  ​Plus and minus 25 percent​, minimum.
2. Hardness Range:  20 to 35, Shore A, when tested in accordance with ASTM C661.
3. Color:  To be selected by ​Architect​ from manufacturer's ​full​ range.

D. ​​Polyurethane Sealant for Continuous Water Immersion:  ASTM C920, Grade NS, Uses M and
A; ​single or multicomponent​; explicitly approved by manufacturer for continuous water
immersion; suitable for traffic exposure when recessed below traffic surface.
1. Movement Capability:  Plus and minus 35 percent, minimum.
2. Hardness Range:  20 to 35, Shore A, when tested in accordance with ASTM C661.
3. Color:  To be selected by ​Architect​ from manufacturer's ​full​ range.
4. Service Temperature Range:  Minus 40 to 180 degrees F.

E. ​​Acrylic Emulsion Latex:  Water-based; ASTM C834, single component, nonstaining,
nonbleeding, nonsagging; not intended for exterior use.
1. Color:  To be selected by ​Architect​ from manufacturer's ​full​ range.
2. Grade:  ASTM C834; Grade 0 Degrees F (Minus 18 Degrees C).

F. ​​Noncuring Butyl Sealant:  Solvent-based, single component, nonsag, nonskinning,
nonhardening, nonbleeding; nonvapor permeable; intended for fully concealed applications.
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2.05 SELF-LEVELING JOINT SEALANTS
A. ​​Semi-Rigid Self-Leveling Epoxy Joint Filler:  Epoxy or epoxy/polyurethane copolymer; intended

for filling cracks and control joints not subject to significant movement; rigid enough to support
concrete edges under traffic.
1. Composition:   Multicomponent, 100 percent solids by weight.
2. Durometer Hardness:  Minimum of 85 for Type A or 35 for Type D, after seven days when

tested in accordance with ASTM D2240.
3. Color:  To be selected by Architect from manufacturer's standard colors.
4. Joint Width, Minimum:  1/8 inch.
5. Joint Width, Maximum:  1/4 inch.
6. Joint Depth:  Provide product suitable for joints from 1/8 inch to 2 inches in depth including

space for backer rod.
2.06 ACCESSORIES

A. Backer Rod: Cylindrical cellular foam rod with surface that sealant will not adhere to,
compatible with specific sealant used, and recommended by backing and sealant
manufacturers for specific application.
1. Type for Joints Not Subject to Pedestrian or Vehicular Traffic: ASTM C1330; Type O -

Open Cell Polyurethane.
2. Type for Joints Subject to Pedestrian or Vehicular Traffic: ASTM C1330; Type B - Bi-

Cellular Polyethylene.
3. Open Cell: 40 to 50 percent larger in diameter than joint width.
4. Closed Cell and Bi-Cellular: 25 to 33 percent larger in diameter than joint width.

B. Backing Tape:  Self-adhesive polyethylene tape with surface that sealant will not adhere to and
recommended by tape and sealant manufacturers for specific application.

C. Masking Tape:  Self-adhesive, nonabsorbent, nonstaining, removable without adhesive
residue, and compatible with surfaces adjacent to joints and sealants.

D. Joint Cleaner:  Noncorrosive and nonstaining type, type recommended by sealant
manufacturer; compatible with joint forming materials.

E. Primers:  Type recommended by sealant manufacturer to suit application; nonstaining.
PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that  joints  are ready to receive work.
B. Verify that backing materials are compatible with sealants.
C. Verify that backer rods are of the correct size.

3.02 PREPARATION
A. Remove loose materials and foreign matter that could impair adhesion of sealant.
B. Clean joints, and prime as necessary, in accordance with manufacturer's instructions.
C. Perform preparation in accordance with manufacturer's instructions and ASTM C1193.
D. Mask elements and surfaces adjacent to joints from damage and disfigurement due to sealant

work; be aware that sealant drips and smears may not be completely removable.
E. Concrete Floor Joints That Will Be Exposed in Completed Work:  Test joint filler in an

inconspicuous area to verify that it does not stain or discolor slab.
3.03 INSTALLATION

A. Install this work in accordance with sealant manufacturer's requirements for preparation of
surfaces and material installation instructions.

B. Provide joint sealant installations complying with ASTM C1193.
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C. Measure joint dimensions and size joint backers to achieve the following, unless otherwise
indicated:
1. Width/depth ratio of 2:1.
2. Neck dimension no greater than 1/3 of the joint width.
3. Surface bond area on each side not less than 75 percent of joint width.

D. Install bond breaker backing tape where backer rod cannot be used.
E. Install sealant free of air pockets, foreign embedded matter, ridges, and sags, and without

getting sealant on adjacent surfaces.
F. Do not install sealant when ambient temperature is outside manufacturer's recommended

temperature range, or will be outside that range during the entire curing period, unless
manufacturer's approval is obtained and instructions are followed.

G. Nonsag Sealants:  Tool surface concave, unless otherwise indicated; remove masking tape
immediately after tooling sealant surface.

H. Concrete Floor Joint Filler:  After full cure, shave joint filler flush with top of concrete slab.
3.04 FIELD QUALITY CONTROL

A. See Section 01 40 00 - Quality Requirements for additional requirements.
B. Perform field quality control inspection/testing as specified in PART 1 under QUALITY

ASSURANCE article.
C. Remove and replace failed portions of sealants using same materials and procedures as

indicated for original installation.
3.05 POST-OCCUPANCY

A. Post-Occupancy Inspection:  Perform visual inspection of entire length of project sealant joints
at a time that joints have opened to their greatest width, i.e., at low temperature in thermal
cycle.  Report failures immediately and repair them.

END OF SECTION  07 92 00
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SECTION 08 11 13
HOLLOW METAL DOORS AND FRAMES

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Non-fire-rated hollow metal doors and frames.
B. Thermally insulated hollow metal doors with frames.

1.02 RELATED REQUIREMENTS
A. Section 08 71 00 - Door Hardware.
B. Section 09 91 13 - Exterior Painting:  Field painting.
C. Section 09 91 23 - Interior Painting:  Field painting.

1.03 ABBREVIATIONS AND ACRONYMS
A. ANSI:  American National Standards Institute.
B. ASCE:  American Society of Civil Engineers.
C. HMMA:  Hollow Metal Manufacturers Association.
D. NAAMM:  National Association of Architectural Metal Manufacturers.
E. NFPA:  National Fire Protection Association.
F. SDI:  Steel Door Institute.
G. UL:  Underwriters Laboratories.

1.04 REFERENCE STANDARDS
A. ADA Standards - 2010 ADA Standards for Accessible Design; 2010.
B. ANSI/SDI A250.4 - Test Procedure and Acceptance Criteria for Physical Endurance for Steel

Doors, Frames and Frame Anchors; 2026.
C. ANSI/SDI A250.6 - Recommended Practice for Hardware Reinforcing on Standard Steel Doors

and Frames; 2024.
D. ANSI/SDI A250.8 - Specifications for Standard Steel Doors and Frames (SDI-100); 2023.
E. ANSI/SDI A250.10 - Test Procedure and Acceptance Criteria for Prime Painted Steel Surfaces

for Steel Doors and Frames; 2025.
F. ASTM A653/A653M - Standard Specification for Steel Sheet, Zinc-Coated (Galvanized) or Zinc-

Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process; 2025a.
G. ASTM A1008/A1008M - Standard Specification for Steel, Sheet, Cold-Rolled, Carbon,

Structural, High-Strength Low-Alloy, High-Strength Low-Alloy with Improved Formability,
Required Hardness, Solution Hardened, and Bake Hardenable; 2023, with Editorial Revision.

H. ASTM A1011/A1011M - Standard Specification for Steel, Sheet and Strip, Hot-Rolled, Carbon,
Structural, High-Strength Low-Alloy, High-Strength Low-Alloy with Improved Formability, and
Ultra-High Strength; 2023.

I. ASTM C143/C143M - Standard Test Method for Slump of Concrete; 2026a.
J. ASTM C476 - Standard Specification for Grout for Masonry; 2023.
K. ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials;

2026a.
L. BHMA A156.115 - Hardware Preparation in Steel Doors and Frames; 2016.
M. ICC A117.1 - Accessible and Usable Buildings and Facilities; 2017.
N. NAAMM HMMA 830 - Hardware Selection for Hollow Metal Doors and Frames; 2002.
O. NAAMM HMMA 831 - Hardware Locations for Hollow Metal Doors and Frames; 2024.
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P. NAAMM HMMA 840 - Guide Specifications for Receipt, Storage and Installation of Hollow Metal
Doors and Frames; 2024.

Q. NAAMM HMMA 861 - Guide Specifications for Commercial Hollow Metal Doors and Frames;
2014.

R. SDI 117 - Manufacturing Tolerances for Standard Steel Doors and Frames; 2026.
1.05 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Product Data:  Materials and details of design and construction, hardware locations,

reinforcement type and locations, anchorage and fastening methods, and finishes.
C. Shop Drawings:  Details of each opening, showing elevations, glazing, frame profiles, and any

indicated finish requirements.
D. Installation Instructions:  Manufacturer's published instructions, including any special installation

instructions relating to this project.
1.06 QUALITY ASSURANCE

A. Manufacturer Qualifications:  Company specializing in manufacturing products specified in this
section, with not less than three years documented experience.

B. Installer Qualifications:  Company specializing in performing work of the type specified and with
at least three years of documented experience.

1.07 DELIVERY, STORAGE, AND HANDLING
A. Comply with NAAMM HMMA 840 or ANSI/SDI A250.8 (SDI-100) in accordance with specified

requirements.
B. Protect with resilient packaging; avoid humidity build-up under coverings; prevent corrosion and

adverse effects on factory applied painted finish.
PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Hollow Metal Doors and Frames:
1. Ceco Door, an Assa Abloy Group company:  www.assaabloydss.com/#sle.
2. Curries, an Assa Abloy Group company:  www.assaabloydss.com/#sle.
3. Philipp Manufacturing:  www.philipp-mfg.com.
4. Republic Doors, an Allegion brand:  www.republicdoor.com/#sle.
5. Steelcraft, an Allegion brand; ____:  www.allegion.com/#sle.
6. Substitutions:  See Section 01 60 00 - Product Requirements.

2.02 PERFORMANCE REQUIREMENTS
A. Requirements for Hollow Metal Doors and Frames:

1. Steel Sheet:  Comply with one or more of the following requirements; galvannealed steel
complying with ASTM A653/A653M, cold-rolled steel complying with ASTM
A1008/A1008M, or hot-rolled pickled and oiled (HRPO) steel complying with ASTM
A1011/A1011M, commercial steel (CS) Type B, for each.

2. Accessibility:  Comply with ICC A117.1 and ADA Standards.
3. Exterior Door Top Closures:  Flush end closure channel, with top and door faces aligned.
4. Door Edge Profile:  Manufacturers standard for application indicated.
5. Typical Door Face Sheets:  Flush.
6. Glazed Lights:  Non-removable stops on non-secure side; sizes and configurations as

indicated on drawings. Style:  Manufacturer's standard.
7. Hardware Preparations, Selections and Locations:  Comply with NAAMM HMMA 830 and

NAAMM HMMA 831 or BHMA A156.115 and ANSI/SDI A250.8 (SDI-100) in accordance
with specified requirements.
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8. Zinc Coating for Typical Interior and/or Exterior Locations:  Provide metal components
zinc-coated (galvanized) and/or zinc-iron alloy-coated (galvannealed) by the hot-dip
process in accordance with ASTM A653/A653M, with manufacturer's standard coating
thickness, unless noted otherwise for specific hollow metal doors and frames.
a. Based on SDI Standards:  Provide at least A40/ZF120 (galvannealed) when

necessary, coating not required for typical interior door applications, and at least
A60/ZF180 (galvannealed) for corrosive locations.

B. Combined Requirements:  If a particular door and frame unit is indicated to comply with more
than one type of requirement, comply with the specified requirements for each type; for
instance, an exterior door that is also indicated as being sound-rated must comply with the
requirements specified for exterior doors and for sound-rated doors; where two requirements
conflict, comply with the most stringent.

2.03 HOLLOW METAL DOORS
A. Minimum Hardware Reinforcing for Steel Doors:

1. Butts and Pivots: 7 gauge steel; Full interior width at door by 10-inches long at each
location.

2. Closers: Inverted steel channel; 6-inch sides by 18 inches long.
3. Locks: 12 gauge steel; Size to template.
4. Surface Applied Hardware:  12 gauge steel; Size to template.

B. Exterior Doors:  Thermally insulated.
1. Based on SDI Standards:  ANSI/SDI A250.8 (SDI-100).

a. Level ​2 - Heavy-duty​.
b. Physical Performance ​Level B, 500,000 cycles​; in accordance with ANSI/SDI A250.4.
c. Model 1 - Full Flush.
d. Door Face Metal Thickness:  ​18 gage, 0.042 inch​, minimum.
e. Zinc Coating:  A60/ZF180 galvannealed coating; ASTM A653/A653M.

2. Door Core Material:  ​Polystyrene, 1 lbs/cu ft minimum density​.
a. Foam Plastic Insulation:  Manufacturer's standard board insulation with maximum

flame spread index (FSI) of 75, and maximum smoke developed index (SDI) of 450 in
accordance with ASTM E84, and completely enclosed within interior of door.

3. Door Thermal Resistance:  R-Value of 6.0 minimum, for installed thickness of polystyrene.
4. Door Thickness:  1-3/4 inches, nominal.
5. Weatherstripping:  Refer to Section 08 71 00.
6. Door Finish:  Factory primed and field finished.

C. Interior Doors, Non-Fire Rated:
1. Based on SDI Standards:  ANSI/SDI A250.8 (SDI-100).

a. Level ​2 - Heavy-duty​.
b. Physical Performance ​Level B, 500,000 cycles​; in accordance with ANSI/SDI A250.4.
c. Model 1 - Full Flush.
d. Door Face Metal Thickness:  ​18 gage, 0.042 inch​, minimum.

2. Door Core Material:  Manufacturers standard core material/construction and in compliance
with requirements.

3. Door Thickness:  1-3/4 inches, nominal.
4. Door Finish:  Factory primed and field finished.

2.04 HOLLOW METAL FRAMES
A. Comply with standards and/or custom guidelines as indicated for corresponding door in

accordance with applicable door frame requirements.
B. Minimum Hardware Reinforcing for Steel Frames:

1. Butts and Pivots:  1/4" thick steel plate; Full interior width at frame by 10-inches long at
each location.

2. Closers: 12 gauge steel; 6-inch sides by 18 inches long.
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3. Locks: 12 gauge steel; Size to template.
4. Surface Applied Hardware: 12 gauge steel; Size to template.
5. Dust Covers: 20 gauge steel: Full length of frame.

C. Exterior Door Frames:  Full profile/continuously welded type.
1. Galvanizing:  Components hot-dipped zinc-iron alloy-coated (galvannealed) in accordance

with ASTM A653/A653M, with A40/ZF120 coating.
2. Frame Metal Thickness:  14 gage, 0.067 inch, minimum.
3. Frame Finish:  Factory primed and field finished.
4. Weatherstripping:  Separate, see Section 08 71 00.

D. Interior Door Frames, Non-Fire Rated:  Full profile/continuously welded type.
1. Frame Metal Thickness:  16 gage, 0.053 inch, minimum.
2. Frame Finish:  Factory primed and field finished.

E. Mullions for Pairs of Doors:  Removable type, with profile similar to jambs.
F. Provide mortar guard boxes for hardware cut-outs in frames to be installed in masonry or to be

grouted.
G. Frames in Masonry Walls:  Size to suit masonry coursing with head member 4 inches high to fill

opening without cutting masonry units.
2.05 FINISHES

A. Primer:  Rust-inhibiting, complying with ANSI/SDI A250.10, door manufacturer's standard.
B. Bituminous Coating:  Ultra-high build asphalt emulsion, single-component, water-proof coating

in compliance with MIL-C-18480-B.  Apply wet to 18.0 mils in one or two coats.  Total dry film
thickness of not less than 12 mils or in excess of 30 mils.
1. Provide coating on the inside face of all exterior steel frames to minimally cover the

bottom 18 inches of the frame.
2.06 ACCESSORIES

A. Glazing:  As specified in Section 08 80 00, factory installed.
B. Removable Stops:  Formed sheet steel, shape as indicated on drawings, mitered or butted

corners; prepared for countersink style tamper proof screws.
C. Astragals for Double Doors:  Specified in Section 08 71 00.
D. Grout for Frames:  Mortar grout complying with ASTM C476 with maximum slump of 4 inches

as measured in accordance with ASTM C143/C143M for hand troweling in place; plaster grout
and thinner pumpable grout are prohibited.

E. Silencers:  Resilient rubber, fitted into drilled hole; provide three on strike side of single door,
three on center mullion of pairs, and two on head of pairs without center mullions.

F. Temporary Frame Spreaders:  Provide for factory- or shop-assembled frames.
PART 3  EXECUTION
3.01 EXAMINATION

A. Verify existing conditions before starting work.
B. Verify that opening sizes and tolerances are acceptable.
C. Verify that finished walls are in plane to ensure proper door alignment.

3.02 PREPARATION
A. Coat inside of frames to be installed in masonry or to be grouted, with bituminous coating, prior

to installation.
B. Coat inside of other frames with bituminous coating to a thickness of 1/16 inch.
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3.03 INSTALLATION
A. Install doors and frames in accordance with manufacturer's instructions and related

requirements of specified door and frame standards or custom guidelines indicated.
B. Coordinate frame anchor placement with wall construction.
C. Grout frames in masonry construction, using hand trowel methods; brace frames so that

pressure of grout before setting will not deform frames.
D. Install door hardware as specified in Section 08 71 00.

1. Comply with recommended practice for hardware placement of doors and frames in
accordance with ANSI/SDI A250.6 or NAAMM HMMA 861.

E. Comply with glazing installation requirements of Section 08 80 00.
F. Coordinate installation of electrical connections to electrical hardware items.
G. Touch up damaged factory finishes.

3.04 TOLERANCES
A. Clearances Between Door and Frame:  Comply with related requirements of specified frame

standards or custom guidelines indicated in accordance with SDI 117 or NAAMM HMMA 861.
B. Maximum Diagonal Distortion:  1/16 inch measured with straight edge, corner to corner.

3.05 ADJUSTING
A. Adjust for smooth and balanced door movement.

3.06 SCHEDULE
A. Refer to Door and Frame Schedule on the drawings.

END OF SECTION  08 11 13
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SECTION 08 33 13
COILING COUNTER DOORS - OVERHEAD DOOR

PART 1 GENERAL
1.01 SECTION INCLUDES

A. Metal coiling counter doors.
1.02 RELATED REQUIREMENTS

A. Section 06 10 00 - Rough Carpentry:  Rough openings.
B. Section 07 92 00 - Joint Sealants:  Sealing joints between frames and adjacent construction.
C. Section 26 05 83 - Wiring Connections:  Power to disconnect.

1.03 REFERENCE STANDARDS
A. ASTM A240/A240M - Standard Specification for Chromium and Chromium-Nickel Stainless

Steel Plate, Sheet, and Strip for Pressure Vessels and for General Applications; 2025a.
1.04 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Product Data:  Submit manufacturer's standard literature showing materials and details of

construction and finish. Include data on electrical operation.
C. Shop Drawings:  Indicate rough and actual opening dimensions, anchorage methods, hardware

locations, and installation details.
D. Samples:  Two slat samples or color chips, 4 inches long, illustrating shape, color, and finish

texture.
E. Manufacturer's qualification statement.
F. Installer's qualification statement.
G. Operation and Maintenance Data:  Indicate modes of operation, lubrication requirements and

frequency, and periodic adjustments required.
H. Executed warranty.
I. Specimen warranty.

1.05 QUALITY ASSURANCE
A. Manufacturer Qualifications:  Company specializing in manufacturing products specified in this

section with minimum three years of experience.
B. Installer Qualifications:  Company specializing in performing work of type specified and with

minimum three years of documented experience.
1.06 WARRANTY

A. See Section 01 78 00 - Closeout Submittals for additional warranty requirements.
B. Manufacturer Warranty:  Provide manufacturer warranty for counterbalance shaft assembly for

years indicated under individual doors. Complete forms in Owner's name and register with
manufacturer.

PART 2 PRODUCTS
2.01 MANUFACTURERS

A. Overhead Door Corporation; _____:  www.overheaddoor.com/#sle.
B. Substitutions:  See Section 01 60 00 - Product Requirements.

2.02 METAL COILING COUNTER DOORS
A. Overhead Door Corporation; Model 650.

1. Slats:  Interlocking, roll-formed, metal slats.
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2. Width:  ​8 feet​.
3. Height:  ​5 feet​.
4. Mounting:  ​​Between jamb​​.
5. Opening Speed:  Door to operate at variable speed up to 8 inches per second.
6. Closing Speed:  Door to operate at variable speed up to 12 inches per second.
7. Door-Only Warranty:  Two years.
8. Curtain Material:  22-gauge, 0.0336-inch galvanized steel; endlocks attached to alternate

slats maintain curtain alignment and prevent lateral slat movement.
a. Slat Profile:  F-158.
b. Finish:

1) ​PowderGuard premium powder coat​.​ Color:   as selected from manufacturer's
full line .​

9. Bottom Bar:  Galvanized steel.
a. Profile:  Single angle.
b. Finish:  ​​Match curtain​​.​​​​

10. Locking Options to Include:  Slide lock.
a. Lock Locations:  Both jambs.
b. Lock Access:  Coil side.

11. Weatherstripping and Seals:
a. Bottom Seal Astragal:  Required. 

12. Side Guides, Channels:  Constructed of aluminum with members fully bolted together.
a. Finish:  ​​Match curtain​​.​​​​

13. Brackets:  Galvanized steel to support counterbalance assembly and curtain.
a. Finish:  ​​Match curtain​​.​​​​

14. Counterbalance Assembly:  Helical-torsion-spring type, housed in steel tube or pipe barrel
and supporting curtain with deflection limited to 0.03 inch per foot of span; adjustable
spring tension required.

15. Hood: 
a. Manufacturer's standard sheet metal.

1) 24-gauge, 0.276-inch galvanized steel.
2) Finish:  ​​Match curtain​​.​​​​

b. Not required.
16. Manual Operation:  Push up.

PART 3 EXECUTION
3.01 EXAMINATION

A. Verify adjacent construction is suitable for door installation.
B. Verify electrical services have been installed and are accessible.
C. Verify door opening is plumb, header is level, and dimensions are correct.
D. Notify Architect of unacceptable conditions or varying dimensions.
E. Commencement of installation indicates acceptance of substrate and door opening conditions.

3.02 INSTALLATION
A. Install units in accordance with manufacturer's instructions.
B. Use anchorage devices to securely fasten assembly to wall construction and building framing

without distortion or stress.
C. Securely and rigidly brace components suspended from structure.
D. Fit and align assembly including hardware; level and plumb to provide smooth operation.
E. Coordinate installation of electrical service; see Section 26 05 83.
F. Complete wiring from disconnect to unit components.
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G. Complete wiring from fire alarm system.
3.03 TOLERANCES

A. Maintain dimensional tolerances and alignment with adjacent work.
B. Maximum Variation from Plumb:  ​1/16 inch​.
C. Maximum Variation from Level:  ​1/16 inch​.
D. Longitudinal or Diagonal Warp:  Plus or minus ​1/8 inch per 10 feet​ straight edge.

3.04 ADJUSTING
A. Adjust operating assemblies for smooth and noiseless operation.

3.05 CLEANING
A. See Section 01 70 00 - Execution and Closeout Requirements for additional requirements.
B. Clean installed components.
C. Remove labels and visible markings.

END OF SECTION  08 33 13
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SECTION 08 54 00
COMPOSITE WINDOWS

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Factory fabricated composite windows with fixed and operating sash.
B. Operating hardware.
C. Insect screens.

1.02 RELATED REQUIREMENTS
A. Section 07 25 00 - Weather Barriers:  Perimeter water-resistive barrier seal between composite

window frame and adjacent construction.
B. Section 07 92 00 - Joint Sealants:  Sealing joints between frames and adjacent construction.

1.03 REFERENCE STANDARDS
A. AAMA 502 - Voluntary Specification for Field Testing of Newly Installed Fenestration Products;

2021.
B. AAMA 1503 - Voluntary Test Method for Thermal Transmittance and Condensation Resistance

of Windows, Doors and Glazed Wall Sections; 2009.
A. AAMA/WDMA/CSA 101/I.S.2/A440 - North American Fenestration Standard/Specification for

Windows, Doors, and Skylights; 2022, with Errata (2023).
B. ASTM E283/E283M - Standard Test Method for Determining Rate of Air Leakage Through

Exterior Windows, Skylights, Curtain Walls, and Doors Under Specified Pressure Differences
Across the Specimen; 2019.

C. ASTM E330/E330M - Standard Test Method for Structural Performance of Exterior Windows,
Doors, Skylights and Curtain Walls by Uniform Static Air Pressure Difference; 2014
(Reapproved 2021).

D. ASTM E783 - Standard Test Method for Field Measurement of Air Leakage Through Installed
Exterior Windows and Doors; 2002 (Reapproved 2018).

E. ASTM E1105 - Standard Test Method for Field Determination of Water Penetration of Installed
Exterior Windows, Skylights, Doors, and Curtain Walls, by Uniform or Cyclic Static Air Pressure
Difference; 2015 (Reapproved 2023).

F. ASTM E2112 - Standard Practice for Installation of Exterior Windows, Doors and Skylights;
2023.

1.04 ADMINISTRATIVE REQUIREMENTS
A. Preinstallation Meeting:  Convene one week before starting work of this section.

1.05 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Product Data:  Provide component dimensions, anchorage and fasteners, glass, internal

drainage details, and ________.
C. Shop Drawings:  Indicate opening dimensions, framed opening tolerances, affected related

work, installation requirements, and ________.
D. Test and Evaluation Reports:  Submit certified label or test report on products as indicated

under performance requirements to validate product compliance.
E. Field Quality Control Submittals:  Report of field testing for water penetration and air leakage.
F. Installer's Qualification Statement.
G. Warranty Documentation:  Submit manufacturer warranty and ensure that forms have been

completed in Owner's name and registered with manufacturer.
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1.06 QUALITY ASSURANCE
A. Installer Qualifications:  Company specializing in performing work of type specified and with at

least three years of documented experience.
1.07 DELIVERY, STORAGE, AND HANDLING

A. Protect finished surfaces with wrapping.  Do not use adhesive papers or sprayed coatings that
bond when exposed to sunlight or weather.

B. Jig, brace, and box the window frame assemblies for transport to minimize flexing of members
or joints.

1.08 FIELD CONDITIONS
A. Do not install sealants when ambient temperature is less than 40 degrees F.
B. Maintain this minimum temperature during and after installation of sealants.

1.09 WARRANTY
A. See Section 01 78 00 - Closeout Submittals for additional warranty requirements.
B. Provide ten year manufacturer warranty for insulated glass units from seal failure, interpane

dusting or misting, and replacement of same.  Include coverage for degradation of color finish.
PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Composite Windows:
1. Andersen Windows, Inc​​; 200 Series Gliding Window​​:  www.andersenwindows.com/#sle.
2. Substitutions:  See Section 01 60 00 - Product Requirements.

2.02 COMPOSITE WINDOW UNITS
A. Composite Windows:  Hollow, extruded composite material consisting of 40 percent wood fiber

and 60 percent thermoplastic polymer by weight; factory fabricated; with vision glass, related
flashings, anchorage and attachment devices.
1. Interior Color:  ​As selected by Architect from manufacturer's standard line​.
2. Exterior Color:  ​As selected by Architect from manufacturer's standard line​.
3. Frame Depth:  3-1/4 inch, minimum.
4. Frame Joining System:  Attachment system for horizontal and vertical multiple window

frames in compliance with designated project requirements.
a. Joining Strip:  Kerfed and reinforced fiberglass strip, 3-11/64 inch wide by 1/2 inch

thick for applying interior and exterior vinyl trim, end plugs, flange and gusset gasket,
and galvanized steel gusset plates.

b. Vinyl trim color to match exposed frame colors.
c. Fasteners:  Corrosion resistant screws as recommended by manufacturer for

required applications.
5. Glass Stops:  Same material and color as frame, sloped for wash, factory applied.

2.03 COMPONENTS
A. Insect Screen Frame:  Aluminum frame of rectangular sections; fit with adjustable hardware;

nominal size similar to operable glazed unit.
1. Frame Color:  Match window frame color.

B. Insect Screens:  Fiberglass cloth mesh, secured with vinyl spline.
C. Fasteners:  Stainless steel.

2.04 PERFORMANCE REQUIREMENTS
A. Comply with AAMA/WDMA/CSA 101/I.S.2/A440 requirements in accordance with the following:

1. Performance Class (PC):  LC.
B. Test and Evaluation Reports:  Windows comply with AAMA/WDMA/CSA 101/I.S.2/A440

performance requirements as indicated by having AAMA, WDMA, or CSA certified label, or an
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independent test report for indicated products itemizing compliance and acceptable by
authorities having jurisdiction.

C. Design Pressure (DP):  In accordance with applicable codes.
D. Measure performance of units by testing in accordance with ASTM E330/E330M, using test

pressure equal to 1.5 times the design wind pressure and 10 second duration of maximum
load.

E. Deflection:  Limit member deflection to 1/200 of the longer dimension with full recovery of
glazing materials.

F. Assembly:  To accommodate, without damage to components or deterioration of seals,
movement between window and perimeter framing, deflection of lintel.

G. Overall Thermal Transmittance, U-Factor:  0.35, maximum, including glazing, measured on
project-specific window sizes.

2.05 GLASS AND GLAZING MATERIALS
A. Glass and Glazing Materials: Insulating Glass Units: Vision glass, double glazed with Low-E

Coating.
2.06 HARDWARE

A. Horizontal Sliding Sash:  Extruded PVC interfacing tracks, limit stops in head and sill track.
1. Sash Lock:  Cam lock and keeper.

B. Finish For Exposed Hardware:  Match window finish.
2.07 FABRICATION

A. Factory fabricate framing, mullions and sash members with rigid corners and joints.
Supplement frame sections with internal reinforcement where required for structural rigidity.

B. Form sills and stools in one piece.  Slope sills for wash.
C. Fabricate components with minimum clearances and shim spacing around perimeter of window

assembly, and allowing for installation and dynamic movement of perimeter seal.
D. Arrange fasteners to be concealed from view.
E. Permit internal drainage weep holes and channels to migrate moisture to exterior.  Provide

internal drainage of glazing spaces to exterior through weep holes.
F. Assemble insect screen frame, miter and reinforced frame corners.  Fit mesh taut into frame

and secure.  Fit frame with four spring loaded steel pin retainers.
G. Factory glaze window units.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify wall openings and adjoining water-resistive barrier seal materials are ready to receive
work of this section.

3.02 INSTALLATION
A. Install composite window units in accordance with manufacturer's instructions.
B. Attach window frame and shims to perimeter of opening to accommodate construction

tolerances and other irregularities.
C. Align window plumb and level, free of warp or twist.  Maintain dimensional tolerances and

alignment with adjacent work.
D. Set sill members and sill flashing in continuous bead of sealant.
E. Provide thermal isolation where components penetrate or disrupt building insulation.  Pack

fibrous insulation in shim spaces at perimeter of assembly to maintain continuity of thermal
barrier.
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F. Install operating hardware.
G. Install glass and infill panels, in accordance with glazing method required to achieve

performance criteria; see Section 08 80 00.
3.03 TOLERANCES

A. Maximum Variation from Level or Plumb:  1/16 inch per 3 ft or 1/2 inch per 100 ft, non-
cumulative, whichever is less.

3.04 FIELD QUALITY CONTROL
A. See Section 01 40 00 - Quality Requirements for independent field testing and inspection

requirements, and requirements for monitoring quality of specified product installations.
B. Provide field testing of installed composite windows by independent laboratory in accordance

with AAMA 502 and AAMA/WDMA/CSA 101/I.S.2/A440 during construction process and before
installation of interior finishes.
1. Field test for water penetration in accordance with ASTM E1105 using Procedure B -

cyclic static air pressure difference; test pressure shall not be less than 1.9 psf.
2. Field test for air leakage in accordance with ASTM E783 with uniform static air pressure

difference of 6.27 psf.
C. Repair or replace fenestration components that have failed designated field testing, and retest

to verify performance complies with specified requirements.
3.05 ADJUSTING

A. Adjust hardware for smooth operation and secure weathertight closure.
3.06 CLEANING

A. Remove protective material from pre-finished surfaces.
B. Wash surfaces by method recommended and acceptable to window manufacturer; rinse and

wipe surfaces clean.
C. Remove excess glazing sealant by moderate use of mineral spirits or other solvent acceptable

to sealant manufacturer.
END OF SECTION  08 54 00
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SECTION 09 05 61
COMMON WORK RESULTS FOR FLOORING PREPARATION

PART 1  GENERAL
1.01 SECTION INCLUDES

A. This section applies to floors identified in Contract Documents that are receiving the following
types of floor coverings:
1. Carpet tile.
2. ​Fluid-Applied Flooring​.

B. Preparation of ​​new​​ concrete floor slabs for installation of floor coverings.
C. Testing of concrete floor slabs for moisture and alkalinity (pH).
D. Remediation of concrete floor slabs due to unsatisfactory moisture or alkalinity (pH) conditions.

1. Contractor shall perform all specified remediation of concrete floor slabs.  If such
remediation is indicated by testing agency's report and is due to a condition not under
Contractor's control or could not have been predicted by examination prior to entering into
the contract, a contract modification will be issued.

E. Patching compound.
F. Remedial floor coatings.
G. Preparation of ​new​ wood-based ​floors and subfloors​ for installation of new floor coverings.

1.02 RELATED REQUIREMENTS
A. Section 01 40 00 - Quality Requirements:  Additional requirements relating to testing agencies

and testing.
B. Section 03 30 00 - Cast-in-Place Concrete:  Moisture emission reducing curing and sealing

compound for slabs to receive adhered flooring, to prevent moisture content-related flooring
failures; to remain in place, not to be removed.

C. Section 03 30 00 - Cast-in-Place Concrete:  Concrete admixture for slabs to receive adhered
flooring, to prevent moisture content-related flooring failures.

D. Section 03 30 00 - Cast-in-Place Concrete:  Limitations on curing requirements for new
concrete floor slabs.

1.03 REFERENCE STANDARDS
A. ASTM C109/C109M - Standard Test Method for Compressive Strength of Hydraulic Cement

Mortars (Using 50 mm [2 in.] Cube Specimens); 2023.
B. ASTM C472 - Standard Test Methods for Physical Testing of Gypsum, Gypsum Plasters, and

Gypsum Concrete; 2020.
C. ASTM F1869 - Standard Test Method for Measuring Moisture Vapor Emission Rate of Concrete

Subfloor Using Anhydrous Calcium Chloride; 2023.
D. ASTM F2170 - Standard Test Method for Determining Relative Humidity in Concrete Floor

Slabs Using in situ Probes; 2019a.
1.04 ADMINISTRATIVE REQUIREMENTS
1.05 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Floor Covering and Adhesive Manufacturers' Product Literature:  For each specific combination

of substrate, floor covering, and adhesive to be used; showing:
1. Moisture and alkalinity (pH) limits and test methods.
2. Manufacturer's required bond/compatibility test procedure.

C. Remedial Materials Product Data (if required):  Manufacturer's published data on each product
to be used for remediation.
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1. Manufacturer's qualification statement.
2. Certificate:  Manufacturer's certification of compatibility with types of flooring applied over

remedial product.
3. Test reports indicating compliance with specified performance requirements, performed by

nationally recognized independent testing agency.
4. Manufacturer's installation instructions.

D. Testing Agency's Report:
1. Description of areas tested; include floor plans and photographs if helpful.
2. Summary of conditions encountered.
3. Moisture and alkalinity (pH) test reports.
4. Copies of specified test methods.
5. Recommendations for remediation of unsatisfactory surfaces.
6. Product data for recommended remedial coating.
7. Submit report not more than two business days after conclusion of testing.

E. Adhesive Bond and Compatibility Test Report.
1.06 QUALITY ASSURANCE

A. Contractor may perform adhesive and bond test with Contractor's own personnel or hire a
testing agency.

B. Testing Agency Qualifications:  Independent testing agency experienced in the types of testing
specified.
1. Submit evidence of experience consisting of at least 3 test reports of the type required,

with project Owner's project contact information.
C. Contractor's Responsibility Relating to Independent Agency Testing:

1. Provide access for and cooperate with testing agency.
2. Confirm date of start of testing at least 10 days prior to actual start.
3. Allow at least 4 business days on site for testing agency activities.
4. Achieve and maintain specified ambient conditions.
5. Notify Architect when specified ambient conditions have been achieved and when testing

will start.
1.07 DELIVERY, STORAGE, AND HANDLING

A. Deliver, store, handle, and protect products in accordance with manufacturer’s instructions and
recommendations.

B. Deliver materials in manufacturer’s packaging; include installation instructions.
C. Keep materials from freezing.

1.08 FIELD CONDITIONS
A. Maintain ambient temperature in spaces where concrete testing is being performed, and for at

least 48 hours prior to testing, at not less than 65 degrees F or more than 85 degrees F.
B. Maintain relative humidity in spaces where concrete testing is being performed, and for at least

48 hours prior to testing, at not less than 40 percent and not more than 60 percent.
PART 2  PRODUCTS
2.01 MATERIALS

A. Patching Compound:  Floor covering manufacturer's recommended product, suitable for
conditions, and compatible with adhesive and floor covering.  In the absence of any
recommendation from flooring manufacturer, provide a product with the following
characteristics:
1. Cementitious moisture-, mildew-, and alkali-resistant compound, compatible with floor,

floor covering, and floor covering adhesive, and capable of being feathered to nothing at
edges.
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2. Compressive Strength:  3000 psi, minimum, after 28 days, when tested in accordance with
ASTM C109/C109M or ASTM C472, whichever is appropriate.

3. Products:
a. ARDEX Engineered Cements; ARDEX Feather Finish:

 www.ardexamericas.com/#sle.
b. H.B. Fuller Construction Products, Inc; TEC Feather Edge Skim Coat:

 www.tecspecialty.com/#sle.
c. LATICRETE International, Inc; SKIM LITE:  www.laticrete.com/#sle.
d. USG Corporation; Durock Brand Advanced Skim Coat Floor Patch:

 www.usg.com/#sle.
e. Substitutions:  See Section 01 60 00 - Product Requirements.

B. Alternate Flooring Adhesive:  Floor covering manufacturer's recommended product, suitable for
the moisture and pH conditions present; low-VOC.  In the absence of any recommendation
from flooring manufacturer, provide a product recommended by adhesive manufacturer as
suitable for substrate and floor covering and for conditions present.

C. Remedial Floor Coating (if required) :  Single- or multi-layer coating or coating/overlay
combination intended by its manufacturer to resist water vapor transmission to degree sufficient
to meet flooring manufacturer's emission limits, resistant to the level of alkalinity (pH) found,
and suitable for adhesion of flooring without further treatment.
1. Thickness:  As required for application and in accordance with manufacturer's installation

instructions.
2. Use product recommended by testing agency.

PART 3  EXECUTION
3.01 CONCRETE SLAB PREPARATION

A. Perform following operations in the order indicated:
1. Existing concrete slabs (on-grade and elevated) with existing floor coverings:

a. Visual observation of existing floor covering, for adhesion, water damage, alkaline
deposits, and other defects.

b. Removal of existing floor covering.
2. Preliminary cleaning.
3. Moisture vapor emission tests; 3 tests in the first 1000 square feet and one test in each

additional 1000 square feet, unless otherwise indicated or required by flooring
manufacturer.

4. Internal relative humidity tests; in same locations as moisture vapor emission tests, unless
otherwise indicated.

5. Alkalinity (pH) tests; in same locations as moisture vapor emission tests, unless otherwise
indicated.

6. Specified remediation, if required.
7. Patching, smoothing, and leveling, as required.
8. Other preparation specified.
9. Adhesive bond and compatibility test.
10. Protection.

B. Remediations:
1. Active Water Leaks or Continuing Moisture Migration to Surface of Slab:  Correct this

condition before doing any other remediation; re-test after correction.
2. Excessive Moisture Emission or Relative Humidity:  If an adhesive that is resistant to the

level of moisture present is available and acceptable to flooring manufacturer, use that
adhesive for installation of the flooring; if not, apply remedial floor coating or remedial
sheet membrane over entire suspect floor area.

3. Excessive Alkalinity (pH):  If remedial floor coating is necessary to address excessive
moisture, no additional remediation is required; if not, if an adhesive that is resistant to the
level present is available and acceptable to the flooring manufacturer, use that adhesive
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for installation of the flooring; otherwise, apply a skim coat of specified patching compound
over entire suspect floor area.

3.02 PRELIMINARY CLEANING
A. Clean floors of dust, solvents, paint, wax, oil, grease, asphalt, residual adhesive, adhesive

removers, film-forming curing compounds, sealing compounds, alkaline salts, excessive
laitance, mold, mildew, and other materials that might prevent adhesive bond.

B. Do not use solvents or other chemicals for cleaning.
3.03 MOISTURE VAPOR EMISSION TESTING

A. Where the floor covering manufacturer's requirements conflict with either the referenced test
method or this specification, comply with the manufacturer's requirements.

B. Where this specification conflicts with the referenced test method, comply with the requirements
of this section.

C. Test in accordance with ASTM F1869 and as follows.
D. Plastic sheet test and mat bond test may not be substituted for the specified ASTM test

method, as those methods do not quantify the moisture content sufficiently.
E. In the event that test values exceed floor covering manufacturer's limits, perform remediation as

indicated.  In the absence of manufacturer limits, perform remediation if test values exceed 3
pounds per 1000 square feet per 24 hours.

F. Report:  Report the information required by the test method.
3.04 INTERNAL RELATIVE HUMIDITY TESTING

A. Where the floor covering manufacturer's requirements conflict with either the referenced test
method or this specification, comply with the manufacturer's requirements.

B. Where this specification conflicts with the referenced test method, comply with the requirements
of this section.

C. Test in accordance with ASTM F2170 Procedure A and as follows.
D. Testing with electrical impedance or resistance apparatus may not be substituted for the

specified ASTM test method, as the values determined are not comparable to the ASTM test
values and do not quantify the moisture content sufficiently.

E. In the event that test values exceed floor covering manufacturer's limits, perform remediation as
indicated.  In the absence of manufacturer limits, perform remediation if any test value exceeds
75 percent relative humidity.

F. Report:  Report the information required by the test method.
3.05 ALKALINITY TESTING

A. Where the floor covering manufacturer's requirements conflict with either the referenced test
method or this specification, comply with the manufacturer's requirements.

B. In the event that test values exceed floor covering manufacturer's limits, perform remediation as
indicated.  In the absence of manufacturer limits, perform remediation if alkalinity (pH) test
value is over 10.

3.06 PREPARATION
A. See individual floor covering section(s) for additional requirements.
B. Comply with requirements and recommendations of floor covering manufacturer.
C. Fill and smooth surface cracks, grooves, depressions, control joints and other non-moving

joints, and other irregularities with patching compound.
D. Do not fill expansion joints, isolation joints, or other moving joints.
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3.07 ADHESIVE BOND AND COMPATIBILITY TESTING
A. Comply with requirements and recommendations of floor covering manufacturer.

3.08 APPLICATION OF REMEDIAL FLOOR COATING
A. Comply with requirements and recommendations of coating manufacturer.

3.09 APPLICATION OF REMEDIAL FLOOR TREATMENT
A. Comply with requirements and recommendations of treatment manufacturer.

3.10 PROTECTION
A. Cover prepared floors with building paper or other durable covering.

END OF SECTION  09 05 61
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SECTION 09 21 16
GYPSUM BOARD ASSEMBLIES

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Performance criteria for gypsum board assemblies.
B. Acoustic insulation.
C. Gypsum wallboard.
D. Joint treatment and accessories.

1.02 RELATED REQUIREMENTS
A. Section 05 40 00 - Cold-Formed Metal Framing:  Structural steel stud framing.
B. Section 06 10 00 - Rough Carpentry:  Building framing and sheathing.
C. Section 06 10 00 - Rough Carpentry:  Wood blocking product and execution requirements.
D. Section 07 25 00 - Weather Barriers:  Water-resistive barrier over sheathing.
E. Section 07 84 00 - Firestopping:  Top-of-wall assemblies at fire-resistance-rated walls.
F. Section 07 92 00 - Joint Sealants:  Sealing acoustical gaps in construction other than gypsum

board or plaster work.
G. Section 09 30 00 - Tiling:  Tile backing board.

1.03 REFERENCE STANDARDS
A. AISI S100 - North American Specification for the Design of Cold-Formed Steel Structural

Members; 2016, with Supplement (2020).
B. AISI S220 - North American Standard for Cold-Formed Steel Nonstructural Framing; 2020.
C. ANSI A108.11 - American National Standard Specifications for Interior Installation of

Cementitious Backer Units; 2023.
D. ASTM A653/A653M - Standard Specification for Steel Sheet, Zinc-Coated (Galvanized) or Zinc-

Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process; 2025a.
E. ASTM C475/C475M - Standard Specification for Joint Compound and Joint Tape for Finishing

Gypsum Board; 2017 (Reapproved 2022).
F. ASTM C557 - Standard Specification for Adhesives for Fastening Gypsum Wallboard to Wood

Framing; 2003 (Reapproved 2017).
G. ASTM C665 - Standard Specification for Mineral-Fiber Blanket Thermal Insulation for Light

Frame Construction and Manufactured Housing; 2024.
H. ASTM C754 - Standard Specification for Installation of Steel Framing Members to Receive

Screw-Attached Gypsum Panel Products; 2020.
I. ASTM C840 - Standard Specification for Application and Finishing of Gypsum Board; 2025.
J. ASTM C954 - Standard Specification for Steel Drill Screws for the Application of Gypsum Panel

Products or Metal Plaster Bases to Steel Studs from 0.033 in. (0.84 mm) to 0.112 in. (2.84 mm)
in Thickness; 2022.

K. ASTM C1002 - Standard Specification for Steel Self-Piercing Tapping Screws for Application of
Gypsum Panel Products or Metal Plaster Bases to Wood Studs or Steel Studs; 2022.

L. ASTM C1007 - Standard Specification for Installation of Load Bearing (Transverse and Axial)
Steel Studs and Related Accessories; 2020 (Reapproved 2024).

M. ASTM C1047 - Standard Specification for Accessories for Gypsum Wallboard and Gypsum
Veneer Base; 2019.
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N. ASTM C1177/C1177M - Standard Specification for Glass Mat Gypsum Substrate for Use as
Sheathing; 2024.

O. ASTM C1178/C1178M - Standard Specification for Coated Glass Mat Water-Resistant Gypsum
Backing Panel; 2024.

P. ASTM C1280 - Standard Specification for Application of Exterior Gypsum Panel Products for
Use as Sheathing; 2025.

Q. ASTM C1325 - Standard Specification for Fiber-Mat Reinforced Cementitious Backer Units;
2025.

R. ASTM C1396/C1396M - Standard Specification for Gypsum Board; 2024.
S. ASTM C1629/C1629M - Standard Classification for Abuse-Resistant Nondecorated Interior

Gypsum Panel Products and Fiber-Reinforced Cement Panels; 2024.
T. ASTM D3273 - Standard Test Method for Resistance to Growth of Mold on the Surface of

Interior Coatings in an Environmental Chamber; 2021.
U. ASTM E90 - Standard Test Method for Laboratory Measurement of Airborne Sound

Transmission Loss of Building Partitions and Elements; 2023.
V. ASTM E413 - Classification for Rating Sound Insulation; 2022.
W. GA-216 - Application and Finishing of Gypsum Panel Products; 2024.

1.04 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Product Data:

1. Provide data on metal framing, gypsum board, accessories, and joint finishing system.
2. Provide manufacturer's data on partition head to structure connectors, showing

compliance with requirements.
C. Shop Drawings:  Indicate special details associated with ​acoustic seals​.
D. Test Reports:  For stud framing products that do not comply with AISI S220 or ASTM C754,

provide independent laboratory reports showing maximum stud heights at required spacings
and deflections.

1.05 QUALITY ASSURANCE
A. ​Installer​ Qualifications:  Company specializing in performing work of the type specified and with

at least ​five​ years of​ documented​ experience​​.
PART 2  PRODUCTS
2.01 GYPSUM BOARD ASSEMBLIES

A. Provide completed assemblies complying with ASTM C840 and GA-216.
B. Interior Partitions​​:  Provide completed assemblies with the following characteristics:

1. Acoustic Attenuation:  STC of 45-49 calculated in accordance with ASTM E413, based on
tests conducted in accordance with ASTM E90.

2.02 BOARD MATERIALS
A. Manufacturers - Gypsum-Based Board:

1. American Gypsum Company​​:  www.americangypsum.com/#sle.
2. Georgia-Pacific Gypsum​​:  www.gpgypsum.com/#sle.
3. Gold Bond Building Products, LLC provided by National Gypsum Company​​:

 www.goldbondbuilding.com/#sle.
4. USG Corporation​​:  www.usg.com/#sle.

B. Gypsum Wallboard:  Paper-faced gypsum panels as defined in ASTM C1396/C1396M; sizes to
minimize joints in place; ends square cut.
1. Application:  Use for vertical surfaces and ceilings, unless otherwise indicated.
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2. Mold Resistance:  Score of 10, when tested in accordance with ASTM D3273.
a. Mold-resistant board is required whenever board is being installed before the building

is enclosed and conditioned.
3. Thickness:  

a. Vertical Surfaces:  ​5/8 inch​.
b. Ceilings:  ​5/8 inch​.

C. Impact Resistant Wallboard:
1. Application: All vertical surfaces. Up to 8'-0" at all locations.  Above 8'-0" provide Type X.
2. Surface Abrasion: Level 3, minimum, when tested in accordance with ASTM

C1629/C1629M.
3. Indentation:  Level 1, minimum, when tested in accordance with ASTM C1629/C1629M.
4. Soft Body Impact:  Level 3, minimum, when tested in accordance with ASTM

C1629/C1629M.
5. Hard Body Impact:  Level 2, minimum, when tested in accordance with ASTM

C1629/C1629M.
6. Mold Resistance:  Score of 10, when tested in accordance with ASTM D3273.
7. Paper-Faced Type:  Gypsum wallboard, as defined in ASTM C1396/C1396M.
8. Type:  Fire-resistance-rated Type X, UL or WH listed.
9. Thickness:  5/8 inch.
10. Edges:  Tapered.
11. Paper-Faced Products:

a. American Gypsum Company; M-Bloc IR Type X:  www.americangypsum.com/#sle.
b. Gold Bond Building Products, LLC provided by National Gypsum Company; Gold

Bond XP Hi-Impact Gypsum Board:  www.goldbondbuilding.com/#sle.
c. USG Corporation; Sheetrock Brand Mold Tough VHI Firecode X Panels 5/8 in. (15.9

mm):  www.usg.com/#sle.
d. Substitutions:  See Section 01 60 00 - Product Requirements.

D. Exterior Sheathing Board:  See Section 06 10 00.
2.03 GYPSUM BOARD ACCESSORIES

A. Acoustic Insulation:  ASTM C665; preformed mineral-fiber, friction fit type, unfaced; thickness 2
inches.

B. Acoustic Sealant:  Acrylic emulsion latex or water-based elastomeric sealant; do not use
solvent-based non-curing butyl sealant.

C. Water-Resistive Barrier:   See Section 07 25 00.
D. Finishing Accessories:  ASTM C1047, ​galvanized steel sheet ASTM A924/A924M G90 or rolled

zinc​, unless noted otherwise.
1. Types:  As detailed or required for finished appearance.
2. Special Shapes:  In addition to conventional corner bead and control joints, provide ​U-

bead, L-bead, and LC-bead​ at exposed panel edges.
3. Products:

a. Same manufacturer as framing materials.
b. Phillips Manufacturing Co; _____:  www.phillipsmfg.com/#sle.
c. Trim-tex, Inc; _____:  www.trim-tex.com/#sle.
d. Substitutions:  See Section 01 60 00 - Product Requirements.

E. Joint Materials:  ASTM C475/C475M and as recommended by gypsum board manufacturer for
project conditions.
1. Fiberglass Tape: 2 inch wide, coated glass fiber tape for joints and corners, except as

otherwise indicated.
2. Paper Tape: 2 inch wide, creased paper tape for joints and corners, except as otherwise

indicated.
3. Joint Compound:  Drying type, vinyl-based, ready-mixed.
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4. Joint Compound:  Setting type, field-mixed.
F. High Build Drywall Surfacer: Vinyl acrylic latex-based coating for spray application, designed to

take the place of skim coating and separate paint primer in achieving Level 5 finish.
G. Screws for Fastening of Gypsum Panel Products to Cold-Formed Steel Studs Less than 0.033

inches in Thickness and Wood Members:  ASTM C1002; self-piercing tapping screws,
corrosion-resistant.

H. Screws for Fastening of Gypsum Panel Products to Steel Members from 0.033 to 0.112 inch in
Thickness:  ASTM C954; steel drill screws, corrosion-resistant.

I. Adhesive for Attachment to ​Metal​:
PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that project conditions are appropriate for work of this section to commence.
3.02 FRAMING INSTALLATION

A. Metal Framing:  Install in accordance with ASTM C1007AISI S220 and manufacturer's
instructions.

B. Suspended Ceilings and Soffits:  Space framing and furring members as indicated.
1. Level ​ceiling and soffit​ system to a tolerance of ​1/1200​.
2. Laterally brace entire suspension system.
3. Install bracing as required at exterior locations to resist wind uplift.

C. Studs:  Space studs at 16 inches on center.
1. Extend partition framing to structure where indicated and to ceiling in other locations.
2. Partitions Terminating at Ceiling:  Attach ceiling runner securely to ceiling track in

accordance with manufacturer's instructions.
3. Partitions Terminating at Structure:  Attach top runner to structure, maintain clearance

between top of studs and structure, and connect studs to track using specified mechanical
devices in accordance with manufacturer's instructions; verify free movement of top of
stud connections; do not leave studs unattached to track.

D. Openings:  Reinforce openings as required for weight of doors or operable panels, using not
less than double studs at jambs.  

E. Blocking:  Install wood blocking for support of:
1. Framed openings.
2. Wall-mounted cabinets.
3. Plumbing fixtures.
4. Toilet partitions.
5. Toilet accessories.
6. Wall-mounted door hardware.
7. ​Other wall mounted items as required​

3.03 ACOUSTIC ACCESSORIES INSTALLATION
A. Acoustic Insulation:  Place tightly within spaces, around cut openings, behind and around

electrical and mechanical items within partitions, and tight to items passing through partitions.
B. Acoustic Sealant:  Install in accordance with manufacturer's instructions.

1. Place one bead continuously on substrate before installation of perimeter framing
members.

2. Place continuous bead at perimeter of each layer of gypsum board.
3. Seal around all penetrations by conduit, pipe, ducts, and rough-in boxes, except where

firestopping is provided.
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3.04 BOARD INSTALLATION
A. Comply with ASTM C840, GA-216, and manufacturer's instructions. Install to minimize butt end

joints, especially in highly visible locations.
B. Single-Layer Nonrated:  Install gypsum board in most economical direction, with ends and

edges occurring over firm bearing.
C. Double-Layer, Nonrated:  Use gypsum board for first layer, placed parallel to framing or furring

members, with ends and edges occurring over firm bearing. Use glass mat faced gypsum board
at exterior walls and at other locations as indicated. Place second layer perpendicular to
framing or furring members. Offset joints of second layer from joints of first layer.

D. Exposed Gypsum Board in Interior Wet Areas:  Seal joints, cut edges, and holes with water-
resistant sealant.

E. Cementitious Backing Board:  Install over steel framing members and plywood substrate where
indicated, in accordance with ANSI A108.11 and manufacturer's instructions.

F. Installation on Metal Framing:  Use screws for attachment of gypsum board​​.
3.05 INSTALLATION OF TRIM AND ACCESSORIES

A. Control Joints:  Place control joints consistent with lines of building spaces and as indicated.
1. Not more than 30 feet apart on walls and ceilings over 50 feet long.

B. Corner Beads:  Install at external corners, using longest practical lengths.  
C. Edge Trim:  Install at locations where gypsum board abuts dissimilar materials.

3.06 JOINT TREATMENT
A. Glass Mat Faced Gypsum Board and Exterior Glass Mat Faced Sheathing:  Use fiberglass joint

tape, embed and finish with setting type joint compound.
B. Paper Faced Gypsum Board:  Use paper joint tape, embed with drying type joint compound

and finish with drying type joint compound.
C. Finish gypsum board in accordance with levels defined in ASTM C840, as follows:

1. Level 5:  Walls and ceilings to receive semi-gloss or gloss paint finish and other areas
specifically indicated.

2. Level 4:  Walls and ceilings to receive paint finish or wall coverings, unless otherwise
indicated.

3. Level 3:  Walls to receive textured wall finish.
4. Level 2:  In utility areas, behind cabinetry, and on backing board to receive tile finish.
5. Level 1:  Fire-resistance-rated wall areas above finished ceilings, whether or not

accessible in the completed construction.
D. Tape, fill, and sand exposed joints, edges, and corners to produce smooth surface ready to

receive finishes.
1. Feather coats of joint compound so that camber is maximum 1/32 inch.

E. Where Level 5 finish is indicated, spray apply high build drywall surfacer over entire surface
after joints have been properly treated; achieve a flat and tool mark-free finish.

F. Fill and finish joints and corners of cementitious backing board as recommended by
manufacturer.

3.07 TOLERANCES
A. Maximum Variation of Finished Gypsum Board Surface from True Flatness:  1/8 inch in 10 feet

in any direction.
3.08 PROTECTION

A. Protect installed gypsum board assemblies from subsequent construction operations.
END OF SECTION  09 21 16
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SECTION 09 51 00
ACOUSTICAL CEILINGS

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Suspended metal grid ceiling system.
B. Acoustical units.
C. Supplementary acoustical insulation above ceiling.

1.02 RELATED REQUIREMENTS
A. Section 05 31 00 - Steel Decking:  Placement of special anchors or inserts for suspension

system.
B. Section 21 13 00 - Fire-Suppression Sprinkler Systems:  Sprinkler heads in ceiling system.
C. Section 23 37 00 - Air Outlets and Inlets:  Air diffusion devices in ceiling.
D. Section 26 51 00 - Interior Lighting:  Light fixtures in ceiling system.
E. Section 27 51 16 - Public Address Systems:  Speakers in ceiling system.
F. Section 28 46 00 - Fire Detection and Alarm:  Fire alarm components in ceiling system.

1.03 REFERENCE STANDARDS
A. ASTM C423 - Standard Test Method for Sound Absorption and Sound Absorption Coefficients

by the Reverberation Room Method; 2023.
B. ASTM C635/C635M - Standard Specification for Manufacture, Performance, and Testing of

Metal Suspension Systems for Acoustical Tile and Lay-in Panel Ceilings; 2022.
C. ASTM E580/E580M - Standard Practice for Installation of Ceiling Suspension Systems for

Acoustical Tile and Lay-in Panels in Areas Subject to Earthquake Ground Motions; 2014.
D. ASTM E1264 - Standard Classification for Acoustical Ceiling Products; 2023.
E. CHPS (HPPD) - High Performance Products Database; Current Edition.
F. NFPA 286 - Standard Methods of Fire Tests for Evaluating Contribution of Wall and Ceiling

Interior Finish to Room Fire Growth; 2024.
G. UL (FRD) - Fire Resistance Directory; Current Edition.

1.04 ADMINISTRATIVE REQUIREMENTS
A. Sequence work to ensure acoustical ceilings are not installed until building is enclosed,

sufficient heat is provided, dust generating activities have terminated, and overhead work is
completed, tested, and approved.

B. Do not install acoustical units until after interior wet work is dry.
1.05 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Shop Drawings:  Indicate ​grid layout and related dimensioning, junctions with other ceiling

finishes, and mechanical and electrical items installed in the ceiling​.
C. Product Data:  Provide data on ​suspension system components and acoustical units​.
D. Samples:  Submit ​two​ samples ​6 x6 inch​ in size illustrating material and finish of acoustical

units.
E. Samples:  Submit ​two​ samples each, ​6 inches​ long, of suspension system ​main runner​.
F. Manufacturer's Installation Instructions:  Indicate ​special procedures and perimeter conditions

requiring special attention​.
G. Maintenance Materials:  Furnish the following for Owner's use in maintenance of project.
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1. See Section 01 60 00 - Product Requirements, for additional provisions.
2. Extra Acoustical Units:  ​20 sq ft​ of each type and size.

1.06 QUALITY ASSURANCE
A. Suspension System Manufacturer Qualifications:  Company specializing in manufacturing the

products specified in this section with minimum three years documented experience.
B. Acoustical Unit Manufacturer Qualifications:  Company specializing in manufacturing the

products specified in this section with minimum three years documented experience.
1.07 FIELD CONDITIONS

A. Maintain uniform temperature of minimum 60 degrees F, and maximum humidity of 40 percent
prior to, during, and after acoustical unit installation.

PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Acoustic Tiles/Panels:
1. Armstrong World Industries, Inc​​:  www.armstrong.com.
2. CertainTeed Corporation​​:  www.certainteed.com.
3. USG​​:  www.usg.com.
4. Substitutions:  ​See Section 01 60 00 - Product Requirements​.

B. Suspension Systems:
1. Same as for acoustical units.

2.02 ACOUSTICAL UNITS
A. Acoustical Panels​ Type ACT-1​:  Painted mineral fiber,​ASTM E1264 Type III,​ with the following

characteristics:
1. Size:  ​24 by 24 inches​.
2. Thickness:  ​3/4 inches​.
3. Composition:  ​Wet felted​.
4. Light Reflectance:  ​85​ percent, determined in accordance with ASTM E1264.
5. NRC Range:  ​0.70​ to ​0.75​, determined in accordance with ASTM E1264.
6. Ceiling Attenuation Class (CAC): ​40​, determined in accordance with ASTM E1264.
7. Edge:  ​​​Square​​​.
8. Surface Color:  ​White​.
9. Surface Pattern:  ​Non-directional fissured​.
10. Suspension System:  ​Exposed​ grid​​.
11. Products:

a. ​"SchoolZone Fine Fissured 1717" by Armstrong​.
b. Other acceptable manufacturers: USG Corporation: www.usg.com
c. Substitutions:  ​See Section 01 60 00 - Product Requirements​.

2.03 SUSPENSION SYSTEM(S)
A. Metal Suspension Systems - General:  Complying with ASTM C635/C635M; die cut and

interlocking components, with perimeter moldings, hold down clips, stabilizer bars, clips, and
splices as required.
1. Basis of Design for ACT-1:  Armstrong Prelude XL

B. Exposed​ Steel​ Suspension System​​:  Formed ​steel​, commercial quality cold rolled​; heavy-duty​.
1. Profile:  ​Tee​; ​15/16 inch​ wide face.
2. Construction:  ​Double​ web.
3. Finish:  ​White painted​.

2.04 ACCESSORIES
A. Support Channels and Hangers:  Galvanized steel; size and type to suit application, seismic

requirements, and ceiling system flatness requirement specified.
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B. Hanger Wire:   12 gauge, 0.08 inch galvanized steel wire.
C. Hold-Down Clips:  Manufacturer's standard clips to suit application.
D. Perimeter Moldings:  Same metal and finish as grid.

1. Angle Molding:  L-shaped, for mounting at same elevation as face of grid.
2. At Exposed Grid:  Provide L-shaped molding for mounting at same elevation as face of

grid.
3. Size:  6 inch high unless noted otherwise on Drawings.

E. Metal Edge Trim for "Cloud" Suspension Systems:  Steel or extruded aluminum; provide
attachment clips, splice plates, and preformed corner pieces for complete trim system.
1. Trim Height:  6 inch.
2. Finish:   Baked enamel.
3. Color:  White.
4. Products:

a. USG Corporation; Compasso Suspension Trim:  www.usg.com/ceilings/#sle.
F. Touch-up Paint:  Type and color to match acoustical and grid units.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify existing conditions before starting work.
B. Verify that layout of hangers will not interfere with other work.

3.02 INSTALLATION - SUSPENSION SYSTEM
A. Install suspension system in accordance with ASTM C636/C636M, ASTM E580/E580M, and

manufacturer's instructions and as supplemented in this section.
B. Rigidly secure system, including integral mechanical and electrical components, for maximum

deflection of 1:360.
C. Lay out system to a balanced grid design with edge units no less than 50 percent of acoustical

unit size.
D. Perimeter Molding:  Install at intersection of ceiling and vertical surfaces and at junctions with

other interruptions.
1. Use longest practical lengths.

E. Install after major above-ceiling work is complete.  Coordinate the location of hangers with other
work.

F. Provide hanger clips during steel deck erection.  Provide additional hangers and inserts as
required.

G. Suspension System, Non-Seismic:  Hang suspension system independent of walls, columns,
ducts, pipes and conduit.  Where carrying members are spliced, avoid visible displacement of
face plane of adjacent members.

H. Where ducts or other equipment prevent the regular spacing of hangers, reinforce the nearest
affected hangers and related carrying channels to span the extra distance.

I. Do not support components on main runners or cross runners if weight causes total dead load
to exceed deflection capability.

J. Support fixture loads using supplementary hangers located within 6 inches of each corner, or
support components independently.

K. Do not eccentrically load system or induce rotation of runners.
L. Perimeter Molding:  Install at intersection of ceiling and vertical surfaces and at junctions with

other interruptions.
1. Use longest practical lengths.
2. ​Overlap and rivet​ corners.
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3.03 INSTALLATION - ACOUSTICAL UNITS
A. Install acoustical units in accordance with manufacturer's instructions.
B. Fit acoustical units in place, free from damaged edges or other defects detrimental to

appearance and function.
C. Fit border trim neatly against abutting surfaces.
D. Install units after above-ceiling work is complete.
E. Install acoustical units level, in uniform plane, and free from twist, warp, and dents.
F. Cutting Acoustical Units:

1. Make field cut edges of same profile as factory edges.
G. Where round obstructions occur, provide preformed closures to match perimeter molding.
H. Install hold-down clips on each panel to retain panels tight to grid system; comply with fire

rating requirements.
I. Install hold-down clips on panels within 20 ft of an exterior door.

3.04 TOLERANCES
A. Maximum Variation from Flat and Level Surface:  1/8 inch in 10 feet.
B. Maximum Variation from Plumb of Grid Members Caused by Eccentric Loads:  2 degrees.

3.05 SCHEDULE
A. Refer to Drawings.

END OF SECTION  09 51 00
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SECTION 09 65 00
RESILIENT FLOORING

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Resilient base.
B. Resilient stair accessories.
C. Installation accessories.

1.02 RELATED REQUIREMENTS
A. Section 03 30 00 - Cast-in-Place Concrete:  Restrictions on curing compounds for concrete

slabs and floors to receive adhesive-applied resilient flooring.
B. Section 09 05 61 - Common Work Results for Flooring Preparation:  Removal of existing floor

coverings, cleaning, and preparation.
1.03 REFERENCE STANDARDS

A. ASTM F1861 - Standard Specification for Resilient Wall Base; 2021.
1.04 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Product Data:  Provide data on specified products, describing physical and performance

characteristics; including sizes, patterns and colors available; and installation instructions.
C. Shop Drawings:  Indicate ​floor patterns​.
D. Selection Samples:  Submit manufacturer's complete set of color samples for Architect's initial

selection.
E. Concrete Subfloor Test Report:  Submit a copy of the moisture and alkalinity (pH) test reports.
F. Certification:  Prior to installation of flooring, submit written certification by flooring manufacturer

and adhesive manufacturer that condition of subfloor is acceptable.
G. Manufacturer's Qualification Statement.
H. Installer's Qualification Statement.
I. Maintenance Data:  Include maintenance procedures, recommended maintenance materials,

and suggested schedule for cleaning, stripping, and re-waxing.
J. Maintenance Materials:  Furnish the following for Owner's use in maintenance of project.

1. See Section 01 60 00 - Product Requirements, for additional provisions.
2. Extra Flooring Material:  _____ square feet of each type and color.
3. Extra Wall Base:  ​20 linear feet​ of each type and color.

1.05 QUALITY ASSURANCE
A. Manufacturer Qualifications:  Company specializing in manufacturing specified flooring with

minimum three years documented experience.
B. Installer Qualifications:  Company specializing in installing specified flooring with minimum three

years documented experience.
1.06 DELIVERY, STORAGE, AND HANDLING

A. Upon receipt, immediately remove any shrink-wrap and check materials for damage and the
correct style, color, quantity and run numbers.

B. Store all materials off of the floor in an acclimatized, weather-tight space.
C. Maintain temperature in storage area between 55 degrees F and 90 degrees F.
D. Protect roll materials from damage by storing on end.
E. Do not double stack pallets.
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1.07 FIELD CONDITIONS
A. Store materials for not less than 48 hours prior to installation in area of installation at a

temperature of 70 degrees F to achieve temperature stability.  Thereafter, maintain conditions
above 55 degrees F.

PART 2  PRODUCTS
2.01 STAIR COVERING

A. Stair Treads with Integral Risers:  Rubber; full height of riser, full width and depth of tread in
one piece; tapered thickness.
1. Manufacturers:

a. Johnsonite, a Tarkett Company; _______:  www.johnsonite.com.
b. Mannington Commercial; _______:  www.manningtoncommercial.com#sle.
c. Roppe Corporation; ______: www.roppe.com/#sle.
d. Substitutions:  See Section 01 60 00 - Product Requirements.

2. Nosing:  ​Round​.
3. Striping:  ​2 inch​ wide contrasting color​​ strips.
4. Tread Texture:  ​Raised​.
5. Tread Pattern:  ​Round​.
6. Color:  To be selected by Architect from manufacturer's full range.

B. Stair Nosings:  1-1/2 inch horizontal return, 1-1/8 inch vertical return, full width of stair tread in
one piece.
1. Material:  Rubber.

2.02 RESILIENT BASE
A. Resilient Base​​​​: ASTM F1861, ​​Type TP, rubber, thermoplastic​​​​; Style B, Cove​​.

1. Manufacturers:
a. Johnsonite, a Tarkett Company​​: www.johnsonite.com/#sle.
b. Mannington Commercial​​: www.manningtoncommercial.com#sle.
c. Roppe Corporation​​: www.roppe.com/#sle.
d. Substitutions:  See Section 01 60 00 - Product Requirements.

2. Height:  4 inches.
3. Thickness:  0.125 inch.
4. Finish:  Satin.
5. Length:  Roll.
6. Color:  As indicated on drawings.

2.03 ACCESSORIES
A. Moldings, Transition and Edge Strips:  Same material as flooring.

1. Manufacturers:
a. Mannington Commercial; _______:  www.manningtoncommercial.com#sle.
b. Schluter-Systems; VinPro:  www.schluter.com/#sle.
c. Substitutions:  See Section 01 60 00 - Product Requirements.

B. Filler for Coved Base:  Plastic.
PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that surfaces are flat to tolerances acceptable to flooring manufacturer, free of cracks
that might telegraph through flooring, clean, dry, and free of curing compounds, surface
hardeners, and other chemicals that might interfere with bonding of flooring to substrate.

B. Cementitious Subfloor Surfaces:  Verify that substrates are ready for resilient flooring
installation by testing for moisture and alkalinity (pH).
1. Test in accordance with Section 09 05 61.
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2. Obtain instructions if test results are not within limits recommended by resilient flooring
manufacturer and adhesive materials manufacturer.

3.02 PREPARATION
A. Prepare floor substrates for installation of flooring in accordance with Section 09 05 61.

3.03 INSTALLATION - GENERAL
A. Starting installation constitutes acceptance of subfloor conditions.
B. Install in accordance with manufacturer's written instructions.
C. Adhesive-Applied Installation:

1. Spread only enough adhesive to permit installation of materials before initial set.
2. Fit joints and butt seams tightly.
3. Set flooring in place, press with heavy roller to attain full adhesion.

D. Scribe flooring to walls, columns, cabinets, floor outlets, and other appurtenances to produce
tight joints.

E. Install flooring in recessed floor access covers, maintaining floor pattern.
3.04 INSTALLATION - RESILIENT BASE

A. Fit joints tightly and make vertical.  Maintain minimum dimension of 18 inches between joints.
B. Miter internal corners. At external corners, ​'V' cut back of base strip to 2/3 of its thickness and

fold​. At exposed ends, use premolded units.
C. Install base on solid backing.  Bond tightly to wall and floor surfaces.

3.05 INSTALLATION - STAIR COVERINGS
A. Adhere over entire surface.  Fit accurately and securely.

3.06 CLEANING
A. Remove excess adhesive from floor, base, and wall surfaces without damage.
B. Clean in accordance with manufacturer's written instructions.

3.07 PROTECTION
A. Prohibit traffic on resilient flooring for 48 hours after installation.

END OF SECTION  09 65 00
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SECTION 09 67 00
FLUID-APPLIED FLOORING

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Fluid-applied flooring and base.
1.02 RELATED REQUIREMENTS

A. Section 03 54 00 - Cast Underlayment: Substrate preparation.
B. Section 07 92 00 - Joint Sealants:  Sealing joints between fluid-applied flooring and adjacent

construction and fixtures.
C. Section 09 05 61 - Common Work Results for Flooring Preparation:  Removal of existing floor

coverings, cleaning, and preparation.
D. Section 22 10 06 - Plumbing Piping Specialties:  Recessed plumbing access cover frames.

1.03 REFERENCE STANDARDS
A. ASTM D638 - Standard Test Method for Tensile Properties of Plastics; 2022.
B. ASTM D695 - Standard Test Method for Compressive Properties of Rigid Plastics; 2026.
C. ASTM D4060 - Standard Test Method for Abrasion Resistance of Organic Coatings by the

Taber Abraser; 2025.
D. ASTM F710 - Standard Practice for Preparing Concrete Floors to Receive Resilient Flooring;

2022.
E. ASTM F1869 - Standard Test Method for Measuring Moisture Vapor Emission Rate of Concrete

Subfloor Using Anhydrous Calcium Chloride; 2023.
F. ICRI 310.2R - Selecting and Specifying Concrete Surface Preparation for Sealers, Coatings,

Polymer Overlays, and Concrete Repair; 2013.
1.04 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Product Data:  Provide data on specified products, describing physical and performance

characteristics; sizes, patterns and colors available.
C. Selection Samples:  Submit manufacturer's complete set of color samples for Architect's initial

selection.
D. Verification Samples:  Submit two samples, 6 by 6 inch in size illustrating color and pattern for

each resilient flooring product selected.
E. Manufacturer's Installation Instructions:  Indicate special procedures, perimeter conditions

requiring special attention, and application rate for each coat.
F. Maintenance Data:  Include maintenance procedures, recommended maintenance materials,

procedures for stain removal, repairing surface, and suggested schedule for cleaning.
1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications:  Company specializing in manufacturing products specified in this
section with minimum three years documented experience.

B. Applicator Qualifications:  Company specializing in performing the work of this section.
1. Minimum three years of experience.

C. Supervisor Qualifications:  Trained by product manufacturer.
1.06 MOCK-UPS

A. Construct mock-up(s) of fluid applied flooring to serve as basis for evaluation of texture and
workmanship.
1. Number of Mock-Ups to be Prepared:  One.
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2. Use same materials and methods for use in the work.
3. Use approved design samples as basis for mock-ups.
4. Locate where directed.
5. Minimum Size:  48 inches by 48 inches.

B. See Section 01 40 00 - Quality Requirements for additional requirements.
C. Obtain approval of mock-up by Architect before proceeding with work.
D. Approved mock-up may remain as part of the work.

1.07 DELIVERY, STORAGE, AND HANDLING
A. Store resin materials in a dry, secure area.
B. Store materials for three days prior to installation in area of installation to achieve temperature

stability.
1.08 FIELD CONDITIONS

A. Maintain minimum temperature in storage area of 55 degrees F.
B. Store materials in area of installation for minimum period of 24 hours prior to installation.
C. Maintain ambient temperature required by manufacturer 72 hours prior to, during, and 24 hours

after installation of materials.
D. Substrate temperature must be minimum of 5 degrees above dew point prior to, during or up to

24 hours after application of flooring system.
E. Maintain a minimum of 30 footcandles when measured 3 feet from surface.
F. Advise other trades of fixtures and fittings not to be installed until flooring is cured and

protected.
PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Fluid-Applied Flooring:
1. Basis of Design - Flake System Blend:

a. Sherwin-Williams Company: General Polymers Brand;​​; Resuflor Deco Flake BC​​:
 www.generalpolymers.com/#sle.

2. Other Acceptable Manufacturers:
a. Manufacturer's other than the basis of design must exactly match the color, texture,

pattern, etc. of the basis of design product.
b. Sika Corporation:  www.sikafloorusa.com/#sle.
c. Dex-o-Tex: www.dex-o-tex.com
d. Substitutions:  See Section 01 60 00 - Product Requirements.

2.02 FLUID-APPLIED FLOORING SYSTEMS
A. Fluid-Applied Flooring:  Epoxy base coat(s), with broadcast aggregate.

1. Aggregate: 1/8" Vinyl flakes.
2. Top Coat:  Polyurethane. Architect of Record to determine top coat quantity from mock-up

(minimum 3 top coats).
3. System Thickness:  1/8 inch, nominal, dry film thickness (DFT).
4. Texture:  Orange peel.
5. Sheen:  High gloss.
6. Color:  As selected by Architect.
7. Provide integral 4" high base.

2.03 ACCESSORIES
A. Base Caps:  Zinc with projecting base of 1/8 inch; color as selected.
B. Cant Strips:  Molded of flooring resin material.
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C. Subfloor Filler:  Type recommended by fluid-applied flooring manufacturer.
D. Primer:  Type recommended by fluid-applied flooring manufacturer.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that subfloor surfaces are smooth and flat within the tolerances specified for that type of
work and are ready to receive flooring.

B. Verify that wall surfaces are smooth and flat within the tolerances specified for that type of
work, are dust-free, and are ready to receive flooring.

C. Verify that subfloor surfaces are dust-free and free of substances that could impair bonding of
materials to subfloor surfaces.

D. Verify that concrete sub-floor surfaces are ready for flooring installation by testing for moisture
emission rate and alkalinity; obtain instructions if test results are not within limits recommended
by flooring materials manufacturer.

E. Verify that required floor-mounted utilities are in correct location.
F. Provide adequate ventilation and fire protection at all mixing and placing operations.  Prohibit

smoking or use of spark or flame producing devices within 50 feet of any mixing or placing
operation.

3.02 PREPARATION
A. Remove subfloor ridges and bumps.  Fill low spots, cracks, joints, holes, and other defects with

subfloor filler.
B. Apply, trowel, and float filler to achieve smooth, flat, hard surface.  Grind irregularities above the

surface level.  Prohibit traffic until filler is cured.
C. Vacuum clean substrate.
D. Apply primer to surfaces required by flooring manufacturer.

3.03 INSTALLATION - ACCESSORIES
A. Install cant strips at base of walls where flooring is to be extended up wall as base.
B. Install terminating cap strip at top of base; attach securely to wall substrate.

3.04 INSTALLATION - FLOORING
A. Apply in accordance with manufacturer's instructions.
B. Apply each coat to minimum thickness required by manufacturer.
C. Finish to smooth level surface.
D. Install flooring in recessed type floor access covers.
E. Cove at vertical surfaces.

3.05 PROTECTION
A. Prohibit traffic on floor finish for 48 hours after installation.
B. Barricade area to protect flooring until fully cured.

END OF SECTION  09 67 00
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SECTION 09 68 13
TILE CARPETING

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Carpet tile, fully adhered.
1.02 RELATED REQUIREMENTS

A. Section 03 30 00 - Cast-in-Place Concrete:  Restrictions on curing compounds for concrete
slabs and floors to receive adhesive-applied flooring.

B. Section 03 54 00 - Cast Underlayment.
C. Section 09 05 61 - Common Work Results for Flooring Preparation:  Concrete slab moisture

and alkalinity testing and remediation procedures.
1.03 REFERENCE STANDARDS

A. ASTM D2859 - Standard Test Method for Ignition Characteristics of Finished Textile Floor
Covering Materials; 2016 (Reapproved 2021).

B. ASTM F710 - Standard Practice for Preparing Concrete Floors to Receive Resilient Flooring;
2022.

C. ASTM F1869 - Standard Test Method for Measuring Moisture Vapor Emission Rate of Concrete
Subfloor Using Anhydrous Calcium Chloride; 2023.

D. CRI 104 - Standard for Installation of Commercial Carpet; 2015.
1.04 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Product Data:  Provide data on specified products, describing physical and performance

characteristics; sizes, patterns, colors available, and method of installation.
C. Shop Drawings:  Indicate layout of joints, direction of carpet pile, and location of edge moldings.
D. Samples:  Submit two carpet tiles illustrating color and pattern design for each carpet color

selected.
E. Manufacturer's Installation Instructions:  Indicate special procedures and perimeter conditions

requiring special attention.
F. Operation and Maintenance Data:  Include maintenance procedures, recommended

maintenance materials, and suggested schedule for cleaning.
G. Maintenance Materials:  Furnish the following for Owner's use in maintenance of project.

1. See Section 01 60 00 - Product Requirements, for additional provisions.
2. Extra Carpet Tiles:  Quantity equal to 5 percent of total installed of each color and pattern

installed.
1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications:  Company specializing in manufacturing specified carpet tile with
minimum three years documented experience.

B. Installer Qualifications:  Company specializing in installing carpet tile with minimum three years
documented experience and approved by carpet tile manufacturer.

1.06 FIELD CONDITIONS
A. Store materials in area of installation for minimum period of 24 hours prior to installation.

PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Tile Carpeting:



226057.00
Bidding

 Tile Carpeting
09 68 13 - 2 

Moline-Coal Valley School District #40
Moline High School Baseball and

Softball Complex Renovation

1. Interface, Inc:  www.interfaceinc.com.
2. Milliken & Company; ____:  www.milliken.com/#sle.
3. As indicated on drawings.
4. Substitutions:  See Section 01 60 00 - Product Requirements.

2.02 MATERIALS
A. Carpet Tile
B. Carpet Tile:  Type CPTT-1

1. Size:  50cm x 50cm.
2. Basis of Design:

a. Manufacturer:  Interface, Inc.
b. Collection:  Open Air
c. Pattern:  404 Stria
d. Color:  As selected by Architect from full range.

2.03 ACCESSORIES
A. Subfloor Filler:  White premix latex; type recommended by flooring material manufacturer.
B. Edge Strips:  Rubber, color as selected by Architect.
C. Stair Nosing:  As specified in Section 09 65 00.
D. Carpet Tile Adhesive:  Recommended by carpet tile manufacturer; releasable type.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that subfloor surfaces are smooth and flat within tolerances specified for that type of work
and are ready to receive carpet tile.

B. Verify that subfloor surfaces are dust-free and free of substances that could impair bonding of
adhesive materials to subfloor surfaces.

C. Cementitious Subfloor Surfaces:  Verify that substrates are ready for flooring installation by
testing for moisture and alkalinity (pH).
1. Obtain instructions if test results are not within limits recommended by flooring material

manufacturer and adhesive materials manufacturer.
D. Verify that required floor-mounted utilities are in correct location.

3.02 PREPARATION
A. Prepare floor substrates as recommended by flooring and adhesive manufacturers.
B. Remove subfloor ridges and bumps.  Fill minor or local low spots, cracks, joints, holes, and

other defects with subfloor filler.
C. Apply, trowel, and float filler to achieve smooth, flat, hard surface.  Prohibit traffic until filler is

cured.
D. Vacuum clean substrate.

3.03 INSTALLATION
A. Starting installation constitutes acceptance of subfloor conditions.
B. Install carpet tile in accordance with manufacturer's instructions.
C. Blend carpet from different cartons to ensure minimal variation in color match.
D. Cut carpet tile clean.  Fit carpet tight to intersection with vertical surfaces without gaps.
E. Lay carpet tile in square pattern, with pile direction parallel to next unit, set parallel to building

lines.
F. Locate change of color or pattern between rooms under door centerline.
G. Trim carpet tile neatly at walls and around interruptions.
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H. Complete installation of edge strips, concealing exposed edges.
3.04 INSTALLATION ON STAIRS

A. Use one piece of carpet for each tread and the riser below.  Apply seam adhesive to all cut
edges.

B. Lay carpet with pile direction in the length of the stair.
C. Adhere carpet tight to stair treads and risers.

3.05 CLEANING
A. Remove excess adhesive without damage, from floor, base, and wall surfaces.
B. Clean and vacuum carpet surfaces.

END OF SECTION  09 68 13
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SECTION 09 91 13
EXTERIOR PAINTING

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Surface preparation.
B. Field application of paints.
C. Scope:  Finish exterior surfaces exposed to view, unless fully factory-finished and unless

otherwise indicated, including the following:
D. Do Not Paint or Finish the Following Items:

1. Items factory-finished unless otherwise indicated; materials and products having factory-
applied primers are not considered factory finished.

2. Items indicated to receive other finishes.
3. Items indicated to remain unfinished.
4. Fire rating labels, equipment serial number and capacity labels, and operating parts of

equipment.
5. Non-metallic roofing and flashing.
6. Stainless steel, anodized aluminum, bronze, terne-coated stainless steel, zinc, and lead.
7. Floors, unless specifically indicated.
8. Brick, glass unit masonry, architectural concrete, cast stone, integrally colored plaster and

stucco.
9. Glass.
10. Concrete masonry units in utility, mechanical, electrical, and _____ spaces.
11. Concealed pipes, ducts, and conduits.

1.02 RELATED REQUIREMENTS
A. Section 09 91 23 - Interior Painting.

1.03 REFERENCE STANDARDS
A. 40 CFR 59, Subpart D - National Volatile Organic Compound Emission Standards for

Architectural Coatings; U.S. Environmental Protection Agency; Current Edition.
B. ASTM D16 - Standard Terminology for Paint, Related Coatings, Materials, and Applications;

2024.
C. ASTM D4258 - Standard Practice for Surface Cleaning Concrete for Coating; 2023.
D. MPI (APL) - Master Painters Institute Approved Products List; Master Painters and Decorators

Association; Current Edition.
E. MPI (APSM) - Master Painters Institute Architectural Painting Specification Manual; Current

Edition.
F. SSPC-SP 1 - Solvent Cleaning; 2015, with Editorial Revision (2016).
G. SSPC-SP 2 - Hand Tool Cleaning; 2024.
H. SSPC-SP 6/NACE No.3 - Commercial Blast Cleaning; 2006.

1.04 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Product Data:  Provide complete list of products to be used, with the following information for

each:
1. Manufacturer's name, product name and/or catalog number, and general product category

(e.g. "alkyd enamel").
2. MPI product number (e.g. MPI #47).
3. Cross-reference to specified paint system(s) product is to be used in; include description

of each system.
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4. Manufacturer's installation instructions.
5. If proposal of substitutions is allowed under submittal procedures, explanation of

substitutions proposed.
C. Samples:  Submit three paper "draw down" samples, 8-1/2 by 11 inches in size, illustrating

range of colors available for each finishing product specified.
1. Where sheen is specified, submit samples in only that sheen.
2. Where sheen is not specified, submit each color in each sheen available.

a. Where sheen is not specified, discuss sheen options with Architect before preparing
samples, to eliminate sheens not required.

3. Allow 30 days for approval process, after receipt of complete samples by Architect.
4. Paint color submittals will not be considered until color submittals for major materials not

to be painted, such as masonry, have been approved.
D. Samples:  Submit ​two​ paper chip samples, ​8x8 inch​ in size illustrating range of colors​ and

textures​ available for each surface finishing product scheduled.
E. Certification:  By manufacturer that paints and finishes comply with VOC limits specified.
F. Manufacturer's Instructions:  Indicate ​special surface preparation procedures and substrate

conditions requiring special attention​.
G. Maintenance Data:  Submit data including finish schedule showing where each

product/color/finish was used, product technical data sheets, material safety data sheets
(MSDS), care and cleaning instructions, touch-up procedures, repair of painted and finished
surfaces, and color samples of each color and finish used.

1.05 QUALITY ASSURANCE
A. Manufacturer Qualifications:  Company specializing in manufacturing the products specified,

with minimum three years documented experience.
B. Applicator Qualifications:  Company specializing in performing the type of work specified ​with

minimum five years experience and approved by manufacturer​.
1.06 MOCK-UPS

A. See Section 01 40 00 - Quality Requirements, for general requirements for mock-up.
B. Provide panel, ​6 feet​ long by ​6 feet​ wide, illustrating paint  color, texture, and finish.
C. Provide door and frame assembly illustrating paint color, texture, and finish.
D. Locate where directed by Architect.
E. Mock-up may remain as part of the work.

1.07 DELIVERY, STORAGE, AND HANDLING
A. Deliver products to site in sealed and labeled containers; inspect to verify acceptability.
B. Container Label:  Include manufacturer's name, type of paint, brand name, lot number, brand

code, coverage, surface preparation, drying time, cleanup requirements, color designation, and
instructions for mixing and reducing.

C. Paint Materials:  Store at minimum ambient temperature of 45 degrees F and a maximum of 90
degrees F, in ventilated area, and as required by manufacturer's instructions.

1.08 FIELD CONDITIONS
A. Do not apply materials when surface and ambient temperatures are outside the paint product

manufacturer's temperature ranges.
B. Follow manufacturer's recommended procedures for producing best results, including testing of

substrates, moisture in substrates, and humidity and temperature limitations.
C. Do not apply exterior paint and finishes during rain or snow, or when relative humidity is outside

the humidity ranges required by the paint product manufacturer.
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D. Minimum Application Temperatures for Latex Paints:  50 degrees F for exterior; unless required
otherwise by manufacturer's instructions.

E. Provide lighting level of 80 ft candles measured mid-height at substrate surface.
PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Provide paints and finishes used in any individual system from the same manufacturer; no
exceptions.

B. Paints:
1. Pittsburgh Paints:  www.pittsburghpaintsco.com/#sle.
2. Sherwin-Williams Company​​:  www.sherwin-williams.com/#sle.
3. Valspar Corporation: www.valsparpaint.com.

C. Primer Sealers:  Same manufacturer as top coats.
D. Substitutions:  See Section 01 60 00 - Product Requirements.

2.02 PAINTS AND FINISHES - GENERAL
A. Paints and Finishes:  Ready-mixed, unless required to be a field-catalyzed paint.

1. Where MPI paint numbers are specified, provide products listed in Master Painters
Institute Approved Product List, current edition available at www.paintinfo.com, for
specified MPI categories, except as otherwise indicated.

2. Provide paints and finishes of a soft paste consistency, capable of being readily and
uniformly dispersed to a homogeneous coating, with good flow and brushing properties,
and capable of drying or curing free of streaks or sags.

3. Provide materials that are compatible with one another and the substrates indicated under
conditions of service and application, as demonstrated by manufacturer based on testing
and field experience.

4. For opaque finishes, tint each coat including primer coat and intermediate coats, one-half
shade lighter than succeeding coat, with final finish coat as base color.

5. Supply each paint material in quantity required to complete entire project's work from a
single production run.

6. Do not reduce, thin, or dilute paint or finishes or add materials unless such procedure is
described explicitly in manufacturer's product instructions.

B. Flammability:  Comply with applicable code for surface burning characteristics.
C. Sheens:  Provide the sheens specified; where sheen is not specified, sheen will be selected

later by Architect from the manufacturer's full line.
D. Colors:  ​As indicated in Color Schedule​.

1. Allow for minimum of three colors for each system, unless otherwise indicated, without
additional cost to Owner.

2. Extend colors to surface edges; colors may change at any edge as directed by Architect.
2.03 PAINT SYSTEMS - EXTERIOR

A. ​​Exterior Surfaces to be Painted, Unless Otherwise Indicated:  Including ​primed metal​.
1. Two top coats and one coat primer.
2. Top Coat(s):  Exterior Latex; MPI #10, 11, 15, 119, or 214.

a. Products:
1) Pittsburgh Paints Speedhide Exterior Latex, 6-900XI Series, Semi-Gloss. (MPI

#11)
2) Sherwin-Williams Solo Series, Semi-Gloss. (MPI #11)
3) Valspar Professional Exterior, No. 12900 Series, Semi-Gloss.
4) Substitutions:  See Section 01 60 00 - Product Requirements

3. Top Coat Sheen:
a. Semi-Gloss:  MPI gloss level 5; use this sheen at all locations.
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4. Primer:  As recommended by top coat manufacturer for specific substrate.
B. ​​Galvanized Metals, Alkyd, 3 Coat:

1. One coat galvanize primer.
2. Semi-gloss:  Two coats of alkyd enamel​​.

2.04 PRIMERS
A. Primers:  Provide the following unless other primer is required or recommended by

manufacturer of top coats.
2.05 ACCESSORY MATERIALS

A. Accessory Materials:  Provide primers, sealers, cleaning agents, cleaning cloths, sanding
materials, and clean-up materials as required for final completion of painted surfaces.

B. Patching Material:  Latex filler.
C. Fastener Head Cover Material:  Latex filler.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that surfaces are ready to receive work as instructed by the product manufacturer.
B. Examine surfaces scheduled to be finished prior to commencement of work. Report any

condition that may potentially affect proper application.
C. If substrate preparation is the responsibility of another installer, notify Architect of unsatisfactory

preparation before proceeding.
D. Test shop-applied primer for compatibility with subsequent cover materials.

3.02 PREPARATION
A. Clean surfaces thoroughly and correct defects prior to application.
B. Prepare surfaces using the methods recommended by the manufacturer for achieving the best

result for the substrate under the project conditions.
C. Remove or repair existing paints or finishes that exhibit surface defects.
D. Remove or mask surface appurtenances, including electrical plates, hardware, light fixture trim,

escutcheons, and fittings, prior to preparing surfaces for finishing.
E. Seal surfaces that might cause bleed through or staining of topcoat.
F. Remove mildew from impervious surfaces by scrubbing with solution of tetra-sodium phosphate

and bleach. Rinse with clean water and allow surface to dry.
G. Galvanized Surfaces:

1. Remove surface contamination and oils and wash with solvent according to SSPC-SP 1.
2. Prepare surface according to SSPC-SP 2.

H. Ferrous Metal:
1. Solvent clean according to SSPC-SP 1.
2. Shop-Primed Surfaces:  Sand and scrape to remove loose primer and rust. Feather edges

to make touch-up patches inconspicuous. Clean surfaces with solvent. Prime bare steel
surfaces. ​​

3. Remove rust, loose mill scale, and other foreign substances using methods recommended
in writing by paint manufacturer and blast cleaning in accordance with SSPC-SP 6/NACE
No.3. Protect from corrosion until coated.

I. Metal Doors to be Painted:  Prime metal door top and bottom edge surfaces.
3.03 APPLICATION

A. Apply products in accordance with manufacturer's written instructions and recommendations in
"MPI Architectural Painting Specification Manual".
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B. Do not apply finishes to surfaces that are not dry. Allow applied coats to dry before next coat is
applied.

C. Apply each coat to uniform appearance.
D. Dark Colors and Deep Clear Colors:  Regardless of number of coats specified, apply additional

coats until complete hide is achieved.
E. Vacuum clean surfaces of loose particles. Use tack cloth to remove dust and particles just prior

to applying next coat.
F. Reinstall electrical cover plates, hardware, light fixture trim, escutcheons, and fittings removed

prior to finishing.
3.04 CLEANING

A. Collect waste material that could constitute a fire hazard, place in closed metal containers, and
remove daily from site.

3.05 PROTECTION
A. Protect finishes until completion of project.
B. Touch-up damaged finishes after Substantial Completion.

END OF SECTION  09 91 13
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SECTION 09 91 23
INTERIOR PAINTING

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Surface preparation.
B. Field application of paints.
C. Scope:  Finish interior surfaces exposed to view, unless fully factory-finished and unless

otherwise indicated.
1. Surfaces inside cabinets.
2. Prime surfaces to receive wall coverings.
3. Mechanical and Electrical:

a. In finished areas, paint insulated and exposed pipes, conduit, boxes, insulated and
exposed ducts, hangers, brackets, collars and supports, mechanical equipment, and
electrical equipment, unless otherwise indicated.

b. In finished areas, paint shop-primed items.
c. Paint dampers exposed behind louvers, grilles, and convector and baseboard

cabinets to match face panels.
D. Do Not Paint or Finish the Following Items:

1. Items factory-finished unless otherwise indicated; materials and products having factory-
applied primers are not considered factory finished.

2. Items indicated to receive other finishes.
3. Items indicated to remain unfinished.
4. Fire rating labels, equipment serial number and capacity labels, bar code labels, and

operating parts of equipment.
5. Stainless steel, anodized aluminum, bronze, terne-coated stainless steel, and lead items.
6. Floors, unless specifically indicated.
7. Ceramic and other tiles.
8. Brick, architectural concrete, cast stone, integrally colored plaster, and stucco.
9. Glass.
10. Concrete masonry units in utility, mechanical, and electrical spaces.
11. Concealed pipes, ducts, and conduits.

1.02 RELATED REQUIREMENTS
A. Section 05 50 00 - Metal Fabrications:  Shop-primed items.
B. Section 09 91 13 - Exterior Painting.

1.03 REFERENCE STANDARDS
A. 40 CFR 59, Subpart D - National Volatile Organic Compound Emission Standards for

Architectural Coatings; U.S. Environmental Protection Agency; Current Edition.
B. ASTM D16 - Standard Terminology for Paint, Related Coatings, Materials, and Applications;

2024.
C. MPI (APL) - Master Painters Institute Approved Products List; Master Painters and Decorators

Association; Current Edition.
D. MPI (APSM) - Master Painters Institute Architectural Painting Specification Manual; Current

Edition.
E. SSPC V1 (PM1) - Good Painting Practice:  Painting Manual Volume 1; 2024.
F. SSPC V2 (PM2) - Systems and Specifications:  Steel Structures Painting Manual Volume 2;

2021.
G. SSPC-SP 1 - Solvent Cleaning; 2015, with Editorial Revision (2016).
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H. SSPC-SP 2 - Hand Tool Cleaning; 2024.
I. SSPC-SP 6/NACE No.3 - Commercial Blast Cleaning; 2006.

1.04 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Product Data:  Provide complete list of products to be used, with the following information for

each:
1. Manufacturer's name, product name and/or catalog number, and general product category

(e.g., "alkyd enamel").
2. MPI product number (e.g., MPI #47).
3. Cross-reference to specified paint system products to be used in project; include

description of each system.
4. Manufacturer's installation instructions.
5. If proposal of substitutions is allowed under submittal procedures, explanation of

substitutions proposed.
C. Samples:  Submit three paper "draw down" samples, 8-1/2 by 11 inches in size, illustrating

range of colors available for each finishing product specified.
1. Where sheen is specified, submit samples in only that sheen.
2. Where sheen is not specified, discuss sheen options with Architect before preparing

samples, to eliminate sheens not required.
3. Allow 30 days for approval process, after receipt of complete samples by Architect.
4. Paint color submittals will not be considered until color submittals for major materials not

to be painted, such as masonry, have been approved.
D. Samples:  Submit ​two​ paper chip samples, ​8x8 inch​ in size illustrating range of colors​​ available

for each surface finishing product scheduled.
E. Certification:  By manufacturer that paints and finishes comply with VOC limits specified.
F. Manufacturer's Instructions:  Indicate ​special surface preparation procedures and substrate

conditions requiring special attention​.
G. Maintenance Data:  Submit data including finish schedule showing where each

product/color/finish was used, product technical data sheets, material safety data sheets
(MSDS), care and cleaning instructions, touch-up procedures, repair of painted and finished
surfaces, and color samples of each color and finish used.

H. Maintenance Materials:  Furnish the following for Owner's use in maintenance of project.
1. See Section 01 60 00 - Product Requirements, for additional provisions.
2. Extra Paint and Finish Materials:  1 gal of each color; from the same product run, store

where directed.
3. Label each container with color in addition to the manufacturer's label.

1.05 QUALITY ASSURANCE
A. Manufacturer Qualifications:  Company specializing in manufacturing the products specified,

with minimum three years documented experience.
B. Applicator Qualifications:  Company specializing in performing the type of work specified ​with

minimum five years experience and approved by manufacturer​.
1.06 MOCK-UP

A. See Section 01 40 00 - Quality Requirements, for general requirements for mock-up.
B. Provide panel, ​6 feet​ long by ​6 feet​ wide, illustrating paint color, texture, and finish.
C. Provide door and frame assembly illustrating paint color, texture, and finish.
D. Locate where directed by Architect.
E. Mock-up may remain as part of the work.
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1.07 DELIVERY, STORAGE, AND HANDLING
A. Deliver products to site in sealed and labeled containers; inspect to verify acceptability.
B. Container Label:  Include manufacturer's name, type of paint, brand name, lot number, brand

code, coverage, surface preparation, drying time, cleanup requirements, color designation, and
instructions for mixing and reducing.

C. Paint Materials:  Store at minimum ambient temperature of 45 degrees F and a maximum of 90
degrees F, in ventilated area, and as required by manufacturer's instructions.

1.08 FIELD CONDITIONS
A. Do not apply materials when surface and ambient temperatures are outside the temperature

ranges required by the paint product manufacturer.
B. Follow manufacturer's recommended procedures for producing best results, including testing of

substrates, moisture in substrates, and humidity and temperature limitations.
C. Do not apply materials when relative humidity exceeds 85 percent, at temperatures less than 5

degrees F above the dew point, or to damp or wet surfaces.
D. Minimum Application Temperatures for Paints:  50 degrees F for interiors unless required

otherwise by manufacturer's instructions.
E. Provide lighting level of 80 fc measured mid-height at substrate surface.

PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Provide paints and finishes used in any individual system from the same manufacturer; no
exceptions.

B. Paints:
1. Pittsburgh Paints:  www.pittsburghpaintsco.com/#sle.
2. Sherwin-Williams Company:  www.sherwin-williams.com/#sle.
3. Valspar Corporation: www.va

C. Substitutions:  See Section 01 60 00 - Product Requirements.
2.02 PAINTS AND FINISHES - GENERAL

A. Paints and Finishes:  Ready-mixed, unless intended to be a field-catalyzed paint.
1. Where MPI paint numbers are specified, provide products listed in Master Painters

Institute Approved Product List, current edition available at www.paintinfo.com, for
specified MPI categories, except as otherwise indicated.

2. Provide paints and finishes of a soft paste consistency, capable of being readily and
uniformly dispersed to a homogeneous coating, with good flow and brushing properties,
and capable of drying or curing free of streaks or sags.

3. Provide materials that are compatible with one another and the substrates indicated under
conditions of service and application, as demonstrated by manufacturer based on testing
and field experience.

4. For opaque finishes, tint each coat including primer coat and intermediate coats, one-half
shade lighter than succeeding coat, with final finish coat as base color.

5. Supply each paint material in quantity required to complete entire project's work from a
single production run.

6. Do not reduce, thin, or dilute paint or finishes or add materials unless such procedure is
specifically described in manufacturer's product instructions.

B. Flammability:  Comply with applicable code for surface burning characteristics.
C. Sheens:  Provide the sheens specified; where sheen is not specified, sheen will be selected

later by Architect from the manufacturer's full line.
D. Colors:  To be selected from manufacturer's full range of available colors.

1. Selection to be made by Architect after award of contract.
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2. Allow for minimum of three colors for each system, unless otherwise indicated, without
additional cost to Owner.

3. Extend colors to surface edges; colors may change at any edge as directed by Architect.
4. In finished areas, finish pipes, ducts, conduit, and equipment the same color as the

wall/ceiling under which they are mounted.
5. In utility areas, finish equipment, piping, conduit, and exposed duct work in colors

according to the color coding scheme indicated.
2.03 PAINT SYSTEMS - INTERIOR

A. ​​Interior Surfaces to be Painted, Unless Otherwise Indicated:  Including ​gypsum board, concrete
masonry units, uncoated steel, shop primed steel, and galvanized steel​.
1. Two top coats and one coat primer.
2. Top Coat(s):  Institutional Low Odor/VOC Interior Latex; MPI #143, 144, 145, 146, 147, or

148.
a. Products:

1) Pittsburgh Paints Speedhide Max Interior Latex, 6-9310 Series, Eggshell. (MPI
#144)

2) Sherwin-Williams ProMar 200 HP Series, Low Gloss Eg-Shel. (MPI #144)
3) Valspar Professional Zero VOC Interior Latex, No. 11800 Series, Eggshell.
4) Substitutions:  See Section 01 60 00 - Product Requirements

3. Top Coat Sheen:
a. Eggshell:  MPI gloss level 3; use this sheen at all locations.

4. Primer:  As recommended by top coat manufacturer for specific substrate.
B. ​​Medium Duty Door/Trim:  For surfaces subject to frequent contact by occupants, including

​metals​:
1. Medium duty applications include doors, door frames, railings, handrails, guardrails, and

balustrades.
2. ​One top coat​ and one coat primer.
3. Top Coat(s):  Interior Epoxy-Modified Latex; MPI #115 or 215.

a. Products:
1) Pittsburgh Paints Aquapon WB EP Two-Component Waterborne Epoxy Coating,

98E-1/98E-98 Series, Gloss. (MPI #115)
2) Sherwin-Williams Waterbased Catalyzed Epoxy, Semi-Gloss.
3) Substitutions:  See Section 01 60 00 - Product Requirements

4. Primer:  As recommended by top coat manufacturer for specific substrate.
C. ​​Dry Fall:  Metals; exposed structure and overhead-mounted services​​, including shop primed

​steel deck, structural steel, metal fabrications, galvanized ducts, galvanized conduit, and
galvanized piping​.
1. Shop primer by others.
2. One top coat ______.
3. Top Coat:  Alkyd Dry Fall; MPI #55, 89, or 225.

a. Products:
1) Pittsburgh Paints Speedhide Super Tech Interior Alkyd Dry Fog, 6-151XI,

Eggshell.
2) Sherwin-Williams Waterborne Acrylic Dryfall
3) Valspar Professional Interior Latex Dry Fall, No.275 Series.
4) Substitutions:  See Section 01 60 00 - Product Requirements

4. Top Coat Sheen:
a. Eggshell:  MPI gloss level 3; use this sheen at all locations.

5. Primer:  As recommended by top coat manufacturer for specific substrate.
D. ​​Ferrous Metals, Unprimed, Latex, 3 Coat:

1. One coat of latex primer.
2. Semi-gloss:  Two coats of latex enamel​​.
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E. ​​Ferrous Metals, Primed, Latex, 2 Coat:
1. Touch-up with latex primer.
2. Semi-gloss:  Two coats of latex enamel​​.

F. ​​Galvanized Metals, Latex, 3 Coat:
1. One coat galvanize primer.
2. Semi-gloss:  Two coats of latex enamel​​.

2.04 PRIMERS
A. Primers:  Provide the following unless other primer is required or recommended by

manufacturer of top coats.
1. Interior Institutional Low Odor/VOC Primer Sealer; MPI #149.
2. Interior Latex Primer Sealer; MPI #50.
3. Interior Drywall Primer Sealer.
4. Interior Water Based Primer for Galvanized Metal; MPI #134 or #134 X-Green.

2.05 ACCESSORY MATERIALS
A. Accessory Materials:  Provide primers, sealers, cleaning agents, cleaning cloths, sanding

materials, and clean-up materials as required for final completion of painted surfaces.
B. Patching Material:  Latex filler.
C. Fastener Head Cover Material:  Latex filler.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that surfaces are ready to receive work as instructed by the product manufacturer.
B. Examine surfaces scheduled to be finished prior to commencement of work.  Report any

condition that may potentially affect proper application.
C. If substrate preparation is the responsibility of another installer, notify Architect of unsatisfactory

preparation before proceeding.
D. Test shop-applied primer for compatibility with subsequent cover materials.
E. Measure moisture content of surfaces using an electronic moisture meter. Do not apply finishes

unless moisture content of surfaces is below the following maximums:
1. Gypsum Wallboard:  12 percent.
2. Masonry, Concrete, and Concrete Masonry Units:  12 percent.

3.02 PREPARATION
A. Clean surfaces thoroughly and correct defects prior to application.
B. Prepare surfaces using the methods recommended by the manufacturer for achieving the best

result for the substrate under the project conditions.
C. Remove or mask surface appurtenances, including electrical plates, hardware, light fixture trim,

escutcheons, and fittings, prior to preparing surfaces or finishing.
D. Seal surfaces that might cause bleed through or staining of topcoat.
E. Masonry:

1. Remove efflorescence and chalk. Do not coat surfaces if moisture content, alkalinity of
surfaces, or if alkalinity of mortar joints exceed that permitted in manufacturer's written
instructions. Allow to dry.

2. Prepare surface as recommended by top coat manufacturer.
F. Gypsum Board:  Fill minor defects with filler compound. Spot prime defects after repair.
G. Galvanized Surfaces:
H. Ferrous Metal:

1. Solvent clean according to SSPC-SP 1.
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2. Shop-Primed Surfaces:  Sand and scrape to remove loose primer and rust. Feather edges
to make touch-up patches inconspicuous. Clean surfaces with solvent. Prime bare steel
surfaces. Re-prime entire shop-primed item.

3. Remove rust, loose mill scale, and other foreign substances using methods recommended
in writing by paint manufacturer and blast cleaning in accordance with SSPC-SP 6/NACE
No.3. Protect from corrosion until coated.

I. Wood Doors to be Field-Finished:  Seal wood door top and bottom edge surfaces with clear
sealer.

J. Metal Doors to be Painted:  Prime metal door top and bottom edge surfaces.
3.03 APPLICATION

A. Remove unfinished louvers, grilles, covers, and access panels on mechanical and electrical
components and paint separately.

B. Apply products in accordance with manufacturer's written instructions and recommendations in
"MPI Architectural Painting Specification Manual".

C. Do not apply finishes to surfaces that are not dry. Allow applied coats to dry before next coat is
applied.

D. Apply each coat to uniform appearance in thicknesses specified by manufacturer.
E. Dark Colors and Deep Clear Colors:  Regardless of number of coats specified, apply as many

coats as necessary for complete hide.
F. Sand ​metal​ surfaces lightly between coats to achieve required finish.
G. Vacuum clean surfaces of loose particles. Use tack cloth to remove dust and particles just prior

to applying next coat.
H. Reinstall electrical cover plates, hardware, light fixture trim, escutcheons, and fittings removed

prior to finishing.
3.04 CLEANING

A. Collect waste material that could constitute a fire hazard, place in closed metal containers, and
remove daily from site.

3.05 PROTECTION
A. Protect finishes until completion of project.
B. Touch-up damaged finishes after Substantial Completion.

3.06 SCHEDULE - PAINT SYSTEMS
A. Gypsum Board:  Finish surfaces exposed to view​​.
B. Steel Doors and Frames:  Finish surfaces exposed to view; MI-OP-3A, gloss.
C. Steel Fabrications:  Finish surfaces exposed to view  and to concealed surfaces where required

to conform to performance requirements and resist corrosion.
D. Galvanized Steel:  Finish surfaces exposed to view​​.
E. Shop-Primed Metal Items:  Finish surfaces exposed to view​​.
F. Wall Surfaces Under Vinyl Wall Covering:  GI-P-1A.

END OF SECTION  09 91 23
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SECTION 10 11 00
VISUAL DISPLAY UNITS

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Porcelain enamel steel markerboards.
B. Tackboards.

1.02 RELATED REQUIREMENTS
A. Section 06 10 00 - Rough Carpentry:  Blocking and supports.
B. Section 09 21 16 - Gypsum Board Assemblies:  Concealed supports in metal stud walls.

1.03 REFERENCE STANDARDS
A. ANSI A135.4 - Basic Hardboard; 2012 (Reaffirmed 2020).
B. ANSI A208.1 - American National Standard for Particleboard; 2022.
C. ASTM A424/A424M - Standard Specification for Steel, Sheet, for Porcelain Enameling; 2018.
D. ASTM B221 - Standard Specification for Aluminum and Aluminum-Alloy Extruded Bars, Rods,

Wire, Profiles, and Tubes; 2021.
E. ASTM C1396/C1396M - Standard Specification for Gypsum Board; 2024.
F. ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials;

2026a.
G. ASTM F793/F793M - Standard Classification of Wall Coverings and Ceiling Coverings by Use

Characteristics; 2025.
H. PS 1 - Structural Plywood; 2023.

1.04 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Product Data:  Provide manufacturer's data on chalkboard, porcelain enamel steel

markerboard, glass markerboard, tackboard, tackboard surface covering, trim, and accessories.
C. Shop Drawings:  Indicate wall elevations, dimensions, joint locations , special anchor details.
D. Samples:  Color charts for selection of color and texture of ​porcelain enamel steel markerboard,

tackboard, tackboard surface covering, and trim​.
1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications:  Company specializing in manufacturing the products specified in
this section with minimum three years documented experience.

1.06 WARRANTY
A. See Section 01 78 00 - Closeout Submittals, for additional warranty requirements.
B. Provide five year warranty for chalkboard and markerboard to include warranty against

discoloration due to cleaning, crazing or cracking, and staining.
PART 2  PRODUCTS
2.01 VISUAL DISPLAY UNITS

A. Porcelain Enamel Steel Markerboards:
1. Manufacturers:

a. ASI Visual Display Products​; Series 9800​:  www.asi-visualdisplayproducts.com/#sle.
b. Claridge Products and Equipment, Inc​; LCS Series - 3/4" Trim​:

 www.claridgeproducts.com/#sle.
c. Nelson Adams NACO:  https://www.nelsonadamsnaco.com/#sle.
d. Substitutions:  See Section 01 60 00 - Product Requirements.
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2. Color:  White.
3. Steel Face Sheet Thickness:  ​28 gauge, 0.0149 inch​.
4. Core:  Particleboard, manufacturer's standard thickness, laminated to face sheet.
5. Backing:  Aluminum foil, laminated to core.
6. Height:  48 inches.
7. Length:  As indicated on drawings.
8. Frame:  Extruded aluminum , with concealed fasteners.
9. Frame Finish:  Anodized, natural.
10. Accessories:  Provide ​marker tray​.

B. Tackboards:  ​Fabric laminated to fiberboard​.
1. Manufacturers:
2. Fabric:  Vinyl-coated fabric.
3. Color:  As selected from manufacturer's full range.
4. Backing:  ​Hardboard​, ​1/4 inch​ thick, laminated to tack surface.
5. Surface Burning Characteristics:  Flame spread index of 25, maximum, and smoke

developed index of 450, maximum, when tested in accordance with ASTM E84.
6. Height:  ​12 inches​.
7. Length:  To match markerboard lengths indicated on drawings.
8. Frame:  Extruded aluminum , with concealed fasteners.
9. Frame Profile:  As indicated on drawings.
10. Frame Finish:  Anodized, natural.
11. Location: To be mounted above all markerboards.

2.02 MATERIALS
A. Porcelain Enameled Steel Sheet:  ASTM A424/A424M, Type I, Commercial Steel, with fired-on

vitreous finish.
B. Vinyl-Coated Fabric:  ASTM F793 Category VI.
C. Particleboard:  ANSI A208.1; wood chips, set with waterproof resin binder, sanded faces.
D. Foil Backing:  Aluminum foil sheet, 0.005 inch thick.
E. Adhesives:  Type used by manufacturer.

2.03 ACCESSORIES
A. Temporary Protective Cover:  Sheet polyethylene, 8 mil thick.
B. Flag Holders:  Cast aluminum bored to receive 1 inch diameter flag staff, bracketed to fit top rail

of  board.
C. Cleaning Instruction Plate:  Provide instructions for ​chalkboard​ cleaning on a ​metal​ plate

fastened to perimeter frame near ​marker rail​.
D. Marker Tray:  Aluminum, manufacturer's standard profile, one piece full length of markerboard,

molded ends, concealed fasteners, same finish as frame.
E. Mounting Brackets:  Concealed.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that field measurements are as indicated.
B. Verify that internal wall blocking is ready to receive work and positioning dimensions are as

indicated on shop drawings.
3.02 PREPARATION

A. Acclimatize tackable wall panels by removing from packaging in installation area not less than
24 hours before application.
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B. Remove switchplates, wall plates, and surface-mounted fixtures where tackable wall paneling is
applied. Reinstall items on completion of installation.

C. Prepare surfaces using the methods recommended by the manufacturer for achieving the best
result for the substrate under the project conditions.

3.03 INSTALLATION
A. Install boards in accordance with manufacturer's instructions.
B. Secure units level and plumb.
C. Butt Joints:  Install with tight hairline joints.

3.04 CLEANING
A. Clean board surfaces in accordance with manufacturer's instructions.
B. Cover with protective cover, taped to frame.
C. Remove temporary protective cover at Date of Substantial Completion.

END OF SECTION  10 11 00
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SECTION 10 14 00
SIGNAGE

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Room and door signs.
B. Cast Aluminum Letters.

1.02 REFERENCE STANDARDS
A. 36 CFR 1191 - Americans with Disabilities Act (ADA) Accessibility Guidelines for Buildings and

Facilities; Architectural Barriers Act (ABA) Accessibility Guidelines; current edition.
B. ADA Standards - 2010 ADA Standards for Accessible Design; 2010.
C. ASTM E2072 - Standard Specification for Photoluminescent (Phosphorescent) Safety

Markings; 2014.
D. ICC A117.1 - Accessible and Usable Buildings and Facilities; 2017.
E. UL 1994 - Luminous Egress Path Marking Systems; Current Edition, Including All Revisions.

1.03 SUBMITTALS
A. See Section , for submittal procedures.
B. Product Data:  Manufacturer's printed product literature for each type of sign, indicating sign

styles, font, foreground and background colors, locations, overall dimensions of each sign.
C. Signage Schedule:  Provide information sufficient to completely define each sign for fabrication,

including room number, room name, other text to be applied, sign and letter sizes, fonts, and
colors.
1. When room numbers to appear on signs differ from those on drawings, include the

drawing room number on schedule.
2. When content of signs is indicated to be determined later, request such information from

Owner through Architect ; upon request, submit preliminary schedule.
3. Submit for approval by Owner through Architect prior to fabrication.

D. Samples:  Submit two samples, of size similar to that required for project, illustrating sign style,
font, and method of attachment.

E. Selection Samples:  Where colors are not specified, submit two sets of color selection charts or
chips.

F. Verification Samples:  Submit samples showing colors specified.
G. Manufacturer's Installation Instructions:  Include installation templates and attachment devices.

1.04 QUALITY ASSURANCE
A. Manufacturer Qualifications:  Company specializing in manufacturing the products specified in

this section with minimum  years of experience.
1.05 DELIVERY, STORAGE, AND HANDLING

A. Package signs as required to prevent damage before installation.
B. Package room and door signs in sequential order of installation, labeled by floor or building.
C. Store tape adhesive at normal room temperature.

1.06 FIELD CONDITIONS
A. Do not install tape adhesive when ambient temperature is lower than recommended by

manufacturer.
B. Maintain this minimum temperature during and after installation of signs.
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PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Flat Signs:
1. Best Sign Systems, Inc:  www.bestsigns.com.
2. Cosco Industries (ADA signs):  www.coscoarchitecturalsigns.com.
3. Inpro:  www.inprocorp.com.
4. ASI Sign Systems, Inc:  www.asi.com
5. Substitutions:

B. Cast Aluminum Letters:
1. Cosco Industries:  www.coscoarchitecturalsigns.com.
2. Inpro:  www.inprocorp.com.
3. Gemini Signs and Letters; www.geminisignletters.com.
4. Substitutions:

2.02 SIGNAGE APPLICATIONS
A. Accessibility Compliance:  Signs are required to comply with ADA Standards and ICC A117.1

and applicable building codes, unless otherwise indicated; in the event of conflicting
requirements, comply with the most comprehensive and specific requirements.

B. Room and Door Signs:  Provide a sign for every doorway, whether it has a door or not, not
including corridors, lobbies, and similar open areas.
1. Sign Type:   signs with  panel media as specified.
2. Provide "tactile" signage, with letters raised minimum  and Grade II braille.
3. Character Height:  1 inch.
4. Sign Size: As indicated on the drawings.
5. Office Doors:  Identify with ​room names and numbers to be determined later, not those

indicated on drawings​​; in addition, provide 'window' with replaceable information panel​.
6. Conference and Meeting Rooms:  Identify with ​room names and numbers to be

determined later, not those indicated on drawings​​​.
7. Service Rooms:  Identify with .
8. Rest Rooms:  Identify with pictograms, the names "MEN" and "WOMEN", and braille.

C. Cast Aluminum Letters
1. Metal:  1" thick aluminum casting.
2. Color: As indicated on drawings.
3. Finish:  Brushed, satin.
4. Size: As indicated on Drawings.
5. Font:  As selected by Architect from full range.
6. Interior Mounting:  Post with 1" offset.
7. Exterior Mounting: Post with 1" offset.
8. Locations:  As indicated on drawings.

2.03 ACCESSORIES
A. Concealed Screws:  Stainless steel, galvanized steel, chrome plated, or other non-corroding

metal.
B. Tape Adhesive:  Double sided tape, permanent adhesive.
C. If door to room has glass sidelite in frame, provide back cover plates to hide tape from inside

room.
PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that substrate surfaces are ready to receive work.
B. Coordinate sign locations with Owner.
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3.02 INSTALLATION
A. Install in accordance with manufacturer's instructions.
B. Install neatly, with horizontal edges level.
C. Protect from damage until Date of Substantial Completion; repair or replace damaged items.

END OF SECTION  10 14 00
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SECTION 10 14 16
PLAQUES

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Plaques.
1.02 REFERENCE STANDARDS
1.03 QUALITY ASSURANCE

A. Manufacturer Qualifications:  Company specializing in manufacturing the products specified in
this section with minimum three years of documented experience.

1.04 DELIVERY, STORAGE, AND HANDLING
A. Package plaque signs as required to prevent damage before installation.
B. Store under cover and elevated above grade.

PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Plaques:
1. A.R.K. Ramos:  www.arkramos.com/#sle.
2. FASTSIGNS International, Inc; _____:  www.fastsigns.com/#sle.
3. Takeform:  www.takeform.net/#sle.
4. Substitutions:  See Section 01 60 00 - Product Requirements.

2.02 PLAQUES
A. Metal Plaques:

1. Material:  Bronze casting.
2. Material Thickness:  Manufacturer's standard.
3. Size:  ​12 inches by 18 inches​.
4. Text and Typeface:

a. Character Font:  Times or other serif font.
b. Character Case:  Upper case only.
c. Character Color:  Contrast with background color.

5. Border Style:  ​Single line bevel edge​.
6. Background Texture:  Pebble.
7. Surface Finish:  Brushed, satin.
8. Painted Background Color:  Light oxide stain.
9. Protective Coating:  Manufacturer's standard clear coating.
10. Mounting:  Rosettes and toggle bolts.

2.03 ACCESSORIES
A. Concealed Screws:  Noncorroding metal; stainless steel, galvanized steel, chrome plated, or

other.
PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that substrate surfaces are ready to receive work.
B. Notify Architect if conditions are not suitable for installation of signs; do not proceed until

conditions are satisfactory.
3.02 INSTALLATION

A. Install in accordance with manufacturer's instructions.
B. Install with horizontal edges level.
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C. Protect from damage until 06-30-2027; repair or replace damaged items.
D. Install at entry vestibule

END OF SECTION  10 14 16
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SECTION 10 21 13.19
PLASTIC TOILET COMPARTMENTS

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Solid plastic toilet compartments.
B. Urinal​​ screens.

1.02 RELATED REQUIREMENTS
A. Section 06 10 00 - Rough Carpentry:  Blocking and supports.
B. Section 10 28 00 - Toilet, Bath, and Laundry Accessories.

1.03 REFERENCE STANDARDS
A. ASTM A666/A666M - Standard Specification for Annealed or Cold-Worked Austenitic Stainless

Steel Sheet, Strip, Plate, and Flat Bar; 2024.
B. NFPA 286 - Standard Methods of Fire Tests for Evaluating Contribution of Wall and Ceiling

Interior Finish to Room Fire Growth; 2024.
1.04 ADMINISTRATIVE REQUIREMENTS

A. Coordination:  Coordinate the work with placement of support framing and anchors in walls and
ceilings.

1.05 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Product Data:  Provide data on panel construction, hardware, and accessories.
C. Shop Drawings:  Indicate partition plan, elevation views, dimensions, details of wall supports,

door swings.
D. Samples:  Submit ​two​ samples of partition panels, ​2 by 2 inch​ in size illustrating panel finish,

color, and sheen.
E. Manufacturer's Installation Instructions:  Indicate special procedures.

PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Solid Plastic Toilet Compartments:
1. ASI Global Partitions​; Solid Plastic HDPE - No Sight 55​:  www.asi-

globalpartitions.com/#sle.
2. Basis of Design: Scranton Products​; Eclipse Partitions​:  www.scrantonproducts.com/#sle.
3. Substitutions:  Section 01 60 00 - Product Requirements.

2.02 PLASTIC TOILET COMPARTMENTS
A. Solid Plastic Toilet Compartments: Factory fabricated doors, pilasters, and divider panels made

of solid molded high density polyethylene (HDPE)​​, tested in accordance with NFPA 286​​; ​​floor-
mounted headrail-braced​​.
1. Color: to be determined from manufacturers full line.
2. Texture: Orange Peel
3. Doors:

a. Thickness:  1 inch.
b. Width:  24 inch.
c. Width for Handicapped Use:  36 inch, out-swinging.
d. Height:  ​55 inch​.
e. Provide shiplap door edges for additional privacy.

4. Panels:
a. Thickness:  1 inch.
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b. Height:  ​​​55 inch​​​.
c. Depth:  As indicated on drawings.

5. Pilasters:
a. Thickness:  1 inch.
b. Width:  As required to fit space; minimum 3 inch.
c. Provide shiplap edges at doors for additional privacy.

6. Urinal Screens:  Without doors; to match compartments; mounted to wall with continuous​​​
panel brackets, overhead braced with vertical support/bracing same as compartments.

2.03 ACCESSORIES
A. Pilaster Shoes:  Stainless steel, satin finish, 3 inches high; concealing floor fastenings.

1. Provide adjustment for floor variations with screw jack through steel saddles integral with
pilaster.

B. Head Rails:   Extruded aluminum, anti-grip profile.
C. ​Wall and Pilaster​ Brackets:  ​Stainless steel​; ​continuous type​.
D. Attachments, Screws, and Bolts:  Stainless steel , tamper proof type.
E. Hinges:  Stainless steel, manufacturer's standard finish.

1. Continuous-type hinge, self closing.
F. Door Hardware:  Stainless steel, manufacturer's standard finish.

1. Door Latch: Thumbturn type with exterior emergency access feature. Provide with privacy
indicator latch.

2. Door Strike and Keeper with Rubber Bumper:  Mount on pilaster in alignment with door
latch.

3. Provide door pull for outswinging doors.
G. Coat Hook:  One per compartment, mounted on door.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that field measurements are as indicated.
B. Verify correct spacing of and between plumbing fixtures.
C. Verify correct location of built-in framing, anchorage, and bracing.

3.02 INSTALLATION
A. Install partitions secure, rigid, plumb, and level in accordance with manufacturer's instructions.
B. Maintain 3/8 inch to 1/2 inch space between wall and panels and between wall and end

pilasters.
C. Attach panel brackets securely to walls using anchor devices.
D. Attach panels and pilasters to brackets.  Locate head rail joints at pilaster center lines.
E. Field touch-up of scratches or damaged finish will not be permitted.  Replace damaged or

scratched materials with new materials.
3.03 TOLERANCES

A. Maximum Variation From True Position:  1/4 inch.
B. Maximum Variation From Plumb:  1/8 inch.

3.04 ADJUSTING
A. Adjust and align hardware to uniform clearance at vertical edge of doors, not exceeding 3/16

inch.
B. Adjust hinges to position doors in partial opening position when unlatched.  Return out-swinging

doors to closed position.
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C. Adjust adjacent components for consistency of line or plane.
END OF SECTION  10 21 13.19
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SECTION 10 28 00
TOILET, BATH, AND LAUNDRY ACCESSORIES

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Commercial toilet accessories.
B. Under-lavatory pipe supply covers.
C. Accessories for ​​​toilet rooms and utility rooms​​​.
D. Electric hand/hair dryers.
E. Diaper changing stations.
F. Utility room accessories.
G. Grab bars.

1.02 RELATED REQUIREMENTS
1.03 REFERENCE STANDARDS

A. ADA Standards - 2010 ADA Standards for Accessible Design; 2010.
B. ASTM A123/A123M - Standard Specification for Zinc (Hot-Dip Galvanized) Coatings on Iron

and Steel Products; 2017.
C. ASTM A269/A269M - Standard Specification for Seamless and Welded Austenitic Stainless

Steel Tubing for General Service; 2022.
D. ASTM A653/A653M - Standard Specification for Steel Sheet, Zinc-Coated (Galvanized) or Zinc-

Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process; 2025a.
E. ASTM A666/A666M - Standard Specification for Annealed or Cold-Worked Austenitic Stainless

Steel Sheet, Strip, Plate, and Flat Bar; 2024.
F. ASTM B456 - Standard Specification for Electrodeposited Coatings of Copper Plus Nickel Plus

Chromium and Nickel Plus Chromium; 2017 (Reapproved 2022).
G. ASTM C1036 - Standard Specification for Flat Glass; 2025.
H. ASTM C1048 - Standard Specification for Heat-Strengthened and Fully Tempered Flat Glass;

2025.
I. ASTM C1503 - Standard Specification for Silvered Flat Glass Mirror; 2024.
J. ASTM F2285 - Standard Consumer Safety Performance Specification for Diaper Changing

Tables for Commercial Use; 2022.
1.04 ADMINISTRATIVE REQUIREMENTS

A. Coordinate the work with the placement of internal wall reinforcement, concealed ceiling
supports, and reinforcement of toilet partitions to receive anchor attachments.

1.05 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Product Data:  Submit data on accessories describing size, finish, details of function, and

attachment methods.
C. Samples:  Submit two samples of each accessory, illustrating color and finish.
D. Manufacturer's Installation Instructions:  Indicate special procedures and conditions requiring

special attention.
PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Commercial Toilet, Shower, and Bath Accessories:
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1. ASI - American Specialties, Inc​​:  www.americanspecialties.com.
2. Bradley Corporation​​:  www.bradleycorp.com.
3. ​Bobrick Washroom Equipment; www.bobrick.com​.
4. Substitutions:  Section 01 60 00 - Product Requirements.

2.02 MATERIALS
A. Accessories - General:  Shop assembled, free of dents and scratches and packaged complete

with anchors and fittings, steel anchor plates, adapters, and anchor components for installation.
1. Grind welded joints smooth.
2. Fabricate units made of metal sheet of seamless sheets with flat surfaces.

B. Stainless Steel Sheet:  ASTM A666/A666M, Type 304.
C. Stainless Steel Tubing:  ASTM A269/A269M, Grade TP304 or TP316.
D. Galvanized Sheet Steel:  Hot-dipped galvanized steel sheet, ASTM A653/A653M, with

G90/Z275 coating.
E. Mirror Glass:  Tempered safety glass, ASTM C1048; and ASTM C1036 Type I, Class 1, Quality

Q2, with silvering as required.
F. Adhesive:  Two component epoxy type, waterproof.
G. Fasteners, Screws, and Bolts:  Hot dip galvanized; tamper-proof; security type.
H. Expansion Shields:  Fiber, lead, or rubber as recommended by accessory manufacturer for

component and substrate.
2.03 FINISHES

A. Stainless Steel:  Satin finish, unless otherwise noted.
2.04 COMMERCIAL TOILET ACCESSORIES

A. Toilet Paper Dispenser:  Owner Furnished, Contractor Installed.
B. Paper Towel Dispenser: Owner Furnished, Contractor Installed
C. Electric​​​ Dryers:   Commercial Hand Dryer

1. Cover: ​​Polycarbonate with Nickel Finish​​.
D. Waste Receptacles:  Owner Furnished, Contractor Installed
E. Soap Dispenser:  Owner Furnished, Contractor Installed
F. Mirrors:  Stainless steel framed, ​1/4 inch​ thick ​tempered safety glass; ASTM C1048​.

1. Size:  ​As indicated on Drawings​.
2. Frame:  ​0.05 inch​ ​angle​ shapes, with mitered​ and welded and ground​ corners​, and

tamperproof hanging system​; ​No.4​ finish.
3. Backing:  Full-mirror sized, minimum 0.03 inch galvanized steel sheet and nonabsorptive

filler material.
4. Basis of Design Product:  ​B1658​ manufactured by ​Bobrick.​.

G. Grab Bars:  Stainless steel, smooth surface.
1. Standard Duty Grab Bars:

a. Push/Pull Point Load:  250 pound-force, minimum.
b. Dimensions:  1-1/4 inch outside diameter, minimum 0.05 inch wall thickness, exposed

flange mounting, 1-1/2 inch clearance between wall and inside of grab bar.
c. Length and Configuration:  As indicated on drawings.
d. Basis of Design Products: B-5806 Series manufactured by Bobrick.

H. Sanitary Napkin Disposal Unit:  Stainless steel, surface-mounted, self-closing door, locking
bottom panel with full-length stainless steel piano-type hinge, removable receptacle.
1. Basis of Design:  B-270 as manufactured by Bobrick.

a. American Specialties, Inc; _____:  www.americanspecialties.com/#sle.
b. Substitutions:  Section 01 60 00 - Product Requirements.
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I. Diaper Changing Station: Wall-mounted folding diaper changing station for use in commercial
toilet facilities, meeting or exceeding {rs#1}.
1. Style: ​Horizontal​.
2. Material:  Polyethylene.
3. Mounting: ​Surface​.
4. Color: ​As selected​.
5. Minimum Rated Load: ​300 lbs​.
6. Manufacturers:

a. American Specialties, Inc​​:  www.americanspecialties.com.
b. Bradley Corporation​​:  www.bradleycorp.com.
c. Diaper Deck & Company​​:  www.diaperdeck.com.
d. Koala Kare Products​​:  www.koalabear.com.
e. Substitutions:  ​01 60 00 - Product Requirements​.

2.05 UNDER-LAVATORY PIPE AND SUPPLY COVERS
A. Under-Lavatory Pipe and Supply Covers:

1. Insulate exposed drainage piping, including hot, cold, and tempered water supplies under
lavatories or sinks to comply with ADA Standards. Insulate piping as required and noted
under the plumbing drawings and specifications.

2. Exterior Surfaces:  Smooth non-absorbent, non-abrasive surfaces.
3. Color: White.
4. Fasteners: Manufacturer recommended fasteners.
5. Products:

a. Zurn Water, LLC; Vandal Guard Shield: Z6900-VG
b. Substitutions: See Section 01 60 00 - Product Requirements.

2.06 ELECTRIC HAND/HAIR DRYERS
A. Hand Dryers:

1. Type: Low profile, ADA compliant.
2. Source: SLIMdri L-973A by World Dryer Corporation.
3. Mounting: Surface mounted.
4. Electrical rating:

a. Universal voltage, 110-120/208/220 – 240 VAC, 60 Hz.
b. 950 watts, 8.3 Amps, 110-120 VAC.

5. Motor: Universal brushed type, 5/8 HP, 13,000 RPM with replaceable motor brushes.
6. Electronic controls: 

a. Universal voltage controller, 110-120/208/220-240 VAC, 60Hz with automatic infrared
optical sensor. Operates while hands are under blower.

b. Shut-off in 3 seconds after hands are removed, and within 60 seconds if hands are
not removed.

c. On/Off heating switch.
7. Heater:

a. Nichrome wire element with automatic resetting thermostat to open when air flow is
restricted and close when air flow is resumed.

b. Heated air temperature: 130 degrees F at 70 degrees F ambient air temperature.
8. Sound level: 69 dBA at 79 inches.
9. Anti-microbial technology: Protects treated surfaces on the dryer by inhibiting growth of

bacteria, mold, and fungus that can cause stains, odors or deterioration.
10. Ingress protection rating: IP23.
11. Cover material: One piece, heavy duty, die-cast aluminum, brushed chrome finish.

2.07 DIAPER CHANGING STATIONS
A. Diaper Changing Station:  Wall-mounted folding diaper changing station for use in commercial

toilet facilities, meeting or exceeding ASTM F2285.
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1. Material:  Polyethylene.
2. Mounting: ​Surface​.
3. Color: Gray.
4. Minimum Rated Load: 250 pounds.

2.08 UTILITY ROOM ACCESSORIES
A. Combination Utility Shelf/Mop and Broom Holder:  0.05 inch thick stainless steel, Type 304,

with 1/2 inch returned edges, 0.06 inch steel wall brackets.
1. Drying rod:  Stainless steel, 1/4 inch diameter.
2. Hooks:  Two, 0.06 inch stainless steel rag hooks at shelf front.
3. Mop/broom holders:  Three spring-loaded rubber cam holders at shelf front.
4. Length:  36 inches.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify existing conditions before starting work.
B. Verify exact location of accessories for installation.
C. For electrically-operated accessories, verify that electrical power connections are ready and in

the correct locations.
D. Verify that field measurements are as indicated on drawings.
E. See Section ​06 10 00 - Rough Carpentry​ for installation of ​blocking and reinforcing plates​ in

​walls​.
3.02 PREPARATION

A. Deliver inserts and rough-in frames to site for timely installation.
B. Provide templates and rough-in measurements as required.

3.03 INSTALLATION
A. Install accessories in accordance with manufacturers' instructions in locations indicated on

drawings.
B. Install plumb and level, securely and rigidly anchored to substrate.
C. Mounting Heights:  As required by accessibility regulations, unless otherwise indicated.

1. Refer to the drawings.
3.04 PROTECTION

A. Protect installed accessories from damage due to subsequent construction operations.
END OF SECTION  10 28 00
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SECTION 10 43 00
EMERGENCY AID SPECIALTIES

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Automated external defibrillators (AEDs).
B. Automated external defibrillator (AED) cabinets.
C. Accessories.

1.02 RELATED REQUIREMENTS
A. Section 06 10 00 - Rough Carpentry:  Wood blocking product and execution requirements.

1.03 DEFINITIONS
A. Automated External Defibrillator (AED):  A Food and Drug Administration (FDA)-approved

portable device, which automatically analyzes the heart rhythm and recognizes the presence of
ventricular fibrillation and/or tachycardia.  If defibrillation is warranted, the AED automatically
charges and prompts (visual and/or audio) the operator to deliver an electrical shock.

1.04 REFERENCE STANDARDS
A. ASTM E814 - Standard Test Method for Fire Tests of Penetration Firestop Systems; 2024.

1.05 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Product Data:  Provide AED operational features, color and finish, anchorage details, and

installation instructions.
C. Shop Drawings:  Indicate locations of cabinets and cabinet physical dimensions.
D. Manufacturer's Installation Instructions:  Indicate special criteria and wall opening coordination

requirements.
E. Manufacturer's Certificate:  Certify that products meet or exceed specified requirements.
F. Maintenance Data:  Include test schedules and recertification requirements.

PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Automated External Defibrillators (AEDs):
1. Philips Medical Systems; ______:  www.usa.philips.com/#sle.
2. Stryker Corporation; HeartSine samaritan PAD 350P Defibrillator - PAD 350p:

  www.stryker.com/#sle.
3. ZOLL Medical Corporation; ______:   www.zoll.com/#sle.
4. Substitutions:  See Section 01 60 00 - Product Requirements.

B. Emergency Aid Cabinets and Accessories:
1. Activar Construction Products Group, Inc. - JL Industries; LifeStart 1400 Series AED

Cabinet:  www.activarcpg.com/#sle.
2. Modern Metal Products, a division of Technico, Inc; ______:  www.modern-

metal.com/#sle.
3. Substitutions:  See Section 01 60 00 - Product Requirements.

2.02 AUTOMATED EXTERNAL DEFIBRILLATORS (AEDS)
A. Automated External Defibrillators (AEDs) - General:  FDA approval required.

1. Provide automated external defibrillators (AEDs) as indicated.
2.03 EMERGENCY AID CABINETS

A. Type:  Automated external defibrillator (AED).
B. Cabinet Configuration:  ​Surface mounted​ type.
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1. Size to accommodate AED.
C. Door:  0.036 inch metal thickness, reinforced for flatness and rigidity with wire pull handle and

nylon catch.  Hinge door for 180 degree opening with two butt hinges.
D. Door Glazing:  Tempered glass, clear, 1/8 inch thick, and set in resilient channel glazing gasket.
E. Fabrication:  Weld, fill, and grind components smooth.
F. Finish of Cabinet Exterior Trim and Door:  No.4 - Brushed stainless steel.
G. Finish of Door Pull or Handle:  Stainless steel.
H. Finish of Cabinet Interior:  White powder coat.

2.04 ACCESSORIES
A. Theft Alarm:  Battery operated audible and strobe light alarm, 10 second delay for disarming,

activated by opening cabinet door.  Alarm deactivated when door is closed.
B. Alarm Contacts:  Contact devices.

1. Magnetic door contact for existing alarm systems.
C. Cabinet Door Signage:  'AED” decal, or vinyl self-adhering, prespaced black lettering and

identifying graphic in accordance with authorities having jurisdiction (AHJ).
D. Plastic Wall Signage:  Flat style.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify rough openings for cabinet are correctly sized and located.
3.02 INSTALLATION

A. Install in accordance with manufacturer's instructions.
B. Wall Signs:

1. Location:  Where shown.
C. Cabinet Lettering:

1. Location:  Face of door framing.
3.03 ADJUSTING AND CLEANING

A. Remove temporary protective coverings and strippable films, if any, as cabinets are installed
unless otherwise indicated in manufacturer's written installation instructions.

B. Adjust cabinet doors to operate smoothly without binding.  Verify that alarms and integral
locking devices operate properly.

C. On completion of cabinet installation, clean interior and exterior surfaces as recommended by
manufacturer.

D. Touch up marred finishes.  Replace cabinets that cannot be restored to factory-finished
appearance.  Use materials and procedures recommended by cabinet manufacturer.

END OF SECTION  10 43 00
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SECTION 10 44 00
FIRE PROTECTION SPECIALTIES

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Fire extinguishers.
B. Fire extinguisher cabinets.
C. Accessories.

1.02 RELATED REQUIREMENTS
A. Section 06 10 00 - Rough Carpentry:  Wood blocking product and execution requirements.

1.03 REFERENCE STANDARDS
A. FM (AG) - FM Approval Guide; Current Edition.
B. NFPA 10 - Standard for Portable Fire Extinguishers; 2026.
C. UL (DIR) - Online Certifications Directory; Current Edition.

1.04 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Product Data:  Provide extinguisher operational features, extinguisher ratings and

classifications, color and finish, anchorage details, and installation instructions.
C. Shop Drawings:  Indicate locations of cabinets, cabinet physical dimensions, rough-in

measurements for recessed cabinets, locations of individual fire extinquishers, mounting
measurements for wall bracket, installation procedures, and accessories required for complete
installation.

D. Manufacturer's Installation Instructions:  Indicate special criteria and wall opening coordination
requirements.

E. Manufacturer's Certificate:  Certify that products meet or exceed specified requirements.
F. Maintenance Data:  Include test, refill or recharge schedules and re-certification requirements.

1.05 FIELD CONDITIONS
A. Do not install extinguishers when ambient temperature may cause freezing of extinguisher

ingredients.
PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Fire Extinguishers:
1. JL Industries, Inc:  www.jlindustries.com.
2. Larsen's Manufacturing Co:  www.larsensmfg.com
3. Potter-Roemer:  www.potterroemer.com.
4. Strike First Corporation of America:  www.strikefirstusa.com.
5. Substitutions:  See Section 01 60 00 - Product Requirements.

B. Fire Extinguisher Cabinets and Accessories:
1. JL Industries, Inc:  www.jlindustries.com.
2. Larsen's Manufacturing Co:  www.larsensmfg.com.
3. Potter-Roemer:  www.potterroemer.com.
4. Strike First Corporation of America:  www.strikefirstusa.com.
5. Substitutions:  See Section 01 60 00 - Product Requirements.

2.02 FIRE EXTINGUISHERS
A. Fire Extinguishers - General:  Comply with product requirements of NFPA 10 and applicable

codes, whichever is more stringent.
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1. Provide extinguishers labeled by UL (DIR) or FM (AG) for purpose specified and as
indicated.

B. Multipurpose Dry Chemical Type Fire Extinguishers:  Carbon steel tank, with pressure gauge.
1. Cartridge Operated:  ​Spun shell​.
2. Class:  A:B:C type.
3. Size:  10 pound.
4. Finish:  Baked polyester powder coat, red color.

2.03 FIRE EXTINGUISHER CABINETS
A. Cabinet Construction:  Non-fire rated.
B. Cabinet Configuration:  ​Semi-recessed​ type.

1. Basis of Design: Architectural Series;  Vertical Duo, No. 4 stainless steel. as manufactured
by Larsen's Manufacturing Co.

2. Size to accommodate accessories.
3. All cabinets and accessories are to be ADA compliant.
4. Provide cabinet enclosure with right angle inside corners and seams, and with formed

perimeter trim and door stiles.
C. Door:  0.036 inch metal thickness, reinforced for flatness and rigidity with roller type catch.

 Hinge doors for 180 degree opening with continuous piano hinge.
D. Door Glazing:  Tempered glass, clear, 1/8 inch thick, and set in resilient channel glazing gasket.
E. Cabinet Mounting Hardware:  Appropriate to cabinet, with pre-drilled holes for placement of

anchors.
F. Fabrication:  Weld, fill, and grind components smooth.
G. Finish of Cabinet Exterior Trim and Door:  No.4 - Brushed stainless steel.
H. Finish of Cabinet Interior:  White colored enamel.

2.04 ACCESSORIES
A. Extinguisher Brackets:  Formed steel, chrome-plated.
B. Cabinet Signage:  "Fire Extinguisher".
C.   Lettering: FIRE EXTINGUISHER decal, or vinyl self-adhering, pre-spaced black lettering in

accordance with authorities having jurisdiction (AHJ).  
PART 3  EXECUTION
3.01 EXAMINATION

A. Verify existing conditions before starting work.
B. Verify rough openings for cabinet are correctly sized and located.

3.02 INSTALLATION
A. Install in accordance with manufacturer's instructions.
B. Install cabinets plumb and level in wall openings, 27 inches from finished floor to inside bottom

of cabinet.
C. Secure rigidly in place.
D. Place extinguishers in cabinets.

3.03 SCHEDULES
A. Refer to Drawing for locations.

END OF SECTION  10 44 00
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SECTION 10 51 13
METAL LOCKERS

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Metal lockers.
B. Locker benches.

1.02 RELATED REQUIREMENTS
A. Section 03 30 00 - Cast-in-Place Concrete:  Concrete base construction.
B. Section 06 10 00 - Rough Carpentry:  Wood blocking and nailers.

1.03 REFERENCE STANDARDS
A. ADA Standards - 2010 ADA Standards for Accessible Design; 2010.
B. ASTM A1008/A1008M - Standard Specification for Steel, Sheet, Cold-Rolled, Carbon,

Structural, High-Strength Low-Alloy, High-Strength Low-Alloy with Improved Formability,
Required Hardness, Solution Hardened, and Bake Hardenable; 2023, with Editorial Revision.

C. ICC A117.1 - Accessible and Usable Buildings and Facilities; 2017.
1.04 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Product Data:  Manufacturer's published data on locker construction, sizes, and accessories.
C. Shop Drawings:  Indicate locker plan layout, numbering plan and combination lock code.
D. Samples:  Submit two samples ​3 by 6 inches​ in size showing color and finish of metal locker

material.
E. Manufacturer's Installation Instructions:  Indicate component installation assembly.

1.05 DELIVERY, STORAGE, AND HANDLING
A. Protect locker finish and adjacent surfaces from damage.

PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Metal Lockers:
1. ASI Storage Solutions; _____:  www.asi-storage.com/#sle.
2. List Industries, Inc​; Varsity Single Tier Athletic Lockers​:  www.listindustries.com/#sle.
3. Lyon Workspace Products; ____:  www.lyonworkspace.com/#sle.
4. Penco Products, Inc; ____:  www.pencoproducts.com/#sle.
5. Substitutions:  See Section 01 60 00 - Product Requirements.

2.02 LOCKER APPLICATIONS
A. ​Athletic Lockers​:  Metal lockers, ​wall mounted for base indicated on drawings​.

1. Basis of Design: List Industries, Varsity Single Tier Athletic Locker
2. Width:  ​24 inches​.
3. Depth:  18 inches.
4. Height:  72 inches.
5. Configuration:  Single tier.
6. Fittings:  Size and configuration as indicated on drawings.

a. Upper shelf.
b. Coat rod.
c. Hooks:  ​Two​ ​single prong​.
d. Single shoe shelf.

7. Ventilation:  Perforated side panels and doors.
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8. Locking:  ​Padlock hasps, for padlocks provided by Owner​.
9. Color:  To be selected from manufacturer's full range by Architect.

2.03 METAL LOCKERS
A. Locker Case Construction:

1. ​Standard-Duty​, ​Fully Assembled​ Construction:   Made of formed sheet steel; metal edges
finished smooth without burrs; ​baked enamel or powder coat​ finished inside and out.
a. Locker Body Components:  Formed and flanged from steel sheet of the following type

and minimum thicknesses:
1) ​Perforated​ Steel Sheet: Commercial Steel (CS), Type B, supplied for exposed

applications and complying with ASTM A1008/A1008M and the following:
(a) Perforations:  Manufacturer's standard pattern of square holes.

2) Body and Shelves: ​13 gauge, ___ inch​.
3) Backs: ​18 gauge, 0.0478 inch​.

b. Frames:  Formed channel shape, welded and ground flush, welded to body, resilient
gaskets and latching for quiet operation.
1) Door Frame: ​14 gauge, ___ inch​, minimum.

c. Where ends or sides are exposed, provide flush panel closures.
d. Provide filler strips where required, securely attached to lockers.

B. Doors:  Channel edge; welded construction, manufacturer's standard stiffeners, grind and finish
edges smooth.
1. Door Thickness: ​14 gauge, 0.0747 inch​, minimum.
2. Form recess for operating handle and locking device.

C. Latches and Door Handles: Manufacturer's standard.
D. Hinges:  Heavy-duty, 7-knuckle type; two for doors under 42 inches high; three for doors over

42 inches high.
E. Coat Hooks:  Stainless steel or zinc-plated steel.
F. Number Plates:  Provide ​oval​ shaped ​aluminum​ plates.  Form ​numbers​ ​1 inch​ high of ​block​ font

style​ with ADA designation​, in contrasting color.
2.04 LOCKER BENCHES

A. Locker Benches:  Stationary type; bench top of laminated birch; painted steel pedestals.
1. Accessibility:  Comply with ICC A117.1 and ADA Standards.
2. Height: 17 inch.
3. Depth: 24 inch.
4. Length: ​48 inch​.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that prepared bases are in correct position and configuration.
B. Verify bases and embedded anchors are properly sized.

3.02 INSTALLATION
A. Install in accordance with manufacturer's instructions.
B. Place and secure on prepared base.
C. Install lockers plumb and square.
D. Secure lockers with anchor devices to suit substrate materials.  Minimum Pullout Force:  100

pounds.
E. Bolt adjoining locker units together to provide rigid installation.
F. Install ​end panels, filler panels, and surrounding trim​.
G. Install fittings if not factory installed.
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H. Replace components that do not operate smoothly.
3.03 CLEANING

A. Clean locker interiors and exterior surfaces.
END OF SECTION  10 51 13
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SECTION 10 75 00
FLAGPOLES

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Aluminum Flagpoles.
1.02 REFERENCE STANDARDS

A. AASHTO M 36 - Standard Specification for Corrugated Steel Pipe, Metallic-Coated, for Sewers
and Drains; 2024.

B. ASTM A312/A312M - Standard Specification for Seamless, Welded, and Heavily Cold Worked
Austenitic Stainless Steel Pipes; 2018a.

C. ASTM B221 - Standard Specification for Aluminum and Aluminum-Alloy Extruded Bars, Rods,
Wire, Profiles, and Tubes; 2021.

D. ASTM B221M - Standard Specification for Aluminum and Aluminum-Alloy Extruded Bars, Rods,
Wire, Profiles, and Tubes (Metric); 2021.

E. NAAMM FP 1001 - Guide Specifications for Design Loads of Metal Flagpoles; 2007.
1.03 SUBMITTALS

A. Product Data:  Provide data on pole, accessories, and configurations.
B. Shop Drawings:  Indicate detailed dimensions, base details, anchor requirements, and imposed

loads.
C. Operation Data:  Provide operating data for the controller and timer.
D. Maintenance Data:  Provide lubrication and periodic maintenance requirement schedules and

any other requirements.
1.04 QUALITY ASSURANCE

A. Designer Qualifications:  Design flagpole foundation under direct supervision of a Professional
Structural Engineer experienced in design of this Work and licensed the State in which the
Project is located.

1.05 DELIVERY, STORAGE, AND HANDLING
A. Spiral wrap flagpole with protective covering and pack in protective shipping tubes or

containers.
B. Protect flagpole and accessories from damage or moisture.

PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Flagpoles:
1. American Flagpole:  www.americanflagpole.com.
2. Concord Industries, Inc:  www.concordindustries.com.
3. Pole-Tech Co., Inc:  www.poletech.com.
4. Substitutions:  See Section 01 60 00 - Product Requirements.

2.02 FLAGPOLES
A. Flagpoles:  Designed in accordance with NAAMM FP 1001

1. Material:  Aluminum.
2. Design:  Cone tapered.
3. Mounting:  Ground mounted type.
4. Nominal Height:  30 ft; measured from nominal ground elevation.
5. Halyard:  Internal type, electric operation.
6. Finish:  Satin Aluminum
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B. Performance Requirements:
1. Flagpole With Flag Flying:  Resistant without permanent deformation to 90 miles/hr wind

velocity; non-resonant, safety design factor of 2.5.
2. Flagpole Without Flag:  Resistant without permanent deformation to 130 miles/hr wind

velocity; non-resonant, safety design factor of 2.5.
2.03 POLE MATERIALS

A. Aluminum:  ASTM B221 (ASTM B221M) , 6063 alloy , T6 temper.
2.04 ACCESSORIES

A. Finial Ball:  Aluminum, 6 inch diameter.
B. Truck Assembly:  Cast aluminum; revolving, stainless steel ball bearings, non-fouling.
C. Flag:  United States design, 48 x 72 inch size, Nylon fabric, brass grommets, hemmed edges.
D. Cleat Box:  Stainless steel, with built-in hinge and hasp assembly, attached to pole with tamper

proof screws inside box.
E. Halyard:  5/16 inch diameter nylon, braided, white.

2.05 OPERATORS
A. Internal, manually operated cam clete.

2.06 MOUNTING COMPONENTS
A. Foundation Tube Sleeve:  AASHTO M 36, corrugated 16 gauge, 0.0598 inch steel, galvanized,

depth of ____ inches as indicated.
B. Pole Base Attachment:  Flush; aluminum base with base cover.

2.07 FINISHING
A. Aluminum:  Mill finish.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that concrete foundation is ready to receive work and dimensions are as indicated on
shop drawings.

3.02 PREPARATION
A. Coat metal sleeve surfaces below grade and surfaces in contact with dissimilar materials with

asphaltic paint.
3.03 INSTALLATION

A. Install flagpole , base assembly, and fittings in accordance with manufacturer's instructions.
B. Fill foundation tube sleeve with concrete specified in Section 03 30 00.
C. Install foundation plate and centering wedges for flagpoles base set in concrete base and

fasten.
3.04 TOLERANCES

A. Maximum Variation From Plumb:  1 inch.
3.05 ADJUSTING

A. Adjust operating devices so that halyard and flag function smoothly.
3.06 SCHEDULES

A. Two 30 foot pole, with U.S. flag to be located at the varsity baseball field and varsity softball
field.

END OF SECTION  10 75 00
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SECTION 11 68 33
ATHLETIC FIELD EQUIPMENT

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Baseball and softball field equipment.
B. Outdoor field fencing.
C. Outdoor baseball and softball cage.
D. Permanent baseball and softball backstop.

1.02 RELATED REQUIREMENTS
A. Section 03 30 00 - Cast-in-Place Concrete:  Footings for field equipment.
B. Section 09 91 13 - Exterior Painting.
C. Section 31 22 00 - Grading:  Shaping subgrade to specified grade levels.

1.03 ABBREVIATIONS
A. NCAA - National Collegiate Athletic Association; www.ncaa.org.
B. NFHS - National Federation of State High School Associations; www.nfhs.com and

www.nfhs.org.
1.04 REFERENCE STANDARDS

A. ASTM A53/A53M - Standard Specification for Pipe, Steel, Black and Hot-Dipped, Zinc-Coated,
Welded and Seamless; 2022.

B. ASTM A123/A123M - Standard Specification for Zinc (Hot-Dip Galvanized) Coatings on Iron
and Steel Products; 2017.

C. ASTM A513/A513M - Standard Specification for Electric-Resistance-Welded Carbon and Alloy
Steel Mechanical Tubing; 2025.

1.05 ADMINISTRATIVE REQUIREMENTS
A. Preinstallation Meetings:  Convene a meeting one week before starting this work to discuss

coordination between various installers.
1. Require attendance by personnel responsible for grading and installers of athletic field

equipment, footings, and adjacent work.
2. Include representatives of Contractor.
3. Notify Architect at least two weeks prior to meeting.

1.06 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Product Data:  Provide athletic field equipment manufacturer's product data indicating materials

of construction, compliance with specified standards, installation procedures, and necessary
safety limitations.

C. Shop Drawings:  Submit detailed scale drawings showing athletic field equipment and
perimeter layout.
1. Indicate locations and dimensions of footings and anchorage points.
2. Identify mounting elevations in relation to fixed survey point on site, and subgrade

elevation.
3. Indicate location of underground utilities, storm drainage system, and irrigation system.
4. Indicate location of related construction such as walkways and roadways, fences, _____,

and site furnishings.
D. Samples:  Submit color chart for each item that color must be selected showing full range of

colors and finishes.
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E. Installer's Qualification Statement.
F. Executed Warranty.

1.07 QUALITY ASSURANCE
A. Manufacturer Qualifications:  Company specializing in manufacturing products specified in this

section, with not less than three years of experience.
B. Installer Qualifications:  Company specializing in performing work of the type specified and with

at least three years of documented experience
1.08 DELIVERY, STORAGE, AND HANDLING

A. Deliver, handle, and store equipment on project site in accordance with manufacturer's
recommendations.

B. Store materials in a dry, covered area, and elevated above grade.
1.09 WARRANTY

A. See Section 01 78 00 - Closeout Submittals, for additional warranty requirements.
B. Provide 1-year warranty against defects in materials and workmanship unless otherwise

specified.
PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Athletic Field Equipment:
1. ADP Lemco, Inc​​: www.adplemco.com/#sle.
2. Grand Slam Safety, LLC: www.grandslamsafety.com/#sle.
3. Sportsfield Specialties, Inc.: www.sportsfield.com/
4. Douglas Sports, Inc. www.douglas-sports.com/
5. ​Draper, Inc., 411 South Pearl Street, Spiceland, Indiana 47385-0425; 765-987-7999​.
6. Substitutions:  See Section 01 60 00 - Product Requirements.

2.02 ATHLETIC FIELD EQUIPMENT - GENERAL
A. High School Sports:  Provide equipment that complies with NFHS requirements.
B. Mount supporting posts in concrete footings, unless otherwise indicated, refer to Section 03 30

00 for additional concrete footing installation requirements.
1. Provide supports as required to mount equipment at proper height above finished grade.

C. Coordinate field grading as required for proper placement and arrangement of equipment, refer
to Section 31 22 00 for additional information.

2.03 BASEBALL FIELD EQUIPMENT
A. Natural Grass Ball Field Bases: Anchored bases for baseball field, locations as indicated on

drawings.
1. Size:  15 inch by 15 inch and 3 inch thick.
2. Provide a double first base at both fields.
3. Base Support Plate:  Rust resistant, steel anchor system and stanchion pan.
4. Base:  Tough pebble embossed, UV resistant rubber top that prevents spikes from

slipping or puncturing base surface, heavy duty polyurethane foam pad interior, with
reinforced non-collapsing side walls.

B. Natural Grass Home Plate: Tough molded rubber, colored white, with 3/4 inch wide beveled
black perimeter, including hardware for base assembly, anchor, and base plug; 17 inch wide
across front, 8-1/2 inch long on each side, and two 12 inch long edges on rear at 45 degree
angle to sides creating point at back.

C. Natural Grass Pitcher's Plate: Heavy duty, UV resistant rubber system in white color; size of 6
inch by 24 inch by 11/16 inch thick.
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1. Anchored Assembly:  Welded assembly with double metal stanchion, anchor, and
hardware set below exposed pitching rubber.

D. Synthetic Turf Pitching Mounds:
1. Basis of Design: PPBIT - Porta-Pitch Baseball Mound with Brown Synthetic Turf by

Sportsfield Specialties, Inc.
a. Welded Construction, Fabricated of Aluminum Plate, Structural Members and 1/8”

(0.125”) Thick Aluminum Panel Factory Covered with a 6mm Rubber Shock
Absorption Impact Pad and Brown Colored Synthetic Turf with Thatch Layer Securely
Attached with NORDOT® Urethane Adhesive #34G

b. Official Size 18’ Outside Diameter with a Domed Height of 10” Above Finish Grade
and Sloped 1” Vertical Per 1’ Horizontal Per Specifications, Rules and Requirements

c. Seven (7) Interlocking Tapered Pitching Mound Sections Designed to Rest on the
Athletic Surface, No Ground Anchors Required

d. Center Section Includes Synthetic Infill Turf with Black SBR Rubber, Flexible Gasket
Seal Perimeter, One (1) Regulation Size 6”W x 24”L Professional Four (4) Sided
Removable and Replaceable Pitching Rubber

e. Detachable External Wheel System with Lifting Jack and Powder Coated Steel Tow
Hitch for Portability and Transport Purposes

f. Designed to be Set-up or Removed in +/- 20 Minutes with Three (3) Trained Adults
g. Optional 5’W x 10’L x 17.5”H Aluminum Porta-Pitch Transport Cart for Stacking,

Transporting and/or Storing Six (6) Perimeter Tapered Pitching Mound Sections, 12”
Pneumatic Swivel Front and Rigid Rear Wheels and Tow Hitch for Portability and
Transport Purposes

2. Basis of Design: PPLLBIT - Porta-Pitch Seasonal Little League Mound with Brown
Synthetic Turf by Sportsfield Specialties, Inc.
a. Welded Construction, Fabricated of Aluminum Plate, Structural Members and 1/8”

(0.125”) Thick Aluminum Panel Factory Covered with a 6mm Rubber Shock
Absorption Impact Pad and Brown Colored Synthetic Turf with Thatch Layer Securely
Attached with NORDOT® Urethane Adhesive #34G

b. Little League Size 10’ Outside Diameter with a Domed Height of 6” Above Finish
Grade and Sloped 1” Vertical Per 12” Horizontal

c. Four (4) Tapered Pitching Mound Sections Designed to Rest on the Athletic Surface,
No Ground Anchors Required

d. Center Section Includes Synthetic Infill Turf with Black SBR Rubber, Flexible Gasket
Seal Perimeter, One (1) Youth Size 4”W x 18”L Four (4) Sided Removable and
Replaceable Pitching Rubber

e. Designed to be Set-up or Removed in +/- 20 Minutes with Three (3) Trained Adults
E. Synthetic Turf Bullpen System:

1. Basis of Design: Double Bullpen Pitching Mound Forming System by Sportsfield
Specialties, Inc.
a. ​Quantity: Provide four (4). Two at each turf field bullpen.
b. Welded Construction, Fabricated of 1/8” Aluminum Sheet Structure
c. Knock Out Perforations for Concrete Flow in Multi-Mound Systems
d. Front and Rear Spacing Brackets for Multi-Mound Systems, Adjustable from 5’ to 10’

(℄ to ℄ of Pitching Rubbers)
e. Center Section Height of 10” Above Finish Grade and Sloped 1” Vertical Per 1’

Horizontal Per Specifications, Rules and Requirements
f. Three (3) Piece Welded Form Sections with Bolted Connections
g. Notched Cutouts for Rebar Bracing and Stake Holes for Rebar Anchoring (Rebar by

Others)
h. Center Section Includes Two (2) ½” Sch. 40 Aluminum Drainage Pipes and

Removable Pitching Rubber Tray with Four (4) ¾” Aluminum Round Stock Threaded
Studs with 3/8” Stainless Steel Bolts for Pitching Rubber Height Adjustment
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i. Includes Two (2) Replaceable SHBBPB Schutt® Four-Sided Professional Pitching
Rubber

j. Includes Synthetic Infill Turf Attachment Ledge
k. Includes ¼” Roll Out Rubber Underlayment for High Traffic Areas
l. Synthetic Turf Replacement Center Section Size is 58”W x 152”L

F. Synthetic Turf Field Batter's Box:
1. Softball Batter’s Box Forming System:

a. Basis of Design: Softball Batter’s Box Forming System by Sportsfield Specialties, Inc.
b. Measures 17’L x 8’-5”W x 6”H
c. Welded Construction; Fabricated of 1/8” Aluminum Sheet with One (1) ½” Sch. 40

Aluminum Drainage Pipe and Five (5) ¾” Aluminum Round Stock Threaded Studs
with 3/8” Stainless Steel Bolts for Home Plate Tray Height Adjustment

d. Three (3) Piece Welded Form Sections with Bolted Connections
e. Notched Cutouts for Rebar Bracing and Stake Holes for Rebar Anchoring (Rebar by

Others)
f. Removable and Height Adjustable Home Plate Tray, Fabricated of 1/8” Aluminum

Sheet
g. Includes Replaceable SHSRHP Schutt®® Hollywood Bury All Home Plate
h. Includes Synthetic Infill Turf Attachment Ledges
i. Includes Factory Pre-Installed 2” x 4” Synthetic Wood Nailer Boards Around the

Outside Perimeter of the Form Sections for Synthetic Turf Attachment Purposes
j. Includes ¼” Roll Out Rubber Underlayment for High Traffic Areas
k. HPFSCP Removable Cover Plug: 1/8” (0.125”) Aluminum Sheet with 1.5” Square

Aluminum Support Structure, Synthetic Turf Provided By and Installed By Others
2. Baseball Batter’s Box Forming System:

a. Basis of Design: Baseball Batter’s Box Forming System by Sportsfield Specialties,
Inc.

b. Welded Construction; Fabricated of 1/8” Aluminum Sheet with One (1) ½” Sch. 40
Aluminum Drainage Pipe and Five (5) ¾” Aluminum Round Stock Threaded Studs
with 3/8” Stainless Steel Bolts for Home Plate Tray Height Adjustment

c. Four (4) Piece Welded Form Sections with Bolted Connections
d. Notched Cutouts for Rebar Bracing and Stake Holes for Rebar Anchoring (Rebar by

Others)
e. Removable and Height Adjustable Home Plate Tray, Fabricated of 1/8” Aluminum

Sheet
f. Includes Replaceable SHSRHP Schutt®® Hollywood Bury All Home Plate
g. Includes Synthetic Infill Turf Attachment Ledges
h. Includes Factory Pre-Installed 2” x 4” Synthetic Wood Nailer Boards Around the

Outside Perimeter of the Form Sections for Synthetic Turf Attachment Purposes
i. Includes ¼” Roll Out Rubber Underlayment for High Traffic Areas
j. HPFSCP Removable Cover Plug: 1/8” (0.125”) Aluminum Sheet with 1.5” Square

Aluminum Support Structure, Synthetic Turf Provided By and Installed By Others
G. Synthetic Turf Field Non-Permanent Bases:

1. Basis of Design: TurfBase® Double First Base Set by Sportsfield Specialties, Inc.
a. Durable Rubber Mesh Reinforced Construction
b. Specifically Designed Molded Pegs Embed in Synthetic Turf Infill Material Preventing

Horizontal Movement with No Ground Anchor Necessary in Synthetic Infill Turf
Applications

c. Official Size 15” x 15” x 3” Bases
d. Provide two (2) sets of Three (3) White/Off-White Bases and One (1) Safety Orange

Base
H. Synthetic Turf Field Permanent Bases:
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1. Basis of Design: Schutt/Hollywood Dual Anchor Access Frame for Infill Turf by Sportsfield
Specialties, Inc.
a. Dimensions: 6-1/16”W x 22-15/16”L x 10”H
b. Box: 1/8" (0.125”) Aluminum Construction, Welded Frame with Open Bottom Having

the Following Attributes:
1) 1/8" (0.125”) Aluminum Construction
2) Integrated Synthetic Infill Turf Attachment Ledge
3) Infill Retainer System with 1-1/4” (1.25”) Flexible Gasket Seals Specifically

Designed for Synthetic Infill Turf Applications
4) Dual Anchor Base, Anchor Bolts and Anchor Spacers
5) 1” PVC Drain Stub for Positive Drainage Connection

c. Solid Cover: 1/8" (0.125”) Aluminum Construction with the Following Attributes:
1) Infill Retainer System with 1-1/4” (1.25”) Flexible Gasket Seals Specifically

Designed for Synthetic Infill Turf Applications
2) Designed to Allow Synthetic Turf Material to be Adhered Directly to the

Aluminum Surface with Appropriate Adhesive and/or Mechanical Fasteners as
Determined by Others

d. Assembly Hardware
e. ​Basis of Design Base for Double First Base:

1) Rawlings Hollywood Impact double first base set by Sportsfield Specialties.
2. Basis of Design: Schutt/Hollywood Anchor Access Frame for Infill Turf by Sportsfield

Specialties, Inc.
a. Dimensions: 8-1/16”W x 8-1/16”L x 10”H
b. Box: 1/8" (0.125”) Aluminum Construction, Welded Frame with Open Bottom Having

the Following Attributes:
1) 1/8" (0.125”) Aluminum Construction
2) Integrated Synthetic Infill Turf Attachment Ledge
3) Infill Retainer System with 1-1/4” (1.25”) Flexible Gasket Seals Specifically

Designed for Synthetic Infill Turf Applications
4) Anchor Base, Anchor Bolts and Anchor Spacer
5) 1” PVC Drain Stub for Positive Drainage Connection

c. Solid Cover: 1/8" (0.125”) Aluminum Construction with the Following Attributes:
1) Infill Retainer System with 1-1/4” (1.25”) Flexible Gasket Seals Specifically

Designed for Synthetic Infill Turf Applications
2) Designed to Allow Synthetic Turf Material to be Adhered Directly to the

Aluminum Surface with Appropriate Adhesive and/or Mechanical Fasteners as
Determined by Others

d. Assembly Hardware
e. Basis of Design Base for Bases:

1) Rawlings Hollywood Impact base set by Sportsfield Specialties.
I. Foul Poles

1. Foul Pole Upright:
a. 6” Schedule 40 Aluminum Pipe (6.625”O.D. x .280” Wall)
b. 30’ Height Above Finish Grade
c. Super Durable Powder Coated Finish
d. Color: Yellow

2. Foul Pole Wing:
a. Stamped 1/8” (0.125”) Aluminum Sheet with Double Reinforced Bends Welded at

Corners
b. 1.5” Square Open Mesh
c. 18”W x 22’L
d. Top of Upright Pole to 8’ Above Finish Grade

3. Ground Sleeve:
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a. 4’ Depth
b. 7” O.D. x .109” Wall Steel
c. Alignment Bolt
d. Welded Leveling Plate

4. Stainless Steel Assembly Hardware
2.04 OUTDOOR FIELD FENCING, GUARDRAIL,  AND DUGOUTS

A. Fencing: ​Permanent​ pole supported fence system including foul poles with athlete-impactable
impact netting along the ground​, and additional sports netting attached above fence to increase
home run height​.
1. Impact Netting:  Vinyl coated polyester fabric mesh, 9 ounces per square yard, minimum.

a. Overall height of impact netting fence, above grade, as indicated on drawings.
2. Fence:  Panelized, with maximum of 20 foot long panels connected by reinforced hook

and loop vertical seams and L-straps at top and bottom. Top and bottom edges are turned
back to create pocket that is closed using hook and loop. Top edge is yellow, and bottom
edge is black colored.
a. Line Post:  Welded steel pipe complying with ASTM A53/A53M, with 2-3/8 inches

outside diameter, 5/32 inch wall thickness, and 3.65 pounds per 12 inches.
b. Foul Poles:  Welded steel pipe complying with ASTM A53/A53M, with 4-1/2 inches

outside diameter, and anchored in concrete footings with Schedule 40 PVC sleeve.
c. Foul Pole Tops:  Structural steel tubing complying with ASTM A513/A513M, with

main pole outside diameter 4 inches and flag boarder outside diameter 1-3/8 inches,
flag height of 10 feet, and flag width of 13-3/4 inches.

3. Cables: Stainless steel, Type 304; 3/16 inch diameter for main support, and 1/8 inch
diameter for others.

B. Fence Padding:
1. Post and Horizontal Rails:

a. Basis of Design: BCLPPSG – BaseZone® Chain-Link Post Padding, Sewn Grommet
by Sportsfield Specialties, Inc.
1) Dimensions: 6”W x Variable Length x 3” Thick
2) Premium Outdoor Vinyl Encasement:

(a) High UV Resistance
(b) Total Weight: 19 oz./yd2 (ASTM D3776)
(c) Construction: 18 x 18, 1300 x 1300 Denier
(d) Grab Tensile: Warp 750 lb/2”, Fill 655 lb/2”. (ASTM D5034)
(e) Tongue Tear: Warp 153 lb/in., Fill 135 lb/in (ASTM D2261)
(f) Adhesion: 38 lb/2” (ASTM D571)
(g) Cold Crack: -30° F (ASTM D2136)
(h) Rot, Mildew and Fungus Resistant: Yes
(i) Various Standard Colors Available

3) 3” Thick High Impact 1580 Polyurethane Foam
(a) Density: 1.45 – 1.55 pcf (ASTM D3574)
(b) Impression Load Deflection (4” x 25” x 25” Sample)

(1) 25%: 75 – 85 (ASTM D3574)
(2) 65%: 128 – 145 (ASTM D3574)
(3) Support Factor 65/25: 1.7 min (ASTM D3574)

(c) Resilience (% Rebound): 40 – 48 (ASTM D3574)
(d) Tear Resistance: 1.5 – 2.5 lbs/in (ASTM D3574)
(e) Static Fatigue:

(1) % Loss @ 25% ILD: Less than 35 (ASTM D3574)
(2) % Loss in Thickness: Less than 10 (ASTM D3574)

(f) Flammability: Passes with Class 1 Fabric (California TB 117-2013)
4) Vinyl Seams Double Stitched Using 6 lb. Bonded Polyester Black Thread
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5) Includes Two (2) 1.5”W Vinyl Flaps with #2 Stainless Steel Grommets 12” On-
Center
(a) Secured to Chain-Link Fence Using 14”L x 120 lb. Break Strength UV

Resistant Nylon Zip-Ties
6) 1-Year Manufacturer’s Limited Product Warranty
7) Locations: Provide at all vertical fence posts and horizontal fence rails around

perimeter of baseball and softball fields, including bullpen areas.
2. Backstop Padding:

a. Basis of Design: BCLPPSG – BaseZone® Field Wall Padding and Accessories by
Sportsfield Specialties, Inc.
1) Premium Outdoor Vinyl Encasement:

(a) High UV Resistance
(b) Total Weight: 19 oz./yd2 (ASTM D3776)
(c) Construction: 18 x 18, 1300 x 1300 Denier
(d) Grab Tensile: Warp 750 lb/2”, Fill 655 lb/2”. (ASTM D5034)
(e) Tongue Tear: Warp 153 lb/in., Fill 135 lb/in (ASTM D2261)
(f) Adhesion: 38 lb/2” (ASTM D571)
(g) Cold Crack: -30° F (ASTM D2136)
(h) Rot, Mildew and Fungus Resistant: Yes
(i) Various Standard Colors Available

2) 3” Thick High Impact 1580 Polyurethane Foam
(a) Density: 1.45 – 1.55 pcf (ASTM D3574)
(b) Impression Load Deflection (4” x 25” x 25” Sample)

(1) 25%: 75 – 85 (ASTM D3574)
(2) 65%: 128 – 145 (ASTM D3574)
(3) Support Factor 65/25: 1.7 min (ASTM D3574)

(c) Resilience (% Rebound): 40 – 48 (ASTM D3574)
(d) Tear Resistance: 1.5 – 2.5 lbs/in (ASTM D3574)
(e) Static Fatigue:

(1) % Loss @ 25% ILD: Less than 35 (ASTM D3574)
(2) % Loss in Thickness: Less than 10 (ASTM D3574)

(f) Flammability: Passes with Class 1 Fabric (California TB 117-2013)
3) 3/4” Square Edge AdvanTech® Water Resistant Sheathing Panel; All Sides

Stained and Sealed with Exterior Grade Finish
4) Stainless Steel Staples and Applicable Hardware
5) Wall Mounting Hardware:

(a) Aluminum Z-Clip Wall Mounting Hardware or Bolt and Back-up Plate Chain
Link Fence Attachment Hardware

6) Impact Testing; Independently Certified:
(a) ASTM F2440; 10 lb. x 6.3” Dia. Hemisphere Head Form, 4’ Drop Height

(Impact Velocity: 10.9 MPH):
(1) G-max: 47
(2) Head Injury Criterion (HIC): 103

(b) Head Injury Criterion (HIC) Impact Test: 10 lb. x 6.3” Dia.  Hemisphere
Head Form, 5’ Drop Height (Impact Velocity: 12.2 MPH):
(1) G-max: 92
(2) Head Injury Criterion (HIC): 208

(c) Head Injury Criterion (HIC) Impact Test: 10 lb. x 6.3” Dia.  Hemisphere
Head Form, 5’-6” Drop Height (Impact Velocity: 12.8 MPH):
(1) G-max: 244 (Failure)
(2) Head Injury Criterion (HIC): 905

(d) 1-Year Manufacturer’s Limited Product Warranty
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(e) Provide Custom High-Resolution Digitally Printed Graphics at Backstop
Padding.

C. Guard Rail Systems:
1. Basis of Design: Guard Rail System (GRS) by Sportsfield Specialties, Inc.

a. ​Varsity Baseball Field Height: 42"
b. Junior Varsity and Varsity Softball Field Height: 96"
c. Junior Varsity Baseball Height: 48"
d. Quantity: Each field to receive two (2) guard rail systems as indicated on the

drawings.
2. Guard Rail System:

a. Modularized Steel Structure Consisting of Variable Length Modules with Top and
Bottom Horizontal Rails, Equally Spaced Vertical Posts and Base Plates. Fabricated
using Components with the Following Attributes:
1) Height as Indicated Above (O.A.) 2” Square x 11ga (.120”) Thick Wall Structural

Steel Tube Posts with Factory Pre-Drilled 7” x 7” x 3/8” (.375”) Steel Mounting
Plates. Posts at Module Connections are Created by Two (2) Adjacent Tubes
and Two (2) Half Size Base Plates

2) Four (4) 3/8” Diameter x 5”L Wedge Anchors per Base Plate Fasten Railing
Modules to Concrete

3) 2” Square x 11ga (.120”) Thick Wall Structural Steel Top Rail Running Across
the Entire Module Length

4) 2” Square x 11ga (.120”) Thick Wall Structural Steel Bottom Rails Between
Posts

5) Fully Welded Modules with Factory Pre-Drilled Holes for Stainless Steel Bolt
Module to Module Connection to Assist Installation

6) Super Durable Powder Coated Black Finish with Enhanced Resistance to UV
and Fade

b. Guard Rail Padding System Consisting of Squared Guard Rail Padding on Exposed
Perimeter Edges, Flat Padding on Posts, Bottom Railing and Mid Railing
1) Three (3) – faced Squared Padding. 6”H Front and Rear Faces, 6-1/8”W Top

Face. All Faces Consist of Vinyl Covering, Foam and Rigid Sheathing
2) 6”W Single Face Flat Padding Consisting of Vinyl Covering, Foam and Rigid

Sheathing
3) Premium Outdoor Vinyl Encasement:

(a) High UV Resistance
(b) Total Weight: 19 oz./yd2 (ASTM D3776)
(c) Construction: 18 x 18, 1300 x 1300 Denier
(d) Grab Tensile: Warp 750 lb/2”, Fill 655 lb/2”. (ASTM D5034)
(e) Tongue Tear: Warp 153 lb/in., Fill 135 lb/in (ASTM D2261)
(f) Adhesion: 38 lb/2” (ASTM D571)
(g) Cold Crack: -30° F (ASTM D2136)

4) Cold Crack: -30° F (ASTM D2136)
(a) Rot, Mildew and Fungus Resistant: Yes
(b) Various Standard Colors Available

5) 1.25” Thick High Density Polyethylene Cross-Link Closed Cell Foam
(a) Density: 1.7 pcf
(b) Tensile Strength: 20 psi
(c) Elongation: 95%
(d) Tear Resistance: 7 lb/in
(e) Compression Strength:

(1) @ 25% psi: 4 psi
(2) @ 50% psi: 7 psi

(f) Compression Set: 29% of Original Thickness
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(g) Thermal Stability: < 0.5% of Change @ 158°F for 22 hrs
(h) Thermal Conductivity: 0.20 btu/hr/inch ft/ׄ°F
(i) Working Temperature Range: -70 °F to 175 °F
(j) Water Absorption: <0.06 lb/ft2/°F
(k) Flammability: Pass (MVSS302)

6) ¾” AdvanTech® Water Resistant Composite Sheathing Panel, Stained and
Sealed with Exterior Grade Finish

7) Provide Custom Digitally Printed Lettering and/or Graphics
8) Padding Attach to Modularized Steel Structure using 11ga (.120”) Steel

Brackets, Super Durable Powder Coated Black Finish. #10 316 Stainless Steel
Round Head Wood Screws Fasten Brackets to Rigid Backing on Pads. #12 x 1-
1/2”L Hex Head Self Drilling Screws with Sealing Washers used to Fasten
Brackets to Railing

c. Ultra Cross® Knotless Dyneema® UHMWPE Netting:
1) Length, Height and Configuration as Required
2) Ultra Cross® Knotless Netting
3) Dyneema® Ultra-High Molecular Weight Polyethylene (UHMWPE) SK-75 Black

Fiber Construction
4) 4 Ply, 1.2 mm (0.0472”) Diameter Twine
5) 95% Open Mesh Area (See-Through Visibility)
6) 58,445 psi Minimum Breaking Strength
7) 30% Maximum Elongation at Break
8) 1-3/4” (44 mm) Square Mesh Size, 0.009 lbs. per Square Foot
9) 4-Strand, Braided, Continuous Monofilament Dyneema® Fiber
10) Urethane Black Bonded Finish
11) Strong Resistance to Ultraviolet (UV) Light Degradation
12) Excellent Resistance to Chemicals and Water Absorption
13) Attached to Rail Using 14”L Nylon Zip Ties with a 50 lb. Break Strength, UV

Stabilized
d. Included Accessories:

1) Model Specific Hardware Kit and Installation Instructions
2) One (1) Year Limited Manufacturer’s Product Warranty

D. ​Premanufactured Dugout System:
1. Basis of Design: GameShade® Dugout by Sportsfield Specialties, Inc..

a. Overall Dimensions: 10’W x 40’L
b. Location: JV Baseball and Softball Fields
c. Quantity: four (4)
d. Structural Columns Fabricated of:

1) 3-1/2” x 3-1/2” x 3/16” (0.1875”) Structural Steel Tube with Factory Pre-Drilled 9”
x 9” x 5/8” (0.625”) A36 Steel Base Mounting Plates and 9” x 9” x 5/8” (0.625”)
A36 Steel Roof and Column Cap Plates

2) Fully Welded Construction
3) Maximum Allowable Spacing Between Structural Steel Columns is Fifteen (15’)

On-Center
e. Roof Frame Fabricated of:

1) 5” x 2” x 3/16” (0.1875”) Structural Steel Rectangular Perimeter, Transverse,
and Longitudinal Roof Tubes

2) Fully Welded Construction
f. Structural Steel Columns and Roof Frame Receive a Powder Coated Primer and

Coated Finish, Various Standard and Custom Colors Available
g. Roofing Material is 29 Gauge, Classic Rib® Style Corrugated Metal with J-Channel

Drip Cap Installed on Front and Sides, Various Standard Paint Finish Colors
Available
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h. Structural Columns Attached to Roof Structure with Galvanized Hardware
i. Includes Carbon Steel Anchoring Hardware, Epoxy and Lifting Eye Bolts
j. Model Specific Hardware Kit and Installation Instructions
k. Stamped and Sealed Drawings and Calculations by a Licensed Professional

Engineer of Record in the State of Illinois
2.05 OUTDOOR BASEBALL CAGE

A. Manufacturers:
1. ​Sportsfield Specialties, Inc.: www.sportsfield.com/​.
2. Substitutions:  See Section 01 60 00 - Product Requirements.

B. Tension Batting Tunnels:
1. Baseball Basis of Design: BTTBT Tension Baseball Triple Batting Tunnel by Sportsfield

Specialties, Inc.
a. Eight (8) Upright Poles Fabricated of 8” Schedule 40 Steel (8.625” O.D.) Pipe

1) 4’ Direct Embedment or Optional Ground Sleeve
b. Fixed Net Stabilizer Extension Arms Fabricated of 3/8” Steel Plate x 18”L
c. Crossbar Supports Fabricated of 4” x 3/16” Wall Square Steel Tube
d. Super Durable Black Powder Coated Finish

1) Enhanced Resistance to UV
e. Tension Cable Support: ¼” 7x19 Black Powder Coated Galvanized Aircraft Cable

with ½” x 6” Jaw and Jaw Turnbuckles
f. Three (3) 13’H x 14’W x 75’L Baseball Nets

1) #36 Black Nylon 1-3/4” Square Mesh Net
(a) #36 Twisted Knotted Netting
(b) 100% Nylon Construction
(c) 2.6mm (0.1023”) Diameter Twine
(d) 87% Open Mesh Area (See-Through Visibility)
(e) 13,363 psi Minimum Breaking Strength
(f) 1-3/4” (44mm) Maximum Square Mesh Size
(g) 0.0425 lbs. per Square Foot
(h) Black Multi-Filament Polypropylene Solid Braid Derby Rope Sewn Binding

on Perimeter Edges – ¼” Diameter, 530 lb. Minimum Breaking Strength
(i) UV and Weather Treated

2) Two (2) 4’W x Full Height Openings with Curtain Style Exterior Overlap Flaps
3) Weighted Rope Bottom

(a) Factory-Sewn / Integrated into Batting Tunnel
(b) Flexible / Easy to Handle
(c) 2,000 lbs. Average Strength
(d) 250 lbs. per 100 Fathoms Material Weight (0.42 lbs/ft)

g. Model Specific Hardware Kit and Installation Instructions
2. Softball Basis of Design: BTTST Tension Softball Triple Batting Tunnel by Sportsfield

Specialties, Inc.
a. Eight (8) Upright Poles Fabricated of 8” Schedule 40 Steel (8.625” O.D.) Pipe

1) 4’ Direct Embedment or Optional Ground Sleeve
b. Fixed Net Stabilizer Extension Arms Fabricated of 3/8” Steel Plate x 18”L
c. Crossbar Supports Fabricated of 4” x 3/16” Wall Square Steel Tube
d. Super Durable Black Powder Coated Finish

1) Enhanced Resistance to UV
e. Tension Cable Support: ¼” 7x19 Black Powder Coated Galvanized Aircraft Cable

with ½” x 6” Jaw and Jaw Turnbuckles
f. Three (3) 13’H x 14’W x 55’L Softball Nets

1) #36 Twisted Knotted Netting
2) 100% Nylon Construction
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3) 2.6mm (0.1023”) Diameter Twine
4) 87% Open Mesh Area (See-Through Visibility)
5) 13,363 psi Minimum Breaking Strength
6) 1-3/4” (44mm) Maximum Square Mesh Size
7) 0.0425 lbs. per Square Foot
8) Black Multi-Filament Polypropylene Solid Braid Derby Rope Sewn Binding on

Perimeter Edges – ¼” Diameter, 530 lb. Minimum Breaking Strength
9) UV and Weather Treated

g. Two (2) 4’W x Full Height Openings with Curtain Style Exterior Overlap Flaps
h. Weighted Rope Bottom

1) Factory-Sewn / Integrated into Batting Tunnel
2) Flexible / Easy to Handle
3) 2,000 lbs. Average Strength
4) 250 lbs. per 100 Fathoms Material Weight (0.42 lbs/ft)

3. Model Specific Hardware Kit and Installation Instructions
C. Tension Netting at Soft Toss Area

1. Basis of Design: TNPPUC Pole-to-Pole Tension Ball Safety Netting System with Ultra
Cross Netting and Accessories by Sportsfield Specialties, Inc.
a. Pole-to-Pole Tension Ball Safety Netting System Upright Support Posts and Pole

Structures – Fabricated, Sized and Configured as Required:
1) Height Above Finish Grade as Required
2) Super Durable Powder Coated Black Finish with Enhanced Resistance to UV

and Fade
3) Ground Sleeve, Base Plate or Permanent Embedment Mount
4) Hot Dipped Galvanized Assembly Hardware - Quantities, Sizes and

Configurations as Required
b. Pole-to-Pole Tension Ball Safety Netting System Wire Rope Support Structure:

1) Length, Height and Configuration as Required
2) 7 x 19 GAC Galvanized Aircraft Cable - 5/16” Diameter Main Horizontal Support,

9,800 lb. Minimum Breaking Strength, 3,267 lb. Minimum Working Load Limit
3) 7 x 19 GAC Galvanized Aircraft Cable - 1/4” Diameter Vertical and Bottom

Horizontal Supports, 7,000 lb. Minimum Breaking    Strength, 2,333 lb. Minimum
Working Load Limit

4) Hot Dipped Galvanized Attachment and Assembly Hardware - Quantities, Sizes
and Configurations as Required

c. Pole-to-Pole Tension Ball Safety Netting System Net and Rope Bound Border:
1) Length, Height and Configuration as Required
2) Ultra Cross Knotless Netting
3) Dyneema® Ultra-High Molecular Weight Polyethylene
4) (UHMWPE) SK-75 Black Fiber Construction
5) 4 Ply, 1.2 mm (0.0472”) Diameter Twine
6) 95% Open Mesh Area (See-Through Visibility)
7) 58,445 psi Minimum Breaking Strength
8) 30% Maximum Elongation at Break
9) 1-3/4” (44 mm) Square Mesh Size, 0.009 lbs. per Square Foot
10) 4-Strand, Braided, Continuous Monofilament Dyneema® Fiber
11) Black Multi-Filament Polypropylene Solid Braid Derby Rope    Sewn Binding on

Perimeter Edges - 1/4” Diameter, 530 lb. Minimum Breaking Strength
12) Urethane Black Bonded Finish
13) Strong Resistance to Ultraviolet (UV) Light Degradation
14) Excellent Resistance to Chemicals and Water Absorption

d. Included Accessories:
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1) Hot Dipped Galvanized Attachment and Assembly Hardware - Quantities, Sizes
and Configurations as Required

2) Black Rope for Net Binding Attachment to Wire Rope Support    Structure –
Quantities and Configurations as Required

3) Stamped and Sealed Drawings and Calculations by a Licensed
4) Professional Engineer of Record in the State of Project Locationd. Model

Specific Hardware Kit and Installation Instructionse. One (1) Year Limited
Manufacturer’s Product Warranty

2.06 PERMANENT BASEBALL BACKSTOP
A. Manufacturers:

1. ​Sportsfield Specialties, Inc.: www.sportsfield.com/​.
2. Substitutions:  See Section 01 60 00 - Product Requirements.

B. Basis of Design: TNPPUC Pole-to-Pole Tension Ball Safety Netting System with Ultra Cross
Netting and Accessories by Sportsfield Specialties, Inc.
1. Pole-to-Pole Tension Ball Safety Netting System Upright Support Posts and Pole

Structures – Fabricated, Sized and Configured as Required:
a. Height Above Finish Grade as Required
b. Super Durable Powder Coated Black Finish with Enhanced Resistance to UV and

Fade
c. Ground Sleeve, Base Plate or Permanent Embedment Mount
d. Hot Dipped Galvanized Assembly Hardware - Quantities, Sizes and Configurations

as Required
2. Pole-to-Pole Tension Ball Safety Netting System Wire Rope Support Structure:

a. Length, Height and Configuration as Required
b. 7 x 19 GAC Galvanized Aircraft Cable - 5/16” Diameter Main Horizontal Support,

9,800 lb. Minimum Breaking Strength, 3,267 lb. Minimum Working Load Limit
c. 7 x 19 GAC Galvanized Aircraft Cable - 1/4” Diameter Vertical and Bottom Horizontal

Supports, 7,000 lb. Minimum Breaking    Strength, 2,333 lb. Minimum Working Load
Limit

d. Hot Dipped Galvanized Attachment and Assembly Hardware - Quantities, Sizes and
Configurations as Required

3. Pole-to-Pole Tension Ball Safety Netting System Net and Rope Bound Border:
a. Length, Height and Configuration as Required
b. Ultra Cross Knotless Netting
c. Dyneema® Ultra-High Molecular Weight Polyethylene
d. (UHMWPE) SK-75 Black Fiber Construction
e. 4 Ply, 1.2 mm (0.0472”) Diameter Twine
f. 95% Open Mesh Area (See-Through Visibility)
g. 58,445 psi Minimum Breaking Strength
h. 30% Maximum Elongation at Break
i. 1-3/4” (44 mm) Square Mesh Size, 0.009 lbs. per Square Foot
j. 4-Strand, Braided, Continuous Monofilament Dyneema® Fiber
k. Black Multi-Filament Polypropylene Solid Braid Derby Rope    Sewn Binding on

Perimeter Edges - 1/4” Diameter, 530 lb. Minimum Breaking Strength
l. Urethane Black Bonded Finish
m. Strong Resistance to Ultraviolet (UV) Light Degradation
n. Excellent Resistance to Chemicals and Water Absorption

4. Included Accessories:
a. Hot Dipped Galvanized Attachment and Assembly Hardware - Quantities, Sizes and

Configurations as Required
b. Black Rope for Net Binding Attachment to Wire Rope Support    Structure –

Quantities and Configurations as Required
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c. Stamped and Sealed Drawings and Calculations by a Licensed
d. Professional Engineer of Record in the State of Project Locationd. Model Specific

Hardware Kit and Installation Instructionse. One (1) Year Limited Manufacturer’s
Product Warranty

C.
2.07 MATERIALS
PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that athletic field equipment area has been graded to subgrade elevations required and
that excess soil, rocks, and debris has been removed as necessary for installation of footings.

B. Verify location of underground utilities and facilities in athletic field equipment area; damage to
underground utilities and facilities will be repaired at Contractor's expense.

3.02 PREPARATION
A. Stake location of athletic field equipment elements, including necessary athletic field

perimeters, surfacing, access and egress points, hard surfaces, walls, fences, _____, and/or
structures.

B. Stake layout of athletic field equipment perimeter in accordance with approved shop drawings
before starting any work.
1. Verify that athletic field perimeters do not overlap hard surfaces, whether currently

installed or not.
2. Verify that athletic fields are free of obstructions.
3. If conflicts or obstructions are found, notify Architect.
4. Do not proceed with this work until revised drawings have been provided, showing

corrected layout, and that any obstructions have been removed or corrections to layout
have been made.

3.03 INSTALLATION
A. Install concrete footings with top surface a minimum of 1/2 inch below required subgrade

elevation and slope top to drain, unless otherwise indicated.
B. Install athletic field equipment in accordance with manufacturer's instructions, and rules and

regulations of specified athletic association indicated for this work.
C. Install backboards and goal posts plumb, level, and rigid using manufacturer provided

attachment hardware, and ensure backstops are accurately positioned and free of vibrations.
D. Install athletic field equipment without sharp points, edges, or protrusions; entanglement

hazards or pinch, crush, or shear points.
E. All Bullpen Pitching Mound Forming Systems shall be installed as recommended per

manufacturer's written instructions and as indicated on the drawings. Installer should have a
minimum of five (5) Bullpen Pitching Mound Forming System installations or similar experience
in the previous three (3) years.

F. All Porta-Pitch Baseball Mounds shall be installed as recommended per manufacturer's written
instructions and as indicated on the drawings. Installer should have a minimum of five (5) Porta-
Pitch Baseball Mound installations or similar experience in the previous three (3) years.

G. SHAFIT – Schutt/Hollywood Anchor Access Frame for Infill Turf shall be installed as
recommended per manufacturer's written instructions and as indicated on the drawings.
Concrete anchoring foundations to be determined by others based on local soil conditions and
building codes. Installer should have a minimum of five (5) baseball/softball equipment
installations or similar experience in the previous three (3) years.

H. Baseball and Softball Batter’s Box Forming Systems shall be installed as recommended per
manufacturer's written instructions and as indicated on the drawings. Installer should have a
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minimum of five (5) Baseball Batter’s Box Forming System installations or similar experience in
the previous three (3) years.

I. All Foul Pole Equipment and Accessories shall be installed as recommended per
manufacturer's written instructions and as indicated on the drawings. Concrete anchoring
foundations to be determined by others based on local soil conditions and building codes.
Installer should have a minimum of five (5) baseball/softball equipment installations or similar
experience in the previous three (3) years.

J. BCLPPSG – BaseZone® Chain-Link Post Padding, Sewn Grommet shall be installed as
recommended per manufacturer's written instructions and as indicated on the
drawings.  Installer should have a minimum of five (5) protective padding installations or similar
experience in the previous three (3) years. 

K. All Guard Rail Systems and Accessories shall be installed as recommended per manufacturer's
written instructions and as indicated on the drawings. 

L. All Dugouts shall be installed as recommended per manufacturer's written instructions and as
indicated on the drawings. Concrete anchoring foundations to be determined by others based
on local soil conditions and building codes. Installer should have a minimum of five (5) Dugout
installations or similar experience in the previous three (3) years.

M. All Tension Batting Tunnels shall be installed as recommended per manufacturer's written
instructions and as indicated on the drawings.  Concrete anchoring foundations to be
determined by others based on local soil conditions and building codes. Installer should have a
minimum of five (5) baseball/softball equipment installations or similar experience in the
previous three (3) years.

N. All TNPPUC Pole-to-Pole Tension Ball Safety Netting Systems with Ultra Cross Netting and
Accessories shall be installed as recommended per manufacturer's written instructions and as
indicated on the drawings.  Concrete anchoring foundations to be determined by others based
on local soil conditions and building codes.  Installer should have a minimum of five (5) ball
safety netting system installations or similar experience in the previous three (3) years.   

3.04 CLEANING
A. Clean athletic field equipment of construction materials, dirt, stains, filings, and blemishes due

to shipment or installation; clean in accordance with manufacturer's instructions, using cleaning
agents as recommended by manufacturer.

B. Clean athletic field area of excess construction materials, debris, and waste.
C. Remove excess and waste material and dispose of off-site in accordance with requirements of

authorities having jurisdiction.
3.05 PROTECTION

A. Protect installed products until Date of Substantial Completion.
B. Replace damaged products before Date of Substantial Completion.

END OF SECTION  11 68 33
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SECTION 12 36 00
COUNTERTOPS

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Wall-hung counters and vanity tops.
1.02 REFERENCE STANDARDS

A. ANSI A208.2 - Medium Density Fiberboard (MDF) for Interior Applications; 2022.
B. ASTM A666/A666M - Standard Specification for Annealed or Cold-Worked Austenitic Stainless

Steel Sheet, Strip, Plate, and Flat Bar; 2024.
C. AWI/AWMAC/WI (AWS) - Architectural Woodwork Standards, 2nd Edition; 2014, with Errata

(2016).
D. AWMAC/WI (NAAWS) - North American Architectural Woodwork Standards; 2021, with Errata.
E. PS 1 - Structural Plywood; 2023.

1.03 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Product Data:  Manufacturer's data sheets on each product to be used, including:

1. Preparation instructions and recommendations.
2. Storage and handling requirements and recommendations.
3. Specimen warranty.

C. Shop Drawings:  Complete details of materials and installation ; combine with shop drawings of
cabinets and casework specified in other sections.

D. Verification Samples:  For each finish product specified, minimum size 6 inches square,
representing actual product, color, and patterns.

E. Certificate:  Submit labels and certificates required by quality assurance and quality control
 programs.

F. Installer's qualification statement.
G. Maintenance Data:  Manufacturer's instructions and recommendations for maintenance and

repair of countertop surfaces.
1.04 QUALITY ASSURANCE

A. Installer Qualifications:  Company specializing in performing work of the type specified in this
section, with not less than three years of documented experience.

B. Quality Certification:
1. Provide labels or certificates indicating that the installed work complies with

AWI/AWMAC/WI (AWS) or AWMAC/WI (NAAWS) requirements for grade or grades
specified.

2. Provide designated labels on shop drawings as required by certification program.
3. Provide designated labels on installed products as required by certification program.
4. Submit certifications upon completion of installation that verifies this work is in compliance

with specified requirements.
1.05 DELIVERY, STORAGE, AND HANDLING

A. Store products in manufacturer's unopened packaging until ready for installation.
B. Store and dispose of solvent-based materials, and materials used with solvent-based materials,

in accordance with requirements of local authorities having jurisdiction.
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1.06 FIELD CONDITIONS
A. Maintain environmental conditions (temperature, humidity, and ventilation) within limits

recommended by manufacturer for optimum results.  Do not install products under
environmental conditions outside manufacturer's absolute limits.

PART 2  PRODUCTS
2.01 COUNTERTOPS

A. Quality Standard:  Custom Grade, in accordance with AWI/AWMAC/WI (AWS) or AWMAC/WI
(NAAWS), unless noted otherwise.

B. Stainless Steel Countertops:  , Type 304, stainless steel sheet; ​​16 gauge, 0.0625 inch​​ nominal
sheet thickness.
1. Finish:  4B satin brushed finish.
2. Exposed Edge Shape:  Bullnose with return; 1 inch radius, return to face of case or wall;

reinforced with hardwood or steel.
3. Back and End Splashes:  Same material; welded 1/4 inch radius coved joint to countertop;

square top edge with 1 inch wide top surface and minimum 1/2 inch turndown.
4. Splash Dimensions:  4 inch high by 1 inch thick, unless otherwise indicated.
5. Where multiple sections of countertop are required, countertop to be welded together.
6. Associated Window Sills:  Same material, same thickness.
7. Associated Top of Partial Height Wall Caps: Same Material, same thickness.

2.02 MATERIALS
A. Wood-Based Components:

1. Wood fabricated from old growth timber is not permitted.
2. Provide sustainably harvested wood, certified or labeled; see Section 01 60 00 - Product

Requirements.
3. Provide wood harvested within a 500 mile radius of the project site.

B. Plywood for Supporting Substrate:  PS 1 Exterior Grade, A-C veneer grade, minimum 5-ply;
minimum 3/4 inch thick; join lengths using metal splines.

C. Adhesives:  Chemical resistant waterproof adhesive as recommended by manufacturer of
materials being joined.

D. Joint Sealant:  Mildew-resistant silicone sealant, white.
2.03 ACCESSORIES

A. Fixed Top-Mounted Countertop Support Brackets:
1. Material:  Steel.
2. Finish:  Manufacturer's standard, factory-applied, textured powder coat.
3. Color:  Black.
4. Products:

a. Centerline Brackets​; Front Mounting Plus Countertop Support​:
 www.countertopbracket.com/#sle.

b. Substitutions:  See Section 01 60 00 - Product Requirements.
2.04 FABRICATION

A. Fabricate tops and splashes in the largest sections practicable, with top surface of joints flush.
1. Join lengths of tops using best method recommended by manufacturer.
2. Fabricate to overhang fronts and ends of cabinets 1 inch except where top butts against

cabinet or wall.
3. Prepare all cutouts accurately to size; replace tops having improperly dimensioned or

unnecessary cutouts or fixture holes.
B. Provide back/end splash wherever counter edge abuts vertical surface unless otherwise

indicated.
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1. Secure to countertop with concealed fasteners and with contact surfaces set in waterproof
glue.

2. Height:  4 inches, unless otherwise indicated.
C. Stainless Steel:  Fabricate tops up to 144 inches long in one piece including nosings and back

and end splashes; accurately fitted mechanical field joints in lengths over that dimension are
permitted.
1. Weld joints; grind smooth and polish to match.
2. Provide stainless steel hat channel stiffeners, welded or soldered to underside, where

indicated on drawings.
3. Provide wall clips for support of back/end splash turndowns.
4. Sound Deadening:  Apply water resistant, fire resistant sound deadening mastic to entire

bottom surface.
D. Wall-Mounted Counters:  Provide skirts, aprons, brackets, and braces as indicated on

drawings, finished to match.
PART 3  EXECUTION
3.01 EXAMINATION

A. Do not begin installation until substrates have been properly prepared.
B. If substrate preparation is the responsibility of another installer, notify Architect of unsatisfactory

preparation before proceeding.
C. Verify that wall surfaces have been finished and mechanical and electrical services and outlets

are installed in proper locations.
3.02 PREPARATION

A. Clean surfaces thoroughly prior to installation.
B. Prepare surfaces using the methods recommended by the manufacturer for achieving the best

result for the substrate under the project conditions.
3.03 INSTALLATION

A. Securely attach countertops to cabinets using concealed fasteners.  Make flat surfaces level;
shim where required.

B. Attach plastic laminate countertops using screws with minimum penetration into substrate
board of 5/8 inch.

C. Attach stainless steel countertops using stainless steel fasteners and clips.
D. Seal joint between back/end splashes and vertical surfaces.

3.04 TOLERANCES
A. Variation From Horizontal: 1/8 inch in 10 feet, maximum.
B. Offset From Wall, Countertops:  1/8 inch maximum; 1/16 inch minimum.
C. Field Joints:  1/8 inch wide, maximum.

3.05 CLEANING
3.06 PROTECTION

A. Protect installed products until completion of project.
B. Touch-up, repair or replace damaged products before Date of Substantial Completion.

END OF SECTION  12 36 00
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SECTION 32 31 13
CHAIN LINK FENCES AND GATES

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Posts, rails, and frames.
B. Wire fabric.
C. Concrete.
D. Manual gates with related hardware.
E. Accessories.

1.02 RELATED REQUIREMENTS
A. Section 03 30 00 - Cast-in-Place Concrete:  Concrete anchorage for posts.

1.03 REFERENCE STANDARDS
A. ASTM A123/A123M - Standard Specification for Zinc (Hot-Dip Galvanized) Coatings on Iron

and Steel Products; 2017.
B. ASTM A153/A153M - Standard Specification for Zinc Coating (Hot-Dip) on Iron and Steel

Hardware; 2023.
C. ASTM A653/A653M - Standard Specification for Steel Sheet, Zinc-Coated (Galvanized) or Zinc-

Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process; 2025a.
D. ASTM F567 - Standard Practice for Installation of Chain-Link Fence; 2023.
E. ASTM F668 - Standard Specification for Polyvinyl Chloride (PVC), Polyolefin and Other

Polymer-Coated Steel Chain Link Fence Fabric; 2025.
F. CLFMI CLF-SFR0111 - Security Fencing Recommendations; 2014.
G. FS RR-F-191/1D - Fencing, Wire and Post Metal (Chain-Link Fence Fabric); 1990.

1.04 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Product Data:  Provide data on fabric, posts, accessories, fittings and hardware.
C. Shop Drawings:  Indicate plan layout, spacing of components, post foundation dimensions,

hardware anchorage, and schedule of components.  See CLFMI CLF-SFR0111 for planning
and design recommendations.

D. Samples:  Submit two samples of fence fabric, slat infill, 1 inch by 6 inch in size illustrating
construction and colored finish.

E. Manufacturer's Installation Instructions:  Indicate installation requirements​, post foundation
anchor bolt templates,​ and ​other details​.

F. Manufacturer's Qualification Statement.
G. Fence Installer Qualification Statement.

1.05 QUALITY ASSURANCE
A. Manufacturer Qualifications:  Company specializing in manufacturing products specified in this

section, with not less than three years of documented experience.
B. Fence Installer:  Company with demonstrated successful experience installing similar projects

and products, with not less than five years of documented experience.
1.06 WARRANTY

A. See Section 01 78 00 - Closeout Submittals, for additional warranty requirements.
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PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Chain Link Fences and Gates:
1. Master-Halco, Inc​​:  www.masterhalco.com/#sle.
2. Merchants Metals​​:  www.merchantsmetals.com/#sle.
3. Substitutions:  See Section 01 60 00 - Product Requirements.

2.02 COMPONENTS
A. Line Posts:  ​2.38 inch​ diameter.
B. Corner and Terminal Posts:  ​2.88 inch​ diameter.
C. Gate Posts:  3-1/2 inch diameter.
D. Bottom Rail: 1.66 inch diameter, plain end, sleeve coupled.
E. Fabric:  ​2 inch​ diamond mesh interwoven wire, ​9 gauge, 0.1483 inch​ thick, top selvage ​knuckle

end closed​, bottom selvage ​twisted tight​.
F. Tension Wire:  6 gauge, 0.1920 inch thick steel, single strand.
G. Tie Wire:  Aluminum alloy steel wire.

2.03 MATERIALS
A. Posts, Rails, and Frames​​:

1. Formed from hot-dipped galvanized steel sheet, ASTM A653/A653M, HSLAS, Grade 50,
with G90 (Z275) zinc coating.

2. Line Posts:  Type I round in accordance with FS RR-F-191/1D.
3. Terminal, Corner, Rail, Brace, and Gate Posts:  Type I round in accordance with FS RR-F-

191/1D.
4. Color:  Black

B. Wire Fabric​​:
1. ​ASTM F668 polymer-coated​ steel chain link fabric.
2. Color: Black

C. Concrete​​:
1. Type specified in Section 03 30 00.

2.04 MANUAL GATES AND RELATED HARDWARE
A. Hardware for Single Swinging Gates: 180 degree hinges, 2 for gates up to 60 inches high, 3 for

taller gates; fork latch with gravity drop and padlock hasp; keeper to hold gate in fully open
position.

B. Hardware for Double Swinging Gates: 180 degree hinges, 2 for gates up to 60 inches high, 3
for taller gates; drop bolt on inactive leaf engaging socket stop set in concrete, active leaf
latched to inactive leaf preventing raising of drop bolt, padlock hasp; keepers to hold gate in
fully open position.

C. Hinges: Finished to match fence components.
1. Brackets:  Round.
2. Mounting:  Center.
3. Closing:  Manual.

D. Latches: Finished to match fence components.
1. Brackets: Round.
2. Locking: ​Mechanical​.

2.05 ACCESSORIES
A. Caps:  Cast steel galvanized; sized to post diameter, set screw retainer.
B. Fittings:  Sleeves, bands, clips, rail ends, tension bars, fasteners and fittings; steel.
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2.06 FINISHES
A. Components (Other than Fabric):  Galvanized in accordance with ASTM A123/A123M, at 1.7

ounces per square foot.
B. Components and Fabric:  Vinyl coated over coating of 1.8 ounces per square foot galvanizing.
C. Hardware:  Hot-dip galvanized to weight required by ASTM A153/A153M.
D. Accessories:  Same finish as framing.
E. Color(s):  ​Black​.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verification of Conditions:  Verify that areas are clear of obstructions or debris​​.
3.02 PREPARATION

A. Removal:  Obstructions or debris.
B. Ground Preparation:

3.03 INSTALLATION
A. Install framework, fabric, accessories and gates in accordance with ASTM F567.
B. Place fabric on outside of posts and rails.
C. Line Post Footing Depth Below Finish Grade:  ASTM F567.
D. Corner, Gate and Terminal Post Footing Depth Below Finish Grade:  ASTM F567.
E. Brace each gate and corner post to adjacent line post with horizontal center brace rail​​.  Install

brace rail one bay from end and gate posts.
F. Provide top rail through line post tops and splice with 6 inch long rail sleeves.
G. Install center brace rail on corner gate leaves.
H. Stretch fabric between terminal posts or at intervals of 100 feet maximum, whichever is less.
I. Position bottom of fabric 2 inches above finished grade.
J. Provide concrete center drop to footing depth and drop rod retainers at center of double gate

openings.
K. Peen all bolts upon installation.

3.04 TOLERANCES
A. Maximum Variation From Plumb:  1/4 inch.
B. Maximum Offset From True Position:  1 inch.
C. Do not infringe on adjacent property lines.

3.05 CLEANING
A. Clean jobsite of excess materials; scatter excess material from post hole excavations uniformly

away from posts. Remove excess material if required.
B. Clean fence with mild household detergent and clean water rinse well.
C. Remove mortar from exposed posts and other fencing material using a 10 percent solution of

muriatic acid followed immediately by several rinses with clean water.
D. Touch up scratched surfaces using materials recommended by manufacturer.  Match touched-

up paint color to factory-applied finish.
3.06 CLOSEOUT ACTIVITIES

A. See Section 01 78 00 - Closeout Submittals, for closeout submittals.
END OF SECTION  32 31 13
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SECTION 32 92 19
SEEDING

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Preparation of subsoil.
B. Placing topsoil.
C. ​Hydroseeding​, mulching ​and fertilizer​.
D. Maintenance.

1.02 RELATED REQUIREMENTS
A. Section 31 22 00 - Grading:  Preparation of subsoil topsoil in preparation for the work of this

section.
1.03 REFERENCE STANDARDS

A. ASTM D7322/D7322M - Standard Test Method for Determination of Erosion Control Product
(ECP) Ability to Encourage Seed Germination and Plant Growth Under Bench-Scale
Conditions; 2017.

1.04 DEFINITIONS
A. Weeds:  Include Dandelion, Jimsonweed, Quackgrass, Horsetail, Morning Glory, Rush Grass,

Mustard, Lambsquarter, Chickweed, Cress, Crabgrass, Canadian Thistle, Nutgrass, Poison
Oak, Blackberry, Tansy Ragwort, Bermuda Grass, Johnson Grass, Poison Ivy, Nut Sedge,
Nimble Will, Bindweed, Bent Grass, Wild Garlic, Perennial Sorrel, and Brome Grass.

1.05 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Certificate: Certify seed mixture approval by authority having jurisdiction.
C. Maintenance Data:  Include maintenance instructions, cutting method and maximum grass

height; types, application frequency, and recommended coverage of fertilizer ; and ________.
1.06 DELIVERY, STORAGE, AND HANDLING

A. Deliver grass seed mixture in sealed containers.  Seed in damaged packaging is not
acceptable.  Deliver seed mixture in containers showing percentage of seed mix, year of
production, net weight, date of packaging, and location of packaging.

B. Deliver fertilizer in waterproof bags showing weight, chemical analysis, and name of
manufacturer.

PART 2  PRODUCTS
2.01 REGULATORY REQUIREMENTS

A. Comply with regulatory agencies for fertilizer and herbicide composition.
B. Provide certificate of compliance from authority having jurisdiction indicating approval of seed

mixture.
2.02 SEED MIXTURE

A. Seed Mixture:
1. Furnish materials according to State of Illinois Department of Transportation standards for

lawn seeding.
2.03 SOIL MATERIALS

A. Topsoil:  Excavated from site and free of weeds.
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2.04 ACCESSORIES
A. Mulching Material:  Oat or wheat straw, free from weeds, foreign matter detrimental to plant life,

and dry.  Hay or chopped cornstalks are not acceptable.
B. Fertilizer:  Recommended for grass, with 50 percent of the elements derived from organic

sources; of proportion necessary to eliminate deficiencies of topsoil, to the following
proportions:

C. Water:  Clean, fresh and free of substances or matter that could inhibit vigorous growth of
grass.

D. Erosion Fabric:  Jute matting, open weave.
E. Stakes:  Softwood lumber, chisel pointed.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that prepared soil base is ready to receive the work of this Section.
3.02 PREPARATION

A. Prepare subgrade in accordance with Section 31 22 00.
B. Place topsoil in accordance with Section 32 91 19.

3.03 FERTILIZING
A. Apply fertilizer in accordance with manufacturer's instructions.
B. Apply after smooth raking of topsoil and prior to roller compaction.
C. Do not apply fertilizer at same time or with same machine as will be used to apply seed.
D. Mix thoroughly into upper 2 inches of topsoil.
E. Lightly water to aid the dissipation of fertilizer.

3.04 SEEDING
A. Apply seed at a rate of ____ lbs per 1000 sq ft evenly in two intersecting directions.  Rake in

lightly.
B. Do not seed areas in excess of that which can be mulched on same day.
C. Do not sow immediately following rain, when ground is too dry, or during windy periods.
D. Immediately following seeding and compacting, apply mulch to a thickness of 1/8 inches.

 Maintain clear of shrubs and trees.
E. Apply water with a fine spray immediately after each area has been mulched.  Saturate to 4

inches of soil.
F. Following germination, immediately re-seed areas without germinated seeds that are larger

than 4 by 4 inches.
3.05 HYDROSEEDING

A. Apply seeded slurry with a hydraulic seeder at a rate of ​8 lbs per 1000 sq ft​ evenly in two
intersecting directions.

B. Do not hydroseed area in excess of that which can be mulched on same day.
C. Immediately following seeding, apply mulch to a thickness of 1/8 inches.  Maintain clear of

shrubs and trees.
D. Apply water with a fine spray immediately after each area has been mulched.  Saturate to 4

inches of soil.
E. Following germination, immediately re-seed areas without germinated seeds that are larger

than 4 by 4 inches.
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3.06 PROTECTION
A. Cover seeded slopes where grade is 4 inches per foot or greater with erosion fabric.  Roll fabric

onto slopes without stretching or pulling.
B. Lay fabric smoothly on surface, bury top end of each section in 6 inch deep excavated topsoil

trench.  Provide 12 inch overlap of adjacent rolls.  Backfill trench and rake smooth, level with
adjacent soil.

C. Secure outside edges and overlaps at 36 inch intervals with stakes.
D. Lightly dress slopes with topsoil to ensure close contact between fabric and soil.
E. At sides of ditches, lay fabric laps in direction of water flow.  Lap ends and edges minimum 6

inches.
3.07 MAINTENANCE

A. Provide maintenance of seeded areas for three months from Date of Substantial Completion.
B. Mow grass at regular intervals to maintain at a maximum height of 2-1/2 inches.  Do not cut

more than 1/3 of grass blade at any one mowing.
C. Immediately reseed areas that show bare spots.

END OF SECTION  32 92 19
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SECTION 32 92 23
SODDING

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Preparation of subsoil.
B. Fertilizing.
C. Sod installation.
D. Maintenance.

1.02 RELATED REQUIREMENTS
A. Section 31 22 00 - Grading.

1.03 DEFINITIONS
A. Weeds:  Includes Dandelion, Jimsonweed, Quackgrass, Horsetail, Morning Glory, Rush Grass,

Mustard, Lambsquarter, Chickweed, Cress, Crabgrass, Canadian Thistle, Nutgrass, Poison
Oak, Blackberry, Tansy Ragwort, Bermuda Grass, Johnson Grass, Poison Ivy, Nut Sedge,
Nimble Will, Bindweed, Bent Grass, Wild Garlic, Perennial Sorrel, and Brome Grass.

1.04 REFERENCE STANDARDS
A. TPI (SPEC) - Guideline Specifications to Turfgrass Sodding; 2006.

1.05 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Certificate: Certify grass species and location of sod source.
C. Certificate: Certify fertilizer and herbicide mixture approval by authority having jurisdiction.
D. Maintenance Data:  Include maintenance instructions, cutting method and maximum grass

height; types, application frequency, and recommended coverage of fertilizer ; and
________________.

1.06 QUALITY ASSURANCE
A. Sod Producer:  Company specializing in sod production and harvesting with minimum ​five​

years experience, and certified by the State of ​Illinois​.
B. Installer Qualifications:  Company approved by the sod producer.

1. Field Builder Qualifications:
a. Must be in good standing and a member of the American Sports Builders Association

(ASBA).
b. Required to have a Registered Certified Field Builder (CFB) Project Manager on site

during the construction of the fields and associated work. Project manager
certification must be in both Certified Field Builder - Natural Turf (CFB-N) and
Certified Field Builder - Synthetic Turf (CFB-S)

c. Must be a Certified Sports Field Manager by the Sports Field Management
Association (SFMA)

d. Must provide references of projects completed in the previous three years.
PART 2  PRODUCTS
2.01 MATERIALS

A. Sod:  TPI (SPEC), ​Certified Turfgrass Sod​ quality; cultivated grass sod; type indicated ​in plant
schedule on Drawings​; with strong fibrous root system, free of stones, burned or bare spots;
containing no more than ​5​ weeds per ​1000 sq ft​.  Minimum age of ​18​ months, with root
development that will support its own weight without tearing, when suspended vertically by
holding the upper two corners.
1. ​Kentucky Blue​ Grass Type:  ​100​ percent.
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a. Basis of Design: Kentucky Bluegrass Sod as sold by Johnson Sod Farm, Biggsvilled,
IL.

2. Thickness: "Thick" sod, minimum 1 inch and maximum 1-3/8 inch topsoil base.
B. Fertilizer:  ________________; recommended for grass, with fifty percent of the elements

derived from organic sources; of proportion necessary to eliminate any deficiencies of topsoil,
as indicated by analysis.

C. Regulatory Requirements:
1. Comply with regulatory agencies for fertilizer and herbicide composition.
2. Provide certificate of compliance from authority having jurisdiction indicating approval of

seed mixture.
PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that prepared soil base is ready to receive the work of this section.
3.02 PREPARATION

A. Prepare subgrade in accordance with Section 31 22 00.
3.03 FERTILIZING

A. Apply fertilizer in accordance with manufacturer's instructions.
B. Apply after smooth raking of topsoil and prior to installation of sod.
C. Apply fertilizer no more than 48 hours before laying sod.
D. Mix thoroughly into upper 2 inches of topsoil.
E. Lightly water to aid the dissipation of fertilizer.

3.04 LAYING SOD
A. Moisten prepared surface immediately prior to laying sod.
B. Lay sod immediately after delivery to site to prevent deterioration.
C. Lay sod smooth and tight with no open joints visible, and no overlapping; stagger end joints 12

inches minimum.  Do not stretch or overlap sod pieces.
D. Where new sod adjoins existing grass areas, align top surfaces.
E. Where sod is placed adjacent to hard surfaces, such as curbs, pavements, etc., place top

elevation of sod 1/2 inch below top of hard surface.
F. Water sodded areas immediately after installation.  Saturate sod to 4 inches of soil.
G. After sod and soil have dried, roll sodded areas to ensure good bond between sod and soil and

to remove minor depressions and irregularities.  Roll sodded areas with roller not exceeding
____ lbs.

3.05 MAINTENANCE
A. See Section 01 70 00 - Execution and Closeout Requirements, for additional requirements

relating to maintenance service.
B. Provide one complete spring start-up and fall shutdown by installer at no extra cost to Owner.
C. Fertilizer:  Apply as recommended by manufacturer and at rate indicated by soil analysis.

1. Cool Season Grasses:  Apply at least once in fall before first frost; do not apply high-
nitrogen fertilizer during summer; spring application is optional and reduced in quantity.

D. Resodding:  Comply with requirements of this section.
E. Cleanup:

1. Clean adjacent pavements of plant debris and other debris generated by maintenance
activities.
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2. Remove and dispose of general cleanup debris and biodegradable debris; Owner's trash
collection facilities may be used.

3. Remove and dispose of general cleanup debris and biodegradable debris.
a. Biodegradable Debris:  Deposit biodegradable debris in Owner's designated on-site

compost pile; branches and bark are not considered biodegradable.
b. Branches and Bark:  Machine-chip branch and bark debris; deposit resulting debris in

Owner's designated wood chip storage area.
c. Non-Biodegradable Debris:  Owner's trash collection facilities may be used.

END OF SECTION  32 92 23
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SECTION 32 93 00
PLANTS

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Preparation of ​subsoil and topsoil​.
B. Placing topsoil.
C. New trees, plants, and ground cover.
D. Mulch and Fertilizer.
E. Maintenance.
F. Tree Pruning.

1.02 RELATED REQUIREMENTS
A. Section 32 92 19 - Seeding.

1.03 REFERENCE STANDARDS
A. ANSI A300 Part 1 - American National Standard for Tree Care Operations - Tree, Shrub, and

Other Woody Plant Management - Standard Practices (Pruning); 2017.
B. ANSI Z133.1 - American National Standard for Arboricultural Operations - Safety

Requirements; 2017.
A. ANSI/AHIA Z60.2 - American Standard for Nursery Stock; 2025.

1.04 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Certificate: Certify fertilizer​​ mixture approval by ​authority having jurisdiction​.
C. Certificate: Submit certificate for plants free of disease or hazardous insects; certified by federal

department of agriculture; free of disease or hazardous insects.
D. Maintenance Data:  Include cutting and trimming method ​; types, application frequency, and

recommended coverage of fertilizer​ ​​.
E. Submit list of plant life sources.
F. Maintenance Contract.

1.05 QUALITY ASSURANCE
A. Nursery Qualifications:  Company specializing in growing and cultivating the plants with three

years documented experience.
B. Installer Qualifications:  Company specializing in installing and planting the plants ​approved by

nursery​.
C. Tree Pruner Qualifications:  Company specializing in pruning trees with proof of Arborist

Certification.
D. Tree Pruning:  Comply with ANSI A300 Part 1.
E. Maintenance Services:  Performed by installer.
F. Non-native, Invasive Plant Species:  Do not introduce, grow, or cultivate plant species that are

non-native to the ecosystem of the project site, and whose introduction causes or is likely to
cause economic or environmental harm or harm to human health.
1. Comply with laws regulating non-native and invasive plant species in the State in which

the Project is located.
1.06 DELIVERY, STORAGE, AND HANDLING

A. Deliver fertilizer in waterproof bags showing weight, chemical analysis, and name of
manufacturer.
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B. Protect and maintain plant life until planted.
C. Deliver plant life materials immediately prior to placement.  Keep plants moist.

1.07 FIELD CONDITIONS
A. Do not install plant life when ambient temperatures may drop below 35 degrees F or rise above

90 degrees F.
B. Do not install plant life when wind velocity exceeds 30 mph.

1.08 WARRANTY
A. See Section 01 78 00 - Closeout Submittals, for additional warranty requirements.
B. Provide one year warranty.
C. Warranty:  Include coverage for one continuous growing season; replace dead or unhealthy

plants.
D. Replacements:  Plants of same size and species as specified, planted in the next growing

season, with a new warranty commencing on date of replacement.
PART 2  PRODUCTS
2.01 PLANTS

A. Plants:  Species and size identified in plant schedule, grown in climatic conditions similar to
those in locality of the work.

2.02 SOIL MATERIALS
A. Topsoil:  Fertile, agricultural soil, typical for locality, capable of sustaining vigorous plant growth,

taken from drained site; free of subsoil, clay or impurities, plants, weeds and roots; minimum pH
value of 5.4 and maximum 7.0.

2.03 MULCH
A. Mulching Material:  Oat or wheat straw, free from weeds, foreign matter detrimental to plant life,

and dry.  Hay or chopped cornstalks are not acceptable.
B. Organic Mulch:  Maintain uniform appearance; may remove existing mulch. Use one of the

following types:
1. Wood chips ranging in size from 1/2 to 1 inch.
2. Ground or shredded bark.
3. Shredded hardwood ranging in size from 1/2 to 1 inch.

C. Inorganic Mulch:  Maintain uniform appearance; may remove existing mulch; use one of the
following types:
1. Riverbank stone ranging in size from ​1/4 to 3/43 inch​.
2. Crushed rock ranging in size from ​1/4 to 3/4 inch​.

2.04 ACCESSORIES
A. Wrapping Materials:  Burlap.
B. Stakes:  Softwood lumber, pointed end.
C. Cable, Wire, Eye Bolts and Turnbuckles:  Non-corrosive, of sufficient strength to withstand wind

pressure and resulting movement of plant life.
PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that prepared subsoil and planters are ready to receive work.
B. Saturate soil with water to test drainage.

3.02 PREPARATION OF SUBSOIL
A. Prepare subsoil to eliminate uneven areas.  Maintain profiles and contours.  Make changes in

grade gradual.  Blend slopes into level areas.
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B. Remove foreign materials, weeds and undesirable plants and their roots.  Remove
contaminated subsoil.

C. Scarify subsoil to a depth of 3 inches where plants are to be placed.  Repeat cultivation in
areas where equipment, used for hauling and spreading topsoil, has compacted subsoil.

D. Dig pits and beds 6 inches larger than plant root system.
3.03 PLACING TOPSOIL

A. Spread topsoil to a minimum depth of 4 inches  over area to be planted.  Rake smooth.
B. Place topsoil during dry weather and on dry unfrozen subgrade.
C. Remove vegetable matter and foreign non-organic material from topsoil while spreading.
D. Grade topsoil to eliminate rough, low or soft areas, and to ensure positive drainage.
E. Install topsoil into pits and beds intended for plant root balls, to a minimum thickness of 6

inches.
3.04 FERTILIZING

A. Apply fertilizer in accordance with manufacturer's instructions.
B. Apply after initial raking of topsoil.
C. Mix thoroughly into upper 2 inches of topsoil.
D. Lightly water to aid the dissipation of fertilizer.

3.05 PLANTING
A. Place plants for best appearance for review and final orientation by Architect.
B. Set plants vertical.
C. Remove non-biodegradable root containers.
D. Set plants in pits or beds, partly filled with prepared plant mix, at a minimum depth of 6 inches

under each plant.  Remove burlap, ropes, and wires, from the root ball.
E. Place bare root plant materials so roots lie in a natural position.  Backfill soil mixture in 6 inch

layers.  Maintain plant life in vertical position.
F. Saturate soil with water when the pit or bed is half full of topsoil and again when full.

3.06 PLANT SUPPORT
A. Brace plants vertically with plant protector wrapped guy wires and stakes to the following:

1. Tree Caliper: 1 to 2 inches; Tree Support Method: 2 stakes with two ties
2. Tree Caliper: 2 to 4 inches; Tree Support Method: 3 guy wires with eye bolts and turn

buckles
3.07 FIELD QUALITY CONTROL

A. Perform field inspection and testing in accordance with Section 01 40 00.
B. Plants will be rejected if a ball of earth surrounding roots has been disturbed or damaged prior

to or during planting.
3.08 CLEANING

A. See Section 01 70 00 - Execution and Closeout Requirements for additional requirements.
B. Clean surrounding areas of construction debris.

3.09 MAINTENANCE
A. See Section 01 70 00 - Execution and Closeout Requirements, for additional requirements

relating to maintenance service.
B. Provide a separate maintenance contract for specified maintenance service for review by

owner.
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C. Provide one complete spring start-up and fall shutdown by installer at no extra cost to Owner.
D. Planting Bed Maintenance:

1. Begin maintenance immediately after plants are installed; inspect at least once per week
and perform needed maintenance promptly.

2. Keep planting beds free of pests; remove weeds and grass by hand before reaching 1-
inch height.

3. Do not allow climbing, twining, or creeping plants to encroach into other species.
4. Ground Cover and Vines:

a. Trim to encourage dense, well-developed growth covering intended areas.
b. Remove existing plants growing up trees, shrubs, or vines or encroaching into turf or

drainage channels, unless ground cover within drainage channel is intended.
c. Remove existing plants growing up trees, shrubs, and vines.

5. Flowering Plants:  Remove dead flower heads; do not trim off leaves of flowering bulbs
until they are brown.

6. Replace mulch as required and remove debris.
E. Tree and Shrub Maintenance:

1. Consider trees dead when main leader has died or when 25 percent or more of crown has
died, except as otherwise indicated for palm trees.

2. Consider shrubs dead when 25 percent or more of plant has died.
3. Inspect woody plants for health by scraping up to 1/16-inch square area of bark.
4. Adjust stakes, guys and turnbuckles, ties, and trunk wrap as required to promote growth

and avoid girdling.
5. Pruning:  Unless otherwise indicated, prune only to maintain balanced natural shape;

comply with recommendations of ANSI A300 Part 1, ANSI Z133.1, and best local
practices for species involved.

6. Shrubs:  Prune at least once during maintenance period at best time to influence ultimate
shape and size for particular species.
a. Prune to balance plant's form and according to its natural growth characteristics.
b. Remove water shoots, suckers, and branches not complying with desired shape and

size.
7. Hedges:  Trim to encourage growth into voids and gaps.
8. Young Trees:  Prune at least once during maintenance period at best time to influence

ultimate shape and size for particular species; do not remove or cut off leader.
F. Cleanup:

1. Clean adjacent pavements of plant debris and other debris generated by maintenance
activities.

2. Remove and dispose of general cleanup debris and biodegradable debris; Owner's trash
collection facilities may be used.

3. Remove and dispose of general cleanup debris and biodegradable debris.
a. Biodegradable Debris:  Deposit biodegradable debris in Owner's designate on-site

compost pile; branches and bark are not considered biodegradable.
b. Branches and Bark:  Machine-chip branch and bark debris; deposit resulting debris in

Owner's designated wood chip storage area.
c. Non-Biodegradable Debris:  Owner's trash collection facilities may be used.

END OF SECTION  32 93 00


