
  

 
 

 

ROOFING IMPROVEMENTS AT EAST CENTRAL HS AND SPRINGDALE 
ELEMENTARY 
 
07.14.26 
 
Addendum # 4 
 
This addendum is hereby a part of those documents and contracts, the same as 
if bound therein and it shall supersede anything contained in the original bid 
manual with which it might conflict. 
 

1. A mandatory pre-bid walkthrough for Springdale Elementary Roof 
Alternate #2 is scheduled for Thursday, July 16, 2026 at 7:00 am. 
 

2. Clarification to the roof specification This addendum is hereby a part of 
those documents and contracts, the same as if bound therein and it 
shall supersede anything contained in the original bid manual with 
which it might conflict. 
 

3. At East Central Library - four (4) new 4" X 6" through-wall scuppers 
with metal scupper inserts are to be installed, along with new 
conductor heads with overflow outlets located on the front side and 22 
ga. pre-finished 6" X 6" downspouts. Locations of through-wall 
scuppers are to be sent out at a later date. Existing through-wall 
scupper with conductor head and down spout is to be replaced with 
new 4" X 6" scupper insert, new conductor head with overflow outlet 
located on the front side and new 22 ga. pre-finished 6" X 6" 
downspout. Existing scupper & downspout to be replaced will be 
marked on roof plan when sent out with new scupper locations. 
 

4. At Springdale Elementary School, Roof Sections B, C, D, E, F, G, J, & 
K are to be included as an add-alternate No. 2 for roof replacement. 
Please see roof replacement specifications. 
 
NOTE* All eight (8) sections are to be bid as one project with one 
mobilization. 
 

5. Springdale Elementary School downspout location plant is attached.  



  

Downspout locations with existing underground tie-in will have the new 
downspout tied back into as noted in the bid package.  Those without 
underground tie-in will have a ground surface discharge.  Underground 
tie-ins that will no longer have a downspout, shall be capped with a 
schedule 40 PVC cleanout.  Attached are the downspout locations in 
red.  NOTE: some downspout locations are on top of the roof 
discharging onto a lower roof. 
 

6. Addendum #1 on the website was the first date change and is no 
longer valid. 
 

7. Attached is the updated bid form. 
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SECTION 075113.13 - BUILT-UP ASPHALT ROOFING, COLD-APPLIED

PART 1 - GENERAL

1.1 SUMMARY

A. Section Includes:

1. Cold-applied, three, built-up asphalt roofing system on wood deck, including but not
limited to:

a. Roof insulation.

b. Roof insulation cover board.

c. Roofing membrane base-ply sheet.

d. Roof membrane ply sheet(s).

e. Base flashings.

f. Roof surfacing consisting of surfacer with aggregate surfacing.

B. Roof Sections to be replaced: B, C, D, E, F, G, J

1.2 DEFINITIONS

A. Roofing Terminology: Refer to ASTM D1079 "Standard Terminology Relating to Roofing and
Waterproofing" and NRCA's Glossary for definition of terms related to roofing work in this
Section.

1.3 PREINSTALLATION MEETINGS

A. Preinstallation Roofing Conference: Conduct conference at Project site.

1. Meet with Owner, roofing Installer, roofing manufacturer's representative, and installers
whose work interfaces with or affects roofing, including installers of roof accessories and
roof-mounted equipment.

2. Review drawings and specifications.

3. Review methods and procedures related to roofing installation, including manufacturer's
written instructions.

4. Review and finalize construction schedule and verify availability of materials, Installer's
personnel, equipment, and facilities needed to make progress and avoid delays.
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5. Examine substrate conditions and finishes for compliance with requirements, including
flatness and fastening.

6. Review structural loading limitations of roof deck during and after roofing.

7. Review base flashings, special roofing details, roof drainage, roof penetrations, equipment
curbs, and condition of other construction that will affect roofing.

8. Review governing regulations and requirements for insurance and certificates if applicable.

9. Review temporary protection requirements for roofing during and after installation.

10. Review roof observation and repair procedures after roofing installation.

1.4 ACTION SUBMITTALS

A. Product Data: For each type of product indicated.

B. Shop Drawings: For roofing system, include plans, elevations, sections, details, and attachments
to other work. Provide roof plan showing orientation and types of roof deck, orientation of
membrane roofing, and fastening spacings and patterns for mechanically fastened components.

1. Base flashings and membrane terminations.

a. Indicate that details meet requirements of NRCA required by this Section.

2. Layout and thickness of insulation.

3. Tapered insulation layout, including slopes.

4. Crickets, saddles, and tapered edge strips, including slopes.

5. Insulation fastening patterns for corner, perimeter, and field-of-roof locations.

6. Membrane securement, fastening or adhesion requirements.

C. Samples for Verification: For the following products:

1. Sheet roofing materials and base flashing, of color specified for exposed material.

2. Roof insulation and cover board.

3. 1 lb (0.5 kg) of aggregate surfacing material in gradation and color indicated.

4. Walkway materials.

1.5 INFORMATIONAL SUBMITTALS

A. Qualification Statements: For Installer, Manufacturer and Roofing Inspector.
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1. Include letter from Manufacturer written for this Project indicating approval of Installer.

B. Contractor's Product Certificate: Submit signed certification, on company letterhead, indicating
products intended for Work of this Section, including product names and numbers and
manufacturers' names, with statement indicating that products to be provided meet the
requirements of the Contract Documents.

C. Manufacturer Certificates:

1. Submit evidence of compliance with requirements specified in "Performance
Requirements" Article.

a. Include: External fire resistance submittal.

2. Product Compatibility: Indicate manufacturer has verified compatibility of roofing system
components, including but not limited to: Roofing membrane, flashing sheets, adhesives,
and sealants.

D. Warranties: Unexecuted sample copies of special warranties.

E. Field Quality Control Reports:

1. Inspection Reports: Reports of Roofing Inspector. Include weather conditions, description
of work performed, tests performed, defective work observed, and Contractor's corrective
actions taken to correct defective work.

a. Submit reports within 48 hours after inspection.

F. Manufacturer's Instructions: Submit copy of manufacturer's written installation instructions for
specified roofing system.

1.6 CLOSEOUT SUBMITTALS

A. Maintenance Data: To include in maintenance manuals.

B. Warranties: Executed copies of warranties.

1.7 QUALITY ASSURANCE

A. Installer Qualifications: An employer of workers trained and certified by manufacturer, including
a full-time on-site supervisor with a minimum of five years' experience installing similar work,
able to communicate verbally with Contractor, and employees, and qualified by the manufacturer
to furnish warranty of type specified. Must be located within a 55-mile radius of Tulsa Public
Schools.

B. Manufacturer Qualifications: Approved manufacturer with roofing systems comparable to those
specified for this Project, with minimum five years' experience in manufacture of comparable
products in successful use in similar applications, and able to furnish warranty with provisions
matching specified requirements.
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1. Approval of Other Manufacturers and Comparable Products: Submit the following in
accordance with project substitution requirements, within time allowed for substitution
review:

a. Contractor's Product Certificate: Submit notarized certificate, indicating products
intended for Work of this Section, including product names and numbers and
manufacturer names, with statement indicating that products to be provided meet the
requirements of the Contract Documents.

b. Product data, including certified independent test data indicating compliance with
requirements.

c. Samples of each component.

d. Sample submittal from similar project.

e. Project references: Minimum of five installations of specified products not less than
five years old, with Owner contact information.

f. Sample warranty.

2. Substitutions for convenience following award of contract are not allowed.

3. Approved manufacturers must meet separate requirements of Submittals Article.

C. Roofing Inspector Qualifications: A technical representative of manufacturer, not engaged in the
sale of products, and experienced in the installation and maintenance of the specified roofing
system, qualified to perform roofing observation and inspection specified in Field Quality Control
Article to determine Installer's compliance with the requirements of this Project, and approved by
the manufacturer to issue warranty certification. The Roofing Inspector shall be the following:

1. An authorized full-time technical employee of the manufacturer.

D. Manufacturer's Installation Instructions: Obtain and maintain on-site manufacturer's written
recommendations and instructions for installation of products.

1.8 DELIVERY, STORAGE, AND HANDLING

A. Deliver roofing materials to Project site in original containers with seals unbroken and labeled
with manufacturer's name, product brand name and type, date of manufacture, approval or listing
agency markings, and directions for storing and mixing with other components.

B. Store liquid materials in their original undamaged containers in a clean, dry, protected location
and within the temperature range required by roofing manufacturer.

1. Protect stored liquid material from direct sunlight.

2. Discard and legally dispose of liquid material that cannot be applied within its stated shelf
life.
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C. Protect roof insulation materials from physical damage and from deterioration by sunlight,
moisture, soiling, and other sources. Store in a dry location. Comply with insulation
manufacturer's written instructions for handling, storing, and protecting during installation.

D. Handle and store roofing materials and place equipment in a manner to avoid permanent
deflection of deck.

1.9 PROJECT / FIELD CONDITIONS

A. Protect building, adjacent buildings, walkways, site improvements, exterior plantings, and
landscaping from damage or soiling from roofing operations.

B. Maintain access to existing walkways, corridors, and other adjacent occupied or used facilities.

C. Weather Limitations: Proceed with installation only when existing and forecasted weather
conditions permit roofing to be installed according to manufacturer's written instructions and
warranty requirements.

D. Daily Protection: In accordance with "Cold-Applied Built-Up Roofing Installation, General"
Article.

E. Owner will occupy portions of building immediately below roofing area. Conduct roofing so
Owner's operations will not be disrupted. Provide Owner with not less than 72 hours' notice of
activities that may affect Owner's operations.

1.10 WARRANTY

A. Manufacturer's Warranty: Roof System Manufacturer's standard form in which Manufacturer
agrees to repair or replace components of roofing system that fail in materials or workmanship
within warranty period, as follows.

1. Form of Warranty: Manufacturer's standard warranty form.

2. Scope of Warranty: Work of this Section and including sheet metal details and termination
details installed by the roof system Installer and approved by the Roof System
Manufacturer.

3. Warranty Period: 20 years from date of completion.

B. Manufacturer Inspection Services: By manufacturer's technical representative, to report
maintenance responsibilities to Owner necessary for preservation of Owner's warranty rights. The
cost of manufacturer's inspections is included in the Contract Sum.

1. Inspections to occur in following years: 2, 5, 10 and 15 following completion.

C. Installer Warranty: Installer's warranty signed by Installer, as follows.

1. Form of Warranty: Form acceptable to Roofing Manufacturer and Owner.

2. Scope of Warranty: Work of this Section.
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3. Warranty Period: 5 years from date of completion. 

1.11        UNIT PRICES

      A.      Include the following unit prices:

                1. Wood Deck Repairs: $/sq. ft.

                2. Wood Deck Replacement: $/sq. ft.

                3. Wood Blocking Replacement: $/linear ft (2x4 & 2x6)

1.12        DISCONNECTION/RECONNECTION

 All disconnect/re-connection shall be performed by mechanical and/or electrical personnel
provided by the roofing contractor, including units/curbs to be raised to accommodate minimum 
flashing height.

PART 2 - PRODUCTS

2.1 MANUFACTURERS

A. Basis of Design: The roof system specified in this Section is based upon products of Tremco CPG 
Inc, Beachwood, OH, (800) 562-2728, www.tremcoroofing.com that are named in other Part 2 
articles. Provide specified products.

B. Source Limitations: Obtain components for roofing system from same manufacturer as membrane
roofing or manufacturer approved by membrane roofing manufacturer.

2.2 PERFORMANCE REQUIREMENTS

A. General Performance: Roofing shall withstand exposure to weather without failure or leaks due
to defective manufacture or installation.

1. Accelerated Weathering: Roofing system shall withstand 2000 hours of exposure when
tested according to ASTM G152, ASTM G154, or ASTM G155.

2. Impact Resistance: Roof membrane shall resist impact damage when tested according to
ASTM D3746/D3746M, ASTM D4272/D4272M.

B. Material Compatibility: Roofing system materials to be compatible with one another and adjacent 
materials under conditions of service and installation required, as demonstrated by roofing 
membrane manufacturer based on testing and field experience.

C. Roofing System Design: Provide roofing system that is identical to systems that have been 
successfully tested by a qualified testing and inspecting agency in accordance with ANSI/FM 
4474, UL 580, or UL 1897, and to resist uplift pressures calculated in accordance with ASCE-7 
and applicable code.

1. Calculate pressures for Allowable Stress Design, including a safety factor multiplier of 2.
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D. SPRI Wind Design Standard: Manufacture and install copings and roof edge flashings tested
according to ANSI/SPRI/FM 4435 ES-1, capable of resisting design pressures calculated in
accordance with ASCE-7 and applicable code.

E. Flashings and Fastening: Provide base flashings, perimeter flashings, detail flashings and
component materials and installation techniques that comply with requirements and
recommendations of the following:

1. Roofing system manufacturer’s details and recommendations.

2. NRCA Roofing Manual for construction details and recommendations.

3. SMACNA Architectural Sheet Metal Manual for construction details.

F. Exterior Fire-Test Exposure: ASTM E108 or UL 790, Class A; for application and roof slopes
indicated, as determined by testing identical membrane roofing materials by a qualified testing
agency. Materials shall be identified with appropriate markings of applicable testing agency.

2.3 MATERIALS, GENERAL

A. Material Compatibility: Roofing materials shall be compatible with one another and adjacent
materials under conditions of service and application required, as demonstrated by roof membrane
manufacturer based on testing and field experience.

2.4 ROOFING MEMBRANE MATERIALS

A. Base-Ply Sheet:

1. SBS-modified asphalt coated composite polyester/fiberglass/fiberglass mat reinforced high
tensile strength base sheet, ASTM D4601 Type II.

a. Basis of design product: Tremco, BURmastic Composite Ply HT or approved equal.

b. Tensile Strength at 77 deg. F (25 deg. C), minimum, ASTM D5147: Machine
direction, 165 lbf/in (725 N); Cross machine direction, 150 lbf/in (660 N).

c. Tear Strength at 77 deg. F (25 deg. C), minimum, ASTM D5147: Machine direction,
260 lbf (1150 N); Cross machine direction, 230 lbf (1120 N).

d. Thickness, minimum, ASTM D5147: 0.060 inch (1.5 mm).

B. Ply Sheet:

1. SBS-modified asphalt coated composite polyester/fiberglass/fiberglass mat reinforced high
tensile strength base sheet, ASTM D4601 Type II.

a. Basis of design product: Tremco, BURmastic Composite Ply HT or approved equal.

b. Tensile Strength at 77 deg. F (25 deg. C), minimum, ASTM D5147: Machine
direction, 165 lbf/in (725 N); Cross machine direction, 150 lbf/in (660 N).
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c. Tear Strength at 77 deg. F (25 deg. C), minimum, ASTM D5147: Machine direction,
260 lbf (1150 N); Cross machine direction, 230 lbf (1120 N).

d. Thickness, minimum, ASTM D5147: 0.060 inch (1.5 mm).

2.5 BASE FLASHING MATERIALS

A. Elastomeric Flashing Sheet:

1. Flashing Sheet, Thermoset: Elastomeric polyester reinforced sheet with EPDM and SBR
elastomers.

a. Basis of design product: Tremco, TRA Elastomeric Sheeting or approved equal.

b. Breaking Strength, minimum, ASTM D751: Machine direction 350 lbf (1550 N);
Cross machine direction 300 lbf (1330 N).

c. Tear Strength, minimum, ASTM D751: Machine direction 77 lbf (342 N); Cross
machine direction 77 lbf (342 N).

d. Elongation at Failure, minimum, ASTM D751: Machine direction 30 percent; Cross-
machine direction 35 percent.

e. Low Temperature Flexibility, minimum, ASTM D2136: -40 deg. F (-40 deg. C).

f. Thickness, minimum, ASTM D751: 0.045 inch (1.1 mm).

g. Color: Black.

2.6 COLD-APPLIED ADHESIVE MATERIALS

A. General: Adhesive and sealant materials recommended by roofing manufacturer for intended use
and compatible with built-up roofing.

1. Liquid-type auxiliary materials shall comply with VOC limits of authorities having
jurisdiction.

B. Base-Ply and Interply Sheet Adhesive:

1. Cold-applied roofing adhesive and surfacer, one-part, formulated for compatibility and use
with specified roofing membranes and flashings.

a. Basis of design product: Tremco, BURmastic Adhesive or approved equal.

b. Volatile Organic Compounds (VOC), maximum, ASTM D6511: 250 g/L.

c. Nonvolatile Content, minimum, ASTM D6511: 72 percent.

C. Elastomeric Flashing Sheet Adhesive:
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1. Bonding and Flashing Adhesive, SEBS/SIS modified asphalt, for elastomeric flashing
membranes.

a. Basis of design product: Tremco, Sheeting Bond or approved equal.

b. VOC, maximum, ASTM D3960: 250 g/L.

c. Adhesion in peel, minimum, ASTM D1876: 3 lbf/in (0.5 N/mm).

d. Lap shear adhesion, minimum, ASTM D816: 18 psi (124 kPa).

e. Color: Black.

D. Asphalt Primer:

1. Asphalt primer, ASTM D41, low-VOC.

a. Basis of design product: Tremco, TREMprime LV or approved equal.

b. Volatile Organic Compounds, maximum, ASTM D3960: 350 g/L.

c. Total solids, ASTM D41: 45 percent.

2.7 AUXILIARY ROOFING MATERIALS

A. General: Auxiliary materials recommended by roofing system manufacturer for intended use and
compatible with roofing membrane.

B. Detailing Fabric:

1. Woven Glass Fiber Mesh, Vinyl-Coated: Non-shrinking, non-rotting, vinyl-coated woven
glass mesh for reinforcing flashing seams, membrane laps, and other roof system detailing.

a. Basis of design product: Tremco, BURmesh or approved equal.

b. Tensile strength, 70 deg. F, min ASTM D146: Warp, 65 lbf/in (285 N); fill, 75 lbf/in
(310 N).

c. Color: Aqua green.

C. Asphalt Roofing Cement:

1. Roofing Mastic, Low-Volatile: Modified asphalt elastomeric roof mastic, one-part, trowel-
grade, formulated for compatibility and use with specified roofing membranes and
flashings.

a. Basis of design product: Tremco, POLYroof LV or approved equal.

b. Volatile Organic Compounds (VOC), maximum, ASTM D3960: 300 g/L.
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c. Elongation at -30 deg. F (-34 deg. C), minimum, ASTM D412: 100 percent.

d. Tensile strength at 77 deg F (25 deg C), ASTM D412: 30 psi (207 kPa).

e. Flexibility at -40 deg. F (-40 deg. C), ASTM D3111: No cracking.

f. Nonvolatile matter, ASTM D4586: 70 percent.

D. Elastomeric Mastic:

1. Roofing Mastic, Low-Volatile: Modified asphalt elastomeric roof mastic, one-part, trowel-
grade, formulated for compatibility and use with specified roofing membranes and
flashings.

a. Basis of design product: Tremco, POLYroof LV or approved equal.

b. Volatile Organic Compounds (VOC), maximum, ASTM D3960: 300 g/L.

c. Elongation at -30 deg. F (-34 deg. C), minimum, ASTM D412: 100 percent.

d. Tensile strength at 77 deg F (25 deg C), ASTM D412: 30 psi (207 kPa).

e. Flexibility at -40 deg. F (-40 deg. C), ASTM D3111: No cracking.

f. Nonvolatile matter, ASTM D4586: 70 percent.

E. Pitch Pocket Sealer:

1. Pitch Pocket Sealer: Urethane two-component, ASTM C920, Type M, Grade P, Class 12.5,
Use O, fast setting, solvent-free, low-odor, formulated for compatibility and use with
specified roofing membranes and flashings.

a. Basis of design product: Tremco, TremSEAL Pitch Pocket Sealer or approved equal.

b. Volatile Organic Compounds (VOC), maximum, ASTM D3960: 0 g/L.

c. Hardness, Shore A, minimum ASTM C661: 40.

F. Stripping Adhesive / Sealer:

1. Seam Sealer: Aromatic polyurethane sealer, single-component, high solids, moisture
curing, formulated for compatibility and use with a variety of roofing and flashing
substrates.

a. Basis of design product: Tremco, GEOGARD Seam Sealer or approved equal.

b. Volatile Organic Compounds (VOC), maximum, ASTM D3960: 189 g/L.

c. Tensile Strength, ASTM D412: 270 psi (1860 kPa).
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d. Tear Strength, ASTM D412: 35 pli (6.13 kNm).

e. Elongation, ASTM D412: 220 percent.

f. Color: Gray.

G. Joint Sealant: Elastomeric joint sealant compatible with roofing materials, with movement
capability appropriate for application.

1. Joint Sealant, Polyurethane: ASTM C920, Type S, Grade NS, Class 50 single-component
moisture curing  sealant, formulated for compatibility and use in dynamic and static joints;
paintable.

a. Basis of design product: Tremco, TremSEAL Pro or approved equal.

b. Volatile Organic Compounds (VOC), maximum, ASTM D3960: 40 g/L.

c. Hardness, Shore A, ASTM C661: 40.

d. Adhesion to Concrete, ASTM C794: 35 pli.

e. Tensile Strength, ASTM D412: 350 psi (2410 kPa).

f. Color: Closest match to substrate.

H. Fasteners: Factory-coated steel fasteners and metal plates complying with corrosion-resistance
provisions in FM Approvals 4470, designed for fastening built-up roofing components to
substrate, tested by manufacturer for required pullout strength, and acceptable to roofing
manufacturer.

1. Use fasteners of type listed in manufacturer’s tested assembly for required wind uplift
resistance.

I. Metal Termination Bars: Manufacturer's standard, predrilled stainless steel or aluminum bars,
approximately 1- by 1/8- inch (25 by 3 mm) thick; with anchors.

J. Roofing Granules: Roofing membrane manufacturer's standard ceramic-coated mineral roofing
granules, No. 11 screen size with 100 percent passing.

K. Miscellaneous Accessories: Provide miscellaneous accessories recommended by built-up roofing
manufacturer.

2.8 ROOF INSULATION AND INSULATION ACCESSORIES

A. Roofing Insulation, General: Preformed roof insulation boards manufactured or approved by
roofing manufacturer, selected from manufacturer's standard sizes suitable for application, of
thicknesses indicated.

1. Tapered Insulation: Provide factory-tapered insulation boards fabricated to slope of 1/4
inch per 12 inches (1:48) unless otherwise indicated.



Tulsa Public Schools - District Office Date of Issue (07/13/2026)
Springdale Elementary School
Springdale Elementary Roof Replacements

075113.13 - Page 12 of 23
BUILT-UP ASPHALT ROOFING, COLD-APPLIED

2. Provide preformed saddles, crickets, tapered edge strips, and other insulation shapes where
indicated for sloping to drain. Fabricate to slopes indicated, not less than two times the roof
slope.

B. Roof Insulation:

1. Board Insulation, Polyisocyanurate: CFC- and HCFC- free, with recycled content glass-
fiber mat facer on both major surfaces, ASTM C1289 Type II Class 1.

a. Basis of design product: EnergyGuard PolyIso Insulation.

b. Compressive Strength, ASTM D1621: Grade 2: 20 psi (138 kPa).

c. Conditioned Thermal Resistance at 75 deg. F (24 deg. C): 14.4 at 2.5 inches (50.8
mm) thick.

C. Insulation Cover Board:

1. Gypsum panel, glass-mat-faced, primed, ASTM C1177/C1177M.

a. Basis of design product: GP Gypsum DensDeck Prime.

b. Thickness: 1/2 inch (12 mm).

D. Cover Board Adhesive:

1. Urethane adhesive, bead-applied, low-rise two-component solvent-free low odor,
formulated to adhere roof insulation to substrate.

a. Basis of design product: Tremco, Low Rise Foam Insulation Adhesive or approved
equal.

b. Flame Spread Index, ASTM E84: 10.

c. Smoke Developed Index, ASTM E84: 30.

d. Volatile Organic Compounds (VOC), maximum, ASTM D3960: 0 g/L.

e. Tensile Strength, minimum, ASTM D412: 250 psi (1720 kPa).

f. Peel Adhesion, minimum, ASTM D903: 17 lbf/in (2.50 kN/m).

g. Flexibility, 70 deg. F (39 deg. C), ASTM D816: Pass.

E. Insulation Cant Strips: ASTM C208, Type II, Grade 1, cellulosic-fiber insulation board.

F. Tapered Edge Strips: ASTM C208, Type II, Grade 1, cellulosic-fiber insulation board.

G. Substrate Joint Tape: 6- or 8-inch- (150- or 200-mm-) wide, coated, glass fiber.
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2.9 SURFACING AND COATING MATERIALS

A. Cold-Applied Adhesive Surfacer:

1. Cold-applied roofing adhesive and surfacer, one-part, formulated for compatibility and use
with specified roofing membranes and flashings.

a. Basis of design product: Tremco, BURmastic Adhesive or approved equal.

b. Volatile Organic Compounds (VOC), maximum, ASTM D6511: 250 g/L.

c. Nonvolatile Content, minimum, ASTM D6511: 72 percent.

B. Aggregate Roofing Surfacing Material:

1. Aggregate Stone Surfacing: Clean, dry, opaque, water-worn or crushed stone, free of sharp
edges.

a. Basis of design product: Aggregate Stone Surfacing.

b. Size, ASTM D 1863: No. 6 or 67.

c. Aggregate application rate, average: 500 lb/100 sq ft (24.4 k/m2).

C. Aluminized Flashing Coating Material:

1. Cold-Applied Reflective Aluminum Roof Coating: ASTM D2824 Type III metallic-
pigmented, fibrated asphalt-based roof coating.

a. Basis of design product: Tremco, Alumanation 301 or approved equal.

b. Volatile Organic Compounds (VOC), maximum, ASTM D3960: 400 g/L.

c. Reflectance, minimum, ASTM C1549: 0.66 initial; 0.49 3-year aged.

d. Solids, percent by volume: 47.

2.10 WALKWAYS

A. Walkway Material:

1. Walkway pads, ceramic-granule-surfaced reinforced asphaltic composition slip-resisting
pads, manufactured as a traffic pad for foot traffic, 1/2 inch (13 mm) thick minimum.

a. Basis of design product: Tremco, Trem-Tred or approved equal.

b. Flexural Strength at max. load, minimum, ASTM C203: 218 psi (1.5 kPa).

c. Granule adhesion (weight loss), maximum, ASTM D4977: 1.1 gram.
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d. Impact Resistance at 77 deg. F (25 deg. C), ASTM D3746: No Damage to Roof.

e. Pad Size: 36 by 48 inch (914 by 1220 mm).

2.12 PERIMETER METAL

A. Pre-finished 24 ga. metal to match existing style and configuration.

2.11 DECK REPAIR/REPLACEMENT MATERIALS (IF APPLICABLE)

A. Wood Roof Deck Components:

1. Wood Deck Material:

a. Comply with DOC PS 20 and with applicable grading rules of inspection agencies
certified by ALSC's Board of Review.

b. Moisture Content: Provide wood decking with 19 percent maximum moisture
content at time of dressing.

c. Match existing size, face surface and edge profile.

d. Decking Species: Balsam fir, Douglas fir-larch, Douglas fir-larch (North), hem-fir,
hem-fir (North), southern pine, spruce pine-fir (North), western hemlock, or western
hemlock (North).

e. Preservative Treatment: Pressure treat solid-sawn wood decking according to
AWPA C31 with inorganic boron (SBX) and redry wood to 19 percent maximum
moisture content.

f. Fasteners for Solid-Sawn Decking: Provide fastener size and type complying with
decking standard for thickness of deck used.

1) Fastener Material: Hot-dip galvanized or stainless steel.

2. Roof Sheathing:

a. Plywood Roof Sheathing: APA-Rated Exterior, Structural I sheathing.

1) Span Rating: Not less than 32/16.

2) Nominal Thickness: Not less than 1/2 inch (13 mm).

b. Plywood Wall Sheathing: APA-rated Exterior sheathing.

1) Span Rating: Not less than 24/0.

2) Nominal Thickness: Not less than 1/2 inch (13 mm).
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c. Preservative Treatment by Pressure Process: AWPA U1; Use Category UC2 for
interior construction not in contact with the ground.

1) Preservative Chemicals: Acceptable to authorities having jurisdiction and
containing no arsenic or chromium.

2) Application: Treat wood decking materials, not requiring fire-retardant
treatment, unless otherwise indicated.

3. Fasteners: Provide fasteners of size and type indicated that comply with requirements
specified in this article for material and manufacture.

a. For roof sheathing, provide fasteners with hot-dip zinc coating complying with
ASTM A153/A 153M or Type 304 stainless steel.

1) Nails, Brads, and Staples: ASTM F1667.

2) Power-Driven Fasteners: NES NER-272.

3) Wood Screws: ASME B18.6.1.

b. Screws for Fastening Wood Structural Panels to Cold-Formed Metal Framing:
ASTM C954, except with wafer heads and reamer wings, length as recommended
by screw manufacturer for material being fastened.

1) For wall and roof sheathing panels, provide screws with organic-polymer or
other corrosion-protective coating having a salt-spray resistance of more than
800 hours according to ASTM B117.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine substrates, areas, and conditions, with Installer present, for compliance with the
following requirements and other conditions affecting performance of roofing system:

1. Verify that roof openings and penetrations are in place and curbs are set and braced and
that roof drain bodies are securely clamped in place.

2. Verify that wood blocking, curbs, and nailers are securely anchored to roof deck at
penetrations and terminations and that nailers match thicknesses of insulation. wood cants

a. Verify that perimeter nailers for copings and roof edge flashings are securely
fastened according to ANSI/SPRI/FM 4435/ES-1, and applicable code, to resist
uplift pressures.

3. Verify that substrate is sound and dry.



Tulsa Public Schools - District Office Date of Issue (07/13/2026)
Springdale Elementary School
Springdale Elementary Roof Replacements

075113.13 - Page 16 of 23
BUILT-UP ASPHALT ROOFING, COLD-APPLIED

4. Wood Roof Deck: Verify that deck shows no signs of damage, rot or deterioration, and is
securely fastened with no projecting fasteners and with no adjacent units in excess of 1/16
inch (1.6 mm) out of plane relative to adjoining deck.

5.  If broken or loose fasteners that secure deck panels to one another or to structure are
observed or if deck appears or feels inadequately attached, immediately notify Owner. Do
not proceed with installation until directed by Owner.

6.  Unsuitable Deck: If deck surface is not suitable for receiving new roofing or if structural
integrity of deck is suspect, immediately notify Owner.

7. Do not proceed with installation until directed by Owner.

1.2 DECK REPAIR/REPLACEMENT (IF APPLICABLE)

A. If applicable, repair existing deck to provide smooth working surface for installation of roof
system.

1. Replace deck that cannot be repaired to sound condition.

B. Wood Roof Deck Replacement (if applicable):

1. Install solid-sawn wood decking to match existing deck construction and to comply with
applicable code.

2. Wood Sheathing Panels: Comply with applicable recommendations in APA Form No. E30,
"Engineered Wood Construction Guide," for types of structural-use panels and applications
indicated.

B. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 PREPARATION

A. Clean substrate of dust, debris, moisture, and other substances detrimental to roofing installation
according to roofing manufacturer's written instructions. Remove sharp projections.

B. Prevent materials from entering and clogging roof drains and conductors and from spilling or
migrating onto surfaces of other construction. Remove roof-drain plugs when no work is taking
place or when rain is forecast.

1. Limit traffic and material storage to areas of existing roofing membrane that have been
protected.

2. Maintain temporary protection and leave in place until replacement roofing has been
completed.

C. Verify that rooftop utilities and service piping affected by the Work have been shut off before
commencing Work.
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D. Shut down air intake equipment in the vicinity of the Work in coordination with the Owner. Cover 
air intake louvers before proceeding with roofing work that could affect indoor air quality or 
activate smoke detectors in the ductwork.

E. Protect existing roofing system that is indicated to remain, and adjacent portions of building and
building equipment.

3.3 INSTALLATION, GENERAL

A. Install roofing system in accordance with manufacturer’s written instructions, approved shop
drawings, and Contract Documents.

B. Complete terminations and base flashings and provide temporary seals to prevent water from 
entering completed sections of roofing system at the end of the workday or when rain is forecast. 
Remove and discard temporary seals before beginning work on adjoining roofing.

C. At the specified roof sections, all scuppers are to be replaced with new 4” X 6” scuppers.

1. Replace and fabricate new scupper inserts with soldered corners and flange. Add crickets
in between each scupper and in corners.

2. Install new through-wall scupper at south perimeter of area divider between Roof Sections
C & D so that area divider will have two (2) existing through wall scuppers.

3. At the specified roof sections, replace existing coping metal with new 24 ga. pre-finished 
coping metal. Install vinyl barrier underlayment over coping wood blocking prior to coping 
cap installation. If applicable, build up raised perimeter edges to accommodate for tapered 
saddles and crickets, as well as minimum 8” flashing height.

4. Remove and replace all pitch pans. Fill pitch pans with non-shrink grout. Cap with hood.

D. Cooperate with testing agencies engaged or required to perform services for installing roofing
system.

3.4 ROOFING INSTALLATION DETAILS

A. NRCA Installation Details: Install roofing system in accordance with applicable NRCA Manual
Plates and NRCA recommendations; modify as required to comply with manufacturer's approved 
details.

3.5 INSULATION AND INSULATION ACCESSORIES INSTALLATION

A. Comply with built-up roofing manufacturer's written instructions for installing roof insulation.

B. Coordinate installing membrane roofing system components so insulation is not exposed to
precipitation or left exposed at the end of the workday.

C. Cant Strips: Install and secure preformed 45-degree cant strips at junctures of built-up roofing
with vertical surfaces or angle changes greater than 45 degrees.

D. Tapered Insulation and Crickets: Install tapered insulation under area of roofing to conform to
slopes indicated.
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1. Where crickets are indicated or required to provide positive slope to drain, make slope of 
crickets minimum of two times the roof slope and not less than 1/4 inch in 12 
inches((1:48)).

E. Install insulation with long joints of insulation in a continuous straight line with end joints 
staggered between rows, abutting edges and ends between boards. Fill gaps exceeding 1/4 inch 
(6 mm) with insulation.

1. Cut and fit insulation within 1/4 inch (6 mm) of nailers, projections, and penetrations.

F. Install insulation under area of roofing to achieve required thickness. Where overall insulation
thickness is 2.7 inches (70 mm) or greater, install two or more layers with joints of each 
succeeding layer staggered from joints of previous layer a minimum of 6 inches (150 mm) in each 
direction.

1. Flat Insulation System on Sloped Roof Decks E, F, G, J: Install insulation at minimum
thickness as follows:

a. Minimum total thickness of Continuous Insulation: R-value: Not less than R20..

2. Tapered Insulation System for Flat Roof Decks B, C, and D: Install insulation as follows:

a. Minimum total thickness of Continuous Insulation: R-value: Average R20.. 

b. Tapered insulation slope: 1/4”/ft.

c.      Base insulation layer starting height: 1.5"

G. Install tapered edge strips at perimeter edges of roof that do not terminate at vertical surfaces. 

H. Insulation Installation Method:

1. Mechanically Fastened Insulation Application Method: Install each layer of insulation and 
secure to deck using mechanical fasteners specifically designed and sized for fastening 
specified board-type roof insulation to deck type.

a. Fasten insulation to resist uplift pressure at corners, perimeter, and field of roof.

b. See detail drawing for insulation fastening pattern.

c. Insulation fastener application: 1 fastener per 2 sq. ft.

d. Fastener engagement: Minimum ¾ inch plywood penetration or wood plank
embedment.
-For tapered insulation, adhere each subsequent layer of insulation to resist uplift 
pressures at corners, perimeter, and field of roof. Set each subsequent layer of in-
sulation in ribbons of bead-applied insulation adhesive, firmly pressing and main-
taining insulation in place. Coverage rate of insulation adhesive: Max 12" O.C. 

I. Cover Board Installation:

1. Comply with roofing system and cover board manufacturer's written installation
instructions.

2. Install cover boards over insulation with long joints in continuous straight lines with end 
joints staggered between rows. Offset joints of insulation below a minimum of 6 inches
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(150 mm) in each direction. Loosely butt cover boards together. Tape joints if required by
roofing manufacturer.

a. Trim cover board neatly to fit around penetrations and projections, and to fit tight to
intersecting sloping roof decks.

b. Trim cover board, so that water flow is unrestricted.

c. Cut and fit cover board tight to nailers, projections, and penetrations.

3. Adhere cover boards to resist uplift pressure at corners, perimeter, and field of roof.

a. Set cover board in ribbons of bead-applied insulation adhesive, firmly pressing and
maintaining cover in place.

b. Insulation adhesive minimum coverage rate: 12” O.C.

3.6 COLD-APPLIED BUILT-UP ROOFING INSTALLATION, GENERAL

A. Install roofing membrane system according to roofing system manufacturer's written instructions
and applicable recommendations in NRCA's "Quality Control Guidelines for the Application of
Polymer Modified Bitumen Roofing" and as follows:

1. Base-Ply Sheet: One.

a. Adhering Method: Cold-applied adhesive.

b. Interply Adhesive Application Rate: 2 Gallons per 100 sq. ft.

2. Number of Ply Sheets: Two.

a. Adhering Method: Cold-applied adhesive.

b. Interply Adhesive Application Rate: 2 Gallons per 100 sq. ft.

3. Roof Membrane Surfacing / Coating:

a. Cold-applied surfacing adhesive with aggregate.

b. Flood Coat Application Rate: 5 Gallons per 100 sq. ft.

c. Aggregate Application Rate: 500 lbs per 100 sq. ft.

B. Start installation of built-up roofing in presence of manufacturer's technical personnel.

C. Coordinate installation of roofing system so insulation and other components of the roofing
membrane system not permanently exposed are not subjected to precipitation or left uncovered at
the end of the workday or when rain is forecast.
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1. Provide tie-offs at end of each day's work to cover exposed roofing membrane sheets and
insulation with a course of coated felt set in compatible roofing cement/mastic, with joints
and edges sealed, weathertight.

a. Comply with roofing membrane manufacturer’s instructions and details for
waterstop/daily tie-in; utilize staggered layout and unadhered, removable
“deadman” insulation boards.

2. Complete terminations and base flashings and provide temporary seals to prevent water
from entering completed sections of roofing.

3. Remove temporary plugs from roof drains at end of each day.

4. Remove and discard temporary seals before beginning work on adjoining roofing.

D. Substrate-Joint Penetrations: Prevent roofing asphalt and adhesives from penetrating substrate
joints, entering building, or damaging built-up roofing components or adjacent building
construction.

3.7 BUILT-UP ROOFING MEMBRANE INSTALLATION

A. Prime surface of substrate with primer in accordance with roofing membrane manufacturer's
written installation instructions and allow primer to dry.

B. Install lapped built-up roofing membrane base-ply sheet and ply sheet(s) according to roofing
manufacturer's written instructions, starting at low point of roofing system. Extend roofing
membrane sheets over and terminate beyond cants, installing as follows:

1. Before installing, unroll sheet materials, cut into workable lengths, and allow to lie flat for
a time period recommended by roofing membrane manufacturer for the ambient
temperature at which sheet material will be installed.

2. Shingle side laps of sheets uniformly to achieve required number of plies throughout
thickness of roofing membrane.

a. Shingle in direction to shed water.

3. Embed each sheet in uniform coating of cold-applied membrane adhesive applied at rate
required by roofing manufacturer, to form a uniform membrane without sheets touching.

4. Install sheets without wrinkles, tears, and free from air pockets.

C. Laps: Accurately align roofing membrane sheets, without stretching, and maintain uniform side
and end laps. Stagger end laps. Install roofing membrane sheets so side and end laps shed water.
Completely bond and seal laps, leaving no voids.

1. Repair tears and voids in laps and lapped seams not completely sealed.
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3.8 FLASHING AND STRIPPING INSTALLATION

A. Install base flashing over cant strips and other sloping and vertical surfaces, at roof edges, and at
penetrations through roof, and secure to substrates according to built-up roofing manufacturer's
written instructions and as follows:

1. Extend base flashing up walls or parapets a distance of 8 - 12 inches (200 - 300 mm) above
built-up roofing and 6 inches (150 mm) onto field of built-up roofing.

a. Comply with roofing manufacturer’s and NRCA details.

2. Prime substrates with asphalt primer if required by built-up roofing manufacturer.

B. Flashing Sheet Installation: Adhere flashing sheet to substrate in cold-applied adhesive. Apply
cold-applied flashing sheet adhesive to back of flashing sheet if recommended by roofing
manufacturer.

1. Flashing Sheet Top Termination: Mechanically fasten top of base flashing securely at
terminations and perimeter of roofing.

a. Seal top termination of base flashing with a metal termination bar and a continuous
bead of joint sealant.

2. Flashing Sheet Bottom Termination: Adhere flashing sheet to roofing membrane in
continuous bed of cold-applied adhesive.

a. Elastomeric Flashing Sheet: seal vertical flashing joints. Seal bottom termination of
base flashing by adhering to roofing membrane with cold-applied adhesive and
sealing flashing-to-membrane joint with joint sealant.

C. Seal top termination of base flashing with a metal termination bar.

D. Install stripping, according to roofing manufacturer's written instructions, where metal flanges
and edgings are set on built-up roofing.

E. Flashing-Sheet Stripping: Install flashing-sheet stripping in a continuous coating of compatible
mastic/adhesive sealer, as recommended by roofing manufacturer, and extend onto roofing
membrane. Apply number of courses recommended by manufacturer.

3.9 SURFACING AND COATING INSTALLATION

A. Flood Coat and Aggregate Surfacing: Promptly after installing and testing roofing membrane,
base flashing, and stripping, flood-coat roof surface with cold-applied adhesive surfacing
adhesive applied at rate required by roofing manufacturer.

1. While adhesive coating is fluid, cast aggregate surfacing in a uniform application at the
average weight indicated in Part 2 product listing.

B. Aluminized Coating: Apply coating to base flashings, with number of coats, thickness of
application, and application method as recommended in writing by coating manufacturer.
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3.10 WALKWAY INSTALLATION

A. Walkways, General: Install walkways according to roofing manufacturer's written instructions.

1. Install walkways at following locations:

a. Perimeter of each rooftop unit.

b. Between each rooftop unit location, creating a continuous path connecting rooftop
unit locations.

c. Between each roof hatch and each rooftop unit location or path connecting rooftop
unit locations.

d. Top and bottom of each roof access ladder.

e. Between each roof access ladder and each rooftop unit location or path connecting
rooftop unit locations.

B. Walkway Pads: Install walkway pads using units of size indicated or, if not indicated, of
manufacturer's standard size according to walkway pad manufacturer's written instructions.

1. Sweep away loose aggregate surfacing.

2. Set walkway pads in manufacturer's recommended, compatible adhesive.

3. Provide 3-inch (75-mm) clearance between adjacent pads.

3.11 FIELD QUALITY CONTROL

A. Roofing Inspector: Manufacturer’s technical representative to perform roof inspections and to
prepare inspection reports.

B. Final Roof Inspection: Arrange for roofing system manufacturer's technical personnel to inspect
roofing installation at commencement and upon completion.

1. Notify Owner 48 hours in advance of date and time of inspection.

C. Repair or remove and replace components of roofing system where test results or inspections
indicate that they do not comply with specified requirements.

D. Additional testing and inspecting, at Contractor's expense, will be performed to determine
compliance of replaced or additional work with specified requirements.

3.12 PROTECTING AND CLEANING

A. Protect built-up roofing from damage and wear during remainder of construction period. When
remaining construction will not affect or endanger roofing, inspect roofing for deterioration and
damage, describing its nature and extent in a written report, with copies to Owner.
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B. Correct deficiencies in or remove built-up roofing that does not comply with requirements, repair
substrates, and repair or reinstall roofing to a condition free of damage and deterioration at time
of Substantial Completion and according to warranty requirements.

C. Clean overspray and spillage from adjacent construction using cleaning agents and procedures
recommended by manufacturer of affected construction.

END OF SECTION 075113.13
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DWG NO. 28

BUILT UP ROOFING
HOT/COLD CONDUIT OR

PIPING SUPPORT

ROOF DECK AS SPECIFIED

SECURE CONDUIT/ PIPING WITH CLAMP
TO WOOD BLOCKING

WOOD BLOCKING SPACED EVERY 5 FEET

SPECIFIED INSULATION

SPECIFIED BUR
MEMBRANE

WALK PAD
TREMTRED 

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023



DWG NO. 03

BUILT-UP ROOFING
HOT/COLD BASE FLASHING

CURB FOR AIR HANDLING UNIT

SPECIFIED
SEALANT TAPE AS

16 GA. MIN. FRAME

WOOD CURB

FASTENER 8'' O.C.

FASTENED 18'' O.C.
COUNTERFLASHING

SPECIFED BASE
FLASHING ADHERED

TWO-PLY STRIPPING

GRAVEL SURFACING

SPECIFIED BUR

INSULATION

ALTERNATE FRAME
LOCATION FOR
HEAVY UNITS

ROOF DECK AS SPECIFIED

WITH GASKETED 
FASTENERS MINIMUM
TWO PER SIDE

SPECIFED BASE

SPECIFIED CANT

MEMBRANE

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023

AutoCAD SHX Text
8'' MIN.



DWG NO. 30

NOTES

BUILT UP ROOFING
HOT/COLD DAILY WATERSTOP / TIE IN

SPECIFIED BUR

ADHESIVE

12'' AND 18'' PLY 

IN SPECIFIED
SHEETS ADHERED

MINIMUM 18''
GRAVEL / DEBRIS
REMOVE EMBEDDED

MASTIC

SEAL EDGE WITH

AND ASPHALT
REINFORCING MESH

EXTEND NEW 

PREPARED AREA
ROOFING 12'' ONTO

EXISTING ROOFING

ROOF DECK
AS SPECIFIED

1. BEFORE NEXT DAY'S WORK, REMOVE TEMPORARY TIE-IN AND INSULATION FILLERS

MEMBRANE

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023



DWG NO. 20

BUILT-UP ROOFING HOT/COLD
ROUND TO SQUARE METAL FLASHING

TWO PIECE SOLDERED IN FIELD.
FABRICATED ROUND TO SQUARE SHEET METAL

CLAMPED STORM COLLAR
BEAD OF TREMCO SEALANT

INSULATION
SPECIFIED

WOOD BLOCKING
TREATEDAS SPECIFIED

ROOF DECK

SPECIFIED
CANT

EXISTING
WOOD CURB

ROUND TO SQUARE
SHEET METAL

SPECIFIED BUR
MEMBRANE

EXISTING ROUND
PENETRATION

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023



DWG NO. 11

BUILT-UP ROOF
HOT/COLD WALL FLASHING FOR
NON-WALL-SUPPORTED DECK

SPECIFIED BUR MEMBRANE

TWO-PLY

FASTENERS 8'' O.C.

ONE PIECE COUNTERFLASHING

SPECIFIED SEALANT

SPECIFIED INSULATION

ROOF DECK AS SPECIFIED

GRAVEL SURFACING

INSTALLED INTO REGLET AND
SECURED w/ LEAD WEDGES
8'' O.C.

FLEXIBLE VAPOR RETARDER
TO SERVE AS INSULATION
RETAINER

COMPRESSIBLE INSULATION

WOOD NAILER SECURED TO
DECK w/ APPROPRIATE
FASTENERS, 2 ROWS
STAGGERED EACH ROW
24'' O.C.

STRIPPING

SPECIFIED BASE FLASHING

ROW 12'' O.C.
STAGGERED EACH
BLOCKING, 2 ROWS
NAIL WOOD CANT TO

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023

AutoCAD SHX Text
4'' MIN.



DWG NO. 07

NOTES
1. PRIME ALL METAL SURFACES THAT WILL COME INTO CONTACT WITH THE SPECIFIED ADHESIVE.
2. WHEN HOT STACK SERVICE TEMPERATURE EXCEEDS 400 DEGREES, WELD OR SOLDER RAIN COLLAR TO

PIPE IN LIEU OF INSTALLING SEALANT.
3. THE CLEARANCE REQUIRED BETWEEN THE HOT PIPE AND INSULATED METAL LINER WILL DEPEND ON THE

TEMPERATURE OF THE MATERIAL HANDLED BY THE STACK.

BUILT-UP ROOFING HOT/COLD
HOT STACK PENETRATION

SHEET-METAL SLEEVE

APPROPRIATE HIGH TEMPERATURE SEALANT
(SEE NOTE #2 BELOW)

SHEET-METAL RAIN COLLAR OVERLAPPING
FLASHING COLLAR BY 3" TO 4"

CLAMPING RING
STAINLESS STEEL

TREATED WOOD BLOCKING

ROOF DECK

SPECIFIED COVER BOARD

SPECIFIED INSULATION

SPECIFIED BUR MEMBRANE

TWO-PLY STRIPPING

4" MIN. FLANGE SET IN ASPHALT CEMENT
AND MECHANICALLY FASTENED 3" O.C.

BATTEN INSULATION

PERIMETER
MASTIC SEAL AT

EXISTING INSULATED
METAL LINER (SEE NOTE #3 BELOW)

HOT STACK

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023

AutoCAD SHX Text
8" MIN.



DWG NO. 36

TWO-PLY TREMCO

AS SPECIFIED
ROOF DECK

INSULATION

SPECIFIED BUR

GRAVEL SURFACING

BASE FLASHING

ATTACH NAILER TO

NEOPRENE GASKETED

AS SPECIFIED

SEALANT BETWEEN

WALL REFER TO
FACTORY MUTUAL
DATA SHEET I-49

CONTINUOUS CLEAT
FASTENED 16'' O.C.

4'' MIN.

10'-0'' M
AX.

A

A

 SECTION A-A 

FASTENER 24'' O.C.

METAL SECTIONS

FLASHING MEMBRANE
INSTALLED OVER
TREMCO NAILER

2''

TURN ENDS DOWN
45 ANGLE

SPECIFIED CANT

 STRIPPING

BUILT UP ROOFING
HOT/COLD LIGHT METAL PARAPET CAP

MEMBRANE

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023



DWG NO. 06

BUILT-UP ROOFING HOT/COLD
METAL SLEEVE AND STORM COLLAR

WOOD NAILER SECURED
SPECIFIED BUR

SPECIFED INSULATION

ROOF DECK

TO DECK w/ APPROPRIATE
FASTENERS, 2 ROWS
STAGGERED EACH
ROW 24'' O.C. AS SPECIFIED

GRAVEL SURFACING

PROJECTION

TWO-PLY STRIPPING

SET FLANGE IN
SPECIFIED MASTIC

FASTEN 3'' O.C.

STORM COLLAR

CAULK DRAWBAND
w/ SPECIFIED

AND MECHANICALLY

PRIME FLANGE
BEFORE STRIPPING

ELASTOMERIC
SEALANT

PERIMETER
MASTIC SEAL AT

METAL SLEEVE

BATTEN INSULATION

MEMBRANE

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023



DWG NO. 39

BUILT UP ROOFING
HOT/COLD METAL WALL FLASHING

TERMINATION BAR 

METAL SIDING

GRAVEL SURFACING

SPECIFIED BUR MEMBRANE

TWO-PLY

FASTENED 8'' O.C.

SPECIFIED INSULATION

METAL DRIP FLASHING
FASTENED 8'' O.C.

STRIPPING

SPECIFIED BASE SHEET

SPECIFIED TREMCO SEALANT

BEHIND METAL WALL
COUNTERFLASHING SECURED

4'' MIN.

SPECIFIED CANT

ROOF DECK AS SPECIFIED

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023



DWG NO. 18

BUILT UP ROOFING
HOT/COLD PIPING THROUGH ROOF DECK

WOOD NAILER SECURED

SPECIFIED BUR

INSULATION

ROOF DECK 
TO DECK w/ APPROPRIATE
FASTENERS, 2 ROWS
STAGGERED EACH
ROW 24'' O.C.

AS SPECIFIED

GRAVEL SURFACING

TWO-PLY STRIPPING

FLANGE SET IN SPECIFIED
ASPHALT CEMENT, 
MECHANICALLY FASTENED 
3'' O.C., PRIME METAL
FLANGE BEFORE STRIPPING

SLOPE PIPES DOWN
AND AWAY FROM
HOOD

FASTENERS 8'' O.C.

SHEET METAL
COLLAR

SEAL

INSULATE INSIDE OF
METAL WORK IN COLD
CLIMATES

SHEET METAL HOOD
CROSS BREAK
OR SLOPE FOR
DRAINAGE

METAL SCREW

SEAL

 CLOSURE DETAIL 

ASPHALT CEMENT
SEAL

MEMBRANE

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023



DWG NO. 33

BUILT UP ROOFING
HOT/COLD PITCH POCKET WITH GROUT

WOOD NAILER SECURED

SPECIFIED BUR

SPECIFIED INSULATION

ROOF DECK 

TO DECK w/ APPROPRIATE
FASTENERS, 2 ROWS
STAGGERED EACH
ROW 24'' O.C. AS SPECIFIED

GRAVEL SURFACING

FLANGE SET IN SPECIFIED
ASPHALT CEMENT, MECHANICALLY
FASTENED 3'' O.C., STAGGERED
PRIME METAL FLANGE BEFORE
STRIPPING

TWO-PLY

TOP OFF w/
TREMCO SEALANT

METAL PITCH POCKET
MINIMUM 4" HEIGHT

SPECIFIED DRAWBAND
AND SEALANT

STRIPPING

FILL 1'' FROM TOP 
w/ NON-SHRINK GROUT

w/ METAL HOOD

MEMBRANE UNDER 
PRIME METAL FLANGE

PITCH POCKET AND
PRIME INTERIOR OF

SEAL PIPE BASE TO
PREVENT GROUT 
LEAKAGE INTO BUILDING

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023



DWG NO. 08

NOTES
SOFT METAL FLASHINGS
1. SHEET LEAD:  MINIMUM 4 LB. (20kg²/m ) PER SQ.FT.
2. SHEET COPPER:  MINIMUM 16 OZ. IF COPPER FLASHING IS INSTALLED OVER AN IRON OR STEEL PIPE,

WRAP AN ASPHALT COATED ROOFING FELT TO PREVENT DIRECT CONTACT BETWEEN TWO DISSIMILAR
METALS.

BUILT-UP ROOFING HOT/COLD
PLUMBING VENT FLASHING

ROLLED SOFT METAL FLASHING 
1'' DOWN INTO PIPE

STEEL SCREEN
OPTIONAL  SOLDER STAINLESS:

PLUMBING VENT STACK

PLUMBING VENT STACK

SET FLANGE IN 
SPECIFIED MASTIC

MASTIC SEAL 

TWO TARGET PLIES ADHERED

SPECIFIED BUR MEMBRANE

SPECIFED INSULATION

ROOF DECK AS SPECIFIED

FOR PLUMBING VENTS WITH 
DIAMETERS LESS THAN
2'' USE SOFT METAL CAPS

SOFT METAL CAP 1'' DOWN
INTO PIPE

IN SPECIFIED ADHESIVE

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023

AutoCAD SHX Text
4'' MIN. FLANGE

AutoCAD SHX Text
2'' MIN.



DWG NO. 21

NOTES
1. SLOPE GUTTER TO DOWNSPOUTS

1/4 IN./FT. MINIMUM

BUILT-UP ROOFING
HOT/COLD ROOF EDGE WITH GUTTER

GUTTER STRAP

FELT ENVELOPE
IF SPECIFIED

36 IN. O.C.

36 IN. O.C.
BRACKET
GUTTER

ATTACH NAILER TO WALL

ROOF DECK

DRY SHEET

BEFORE STRIPPING.
CEMENT PRIME FLANGE
IN SPECIFIED ASPHALT
METAL FLANGE SET

MEMBRANE
SPECIFIED BUR

SPECIFIED

FASTEN 3 IN. O.C.

INSULATION

GRAVEL
SURFACING

STRIPPING
TWO-PLY

AS SPECIFIED

STAGGERED 2 ROWS

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023



DWG NO. 31

BUILT UP ROOFING
HOT/COLD THRU-WALL

SCUPPER WITH CONDUCTOR HEAD

DOWNSPOUT

ROOF DECK

SPECIFIED INSULATION

SPECIFIED TREMCO

W

CONDUCTOR
HEAD

SCUPPER LINER

GRAVEL STOP

SEAL

DETAIL-A

DETAIL-B

SOLDER
OR SEAL

B

A

NOTES
1. MATCH EXISTING CONDUCTOR HEAD PROFILE AND SIZE.
2. W = NOMINAL WIDTH OF PARAPET
3. FABRICATE AND INSTALL COMPONENTS IN ACCORDANCE WITH PROJECT

SPECIFICATIONS AND SMACNA REQUIREMENTS AND STANDARDS.

ROOFING

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023



DWG NO. 27

BUILT UP ROOFING
HOT/COLD SLIP METAL SKIRT FLASHING

FLASHING ADHERED

ROOF DECK AS SPECIFIED

SPECIFIED INSULATION

SPECIFIED BUR
MEMBRANE

TWO-PLY
STRIPPING

SHEET ADHESIVE
WITH SPECIFIED

ELASTOMERIC BASE

INSTALL NEW METAL
COUNTERFLASHING

COUNTERFLASHING

NEW GROMMETED FASTENERS 8" O.C.

EXISTING METAL

GRAVEL SURFACING

SPECIFIED CANT

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023



SHEET TITLE:

DRAWING No.:

SCALE:

NTS

TLRFIA-002

TREMCO LOW RISE FOAM
INSULATION ADHESIVE

NOTE:
1. INSULATION BOARDS MUST BE PLACED INTO THE ADHESIVE AS SOON AS IT STARTS TO FOAM (WITHIN 15 SECONDS). STEP BOARDS

INTO PLACE. DO NOT REPOSITION BOARDS ONCE THEY ARE SET. DO NOT PUDDLE OR MOUND THE ADHESIVE AS THIS CAN LEAD TO
EXCESSIVE RISE AND BOARD SURFACE UNEVENNESS.

2. IDEAL AMBIENT TEMPERATURE FOR APPLICATION IS 45F AND RISING. MATERIAL TEMPERATURE MUST BE BETWEEN 70F AND 85F.
3. APPLY ADHESIVE AT 12" O.C. AT THE FIELD OF THE ROOF (4 BEADS PER BOARD).
4. APPLY ADHESIVE AT 6" O.C. IN PERIMETER AREAS (8 BEADS PER BOARD) AND 4" O.C IN CORNER AREAS (12 BEADS PER BOARD).

2023



DWG NO. 12

BUILT-UP ROOFING
HOT/COLD WALL FLASHING FOR

CONCRETE WALLS AND PARAPETS

TERMINATION BAR 

SURFACE MOUNTED

GRAVEL SURFACING

SPECIFIED BUR MEMBRANE

ROOF DECK AS SPECIFIED

TWO-PLY

COUNTERFLASHING 
FASTENED 8'' O.C. MINIMUM

FASTENED 8'' O.C.

SPECIFIED INSULATION

SPECIFIED TREMCO 

STRIPPING

WITH CONCRETE FASTENERS

SPECIFIED CANT

TAPE TO SPAN IRREGULARITIES
COMPRESSION BUTYL GASKET

SPECIFIED SEALANT TOOLED
NEATLY TO ENSURE 100%
ADHESION TAKES PLACE

NEATLY TO ENSURE 100%
ADHESION

SPECIFIED SEALANT TOOLED

BASE FLASHING

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023

AutoCAD SHX Text
4'' MIN.



DWG NO. 38

BUILT UP ROOFING HOT/COLD
WALL FLASHING WALL

SUPPORTED DECK

SPECIFIED BUR MEMBRANE

TWO-PLY STRIPPING

TWO PIECE COUNTERFLASHING

SPECIFIED TREMCO SEALANT

SPECIFIED INSULATION

ROOF DECK AS SPECIFIED

GRAVEL SURFACING

SPECIFIED BASE SHEET

FASTENERS 24'' O.C. MIN.

INSTALLED INTO RECEIVER 3''
OVERLAP AT JOINTS

OPTIONAL  2'' WIDE CLIP:

:TERMINATION BAR
FASTENED AS SPECIFIED

4'' MIN.

SPECIFIED CANT

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023



DWG NO. 17

BUILT-UP ROOFING
HOT/COLD WOOD CURB

FASTENERS 8'' O.C.

AS SPECIFIED
SHEET METAL COVER

SPECIFIED TREMCO 

GRAVEL SURFACING

SPECIFIED BUR MEMBRANE

SPECIFIED INSULATION

 ROOF DECK AS SPECIFIED

SPECIFIED BASE SHEET

4'' MIN.

SPECIFIED CANT

TWO PLY STRIPPING

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023
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KETONE ETHYLENE ESTER (KEE) ROOFING

SECTION 075416 - KETONE ETHYLENE ESTER (KEE) ROOFING

PART 1 - GENERAL

1.1 SUMMARY

A. Section Includes:

1. Adhered thermoplastic KEE roofing system on metal deck, including:

2. Roof insulation.

3. Roof insulation cover board.

4. Walkways.

B. Roof Sections to be replaced: Roof Section K

C. Include the following unit prices:

1. Steel Decking Repairs: $/sq. ft.
2. Steel Decking Replacement: $/sq. ft.
3. Steel Decking Overlayment: $/sq. ft.
4. Wood Blocking Replacement: $/linear foot

- 2X4
- 2X6

1.2 DEFINITIONS

A. Roofing Terminology: Refer to ASTM D1079 "Standard Terminology Relating to Roofing and
Waterproofing" and applicable edition of NRCA's "The NRCA Roofing Manual: Membrane
Roof Systems" and NRCA's Glossary for definition of terms related to roofing work in this
Section.

1.3 PREINSTALLATION MEETINGS

A. Preinstallation Roofing Conference: Conduct conference at Project site.

1. Meet with Owner, roofing Installer, roofing system manufacturer's representative, and
installers whose work interfaces with or affects roofing, including installers of roof
accessories and roof-mounted equipment.

2. Review drawings and specifications.

3. Review methods and procedures related to roofing installation, including manufacturer's
written instructions.
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4. Review and finalize construction schedule and verify availability of materials, Installer's
personnel, equipment, and facilities needed to make progress and avoid delays.

5. Examine substrate conditions and finishes for compliance with requirements, including
flatness and fastening.

6. Review structural loading limitations of roof deck during and after roofing.

7. Review base flashings, special roofing details, roof drainage, roof penetrations,
equipment curbs, and condition of other construction that will affect roofing system.

8. Review governing regulations and requirements for insurance and certificates if
applicable.

9. Review temporary protection requirements for roofing system during and after
installation.

10. Review roof observation and repair procedures after roofing installation.

1.4 ACTION SUBMITTALS

A. Product Data: For each type of product indicated.

B. Shop Drawings: For roofing system. Include plans, elevations, sections, details, and attachments
to other work.

1. Provide roof plan showing orientation and types of roof deck, orientation of membrane
roofing, and fastener spacings and patterns for mechanically fastened components.

2. Base flashings and membrane terminations.

a. Indicate details meet requirements of NRCA required by this Section.

3. Layout and thickness of insulation.

4. Tapered insulation layout, including slopes.

5. Crickets, saddles, and tapered edge strips, including slopes.

6. Insulation fastening patterns for corner, perimeter, and field-of-roof locations.

7. Membrane securement, fastening or adhesion requirements.

C. Samples for Verification: For the following products:

1. Sheet roofing materials and base flashing, of type and color specified, including T-shaped
side and end lap seam.

2. Roof insulation and cover board.
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3. Walkway materials.

1.5 INFORMATIONAL SUBMITTALS

A. Qualification Statements: For Installer, Manufacturer and Roofing Inspector.

1. Letter written for this Project indicating manufacturer approval of Installer.

B. Contractor's Product Certificate: Submit signed certification, on company letterhead, indicating
products intended for Work of this Section, including product names and numbers and
manufacturers' names, with statement indicating that products to be provided meet the
requirements of the Contract Documents.

C. Manufacturer Certificates:

1. Submit evidence of compliance with specified requirements in "Performance
Requirements" Article.

a. Include: External fire resistance submittal.

2. Product Compatibility: Indicate manufacturer has verified compatibility of roofing
system components, including but not limited to: Roofing membrane, flashing sheets,
adhesives, and sealants.

D. Warranties: Unexecuted sample copies of special warranties.

E. Field Quality Control Reports:

1. Inspection Reports: Reports of Roofing Inspector. Include weather conditions,
description of work performed, tests performed, defective work observed, and corrective
actions taken to correct defective work.

a. Submit reports within 48 hours after inspection.

F. Manufacturer's Instructions: Submit copy of manufacturer's written installation instructions for
specified roofing system.

1.6 CLOSEOUT SUBMITTALS

A. Maintenance Data: To include in maintenance manuals.

B. Executed copies of warranties.

1.7 QUALITY ASSURANCE

A. Installer Qualifications: An employer of workers trained and certified by manufacturer,
including a full-time on-site supervisor with a minimum of five years' experience installing
products comparable to those specified, able to communicate verbally with Contractor, and
employees, and qualified by the manufacturer to install manufacturer's product and furnish
warranty of type specified. Must be located within a 55-mile radius of Tulsa Public Schools.
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B. Manufacturer Qualifications: Approved manufacturer with roofing systems comparable to that
specified for this Project, with minimum five years' experience in manufacture of thermoplastic
roof membrane products in successful use in similar applications.

1. Approval of Comparable Products: Submit the following in accordance with project
substitution requirements, within time allowed for substitution review:

a. Contractor's Product Certificate: Submit notarized certificate, indicating products
intended for Work of this Section, including product names and numbers and
manufacturer names, with statement indicating that products to be provided meet
the requirements of the Contract Documents.

b. Product data, including certified independent test data indicating compliance with
requirements.

c. Samples of each component.

d. Sample submittal from similar project.

e. Project references: Minimum of five installations of specified products not less
than five years old, with Owner contact information.

f. Sample warranty.

2. Substitutions for convenience following award of contract are not allowed.

3. Approved manufacturers must meet separate requirements of Submittals Article.

C. Roofing Inspector Qualifications: A technical representative of manufacturer not engaged in the
sale of products and experienced in the installation and maintenance of the specified roofing
system, qualified to perform roofing observation and inspection specified in Field Quality
Control Article, to determine Installer's compliance with the requirements of this Project, and
approved by the manufacturer to issue warranty certification. The Roofing Inspector shall be the
following:

1. An authorized full-time technical employee of the manufacturer.

D. Manufacturer's Installation Instructions: Obtain and maintain on-site access to manufacturer's
written recommendations and instructions for installation of products.

1.8 DELIVERY, STORAGE, AND HANDLING

A. Deliver roofing materials to Project site in original containers with seals unbroken and labeled
with manufacturer's name, product brand name and type, date of manufacture, approval or
listing agency markings, and directions for storing and mixing with other components.

B. Store liquid materials in their original undamaged containers in a clean, dry, protected location
and within the temperature range required by roofing system manufacturer.

1. Protect stored liquid material from direct sunlight.
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2. Discard and legally dispose of liquid material that cannot be applied within its stated
shelf life.

C. Protect roof insulation materials from physical damage and from deterioration by sunlight,
moisture, soiling, and other sources.

1. Store in a dry location.

2. Comply with insulation manufacturer's written instructions for handling, storing, and
protecting during installation.

D. Handle and store roofing materials and place equipment in a manner to avoid permanent
deflection of deck.

1.9 PROJECT / FIELD CONDITIONS

A. Protect building, adjacent buildings, walkways, site improvements, exterior plantings, and
landscaping from damage or soiling from roofing operations.

B. Maintain access to existing walkways, corridors, and other adjacent occupied or used facilities. 

C. Weather Limitations: Proceed with installation only when existing and forecasted weather
conditions permit roofing system to be installed according to manufacturer's written instructions 
and warranty requirements.

D. Daily Protection: Coordinate installation of roofing so insulation and other components of 
roofing system not permanently exposed are not subjected to precipitation or left uncovered at 
the end of the workday or when rain is forecast.

1. Provide tie-offs at end of each day's work to cover exposed roofing and insulation with a 
course of roofing sheet securely in place with joints and edges sealed, weathertight.

2. Complete terminations and base flashings and provide temporary seals to prevent water
from entering completed sections of roofing.

3. Remove temporary plugs from roof drains at end of each day.

4. Remove and discard temporary seals before beginning work on adjoining roofing.

E. Owner will occupy portions of building immediately below roofing area. Conduct roofing so 
Owner's operations will not be disrupted. Provide Owner with not less than 72 hours' notice of 
activities that may affect Owner's operations.

F. All disconnection and re-connection shall be performed by mechanical and/or electrical
personnel provided by the roofing contractor, including units/curbs to be raised to accommodate 
minimum flashing height.
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1.10 WARRANTY

A. Manufacturer's Warranty: Roof System Manufacturer's standard form in which Manufacturer
agrees to repair or replace components of roofing system that fail in materials or workmanship
within warranty period, as follows.

1. Form of Warranty: Manufacturer's standard warranty form.

2. Scope of Warranty: Work of this Section and including sheet metal details and
termination details installed by the roof system Installer and approved by the Roof
System Manufacturer.

3. Warranty Period: 20 years from date of completion.

B. Manufacturer Inspection Services: By manufacturer's technical representative, to report
maintenance responsibilities to Owner necessary for preservation of Owner's warranty rights.
The cost of manufacturer's inspections is included in the Contract Sum.

1. Inspections to occur in following years: 2, 5, 10 and 15 following completion.

C. Installer Warranty: Installer's warranty signed by Installer, as follows.

1. Form of Warranty: Form acceptable to Roofing Manufacturer and Owner.

2. Scope of Warranty: Work of this Section.

3. Warranty Period: 5 years from date of completion.

PART 2 - PRODUCTS

2.1 MANUFACTURERS

A. Basis of Design: The roof system specified in this Section is based upon products of Tremco
CPG Inc, Beachwood, OH, (800) 562-2728, www.tremcoroofing.com that are named in other
Part 2 articles. Provide specified products.

1. Manufacturers of comparable products: Approved by Owner prior to bid.

B. Source Limitations: Obtain components for roofing system from same manufacturer as
membrane roofing or manufacturer approved by membrane roofing manufacturer.

2.2 PERFORMANCE REQUIREMENTS

A. General Performance:  Installed membrane roofing and base flashings shall withstand specified
uplift pressures, thermally induced movement, and exposure to weather without failure due to
defective manufacture, fabrication, installation, or other defects in construction.  Membrane
roofing and base flashings shall remain watertight.

1. Accelerated Weathering:  Roofing system shall withstand 10,000 hours of exposure when
tested according to ASTM G152, ASTM G154, or ASTM G155.
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2. Impact Resistance: Roof membrane shall resist impact damage when tested according to
ASTM D3746/D3746M, ASTM D4272/D4272M.

B. Material Compatibility: Roofing system materials to be compatible with one another and
adjacent materials under conditions of service and installation required, as demonstrated by
roofing membrane manufacturer based on testing and field experience.

C. Roofing System Design: Provide membrane roofing system that is identical to systems that have
been successfully tested by a qualified testing and inspecting agency in accordance with
ANSI/FM 4474, UL 580, or UL 1897, and to resist uplift pressures calculated in accordance
with ASCE-7 and applicable code.

1. Calculate pressures for Allowable Stress Design, including a safety factor multiplier of 2.

D. SPRI Wind Design Standard: Manufacture and install copings and roof edge flashings tested
according to ANSI/SPRI/FM 4435 ES-1, capable of resisting design pressures calculated in
accordance with ASCE-7 and applicable code.

E. Flashings and Fastening: Provide base flashings, perimeter flashings, detail flashings and
component materials and installation techniques that comply with requirements and
recommendations of the following:

1. Roofing system manufacturer’s details and recommendations.

2. NRCA Roofing Manual for construction details and recommendations.

3. SMACNA Architectural Sheet Metal Manual for construction details.

F. Exterior Fire-Test Exposure: ASTM E108 or UL 790, Class A; for application and roof slopes
indicated, as determined by testing identical membrane roofing materials by a qualified testing
agency. Materials shall be identified with appropriate markings of applicable testing agency.

2.3 MATERIALS, GENERAL

A. Material Compatibility: Roofing materials shall be compatible with one another and adjacent
materials under conditions of service and application required, as demonstrated by roof
membrane manufacturer based on testing and field experience.

2.4 THERMOPLASTIC MEMBRANE MATERIALS

A. KEE Roof Membrane:

1. Thermoplastic Ketone Ethylene Ester (KEE) coated polyester fabric-reinforced sheet,
ASTM D6754.

a. Basis of design product: Tremco, TremPly KEE Single Ply Roof Membrane or
approved equal.

b. Breaking Strength, minimum, ASTM D751: Machine direction, 500 lbf/in (87
kN/m); Cross machine direction, 400 lbf/in (70 kN/m).
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c. Tear Strength, minimum, ASTM D751: Machine direction,120 lbf (162 N/m);
Cross machine direction, 140 lbf (190 N/m).

d. Elongation at Break, ASTM D751: 20 percent.

e. Dynamic Impact/Puncture Resistance, ASTM D5635: 30 J, minimum.

f. Minimum Membrane Thickness, nominal, less backing, ASTM D751: 60 mils (1.5
mm).

g. Thickness over fiber, optical method: 0.016 inches (0.406).

h. Accelerated Weathering, ASTM G155 and ASTM G154: Not greater than 15,000
hr., no cracking or crazing.

i. Abrasion Resistance, ASTM D3389: Not greater than 2,000 cycles, H-18 wheel,
1,000 g load.

j. Color: White.

k. Solar Reflectance Index (SRI), ASTM E1980: 110 (White, initial), 86 (White, 3-yr
aged).

2.5 BASE FLASHING MATERIALS

A. Sheet Flashing:  Manufacturer's standard, smooth-backed, sheet flashing of same material, type,
reinforcement, thickness and color as KEE roof membrane.

2.6 ADHESIVE MATERIALS

A. General: Adhesive and sealant materials recommended by roofing system manufacturer for
intended use and compatible with roofing membrane.

1. Liquid-type auxiliary materials shall comply with VOC limits of authorities having
jurisdiction.

2. Membrane Bonding Adhesive:

a. Bonding adhesive, solvent based fast drying, VOC-compliant, for bonding KEE
smooth-backed single ply membranes and flashings to substrates.

1) Basis of design product: Tremco, TremPly KEE LV Bonding Adhesive or
approved equal.

2) VOC, maximum, ASTM D 3960: 200 g/L.

3. Flashing Membrane Adhesive:

a. Same product as membrane adhesive.
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2.7 AUXILIARY ROOFING MATERIALS

A. General:  Auxiliary membrane roofing materials recommended by roofing system manufacturer
for intended use, and compatible with membrane roofing.

B. Prefabricated Flashings: As recommended by roof membrane manufacturer, for pipe,
penetration and miscellaneous flashings.

C. Fasteners, General: Factory-coated steel fasteners and metal plates meeting corrosion-resistance
provisions in FM 4470, designed for fastening roofing components to substrate, tested by
manufacturer for required pullout strength, and acceptable to roofing system manufacturer.

1. Use fasteners of type listed in manufacturer’s tested assembly for required wind uplift
resistance.

D. Metal Battens:  Manufacturer's standard, aluminum-zinc-alloy-coated or zinc-coated steel sheet,
approximately 1 inch wide by 0.05 inch (25 mm wide by 1.3 mm) thick, prepunched.

E. Metal Termination Bars:  Manufacturer's standard, predrilled stainless-steel or aluminum bars,
approximately 1 by 1/8 inch (25 mm by 3 mm) thick; with anchors.

F. Joint Sealant: Elastomeric joint sealant compatible with roofing materials, with movement
capability appropriate for application.

1. Joint Sealant, Polyurethane: ASTM C920, Type S, Grade NS, Class 50 single-component
moisture curing  sealant, formulated for compatibility and use in dynamic and static
joints; paintable.

a. Basis of design product: Tremco, TremSEAL Pro or approved equal.

b. Volatile Organic Compounds (VOC), maximum, ASTM D3960: 40 g/L.

c. Hardness, Shore A, ASTM C661: 40.

d. Adhesion to Concrete, ASTM C794: 35 pli.

e. Tensile Strength, ASTM D412: 350 psi (2410 kPa).

f. Color: Closest match to substrate.

G. Prefabricated Pipe Flashings: As recommended by roof membrane manufacturer.

H. Miscellaneous Accessories:  Provide pourable sealers, preformed cone and vent sheet flashings,
preformed inside and outside corner sheet flashings, T-joint covers, lap sealants, termination
reglets, and other accessories, as recommended by roofing system manufacturer.

2.8 ROOF INSULATION AND INSULATION ACCESSORIES

A. Roof Insulation, General:  Preformed roof insulation boards manufactured or approved by
roofing manufacturer, selected from insulation manufacturer's standard sizes, suitable for
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application, and of thicknesses indicated. Provide roof insulation accessories recommended by
insulation manufacturer for intended use and compatible with roofing.

1. Tapered Insulation:  Provide factory-tapered insulation boards fabricated to slope of 1/4
inch per 12 inches (1:48) unless otherwise indicated.

2. Provide preformed saddles, crickets, tapered edge strips, and other insulation shapes
where indicated for sloping to drain.  Fabricate to slopes indicated, not less than two
times the roof slope.

B. Roof Insulation:

1. Board Insulation, Polyisocyanurate: CFC- and HCFC- free, with recycled content glass-
fiber mat facer on both major surfaces, ASTM C1289 Type II Class 1.

a. Basis of design product: Atlas Roofing Corp. ACFoam III Insulation.

b. Compressive Strength, ASTM D1621: Grade 2: 20 psi (138 kPa).

c. Conditioned Thermal Resistance at 75 deg. F (24 deg. C): 14.4 at 2.5 inches (50.8
mm) thick.

C. Insulation Cover Board:

1. Gypsum panel, glass-mat-faced, primed, ASTM C1177/C1177M.

a. Basis of design product: GP Gypsum DensDeck Prime.

b. Thickness: 1/2 inch (12 mm).

D. Cover Board Adhesive:

1. Urethane adhesive, bead-applied, low-rise two-component solvent-free low odor,
formulated to adhere roof insulation to substrate.

a. Basis of design product: Tremco, Low Rise Foam Insulation Adhesive or approved
equal.

b. Flame Spread Index, ASTM E84: 10.

c. Smoke Developed Index, ASTM E84: 30.

d. Volatile Organic Compounds (VOC), maximum, ASTM D3960: 0 g/L.

e. Tensile Strength, minimum, ASTM D412: 250 psi (1720 kPa).

f. Peel Adhesion, minimum, ASTM D903: 17 lbf/in (2.50 kN/m).

g. Flexibility, 70 deg. F (39 deg. C), ASTM D816: Pass.
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E. Insulation Cant Strips:  ASTM C 208, Type II, Grade 1, cellulosic-fiber insulation board.

F. Tapered Edge Strips: ASTM C208, Type II, Grade 1, cellulosic-fiber insulation board.

G. Substrate Joint Tape: 6- or 8-inch- (150- or 200-mm-) wide, coated, glass fiber.

2.9 WALKWAY MATERIALS

A. Walkway Material:

1. Protection walkway roll, reinforced KEE membrane roll with diamond-tread, slip-
resistant surface, fabricated for heat welding to compatible KEE membrane surface.

a. Basis of design product: Tremco, TremPly KEE Protection Walkway Roll or
approved equal.

b. Roll Size: 30 inches by 100 ft (760 mm by 25.4 m).

c. Thickness: 0.060 inch (1.5 mm).

d. Breaking strength: 450 lbs (77 kN/m).

e. Color: Yellow.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine substrates, areas, and conditions, with Installer present, for compliance with the
following requirements and other conditions affecting performance of roofing system:

1. Verify that roof openings and penetrations are in place and curbs are set and braced and
that roof drain bodies are securely clamped in place.

2. Verify that wood cants, blocking, curbs, and nailers are securely anchored to roof deck at
penetrations and terminations and that nailers match thicknesses of insulation.

a. Verify that perimeter nailers for copings and roof edge flashings are securely
fastened according to ANSI/SPRI/FM 4435 ES-1, and applicable code, to resist
uplift pressures.

3. Verify that substrate is sound and dry.

4. Steel Roof Deck:

a. Verify that deck is securely fastened and properly supported with no projecting
fasteners and with no adjacent units in excess of 1/16 inch (1.6 mm) out of plane
relative to adjoining deck.

5. Roof Deck Repairs (If Applicable):
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a.     Deck Rettachment: Mechanically reattach loose sections of deck to steel support
members 12 inches O.C. within the field of the roof and no more than 6 inches O.C.
within the roof perimeter and corner zones. Side laps: Mechanically fasten 18 inches O.C.

b.     Deck Replacement: Remove defective metal decking. Examine support. If it is
unsound, contact the owner immediately for future action.

- Install new metal decking in accordance with SDL Design Manual for Roof Decks.

c.     Deck Protection: Remove rust scales and apply rust inhibitive paint at a rate of 150
sq. ft. per gallon.

B. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 PREPARATION

A. Clean substrate of dust, debris, moisture, and other substances detrimental to roofing installation
according to roofing system manufacturer's written instructions.  Remove sharp projections.

B. Prevent materials from entering and clogging roof drains and conductors and from spilling or
migrating onto surfaces of other construction.  Remove roof-drain plugs when no work is taking
place or when rain is forecast.

C. Protect existing roofing system that is indicated to remain, and adjacent portions of building and
building equipment.

1. Limit traffic and material storage to areas of existing roofing membrane that have been
protected.

2. Maintain temporary protection and leave in place until replacement roofing has been
completed.

D. Verify that rooftop utilities and service piping affected by the Work have been shut off before
commencing Work.

E. Shut down air intake equipment in the vicinity of the Work in coordination with the Owner.
Cover air intake louvers before proceeding with roofing work that could affect indoor air quality
or activate smoke detectors in the ductwork.

3.3 INSTALLATION, GENERAL

A. Install roofing system in accordance with manufacturer’s written instructions and approved
details.

B. Cooperate with testing agencies engaged or required to perform services for installing roofing
system.
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3.4 ROOFING INSTALLATION DETAILS

A. NRCA Installation Details: Install roofing system in accordance with applicable NRCA Manual
Plates and NRCA recommendations; modify as required to comply with manufacturer's 
approved details and perimeter fastening requirements of FM references if applicable.

3.5 INSULATION AND INSULATION ACCESSORIES INSTALLATION

A. Comply with roofing manufacturer's and insulation manufacturer’s written instructions for
installing roof insulation.

B. Coordinate installing membrane roofing system components so insulation is not exposed to
precipitation or left exposed at the end of the workday.

C. Cant Strips: Install and secure preformed 45-degree cant strips at junctures of built-up roofing
with vertical surfaces or angle changes greater than 45 degrees.

D. Tapered Insulation and Crickets: Install tapered insulation under area of roofing to conform to
slopes indicated.

1. Where crickets are indicated or required to provide positive slope to drain, make slope of
crickets minimum of two times the roof slope, not less than 1/4 inch in 12 inches (1:48).

E. Install insulation with long joints of insulation in a continuous straight line with end joints 
staggered between rows, abutting edges and ends between boards. Fill gaps exceeding 1/4 inch 
(6 mm) with insulation.

1. Cut and fit insulation within 1/4 inch (6 mm) of nailers, projections, and penetrations.

F. Install insulation under area of roofing to achieve required thickness. Where overall insulation
thickness is 2.7 inches (70 mm) or greater, install two or more layers with joints of each 
succeeding layer staggered from joints of previous layer a minimum of 6 inches (150 mm) in 
each direction.

1. Tapered Insulation System for Flat Roof Deck: Install insulation as follows:

a. Minimum total thickness of Continuous Insulation =Average R20..

b.       Base insulation layer starting height: 1.5"

G. Install tapered edge strips at perimeter edges of roof that do not terminate at vertical surfaces.

H. Insulation Installation Method:

1. Mechanically Fastened and Adhered Insulation Application Method: Install first layer of
insulation to deck using mechanical fasteners specifically designed and sized for 
fastening specified board-type roof insulation to deck type.

a. Fasten first layer of insulation to resist uplift pressure at corners, perimeter, and
field of roof. Mechanically fasten insulation at a rate of 1 fastener every 2 sq. ft. 
Fastener engagement: minimum 0.75-inch penetration through steel
decking.
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b. Adhere each subsequent layer of insulation to resist uplift pressure at corners,
perimeter, and field of roof.

1) Set each subsequent layer of insulation in ribbons of bead-applied insulation
adhesive, firmly pressing and maintaining insulation in place. Coverage rate
of insulation adhesive: Max 12” O.C.

I. Cover Board Installation:

1. Comply with roofing system and cover board manufacturer's written installation
instructions.

2. Install cover boards over insulation with long joints in continuous straight lines with end
joints staggered between rows. Offset joints of insulation below a minimum of 6 inches
(150 mm) in each direction. Loosely butt cover boards together. Tape joints if required by
roofing manufacturer.

a. Trim cover board neatly to fit around penetrations and projections, and to fit tight
to intersecting sloping roof decks.

b. At internal roof drains, conform to slope of drain sump.

c. Trim cover board, so that water flow is unrestricted.

d. Cut and fit cover board tight to nailers, projections, and penetrations.

3. Adhere cover boards to resist uplift pressure at corners, perimeter, and field of roof.

a. Set cover boards in ribbons of bead-applied insulation adhesive, firmly pressing
and maintaining cover in place. Coverage rate of insulation adhesive: Max 12”
O.C.

3.6 ADHERED MEMBRANE ROOFING INSTALLATION

A. Adhere membrane roofing over area to receive roofing and install according to membrane
roofing system manufacturer's written instructions.

B. Start installation of membrane roofing in presence of membrane roofing system manufacturer's
technical personnel.

C. Accurately align membrane roofing and maintain uniform side and end laps of minimum
dimensions required by manufacturer.  Stagger end laps.

D. Solvent-Based Bonding Adhesive:  Apply to substrate and underside of membrane roofing at
rate of 50 sq. ft. per gallon: 45 sq. ft. per ½ gallon to the substrate and 55 sq. ft. per ½ gallon to
the membrane. Allow adhesive to become tacky before installing membrane roofing; do not
allow adhesive to fully dry. Roll membrane into adhesive. Do not apply adhesive to splice area
of membrane.

E. Apply membrane roofing with side laps shingled with slope of roof deck where possible.
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F. Welded Seams: Clean seam areas, overlap membrane roofing, and hot-air weld side and end 
laps of membrane roofing and sheet flashings according to manufacturer's written instructions to 
ensure a watertight seam installation.

1. Test lap edges with probe to verify seam weld continuity. Apply lap sealant to seal cut
edges of sheet membrane.

2. Verify field strength of seams a minimum of twice daily and repair seam sample areas.

3. Repair tears, voids, and lapped seams in roofing that does not comply with requirements.

G. Spread sealant bed over deck drain flange at roof drains and securely seal membrane roofing in
place with clamping ring.

3.7 BASE FLASHING INSTALLATION

A. Membrane Flashings: Install sheet flashings and preformed flashing accessories and adhere to
substrates according to membrane roofing system manufacturer's written instructions.

1. Apply bonding adhesive to substrate and underside of sheet flashing at required rate and
allow to partially dry.  Do not apply to seam area of flashing.

2. Flash penetrations and field-formed inside and outside corners with cured or uncured
sheet flashing.

3. Clean seam areas, overlap, and firmly roll sheet flashings into the adhesive. Hot-air weld
side and end laps to ensure a watertight seam installation.

4. Seal top termination of base flashing with a metal termination bar and a continuous bead
of joint sealant.

B. Extend base flashing up walls or parapets a distance of 8-12 inches (200-300 mm) above 
roofing and 6 inches (150 mm) onto field of roofing, unless otherwise recommended by roofing 
manufacturer.

1. Comply with roofing manufacturer’s and NRCA details.

2. Remove existing counterflashing and install new counterflashing. On North perimeter,
install new skirt metal counterflashing underneath metal roof panels. Fasten 8” O.C.

3.8 Low Profile Expansion Joint:

A. At Southwest and Northwest corners where Roof Section K ties into adjacent BUR roof
sections, install low profile expansion joint at adjacent BUR sections. Mechanically attach 2 - 2 
X 4 wood blocking horizontal to opening. Fasteners shall be installed in two (2) rows staggered. 
Spacing in anyone (1) row shall not exceed twenty-four (24) inches. See detail drawing for low 
profile expansion joint.

Pitch Pans: Remove and replace all pitch pans. fill with non-shrink grout and cap with hood.B.
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3.9 WALKWAY INSTALLATION

A. Walkways, General: Install walkways according to roofing manufacturer's written instructions.

1. Install walkways at following locations:

a. Perimeter of each rooftop unit.

b. Between each rooftop unit location, creating a continuous path connecting rooftop
unit locations.

c. Between each roof hatch and each rooftop unit location or path connecting rooftop
unit locations.

d. Top and bottom of each roof access ladder.

e. Between each roof access ladder and each rooftop unit location or path connecting
rooftop unit locations.

B. Flexible Walkways:  Install walkway products in locations indicated on Roof Plan.  Heat weld
to substrate or adhere walkway products to substrate with compatible adhesive according to
roofing system manufacturer's written instructions.

3.10 FIELD QUALITY CONTROL

A. Roofing Inspector: Manufacturer’s technical representative to perform inspections and to
prepare inspection reports.

B. Final Roof Inspection:  Arrange for roofing system manufacturer's technical personnel to
inspect roofing installation on completion.

1. Notify Owner 48 hours in advance of date and time of inspection.

C. Repair or remove and replace components of roofing system where inspections indicate that
they do not comply with specified requirements.

1. Additional inspections, at Contractor's expense, will be performed to determine
compliance of replaced or additional work with specified requirements.

3.11 PROTECTING AND CLEANING

A. Protect membrane roofing system from damage and wear during remainder of construction
period.  When remaining construction will not affect or endanger roofing, inspect roofing for
deterioration and damage, describing its nature and extent in a written report, with copies to
Owner.

B. Correct deficiencies in or remove membrane roofing system that does not comply with
requirements; repair substrates; and repair or reinstall membrane roofing system to a condition
free of damage and deterioration at time of Substantial Completion and according to warranty
requirements.
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C. Clean overspray and spillage from adjacent construction using cleaning agents and procedures
recommended by manufacturer of affected construction.

END OF SECTION 075416
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SHEET TITLE:

DRAWING No.:

SCALE:

NTS

TLRFIA-002

TREMCO LOW RISE FOAM
INSULATION ADHESIVE

NOTE:
1. INSULATION BOARDS MUST BE PLACED INTO THE ADHESIVE AS SOON AS IT STARTS TO FOAM (WITHIN 15 SECONDS). STEP BOARDS

INTO PLACE. DO NOT REPOSITION BOARDS ONCE THEY ARE SET. DO NOT PUDDLE OR MOUND THE ADHESIVE AS THIS CAN LEAD TO
EXCESSIVE RISE AND BOARD SURFACE UNEVENNESS.

2. IDEAL AMBIENT TEMPERATURE FOR APPLICATION IS 45F AND RISING. MATERIAL TEMPERATURE MUST BE BETWEEN 70F AND 85F.
3. APPLY ADHESIVE AT 12" O.C. AT THE FIELD OF THE ROOF (4 BEADS PER BOARD).
4. APPLY ADHESIVE AT 6" O.C. IN PERIMETER AREAS (8 BEADS PER BOARD) AND 4" O.C IN CORNER AREAS (12 BEADS PER BOARD).

2023



INSULATION ATTACHED PER
SPECIFICATION REQUIREMENTS

TREMPLY KEE MEMBRANE

HOT AIR WELD

TREMPLY KEE MEMBRANE FLASHING STRIP

GALVANIZED ANNULAR RING
SHANK NAILS (6" O.C.)

TREMCO METAL

HOT AIR WELD

METAL GUTTER (BY OTHERS)

WOOD BLOCKING
ATTACHED @ 250 LBF/FT

FASTEN WITH GALVANIZED ANNULAR
RING SHANK NAILS (3" O.C.)

CONTINUOUS GALVANIZED METAL CLEAT

JOINT TREATMENT AT EDGE METAL

4" MIN.

1/4"
2"

4"

TREMCO METAL

2" WIDE

OVER JOINT

1/4" GAP

ALUMINUM TAPE

4" WIDE FLASHING STRIP,
HEAT WELDED IN PLACE

TREMPLY KEE MEMBRANE EDGE FLASHING STRIP

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023

GUTTER FLASHING
DWG NO. 53



WOOD BLOCKING
ATTACHED @ 250 LBF/FT

"EXPANSION JOINT FILLER"
CLOSED-CELL POLYETHYLENE
TUBING 1-1/2xs LARGER THEN

TREMPLY KEE MEMBRANE
(CREATE "SLING" AT JOINT)

INSULATION ATTACHED PER
SPECIFICATION REQUIREMENTS

HEAT WELDED TREMPLY KEE FLASHING
STRIP "INSTALL LOOSE"

APPROVED FASTENER (12" O.C.)

SLIP "BUFFER" SHEET

APPROVED ADHESIVE

20 GA. HOT DIPPED G-90
GALVANIZED METAL PLATE

GALVANIZED ANNULAR RING
SHANK NAIL AT (6" O.C.)

OPENING

(BOTH SIDES)

(ONE SIDE ONLY)

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023

"LOW PROFILE" EXPANSION JOINT
DWG NO. 63



SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023

PITCH PAN FLASHING
DWG NO. 74

INSULATION ATTACHED PER
SPECIFICATION REQUIREMENTS

BOND-BREAKER

NON-SHRINK GROUT

4"
 M

IN
.

2"

AND INSULATION AS REQUIRED
FILL VOIDS W/COMPRESSIBLE FILLER

ATTACHED @ 250 LBF/FT
WOOD BLOCKING

TREMPLY KEE MEMBRANE

AT CORNERS, HEAT WELDED
TREMPLY KEE NON-REINFORCED

APPROVED SELF LEVELING
1-PART URETHANE

2-PIECE METAL RAIN HOOD (OPTIONAL)

APPROVED METAL PITCH PAN,
FASTEN WITH GALVANIZED
ANNULAR RING SHANK NAILS (3"
O.C.) (PRIME INTERIOR SIDE OF
PITCH PAN AND PENETRATION)

PENETRATION (CLEANED AND PRIMED)

TREMPLY KEE MEMBRANE
FLASHING STRIP, HEAT
WELDED

APPLY CONVEX TOOLED BEAD OF TREMPLY PLUS
SEALANT TO CLEAN AND PRIMED SURFACE



APPROVED SEALANT

STAINLESS STEEL
WORM GEAR CLAMP

TREMPLY KEE "PRE-MOLDED" FLASHING

HOT AIR WELD

TREMPLY KEE MEMBRANE

TREMPLY PLUS FASTENER
& STRESS PLATE
(MIN. 4 FASTENERS)

INSULATION ATTACHED PER
SPECIFICATION REQUIREMENTS

PIPE PENETRATION

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023

PRE-MOLDED PIPE FLASHING
DWG NO. 78



50
'

28"

24"

48
"

6"

6"
 6" X 6" TREMPLY KEE 
  MEMBRANE WELDED TO BACK
OF PROTECTION PAD, AND
TO TEREMPLY KEE FIELD 

 MEMBRANE (Typical 4 Corners)

HOT AIR WELD (Typical)

30"

    GRAY PROTECTION PAD
2 FT. X 4 FT. X 1/4 IN. PVC

OSHA YELLOW W/ DIAMOND
PROTECTION PAD

28 IN. X 50 FT. X 90-MIL

    KEE WALK WAY PAD
30 IN. X 50 FT. X 5/32 IN

MELLOW YELLOW W/ DEEP
HERRING BONE TREAD PATTERN

PLATE TREAD PATTERN

HOT AIR WELD (Typical) LEAVE 6" MIN. UN-WELDED AT
DRAINAGE SIDE OF WALKWAY

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023

PROTECTION PAD &
WALKWAY MATERIALS

DWG NO. 80



FIELD MEMBRANE
LAP

HOT AIR WELD
4" X 4" COVERS
AT ALL T-LAPS

FIELD MEMBRANE
LAP

FIELD MEMBRANE
LAP

HOT AIR WELD
4" X 4" COVERS
AT ALL T-LAPS

FIELD MEMBRANE
LAP

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023

TYPICAL COVERS AT
MEMBRANE T-LAPS

DWG NO. 111



APPROVED SEALANT (TOOLED)

APPROVED ALUMINUM TERMINATION BAR,
FASTEN WITH APPROVED FASTENERS

METAL COUNTER FLASHING

TREMPLY KEE LV BONDING ADHESIVE

TREMPLY KEE FLASHING

GALVANIZED ANNULAR
RING SHANK NAIL (6" O.C.)

WOOD BLOCKING
ATTACHED @ 250 LBF/FT

HOT AIR WELD

TREMPLY KEE MEMBRANE

INSULATION ATTACHED PER
SPECIFICATION REQUIREMENTS

PRECUT OR SAW-CUT REGLET

APPROVED SEALANT (TOOLED)

(8" O.C.)

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023

TYPICAL "MEMBRANE" WALL
FLASHING HORIZONTAL BLOCKING

WITH SAWCUT REGLET DWG NO. 115



ADHERED IN TREMPLY KEE LV
BONDING ADHESIVE

TREMPLY KEE MEMBRANE FLASHING

8" MIN.

OR SKYLIGHT
ROOF TOP UNIT

HOT AIR WELD

TREMPLY KEE

SPECIFICATION REQUIREMENTS
INSULATION ATTACHED PER

ATTACHED @ 250 LBF/FT
WOOD BLOCKING/CURB CONSTRUCTION

MEMBRANE

RING SHANK NAILS
GALVANIZED ANNULAR

(6" O.C.)

(3" O.C.)

GALVANIZED ANNULAR           
RING SHANK NAILS

EPDM WASHERED FASTENER
AS REQUIRED

PREMOLDED CORNER

TREMPLY KEE FLASHING (FULLY ADHERED)

EPDM WASHERED FASTENERS (12" O.C.)
METAL COUNTERFLASHING, FASTEN W/

NON-LIFTABLE

MECHANICAL UNIT
APPROVED SEALANT
BEHIND TOP OF FLASHING

SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023

TYPICAL WOOD OR SKYLIGHT
CURB FLASHING

DWG NO. 125



SHEET TITLE:

DRAWING No.:

SCALE:

NTS

2023

WALL FLASHING ALTERNATE
TERMINATIONS

DWG NO. 132

EXISTING METAL COUNTER FLASHING

EPDM WASHERED FASTENERS (12" O.C.)

METAL COUNTER FLASHING

TREMPLY KEE LV BONDING ADHESIVE

TREMPLY KEE MEMBRANE FLASHING

APPROVED SEALANT (TOOLED)

EPDM WASHERED FASTENERS (12" O.C.)

(8" O.C.)

APPROVED ALUMINUM TERMINATION BAR,
FASTEN WITH APPROVED FASTENERS

TREMPLY KEE MEMBRANE FLASHING

TREMPLY KEE LV BONDING ADHESIVE

METAL COUNTER FLASHING

APPROVED SEALANT (TOOLED)



 

BID FORM 

Roofing Improvements at East Central High School & Springdale Elementary School 

Each project below is bid and evaluated separately, on its own pricing. Complete every blank for each project. Stated 

allowances are fixed dollar amounts set by TPS, identical for every bidder, and are included in that project’s Base Bid. 

Alternate prices are ADDITIONAL and are NOT included in the Base Bid. Unit prices are for add/deduct adjustment 

only and are NOT included in the Base Bid. 

PROJECT A — EAST CENTRAL HIGH SCHOOL (Library Roof Replacement) 

 

Base Bid (East Central): $ DOLLARS 

 

Calendar Days to Substantial Completion (East Central):  DAYS 

Stated Allowance (included in the East Central Base Bid): 

Contingency Allowance: $60,000 [TPS-set] 

TOTAL BASE BID — EAST CENTRAL (includes the stated allowance above): 

 

$ DOLLARS 

East Central Unit Prices (add/deduct adjustment only — not included in the Base Bid): 

Steel deck repairs — per SF $ 

Steel deck overlayment — per SF $     

Steel deck replacement — per SF $     

Wood blocking, 2×4 — per LF $   

Wood blocking, 2×6 — per LF $   

New drain installation — per EA $    

Storm drain piping — per LF $  

PROJECT B — SPRINGDALE ELEMENTARY SCHOOL (Roof Improvements) 

 

Base Bid (Springdale): $ DOLLARS 

 

Calendar Days to Substantial Completion (Springdale):  DAYS 

Stated Allowances (included in the Springdale Base Bid): 

 

Allowance No. 1 — Hazardous-material testing / abatement: $  [TPS-set]  

 

Allowance No. 2 — Roof repair: $  [TPS-set] 

 

Allowance No. 3 — Contingency: $  [TPS-set] 



 

 

TOTAL BASE BID — SPRINGDALE (includes the stated allowances above): 

 

$ DOLLARS 

Alternate #1 (ADDITIONAL cost — NOT included in the Springdale Base Bid): 

 

Alternate No. 1 — Lower existing chimney: $  

Alternate #2 (ADDITIONAL cost — NOT included in the Springdale Base Bid): 

 

Alternate No. 2 — Sections B,C,D,E,F,G,J, & K: $  

 

Springdale Unit Prices (add/deduct adjustment only — not included in the Base Bid): 

UP-1 Wood blocking / nailer replacement — per LF $  

UP-2 Sheathing / roof-edge backing replacement — per SF $  

UP-3 Localized roof panel repair — per SF $  

UP-4 Localized trim / closure / edge repair — per LF $   

UP-5 New downspout beyond existing — per LF $  

UP-6 New downspout-to-storm tie-in / cleanout — per EA $   

UP-7 Additional roof penetration boot — per EA $  

Use of any allowance requires written TPS approval; the Contractor shall track each allowance separately, and any 

unused portion shall be credited back to TPS by deductive change order at closeout. Each project is awarded on its own 

Total Base Bid for that project. 

We have included the following sworn and notarized bid affidavits and bid security. They are 

attached to this proposal: 

 

1. Bid Bond, Certified Cashier's Check or other approved security as listed in the "Solicitation 

and Notice for Bids" and "Instructions to Bidders," in the amount of five (5%) of the bid. 

2. Non-Collusion Affidavits 

3. Business Relationship Affidavit 

4. Non-Discrimination Affidavit 

5. Felony Statement 

6. No Kick Back Statement 

7. Contractor's Qualification Statement (completed and submitted seven days prior to bid) 

 

In submitting this Bid, the undersigned agrees that the Bid will not be withdrawn for a period of 

thirty (30) calendar days from the date hereof and it is understood that the right is reserved by the 

Owner to reject any and all Bids and to waive informalities and irregularities. 

 



 

Respectfully submitted 
Seal if Bid is by 
Corporation 

Company  

By  

Title 
 
 
 
 

 

Address 

City, State, Zip 

Area Cide & Telephone Number 

Company ID 

 

 
Note: When submitting your bid, all blanks on this form must be filled in. 

 



  

 
 
The End 


	Addendum251
	Addendum251
	Springdale Elementary Roof Replacements Specification Roofs B, C, D, E, F, G, J
	PART 1 -  GENERAL
	1.1 SUMMARY
	A. Section Includes:
	1. Cold-applied, three, built-up asphalt roofing system on wood deck, including but not limited to:
	a. Roof insulation.
	b. Roof insulation cover board.
	c. Roofing membrane base-ply sheet.
	d. Roof membrane ply sheet(s).
	e. Base flashings.
	f. Roof surfacing consisting of surfacer with aggregate surfacing.


	B. Roof Sections to be replaced: B, C, D, E, F, G, J

	1.2 DEFINITIONS
	A. Roofing Terminology: Refer to ASTM D1079 "Standard Terminology Relating to Roofing and Waterproofing" and NRCA's Glossary for definition of terms related to roofing work in this Section.

	1.3 PREINSTALLATION MEETINGS
	A. Preinstallation Roofing Conference: Conduct conference at Project site.
	1. Meet with Owner, roofing Installer, roofing manufacturer's representative, and installers whose work interfaces with or affects roofing, including installers of roof accessories and roof-mounted equipment.
	2. Review drawings and specifications.
	3. Review methods and procedures related to roofing installation, including manufacturer's written instructions.
	4. Review and finalize construction schedule and verify availability of materials, Installer's personnel, equipment, and facilities needed to make progress and avoid delays.
	5. Examine substrate conditions and finishes for compliance with requirements, including flatness and fastening.
	6. Review structural loading limitations of roof deck during and after roofing.
	7. Review base flashings, special roofing details, roof drainage, roof penetrations, equipment curbs, and condition of other construction that will affect roofing.
	8. Review governing regulations and requirements for insurance and certificates if applicable.
	9. Review temporary protection requirements for roofing during and after installation.
	10. Review roof observation and repair procedures after roofing installation.


	1.4 ACTION SUBMITTALS
	A. Product Data: For each type of product indicated.
	B. Shop Drawings: For roofing system, include plans, elevations, sections, details, and attachments to other work. Provide roof plan showing orientation and types of roof deck, orientation of membrane roofing, and fastening spacings and patterns for mechanically fastened components.
	1. Base flashings and membrane terminations.
	a. Indicate that details meet requirements of NRCA required by this Section.

	2. Layout and thickness of insulation.
	3. Tapered insulation layout, including slopes.
	4. Crickets, saddles, and tapered edge strips, including slopes.
	5. Insulation fastening patterns for corner, perimeter, and field-of-roof locations.
	6. Membrane securement, fastening or adhesion requirements.

	C. Samples for Verification: For the following products:
	1. Sheet roofing materials and base flashing, of color specified for exposed material.
	2. Roof insulation and cover board.
	4. Walkway materials.


	1.5 INFORMATIONAL SUBMITTALS
	A. Qualification Statements: For Installer, Manufacturer and Roofing Inspector.
	1. Include letter from Manufacturer written for this Project indicating approval of Installer.

	B. Contractor's Product Certificate: Submit signed certification, on company letterhead, indicating products intended for Work of this Section, including product names and numbers and manufacturers' names, with statement indicating that products to be provided meet the requirements of the Contract Documents.
	C. Manufacturer Certificates:
	1. Submit evidence of compliance with requirements specified in "Performance Requirements" Article.
	a. Include: External fire resistance submittal.

	2. Product Compatibility: Indicate manufacturer has verified compatibility of roofing system components, including but not limited to: Roofing membrane, flashing sheets, adhesives, and sealants.

	D. Warranties: Unexecuted sample copies of special warranties.
	E. Field Quality Control Reports:
	1. Inspection Reports: Reports of Roofing Inspector. Include weather conditions, description of work performed, tests performed, defective work observed, and Contractor's corrective actions taken to correct defective work.
	a. Submit reports within 48 hours after inspection.


	F. Manufacturer's Instructions: Submit copy of manufacturer's written installation instructions for specified roofing system.

	1.6 CLOSEOUT SUBMITTALS
	A. Maintenance Data: To include in maintenance manuals.
	B. Warranties: Executed copies of warranties.

	1.7 QUALITY ASSURANCE
	A. Installer Qualifications: An employer of workers trained and certified by manufacturer, including a full-time on-site supervisor with a minimum of five years' experience installing similar work, able to communicate verbally with Contractor, and employees, and qualified by the manufacturer to furnish warranty of type specified. Must be located within a 55-mile radius of Tulsa Public Schools.
	B. Manufacturer Qualifications: Approved manufacturer with roofing systems comparable to those specified for this Project, with minimum five years' experience in manufacture of comparable products in successful use in similar applications, and able to furnish warranty with provisions matching specified requirements.
	1. Approval of Other Manufacturers and Comparable Products: Submit the following in accordance with project substitution requirements, within time allowed for substitution review:
	a. Contractor's Product Certificate: Submit notarized certificate, indicating products intended for Work of this Section, including product names and numbers and manufacturer names, with statement indicating that products to be provided meet the requirements of the Contract Documents.
	b. Product data, including certified independent test data indicating compliance with requirements.
	c. Samples of each component.
	d. Sample submittal from similar project.
	e. Project references: Minimum of five installations of specified products not less than five years old, with Owner contact information.
	f. Sample warranty.

	2. Substitutions for convenience following award of contract are not allowed.
	3. Approved manufacturers must meet separate requirements of Submittals Article.

	C. Roofing Inspector Qualifications: A technical representative of manufacturer, not engaged in the sale of products, and experienced in the installation and maintenance of the specified roofing system, qualified to perform roofing observation and inspection specified in Field Quality Control Article to determine Installer's compliance with the requirements of this Project, and approved by the manufacturer to issue warranty certification. The Roofing Inspector shall be the following:
	1. An authorized full-time technical employee of the manufacturer.

	D. Manufacturer's Installation Instructions: Obtain and maintain on-site manufacturer's written recommendations and instructions for installation of products.

	1.8 DELIVERY, STORAGE, AND HANDLING
	A. Deliver roofing materials to Project site in original containers with seals unbroken and labeled with manufacturer's name, product brand name and type, date of manufacture, approval or listing agency markings, and directions for storing and mixing with other components.
	B. Store liquid materials in their original undamaged containers in a clean, dry, protected location and within the temperature range required by roofing manufacturer.
	1. Protect stored liquid material from direct sunlight.
	2. Discard and legally dispose of liquid material that cannot be applied within its stated shelf life.

	C. Protect roof insulation materials from physical damage and from deterioration by sunlight, moisture, soiling, and other sources. Store in a dry location. Comply with insulation manufacturer's written instructions for handling, storing, and protecting during installation.
	D. Handle and store roofing materials and place equipment in a manner to avoid permanent deflection of deck.

	1.9 PROJECT / FIELD CONDITIONS
	A. Protect building, adjacent buildings, walkways, site improvements, exterior plantings, and landscaping from damage or soiling from roofing operations.
	B. Maintain access to existing walkways, corridors, and other adjacent occupied or used facilities.
	C. Weather Limitations: Proceed with installation only when existing and forecasted weather conditions permit roofing to be installed according to manufacturer's written instructions and warranty requirements.
	D. Daily Protection: In accordance with "Cold-Applied Built-Up Roofing Installation, General" Article.
	E. Owner will occupy portions of building immediately below roofing area. Conduct roofing so Owner's operations will not be disrupted. Provide Owner with not less than 72 hours' notice of activities that may affect Owner's operations.

	1.10 WARRANTY
	A. Manufacturer's Warranty: Roof System Manufacturer's standard form in which Manufacturer agrees to repair or replace components of roofing system that fail in materials or workmanship within warranty period, as follows.
	1. Form of Warranty: Manufacturer's standard warranty form.
	2. Scope of Warranty: Work of this Section and including sheet metal details and termination details installed by the roof system Installer and approved by the Roof System Manufacturer.
	3. Warranty Period: 20 years from date of completion.

	B. Manufacturer Inspection Services: By manufacturer's technical representative, to report maintenance responsibilities to Owner necessary for preservation of Owner's warranty rights. The cost of manufacturer's inspections is included in the Contract Sum.
	1. Inspections to occur in following years: 2, 5, 10 and 15 following completion.

	C. Installer Warranty: Installer's warranty signed by Installer, as follows.
	1. Form of Warranty: Form acceptable to Roofing Manufacturer and Owner.
	2. Scope of Warranty: Work of this Section.
	3. Warranty Period: 5 years from date of completion.
	1.11        UNIT PRICES
	A.      Include the following unit prices:
	1.Wood Deck Repairs: $/sq. ft.
	2.Wood Deck Replacement: $/sq. ft.
	3.Wood Blocking Replacement: $/linear ft (2x4 & 2x6)
	1.12        DISCONNECTION/RECONNECTION
	All disconnect/reconnection shall be performed by mechanical and/or electrical personnel provided by the roofing contractor.



	PART 2 -  PRODUCTS
	2.1 MANUFACTURERS
	A. Basis of Design: The roof system specified in this Section is based upon products of Tremco CPG Inc, Beachwood, OH, (800) 562-2728, www.tremcoroofing.com that are named in other Part 2 articles. Provide specified products.
	B. Source Limitations: Obtain components for roofing system from same manufacturer as membrane roofing or manufacturer approved by membrane roofing manufacturer.

	2.2 PERFORMANCE REQUIREMENTS
	A. General Performance: Roofing shall withstand exposure to weather without failure or leaks due to defective manufacture or installation.
	1. Accelerated Weathering: Roofing system shall withstand 2000 hours of exposure when tested according to ASTM G152, ASTM G154, or ASTM G155.
	2. Impact Resistance: Roof membrane shall resist impact damage when tested according to ASTM D3746/D3746M, ASTM D4272/D4272M.

	B. Material Compatibility: Roofing system materials to be compatible with one another and adjacent materials under conditions of service and installation required, as demonstrated by roofing membrane manufacturer based on testing and field experience.
	C. Roofing System Design: Provide roofing system that is identical to systems that have been successfully tested by a qualified testing and inspecting agency in accordance with ANSI/FM 4474, UL 580, or UL 1897, and to resist uplift pressures calculated in accordance with ASCE-7 and applicable code.
	1. Calculate pressures for Allowable Stress Design, including a safety factor multiplier of 2.

	D. SPRI Wind Design Standard: Manufacture and install copings and roof edge flashings tested according to ANSI/SPRI/FM 4435 ES-1, capable of resisting design pressures calculated in accordance with ASCE-7 and applicable code.
	E. Flashings and Fastening: Provide base flashings, perimeter flashings, detail flashings and component materials and installation techniques that comply with requirements and recommendations of the following:
	1. Roofing system manufacturer’s details and recommendations.
	2. NRCA Roofing Manual for construction details and recommendations.
	3. SMACNA Architectural Sheet Metal Manual for construction details.

	F. Exterior Fire-Test Exposure: ASTM E108 or UL 790, Class A; for application and roof slopes indicated, as determined by testing identical membrane roofing materials by a qualified testing agency. Materials shall be identified with appropriate markings of applicable testing agency.

	2.3 MATERIALS, GENERAL
	A. Material Compatibility: Roofing materials shall be compatible with one another and adjacent materials under conditions of service and application required, as demonstrated by roof membrane manufacturer based on testing and field experience.

	2.4 ROOFING MEMBRANE MATERIALS
	A. Base-Ply Sheet:
	1. SBS-modified asphalt coated composite polyester/fiberglass/fiberglass mat reinforced high tensile strength base sheet, ASTM D4601 Type II.
	a. Basis of design product: Tremco, BURmastic Composite Ply HT or approved equal.
	b. Tensile Strength at 77 deg. F (25 deg. C), minimum, ASTM D5147: Machine direction, 165 lbf/in (725 N); Cross machine direction, 150 lbf/in (660 N).
	c. Tear Strength at 77 deg. F (25 deg. C), minimum, ASTM D5147: Machine direction, 260 lbf (1150 N); Cross machine direction, 230 lbf (1120 N).
	d. Thickness, minimum, ASTM D5147: 0.060 inch (1.5 mm).


	B. Ply Sheet:
	1. SBS-modified asphalt coated composite polyester/fiberglass/fiberglass mat reinforced high tensile strength base sheet, ASTM D4601 Type II.
	a. Basis of design product: Tremco, BURmastic Composite Ply HT or approved equal.
	b. Tensile Strength at 77 deg. F (25 deg. C), minimum, ASTM D5147: Machine direction, 165 lbf/in (725 N); Cross machine direction, 150 lbf/in (660 N).
	c. Tear Strength at 77 deg. F (25 deg. C), minimum, ASTM D5147: Machine direction, 260 lbf (1150 N); Cross machine direction, 230 lbf (1120 N).
	d. Thickness, minimum, ASTM D5147: 0.060 inch (1.5 mm).



	2.5 BASE FLASHING MATERIALS
	A. Elastomeric Flashing Sheet:
	1. Flashing Sheet, Thermoset: Elastomeric polyester reinforced sheet with EPDM and SBR elastomers.
	a. Basis of design product: Tremco, TRA Elastomeric Sheeting or approved equal.
	b. Breaking Strength, minimum, ASTM D751: Machine direction 350 lbf (1550 N); Cross machine direction 300 lbf (1330 N).
	c. Tear Strength, minimum, ASTM D751: Machine direction 77 lbf (342 N); Cross machine direction 77 lbf (342 N).
	d. Elongation at Failure, minimum, ASTM D751: Machine direction 30 percent; Cross-machine direction 35 percent.
	e. Low Temperature Flexibility, minimum, ASTM D2136: -40 deg. F (-40 deg. C).
	f. Thickness, minimum, ASTM D751: 0.045 inch (1.1 mm).
	g. Color: Black.



	2.6 COLD-APPLIED ADHESIVE MATERIALS
	A. General: Adhesive and sealant materials recommended by roofing manufacturer for intended use and compatible with built-up roofing.
	1. Liquid-type auxiliary materials shall comply with VOC limits of authorities having jurisdiction.

	B. Base-Ply and Interply Sheet Adhesive:
	1. Cold-applied roofing adhesive and surfacer, one-part, formulated for compatibility and use with specified roofing membranes and flashings.
	a. Basis of design product: Tremco, BURmastic Adhesive or approved equal.
	b. Volatile Organic Compounds (VOC), maximum, ASTM D6511: 250 g/L.
	c. Nonvolatile Content, minimum, ASTM D6511: 72 percent.


	C. Elastomeric Flashing Sheet Adhesive:
	1. Bonding and Flashing Adhesive, SEBS/SIS modified asphalt, for elastomeric flashing membranes.
	a. Basis of design product: Tremco, Sheeting Bond or approved equal.
	b. VOC, maximum, ASTM D3960: 250 g/L.
	c. Adhesion in peel, minimum, ASTM D1876: 3 lbf/in (0.5 N/mm).
	d. Lap shear adhesion, minimum, ASTM D816: 18 psi (124 kPa).
	e. Color: Black.


	D. Asphalt Primer:
	1. Asphalt primer, ASTM D41, low-VOC.
	a. Basis of design product: Tremco, TREMprime LV or approved equal.
	b. Volatile Organic Compounds, maximum, ASTM D3960: 350 g/L.
	c. Total solids, ASTM D41: 45 percent.



	2.7 AUXILIARY ROOFING MATERIALS
	A. General: Auxiliary materials recommended by roofing system manufacturer for intended use and compatible with roofing membrane.
	B. Detailing Fabric:
	1. Woven Glass Fiber Mesh, Vinyl-Coated: Non-shrinking, non-rotting, vinyl-coated woven glass mesh for reinforcing flashing seams, membrane laps, and other roof system detailing.
	a. Basis of design product: Tremco, BURmesh or approved equal.
	b. Tensile strength, 70 deg. F, min ASTM D146: Warp, 65 lbf/in (285 N); fill, 75 lbf/in (310 N).
	c. Color: Aqua green.


	C. Asphalt Roofing Cement:
	1. Roofing Mastic, Low-Volatile: Modified asphalt elastomeric roof mastic, one-part, trowel-grade, formulated for compatibility and use with specified roofing membranes and flashings.
	a. Basis of design product: Tremco, POLYroof LV or approved equal.
	b. Volatile Organic Compounds (VOC), maximum, ASTM D3960: 300 g/L.
	c. Elongation at -30 deg. F (-34 deg. C), minimum, ASTM D412: 100 percent.
	d. Tensile strength at 77 deg F (25 deg C), ASTM D412: 30 psi (207 kPa).
	e. Flexibility at -40 deg. F (-40 deg. C), ASTM D3111: No cracking.
	f. Nonvolatile matter, ASTM D4586: 70 percent.


	D. Elastomeric Mastic:
	1. Roofing Mastic, Low-Volatile: Modified asphalt elastomeric roof mastic, one-part, trowel-grade, formulated for compatibility and use with specified roofing membranes and flashings.
	a. Basis of design product: Tremco, POLYroof LV or approved equal.
	b. Volatile Organic Compounds (VOC), maximum, ASTM D3960: 300 g/L.
	c. Elongation at -30 deg. F (-34 deg. C), minimum, ASTM D412: 100 percent.
	d. Tensile strength at 77 deg F (25 deg C), ASTM D412: 30 psi (207 kPa).
	e. Flexibility at -40 deg. F (-40 deg. C), ASTM D3111: No cracking.
	f. Nonvolatile matter, ASTM D4586: 70 percent.


	E. Pitch Pocket Sealer:
	1. Pitch Pocket Sealer: Urethane two-component, ASTM C920, Type M, Grade P, Class 12.5, Use O, fast setting, solvent-free, low-odor, formulated for compatibility and use with specified roofing membranes and flashings.
	a. Basis of design product: Tremco, TremSEAL Pitch Pocket Sealer or approved equal.
	b. Volatile Organic Compounds (VOC), maximum, ASTM D3960: 0 g/L.
	c. Hardness, Shore A, minimum ASTM C661: 40.


	F. Stripping Adhesive / Sealer:
	1. Seam Sealer: Aromatic polyurethane sealer, single-component, high solids, moisture curing, formulated for compatibility and use with a variety of roofing and flashing substrates.
	a. Basis of design product: Tremco, GEOGARD Seam Sealer or approved equal.
	b. Volatile Organic Compounds (VOC), maximum, ASTM D3960: 189 g/L.
	c. Tensile Strength, ASTM D412: 270 psi (1860 kPa).
	d. Tear Strength, ASTM D412: 35 pli (6.13 kNm).
	e. Elongation, ASTM D412: 220 percent.
	f. Color: Gray.


	G. Joint Sealant: Elastomeric joint sealant compatible with roofing materials, with movement capability appropriate for application.
	1. Joint Sealant, Polyurethane: ASTM C920, Type S, Grade NS, Class 50 single-component moisture curing  sealant, formulated for compatibility and use in dynamic and static joints; paintable.
	a. Basis of design product: Tremco, TremSEAL Pro or approved equal.
	b. Volatile Organic Compounds (VOC), maximum, ASTM D3960: 40 g/L.
	c. Hardness, Shore A, ASTM C661: 40.
	d. Adhesion to Concrete, ASTM C794: 35 pli.
	e. Tensile Strength, ASTM D412: 350 psi (2410 kPa).
	f. Color: Closest match to substrate.


	H. Fasteners: Factory-coated steel fasteners and metal plates complying with corrosion-resistance provisions in FM Approvals 4470, designed for fastening built-up roofing components to substrate, tested by manufacturer for required pullout strength, and acceptable to roofing manufacturer.
	1. Use fasteners of type listed in manufacturer’s tested assembly for required wind uplift resistance.

	I. Metal Termination Bars: Manufacturer's standard, predrilled stainless steel or aluminum bars, approximately 1
	J. Roofing Granules: Roofing membrane manufacturer's standard ceramic-coated mineral roofing granules, No. 11 screen size with 100 percent passing.
	K. Miscellaneous Accessories: Provide miscellaneous accessories recommended by built-up roofing manufacturer.

	2.8 ROOF INSULATION AND INSULATION ACCESSORIES
	A. Roofing Insulation, General: Preformed roof insulation boards manufactured or approved by roofing manufacturer, selected from manufacturer's standard sizes suitable for application, of thicknesses indicated.
	1. Tapered Insulation: Provide factory-tapered insulation boards fabricated to slope of 1/4 inch per 12 inches (1:48) unless otherwise indicated.
	2. Provide preformed saddles, crickets, tapered edge strips, and other insulation shapes where indicated for sloping to drain. Fabricate to slopes indicated, not less than two times the roof slope.

	B. Roof Insulation:
	1. Board Insulation, Polyisocyanurate: CFC- and HCFC- free, with recycled content glass-fiber mat facer on both major surfaces, ASTM C1289 Type II Class 1.
	a. Basis of design product: EnergyGuard PolyIso Insulation.
	b. Compressive Strength, ASTM D1621: Grade 2: 20 psi (138 kPa).
	c. Conditioned Thermal Resistance at 75 deg. F (24 deg. C): 14.4 at 2.5 inches (50.8 mm) thick.


	C. Insulation Cover Board:
	1. Gypsum panel, glass-mat-faced, primed, ASTM C1177/C1177M.
	a. Basis of design product: GP Gypsum DensDeck Prime.
	b. Thickness: 1/2 inch (12 mm).


	D. Cover Board Adhesive:
	1. Urethane adhesive, bead-applied, low-rise two-component solvent-free low odor, formulated to adhere roof insulation to substrate.
	a. Basis of design product: Tremco, Low Rise Foam Insulation Adhesive or approved equal.
	b. Flame Spread Index, ASTM E84: 10.
	c. Smoke Developed Index, ASTM E84: 30.
	d. Volatile Organic Compounds (VOC), maximum, ASTM D3960: 0 g/L.
	e. Tensile Strength, minimum, ASTM D412: 250 psi (1720 kPa).
	f. Peel Adhesion, minimum, ASTM D903: 17 lbf/in (2.50 kN/m).
	g. Flexibility, 70 deg. F (39 deg. C), ASTM D816: Pass.


	E. Insulation Cant Strips: ASTM C208, Type II, Grade 1, cellulosic-fiber insulation board.
	F. Tapered Edge Strips: ASTM C208, Type II, Grade 1, cellulosic-fiber insulation board.
	G. Substrate Joint Tape: 6

	2.9 SURFACING AND COATING MATERIALS
	A. Cold-Applied Adhesive Surfacer:
	1. Cold-applied roofing adhesive and surfacer, one-part, formulated for compatibility and use with specified roofing membranes and flashings.
	a. Basis of design product: Tremco, BURmastic Adhesive or approved equal.
	b. Volatile Organic Compounds (VOC), maximum, ASTM D6511: 250 g/L.
	c. Nonvolatile Content, minimum, ASTM D6511: 72 percent.


	B. Aggregate Roofing Surfacing Material:
	1. Aggregate Stone Surfacing: Clean, dry, opaque, water-worn or crushed stone, free of sharp edges.
	a. Basis of design product: Aggregate Stone Surfacing.
	b. Size, ASTM D 1863: No. 6 or 67.
	c. Aggregate application rate, average: 500 lb/100 sq ft (24.4 k/m2).


	C. Aluminized Flashing Coating Material:
	1. Cold-Applied Reflective Aluminum Roof Coating: ASTM D2824 Type III metallic-pigmented, fibrated asphalt-based roof coating.
	a. Basis of design product: Tremco, Alumanation 301 or approved equal.
	b. Volatile Organic Compounds (VOC), maximum, ASTM D3960: 400 g/L.
	c. Reflectance, minimum, ASTM C1549: 0.66 initial; 0.49 3-year aged.
	d. Solids, percent by volume: 47.



	2.10 WALKWAYS
	A. Walkway Material:
	1. Walkway pads, ceramic-granule-surfaced reinforced asphaltic composition slip-resisting pads, manufactured as a traffic pad for foot traffic, 1/2 inch (13 mm) thick minimum.
	a. Basis of design product: Tremco, Trem-Tred or approved equal.
	b. Flexural Strength at max. load, minimum, ASTM C203: 218 psi (1.5 kPa).
	c. Granule adhesion (weight loss), maximum, ASTM D4977: 1.1 gram.
	d. Impact Resistance at 77 deg. F (25 deg. C), ASTM D3746: No Damage to Roof.
	e. Pad Size: 36 by 48 inch (914 by 1220 mm).



	2.12PERIMETER METAL
	A.Pre-finished 24 ga. metal to match existing style and configuration.

	2.11DECK REPAIR/REPLACEMENT MATERIALS (IF APPLICABLE)
	A. Wood Roof Deck Components:
	1. Wood Deck Material:
	a. Comply with DOC PS 20 and with applicable grading rules of inspection agencies certified by ALSC's Board of Review.
	b. Moisture Content: Provide wood decking with 19 percent maximum moisture content at time of dressing.
	c. Match existing size, face surface and edge profile.
	d. Decking Species: Balsam fir, Douglas fir-larch, Douglas fir-larch (North), hem-fir, hem-fir (North), southern pine, spruce pine-fir (North), western hemlock, or western hemlock (North).
	e. Preservative Treatment: Pressure treat solid-sawn wood decking according to AWPA C31 with inorganic boron (SBX) and redry wood to 19 percent maximum moisture content.
	f. Fasteners for Solid-Sawn Decking: Provide fastener size and type complying with decking standard for thickness of deck used.
	1) Fastener Material: Hot-dip galvanized or stainless steel.


	2. Roof Sheathing:
	a. Plywood Roof Sheathing: APA-Rated Exterior, Structural I sheathing.
	1) Span Rating: Not less than 32/16.
	2) Nominal Thickness: Not less than 1

	b. Plywood Wall Sheathing: APA-rated Exterior sheathing.
	1) Span Rating: Not less than 24/0.
	2) Nominal Thickness: Not less than 1

	c. Preservative Treatment by Pressure Process: AWPA U1; Use Category UC2 for interior construction not in contact with the ground.
	1) Preservative Chemicals: Acceptable to authorities having jurisdiction and containing no arsenic or chromium.
	2) Application: Treat wood decking materials, not requiring fire-retardant treatment, unless otherwise indicated.


	3. Fasteners: Provide fasteners of size and type indicated that comply with requirements specified in this article for material and manufacture.
	a. For roof sheathing, provide fasteners with hot-dip zinc coating complying with ASTM A153/A 153M or Type 304 stainless steel.
	1) Nails, Brads, and Staples: ASTM F1667.
	2) Power-Driven Fasteners: NES NER-272.
	3) Wood Screws: ASME B18.6.1.

	b. Screws for Fastening Wood Structural Panels to Cold-Formed Metal Framing: ASTM C954, except with wafer heads and reamer wings, length as recommended by screw manufacturer for material being fastened.
	1) For wall and roof sheathing panels, provide screws with organic-polymer or other corrosion-protective coating having a salt-spray resistance of more than 800 hours according to ASTM B117.





	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine substrates, areas, and conditions, with Installer present, for compliance with the following requirements and other conditions affecting performance of roofing system:
	1. Verify that roof openings and penetrations are in place and curbs are set and braced and that roof drain bodies are securely clamped in place.
	2. Verify that wood blocking, curbs, and nailers are securely anchored to roof deck at penetrations and terminations and that nailers match thicknesses of insulation. wood cants
	a. Verify that perimeter nailers for copings and roof edge flashings are securely fastened according to ANSI/SPRI/FM 4435/ES-1, and applicable code, to resist uplift pressures.

	3. Verify that substrate is sound and dry.
	4. Wood Roof Deck: Verify that deck shows no signs of damage, rot or deterioration, and is securely fastened with no projecting fasteners and with no adjacent units in excess of 1

	5.If broken or loose fasteners that secure deck panels to one another or to structure are       observed or if deck appears or feels inadequately attached, immediately notify Owner. Do not proceed with installation until directed by Owner.
	6.Unsuitable Deck: If deck surface is not suitable for receiving new roofing or if structural integrity of deck is suspect, immediately notify Owner.
	7.Do not proceed with installation until directed by Owner.


	1.2 DECK REPAIR/REPLACEMENT (IF APPLICABLE)
	A. If applicable, repair existing deck to provide smooth working surface for installation of roof system.
	1. Replace deck that cannot be repaired to sound condition.

	B. Wood Roof Deck Replacement (if applicable):
	1. Install solid-sawn wood decking to match existing deck construction and to comply with applicable code.
	2. Wood Sheathing Panels: Comply with applicable recommendations in APA Form No. E30, "Engineered Wood Construction Guide," for types of structural-use panels and applications indicated.

	B. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 PREPARATION
	A. Clean substrate of dust, debris, moisture, and other substances detrimental to roofing installation according to roofing manufacturer's written instructions. Remove sharp projections.
	B. Prevent materials from entering and clogging roof drains and conductors and from spilling or migrating onto surfaces of other construction. Remove roof-drain plugs when no work is taking place or when rain is forecast.
	1. Limit traffic and material storage to areas of existing roofing membrane that have been protected.
	2. Maintain temporary protection and leave in place until replacement roofing has been completed.

	C. Verify that rooftop utilities and service piping affected by the Work have been shut off before commencing Work.
	D. Shut down air intake equipment in the vicinity of the Work in coordination with the Owner. Cover air intake louvers before proceeding with roofing work that could affect indoor air quality or activate smoke detectors in the ductwork.
	E. Protect existing roofing system that is indicated to remain, and adjacent portions of building and building equipment.

	3.3 INSTALLATION, GENERAL
	A. Install roofing system in accordance with manufacturer’s written instructions, approved shop drawings, and Contract Documents.
	B. Complete terminations and base flashings and provide temporary seals to prevent water from entering completed sections of roofing system at the end of the workday or when rain is forecast. Remove and discard temporary seals before beginning work on adjoining roofing.
	C. At the specified roof sections, all scuppers are to be replaced with new 4” X 6” scuppers.
	1. Replace and fabricate new scupper inserts with soldered corners and flange. Add crickets    in between each scupper and in corners.
	2. Install new through-wall scupper at south perimeter of area divider between Roof Sections C & D so that area divider will have two (2) existing through wall scuppers.
	3. At the specified roof sections, replace existing coping metal with new 24 ga. pre-finished coping metal. Install vinyl barrier underlayment over coping wood blocking prior to coping cap installation. If applicable, build up raised perimeter edges to accommodate for tapered saddles and crickets, as well as minimum 8” flashing height.

	D. Cooperate with testing agencies engaged or required to perform services for installing roofing system.

	3.4 ROOFING INSTALLATION DETAILS
	A. NRCA Installation Details: Install roofing system in accordance with applicable NRCA Manual Plates and NRCA recommendations; modify as required to comply with manufacturer's approved details.

	3.5 INSULATION AND INSULATION ACCESSORIES INSTALLATION
	A. Comply with built-up roofing manufacturer's written instructions for installing roof insulation.
	B. Coordinate installing membrane roofing system components so insulation is not exposed to precipitation or left exposed at the end of the workday.
	C. Cant Strips: Install and secure preformed 45-degree cant strips at junctures of built-up roofing with vertical surfaces or angle changes greater than 45 degrees.
	D. Tapered Insulation and Crickets: Install tapered insulation under area of roofing to conform to slopes indicated.
	1. Where crickets are indicated or required to provide positive slope to drain, make slope of crickets minimum of two times the roof slope and not less than 1

	E. Install insulation with long joints of insulation in a continuous straight line with end joints staggered between rows, abutting edges and ends between boards. Fill gaps exceeding 1
	1. Cut and fit insulation within 1

	F. Install insulation under area of roofing to achieve required thickness. Where overall insulation thickness is
	1. Flat Insulation System on Sloped Roof Decks E, F, G, J: Install insulation at minimum thickness as follows:
	a. Minimum total thickness of Continuous Insulation: R-value: Not less than R20..

	2. Tapered Insulation System for Flat Roof Decks B, C, and D: Install insulation as follows:
	a. Minimum total thickness of Continuous Insulation: R-value: Average R20..
	b. Tapered insulation slope: 1/4”/ft.


	G. Install tapered edge strips at perimeter edges of roof that do not terminate at vertical surfaces.
	H. Insulation Installation Method:
	1. Mechanically Fastened Insulation Application Method: Install each layer of insulation and secure to deck using mechanical fasteners specifically designed and sized for fastening specified board-type roof insulation to deck type.
	a. Fasten insulation to resist uplift pressure at corners, perimeter, and field of roof.
	b. See detail drawing for insulation fastening pattern.
	c. Insulation fastener application: 1 fastener per 2 sq. ft. (16 per board)
	d. Fastener engagement: Minimum ¾ inch plywood penetration or wood plank embedment.


	I. Cover Board Installation:
	1. Comply with roofing system and cover board manufacturer's written installation instructions.
	2. Install cover boards over insulation with long joints in continuous straight lines with end joints staggered between rows. Offset joints of insulation below a minimum of 6
	a. Trim cover board neatly to fit around penetrations and projections, and to fit tight to intersecting sloping roof decks.
	b. Trim cover board, so that water flow is unrestricted.
	c. Cut and fit cover board tight to nailers, projections, and penetrations.

	3. Adhere cover boards to resist uplift pressure at corners, perimeter, and field of roof.
	a. Set cover board in ribbons of bead-applied insulation adhesive, firmly pressing and maintaining cover in place.
	b. Insulation adhesive minimum coverage rate: 12” O.C.



	3.6 COLD-APPLIED BUILT-UP ROOFING INSTALLATION, GENERAL
	A. Install roofing membrane system according to roofing system manufacturer's written instructions and applicable recommendations in NRCA's "Quality Control Guidelines for the Application of Polymer Modified Bitumen Roofing" and as follows:
	1. Base-Ply Sheet: One.
	a. Adhering Method: Cold-applied adhesive.
	b. Interply Adhesive Application Rate: 2 Gallons per 100 sq. ft.

	2. Number of Ply Sheets: Two.
	a. Adhering Method: Cold-applied adhesive.
	b. Interply Adhesive Application Rate: 2 Gallons per 100 sq. ft.

	3. Roof Membrane Surfacing / Coating:
	a. Cold-applied surfacing adhesive with aggregate.
	b. Flood Coat Application Rate: 5 Gallons per 100 sq. ft.
	c. Aggregate Application Rate: 500 lbs per 100 sq. ft.


	B. Start installation of built-up roofing in presence of manufacturer's technical personnel.
	C. Coordinate installation of roofing system so insulation and other components of the roofing membrane system not permanently exposed are not subjected to precipitation or left uncovered at the end of the workday or when rain is forecast.
	1. Provide tie-offs at end of each day's work to cover exposed roofing membrane sheets and insulation with a course of coated felt set in compatible roofing cement/mastic, with joints and edges sealed, weathertight.
	a. Comply with roofing membrane manufacturer’s instructions and details for waterstop/daily tie-in; utilize staggered layout and unadhered, removable “deadman” insulation boards.

	2. Complete terminations and base flashings and provide temporary seals to prevent water from entering completed sections of roofing.
	3. Remove temporary plugs from roof drains at end of each day.
	4. Remove and discard temporary seals before beginning work on adjoining roofing.

	D. Substrate-Joint Penetrations: Prevent roofing asphalt and adhesives from penetrating substrate joints, entering building, or damaging built-up roofing components or adjacent building construction.

	3.7 BUILT-UP ROOFING MEMBRANE INSTALLATION
	A. Prime surface of substrate with primer in accordance with roofing membrane manufacturer's written installation instructions and allow primer to dry.
	B. Install lapped built-up roofing membrane base-ply sheet and ply sheet(s) according to roofing manufacturer's written instructions, starting at low point of roofing system. Extend roofing membrane sheets over and terminate beyond cants, installing as follows:
	1. Before installing, unroll sheet materials, cut into workable lengths, and allow to lie flat for a time period recommended by roofing membrane manufacturer for the ambient temperature at which sheet material will be installed.
	2. Shingle side laps of sheets uniformly to achieve required number of plies throughout thickness of roofing membrane.
	a. Shingle in direction to shed water.

	3. Embed each sheet in uniform coating of cold-applied membrane adhesive applied at rate required by roofing manufacturer, to form a uniform membrane without sheets touching.
	4. Install sheets without wrinkles, tears, and free from air pockets.

	C. Laps: Accurately align roofing membrane sheets, without stretching, and maintain uniform side and end laps. Stagger end laps. Install roofing membrane sheets so side and end laps shed water. Completely bond and seal laps, leaving no voids.
	1. Repair tears and voids in laps and lapped seams not completely sealed.


	3.8 FLASHING AND STRIPPING INSTALLATION
	A. Install base flashing over cant strips and other sloping and vertical surfaces, at roof edges, and at penetrations through roof, and secure to substrates according to built-up roofing manufacturer's written instructions and as follows:
	1. Extend base flashing up walls or parapets a distance of 8
	a. Comply with roofing manufacturer’s and NRCA details.

	2. Prime substrates with asphalt primer if required by built-up roofing manufacturer.

	B. Flashing Sheet Installation: Adhere flashing sheet to substrate in cold-applied adhesive. Apply cold-applied flashing sheet adhesive to back of flashing sheet if recommended by roofing manufacturer.
	1. Flashing Sheet Top Termination: Mechanically fasten top of base flashing securely at terminations and perimeter of roofing.
	a. Seal top termination of base flashing with a metal termination bar and a continuous bead of joint sealant.

	2. Flashing Sheet Bottom Termination: Adhere flashing sheet to roofing membrane in continuous bed of cold-applied adhesive.
	a. Elastomeric Flashing Sheet: seal vertical flashing joints. Seal bottom termination of base flashing by adhering to roofing membrane with cold-applied adhesive and sealing flashing-to-membrane joint with joint sealant.


	C. Seal top termination of base flashing with a metal termination bar.
	D. Install stripping, according to roofing manufacturer's written instructions, where metal flanges and edgings are set on built-up roofing.
	E. Flashing-Sheet Stripping: Install flashing-sheet stripping in a continuous coating of compatible mastic/adhesive sealer, as recommended by roofing manufacturer, and extend onto roofing membrane. Apply number of courses recommended by manufacturer.

	3.9 SURFACING AND COATING INSTALLATION
	A. Flood Coat and Aggregate Surfacing: Promptly after installing and testing roofing membrane, base flashing, and stripping, flood-coat roof surface with cold-applied adhesive surfacing adhesive applied at rate required by roofing manufacturer.
	1. While adhesive coating is fluid, cast aggregate surfacing in a uniform application at the average weight indicated in Part 2 product listing.

	B. Aluminized Coating: Apply coating to base flashings, with number of coats, thickness of application, and application method as recommended in writing by coating manufacturer.

	3.10 WALKWAY INSTALLATION
	A. Walkways, General: Install walkways according to roofing manufacturer's written instructions.
	1. Install walkways at following locations:
	a. Perimeter of each rooftop unit.
	b. Between each rooftop unit location, creating a continuous path connecting rooftop unit locations.
	c. Between each roof hatch and each rooftop unit location or path connecting rooftop unit locations.
	d. Top and bottom of each roof access ladder.
	e. Between each roof access ladder and each rooftop unit location or path connecting rooftop unit locations.


	B. Walkway Pads: Install walkway pads using units of size indicated or, if not indicated, of manufacturer's standard size according to walkway pad manufacturer's written instructions.
	1. Sweep away loose aggregate surfacing.
	2. Set walkway pads in manufacturer's recommended, compatible adhesive.
	3. Provide 3


	3.11 FIELD QUALITY CONTROL
	A. Roofing Inspector: Manufacturer’s technical representative to perform roof inspections and to prepare inspection reports.
	B. Final Roof Inspection: Arrange for roofing system manufacturer's technical personnel to inspect roofing installation at commencement and upon completion.
	1. Notify Owner 48 hours in advance of date and time of inspection.

	C. Repair or remove and replace components of roofing system where test results or inspections indicate that they do not comply with specified requirements.
	D. Additional testing and inspecting, at Contractor's expense, will be performed to determine compliance of replaced or additional work with specified requirements.

	3.12 PROTECTING AND CLEANING
	A. Protect built-up roofing from damage and wear during remainder of construction period. When remaining construction will not affect or endanger roofing, inspect roofing for deterioration and damage, describing its nature and extent in a written report, with copies to Owner.
	B. Correct deficiencies in or remove built-up roofing that does not comply with requirements, repair substrates, and repair or reinstall roofing to a condition free of damage and deterioration at time of Substantial Completion and according to warranty requirements.
	C. Clean overspray and spillage from adjacent construction using cleaning agents and procedures recommended by manufacturer of affected construction.
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	Springdale Roof Section K Replacement Specification (KEE)
	PART 1 -  GENERAL
	1.1 SUMMARY
	A. Section Includes:
	1. Adhered thermoplastic KEE roofing system on metal deck, including:
	2. Roof insulation.
	3. Roof insulation cover board.
	4. Walkways.

	B. Roof Sections to be replaced: Roof Section K
	C. Include the following unit prices:
	1. Steel Decking Repairs: $/sq. ft.
	2. Steel Decking Replacement: $/sq. ft.
	3. Steel Decking Overlayment: $/sq. ft.
	4. Wood Blocking Replacement: $/linear foot
	- 2X4
	- 2X6


	1.2 DEFINITIONS
	A. Roofing Terminology: Refer to ASTM D1079 "Standard Terminology Relating to Roofing and Waterproofing" and applicable edition of NRCA's "The NRCA Roofing Manual: Membrane Roof Systems" and NRCA's Glossary for definition of terms related to roofing work in this Section.

	1.3 PREINSTALLATION MEETINGS
	A. Preinstallation Roofing Conference: Conduct conference at Project site.
	1. Meet with Owner, roofing Installer, roofing system manufacturer's representative, and installers whose work interfaces with or affects roofing, including installers of roof accessories and roof-mounted equipment.
	2. Review drawings and specifications.
	3. Review methods and procedures related to roofing installation, including manufacturer's written instructions.
	4. Review and finalize construction schedule and verify availability of materials, Installer's personnel, equipment, and facilities needed to make progress and avoid delays.
	5. Examine substrate conditions and finishes for compliance with requirements, including flatness and fastening.
	6. Review structural loading limitations of roof deck during and after roofing.
	7. Review base flashings, special roofing details, roof drainage, roof penetrations, equipment curbs, and condition of other construction that will affect roofing system.
	8. Review governing regulations and requirements for insurance and certificates if applicable.
	9. Review temporary protection requirements for roofing system during and after installation.
	10. Review roof observation and repair procedures after roofing installation.


	1.4 ACTION SUBMITTALS
	A. Product Data: For each type of product indicated.
	B. Shop Drawings: For roofing system. Include plans, elevations, sections, details, and attachments to other work.
	1. Provide roof plan showing orientation and types of roof deck, orientation of membrane roofing, and fastener spacings and patterns for mechanically fastened components.
	2. Base flashings and membrane terminations.
	a. Indicate details meet requirements of NRCA required by this Section.

	3. Layout and thickness of insulation.
	4. Tapered insulation layout, including slopes.
	5. Crickets, saddles, and tapered edge strips, including slopes.
	6. Insulation fastening patterns for corner, perimeter, and field-of-roof locations.
	7. Membrane securement, fastening or adhesion requirements.

	C. Samples for Verification: For the following products:
	1. Sheet roofing materials and base flashing, of type and color specified, including T-shaped side and end lap seam.
	2. Roof insulation and cover board.
	3. Walkway materials.


	1.5 INFORMATIONAL SUBMITTALS
	A. Qualification Statements: For Installer, Manufacturer and Roofing Inspector.
	1. Letter written for this Project indicating manufacturer approval of Installer.

	B. Contractor's Product Certificate: Submit signed certification, on company letterhead, indicating products intended for Work of this Section, including product names and numbers and manufacturers' names, with statement indicating that products to be provided meet the requirements of the Contract Documents.
	C. Manufacturer Certificates:
	1. Submit evidence of compliance with specified requirements in "Performance Requirements" Article.
	a. Include: External fire resistance submittal.

	2. Product Compatibility: Indicate manufacturer has verified compatibility of roofing system components, including but not limited to: Roofing membrane, flashing sheets, adhesives, and sealants.

	D. Warranties: Unexecuted sample copies of special warranties.
	E. Field Quality Control Reports:
	1. Inspection Reports: Reports of Roofing Inspector. Include weather conditions, description of work performed, tests performed, defective work observed, and corrective actions taken to correct defective work.
	a. Submit reports within 48 hours after inspection.


	F. Manufacturer's Instructions: Submit copy of manufacturer's written installation instructions for specified roofing system.

	1.6 CLOSEOUT SUBMITTALS
	A. Maintenance Data: To include in maintenance manuals.
	B. Executed copies of warranties.

	1.7 QUALITY ASSURANCE
	A. Installer Qualifications: An employer of workers trained and certified by manufacturer, including a full-time on-site supervisor with a minimum of five years' experience installing products comparable to those specified, able to communicate verbally with Contractor, and employees, and qualified by the manufacturer to install manufacturer's product and furnish warranty of type specified. Must be located within a 55-mile radius of Tulsa Public Schools.
	B. Manufacturer Qualifications: Approved manufacturer with roofing systems comparable to that specified for this Project, with minimum five years' experience in manufacture of thermoplastic roof membrane products in successful use in similar applications.
	1. Approval of Comparable Products: Submit the following in accordance with project substitution requirements, within time allowed for substitution review:
	a. Contractor's Product Certificate: Submit notarized certificate, indicating products intended for Work of this Section, including product names and numbers and manufacturer names, with statement indicating that products to be provided meet the requirements of the Contract Documents.
	b. Product data, including certified independent test data indicating compliance with requirements.
	c. Samples of each component.
	d. Sample submittal from similar project.
	e. Project references: Minimum of five installations of specified products not less than five years old, with Owner contact information.
	f. Sample warranty.

	2. Substitutions for convenience following award of contract are not allowed.
	3. Approved manufacturers must meet separate requirements of Submittals Article.

	C. Roofing Inspector Qualifications: A technical representative of manufacturer not engaged in the sale of products and experienced in the installation and maintenance of the specified roofing system, qualified to perform roofing observation and inspection specified in Field Quality Control Article, to determine Installer's compliance with the requirements of this Project, and approved by the manufacturer to issue warranty certification. The Roofing Inspector shall be the following:
	1. An authorized full-time technical employee of the manufacturer.

	D. Manufacturer's Installation Instructions: Obtain and maintain on-site access to manufacturer's written recommendations and instructions for installation of products.

	1.8 DELIVERY, STORAGE, AND HANDLING
	A. Deliver roofing materials to Project site in original containers with seals unbroken and labeled with manufacturer's name, product brand name and type, date of manufacture, approval or listing agency markings, and directions for storing and mixing with other components.
	B. Store liquid materials in their original undamaged containers in a clean, dry, protected location and within the temperature range required by roofing system manufacturer.
	1. Protect stored liquid material from direct sunlight.
	2. Discard and legally dispose of liquid material that cannot be applied within its stated shelf life.

	C. Protect roof insulation materials from physical damage and from deterioration by sunlight, moisture, soiling, and other sources.
	1. Store in a dry location.
	2. Comply with insulation manufacturer's written instructions for handling, storing, and protecting during installation.

	D. Handle and store roofing materials and place equipment in a manner to avoid permanent deflection of deck.

	1.9 PROJECT / FIELD CONDITIONS
	A. Protect building, adjacent buildings, walkways, site improvements, exterior plantings, and landscaping from damage or soiling from roofing operations.
	B. Maintain access to existing walkways, corridors, and other adjacent occupied or used facilities.
	C. Weather Limitations: Proceed with installation only when existing and forecasted weather conditions permit roofing system to be installed according to manufacturer's written instructions and warranty requirements.
	D. Daily Protection: Coordinate installation of roofing so insulation and other components of roofing system not permanently exposed are not subjected to precipitation or left uncovered at the end of the workday or when rain is forecast.
	1. Provide tie-offs at end of each day's work to cover exposed roofing and insulation with a course of roofing sheet securely in place with joints and edges sealed, weathertight.
	2. Complete terminations and base flashings and provide temporary seals to prevent water from entering completed sections of roofing.
	3. Remove temporary plugs from roof drains at end of each day.
	4. Remove and discard temporary seals before beginning work on adjoining roofing.

	E. Owner will occupy portions of building immediately below roofing area. Conduct roofing so Owner's operations will not be disrupted. Provide Owner with not less than 72 hours' notice of activities that may affect Owner's operations.
	F. All disconnection and reconnection shall be performed by mechanical and/or electrical personnel provided by the roofing contractor.

	1.10 WARRANTY
	A. Manufacturer's Warranty: Roof System Manufacturer's standard form in which Manufacturer agrees to repair or replace components of roofing system that fail in materials or workmanship within warranty period, as follows.
	1. Form of Warranty: Manufacturer's standard warranty form.
	2. Scope of Warranty: Work of this Section and including sheet metal details and termination details installed by the roof system Installer and approved by the Roof System Manufacturer.
	3. Warranty Period: 20 years from date of completion.

	B. Manufacturer Inspection Services: By manufacturer's technical representative, to report maintenance responsibilities to Owner necessary for preservation of Owner's warranty rights. The cost of manufacturer's inspections is included in the Contract Sum.
	1. Inspections to occur in following years: 2, 5, 10 and 15 following completion.

	C. Installer Warranty: Installer's warranty signed by Installer, as follows.
	1. Form of Warranty: Form acceptable to Roofing Manufacturer and Owner.
	2. Scope of Warranty: Work of this Section.
	3. Warranty Period: 5 years from date of completion.



	PART 2 -  PRODUCTS
	2.1 MANUFACTURERS
	A. Basis of Design: The roof system specified in this Section is based upon products of Tremco CPG Inc, Beachwood, OH, (800) 562-2728, www.tremcoroofing.com that are named in other Part 2 articles. Provide specified products.
	1. Manufacturers of comparable products: Approved by Owner prior to bid.

	B. Source Limitations: Obtain components for roofing system from same manufacturer as membrane roofing or manufacturer approved by membrane roofing manufacturer.

	2.2 PERFORMANCE REQUIREMENTS
	A. General Performance:  Installed membrane roofing and base flashings shall withstand specified uplift pressures, thermally induced movement, and exposure to weather without failure due to defective manufacture, fabrication, installation, or other defects in construction.  Membrane roofing and base flashings shall remain watertight.
	1. Accelerated Weathering:  Roofing system shall withstand 10,000 hours of exposure when tested according to ASTM G152, ASTM G154, or ASTM G155.
	2. Impact Resistance: Roof membrane shall resist impact damage when tested according to ASTM D3746/D3746M, ASTM D4272/D4272M.

	B. Material Compatibility: Roofing system materials to be compatible with one another and adjacent materials under conditions of service and installation required, as demonstrated by roofing membrane manufacturer based on testing and field experience.
	C. Roofing System Design: Provide membrane roofing system that is identical to systems that have been successfully tested by a qualified testing and inspecting agency in accordance with ANSI/FM 4474, UL 580, or UL 1897, and to resist uplift pressures calculated in accordance with ASCE-7 and applicable code.
	1. Calculate pressures for Allowable Stress Design, including a safety factor multiplier of 2.

	D. SPRI Wind Design Standard: Manufacture and install copings and roof edge flashings tested according to ANSI/SPRI/FM 4435 ES-1, capable of resisting design pressures calculated in accordance with ASCE-7 and applicable code.
	E. Flashings and Fastening: Provide base flashings, perimeter flashings, detail flashings and component materials and installation techniques that comply with requirements and recommendations of the following:
	1. Roofing system manufacturer’s details and recommendations.
	2. NRCA Roofing Manual for construction details and recommendations.
	3. SMACNA Architectural Sheet Metal Manual for construction details.

	F. Exterior Fire-Test Exposure: ASTM E108 or UL 790, Class A; for application and roof slopes indicated, as determined by testing identical membrane roofing materials by a qualified testing agency. Materials shall be identified with appropriate markings of applicable testing agency.

	2.3 MATERIALS, GENERAL
	A. Material Compatibility: Roofing materials shall be compatible with one another and adjacent materials under conditions of service and application required, as demonstrated by roof membrane manufacturer based on testing and field experience.

	2.4 THERMOPLASTIC MEMBRANE MATERIALS
	A. KEE Roof Membrane:
	1. Thermoplastic Ketone Ethylene Ester (KEE) coated polyester fabric-reinforced sheet, ASTM D6754.
	a. Basis of design product: Tremco, TremPly KEE Single Ply Roof Membrane or approved equal.
	b. Breaking Strength, minimum, ASTM D751: Machine direction, 500 lbf/in (87 kN/m); Cross machine direction, 400 lbf/in (70 kN/m).
	c. Tear Strength, minimum, ASTM D751: Machine direction,120 lbf (162 N/m); Cross machine direction, 140 lbf (190 N/m).
	d. Elongation at Break, ASTM D751: 20 percent.
	e. Dynamic Impact/Puncture Resistance, ASTM D5635: 30 J, minimum.
	f. Minimum Membrane Thickness, nominal, less backing, ASTM D751: 60 mils (1.5 mm).
	g. Thickness over fiber, optical method: 0.016 inches (0.406).
	h. Accelerated Weathering, ASTM G155 and ASTM G154: Not greater than 15,000 hr., no cracking or crazing.
	i. Abrasion Resistance, ASTM D3389: Not greater than 2,000 cycles, H-18 wheel, 1,000 g load.
	j. Color: White.
	k. Solar Reflectance Index (SRI), ASTM E1980: 110 (White, initial), 86 (White, 3-yr aged).



	2.5 BASE FLASHING MATERIALS
	A. Sheet Flashing:  Manufacturer's standard, smooth-backed, sheet flashing of same material, type, reinforcement, thickness and color as KEE roof membrane.

	2.6 ADHESIVE MATERIALS
	A. General: Adhesive and sealant materials recommended by roofing system manufacturer for intended use and compatible with roofing membrane.
	1. Liquid-type auxiliary materials shall comply with VOC limits of authorities having jurisdiction.
	2. Membrane Bonding Adhesive:
	a. Bonding adhesive, solvent based fast drying, VOC-compliant, for bonding KEE smooth-backed single ply membranes and flashings to substrates.
	1) Basis of design product: Tremco, TremPly KEE LV Bonding Adhesive or approved equal.
	2) VOC, maximum, ASTM D 3960: 200 g/L.


	3. Flashing Membrane Adhesive:
	a. Same product as membrane adhesive.



	2.7 AUXILIARY ROOFING MATERIALS
	A. General:  Auxiliary membrane roofing materials recommended by roofing system manufacturer for intended use, and compatible with membrane roofing.
	B. Prefabricated Flashings: As recommended by roof membrane manufacturer, for pipe, penetration and miscellaneous flashings.
	C. Fasteners, General: Factory-coated steel fasteners and metal plates meeting corrosion-resistance provisions in FM 4470, designed for fastening roofing components to substrate, tested by manufacturer for required pullout strength, and acceptable to roofing system manufacturer.
	1. Use fasteners of type listed in manufacturer’s tested assembly for required wind uplift resistance.

	D. Metal Battens:  Manufacturer's standard, aluminum-zinc-alloy-coated or zinc-coated steel sheet, approximately 1
	E. Metal Termination Bars:  Manufacturer's standard, predrilled stainless-steel or aluminum bars, approximately 1
	F. Joint Sealant: Elastomeric joint sealant compatible with roofing materials, with movement capability appropriate for application.
	1. Joint Sealant, Polyurethane: ASTM C920, Type S, Grade NS, Class 50 single-component moisture curing  sealant, formulated for compatibility and use in dynamic and static joints; paintable.
	a. Basis of design product: Tremco, TremSEAL Pro or approved equal.
	b. Volatile Organic Compounds (VOC), maximum, ASTM D3960: 40 g/L.
	c. Hardness, Shore A, ASTM C661: 40.
	d. Adhesion to Concrete, ASTM C794: 35 pli.
	e. Tensile Strength, ASTM D412: 350 psi (2410 kPa).
	f. Color: Closest match to substrate.


	G. Prefabricated Pipe Flashings: As recommended by roof membrane manufacturer.
	H. Miscellaneous Accessories:  Provide pourable sealers, preformed cone and vent sheet flashings, preformed inside and outside corner sheet flashings, T-joint covers, lap sealants, termination reglets, and other accessories, as recommended by roofing system manufacturer.

	2.8 ROOF INSULATION AND INSULATION ACCESSORIES
	A. Roof Insulation, General:  Preformed roof insulation boards manufactured or approved by roofing manufacturer, selected from insulation manufacturer's standard sizes, suitable for application, and of thicknesses indicated. Provide roof insulation accessories recommended by insulation manufacturer for intended use and compatible with roofing.
	1. Tapered Insulation:  Provide factory-tapered insulation boards fabricated to slope of 1/4 inch per 12 inches (1:48) unless otherwise indicated.
	2. Provide preformed saddles, crickets, tapered edge strips, and other insulation shapes where indicated for sloping to drain.  Fabricate to slopes indicated, not less than two times the roof slope.

	B. Roof Insulation:
	1. Board Insulation, Polyisocyanurate: CFC- and HCFC- free, with recycled content glass-fiber mat facer on both major surfaces, ASTM C1289 Type II Class 1.
	a. Basis of design product: Atlas Roofing Corp. ACFoam III Insulation.
	b. Compressive Strength, ASTM D1621: Grade 2: 20 psi (138 kPa).
	c. Conditioned Thermal Resistance at 75 deg. F (24 deg. C): 14.4 at 2.5 inches (50.8 mm) thick.


	C. Insulation Cover Board:
	1. Gypsum panel, glass-mat-faced, primed, ASTM C1177/C1177M.
	a. Basis of design product: GP Gypsum DensDeck Prime.
	b. Thickness: 1/2 inch (12 mm).


	D. Cover Board Adhesive:
	1. Urethane adhesive, bead-applied, low-rise two-component solvent-free low odor, formulated to adhere roof insulation to substrate.
	a. Basis of design product: Tremco, Low Rise Foam Insulation Adhesive or approved equal.
	b. Flame Spread Index, ASTM E84: 10.
	c. Smoke Developed Index, ASTM E84: 30.
	d. Volatile Organic Compounds (VOC), maximum, ASTM D3960: 0 g/L.
	e. Tensile Strength, minimum, ASTM D412: 250 psi (1720 kPa).
	f. Peel Adhesion, minimum, ASTM D903: 17 lbf/in (2.50 kN/m).
	g. Flexibility, 70 deg. F (39 deg. C), ASTM D816: Pass.


	E. Insulation Cant Strips:  ASTM C 208, Type II, Grade 1, cellulosic-fiber insulation board.
	F. Tapered Edge Strips: ASTM C208, Type II, Grade 1, cellulosic-fiber insulation board.
	G. Substrate Joint Tape: 6

	2.9 WALKWAY MATERIALS
	A. Walkway Material:
	1. Protection walkway roll, reinforced KEE membrane roll with diamond-tread, slip-resistant surface, fabricated for heat welding to compatible KEE membrane surface.
	a. Basis of design product: Tremco, TremPly KEE Protection Walkway Roll or approved equal.
	b. Roll Size: 30 inches by 100 ft (760 mm by 25.4 m).
	c. Thickness: 0.060 inch (1.5 mm).
	d. Breaking strength: 450 lbs (77 kN/m).
	e. Color: Yellow.




	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine substrates, areas, and conditions, with Installer present, for compliance with the following requirements and other conditions affecting performance of roofing system:
	1. Verify that roof openings and penetrations are in place and curbs are set and braced and that roof drain bodies are securely clamped in place.
	2. Verify that wood cants, blocking, curbs, and nailers are securely anchored to roof deck at penetrations and terminations and that nailers match thicknesses of insulation.
	a. Verify that perimeter nailers for copings and roof edge flashings are securely fastened according to ANSI/SPRI/FM 4435 ES-1, and applicable code, to resist uplift pressures.

	3. Verify that substrate is sound and dry.
	4. Steel Roof Deck:
	a. Verify that deck is securely fastened and properly supported with no projecting fasteners and with no adjacent units in excess of 1

	5. Roof Deck Repairs (If Applicable):

	a.    Deck Rettachment: Mechanically reattach loose sections of deck to steel support members 12 inches O.C. within the field of the roof and no more than 6 inches O.C. within the roof perimeter and corner zones. Side laps: Mechanically fasten 18 inches O.C.
	b.    Deck Replacement: Remove defective metal decking. Examine support. If it is unsound, contact the owner immediately for future action.
	- Install new metal decking in accordance with SDL Design Manual for Roof Decks.
	c.    Deck Protection: Remove rust scales and apply rust inhibitive paint at a rate of 150 sq. ft. per gallon.
	B. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 PREPARATION
	A. Clean substrate of dust, debris, moisture, and other substances detrimental to roofing installation according to roofing system manufacturer's written instructions.  Remove sharp projections.
	B. Prevent materials from entering and clogging roof drains and conductors and from spilling or migrating onto surfaces of other construction.  Remove roof-drain plugs when no work is taking place or when rain is forecast.
	C. Protect existing roofing system that is indicated to remain, and adjacent portions of building and building equipment.
	1. Limit traffic and material storage to areas of existing roofing membrane that have been protected.
	2. Maintain temporary protection and leave in place until replacement roofing has been completed.

	D. Verify that rooftop utilities and service piping affected by the Work have been shut off before commencing Work.
	E. Shut down air intake equipment in the vicinity of the Work in coordination with the Owner. Cover air intake louvers before proceeding with roofing work that could affect indoor air quality or activate smoke detectors in the ductwork.

	3.3 INSTALLATION, GENERAL
	A. Install roofing system in accordance with manufacturer’s written instructions and approved details.
	B. Cooperate with testing agencies engaged or required to perform services for installing roofing system.

	3.4 ROOFING INSTALLATION DETAILS
	A. NRCA Installation Details: Install roofing system in accordance with applicable NRCA Manual Plates and NRCA recommendations; modify as required to comply with manufacturer's approved details and perimeter fastening requirements of FM references if applicable.

	3.5 INSULATION AND INSULATION ACCESSORIES INSTALLATION
	A. Comply with roofing manufacturer's and insulation manufacturer’s written instructions for installing roof insulation.
	B. Coordinate installing membrane roofing system components so insulation is not exposed to precipitation or left exposed at the end of the workday.
	C. Cant Strips: Install and secure preformed 45-degree cant strips at junctures of built-up roofing with vertical surfaces or angle changes greater than 45 degrees.
	D. Tapered Insulation and Crickets: Install tapered insulation under area of roofing to conform to slopes indicated.
	1. Where crickets are indicated or required to provide positive slope to drain, make slope of crickets minimum of two times the roof slope, not less than 1/4 inch in 12 inches (1:48).

	E. Install insulation with long joints of insulation in a continuous straight line with end joints staggered between rows, abutting edges and ends between boards. Fill gaps exceeding 1
	1. Cut and fit insulation within 1

	F. Install insulation under area of roofing to achieve required thickness.  Where overall insulation thickness is
	1. Tapered Insulation System for Flat Roof Deck: Install insulation as follows:
	a. Minimum total thickness of Continuous Insulation =Average R20..


	G. Install tapered edge strips at perimeter edges of roof that do not terminate at vertical surfaces.
	H. Insulation Installation Method:
	1. Mechanically Fastened and Adhered Insulation Application Method: Install first layer of insulation to deck using mechanical fasteners specifically designed and sized for fastening specified board-type roof insulation to deck type.
	a. Fasten first layer of insulation to resist uplift pressure at corners, perimeter, and field of roof. Mechanically fasten insulation at a rate of 1 fastener every 2 sq. ft.
	b. Adhere each subsequent layer of insulation to resist uplift pressure at corners, perimeter, and field of roof.
	1) Set each subsequent layer of insulation in ribbons of bead-applied insulation adhesive, firmly pressing and maintaining insulation in place. Coverage rate of insulation adhesive: Max 12” O.C.



	I. Cover Board Installation:
	1. Comply with roofing system and cover board manufacturer's written installation instructions.
	2. Install cover boards over insulation with long joints in continuous straight lines with end joints staggered between rows. Offset joints of insulation below a minimum of 6
	a. Trim cover board neatly to fit around penetrations and projections, and to fit tight to intersecting sloping roof decks.
	b. At internal roof drains, conform to slope of drain sump.
	c. Trim cover board, so that water flow is unrestricted.
	d. Cut and fit cover board tight to nailers, projections, and penetrations.

	3. Adhere cover boards to resist uplift pressure at corners, perimeter, and field of roof.
	a. Set cover boards in ribbons of bead-applied insulation adhesive, firmly pressing and maintaining cover in place. Coverage rate of insulation adhesive: Max 12” O.C.



	3.6 ADHERED MEMBRANE ROOFING INSTALLATION
	A. Adhere membrane roofing over area to receive roofing and install according to membrane roofing system manufacturer's written instructions.
	B. Start installation of membrane roofing in presence of membrane roofing system manufacturer's technical personnel.
	C. Accurately align membrane roofing and maintain uniform side and end laps of minimum dimensions required by manufacturer.  Stagger end laps.
	D. Solvent-Based Bonding Adhesive:  Apply to substrate and underside of membrane roofing at rate of 50 sq. ft. per gallon: 45 sq. ft. per ½ gallon to the substrate and 55 sq. ft. per ½ gallon to the membrane. Allow adhesive to become tacky before installing membrane roofing; do not allow adhesive to fully dry. Roll membrane into adhesive. Do not apply adhesive to splice area of membrane.
	E. Apply membrane roofing with side laps shingled with slope of roof deck where possible.
	F. Welded Seams:  Clean seam areas, overlap membrane roofing, and hot-air weld side and end laps of membrane roofing and sheet flashings according to manufacturer's written instructions to ensure a watertight seam installation.
	1. Test lap edges with probe to verify seam weld continuity.  Apply lap sealant to seal cut edges of sheet membrane.
	2. Verify field strength of seams a minimum of twice daily and repair seam sample areas.
	3. Repair tears, voids, and lapped seams in roofing that does not comply with requirements.

	G. Spread sealant bed over deck drain flange at roof drains and securely seal membrane roofing in place with clamping ring.

	3.7 BASE FLASHING INSTALLATION
	A. Membrane Flashings: Install sheet flashings and preformed flashing accessories and adhere to substrates according to membrane roofing system manufacturer's written instructions.
	1. Apply bonding adhesive to substrate and underside of sheet flashing at required rate and allow to partially dry.  Do not apply to seam area of flashing.
	2. Flash penetrations and field-formed inside and outside corners with cured or uncured sheet flashing.
	3. Clean seam areas, overlap, and firmly roll sheet flashings into the adhesive.  Hot-air weld side and end laps to ensure a watertight seam installation.
	4. Seal top termination of base flashing with a metal termination bar and a continuous bead of joint sealant.

	B. Extend base flashing up walls or parapets a distance of 8
	1. Comply with roofing manufacturer’s and NRCA details.
	2. Remove existing counterflashing and install new counterflashing. On North perimeter, install new skirt metal counterflashing underneath metal roof panels. Fasten 8” O.C.


	3.8 Low Profile Expansion Joint:
	A. At Southwest and Northwest corners where Roof Section K ties into adjacent BUR roof sections, install low profile expansion joint at adjacent BUR sections. Mechanically attach 2 - 2 X 4 wood blocking horizontal to opening. Fasteners shall be installed in two (2) rows staggered. Spacing in anyone (1) row shall not exceed twenty-four (24) inches. See detail drawing for low profile expansion joint.

	3.9 WALKWAY INSTALLATION
	A. Walkways, General: Install walkways according to roofing manufacturer's written instructions.
	1. Install walkways at following locations:
	a. Perimeter of each rooftop unit.
	b. Between each rooftop unit location, creating a continuous path connecting rooftop unit locations.
	c. Between each roof hatch and each rooftop unit location or path connecting rooftop unit locations.
	d. Top and bottom of each roof access ladder.
	e. Between each roof access ladder and each rooftop unit location or path connecting rooftop unit locations.


	B. Flexible Walkways:  Install walkway products in locations indicated on Roof Plan.  Heat weld to substrate or adhere walkway products to substrate with compatible adhesive according to roofing system manufacturer's written instructions.

	3.10 FIELD QUALITY CONTROL
	A. Roofing Inspector: Manufacturer’s technical representative to perform inspections and to prepare inspection reports.
	B. Final Roof Inspection:  Arrange for roofing system manufacturer's technical personnel to inspect roofing installation on completion.
	1. Notify Owner 48 hours in advance of date and time of inspection.

	C. Repair or remove and replace components of roofing system where inspections indicate that they do not comply with specified requirements.
	1. Additional inspections, at Contractor's expense, will be performed to determine compliance of replaced or additional work with specified requirements.


	3.11 PROTECTING AND CLEANING
	A. Protect membrane roofing system from damage and wear during remainder of construction period.  When remaining construction will not affect or endanger roofing, inspect roofing for deterioration and damage, describing its nature and extent in a written report, with copies to Owner.
	B. Correct deficiencies in or remove membrane roofing system that does not comply with requirements; repair substrates; and repair or reinstall membrane roofing system to a condition free of damage and deterioration at time of Substantial Completion and according to warranty requirements.
	C. Clean overspray and spillage from adjacent construction using cleaning agents and procedures recommended by manufacturer of affected construction.
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