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SECTION 21 1313
FIRE SPRINKLER PIPING SYSTEM

PART 1 GENERAL
1.01 RELATED DOCUMENTS

A.

B.

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 01 Specification Sections, apply to this Section.

Fire protection system drawings, refer to sheets beginning with “[FP].”

1.02 SUMMARY

A.

The Work covered by this Specification Section includes providing and furnishing all design,
engineering, labor, materials, transportation, tools, piping, fittings, valves, hangers and
supports, devices, sprinklers, and any other components and services required for the
installation of a complete, operational, fully functional, and code compliant automatic sprinkler
systems.

The Work must comply with all requirements of these specifications, including where the
specified requirements are exceeding minimum code requirements. Any design inconsistencies
or conflicts within this document must be resolved through the Request for Information (RFI)
process prior to the contractor’s bid submission. All fire alarm system related RFls will be
reviewed and processed by the Owner’s Representative and Design Team.

The Contractor shall perform all Work in accordance with the Specifications, and subject to the
terms and conditions of the Contract. Work shall include, but not be limited to, the following as
applicable:

1. Wet pipe automatic sprinkler systems.

2. Dry pipe automatic sprinkler systems.

No Work shall be performed until the Shop Drawings, calculations, and product data have been
approved by the Owner’s Representative, Design Team, and Authority Having Jurisdiction
(AHJ). The Contractor is solely liable for any material purchases made prior to the approval of
the drawings.

1.03 DEFINITIONS

A.

B.

Design Team: engineers of record, architect, and other professionals involved in the
development of the contract documents.

Standard-Pressure Sprinkler Piping: Wet pipe sprinkler system piping designed to operate at
working pressure of 175 psi maximum.

1.04 SYSTEM DESCRIPTIONS

A.

C.

Wet-Pipe Automatic Sprinkler System: Automatic sprinklers are attached to water-filled piping
that is connected to a reliable water supply. Water discharges immediately from sprinklers
when they are opened. Sprinklers open when heat melts fusible link or destroys frangible
device.

Dry-Pipe Automatic Sprinkler System: Automatic sprinklers are attached to piping filled with
compressed air or nitrogen gas. Opening of sprinklers releases compressed air or nitrogen gas
and permits water pressure to open dry-pipe valve. Water then flows into piping and discharges
from opened sprinklers.

Combined Standpipe and Sprinkler System: Water-based fire protection system with both
standpipe and sprinkler systems. Sprinkler system is supplied from standpipe system.

1.05 PERFORMANCE REQUIREMENTS

A. Delegated Design: Contractor is responsible for a complete design complying with the
applicable codes and standards, this Specification Section, and all Related Documents.
INNOVATIVE ENGINEERING GROUP 211313 -1
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B. Automatic sprinkler system design shall be approved by the authorities having jurisdiction.

1. Margin of Safety for Available Water Flow and Pressure: 10 percent or greater where
required by the local authority having jurisdiction (AHJ), including losses through water-
service piping, valves, hose connections, and backflow preventers.

2. Sprinkler Occupancy Hazard Classifications shall be in accordance with applicable edition
of NFPA 13.

3. Minimum Density for Automatic-Sprinkler Piping Design:

a. Light Hazard: 0.10 gpm/ft? over 1,500 ft2.

b. Ordinary Hazard Group 1: 0.15 gpm/ft2 over 1,500 ft2.

c. Ordinary Hazard Group 2: 0.20 gpm/ft?2 over 1,500 ft2.

d. Wet pipe automatic sprinkler system design may be decreased for the use of quick
response sprinklers in accordance with NFPA 13.

e. Minimum Design Area shall increase 30 percent for dry-pipe and pre-action sprinkler
systems in accordance with NFPA 13.

4. Maximum Protection Area per Sprinkler: Per NFPA 13.

5. Total Combined Hose-Stream Demand Requirement: Per NFPA 13.

6. System area shall not exceed 52,000 square feet or the area of the smoke compartment

protected [or 40,000 square feet for high-hazard areas], whichever is less.
7.  Asingle sprinkler system shall not serve more than one (1) smoke compartment.
8. Standard Piping System Component Working Pressure: Listed for at least 175 psi.

1.06 ACTION SUBMITTALS

A. General Submittal Requirements:
1. Submittals shall be reviewed by the Design Team prior to submitting them to authorities
having jurisdiction.

a. Should any submittal not be approved by the owner, owner’s representative, or local
authority and require re-submittal, all changes to the drawings, resulting from
comment corrections or drawing changes, shall be individually clouded, provided with
a reference number reflecting the date of resubmission, and provided with a general
description of the changes.

b. Should re-submission (submittal after initial submittal) not be approved and require a
subsequent submittal (third and beyond), the owner reserves the right to back charge
the contractor for any review costs and/or permit fees for subsequent submittals
incurred by the owner and/or the owner’s representatives, including but not limited to
the architect and the fire protection consultant.

2. Comply with:

a. NFPA 13 “Plans and Calculations” chapter.

b. NFPA 20 Section 4.2 "Approval Required".

c. NFPA 14 "Plans and Calculations" chapter.

B. Simultaneous Action Submittals: Delegated-Design Product Data Submittal, Delegated-Design
Calculation Submittal, Delegated-Design Shop Drawings, and Manufacturer's Fire Pump Curve
submittal (if applicable) shall be submitted simultaneously. Incomplete submittals will be
returned as “Rejected”.

C. Specification Compliance Confirmation: Provide a copy of this specification annotated to
confirm review and compliance with all applicable sections. Indicate compliance with a green
checkmark adjacent to the respective section. Where a section is not applicable, mark the
section as “NA” in red text and provide a concise explanation why the section is not applicable.
Substitution requests shall be marked with an “S” in blue text and a reference to the formal
Request for Information (RFI).

D. Delegated-Design Product Data Submittal: Provide product data sheets for all piping, material,
equipment, and devices being proposed. If the product data sheet lists more than a single
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product, provide a clear indication of which product/model number is being proposed. Product

submittals shall be electronically submitted in .pdf format with linked bookmarks corresponding

with a table of contents organized by component type. Include the following:

1. Piping materials, including dielectric fittings, flexible connections, and specialty fittings.

2. Pipe hangers and supports, including seismic restraints where applicable.

3. Valves, including listed fire-protection valves, unlisted general-duty valves, and specialty
valves and trim.

4.  Air compressors, including electrical data.

5.  Sprinklers, escutcheons, cover plates, and guards. Include sprinkler flow characteristics,
mounting, finish, and other pertinent data.

6. Hose connections, including size, type, and finish.

7. Fire department connections, including type; number, size, and arrangement of inlets;
caps and chains; size and direction of outlet; escutcheon and marking; and finish.

8.  Alarm devices, including electrical data.

9.  Hydraulic information for fittings, valves, and sprinklers.

E. Delegated-Design Calculation Submittal: Signed and sealed/stamped by the qualified
professional responsible for their preparation. Hydraulic calculation submittals shall be
electronically submitted in .pdf format with linked bookmarks corresponding with a table of
contents organized by design area. Include the following:

1. Hydraulic calculations in accordance with NFPA 13 and 14.

F. Delegated-Design Shop Drawings: Signed and sealed/stamped by the qualified professional
responsible for their preparation. Include the following:

1. All applicable information listed in Chapter 23 of NFPA 13 and Chapter 4 of NFPA 20.

2. Riser detail showing valves, fittings, pipe diameters and lengths, devices, and hydraulic
nodes.

3.  Sufficient building information to convey the hazards, obstructions, uses, walls, ceilings,
structure, ceiling/deck heights, and pertinent information necessary to confirm the design
is compliant.

4. Sprinkler legend on each sheet with the total sprinkler count, coverage type (e.g.,
standard, extended, etc.), SIN, response-type, temperature rating, finish, color, k-factor,
minimum operating pressure or flow (where manufacturer specified), dry-type (where
applicable), maximum spacing calculated and used for extended coverage sprinklers
(where permitted), and orientation.

5.  Where flexible sprinkler drops are used, indicate on the drawings the manufacturer,
maximum length, maximum number of bends, and equivalent length used at each location
(where it varies). Must match the product data and the hydraulic calculations.

1.07 INFORMATIONAL SUBMITTALS

A. Qualification Data: For qualified Designer and Installer:
1. Copy of State license showing the fire sprinkler contractor to be certified in the layout and
installation of fire sprinkler systems.
2.  Copy of NICET certification showing the fire sprinkler contractor to be certified in the
layout, equipment selection, installation, acceptance testing, troubleshooting, servicing
and sales of automatic sprinkler systems.

1.08 CLOSEOUT SUBMITTALS

A. Operation and Maintenance Data: For fire protection systems and components to include in
operation and maintenance manuals. In addition to items specified in Division 01 Section
"Operation and Maintenance Data," include the following:

INNOVATIVE ENGINEERING GROUP 211313-3
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1.09

1. Provide a minimum of three (3) hardcopies of NFPA 25, edition referenced by the
applicable edition of NFPA 13. The copies provided shall be purchased from NFPA and
shall not violate copyright laws.

2. Manufacturer’s required maintenance related to system warranty requirements.

Final Testing and Completion Documents: Indicate, document, and interpret test results for
compliance with performance requirements in accordance with NFPA standards.

Welding certificates.
Field quality-control test reports.

Operation and Maintenance Data: For sprinkler specialties to include in emergency, operation,
and maintenance manuals.

Sprinklers shall be referred to on drawings, submittals, and other documentation, by the
sprinkler identification number as specifically published in the appropriate agency listing or
approval. Trade names or other abbreviated designations shall not be allowed.

QUALITY ASSURANCE

A.

The installation shall be performed by a company specializing in designing and installing the
products specified in this Section with a minimum of five (5) years of experience, and
certified/licensed by the appropriate State agency for such work.

Common Requirements for Code Compliance: In cases where differences occur between

building codes, state laws, local ordinances, industry standards, and the Contract Documents,

the most stringent shall apply. Perform the following:

1. Promptly notify the Owner or Owner’s Representative in writing of any such difference.

2. Obtain approval from the Owner or Owner’s Representative before proceeding with the
Work.

3. Should the Contractor perform any work that knowingly does not comply with local codes,
laws and ordinances, industry standards, or other governing regulations, the Work shall be
corrected at no cost to the Owner.

Common Requirements for Compliance with AHJ Instructions: In cases where the Authority
Having Jurisdiction requires deviations from the requirements of the Contract Documents,
perform the following:

1. Promptly notify the Owner or Owner’s Representative in writing of any such difference.

2. Obtain approval from Owner or Owner’s Representative before proceeding with the Work.

Common Requirements for Material Quality: Materials, equipment, and devices shall be new
and of the quality specified and shall be free from defects at the time of installation. Materials,
equipment, and devices damaged in shipment or otherwise damaged or found defective prior to
acceptance by the Owner shall be replaced with new materials, equipment, or devices identical
with those damaged, unless approved otherwise by the Owner in writing.

Designer Qualifications: Shop Drawings and Calculations shall be prepared and signed by

personnel with the following qualifications:

1. Trained and certified by manufacturer.

2.  Certified by NICET as Level Il (or higher) in Water-based Fire Protection Systems or a
qualified professional engineer.

3. Current Qualifying License issued by the State.

Installer Qualifications: Personnel shall be trained and be certified by NICET in Water-based
Fire Protection Systems as follows:

1. Foreman: Level lll or higher.

2. Pipe Fitter: Level | or higher.
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G.

H.

Welding: Qualify processes and operators according to ASME Boiler and Pressure Vessel
Code: Section IX.

NFPA Standards: Fire-suppression-system equipment, specialties, accessories, installation,

and testing shall comply with the following:

1. NFPA 13, Standard for the Installation of Sprinkler Systems, applicable edition.

2. NFPA 14, Standard for the Installation of Standpipe and Hose Systems, applicable edition.

3. NFPA 20, Standard for the Installation of Stationary Fire Pumps for Fire Protection,
applicable edition.

To assure uniformity and compatibility of piping components in grooved piping systems, all
grooved products utilized shall be supplied by a single manufacturer. Grooving tools for 1-inch
grooved piping shall be supplied from the same manufacturer as the grooved components.

1.10 COORDINATION

A.

B.
C.

G.

H.

Coordinate layout and installation of sprinklers with other construction that penetrates ceilings,
including light fixtures, HVAC equipment, and partition assemblies.

Coordinate the installation of supervised and activated devices with the fire alarm contractor.

Coordinate the installation of piping in shared support systems with other trades using the
shared support system.

Space allocations for materials, equipment, and devices have been made based on present
and known future requirements and the dimensions of items of equipment or devices of a
specific manufacturer. Verify that all materials, equipment, and devices proposed for use on this
Project are within the constraints of the allocated space.

Coordinate arrangement, mounting, and support of materials, devices, and equipment;

1. To allow maximum possible headroom.

2. To provide for ease of accessing equipment and devices with minimum interference to
other installations.

Coordinate installation of required supporting devices and set sleeves in cast-in-place concrete,
masonry walls, and other structural components, as they are constructed.

Coordinate location of access panels and doors for valves that are behind finished surfaces or
otherwise concealed. Access doors and panels are specified in Division 08.

Coordinate sleeve selection and application with selection and application of firestopping
specified in Division 07.

1.11 EXTRA MATERIALS

A

Furnish extra materials described below that match products installed and that are packaged

with protective covering for storage and identified with labels describing contents.

1. Sprinkler Cabinets: Finished, wall-mounting, steel cabinet with hinged cover, with space
for required spare sprinklers plus sprinkler wrench. Include number of sprinklers required
by NFPA 13 and sprinkler wrench.

PART 2 PRODUCTS
2.01 STEEL PIPE AND FITTINGS

A. Threaded-End, Schedule 40 Steel Pipe: ASTM A 53/A 53M, ASTM A 135, or ASTM A 795, with
factory- or field-formed threaded ends.
1.  Cast-lron Threaded Flanges: ASME B16.1.
2.  Ductile- and Malleable-Iron Threaded Fittings: ASME B16.3.
3.  Gray-lron Threaded Fittings: ASME B16.4.
4. Steel Threaded Pipe Nipples: ASTM A 733, made of ASTM A 53/A 53M or ASTM A 106,
Schedule 40, seamless steel pipe. Include ends matching joining method.
INNOVATIVE ENGINEERING GROUP 211313-5

Fire Sprinkler Piping System



Tomball ISD — Intermediate School Replacement (0802-04-01)
Tomball, Texas

5. Steel Threaded Couplings: ASTM A 865.

B. Plain-End, Schedule 40 Steel Pipe: ASTM A 53/A 53M, ASTM A 135, or ASTM A 795.
1.  Steel Welding Fittings: ASTM A 234/A 234M, and ASME B16.9 or ASME B16.11.
2. Steel Flanges and Flanged Fittings: ASME B16.5.

C. Grooved-End, Schedule 10 or Schedule 40 Steel Pipe: ASTM A 53/A 53M, ASTM A 135, or

ASTM A 795, with factory- or field-formed, roll-grooved ends in NPS 1% and larger.

1.  Grooved-End, Schedule 10 Steel Pipe: ASTM A 135 or ASTM A 795, Schedule 10 in
NPS 2% and larger; and NFPA 13-specified wall thickness in NPS 6 to NPS 10; with
factory- or field-formed, roll-grooved ends.

2. Grooved-End, Schedule 40 Steel Pipe: ASTM A 135 or ASTM A 795, Schedule 40 in
NPS 1%4 to 2; with factory- or field-formed, roll-grooved ends.

3. Grooved-End, Schedule 40 Steel Pipe: ASTM A 135 or ASTM A 795, Schedule 40 in
NPS 1 ; with factory- or field-formed, grooved ends using a Victaulic 1-inch groover and
Victaulic 17 grooved fittings.

4.  Grooved-Joint Piping Systems:

a. Manufacturers:

1)  Anvil International, Inc.
2) Victaulic Co. of America.

b. Grooved-End Fittings: UL-listed, ASTM A 536, ductile-iron casting with OD matching
steel-pipe OD or ASTM A53 forged or fabricated from carbon steel pipe with factory
grooved ends designed to accept grooved mechanical couplings from the same
manufacturer.

c. Grooved-End-Pipe Couplings: UL 213 and AWWA C606, rigid pattern, unless
otherwise indicated; gasketed fitting matching steel-pipe OD. Include ductile-iron
housing with keys matching steel-pipe and fitting grooves, synthetic rubber gasket
listed for use with housing, and steel bolts and nuts.

1) Rigid Type: Housings shall be cast with offsetting, angle-pattern bolt pads to

provide system rigidity and support and hanging in accordance with NFPA 13.

Tongue and recess rigid type couplings shall only be used if the contractor uses

a torque wrench for installation. Required torque shall be in accordance with the

manufacturer’s latest recommendations.

(a) Victaulic 1” couplings.

(b) 1%” through 4”: “Installation Ready” stab-on design, for direct ‘stab’
installation onto grooved end pipe without prior field disassembly and no
loose parts.

(c) 5”and larger: Standard rigid coupling.

d. Grooved-End-Pipe Flange Adapters: UL213 and AWWA C606, steel pipe OD
dimensions, ASTM A536 ductile iron housing, flat faced, designed for incorporating
flanged components with ANSI Class 125 bolt-hole patterns to a grooved piping
system.

D. Plain-End, Schedule 10 Steel Pipe: ASTM A 135 or ASTM A 795, Schedule 10 in NPS 4 and
smaller; and NFPA 13 specified wall thickness in NPS 6 to NPS 10.
1.  Steel Welding Fittings: ASTM A 234/A 234M, and ASME B16.9 or ASME B16.11.
2. Steel Flanges and Flanged Fittings: ASME B16.5.

2.02 DIELECTRIC FITTINGS

A. In other Part 2 articles where subparagraph titles below introduce lists, the following
requirements apply for product selection:
1. Available Manufacturers: Subject to compliance with requirements, manufacturers offering
products that may be incorporated into the Work include, but are not limited to, the
manufacturers specified.
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Assembly shall be copper alloy, ferrous, and insulating materials with ends matching piping
system.

Dielectric Unions: Factory-fabricated assembly, designed for 250-psig minimum working
pressure at 180 deg F. Include insulating material that isolates dissimilar materials and ends
with inside threads according to ASME B1.20.1.

Dielectric Flanges: Factory-fabricated companion-flange assembly, for 175-psig minimum
working-pressure rating as required for piping system.

Dielectric Couplings: Galvanized steel with inert and noncorrosive thermoplastic lining and
threaded ends and 300-psig working-pressure rating at 225 deg F.

Dielectric Nipples: Electroplated steel or ductile iron with inert and noncorrosive thermoplastic
lining, with combination of plain, threaded, or grooved ends and 300-psig working-pressure
rating at 230 deg F.

2.03 SPRINKLER SPECIALTY FITTINGS

A.

B.

Sprinkler specialty fittings shall be UL listed or FM approved, with 175-psig minimum working-
pressure rating, and made of materials compatible with piping.

Outlet Specialty Fittings: Mechanical-T and Cross Fittings are prohibited and shall not be used
on the project.

Sprinkler Drain and Alarm Test Fittings: Bronze, Cast- or ductile-iron body; with threaded or
grooved inlet and outlet, test valve, and orifice and sight glass.

Sprinkler Inspector's Test Fitting: Bronze, Cast- or ductile-iron housing with threaded or
grooved inlet and drain outlet and sight glass.

Dry-Pipe and Pre-Action System Fittings: UL listed for dry-pipe service.

Flexible, Sprinkler Hose Fittings:

1. Standard: UL 2443 and FM 1637.

2. Type: Flexible hose for connection to sprinkler, and with bracket for connection to ceiling
grid.

3. Pressure Rating: 175 psig minimum.

4. Size: Same as connected piping, for sprinkler.

In-Building Riser:

1. Standard:
a. UL HKQA.
b. NFPA 24.

c. Outlet Connection:

1)  Grooved: AWWA C-606.

2) Flange: AWWA C-207.

Inlet Connection: AWWA C-900 PVC or Ductile-Iron Pipe.
Material: ASTM A312 Type 304 stainless steel tubing.
Pressure Rating: 200 psig minimum.

Size: 4-inch to 10-inch.

Lengths:

1) Vertical: Custom 3 feet to 20 feet.

2) Horizontal: Custom 3 feet to 20 feet.

Se oo

2.04 LISTED FIRE-PROTECTION VALVES

A. Valves shall be UL listed or FM approved, with 175-psig minimum pressure rating.
B. Ball Valves: Comply with UL 1091, except with ball instead of disc.
1. NPS 1% and Smaller: Bronze body with threaded or grooved ends.
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2. NPS 2 and NPS 2%2: Bronze body with threaded or grooved ends or ductile-iron body with
grooved ends.

C. Butterfly Valves: UL 1091.
1. NPS 2% and Larger: Bronze, cast-iron, or ductile-iron body; wafer type or with flanged or
grooved ends. Weather-proof actuator with pre-wired supervisory switches monitoring the
valve in the open or closed positions. Maximum 365 psig working pressure.

D. Check Valves NPS 2 and Larger: UL 312, swing type, cast-iron or ductile-iron body with flanged
or grooved ends. Up to 365 psig (2517 kPa) maximum working pressure.

E. Gate Valves: UL 262, OS&Y type.
1.  NPS 2 and Smaller: Bronze body with threaded ends.
2. NPS 2-1/2 and Larger: Cast-iron or ductile-iron body with flanged ends.

F. Indicating Valves: UL 1091, with integral indicating device and ends matching connecting
piping.
1. Indicator: Electrical, 24-Vdc, prewired, 2-circuit, supervisory switch.
2. NPS 2 inch and Smaller: Ball or butterfly valve with bronze body and threaded ends.
3.  NPS 2% inch and Larger: Butterfly valve with cast- or ductile-iron body; wafer type or with
flanged or grooved ends.

2.05 BACKFLOW PREVENTERS

A. Double-Check Backflow-Prevention Assemblies:
1. Standard: ASSE 1015.
2. Operation: Continuous-pressure applications, unless otherwise indicated.
3.  Pressure Loss: 6 psig maximum, through middle 1/3 of flow range.
4. Body: cast iron with interior lining complying with AWWA C550 or steel with interior lining
complying with AWWA C550 for NPS 272 and larger.
End Connections: Flanged or grooved for NPS 8.
Configuration: Designed for horizontal or vertical, straight through flow.
7. Accessories:
a. Valves: Outside screw and yoke gate-type with flanged or grooved ends on inlet and
outlet of NPS 8.

2.06 SPECIALTY VALVES

A. Sprinkler System Control Valves: UL listed or FM approved, cast- or ductile-iron body with
flanged or grooved ends, and 175-psig minimum pressure rating.

1. Riser Check Valves: UL listed or FM approved, designed for vertical or horizontal
installation. Include trim sets for drain and pressure gauges. Valve internal components
shall be replaceable without removing the valve from the installed position.

2. Commercial Riser: UL listed or FM approved, designed for vertical or horizontal
installation. Include trim sets for test/drain with orifice sized for the smallest K-factor in the
system, 175 psi pressure relief valve, water flow switch, and pressure gauge.

3. Dry-Pipe Valves: UL 260, differential type; with bronze or brass seat with Nitrile O-ring
seals, single-hinge pin, and latch design. Include UL 1486, quick-opening devices, trim
sets for air supply, drain, priming level, alarm connections, ball drip valves, pressure
gages, priming chamber attachment, and fill-line attachment. Minimum required air
pressure is 13 psi with low pressure actuator and 300 psig maximum water pressure
rating in all sizes. Valve internal components shall be replaceable without removing the
valve from the installed position and shall be externally resettable. Valve shall be supplied
completely assembled with shutoff valve, pre-set pressure switches and drain kit.

a. Air Compressor: UL 753, fractional horsepower, 120-V ac, 60 Hz, single phase.

2
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b. Air Compressor/Air Maintenance Assembly: Consisting of a tank mounted
compressor, air maintenance device, and flexible hoses for installation. Assembly
shall be designed to ensure operational air pressure within 30 minutes of discharge.

Pressure-Relief Valves: UL Listed and/or FM Approved, brass or bronze, NPS 1/2 or NPS 3/4,
175-psig minimum rating. Include male NPS inlet and female NPS outlet, non-adjustable, and
90-degree-angle pattern design as indicated.

1. Finish: Rough metal.

Automatic Drain Valves: UL 1726, NPS 3/4, ball-check device with threaded ends.

Automatic Air Vent:

1.  Description: Automatic air vent that automatically vents trapped air without human
intervention.

Standard: UL listed or FM Global approved for use in wet-pipe fire sprinkler systems.
Vents oxygen continuously from system.

Float valve to prevent water discharge.

5. Minimum Water Working Pressure Rating: 175 psig.

hown

2.07 SPRINKLERS

A
B.

C.

Sprinklers shall be UL listed or FM approved, with 175-psig minimum pressure rating.

Automatic Sprinklers: with heat-responsive element complying with the following:
1. UL 199, for nonresidential applications.

Sprinkler Types and Categories: Minimum nominal 1/2-inch orifice for "Intermediate”
temperature classification rating, unless otherwise indicated or required by application.
1. All Sprinklers shall be Quick Response, unless required otherwise.

Sprinkler types, features, and options as follows:

1.  Concealed ceiling sprinklers, including cover plate.
2.  Pendent sprinklers.

3.  Quick-response sprinklers.

4. Sidewall sprinklers.

5. Sidewall, dry-type sprinklers.

S
1

prinkler Finishes:
. Finished ceilings: to match adjacent ceiling.
2. Exposed: Bronze or Brass.

Special Coatings:
1. Corrosive environments: Nickel-plated Teflon coated.

Sprinkler Escutcheons: Materials, types, and finishes for the following sprinkler mounting
applications. Escutcheons for concealed, flush, and recessed-type sprinklers are specified with
sprinklers.

1. Ceiling Mounting: Chrome, one piece, flat.

2. Sidewall Mounting: Chrome, one piece, flat.

Sprinkler Guards: Wire-cage type, including fastening device for attaching to sprinkler. Sprinkler

guards shall be listed, supplied, and approved for use with the sprinkler, by the sprinkler
manufacturer.

2.08 FIRE HOSE VALVES

A. Description: UL 668, brass or bronze, 175-psig minimum pressure rating, hose valve for
connecting fire hose. Include angle pattern design; female NPS or grooved inlet and male
3.098 x 8 TPI hose outlet; and lugged cap, gasket, and chain. NPS 2% hose valve threads
according to NFPA 1963 and matching local fire department threads.
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1. Valve Operation: Nonadjustable type.
2. Finish: Rough metal.

2.09 FIRE VALVE CABINETS

A. Recessed mounted valve cabinet of 20 ga. Steel. Refer to architect for door, fire-resistance
rating, and finish requirements. Cabinet must be large enough to accommodate hose valve
indicated.

2.10 FIRE DEPARTMENT CONNECTIONS

A. Fire Department Connection: UL Listed and/or FM Approved, in accordance with AHJ
requirements. Include caps; 18-inch-high to 36-inch-high, metal escutcheon plate with marking
['STANDPIPE & AUTOSPRK"] ["AUTOSPRK"].

2.11 ALARM DEVICES
A. Alarm-device types shall match piping and equipment connections.

B. Water-Flow Indicator: UL 346, electrical-supervision, paddle-operated-type, water-flow detector
with 250-psig pressure rating and designed for horizontal or vertical installation. Include two
single-pole, double-throw circuit switches for isolated alarm and auxiliary contacts, 7 A, 125-
Vac and 0.25 A, 24-Vdc; complete with factory-set, field-adjustable retard element to prevent
false signals and tamperproof cover that sends signal if removed.

C. Pressure Switch: UL 753, electrical-supervision-type, water-flow switch with retard feature.
Include single-pole, double-throw, normally closed contacts and design that operates on rising
pressure and signals water flow.

D. Valve Supervisory Switch: UL 753, electrical, single-pole, double-throw switch with normally
closed contacts. Include design that signals controlled valve is in other than fully open position.

2.12 PRESSURE GAUGES

A. Description: UL 393, 3-1/2- to 4-1/2-inch-diameter, dial pressure gauge with range of 0 to
300 psig.
1. Water System Piping: Include caption "WATER" or "AIR/WATER" on dial face.
2. Air System Piping: Include retard feature and caption "AIR" or "AIR/WATER" on dial face.

PART 3 EXECUTION
3.01 PREPARATION

A. Perform fire-hydrant flow test according to NFPA 13, NFPA 14, and NFPA 291. Use results for
system design calculations required in Part 1 "Quality Assurance" Article.

B. Report test results promptly and in a formal written report documenting the results in
accordance with NFPA 13, NFPA 14, and NFPA 291.

3.02 EXAMINATION

A. Examine roughing-in for risers and valves to verify actual locations of piping connections before
installation.

B. Examine walls and partitions for suitable thicknesses, fire- and smoke-rated construction,
framing for hose-station cabinets, and other conditions where hose valve cabinets are to be
installed.

C. Proceed with installation only after unsatisfactory conditions have been corrected.
3.03 SYSTEM APPLICATIONS

A. Wet-Pipe Automatic Sprinkler System: Provided throughout the building except where a dry-
pipe or pre-action automatic sprinkler system is required.

B. Dry-Pipe Automatic Sprinkler System: Areas subject to ambient temperatures below 40° F.
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3.04 PIPING APPLICATIONS, GENERAL

A. Flanges, flanged fittings, unions, nipples, and transition and special fittings with finish and
pressure ratings same as or higher than system's pressure rating may be used in aboveground
applications, unless otherwise indicated.

3.05 STANDPIPE SYSTEM PIPING APPLICATIONS
A. Standard-Pressure, Wet Pipe Standpipe System, 175-psig Maximum Working Pressure:

1.

2.

3.
4.

NPS 2%: Threaded-end, black or galvanized, Schedule 40 steel pipe; cast-, duct-, or
malleable-iron threaded fittings; and threaded joints.

NPS 2% to 6: Grooved-end, black, Schedule 10 steel pipe with roll-grooved ends;
grooved-end fittings; grooved-end-pipe couplings; and grooved joints.

NPS 8: Plain-end, Schedule 10 steel pipe; steel welding fittings; and welded joints.
NPS 8: Grooved-end, Schedule 10 steel pipe; grooved-end fittings; grooved-end-pipe
couplings; and grooved joints.

3.06 SPRINKLER SYSTEM PIPING APPLICATIONS
A. Standard-Pressure, Wet-Pipe Sprinkler System, 175-psig Maximum Working Pressure:

1.

2.

3.

4.

NPS 1 to NPS 2: Threaded-end, black or galvanized, Schedule 40 steel pipe; cast-, duct-,
or malleable-iron threaded fittings; and threaded joints.

NPS 2%z to NPS 6: Plain-end, black, Schedule 40 steel pipe; steel welding fittings; and
welded joints.

NPS 1 to NPS 2: Grooved-end, black or galvanized, Schedule 40 steel pipe; grooved-end
fittings; grooved-end-pipe couplings; and grooved joints.

NPS 272 to NPS 6: Schedule 10 black-steel pipe with roll-grooved ends; uncoated,
grooved-end fittings for steel piping; grooved-end-pipe couplings for steel piping; and
grooved joints.

3.07 VALVE APPLICATIONS

A. Listed Fire-Protection Valves: UL listed and FM approved for applications where required by
NFPA 13 and NFPA 14.

1.

Shutoff Duty: Use ball, butterfly, or gate valves.

3.08 JOINT CONSTRUCTION
A. Ream ends of pipes and tubes and remove burrs. Bevel plain ends of steel pipe.

B. Remove scale, slag, dirt, and debris from inside and outside of pipes, tubes, and fittings before
assembly.

C. Threaded Joints: Comply with NFPA 13 for pipe thickness and threads. Do not thread pipe with
wall thickness less than Schedule 40.

D. Grooved Joints: Assemble joints with listed coupling and gasket, lubricant, and bolts.

1.

2.

3.

4.

Steel Pipe: Roll-groove piping as indicated. Use grooved-end fittings and rigid, grooved-
end-pipe couplings, unless otherwise indicated.

Dry-Pipe Systems: Use fittings and gaskets listed for dry-pipe service, including couplings
with flush-seal type gaskets.

The gasket style and elastomeric material (grade) shall be verified as suitable for the
intended service as specified. Gaskets shall be molded and produced by the grooved
coupling manufacturer.

Grooved end shall be clean and free from indentations, projections, and roll marks in the
area from pipe end to groove for proper gasket sealing.

E. Dissimilar-Metal Piping Joints: Construct joints using dielectric fittings compatible with both
piping materials.

1.

NPS 2 and Smaller: Use dielectric unions, couplings, or nipples.
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2. NPS 2% to NPS 4: Use dielectric flanges.
3. NPS 6 and Larger: Use dielectric flange insulation kits.

3.09 SERVICE-ENTRANCE PIPING

A.

B.

Connect fire-suppression piping to water-service piping of size and in locations indicated for
service entrance to building. Refer to Civil contract documents for exterior piping.

1. Scope of work begins 5 feet outside the exterior wall of the building.

2.  Provide UL Listed stainless steel in-building riser assembly.

3. Provide applicable pipe restraints in accordance with NFPA 24.

Install shutoff valve, backflow preventer, pressure gage, drain, and other accessories indicated
at connection to water-service piping.

3.10 PIPING INSTALLATION

A.

B.

Locations and Arrangements: Drawing plans, schematics, and diagrams indicate general
location and arrangement of piping. Install piping as indicated, as far as practical.

Use approved fittings to make changes in direction, branch takeoffs from mains, and reductions
in pipe sizes.

Install "Inspector's Test Connections" in sprinkler system piping, complete with shutoff valve,
sized and located according to NFPA 13.

Install sprinkler piping with drains for complete system drainage.

Install ball drip valves to drain piping between fire department connections and check valves.
Drain to floor drain or outside building to an approved location.

Install alarm devices in piping systems.

Hangers and Supports: Comply with NFPA 13 for hanger materials and system piping supports
installation.

Install pressure gauges on risers on both the system side of the system valve and the supply
side of the system valve. Include pressure gauges with connection not less than NPS 1/4 and
with soft metal seated globe valve, arranged for draining pipe between gage and valve. Install
gauges to permit removal and install where they will not be subject to freezing.

Drain dry-pipe sprinkler piping.
Pressurize and check dry-pipe sprinkler system piping and air compressors.
Fill wet-pipe sprinkler system piping with water.

Install sleeves for piping penetrations of fire-resistance and smoke-resistance rated walls,
ceilings, and floors.

Install sleeve seals for piping penetrations of CMU and concrete walls and slabs.
Install pipe escutcheons for piping penetrations of walls, ceilings, and floors.
Water-filled piping shall be limited in and coordinated in low voltage, electrical, and IT rooms.

3.11 VALVE INSTALLATION

A. Install listed fire-protection valves, unlisted general-duty valves, specialty valves and trim,
controls, and specialties according to NFPA 13 and NFPA 14 and authorities having
jurisdiction.

B. Install listed fire-protection shutoff valves supervised-open, located to control sources of water
supply except from fire department connections. Install permanent identification signs indicating
portion of system controlled by each valve.

C. Install check valve in each water-supply connection. Install backflow preventers instead of
check valves in potable-water supply sources.
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D. Specialty Valves:

1.
2.

3.

Riser Check Valves: Install in vertical position for proper direction of flow.

Floor Control Valve Assemblies: Install in exit stair enclosure on the level served.
Coordinate location with means of egress components and Architect.

Dry-Pipe and Pre-Action Valves: Install trim sets for air supply, drain, priming level, alarm
connections, ball drip valves, pressure gages, priming chamber attachment, and fill-line
attachment.

a. Install air compressor and compressed-air supply piping.

E. AirVent:

1.

2.

3.

Provide at least one air vent at high point in each wet-pipe sprinkler system in accordance
with NFPA 13 requirements. Connect vent into top of fire sprinkler piping.

Provide at least one air vent at high point of each standpipe in accesible location and
piped to an approved drain location.

Provide dielectric union for dissimilar metals, ball valve, and strainer upstream of
automatic air vent.

3.12 SPRINKLER APPLICATIONS

A.

Where specific types are not indicated, use the following sprinkler types:

1.

2.
3.
4

2

Rooms without Ceilings: Bronze or Brass Upright sprinklers.

Concealed sprinklers shall be installed in finished ceilings.

Wall Mounting: Sidewall sprinklers.

IT Rooms other than the MDF and UPS room, unless requested otherwise: Bright White
Concealed horizontal sidewall sprinklers.

Spaces Subject to Freezing: Dry pendent sprinklers, or Dry horizontal sidewall sprinklers.
Special Applications: All Sprinkler heads to be Quick Response type, except Extra Hazard
Occupancies.

Install sprinkler guards for areas where sprinklers are subject to be inadvertently hit (i.e.
gymnasiums, shops, etc.)

3.13 SPRINKLER INSTALLATION

A.
B.

C.

D.

A
B.
C.

Install sprinklers in suspended ceilings in center of acoustical ceiling panels and tiles.

Do not install pendent or sidewall, wet-type sprinklers in areas subject to freezing. Use dry-type
sprinklers with water supply from heated space.

The sprinkler bulb protector must remain in place until the sprinkler is completely installed and
before the system is placed in service. Remove bulb protectors carefully by hand after
installation. Do not use any tools to remove bulb protectors.

Do not install sprinklers that have been dropped, damaged, or show a visible loss of fluid.
Never install sprinklers with cracked bulbs.

3.14 FIRE HOSE VALVE INSTALLATION

Install hose connections adjacent to standpipes, unless otherwise indicated.

Install freestanding hose connections for access and minimum passage restriction.

Install NPS 22 hose connections.
3.15 FIRE VALVE CABINET INSTALLATION

A. Install recessed hose stations for access and minimum passage restriction.
B. Install NPS 2'2hose connections.
C. Install wall-mounting, recessed type fire hose valves in cabinets. Include pipe escutcheons,
with finish matching valves, inside cabinet where water-supply piping penetrates cabinet. Install
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valves at angle required for connection of fire hose. Cabinets are specified in Division 10
Section "Fire Extinguisher Cabinets."

3.16 FIRE DEPARTMENT CONNECTION INSTALLATION

A
B.
C.

Install wall mount fire department connections surface mounted to exterior wall.
Install ball drip valve at each check valve for fire department connection.
Pipe ball drip valve to drain to the exterior of the building.

3.17 CONNECTIONS

A.
B.

C.

«c - T e

Install piping adjacent to equipment to allow service and maintenance.

Connect water-supply piping to fire-suppression piping. Include backflow preventer between
potable-water piping and fire-suppression piping.

Connect piping to specialty valves, hose valves, specialties, fire department connections, and
accessories.

Connect compressed-air supply to dry-pipe sprinkler piping.

Connect air compressor to the following piping and wiring:

1. Pressure gauges and controls.

2.  Electrical power system. Electrical receptacles are not an accessible connection. The
electrical power shall be hard-wired by a licensed electrician.

3. Fire alarm devices.

Electrical Connections: Power wiring is specified in Division 26.
Connect alarm devices to fire alarm.

Ground equipment according to Division 26.

Connect wiring according to Division 26.

Tighten electrical connectors and terminals according to manufacturer's published torque-
tightening values. If manufacturer's torque values are not indicated, use those specified in
UL 486A and UL 486B.

3.18 LABELING AND IDENTIFICATION

A.

B.

Install labeling and pipe markers on equipment and piping according to requirements in
NFPA 13.

Provide hydraulic design information signs and general information signs at all system risers
and control valve assemblies in accordance with NFPA 13.

3.19 FIELD QUALITY CONTROL

A. Perform the following field tests and inspections and prepare test reports:

1. Leak Test: After installation, charge system and test for leaks. Repair leaks and retest until
no leaks exist.

2. Test and adjust controls and safeties. Replace damaged and malfunctioning controls and
equipment.

3. Energize circuits to electrical equipment and devices.

4. Start and run air compressors.

5. Flush, test, and inspect sprinkler systems according to NFPA 13, "Systems Acceptance"
Chapter.

6. Flush, test, and inspect standpipe systems according to NFPA 14, "System Acceptance”
Chapter 11.

7. Flush, test, and inspect standpipe systems according to NFPA 20 Chapter 14.

8. Coordinate with fire alarm tests. Operate as required.

9. Coordinate with fire-pump tests. Operate as required.
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10. Verify that equipment hose threads are same as local fire department equipment.
B. Report test results promptly and in writing to Architect and authorities having jurisdiction.

C. Refer to Division 01 for additional field testing and commissioning requirements and
information.

3.20 CLEANING AND PROTECTION
A. Clean dirt and debris from sprinklers.
B. Remove and replace sprinklers with paint other than factory finish.
C. Protect sprinklers from damage until Substantial Completion.

3.21 DEMONSTRATION

A. Engage a factory-authorized service representative to train Owner's maintenance personnel to
adjust, operate, and maintain specialty valves. Refer to Division 01.

B. Grooved coupling manufacturer’s factory-trained field representative shall provide on-site
training for contractor's field personnel in the proper use of grooving tools and installation of
grooved piping products. Factory-trained representative shall periodically review the product
installation. Contractor shall remove and replace any improperly installed products.
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SECTION 22 0010
GENERAL REQUIREMENTS FOR PLUMBING SYSTEMS

PART 1 - GENERAL
1.01 DESCRIPTION

A

B.

The General Requirements for Plumbing Work are intended to be complementary to the
General Requirements of the Construction Contract.

Work Included: Provide complete plumbing systems where shown on the drawings, as
specified herein, and as needed for a complete and proper installation.

1.02 QUALITY ASSURANCE AND APPLICABLE STANDARDS

A.

Use adequate numbers of skilled workers that are thoroughly trained and experienced in the
necessary crafts and are completely familiar with the specified requirements and the methods
needed for proper performance of the work of this Section.

Without additional cost to the Architect/Engineer/Owner, provide such other labor and materials
as are required to complete the work of this Section in accordance with the requirements of
governmental agencies having jurisdiction, regardless of whether such materials and
associated labor are called for elsewhere in these Contract Documents.

Codes: Perform all work in accordance with the latest edition of the following codes:
State and city building, fire, plumbing, and mechanical codes.

National Electrical Code (NEC)

National Fire Protection Association (NFPA)

American with Disabilities Act (ADA)

Texas Accessibility Standards (TAS)

All authorities having jurisdiction.

oarwN =

Where conflicts occur between drawings, specifications, and code requirements, the most
stringent requirement shall take precedence.

Standards: The specifications and standards of the following organizations are by reference
made a part of these specifications. All work, unless otherwise indicated, shall comply with the
requirements and recommendations wherever applicable:

American National Standards Institute (ANSI)

Air Conditioning and Refrigeration Institute (ARI)

American Gas Association (AGA)

American Society for Testing and Materials (ASTM)

American Society of Plumbing Engineers (ASPE)

American Society of Mechanical Engineers (ASME)

American Society of Refrigeration, Heating and Air Conditioning Engineers (ASHRAE)
Electrical Testing Laboratories (ETL)

. National Bureau of Standards (NBS)

10. National Electrical Manufacturer's Association (NEMA)

11. National Fire Protection Association (NFPA)

12. Underwriters Laboratories, Inc. (UL)

NGO WN =

Electrical Characteristics for Equipment: Equipment of differing electrical characteristics may be
furnished provided such equipment is proposed on the “Alternate Manufacturer Evaluation
Form”, subsequently approved, and connecting electrical services, circuit breakers, and conduit
sizes appropriately modified. If minimum energy ratings or efficiencies are specified, equipment
shall comply with requirements.

When requested, provide the Owner’s Authorized Representative with manufacturer’s
certificate that materials meet or exceed minimum requirements as specified.
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1.03 REQUIREMENTS OF REGULATORY AGENCIES

A.

The requirements and recommendations of the latest edition of the Occupational Safety and
Health Administration (OSHA) Act are by reference made a part of these specifications. All
work shall comply with the requirements and recommendations wherever applicable.

1.04 RELATED WORK SPECIFIED ELSEWHERE

A.
B.

All Other Sections of Divisions 21, 23, and 26 (as applicable).

All other divisions of the contract documents. Refer to each division's specifications and
drawings for all requirements

1.05 SUBMITTALS

A. Comply with pertinent provisions of Division 01.

B. Provide Specifications per Division 01 for all submitted alternate equipment.

C. Product Data: Submit the following:

1. Materials list of items proposed to be provided under Division 22.

2. Manufacturer's specifications and other data needed to prove compliance with the
specified requirements. The term "Compliance" is understood to mean that the Contractor
certifies that the submitted equipment will meet or exceed the contract document
requirements. ltems that do not clearly meet this definition should be identified and
explained as required in the following paragraph.

3. Identify the difference between the specified item or function and the proposed. Explain
with enough detail so that the Architect/Engineer/Owner can easily determine that the item
complies with the functional intent. List any disadvantages or advantages of the proposed
item versus the specified item. Submit technical data sheets and pictures and diagrams to
support and clarify. Organize in a clear and concise format. All substitutions shall be
approved in writing by Architect/Engineer. The Architect/Engineer’s decision shall be final.

4.  Allow a minimum of ten (10) working days for the review of submittals and each re-
submittal.

5. Compliance with the Contract documents shall be the sole responsibility of the Contractor.
Items on equipment that are were not accepted by the Architect/Engineer in writing as an
approved equal shall be replaced or revised to comply with the contract documents at the
Contractor's expense.

6. Manufacturer's recommended installation procedures which, when reviewed by the
Architect/Engineer, shall become the basis for accepting or rejecting actual installation
procedures used on the work.

7.  Sign the submittal as an indication of compliance with the contract documents. Any
deviations from the contract documents shall be indicated on the submittal prior to signing.
Any deviations not indicated shall be cause for rejection and removal of the non-complying
equipment at the Contractor’'s expense.

D. See individual specification Sections for submittal requirements of materials and equipment.

E. Resubmittals of rejected submittals shall be limited to one (1) in number. Costs for processing
subsequent resubmittals in excess of the first resubmittal, resulting from the Contractor's
disregard of Architect/Engineer's primary submittal rejection comments, shall be borne by the
Contractor. Costs shall be based on Architect/Engineer's hourly rates as published in their
current professional fee schedules and shall also include reimbursable costs for delivery,
mailing, and photocopies at direct cost plus fifteen percent (15%).

F. Shop Drawings: Upon written request of the Contractor, the Architect/Engineer will provide
directly to the Contractor electronic backgrounds of drawings required to produce shop
drawings. The requirements to secure electronic files for shop drawing purposes are the same
as for record drawing purposes. See 22 0010, Paragraph 1.15.H.2.
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1.06 SUBSTITUTIONS

A.

The use of manufacturers' names and catalog numbers followed by the phrase "or equal” is
generally used to establish a standard of quality and utility for the specified items and to provide
a dimensional reference for construction documents that are drawn to scale.

Submittals for "equal" items shall, where applicable, include the following data that are not

necessarily required for specified items:

1. Performance characteristics.

2 Materials.

3. Finish.

4. Certification of conformance with specified codes and standards.

5 Manufacturer's specifications and other data needed to prove compliance with the
specified requirements. The term "Compliance" is understood to mean that the Contractor
certifies that the submitted equipment will meet or exceed the contract document
requirements. Items that do not clearly meet this definition should be identified and
explained as required in Paragraph 6 below.

6. Identify the difference between the specified item or function and the proposed. Explain
with enough detail so that the Architect/ Engineer/Owner can easily determine that the
item complies with the functional intent. List any disadvantages or advantages of the
proposed item versus the specified item. Submit technical data sheets and pictures and
diagrams to support and clarify. Include shop drawings for all piping and ductwork
equipment per Paragraph 1.5 Submittals. Organize in a clear and concise format.

Submittals of "equal" components or systems may be rejected if:

1. The material or equipment would necessitate the alteration of any portion of the
mechanical, electrical, architectural or structural design.

2. Dimensions vary from the specified material or equipment in such a manner that
accessibility or clearances are impaired or the work of other trades is adversely affected.

Proposed substitutions for materials or equipment must be submitted ten (10) days prior to final
bid date for consideration as approved equals. Otherwise, such substitutions will not be
permitted. Only Prime Bidders are allowed to make proposals for substitutions. Manufacturers,
distributors, and sub-contractors shall not make proposals to the Architect/Engineer for
substitutions.

No substitution shall be made unless authorized in writing by the Architect/Engineer. Should a
substitution be accepted, and should the substitute material prove defective or otherwise
unsatisfactory for the service intended, and within the guarantee period, replace this material or
equipment with material or equipment specified, at no additional cost to the
Architect/Engineer/Owner, and to the satisfaction of the Architect/Engineer.

Contractors submitting bids on substitute materials and equipment must also provide a written
performance guarantee certifying that the substitute materials and equipment will produce the
specified effects and meet the approval of the Architect/Engineer.

1.07 ORDINANCES, PERMITS, METERS, UTILITIES, AND ROYALTIES

A.

Procure all permits and licenses necessary for completion of this project and pay all lawful fees
required and necessary pursuant in obtaining said permits and licenses. All required certificates
of approvals and inspections by local governing and regulating authorities shall be obtained
and paid for by the Contractor.

Pay all fees required for the connection of water, gas, and sewer to utility mains, and any meter

fees if required.

1. Pay any royalty payments required or fees for the use of patented equipment or systems.
Defend all law suits or claims for infringement of any patent rights and shall hold the
Owner and Architect/Engineer harmless from loss as a result of said suits or claims.
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1.08 COMPATIBILITY OF EQUIPMENT

A.

Assume full responsibility for satisfactory operation of all component parts of the mechanical
systems to assure compatibility of all equipment and performance of the integrated systems in
accordance with the requirements of the specifications. Should the Contractor consider any
part of the specifications or drawings as rendering his acceptance of such responsibility
impossible, prohibitive, or restrictive, he shall notify the Architect/Engineer before submitting his
bid, and the bid shall be accompanied by a written statement of any objections or exceptions to
the specifications and drawings.

1.09 EXISTING UTILITIES AND TEMPORARY SERVICES FOR CONSTRUCTION

A

B.

Verify the location and capacity of existing utility services pertaining to work of Division 23.
Relocate existing utilities unearthed by excavation as directed by the utility service companies
affected.

Temporary Services for Construction
1. Provide temporary services in strict accordance with the provisions of these specifications.

1.10 EXCAVATION AND BACKFILLING

A.

F.
G.

Perform all excavation and backfilling necessary for the installation of the work. This shall
include shoring and pumping in ditches to keep them in dry condition until the work has been
installed. Properly perform all shoring required to protect the excavation and to safeguard
employees.

Perform excavation and backfilling in strict accordance with the provisions of these
specifications including trench safety requirements.

Make all excavations to the proper depth, with allowances made for floor slabs, forms, beams,
etc. Properly compact ground under piping before installing piping.
1. Provide backfilling in strict accordance with issued Geotechnical Engineering Report.

Remove from the site excavated materials not suitable and not used in the backfill.

Field check and verify the locations of all underground utilities. Avoid disturbing these as far as
possible. In the event existing utilities are damaged, repair them at no cost to the
Architect/Engineer/Owner.

In a lime-stabilized area, fully restore the lime stabilization after the excavation is complete.

Replace concrete, curbs, paving, and other surface improvements cut during excavation to their
original condition.

1.11 JOBSITE CONDITIONS

A

Examine the areas and conditions under which work of this Section will be performed. Include
required work to correct conditions detrimental to the timely and proper completion of all
Division 22 Work. Do not proceed until unsatisfactory conditions are corrected.

1.12 PREPARATION AND COORDINATION

A. Perform coordination work in strict accordance with provisions of these specifications and the
following:

1.  Coordinate as necessary with other trades to assure proper and adequate interface with
all work.

2. Where pipes and other plumbing items are shown in conflict with locations of structural
members and other equipment, include labor and materials required for extensions,
offsets and supports to clear the encroachment.

3. Although such work is not specifically indicated, provide all supplementary or
miscellaneous items, appurtenances, and devices incidental to or necessary for a sound,
secure, and complete installation.
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4. Coordinate accepted equipment changes from those scheduled or specified with other
trades affected. Additional compensation to other trades for equipment changes is the
responsibility of the Contractor making the change.

Plumbing Drawings are diagrammatic. Follow the drawings as closely as actual construction
and work of other trades will permit. Piping arrangements have been designed for maximum
economy consistent with good practice and other considerations. Install the systems arranged
as shown on the drawings, except as otherwise approved in advance by the Architect/Engineer.

Data indicated on the Drawings and in these Specifications are as exact as could be secured,
but their absolute accuracy is not warranted. The exact locations, distances, levels, and other
conditions will be governed by actual construction and the Drawings and Specifications should
be used only for guidance in such regard.

Where items such as switches, valve boxes, control panels, etc. are not specifically located on
the Drawings, provide an RFI to the Architect/Engineer, and locate as determined in the field by
the Architect/Engineer. Where such items are installed without such specific direction, relocate
as directed by the Architect/Engineer, and at no additional cost to the
Architect/Engineer/Owner.

Verify all dimensions and distances. No additional compensation will be allowed because of
differences between work shown on the Drawings and actual dimensions and distances at the
jobsite.

1.13 CONSTRUCTION REQUIREMENTS

A

C.

The drawings show the arrangements of work. Should project conditions necessitate
rearrangement, or if the materials or equipment can be installed to a better advantage in a
different manner, before proceeding with the work, prepare and submit Drawings of the
proposed arrangement for the Architect/Engineer’s review. Allow a minimum of ten (10)
working days for review.

Should the Contractor propose to install equipment requiring space conditions other than those
shown, or rearrange the equipment, he shall assume responsibility for the rearrangement of the
space and shall have the Architect/Engineer review the change before proceeding with the
work. The request for such changes shall be accompanied by contractor-generated detailed
shop drawings of the space in question. Identify monetary credits proposed or other benefits of
the change. Allow a minimum of ten (10) working days for review.

Properly locate and size all slots, holes, and openings in the building structure pertaining to the
work and for the correct location of pipe sleeves, as applicable to the work.

1.14 CUTTING AND PATCHING

A. Perform cutting and patching associated with the work in strict accordance with the provisions
of Division 01 of these Specifications and the following:
1. Coordinate work to minimize cutting and patching work.
2. Request for Architect/Engineer's Consent
a. Prior to cutting or coring of the building structure, submit a written request to the
Architect/Engineer for permission to proceed with cutting. Include x-rays of any floor
area where cutting or coring is proposed.

b. Contractor is cautioned that concrete floor may contain steel tendons, pipes, and
electrical/telecom conduits, all of which can not be cut or damaged.

3.  Perform Architect/Engineer-approved cutting and demolition by methods that will prevent
damage to other portions of the work and provide proper surfaces to receive installation of
new work and repair.

4. Perform fitting and adjusting of products to provide finished installation complying with the
specified tolerances and finishes.
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5.  Provide all core drilling of holes. Where sleeves and blockouts are required, they shall be
cut or provided at locations required. On completion of this work or as work progresses,
make all repairs and do all patching required as a result of work under this Contract. All
patching shall be performed in a manner that will restore the surrounding work to its
original condition to the satisfaction of the Architect/Engineer.

6. Assume responsibility for the proper size of all sleeves and blockouts in the building
structure pertaining to the work and for providing the correct location of pipe sleeves and
blockouts.

7. Where openings are cut through masonry walls, provide lintels or structural supports to
protect the remaining masonry. Provide adequate support during the cutting operation to
prevent any damage to the affected masonry.

1.15 PROJECT RECORD DOCUMENTS

A. Provide the record documents associated with the work of Division 22 in strict accordance with
the provisions of these specifications.

B. Throughout progress of the Division 22 Work, maintain an accurate record of changes in the
Contract Documents that apply to work of Division 22. Changes shall include all addendums
issued during bidding. Maintain an accurate record of the location of mechanical service lines
and outlets and all outside utilities.

C. Delegate the responsibility for maintenance of Record Documents to one person on the
Contractor's staff as approved by the Architect/Engineer. Submit in writing at the pre-
construction conference the name and credentials of the person responsible for record mark-
ups and maintenance.

D. Accuracy of Records

1. Thoroughly coordinate changes within the Record Documents, making adequate and
proper entries on each page of Specifications and each sheet of drawings and other
documents where such entry is required to show the change properly. Match the
symbology and format of the base documents.

2. Accuracy of records shall be such that a future verification of items shown in the Contract
Documents may rely reasonably on information obtained from the approved Project
Record Documents.

E. Maintain the job set of Record Documents completely protected from deterioration and from
loss and damage until completion of the work and transfer of all recorded data to the final
Project Record Documents.

F. Making Entries on Drawings
1. Using an erasable colored pencil (not ink or indelible pencil), clearly describe the change
by graphic line and note as required.
2 Date all entries.
3. Call attention to the entry by a "cloud" drawn around the area or areas affected.
4. In the event of overlapping changes, use different colors for the overlapping changes.
5. Make entries within 24 hours after receipt of information that the change has occurred.
6. Maintain the base drawing format and use the same symbology.
7.  Convert field mark-ups to finished CADD record drawings when required in this section.

G. Conversion of Schematic Layouts

1. In some cases on the drawings, arrangements of ductwork and piping and similar items
are shown schematically and are not intended to portray precise physical layout.
Determine final physical arrangement subject to the Architect/Engineer's approval.
However, design of future modifications of the facility may require accurate information as
to the final physical layout of items that are shown only schematically on the drawings.
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2. Show on the job set of record drawings, by dimension accurate to within one inch, the
centerline of each run of items such as all sleeves and piping, etc., below grade, in walls,
or in the concrete slab. A surface mounted device indicates the exact location:

a. Clearly identify the item by accurate note such as "Chilled Water" and the like.

b. Show, by symbol or note, the vertical location of the item "under slab," "in ceiling
plenum," "exposed," and the like.

c. Make all identification sufficiently descriptive that it may be related reliably to the
specifications.

H. Final Project Record Documents

1. The purpose of the final Project Record Documents is to provide factual information
regarding all aspects of the Work, both concealed and visible, to enable future
modification of the Work to proceed without lengthy and expensive site measurement,
investigation, and examination.

2. Provide completed record drawings in PDF and one printed set reproducible of each
drawing.

3. Refer to Division 01 for additional requirements.

1.16 OPERATION AND MAINTENANCE DATA

A. Well before substantial completion, submit two copies of a preliminary draft of the proposed
manual(s) to the Architect/Engineer for review and comments. Allow a minimum of ten (10)
working days for review.

B. Submit specified number copies of the approved manual to the Architect/Engineer prior to
indoctrination of operation and maintenance personnel.

C. Prepare in accordance with the following standards:

Format:
82" x 11"
Size:
White bond, at least 20 Ib. weight
Paper:
Neatly written or printed
Text:

11" in height preferable; bind in with text;
foldouts acceptable; larger drawings are
Drawings: acceptable but fold to fit within the Manual
and provide a drawing pocket inside rear
cover or bind in with text.
Separate each section of the Manual with
neatly prepared flysheets briefly

Flysheets: describing contents of the ensuing
section; flysheets may be in color.
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Use heavy-duty plastic or fiberboard
covers with binding mechanism concealed
Binding: inside the manual; 3-ring binders will be
acceptable; all binding is subject to the
Architect/ Engineer's approval.
Provide all measurements in U.S.
standard units such as feet-and-inches,
Ibs, and cfm. Where items may be
Measurements: expected to be measured within ten years
in accordance with metric formulae,
provide additional measurements in the
"International System of Units" (SI).

D. Provide front and back covers for each manual, using durable material approved by the
Architect/Engineer, and clearly identified on or through the cover with at least the following
information:

1. Name and Address of Work

2. Name of Contractor

3.  General subject of this manual

4. Space for approval signature of the Architect/Engineer and approval date

1.17 OPERATING AND MAINTENANCE INSTRUCTIONS

A. Contents: Include at least the following:

1. Neatly typewritten index near the front of the manual, giving immediate information as to
location within the manual of all emergency information regarding the installation.

2. Complete instructions regarding operation and maintenance of all equipment provided
including lubrication, disassembly, and reassembly.

3. Complete nomenclature of all parts of all equipment.

4. Complete nomenclature and part number of all replaceable parts, name and address of
nearest vendor, and all other data pertinent to procurement procedures.

5. Copy of all guarantees and warranties issued.

6. Manufacturer's bulletins, drawings, and descriptive data, clearly indicating the precise
items included in this installation and deleting, or otherwise clearly indicating, all
manufacturers' data with which this installation is not concerned.

7. Such other data as required in other sections of these specifications.

1.18 EQUIPMENT FOUNDATIONS

A. Provide equipment foundations associated with the work in accordance with the provisions of
these specifications

B. Provide concrete bases for all pad or floor mounted equipment. Bases shall be four inches (4”)
high above finished floors or grades (unless otherwise noted) and shall protrude two inches (2”)
beyond all sides of equipment and shall have exposed chamfer edges. Construct bases from
ready-mixed hardrock concrete, ASTM C94, reinforced with #3 rebar, ASTM A615, Grade 40,
at 18” on center each way.

C. Field verify exact location of outdoor pad mounted equipment with the Architect/Engineer.
Supply necessary fill and grade site to provide natural drainage away from equipment.

1.19 PAINTING
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A.

All equipment shall be delivered to the job with suitable factory finish. Should the finish be
damaged in transit or during the installation, it shall be finished to match appearance of original
finish. All work shall be subject to approval by Architect/Engineer.

1.20 TESTING AND INSPECTION

A.

B.

Provide personnel and equipment, make required tests, and secure required approvals from
the Architect/Engineer and governmental agencies having jurisdiction.

Make written notice to the Architect/Engineer, adequately in advance, of each of the following
stages of construction:

1. When all rough-in is complete, but not covered;

2. As specified in all Division 22 sections.

3. Atthe completion of the work of Division 22.

When material or workmanship is found to not comply with the specified requirements, remove
the noncomplying items from the job site and replace them with items complying with the
specified requirements at no additional cost to the Architect/Engineer/Owner. This shall be
performed within 3 days after receipt of written notice of noncompliance.

1.21 WARRANTY

A.

B.

C.

Warranty all equipment and workmanship for a period of one year after date of substantial
completion and replace or repair any faulty equipment or installation at no cost to the
Architect/Engineer/Owner for such service during this period, all in accordance with
requirements of Division 01.

This warranty shall not void specific warranties issued by manufacturers for greater periods of
time. Nor shall it void any rights guaranteed to the Owner by law.

Warranties shall be in writing in a form satisfactory to the Owner, and shall be delivered to the
Owner before final payment is made.

1.22 PROJECT COMPLETION

A. Upon completion of the work of Division 22, thoroughly clean all exposed portions of the
mechanical installation, removing all traces of sail, labels, grease, oil, and other foreign
material, and using only the type cleaner recommended by the manufacturer of the item being
cleaned.

END OF SECTION
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SECTION 22 0517
SLEEVES AND SLEEVE SEALS FOR PLUMBING PIPING

PART 1 GENERAL
1.01 SECTION INCLUDES
A. Pipe sleeves.
B. Pipe sleeve-seals.
1.02 RELATED REQUIREMENTS
A. Section 07 8400 - Firestopping.
1.03 REFERENCE STANDARDS

A. ASTM C592 - Standard Specification for Mineral Fiber Blanket Insulation and Blanket-Type
Pipe Insulation (Metal-Mesh Covered) (Industrial Type); 2022a.

B. ASTM E814 - Standard Test Method for Fire Tests of Penetration Firestop Systems; 2023a.
C. FM (AG) - FM Approval Guide; Current Edition.
D. UL (DIR) - Online Certifications Directory; Current Edition.

1.04 SUBMITTALS

A. See Section 01 3000 - Administrative Requirements for submittal procedures.

B. Shop Drawings: Indicate pipe materials used, jointing methods, supports, floor and wall
penetration seals. Indicate installation, layout, weights, mounting and support details, and
piping connections.

1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications: Company specializing in manufacturing the Products specified in
this section with minimum three years documented experience.

B. Installer Qualifications: Company specializing in performing work of the type specified this
section.
1. Minimum three years experience.

C. Clean equipment, pipes, valves, and fittings of grease, metal cuttings, and sludge that may
have accumulated from the installation and testing of the system.

1.06 DELIVERY, STORAGE, AND HANDLING
A. Deliver and store sleeve and sleeve seals in shipping containers, with labeling in place.

B. Provide temporary protective coating on cast iron and steel sleeves if shipped loose.
1.07 WARRANTY

A. See Section 01 7800 - Closeout Submittals, for additional warranty requirements.

B. Correct defective Work within a five year period after Date of Substantial Completion.
PART 2 PRODUCTS
2.01 PIPE SLEEVES
A. Vertical Piping:
1. Sleeve Length: 1 inch above finished floor.
2. Provide sealant for watertight joint.
3. Blocked Out Floor Openings: Provide 1-1/2 inch angle set in silicon adhesive around
opening.
4. Drilled Penetrations: Provide 1-1/2 inch angle ring or square set in silicone adhesive
around penetration.
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B. Sheet Metal: Pipe passing through interior walls, partitions, and floors, unless steel or brass
sleeves are specified below.

C. Pipe Passing Through Below Grade Exterior Walls:
1. Zinc coated or cast iron pipe.
2.  Provide watertight space with link rubber or modular seal between sleeve and pipe on
both pipe ends.

D. Pipe Passing Through Concrete Beam Flanges, except where Brass Pipe Sleeves are
Specified:
1.  Galvanized steel pipe or black iron pipe with asphalt coating.
2.  Connect sleeve with floor plate except in mechanical rooms.

E. Pipe Passing Through Mechanical, Laundry, and Animal Room Floors above Basement:
1.  Galvanized steel pipe or black iron pipe with asphalt coating.
2. Connect sleeve with floor plate except in mechanical rooms.

F. Penetrations in concrete beam flanges are permitted but are prohibited through ribs or beams
without prior approval from the Structural Engineer.

G. Clearances:
1. Provide allowance for insulated piping.
2. Wall, Floor, Partitions, and Beam Flanges: 1 inch greater than external pipe diameter.
3. All Rated Openings: Caulked tight with fire stopping material complying with ASTM E814
in accordance with Section 07 8400 to prevent the spread of fire, smoke, and gases.

2.02 PIPE-SLEEVE SEALS

A. Modular Mechanical Sleeve-Seal:
1. Elastomer-based interlocking links continuously fill annular space between pipe and wall-
sleeve, wall or casing opening.
2.  Watertight seal between pipe and wall-sleeve, wall or casing opening.
3. Size and select seal component materials in accordance with service requirements.
4. Service Requirements:
a. Corrosion resistant.
b. Oil, fuel, gas, and solvent resistant.
c. Underground, buried, and wet conditions.
d. Fire Resistant: 3 hour, FM (AG) and UL (DIR) approved.
e. High Temperature, up to 400 degrees F.
f.  Low temperature, down to minus 67 degrees F.
5. Glass-reinforced plastic pressure end plates.

B. Sealing Compounds:
1. Provide packing and sealing compound to fill pipe to sleeve thickness.
2. Combined packing and sealing compounding to match partition fire-resistance hourly
rating.

C. Pipe Sleeve Material:
1.  Bearing Walls: Steel, cast iron, or terra-cotta pipe.
2. Masonry Structures: Sheet metal or fiber.

D. Wall Sleeve: Steel material with waterstop collar, and nailer end-caps.
PART 3 EXECUTION
3.01 PREPARATION
A. Ream pipe and tube ends. Remove burrs. Bevel plain end ferrous pipe.
B. Remove scale and foreign material, from inside and outside, before assembly.
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3.02 INSTALLATION

A.
B.
C.

D.

Route piping in orderly manner, plumb and parallel to building structure. Maintain gradient.
Install piping to conserve building space, to not interfere with use of space and other work.

Install piping and pipe sleeves to allow for expansion and contraction without stressing pipe,
joints, or connected equipment.

Inserts:

1. Provide inserts for placement in concrete formwork.

2.  Provide inserts for suspending hangers from reinforced concrete slabs and sides of
reinforced concrete beams.

3. Provide hooked rod to concrete reinforcement section for inserts carrying pipe over 4
inches.

4. Where concrete slabs form finished ceiling, locate inserts flush with slab surface.

5.  Where inserts are omitted, drill through concrete slab from below and provide through-bolt
with recessed square steel plate and nut above slab.

Structural Considerations: Do not penetrate building structural members unless indicated.

Provide sleeves when penetrating footings, floors, walls, and partitions. Seal pipe including

sleeve penetrations to achieve fire resistance equivalent to fire separation required.

1. Underground Piping: Caulk pipe sleeve watertight with lead and oakum or mechanically
expandable chloroprene inserts with bitumen sealed metal components.

2.  Aboveground Piping:
a. Pack solid using mineral fiber complying with ASTM C592.
b. Fill space with an elastomer caulk to a depth of 0.50 inch where penetrations occur

between conditioned and unconditioned spaces.

3. All Rated Openings: Caulk tight with fire stopping material complying with ASTM E814 in
accordance with Section 07 8400 to prevent the spread of fire, smoke, and gases.

4. Caulk exterior wall sleeves watertight with lead and oakum or mechanically expandable
chloroprene inserts with mastic-sealed components.

Manufactured Sleeve-Seal Systems:

1. Install manufactured sleeve-seal systems in sleeves located in grade slabs and exterior
concrete walls at piping entrances into building.

2.  Provide sealing elements of the size, quantity, and type required for the piping and sleeve
inner diameter or penetration diameter.

3. Locate piping in center of sleeve or penetration.

4. Install field assembled sleeve-seal system components in annular space between sleeve
and piping.

5. Tighten bolting for a water-tight seal.

6. Install in accordance with manufacturer's recommendations.

When installing more than one piping system material, ensure system components are

compatible and joined to ensure the integrity of the system. Provide necessary joining fittings.
Ensure flanges, union, and couplings for servicing are consistently provided.

3.03 CLEANING

A. Upon completion of work, clean all parts of the installation.
B. Clean equipment, pipes, valves, and fittings of grease, metal cuttings, and sludge that may
have accumulated from the installation and testing of the system.
C. See Section 01 7419 - Construction Waste Management and Disposal for additional
requirements.
END OF SECTION
INNOVATIVE ENGINEERING GROUP 220517 -3

Sleeves And Sleeve Seals For Plumbing Piping






Tomball ISD — Intermediate School Replacement (0802-04-01)
Tomball, Texas

SECTION 22 0519
METERS AND GAUGES FOR PLUMBING PIPING

PART 1 GENERAL
1.01 SECTION INCLUDES
A. Pressure gauges.

B.
C.

Thermometers.
Pressure-temperature test plugs.

1.02 REFERENCE STANDARDS

A.
B.

C.

D.

E.

ASME B40.100 - Pressure Gauges and Gauge Attachments; 2022.

ASTM E1 - Standard Specification for ASTM Liquid-in-Glass Thermometers; 2014 (Reapproved
2025).

ASTM E77 - Standard Test Method for Inspection and Verification of Thermometers; 2014
(Reapproved 2021).

UL 393 - Indicating Pressure Gauges for Fire-Protection Service; Current Edition, Including All
Revisions.

UL 404 - Gauges, Indicating Pressure, for Compressed Gas Service; Current Edition, Including
All Revisions.

1.03 SUBMITTALS

A.
B.

C.
D.

See Section 01 3000 - Administrative Requirements for submittal procedures.

Product Data: Provide red-marked product data sheets for each furnished item with associated
components and accessories.

Project Record Documents: Record actual locations of components and instrumentation.

Maintenance Materials: Furnish the following for Owner's use in maintenance of project.
1.  See Section 01 6000 - Product Requirements. for additional provisions.

2.  Extra Gauge Qil for Inclined Manometers: One bottle.

3. Extra Pressure Gauges: One of each type and size.

PART 2 PRODUCTS
2.01 PRESSURE GAUGES

A. Bourdon Tube for Liquids and Gases:
1. Dial Size and Cover: 4-1/2 inch diameter scale with glass window.
2. Dial Text and Markings: Black color on white background with scaled psi units.
3. Accuracy: ASME B40.100, adjustable commercial grade (B) with 2 percent at mid-range
of span.
4. Process Connection: Lower-back, 1/4 inch NPT male except where noted.
5. Corrossion Resistant Gauge Wetted Materials: Painted steel case and brass socket rated
to match process pressure and temperature range.
6. Comply with UL 393 when used for fire protection service or UL 404 when used for
compressed gas service.
B. Accessories:
1. Airor Gas Sensor: Static pressure with compression fittings for bulkhead mounting and
1/4 inch diameter tubing.
2. Gauge Cock: Brass with tee or lever handle for maximum 150 psi.
3. Needle Valve: Brass, 1/4 inch NPT female for noncorrosive service.
4. Pressure Snubber (Pulsation Damper): Brass, 1/4 inch NPT male.
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5. Diaphragm Seal: 316L Stainless steel wetted material rated at 15 psi (1 bar), threaded.

Select top size to match gauge size.
2.02 THERMOMETERS
A. General:

1. Product Compliance: ASTM EA1.

2. Lens: Clear glass, except where stated.

3.  Accuracy: Two percent, when tested in accordance with ASTM E77, except where stated.

4. Scale: Black markings depicting single scale in degrees F where expected process value
falls half-span of standard temperature range.

B. Thermometers - Adjustable Angle: 7 inch v-shape aluminum case with clear glass window
scale, 6 inch NPT stem, red or blue organic non-toxic liquid filled glass tube, and adjustable
joint with positive locking device allowing 360 degrees in horizontal plane or 180 degrees in
vertical plane adjustments.

2.03 PRESSURE-TEMPERATURE TEST PLUGS:
A. Size: 500 psi capacity; 1/2 inch MPT brass fitting with gasket, cap, and retaining strap for 1/8
inch pressure gauge or temperature probe.
B. Wetted Materials per Temperature Range:
1. Up to 200 degrees F: Brass probe with neoprene core.
C. Accessories: Brass, lever-handle cock and snubber-filter.
PART 3 EXECUTION

3.01 EXAMINATION

A. Do not install instrumentation when areas are under construction, except for required rough-in,
taps, supports, and test plugs.

3.02 INSTALLATION

A. Install pressure gauges as follows:
1. At Pumps: Place single gauge before strainer, suction side and discharge side.
2. Include gauge cock to isolate each gauge and extend nipples for insulation clearance.
3. Adjust gauges to selected viewing angle, clean thoroughly, and calibrate to zero.

B. Install thermometers as follows:
1.  Water Heaters: Place upstream and downstream of heater. Add one on the inlet end
when using steam as the water heating medium.
2.  Piping: Install thermometers in branch butt weld connection fitting or socket-weld
thermowell. Enlarge pipes smaller than 2-1/2 inch to accommodate sockets. Ensure
sockets are above insulation clearance.

C. Locate PT (pressure-temperature) test plugs adjacent to control device sockets.
END OF SECTION
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SECTION 22 0523
GENERAL-DUTY VALVES FOR PLUMBING PIPING

PART 1 GENERAL
1.01 SECTION INCLUDES

A.

B
C.
D.
E
F

Angle valves.

Ball valves.

Butterfly valves.

Check valves.

Gate valves.
Lubricated plug valves.

1.02 RELATED REQUIREMENTS
1.03 ABBREVIATIONS AND ACRONYMS

A. CWHP: Cold working pressure.

B. EPDM: Ethylene propylene copolymer rubber.

C. NBR: Acrylonitrile-butadiene, Buna-N, or nitrile rubber.

D. NRS: Non-rising stem.

E. OS&Y: Outside screw and yoke.

F. PTFE: Polytetrafluoroethylene.

G. RS: Rising stem.

H. TFE: Tetrafluoroethylene.

.  WOG: Water, oil, and gas.

1.04 REFERENCE STANDARDS

A. ASME B1.20.1 - Pipe Threads, General Purpose, Inch; 2013 (Reaffirmed 2018).

B. ASME B16.1 - Gray Iron Pipe Flanges and Flanged Fittings: Classes 25, 125, and 250; 2026.

C. ASME B16.5 - Pipe Flanges and Flanged Fittings: NPS 1/2 Through NPS 24 Metric/Inch
Standard; 2025.

D. ASME B16.10 - Face-to-Face and End-to-End Dimensions of Valves; 2022, with Errata (2023).

E. ASME B16.18 - Cast Copper Alloy Solder Joint Pressure Fittings; 2021.

F. ASME B16.34 - Valves — Flanged, Threaded, and Welding End; 2025.

G. ASME B31.9 - Building Services Piping; 2025.

H. ASME BPVC-IX - Boiler and Pressure Vessel Code, Section IX - Qualification Standard for
Welding, Brazing, and Fusing Procedures; Welders; Brazers; and Welding, Brazing, and Fusing
Operators; 2025, with Errata.

I.  ASTM A48/A48M - Standard Specification for Gray Iron Castings; 2022.

J.  ASTM A126 - Standard Specification for Gray Iron Castings for Valves, Flanges, and Pipe
Fittings; 2004 (Reapproved 2023).

K. ASTM A536 - Standard Specification for Ductile Iron Castings; 2024.

L. MSS SP-67 - Butterfly Valves; 2022.

M. MSS SP-70 - Gray Iron Gate Valves, Flanged and Threaded Ends; 2011.

N. MSS SP-71 - Gray Iron Swing Check Valves, Flanged and Threaded Ends; 2018.
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MSS SP-72 - Ball Valves with Flanged or Butt-Welding Ends for General Service; 2010a.
MSS SP-78 - Gray Iron Plug Valves, Flanged and Threaded Ends; 2011.
MSS SP-80 - Bronze Gate, Globe, Angle, and Check Valves; 2019.

MSS SP-110 - Ball Valves Threaded, Socket-Welding, Solder Joint, Grooved and Flared Ends;
2010, with Errata .

NSF 61 - Drinking Water System Components - Health Effects; 2025, with Addendum
NSF 372 - Drinking Water System Components - Lead Content; 2024.

1.05 SUBMITTALS

A.
B.

C.

See Section 01 3000 - Administrative Requirements for submittal procedures.

Product Data: Provide data on valves including manufacturers catalog information. Submit
performance ratings, rough-in details, weights, support requirements, and piping connections.

Warranty: Submit manufacturer warranty and ensure that forms have been completed in
Owner's name and registered with manufacturer.

Operation and Maintenance Data: Include manufacturer's descriptive literature, operating
instructions, maintenance and repair data, and parts listings.

Maintenance Materials: Furnish Owner with one wrench for every five plug valves, in each size
of square plug valve head.
1.  See Section 01 6000 - Product Requirements for additional provisions.

1.06 QUALITY ASSURANCE

A

B.

Manufacturer:

1. Obtain valves for each valve type from single manufacturer.

2.  Company must specialize in manufacturing products specified in this section, with not less
than three years of documented experience.

Welding Materials and Procedures: Comply with ASME BPVC-IX.

1.07 DELIVERY, STORAGE, AND HANDLING

A.

Prepare valves for shipping as follows:

1. Minimize exposure of operable surfaces by setting plug and ball valves to open position.
2 Protect valve parts exposed to piped medium against rust and corrosion.

3. Protect valve piping connections such as grooves, weld ends, threads, and flange faces.
4. Adjust globe, gate, and angle valves to the closed position to avoid clattering.

5.  Secure check valves in either the closed position or open position.

6. Adjust butterfly valves to closed or partially closed position.

Use the following precautions during storage:
1 Maintain valve end protection and protect flanges and specialties from dirt.
a. Provide temporary inlet and outlet caps.
b. Maintain caps in place until installation.
2.  Store valves in shipping containers and maintain in place until installation.
a. Store valves indoors in dry environment.
b. Store valves off the ground in watertight enclosures when indoor storage is not an
option.

PART 2 PRODUCTS
2.01 APPLICATIONS

A. See drawings for specific valve locations.
B. Listed pipe sizes shown using nominal pipe sizes (NPS) and nominal diameter (DN).
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Provide the following valves for the applications if not indicated on drawings:
1. Shutoff: Ball, butterfly, gate.
2. Dead-End: Single-flange butterfly (lug) type.
3. Swing Check (Pump Outlet):
a. 2inch and Smaller: Bronze swing check valves with bronze or nonmetallic disc.
b. 2-1/2 inch and Larger for Domestic Water: Iron swing check valves with closure
control, metal or resilient seat check valves.

Substitutions of valves with higher CWP classes or WSP ratings for same valve types are
permitted when specified CWP ratings or WSP classes are not available.

Domestic, Hot and Cold Water Valves:

1. 2inch and Smaller:

Bronze: Provide with solder-joint, threaded, or press ends.

Bronze Angle: Class 125, bronze disc.

Ball: Two piece, full port, bronze with stainless-steel trim.

Bronze Swing Check: Class 125, bronze disc.

. Bronze Gate: Class 125, NRS.

-1/2 inch and Larger:

Iron, 2-1/2 inch to 4 inch: Provide with threaded, flanged, or press ends.
Iron Ball: Class 150.

Iron Single-Flange Butterfly: 200 CWP, EPDM seat, aluminum-bronze disc.
Iron Swing Check: Class 125, metal seats.

Iron Gate: Class 125, NRS.

Natural Gas Valves:

1. 4 inch and Smaller:
a. Ball: Two piece, full port, bronze with brass trim.
b. Plug: Castiron body and plug.

N
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2.02 GENERAL REQUIREMENTS

A. Valve Pressure and Temperature Ratings: No less than rating indicated; as required for system
pressures and temperatures.

B. Valve Sizes: Match upstream piping unless otherwise indicated.

C. Valve Actuator Types:

1.  Gear Actuator: Quarter-turn valves 8 inch and larger.

2. Handwheel: Valves other than quarter-turn types.

3. Hand Lever: Quarter-turn valves 6 inch and smaller except plug valves.

4.  Wrench: Plug valves with square heads.

D. Insulated Piping Valves: With 2 inch stem extensions and the following features:

1. Gate Valves: Rising stem.

2. Ball Valves: Extended operating handle of non-thermal-conductive material, and
protective sleeve that allows operation of valve without breaking the vapor seal or
disturbing insulation.

3. Butterfly Valves: Extended neck.

4. Memory Stops: Fully adjustable after insulation is installed.

E. Valve-End Connections:

1. Threaded End Valves: ASME B1.20.1.

2.  Flanges on Iron Valves: ASME B16.1 for flanges on iron valves.

3. Pipe Flanges and Flanged Fittings 1/2 inch through 24 inch: ASME B16.5.

4. Solder Joint Connections: ASME B16.18.
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F. General ASME Compliance:
1. Ferrous Valve Dimensions and Design Criteria: ASME B16.10 and ASME B16.34.
2. Solder-joint Connections: ASME B16.18.
3.  Building Services Piping Valves: ASME B31.9.

G. Potable Water Use:
1.  Certified: Approved for use in compliance with NSF 61 and NSF 372.
2. Lead-Free Certified: Wetted surface material includes less than 0.25 percent lead
content.

H. Source Limitations: Obtain each valve type from a single manufacturer.
2.03 BRONZE, ANGLE VALVES

A. Class 125; CWP Rating: 200 psi:

Comply with MSS SP-80, Type 1.

Body: Bronze; ASTM B62, with integral seat and screw in bonnet.
End Connections: Pipe thread.

Stem: Bronze.

Disc: Bronze.

Packing: Asbestos free.

. Handwheel: Bronze or aluminum.

2.04 BRONZE, BALL VALVES

A. General:
1.  Fabricate from dezincification resistant material.
2. Copper alloys containing more than 15 percent zinc are not permitted.

B. Two Piece, Full Port with Bronze Trim:

Comply with MSS SP-110.

WSP Rating: 150 psi.

WOG Rating: 600 psi.

Body: Forged bronze or dezincified-brass alloy.

Ends Connections: Pipe thread or solder.

Seats: PTFE.

Stem: Bronze, blowout proof.

Ball: Chrome plated brass.

Operator: Provide lockable handle and stem extension.

2.05 IRON, BALL VALVES

A. Class 125, Full Port, Stainless Steel Trim:

Comply with MSS SP-72.

CWP Rating: 200 psi.

Body: ASTM A536 Grade 65-45-12, ductile iron.
End Connections: Flanged.

Seats: PTFE.

Stem: Stainless steel.

Ball: Stainless steel.

Operator: Lever with locking handle.

2.06 IRON, SINGLE FLANGE BUTTERFLY VALVES

A. Wafer and Lug Style:
1. Class 125, or Class 150 flanges.
2. Comply with MSS SP-67, Type |.
3.  Wafer Style, Service Pressure Ratings:

Nogakowdb=
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a. 2to12inch: 200 psi.

b. 14to 24 inch: 150 psi.

¢c. Vacuum down to 29.9 in-Hg.

Body Material: ASTM A126, cast iron or ASTM A536, ductile iron.
Stem: One or two-piece stainless steel.

Seat: EPDM.

Disc: Aluminum-bronze.

Finish: Epoxy coated.

Operator: Lockable handle over direct-mount actuator base.

2.07 BRONZE, SWING CHECK VALVES

A. General:
1.

Fabricate from dezincification resistant material.

2. Copper alloys containing more than 15 percent zinc are not permitted.
B. Class 125:
1.  Pressure and Temperature Rating: MSS SP-80, Type 3.
2. Design: Y-pattern, horizontal or vertical flow.
3.  WOG Rating: 200 psi.
4. Body: Bronze.
5. End Connections: Threaded or soldered.
6. Disc: Bronze.
2.08 IRON, HORIZONTAL SWING CHECK VALVES
A. Class 125:
1. Pressure and Temperature Rating: MSS SP-71, Type I.
2. Design: T-body style for clear or full waterways.
3. WOG Rating: 200 psi.
4. Body: ASTM A126, gray cast iron with bolted bonnet.
5. End Connections: Flanged.
6. Trim: Composition.
7. Seat Ring and Disc Holder: Bronze.
8. Disc: PTFE.
9. Gasket: Asbestos free.

2.09 IRON, SWING CHECK VALVES WITH CLOSURE CONTROL

A. Class 125 with Lever and Spring-Closure Control.
1.
2.

Comply with MSS SP-71, Type I.

Description:

CWP Rating: 200 psi.

Design: Clear or full waterway.

Body: ASTM A126, gray iron with bolted bonnet.

Ends: Flanged as indicated.

Trim: Bronze.

Gasket: Asbestos free.

g. Closer Control: Factory installed, exterior lever, and weight.

-0 Qo0 T

2.10 BRONZE, GATE VALVES

A. General:
1.

2.

Fabricate from dezincification resistant material.
Copper alloys containing more than 15 percent zinc are not permitted.

B. Rising Stem or OS&Y:
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Pressure-Temperature Range: MSS SP-80, Type I.
Body: Bronze with integral seat and screw-in bonnet.
End Connections: Threaded or solder.

Stem: Bronze.

Disc: Solid wedge; bronze.

Packing: Asbestos free.

Handwheel Operator: Malleable iron.

Nogakowb=

2.11 IRON, GATE VALVES

A.

Bolted Bonnet: OS&Y; Rising Stem:

Pressure and Temperature Rating: MSS SP-70, Type I.
Class 125: WOG Rating; 200 psi.

Body: ASTM A126, gray iron with bolted bonnet.

End Connections: Flanged.

Trim: Bronze.

Disc: Solid wedge.

. Packing and Gasket: Asbestos free.

Nookowdbd=

212 LUBRICATED PLUG VALVES

A.

Regular Gland with Threaded Ends:

Comply with MSS SP-78, Type Il

Class 125: CWP Rating: 200 psi.

Body: ASTM A48/A48M or ASTM A126, cast iron with lubrication sealing system.
Pattern: Regular or short.

Plug: Cast iron or bronze with sealant groove.

. Packing: Teflon or Buna N

oakwn-~

PART 3 EXECUTION
3.01 EXAMINATION

A.

B.
C.

D.

Discard all packing materials and verify that valve interior, including threads and flanges are
completely clean without signs of damage or degradation that could result in leakage.

Verify valve parts to be fully operational in all positions from closed to fully open.

Confirm gasket material to be suitable for the service, to be of correct size, and without defects
that could compromise effectiveness.

Should valve is determined to be defective, replace with new valve.

3.02 INSTALLATION

A. Provide unions or flanges with valves to facilitate equipment removal and maintenance while
maintaining system operation and full accessibility for servicing.

B. Provide separate valve support as required and locate valve with stem at or above center of
piping, maintaining unimpeded stem movement.

C. Where valve support members are welded to structural building framing, scrape, brush clean,
and apply one coat of zinc rich primer to welds.

D. Install check valves where necessary to maintain direction of flow as follows:
1.  Lift Check: Install with stem plumb and vertical.
2. Swing Check: Install horizontal maintaining hinge pin level.

END OF SECTION
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SECTION 22 0529
HANGERS AND SUPPORTS FOR PLUMBING PIPING AND EQUIPMENT

PART 1 GENERAL
1.01 SECTION INCLUDES
A

IOMMOO®

Prefabricated trapeze-framed systems.

Strut systems for pipe or equipment support.

Beam clamps.

Pipe hangers.

Pipe rollers and roller supports.

Pipe supports, guides, shields, and saddles.
Nonpenetrating rooftop supports for low-slope roofs.
Anchors and fasteners.

1.02 RELATED REQUIREMENTS
A. Section 03 3000 - Cast-in-Place Concrete: Concrete equipment pads.
B. Section 05 5000 - Metal Fabrications.

1.03 REFERENCE STANDARDS

A. ASTM A36/A36M - Standard Specification for Carbon Structural Steel; 2019.

B. ASTM A47/A47M - Standard Specification for Ferritic Malleable Iron Castings; 1999, with
Editorial Revision (2022).

A. ASTM A123/A123M - Standard Specification for Zinc (Hot-Dip Galvanized) Coatings on Iron
and Steel Products; 2024.

B. ASTM A153/A153M - Standard Specification for Zinc Coating (Hot-Dip) on Iron and Steel
Hardware; 2023.

C. ASTM A181/A181M - Standard Specification for Carbon Steel Forgings, for General-Purpose
Piping; 2025.

D. ASTM A283/A283M - Standard Specification for Low and Intermediate Tensile Strength Carbon
Steel Plates; 2024.

E. ASTM A395/A395M - Standard Specification for Ferritic Ductile Iron Pressure-Retaining
Castings for Use at Elevated Temperatures; 1999 (Reapproved 2022).

F. ASTM A653/A653M - Standard Specification for Steel Sheet, Zinc-Coated (Galvanized) or Zinc-
Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process; 2025a.

G. ASTM A1011/A1011M - Standard Specification for Steel, Sheet and Strip, Hot-Rolled, Carbon,
Structural, High-Strength Low-Alloy, High-Strength Low-Alloy with Improved Formability, and
Ultra-High Strength; 2025.

H. ASTM B633 - Standard Specification for Electrodeposited Coatings of Zinc on Iron and Steel;
2023.

I.  ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials;
2026.

J.  ASTM E96/E96M - Standard Test Methods for Gravimetric Determination of Water Vapor
Transmission Rate of Materials; 2024a.

K. FM (AG) - FM Approval Guide; Current Edition.
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L. MFMA-4 - Metal Framing Standards Publication; 2004.

M. MSS SP-58 - Pipe Hangers and Supports - Materials, Design, Manufacture, Selection,
Application, and Installation; 2025.
N. UL (DIR) - Online Certifications Directory; Current Edition.
O. UL 723 - Standard for Test for Surface Burning Characteristics of Building Materials; Current
Edition, Including All Revisions.
1.04 ADMINISTRATIVE REQUIREMENTS

A. Coordination:
1.  Coordinate sizes and arrangement of supports and bases with the actual equipment and
components to be installed.
2.  Coordinate the work with other trades to provide additional framing and materials required
for installation.
3. Coordinate compatibility of support and attachment components with mounting surfaces at
the installed locations.
4. Coordinate the arrangement of supports with ductwork, piping, equipment and other
potential conflicts installed under other sections or by others.
5.  Notify Architect of any conflicts with or deviations from Contract Documents. Obtain
direction before proceeding with work.
B. Sequencing:
1. Do not install products on or provide attachment to concrete surfaces until concrete has
fully cured in accordance with Section 03 3000.
1.05 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements for submittal procedures.

B. Product Data: Provide manufacturer's standard catalog pages and data sheets for metal
channel (strut) framing systems, nonpenetrating rooftop supports, post-installed concrete and
masonry anchors, and thermal insulated pipe supports.

C. Shop Drawings: Include details for fabricated hangers and supports where materials or
methods other than those indicated are proposed for substitution.

D. Installer's Qualifications: Include evidence of compliance with specified requirements.
1.06 QUALITY ASSURANCE
A. Comply with applicable building code.

B. Maintain at the project site a copy of each referenced document that prescribes execution
requirements.

C. Installer Qualifications for Field-Welding: As specified in Section 05 5000.
1.07 DELIVERY, STORAGE, AND HANDLING

A. Receive, inspect, handle, and store products in accordance with manufacturer's instructions.
PART 2 PRODUCTS
2.01 GENERAL REQUIREMENTS

A. Provide required hardware to hang or support piping, equipment, or fixtures with related
accessories as necessary to complete installation of plumbing work.

B. Provide hardware products listed, classified, and labeled as suitable for intended purpose.
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C. Where support and attachment component types and sizes are not indicated, select in
accordance with manufacturer's application criteria as required for the load to be supported.
Include consideration for vibration, equipment operation, and shock loads where applicable.

D. Do not use wire, chain, perforated pipe strap, or wood for permanent supports unless
specifically indicated or permitted.

E. Fire Resistance: Provide hardware rated for 60 minutes resistance unless specifically indicated
by the authority having jurisdiction.

F. Materials for Metal Fabricated Supports: Comply with Section 05 5000.
1.  Zinc-Plated Steel: Electroplated in accordance with ASTM B633 unless stated otherwise.

2. Galvanized Steel: Hot-dip galvanized in accordance with ASTM A123/A123M or ASTM
A153/A153M unless stated otherwise.

G. Corrosion Resistance: Use corrosion-resistant metal-based materials fully compatible with
exposed piping materials and suitable for the environment where installed.
1. Indoor Dry Locations: Use zinc-plated steel or approved equivalent unless otherwise
indicated.

2. Outdoor, Damp, or Wet-Indoor Locations: Use galvanized steel, stainless steel, or
approved equivalent unless otherwise indicated.

2.02 PREFABRICATED TRAPEZE-FRAMED SYSTEMS

A. Prefabricated Trapeze-Framed Metal Strut Systems:

1.  MFMA-4 compliant, pre-fabricated, MSS SP-58 Type 59 continuous-slot metal strut
channel with associated tracks, fittings, and related accessories.

2. Strut Channel or Bracket Material:

a. Indoor Dry Locations: Use zinc-plated steel or galvanized steel.

b. Outdoor and Damp or Wet Indoor Locations: Use galvanized steel.

Minimum Channel Thickness: Steel sheet, 12 gauge, 0.1046 inch.

Minimum Channel Dimensions: 1-5/8 inch width by 13/16 inch height.

5. Accessories: Provide bracket covers, cable basket clips, cable tray clips, clamps, conduit
clamps, fire-retarding brackets, j-hooks, protectors, and vibration dampeners.

2.03 STRUT SYSTEMS FOR PIPE OR EQUIPMENT SUPPORT

A. Strut Channels:
1.  ASTM A653/A653M galvanized steel bracket with clamps for surface mounting of piping or
plumbing equipment support.
2. Channel or Bracket Kits: Include rods, brackets, end-fixed fittings, covers, clips, and other
related hardware required to complete sectional trapeze section for piping or other
support.

B. Hanger Rods:
1. Threaded zinc-plated steel unless otherwise indicated.
2. Minimum Size, Unless Otherwise Indicated or Required:
a. Equipment Supports: 1/2 inch diameter.
b. Piping up to 1 inch: 1/4 inch diameter.
c. Piping larger than 1 inch: 3/8 inch diameter.
d. Trapeze Support for Multiple Pipes: 3/8 inch in length.

C. Channel Nuts:

1. Provide carbon steel channel nut with epoxy copper or zinc finish and long, regular, or
short spring as indicated on drawings.

o
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2.04 BEAM CLAMPS

A.
B.
C.

D.
E.

F.
G.
H.

MSS SP-58 types 19 through 23, 25 or 27 through 30 based on required load.
C-Clamp: MSS SP-58 type 23, malleable iron and steel with stainless steel and zinc finish.

Small or Junior Beam Clamp: MSS SP-58 type 19, malleable iron with zinc finish. For inverted
usage provide manufacturer listed size(s).

Wide Mouth Beam Clamp: MSS SP-58 type 19, malleable iron with zinc finish.

Centerload Beam Clamp with Extension Piece: MSS SP-58 type 30, malleable iron with zinc
finish.

FM (AG) and UL (DIR) Approved Beam Clamp: MSS SP-58 type 19, plated finish.

Provide clamps with hardened steel cup-point set screws and lock-nuts for anchoring in place.

Material: ASTM A395/A395M ductile iron, ASTM A36/A36M carbon steel, ASTM A47/A47M
malleable iron, ASTM A181/A181M forged steel, or ASTM A283/A283M steel.

2.05 PIPE HANGERS

A.

Clevis Hangers, Adjustable:
1. Light-Duty: MSS SP-58 type 1, zinc-colored, epoxy plated.
2. Standard-Duty: MSS SP-58 type 1, zinc-colored, epoxy plated.

2.06 PIPE CLAMPS

A.

Riser Clamps:

1. Forinsulated pipe runs, provide two bolt-type clamps designed for installation under
insulation.

2. MSS SP-58 type 1 or 8, carbon steel or steel with epoxy plated, stainless steel, or zinc
plated finish.

3. UL (DIR) listed: Pipe sizes 1/2 to 8 inch.

Extension Split Pipe Clamp:

1. MSS SP-58 type 12, hinged split ring and yoke roller hanger with zinc finish.

2. Material: ASTM A47/A47M malleable iron or ASTM A36/A36M carbon steel.

3. Provide hanger rod and nuts of the same type and material for a given pipe run.

4. Provide coated or plated hangers to isolate steel hangers from dissimilar metal tube or
pipe.

Strut Clamps:

1. Pipe Clamp: Two-piece rigid, universal, or outer diameter type, carbon steel with epoxy
copper or zinc finish.

Insulation Coupling:
1. Two bolt-type clamps designed for installation under insulation.
2. Material: Carbon steel with epoxy copper or zinc finish.

2.07 PIPE ROLLERS AND ROLLER SUPPORTS

A
B.

MSS SP-58 type 43 based on required load, nonconductive and corrosion resistant.
Material: Zinc plated ASTM A36/A36M carbon steel or ASTM A47/A47M malleable iron.

2.08 PIPE SUPPORTS, GUIDES, SHIELDS, AND SADDLES

A. Dielectric Barriers: Provide between metallic supports and metallic piping and associated items
of dissimilar type; acceptable dielectric barriers include rubber or plastic sheets or coatings
attached securely to pipe or item.

B. U-Bolts:
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1.  MSS SP-58 type 24, carbon steel u-bolt for pipe support or anchoring.

C. Intermediate Anchors and Pipe Alignment Guides:
1.  Pipe Sizes 6 inch and Smaller: Minimum clearance of 0.16 inch.
2. Pipe Size 8 inch: 0.625 inch U-bolt with double nuts providing minimum clearance of 0.28
inch.
Pipe Size 10 inch: 0.75 inch U-bolt.
Pipe Sizes 12 to 16 inch: 0.875 inch U-bolt.
Pipe Sizes 18 to 30 inches: 1 inch U-bolt.
Use pipe clamps with oversize pipe sleeve that provides clearance around pipe.

ipe Alignment Guides, Galvanized steel:
Pipe Sizes 8 inch and Smaller: Spider or sleeve type.
Pipe Sizes 10 inch and Larger: Roller type.

ipe Shields for Insulated Piping:

MSS SP-58 type 40, ASTM A1011/A1011M steel or ASTM A653/A653M carbon steel.
General Construction and Requirements:

a. Surface Burning Characteristics: Comply with ASTM E84 or UL 723.

Shields Material: UV-resistant polypropylene with glass fill.

Maximum Insulated Pipe Outer Diameter: 12-5/8 inch.

Service Temperature: Minus 40 to 178 degrees F.

Pipe shields to be provided at hanger, support, and guide locations on pipe requiring
insulation or additional support.

F. Pipe Supports:
1. Material: ASTM A395/A395M ductile iron, ASTM A36/A36M carbon steel, ASTM
A47/A47M malleable iron, ASTM A181/A181M forged steel, or ASTM A283/A283M steel.
2. Liquid Temperatures Up to 122 degrees F:
a. Overhead Support: MSS SP-58 types 1, 3 through 12 clamps.
b. Support From Below: MSS SP-58 types 35 through 38.

G. Pipe Supports, Thermal Insulated:
1.  General Requirements:
a. Insulated pipe supports to be provided at hanger, support, and guide locations on
pipe requiring insulation or additional support.
b. Surface Burning Characteristics: Flame spread index/smoke developed index of
5/30, maximum, when tested in accordance with ASTM E84 or UL 723.
c. Provide pipe supports for 1/2 to 30 inch iron pipes.
d. Insulation inserts to consist of rigid phenolic foam insulation surrounded by 360
degree, PVC jacketing.
2.  PVC Jacket:
a. Pipe insulation protection shields to be provided with ball bearing hinge and locking
seam.
b. Moisture Vapor Transmission: 0.0071 perm inch, when tested in accordance with
ASTM E96/E96M.
c.  Minimum Thickness: 60 mil, 0.06 inch.

2.09 NONPENETRATING ROOFTOP SUPPORTS FOR LOW-SLOPE ROOFS

A. Provide steel pedestals with thermoplastic or rubber base that rest on top of roofing membrane,
not requiring any attachment to the roof structure and not penetrating the roofing assembly,
with support fixtures as specified.

O
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C.

D.

Base Sizes: As required to distribute load sufficiently to prevent indentation of roofing
assembly.

Attachment/Support Fixtures: As recommended by manufacturer, same type as indicated for
equivalent indoor hangers and supports.

Mounting Height: Provide minimum clearance of 6 inches under supported component to top of
roofing.

2.10 ANCHORS AND FASTENERS

A.

®@MmMOOW®
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Unless otherwise indicated and where not otherwise restricted, use the anchor and fastener
types indicated for the specified applications.

Concrete: Use preset concrete inserts, expansion anchors, or screw anchors.

Solid or Grout-Filled Masonry: Use expansion anchors or screw anchors.

Hollow Masonry: Use toggle bolts.

Hollow Stud Walls: Use toggle bolts.

Steel: Use beam ceiling clamps, beam clamps, machine bolts, or welded threaded studs.

Beam Ceiling Flanges: ASTM A47/A47M Grade 32510, malleable iron or stainless steel with
copper, stainless steel, or zinc finish.

Sheet Metal: Use sheet metal screws.

Wood: Use wood screws.

Plastic and lead anchors are not permitted.
Powder-actuated fasteners are not permitted.
Hammer-driven anchors and fasteners are not permitted.

Post-Installed Concrete and Masonry Anchors: Evaluated and recognized by ICC Evaluation
Service, LLC (ICC-ES) for compliance with applicable building code.

Preset Concrete Inserts: Continuous metal strut channel and spot inserts specifically designed

to be cast in concrete ceilings, walls, and floors.

1. Channel Material: Use galvanized steel.

2. Minimum Channel Thickness: Steel sheet, 12 gauge, 0.1046 inch minimum base metal
thickness.

3. Manufacturer: Same as manufacturer of metal strut channel framing system.

PART 3 EXECUTION
3.01 EXAMINATION

A.
B.
C.

Verify that field measurements are as indicated.
Verify that mounting surfaces are ready to receive support and attachment components.
Verify that conditions are satisfactory for installation prior to starting work.

3.02 INSTALLATION

A. Install products in accordance with manufacturer's instructions.
B. Install anchors and fasteners in accordance with ICC Evaluation Services, LLC (ICC-ES)
evaluation report conditions of use where applicable.
C. Provide independent support from building structure. Do not provide support from piping,
ductwork, conduit, or other systems.
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K.
L.

Unless specifically indicated or approved by Architect, do not provide support from suspended
ceiling support system or ceiling grid.

Unless specifically indicated or approved by Architect, do not provide support from roof deck.

Do not penetrate or otherwise notch or cut structural members without approval of Structural
Engineer.

Field-Welding (where approved by Architect): Comply with Section 05 5000.

Provide thermal insulated pipe supports complete with hangers and accessories. Install
thermal insulated pipe supports during the installation of the piping system.

Equipment Support and Attachment:

1.  Use metal fabricated supports or supports assembled from metal channel (strut) to
support equipment as required.

2. Use metal channel (strut) secured to studs to support equipment surface-mounted on
hollow stud walls when wall strength is not sufficient to resist pull-out.

3. Use metal channel (strut) to support surface-mounted equipment in wet or damp locations
to provide space between equipment and mounting surface.

4. Unless otherwise indicated, mount floor-mounted equipment on properly sized 4 inch high
concrete pad constructed in accordance with Section 03 3000.

5.  Securely fasten floor-mounted equipment. Do not install equipment such that it relies on
its own weight for support.

Preset Concrete Inserts: Use manufacturer-provided closure strips to inhibit concrete seepage
during concrete pour.

Secure fasteners according to manufacturer's recommended torque settings.
Remove temporary supports.

3.03 FIELD QUALITY CONTROL

A. See Section 01 4000 - Quality Requirements for additional requirements.
B. Inspect support and attachment components for damage and defects.
C. Repair cuts and abrasions in galvanized finishes using zinc-rich paint recommended by
manufacturer. Replace components that exhibit signs of corrosion.
D. Correct deficiencies and replace damaged or defective support and attachment components.
END OF SECTION
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SECTION 22 0548

VIBRATION AND SEISMIC CONTROLS FOR PLUMBING PIPING AND EQUIPMENT

PART 1 GENERAL
1.01 SECTION INCLUDES

A
B.
C.

Vibration isolation requirements.
Vibration-isolated equipment support bases.
Vibration isolators.

1.02 RELATED REQUIREMENTS

A.

Section 03 3000 - Cast-in-Place Concrete.

1.03 REFERENCE STANDARDS
1.04 ADMINISTRATIVE REQUIREMENTS

A.

B.

Coordination:

1. Coordinate selection and arrangement of vibration isolation and/or seismic control
components with the actual equipment to be installed.

2. Coordinate the work with other trades to provide additional framing and materials required
for installation.

3. Coordinate compatibility of support and attachment components with mounting surfaces at
the installed locations.

4.  Notify Architect of any conflicts with or deviations from Contract Documents. Obtain
direction before proceeding with work.

Sequencing:
1. Do not install products on or provide attachment to concrete surfaces until concrete has
fully cured in accordance with Section 03 3000.

1.05 SUBMITTALS

A.
B.

See Section 01 3000 - Administrative Requirements for submittal procedures.

Design Documents: Prepare and submit all information required for plan review and permitting
by authorities having jurisdiction, including but not limited to floor plans, details, and
calculations.

Product Data: Provide manufacturer's standard catalog pages and data sheets for products,

including materials, fabrication details, dimensions, and finishes.

1. Vibration Isolators: Include rated load capacities and deflections; include information on
color coding or other identification methods for spring element load capacities.

Manufacturer's Instructions: Indicate application conditions and limitations of use stipulated by
product testing agency. Include instructions for storage, handling, protection, examination,
preparation, and installation of product.

1.06 QUALITY ASSURANCE

A
B.

C.

Comply with applicable building code.

Maintain at the project site a copy of each referenced document that prescribes execution
requirements.

Manufacturer Qualifications: Company specializing in manufacturing the products specified in
this section with minimum three years documented experience.

1.07 DELIVERY, STORAGE, AND HANDLING

A

Receive, inspect, handle, and store products in accordance with manufacturer's instructions.
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PART 2 PRODUCTS
2.01 VIBRATION ISOLATION REQUIREMENTS

A.

Design and provide vibration isolation systems to reduce vibration transmission to supporting
structure from vibration-producing plumbing equipment and/or plumbing connections to
vibration-isolated equipment.

Comply with applicable general recommendations of ASHRAE (HVACA), where not in conflict
with other specified requirements:

General Requirements:
1.  Select vibration isolators to provide required static deflection.
2.  Select vibration isolators for uniform deflection based on distributed operating weight of
actual installed equipment.
3. Select vibration-isolated equipment support bases and associated vibration isolators to
provide minimum 2-inch operating clearance beneath base unless otherwise indicated.
Piping Isolation:
1. Provide vibration isolators for piping supports:
a. Located in equipment rooms.
b. Located within 50 feet of connected vibration-isolated equipment and pressure-
regulating valve (PRV) stations.
c. For piping over 2 inch located below or within 50 feet of noise-sensitive areas
indicated.
2. Minimum Static Deflection:
a. First Three Supports Closest to Isolated Equipment: Same as static deflection of
equipment; maximum of 2 inch deflection required.
b. Remainder of Supports: 0.75 inch deflection unless otherwise indicated.
3. Suspended Piping, Nonseismic Applications: Use resilient material isolator hangers,
spring isolator hangers, or combination resilient material/spring isolator hangers.
Floor-Mounted Piping, Nonseismic Applications: Use open (unhoused) spring isolators.
Use modular seal or approved resilient material where vibration-isolated piping penetrates
building elements (e.g., walls, floors) arranged to prevent vibration transmission to
structure.

ok

2.02 VIBRATION-ISOLATED EQUIPMENT SUPPORT BASES

A.

Vibration-Isolated Structural Steel Bases:
1. Description: Engineered structural steel frames with integral mounting provisions for
vibration isolators, sized and configured for mounting of equipment.

Vibration-Isolated Concrete Inertia Bases:

1. Description: Concrete-filled engineered steel forms with integral mounting provisions for
vibration isolators, sized and configured for mounting of equipment.

2. Minimum Base Depth: 6 inches.

3. Minimum Base Mass (Including Concrete): 1.5 times weight of supported equipment.

4. Concrete Reinforcement: Welded or tied reinforcing bars running both ways in a single
layer.

5. Concrete: Filled on site with minimum 3000 psi concrete in accordance with Section 03
3000.

6. Pump Applications: Size and configure bases for piping elbow supports as required.

2.03 VIBRATION ISOLATORS

A. General Requirements:
1. Resilient Materials for Vibration Isolators: Oil, ozone, and oxidant resistant.
INNOVATIVE ENGINEERING GROUP 22 0548 - 2

Vibration And Seismic Controls For Plumbing
Piping And Equipment



Tomball ISD — Intermediate School Replacement (0802-04-01)
Tomball, Texas

Spring Elements for Spring Isolators:

a. Color code or otherwise identify springs to indicate load capacity.

b. Lateral Stability: Minimum lateral stiffness to vertical stiffness ratio of 0.8.

c. Designed to operate in the linear portion of their load versus deflection curve over
deflection range of not less than 50 percent above specified deflection.

d. Designed to provide additional travel to solid of not less than 50 percent of rated
deflection at rated load.

e. Selected to provide designed deflection of not less than 75 percent of specified
deflection.

f.  Selected to function without undue stress or overloading.

B. Vibration Isolators for Nonseismic Applications:

1.

Resilient Material Isolator Pads:

a. Description: Single or multiple layer pads utilizing elastomeric (e.g., neoprene,
rubber) or fiberglass isolator material.

b. Pad Thickness: As required for specified minimum static deflection; minimum 0.25
inch thickness.

c. Multiple Layer Pads: Provide bonded, galvanized sheet metal separation plate
between each layer.

2. Resilient Material Isolator Mounts, Nonseismic:

a. Description: Mounting assemblies for bolting equipment to supporting structure
utilizing elastomeric (e.g., neoprene, rubber) or fiberglass isolator material; fail-safe
type.

3. Open (Unhoused) Spring Isolators:

a. Description: Isolator assembly consisting of single or multiple free-standing, laterally
stable steel spring(s) without a housing.

b. Bottom Load Plate: Nonskid, molded, elastomeric isolator material or steel with
nonskid elastomeric isolator pad with provisions for bolting to supporting structure as
required.

c. Furnished with integral leveling device for positioning and securing supported
equipment.

4. Resilient Material Isolator Hangers, Nonseismic:

a. Description: Isolator assembly designed for installation in hanger rod suspension
system utilizing elastomeric (e.g., neoprene, rubber) or fiberglass isolator material for
the lower hanger rod connection.

5. Spring Isolator Hangers, Nonseismic:

a. Description: Isolator assembly designed for installation in hanger rod suspension
system utilizing single or multiple free-standing, laterally stable steel spring(s) in
series with an elastomeric element for the lower hanger rod connection.

b. Designed to accommodate misalignment of bottom hanger rod up to 30 degrees
(plus/minus 15 degrees) without short-circuiting of isolation.

6. Combination Resilient Material/Spring Isolator Hangers, Nonseismic:

a. Description: Isolator assembly designed for installation in hanger rod suspension
system utilizing single or multiple free-standing, laterally stable steel spring(s) for the
lower hanger rod connection and elastomeric (e.g., neoprene, rubber) or fiberglass
isolator material for the upper hanger rod connection.

b. Designed to accommodate misalignment of bottom hanger rod up to 30 degrees
(plus/minus 15 degrees) without short-circuiting of isolation.
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PART 3 EXECUTION
3.01 EXAMINATION

A
B.

C.

Verify that field measurements are as shown on the drawings.

Verify that mounting surfaces are ready to receive vibration isolation and/or seismic control
components and associated attachments.

Verify that conditions are satisfactory for installation prior to starting work.

3.02 INSTALLATION

A.
B.

C.

Install products in accordance with manufacturer's instructions.

Install anchors and fasteners in accordance with ICC Evaluation Services, LLC (ICC-ES)
evaluation report conditions of use where applicable.

Secure fasteners according to manufacturer's recommended torque settings.

Install flexible piping connections to provide sufficient slack for vibration isolation and/or seismic
relative displacements as indicated or as required.

Vibration Isolation Systems:
1. Vibration-Isolated Equipment Support Bases:
a. Provide specified minimum clearance beneath base.
2. Spring Isolators:
a. Position equipment at operating height; provide temporary blocking as required.
b. Lift equipment free of isolators prior to lateral repositioning to avoid damage to
isolators.
c. Level equipment by adjusting isolators gradually in sequence to raise equipment
uniformly such that excessive weight or stress is not placed on any single isolator.
3. Isolator Hangers:
a. Use precompressed isolator hangers where required to facilitate installation and
prevent damage to equipment utility connection provisions.
b. Locate isolator hangers at top of hanger rods in accordance with manufacturer's

instructions.
4. Clean debris from beneath vibration-isolated equipment that could cause short-circuiting
of isolation.
5. Use elastomeric grommets for attachments where required to prevent short-circuiting of
isolation.

o

Adjust isolators to be free of isolation short circuits during normal operation.
7. Do not overtighten fasteners such that resilient material isolator pads are compressed
beyond manufacturer's maximum recommended deflection.

3.03 FIELD QUALITY CONTROL

A. See Section 01 4000 - Quality Requirements, for additional requirements.
B. Inspect vibration isolation and/or seismic control components for damage and defects.
C. Vibration Isolation Systems:
1. Verify isolator static deflections.
2. Verify required clearance beneath vibration-isolated equipment support bases.
3. Verify vibration isolation performance during normal operation; investigate sources of
isolation short circuits.
D. Correct deficiencies and replace damaged or defective vibration isolation and/or seismic control
components.
END OF SECTION
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SECTION 22 0553
IDENTIFICATION FOR PLUMBING PIPING AND EQUIPMENT

PART 1 GENERAL
1.01 SECTION INCLUDES
A. Nameplates.
B. Tags.
C. Pipe markers.
D. Ceiling tacks.
1.02 RELATED REQUIREMENTS
A. Section 09 9123 - Interior Painting: Identification painting.
1.03 REFERENCE STANDARDS
A. ASME A13.1 - Scheme for the Identification of Piping Systems; 2023.
B. ASTM D709 - Standard Specification for Laminated Thermosetting Materials; 2025.
1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements for submittal procedures.

B. Schedules:
1. Submit plumbing component identification schedule listing equipment, piping, and valves.
2. Detail proposed component identification data in terms of of wording, symbols, letter size,
and color coding to be applied to corresponding product.
3. Valve Data Format: Include id-number, location, function, and model number.

C. Product Data: Provide manufacturers catalog literature for each product required.
D. Manufacturer's Installation Instructions: Indicate special procedures, and installation.
E. Project Record Documents: Record actual locations of tagged valves.

PART 2 PRODUCTS

2.01 PLUMBING COMPONENT IDENTIFICATION GUIDELINE

A. Nameplates:
1. Heat exchangers, water heaters, and other heat transfer products.
2. Control panels, transducers, and other related control equipment products.
3.  Pumps, tanks, filters, water treatment devices, and other plumbing equipment products.

B. Tags:
1. Manual operated and automated control valves.
2. Instrumentation, relays, gauges, and other related control equipment products.
3. Ceiling tacks placed on lay-in ceiling surface to reference plumbing components.

C. Pipe Markers: 3/4 inch diameter and higher.
2.02 NAMEPLATES

A. Description: Laminated piece with up to three lines of text.
1.  Letter Color: White.
2.  Letter Height: 1/4 inch.
3. Background Color: Black.
4 Nameplate Material:
a. Flexible: Vinyl with adhesive backing per ASTM D709.
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b. Metal: Brass with center-side holes for screw fastening.
2.03 TAGS
A. Flexible: Adhesive backed Vinyl with engraved black letters on light contrasting background
color with up to three lines of text. Minimum tag size 1-1/2 inch in diameter.

B. Metal: Brass, 19 gauge 1-1/2 inch in diameter with smooth edges, stamped letters, and
corrosion-resistant ball chain. Up to three lines of text.

C. Valve Tag Chart: Typewritten 12-point letter size list in anodized aluminum frame.
2.04 PIPE MARKERS
A. Comply with ASME A13.1.

B. Flexible Marker: Factory fabricated, semi-rigid, preformed to fit around pipe or pipe covering;
minimum information indicating flow direction arrow and identification of fluid conveyed.
1. Pipe Color Coding:
a. Domestic Hot Water and Hot Water Recirc: Hot Red
b. Domestic Cold Water: Blue
c. Natural Gas Piping: Yellow

C. Underground Flexible Marker: Bright-colored continuously printed ribbon tape, minimum 6
inches wide by 4 mil, 0.004 inch thick, manufactured for direct burial service.

D. Identification Scheme, ASME A13.1:
1.  Primary: External Pipe Diameter, Uninsulated or Insulated.
a. 3/4to 1-1/4 inches: Use 8 inch field-length with 1/2 inch text height.
b. 1-1/2to 2 inches: Use 8 inch field-length with 3/4 inch text height.
c. 2-1/2to 6 inches: Use 12 inch field-length with 1-1/4 inch text height.
d. Over 10inches: Use 32 inch field-length with 3-1/2 inch text height.

2.05 CEILING TACKS
A. Description: Steel with 3/4 inch diameter color coded head.

B. Color code as follows:
1. Plumbing Equipment: Yellow.
2. Plumbing Valves: Green.

PART 3 EXECUTION
3.01 PREPARATION
A. Degrease and clean surfaces to receive identification products.
B. Prepare surfaces for stencil painting, see Section 09 9123.
3.02 INSTALLATION
A. Install flexible nameplates with corrosive-resistant mechanical fasteners, or adhesive. Apply
with sufficient adhesive to ensure permanent adhesion and seal with clear lacquer.
B. Install tags in clear view and align with axis of piping
C. Install plastic pipe markers in accordance with manufacturer's instructions.
D. Install underground plastic pipe markers 6 to 8 inches below finished grade, directly above
buried pipe.

E. Apply ASME A13.1 Pipe Marking Rules:
1. Place pipe marker adjacent to changes in direction.
2. Place pipe marker adjacent each valve port and flange end.
3. Place pipe marker at both sides of floor and wall penetrations.
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4. Place pipe marker every 25 to 50 feet interval of straight run.

F. Locate ceiling tacks to locate valves or dampers above lay-in panel ceilings. Locate in corner
of panel closest to equipment.

END OF SECTION
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SECTION 22 0719
PLUMBING PIPING INSULATION

PART 1 GENERAL
1.01 SECTION INCLUDES

A. Glass fiber insulation.

B. Weather barrier coatings.

C. Jacketing and accessories.
1.02 RELATED REQUIREMENTS

A. Section 07 8400 - Firestopping.
1.03 REFERENCE STANDARDS

A. ASTM B209/B209M - Standard Specification for Aluminum and Aluminum-Alloy Sheet and
Plate; 2021a.

B. ASTM C177 - Standard Test Method for Steady-State Heat Flux Measurements and Thermal
Transmission Properties by Means of the Guarded-Hot-Plate Apparatus; 2019, with Editorial
Revision (2023).

C. ASTM C195 - Standard Specification for Mineral Fiber Thermal Insulating Cement; 2007
(Reapproved 2024).

D. ASTM C547 - Standard Specification for Mineral Fiber Pipe Insulation; 2025.

E. ASTM C795 - Standard Specification for Thermal Insulation for Use in Contact with Austenitic
Stainless Steel; 2008 (Reapproved 2023).

F. ASTM D5590 - Standard Test Method for Determining the Resistance of Paint Films and
Related Coatings to Fungal Defacement by Accelerated Four-Week Agar Plate Assay; 2017
(Reapproved 2021).

G. ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials;
2026.

H. ASTM E96/E96M - Standard Test Methods for Gravimetric Determination of Water Vapor
Transmission Rate of Materials; 2024a.

I. UL 723 - Standard for Test for Surface Burning Characteristics of Building Materials; Current
Edition, Including All Revisions.

1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements for submittal procedures.
1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications: Company specializing in manufacturing the Products specified in
this section with not less than three years of documented experience.

B. Applicator Qualifications: Company specializing in performing the type of work specified in this
section with minimum three years of documented experience.

1.06 DELIVERY, STORAGE, AND HANDLING

A. Accept materials on site, labeled with manufacturer's identification, product density, and
thickness.

1.07 FIELD CONDITIONS
A. Maintain ambient conditions required by manufacturers of each product.
B. Maintain temperature before, during, and after installation for minimum of 24 hours.
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PART 2 PRODUCTS
2.01 REGULATORY REQUIREMENTS

A.

Surface Burning Characteristics: Flame spread index/Smoke developed index of 25/50,
maximum, when tested in accordance with ASTM E84 or UL 723.

2.02 GLASS FIBER INSULATION, PREFORMED

A.

® mmo

Insulation: ASTM C547 and ASTM C795; rigid molded, noncombustible.

1.  KValue: ASTM C177, 0.24 at 75 degrees F.

2. Maximum Service Temperature: 850 degrees F.

3.  Maximum Moisture Absorption: 0.2 percent by volume.

Insulation: ASTM C547 and ASTM C795; rigid molded, noncombustible, with wicking material
to transport condensed water to the outside of the system for evaporation to the atmosphere.
1. KValue: ASTM C177, 0.23 at 75 degrees F.

2. Maximum Service Temperature: 220 degrees F.

3. Maximum Moisture Absorption: 0.2 percent by volume.

Vapor Barrier Jacket: White Kraft paper with glass fiber yarn, bonded to aluminized film;
moisture vapor transmission when tested in accordance with ASTM E96/E96M of 0.02 perm.

Tie Wire: 0.048 inch stainless steel with twisted ends on maximum 12 inch centers.
Vapor Barrier Lap Adhesive: Compatible with insulation.
Insulating Cement/Mastic: ASTM C195; hydraulic setting on mineral wool.

Outdoor Vapor Barrier Mastic: Vinyl emulsion type acrylic or mastic, compatible with insulation,
black color.

2.03 WEATHER BARRIER COATINGS

A.

Weather-Resistive Barrier Coating: Fire-resistive, UV resistant, water-based mastic for use

over closed cell polyethylene and polyurethane foam insulation; applied with glass fiber or

synthetic reinforcing mesh.

1. Surface Burning Characteristics: Flame spread index of 25 or less, smoke developed
index of 450 or less, Class A, when tested in accordance with ASTM E84.

2. Water Vapor Permeance: Greater than 1.0 perm in accordance with ASTM E96/E96M.

3. Resistance to Fungal Growth: No growth when tested in accordance with ASTM D5590.

4. Color: As selected by Architect.

2.04 JACKETING AND ACCESSORIES

A.

PVC Plastic Jacket:
1. Jacket: One piece molded type fitting covers and sheet material, off-white color.
a. Minimum Service Temperature: 0 degrees F.
b. Maximum Service Temperature: 150 degrees F.
c. Moisture Vapor Permeability: 0.002 perm inch, maximum, when tested in
accordance with ASTM E96/E96M.
d. Thickness: 10 mil, 0.010 inch.
e. Connections: Brush on welding adhesive.

Aluminum Jacket:

1.  Comply with ASTM B209/B209M, Temper H14, minimum thickness of 0.016 inch with
factory-applied polyethylene and kraft paper moisture barrier on the inside surface.
Thickness: 0.016 inch sheet.

Finish: Smooth.

Joining: Longitudinal slip joints and 2 inch laps.

Fittings: 0.016 inch thick die-shaped fitting covers with factory-attached protective liner.

ablown
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PART 3 EXECUTION
3.01 EXAMINATION

A
B.

Verify that piping has been tested before applying insulation materials.
Verify that surfaces are clean and dry, with foreign material removed.

3.02 INSTALLATION

A
B.

C.

Install in accordance with manufacturer's instructions.

Install in accordance with North American Insulation Manufacturers Association (NAIMA)
National Insulation Standards.

Exposed Piping: Locate insulation and cover seams in least visible locations.

For pipes to be insulated, insulate entire system including fittings, valves, unions, flanges,
strainers, flexible connections, pump bodies, and expansion joints.

Glass fiber insulated pipes conveying fluids that are ambient and below ambient temperature:

1. Provide vapor barrier jackets, factory-applied or field-applied. Secure with self-sealing
longitudinal laps and butt strips with pressure-sensitive adhesive. Secure with outward
clinch expanding staples and vapor barrier mastic.

2. Insulate fittings, joints, and valves with molded insulation of like material and thickness as
adjacent pipe. Finish with glass cloth and vapor barrier adhesive or PVC fitting covers.

Glass fiber insulated pipes conveying fluids above ambient temperature:

1. Provide standard jackets, with or without vapor barrier, factory-applied or field-applied.
Secure with self-sealing longitudinal laps and butt strips with pressure-sensitive adhesive.
Secure with outward clinch expanding staples.

2. Insulate fittings, joints, and valves with insulation of like material and thickness as
adjoining pipe. Finish with glass cloth and adhesive or PVC fitting covers.

Inserts and Shields:

1. Application: Piping 1-1/2 inches diameter or larger.

2. Shields: Galvanized steel between pipe hangers or pipe hanger rolls and inserts.

3. Insert Configuration: Minimum 6 inches long, of same thickness and contour as adjoining
insulation; may be factory fabricated.

4. Insert Material: Hydrous calcium silicate insulation or other heavy density insulating
material suitable for the planned temperature range.

Continue insulation through walls, sleeves, pipe hangers, and other pipe penetrations. Finish
at supports, protrusions, and interruptions. At fire separations, see Section 07 8400.

Pipe Exposed in Mechanical Equipment Rooms or Finished Spaces (less than 10 feet above
finished floor): Finish with PVC jacket and fitting covers.

Exterior Applications: Provide vapor barrier jacket. Insulate fittings, joints, and valves with
insulation of like material and thickness as adjoining pipe, and finish with glass mesh reinforced
vapor barrier cement. Cover with aluminum jacket with seams located on bottom side of
horizontal piping.

Buried Piping: Provide factory fabricated assembly with inner all-purpose service jacket with
self-sealing lap, and asphalt impregnated open mesh glass fabric, with one mil, 0.001 inch thick
aluminum foil sandwiched between three layers of bituminous compound; outer surface faced
with a polyester film.

Heat Traced Piping: Insulate fittings, joints, and valves with insulation of like material,
thickness, and finish as adjoining pipe. Size large enough to enclose pipe and heat tracer.
Cover with aluminum jacket with seams located on bottom side of horizontal piping.
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3.03 SCHEDULES

A. Plumbing Systems:
1. Domestic Hot Water Piping:
a. Preformed Glass Fiber Insulation:
1) Pipe Size Range: All Sizes.
2) Thickness: 1-1/2 inch.
2. Domestic Cold Water Piping:
a. Preformed Glass Fiber Insulation:
1) Pipe Size Range: All Sizes.
2) Thickness: 1 inch.
3. Roof Drainage Piping Above Grade:
a. Preformed Glass Fiber Insulation:
1) Pipe Size Range: All Sizes.
2) Thickness: 1 inch.
4. Condensate Piping Located Inside Building:
a. Preformed Glass Fiber Insulation:
1) Pipe Size Range: All Sizes.
2) Thickness: 1 inch.

END OF SECTION

INNOVATIVE ENGINEERING GROUP

220719 -4
Plumbing Piping Insulation



Tomball ISD — Intermediate School Replacement (0802-04-01)
Tomball, Texas

SECTION 22 1005
PLUMBING PIPING

PART 1 GENERAL
1.01 SECTION INCLUDES

A.

FrARC - IEMMOOW

Sanitary waste piping, buried within 5 feet of building.
Sanitary waste piping, above grade.

Grease waste piping, buried.

Grease waste piping, above grade.

Domestic water piping, buried within 5 feet of building.
Domestic water piping, above grade.

Storm drainage piping, buried within 5 feet of building.
Storm drainage piping, above grade.

Natural gas piping, buried.

Natural gas piping, above grade.

Condensate and Forced Main piping

Pipe flanges, unions, and couplings.

1.02 RELATED REQUIREMENTS

A.

Section 33 0110.58 - Disinfection of Water Utility Piping Systems.

1.03 REFERENCE STANDARDS

A
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ASME B16.3 - Malleable Iron Threaded Fittings: Classes 150 and 300; 2021.

ASME B16.18 - Cast Copper Alloy Solder Joint Pressure Fittings; 2021.

ASME B16.22 - Wrought Copper and Copper Alloy Solder-Joint Pressure Fittings; 2021.
ASME B16.23 - Cast Copper Alloy Solder Joint Drainage Fittings: DWV; 2021.

ASME B16.29 - Wrought Copper and Wrought Copper Alloy Solder-Joint Drainage
Fittings—DWV; 2022.

ASME B31.1 - Power Piping; 2024.
ASME B31.9 - Building Services Piping; 2025.

ASME BPVC-IX - Boiler and Pressure Vessel Code, Section IX - Qualification Standard for
Welding, Brazing, and Fusing Procedures; Welders; Brazers; and Welding, Brazing, and Fusing
Operators; 2025, with Errata.

ASTM A53/A53M - Standard Specification for Pipe, Steel, Black and Hot-Dipped, Zinc-Coated,
Welded and Seamless; 2024.

ASTM A74 - Standard Specification for Cast Iron Soil Pipe and Fittings; 2025.

ASTM A234/A234M - Standard Specification for Piping Fittings of Wrought Carbon Steel and
Alloy Steel for Moderate and High Temperature Service; 2025.

ASTM B32 - Standard Specification for Solder Metal; 2020.

ASTM B88 - Standard Specification for Seamless Copper Water Tube; 2022.

ASTM B88M - Standard Specification for Seamless Copper Water Tube (Metric); 2020.
ASTM B306 - Standard Specification for Copper Drainage Tube (DWV); 2020.
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BB.

CC.

DD.

EE.

FF.

GG.
HH.

ASTM B813 - Standard Specification for Water Flushable Liquid and Paste Fluxes for Soldering
of Copper and Copper Alloy Tube; 2024.

ASTM B828 - Standard Practice for Making Capillary Joints by Soldering of Copper and Copper
Alloy Tube and Fittings; 2023.

ASTM C564 - Standard Specification for Rubber Gaskets for Cast Iron Soil Pipe and Fittings;
2020a.

ASTM C1540 - Standard Specification for Heavy-Duty Shielded Couplings Joining Hubless
Cast Iron Soil Pipe and Fittings; 2020.

ASTM D2513 - Standard Specification for Polyethylene (PE) Gas Pressure Pipe, Tubing, and
Fittings; 2026.

ASTM D2564 - Standard Specification for Solvent Cements for Poly(Vinyl Chloride) (PVC)
Plastic Piping Systems; 2020 (Reapproved 2024).

ASTM D2665 - Standard Specification for Poly(Vinyl Chloride) (PVC) Plastic Drain, Waste, and
Vent Pipe and Fittings; 2025.

ASTM D2683 - Standard Specification for Socket-Type Polyethylene Fittings for Outside
Diameter-Controlled Polyethylene Pipe and Tubing; 2020.

ASTM D3034 - Standard Specification for Type PSM Poly(Vinyl Chloride) (PVC) Sewer Pipe
and Fittings; 2024, with Editorial Revision (2025).

ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials;
2026.

ASTM F876 - Standard Specification for Crosslinked Polyethylene (PEX) Tubing; 2025.

ASTM F877 - Standard Specification for Crosslinked Polyethylene (PEX) Hot- and Cold-Water
Distribution Systems; 2025.

ASTM F1960 - Standard Specification for Cold Expansion Fittings with PEX Reinforcing Rings
for Use with Cross-Linked Polyethylene (PEX) and Polyethylene of Raised Temperature (PE-
RT) Tubing; 2024.

CISPI 301 - Standard Specification for Hubless Cast Iron Soil Pipe and Fittings for Sanitary and
Storm Drain, Waste, and Vent Piping Applications; 2021.

CISPI 310 - Specification for Coupling for Use in Connection with Hubless Cast Iron Soil Pipe
and Fittings for Sanitary and Storm Drain, Waste, and Vent Piping Applications; 2020.

FM 1680 - Examination Standard for Couplings Used in Hubless Cast Iron Systems for Drain,
Waste or Vent, Sewer, Rainwater or Storm Drain Systems Above and Below Ground, Industrial/
Commercial and Residential; 2025.

NSF 61 - Drinking Water System Components - Health Effects; 2025, with Addendum
NSF 372 - Drinking Water System Components - Lead Content; 2024.

PPI TR-4 - PPl HSB Listing of Hydrostatic Design Basis (HDB), Hydrostatic Design Stress
(HDS), Strength Design Basis (SDB), Pressure Design Basis (PDB) and Minimum Required
Strength (MRS) Ratings for Thermoplastic Piping Materials or Pipe; 2024.

UL 723 - Standard for Test for Surface Burning Characteristics of Building Materials; Current
Edition, Including All Revisions.

1.04 SUBMITTALS

A. See Section 01 3000 - Administrative Requirements for submittal procedures.
B. Product Data: Provide data on pipe materials, pipe fittings, valves, and accessories. Provide
manufacturers catalog information. Indicate valve data and ratings.
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C. Welders' Certificates: Submit certification of welders' compliance with ASME BPVC-IX.

D. Shop Drawings: For non-penetrating rooftop supports, submit detailed layout developed for
this project, with design calculations for loadings and spacings.

E. Project Record Documents: Record actual locations of valves.

F. Maintenance Materials: Furnish the following for Owner's use in maintenance of project.
1. See Section 01 6000 - Product Requirements for additional provisions.
2. Valve Repacking Kits: One for each type and size of valve.

1.05 QUALITY ASSURANCE
A. Perform work in accordance with applicable codes.
B. Valves: Manufacturer's name and pressure rating marked on valve body.

C. Welding Materials and Procedures: Comply with ASME BPVC-IX and applicable state labor
regulations.

D. Welder Qualifications: Certified in accordance with ASME BPVC-IX.

E. Identify pipe with marking including size, ASTM material classification, ASTM specification,
potable water certification, water pressure rating.

1.06 DELIVERY, STORAGE, AND HANDLING
A. Accept valves on site in shipping containers with labeling in place. Inspect for damage.
B. Provide temporary protective coating on cast iron and steel valves.

C. Provide temporary end caps and closures on piping and fittings. Maintain in place until
installation.

D. Protect piping systems from entry of foreign materials by temporary covers, completing sections
of the work, and isolating parts of completed system.
1.07 FIELD CONDITIONS
A. Do not install underground piping when bedding is wet or frozen.
PART 2 PRODUCTS
2.01 GENERAL REQUIREMENTS

A. Potable Water Supply Systems: Provide piping, pipe fittings, and solder and flux (if used), that
comply with NSF 61 and NSF 372 for maximum lead content; label pipe and fittings.

B. Plenum-Installed Acid Waste Piping: Flame-spread index equal or below 25 and smoke-spread
index equal or below 50 according to ASTM E84 or UL 723 tests.

2.02 SANITARY WASTE PIPING, BURIED WITHIN 5 FEET OF BUILDING
A. PVC Pipe: ASTM D2665 or ASTM D3034.

1.  Fittings: PVC.
2. Joints: Solvent welded, with ASTM D2564 solvent cement and ASTM F656 primer.
2.03 SANITARY WASTE PIPING, ABOVE GRADE
A. Castlron Pipe: ASTM A74, service weight.
1. Fittings: Cast iron.
2. Joint Seals: ASTM C564 neoprene gaskets, or lead and oakum.
B. Cast Iron Pipe: CISPI 301, hubless, service weight.
1. Fittings: Castiron.
2. Joints: CISPI 310, neoprene gaskets and stainless steel clamp-and-shield assemblies.

C. Copper Tube: ASTM B306, DWV.
1. Fittings: ASME B16.29, wrought copper, or ASME B16.23, sovent.
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2. Joints: ASTM B32, alloy Sn50 solder.
2.04 GREASE WASTE PIPING, BURIED

A. Cast Iron Pipe: CISPI 301, hubless.
1. Fittings: Cast iron.
2. Joints: CISPI 310, neoprene gasket and stainless steel clamp and shield assemblies.

2.05 GREASE WASTE PIPING, ABOVE GRADE

A. Castlron Pipe: ASTM A74, service weight.
1.  Fittings: Castiron.
2. Joint Seals: ASTM C564 neoprene gaskets, or lead and oakum.

B. CastIron Pipe: CISPI 301, hubless, service weight.
1.  Fittings: Cast iron.
2. Joints: CISPI 310, neoprene gaskets and stainless steel clamp-and-shield assemblies.

2.06 DOMESTIC WATER PIPING, BURIED WITHIN 5 FEET OF BUILDING

A. Copper Pipe: ASTM B88 (ASTM B88M), Type L (B), Drawn (H).
1.  Fittings: ASME B16.18, cast copper alloy or ASME B16.22, wrought copper and bronze.
2. Joints: ASTM B32, alloy Sn95 solder.

2.07 DOMESTIC WATER PIPING, ABOVE GRADE

A. BASE BID - Copper Pipe: ASTM B88 (ASTM B88M), Type L (B), Drawn (H).
1.  Fittings: ASME B16.18, cast copper alloy or ASME B16.22, wrought copper and bronze.
2. Joints: ASTM B32, alloy Sn95 solder.
3. Mechanical Press Sealed Fittings: Double-pressed type, NSF 61 and NSF 372 approved
or certified, utilizing EPDM, nontoxic, synthetic rubber sealing elements.

B. ALTERNATE 4 - Cross-Linked Polyethylene (PEX-a) Pipe: ASTM F876 and ASTM F877.

(ONLY FOR USE FOR DOMESTIC WATER PIPING LESS THAN 2-INCH).

1. Manufacturers:

a. Uponor, Inc

2. PPl TR-4 Pressure Design Basis:

a. 160 psig at maximum 73 degrees F.
b. 100 psig at maximum 180 degrees F.
c. 80 psig at maximum 200 degrees F.

3. Pipe: Provide in straight lengths for all pipes route above ceiling / overhead. Coiled pipe is
only acceptable for pipes sizes 3/4" and smaller and installed within walls. All horizontal
pipe to be provided with horizontal support channel.

4. Fittings: Brass and engineered polymer (EP) ASTM F1960.

5. Joints: ASTM F1960 cold-expansion fittings.

2.08 STORM DRAINAGE PIPING, BURIED WITHIN 5 FEET OF BUILDING
A. PVC Pipe: ASTM D2665 or ASTM D3034.
1.  Fittings: PVC.
2. Joints: Solvent welded, with ASTM D2564 solvent cement and ASTM F656 primer.
2.09 STORM DRAINAGE PIPING, ABOVE GRADE
A. Cast Iron Pipe: ASTM A74 service weight.

1.  Fittings: Cast iron.
2. Joint Seals: ASTM C564 neoprene gaskets, or lead and oakum.

B. CastlIron Pipe: CISPI 301, hubless, service weight.
1.  Fittings: Castiron.
2. Joints: Neoprene gaskets and stainless steel clamp-and-shield assemblies.

INNOVATIVE ENGINEERING GROUP 221005 - 4
Plumbing Piping



Tomball ISD — Intermediate School Replacement (0802-04-01)
Tomball, Texas

2.10 NATURAL GAS PIPING, BURIED

A. Polyethylene Pipe: ASTM D2513, SDR 11.
1.  Fittings: ASTM D2683 or ASTM D2513 socket type.
2. Joints: Fusion welded.

2.11 NATURAL GAS PIPING, ABOVE GRADE
A. Steel Pipe: ASTM A53/A53M Schedule 40 black.

1.  Fittings: ASTM A234/A234M, wrought steel welding type.
2. Joints: Welded to ASME B31.1.

2.12 CONDENSATE, DRAIN, AND FORCE MAIN PIPING

A. Copper Tube: ASTM B306, DWV.
1.  Fittings: ASME B16.29, wrought copper, or ASME B16.23, sovent.
2. Joints: ASTM B32, alloy Sn50 solder.

2.13 PIPE FLANGES, UNIONS, AND COUPLINGS

A. Unions for Pipe Sizes 3 inch and Under:
1. Ferrous Pipe: Class 150 malleable iron threaded unions.
2.  Copper Tube and Pipe: Class 150 bronze unions with soldered joints.

B. Flanges for Pipe Sizes Over 1 inch:
1. Ferrous Pipe: Class 150 malleable iron threaded or forged steel slip-on flanges;
preformed neoprene gaskets.
2. Copper Tube and Pipe: Class 150 slip-on bronze flanges; preformed neoprene gaskets.

C. Shielded, Heavy Duty No-Hub Couplings:
1. Testing: In accordance with ASTM C1540 and FM 1680.
2. Gasket Material: Neoprene complying with ASTM C564.
3. Band Material: Stainless steel.
4. Eyelet Material: Stainless steel.

2.14 LINE PRESSURE REGULATORS AND APPLIANCE REGULATORS INDICATORS

A. Compliance Requirements:
1. Appliance Regulator: ANSI Z21.18/CSA 6.3.
2. Line Pressure Regulator: ANSI Z21.80/CSA 6.22.

B. Materials in Contact With Gas:
1. Housing: Aluminum, steel (free of non-ferrous metals).
2. Seals and Diaphragms: NBR-based rubber.

C. Maximum Inlet Operating Pressure: Refer to contract drawings.

D. Output Pressure Range:
1. Line Pressure Regulator: Refer to contract drawings.
2. Appliance Regulator: Refer to manufacturer's IOM.

PART 3 EXECUTION
3.01 EXAMINATION

A. Verify that excavations are to required grade, dry, and not over-excavated.
3.02 PREPARATION

A. Ream pipe and tube ends. Remove burrs. Bevel plain end ferrous pipe.

B. Remove scale and dirt, on inside and outside, before assembly.

C. Prepare piping connections to equipment with flanges or unions.
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3.03 GENERAL INSTALLATION REQUIREMENTS

A.
B.
C.

m

L.

M.

Install in accordance with manufacturer's instructions.
Provide non-conducting dielectric connections wherever jointing dissimilar metals.

Route piping in orderly manner and maintain gradient. Route parallel and perpendicular to
walls.

Install piping to maintain headroom, conserve space, and not interfere with use of space.
Group piping whenever practical at common elevations.

Provide clearance in hangers and from structure and other equipment for installation of
insulation and access to valves and fittings.

Provide access where valves and fittings are not exposed.
Install water piping to ASME B31.9.

Copper Pipe and Tube: Make soldered joints in accordance with ASTM B828, using specified
solder, and flux meeting ASTM B813; in potable water systems use flux also complying with
NSF 61 and NSF 372.

Sleeve pipes passing through partitions, walls, and floors.

When installing more than one piping system material, ensure system components are
compatible and joined to ensure the integrity of the system. Provide necessary joining fittings.
Ensure flanges, union, and couplings for servicing are consistently provided.

Install unions downstream of valves and at equipment or apparatus connections.

Install brass male adapters each side of valves in copper piped system. Solder adapters to
pipe.

3.04 INSTALLATION REQUIRMENTS FOR CROSS-LINKED POLYETHYLENE (PEX-A) PIPE:

A.

C.

Piping Installation:

1. Install PEX piping system in compliance with the Uponor PEX Piping Systems Design and

Installation Manual (PDIM), current edition, and the Uponor PEX Piping Systems

Installation Guide, current edition.

PEX shall not be installed in areas within 5feet of UV light.

PEX shall not be installed within 12” of any gas appliance vents.

PEX shall not be installed within 12” of any light fixture.

PEX shall not be installed at connections to or within 24” of domestic water heating

equipment. Provide type L copper water tube for these applications. This shall include, but

not necessarily be limited to, the following:

a. gas and electric storage type and tankless water heaters

b. hot water storage and thermal expansion tanks

c. hot water circulating pumps

d. thermostatic mixing valves

6. Allfinal stub-outs to plumbing fixtures and equipment shall be Type L copper with solder
joint or mechanical pressfittings.

7. Only approved and appropriate firestop materials shall be used with PEX piping.

8. When transitioning from PEX to other piping materials, follow the appropriate installation
instructions for that product.

9. Install piping in full compliance with manufacturer's Plumbing Installation Guide.

akrown

Hangers and Supports Installation:
1. Install supports suitable for PEX-a piping in compliance with local codes and the Uponor
Piping Systems Installation Guide, current edition.

Pipe Joint Construction:
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1.  PEX-a Connections: Install per manufacturer's recommendations. Use manufacturer-
recommended cold-expansion tool for ASTM F1960 connections.

D. Field Quality Control:
1. Do not expose PEX piping to direct sunlight for more than 30 days. If construction delays
are encountered, provide cover to portions of piping exposed to direct sunlight.

E. Insulation:

1. All PEX-a piping is to be insulated. Refer to piping insulation spec section for additional
information.

3.05 FIELD TESTS AND INSPECTIONS

A. Verify and inspect systems according to requirements by the Authority Having Jurisdiction. In
the absence of specific test and inspection procedures proceed as indicated below.

B. Domestic Water Systems:
1. Perform hydrostatic testing for leakage prior to system disinfection.
2. Test Preparation: Close each fixture valve or disconnect and cap each connected fixture.
3. Hydrostatic pressure testing shall be completed in accordance with local codes and the
Uponor PEX Piping Systems Design and Installation Manual (PDIM), current edition.

C. Gas Distribution Systems:
1. Test Preparation: Close each appliance valve or disconnect and cap each connected
appliance.
2. General Systems:
a. Inject a minimum of 10 psi of compressed air into the piping system for a duration of
15 minutes and verify with a gauge that no perceptible pressure drop is measured.
b. Ensure test pressure gauge has a range of twice the specific pressure rate selected
with an accuracy of 1/10 of 1 pound.
3.  Welded Pipes or Systems with Service Pressures Above 14 in-wc:
a. Inject a minimum of 60 psi of compressed air into the piping system for a duration of
30 minutes and verify with a gauge that no perceptible pressure drop is measured.
b. Ensure test pressure gauge has a range of twice the specific pressure rate selected
with an accuracy of 1/10 of 1 pound with 1 psi increments.

D. TestResults: Document and certify successful results, otherwise repair, document, and retest.
3.06 DISINFECTION OF DOMESTIC WATER PIPING SYSTEM

A. Disinfect water distribution system in accordance with local code requirements and the Uponor
PEX Piping Systems Design and Installation Manual (PDIM), current edition.

B. Prior to starting work, verify system is complete, flushed, and clean with potable water.
3.07 SERVICE CONNECTIONS

A. Provide new sanitary and storm sewer services. Before commencing work, check invert
elevations required for sewer connections, confirm inverts and ensure that these can be
properly connected with slope for drainage and cover to avoid freezing.

B. Provide new water service complete with approved reduced pressure backflow preventer and
water meter with by-pass valves, pressure reducing valve, and sand strainer.

END OF SECTION
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SECTION 22 1006
PLUMBING PIPING SPECIALTIES

PART 1 GENERAL
1.01 SECTION INCLUDES
A

@ mMmOoOOow

Backflow preventers.

Double check valve assemblies.
Water hammer arrestors.

Mixing valves.

Relief valves.

Air vents.

Electronic trap-seal primers.

1.02 REFERENCE STANDARDS
A.

B.

E.

F.

G.
1.03 SUBMITTALS

A.
B.

C.

ASHRAE Std 135 - BACnet - A Data Communication Protocol for Building Automation and
Control Networks; 2024, with Errata (2025).

ASSE 1012 - Performance Requirements for Backflow Preventers with an Intermediate
Atmospheric Vent; 2021.

ASSE 1013 - Performance Requirements for Reduced Pressure Principle Backflow Prevention
Assemblies; 2021.

ASSE 1015 - Performance Requirements for Double Check Backflow Prevention Assemblies;
2021.

NSF 61 - Drinking Water System Components - Health Effects; 2025, with Addendum
NSF 372 - Drinking Water System Components - Lead Content; 2024.
PDI-WH 201 - Water Hammer Arresters; 2017.

See Section 01 3000 - Administrative Requirements for submittal procedures.
Product Data: Provide component sizes, rough-in requirements, service sizes, and finishes.

Manufacturer's Instructions: Indicate Manufacturer's Installation Instructions: Indicate
assembly and support requirements.

Manufacturer's qualification statement.

Maintenance Materials: Furnish the following for Owner's use in maintenance of project.
1.  See Section 01 6000 - Product Requirements for additional provisions.

2. Extra Loose Keys for Outside Hose Bibbs: One.

3. Extra Hose End Vacuum Breakers for Hose Bibbs: One.

1.04 QUALITY ASSURANCE
A. Manufacturer Qualifications: Company specializing in manufacturing the Products specified in

this section with not less than three years documented experience.

1.05 DELIVERY, STORAGE, AND HANDLING
A. Accept specialties on site in original factory packaging. Inspect for damage.
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PART 2 PRODUCTS
2.01 GENERAL REQUIREMENTS

A. Specialties in Potable Water Supply Systems: Provide products that comply with NSF 61 and
NSF 372 for maximum lead content.

2.02 BACKFLOW PREVENTERS

A. Reduced Pressure Backflow Preventer Assembly:

1. ASSE 1013; low-lead cast bronze body and stainless steel springs; two independently
operating, spring loaded check valves; diaphragm type differential pressure relief valve
located between check valves; third check valve that opens under back pressure in case
of diaphragm failure, and non-threaded vent outlet.

2. Size: 3/4 to 2 inch assembly with threaded gate valves.

3. Accessories: Provide air gap fitting, lead-free Y-strainer, and test cocks.

B. Reduced Pressure Backflow Preventer Assembly:

1. ASSE 1013 and NSF 61 compliant stainless steel body assembly with corrosion resistant
internal parts, stainless steel springs, diaphragm type differential pressure relief valve
located between check valves, third check valve that opens under back pressure in case
of diaphragm failure, and non-threaded vent outlet.

2. Configured to protect against backsiphonage and backpressure into potable water supply.

3. Size: 2-1/2to 10 inch assembly with flanged OS&Y gate valves.

4. Accessories: Provide flanged Y-strainer, pressure monitor, and test cock.

2.03 DOUBLE CHECK-VALVE ASSEMBLIES

A. Double Check Valve Assembly:
1. Size: 3/4 to 2 inch, NPS assembly with threaded full port ball valves.
2. Accessories: Provide lead-free Y-strainer.

B. Double Check Valve Assembly:

1. ASSE 1015 and NSF 61 compliant lead-free bronze body with corrosion resistant internal
parts and stainless steel springs; two independently operating check valves with
intermediate atmospheric vent.

2. Size: 3/4 to 2 inch, NPS assembly with threaded full port ball valves.

3. Accessories: Provide lead-free Y-strainer.

2.04 WATER HAMMER ARRESTORS

A. Water Hammer Arrestors:
1. Copper construction, piston type sized in accordance with PDI-WH 201, precharged
suitable for operation in temperature range 34 to 250 degrees F and maximum 250 psi
working pressure.

2.05 MIXING VALVES

A. Digitally-Controlled, Thermostatic Master Mixing Valves:
1. Valve: Chrome-plated cast brass body, stainless steel or copper alloy bellows, integral
temperature adjustment.
2. Network Communications Protocol: BACnet over IP complying with ASHRAE Std 135.
3. Accessories:
a. Check valve on inlets.
b. Volume control shut-off valve on outlet.
c. Stem thermometer on outlet.
d. Strainer stop checks on inlets.
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2.06 RELIEF VALVES

A. Bronze body, teflon seat, stainless steel stem and springs, automatic, direct pressure actuated,
capacities ASME certified and labelled.

2.07 AIR VENTS

A. Manual Type: Short vertical sections of 2 inch diameter pipe to form air chamber, with 1/8 inch
brass needle valve at top of chamber.
B. Float Type:

1.  Brass or semi-steel body, copper, polypropylene, or solid non-metallic float, stainless steel
valve and valve seat; suitable for system operating temperature and pressure; with
isolating valve.

2. Castiron body and cover, float, bronze pilot valve mechanism suitable for system
operating temperature and pressure; with isolating valve.

C. Washer Type:
1. Brass with hygroscopic fiber discs, vent ports, adjustable cap for manual shut-off, and
integral spring loaded ball check valve.
2.08 ELECTRONIC TRAP-SEAL PRIMERS
A. Description: Enclosed electronic trap seal primer system with timer.
PART 3 EXECUTION
3.01 INSTALLATION
A. Install in accordance with manufacturer's instructions.

B. Extend cleanouts to finished floor or wall surface. Lubricate threaded cleanout plugs with
mixture of graphite and linseed oil. Ensure clearance at cleanout for rodding of drainage
system.

C. Encase exterior cleanouts in concrete flush with grade.

©

Install floor cleanouts at elevation to accommodate finished floor.

E. Install approved potable water protection devices on plumbing lines where contamination of
domestic water may occur; on boiler feed water lines, janitor rooms, fire sprinkler systems,
premise isolation, irrigation systems, flush valves, interior and exterior hose bibbs.

F. Pipe relief from backflow preventer to nearest drain.

G. Install water hammer arrestors complete with accessible isolation valve on hot and cold water
supply piping.
END OF SECTION
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SECTION 22 1119
LABORATORY SAFETY DEVICE SYSTEM

PART 1 - GENERAL
1.01 SECTION INCLUDES:

A.

Furnishings and installation of the Laboratory Safety Device System as shown on the Drawings

as herein specified.

1. Each system shall include, but not be limited to, a utility controller panel, solenoid valves,
electrical contactor, remote emergency shut off button, gas detector and all
interconnections. The Plumbing Contractor shall provide all materials. Installation shall be
in accordance with Part 3 and 4 of this section.

1.02 REFERENCE STANDARDS

A.

@ Mmoo

H.

NFPA 70, National Electrical Code.

NFPA 72, National Fire Alarm Code.

NFPA 90A, Installation of Air conditioning and Ventilation Systems.

Americans with Disabilities Act.

Uniform Building Codes (UBC).

Local and State Building Codes.

All requirements of the local Authority Having Jurisdiction.

UL61010-1 3rd Edition — Electrical Equipment for Measurement, control and Laboratory Use

1.03 SUBMITTALS:

A.
B.

E.
F.

See Section 01 3000 - Administrative Requirements for submittal procedures.

Product Data: Provide data on laboratory safety device system including manfacturer's catalog

information.

1. Separate components may be provided in lieu of the specified manufactured system.
Including but not limited to enclosures, remote shut off buttons, contactors and solenoid
valves. The system shall include all piping, wiring, conduits, and final connections for a
complete operational system.

Shop Drawings

1. Include plans, elevations, sections and mounting and attachments details.

2. Indicate dimensions, weights, loads, required clearances, method of field assembly,
components, and location and size of each field connection.

3.  Wiring Diagrams
a. Detail wiring for signal, power and control wiring

Operation and Maintenance Data

1. Include in Emergency, Operation and Maintenance manuals.

2. Refer to Division 01 Section “Operation and Maintenance Data”

Manufacturer's recommended detailed installation instructions.
Equipment is not to be ordered without approved submittals

1.04 WARRANTY

A. See Section 01 7800 - Closeout Submittals for additional warranty requirements.
B. Provide a manufacturer’s parts warranty covering 3 Years from date of completion.
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PART 2 - PRODUCTS
2.01 LABORATORY SAFETY DEVICE SYSTEM:

A. All Products and Devices for a complete Laboratory Safety Device System with all components
designed to operate together as a system.
1. The system shall and be UL listed and labeled.

2.02 UTILITY CONTROLLER:

A. At each science classroom and elsewhere as shown on Drawings, provide a Utility Controller
with fascia panel mounted switches to activate remote solenoids and relays to control domestic
water and electrical convenience outlets or other indicated services or devices. Utility Controller
shall be certified to Underwriter's Laboratory UL61010-1 3rd Edition Standards. Controller shall
provide line voltage signals for output circuits. Controller shall provide inputs for remote EPO’s.
The Controller shall be equipped with an Authority Key Lock that restricts activation and de-
activation of output signals to the instructor or educator. Controller shall be provided with a
fascia mounted recessed EPO button.

2.03 WATER SOLENOID VALVES:

A. Water solenoid valves shall be NSF apprd. Brass lead free, EPDM seal, 8W 120v 50-60HZ,
Normally closed type with an operating pressure of 2-230PSI. Number of solenoids, intended
use and pipe sizes are as noted in Equipment Schedule or Drawings.

2.04 ELECTRICAL CONTACTOR:

A. Electrical contactors shall receive signal from utility control panel to govern the electrical power
going to the classroom receptacles. Associated circuits shall be ran from the electrical panel,
through the contactor to the receptacles. Contactor shall be rated for 20amp service and
provide 4 poles in a normally open configuration capable of receiving a 110v 3amp signal.
Number of contactors, location, circuit numbers are as noted on the electrical panel schedule or
drawings.

2.05 CONTACTOR ENCLOSURE:

A. Enclose contactors in a 16 gauge mild steel type 1 junction box. Ensure junction box is
adequate size to accommodate required number of contactors. Locate enclosure above
classroom ceiling close to doorway.

2.06 REMOTE PANIC BUTTON:

A. Where shown on Drawings and where classroom size and configuration restricts clear path
from work areas to Utility Controller, provide a wall mounted Remote Panic Button. Button shall
be red mushroom twist re-set type recessed in a yellow polycarbonate enclosure with a clear lift
up protective shield. Button shall be UL listed and provide clear label text “Emergency Power
Off”. Assembly shall be located as shown on Drawings and as stipulated in Equipment
Schedule. Integrate assembly with volt free dry contact input on Controller.

PART 3 — INTERGRATION AND CONFIGERATION
3.01 BUILDING AUTOMATION OR MANAGEMENT SYSTEMS (BMS):

A. Where shown on Drawings, provide low voltage integration wiring from each Controller to
connection point on BMS. Controller provides a NO, COM and NC relay output for BAS / BMS
integration, the relay will change state in “Alarm”. The Controller can accept low voltage signal
from Fire Alarm to shutdown utilities in case of fire alarm. Final connection by others. See
manufactures instructions.

3.02 SYSTEM CONFIGURATION:

A. Utility Controllers shall be factory configured to the standard configurations and shall be
capable of field adjustments to meet specific project modification requirements. Configurations
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are limited to DIP switch adjustments on rear of fascia panel without the requirement of
additional equipment.

B. Classroom Utilities:

1. Each utility service with outlets at student work-stations shall be controlled by independent
output circuit at the Utility Controller. Control of services can be combined onto one output
circuit as indicated on Drawings. Services shall be activated by Controller fascia panel
master control switches and the engaging of the authority control key. Activation of utility
services shall be restricted to the instructor by means of the authority key lock switch.

C. Time-Out Function:
1. Each Controller be pre-set to shut down after either 2hrs, 4hrs 8hrs or have this function
disabled. This configuration shall be adjusted via the DIP switches on the reverse side of
the fascia panel.

D. Panic Alarm Re-Set:
1. Unless stated elsewhere on Drawings, The Controller shall only re-set from panic alarm
after engagement of the authority key on fascia panel and after local panic alarm has been
re-set.

E. Fire Alarm Re-set:
1.  Unless stated elsewhere on Drawings, the Utility Controller shall be configured so that
continued fire alarm signal to Controller shall prevent re-set.

F. EPO’s and Panic Buttons:

1. Each Controller shall be configured so that pressing remote EPO or Panic Buttons will
disable all utilities. If required; Water and Electrical utilities can be configured to stay on in
an emergency. Each Controller shall be configured so that Gas services will automatically
shut down in all alarm modes.

PART 4 - EXECUTION
4.01 INSTALLATION:
A. Install in accordance with manufacturer’'s recommendations and instructions. Verify
manufacturer’s mounting heights to comply with ADA or other standards.

B. Finish and install all devices as shown in Drawings and as specified herein. Where device is to
be installed by other trades, furnish and then turn over to appropriate trade for installation.

C. Furnish, install and make final connections to monitoring and remote EPQO’s and Panic Buttons
as indicated on Drawings and specified herein. Furnish and install low voltage and volt free
control wiring from Utility Controller to connection point on BMS and Exhaust Fan controller.
Final connection by others.

4.02 PLUMBING:
A. Make final connections to all piping systems where indicated by Drawings and specifications.
4.03 ELECTRICAL:

A. Electrical Contractor shall furnish all conduit and wiring, making final wiring connections to all
equipment as indicated by Drawings and specifications. Contractor shall be responsible for all
system configurations, integration, test and start-up.

4.04 SYSTEM TEST AND START-UP

A. Prior to placing the Utility Controller System into service, perform ALL Start-Up procedures and
checklists as stated in Manufacturer’'s Operations and Maintenance Procedure
1. Verify that all components and devices comply with manufacturer’s requirements and
recommendations and that all devices and installations conform to Drawings and
specification requirements.
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2. Upon completion of ALL Start-Up tests, place the system into service. Complete all
warranty registration documents. Submit originals with other project related closeout and
O & M documentation. Review all operating procedures with a representative of the
owner. Provide all System Authority Keys to the owner’s representative.

END OF SECTION
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SECTION 22 1123
DOMESTIC WATER PUMPS

PART 1 GENERAL
1.01 SECTION INCLUDES
A. Circulators.
1.02 RELATED REQUIREMENTS
A. Section 25 3500 - Integrated Automation Instrumentation and Terminal Devices for HVAC.
1.03 REFERENCE STANDARDS

A. ICC (IPC) - International Plumbing Code; Most Recent Edition Adopted by Authority Having
Jurisdiction, Including All Applicable Amendments and Supplements.

B. NSF 61 - Drinking Water System Components - Health Effects; 2025, with Addendum
1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements for submittal procedures.

B. Product Data:
1. Provide certified pump curve with duty point marked over pump and system operating
conditions and NPSH curve and power requirement by pump tag.
2. Manufacturer's catalog sheets for fixtures, fittings, accessories, and supplies.

C. Shop Drawings: Include dimensions and performance data.

D. Operation and Maintenance Data: Include operation, maintenance, and inspection data,
replacement part numbers and availability, and service depot location and telephone number.

E. Warranty Documentation: Submit manufacturer warranty and ensure that forms have been
completed in Owner's name and registered with manufacturer.

F. Maintenance Materials: Furnish the following for Owner's use in maintenance of project.
1. See Section 01 6000 - Product Requirements for additional provisions.
2. Extra Pump Seals: One of each type and size.

1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications: Company specializing in manufacturing type of products specified
in this section, with minimum three years of documented experience.

B. Certifications: Products Requiring Electrical Connection: Listed and classified by Underwriters
Laboratories Inc, as suitable for purpose specified and indicated.

C. Identification: Provide pumps with manufacturer's name, model number, and rated capacity
identified by permanently attached label.

D. Performance: Ensure pumps operate at specified system fluid temperatures without vapor
binding and cavitation, are non-overloading in parallel or individual operation, and operate
within 25 percent of midpoint of published maximum efficiency curve.

1.06 DELIVERY, STORAGE, AND HANDLING

A. See Section 01 7419 - Construction Waste Management and Disposal for packaging waste
requirements.

B. Provide temporary inlet and outlet caps. Maintain caps in place until installation.
1.07 WARRANTY
A. See Section 01 7800 - Closeout Submittals for additional warranty requirements.
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B. Manufacturer Warranty: Provide 5-year manufacturer warranty for circulators. Complete forms
in Owner's name and register with manufacturer.

PART 2 PRODUCTS
2.01 CIRCULATORS
A. Casing: Bronze with bronze cast impeller, and stainless steel rotor assembly.
Shaft: Alloy steel with integral thrust collar and two oil-lubricated bronze sleeve bearings.
Mechanical Seal: Carbon rotating against a stationary ceramic seat.
Pipe-End Connection: Union connection.
Maximum Discharge Pressure: 145 psi.
Motor: 1,750 rpm, ECM duty with flexible coupling.
Service Temperature Range: Minus 30 to 250 degrees F.
Controls: Provide aquastat set for high-temp cutoff, electric plug, and illuminated hand switch.

T I @mMmMmMmOO®

BMS or Other Integrated Automation Link: Provide auxiliary contacts for fault and run status.
J.  Accessories: Include inlet-outlet temperature and pressure gauges with 2-way isolation valves.
PART 3 EXECUTION
3.01 INSTALLATION
A. Install products with related fittings, and accessories according to manufacturer instructions.
B. Potable and Drinking Water Service: Provide NSF 61 certified; comply with ICC (IPC).

C. Electrical-Driven Pump Work:
1. Provide electric-motor-driven equipment specified complete with local disconnect switch
and control panel with starter, controls, safety devices, and related wiring.
2.  Provide automatic control and protective devices field-wired to interface-related devices
required for specified operation.

D. Ensure that small pressure gauges are installed on both upstream and downstream ends.

E. Ensure pumps operate at specified system fluid temperatures without vapor binding and
cavitation, are nonoverloading in parallel or individual operation, and operate within 25 percent
of midpoint of published maximum efficiency curve.

F. Coordinate BAS, BMS, or Integrated Automation linking between unit controller and remote
software app or terminal; see Section 25 3500.

3.02 FIELD QUALITY CONTROL
A. See Section 01 4000 - Quality Requirements for additional requirements.

B. Operational Tests: Upon completion and sterilization of plumbing systems, conduct operating
tests to demonstrate satisfactory, functional, and operating efficiency.

3.03 CLEANING
A. Thoroughly clean plumbing fixtures and equipment.

B. See Section 01 7419 - Construction Waste Management and Disposal for additional
requirements.

3.04 PROTECTION
A. Protect installed products from damage due from subsequent construction operations.
B. Repair or replace products damaged before Date of Substantial Completion.
END OF SECTION
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SECTION 22 1429
SUMP PUMPS

PART 1 GENERAL
1.01 SECTION INCLUDES

A. Submersible sump pumps.
1.02 REFERENCE STANDARDS

A. ICC (IPC) - International Plumbing Code; Most Recent Edition Adopted by Authority Having
Jurisdiction, Including All Applicable Amendments and Supplements.

B. UL (DIR) - Online Certifications Directory; Current Edition.
1.03 SUBMITTALS

A. See Section 01 3000 - Administrative Requirements for submittal procedures.

B. Product Data: Provide certified pump chart or curve with duty point marked over.
C. Shop Drawings: Include dimensions and performance data.
D

Operation and Maintenance Data: Include operation, maintenance, and inspection data,
replacement part numbers and availability, and service depot location and telephone number.

E. Executed warranty.
1.04 QUALITY ASSURANCE

A. Manufacturer Qualifications: Company specializing in manufacturing the type of products
specified in this section with three years minimum of documented experience.

B. Certifications: UL (DIR) listed, classified, and suitable for the purpose specified and indicated.

C. Identification: Provide pumps with manufacturer's name, model number, and rating/capacity
identified by permanently attached label.

1.05 WARRANTY
A. See Section 01 7800 - Closeout Submittals for additional warranty requirements.

B. Manufacturer Warranty: Provide 2-year manufacturer warranty for pumps and related
components. Complete forms in Owner's name and register with manufacturer.

C. Submit warranty with related forms completed in Owner's name and registered with
manufacturer.

PART 2 PRODUCTS
2.01 SUBMERSIBLE SUMP PUMPS

A. General: Rugged stainless steel and cast iron housing and base with oil-filled motor chamber,
ball bearings, and mechanical seal.

B. Impeller: Thermoplastic; open nonclog, stainless steel shaft.

C. Motor: Base mount, enclosed, lubricated oil-free, thermal-overload protected, continuous duty,
permanent split capacitor with oil-resistant, three-prong connector, 10 foot power cord.

D. Controls: Integral, chemically-resistant, vertical plated-steel rod float switch. Cycle pump
Off/On between 2.5 and 9 inch heights from bottom of pump.
E. Solids Handling Capacity: Pass lint and other small solids up to 1/2 inch in size.
F. Discharge Pipe Size: 2 inch, NPT, female.
G. Maximum Water-Based Effluent Temperature: 120 degrees F.
H. Accessories: Provide full flow swing-type discharge check valve.
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PART 3 EXECUTION
3.01 INSTALLATION

A. Install products with related fittings and accessories according to manufacturer instructions.

B. Observe and provide incidentals required to complete installation in compliance with ICC (IPC).
3.02 FIELD QUALITY CONTROL

A. See Section 01 4000 - Quality Requirements for additional requirements.

B. Operational Tests: Conduct operating tests to demonstrate satisfactory, functional, and
operating efficiency.

3.03 CLEANING

A. See Section 01 7419 - Construction Waste Management and Disposal for additional
requirements.

3.04 PROTECTION
A. Protect installed products from damage from subsequent construction operations.
END OF SECTION
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SECTION 22 4000
PLUMBING FIXTURES

PART 1 GENERAL
1.01 REFERENCE STANDARDS
A. NSF 61 - Drinking Water System Components - Health Effects; 2025, with Addendum
B. NSF 372 - Drinking Water System Components - Lead Content; 2024.
C. UL (DIR) - Online Certifications Directory; Current Edition.
1.02 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements for submittal procedures.

B. Product Data: Provide catalog illustrations of fixtures, sizes, rough-in dimensions, utility sizes,
trim, and finishes.

C. Manufacturer's Instructions: Indicate installation methods and procedures.

D. Warranty: Submit manufacturer warranty and ensure forms have been completed in Owner's
name and registered with manufacturer.

1.03 QUALITY ASSURANCE

A. Manufacturer Qualifications: Company specializing in manufacturing the type of products
specified in this section, with minimum three years of documented experience.

1.04 DELIVERY, STORAGE, AND HANDLING
A. Accept fixtures on-site in factory packaging. Inspect for damage.
1.05 WARRANTY
A. See Section 01 7800 - Closeout Submittals for additional warranty requirements.
B. Provide five year manufacturer warranty for all plumbing fixtures.
PART 2 PRODUCTS
2.01 GENERAL REQUIREMENTS
A. Refer to contract documents for plumbing fixture specifications.

B. Potable Water Systems: Provide plumbing fittings and faucets that comply with NSF 61 and
NSF 372 for maximum lead content; label pipe and fittings.

C. Water Efficiency: EPA WaterSense label is required for all water closets, urinals, lavatory
faucets, and showerheads.

2.02 REGULATORY REQUIREMENTS
A. Comply with applicable codes for installation of plumbing systems.
B. Comply with UL (DIR) requirements.
PART 3 EXECUTION
3.01 EXAMINATION
A. Verify that walls and floor finishes are prepared and ready for installation of fixtures.
B. Verify that electric power is available and of the correct characteristics.

C. Confirm that millwork is constructed with adequate provision for the installation of counter top
lavatories and sinks.
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3.02 PREPARATION

A. Rough-in fixture piping connections in accordance with minimum sizes indicated in fixture
rough-in schedule for particular fixtures.

3.03 INSTALLATION

A. Provide chrome-plated rigid or flexible supplies to fixtures with loose key stops, reducers, and
escutcheons.

B. Install components level and plumb.
C. Install and secure fixtures in place with wall supports and bolts.

D. Solidly attach water closets to floor with lag screws. Lead flashing is not intended to hold fixture
in place.

3.04 INTERFACE WITH WORK OF OTHER SECTIONS

A. Review millwork shop drawings. Confirm location and size of fixtures and openings before
rough-in and installation.

3.05 CLEANING
A. Clean plumbing fixtures and equipment.
3.06 PROTECTION
A. Protect installed products from damage due to subsequent construction operations.
B. Do not permit use of fixtures by construction personnel.
C. Repair or replace damaged products before Date of Substantial Completion.
END OF SECTION
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SECTION 23 0010
GENERAL REQUIREMENTS FOR HVAC SYSTEMS

PART 1 - GENERAL
1.01 DESCRIPTION

A. The General Requirements for Mechanical Work are intended to be complementary to the
General Requirements of the Construction Contract.

B. Work Included: Provide complete mechanical systems where shown on the drawings, as
specified herein, and as needed for a complete and proper installation including, but not
necessarily limited to the following summary of work:

1. Provide new DDC controls and integrate with the existing building DDC system.

2. Test & Balance: will be provided by the Owner. Contractor responsibilities to support the
Test & Balance effort are contained in Section 23 05 93.

3.  Other items and services required to complete the systems.

1.02 QUALITY ASSURANCE AND APPLICABLE STANDARDS

A. Use adequate numbers of skilled workers that are thoroughly trained and experienced in the
necessary crafts and are completely familiar with the specified requirements and the methods
needed for proper performance of the work of this Section.

B. Without additional cost to the Architect/Engineer/Owner, provide such other labor and materials
as are required to complete the work of this Section in accordance with the requirements of
governmental agencies having jurisdiction, regardless of whether such materials and
associated labor are called for elsewhere in these Contract Documents.

C. Codes: Perform all work in accordance with the latest edition of the following codes:
State and city building, fire, plumbing, and mechanical codes.

National Electrical Code (NEC)

National Fire Protection Association (NFPA)

American with Disabilities Act (ADA)

Texas Accessibility Standards (TAS)

All authorities having jurisdiction.

B

D. Where conflicts occur between drawings, specifications, and code requirements, the most
stringent requirement shall take precedence.

E. Standards: The specifications and standards of the following organizations are by reference
made a part of these specifications. All work, unless otherwise indicated, shall comply with the
requirements and recommendations wherever applicable:

American National Standards Institute (ANSI)

Air Conditioning and Refrigeration Institute (ARI)

American Gas Association (AGA)

American Society for Testing and Materials (ASTM)

American Society of Plumbing Engineers (ASPE)

American Society of Mechanical Engineers (ASME)

American Society of Refrigeration, Heating and Air Conditioning Engineers (ASHRAE)

Electrical Testing Laboratories (ETL)

National Bureau of Standards (NBS)

10. National Electrical Manufacturer's Association (NEMA)

11. National Fire Protection Association (NFPA)

12. Sheet Metal and Air Conditioning National Association (SMACNA)

13. Underwriters Laboratories, Inc. (UL)
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INNOVATIVE ENGINEERING GROUP 230010 -1

General Requirements For Hvac Systems



Tomball ISD — Intermediate School Replacement (0802-04-01)
Tomball, Texas

G.

Electrical Characteristics for Equipment: Equipment of differing electrical characteristics may be
furnished provided such equipment is proposed on the “Alternate Manufacturer Evaluation
Form”, subsequently approved, and connecting electrical services, circuit breakers, and conduit
sizes appropriately modified. If minimum energy ratings or efficiencies are specified, equipment
shall comply with requirements.

When requested, provide the Owner’s Authorized Representative with manufacturer’s
certificate that materials meet or exceed minimum requirements as specified.

1.03 REQUIREMENTS OF REGULATORY AGENCIES

A.

The requirements and recommendations of the latest edition of the Occupational Safety and
Health Administration (OSHA) Act are by reference made a part of these specifications. All
work shall comply with the requirements and recommendations wherever applicable.

1.04 RELATED WORK SPECIFIED ELSEWHERE

A.
B.

All Other Sections of Divisions 21, 22, and 26 (as applicable).

All other divisions of the contract documents. Refer to each division's specifications and
drawings for all requirements

1.05 SUBMITTALS

A. Comply with pertinent provisions of Division 01.

B. Provide Specifications per Division 01 for all submitted alternate equipment.

C. Product Data: Submit the following:

1. Materials list of items proposed to be provided under Division 23.

2. Manufacturer's specifications and other data needed to prove compliance with the
specified requirements. The term "Compliance" is understood to mean that the Contractor
certifies that the submitted equipment will meet or exceed the contract document
requirements. Iltems that do not clearly meet this definition should be identified and
explained as required in the following paragraph.

3. Identify the difference between the specified item or function and the proposed. Explain
with enough detail so that the Architect/Engineer/Owner can easily determine that the item
complies with the functional intent. List any disadvantages or advantages of the proposed
item versus the specified item. Submit technical data sheets and pictures and diagrams to
support and clarify. Organize in a clear and concise format. All substitutions shall be
approved in writing by Architect/Engineer. The Architect/Engineer’s decision shall be final.

4. Allow a minimum of ten (10) working days for the review of submittals and each re-
submittal.

5. Compliance with the Contract documents shall be the sole responsibility of the Contractor.
Iltems on equipment that are were not accepted by the Architect/Engineer in writing as an
approved equal shall be replaced or revised to comply with the contract documents at the
Contractor's expense.

6. Manufacturer's recommended installation procedures which, when reviewed by the
Architect/Engineer, shall become the basis for accepting or rejecting actual installation
procedures used on the work.

7. Sign the submittal as an indication of compliance with the contract documents. Any
deviations from the contract documents shall be indicated on the submittal prior to signing.
Any deviations not indicated shall be cause for rejection and removal of the non-complying
equipment at the Contractor’'s expense.

D. See individual specification Sections for submittal requirements of materials and equipment.

E. Resubmittals of rejected submittals shall be limited to one (1) in number. Costs for processing
subsequent resubmittals in excess of the first resubmittal, resulting from the Contractor's
disregard of Architect/Engineer's primary submittal rejection comments, shall be borne by the
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Contractor. Costs shall be based on Architect/Engineer's hourly rates as published in their
current professional fee schedules and shall also include reimbursable costs for delivery,
mailing, and photocopies at direct cost plus fifteen percent (15%).

Shop Drawings: Upon written request of the Contractor, the Architect/Engineer will provide
directly to the Contractor electronic backgrounds of drawings required to produce shop
drawings. The requirements to secure electronic files for shop drawing purposes are the same
as for record drawing purposes. See 230010, Paragraph 1.15.H.2.

1.06 SUBSTITUTIONS

A.

The use of manufacturers' names and catalog numbers followed by the phrase "or equal” is
generally used to establish a standard of quality and utility for the specified items and to provide
a dimensional reference for construction documents that are drawn to scale.

Submittals for "equal” items shall, where applicable, include the following data that are not

necessarily required for specified items:

1.  Performance characteristics.

2 Materials.

3.  Finish.

4. Certification of conformance with specified codes and standards.

5 Manufacturer's specifications and other data needed to prove compliance with the
specified requirements. The term "Compliance" is understood to mean that the Contractor
certifies that the submitted equipment will meet or exceed the contract document
requirements. ltems that do not clearly meet this definition should be identified and
explained as required in Paragraph 6 below.

6. Identify the difference between the specified item or function and the proposed. Explain
with enough detail so that the Architect/ Engineer/Owner can easily determine that the
item complies with the functional intent. List any disadvantages or advantages of the
proposed item versus the specified item. Submit technical data sheets and pictures and
diagrams to support and clarify. Include shop drawings for all piping and ductwork
equipment per Paragraph 1.5 Submittals. Organize in a clear and concise format.

Submittals of "equal" components or systems may be rejected if:

1. The material or equipment would necessitate the alteration of any portion of the
mechanical, electrical, architectural or structural design.

2. Dimensions vary from the specified material or equipment in such a manner that
accessibility or clearances are impaired or the work of other trades is adversely affected.

Proposed substitutions for materials or equipment must be submitted ten (10) days prior to final
bid date for consideration as approved equals. Otherwise, such substitutions will not be
permitted. Only Prime Bidders are allowed to make proposals for substitutions. Manufacturers,
distributors, and sub-contractors shall not make proposals to the Architect/Engineer for
substitutions.

No substitution shall be made unless authorized in writing by the Architect/Engineer. Should a
substitution be accepted, and should the substitute material prove defective or otherwise
unsatisfactory for the service intended, and within the guarantee period, replace this material or
equipment with material or equipment specified, at no additional cost to the
Architect/Engineer/Owner, and to the satisfaction of the Architect/Engineer.

Contractors submitting bids on substitute materials and equipment must also provide a written
performance guarantee certifying that the substitute materials and equipment will produce the
specified effects and meet the approval of the Architect/Engineer.

1.07 ORDINANCES, PERMITS, METERS, UTILITIES, AND ROYALTIES

A. Procure all permits and licenses necessary for completion of this project and pay all lawful fees
required and necessary pursuant in obtaining said permits and licenses. All required certificates
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of approvals and inspections by local governing and regulating authorities shall be obtained
and paid for by the Contractor.

Pay all fees required for the connection of water, gas, and sewer to utility mains, and any meter

fees if required.

1. Pay any royalty payments required or fees for the use of patented equipment or systems.
Defend all law suits or claims for infringement of any patent rights and shall hold the
Owner and Architect/Engineer harmless from loss as a result of said suits or claims.

1.08 COMPATIBILITY OF EQUIPMENT

A.

Assume full responsibility for satisfactory operation of all component parts of the mechanical
systems to assure compatibility of all equipment and performance of the integrated systems in
accordance with the requirements of the specifications. Should the Contractor consider any
part of the specifications or drawings as rendering his acceptance of such responsibility
impossible, prohibitive, or restrictive, he shall notify the Architect/Engineer before submitting his
bid, and the bid shall be accompanied by a written statement of any objections or exceptions to
the specifications and drawings.

1.09 EXISTING UTILITIES AND TEMPORARY SERVICES FOR CONSTRUCTION

A.

B.

Verify the location and capacity of existing utility services pertaining to work of Division 23.
Relocate existing utilities unearthed by excavation as directed by the utility service companies
affected.

Temporary Services for Construction
1. Provide temporary services in strict accordance with the provisions of these specifications.

1.10 EXCAVATION AND BACKFILLING

A.

F.
G.

Perform all excavation and backfilling necessary for the installation of the work. This shall
include shoring and pumping in ditches to keep them in dry condition until the work has been
installed. Properly perform all shoring required to protect the excavation and to safeguard
employees.

Perform excavation and backfilling in strict accordance with the provisions of these
specifications including trench safety requirements.

Make all excavations to the proper depth, with allowances made for floor slabs, forms, beams,

etc. Properly compact ground under piping before installing piping.

1. Provide backfilling with selected soil, free from rocks and debris and pneumatically tamp
with 6-inch layers to secure a field density ration of 95 percent as defined by ASTM
Designation D698-57T (Proctor Soil Compaction Test).

Remove from the site excavated materials not suitable and not used in the backfill.

Field check and verify the locations of all underground utilities. Avoid disturbing these as far as
possible. In the event existing utilities are damaged, repair them at no cost to the
Architect/Engineer/Owner.

In a lime-stabilized area, fully restore the lime stabilization after the excavation is complete.

Replace concrete, curbs, paving, and other surface improvements cut during excavation to their
original condition.

1.11 JOBSITE CONDITIONS

A. Examine the areas and conditions under which work of this Section will be performed. Include
required work to correct conditions detrimental to the timely and proper completion of all
Division 23 Work. Do not proceed until unsatisfactory conditions are corrected.
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1.12 PREPARATION AND COORDINATION

A.

Perform coordination work in strict accordance with provisions of these specifications and the

following:

1. Coordinate as necessary with other trades to assure proper and adequate interface with
all work.

2. Where ducts, pipes and other mechanical items are shown in conflict with locations of
structural members and other equipment, include labor and materials required for
extensions, offsets and supports to clear the encroachment.

3. Although such work is not specifically indicated, provide all supplementary or
miscellaneous items, appurtenances, and devices incidental to or necessary for a sound,
secure, and complete installation.

4. Coordinate accepted equipment changes from those scheduled or specified with other
trades affected. Additional compensation to other trades for equipment changes is the
responsibility of the Contractor making the change.

Mechanical Drawings are diagrammatic. Follow the drawings as closely as actual construction
and work of other trades will permit. Duct and piping arrangement have been designed for
maximum economy consistent with good practice and other considerations. Install the systems
arranged as shown on the drawings, except as otherwise approved in advance by the
Architect/Engineer.

Data indicated on the Drawings and in these Specifications are as exact as could be secured,
but their absolute accuracy is not warranted. The exact locations, distances, levels, and other
conditions will be governed by actual construction and the Drawings and Specifications should
be used only for guidance in such regard.

Where items such as diffusers, thermostats, switches, and control panels are not specifically
located on the Drawings, provide an RFI to the Architect/Engineer, and locate as determined in
the field by the Architect/Engineer. Where such items are installed without such specific
direction, relocate as directed by the Architect/Engineer, and at no additional cost to the
Architect/Engineer/Owner.

Verify all dimensions and distances. No additional compensation will be allowed because of
differences between work shown on the Drawings and actual dimensions and distances at the
jobsite.

1.13 CONSTRUCTION REQUIREMENTS

A

The drawings show the arrangements of work. Should project conditions necessitate
rearrangement, or if the materials or equipment can be installed to a better advantage in a
different manner, before proceeding with the work, prepare and submit five copies of Drawings
of the proposed arrangement for the Architect/Engineer’s review. Allow a minimum of ten (10)
working days for review.

Should the Contractor propose to install equipment requiring space conditions other than those
shown, or rearrange the equipment, he shall assume responsibility for the rearrangement of the
space and shall have the Architect/Engineer review the change before proceeding with the
work. The request for such changes shall be accompanied by contractor-generated detailed
shop drawings of the space in question. Identify monetary credits proposed or other benefits of
the change. Allow a minimum of ten (10) working days for review.

Properly locate and size all slots, holes, and openings in the building structure pertaining to the
work and for the correct location of pipe sleeves, duct sleeves, fire dampers, etc., as applicable
to the work.
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1.14 CUTTING AND PATCHING
A. Perform cutting and patching associated with the work in strict accordance with the provisions

of Division 01 of these Specifications and the following:
1. Coordinate work to minimize cutting and patching work.
2. Request for Architect/Engineer's Consent
a. Prior to cutting or coring of the building structure, submit a written request to the
Architect/Engineer for permission to proceed with cutting. Include x-rays of any floor
area where cutting or coring is proposed.

b. Contractor is cautioned that concrete floor may contain steel tendons, pipes, and
electrical/telecom conduits, all of which can not be cut or damaged.

3.  Perform Architect/Engineer-approved cutting and demolition by methods that will prevent
damage to other portions of the work and provide proper surfaces to receive installation of
new work and repair.

4. Perform fitting and adjusting of products to provide finished installation complying with the
specified tolerances and finishes.

5. Provide all core drilling of holes. Where sleeves and blockouts are required, they shall be
cut or provided at locations required. On completion of this work or as work progresses,
make all repairs and do all patching required as a result of work under this Contract. All
patching shall be performed in a manner that will restore the surrounding work to its
original condition to the satisfaction of the Architect/Engineer.

6. Assume responsibility for the proper size of all sleeves and blockouts in the building
structure pertaining to the work and for providing the correct location of pipe sleeves and
blockouts.

7. Where openings are cut through masonry walls, provide lintels or structural supports to
protect the remaining masonry. Provide adequate support during the cutting operation to
prevent any damage to the affected masonry.

1.15 PROJECT RECORD DOCUMENTS

A.

B.

Provide the record documents associated with the work of Division 23 in strict accordance with
the provisions of these specifications.

Throughout progress of the Division 23 Work, maintain an accurate record of changes in the
Contract Documents that apply to work of Division 23. Changes shall include all addendums
issued during bidding. Maintain an accurate record of the location of mechanical service lines
and outlets and all outside utilities.

Delegate the responsibility for maintenance of Record Documents to one person on the
Contractor's staff as approved by the Architect/Engineer. Submit in writing at the pre-
construction conference the name and credentials of the person responsible for record mark-
ups and maintenance.

Accuracy of Records

1. Thoroughly coordinate changes within the Record Documents, making adequate and
proper entries on each page of Specifications and each sheet of drawings and other
documents where such entry is required to show the change properly. Match the
symbology and format of the base documents.

2. Accuracy of records shall be such that a future verification of items shown in the Contract
Documents may rely reasonably on information obtained from the approved Project
Record Documents.

Maintain the job set of Record Documents completely protected from deterioration and from
loss and damage until completion of the work and transfer of all recorded data to the final
Project Record Documents.

Making Entries on Drawings
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1. Using an erasable colored pencil (not ink or indelible pencil), clearly describe the change
by graphic line and note as required.

2 Date all entries.

3. Call attention to the entry by a "cloud" drawn around the area or areas affected.

4. Inthe event of overlapping changes, use different colors for the overlapping changes.

5. Make entries within 24 hours after receipt of information that the change has occurred.

6. Maintain the base drawing format and use the same symbology.

7. Convert field mark-ups to finished CADD record drawings when required in this section.

C

1

onversion of Schematic Layouts
In some cases on the drawings, arrangements of ductwork and piping and similar items
are shown schematically and are not intended to portray precise physical layout.
Determine final physical arrangement subject to the Architect/Engineer's approval.
However, design of future modifications of the facility may require accurate information as
to the final physical layout of items that are shown only schematically on the drawings.

2. Show on the job set of record drawings, by dimension accurate to within one inch, the
centerline of each run of items such as all sleeves and piping, etc., below grade, in walls,
or in the concrete slab. A surface mounted device indicates the exact location:

a. Clearly identify the item by accurate note such as "Chilled Water" and the like.
b. Show, by symbol or note, the vertical location of the item "under slab," "in ceiling
plenum," "exposed," and the like.

c. Make all identification sufficiently descriptive that it may be related reliably to the
specifications.

H. Final Project Record Documents
1. The purpose of the final Project Record Documents is to provide factual
a. information regarding all aspects of the Work, both concealed and visible, to enable
future modification of the Work to proceed without lengthy and expensive site
measurement, investigation, and examination.
2. Provide completed record drawings on CD and one Mylar film reproducible of each
drawing.
3. Refer to Section 017839 for additional requirements.

1.16 OPERATION AND MAINTENANCE DATA

A. Well before substantial completion, submit two copies of a preliminary draft of the proposed
manual(s) to the Architect/Engineer for review and comments. Allow a minimum of ten (10)
working days for review.

B. Submit specified number copies of the approved manual to the Architect/Engineer prior to
indoctrination of operation and maintenance personnel.

C. Prepare in accordance with the following standards:

Format:
Size: 8" x 11"
Paper: White bond, at least 20 Ib. weight
INNOVATIVE ENGINEERING GROUP 23 0010-7
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Text: Neatly written or printed

Drawings: 11" in height preferable; bind in with text;
foldouts acceptable; larger drawings are
acceptable but fold to fit within the Manual
and provide a drawing pocket inside rear
cover or bind in with text.

Separate each section of the Manual with
neatly prepared flysheets briefly
describing contents of the ensuing
section; flysheets may be in color.

Flysheets:

Use heavy-duty plastic or fiberboard
covers with binding mechanism concealed
Binding: inside the manual; 3-ring binders will be
acceptable; all binding is subject to the
Architect/ Engineer's approval.
Provide all measurements in U.S.
standard units such as feet-and-inches,
Ibs, and cfm. Where items may be
Measurements: expected to be measured within ten years
in accordance with metric formulae,
provide additional measurements in the
"International System of Units" (SI).

D. Provide front and back covers for each manual, using durable material approved by the
Architect/Engineer, and clearly identified on or through the cover with at least the following
information:

1.
2.
3.
4.

Name and Address of Work

Name of Contractor

General subject of this manual

Space for approval signature of the Architect/Engineer and approval date

1.17 OPERATING AND MAINTENANCE INSTRUCTIONS
A. Contents: Include at least the following:

1.

Neatly typewritten index near the front of the manual, giving immediate information as to
location within the manual of all emergency information regarding the installation.

2. Complete instructions regarding operation and maintenance of all equipment provided
including lubrication, disassembly, and reassembly.

3. Complete nomenclature of all parts of all equipment.

4. Complete nomenclature and part number of all replaceable parts, name and address of
nearest vendor, and all other data pertinent to procurement procedures.

5. Copy of all guarantees and warranties issued.

6. Manufacturer's bulletins, drawings, and descriptive data, clearly indicating the precise
items included in this installation and deleting, or otherwise clearly indicating, all
manufacturers' data with which this installation is not concerned.

7. Such other data as required in other sections of these specifications.
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1.18 EQUIPMENT FOUNDATIONS

A.

B.

C.

Provide equipment foundations associated with the work in accordance with the provisions of
these specifications

Provide concrete bases for all pad or floor mounted equipment. Bases shall be four inches (4”)
high above finished floors or grades (unless otherwise noted) and shall protrude two inches (27)
beyond all sides of equipment and shall have exposed chamfer edges. Construct bases from
ready-mixed hardrock concrete, ASTM C94, reinforced with #3 rebar, ASTM A615, Grade 40,
at 18” on center each way.

Field verify exact location of outdoor pad mounted equipment with the Architect/Engineer.
Supply necessary fill and grade site to provide natural drainage away from equipment.

1.19 PAINTING

A.

All equipment shall be delivered to the job with suitable factory finish. Should the finish be
damaged in transit or during the installation, it shall be finished to match appearance of original
finish. All work shall be subject to approval by Architect/Engineer.

1.20 TESTING AND INSPECTION

A.

B.

Provide personnel and equipment, make required tests, and secure required approvals from
the Architect/Engineer and governmental agencies having jurisdiction.

Make written notice to the Architect/Engineer, adequately in advance, of each of the following
stages of construction:

1. When all rough-in is complete, but not covered;

2. As specified in all Division 23 sections.

3. At the completion of the work of Division 23.

When material or workmanship is found to not comply with the specified requirements, remove
the noncomplying items from the job site and replace them with items complying with the
specified requirements at no additional cost to the Architect/Engineer/Owner. This shall be
performed within 3 days after receipt of written notice of noncompliance.

1.21 WARRANTY

A.

C.

D.

Warranty all equipment and workmanship for a period of one year after date of substantial
completion and replace or repair any faulty equipment or installation at no cost to the
Architect/Engineer/Owner for such service during this period, all in accordance with
requirements of Division 01.

Provide full material warranty on all compressors for a period of five years after date of
substantial completion.

This warranty shall not void specific warranties issued by manufacturers for greater periods of
time. Nor shall it void any rights guaranteed to the Owner by law.

Warranties shall be in writing in a form satisfactory to the Owner, and shall be delivered to the
Owner before final payment is made.

1.22 PROJECT COMPLETION

A. Upon completion of the work of Division 23, thoroughly clean all exposed portions of the
mechanical installation, removing all traces of soil, labels, grease, oil, and other foreign
material, and using only the type cleaner recommended by the manufacturer of the item being
cleaned.

END OF SECTION
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SECTION 23 0400
ARCHITECTURAL REQUIREMENTS FOR HVAC

PART 1 GENERAL
1.01 SECTION INCLUDES

A. Size, Weight, Fall Protection and Screening Requirements for HYAC Unit Field Modifications
1.02 RELATED REQUIREMENTS

A. Section 01 3000 - Administrative Requirements: Submittal procedures, project meetings,
progress schedules and documentation, reports, coordination.

B. Section 01 6000 - Product Requirements: Fundamental product requirements, substitutions
and product options, delivery, storage, and handling.

C. Division 23 - Heating, Ventilating and Air Conditioning
1.03 ADMINISTRATIVE REQUIREMENTS

A. Coordination: Coordinate the installation of all HVAC equipment with size, weight, fall
protection and screening requirements for HVAC Units.

B. Preinstallation Meeting: Conduct a preinstallation meeting one week prior to the start of the
work of this section; require attendance by all affected installers.

1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements, for submittal procedures.
B. Provide engineered drawings stating compliance with this specification section.
C. Provide sightline study to verify compliance with this specification section.

1.05 QUALITY ASSURANCE

A. Work covered by this section of the specifications shall conform to the contract documents, as
well as state and local codes.

B. Designer Qualifications: Perform design under direct supervision of a Professional Engineer
experienced in design of this type of work and licensed in Texas.

C. Manufacturer Qualifications: Company specializing in manufacturing products specified in this
section, with not less than three years of documented experience.

D. Installer Qualifications: Company specializing in performing work of the type specified and with
minimum three years of documented experience.

E. Copies of Documents at Project Site: Maintain at the project site a copy of each referenced
document that prescribes execution requirements.

1.06 ARCHITECTURAL REQUIREMENTS

A. The purpose of these specifications is to define the performance and design standards for
modifications of HYAC equipment required for products not listed as "Basis of Design" or
relocated due to other coordination parameters.

B. Coordinate the installation of all HYAC equipment with size, weight, fall protection and
screening requirements for HYAC Units and make adustments as required to comply with state
and local codes and ordinances.

C. Screening:

1. Contractor shall verify that the unit heights and placement for the provided equipment and
curbs do not exceed those detailed in the construction documents.

Huckabee 23 0400 -1
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2. If the total height and placement differs from the locations or details of the construction
documents, the Contractor shall perform a sightline study to verify compliance with the
local screening codes and ordinances and make the required modifications to comply.
Contractor shall verify compliance before any parapet walls are constructed or screening
equipment is ordered.

Size:

1. Contractor shall verify the size of all units, roof curbs and structural openings for
equipment that deviate from the units or openings as detailed in the construction
documents and make the required adjustments.

Weight:

1. Contractor shall confirm the weights of the provided equipment and verify compliance with
the designed loads shown on the construction documents. If the weights exceed those
designed, Contractor shall coordinate with the General Contractor and Structural Detailer
to adjust the joist or steel design as required.

Fall Protection:

1. Contractor shall provide fall protection for any unit locations that are modified in the field,
where the modifications locate them adjacent to any hazzards that require fall protection
by state or local codes.

PART 2 PRODUCTS (NOT USED)
PART 3 EXECUTION (NOT USED)

END OF SECTION

Huckabee 230400 -2

ARCHITECTURAL REQUIREMENTS FOR HVAC



Tomball ISD — Intermediate School Replacement (0802-04-01)
Tomball, Texas

SECTION 23 0517
SLEEVES AND SLEEVE SEALS FOR HVAC PIPING

PART 1 GENERAL
1.01 SECTION INCLUDES
A. Pipe sleeves.
B. Pipe-sleeve seals.
1.02 RELATED REQUIREMENTS
A. Section 07 8400 - Firestopping.
1.03 REFERENCE STANDARDS

A. ASTM C592 - Standard Specification for Mineral Fiber Blanket Insulation and Blanket-Type
Pipe Insulation (Metal-Mesh Covered) (Industrial Type); 2022a.

B. ASTM E814 - Standard Test Method for Fire Tests of Penetration Firestop Systems; 2023a.
1.04 SUBMITTALS

A. See Section 01 3000 - Administrative Requirements for submittal procedures.

B. Shop Drawings: Indicate pipe materials used, jointing methods, supports, floor and wall
penetration seals. Indicate installation, layout, weights, mounting and support details, and
piping connections.

1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications: Company specializing in manufacturing the Products specified in
this section with minimum five years documented experience.

B. Installer Qualifications: Company specializing in performing work of the type specified this
section.
1. Minimum three years experience.

C. Clean equipment, pipes, valves, and fittings of grease, metal cuttings, and sludge that may
have accumulated from the installation and testing of the system.

1.06 DELIVERY, STORAGE, AND HANDLING
A. Deliver and store sleeve and sleeve seals in shipping containers, with labeling in place.

B. Provide temporary protective coating on cast iron and steel sleeves if shipped loose.
PART 2 PRODUCTS
2.01 PIPE SLEEVES
A. Vertical Piping:
1. Sleeve Length: 2 inch above finished floor.
2.  Provide sealant for watertight joint.
3. Blocked Out Floor Openings: Provide 1-1/2 inch angle set in silicon adhesive around
opening.
4. Dirilled Penetrations: Provide 1-1/2 inch angle ring or square set in silicone adhesive
around penetration.

B. Plastic or Sheet Metal: Pipe passing through interior walls, partitions, and floors, unless steel
or brass sleeves are specified below.

C. Pipe Passing Through Below Grade Exterior Walls:
1. Zinc coated or cast iron pipe.

2.  Provide watertight space with link rubber or modular seal between sleeve and pipe on
both pipe ends.
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D.

E.

Pipe Passing Through Mechanical, Laundry, and Animal Room Floors above Basement:
1.  Galvanized steel pipe or black iron pipe with asphalt coating.
2. Connect sleeve with floor plate except in mechanical rooms.

Clearances:

1. Provide allowance for insulated piping.

2. Wall, Floor, Partitions, and Beam Flanges: 1 inch greater than external pipe diameter.

3. All Rated Openings: Caulked tight with fire stopping material in compliance with ASTM
E814 in accordance with Section 07 8400 to prevent the spread of fire, smoke, and gases.

2.02 PIPE-SLEEVE SEALS

A

D.

Modular Mechanical Sleeve-Seal:
1. Elastomer-based interlocking links continuously fill annular space between pipe and wall-
sleeve, wall or casing opening.
2.  Watertight seal between pipe and wall-sleeve, wall or casing opening.
3. Size and select seal component materials in accordance with service requirements.
4. Glass-reinforced plastic pressure end plates.
Sealing Compounds:
. Provide packing and sealing compound to fill pipe to sleeve thickness.
2. Combined packing and seal compound is to match partition fire-resistance hourly rating.
2

1

Pipe Sleeve Material:

1 Bearing Walls: Steel, cast iron, or terra-cotta pipe.
Masonry Structures: Sheet metal or fiber.

Wall Sleeve: PVC material with waterstop collar, and nailer end-caps.

PART 3 EXECUTION
3.01 PREPARATION

A.
B.

Ream pipe and tube ends. Remove burrs. Bevel plain end ferrous pipe.
Remove scale and foreign material, from inside and outside, before assembly.

3.02 INSTALLATION

A
B.
C.

Route piping in orderly manner, plumb and parallel to building structure. Maintain gradient.
Install piping to conserve building space, to not interfere with use of space and other work.

Install piping and pipe sleeves to allow for expansion and contraction without stressing pipe,
joints, or connected equipment.

Inserts:

1. Provide inserts for placement in concrete formwork.

2. Provide inserts for suspending hangers from reinforced concrete slabs and sides of
reinforced concrete beams.

3. Where concrete slabs form finished ceiling, locate inserts flush with slab surface.

4. Where inserts are omitted, drill through concrete slab from below and provide through-bolt
with recessed square steel plate and nut above slab.

Structural Considerations:
1. Do not penetrate building structural members unless indicated.

Provide sleeves when penetrating footings, floors, walls, partitions, and roofs. Seal pipe

including sleeve penetrations to achieve fire resistance equivalent to fire separation required.

1. Underground Piping: Caulk pipe sleeve watertight with lead and oakum or mechanically
expandable chloroprene inserts with bitumen sealed metal components.

2. Aboveground Piping:
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3.

4.

a. Pack solid using mineral fiber in compliance with ASTM C592.

b. Fill space with an elastomer caulk to a depth of 0.50 inch where penetrations occur
between conditioned and unconditioned spaces.

All Rated Openings: Caulk tight with fire stopping material in compliance with ASTM E814

in accordance with Section 07 8400 to prevent the spread of fire, smoke, and gases.

Caulk exterior wall sleeves watertight with lead and oakum or mechanically expandable

chloroprene inserts with mastic-sealed components.

G. Manufactured Sleeve-Seal Systems:

1.

2.

3.
4.

5.
6.

Install manufactured sleeve-seal systems in sleeves located in grade slabs and exterior
concrete walls at piping entrances into building.

Provide sealing elements of the size, quantity, and type required for the piping and sleeve
inner diameter or penetration diameter.

Locate piping in center of sleeve or penetration.

Install field assembled sleeve-seal system components in annular space between sleeve
and piping.

Tighten bolting for a water-tight seal.

Install in accordance with manufacturer's recommendations.

H. When installing more than one piping system material, ensure system components are
compatible and joined to ensure the integrity of the system. Provide necessary joining fittings.
Ensure flanges, union, and couplings for servicing are consistently provided.

3.03 CLEANING
A. Upon completion of work, clean all parts of the installation.

B. Clean equipment, pipes, valves, and fittings of grease, metal cuttings, and sludge that may
have accumulated from the installation and testing of the system.

END OF SECTION
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SECTION 23 0519
METERS AND GAUGES FOR HVAC PIPING

PART 1 GENERAL
1.01 SECTION INCLUDES
A. Pressure gauges and pressure gauge taps.
B. Thermometers and thermometer wells.
C. Static pressure gauges.
1.02 RELATED REQUIREMENTS
1.03 REFERENCE STANDARDS
A. ASME B40.100 - Pressure Gauges and Gauge Attachments; 2022.

B. ASTM E1 - Standard Specification for ASTM Liquid-in-Glass Thermometers; 2014 (Reapproved
2025).

C. ASTM E77 - Standard Test Method for Inspection and Verification of Thermometers; 2014
(Reapproved 2021).

1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements, for submittal procedures.

B. Product Data: Provide list that indicates use, operating range, total range and location for
manufactured components.

C. Project Record Documents: Record actual locations of components and instrumentation.
1.05 FIELD CONDITIONS

A. Do not install instrumentation when areas are under construction, except for required rough-in,
taps, supports and test plugs.

PART 2 PRODUCTS
2.01 PRESSURE GAUGES

A. Pressure Gauges: ASME B40.100, drawn steel case, phosphor bronze bourdon tube, rotary
brass movement, brass socket, with front recalibration adjustment, black scale on white
background.

1. Case: Steel with brass bourdon tube.
2. Size: 4-1/2 inch diameter.

3. Mid-Scale Accuracy: One percent.

4. Scale: Psi.

2.02 PRESSURE GAUGE TAPPINGS

A. Gauge Cock: Tee or lever handle, brass for maximum 150 psi.

B. Needle Valve: Brass, 1/4 inch NPT for minimum 150 psi.

C. Pulsation Damper: Pressure snubber, brass with 1/4 inch connections.
2.03 STEM TYPE THERMOMETERS

A. Thermometers - Adjustable Angle: Red- or blue-appearing non-toxic liquid in glass; ASTM E1;
lens front tube, cast aluminum case with enamel finish, cast aluminum adjustable joint with
positive locking device; adjustable 360 degrees in horizontal plane, 180 degrees in vertical
plane.

1. Size: 7 inch scale.
2. Window: Clear glass.
3. Stem: 3/4 inch NPT brass.
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4. Accuracy: 2 percent, per ASTM E77.
5. Calibration: Degrees F.

2.04 THERMOMETER SUPPORTS

A. Socket: Brass separable sockets for thermometer stems with or without extensions as
required, and with cap and chain.

2.05 TEST PLUGS

A. Test Plug: 1/4 inch or 1/2 inch brass fitting and cap for receiving 1/8 inch outside diameter
pressure or temperature probe with neoprene core for temperatures up to 200 degrees F.

2.06 STATIC PRESSURE GAUGES

A. 3-1/2 inch diameter dial in metal case, diaphragm actuated, black figures on white background,
front recalibration adjustment, 2 percent of full scale accuracy.

B. Accessories: Static pressure tips with compression fittings for bulkhead mounting, 1/4 inch
diameter tubing.

PART 3 EXECUTION
3.01 INSTALLATION
A. Install in accordance with manufacturer's instructions.

B. Provide one pressure gauge per pump, installing taps before strainers and on suction and
discharge of pump. Pipe to gauge.

C. Install pressure gauges with pulsation dampers. Provide gauge cock to isolate each gauge.
Extend nipples to allow clearance from insulation.

D. Install thermometers in piping systems in sockets in short couplings. Enlarge pipes smaller
than 2-1/2 inch for installation of thermometer sockets. Ensure sockets allow clearance from
insulation.

E. Install thermometer sockets adjacent to controls system thermostat, transmitter, or sensor
sockets. Refer to Section 23 0923.

F. Coil and conceal excess capillary on remote element instruments.

G. Provide instruments with scale ranges selected according to service with largest appropriate
scale.

H. Install gauges and thermometers in locations where they are easily read from normal operating
level. Install vertical to 45 degrees off vertical.

I.  Adjust gauges and thermometers to final angle, clean windows and lenses, and calibrate to
zero.

J. Locate test plugs adjacent thermometers and thermometer sockets.
END OF SECTION
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SECTION 23 0523
GENERAL-DUTY VALVES FOR HVAC PIPING

PART 1 GENERAL
1.01 SECTION INCLUDES

A.

moow

Ball valves.
Butterfly valves.
Check valves.
Gate valves.
Chainwheels.

1.02 RELATED REQUIREMENTS
1.03 ABBREVIATIONS AND ACRONYMS

A. CWP: Cold working pressure.

B. EPDM: Ethylene propylene copolymer rubber.

C. NBR: Acrylonitrile-butadiene, Buna-N, or nitrile rubber.

D. NRS: Nonrising stem.

E. OS&Y: Outside screw and yoke.

F. PTFE: Polytetrafluoroethylene.

G. RS: Rising stem.

H. TFE: Tetrafluoroethylene.

.  WOG: Water, oil, and gas.

1.04 REFERENCE STANDARDS

A. ASME B1.20.1 - Pipe Threads, General Purpose, Inch; 2013 (Reaffirmed 2018).

B. ASME B16.1 - Gray Iron Pipe Flanges and Flanged Fittings: Classes 25, 125, and 250; 2026.

C. ASME B16.5 - Pipe Flanges and Flanged Fittings: NPS 1/2 Through NPS 24 Metric/Inch
Standard; 2025.

D. ASME B16.18 - Cast Copper Alloy Solder Joint Pressure Fittings; 2021.

E. ASME B31.9 - Building Services Piping; 2025.

F. ASME BPVC-IX - Boiler and Pressure Vessel Code, Section IX - Qualification Standard for
Welding, Brazing, and Fusing Procedures; Welders; Brazers; and Welding, Brazing, and Fusing
Operators; 2025, with Errata.

G. ASTM A126 - Standard Specification for Gray Iron Castings for Valves, Flanges, and Pipe
Fittings; 2004 (Reapproved 2023).

H. ASTM B62 - Standard Specification for Composition Bronze or Ounce Metal Castings; 2017
(Reapproved 2025).

I.  MSS SP-45 - Drain and Bypass Connections; 2020.

J.  MSS SP-67 - Butterfly Valves; 2022.

K. MSS SP-70 - Gray Iron Gate Valves, Flanged and Threaded Ends; 2011.

L. MSS SP-71 - Gray Iron Swing Check Valves, Flanged and Threaded Ends; 2018.

M. MSS SP-72 - Ball Valves with Flanged or Butt-Welding Ends for General Service; 2010a.

N. MSS SP-80 - Bronze Gate, Globe, Angle, and Check Valves; 2019.

INNOVATIVE ENGINEERING GROUP 230523 - 1

General-Duty Valves For Hvac Piping



Tomball ISD — Intermediate School Replacement (0802-04-01)
Tomball, Texas

O. MSS SP-110 - Ball Valves Threaded, Socket-Welding, Solder Joint, Grooved and Flared Ends;
2010, with Errata .

1.05 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements for submittal procedures.

B. Product Data: Provide data on valves including manufacturers catalog information. Submit
performance ratings, rough-in details, weights, support requirements, and piping connections.

C. Warranty: Submit manufacturer warranty and ensure that forms have been completed in
Owner's name and registered with manufacturer.

D. Operation and Maintenance Data: Include manufacturer's descriptive literature, operating
instructions, maintenance and repair data, and parts listings.

1.06 QUALITY ASSURANCE

A. Manufacturer:
1. Obtain valves for each valve type from single manufacturer.

B. Welding Materials and Procedures: Comply with ASME BPVC-IX.
1.07 DELIVERY, STORAGE, AND HANDLING

A. Prepare valves for shipping as follows:
1. Minimize exposure of operable surfaces by setting plug and ball valves to open position.
2 Protect valve parts exposed to piped medium against rust and corrosion.
3. Protect valve piping connections such as grooves, weld ends, threads, and flange faces.
4. Adjust globe, gate, and angle valves to the closed position to avoid clattering.
5. Secure check valves in either the closed position or open position.
6. Adjust butterfly valves to closed or partially closed position.

B. Use the following precautions during storage:
1 Maintain valve end protection and protect flanges and specialties from dirt.
a. Provide temporary inlet and outlet caps.
b. Maintain caps in place until installation.
2. Store valves in shipping containers and maintain in place until installation.
a. Store valves indoors in dry environment.
b. Store valves off the ground in watertight enclosures when indoor storage is not an
option.
C. Exercise the following precautions for handling:
1. Handle large valves with sling, modified to avoid damage to exposed parts.
2. Avoid the use of operating handles or stems as rigging or lifting points.

PART 2 PRODUCTS
2.01 APPLICATIONS
A. Listed pipe sizes shown using nominal pipe sizes (NPS) and nominal diameter (DN).

B. Provide the following valves for the applications if not indicated on drawings:
1. Throttling (Hydronic): Butterfly and Ball.
2. Isolation (Shutoff): Butterfly, Gate, and Ball.
3. Swing Check (Pump Outlet):
a. Size 2 inch and Smaller: Bronze with bronze disc.
b. Size 2-1/2 inch and Larger: Iron with center-guided with resilient seat.
4. Dead-End: Butterfly, single-flange (lug) type.

C. Chilled, Condenser, and Heating Hot Water Valves:
1. Size 2 inch and Smaller, Brass and Bronze Valves:
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Threaded or solder-joint ends.
Ball: Full port, two piece, brass trim.
Gate: NRS, Class 125.
ize 2-1/2 inch and Larger, Iron Valves:
2-1/2 inch to 4 inch: Threaded ends.
Ball: 2-1/2 NPS to 10 inch, Class 150.
Single-Flange Butterfly: 2-1/2 inch to 12 inch, aluminum-bronze disc, EPDM seat,
200 CWP.
Single-Flange Butterfly: 14 inch to 24 inch, aluminum-bronze disc, EPDM seat, 150
CWP.
e. Grooved-End Butterfly: 2-1/2 inch to 12 inch, 175 CWP.
f.  Swing Check: Metal seats, Class 125.
g. Swing Check with Closure Control: 2-1/2 inch to 12 inch, lever and spring, Class
125.
h. Gate: NRS, Class 125.

N
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2.02 GENERAL REQUIREMENTS

A.

B.
C.

l.
J.

Valve Pressure and Temperature Ratings: No less than rating indicated; as required for system
pressures and temperatures.

Valve Sizes: Match upstream piping unless otherwise indicated.

Valve Actuator Types:

1. Handwheel: Valves other than quarter-turn types.

2. Hand Lever: Quarter-turn valves 6 inch and smaller.

3. Chainwheel: Device for attachment to valve handwheel, stem, or other actuator, of size
and with chain for mounting height, as indicated in the "Valve Installation" Article.

Valves in Insulated Piping: Provide 2 inch stem extensions and the following features:

1. Ball Valves: Extended operating handle of non-thermal-conductive material, and
protective sleeve that allows operation of valve without breaking the vapor seal or
disturbing insulation.

2. Butterfly Valves: Extended neck.

Memory Stops: Fully adjustable after insulation is installed.

Valve-End Connections:

1. Threaded End Valves: ASME B1.20.1.

2.  Flanges on Iron Valves: ASME B16.1 for flanges on iron valves.

3. Pipe Flanges and Flanged Fittings 1/2 inch through 24 inch: ASME B16.5.
4. Solder Joint Connections: ASME B16.18.

General ASME Compliance:
1. Building Services Piping Valves: ASME B31.9.

Bronze Valves:
1.  Fabricate from dezincification resistant material.
2. Copper alloys containing more than 15 percent zinc are not permitted.

Valve Bypass and Drain Connections: MSS SP-45.
Source Limitations: Obtain each valve type from a single manufacturer.

2.03 BRONZE, BALL VALVES

A

General:
1.  Fabricate from dezincification resistant material.
2. Copper alloys containing more than 15 percent zinc are not permitted.
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B. Two Piece, Full Port with Bronze or Brass Trim:

Comply with MSS SP-110.

WSP Rating: 150 psi.

WOG Rating: 400 psi.

Body: Forged bronze or dezincified-brass alloy.

End Connections: Pipe thread or solder.

Seats: PTFE.

Stem: Bronze or brass.

Ball: Chrome plated brass.

Operator: Provide lockable handle, memory stop, and stem extension.

2.04 IRON, BALL VALVES

A. Split Body, Full Port:

Comply with MSS SP-72.
CWP Rating: 200 psi.

Body: ASTM A126, gray iron.
Ends: Flanged.

Seats: PTFE.

Stem: Stainless steel.

Ball: Stainless steel.

2.05 IRON, SINGLE FLANGE BUTTERFLY VALVES

A. Wafer Style:

1.  Comply with MSS SP-67, Type I.

2. Wafer Style, CWP Ratings:
a. Sizes 2to 12 inch: 200 psi.
b. Sizes 14 to 24 inch: 150 psi.
¢. Vacuum Service: Down to 29.9 in-Hg.
Body Material: ASTM A126 cast iron.
Stem: One or two-piece stainless steel.
Seat: EPDM.
Disc: Aluminum-bronze.
. Operator: Gear operator with handwheel over direct-mount actuator base.

2.06 BRONZE, SWING CHECK VALVES

A. Class 125:

Pressure and Temperature Rating: MSS SP-80, Type 3.
Design: Y-pattern, horizontal or vertical flow.

WSP Rating: 200 psi.

Body: Bronze, ASTM B62.

End Connections: Threaded or soldered.

Disc: Bronze.

lass 150:
Pressure and Temperature Rating: MSS SP-80, Type 3.
Design: Y-pattern, horizontal or vertical flow.
CWP Rating: 300 psi.
Body: Bronze, ASTM B62.
End Connections: Threaded or soldered.
Disc: Bronze.
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2.07 IRON, SWING CHECK VALVES WITH CLOSURE CONTROL

A. Class 125:

Comply with MSS SP-71, Type I.

Body Design: Clear or full waterway.

Body Material: ASTM A126, gray iron with bolted bonnet.

Ends: Flanged.

Trim: Bronze.

Gasket: Asbestos free.

. Closer Control: Factory installed, exterior lever, and spring or weight.

2.08 BRONZE, GATE VALVES

A. Nonrising Stem or NRS:

Pressure-Temperature Range: MSS SP-80, Type I.

Class 125:

Class 150: CWP Rating; 300 psi.

Body: ASTM B62, bronze with integral seat and screw-in bonnet.
Ends Connections: Threaded or solder.

Stem: Bronze.

Disc: Solid wedge; bronze.

Packing: Asbestos free.

Handwheel Operator: Malleable iron or bronze.

2.09 IRON, GATE VALVES

A. NRS or OS&Y:
1.  Comply with MSS SP-70, Type I.
2. Body Material: Gray iron with bolted bonnet.
3. Ends: Flanged.
4. Trim: Bronze.
5. Disc: Solid wedge.
Packing and Gasket: Asbestos free.

2.10 CHAINWHEELS

A. Description: Valve actuation assembly with sprocket rim, brackets, and chain.
1. Brackets: Type, number, size, and fasteners required to mount actuator on valve.
2. Attachment: For connection to ball, butterfly, and plug valve stems.
3.  Sprocket Rim with Chain Guides: Ductile iron include zinc coating.
4. Chain: Hot-dip galvanized steel. Sized to fit sprocket rim.

PART 3 EXECUTION
3.01 EXAMINATION

A. Discard all packing materials and verify that valve interior, including threads and flanges, are
completely clean without signs of damage or degradation that could result in leakage.

Noghkown=
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B. Verify valve parts to be fully operational in all positions from closed to fully open.

C. Confirm gasket material to be suitable for the service, to be of correct size, and without defects
that could compromise effectiveness.

D. Should valve is determined to be defective, replace with new valve.
3.02 INSTALLATION

A. Provide unions or flanges with valves to facilitate equipment removal and maintenance while
maintaining system operation and full accessibility for servicing.
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B. Provide separate valve support as required and locate valve with stem at or above center of
piping, maintaining unimpeded stem movement.

C. Where valve support members are welded to structural building framing, scrape, brush clean,
and apply one coat of zinc-rich primer to welds.

D. Install check valves where necessary to maintain direction of flow as follows:
1. Swing Check: Install horizontal maintaining hinge pin level.

E. Provide chainwheels on operators for valves 4 NPS and larger where located 96 NPS or more
above finished floor, terminating 60 NPS above finished floor.

END OF SECTION
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SECTION 23 0529
HANGERS AND SUPPORTS FOR HVAC PIPING AND EQUIPMENT

PART 1 GENERAL
1.01 SECTION INCLUDES

A.

Support and attachment components.

1.02 RELATED REQUIREMENTS

A.

Section 03 3000 - Cast-in-Place Concrete: Concrete equipment pads.

1.03 REFERENCE STANDARDS

A.
B.

A.

M.
N.

ASTM A36/A36M - Standard Specification for Carbon Structural Steel; 2019.

ASTM A47/A47M - Standard Specification for Ferritic Malleable Iron Castings; 1999, with
Editorial Revision (2022).

ASTM A123/A123M - Standard Specification for Zinc (Hot-Dip Galvanized) Coatings on Iron
and Steel Products; 2024.

ASTM A153/A153M - Standard Specification for Zinc Coating (Hot-Dip) on Iron and Steel
Hardware; 2023.

ASTM A181/A181M - Standard Specification for Carbon Steel Forgings, for General-Purpose
Piping; 2025.

ASTM A283/A283M - Standard Specification for Low and Intermediate Tensile Strength Carbon
Steel Plates; 2024.

ASTM A395/A395M - Standard Specification for Ferritic Ductile Iron Pressure-Retaining
Castings for Use at Elevated Temperatures; 1999 (Reapproved 2022).

ASTM A653/A653M - Standard Specification for Steel Sheet, Zinc-Coated (Galvanized) or Zinc-
Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process; 2025a.

ASTM B633 - Standard Specification for Electrodeposited Coatings of Zinc on Iron and Steel;
2023.

ASTM EB84 - Standard Test Method for Surface Burning Characteristics of Building Materials;
2026.

ASTM E96/E96M - Standard Test Methods for Gravimetric Determination of Water Vapor
Transmission Rate of Materials; 2024a.

FM (AG) - FM Approval Guide; Current Edition.
MFMA-4 - Metal Framing Standards Publication; 2004.

MSS SP-58 - Pipe Hangers and Supports - Materials, Design, Manufacture, Selection,
Application, and Installation; 2025.

UL (DIR) - Online Certifications Directory; Current Edition.

UL 723 - Standard for Test for Surface Burning Characteristics of Building Materials; Current
Edition, Including All Revisions.

1.04 ADMINISTRATIVE REQUIREMENTS

A. Coordination:
1.  Coordinate sizes and arrangement of supports and bases with the actual equipment and
components to be installed.
2. Coordinate the work with other trades to provide additional framing and materials required
for installation.
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Coordinate compatibility of support and attachment components with mounting surfaces at
the installed locations.

Coordinate the arrangement of supports with ductwork, piping, equipment and other
potential conflicts installed under other sections or by others.

Notify Architect of any conflicts with or deviations from Contract Documents. Obtain
direction before proceeding with work.

B. Sequencing:

1.

Do not install products on or provide attachment to concrete surfaces until concrete has
fully cured in accordance with Section 03 3000.

1.05 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements for submittal procedures.

B. Product Data: Provide manufacturer's standard catalog pages and data sheets for channel
(strut) framing systems, nonpenetrating rooftop supports, and thermal insulated pipe supports.

1.06 DELIVERY, STORAGE, AND HANDLING

A. Receive, inspect, handle, and store products in accordance with manufacturer's instructions.
PART 2 PRODUCTS
2.01 SUPPORT AND ATTACHMENT COMPONENTS

A. General Requirements:

1.

2.

3.

Provide all required hangers, supports, anchors, fasteners, fittings, accessories, and

hardware as necessary for the complete installation of plumbing work.

Provide products listed, classified, and labeled as suitable for the purpose intended, where

applicable.

Where support and attachment component types and sizes are not indicated, select in

accordance with manufacturer's application criteria as required for the load to be

supported. Include consideration for vibration, equipment operation, and shock loads

where applicable.

Do not use wire, chain, perforated pipe strap, or wood for permanent supports unless

specifically indicated or permitted.

Steel Components: Use corrosion resistant materials suitable for the environment where

installed.

a. Indoor Dry Locations: Use zinc-plated steel or approved equivalent unless otherwise
indicated.

b. Outdoor and Damp or Wet Indoor Locations: Use galvanized steel, stainless steel, or
approved equivalent unless otherwise indicated.

c. Zinc-Plated Steel: Electroplated in accordance with ASTM B633.

d. Galvanized Steel: Hot-dip galvanized after fabrication in accordance with ASTM
A123/A123M or ASTM A153/A153M.

B. Prefabricated Trapeze-Framed Metal Strut Systems:

1.

2.

ok w

MFMA-4 compliant, pre-fabricated, MSS SP-58 type 59 continuous-slot metal strut
channel with associated tracks, fittings, and related accessories.

Strut Channel or Bracket Material:

a. Indoor Dry Locations: Use zinc-plated steel or galvanized steel.

b. Outdoor and Damp or Wet Indoor Locations: Use galvanized steel.

Minimum Channel Thickness: Steel sheet, 12 gauge, 0.1046 inch.

Minimum Channel Dimensions: 1-5/8 inch width by 13/16 inch height.

Accessories: Provide bracket covers, cable basket clips, cable tray clips, clamps, conduit
clamps, fire-retarding brackets, j-hooks, protectors, and vibration dampeners.

INNOVATIVE ENGINEERING GROUP 230529-2

Hangers And Supports For Hvac Piping And
Equipment



Tomball ISD — Intermediate School Replacement (0802-04-01)
Tomball, Texas

C. Strut Channels:
1.  ASTM A653/A653M galvanized steel bracket with clamps for surface mounting of piping or
plumbing equipment support.
2. Channel or Bracket Kits: Include rods, brackets, end-fixed fittings, covers, clips, and other
related hardware required to complete sectional trapeze section for piping or other
support.

D. Channel Nuts:
1. Provide carbon steel channel nut with epoxy copper or zinc finish and long, regular, or
short spring.
E. Hanger Rods:
1. Threaded zinc-plated steel unless otherwise indicated.
2. Minimum Size, Unless Otherwise Indicated or Required:
a. Equipment Supports: 1/2 inch diameter.
b. Piping up to 1 inch: 1/4 inch diameter.
c. Piping larger than 1 inch: 3/8 inch diameter.
d. Trapeze Support for Multiple Pipes: 3/8 inch diameter.

F. Thermal Insulated Pipe Supports:
1.  General Requirements:
a. Insulated pipe supports to be provided at hanger, support, and guide locations on
pipe requiring insulation or additional support.
b. Surface Burning Characteristics: Flame spread index/smoke developed index of
5/30, maximum, when tested in accordance with ASTM E84 or UL 723.
c. Pipe supports to be provided for nominally sized, 1/2 to 30 inch iron pipes.
d. Insulation inserts to consist of rigid polyisocyanurate (urethane) insulation surrounded
by a 360 degree, PVC jacketing.
2. PVC Jacket:
a. Pipe insulation protection shields to be provided with a ball bearing hinge and locking
seam.
b. Moisture Vapor Transmission: 0.0071 perm inch, when tested in accordance with
ASTM E96/E96M.
c. Thickness: 60 mil.
3. Pipe insulation protection shields to be provided at the hanger points and guide locations
on pipes requiring insulation as indicated on drawings.

G. Pipe Supports:
1. Material: ASTM A395/A395M ductile iron, ASTM A36/A36M carbon steel, ASTM
A47/A47M malleable iron, ASTM A181/A181M forged steel, or ASTM A283/A283M steel.
2. Liquid Temperatures Up To 122 degrees F:
a. Overhead Support: MSS SP-58 Types 1, 3 through 12.
b. Support From Below: MSS SP-58 Types 35 through 38.
3.  Operating Temperatures from 122 to 446 degrees F:
a. Overhead Support: MSS SP-58 Type 1 or 3 through 12, with appropriate saddle of
MSS SP-58 Type 40 for insulated pipe.
b. Roller Support: MSS SP-58 Types 41 or 43 through 46, with appropriate saddle of
MSS SP-58 Type 39 for insulated pipe.

H. Beam Clamps:
1.  MSS SP-58 types 19 through 23, 25 or 27 through 30 based on required load.
2.  Beam C-Clamp: MSS SP-58 type 23, ductile iron with stainless steel and zinc finish.
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3. Small or Junior Beam Clamp: MSS SP-58 type 19, ductile iron with zinc finish. For
inverted usage provide manufacturer listed size(s).

4. Wide Mouth Beam Clamp: MSS SP-58 type 19, ductile iron with zinc finish.

5. Centerload Beam Clamp with Extension Piece: MSS SP-58 type 30, ductile iron with zinc
finish.

6. FM (AG)and UL (DIR) Approved Beam Clamp: MSS SP-58 type 19, plated finish,

7. Provide clamps with hardened steel cup-point set screws and lock-nuts for anchoring in
place.

I. Riser Clamps:

1. Forinsulated pipe runs, provide two bolt-type clamps designed for installation under
insulation.

2.  MSS SP-58 type 1 or 8, carbon steel or steel with epoxy plated, stainless steel, or zinc
plated finish.

3. Medium Split Horizontal Pipe Clamp: MSS SP-58 type 4, carbon steel or stainless steel
with epoxy plated, stainless steel, or zinc plated finish.

4. Copper Tube Pipe Clamp: MSS SP-58 type 8, epoxy plated copper.

5. UL (DIR) listed: Pipe sizes 1/2 to 8 inch.

J.  U-Bolts:
1. MSS SP-58 Type 24, carbon steel u-bolt for pipe support or anchoring.

K. Strut Clamps:

1. Pipe Clamp: Two-piece rigid, universal, or outer diameter type, carbon steel with epoxy
copper or zinc finish.

L. Insulation Clamps:
1. Two bolt-type clamps designed for installation under insulation.
2. Material: Carbon steel with epoxy copper or zinc finish.

M. Pipe Hangers:
1. Clevis Hangers, Adjustable:
a. Light-Duty: MSS SP-58 Type 1, zinc-plated.
b. Standard-Duty: MSS SP-58 Type 1, zinc-plated.

N. Intermediate Pipe Guides:
1.  Pipe Diameter 6 inch and Smaller: Provide minimum clearance of 0.16 inch.

2. Pipe Sizes 8 inch: 0.625 inch U-bolt with double nuts providing minimum clearance of
0.28 inch.

3 Pipe Size 10 inch: 0.75 inch U-bolt.

4. Pipe Sizes 12 to 16 inch: 0.875 inch U-bolt.

5. Pipe Sizes 18 to 30 inch: 1 inch U-bolt.

6. Use pipe clamps with oversize pipe sleeve that provides clearance around pipe.

P

1

2

ipe Alignment Guides: Galvanized steel.

. Pipe Sizes 8 inch and Smaller: Spider or sleeve type.
. Pipe Sizes 10 inch and Larger: Roller type.

P. Dielectric Barriers: Provide between metallic supports and metallic piping and associated items
of dissimilar type; acceptable dielectric barriers include rubber or plastic sheets or coatings
attached securely to pipe or item.

Q. Nonpenetrating Rooftop Supports for Low-Slope Roofs:
1. Provide steel pedestals with thermoplastic or rubber base that rest on top of roofing
membrane, not requiring any attachment to the roof structure and not penetrating the
roofing assembly, with support fixtures as specified.
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2. Base Sizes: As required to distribute load sufficiently to prevent indentation of roofing
assembly.

3. Attachment/Support Fixtures: As recommended by manufacturer, same type as indicated
for equivalent indoor hangers and supports.

4. Mounting Height: Provide minimum clearance of 6 inches under supported component to
top of roofing.

R. Pipe Shields for Insulated Piping:
1.  General Construction and Requirements:
Surface Burning Characteristics: Comply with ASTM E84 or UL 723.
Shields Material: UV-resistant polypropylene with glass fill.
Maximum Insulated Pipe Outer Diameter: 12-5/8 inch.
Minimum Service Temperature: Minus 40 degrees F.
Maximum Service Temperature: 178 degrees F.
Pipe shields to be provided at hanger, support, and guide locations on pipe requiring
insulation or additional support.

-0 o0 T

S. Anchors and Fasteners:
1. Unless otherwise indicated and where not otherwise restricted, use the anchor and
fastener types indicated for the specified applications.
Concrete: Use preset concrete inserts, expansion anchors, or screw anchors.
Solid or Grout-Filled Masonry: Use expansion anchors or screw anchors.
Hollow Masonry: Use toggle bolts.
Hollow Stud Walls: Use toggle bolts.
Steel: Use beam-ceiling clamps, beam clamps, machine bolts, or welded threaded studs.
Beam Ceiling Flanges: ASTM A47/A47M Grade 32510, malleable iron or stainless steel
with copper, stainless steel, or zinc finish.
8. Sheet Metal: Use sheet metal screws.
9. Wood: Use wood screws.
10. Plastic and lead anchors are not permitted.
11. Powder-actuated fasteners are not permitted.
12. Hammer-driven anchors and fasteners are not permitted.
13. Preset Concrete Inserts: Continuous metal channel (strut) and spot inserts specifically
designed to be cast in concrete ceilings, walls, and floors.
a. Comply with MFMA-4.
b. Channel Material: Use galvanized steel.
c. Manufacturer: Same as manufacturer of metal channel (strut) framing system.
14. Post-Installed Concrete and Masonry Anchors: Evaluated and recognized by ICC
Evaluation Service, LLC (ICC-ES) for compliance with applicable building code.

PART 3 EXECUTION
3.01 EXAMINATION
A. Verify that field measurements are as indicated.

Noakowd

B. Verify that mounting surfaces are ready to receive support and attachment components.
C. Verify that conditions are satisfactory for installation prior to starting work.

3.02 INSTALLATION
A. Install products in accordance with manufacturer's instructions.

B. Install anchors and fasteners in accordance with ICC Evaluation Services, LLC (ICC-ES)
evaluation report conditions of use where applicable.
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J.

K.

Provide independent support from building structure. Do not provide support from piping,
ductwork, conduit, or other systems.

Unless specifically indicated or approved by Architect, do not provide support from suspended
ceiling support system or ceiling grid.

Unless specifically indicated or approved by Architect, do not provide support from roof deck.

Do not penetrate or otherwise notch or cut structural members without approval of Structural
Engineer.

Provide thermal insulated pipe supports complete with hangers and accessories. Install
thermal insulated pipe supports during the installation of the piping system.

Equipment Support and Attachment:

1. Use metal fabricated supports or supports assembled from metal channel (strut) to
support equipment as required.

2. Use metal channel (strut) secured to studs to support equipment surface-mounted on
hollow stud walls when wall strength is not sufficient to resist pull-out.

3. Use metal channel (strut) to support surface-mounted equipment in wet or damp locations
to provide space between equipment and mounting surface.

4. Securely fasten floor-mounted equipment. Do not install equipment such that it relies on
its own weight for support.

Preset Concrete Inserts: Use manufacturer-provided closure strips to inhibit concrete seepage
during concrete pour.

Secure fasteners according to manufacturer's recommended torque settings.
Remove temporary supports.

3.03 FIELD QUALITY CONTROL

A. See Section 01 4000 - Quality Requirements for additional requirements.
B. Inspect support and attachment components for damage and defects.
C. Repair cuts and abrasions in galvanized finishes using zinc-rich paint recommended by
manufacturer. Replace components that exhibit signs of corrosion.
D. Correct deficiencies and replace damaged or defective support and attachment components.
END OF SECTION
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SECTION 23 0533
HEAT TRACING FOR HVAC PIPING

PART 1 GENERAL
1.01 SECTION INCLUDES
A. Self-regulating parallel resistance electric heating cable.
1.02 RELATED REQUIREMENTS
A. Section 23 0553 - Identification for HVAC Piping and Equipment.
B. Section 26 0526 - Grounding and Bonding for Electrical Systems.
1.03 REFERENCE STANDARDS

A. |EEE 515.1 - IEEE Standard for the Testing, Design, Installation, and Maintenance of Electrical
Resistance Trace Heating for Commercial Applications; 2022.

B. NFPA 70 - National Electrical Code; Most Recent Edition Adopted by Authority Having
Jurisdiction, Including All Applicable Amendments and Supplements.

1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements, for submittal procedures.
B. Product Data: Provide data for electric heat tracing and

C. Operation and Maintenance Data: Include manufacturer's descriptive literature, operating
instructions of equipment and controls, maintenance and repair data, and parts listings.

1.05 WARRANTY

A. See Section 01 7800 - Closeout Submittals, for additional warranty requirements.

B. Provide two year manufacturer warranty for cables, connection kits, accessories, and controls.
PART 2 PRODUCTS
2.01 SELF-REGULATING PARALLEL RESISTANCE ELECTRIC HEATING CABLE

A. Provide products listed, classified, and labeled by UL (DIR), ITS (DIR), or testing firm
acceptable to authorities having jurisdiction (AHJ).

B. Factory Rating and Testing: Comply with IEEE 515.1.

C. Heating Element:
1. Provide pair of parallel No. 16 tinned or nickel coated stranded copper bus wires
embedded in cross linked conductive polymer core with varying heat output in response to
temperature along its length.

2. Terminations: Waterproof, factory assembled, non-heating leads with connector at one
end and water-tight seal at opposite end.
3. Capable of crossing over itself without overheating.

Insulated Jacket: Flame retardant polyolefin.

Cable Cover: Provide tinned copper and polyolefin outer jacket with UV inhibitor.
Maximum Power-On Operating Temperature: 150 degrees F.

Maximum Power-Off Exposure Temperature: 185 degrees F.

IemMmo

Electrical Characteristics:
1. 5 Wilineal ft.
2. 120 volts or 277 volts, single phase, 60 Hz.

2.02 OUTER JACKET MARKINGS
A. Name of manufacturer, trademark, or other recognized symbol of identification.
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B. Catalog number, reference number, or model.
C. Month and year of manufacture, date coding, applicable serial number, or equivalent.
D. Agency listing or approval.

2.03 CONNECTION KITS

A. Provide power connection, splice/tee, and end seal kits compatible with the heating cable and
without requiring cutting of the cable core to expose bus wires.

B. Furnish with NEMA 4X rating for prevention of corrosion and water ingress.
2.04 ACCESSORIES

A. Provide Accessories As Indicated or As Required for Complete Installation, Including but Not
Limited To:
1. High temperature, glass filament tape for attachment of heating cable to metal piping.
2. Heat-conductive putty.
3. Cable ties.
4. Silicone end seals and splice kits.
5. Installation clips.
6. Warning labels for attachment to exterior of piping insulation. Refer to Section 23 0553.

2.05 CONTROLS

A. Pipe Mounted Thermostats:
1. Remote bulb on capillary, resistance temperature device (RTD) or thermistor for direct
sensing of pipe wall temperature.
2. Control Enclosure: Corrosion resistant and waterproof.
3. Provide a single set of dry contacts for general fault alarm condition.

PART 3 EXECUTION
3.01 EXAMINATION

A. Verify that piping and equipment are ready to receive work.

B. Verify field measurements are as indicated on shop drawings.

C. Verify required power is available, in proper location, and ready for use.
3.02 PREPARATION

A. Clean all surfaces prior to installation.

B. Prepare surfaces using the methods recommended by the manufacturer.
3.03 INSTALLATION

A. Install in accordance with manufacturer's recommendations.

B. Comply with installation requirements of IEEE 515.1 and NFPA 70, Article 427.

C. Apply heating cable linearly on pipe with fiberglass tape only after piping has successfully
completed any required pressure testing.

D. Comply with all national and local code requirements.
Grounding: Refer to Section 26 0526.

F. Identification:
1. After thermal insulation installation, apply external pipeline decals to indicate presence of
the thermal insulation cladding at intervals not to exceed 20 ft including cladding over
each valve or other equipment that may require maintenance.

m
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3.04 FIELD QUALITY CONTROL
A. Field Testing and Inspections:

1.
2.
3.
4

5.

o

Commission system in accordance with installation and operation manual.

Inspect for sources of water entry and proper sealing.

Inspect weather barrier to confirm that no sharp edges are contacting the trace heating.

Minimum Acceptable Insulation Resistance: 20 megohms or greater at a test voltage of

2500 VDC for polymer insulated trace heaters.

Test heating cable integrity with megohmmeter at the following intervals:

Before installing the cable.

After cable has been installed onto the piping.

After installing the connection kits.

After the installation of thermal insulation onto the piping.

Prior to initial start-up (commissioning).

Measure voltage and current at each unit.

Controls:

a. Verify control parameters are set to the application requirements.

b. Verify factory provided digital temperature controller is correctly configured with the
building automation system.

®ao oo

3.05 PROTECTION
A. Protectinstalled products from damage until Date of Substantial Completion.

END OF SECTION

INNOVATIVE ENGINEERING GROUP 230533-3

Heat Tracing For Hvac Piping






Tomball ISD — Intermediate School Replacement (0802-04-01)
Tomball, Texas

SECTION 23 0548
VIBRATION AND SEISMIC CONTROLS FOR HVAC

PART 1 GENERAL
1.01 SECTION INCLUDES
A. Vibration isolation requirements.
B. Vibration-isolated equipment support bases.
C. \Vibration isolators.
1.02 RELATED REQUIREMENTS
A. Section 03 3000 - Cast-in-Place Concrete.
1.03 REFERENCE STANDARDS
A. ASHRAE (HVACA) - ASHRAE Handbook - HVAC Applications; Most Recent Edition Cited by
Referring Code or Reference Standard.
1.04 ADMINISTRATIVE REQUIREMENTS
A. Coordination:
1. Coordinate selection and arrangement of vibration isolation and/or seismic control
components with the actual equipment to be installed.
2. Coordinate the work with other trades to provide additional framing and materials required
for installation.
3. Coordinate compatibility of support and attachment components with mounting surfaces at
the installed locations.

4. Notify Architect of any conflicts with or deviations from Contract Documents. Obtain
direction before proceeding with work.

B. Sequencing:
1. Do not install products on or provide attachment to concrete surfaces until concrete has
fully cured in accordance with Section 03 3000.

1.05 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements for submittal procedures.

B. Product Data: Provide manufacturer's standard catalog pages and data sheets for products,
including materials, fabrication details, dimensions, and finishes.
1. Vibration Isolators: Include rated load capacities and deflections; include information on
color coding or other identification methods for spring element load capacities.

C. Shop Drawings - Vibration Isolation Systems:
1. Include dimensioned plan views and sections indicating proposed arrangement of
vibration isolators; indicate equipment weights and static deflections.
2. Vibration-Isolated Equipment Support Bases: Include base weights, including concrete fill
where applicable; indicate equipment mounting provisions.

1.06 QUALITY ASSURANCE
A. Comply with applicable building code.
1.07 DELIVERY, STORAGE, AND HANDLING
A. Receive, inspect, handle, and store products in accordance with manufacturer's instructions.
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PART 2 PRODUCTS
2.01 VIBRATION ISOLATION REQUIREMENTS

A. Design and provide vibration isolation systems to reduce vibration transmission to supporting
structure from vibration-producing HVAC equipment and/or HVAC connections to vibration-
isolated equipment.

B. Comply with applicable general recommendations of ASHRAE (HVACA), where not in conflict
with other specified requirements:

C. General Requirements:
1.  Select vibration isolators to provide required static deflection.
2.  Select vibration isolators for uniform deflection based on distributed operating weight of
actual installed equipment.
3. Select vibration-isolated equipment support bases and associated vibration isolators to
provide minimum 2-inch operating clearance beneath base unless otherwise indicated.

D. Piping Isolation:
1. Provide vibration isolators for piping supports:
a. Located in equipment rooms.
b. Located within 50 feet of connected vibration-isolated equipment and pressure-
regulating valve (PRV) stations.

2. Minimum Static Deflection:

a. First Three Supports Closest to Isolated Equipment: Same as static deflection of
equipment; maximum of 2 inch deflection required.
b. Remainder of Supports: 0.75 inch deflection unless otherwise indicated.

3. Suspended Piping, Nonseismic Applications: Use resilient material isolator hangers,
spring isolator hangers, or combination resilient material/spring isolator hangers.
Floor-Mounted Piping, Nonseismic Applications: Use open (unhoused) spring isolators.
5. Use modular seal where vibration-isolated piping penetrates building elements (e.g., walls,

floors) arranged to prevent vibration transmission to structure.

P

E. Thrust Restraint Applications:

1. Use thrust restraints to resist horizontal motion due to thrust for fan heads, suspended
fans, and base-mounted and suspended air handling equipment operating at 2.0 inches
wg or greater total static pressure.

2. Minimum Static Deflection: Same as static deflection of equipment.

3. Limit lateral movement to 0.25 inch or less unless otherwise indicated.

2.02 VIBRATION-ISOLATED EQUIPMENT SUPPORT BASES

A. Vibration-Isolated Structural Steel Bases:
1. Description: Engineered structural steel frames with integral mounting provisions for
vibration isolators, sized and configured for mounting of equipment.
2. Centrifugal Fan Applications: Provide adjustable motor slide rails as required.

B. Vibration-Isolated Concrete Inertia Bases:
1. Description: Concrete-filled engineered steel forms with integral mounting provisions for
vibration isolators, sized and configured for mounting of equipment.
2.  Minimum Base Depth: 6 inches.

3. Minimum Base Mass (Including Concrete): 1.5 times weight of supported equipment.

4. Concrete Reinforcement: Welded or tied reinforcing bars running both ways in a single
layer.

5. Concrete: Filled on site with minimum 3000 psi concrete in accordance with Section 03
3000.

6. Centrifugal Fan Applications: Provide adjustable motor slide rails as required.
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7.

Pump Applications: Size and configure bases for piping elbow supports as required.

2.03 VIBRATION ISOLATORS
A. General Requirements:

1.
2.

Resilient Materials for Vibration Isolators: Oil, ozone, and oxidant resistant.

Spring Elements for Spring Isolators:

a. Color code or otherwise identify springs to indicate load capacity.

b. Lateral Stability: Minimum lateral stiffness to vertical stiffness ratio of 0.8.

c. Designed to operate in the linear portion of their load versus deflection curve over
deflection range of not less than 50 percent above specified deflection.

d. Designed to provide additional travel to solid of not less than 50 percent of rated
deflection at rated load.

e. Selected to provide designed deflection of not less than 75 percent of specified
deflection.

f.  Selected to function without undue stress or overloading.

B. Vibration Isolators for Nonseismic Applications:

1.

Resilient Material Isolator Pads:

a. Description: Single or multiple layer pads utilizing elastomeric (e.g., neoprene,
rubber) or fiberglass isolator material.

b. Pad Thickness: As required for specified minimum static deflection; minimum 0.25
inch thickness.

c. Multiple Layer Pads: Provide bonded, galvanized sheet metal separation plate
between each layer.

2. Open (Unhoused) Spring Isolators:

a. Description: Isolator assembly consisting of single or multiple free-standing, laterally
stable steel spring(s) without a housing.

b. Bottom Load Plate: Nonskid, molded, elastomeric isolator material or steel with
nonskid elastomeric isolator pad with provisions for bolting to supporting structure as
required.

c. Furnished with integral leveling device for positioning and securing supported
equipment.

3. Resilient Material Isolator Hangers, Nonseismic:

a. Description: Isolator assembly designed for installation in hanger rod suspension
system utilizing elastomeric (e.g., neoprene, rubber) or fiberglass isolator material for
the lower hanger rod connection.

4. Spring Isolator Hangers, Nonseismic:

a. Description: Isolator assembly designed for installation in hanger rod suspension
system utilizing single or multiple free-standing, laterally stable steel spring(s) in
series with an elastomeric element for the lower hanger rod connection.

b. Designed to accommodate misalignment of bottom hanger rod up to 30 degrees
(plus/minus 15 degrees) without short-circuiting of isolation.

5. Combination Resilient Material/Spring Isolator Hangers, Nonseismic:

a. Description: Isolator assembly designed for installation in hanger rod suspension
system utilizing single or multiple free-standing, laterally stable steel spring(s) for the
lower hanger rod connection and elastomeric (e.g., neoprene, rubber) or fiberglass
isolator material for the upper hanger rod connection.

b. Designed to accommodate misalignment of bottom hanger rod up to 30 degrees
(plus/minus 15 degrees) without short-circuiting of isolation.

6. Thrust Restraints:
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a. Description: Assembly utilizing free-standing, laterally stable steel spring designed
for resisting horizontal motion due to thrust (e.g., air pressure from a fan), and
intended for installation in pairs.

PART 3 EXECUTION
3.01 EXAMINATION
A. Verify that field measurements are as shown on the drawings.

B. Verify that mounting surfaces are ready to receive vibration isolation and/or seismic control
components and associated attachments.

C. Verify that conditions are satisfactory for installation prior to starting work.
3.02 INSTALLATION

A.
B.

C.

Install products in accordance with manufacturer's instructions.

Install anchors and fasteners in accordance with ICC Evaluation Services, LLC (ICC-ES)
evaluation report conditions of use where applicable.

Secure fasteners according to manufacturer's recommended torque settings.

Install flexible piping connections to provide sufficient slack for vibration isolation and/or seismic
relative displacements as indicated or as required.

Vibration Isolation Systems:

1.

2.

Vibration-Isolated Equipment Support Bases:

a. Provide specified minimum clearance beneath base.

Spring Isolators:

a. Position equipment at operating height; provide temporary blocking as required.

b. Lift equipment free of isolators prior to lateral repositioning to avoid damage to
isolators.

c. Level equipment by adjusting isolators gradually in sequence to raise equipment
uniformly such that excessive weight or stress is not placed on any single isolator.

Isolator Hangers:

a. Use precompressed isolator hangers where required to facilitate installation and
prevent damage to equipment utility connection provisions.

b. Locate isolator hangers at top of hanger rods in accordance with manufacturer's
instructions.

Thrust Restraints:

a. Adjust restraint movement under normal operating static pressure.

Clean debris from beneath vibration-isolated equipment that could cause short-circuiting

of isolation.

Use elastomeric grommets for attachments where required to prevent short-circuiting of

isolation.

Adjust isolators to be free of isolation short circuits during normal operation.

Do not overtighten fasteners such that resilient material isolator pads are compressed

beyond manufacturer's maximum recommended deflection.

3.03 FIELD QUALITY CONTROL

A. See Section 01 4000 - Quality Requirements, for additional requirements.
B. Inspect vibration isolation and/or seismic control components for damage and defects.
C. Vibration Isolation Systems:
1. Verify isolator static deflections.
2. Verify required clearance beneath vibration-isolated equipment support bases.
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3. Verify vibration isolation performance during normal operation; investigate sources of
isolation short circuits.

D. Correct deficiencies and replace damaged or defective vibration isolation and/or seismic control
components.

END OF SECTION

INNOVATIVE ENGINEERING GROUP 230548-5

Vibration And Seismic Controls For Hvac






Tomball ISD — Intermediate School Replacement (0802-04-01)
Tomball, Texas

SECTION 23 0553
IDENTIFICATION FOR HVAC PIPING AND EQUIPMENT

PART 1 GENERAL
1.01 SECTION INCLUDES
A. Nameplates.
B. Tags.
C. Adhesive-backed duct markers.
D. Ceiling tacks.
1.02 RELATED REQUIREMENTS
1.03 REFERENCE STANDARDS
1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements for submittal procedures.

B. Chart and Schedule: Submit valve chart and schedule, including valve tag number, location,
function, and valve manufacturer's name and model number.

C. Product Data: Provide manufacturers catalog literature for each product required.
D. Manufacturer's Installation Instructions: Indicate special procedures, and installation.
E. Project Record Documents: Record actual locations of tagged valves.
PART 2 PRODUCTS
2.01 IDENTIFICATION APPLICATIONS
A. Equipment: Nameplates.
B. Air Terminal Units: Tags.
C. Control Panels: Nameplates.
D. Ductwork: Adhesive-backed duct markers.
E. Valves: Tags and ceiling tacks where located above lay-in ceiling.
2.02 NAMEPLATES

A. Description: Engraved piece with up to three lines of text.
1. Letter Color: White.
2. Letter Height: 1/4 inch.
3. Background Color: Black.
4 Nameplate Material:
a. Plastic: Plastic with adhesive backing.
b. Metal: Brass with center-side holes for screw fastening.

2.03 TAGS

A. Metal Tags: Brass with stamped letters; tag size minimum 1-1/2 inch diameter with smooth
edges and corrosion-resistant ball ch.

B. Valve Tag Chart: Typewritten 12-point letter size list in anodized aluminum frame.
2.04 ADHESIVE-BACKED DUCT MARKERS

A. Material: High gloss acrylic adhesive-backed vinyl film 0.0032 inch; printed with UV and
chemical resistant inks.

B. Label Content: Include identification of duct service using same designations or abbreviations
used on Drawings, and arrow indicating flow direction.
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1. Flow Direction Arrows: Integral with duct system service lettering to accommodate both
directions, or as a separate unit on each duct label to indicate flow direction.
2. Lettering Size: 1-1/2 inch minimum.

C. Style: Individual Label.
D. Color: Green/White.
2.05 CEILING TACKS
A. Description: Steel with 3/4 inch diameter color coded head.

B. Color code as follows:
1.  HVAC Equipment: Yellow.
2. Fire Dampers and Smoke Dampers: Red.
3. Heating/Cooling Valves: Blue.

PART 3 EXECUTION
3.01 PREPARATION

A. Degrease and clean surfaces to receive adhesive for identification materials.
3.02 INSTALLATION

A. Install nameplates with corrosive-resistant mechanical fasteners, or adhesive. Apply with
sufficient adhesive to ensure permanent adhesion and seal with clear lacquer.

B. Install tags with corrosion resistant chain.
C. Install plastic pipe markers in accordance with manufacturer's instructions.

D. Install plastic tape pipe markers complete around pipe in accordance with manufacturer's
instructions.

E. Install ductwork with adhesive-backed duct markers. Identify with air handling unit identification
number and area served. Locate identification at air handling unit, at each side of penetration of
structure or enclosure, and at each obstruction.

F. Locate ceiling tacks to locate valves or dampers above lay-in panel ceilings. Locate in corner
of panel closest to equipment.

END OF SECTION
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SECTION 23 0593
TESTING, ADJUSTING, AND BALANCING FOR HVAC

PART 1 GENERAL
1.01 SECTION INCLUDES
A. Testing, adjustment, and balancing of air systems.
B. Commissioning activities.
1.02 RELATED REQUIREMENTS
A. 0145 33 - Code-Required Quality Control
1.03 REFERENCE STANDARDS
A. AABC (NSTSB) - AABC National Standards for Total System Balance, 7th Edition; 2016.

B. ASHRAE Std 111 - Measurement, Testing, Adjusting, and Balancing of Building HVAC
Systems; 2024, with Errata (2025).

1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements, for submittal procedures.

B. TAB Plan: Submit a written plan indicating the testing, adjusting, and balancing standard to be
followed and the specific approach for each system and component.

1. Submit to the Commissioning Authority, Construction Manager, and HVAC controls
contractor.

2. Submit six weeks prior to starting the testing, adjusting, and balancing work.

3. Include certification that the plan developer has reviewed Contract Documents, the
equipment and systems, and the control system with the Architect and other installers to
sufficiently understand the design intent for each system.

4. Include at least the following in the plan:

a. List of all air flow, water flow, sound level, system capacity and efficiency
measurements to be performed and a description of specific test procedures,
parameters, formulas to be used.

b. Copy of field checkout sheets and logs to be used, listing each piece of equipment to
be tested, adjusted and balanced with the data cells to be gathered for each.

c. lIdentification and types of measurement instruments to be used and their most recent
calibration date.

d. Discussion of what notations and markings will be made on the duct and piping
drawings during the process.

e. Final test report forms to be used.

f.  Detailed step-by-step procedures for TAB work for each system and issue, including:
1) Terminal flow calibration (for each terminal type).

Diffuser proportioning.

Branch/submain proportioning.

Total flow calculations.

Rechecking.

) Diversity issues.

g. Details of how TOTAL flow will be determined; for example:

1) Air: Sum of terminal flows via control system calibrated readings or via hood
readings of all terminals, supply (SA) and return air (RA) pitot traverse, SA or RA
flow stations.

2) Water: Pump curves, circuit setter, flow station, ultrasonic, etc.

2oLem
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F.

h. Procedures for field technician logs of discrepancies, deficient or uncompleted work
by others, contract interpretation requests and lists of completed tests (scope and
frequency).

i.  Procedures for formal deficiency reports, including scope, frequency and distribution.

Field Logs: Submit at least once a week to the Commissioning Authority and Construction
Manager.

Control System Coordination Reports: Communicate in writing to the controls installer all
setpoint and parameter changes made or problems and discrepancies identified during TAB
that affect, or could affect, the control system setup and operation.

Final Report: Indicate deficiencies in systems that would prevent proper testing, adjusting, and

balancing of systems and equipment to achieve specified performance.

1. Submit to the the Commissioning Authority, Construction Manager, and HVAC controls
contractor within two weeks after completion of testing, adjusting, and balancing.

2. Revise TAB plan to reflect actual procedures and submit as part of final report.

3.  Submit draft copies of report for review prior to final acceptance of Project. Provide final
copies for Architect and for inclusion in operating and maintenance manuals.

4. Provide reports in soft cover, letter size, 3-ring binder manuals, complete with index page
and indexing tabs, with cover identification at front and side. Include set of reduced
drawings with air outlets and equipment identified to correspond with data sheets, and
indicating thermostat locations.

5. Include actual instrument list, with manufacturer name, serial number, and date of
calibration.

6. Form of Test Reports: Where the TAB standard being followed recommends a report

format use that; otherwise, follow ASHRAE Std 111.

Units of Measure: Report data in I-P (inch-pound) units only.

8. Include the following on the title page of each report:

Name of Testing, Adjusting, and Balancing Agency.

Address of Testing, Adjusting, and Balancing Agency.

Telephone number of Testing, Adjusting, and Balancing Agency.

Project name.

Project location.

Project Architect.

Project Engineer.

Project Contractor.

Report date.

N
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Project Record Documents: Record actual locations of flow measuring stations and balancing
valves and rough setting.

PART 2 PRODUCTS - NOT USED
PART 3 EXECUTION
3.01 GENERAL REQUIREMENTS

A. Perform total system balance in accordance with one of the following:
1.  AABC (NSTSB), AABC National Standards for Total System Balance.
2.  ASHRAE Std 111, Practices for Measurement, Testing, Adjusting and Balancing of
Building Heating, Ventilation, Air-Conditioning, and Refrigeration Systems.
B. Begin work after completion of systems to be tested, adjusted, or balanced and complete work
prior to Substantial Completion of the project.
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C. Where HVAC systems and/or components interface with life safety systems, including fire and
smoke detection, alarm, and control, coordinate scheduling and testing and inspection
procedures with the authorities having jurisdiction.

D. TAB Agency Qualifications:

1. Company specializing in the testing, adjusting, and balancing of systems specified in this
section.

2. Having minimum of three years documented experience.

3.  Certified by one of the following:
a. AABC, Associated Air Balance Council: www.aabc.com/#sle; upon completion

submit AABC National Performance Guaranty.

b. NEBB, National Environmental Balancing Bureau: www.nebb.org/#sle.

E. TAB Supervisor and Technician Qualifications: Certified by same organization as TAB agency.
3.02 EXAMINATION

A. Verify that systems are complete and operable before commencing work. Ensure the following
conditions:

Systems are started and operating in a safe and normal condition.

Temperature control systems are installed complete and operable.

Proper thermal overload protection is in place for electrical equipment.

Final filters are clean and in place. If required, install temporary media in addition to final
filters.

5 Duct systems are clean of debris.

6. Fans are rotating correctly.

7. Fire and volume dampers are in place and open.
8
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Air coil fins are cleaned and combed.
Access doors are closed and duct end caps are in place.
10. Air outlets are installed and connected.
11. Duct system leakage is minimized.
12. Hydronic systems are flushed, filled, and vented.
13. Pumps are rotating correctly.
14. Proper strainer baskets are clean and in place.
15. Service and balance valves are open.

B. Submit field reports. Report defects and deficiencies that will or could prevent proper system
balance.

C. Beginning of work means acceptance of existing conditions.
3.03 PREPARATION

A. Hold a pre-balancing meeting at least one week prior to starting TAB work.
1. Require attendance by all installers whose work will be tested, adjusted, or balanced.

B. Provide additional balancing devices as required.
3.04 ADJUSTMENT TOLERANCES

A. Air Handling Systems: Adjust to within plus or minus 5 percent of design for supply systems
and plus or minus 10 percent of design for return and exhaust systems.

B. Air Outlets and Inlets: Adjust total to within plus 10 percent and minus 5 percent of design to
space. Adjust outlets and inlets in space to within plus or minus 10 percent of design.

C. Hydronic Systems: Adjust to within plus or minus 10 percent of design.
3.05 RECORDING AND ADJUSTING
A. Field Logs: Maintain written logs including:
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w

E.

F.

Running log of events and issues.

Discrepancies, deficient or uncompleted work by others.
Contract interpretation requests.

Lists of completed tests.

hon =

Ensure recorded data represents actual measured or observed conditions.

Permanently mark settings of valves, dampers, and other adjustment devices allowing settings
to be restored. Set and lock memory stops.

After adjustment, take measurements to verify balance has not been disrupted or that such
disruption has been rectified.

Leave systems in proper working order, replacing belt guards, closing access doors, closing
doors to electrical switch boxes, and restoring thermostats to specified settings.

At final inspection, recheck random selections of data recorded in report. Recheck points or
areas as selected and witnessed by the Owner.

3.06 AIR SYSTEM PROCEDURE

A. Adjust air handling and distribution systems to provide required or design supply, return, and
exhaust air quantities.

B. Make air quantity measurements in ducts by Pitot tube traverse of entire cross sectional area of
duct.

C. Measure air quantities at air inlets and outlets.

D. Adjust distribution system to obtain uniform space temperatures free from objectionable drafts
and noise.

E. Use volume control devices to regulate air quantities only to extend that adjustments do not
create objectionable air motion or sound levels. Effect volume control by duct internal devices
such as dampers and splitters.

F. Vary total system air quantities by adjustment of fan speeds. Provide drive changes required.
Vary branch air quantities by damper regulation.

G. Provide system schematic with required and actual air quantities recorded at each outlet or
inlet.

H. Measure static air pressure conditions on air supply units, including filter and coil pressure
drops, and total pressure across the fan. Make allowances for 50 percent loading of filters.

I.  Adjust outside air automatic dampers, outside air, return air, and exhaust dampers for design
conditions.

J. Measure temperature conditions across outside air, return air, and exhaust dampers to check
leakage.

K.  Where modulating dampers are provided, take measurements and balance at extreme
conditions. Balance variable volume systems at maximum air flow rate, full cooling, and at
minimum air flow rate, full heating.

L. Measure building static pressure and adjust supply, return, and exhaust air systems to provide
required relationship between each to maintain approximately 0.05 inches positive static
pressure near the building entries.

M. For variable air volume system powered units set volume controller to air flow setting indicated.
Confirm connections properly made and confirm proper operation for automatic variable air
volume temperature control.

N. On fan powered VAV boxes, adjust air flow switches for proper operation.
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3.07 WATER SYSTEM PROCEDURE

A.
B.

Adjust water systems to provide required or design quantities.

Use calibrated Venturi tubes, orifices, or other metered fittings and pressure gauges to
determine flow rates for system balance. Where flow metering devices are not installed, base
flow balance on temperature difference across various heat transfer elements in the system.

Adjust systems to provide specified pressure drops and flows through heat transfer elements
prior to thermal testing. Perform balancing by measurement of temperature differential in
conjunction with air balancing.

Effect system balance with automatic control valves fully open to heat transfer elements.

Effect adjustment of water distribution systems by means of balancing cocks, valves, and
fittings. Do not use service or shut-off valves for balancing unless indexed for balance point.

Where available pump capacity is less than total flow requirements or individual system parts,
full flow in one part may be simulated by temporary restriction of flow to other parts.

3.08 COMMISSIONING

A. See Sections 01 45 33 - Code-Required Quality Control and 23 08 00 for additional
requirements.

B. Perform prerequisites prior to starting commissioning activities.

C. Fill out Prefunctional Checklists for:

1. Air side systems.

2. Water side systems.

D. Furnish to the Commissioning Authority, upon request, any data gathered but not shown in the
final TAB report.
E. Re-check a random sample equivalent to 10 percent of the final TAB report data as directed by

Commissioning Authority.

1. Original TAB agency shall execute the re-checks, witnessed by the Commissioning
Authority.

2. Use the same test instruments as used in the original TAB work.

3.  Failure of more than 10 percent of the re-checked items of a given system shall result in
the rejection of the system TAB report; rebalance the system, provide a new system TAB
report, and repeat random re-checks.

4. For purposes of re-check, failure is defined as follows:

a. Air Flow of Supply and Return: Deviation of more than 10 percent of instrument
reading.

b. Minimum Outside Air Flow: Deviation of more than 20 percent of instrument reading;
for inlet vane or VFD OSA compensation system using linear proportional control,
deviation of more than 30 percent at intermediate supply flow.

c. Temperatures: Deviation of more than one degree F.

d. Air and Water Pressures: Deviation of more than 10 percent of full scale of test
instrument reading.

e. Sound Pressures: Deviation of more than 3 decibels, with consideration for
variations in background noise.

5.  For purposes of re-check, a whole system is defined as one in which inaccuracies will
have little or no impact on connected systems; for example, the air distribution system
served by one air handler or the hydronic chilled water supply system served by a chiller
or the condenser water system.

F. In the presence of the Commissioning Authority, verify that:
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3.09 SCOPE

Final settings of all valves, splitters, dampers and other adjustment devices have been
permanently marked.

The air system is being controlled to the lowest possible static pressure while still meeting
design loads, less diversity; this shall include a review of TAB methods, established
control setpoints, and physical verification of at least one leg from fan to diffuser having all
balancing dampers wide open and that during full cooling of all terminal units taking off
downstream of the static pressure sensor, the terminal unit on the critical leg has its
damper 90 percent or more open.

The water system is being controlled to the lowest possible pressure while still meeting
design loads, less diversity; this shall include a review of TAB methods, established
control setpoints, and physical verification of at least one leg from the pump to the coll
having all balancing valves wide open and that during full cooling the cooling coil valve of
that leg is 90 percent or more open.

A. Test, adjust, and balance the following:

NGO WN =

10.

HVAC Pumps.

Packaged Steel Water Tube Boilers.
Forced Air Furnaces.

Air Cooled Water Chillers.

Packaged Roof Top Heating/Cooling Units.
Computer Room Air Conditioning Units.
Air Handling Units.

Fans.

Air Terminal Units.

Air Inlets and Outlets.

3.10 MINIMUM DATA TO BE REPORTED
A. Electric Motors:

o

PON,QOQ OONOOORWN=,T NOORWND =

Manufacturer.

Model/Frame.

HP/BHP.

Phase, voltage, amperage; nameplate, actual, no load.
RPM.

Service factor.

Sheave Make/Size/Bore.

umps:

Identification/number.

Manufacturer.

Size/model.

Impeller.

Service.

Design flow rate, pressure drop, BHP.
Actual flow rate, pressure drop, BHP.
Total operating head pressure.

Shut off, discharge and suction pressures.

ombustion Equipment:

Boiler manufacturer.
Model number.
Serial number.
Firing rate.
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Overfire draft.

Gas pressure at meter outlet.
Gas flow rate.

Heat input.

Heat output.

hillers:
Identification/number.
Manufacturer.
Capacity.
Model number.
Serial number.
Evaporator entering water temperature, design and actual.
Evaporator leaving water temperature, design and actual.
Evaporator pressure drop, design and actual.
. Evaporator water flow rate, design and actual.
10. Condenser entering water temperature, design and actual.
11. Condenser pressure drop, design and actual.
12. Condenser water flow rate, design and actual.

PN RWON=O ©ONDO

©

E. Cooling Coils:

1 Identification/number.

2.  Location.

3. Service.

4.  Air flow, design and actual.
5. Entering air DB temperature, design and actual.
6. Entering air WB temperature, design and actual.
7. Leaving air DB temperature, design and actual.
8. Leaving air WB temperature, design and actual.
9. Water flow, design and actual.
10. Water pressure drop, design and actual.
11. Entering water temperature, design and actual.
12. Leaving water temperature, design and actual.
13. Air pressure drop, design and actual.

F. Heating Coils:

Identification/number.

Location.

Service.

Air flow, design and actual.

Water flow, design and actual.

Water pressure drop, design and actual.
Entering water temperature, design and actual.
Leaving water temperature, design and actual.
. Entering air temperature, design and actual.
10. Leaving air temperature, design and actual.
11. Air pressure drop, design and actual.

G. Air Moving Equipment;
1. Location.
2.  Manufacturer.
3. Model number.
4.  Serial number.

©CONDOHWN 2
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5. Arrangement/Class/Discharge.

6. Air flow, specified and actual.

7. Return air flow, specified and actual.

8. Outside air flow, specified and actual.

9. Total static pressure (total external), specified and actual.
10. Sheave Make/Size/Bore.

11. Number of Belts/Make/Size.

12. Fan RPM.

H. Exhaust Fans:

Location.

Manufacturer.

Model number.

Serial number.

Air flow, specified and actual.

Total static pressure (total external), specified and actual.
Sheave Make/Size/Bore.

Number of Belts/Make/Size.

Fan RPM.

uct Traverses:
System zone/branch.
Duct size.
Area.
Design velocity.
Design air flow.
Test velocity.
Test air flow.
Duct static pressure.

O ©ONOOh~WN =

erminal Unit Data:
Manufacturer.

Type, constant, variable, single, dual duct.
Identification/number.
Location.

Model number.

Size.

Minimum static pressure.
Minimum design air flow.
Maximum design air flow.
Maximum actual air flow.
11. Inlet static pressure.

K. Air Distribution Tests:

Air terminal number.
Room number/location.
Terminal type.

Terminal size.

Design air flow.

Test (final) air flow.
Percent of design air flow.

END OF SECTION

(S
CoNoOoR,WON_2H N R WD~

—
©

Nooakwbh=

INNOVATIVE ENGINEERING GROUP 230593 -8
Testing, Adjusting, And Balancing For Hvac



Tomball ISD — Intermediate School Replacement (0802-04-01)
Tomball, Texas

SECTION 23 0713
DUCT INSULATION

PART 1 GENERAL
1.01 SECTION INCLUDES

A
B.
C.

Duct insulation.
Duct liner.
Jacketing and accessories.

1.02 RELATED REQUIREMENTS
1.03 REFERENCE STANDARDS

A

B.

L.

M.

ASTM B209/B209M - Standard Specification for Aluminum and Aluminum-Alloy Sheet and
Plate; 2021a.

ASTM C518 - Standard Test Method for Steady-State Thermal Transmission Properties by
Means of the Heat Flow Meter Apparatus; 2021.

ASTM C553 - Standard Specification for Mineral Fiber Blanket Thermal Insulation for
Commercial and Industrial Applications; 2024.

ASTM C612 - Standard Specification for Mineral Fiber Block and Board Thermal Insulation;
2025.

ASTM C1338 - Standard Test Method for Determining Fungi Resistance of Insulation Materials
and Facings; 2025.

ASTM C1371 - Standard Test Method for Determination of Emittance of Materials Near Room
Temperature Using Portable Emissometers; 2015 (Reapproved 2022).

ASTM C1423 - Standard Guide for Selecting Jacketing Materials for Thermal Insulation; 2021.

ASTM EB84 - Standard Test Method for Surface Burning Characteristics of Building Materials;
2026.

ASTM E96/E96M - Standard Test Methods for Gravimetric Determination of Water Vapor
Transmission Rate of Materials; 2024a.

ASTM G21 - Standard Practice for Determining Resistance of Synthetic Polymeric Materials to
Fungi; 2015, with Editorial Revision (2021).

SAE AMS3779 - Tape, Adhesive, Pressure-Sensitive Thermal Radiation Resistant, Aluminum
Coated Glass Cloth; 2016b.

SMACNA (DCS) - HVAC Duct Construction Standards Metal and Flexible; 2020.

UL 723 - Standard for Test for Surface Burning Characteristics of Building Materials; Current
Edition, Including All Revisions.

1.04 SUBMITTALS

A.
B.

See Section 01 3000 - Administrative Requirements for submittal procedures.

Product Data: Provide product description, thermal characteristics, list of materials and
thickness for each service, and locations.

1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications: Company specializing in manufacturing products of the type
specified in this section with not less than three years of documented experience.
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1.06 DELIVERY, STORAGE, AND HANDLING

A. Accept materials on site in original factory packaging, labelled with manufacturer's
identification, including product density and thickness.

B. Protect insulation from weather and construction traffic, dirt, water, chemical, and mechanical
damage, by storing in original wrapping.
1.07 FIELD CONDITIONS

A. Maintain ambient temperatures and conditions required by manufacturers of adhesives,
mastics, and insulation cements.

B. Maintain temperature during and after installation for minimum period of 24 hours.
PART 2 PRODUCTS
2.01 REGULATORY REQUIREMENTS

A. Surface Burning Characteristics: Flame spread index/Smoke developed index of 25/50,
maximum, when tested in accordance with ASTM E84 or UL 723.

2.02 GLASS FIBER, FLEXIBLE
A. Manufacturer:

B. Insulation: ASTM C553; flexible, noncombustible blanket.
1. Kvalue: 0.27 at 75 degrees F, when tested in accordance with ASTM C518.

C. Vapor Barrier Jacket:
1.  Kraft paper with glass fiber yarn and bonded to aluminized film.
2. Moisture Vapor Permeability: 0.02 perm inch, when tested in accordance with ASTM
E96/E96M.
3.  Secure with pressure-sensitive tape.

D. Vapor Barrier Tape:
1. Kraft paper reinforced with glass fiber yarn and bonded to aluminized film, with pressure-
sensitive rubber-based adhesive.

E. Vapor Barrier Mastic:
1. Vinyl emulsion type acrylic or mastic, compatible with insulation, black color.

2.03 GLASS FIBER, RIGID

A. Insulation: ASTM C612; rigid, noncombustible blanket.
1.  KValue: 0.24 at 75 degrees F, when tested in accordance with ASTM C518.
2. Maximum Density: 2.0 pcf.

B. Vapor Barrier Jacket:
1.  Kraft paper with glass fiber yarn and bonded to aluminized film.
2. Moisture Vapor Permeability: 0.02 perm inch, when tested in accordance with ASTM
E96/E96M.
3.  Secure with pressure-sensitive tape.

C. Vapor Barrier Tape:
1. Kraft paper reinforced with glass fiber yarn and bonded to aluminized film, with pressure-
sensitive rubber-based adhesive.

D. Indoor Vapor Barrier Finish:
1. Cloth: Untreated; 9 oz/sq yd weight, glass fabric.
2. Vinyl emulsion type acrylic, compatible with insulation, white color.
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2.04 FIRE-RATED INSULATION SYSTEMS

A. Fire-Rated Board. Structural-grade, press-molded, xonolite calcium silicate, fireproofing board
suitable for operating temperatures up to 1,700 deg. F. Comply with ASTM C 656, Type I,
Grade 6. Tested and certified to provide 2-hour fire rating by an NRTL acceptable to authorities
having jurisdiction.

B. Fire-Rated Blanket. High-temperature, flexible, blanket insulation with FSK jacket that is tested
and certified to provide a 2-hour fire rating by an NRTL acceptable to authorities having
jurisdiction.

2.05 JACKETING AND ACCESSORIES

A.  Aluminum Jacket:
1.  Comply with ASTM B209/B209M, Temper H14, minimum thickness of 0.016 inch with
factory-applied polyethylene and kraft paper moisture barrier on the inside surface.

2. Thickness: 0.016 inch sheet.
3. Finish: Smooth.
4. Joining: Longitudinal slip joints and 2 inch laps.
5. Fittings: 0.016 inch thick die-shaped fitting covers with factory-attached protective liner.
6. Metal Jacket Bands: 3/8 inch wide; 0.015 inch thick aluminum.
B. Flexible Weather-Proofing Outdoor Jacket: Self-healing, field-applied outdoor cladding.
1. Material: Aluminum foil/polymer laminate with rubberized asphalt layer and acrylic
adhesive.
2. Thickness: 34 mil, 0.034 inch.
3. Finish: Embossed.
4. Color: Silver.
5.  Water Vapor Transmission: 0.002 perm inch, maximum, when tested in accordance with

ASTM E96/E96M.
6. Mold Resistance: Pass when tested in accordance with ASTM C1338.
7. Emissivity: 0.30 when tested in accordance with ASTM C1371.

C. Reinforced Tape:
1. FSK tape suitable for sealing seams between insulation, insulated elbows, and fittings
resulting in a tight, smooth surface without wrinkles.
2.  Comply with UL 723 or ASTM E84.

3.  Moisture Vapor Permeability: 0.02 perm inch, when tested in accordance with ASTM
E96/E96M.

4. Finish: Match insulation.
2.06 DUCT LINER

A. Glass Fiber Insulation: Non-corrosive, incombustible glass fiber complying with ASTM C1071;
flexible blanket, rigid board, and preformed round liner board; impregnated surface and edges
coated with poly vinyl acetate polymer, acrylic polymer, or black composite.

1. Fungal Resistance: No growth when tested according to ASTM G21.

2. Apparent Thermal Conductivity: Maximum of 0.31 at 75 degrees F.

3.  Service Temperature: Up to 250 degrees F.

4. Rated Velocity on Coated Air Side for Air Erosion: 5,000 fpm, minimum.

PART 3 EXECUTION

3.01 EXAMINATION
A. Test ductwork for design pressure prior to applying insulation materials.
B. Verify that surfaces are clean, foreign material removed, and dry.
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3.02 INSTALLATION

A.
B.
C.

Install in accordance with manufacturer's instructions.
Install in accordance with NAIMA National Insulation Standards.

Insulated Ducts Conveying Air Below Ambient Temperature:
1. Provide insulation with vapor barrier jackets.
2. Continue insulation through walls, sleeves, hangers, and other duct penetrations.

Ducts Exposed in Mechanical Equipment Rooms or Finished Spaces (below 10 feet above
finished floor): Finish with aluminum jacket.

Exterior Applications: Provide insulation with vapor barrier jacket. Cover with outdoor jacket
finished as specified in Section 2.05 Jackets.

Slope exterior ductwork to shed water.

External Duct Insulation Application:

1. Secure insulation with vapor barrier with wires and seal jacket joints with vapor barrier
adhesive or tape to match jacket.

2. Install without sag on underside of duct. Use adhesive or mechanical fasteners where
necessary to prevent sagging. Lift duct off trapeze hangers and insert spacers.

3.  Seal vapor barrier penetrations by mechanical fasteners with vapor barrier adhesive.

4. Stop and point insulation around access doors and damper operators to allow operation
without disturbing wrapping.

Duct and Plenum Liner Application:

1. Adhere insulation with adhesive for 90 percent coverage.

2. Secure insulation with mechanical liner fasteners. Refer to SMACNA (DCS) for spacing.

3. Seal and smooth joints. Seal and coat transverse joints.

4. Duct dimensions indicated are net inside dimensions required for airflow. Increase duct
size to allow for insulation thickness.

3.03 SCHEDULES

A. Exhaust Ducts Within 10 ft of Exterior Openings:
1. Type: Mineral Fiber Blanket
2.  Thickness: 2 inch or as required to meet installed R-value of 6.0
B. Supply, Return and Outside Air Ducts:
1. Type: Mineral Fiber Blanket (Concealed)
2. Thickness: 2 inch or as required to meet installed R-value of 6.0
C. Ducts Exposed to Outdoors:
1. Type: Mineral Fiber Board with field applied jacket
2. Thickness: 3 inch or as required to meet installed R-value of 8.0
D. Type I, Commercial, Kitchen Hood Exhaust Duct and Plenum:
1.  Type: Fire-rated blanket or board
2. Thickness: As required to achieve 2-hour fire rating
E. Duct Liner:
1. Location: All exposed ductwork and first 15' at equipment connection.
2. Type: Glass Fiber Insulation
3.  Thickness: 1 1/2" or as required to meet installed R-value of 6.0
END OF SECTION
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SECTION 23 0719
HVAC PIPING INSULATION

PART 1 GENERAL
1.01 SECTION INCLUDES

A.

moow

Piping insulation.

Flexible removable and reusable blanket insulation.

Weather barrier coatings.

Jacketing and accessories.

Engineered wall outlet seals and refrigerant piping insulation protection.

1.02 RELATED REQUIREMENTS

A.

Section 07 8400 - Firestopping.

1.03 REFERENCE STANDARDS

A. ASTM B117 - Standard Practice for Operating Salt Spray (Fog) Apparatus; 2026.

B. ASTM B209/B209M - Standard Specification for Aluminum and Aluminum-Alloy Sheet and
Plate; 2021a.

C. ASTM C177 - Standard Test Method for Steady-State Heat Flux Measurements and Thermal
Transmission Properties by Means of the Guarded-Hot-Plate Apparatus; 2019, with Editorial
Revision (2023).

D. ASTM C195 - Standard Specification for Mineral Fiber Thermal Insulating Cement; 2007
(Reapproved 2024).

E. ASTM C534/C534M - Standard Specification for Preformed Flexible Elastomeric Cellular
Thermal Insulation in Sheet and Tubular Form; 2026.

F. ASTM C547 - Standard Specification for Mineral Fiber Pipe Insulation; 2025.

G. ASTM C795 - Standard Specification for Thermal Insulation for Use in Contact with Austenitic
Stainless Steel; 2008 (Reapproved 2023).

H. ASTM D610 - Standard Practice for Evaluating Degree of Rusting on Painted Steel Surfaces;
2025.

. ASTM D5590 - Standard Test Method for Determining the Resistance of Paint Films and
Related Coatings to Fungal Defacement by Accelerated Four-Week Agar Plate Assay; 2017
(Reapproved 2021).

J.  ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials;
2026.

K. ASTM E96/E96M - Standard Test Methods for Gravimetric Determination of Water Vapor
Transmission Rate of Materials; 2024a.

L. ASTM E283 - Standard Test Method for Determining the Rate of Air Leakage Through Exterior
Windows, Curtain Walls, and Doors Under Specified Pressure Differences Across the
Specimen; 2004 (Reapproved 2012).

M. ASTM E331 - Standard Test Method for Water Penetration of Exterior Windows, Skylights,
Doors, and Curtain Walls by Uniform Static Air Pressure Difference; 2000 (Reapproved 2023).

N. ASTM E2178 - Standard Test Method for Determining Air Leakage Rate and Calculation of Air
Permeance of Building Materials; 2021a.

0. ASTM G21 - Standard Practice for Determining Resistance of Synthetic Polymeric Materials to
Fungi; 2015, with Editorial Revision (2021).
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P. ASTM G153 - Standard Practice for Operating Enclosed Carbon Arc Light Apparatus for
Exposure of Nonmetallic Materials; 2013 (Reapproved 2021).

Q. UL 723 - Standard for Test for Surface Burning Characteristics of Building Materials; Current
Edition, Including All Revisions.

1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements for submittal procedures.

B. Product Data: Provide product description, thermal characteristics, list of materials and
thickness for each service, and locations.

1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications: Company specializing in manufacturing the Products specified in
this section with not less than three years of documented experience.

B. Applicator Qualifications: Company specializing in performing the type of work specified in this
section with minimum three years of experience.

1.06 DELIVERY, STORAGE, AND HANDLING

A. Accept materials on site, labeled with manufacturer's identification, product density, and
thickness.

1.07 FIELD CONDITIONS

A. Maintain ambient conditions required by manufacturers of each product.

B. Maintain temperature before, during, and after installation for minimum of 24 hours.
PART 2 PRODUCTS
2.01 REGULATORY REQUIREMENTS

A. Surface Burning Characteristics: Flame spread index/Smoke developed index of 25/50,
maximum, when tested in accordance with ASTM E84 or UL 723.

2.02 GLASS FIBER, RIGID

A. Insulation: ASTM C547 and ASTM C795; rigid molded, noncombustible.
1. KValue: ASTM C177, 0.24 at 75 degrees F.
2. Maximum Service Temperature: 850 degrees F.
3. Maximum Moisture Absorption: 0.2 percent by volume.

B. Insulation: ASTM C547 and ASTM C795; semi-rigid, noncombustible, end grain adhered to
jacket.
1. Maximum Service Temperature: 650 degrees F.
2.  Maximum Moisture Absorption: 0.2 percent by volume.

C. Vapor Barrier Jacket: White kraft paper with glass fiber yarn, bonded to aluminized film;
moisture vapor transmission when tested in accordance with ASTM E96/E96M of 0.02 perm-
inches.

Tie Wire: 0.048 inch stainless steel with twisted ends on maximum 12 inch centers.
Vapor Barrier Lap Adhesive: Compatible with insulation.
Insulating Cement/Mastic: ASTM C195; hydraulic setting on mineral wool.

Outdoor Vapor Barrier Mastic: Vinyl emulsion type acrylic or mastic, compatible with insulation,
black color.

2.03 FLEXIBLE ELASTOMERIC CELLULAR INSULATION

A. Insulation: Preformed flexible elastomeric cellular rubber insulation complying with ASTM
C534/C534M Grade 1; use molded tubular material wherever possible.

® mmo
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B.
C.

1. Minimum Service Temperature: Minus 40 degrees F.
2. Maximum Service Temperature: 180 degrees F.
3. Connection: Waterproof vapor barrier adhesive.

Elastomeric Foam Adhesive: Air dried, contact adhesive, compatible with insulation.

Weather Barrier Coating: Air dried, contact adhesive, compatible with insulation and ASTM
E84 compliant.

2.04 WEATHER BARRIER COATINGS

A

Weather-Resistive Barrier Coating: Fire-resistive, UV resistant, water-based mastic for use

over closed cell polyethylene and polyurethane foam insulation; applied with glass fiber or

synthetic reinforcing mesh.

1. Surface Burning Characteristics: Flame spread index of 25 or less, smoke developed
index of 450 or less, Class A, when tested in accordance with ASTM E84.

2. Water Vapor Permeance: Greater than 1.0 perm in accordance with ASTM E96/E96M.

3. Resistance to Fungal Growth: No growth when tested in accordance with ASTM D5590.

4. Color: As selected by Architect.

2.05 JACKETING AND ACCESSORIES

A.

PVC Plastic.
1. Jacket: One piece molded type fitting covers and sheet material, off-white color.
a. Minimum Service Temperature: 0 degrees F.
b. Maximum Service Temperature: 150 degrees F.
c. Moisture Vapor Permeability: 0.002 perm inch, maximum, when tested in
accordance with ASTM E96/E96M.
d. Thickness: 10 mil, 0.010 inch.
e. Connections: Brush on welding adhesive.

Aluminum Jacket:

1. Comply with ASTM B209/B209M, Temper H14, minimum thickness of 0.016 inch with
factory-applied polyethylene and kraft paper moisture barrier on the inside surface.
Thickness: 0.016 inch sheet.

Type: Factory-applied, self-adhesive jacketing.

Finish: Embossed.

Joining: Longitudinal slip joints and 2 inch laps.

Fittings: 0.016 inch thick die-shaped fitting covers with factory-attached protective liner.
Metal Jacket Bands: 3/8 inch wide; 0.015 inch thick aluminum.

Nogokowd

2.06 ENGINEERED WALL OUTLET SEALS AND REFRIGERANT PIPING INSULATION
PROTECTION

A.

Basis of Design: Airex Manufacturing, Inc.
1.  Pipe Penetration Wall Seal: Airex Titan Outlet.
2. Refrigeration Pipe Insulation Protection System: Airex E-Flex Guard.

B. Pipe Penetration Wall Seal: Seals HVAC piping wall penetrations with compression gasket wall
mounted rigid plastic outlet cover.
1. Outlet Cover Color: As selected by Architect.
2. Water Penetration: Comply with ASTM E331.
3. Air Leakage: Comply with ASTM E283.
4. Air Permeance: Comply with ASTM E2178.
C. Insulation Protection System: Refrigerant piping insulation PVC protective cover.
1. PVC Insulation Cover Color: Black with full-length velcro fastener.
2. Weatherization and Ultraviolet Exposure Protection: Comply with ASTM G153.
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Water/Vapor Permeability: Comply with ASTM E96/E96M.

Anti-Fungal and Anti-Microbial Resistance: Comply with ASTM G21.

5. Flame Spread and Smoke Development Rating of 24/450: Comply with ASTM E84 or UL
723.

o

2.07 ACCESSORIES
A. General Requirements:

B.

1. Furnish compatible materials which do not contribute to corrosion, soften, or otherwise
attack surfaces to which applied, in either the wet or dry state.

2.  Comply with ASTM C795 requirements for materials to be used on stainless steel
surfaces.

3.  Supply materials that are asbestos free.

Corrosion Inhibitors:
1. Corrosion Control Gel:
a. Corrosion Protection: Comply with ASTM B117 and ASTM D610.

PART 3 EXECUTION
3.01 EXAMINATION

A.

B.

Test piping for design pressure, liquid tightness, and continuity prior to applying insulation
materials.

Verify that surfaces are clean and dry, with foreign material removed.

3.02 INSTALLATION

A. Install in accordance with manufacturer's instructions.

B. Install in accordance with NAIMA National Insulation Standards.

C. Exposed Piping: Locate insulation and cover seams in least visible locations.
D. Insulated Pipes Conveying Fluids Below Ambient Temperature:

1. Insulate entire system, including fittings, valves, unions, flanges, strainers, flexible
connections, pump bodies, and expansion joints.

E. Glass Fiber Insulated Pipes Conveying Fluids Below Ambient Temperature:

1. Provide vapor barrier jackets, factory-applied or field-applied; secure with self-sealing
longitudinal laps and butt strips with pressure-sensitive adhesive. Secure with outward
clinch expanding staples and vapor barrier mastic.

2. Insulate fittings, joints, and valves with molded insulation of like material and thickness as
adjacent pipe. Finish with glass cloth and vapor barrier adhesive or PVC fitting covers.

F. Glass Fiber Insulated Pipes Conveying Fluids Above Ambient Temperature:

1.  Provide standard jackets, with or without vapor barrier, factory-applied, or field-applied.
Secure with self-sealing longitudinal laps and butt strips with pressure-sensitive adhesive.
Secure with outward clinch expanding staples.

2. Insulate fittings, joints, and valves with insulation of like material and thickness as
adjoining pipe. Finish with glass cloth and adhesive or PVC fitting covers.

G. Inserts and Shields:

1. Application: Piping 1-1/2 inches diameter or larger.

2. Shields: Galvanized steel between pipe hangers or pipe hanger rolls and inserts.

3. Insert location: Between support shield and piping and under the finish jacket.

4. Insert Configuration: Minimum 6 inches long, of same thickness and contour as adjoining
insulation; may be factory fabricated.

5. Insert Material: Hydrous calcium silicate insulation or other heavy density insulating
material suitable for the planned temperature range.
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H. Continue insulation through walls, sleeves, pipe hangers, and other pipe penetrations. Finish
at supports, protrusions, and interruptions. At fire separations, see Section 07 8400.

I. Pipe Exposed in Mechanical Equipment Rooms or Finished Spaces (less than 10 feet above
finished floor): Finish with PVC jacket and fitting covers.

J.  Exterior Applications: Provide vapor barrier jacket. Insulate fittings, joints, and valves with
insulation of like material and thickness as adjoining pipe, and finish with glass mesh reinforced
vapor barrier cement. Cover with aluminum jacket with seams located on bottom side of
horizontal piping. Provide two coats of UV resistant finish for flexible elastomeric cellular
insulation without jacketing.

K. Buried Piping: Provide factory-fabricated assembly with inner all-purpose service jacket with
self-sealing lap, and asphalt impregnated open mesh glass fabric, with 1 mil, 0.001 inch thick
aluminum foil sandwiched between three layers of bituminous compound; outer surface faced
with polyester film.

L. Heat Traced Piping: Insulate fittings, joints, and valves with insulation of like material,
thickness, and finish as adjoining pipe. Size large enough to enclose pipe and heat tracer.
Cover with aluminum jacket with seams located on bottom side of horizontal piping.

3.03 SCHEDULE

A. Heating Systems:
1. Heating Water Supply and Return:
a. Indoor Applications:
1)  NPS 1-1/2 inch and smaller: Preformed glass fiber, 1-1/2 inch thick
2) NPS 2 and larger: Preformed glass fiber, 2 inch thick
b. Outdoor Applications:
1) All sizes: Preformed glass fiber, 2 inch thick with field applied jacket

B. Cooling Systems:
1. Chilled Water:
a. Indoor Applications:
1)  All sizes: Preformed glass fiber, 1-1/2 inch thick
b. Outdoor Applications:
1) All sizes: Preformed glass fiber, 2 inch thick with field applied jacket
2. Refrigerant Suction and Hot Gas:
a. Indoor Applications:
1) All sizes: Flexible elastomeric, 1 inch thick
b. Outdoor Applications:
1) All sizes: Flexible elastomeric, 2 inch thick

END OF SECTION
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SECTION 23 0800
COMMISSIONING OF HVAC

PART 1 GENERAL
1.01 SUMMARY

A.

B.

E.

See Section 01 45 33 - Code Required Special Inspections and Procedures for overall
objectives; comply with the requirements of Section 01 45 33.

This section covers the Contractor's responsibilities for commissioning; each subcontractor or
installer responsible for the installation of a particular system or equipment item to be
commissioned is responsible for the commissioning activities relating to that system or
equipment item.

The Commissioning Authority (CA) directs and coordinates all commissioning activities and
provides Prefunctional Checklists and Functional Test Procedures for Contractor's use.

The following HVAC equipment is to be commissioned, including commissioning activities for
the following specific items:

Control system.

Major and minor equipment items.

Piping systems and equipment.

Ductwork and accessories.

Terminal units.

Other equipment and systems explicitly identified elsewhere in Contract Documents as
requiring commissioning.

The Prefunctional Checklist and Functional Test requirements specified in this section are in
addition to, not a substitute for, inspection or testing specified in other sections.

oaRrwN=

1.02 RELATED REQUIREMENTS

A.
B.
C.

Section 23 0593 - Testing, Adjusting, and Balancing for HVAC.
Section 23 0913 - Instrumentation and Control Devices for HVAC.
Section 23 0923 - Direct-Digital Control System for HVAC.

1.03 REFERENCE STANDARDS

A.

ASHRAE Guideline 1.1 - Application of the Commissioning Process to New HVAC&R Systems;
2025.

1.04 SUBMITTALS

A. Updated Submittals: Keep the Commissioning Authority informed of all changes to control
system documentation made during programming and setup; revise and resubmit when
substantial changes are made.

B. Draft Prefunctional Checklists and Functional Test Procedures for Control System: Detailed
written plan indicating the procedures to be followed to test, checkout and adjust the control
system prior to full system Functional Testing; include at least the following for each type of
equipment controlled:

1.  System name.
2.  List of devices.
3.  Step-by-step procedures for testing each controller after installation, including:
a. Process of verifying proper hardware and wiring installation.
b. Process of downloading programs to local controllers and verifying that they are
addressed correctly.
c. Process of performing operational checks of each controlled component.
d. Plan and process for calibrating valve and damper actuators and all sensors.
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e. Description of the expected field adjustments for transmitters, controllers and control
actuators should control responses fall outside of expected values.

Copy of proposed log and field checkout sheets to be used to document the process;

include space for initial and final read values during calibration of each point and space to

specifically indicate when a sensor or controller has “passed” and is operating within the

contract parameters.

Description of the instrumentation required for testing.

Indicate what tests on what systems should be completed prior to TAB using the control

system for TAB work. Coordinate with the Commissioning Authority and TAB contractor

for this determination.

C. Startup Reports, Prefunctional Checklists, and Trend Logs: Submit for approval of
Commissioning Authority.

D. HVAC Control System O&M Manual Requirements. In addition to documentation specified
elsewhere, compile and organize at minimum the following data on the control system:

1.

SR

© N oo

©

10.
11.
12.

13.

Specific step-by-step instructions on how to perform and apply all functions, features,
modes, etc. mentioned in the controls training sections of this specification and other
features of this system. Provide an index and clear table of contents. Include the detailed
technical manual for programming and customizing control loops and algorithms.

Full as-built set of control drawings.

Full as-built sequence of operations for each piece of equipment.

Full points list; in addition to the information on the original points list submittal, include a
listing of all rooms with the following information for each room:

Floor.

Room number.

Room name.

Air handler unit ID.

Reference drawing number.

Air terminal unit tag ID.

Heating and/or cooling valve tag ID.

Minimum air flow rate.

i.  Maximum air flow rate.

Full print out of all schedules and set points after testing and acceptance of the system.
Full as-built print out of software program.

Electronic copy on disk of the entire program for this facility.

Marking of all system sensors and thermostats on the as-built floor plan and HVAC
drawings with their control system designations.

Maintenance instructions, including sensor calibration requirements and methods by
sensor type, etc.

Control equipment component submittals, parts lists, etc.

Warranty requirements.

Copies of all checkout tests and calibrations performed by the Contractor (not
commissioning tests).

Organize and subdivide the manual with permanently labeled tabs for each of the
following data in the given order:

Sequences of operation.

Control drawings.

Points lists.

Controller and/or module data.

Thermostats and timers.

Sensors and DP switches.

Se@mea0T
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g. Valves and valve actuators.
h. Dampers and damper actuators.
i. Program setups (software program printouts).

Project Record Documents: See Section 01 7800 for additional requirements.

1. Submit updated version of control system documentation, for inclusion with operation and
maintenance data.

2. Show actual locations of all static and differential pressure sensors (air, water and building
pressure) and air-flow stations on project record drawings.

Draft Training Plan: In addition to requirements specified in Section 01 7900, include:

1. Follow the recommendations of ASHRAE Guideline 1.1.

2. Control system manufacturer's recommended training.

3. Demonstration and instruction on function and overrides of any local packaged controls
not controlled by the HVAC control system.

Training Manuals: See Section 01 7900 for additional requirements.
1. Provide three extra copies of the controls training manuals in a separate manual from the
O&M manuals.

PART 2 PRODUCTS
2.01 TEST EQUIPMENT

A.

Provide all standard testing equipment required to perform startup and initial checkout and
required functional performance testing; unless otherwise noted such testing equipment will
NOT become the property of Owner.

Equipment-Specific Tools: Where special testing equipment, tools and instruments are specific
to a piece of equipment, are only available from the vendor, and are required in order to
accomplish startup or Functional Testing, provide such equipment, tools, and instruments as
part of the work at no extra cost to Owner; such equipment, tools, and instruments are to
become the property of Owner.

PART 3 EXECUTION
3.01 PREPARATION

A.

B.
C.

Cooperate with the Commissioning Authority in development of the Prefunctional Checklists
and Functional Test Procedures.

Furnish additional information requested by the Commissioning Authority.

Prepare a preliminary schedule for HVAC pipe and duct system testing, flushing and cleaning,
equipment start-up and testing, adjusting, and balancing start and completion for use by the
Commissioning Authority; update the schedule as appropriate.

Notify the Commissioning Authority when pipe and duct system testing, flushing, cleaning,
startup of each piece of equipment and testing, adjusting, and balancing will occur; when
commissioning activities not yet performed or not yet scheduled will delay construction notify
ahead of time and be proactive in seeing that the Commissioning Authority has the scheduling
information needed to efficiently execute the commissioning process.

Put all HVAC equipment and systems into operation and continue operation during each

working day of testing, adjusting, and balancing and commissioning, as required.

1. Include cost of sheaves and belts that may be required for testing, adjusting, and
balancing.

Provide test holes in ducts and plenums where directed to allow air measurements and air
balancing; close with an approved plug.

Provide temperature and pressure taps in accordance with Contract Documents.
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1. Provide a pressure/temperature plug at each water sensor that is an input point to the
control system.

3.02 INSPECTING AND TESTING - GENERAL

A.

B.

F.

Submit startup plans, startup reports, and Prefunctional Checklists for each item of equipment
or other assembly to be commissioned.

Perform the Functional Tests directed by the Commissioning Authority for each item of
equipment or other assembly to be commissioned.

Provide two-way radios for use during the testing.

Valve/Damper Stroke Setup and Check:

1.  For all valve/damper actuator positions checked, verify the actual position against the
control system readout.

2. Set pump/fan to normal operating mode.

3. Command valve/damper closed; visually verify that valve/damper is closed and adjust
output zero signal as required.

4. Command valve/damper open; verify position is full open and adjust output signal as

required.

Command valve/damper to a few intermediate positions.

6. If actual valve/damper position does not reasonably correspond, replace actuator or add
pilot positioner (for pneumatics).

o

Isolation Valve or System Valve Leak Check: For valves not by coils.
1. With full pressure in the system, command valve closed.
2.  Use an ultra-sonic flow meter to detect flow or leakage.

Deficiencies: Correct deficiencies and re-inspect or re-test, as applicable, at no extra cost to
Owner.

3.03 TAB COORDINATION

A
B.
C.

TAB: Testing, adjusting, and balancing of HVAC.
Coordinate commissioning schedule with TAB schedule.

Review the TAB plan to determine the capabilities of the control system toward completing
TAB.

Provide all necessary unique instruments and instruct the TAB technicians in their use; such as
handheld control system interface for setting terminal unit boxes, etc.

Have all required Prefunctional Checklists, calibrations, startup and component Functional
Tests of the system completed and approved by the Commissioning Authority prior to starting
TAB.

Provide a qualified control system technician to operate the controls to assist the TAB
technicians or provide sufficient training for the TAB technicians to operate the system without
assistance.

3.04 CONTROL SYSTEM FUNCTIONAL TESTING

A.

Prefunctional Checklists for control system components will require a signed and dated
certification that all system programming is complete as required to accomplish the
requirements of Contract Documents and the detailed Sequences of Operation documentation
submittal.

Do not start Functional Testing until all controlled components have themselves been
successfully Functionally Tested in accordance with Contract Documents.

Using a skilled technician who is familiar with this building, execute the Functional Testing of
the control system as required by the Commissioning Authority.
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Functional Testing of the control system constitutes demonstration and trend logging of control

points monitored by the control system.

1. The scope of trend logging is partially specified; trend log up to 50 percent more points
than specified at no extra cost to Owner.

2. Perform all trend logging specified in Prefunctional Checklists and Functional Test
procedures.

Functionally Test integral or stand-alone controls in conjunction with the Functional Tests of the
equipment they are attached to, including any interlocks with other equipment or systems;
further testing during control system Functional Test is not required unless specifically indicated
below.

Demonstrate the following to the Commissioning Authority during testing of controlled
equipment; coordinate with commissioning of equipment.

1.  Setpoint changing features and functions.

2. Sensor calibrations.

Demonstrate to the Commissioning Authority:

That all specified functions and features are set up, debugged and fully operable.

That scheduling features are fully functional and setup, including holidays.

That all graphic screens and value readouts are completed.

Correct date and time setting in central computer.

That field panels read the same time as the central computer; sample 10 percent of field

panels; if any of those fail, sample another 10 percent; if any of those fail test all remaining

units at no extra cost to Owner.

6. Functionality of field panels using local operator keypads and local ports (plug-ins) using
portable computer/keypad; demonstrate 100 percent of panels and 10 percent of ports; if
any ports fail, sample another 10 percent; if any of those fail, test all remaining units at no
extra cost to Owner.

7. Power failure and battery backup and power-up restart functions.

8. Global commands features.

9.  Security and access codes.

10. Occupant over-rides (manual, telephone, key, keypad, etc.).

11. O&M schedules and alarms.

12. Occupancy sensors and controls.

13. Fire alarm interlocks and response.

14. That points that are monitored only, having no control function, are reporting properly to
the control system.

15. All control strategies and sequences not tested during controlled equipment testing.

ablowb =

If the control system, integral control components, or related equipment do not respond to
changing conditions and parameters appropriately as expected, as specified and according to
acceptable operating practice, under any of the conditions, sequences, or modes tested,
correct all systems, equipment, components, and software required at no additional cost to
Owner.

3.05 OPERATION AND MAINTENANCE MANUALS

A. See Section 01 7800 for additional requirements.
B. Add design intent documentation furnished by Architect to manuals prior to submission to
Owner.
C. Submit manuals related to items that were commissioned to Commissioning Authority for
review; make changes recommended by Commissioning Authority.
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D.

Commissioning Authority will add commissioning records to manuals after submission to
Owner.

3.06 DEMONSTRATION AND TRAINING

A. See Section 01 7900 for additional requirements.

B. Demonstrate operation and maintenance of HVAC system to Owner' personnel; if during any
demonstration, the system fails to perform in accordance with the information included in the
O&M manual, stop demonstration, repair or adjust, and repeat demonstration. Demonstrations
may be combined with training sessions if appropriate.

C. These demonstrations are in addition to, and not a substitute for, Prefunctional Checklists and
demonstrations to the Commissioning Authority during Functional Testing.

D. Provide classroom and hands-on training of Owner's designated personnel on operation and
maintenance of the HVAC system, control system, and all equipment items indicated to be
commissioned. Provide the following minimum durations of training:

E. TAB Review: Instruct Owner's personnel for minimum eight hours, after completion of TAB, on
the following:

1. Review final TAB report, explaining the layout and meanings of each data type.

2. Discuss any outstanding deficient items in control, ducting or design that may affect the
proper delivery of air or water.

3. Identify and discuss any terminal units, duct runs, diffusers, coils, fans and pumps that are
close to or are not meeting their design capacity.

4. Discuss any temporary settings and steps to finalize them for any areas that are not
finished.

5.  Other salient information that may be useful for facility operations, relative to TAB.

F. HVAC Control System Training: Perform training in at least three phases:

1. Phase 1 - Basic Control System: Provide minimum of eight hours of actual training on the
control system itself. Upon completion of training, each attendee, using appropriate
documentation, should be able to perform elementary operations and describe general
hardware architecture and functionality of the system.

a. This training may be held on-site or at the manufacturer's facility.

b. If held off-site, the training may occur prior to final completion of the system
installation.

c. For off-site training, Contractor shall pay expenses of up to two attendees.

2. Phase 2 - Integrating with HVAC Systems: Provide minimum of eight hours of on-site,
hands-on training after completion of Functional Testing. Include instruction on:

a. The specific hardware configuration of installed systems in this facility and specific
instruction for operating the installed system, including interfaces with other systems,
if any.

b. Security levels, alarms, system start-up, shut-down, power outage and restart
routines, changing setpoints and alarms and other typical changed parameters,
overrides, freeze protection, manual operation of equipment, optional control
strategies that can be considered, energy savings strategies and set points that if
changed will adversely affect energy consumption, energy accounting, procedures for
obtaining vendor assistance, etc.

c. Trend logging and monitoring features (values, change of state, totalization, etc.),
including setting up, executing, downloading, viewing both tabular and graphically
and printing trends; provide practice in setting up trend logging and monitoring during
training session.

d. Every display screen, allowing time for questions.

e. Point database entry and modifications.
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3. Phase 3 - Post-Occupancy: Six months after occupancy conduct minimum of eight hours
of training. Tailor training session to questions and topics solicited beforehand from
Owner. Also be prepared to address topics brought up and answer questions concerning
operation of the system.

G. Provide the services of manufacturer representatives to assist instructors where necessary.

H. Provide the services of the HVAC controls instructor at other training sessions, when
requested, to discuss the interaction of the controls system as it relates to the equipment being
discussed.

END OF SECTION
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SECTION 23 0913
INSTRUMENTATION AND CONTROL DEVICES FOR HVAC

PART 1 GENERAL
1.01 SECTION INCLUDES

A
B.

o

K.

Control panels.

Control Valves:
Ball valves with factory-mounted actuators.

1.
2.
3.

Butterfly valves with factory-mounted
Electronic valve operators.

actuators.

Pressure independent valves and actuators.
Dampers.

Damper Operators:

1.
2.

Electric operators.
Inlet vane operators.

Wall-, Surface-, and Duct-Mounted Sensors:

NN~

Temperature sensors.

Humidity sensors.

IAQ (indoor air quality) sensors.
Building static pressure transmitters.
Static air pressure sensors.

Air pressure transmitters.

Damper position indicators.

Carbon monoxide sensors.

Carbon dioxide sensors.

Thermostats:

1.

Freezestats.

Time switches.

Fan and pump motor run-status monitoring.

Pipe-Mounted Sensors and Transmitters:

1.
2.
3.
4.

Temperature sensors.
Differential pressure transmitters.
Flow switches.

Turbine/impeller flow meters.

Energy Metering:

1.

Hydronic energy meters.

1.02 RELATED REQUIREMENTS
A. Section 25 3513 - Integrated Automation Actuators and Operators.

B. Section 26 0583 - Wiring Connections: Electrical characteristics and wiring connections.

C. Section 26 2726 - Wiring Devices: Elevation of exposed components.
1.03 REFERENCE STANDARDS
A. ANSI/FCI 70-2 - Control Valve Seat Leakage; 2021.

B. ASHRAE Std 135 - BACnet - A Data Communication Protocol for Building Automation and
Control Networks; 2024, with Errata (2025).
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C. IEC 60529 - Degrees of Protection Provided by Enclosures (IP Code); 1989 (Corrigendum
2019).

D. NEMA EN 10250 - Enclosures for Electrical Equipment (1000 Volts Maximum); 2024.
E. UL 916 - Energy Management Equipment; Current Edition, Including All Revisions.
F. UL 917 - Clock-Operated Switches; Current Edition, Including All Revisions.

1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements for submittal procedures.

B. Product Data: Provide description and engineering data for each control system component.
Include sizing as requested. Provide data for each system component and software module.

C. Shop Drawings: Indicate complete operating data, system drawings, wiring diagrams, and
written detailed operational description of sequences. Submit schedule of valves indicating
size, flow, and pressure drop for each valve. For automatic dampers indicate arrangement,
velocities, and static pressure drops for each system.

PART 2 PRODUCTS
2.01 EQUIPMENT - GENERAL

A. Products Requiring Electrical Connection: Listed and classified by Underwriters Laboratories
Inc., as suitable for the purpose specified and indicated.

2.02 CONTROL PANELS

A. Unitized cabinet type for each system under automatic control with relays and controls mounted
in cabinet and temperature indicators, pressure gauges, pilot lights, push buttons and switches
flush on cabinet panel face.

B. Provide common keying for all panels.
2.03 CONTROL VALVES

A. Ball Valves with Factory-Mounted Actuators:
1. Service: Use for chilled water or hot water.
2.  Flow Characteristic: Include 2-way and 3-way diverting operation configured to fail as
indicated on drawings.

3. Replacements in Kind: Provide pressure-independent type.
4. Rangeability: 500 to 1.
5. ANSI Rating: Class 150.
6. Leakage: Class IV (0.1 percent of rated capacity) per ANSI/FCI 70-2.
7. Body Size:
a. Under 2-1/2 inches:
1)  Connection: NPT.
2) Materials:
(a) Body: Brass.
(b) Flanges: Ductile iron.
(c) Ball: 300 series stainless steel.
(d) Stem: 300 series stainless steel.
(e) Seat: Graphite-reinforced PTFE with EPDM O-Ring backing.
(f) Stem Seal: EPDM O-Rings.
(g) Flow Control Disk: Thermoplastic synthetic-resin.
b. 2-1/2 inches and Above:
1)  Connection Type: Flanged.
2) Materials:
(a) Body: Brass.
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(b) Flanges: Ductile iron.
(c) Ball: 300 series stainless steel.
(d) Stem: 300 series stainless steel.
(e) Seat: Graphite-reinforced PTFE with EPDM O-Ring backing.
(f) Stem Seal: EPDM O-Rings.
(g) Flow Control Disk: Thermoplastic synthetic-resin.
c. Service Temperature:
1) Fluid Side: 0 to 284 degrees F liquid or 25 psig steam.
2) Ambient Side: From minus 4 to 122 degrees F.
8. Actuator Requirements:
a. Assembly: Field-mounted.
b. Input: 0to 10 VDC configured as indicated on drawings.
c. Accessories: Provide with valve position indicator and manual override.

B. Butterfly Valves with Factory-Mount Actuators:
1. lIron body, stainless steel disc, resilient replaceable seat for service to 250 degrees F
wafer or lug ends, extended neck.
2. Hydronic Systems:
a. Rate for service pressure of 125 psig at 250 degrees F.
b. Size for 1 psig maximum pressure drop at design flow rate.

C. Electronic Valve Actuators:
1. Valves shall spring return to normal position as indicated on freeze, fire, or temperature
protection.

2.04 PRESSURE INDEPENDENT VALVES AND ACTUATORS

A. Size 2 inch and Smaller:

1. Provide ball style with flow balancing, flow measurement, and shut-off capabilities,
memory stops, minimum of two metering ports and NPT threaded or soldered
connections.

2. Metal construction materials consist of bronze or brass.

3. Nonmetal construction materials consist of Teflon, EPDM, or engineered resin.

B. Size 2.5inch and Larger:

1. Provide ball, globe, or butterfly style with flow balancing, flow measurement, and shut-off
capabilities, memory stops, minimum of two metering ports and flanged, grooved, or weld
end connections.

2. Valve body construction materials consist of cast iron, carbon steel, or ductile iron.

3. Internal components construction materials consist of brass, aluminum bronze, bronze,
Teflon, EPDM, NORYL, or engineered resin.

C. Actuator Requirements:
1. Assembly: Field-mounted.
2. Input: 0to 10 VDC configured as indicated on drawings.
3. Accessories: Provide with manual override and valve position indicator.
2.05 DAMPERS
A. See Section 23 3300 for dampers and this section for actuators and operators.
2.06 DAMPER OPERATORS

A. General:
1. Provide actuators with torque capacity sized for minimum of 20 percent greater than
maximum design stream velocity and hold tight seal against maximum system pressures.
2. Provide spring return for two position control and for fail safe operation.
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3.

4.
5.

Provide sufficient number of operators to achieve unrestricted movement throughout
damper range.

Provide one operator for maximum 36 sq ft damper section.

See Section 25 3513 for field-mount damper actuators and operators.

B. Electric Operators:

1.

Spring return, adjustable stroke motor having oil immersed gear train, with auxiliary end
switch.

C. Inlet Vane Operators:

1.

High pressure with pilot positioners and sufficient force to move vanes when fan is started
with vanes in closed position. Return vane operator to closed position on fan shutdown.

2.07 WALL-, SURFACE-, AND DUCT-MOUNT SENSORS
A. Temperature Sensors:

1.

Use thermistor or RTD type temperature sensing elements with characteristics resistant to
moisture, vibration, and other conditions consistent with the application without affecting
accuracy and life expectancy.

2. Construct RTD of nickel or platinum with base resistance of 1000 ohms at 70 degrees F.
3. 100 ohm platinum RTD is acceptable if used with project DDC controllers.
4. Temperature Sensing Device: Compatible with project DDC controllers.
5. Performance Characteristics:
a. RTD:
1)  Room Sensor Accuracy: Plus/minus 0.50 degrees F minimum.
2)  Duct Averaging Accuracy: Plus/minus 0.50 degrees F minimum.
3) Chilled Water Accuracy: Plus/minus 0.50 degrees F minimum.
4)  All Other Accuracy: Plus/minus 0.75 degrees F minimum.
5) Range: Minus 40 degrees F through 220 degrees F minimum.
b. Thermistor:
1)  Accuracy (All): Plus/minus 0.36 degrees F minimum.
2) Range: Minus 25 degrees F through 122 degrees F minimum.
3) Heat Dissipation Constant: 2.7 mW per degree C.
c. Sensing Range:
1) Provide limited range sensors if required to sense the range expected for a
respective point.
2) Use RTD type sensors for extended ranges beyond minus 30 to 230 degrees F.
3) Use temperature transmitters in conjunction with RTDs when RTDs are
incompatible with DDC controller direct temperature input.
d. Outside Air Sensors: Watertight inlet fitting shielded from direct rays of the sun.
e. Immersion Temperature Sensors: A sensor encased in a corrosion-resistant probe
with an indoor junction box service entry body.
f.  Room Temperature Sensors with Integral Digital Display:
1) Provide a four button keypad with the following capabilities:
(a) Indication of space and outdoor temperatures.
(b) Setpoint adjustment to accommodate room setpoint, DDC Input/Output
Points List, and Sequence of Operation.
(c) Display and control fan operation status.
(d) Manual occupancy override and indication of occupancy status.
(e) Controller mode status.
(f) Password enabled setpoint and override modes.
g. Temperature Averaging Elements:
1)  Use on duct sensors for ductwork 10 sq ft or larger.
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2) Use averaging elements where prone to stratification with sensor length 8 ft or
16 ft.

3) Provide for all mixed air and heating coil discharge sensors regardless of duct
size.

h. Insertion Elements:

1) Use in ducts not affected by temperature stratification or smaller than 11 sq
inches.

2) Provide dry type, insertion elements for liquids, installed in immersion wells, with
minimum insertion length of 2.5 inches.

B. Humidity Sensors, Duct-Mounted:

1.

2.
3.
4

Replaceable digitally profiled thin-film capacitive sensor probe extended from die-cast
metal, weather-proof plastic or metal housing designed for duct mounting.

Measuring Scale: 0 to 100 percent RH, noncondensing, temperature compensated.
Hardwired Output: Two-wire, 4 to 20 mA, loop powered.

Accuracy: Plus/minus 1 percent between 20 to 40 percent RH linear range, NIST
traceable with multi-point calibration.

C. Humidity Transmitters, Surface-Mounted:

1.
2.
3.

4.

Plastic housing encased, wall-mounted, humidity indicatingsensor.

Humidity Sensor Type: Replaceable thin-film capacitive.

Accuracy: 1 percent at rated measuring scale and capable of withstanding 95 percent
relative humidity without loss of calibration.

Output: Two-wire, 4 to 20 mA, 0 to 5 VDC or 0 to 10 VDC, non-loop powered, selectable.

D. 1AQ (Indoor Air Quality) Sensors:

1.

2.

3.

Form Factor: Surface mounted, desk mounted, or single-gang electrical-box-mounted
module made of high-impact plastic or other resilient material.

CO2 (Carbon Dioxide) Monitoring Sensor:

a. Non-dispersive infrared (NDIR) type, 0 to 100 %RH range.

b. Accuracy: Plus/minus 30 ppm within three percent of measured value.

BAS, SCADA, or other Integrated Automation Link: ASHRAE Std 135 BACnet MS/TP.

E. Building Static Pressure Transmitters:

1.

Single port for direct or tubing connection into wall or ceiling static pressure tip, direct
acting, double bell, scale range 0.01 to 6.0 in-wc positive or negative, and sensitivity of
0.0005 in-wc. Transmit electronic signal to receiver with matching scale range.

F. Static-Air Pressure Sensors:

1.
2.

3.
4.

Unidirectional with ranges not exceeding 150 percent of maximum expected input.
Temperature compensate with typical thermal error or 0.06 percent of full scale in
temperature range of 40 to 100 degrees F.

Accuracy: One percent of full scale with repeatability 0.3 percent.

Output: 0 to 5 vdc with power at 12 to 28 vdc.

G. Air Pressure Transmitters:

1.

General: Provide dry air media, differential pressure transducers to monitor duct
pressure.

2. Accuracy: Plus/minus 2 percent full scale of range with combined linearity and hysteresis.
3. Zero Adjust: Pushbutton auto-zero and digital input using 2-position terminal block.
4. Measuring Range: 1 to 10 in-wc, unidirectional or bidirectional.
5. Hardwired Output: 2-wire, loop-powered 4 to 20 mA, field selectable.
6. Proof and Burst Pressure (pressure differential): 3 and 5 psid.
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H. Damper Position Indicators: Potentiometer mounted in enclosure with adjustable crank arm
assembly connected to damper to transmit 0 to 100 percent damper travel.

I. Carbon Monoxide Sensors:

1.

hon

SO ok wd

Gas sensing module that holds fixed or replaceable carbon monoxide gas-sensor
cartridge.

Form Factor: IEC 60529, IP20 enclosure, single-gang electrical box mounted.
Electromechanical sensor with 0 to 500 ppm measurement range.

Accuracy: Plus/minus Five percent of range with 1 ppm resolution.

Hardwired Output: Three-wire, 4 to 20 mA, loop powered.

Alarm: Auxiliary dry contact relay driven by setpoint adjustable between 25 to 180 ppm.

arbon Dioxide Sensors, Duct and Wall:

General: Provide nondispersive infrared (NDIR), diffusion sampling CO2 sensors with

integral transducers and linear output.

Air Temperature: Range of 32 to 122 degrees F.

Relative Humidity: Range of 0 to 95 percent (noncondensing).

Calibration Characteristics:

a. Automatically compensating algorithm for sensor drift due to sensor degradation.

b. Maximum Drift: 2 percent.

c. User calibratable with a minimum calibration interval of 5 years.

Construction:

a. Sensor Chamber: Noncorrosive material for neutral effect on carbon dioxide sample.

b. Provide duct mounted sensors with duct probe designed to protect sensing element
from dust accumulation and mechanical damage.

c. Housing: High impact plastic.

2.08 THERMOSTATS
A. Low-Limit Temperature Cutout Switch:

N RGN =

Configuration: Vapor-filled capillary.

Probe Sensing Length: 20 feet.

Setpoint Adjust Control: Screw, concealed with manual reset switch.
Switch Type: SPDT, snap-action, form C in dust-protected enclosure.
Sensing Range: 15 to 55 degrees F.

Mounting: Locate on cooling coil intake side.

Field Interface: Connect load line-voltage to starter.

Electrical Rating: As indicated on drawings.

2.09 TIME SWITCHES
A. Digital Electronic Time Switches:

1.

2.

o0k W

N

Description: Factory-assembled, solid-state programmable controller with LCD display,

listed and labeled as complying with UL 916 or UL 917.

Program Capability:

a. Astronomic Time Switches: Single channel, capable of different schedule for each
day of the week with additional holiday schedule available to override normal
schedule for selected days and field-configurable astronomic feature to automatically
adjust for seasonal changes in sunrise and sunset times.

Schedule Capacity: Not less than 16 programmable on/off operations.

Provide automatic daylight savings time and leap year compensation.

Provide power outage backup to retain programming and maintain clock.

Manual Override: Capable of overriding current schedule both permanently and

temporarily until next scheduled event.

Input Supply Voltage: 120 VAC unless otherwise indicated.
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8.

Provide lockable enclosure; environmental type complying with NEMA EN 10250 as
specified for the following installation locations:

2.10 FAN AND PUMP MOTOR RUN-STATUS MONITORING
A. Current Switches:

1.

2.

3.

4.

5.

Mini Solid-Core: 2-State, On/Off digital output of motor status with adjustable trip point to
detect belt loss or mechanical failure.

Mini Split-Core: 2-state, On/Off digital output of inverter-duty motor status with adjustable
trip point to detect belt loss or mechanical failure.

Solid Core: 2-state, On/Off digital output of motor status with adjustable trip point to
detect belt loss or mechanical failure and built-in pilot duty relay.

Split Core: 2-state, On/Off digital output of inverter-duty motor status with adjustable trip
point to detect belt loss or mechanical failure and built-in pilot duty relay.

Maximum AC Current Monitoring Value: As indicated on drawings.

B. Differential Pressure Switches:

1.

2.

Fan Status: Select for adjustable range between 0 to 5 in-wc across fan discharge and
external or fan inlet. Include static pressure tips.

Pump Status: Select for adjustable range between 8 to 60 psi across pump discharge and
suction sides. Include static pressure tips and 3-way valve manifold.

2.11 PIPE-MOUNTED SENSORS AND TRANSMITTERS
A. Temperature Sensors:

1.

N

4.

Pipe-mounted temperature probe tied to weather-resistant enclosure for direct insertion
into compatible liquids or gases or inserted into intermediary thermal grease-filled pipe-
well compatible with interfaced fluid.

Sensor Type: 1,000 ohm Platinum RTD.

Transmitter: Fitted within probe-interface enclosure, calibrated.

a. Monitoring Range: 32 to 122 degrees F, adjustable.

b. Hardwired Output: Two-wire, 4 to 20 mA, loop powered.

c. Accuracy: Plus/minus three percent. adjustable on the transmitter end.
Accessories: Provide downstream PT test plug and brass pipe-well.

B. Differential Pressure Transmitters:

1.

General: Provide wet media differential pressure transducers with 6 ft (1.83 m) armored
cable, to allow local or remote pressure sensing capability using existing plumbing runs.
a. Input Power: Class 2; 15 to 30 VDC, 24VAC nominal, 50/60 Hz.
b. Output: 3-wire transmitter; 4 to 20 mA, 0 to 5V, or 0 to 10V, selectable,
c. Sensor:
Media Compatibility: 17 to 4 PH stainless steel.
Status Indication: Dual color LED.
Proof Pressure: 2x max. F.S. range.
Burst Pressure: 5x max. F.S. range.
Accuracy at 77 degrees F for less than or equal 20 ft:
(a) Ranges A and B: Plus/minus 1 percent F.S. typical.
(b) Range C: Plus/minus 1.5 percent F.S. typical.
(c) Range D: Plus/minus 2 percent F.S. typical.
6) Surge Damping: Electronic; 1 second averaging.
7) Long Term Stability: Plus/minus 0.25 percent.
d. Pressure Ranges:
1) 0 psito 50 psi (Gauge): 5 psid/10 psid/25 psid/50 psid (pressure differential).
2) 0 psito 100 psi (Gauge): 10 psid/20 psid/50 psid/100 psid (pressure
differential).

a b wN -~
= O = — —
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C.

D.

3) 0 psito 250 psi (Gauge): 25 psid/50 psid/125 psid/250 psid (pressure
differential).
e. Enclosure: NEMA EN 10250, Type 4.

Flow Switches:

1. Repetitive Accuracy: Plus/minus 10 percent of actual flow setting.

2. Switch Actuation: Adjustable over the operating range and sized for the application, such
that the setpoint is between 25 and 75 percent of the full range.

3. Provide Form C snap-action contacts, rated for the application.

4. Furnish nonflexible paddle with magnetically actuated contacts, rated for service at a
pressure greater than the installed conditions.

Turbine Flow Meters:

1. Insertion Type: Provide for 4 inch pipe with ball valve and threadolet.

2.  Flow Capacity Range: As indicated on drawings.

3. Coated ductile iron case, polymer-based cap, test port, and hermetically sealed register
with low flow indicator.

4. Pressure and Temperature: Up to 175 psi and 120 degrees F.

5. Accessories: Provide downstream PT test plug and sight flow indicator.

2.12 ENERGY METERING

A.

Hydronic Energy Meters:

1. LCD-indicating Btu/h energy meter with wall-mounted hardware capable of being installed
remotely for direct connection into field-mounted compatible flow meter and temperature
sensors or probes for supply and return sides.

2. Factory configured to dynamically monitor, calculate, and output energy demand based on
user configured field setting via the front panel keypad or computer interface.

3. Integral transmitter to provide a linear analog or configurable pulse output signal
representing the energy rate.

4. Software Outputs: Energy demand, energy consumption, flow rate, supply temperature,
return temperature, and temperature difference.

5. BAS, SCADA, or other Integrated Automation Link: ASHRAE Std 135 BACnet MS/TP.

PART 3 EXECUTION
3.01 EXAMINATION

A.
B.

Verify existing conditions before starting work.
Verify that systems are ready to receive work.

3.02 INSTALLATION

A. Install in accordance with manufacturer's instructions.

B. Check and verify location of thermostats with plans and room details before installation. Locate
48 inches above floor. Align with lighting switches and humidistats; see Section 26 2726.

C. Mount freeze protection thermostats using flanges and element holders.

D. Mount outdoor reset thermostats and outdoor sensors indoors, with sensing elements outdoors
with sun shield.

E. Provide separable sockets for liquids and flanges for air bulb elements.

F. Provide thermostats in aspirating boxes in front entrances, gymnasiums, high security areas,
and where indicated.

G. Provide valves with position indicators and with pilot positioners where sequenced with other
controls.
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H. Provide mixing dampers of opposed blade construction arranged to mix streams. Provide pilot
positioners on mixed air damper motors.

I.  Provide isolation (two-position) dampers of parallel blade construction.

J. Mount control panels adjacent to associated equipment on vibration free walls or free-standing
angle iron supports. One cabinet may accommodate more than one system in same equipment
room. Provide engraved plastic nameplates for instruments and controls inside cabinet and
engraved plastic nameplates on cabinet face.

K. Provide conduit and electrical wiring in accordance with Section 26 0583. Electrical material
and installation shall be in accordance with appropriate requirements of Division 26.

END OF SECTION
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SECTION 23 0923
DIRECT-DIGITAL CONTROL SYSTEM FOR HVAC

PART 1 GENERAL
1.01 SECTION INCLUDES

A.

moow

F.

System description.

Operator interface.

Controllers.

Power supplies and line filtering.
Controller software.

HVAC control programs.

1.02 RELATED REQUIREMENTS

A.
B.

Section 23 0913 - Instrumentation and Control Devices for HVAC.
Section 26 0583 - Wiring Connections: Electrical characteristics and wiring connections.

1.03 REFERENCE STANDARDS

A.

B.

ASHRAE Std 135 - BACnet - A Data Communication Protocol for Building Automation and
Control Networks; 2024, with Errata (2025).

MIL-STD-810 - Environmental Engineering Considerations and Laboratory Tests; 2019h, with
Editorial Revision (2022).

1.04 SUBMITTALS

A. See Section 01 3000 - Administrative Requirements for submittal procedures.
B. Product Data: Provide data for each system component and software module.
C. Shop Drawings:

1. Indicate trunk cable schematic showing programmable control unit locations, and trunk
data conductors.

2.  List connected data points, including connected control unit and input device.

3. Indicate system graphics indicating monitored systems, data (connected and calculated)
point addresses, and operator notations. Provide demonstration digital media containing
graphics.

4. Show system configuration with peripheral devices, batteries, power supplies, diagrams,
modems, and interconnections.

5. Indicate description and sequence of operation of operating, user, and application
software.

D. Project Record Documents: Record actual locations of control components, including control
units, thermostats, and sensors.

1. Revise shop drawings to reflect actual installation and operating sequences.

2. Include submittals data in final "Record Documents" form.

E. Operation and Maintenance Data:

1. Include interconnection wiring diagrams complete field installed systems with identified
and numbered, system components and devices.

2. Include keyboard illustrations and step-by-step procedures indexed for each operator
function.

3. Include inspection period, cleaning methods, cleaning materials recommended, and
calibration tolerances.
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F. Warranty: Submit manufacturer's warranty and ensure forms have been filled out in Owner s
name and registered with manufacturer.

1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications: Company specializing in manufacturing products specified in this
section with minimum three years of documented experience.

B. Installer Qualifications: Company specializing in performing work of the type specified and with
minimum three years of documented experience.

1.06 WARRANTY
A. See Section 01 7800 - Closeout Submittals for additional warranty requirements.
B. Correct defective Work within a five year period after Substantial Completion.
C. Provide five year manufacturer's warranty for field programmable micro-processor based units.
PART 2 PRODUCTS
2.01 MANUFACTURERS
A. Base Bid: Automated Logic.
B. Alternate 3: Unify
2.02 SYSTEM DESCRIPTION

A. Automatic temperature control field monitoring and control system using field programmable
micro-processor based units with communications to Building Management System specified in
Section 23 09 23.

B. Base system on distributed system of fully intelligent, stand-alone controllers, operating in a
multi-tasking, multi-user environment on token passing network, with central and remote
hardware, software, and interconnecting wire and conduit.

C. Include computer software and hardware, operator input/output devices, control units, local
area networks (LAN), sensors, control devices, actuators.

D. Controls for variable air volume terminals, radiation, reheat coils, unit heaters, fan coils, and the
like when directly connected to the control units. Individual terminal unit control is specified in
Section 23 0913.

E. Provide control systems consisting of thermostats, control valves, dampers and operators,
indicating devices, interface equipment and other apparatus and accessories required to
operate mechanical systems, and to perform functions specified.

F. Include installation and calibration, supervision, adjustments, and fine tuning necessary for
complete and fully operational system.
2.03 OPERATOR INTERFACE
A. PC Based Work Station:

1. Resides on high speed network with building controllers.
2. Connected to server for full access to all system information.

B. Workstation, controllers, and control backbone to communicate using BACnet protocol and
addressing.

C. BAChet protocol to comply with ASHRAE Std 135.
2.04 CONTROLLERS

A. Building Controllers:
1. General:
a. Manage global strategies by one or more, independent, standalone, microprocessor
based controllers.
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b. Provide sufficient memory to support controller's operating system, database, and
programming requirements.

c. Share data between networked controllers.

d. Controller operating system manages input and output communication signals
allowing distributed controllers to share real and virtual object information and
allowing for central monitoring and alarms.

e. Ultilize real-time clock for scheduling.

f.  Continuously check processor status and memory circuits for abnormal operation.

g. Controller to assume predetermined failure mode and generate alarm notification
upon detection of abnormal operation.

h. Communication with other network devices to be based on assigned protocol.

2. Communication:

a. Controller to reside on a BACnet network using ISO 8802-3 (ETHERNET) Data
Link/Physical layer protocol.

b. Perform routing when connected to a network of custom application and application
specific controllers.

c. Provide service communication port for connection to a portable operator's terminal
or hand held device with compatible protocol.

3. Anticipated Environmental Ambient Conditions:

a. Outdoors and/or in Wet Ambient Conditions:
1)  Mount within waterproof enclosures.

b. Conditioned Space:

1)  Mount within dustproof enclosures.
4. Provisions for Serviceability:

a. Diagnostic LEDs for power, communication, and processor.

b. Make all wiring connections to field removable, modular terminal strips, or to a
termination card connected by a ribbon cable.

5. Memory: In the event of a power loss, maintain all BIOS and programming information for

a minimum of 72 hours.

6. Power and Noise Immunity:

a. Maintain operation at 90 to 110 percent of nominal voltage rating.

b. Perform orderly shutdown below 80 percent of nominal voltage.

c. Operation protected against electrical noise of 5 to 120 Hz and from keyed radios up
to 5 W. at 3 feet.

B. Custom Application Controller:
1. General:

a. Provide sufficient memory to support controller's operating system, database, and
programming requirements.

b. Share data between networked, microprocessor based controllers.

c. Controller operating system manages input and output communication signals
allowing distributed controllers to share real and virtual object information and
allowing for central monitoring and alarms.

d. Utilize real-time clock for scheduling.

e. Continuously check processor status and memory circuits for abnormal operation.

f.  Controller to assume predetermined failure mode and generate alarm notification
upon detection of abnormal operation.

g. Communication with other network devices to be based on assigned protocol.

2. Communication:

a. Controller to reside on a BACnet network using MS/TP Data Link/Physical layer

protocol.
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b. Provide service communication port for connection to a portable operator's terminal
or hand held device with compatible protocol.

Anticipated Environmental Ambient Conditions:

a. Outdoors and/or in Wet Ambient Conditions:
1)  Mount within waterproof enclosures.

b. Conditioned Space:
1)  Mount within dustproof enclosures.

Provisions for Serviceability:

a. Diagnostic LED's for power, communication, and processor.

b. Make all wiring connections to field removable, modular terminal strips, or to a
termination card connected by a ribbon cable.

Memory: In the event of a power loss, maintain all BIOS and programming information for

a minimum of 72 hours.

Power and Noise Immunity:

a. Maintain operation at 90 to 110 percent of nominal voltage rating.

b. Perform orderly shutdown below 80 percent of nominal voltage.

c. Operation protected against electrical noise of 5 to 120 Hz and from keyed radios up
to 5 W. at 3 feet.

C. Application Specific Controllers:

1.

General:

a. Not fully user programmable, microprocessor based controllers dedicated to control
specific equipment.

b. Customized for operation within the confines of equipment served.

c. Communication with other network devices to be based on assigned protocol.

Communication:

a. Controller to reside on a BACnet network using MS/TP Data Link/Physical layer
protocol.

b. Provide service communication port for connection to a portable operator's terminal
or hand held device with compatible protocol.

Anticipated Environmental Ambient Conditions:

a. Outdoors and/or in Wet Ambient Conditions:
1)  Mount within waterproof enclosures.

b. Conditioned Space:
1)  Mount within dustproof enclosures.

Provisions for Serviceability:

a. Diagnostic LEDs for power, communication, and processor.

b. Make all wiring connections to field removable, modular terminal strips, or to a
termination card connected by a ribbon cable.

Memory: In the event of a power loss, maintain all BIOS and programming information for

a minimum of 72 hours.

Power and Noise Immunity:

a. Maintain operation at 90 to 110 percent of nominal voltage rating.

b. Perform orderly shutdown below 80 percent of nominal voltage.

c. Operation protected against electrical noise of 5 to 120 Hz and from keyed radios up
to 5 W at 3 feet.

D. Input/Output Interface:

1.

2.

Hardwired inputs and outputs tie into the DDC system through building, custom
application, or application specific controllers.
All Input/Output Points:
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a. Protect controller from damage resulting from any point short-circuiting or grounding
and from voltage up to 24 volts of any duration.

b. Provide universal type for building and custom application controllers where input or
output is software designated as either binary or analog type with appropriate
properties.

Binary Inputs:

a. Allow monitoring of On/Off signals from remote devices.

b. Provide wetting current of 12 mA minimum, compatible with commonly available
control devices and protected against the effects of contact bounce and noise.

c. Sense dry contact closure with power provided only by the controller.

Pulse Accumulation Input Objects: Comply with all requirements of binary input objects

and accept up to 10 pulses per second.

Analog Inputs:

a. Allow for monitoring of low voltage 0 to 10 VDC, 4 to 20 mA current, or resistance
signals (thermistor, RTD).

b. Compatible with and field configurable to commonly available sensing devices.

Binary Outputs:
a. Used for On/Off operation or a pulsed low-voltage signal for pulse width modulation
control.

b. Outputs provided with three position (On/Off/Auto) override switches.

c. Status lights for building and custom application controllers to be selectable for
normally open or normally closed operation.

Analog Outputs:

a. Monitoring signal provides a 0 to 10 VDC or a 4 to 20 mA output signal for end device
control.

b. Provide status lights and two position (AUTO/MANUAL) switch for building and
custom application controllers with manually adjustable potentiometer for manual
override on building and custom application controllers.

c. Drift to not exceed 0.4 percent of range per year.

Tri State Outputs:

a. Coordinate two binary outputs to control three point, floating type, electronic actuators
without feedback.

b. Limit the use of three point, floating devices to the following zone and terminal unit
control applications:

1) VAV terminal units.

c. Control algorithms run the zone actuator to one end of its stroke once every 24 hours
for verification of operator tracking.

System Object Capacity:

a. System size to be expandable to twice the number of input output objects required by
providing additional controllers, including associated devices and wiring.

b. Hardware additions or software revisions for the installed operator interfaces are not
to be required for future, system expansions.

2.05 POWER SUPPLIES AND LINE FILTERING
A. Power Supplies:

1.

Provide UL listed control transformers with Class 2 current limiting type or over-current
protection in both primary and secondary circuits for Class 2 service as required by the
NEC.

2. Limit connected loads to 80 percent of rated capacity.

3. Match DC power supply to current output and voltage requirements.

4. Unit to be full wave rectifier type with output ripple of 5.0 mV maximum peak to peak.
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5. Regulation to be 1 percent combined line and load with 100 microsecond response time
for 50 percent load changes.

6. Provide over-voltage and over-current protection to withstand a 150 percent current
overload for 3 seconds minimum without trip-out or failure.

7.  Operational Ambient Conditions: 32 to 120 degrees F.

8. EM/RF meets FCC Class B and VDE 0871 for Class B and MIL-STD-810 for shock and
vibration.

9. Line voltage units UL recognized and CSA approved.

Power Line Filtering:
1. Provide external or internal transient voltage and surge suppression component for all
workstations and controllers.
2. Minimum surge protection attributes:
a. Dielectric strength of 1000 volts minimum.
b. Response time of 10 nanoseconds or less.
c. Transverse mode noise attenuation of 65 dB or greater.
d. Common mode noise attenuation of 150 dB or greater at 40 to 100 Hz.

2.06 CONTROLLER SOFTWARE

A. All applications reside and operate in the system controllers and editing of all applications
occurs at the operator workstation.
B. System Security:
1. User access secured via user passwords and user names.
2. Passwords restrict user to the objects, applications, and system functions as assigned by
the system manager.
3. User Log On/Log Off attempts are recorded.
4. Automatic Log Off occurs following the last keystroke after a user defined delay time.
C. Object or Object Group Scheduling:
1. Weekly Schedules Based on Separate, Daily Schedules:
a. Include start, stop, optimal stop, and night economizer.
b. 10 events maximum per schedule.
c. Start/stop times adjustable for each group object.
D. Provide standard application for equipment coordination and grouping based on function and
location to be used for scheduling and other applications.
E. Alarms:
1. Binary object is set to alarm based on the operator specified state.
2. Analog object to have high/low alarm limits.
3. All alarming is capable of being automatically and manually disabled.
4.  Alarm Reporting:
a. Operator determines action to be taken for alarm event.
b. Alarms to be routed to appropriate workstation.
c. Reporting Options:
F. Maintenance Management: System monitors equipment status and generates maintenance
messages based upon user-designated run-time limits.
G. Sequencing: Application software based upon specified sequences of operation in Contract
Drawings
H. PID Control Characteristics:
1.  Direct or reverse action.
2. Anti-windup.
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3. Calculated, time-varying, analog value, positions an output or stages a series of outputs.
4. User selectable controlled variable, set-point, and PED gains.

Staggered Start Application:
1. Prevents all controlled equipment from simultaneously restarting after power outage.
2. Order of equipment startup is user selectable.

Energy Calculations:

1. Accumulated instantaneous power or flow rates are converted to energy use data.

2. Algorithm calculates a rolling average and allows window of time to be user specified in
minute intervals.

3. Algorithm calculates a fixed window average with a digital input signal from a utility meter
defining the start of the window period that in turn synchronizes the fixed-window average
with that used by the power company.

Anti-Short Cycling:

1. All binary output objects protected from short-cycling.

2. Allows minimum on-time and off-time to be selected.

On-Off Control with Differential:

1. Algorithm allows binary output to be cycled based on a controlled variable and set-point.
2. Algorithm to be direct-acting or reverse-acting incorporating an adjustable differential.
Run-Time Totalization:

1.  Totalize run-times for all binary input objects.
2. Provides operator with capability to assign high run-time alarm.

2.07 HVAC CONTROL PROGRAMS

A. General:
1. Support Inch-pounds and S| (metric) units of measurement.
2. Identify each HVAC Control system.

B. Optimal Run Time:

1. Control start-up and shutdown times of HVAC equipment for both heating and cooling.

2. Base on occupancy schedules, outside air temperature, seasonal requirements, and
interior room mass temperature.

3.  Start-up systems by using outside air temperature, room mass temperatures, and
adaptive model prediction for how long building takes to warm up or cool down under
different conditions.

4. Use outside air temperature to determine early shut down with ventilation override.

5. Analyze multiple building mass sensors to determine seasonal mode and worse case
condition for each day.

C. Supply Air Reset:

1. Monitor heating and cooling loads in building spaces, terminal reheat systems, both hot
deck and cold deck temperatures on dual duct and multizone systems, single zone unit
discharge temperatures.

2. Adjust discharge temperatures to most energy efficient levels satisfying measured load by:
a. Raising cooling temperatures to highest possible value.

b. Reducing heating temperatures to lowest possible level.
D. Enthalpy Switchover:

1.  Calculate outside and return air enthalpy using measured temperature and relative

humidity; determine energy expended and control outside and return air dampers.
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2.08 CHILLER CONTROL PROGRAMS

A. Control function of condenser water reset, chilled water reset, and chiller sequencing. Support
inch-pounds and Sl (metric) units of measurement.

B. Condenser Water Reset: Automatically reset controlled condenser water temperature using
measured outside wet bulb temperature and load being handled.

C. Chilled Water Reset: Automatically reset controlled chilled water temperature satisfying cooling
coil requiring greatest cooling.

D. Chiller Sequencing: Determine which combination of chillers will most efficiently satisfy chilled
water load, by cycling chillers, based on comparing load to switchover limits defined for each
chiller.

PART 3 EXECUTION
3.01 EXAMINATION
A. Verify existing conditions before starting work.

B. Verify that conditioned power supply is available to the control units and to the operator work
station. Verify that field end devices, wiring, and pneumatic tubing is installed prior to
installation proceeding.

3.02 INSTALLATION

A. Install control units and other hardware in position on permanent walls where not subject to
excessive vibration.

B. Install software in control units and in operator work station. Implement all features of programs
to specified requirements and appropriate to sequence of operation.

C. Provide conduit and electrical wiring in accordance with Section 26 0583. Electrical material
and installation shall be in accordance with appropriate requirements of Division 26.

3.03 MANUFACTURER'S FIELD SERVICES

A. Start and commission systems. Allow sufficient time for start-up and commissioning prior to
placing control systems in permanent operation.

B. Provide service engineer to instruct Owner's representative in operation of systems plant and
equipment for 3 day period.

3.04 DEMONSTRATION AND INSTRUCTIONS
A. Demonstrate complete and operating system to Owner.
END OF SECTION
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SECTION 23 0934
VARIABLE-FREQUENCY MOTOR CONTROLLERS FOR HVAC

PART 1 GENERAL
1.01 SECTION INCLUDES

A.

Variable-frequency motor controllers for low-voltage (600 V and less) AC motor applications.

1.02 RELATED REQUIREMENTS

A.
B.

C.
D.

E.

Section 23 0529 - Hangers and Supports for HYAC Piping and Equipment.

Section 23 0553 - Identification for HYAC Piping and Equipment: ldentification products and
requirements.

Section 26 0526 - Grounding and Bonding for Electrical Systems.

Section 26 0573 - Power System Studies: Additional criteria for selection and adjustment of
equipment and associated protective devices specified in this section.

Section 28 4600 - Fire Detection and Alarm: For interface with variable-frequency motor
controllers.

1.03 REFERENCE STANDARDS

A.

moowm

m

IEC 60529 - Degrees of Protection Provided by Enclosures (IP Code); 1989 (Corrigendum
2019).

NEMA EN 10250 - Enclosures for Electrical Equipment (1000 Volts Maximum); 2024.
NEMA IA 10030 - Industrial Control and Systems: Enclosures; 2024.
NEMA IS 10033 - Industrial Control and Systems: Adjustable-Speed Drives; 2026.

NEMA IS 10034 - Safety Standards for Construction and Guide for Selection, Installation and
Operation of Adjustable Speed Drive Systems; 2022 (Reapproved 2025).

NEMA IS 10035 - Application Guide for AC Adjustable Speed Drive Systems; 2021 (Reaffirmed
2025).

NEMA ICS 61800-2 - Adjustable Speed Electrical Power Drive Systems, Part 2: General
Requirements-Rating Specifications for Low Voltage Adjustable Frequency AC Power Drive
Systems; 2023.

NEMA MG 00001 - Motors and Generators; 2024.

NFPA 70 - National Electrical Code; Most Recent Edition Adopted by Authority Having
Jurisdiction, Including All Applicable Amendments and Supplements.

UL 508A - Industrial Control Panels; Current Edition, Including All Revisions.

UL 61800-5-1 - Standard for Adjustable Speed Electrical Power Drive Systems - Part 5-1:
Safety Requirements — Electrical, Thermal, and Energy (Ed. 2); Current Edition, Including All
Revisions.

1.04 ADMINISTRATIVE REQUIREMENTS

A. Coordination:

1. Coordinate work to provide motor controllers suitable for use with actual motors to be
installed.

2. Coordinate work to provide controllers and associated wiring suitable for interface with
control devices to be installed.

3. Coordinate arrangement with dimensions and clearance requirements of actual equipment
to be installed.

4. Verify with manufacturer that conductor terminations are suitable for use with conductors
to be installed.
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5. Notify Architect of conflicts with or deviations from Contract Documents. Obtain direction
before proceeding with work.

1.05 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements, for submittal procedures.

B. Product Data: Provide manufacturer's standard catalog pages and data sheets for motor
controllers, enclosures, overcurrent protective devices, and other installed components and
accessories.

C. Manufacturer's Installation Instructions: Indicate application conditions and limitations of use
stipulated by product testing agency. Include instructions for storage, handling, protection,
examination, preparation, and installation of product.

D. Operation and Maintenance Data: Include detailed information on system operation,
equipment programming and setup, replacement parts, and recommended maintenance
procedures and intervals.

1.06 QUALITY ASSURANCE
A. Comply with requirements of NFPA 70.

B. Manufacturer Qualifications: Company specializing in manufacturing products specified in this
section with minimum three years documented experience.

1.07 DELIVERY, STORAGE, AND HANDLING

A. Store in clean, dry space. Maintain factory wrapping or provide additional heavy canvas or
heavy plastic cover to protect units from dirt, water, construction debris, and traffic.

B. Handle carefully in accordance with manufacturer's written instructions to avoid damage to
internal components, enclosure, and finish.

PART 2 PRODUCTS
2.01 MANUFACTURERS

A. ABB

B. Danfoss.

C. Yaskawa.

D. Substitutions: See Section 01 6000 - Product Requirements.
2.02 VARIABLE-FREQUENCY MOTOR CONTROLLERS

A. Provide variable-frequency motor control system consisting of required controller assemblies,
operator interfaces, control power transformers, instrumentation and control wiring, sensors,
accessories, system programming, etc. as necessary for complete operating system.

Provide products listed, classified, and labeled as suitable for purpose intended.

C. Controller Assemblies: Comply with NEMA IS 10033, NEMA IS 10034, and NEMA ICS 61800-
2; list and label as complying with UL 61800-5-1 or UL 508A as applicable.

D. Provide controllers selected for actual installed motors and coupled mechanical loads in
accordance with NEMA IS 10035, NEMA MG 00001 Part 30, and recommendations of
manufacturers of both controller and load, where not in conflict with specified requirements;
considerations include, but are not limited to:

1. Motor type (e.g., induction, reluctance, and permanent magnet); consider NEMA MG
00001 design letter or inverter duty rating for induction motors.

2. Motor load type (e.g., constant torque, variable torque, and constant horsepower);
consider duty cycle, impact loads, and high inertia loads.

3.  Motor nameplate data.

w
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4. Requirements for speed control range, speed regulation, and braking.
5.  Motor suitability for bypass starting method, where applicable.

E. Devices on Load Side of Controller: Suitable for application across full controller output
frequency range.

F. Operating Requirements:

Input Voltage Tolerance: Plus/minus 10 percent of nominal.

Input Frequency Tolerance: Plus/minus 5 percent of nominal.

Efficiency: Minimum of 96 percent at full speed and load.

Input Displacement Power Factor: Minimum of 0.96 throughout speed and load range.
Overload Rating:

a. Variable Torque Loads: Minimum of 110 percent of nominal for 60 seconds.

b. Constant Torque Loads: Minimum of 150 percent of nominal for 60 seconds.

ok~

G. Power Conversion System: Microprocessor-based, pulse width modulation type consisting of
rectifier/converter, DC bus/link, and inverter.
1. Rectifier/Converter: Diode-based, 6-pulse type unless otherwise indicated.

H. Control System:

1. Provide microprocessor-based control system for automatic control, monitoring, and
protection of motors. Include sensors, wiring, and connections necessary for functions
and status/alarm indications specified.

2.  Provide integral operator interface for controller programming, display of status/alarm
indications, fault reset, and local control functions including motor run/stop, motor
forward/reverse selection, motor speed increase/decrease, and local/remote control
selection.

3. Control Functions:

a. Control Method: Selectable vector and scalar/volts per hertz unless otherwise
indicated.
1)  Scalar/Volts per Hertz Control: Provide IR compensation for improved low-
speed torque.
2) Vector Control: Provide selectable autotuning function.
b. Adjustable acceleration and deceleration time; linear and S-curve ramps; selectable
coast to stop.
Selectable braking control; DC injection or flux braking.
Adjustable minimum/maximum speed limits.
Adjustable pulse width modulation switching carrier frequency.
Adjustable motor slip compensation.
Selectable autorestart after noncritical fault; programmable number of time delay
between restart attempts.

h. Safety Interlock: Provide permissive run safety interlock capability where indicated or
required; upon activation of designated input, stop and prevent operation of motor;
operational in both drive and bypass modes where applicable.

i. Damper/Valve Control: Provide damper/valve control capability where indicated or
required; upon receiving motor start command, activate designated damper/valve
output and delay motor start until activation of designated end switch input confirms
damper/valve operation.

4. Status Indications:

Motor run/stop status.

Motor forward/reverse status.
Local/remote control status.
Output voltage.

Output current.

@ *poo
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f.  Output frequency.
g. DC bus voltage.
h. Motor speed.
Protective Functions/Alarm Indications:
a. Overcurrent.
b. Motor overload.
c. Undervoltage.
d. Overvoltage.
e. Controller overtemperature.
f.  Input/output phase loss.
g. Output short circuit protection.
h.  Output ground fault protection.
6. Inputs:
a. Digital Input(s): Six.
b. Analog Input(s): Two.
7. Outputs:
a. Analog Output(s): Two.
b. Relay Output(s): Three.
8. Communications: Compatible with connected systems. Provide accessories necessary
for proper interface.
a. Serial Communications: RS-485; support for BACnet MS/TP protocol.
b. Remote Monitoring Capabilities:
1)  Motor run/stop status.
2) Hand-off-auto status.
3) Fault information.
4) Discrete input/output status.
5) Analog input/output values.
c. Remote Control Capabilities:
1)  Motor run/stop command.
2) Hand-off-auto selection.
3) Speed adjustment.
4) Faultreset.
9. Features:
a. Password-protected security access.
b. Eventlog.

I.  Power Conditioning/Filtering:
1. Provide DC link choke or input/line reactor for each controller unless otherwise indicated
or required.
2. Reactor Impedance: 3 percent, unless otherwise indicated or required.

J.  Packaged Controllers: Controllers factory-mounted in separate enclosure with externally
operable disconnect and specified accessories.
1. Disconnects: Circuit breaker or disconnect switch type.

a. Disconnect Switches: Fusible type or nonfusible type with separate input fuses.

b. Provide externally operable handle with means for locking in OFF position. Provide
safety interlock to prevent opening cover with disconnect in ON position with
capability of overriding interlock for testing purposes.

c. Provide auxiliary interlock for disconnection of external control power sources where
applicable.

2. Provide door-mounted remote operator interface.
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Service Conditions:

1. Provide controllers and associated components suitable for operation under following
service conditions without derating:
a. Altitude: Less than 3,300 feet.
b. Ambient Temperature: Between 32 degrees F and 104 degrees F.

2. Provide controllers and associated components suitable for operation at indicated ratings
under service conditions at installed location.

Short Circuit Current Rating:

1. Provide controllers with listed short circuit current rating not less than available fault
current at installed location as determined by short circuit study performed in accordance
with Section 26 0573.

2. Provide line/input reactors where specified by manufacturer for required short circuit
current rating.

Conductor Terminations: Suitable for use with conductors to be installed.

Enclosures:

1. Comply with NEMA 1A 10030.

2. NEMA EN 10250 Environment Type or Equivalent IEC 60529 Rating: Unless otherwise
indicated, as specified for following installation locations:
a. Indoor Clean, Dry Locations: Type 1 or Type 12.
b. Outdoor Locations: Type 3R or Type 4.

3. Finish: Manufacturer's standard unless otherwise indicated.

4. Cooling: Forced air or natural convection as determined by manufacturer.

Interface with Other Work:
1. Provide products compatible with other systems requiring interface with controllers.
2. Interface with building automation system as specified in Section 23 09 23.
a. Capable of remote monitoring and control of controllers.
3. Interface with fire alarm control system as specified in Section 28 4600.
a. Capable of affecting operation of selected HVAC equipment for selected fire alarm
system events.

PART 3 EXECUTION
3.01 EXAMINATION

A.
B.
C.
D.

Verify that field measurements are as indicated.

Verify that ratings of controllers are consistent with indicated requirements.
Verify that mounting surfaces are ready to accept controllers.

Verify that conditions are satisfactory for installation prior to starting work.

3.02 INSTALLATION

A. Install products in accordance with manufacturer's instructions.

B. Install in accordance with NEMA IS 10034 and manufacturer's instructions.

C. Do not exceed manufacturer's recommended maximum cable length between controller and
motor.

D. Arrange equipment to provide minimum clearances in accordance with manufacturer's
instructions and NFPA 70.

E. Provide required support and attachment in accordance with Section 23 0529.

F. Install controllers plumb and level.

G. Provide grounding and bonding in accordance with Section 26 0526.
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H. Install field-installed devices, components, and accessories.

I.  Where accessories are not self-powered, provide control power source as indicated or as
required to complete installation.

J.  Set field-adjustable settings of controllers and associated components according to installed
motor requirements, in accordance with recommendations of manufacturers of controller and
load.

K. Identify controllers in accordance with Section 23 0553.
3.03 PROTECTION
A. Protect installed controllers from subsequent construction operations.
END OF SECTION
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SECTION 23 2113
HYDRONIC PIPING

PART 1 GENERAL
1.01 SECTION INCLUDES
A

IOMMOO®

Hydronic system requirements.

Heating water piping, above grade.

Chilled water piping, buried.

Chilled water piping, above grade.

Equipment drains and overflows.

Pipe hangers and supports.

Unions, flanges, mechanical couplings, and dielectric connections.
Valves:

1.02 RELATED REQUIREMENTS
A. Section 08 3100 - Access Doors and Panels.
B. Section 23 0516 - Expansion Fittings and Loops for HVAC Piping.
C. Section 23 0719 - HVAC Piping Insulation.
D. Section 23 2500 - HVAC Water Treatment: Pipe cleaning.
1.03 REFERENCE STANDARDS

A. ASME B16.3 - Malleable Iron Threaded Fittings: Classes 150 and 300; 2021.

B. ASME B16.18 - Cast Copper Alloy Solder Joint Pressure Fittings; 2021.

C. ASME B16.22 - Wrought Copper and Copper Alloy Solder-Joint Pressure Fittings; 2021.

D. ASME B31.9 - Building Services Piping; 2025.

A. ASME BPVC-IX - Boiler and Pressure Vessel Code, Section IX - Qualification Standard for
Welding, Brazing, and Fusing Procedures; Welders; Brazers; and Welding, Brazing, and Fusing
Operators; 2025, with Errata.

B. ASTM A53/A53M - Standard Specification for Pipe, Steel, Black and Hot-Dipped, Zinc-Coated,
Welded and Seamless; 2024.

C. ASTM A106/A106M - Standard Specification for Seamless Carbon Steel Pipe for High-
Temperature Service; 2026.

D. ASTM A123/A123M - Standard Specification for Zinc (Hot-Dip Galvanized) Coatings on Iron
and Steel Products; 2024.

E. ASTM A234/A234M - Standard Specification for Piping Fittings of Wrought Carbon Steel and
Alloy Steel for Moderate and High Temperature Service; 2025.

F. ASTM A536 - Standard Specification for Ductile Iron Castings; 2024.

G. ASTM B32 - Standard Specification for Solder Metal; 2020.

H. ASTM B88 - Standard Specification for Seamless Copper Water Tube; 2022.

.  ASTM B88M - Standard Specification for Seamless Copper Water Tube (Metric); 2020.

J.  ASTM D1785 - Standard Specification for Poly(Vinyl Chloride) (PVC) Plastic Pipe, Schedules
40, 80, and 120; 2021a.

K. ASTM D2241 - Standard Specification for Poly(Vinyl Chloride) (PVC) Pressure-Rated Pipe
(SDR Series); 2025a.
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ASTM D2466 - Standard Specification for Poly(Vinyl Chloride) (PVC) Plastic Pipe Fittings,
Schedule 40; 2024.

ASTM D2467 - Standard Specification for Poly(Vinyl Chloride) (PVC) Plastic Pipe Fittings,
Schedule 80; 2024.

ASTM D2855 - Standard Practice for the Two-Step (Primer and Solvent Cement) Method of
Joining Poly (Vinyl Chloride) (PVC) or Chlorinated Poly (Vinyl Chloride) (CPVC) Pipe and
Piping Components with Tapered Sockets; 2020 (Reapproved 2024).

ASTM F708 - Standard Practice for Design and Installation of Rigid Pipe Hangers; 2024.

ASTM F1476 - Standard Specification for Performance of Gasketed Mechanical Couplings for
Use in Piping Applications; 2007 (Reapproved 2024).

AWS A5.8M/A5.8 - Specification for Filler Metals for Brazing and Braze Welding; 2019.
AWS D1.1/D1.1M - Structural Welding Code - Steel; 2025, with Amendment (2026).
AWWA C105/A21.5 - Polyethylene Encasement for Ductile-Iron Pipe Systems; 2018.
AWWA C606 - Grooved and Shouldered Joints; 2022.

MSS SP-58 - Pipe Hangers and Supports - Materials, Design, Manufacture, Selection,
Application, and Installation; 2025.

1.04 SUBMITTALS

A.
B.
C.

D.

See Section 01 3000 - Administrative Requirements for submittal procedures.
Welders Certificate: Include welders certification of compliance with ASME BPVC-IX.

Product Data:

1. Include data on pipe materials, pipe fittings, valves, and accessories.

2. Indicate valve data and ratings.

3. Show grooved joint couplings, fittings, valves, and specialties on drawings and product
submittals, specifically identified with the manufacturer's style or series designation.

Shop Drawings: Indicate pipe fittings, particulars such as gages, sizes, and configuration prior
to start of work for all piping systems. Provide drawings in 1/4" per foot scale or larger.

1.05 QUALITY ASSURANCE

A.

B.

C.

Manufacturer Qualifications: Company specializing in manufacturing products of the type
specified in this section, with minimum three years of documented experience.

Provide all grooved joint couplings, fittings, valves, specialties, and grooving tools from a single
manufacturer.

Welder Qualifications: Certify in accordance with ASME BPVC-IX.

1.06 DELIVERY, STORAGE, AND HANDLING

A.
B.

C.

Accept valves on site in shipping containers with labeling in place. Inspect for damage.

Provide temporary end caps and closures on piping and fittings. Maintain in place until
installation.

Protect piping systems from entry of foreign materials by temporary covers, completing sections
of the work, and isolating parts of completed system.

1.07 FIELD CONDITIONS

A.

Do not install underground piping when bedding is wet or frozen.

PART 2 PRODUCTS
2.01 HYDRONIC SYSTEM REQUIREMENTS

A

Comply with ASME B31.9 and applicable federal, state, and local regulations.
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E.

Piping: Provide piping, fittings, hangers, and supports as required, as indicated, and as follows:
1. Where more than one piping system material is specified, provide joining fittings that are
compatible with piping materials and ensure that the integrity of the system is not
jeopardized.
2. Use non-conducting dielectric connections whenever jointing dissimilar metals.
3.  Grooved mechanical joints may be used in accessible locations only.
a. Accessible locations include those exposed on interior of building, in pipe chases,
and in mechanical rooms, aboveground outdoors, and as approved by Architect.
b. Grooved mechanical connections and joints comply with AWWA C606.
1)  Ductile Iron: Comply with ASTM A536, Grade 65-45-12.
2) Steel: Comply with ASTM A106/A106M, Grade B or ASTM A53/A53M.
c. Use rigid joints unless otherwise indicated.
4. Provide pipe hangers and supports in accordance with ASME B31.9 or MSS SP-58 unless
indicated otherwise.

Pipe-to-Valve and Pipe-to-Equipment Connections: Use flanges, unions, or grooved couplings

to allow disconnection of components for servicing; do not use direct welded, soldered, or

threaded connections.

1. Where grooved joints are used in piping, provide grooved valve/equipment connections if
available; if not available, provide flanged ends and grooved flange adapters.

Valves: Provide valves where indicated:

1. Provide drain valves where indicated, and if not indicated, provide at least at main shut-
off, low points of piping, bases of vertical risers, and at equipment. Use 3/4 inch gate
valves with cap; pipe to nearest floor drain.

2. Isolate equipment using butterfly valves with lug end flanges or grooved mechanical
couplings.

3.  For throttling, bypass, or manual flow control services, use ball or butterfly valves.

4. For shut-off and to isolate parts of systems or vertical risers, use gate, ball, or butterfly
valves.

Welding Materials and Procedures: Comply with ASME BPVC-IX.

2.02 HEATING WATER PIPING, ABOVE GRADE

A

Steel Pipe: ASTM A53/A53M, Schedule 40, black, using one of the following joint types:

1.  Welded Joints: ASTM A234/A234M, wrought steel welding type fittings; AWS D1.1/D1.1M
welded.

2. Threaded Joints: ASME B16.3, malleable iron fittings.

3. Grooved Joints: AWWA C606 grooved pipe, fittings of same material, and mechanical
couplings.

Copper Tube: ASTM B88 (ASTM B88M), Type K (A), drawn, using one of the following joint

types:

1. Solder Joints: ASME B16.18 cast brass/bronze or ASME B16.22 solder wrought copper
fittings.
a. Solder: ASTM B32 lead-free solder, HB alloy (95-5 tin-antimony) or tin and silver.
b. Braze: AWS A5.8M/A5.8 BCuP copper/silver alloy.

2. Tee Connections: Mechanically extracted collars with notched and dimpled branch tube.

3. Mechanical Press Sealed Fittings: Double pressed type complying with ASME B16.22,
utilizing EPDM, nontoxic synthetic rubber sealing elements.

2.03 CHILLED WATER PIPING, BURIED

A. Steel Pipe: ASTM A53/A53M, Schedule 40, black with AWWA C105/A21.5 polyethylene jacket,
or double layer, half-lapped polyethylene tape.
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1. Fittings: ASTM A234/A234M, wrought steel welding type with double layer, half-lapped
polyethylene tape.

2. Joints: Welded in accordance with AWS D1.1/D1.1M.

3. Casing: Closed glass cell insulation.

2.04 CHILLED WATER PIPING, ABOVE GRADE

A.

Steel Pipe: ASTM A53/A53M, Schedule 40, black; using one of the following joint types:

1. Welded Joints: ASTM A234/A234M, wrought steel welding type fittings; AWS D1.1/D1.1M
welded.

2. Threaded Joints: ASME B16.3, malleable iron fittings.

3. Grooved Joints: AWWA C606 grooved pipe, fittings of same material, and mechanical
couplings.

Copper Tube: ASTM B88 (ASTM B88M), Type K (A), hard drawn; using one of the following

joint types:

1. Solder Joints: ASME B16.18 cast brass/bronze or ASME B16.22, solder wrought copper

fittings.

a. Solder: ASTM B32 lead-free solder, HB alloy (95-5 tin-antimony) or tin and silver.

b. Braze: AWS A5.8M/A5.8 BCuP copper/silver alloy.

Tee Connections: Mechanically extracted collars with notched and dimpled branch tube.

3. Mechanical Press Sealed Fittings: Double pressed type complying with ASME B16.22,
utilizing EPDM, nontoxic synthetic rubber sealing elements.

n

2.05 EQUIPMENT DRAINS AND OVERFLOWS

A.

Copper Tube: ASTM B88 (ASTM B88M), Type L (B), drawn; using one of the following joint

types:

1.  Solder Joints: ASME B16.18 cast brass/bronze or ASME B16.22 solder wrought copper
fittings; ASTM B32 lead-free solder, HB alloy (95-5 tin-antimony) or tin and silver.

PVC Pipe: ASTM D1785, Schedule 40, or ASTM D2241, SDR 21 or 26.

1. Fittings: ASTM D2466 or D2467, PVC.
2. Joints: Solvent welded in accordance with ASTM D2855.

2.06 PIPE HANGERS AND SUPPORTS

A. Provide hangers and supports that comply with MSS SP-58.

1.  If type of hanger or support for a particular situation is not indicated, select appropriate
type using MSS SP-58 recommendations.

2. Hangers for Pipe Sizes 1/2 to 1-1/2 Inches: Malleable iron, adjustable swivel, split ring.

3. Hangers for Cold Pipe Sizes 2 Inches and Greater: Carbon steel, adjustable, clevis.

4. Hangers for Hot Pipe Sizes 2 to 4 Inches: Carbon steel, adjustable, clevis.

5. Hangers for Hot Pipe Sizes 6 Inches and Greater: Adjustable steel yoke, cast iron roll,
double hanger.

6. Multiple or Trapeze Hangers: Steel channels with welded spacers and hanger rods.

7 Multiple or Trapeze Hangers for Hot Pipe Sizes 6 Inches and Greater: Steel channels
with welded spacers and hanger rods, cast iron roll.

8. Copper Pipe Support: Carbon steel ring, adjustable, copper plated.

9. Hanger Rods: Mild steel threaded both ends, threaded one end, or continuous threaded.

B. In grooved installations, use rigid couplings with offsetting angle-pattern bolt pads or with
wedge-shaped grooves in header piping to permit support and hanging in accordance with
ASME B31.9.

C. Rooftop Supports for Low-Slope Roofs: Steel pedestals with bases that rest on top of roofing
membrane, not requiring any attachment to the roof structure and not penetrating the roofing
assembly, with support fixtures as specified; and as follows:
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Bases: High-density polypropylene.

2. Base Sizes: As required to distribute load sufficiently to prevent indentation of roofing
assembly.

3. Steel Components: Stainless steel or carbon steel hot-dip galvanized after fabrication in
accordance with ASTM A123/A123M.

4. Attachment/Support Fixtures: As recommended by manufacturer, same type as indicated
for equivalent indoor hangers and supports; corrosion-resistant material.

5. Height: Provide minimum clearance of 6 inches under pipe to top of roofing.

2.07 UNIONS, FLANGES, MECHANICAL COUPLINGS, AND DIELECTRIC CONNECTIONS

A

Unions for Pipe of 2 Inches and Less:
1. Ferrous Piping: 150 psi brass or malleable iron, threaded.
2.  Copper Pipe: Bronze, soldered joints.

Flanges for Pipe 2 Inches and Greater:

1. Ferrous Piping: 150 psig forged steel, slip-on.
2. Copper Piping: Bronze.

3. Gaskets: 1/16 inch thick, preformed neoprene.

Mechanical Couplings for Grooved and Shouldered Joints: Two or more curved housing
segments with continuous key to engage pipe groove, circular C-profile gasket, and bolts to
secure and compress gasket.

1. Dimensions and Testing: In accordance with AWWA C606.

2. Mechanical Couplings: Comply with ASTM F1476.

3. Bolts and Nuts: Hot dipped galvanized or zinc-electroplated steel.

4. When pipe is field grooved, provide coupling manufacturer's grooving tools.

Dielectric Connections:
1.  Waterways:
a. Water impervious insulation barrier capable of limiting galvanic current to 1 percent of
short circuit current in a corresponding bimetallic joint.
b. Dry insulation barrier able to withstand 600-volt breakdown test.
c. Construct of galvanized steel with threaded end connections to match connecting

piping.
d. Suitable for the required operating pressures and temperatures.
2. Flanges:

a. Dielectric flanges with same pressure ratings as standard flanges.

b. Water impervious insulation barrier capable of limiting galvanic current to 1 percent of
short circuit current in a corresponding bimetallic joint.

c. Dry insulation barrier able to withstand 600-volt breakdown test.

d. Construct of galvanized steel with threaded end connections to match connecting
piping.

e. Suitable for the required operating pressures and temperatures.

PART 3 EXECUTION
3.01 PREPARATION

A. Ream pipe and tube ends. Remove burrs. Bevel plain end ferrous pipe.
B. Prepare pipe for grooved mechanical joints as required by coupling manufacturer.
C. Remove scale and dirt on inside and outside before assembly.
D. Prepare piping connections to equipment using jointing system specified.
E. Keep open ends of pipe free from scale and dirt. Protect open ends with temporary plugs or
caps.
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F.

After completion, fill, clean, and treat systems. See Section 23 2500 for additional
requirements.

3.02 INSTALLATION

A.

IO@TMUOW

Install in accordance with manufacturer's instructions.

PVC Pipe: Make solvent-welded joints in accordance with ASTM D2855.

Route piping in orderly manner, parallel to building structure, and maintain gradient.
Install piping to conserve building space and to avoid interference with use of space.
Group piping whenever practical at common elevations.

Sleeve pipe passing through partitions, walls, and floors.

Slope piping and arrange to drain at low points.

Install piping to allow for expansion and contraction without stressing pipe, joints, or connected

equipment. See Section 23 0516.

1.  Flexible couplings may be used in header piping to accommodate thermal growth, thermal
contraction in lieu of expansion loops.

Grooved Joints:

1. Install in accordance with the manufacturer's latest published installation instructions.

2. Gaskets to be suitable for the intended service, molded, and produced by the coupling
manufacturer.

Inserts:

1. Provide inserts for placement in concrete formwork.

2. Provide inserts for suspending hangers from reinforced concrete slabs and sides of
reinforced concrete beams.

3. Where concrete slabs form finished ceiling, locate inserts flush with slab surface.

4. Where inserts are omitted, drill through concrete slab from below and provide through-bolt
with recessed square steel plate and nut above slab.

Pipe Hangers and Supports:

1. Install in accordance with ASME B31.9, ASTM F708, or MSS SP-58.

2. Support horizontal piping as scheduled.

3. Install hangers to provide minimum 1/2-inch space between finished covering and
adjacent work.

4. Place hangers within 12 inches of each horizontal elbow.

5 Use hangers with 1-1/2 inches minimum vertical adjustment. Design hangers for pipe
movement without disengagement of supported pipe.

6. Support vertical piping at every other floor. Support riser piping independently of
connected horizontal piping.

7. Where several pipes can be installed in parallel and at same elevation, provide multiple or
trapeze hangers.

8. Provide copper plated hangers and supports for copper piping.

Provide clearance in hangers and from structure and other equipment for installation of
insulation and access to valves and fittings. See Section 23 0719.

Provide access where valves and fittings are not exposed. Coordinate size and location of
access doors with Section 08 3100 .

Use eccentric reducers to maintain top of pipe level.
Install valves with stems upright or horizontal, not inverted.
END OF SECTION
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SECTION 23 2114
HYDRONIC SPECIALTIES

PART 1 GENERAL
1.01 SECTION INCLUDES

A.

J.
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Compression tanks.

Expansion tanks.

Air vents.

Air separators.

Strainers.

Suction diffusers.

Combination pump discharge valves.
Pressure-temperature test plugs.
Relief valves.

Pressure reducing valves.

1.02 RELATED REQUIREMENTS

A
B.

Section 22 1006 - Plumbing Piping Specialties: Backflow preventers.
Section 23 2113 - Hydronic Piping.

1.03 REFERENCE STANDARDS

A.

ASME BPVC-VIII-1 - Boiler and Pressure Vessel Code, Section VIlII, Division 1: Rules for
Construction of Pressure Vessels; 2025, with Errata .

1.04 SUBMITTALS

A.
B.

C.

See Section 01 3000 - Administrative Requirements for submittal procedures.

Product Data: Provide product data for manufactured products and assemblies required for
this project. Include component sizes, rough-in requirements, service sizes, and finishes.
Include product description and model.

Maintenance Data: Include installation instructions, assembly views, lubrication instructions,
and replacement parts list.

1.05 DELIVERY, STORAGE, AND HANDLING

A
B.

C.

Accept valves on site in shipping containers with labeling in place. Inspect for damage.

Provide temporary end caps and closures on piping and fittings. Maintain in place until
installation.

Protect piping systems from entry of foreign materials by temporary covers, completing sections
of the work, and isolating parts of completed system.

PART 2 PRODUCTS
2.01 COMPRESSION TANKS

A. Construction: Closed, welded steel, tested, and stamped in accordance with ASME BPVC-VIII-
1; cleaned, prime coated, and supplied with steel support saddles; with tappings for installation
of accessories.
1. Pressure Rating: 100 psi.
B. Gauge Glass Set: Brass compression stops, guard, and 3/4 inch red line glass, maximum 24
inches length, long enough to cover tank for 2 inches above bottom to 2 inches below top.
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C. Quick Connect Air Inlet:

1.

2.

Compressed Air: 72 inches of 1/4 inch diameter braided reinforced air hose, air chuck,
check valve, and shut-off valve on supply from control air compressor.

Expansion Tank: Inlet tire check valve, manual air vent, tank drain, and pressure relief
valve.

D. Automatic Cold Water Fill Assembly: Pressure reducing valve, reduced pressure, double check
backflow preventer, test cocks, strainer, vacuum breaker, and valved by-pass. Refer to
Section 22 1006.

2.02 EXPANSION TANKS

A. Construction: Welded steel, tested and stamped in accordance with ASME BPVC-VIII-1;
supplied with National Board Form U-1, adjustable flexible EPDM diaphragm or bladder seal
factory precharged to 12 psi, and steel support stand.

B. Automatic Cold Water Fill Assembly: Pressure reducing valve, reduced pressure double check
backflow preventer, test cocks, strainer, vacuum breaker, and valved by-pass.

2.03 AIR VENTS

A. Manual Air Vent: Short vertical sections of 2-inch diameter pipe to form air chamber, with 1/8
inch brass needle valve at top of chamber.

B. Float Air Vent:

1.

Brass or semi-steel body, copper, polypropylene, or solid non-metallic float, stainless steel
valve and valve seat; suitable for system operating temperature and pressure; with
isolating valve.

C. Maximum Fluid Pressure: 150 psi.

D. Maximum Fluid Temperature: 250 degrees F.
2.04 AIR SEPARATORS

A. In-line Air Separators:

1.

2.
3.

Cast iron for sizes 1-1/2 inch and smaller, or steel for sizes 2 inch and larger; tested and
stamped in accordance with ASME BPVC-VIII-1; for 125 psi operating pressure.
Maximum Allowable Service Temperature: 450 degrees F.

Accessories: Provide epoxy coating finish, drain ball valve, and removable strainer.

B. Coalescing Air/Dirt Separators:

1.

w

PN OR

Tank: Fabricated steel tank; tested and stamped in accordance with ASME BPVC-VIII-1
for maximum fluid service subject to application requirements and manufacturer's
standard maximum operating conditions.

Coalescing Medium: Provide structured copper or stainless steel medium filling the entire
vessel to suppress turbulence and provide air elimination efficiency of 100 percent free air,
100 percent entrained air, and 99.6 percent dissolved air at the installed location.

Air Vent: Integral float actuated air vent at top fitting of tank rated at 150 psi, threaded to
top of separator.

End Connections: Class 150 flanged for 2-1/2 inch and larger otherwise threaded.
Blowdown Connection: Threaded.

Size: Match system flow capacity.

Maximum Fluid Service Pressure: 150 psi.

Maximum Fluid Service Temperature: 250 degrees F.

2.05 STRAINERS
A. Size 2 inch and Under:

1.

Provide threaded, grooved, or sweat brass or iron body for up to 175 psi working
pressure, Y-pattern strainer with 1/32 inch stainless steel perforated screen.
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B. Size 2-1/2 inch to 4 inch:
1. Provide flanged or grooved iron body for up to 175 psi working pressure, up to 250
degrees F working temperature, Y-pattern strainer with 1/16 inch or 3/64 inch stainless
steel perforated screen.

C. Size 5inch and Larger:
1. Provide flanged or grooved iron body for up to 175 psi working pressure, basket pattern
with 1/8 inch stainless steel perforated screen.

2.06 SUCTION DIFFUSERS

A. Fitting: Angle pattern, cast-iron body, threaded for 2 inch and smaller, flanged for 2-1/2 inch
and larger, rated for 175 psi working pressure, with inlet vanes, cylinder strainer with 3/16 inch
diameter openings, disposable 5/32 inch mesh strainer to fit over cylinder strainer, 20 mesh
startup screen, and permanent magnet located in flow stream and removable for cleaning.

B. Class 125:
1. Horizontally or vertically mounted angle-pattern fitting with integral-cast vanes, fine particle
mesh screen and magnetic drain plugs for particle removal without disassembly.
2. Maximum Operating Service: 175 psi and 300 degrees F.
3. Sizes, Material, and Connection:
a. 2inch and Smaller: Cast iron body, threaded.
b. 2-1/2to 12 inch: Ductile iron body, flanged.
C. Accessories: Adjustable foot support, blowdown tapping in bottom, gauge tapping in side.
2.07 PUMP CONNECTORS
A. Flexible Connectors: Flanged, braided type with wetted components of stainless steel, sized to
match piping.
1. Maximum Operating Service: 150 psi at 120 degrees F.
2. Accommodate the Following:
a. Axial Deflection in Compression and Expansion: inch.
b. Lateral Movement: inch.
c. Angular Rotation: 15 degrees.
d. Force developed by 1.5 times specified maximum allowable operating pressure.
3. End Connections: Same as specified for pipe jointing.
4. Provide necessary accessories including, but not limited to, swivel joints.

2.08 COMBINATION PUMP DISCHARGE VALVES

A. Triple-Duty Globe Type: Flanged cast-iron angle pattern body with bolt-on bonnet, position
indicator, non-slam check valve with spring-loaded bronze disc and seat, stainless steel stem,
metering connectors, flow shutoff mechanism, and adjustable flow handle.

2.09 PRESSURE-TEMPERATURE TEST PLUGS

A. Construction: Brass body designed to receive temperature or pressure probe with removable
protective cap, and Neoprene rated for minimum 200 degrees F.

B. Application: Use extended length plugs to clear insulated piping.
2.10 RELIEF VALVES

A. Bronze body, teflon seat, stainless steel stem and springs, automatic, direct pressure actuated,
capacities ASME certified and labelled.

2.11 PRESSURE REDUCING VALVES

A. Operation: Automatically feeds make-up water to the hydronic system whenever pressure in
the system drops below the pressure setting of the valve. Refer to Section 23 2113.

B. Materials of Construction:
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G.

1. Valve Body: Constructed of bronze, cast iron, brass, iron, or .
2. Internal Components: Construct of stainless steel, brass, or and engineered
plastics, composition material, or

Connections:
1. NPT threaded: 1/2 inch or 3/4inch.
2. Soldered: 1/2 inch.

Provide integral check valve and strainer.

Maximum Inlet Pressure: 400 psi.

Maximum Fluid Temperature: 180 degrees F.

Adjustable Pressure Range: From 10 to 45 psi, set to 25 psi.

PART 3 EXECUTION
3.01 INSTALLATION

A. Install specialties in accordance with manufacturer's instructions.

B. Provide manual air vents at system high points and as indicated.

C. For automatic air vents in ceiling spaces or other concealed locations, provide vent tubing to
nearest drain.

D. Provide air separator on suction side of system circulation pump and connect to expansion
tank.

E. Provide valved drain and hose connection on strainer blowdown connection.

F. Provide pump suction fitting on suction side of base-mounted centrifugal pumps where
indicated. Remove temporary strainers after cleaning systems.

G. Provide combination pump discharge valve on discharge side of base mounted centrifugal
pumps where indicated.

H. Support pump fittings with floor-mounted pipe and flange supports.

I.  Provide relief valves on pressure tanks, low-pressure side of reducing valves, heat exchangers,
and expansion tanks.

J. Select system relief valve capacity so that it is greater than make-up pressure reducing valve
capacity. Select equipment relief valve capacity to exceed rating of connected equipment.

K. Pipe relief valve outlet to nearest floor drain.

L. Where one line vents several relief valves, make cross-sectional area equal to sum of individual
vent areas.

END OF SECTION
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SECTION 23 2123
HYDRONIC PUMPS

PART 1 GENERAL
1.01 SECTION INCLUDES
A. Circulators.
B. In-line pumps.
C. End-suction pumps.
1.02 RELATED REQUIREMENTS
A. Section 03 3000 - Cast-in-Place Concrete.
B. Section 23 0513 - Common Motor Requirements for HVAC Equipment.
C. Section 23 0934 - Variable-Frequency Motor Controllers for HVAC.
D. Section 25 3500 - Integrated Automation Instrumentation and Terminal Devices for HVAC.
1.03 REFERENCE STANDARDS

A. ASHRAE Std 135 - BACnet - A Data Communication Protocol for Building Automation and
Control Networks; 2024, with Errata (2025).

B. NFPA 70 - National Electrical Code; Most Recent Edition Adopted by Authority Having
Jurisdiction, Including All Applicable Amendments and Supplements.

C. UL 778 - Standard for Motor-Operated Water Pumps; Current Edition, Including All Revisions.
1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements for submittal procedures.

B. Product Data: Provide certified pump curves showing performance characteristics with pump
and system operating point plotted. Include NPSH curve when applicable. Include electrical
characteristics and connection requirements.

C. Operation and Maintenance Data: Include installation instructions, assembly views, lubrication
instructions, and replacement parts list.

D. Maintenance Materials: Furnish the following for Owner's use in maintenance of project.
1.  See Section 01 6000 - Product Requirements, for additional provisions.
2. Extra Pump Seals: One for each type and size of pump.

1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications: Company specializing in manufacture, assembly, and field
performance of pumps, with minimum three years of documented experience.

PART 2 PRODUCTS
2.01 GENERAL

A. Provide pumps that operate at specified system fluid temperatures without vapor binding and
cavitation, are non-overloading in parallel or individual operation, and operate within 25 percent
of midpoint of published maximum efficiency curve.

B. Electrical Requirements:
1. Listed and classified by UL or testing agency acceptable to authority having jurisdiction as
suitable for the purpose specified and indicated.
2. Variable Frequency Drives (VFDs): Provide in accordance with Section 23 0934, except
for integral-VFDs.
3. Enclosures: Provide unspecified product(s) required to fit motor:
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2.02 CIRCULATORS

A.
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Horizontal shaft, single-stage pump with direct connected, resilient-mount, oil lubricated motor
for discharge pressures of up to 125 psi.

Casing: Cast iron, with flanged pump connections.

Impeller: Non-ferrous keyed to shaft.

Bearings: Oil-lubricated bronze sleeve.

Shaft: Alloy steel with bronze sleeve, integral thrust collar.

Seal: Mechanical seal, 225 degrees F maximum continuous duty temperature.
Drive: Flexible coupling.

Electrical:

1. Motor: 1,750 rpm unless indicated otherwise; see Section 23 0513.

2. Wiring Terminations: Provide terminal lugs to match branch circuit conductor quantities,
sizes, and materials indicated. Enclose terminal lugs in terminal box sized to NFPA 70.

2.03 IN-LINE PUMPS

A.

w

mmoo

Closed-Coupled, Single-Stage Pump: Vertical pump with radially- or horizontally-split casing
and integral controls; rated for discharge pressures up to 175 psi.

Casing: Cast iron with seal flush connection, threaded suction, and discharge ports with gauge
port and drain plug.

Impeller: Bronze, fully enclosed, keyed directly to motor shaft or extension.
Shaft: Stainless steel with stainless steel impeller cap screw or nut and stainless steel sleeve.
Seal: Mechanical seal, 225 degrees F maximum continuous duty temperature.

Electrical:
1. Motor: 1,750 rpm, open drip-proof (ODP); see Section 23 0513.
2. Integral Controls:
a. Variable Frequency Drive (VFD): Factory-fitted and tested with dedicated terminal
box for power, instrumentation and related control wiring.
b. DDC Controller: VFD-integrated or external controller module with visual-tactile
interface and minimum of 2 analog inputs, 2 digital inputs, and real-time clock.
Provide differential pressure sensor and temperature sensor with thermowell and
thermal grease.
c. BAS, SCADA, or Other Integrated Automation Link: BACnet MS/TP in accordance
with ASHRAE Std 135.

2.04 END-SUCTION PUMPS

A. Split-Coupled Pump: Base-mounted, single-stage pump with horizontal shaft and radially- or
horizontally-split casing rated for discharge pressures up to 175 psi.

B. Casing: Castiron or ductile iron with renewable bronze casing wearing rings, seal flush
connection, drain plug, flanged suction, and discharge flanged connections with gauge ports.

C. Impeller: Stainless steel, balanced, fully enclosed, keyed to shaft.

D. Bearings: QOil lubricated roller or ball bearings.

E. Shaft: Alloy steel with copper, bronze, or stainless steel shaft sleeve.

F. Seal: Mechanical, 225 degrees F maximum continuous duty temperature.

G. Dirive: Flexible coupling with coupling guard.

H. Baseplate: Cast iron or fabricated steel with integral drain rim.
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Electrical:

1. Motor: 1,750 rpm, total-enclosed, fan-cooled (TEFC); see Section 23 0513.

2. Wiring Terminations: Provide terminal lugs to match branch circuit conductor quantities,
sizes, and materials indicated. Enclose terminal lugs in terminal box sized to NFPA 70.

PART 3 EXECUTION
3.01 PREPARATION

A.

Verify that electric power is available and of the correct characteristics.

3.02 INSTALLATION

A. Install in accordance with manufacturer's instructions.

B. Provide access space around pumps for service. Provide no less than minimum space
recommended by manufacturer.

C. Decrease from line size with long radius reducing elbows or reducers. Support piping adjacent
to pump such that no weight is carried on pump casings. For close-coupled or base-mounted
pumps, provide supports under elbows on pump suction and discharge line sizes 4 inches and
over.

D. Provide line sized shut-off valve and pump suction fitting on pump suction, and line sized
combination pump discharge valve on pump discharge.

E. Provide air cock and drain connection on horizontal pump casings.

F. Provide drains for bases and seals, piped to and discharging into floor drains.

G. Check, align, and certify alignment of base-mounted pumps prior to start-up.

H. Install close-coupled and base-mounted pumps on concrete housekeeping base, with anchor
bolts, set and level, and grout in place. See Section 03 3000.

I.  Lubricate pumps before start-up.

J.  Controls Human-Machine Interface (HMI): HVAC operator terminal; see Section 25 3500.

END OF SECTION
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PART 1 GENERAL
1.01 SECTION INCLUDES

A.
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A.
B.
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Piping.
Refrigerant.

Moisture and liquid indicators.

Valves.

Strainers.

Check valves.
Pressure regulators.
Pressure relief valves.
Filter-driers.

Solenoid valves.
Expansion valves.
Receivers.

SECTION 23 2300
REFRIGERANT PIPING

Engineered wall seals and insulation protection.

1.02 RELATED REQUIREMENTS
A. Section 08 3100 - Access Doors and Panels.
B. Section 23 0716 - HVAC Equipment Insulation.

1.03 REFERENCE STANDARDS

AHRI 495 - Performance Rating of Refrigerant Liquid Receivers; 2005.

AHRI 760 (I-P) - Performance Rating of Solenoid Valves for Use with Volatile Refrigerants;

2014.

ASHRAE Std 15 - Safety Standard for Refrigeration Systems; 2024, with Addendum (2026).
ASME B16.22 - Wrought Copper and Copper Alloy Solder-Joint Pressure Fittings; 2021.
ASME B31.5 - Refrigeration Piping and Heat Transfer Components; 2022.

ASME B31.9 - Building Services Piping; 2025.

ASME BPVC-IX - Boiler and Pressure Vessel Code, Section IX - Qualification Standard for
Welding, Brazing, and Fusing Procedures; Welders; Brazers; and Welding, Brazing, and Fusing

Operators; 2025, with Errata.

ASTM B280 - Standard Specification for Seamless Copper Tube for Air Conditioning and
Refrigeration Field Service; 2023.

ASTM EB84 - Standard Test Method for Surface Burning Characteristics of Building Materials;

2026.

ASTM E96/E96M - Standard Test Methods for Gravimetric Determination of Water Vapor
Transmission Rate of Materials; 2024a.

ASTM E283/E283M - Standard Test Method for Determining Rate of Air Leakage Through
Exterior Windows, Skylights, Curtain Walls, and Doors Under Specified Pressure Differences

Across the Specimen; 2026.
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Q.

R.

ASTM E331 - Standard Test Method for Water Penetration of Exterior Windows, Skylights,
Doors, and Curtain Walls by Uniform Static Air Pressure Difference; 2000 (Reapproved 2023).

ASTM E2178 - Standard Test Method for Determining Air Leakage Rate and Calculation of Air
Permeance of Building Materials; 2021a.

ASTM G21 - Standard Practice for Determining Resistance of Synthetic Polymeric Materials to
Fungi; 2015, with Editorial Revision (2021).

ASTM G153 - Standard Practice for Operating Enclosed Carbon Arc Light Apparatus for
Exposure of Nonmetallic Materials; 2013 (Reapproved 2021).

AWS A5.8M/A5.8 - Specification for Filler Metals for Brazing and Braze Welding; 2019.

MSS SP-58 - Pipe Hangers and Supports - Materials, Design, Manufacture, Selection,
Application, and Installation; 2025.

UL 429 - Electrically Operated Valves; Current Edition, Including All Revisions.

1.04 SUBMITTALS

A
B.

C.

See Section 01 3000 - Administrative Requirements for submittal procedures.

Product Data: Provide general assembly of specialties, including manufacturer's catalogue
information. Provide manufacturer's catalog data including load capacity.

Submit welders certification of compliance with ASME BPVC-IX.

1.05 DELIVERY, STORAGE, AND HANDLING

A.
B.

C.

Deliver and store piping and specialties in shipping containers with labeling in place.

Protect piping and specialties from entry of contaminating material by leaving end caps and
plugs in place until installation.

Dehydrate and charge components such as piping and receivers, seal prior to shipment, until
connected into system.

PART 2 PRODUCTS
2.01 SYSTEM DESCRIPTION

A.

Where more than one piping system material is specified ensure system components are
compatible and joined to ensure integrity of system is not jeopardized. Provide necessary
joining fittings. Ensure flanges, union, and couplings for servicing are consistently provided.

Provide pipe hangers and supports in accordance with ASME B31.5 unless indicated
otherwise.

Liquid Indicators:

1. Use line size liquid indicators in main liquid line leaving condenser.
2. If receiver is provided, install in liquid line leaving receiver.

3. Use line size on leaving side of liquid solenoid valves.

Valves:

Use service valves on suction and discharge of compressors.

Use gauge taps at compressor inlet and outlet.

Use gauge taps at hot gas bypass regulators, inlet and outlet.

Use check valves on compressor discharge.

Use check valves on condenser liquid lines on multiple condenser systems.

ARl

Refrigerant Charging (Packed Angle) Valve: Use in liquid line between receiver shut-off valve
and expansion valve.

Strainers:
1.  Use line size strainer upstream of each automatic valve.
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2. Use shut-off valve on each side of strainer.

G. Filter-Driers:
1.  Use afilter-drier immediately ahead of liquid-line controls, such as thermostatic expansion
valves, solenoid valves, and moisture indicators.

H. Receivers:
1. Use on systems with long piping runs.

2.02 REGULATORY REQUIREMENTS
A. Comply with ASME B31.9 for installation of piping system.
B. Welding Materials and Procedures: Comply with ASME BPVC-IX and applicable state labor

regulations.
C. Welders Certification: In accordance with ASME BPVC-IX.
2.03 PIPING

A. Copper Tube: ASTM B280, H58 hard drawn or O60 soft annealed.
1. Fittings: ASME B16.22 wrought copper.
2. Joints: Braze, AWS A5.8M/A5.8 BCuP silver/phosphorus/copper alloy.

B. Pipe Supports and Anchors:
1. Provide hangers and supports that comply with MSS SP-58.
a. Iftype of hanger or support for a particular situation is not indicated, select
appropriate type using MSS SP-58 recommendations.
Hangers for Pipe Sizes 2 Inches and Over: Carbon steel, adjustable, clevis.
Multiple or Trapeze Hangers: Steel channels with welded spacers and hanger rods.
Wall Support for Pipe Sizes to 3 Inches: Cast iron hook.
Vertical Support: Steel riser clamp.
Copper Pipe Support: Carbon steel ring, adjustable, copper plated.
Hanger Rods: Mild steel threaded both ends, threaded one end, or continuous threaded.
Inserts: Malleable iron case of galvanized steel shell and expander plug for threaded
connection with lateral adjustment, top slot for reinforcing rods, lugs for attaching to forms;
size inserts to suit threaded hanger rods.

2.04 MOISTURE AND LIQUID INDICATORS

A. Indicators: Single port type, UL listed, with copper or brass body, flared or soldered ends, sight
glass, color coded paper moisture indicator with removable element cartridge and plastic cap;
for maximum temperature of 200 degrees F and maximum working pressure of 500 psi.

2.05 VALVES

A. Diaphragm Packless Valves:

1. UL listed, globe or angle pattern, forged brass body and bonnet, phosphor bronze and
stainless steel diaphragms, rising stem and handwheel, stainless steel spring, nylon seat
disc, soldered or flared ends, with positive backseating; for maximum working pressure of
500 psi and maximum temperature of 275 degrees F.

ONOORWN

B. Packed Angle Valves:
1. Forged brass or nickel plated forged steel, forged brass seal caps with copper gasket,
rising stem and seat with backseating, molded stem packing, soldered or flared ends; for
maximum working pressure of 500 psi and maximum temperature of 275 degrees F.

C. Ball Valves:
1.  Two piece bolted forged brass body with teflon ball seals and copper tube extensions,
brass bonnet and seal cap, chrome plated ball, stem with neoprene ring stem seals; for
maximum working pressure of 500 psi and maximum temperature of 300 degrees F.
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D. Service Valves:
1. Forged brass body with copper stubs, brass caps, removable valve core, integral ball
check valve, flared or soldered ends, for maximum pressure of 500 psi.

2.06 STRAINERS

A. Straight Line or Angle Line Type:
1. Brass or steel shell, steel cap and flange, and replaceable cartridge, with screen of
stainless steel wire or monel reinforced with brass; for maximum working pressure of 430

psi.
2.07 CHECK VALVES
A. Globe Type:

1. Cast bronze or forged brass body, forged brass cap with neoprene seal, brass guide and
disc holder, phosphor-bronze or stainless steel spring, teflon seat disc; for maximum
temperature of 300 degrees F and maximum working pressure of 425 psi.

2.08 PRESSURE REGULATORS

A. Brass body, stainless steel diaphragm, direct acting, adjustable over 0 to 80 psi range, for
maximum working pressure of 450 psi.

2.09 PRESSURE RELIEF VALVES

A. Straight Through or Angle Type: Brass body and disc, neoprene seat, factory sealed and
stamped with ASME UV and National Board Certification NB, selected to ASHRAE Std 15, with
standard setting of 235 psi.

2.10 FILTER-DRIERS

A. Performance:
1. Pressure Drop: 2 psi, maximum, when operating at full connected evaporator capacity.
2.  Design Working Pressure: 350 psi, minimum.

B. Cores: Molded or loose-fill molecular sieve desiccant compatible with refrigerant, activated
alumina, activated charcoal, and filtration to 40 microns, with secondary filtration to 20 microns;
of construction that will not pass into refrigerant lines.

C. Construction: UL listed.
1. Connections: As specified for applicable pipe type.

2.11 SOLENOID VALVES

A. Valve: AHRI 760 (I-P), pilot operated, copper, brass or steel body and internal parts, synthetic
seat, stainless steel stem and plunger assembly (permitting manual operation in case of coll
failure), integral strainer, with flared, soldered, or threaded ends; for maximum working
pressure of 500 psi.

B. Coil Assembly: UL 429 UL listed, replaceable with molded electromagnetic coil, moisture and
fungus proof, with surge protector and color coded lead wires, integral junction box with pilot

light.
2.12 ELECTRONIC EXPANSION VALVES
A. Valve:

1. Brass body with flared or soldered connection, needle valve with floating needle and
machined seat, stepper motor drive.

B. Refrigeration System Control: Electronic microprocessor based unit in enclosed case, with
proportional integral control of valve, on/off thermostat, air temperature alarm (high and low),
solenoid valve control, liquid injection adaptive superheat control, maximum operating pressure
function, night setback thermostat, timer for defrost control.
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2.13 RECEIVERS

A.

Internal Diameter 6 inch and Smaller:
1. AHRI 495, UL listed, steel, brazed; 400 psi maximum pressure rating, with tappings for
inlet, outlet, and pressure relief valve.

2.14 ENGINEERED WALL SEALS AND INSULATION PROTECTION

A.

Basis of Design: Airex Manufacturing, Inc; www.airexmfg.com/#sle.
1.  Pipe Penetration Wall Seal: Airex Titan Outlet.
2. Refrigeration Pipe Insulation Protection System: Airex E-Flex Guard.

Pipe Penetration Wall Seal: Seals HVAC piping wall penetrations with compression gasket wall
mounted rigid plastic outlet cover.

1. Outlet Cover Color: As selected by Architect.

2. Water Penetration: Comply with ASTM E331.

3. Air Leakage: Comply with ASTM E283/E283M.

4.  Air Permeance: Comply with ASTM E2178.

Insulation Protection System: Mechanical line insulation and PVC cover.

1. PVC Insulation Cover Color: Black with full-length velcro fastener.

2. Weatherization and Ultraviolet Exposure Protection: Comply with ASTM G153.

3.  Water/Vapor Permeability: Comply with ASTM E96/E96M.

4.  Anti-Fungal and Anti-Microbial Resistance: Comply with ASTM G21.

5. Flame Spread and Smoke Development Rating of 25/450: Comply with ASTM E84.

PART 3 EXECUTION
3.01 PREPARATION

A.
B.
C.

Ream pipe and tube ends. Remove burrs. Bevel plain-end ferrous pipe.
Remove scale and dirt on inside and outside before assembly.
Prepare piping connections to equipment with flanges or unions.

3.02 INSTALLATION

A. Install refrigeration specialties in accordance with manufacturer's instructions.

B. Route piping in orderly manner, with plumbing parallel to building structure, and maintain
gradient.

C. Install piping to conserve building space and avoid interference with use of space.

D. Group piping whenever practical at common elevations and locations. Slope piping one percent
in direction of oil return.

E. Install piping to allow for expansion and contraction without stressing pipe, joints, or connected
equipment.

F. Pipe Hangers and Supports:
1. Install in accordance with ASME B31.5.
2. Support horizontal piping as indicated.
3. Place hangers within 12 inches of each horizontal elbow.
4. Support vertical piping at every other floor. Support riser piping independently of

connected horizontal piping.
5. Where several pipes can be installed in parallel and at same elevation, provide multiple or
trapeze hangers.

6. Provide copper plated hangers and supports for copper piping.

G. Arrange piping to return oil to compressor. Provide traps and loops in piping, and provide
double risers as required. Slope horizontal piping 0.40 percent in direction of flow.
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H. Provide clearance for installation of insulation and access to valves and fittings.

I.  Provide access to concealed valves and fittings. Coordinate size and location of access doors
with Section 08 3100.

J.  Flood piping system with nitrogen when brazing.
Insulate piping.

L. Follow ASHRAE Std 15 procedures for charging and purging of systems and for disposal of
refrigerant.

M. Provide replaceable cartridge filter-driers, with isolation valves and valved bypass.
N. Locate expansion valve sensing bulb immediately downstream of evaporator on suction line.

O. Provide external equalizer piping on expansion valves with refrigerant distributor connected to
evaporator.

P. Fully charge completed system with refrigerant after testing.
END OF SECTION
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SECTION 23 2500
HVAC WATER TREATMENT

PART 1 GENERAL
1.01 SECTION INCLUDES
A. By-pass (pot) feeder.
1.02 REFERENCE STANDARDS
A. UL (DIR) - Online Certifications Directory; Current Edition.
1.03 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements, for submittal procedures.

B. Product Data: Provide chemical treatment materials, chemicals, and equipment including
electrical characteristics and connection requirements.

C. Manufacturer's Installation Instructions: Indicate placement of equipment in systems, piping
configuration, and connection requirements.

1.04 QUALITY ASSURANCE

A. Manufacturer Qualifications: Company specializing in manufacturing the type of products
specified in this section, with minimum three years of documented experience. Company shall
have local representatives with water analysis laboratories and full time service personnel.

PART 2 PRODUCTS
2.01 REGULATORY REQUIREMENTS

A. Comply with applicable codes for addition of non-potable chemicals to building mechanical
systems and to public sewage systems.

B. Comply with UL (DIR) requirements.
C. Perform work in accordance with local health department regulations.

D. Provide certificate of compliance from Authority Having Jurisdiction indicating approval of
installation.

2.02 BY-PASS (POT) FEEDER

A. 2 gal quick opening cap for working pressure of 175 psi.
PART 3 EXECUTION
3.01 PREPARATION

A. Systems shall be operational, filled, started, and vented prior to cleaning. Use water meter to
record capacity in each system.

B. Place terminal control valves in open position during cleaning.
C. Verify that electric power is available and of the correct characteristics.
3.02 CLEANING SEQUENCE

A. Concentration:
1. As recommended by manufacturer.

B. Chilled Water Systems:
1. Circulate for 48 hours, then drain systems as quickly as possible.
2. Refill with clean water, circulate for 24 hours, then drain.
3. REefill with clean water and repeat until system cleaner is removed.

C. Remove, clean, and replace strainer screens.
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D. Inspect, remove sludge, and flush low points with clean water after cleaning process is
completed. Include disassembly of components as required.

3.03 INSTALLATION
A. Install in accordance with manufacturer's instructions.
3.04 CLOSED SYSTEM TREATMENT

A. Provide one bypass feeder on each system. Install isolating and drain valves and necessary
piping. Install around balancing valve downstream of circulating pumps unless indicated
otherwise.

B. Introduce closed system treatment through bypass feeder when required or indicated by test.
C. Provide 3/4 inch water coupon rack around circulating pumps with space for 4 test specimens.
3.05 CLOSEOUT ACTIVITIES

A. Training: Train Owner's personnel on operation and maintenance of chemical treatment
system.
1. Provide minimum of two hours of instruction for two people.
2. Have operation and maintenance data prepared and available for review during training.
3. Conduct training using actual equipment after treated system has been put into full
operation.

END OF SECTION
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SECTION 23 3100
HVAC DUCTS AND CASINGS

PART 1 GENERAL
1.01 SECTION INCLUDES

A.

mmo o w

Metal ducts.

Flexible ducts.

Nonmetal ducts.

Air plenums and casings.

Ducts for kitchen exhaust applications.

Ducts for laboratory and industrial-grade applications.

1.02 RELATED REQUIREMENTS

IToGmMmoOOoO W

Section 07 8400 - Firestopping.

Section 09 9113 - Exterior Painting: Weld priming, weather resistant, paint or coating.
Section 09 9123 - Interior Painting: Weld priming, paint or coating.

Section 11 4000 - Foodservice Equipment: Kitchen range hoods.

Section 23 0713 - Duct Insulation: External insulation and duct liner.

Section 23 3300 - Air Duct Accessories.

Section 23 3319 - Duct Silencers.

Section 23 3600 - Air Terminal Units.

Section 23 3700 - Air Outlets and Inlets: Fabric air distribution devices.

1.03 REFERENCE STANDARDS

A. ANSI Z9.5 - Laboratory Ventilation; 2022.

B. ASCE 7 - Minimum Design Loads and Associated Criteria for Buildings and Other Structures;
Most Recent Edition Cited by Referring Code or Reference Standard.

C. ASHRAE Std 126 - Method of Testing HVAC Air Ducts; 2020.

D. ASME AG-1 - Code on Nuclear Air and Gas Treatment; 2023.

E. ASTM A36/A36M - Standard Specification for Carbon Structural Steel; 2019.

F. ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials;
2026.

G. NFPA 45 - Standard on Fire Protection for Laboratories Using Chemicals; 2024.

H. NFPA 90A - Standard for the Installation of Air-Conditioning and Ventilating Systems; 2024.

I.  NFPA 90B - Standard for the Installation of Warm Air Heating and Air-Conditioning Systems;
2027.

J. NFPA 91 - Standard for Exhaust Systems for Air Conveying of Vapors, Gases, Mists, and
Particulate Solids; 2026.

K. NFPA 96 - Standard for Ventilation Control and Fire Protection of Commercial Cooking
Operations; 2027.

L. SMACNA (DCS) - HVAC Duct Construction Standards Metal and Flexible; 2020.

M. SMACNA (KVS) - Kitchen Ventilation Systems and Food Service Equipment Fabrication and
Installation Guidelines; 2001.
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N. SMACNA (PVC) - Thermoplastic Duct (PVC) Construction Manual; 1995.

O. UL 181 - Standard for Factory-Made Air Ducts and Air Connectors; Current Edition, Including
All Revisions.

P. UL 1978 - Grease Ducts; Current Edition, Including All Revisions.

Q. UL 2221 - Tests of Fire Resistive Grease Duct Enclosure Assemblies; Current Edition,
Including All Revisions.

1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements for submittal procedures.
B. Product Data: Provide data for duct materials.

C. Shop Drawings: Shop drawings to be provided prior to start of work for all duct systems.
Provide drawings in 1/4" per foot scale or larger.
1.  Fabrication, assembly, and installation, including plans, elevations, sections, components,
and attachments to other work.
Duct layout indicating sizes, configurations, liner material, and static-pressure classes.
Elevation of top and bottom of ducts.
Fittings
Reinforcement and spacing.
Seam and joint construction.
Penetrations through fire-rated and other partitions.
Locations for duct accessories, including dampers, turning vanes, and access doors and
panels.

D. Project Record Documents: Record actual locations of ducts and duct fittings. Record changes
in fitting location and type. Show additional fittings used.

1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications: Company specializing in manufacturing the type of products
specified in this section, with minimum three years of documented experience, and approved
by manufacturer.
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B. Installer Qualifications: Company specializing in performing the type of work specified in this
section, with minimum three years of documented experience.

1.06 FIELD CONDITIONS

A. Do notinstall duct sealants when temperatures are less than those recommended by sealant
manufacturers.

B. Maintain temperatures within acceptable range during and after installation of duct sealants.
PART 2 PRODUCTS
2.01 GENERAL REQUIREMENTS

A. Provide UL Class 1 ductwork, fittings, hangers, supports, and appurtenances in accordance
with NFPA 90A, NFPA 90B, and SMACNA (DCS) guidelines unless stated otherwise.

B. Perform Work in accordance with SMACNA (DCS).

C. Acoustical Treatment: Provide sound-absorbing liners and sectional silencers for metal-based
ducts in compliance with Section 23 3319.

D. Structural Performance: Duct hangers and supports are to withstand the effects of gravity loads
and stresses within limits and under conditions described in SMACNA (DCS) and ASCE 7.

E. Wind Performance: Ducts are to withstand the effects of wind and tornado loads determined in
accordance with ASCE 7.
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F. Airstream Surfaces: Surfaces in contact with airstream comply with requirements in ASHRAE
62.1.

G. Duct Shape: Provide round/rectangular duct as indicated on plan.

H. Duct Wall Type: Single wall ductwork is allowed in all concealed applications. For ductwork
exposed to view, provide double-wall insulated ductwork.

I.  Duct Dimensions: Unless otherwise indicated, all duct dimensions indicated on Drawings are
inside clear dimensions and do not include insulation or duct wall thickness. Contractor may
alter duct dimensions, provided an equivalent net clear free area is maintained. For rectangular
duct, aspect ratio shall be maintain less than 4:1.

J.  Duct Materials:
1. Construct ducts or galvanized sheet steel unless otherwise indicated.
2.  For ducts exposed to weather, construct of Type 304 stainless steel indicated by
manufacturer to be suitable for outdoor installation.

K. Duct Fabrication Requirements:

1. Duct and Fitting Fabrication and Support: SMACNA (DCS) including specifics for
continuously welded round and oval duct fittings.

2. Use reinforced and sealed sheet-metal materials at recommended gauges for indicated
operating pressures or pressure class.

3. Construct tees, bends, and elbows with radius of not less than 1-1/2 times width of duct on
centerline. Where not possible and where rectangular elbows must be used, provide airfoil
turning vanes of perforated metal with glass fiber insulation.

4. Provide turning vanes of perforated metal with glass fiber insulation when acoustical lining
is indicated.

5. Increase duct sizes gradually, not exceeding 15 degrees divergence wherever possible;
maximum 30 degrees divergence upstream of equipment and 45 degrees convergence
downstream.

6. Provide turning vanes of perforated metal with glass fiber insulation when an acoustical
lining is required.

7. Where ducts are connected to exterior wall louvers and duct outlet is smaller than louver
frame, provide blank-out panels sealing louver area around duct. Use same material as
duct, painted black on exterior side; seal to louver frame and duct.

8.  All round ductwork, exposed to view, shall be constructed of sprial seam pipe.

2.02 METAL DUCTS

A. Rectangular Metal Duct:
1. Rectangular Double Wall Insulated: Rectangular spiral lock seam duct with galvanized

steel outer wall, perforated galvanized steel inner wall; fitting with the solid inner wall.

a. Insulation:
1) Thickness: 1 1/2 inch.
2) Material: Fiberglass.

b. Where noted on plans, provide outer surface with paint grip finish. Coordinate paint
color with Architect.

B. Round Metal Ducts:
1. Round Single Wall Duct: Round lock seam duct with galvanized steel outer wall.
2. Round Double Wall Insulated Duct: Round spiral lock seam duct with galvanized steel
outer wall, perforated galvanized steel inner wall; fitting with the solid inner wall.
a. Insulation:
1)  Thickness: 1 1/2 inch.
2) Material: Fiberglass.
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b. Where noted on plans, provide outer surface with paint grip finish. Coordinate paint
color with Architect.
3.  Round Connection System: Interlocking duct connection system in accordance with
SMACNA (DCS).

C. Round Spiral Duct:
1. Round spiral lock seam duct with galvanized steel outer wall.

D. Connectors, Fittings, Sealants, and Miscellaneous:

1.  Fittings: Manufacture with solid inner wall of perforated galvanized steel.

2. Transverse Duct Connection System: SMACNA "E" rated rigid class connection,
interlocking angle and duct edge connection system with sealant, gasket, cleats, and
corner clips in accordance with SMACNA (DCS).

3. Joint Sealers and Sealants: Non-hardening, water resistant, mildew and mold resistant.
a. Type: Heavy mastic or liquid used alone or with tape, suitable for joint configuration

and compatible with substrates, and recommended by manufacturer for pressure
class of ducts.

b. Surface Burning Characteristics: Flame spread index of zero and smoke developed
index of zero, when tested in accordance with ASTM E84.

c. For Use with Flexible Ducts: UL labeled.

4. Gasket Tape:

a. Provide butyl rubber gasket tape for a flexible seal between transfer duct connector
(TDC), transverse duct flange (TDF), applied flange connections, and angle ring
connections.

5. Hanger Rod: ASTM A36/A36M; steel, galvanized; threaded both ends, threaded one end,
or continuously threaded.

2.03 FLEXIBLE DUCTS

A. Flexible Ducts: UL 181, Class 1, polyethylene film, mechanically fastened and rolled using
galvanized steel to form spiral helix.
1. Insulation: R6 insulation with aluminized vapor barrier film.
2. Pressure Rating: 10 in-wc positive and 5 in-wc negative.
3. Maximum Velocity: 4000 fpm.
4. Temperature Range: Minus 20 degrees F to 250 degrees F.

2.04 NON-METAL DUCTS

A. Manufacturers:
1. DuctSox Corporation
2. Substitutions: See Section 01 6000 - Product Requirements.

B. Internal Hoop System: Air diffusers shall be constructed with internal retention system
consisting of internal 360 degree hoop system, spaced minimum 5' on center installed with a
one row suspension system located 1.5" above top-dead-center of the textile system. System
shall have hot dipped galvanized or stainless steel construction.

C. External Support:
1.  System attachment to external tension cable.
2. Cable suspension hardware to include stainless steel cable, eye bolts, thimbles, cable
clamps, and turnbuckle(s) as required.

D. Textile Construction: Filament/filament Twill polyester, treated with a machine washable anti-
microbial agent by the fabric manufacturer, fire retardant in accordance with UL 2518. Non-
linting filament yarn to meet the requirements of ISO Class 3 Environment.

1. Air Permeability: 2 (+2/-1) CFM/ft2 per ASTM D737.
2. Weight: 6.8 oz./yd? per ASTM D3776.
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3.  Warranty: Fifteen (15) years.
4.  Color: Per Architect

E. Textile system to be constructed in modular lenths (zippered) with proper radial securing clips

(inlets, endcaps and mid-sections) and top access zippers for vertical cable safety attachment.

F. Integrated air dispersion shall be selected by manufacturer based on best air distribution
performance for both cooling and heating modes of operation for specified space of duct
installation for variable air volume in cooling and constant air volume in heating.

1. Linear Vents: Integrated air dispersion shall be specified and approved by manufacturer.
a. Air dispersion accomplished by linear vent and permeable fabric. Linear vents must

be sized in 1 CFM per linear foot increments (based on 0.5" SP), starting at 1 CFM
through 90 CFM per linear foot. Linear vent is to consist of an array of open orifices
rather than a mesh style vent to reduce maintenance requirements of mesh style
vents. Linear vents should also be designed to minimize dusting on fabric surface.

b. Size of vent openings and location of linear vents to be specified and approved by
manufacturer.

2. Orifices - 2" and 3" Sewn in Grommets:

a. Air dispersion and extended throws are accomplished by reinforced orifices and
permeable fabric. Reinforced orifices are to be installed to keep the integrity of
opening and withstand laundry processes.

b. Diameter, quantity, and location of reinforced orifices to be specified and approved by
the manufacturer.

3. Fixed Nozzles:

a. Air dispersion accomplished by using conical aerodynamic nozzles and permeable
fabric. Diameter of nozzles height to be minimum 1/2". Due to exact requirements of
throw and maximum level of noise alternative flow models are not acceptable.

b. Color of nozzles must match color of fabric.

c. Location and number of nozzles to be specified and approved by the manufacturer.

G. Inlet connection to metal duct via fabric draw band with anchor patches as supplied by
manufacturer. Anchor patches to be secured to metal duct via zip screw fastener - supplied by
contractor. Inlet connection shall include zipper for easy removal/maintenance.

H. System to include adjustable flow devices to balance turbulence, airflow and distribution as
required.

I. Install system in strict accordance with manufacturer's installation instructions.

2.05 AIR PLENUMS AND CASINGS

A. Fabricate in accordance with SMACNA (DCS) for indicated operating pressures indicated.

B. Minimum Fabrication Requirements:

1. Fabricate acoustic plenum or casing with reinforcing turned inward.

2. Provide 16-gauge, 0.059-inch sheet steel back facing and 22-gauge, 0.029-inch
perforated sheet steel front facing with 3/32 inch diameter holes on 5/32 inch centers.

3. Construct panels 3 inches thick, packed with 4.5 pcf minimum glass fiber insulation media,
on inverted channel of 16-gauge, 0.059-inch sheet steel.

4.  Mount floor-mounted plenum or casings on 4-inch high concrete curbs. At floor, rivet
panels on 8-inch centers to angles. Where floors are acoustically insulated, provide liner
of galvanized 18-gauge, 0.052-inch expanded metal mesh supported at 12-inch centers,
turned up 12 inches at sides with sheet metal shields.

C. Access Doors:

1. Install hinged access doors where indicated or required for access to equipment for
cleaning and inspection.
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2. Reinforce door frames with steel angles tied to horizontal and vertical plenum supporting
angles.
3.  Provide clear wire glass observation ports, minimum 6 by 6 inch size.

2.06 DUCTS FOR KITCHEN EXHAUST APPLICATIONS

A.

B.

Provide ductwork, fittings, and appurtenances in accordance with NFPA 96, SMACNA (KVS),
UL 1978, and UL 2221 requirements and guidelines.

Class 1 duct for air with gas and grease particle exhaust at an air velocity of 1,500 to 2,500
fpm.

Where ducts are not self-draining back to equipment, provide low-point drain pocket with the
copper drain pipe to a sanitary sewer.

Design, fabricate, and install liquidtight preventing exhaust leakage into building.

Dishwasher Exhaust Duct:

1. Duct Size: 2 in-wc pressure class stainless steel.

2.  Fabricate using single wall, 18-gauge, 0.050-inch Type 304 stainless steel with external
welded joints.

3. Seal joints during installation with factory-supplied overlapping V-bands and sealant.

2.07 DUCTS FOR LABORATORY AND INDUSTRIAL-GRADE APPLICATIONS

A.

B.

Sectional Shape and Material Requirements:
1. Round Thermoplastic (PVC I) Duct:
a. Class 5 Air Duct Capacity:
1) Pressure Class: Minus 10 in-wc.
2) Maximum Temperature: 100 degrees F.
b. Protection: Apply ultraviolet protection for segments exposed to direct sunlight.
c. Compliance: Provide reinforced ductwork, fittings, supports, hangers, and
appurtenances in compliance with SMACNA (PVC).

Laboratory Exhaust Applications:
1.  Dust Collector Exhaust: Round thermoplastic (PVC) ductwork.
2. Fume Hood Cabinet Exhaust:
a. Minimum 20-gauge, 0.035-inch Type 304 stainless steel, unless noted otherwise.
1) Fabricate in accordance with ductwork manufacturer's instructions; test duct
system to sustain positive and negative pressures in accordance with ASHRAE
Std 126 and ASME AG-1.
b. Provide ductwork and appurtenances in accordance with NFPA 91 requirements
except where NFPA 45 applications take precedence.
c. Coordinate duct, fittings, hangers, and accessories to comply with ANSI Z9.5.
d. Design, fabricate, and install liquidtight preventing exhaust leakage into the building.

PART 3 EXECUTION
3.01 INSTALLATION

A. Install, support, and seal ducts in accordance with SMACNA (DCS).

B. Comply with safety standards NFPA 90A and NFPA 90B.

C. During construction, provide temporary closures of metal or taped polyethylene on open
ductwork to prevent construction dust from entering the ductwork system.

D. Increase duct sizes gradually, not exceeding 15 degrees divergence wherever possible;
maximum 30 degrees divergence upstream of equipment and 45 degrees convergence
downstream.

E. Flexible Ducts: Connect to metal ducts with draw bands.
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F. Kitchen Range Hoods: Install when provided by Section 11 4000 then fit-out with respective
ductwork and accessories to interconnect exhaust system.

G. Kitchen Hood Exhaust: Provide residue traps at the base of vertical risers with provisions for
the cleanout.

H. Duct sizes indicated are precise inside dimensions. For lined ducts, maintain sizes inside lining.

I.  Provide openings in ductwork as indicated to accommodate thermometers and controllers.
Provide pilot tube openings as indicated for testing of systems, complete with metal can with
spring device or screw to insure against air leakage. For openings, insulate ductwork and install
insulation material inside a metal ring.

J. Locate ducts with sufficient space around equipment to allow normal operating and
maintenance activities.

Use double nuts and lock washers on threaded rod supports.

L. Connect terminal units to supply ducts directly or with one foot maximum length of flexible duct.
Do not use flexible duct to change direction.

M. Connect diffusers or light troffer boots to low-pressure ducts directly or with 5 feet maximum
length of flexible duct held in place with strap or clamp.

N. Set plenum doors at 6 to 12 inches above floor. Arrange door swings so that fan static pressure
holds door in closed position.

O. At exterior wall louvers, seal duct to louver frame and install blank-out panels.

P. Louver Fit-out:

1. Provide blank-out panels sealing available area of wall-mounted exterior-faced louver
when connected ductwork is smaller than actual louver free area, and duct outlet is
smaller than the louver frame.

2. Use the same duct material painted black on the exterior side, then seal louver frame and
duct.

Fire Partitions: Provide firestopping sealing. See Section 07 8400.

R. Duct Accessories, Terminal Units, Inlets, and Outlets: Interconnect as indicated in Sections 23
3300, 23 3600, and 23 3700.

S. Duct Insulation: Provide duct insulation. See Section 23 0713.

o

T. Painting: Provide surface finish as indicated on drawings. See Sections 09 9113 and 09 9123.
END OF SECTION
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SECTION 23 3300
AIR DUCT ACCESSORIES

PART 1 GENERAL
1.01 SECTION INCLUDES
A. Backdraft dampers - metal.
Backdraft dampers - fabric.
Combination fire and smoke dampers.
Duct access doors.
Duct test holes.
Fire dampers.
Flexible duct connectors.
Smoke dampers.
Smoke and fire-smoke damper test module.

ST IEMMOUO®

. Volume control dampers.
1.02 RELATED REQUIREMENTS

A. Section 23 3100 - HVAC Ducts and Casings.
1.03 REFERENCE STANDARDS

A. NFPA 80 - Standard for Fire Doors and Other Opening Protectives; 2025, with Amendment
(2024).

B. NFPA 90A - Standard for the Installation of Air-Conditioning and Ventilating Systems; 2024.

C. NFPA 92 - Standard for Smoke Control Systems; Most Recent Edition Adopted by Authority
Having Jurisdiction, Including All Applicable Amendments and Supplements.

D. NFPA 96 - Standard for Ventilation Control and Fire Protection of Commercial Cooking
Operations; 2027.

E. NFPA 105 - Standard for Smoke Door Assemblies and Other Opening Protectives; 2025.
F. SMACNA (DCS) - HVAC Duct Construction Standards Metal and Flexible; 2020.

G. UL 33 - Safety Heat Responsive Links for Fire-Protection Service; Current Edition, Including All
Revisions.

H. UL 555 - Standard for Fire Dampers; Current Edition, Including All Revisions.
I. UL 555C - Standard for Safety Ceiling Dampers; Current Edition, Including All Revisions.
J. UL 5558 - Standard for Smoke Dampers; Current Edition, Including All Revisions.
1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements for submittal procedures.

B. Product Data: Provide for shop-fabricated assemblies including volume control dampers, duct
access doors, duct test holes, and hardware used. Include electrical characteristics and
connection requirements.

C. Maintenance Materials: Furnish the following for Owner's use in maintenance of project.
1.  See Section 01 6000 - Product Requirements for additional provisions.
2. Extra Fusible Links: One of each type and size.
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1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications: Company specializing in manufacturing the type of products
specified in this section, with minimum three years of documented experience.

B. Products Requiring Electrical Connection: Listed and classified by Underwriters Laboratories
Inc. as suitable for the purpose specified and indicated.

1.06 DELIVERY, STORAGE, AND HANDLING

A. Protect dampers from damage to operating linkages and blades.
PART 2 PRODUCTS
2.01 TURNING VANES

A. Manufactured Turning Vanes for Metal Ducts: Curved blades of galvanized sheet metal;
support with bars perpendicular to blades set; set into vane runners suitable for duct mounting.
1. Acoustic Turning Vanes: Fabricate airfoil-shaped aluminum extrusions with perforated
faces and fibrous-glass fill.

B. General Requirements: Comply with SMACNA's "HVAC Duct Construction Standards - Metal
and Flexible"; Figures 4-3, "Vanes and Vane Runners," and 4-4, "Vane Support in Elbows."

C. Vane Construction: Single wall for ducts up to 48 inches wide and double wall for larger
dimensions.

2.02 BACKDRAFT DAMPERS - METAL

A. Multi-Blade, Parallel Action Gravity Balanced Backdraft Dampers: Galvanized steel, with center
pivoted blades of maximum 6 inch width, with felt or flexible vinyl sealed edges, linked together
in rattle-free manner with 90 degree stop, steel ball bearings, and plated steel pivot pin;
adjustment device to permit setting for varying differential static pressure.

2.03 BACKDRAFT DAMPERS - FABRIC

A. Fabric Backdraft Dampers: Factory-fabricated.
1. Blades: Neoprene coated fabric material.
2. Birdscreen: 1/2 inch nominal mesh of galvanized steel or aluminum.
3.  Maximum Velocity: 1000 fpm (5 mps) face velocity.

2.04 COMBINATION FIRE AND SMOKE DAMPERS
A. Fabricate in accordance with NFPA 90A, UL 555, UL 5558, and as indicated.
B. Provide factory sleeve and collar for each damper.

C. Multiple Blade Dampers: Fabricate with 16 gauge, 0.0598 inch galvanized steel frame and
blades, oil-impregnated bronze or stainless steel sleeve bearings and plated steel axles,
stainless steel jamb seals, 1/8 by 1/2 inch plated steel concealed linkage, stainless steel
closure spring, blade stops, and lock, and 1/2 inch actuator shaft.

D. Operators: UL listed and labeled; spring-return, electric-type suitable for 120 volts, single
phase, 60 Hz. Provide end switches to indicate damper position. Locate damper operator on
exterior of duct and link to damper operating shaft.

E. Normally Closed Smoke Responsive Fire Dampers: Curtain type, opening by gravity upon
actuation of electro thermal link, flexible stainless steel blade edge seals to provide constant
sealing pressure.

F. Electro Thermal Link: Fusible link melting at 165 degrees F; 120 volts, single phase, 60 Hz; UL
listed and labeled.

2.05 DUCT ACCESS DOORS
A. Fabricate in accordance with SMACNA (DCS) and as indicated.
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B. Access doors with sheet metal screw fasteners are not acceptable.
2.06 DUCT TEST HOLES

A. Temporary Test Holes: Cut or drill in ducts as required. Cap with neat patches, neoprene
plugs, threaded plugs, or threaded or twist-on metal caps.

B. Permanent Test Holes: Factory fabricated, air tight flanged fittings with screw cap. Provide
extended neck fittings to clear insulation.

2.07 FIRE DAMPERS
A. Fabricate in accordance with NFPA 90A and UL 555, and as indicated.

B. Ceiling (Radiation) Dampers: Galvanized steel, 22-gauge, 0.0299-inch frame and 16-gauge,
0.0598-inch flap, two layers of 0.125-inch thick ceramic fiber on top side and one layer on
bottom side for round flaps, with locking clip.

1. Boot Fitting: Factory-provided el type (90 degree). Include field-provided collar.
2. Rated for three hour service in compliance with UL 555C.

C. Curtain Type Dampers: Galvanized steel with interlocking blades. Provide stainless steel
closure springs and latches for horizontal installations. Configure with blades out of air stream
except for 1-inch pressure-class ducts up to 12 inches in height.

D. Fusible Links: UL 33, separate at 160 degrees F with adjustable link straps for combination
fire/balancing dampers.
2.08 FLEXIBLE DUCT CONNECTORS
A. Fabricate in accordance with SMACNA (DCS) and as indicated.

B. Flexible Duct Connections: Fabric crimped into metal edging strip.
1.  Fabric: UL listed fire-retardant neoprene coated woven glass fiber fabric to NFPA 90A,
minimum density 30 oz/sq yd.
a. Net Fabric Width: Approximately 2 inches wide.
2.  Metal: 3inches wide, 24 gauge, 0.0239 inch thick galvanized steel.
C. Leaded Vinyl Sheet: Minimum 0.55 inch thick, 0.87 Ibs per sq ft, 10 dB attenuation in 10 to
10,000 Hz range.

D. Maximum Installed Length: 14 inch.
2.09 SMOKE DAMPERS
A. Fabricate in accordance with NFPA 90A and UL 5558S, and as indicated.

B. Dampers: UL Class 1 airfoil blade type smoke damper, normally open automatically operated
by pneumatic actuator.

C. Electro Thermal Link: Fusible link melting at 165 degrees F; 120 volts, single phase, 60 Hz; UL
listed and labeled.

2.10 SMOKE AND FIRE-SMOKE DAMPER TEST MODULE

A. Addressable fire alarm system proprietary controller module preconfigured for remote testing of
dedicated smoke damper or combination fire-smoke damper.

B. Provide module, accessories, and connectivity to meet NFPA 80 and NFPA 105 requirements.
2.11 VOLUME CONTROL DAMPERS

A. Splitter Dampers:
1. Material: Same gauge as duct to 24 inches size in either direction, and two gauges
heavier for sizes over 24 inches.
2. Blade: Fabricate of single thickness sheet metal to streamline shape, secured with
continuous hinge or rod.
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3.  Operator: Minimum 1/4 inch diameter rod in self aligning, universal joint action, flanged
bushing with set screw.

Single Blade Dampers:
1.  Fabricate for duct sizes up to 6 by 30 inch.
2. Blade: 24 gauge, 0.0239 inch, minimum.

Multi-Blade Damper: Fabricate consisting of opposed blades with maximum blade sizes 8 by
72 inches. Assemble center- and edge-crimped blades in prime-coated or galvanized-channel
frame with suitable hardware.

1. Blade: 18 gauge, 0.0478 inch, minimum.

End Bearings: Except in round ducts 12 inches and smaller, provide end bearings. On multiple
blade dampers, provide oil-impregnated nylon, thermoplastic elastomer, or sintered bronze
bearings.

Quadrants:

1. Provide locking, indicating quadrant regulators on single and multi-blade dampers.

2. Oninsulated ducts mount quadrant regulators on stand-off mounting brackets, bases, or
adapters.

3.  Where rod lengths exceed 30 inches provide regulator at both ends.

PART 3 EXECUTION
3.01 PREPARATION

A

Verify that electric power is available and of the correct characteristics.

3.02 INSTALLATION

A.

B.

©

Install accessories in accordance with manufacturer's instructions, NFPA 90A, and follow
SMACNA (DCS). See Section 23 3100 for duct construction and pressure class.

Provide backdraft dampers on exhaust fans or exhaust ducts nearest to outside and where
indicated.

Provide duct access doors for inspection and cleaning before and after filters, coils, fans,
automatic dampers, at fire dampers, combination fire and smoke dampers, and elsewhere as
indicated. Provide for cleaning kitchen exhaust ducts in accordance with NFPA 96 Provide
minimum 8 by 8 inch size access door for hand and shoulder access, or as indicated on
drawings. Provide minimum 4 by 4 inch size access door for balancing dampers only. Review
locations prior to fabrication.

Provide duct test holes where indicated and required for testing and balancing purposes.

Provide fire dampers, combination fire and smoke dampers, and smoke dampers at locations
indicated, where ducts and outlets pass through fire-rated components, and where required by
authorities having jurisdiction. Install with required perimeter mounting angles, sleeves,
breakaway duct connections, corrosion resistant springs, bearings, bushings and hinges.

Install smoke dampers and combination smoke and fire dampers in accordance with NFPA 92.
Demonstrate re-setting of fire dampers to Owner's representative.

At fans and motorized equipment associated with ducts, provide flexible duct connections
immediately adjacent to the equipment.

At equipment supported by vibration isolators, provide flexible duct connections immediately
adjacent to the equipment.

For fans developing static pressures of 5.0 inches and over, cover flexible connections with
leaded vinyl sheet, held in place with metal straps.
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K. Provide balancing dampers at points on supply, return, and exhaust systems where branches
are taken from larger ducts as required for air balancing. Install minimum two duct widths from
duct take-off.

L. Use splitter dampers only where indicated.

M. Provide balancing dampers on duct take-off to diffusers, grilles, and registers, regardless of
whether dampers are specified as part of the diffuser, grille, or register assembly.

N. Provide 6 inch flourescent colored ribbon on end of balancing damper shaft for visual aide in
identifying damper location.

END OF SECTION
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SECTION 23 3319
DUCT SILENCERS

PART 1 GENERAL
1.01 RELATED REQUIREMENTS
1.02 REFERENCE STANDARDS

A.

SMACNA (DCS) - HVAC Duct Construction Standards Metal and Flexible; 2020.

1.03 SUBMITTALS

A.
B.

C.

See Section 01 3000 - Administrative Requirements, for submittal procedures.

Product Data: Provide catalog information indicating, materials, dimensional data, pressure
losses, and acoustical performance.

Shop Drawings: Indicate assembly, materials, thicknesses, dimensional data, pressure losses,
acoustical performance, layout, and connection details.

1.04 QUALITY ASSURANCE

A.

Manufacturer Qualifications: Company specializing in manufacturing the type of products
specified in this section, with minimum three years of documented experience.

PART 2 PRODUCTS
2.01 DUCT SILENCERS

A. Description: Duct section with sheet metal outer casing, sound absorbing fill material, and inner
casing of perforated sheet metal; incorporating interior baffles of similar construction. Fabricate
in accordance with SMACNA (DCS) HVAC Duct Construction Standards.

B. Geometry:

1. Rectangular straight with splitters or baffles.

2. Rectangular elbows with splitters or baffles.

C. Materials:

1. Outer Casing: Minimum 22 gauge, 0.0299 inch thick galvanized steel stiffened as
required, with mastic filled lock formed seams, 2 inch long, 11 gauge, 0.1196 inch slip
joints on both ends.

2. Inner Casing and Splitters: Minimum 24 gauge, 0.0239 thick perforated galvanized steel.

3.  Fill: Glass fiber or mineral wool of minimum 4 Ib/cu ft density.

4. Fill Liner: Bonded glass fiber matting.

END OF SECTION
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SECTION 23 3423
HVAC POWER VENTILATORS

PART 1 GENERAL
1.01 SECTION INCLUDES

A.

mmo o w

G.

Roof exhausters.

Roof ventilators.

Cabinet exhaust fans.

Upblast roof exhausters.

Inline centrifugal fans and blowers.
Kitchen hood upblast roof exhausters.
Laboratory-fume exhaust fans.

1.02 RELATED REQUIREMENTS

A.
B.
C.

Section 23 3300 - Air Duct Accessories: Backdraft dampers.
Section 26 0583 - Wiring Connections: Electrical characteristics and wiring connections.
Section 26 2923 - Variable-Frequency Motor Controllers.

1.03 REFERENCE STANDARDS

A.

B.
C.

m

- T om

“

M.
N.

AMCA (DIR) - (Directory of) Products Licensed Under AMCA International Certified Ratings
Program; 2015.

AMCA 99 - Standards Handbook; 2025.
AMCA 204 - Balance Quality and Vibration Levels for Fans; 2020.

AMCA 210 - Laboratory Methods of Testing Fans for Certified Aerodynamic Performance
Rating; 2025.

AMCA 211 - Certified Ratings Program Product Rating Manual for Fan Air Performance; 2022,
with Editorial Revision (2023).

AMCA 260 - Laboratory Methods of Testing Induced Flow Fans for Rating; 2020.
AMCA 300 - Reverberation Room Methods of Sound Testing of Fans; 2024.
AMCA 301 - Methods for Calculating Fan Sound Ratings from Laboratory Test Data; 2022.

AMCA 311 - Certified Ratings Program Product Rating Manual for Fan Sound Performance;
2016.

ANSI Z9.5 - Laboratory Ventilation; 2022.
NEMA EN 10250 - Enclosures for Electrical Equipment (1000 Volts Maximum); 2024.

NFPA 96 - Standard for Ventilation Control and Fire Protection of Commercial Cooking
Operations; 2027.

UL 705 - Power Ventilators; Current Edition, Including All Revisions.

UL 762 - Outline of Investigation for Power Roof Ventilators for Restaurant Exhaust Appliances;
Current Edition, Including All Revisions.

1.04 SUBMITTALS

A. See Section 01 3000 - Administrative Requirements for submittal procedures.

B. Product Data: Provide data on fans and accessories, including fan curves with specified
operating point plotted, power, rpm, sound power levels at rated capacity, and electrical
characteristics and connection requirements.
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C. Maintenance Materials: Furnish the following for Owner's use in maintenance of project.

1.  See Section 01 6000 - Product Requirements, for additional provisions.
2. Extra Fan Belts: One set for each individual fan.

1.05 QUALITY ASSURANCE
A. Manufacturer Qualifications: Company specializing in manufacturing the type of products

specified in this section, with minimum three years of documented experience.

1.06 FIELD CONDITIONS

A. Request Owner permission to use permanent ventilator(s) for ventilation during construction.
PART 2 PRODUCTS
2.01 MANUFACTURERS

A. Carnes, a division of Carnes Company Inc

B. Greenheck Fan Corporation

C. Loren Cook Company

D. Twin City Fan & Blower

E. Broan.

F. Panasonic

G. Substitutions: See Section 01 6000 - Product Requirements.

2.02 POWER VENTILATORS - GENERAL

A. Static and Dynamically Balanced: Comply with AMCA 204.

B. Performance Ratings: Comply with AMCA 210, bearing certified rating seal.

C. Sound Ratings: Comply with AMCA 301, tested to AMCA 300, bearing certified sound ratings
seal.

D. Fabrication: Comply with AMCA 99.

E. UL Compliance: UL 705, listed, labeled, designed, manufactured, and tested.

F. Electrical Components: Listed and classified by Underwriters Laboratories Inc. as suitable for
the purpose specified and indicated.

G. Kitchen Hood Exhaust Fans: Comply with requirements of NFPA 96 and UL 762.

2.03 ROOF VENTILATORS

A. Fan Unit: V-belt or direct driven as indicated, with spun aluminum housing; resilient mounted
motor; 1/2 inch mesh, 0.62 inch thick aluminum wire birdscreen; square base to suit roof curb
with continuous curb gaskets.

B. Disconnect Switch: Factory wired, nonfusible, in housing for thermal overload protected motor
and wall mounted multiple speed switch or solid-state speed controller.

C. Backdraft Damper: Gravity actuated, aluminum multiple blade construction, felt edged with
offset hinge pin, nylon bearings, blades linked.

D. Sheaves: Cast iron or steel, dynamically balanced, bored to fit shafts and keyed; variable and
adjustable pitch motor sheave selected so required rpm gets attained with sheaves set at mid-
position; fan shaft with self-aligning pre-lubricated ball bearings.

E. Performance Ratings: As indicated on drawings.

2.04 CABINET EXHAUST FANS
A. Centrifugal Fan Unit: V-belt or direct driven with galvanized steel housing lined with acoustic

insulation, resiliently mounted motor, gravity backdraft damper in discharge.
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W

Grille: Aluminum with baked white enamel finish.

C. Sheaves: Castiron or steel, dynamically balanced, bored to fit shafts and keyed; variable and
adjustable pitch motor sheaves selected so required rpm is reached with sheaves set at mid-
position; fan shaft with self-aligning pre-lubricated ball bearings.

D. Performance Ratings: As indicated on drawings.
2.05 UPBLAST ROOF EXHAUSTERS

A. Belt Drive Fan:
1. Fan Wheel:
a. Type: Non-overloading, backward inclined centrifugal.
b. Material: Aluminum, statically and dynamically balanced.

2.  Housing:
a. Construct of heavy gauge aluminum including curb cap, windband, and motor
compartment.

b. Rigid internal support structure.

c. One-piece fabricated or fully welded curb-cap base to windband for leak proof
construction.

d. Construct drive frame assembly of heavy gauge steel, mounted on vibration isolators.

e. Provide breather tube for fresh air motor cooling and wiring.

B. Shafts and Bearings:
1. Fan Shaft:
a. Ground and polished steel with anti-corrosive coating.
b. First critical speed at least 25 percent over maximum cataloged operating speed.
2. Bearings:
a. Permanently sealed or pillow block type.
b. Minimum L10 life in excess of 100,000 hours (equivalent to L50 average life of
500,000 hours), at maximum cataloged operating speed.
c. 100 percent factory tested.

C. Drive Assembly:

Belts, pulleys, and keys oversized for a minimum of 150 percent of driven horsepower.
Belts: Static free and oil resistant.

Fully machined cast iron type, keyed and securely attached to the wheel and motor shafts.
Motor pulley adjustable for final system balancing.

Readily accessible for maintenance.

isconnect Switches:
Factory mounted and wired.
Environment Type per NEMA EN 10250: Unless otherwise indicated, as specified for the
following installation locations:
a. Indoor Clean, Dry Locations: Type 1.
b. Outdoor Locations: Type 3R.
3. Finish for Painted Steel Enclosures: Provide manufacturer's standard or factory-applied
gray unless otherwise indicated.
4. Positive electrical shutoff.
5.  Wired from fan motor to junction box installed within motor compartment.

E. Drain Trough: Allows for single-point drainage of water, grease, and other residues.

F. Options/Accessories:
1. Automatic Belt Tensioner: Automatic device that adjusts for correct belt tension for single
drives.
2. Birdscreen:

NSO RO
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G.

a. Provide aluminum construction.
b. Protects fan discharge.
3. Dampers: Provide gravity type.
4. Finishes: Standard factory finish.
5.  External motor speed controllers for field mounting.

Performance Ratings: As indicated on drawings.

2.06 INLINE CENTRIFUGAL FANS AND BLOWERS

A

B.

D.

Centrifugal Fan Unit: V-belt or direct driven, with galvanized steel housing lined with acoustic
insulation, resiliently-mounted motor, gravity backdraft damper in discharge.

Forward Curved Blower:

1. Direct-driven, resiliently mounted motor, heavy-duty ball bearings, galvanized steel
housing for indoor or outdoor service, and removable service panels.

2. Operation: As indicated on drawings.

3. Accessories: Provide backdraft damper, external vibration isolator spring, filter section,
intake hood with bird screen, and MERV- 8 filters.

Sheaves: Cast iron or steel, dynamically balanced, bored to fit shafts and keyed; variable and
adjustable pitch motor sheaves selected so required rpm gets reached with sheaves set at mid-
position; fan shaft with self-aligning prelubricated ball bearings.

Performance Ratings: As indicated on drawings.

2.07 KITCHEN HOOD UPBLAST ROOF EXHAUSTERS

A

Belt Drive Fan:
1. Fan Wheel:
a. Type: Non-overloading, backward inclined centrifugal.
b. Material: Aluminum, statically and dynamically balanced.
2.  Housing:
a. Construct of heavy gauge aluminum including curb cap, windband, and motor
compartment.
b. Rigid internal support structure.
c. One-piece fabricated or fully welded curb-cap base to windband for leak proof
construction.
d. Construct drive frame assembly of heavy gauge steel, mounted on vibration isolators.
e. Provide breather tube for fresh air motor cooling and wiring.

Shafts and Bearings:
1. Fan Shaft;

a. Ground and polished steel with anti-corrosive coating.

b. First critical speed at least 25 percent over maximum cataloged operating speed.
2. Bearings:

a. Permanently sealed or pillow block type.

b. Minimum L10 life in excess of 100,000 hours (equivalent to L50 average life of

500,000 hours), at maximum cataloged operating speed.
c. 100 percent factory tested.

Drive Assembly:

Belts, pulleys, and keys oversized for a minimum of 150 percent of driven horsepower.
Belts: Static free and oil resistant.

Fully machined cast iron type, keyed and securely attached to the wheel and motor shafts.
Motor pulley adjustable for final system balancing.

Readily accessible for maintenance.
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D. Disconnect Switches:

1.
2.

3.

4.
5.

Factory mounted and wired.

Environment Type per NEMA EN 10250: Unless otherwise indicated, as specified for the
following installation locations:

a. Indoor Clean, Dry Locations: Type 1.

b. Outdoor Locations: Type 3R.

Finish for Painted Steel Enclosures: Provide manufacturer's standard or factory-applied
gray unless otherwise indicated.

Positive electrical shutoff.

Wired from fan motor to junction box installed within motor compartment.

E. Drain Trough: Allows for single-point drainage of water, grease, and other residues.

F. Options/Accessories:

1.

2.

o

9.

Automatic Belt Tensioner: Automatic device that adjusts for correct belt tension for single
drives.

Birdscreen:

a. Provide aluminum construction.

b. Protects fan discharge.

Clean Out Port: Removable grease repellent compression rubber plug allows access for
cleaning wheel through windband.

Roof Curb Extension: Vented curb extension where required for compliance with
minimum clearances required by NFPA 96.

Drain Connection:

a. Aluminum construction.

b. Container allows single-point drainage of grease, water, or other residues.

Finishes: Standard factory finish.

Grease Trap:

a.  Aluminum.

b. Built-in drain connection.

c. Container system to collect grease residue.

Hinge Kit:

a. Aluminum hinges.

b. Hinges and restraint cables mounted to base sleeve.

c. Allows fan to tilt away for access to wheel and ductwork for inspection and cleaning.
Heat Baffle: Prevents heat from radiating into motor compartment.

G. Performance Ratings: As indicated on drawings.
2.08 LABORATORY FUME-EXHAUST FANS
A. General Requirements:

1.
2.

3.
4.
5

Minimum air discharge velocity of 3,000 fpm in compliance with ANSI Z9.5.

Provide fan-assembly manufactured to sustain structural integrity without external guy-
wires or supplemental supports at wind speeds up to 125 mph.

Fan performance tested in accordance with AMCA 210, AMCA 260, and AMCA 300.

Fan performance ratings certified in accordance with AMCA 211 and AMCA 311.
Explosion Resistant Construction: Provide fan classified as Spark B with motor and drive-
assembly outside of contaminated airstream in compliance with AMCA 99.

B. Application:

1.

Dedicated Fume Hood Exhaust:
a. Fan Type: Direct-driven, inverter-duty motor and vfd in compliance with Section 26
2923 with epoxy-based protective coating.
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b. Exhaust Capacity: Select fan to handle full exhaust airflow rate, system static
pressure loss with 15 percent load-capacity factor, and minimum discharge plume
height of 10 feet above roof level.

C. Fan Section Requirements:

1.

Impeller:

a. Non-overloading, backward-inclined centrifugal with airfoil blade wheel.

b. Material: Aluminum.

Fan Shaft:

a. Ground and polished steel with anticorrosive coating.

b. First critical speed at least 25 percent over maximum cataloged operating speed.

c. Enclosed over OSHA recommended safety-yellow painted guards.

Bearings:

a. 100 percent factory tested surface-mounted bearings outside of the airstream.

b. Operate during a minimum L10 service life in excess of 100,000 hours at maximum
cataloged operating speed.

Belt-drive Assembly:

a. Belts, pulleys, and keys oversized for a minimum of 150 percent of driven
horsepower.

b. Belts: Static-free and oil resistant.

c. Fully machined cast iron type, keyed and securely attached to the wheel and motor
shafts.

d. Motor pulley adjustable for final system balancing, readily accessible for
maintenance.

Housing:

a. Construct of heavy gauge aluminum with standard factory finish.

b. Mounting Base:

c. Construct drive frame assembly of heavy gauge steel, mounted on vibration isolators.

d. Provide breather tube for fresh air motor cooling and wiring.

e. Minimum Assembly Height: 120 inches above the roof surface.

Isolation Damper:

a. With parallel blade damper, constructed of matching materials and finish.

b. Provided by manufacturer, bolted to access drawer or panel for easy removal from
contaminated airstream.

c. With two-position damper actuator:
1)  Provided by manufacturer.
2) Operate interlocked with fan starter.
3) With integral auxiliary switches to monitor blade position status.
4) Rated for NEMA EN 10250, Type 4 (IP66) environment within protective

weather-housing out of contaminated airstream, connected through linkages.

Fan Discharge Outlet-Nozzle:

a. High Plume: Conical shaped nozzle manufactured to facilitate attaining a required
air-discharge velocity of constantly to lightly reduced exhaust flows.

Fan Inlet Flow Sensor: Provide factory-mounted pitot tube-based differential pressure

sensor probe ready for connection into differential pressure-based flow transmitter.

a. Transmitter Housing: Provide NEMA EN 10250, Type 4 enclosure.

D. Disconnect Switch:

1.

2.

Factory-mounted in NEMA EN 10250, Type 3R box wired in compliance with Section 26
0583.
Switchbox Finish: Manufacturer's standard unless otherwise indicated.

E. Performance Ratings: As indicated on drawings.
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2.09 PREFABRICATED ROOF CURBS

A.

Furnish prefabricated roof curb designed to mate with the unit and provide support and a water

tight installation when installed properly. The roof curb design shall allow field fabricated

rectangular exhaust ductwork to be connected directly to the curb. Curb design shall comply

with NRCA requirements.

1. Roof curb height shall be minimum 18 inches.

2.  For sloped roof decks of 1/4 in. per foot or more, fabricate support units to form level top
edge for unit mounting.

Roof curbs shall be constructed to support and secure unit to meet local windstorm code
requirements. Refer to Structural drawings for local design wind speed (V_ult) and Building
Exposure Category. Each curb shall include wind restraint brackets to secure each unit to its
curb, as well as base flange anchored to roof structure. Refer to Structural Drawings for
structure and angle framing being provided for each unit on the roof.

PART 3 EXECUTION
3.01 INSTALLATION

A. Install in accordance with manufacturer's instructions.

B. Secure roof exhausters with cadmium plated steel lag screws to roof curb.

C. Extend ducts to roof exhausters into roof curb. Counterflash duct to roof opening.
D. Hung Cabinet Fans:

1. Install flexible connections between fan and ductwork; see Section 23 3300. Ensure metal
bands of connectors are parallel with minimum 1 inch flex between ductwork and fan while
running.

E. Provide sheaves required for final air balance.
F. Install backdraft dampers on inlet to roof and wall exhausters.
G. Provide backdraft dampers on outlet from cabinet and ceiling exhauster fans and as indicated.
END OF SECTION
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SECTION 23 3600
AIR TERMINAL UNITS

PART 1 GENERAL
1.01 SECTION INCLUDES

A. Single-duct terminal units.
1. Variable-volume units.

B. Hose kits and valves.
1.02 RELATED REQUIREMENTS
A. Section 23 0548 - Vibration and Seismic Controls for HVAC.
B. Section 23 3100 - HVAC Ducts and Casings.
1.03 REFERENCE STANDARDS
A. AHRI 410 - Forced-Circulation Air-Cooling and Air-Heating Coils; 2001, with Addenda (2011).
B. AHRI 880 (I-P) - Performance Rating of Air Terminals; 2017 (Reaffirmed 2023).

C. ASHRAE Std 62.1 - Ventilation for Acceptable Indoor Air Quality; Most Recent Edition Adopted
by Authority Having Jurisdiction, Including All Applicable Amendments and Supplements.

D. ASTM A492 - Standard Specification for Stainless Steel Rope Wire; 1995 (Reapproved 2019).
ASTM A603 - Standard Specification for Metallic-Coated Steel Structural Wire Rope; 2019.

F. ASTM C1071 - Standard Specification for Fibrous Glass Duct Lining Insulation (Thermal and
Sound Absorbing Material); 2025.

G. ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials;
2026.

H. NFPA 70 - National Electrical Code; Most Recent Edition Adopted by Authority Having
Jurisdiction, Including All Applicable Amendments and Supplements.

I.  NFPA 90A - Standard for the Installation of Air-Conditioning and Ventilating Systems; 2024.
J.  SMACNA (SRM) - Seismic Restraint Manual Guidelines for Mechanical Systems; 2024.

UL 181 - Standard for Factory-Made Air Ducts and Air Connectors; Current Edition, Including
All Revisions.

1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements for submittal procedures.

m

B. Product Data: Provide data indicating configuration, general assembly, and materials used in
fabrication. Include catalog performance ratings that indicate airflow, static pressure, and NC
designation. Include electrical characteristics and connection requirements.

1.05 QUALITY ASSURANCE
A. Manufacturer Qualifications: Company specializing in manufacturing the type of products
specified in this section, with minimum three years of documented experience.
PART 2 PRODUCTS
2.01 SINGLE-DUCT, VARIABLE-VOLUME UNITS

A. General:
1. Factory-assembled, AHRI 880 (I-P) rated and bearing the AHRI seal, air volume control
terminal with damper assembly, flow sensor, externally mounted volume controller, duct
collars, and all required features.
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2. Control box bearing identification, including but not necessarily limited to nominal cfm,
maximum and minimum factory-set airflow limits, coil type and coil (right or left hand)
connection, where applicable.

B. Unit Casing:
1. Minimum 22 gauge, 0.0299 inch galvanized steel.
2. AirInlet Collar: Provide round, suitable for standard flexible duct sizes.
3. Unit Discharge: Rectangular, with slip-and-drive connections.
4. Acceptable Liners:
a. 1/2 inch thick, coated, fibrous-glass complying with ASTM C1071.
1)  Secure with adhesive.
2) Coat edges exposed to airstream with NFPA 90A approved sealant.
3) Cover liner with non-porous foil.

b. 3/4 inch thick polyurethane foam adhesive complying with UL 181 erosion
requirements in accordance with ASHRAE Std 62.1, and having a maximum smoke
developed index of 50 for both insulation and adhesive, when tested in accordance
with ASTM E84.

c. Liner not to contain pentabrominated diphenyl ether (CAS #32534-81-9) or
octabrominated diphenyl ether.

C. Damper Assembly:
1. Heavy-gauge, galvanized steel, or extruded aluminum construction with solid steel, nickel-
plated shaft pivoting on HDPE, self-lubricating bearings.
2. Provide integral position indicator or alternative method for indicating damper position over
full range of 90 degrees.
3. Incorporate low leak damper blades for tight airflow shutoff.

D. Hot Water Heating Coil:

1. Coil Casing: Minimum 22 gauge, 0.0299 inch galvanized steel, factory-installed on
terminal discharge with rectangular outlet, duct connection type.

2. Coll Fins: Aluminum or aluminum plated fins, mechanically-bonded to seamless copper
tubes.

3. Coil leak tested to minimum 350 psig.

4. Base performance data on tests run in accordance with AHRI 410 and units to bear AHRI
410 label.

E. Electrical Requirements:
1. Single-point power connection.
2. Equipment wiring to comply with requirements of NFPA 70.

F. Control Transformers: Factory supplied and mounted for electric and electronic control
applications.

G. Controls:
1. DDC (Direct-Digital Controls):

a. Bi-directional Damper Actuator: 24 volt, powered closed, spring return open.

b. Microprocessor-Based Controller: Air volume controller, pressure-independent with
electronic airflow transducers, factory-calibrated maximum and minimum CFMs.
1)  Occupied and unoccupied operating mode.
2) Remote reset of temperature or CFM set points.
3) Proportional, plus integral control of room temperature.
4) Monitoring and adjusting with portable terminal.

¢c. Room Sensor:
1) Compatible with temperature controls specified.
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2) Wall-mounted, system powered, with temperature set-point adjustment including
connection access for portable operator terminal.
2. Airflow Sensor: Differential pressure airflow device measuring total, static, and wake
pressures.
a. Signal accuracy: Plus/minus five percent throughout terminal operating range.

2.02 HOSE KITS AND VALVES

A. Hoses:
1. Provide hoses for all units for connection to main water supply and return headers.
2. Length: 2 feet.
3. Material: Braided stainless steel rated to minimum 400 psi at 265 degrees F.

PART 3 EXECUTION
3.01 EXAMINATION

A. Verify that conditions are suitable for installation.

B. Verify that field measurements are as indicated on drawings.
3.02 INSTALLATION

A. Install in accordance with manufacturer's instructions.

B. Install the inlets of air terminal units and air flow sensors a minimum of four duct diameters from
elbows, transitions, and duct takeoffs.

C. Provide ceiling access doors or locate units above easily removable ceiling components.

D. Support units individually from structure with wire rope complying with ASTM A492 and ASTM
A603 in accordance with SMACNA (SRM). See Section 23 0548.

E. Do not support from ductwork.
F. Connect to ductwork in accordance with Section 23 3100.
3.03 FIELD QUALITY CONTROL
A. See Section 01 4000 - Quality Requirements for additional requirements.

B. Provide manufacturer's field representative to test, inspect, instruct, and observe field-
assembled components and equipment installation, including connections and to assist in field
testing. Report results in writing.

1. Leak Test:
a. After installation, fill water coils and test for leaks.
b. Repair leaks and retest until no leaks exist.
2.  Operational Test:
a. After electrical circuitry has been energized, start units to confirm proper motor
rotation and unit operation.
b. Test and adjust controls and safeties.
c. Replace damaged and malfunctioning controls and other equipment.
d. Remove and replace malfunctioning units and retest as specified above.

END OF SECTION
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SECTION 23 3700
AIR OUTLETS AND INLETS

PART 1 GENERAL
1.01 SECTION INCLUDES
A. Supply, Return, and Exhaust Grilles, Registers and Diffusers
B. Fabric air distribution devices.
C. Louvers:
D. Gravity ventilators.
1.02 RELATED REQUIREMENTS
A. Section 09 9123 - Interior Painting: Painting of ducts visible behind outlets and inlets.
1.03 REFERENCE STANDARDS

A. AMCA 511 - Certified Ratings Program Product Rating Manual for Air Control Devices; 2021,
with Editorial Revision (2022).

B. AMCA 550 - Test Method for High Velocity Wind Driven Rain Resistant Louvers; 2022.

C. ASTM B221 - Standard Specification for Aluminum and Aluminum-Alloy Extruded Bars, Rods,
Wire, Profiles, and Tubes; 2021.

D. ASTM B221M - Standard Specification for Aluminum and Aluminum-Alloy Extruded Bars, Rods,
Wire, Profiles, and Tubes (Metric); 2021.

E. ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials;
2026.

F. NFPA 90A - Standard for the Installation of Air-Conditioning and Ventilating Systems; 2024.

G. NFPA 90B - Standard for the Installation of Warm Air Heating and Air-Conditioning Systems;
2027.

H. SMACNA (ASMM) - Architectural Sheet Metal Manual; 2012.

I. UL 723 - Standard for Test for Surface Burning Characteristics of Building Materials; Current
Edition, Including All Revisions.

J. UL 2518 - Standard for Safety Air Dispersion Systems; Current Edition, Including All Revisions.
1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements for submittal procedures.

B. Product Data: Provide data for equipment required for this project. Review outlets and inlets as
to size, finish, and type of mounting prior to submission. Submit schedule of outlets and inlets
showing type, size, location, application, and noise level.

1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications: Company specializing in manufacturing the type of products
specified in this section, with minimum three years of documented experience.

PART 2 PRODUCTS

2.01 SUPPLY, RETURN, AND EXHAUST GRILLES, REGISTERS AND DIFFUSERS
A. Material: As scheduled on the contract drawings.
B. Finish: As selected by Architect
C. Face Size and Style: As scheduled on the contract drawings.
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E.

Mounting: As scheduled on the contract drawings. Ceiling mounted air devices shall be
compatible with the type of ceiling in which they are to be installed. Contractor is responsible for
coordinating with the architectural contract drawings to supply the proper air devices and
adapting framework for the type of construction at each air device.

Accessories: As scheduled on the contract drawings.

2.02 FABRIC AIR DISTRIBUTION DEVICES
A. General Requirements:

1. Diffuser material to comply with ASTM E84, UL 723, UL 2518, NFPA 90A, and NFPA 90B.
2.  Air Dispersion Method:

a. Laser Cut Perforations: 0.157-inch to 3-inch diameter laser cut holes. Location,
number, and size determined by manufacturer. Mechanical hole punching methods
are not acceptable.

3. Hanger Supports:

a. Wire Suspension: Cable system includes cable, clamps, tie-down straps, and
turnbuckles as required to support fabric ductwork. Mount cable and fabric duct
connections in accordance with manufacturer's instructions.

b. Reinforcing Devices:

1) Internal arcs, ribs, or spines.
2) Internal rings.
3) Tensioning devices.

Continuous Diffusers:

1. Fabric: 100 percent flame retardant polyester treated with an antimicrobial agent from
manufacturer.

Shape: Round.

Frame: Provide framing per manufacturer's recommendations.

Dimensions: As indicated on drawings.

Color: To be selected by Architect from manufacturer's standard range.

. Damper: Provide volume control per manufacturer's recommendations.

SRS EN

2.03 LOUVERS

A.

F.

Manufacturers:

1. Ruskin Company

2.  Greenheck.

3. Pottorff

4. Substitutions: See Section 01 6000 - Product Requirements.

Type: 6 inch deep frame with drainable brades, heavy channel frame, 1/2 inch square mesh
screen over intake or exhaust end.

Fabrication: Minimum 12 gauge, 0.1046 inch (2.66 mm) thick extruded aluminum welded
assembly, with factory prime coat finish.

Color: To be selected by Architect from manufacturer's standard range.

Rating: Where louver is shown to be installed in Storm Shelter envelope, louver shall be rated
and certified in compliance with ICC 500

Mounting: Furnish with mounting accessories and flanges for installation as required per
Architectural and Structural installation details.

2.04 GRAVITY VENTILATORS

A. Spun Aluminum Intake and Relief Gravity Ventilator:
1. General:
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a. Provide low silhouette configuration for intake and relief applications with natural
gravity or negative pressure system.
b. Performance ratings and factory testing in accordance with AMCA 511 and AMCA
550.
c. Suitable for non-ducted applications.
d. Equipment to bear permanently affixed manufacturer's nameplate listing model and
serial number.
2. Hood:
a. Material: Aluminum.
b. Internal structure constructed of galvanized steel.
3. Birdscreen:
a. Fabricate in accordance with ASTM B221 (ASTM B221M).
b. Construction: 1/2 inch galvanized mesh.
c. Horizontally mounted across hood intake area.
4. Options/Accessories:
a. Roof Curbs:
1) Flat Roofs:
(a) Welded, straight side curb with flashing flange and wood nailer.
2) Pitched Roofs: Welded, straight side curb with flashing flange and wood nailer.
b. Curb Seal: Rubber seal between fan and roof curb.
c. Dampers:
1) Type: Gravity.
2) Factory designed to prevent outside air from entering back into building when
fan is off.
3) Balanced for minimal resistance to flow.
4) Galvanized frames with pre-punched mounting holes.

PART 3 EXECUTION
3.01 INSTALLATION

A. Install in accordance with manufacturer's instructions.
B. Comply with SMACNA (ASMM) for flashing/counter-flashing of roof penetrations and supports
for roof curbs and roof mounted equipment.
C. Check location of outlets and inlets and make necessary adjustments in position to comply with
architectural features, symmetry, and lighting arrangement.
D. Install diffusers to ductwork with air tight connection.
E. Provide balancing dampers on duct take-off to diffusers and grilles and registers, despite
whether dampers are specified as part of diffuser, or grille and register assembly.
F. Paint ductwork visible behind air outlets and inlets matte black, see Section 09 9123.
END OF SECTION
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SECTION 23 5216
CONDENSING BOILERS

PART 1 GENERAL
1.01 SECTION INCLUDES
A. General Description
B. Components
C. Boiler trim.
D. Factory installed controls.
1.02 RELATED REQUIREMENTS
A. Section 03 3000 - Cast-in-Place Concrete.
1.03 REFERENCE STANDARDS

A. ASHRAE Std 135 - BACnet - A Data Communication Protocol for Building Automation and
Control Networks; 2024, with Errata (2025).

B. NFPA 54 - National Fuel Gas Code; 2024.
1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements for submittals procedures.

B. Product Data: Include rated capacities; shipping, installed, and operating weights; furnished
specialties; and accessories for each model indicated.

C. Shop Drawings: Detail equipment assemblies and indicate deimensions, required clearances,
and method of field assembly, components, and location and size of each field connection.
1. Wiring Diagrams: Detail wiring for power, signla, and control systems and differentiate
between manufacturer-installed and field-installed wiring.

D. Operation and Maintenance Data: Include manufacturer's descriptive literature, operating
instructions, cleaning procedures, replacement parts list, and maintenance and repair data.

E. Warranty: Submit manufacturer warranty and ensure forms have been completed in Owner's
name and registered with manufacturer.

1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications: Company specializing in manufacturing the type of products
specified in this section, with minimum five years of experience.

1.06 DELIVERY, STORAGE, AND HANDLING

A. Protect boilers from damage by leaving factory inspection openings and shipping packaging in
place until final installation.

1.07 WARRANTY
A. See Section 01 7800 - Closeout Submittals for additional warranty requirements.
B. Provide a five year warranty to include coverage for heat exchanger.

PART 2 PRODUCTS

2.01 MANUFACTURERS

A. Natural Gas, Propane, or Combination Natural Gas/Propane for Indoor Applications:
1. Hydrotherm
2. Camus

INNOVATIVE ENGINEERING GROUP 235216 - 1

Condensing Boilers



Tomball ISD — Intermediate School Replacement (0802-04-01)
Tomball, Texas

2.02 GENERAL DESCRIPTION

A.

Design: Boilers shall be CSA design certified as a condensing boiler. Boilers shall be designed
for a minimum of 5:1 continuous turn down with constant CO2 over the turndown range. The
boiler shall operate with natural gas and have a CSA International certified input rating as noted
on the drawings, and a thermal efficiency rating up to 99% at minimum input. The boiler shall
be symmetrically air-fuel coupled such that changes in combustion air flow or flue flows affect
the BTUH input without affecting combustion quality. The boiler will automatically adjust input
for altitude and temperature induced changes in air density. The boiler will use a proven pilot
interrupted spark ignition system. The boiler shall use a UL approved flame safeguard ignition
control system using UV detection flame sensing. The UV detector shall be air cooled to
prevent condensate formation and so designed as to prevent misalignment. The design shall
provide for silent burner ignition and operation. The boiler shall be down fired counter flow such
that formed condensate always moves toward a cooler zone to prevent re-evaporation. An
aluminum corrosion resistant condensate drain designed to prevent pooling and accessible
condensate trap shall be provided. In some jurisdictions, a means of neutralizing the
condensate Ph levels may be required. Boiler shall be able to vent a minimum horizontal
distance of 80 equivalent feet with a vent diameter equivalent to the combustion chamber outlet
diameter.

Service Access: The boilers shall be provided with access covers for easily accessing all
serviceable components. The boilers shall not be manufactured with large enclosures, which
are difficult to remove and reinstall. All accesses must seal completely as not to disrupt the
sealed combustion process. All components must be accessible and able to adjust with the
removal of a single cover or cabinet component.

Indicating lights: Each boiler shall include a diagnostic control panel with a full text display
indicating the condition of all interlocks and the BTUH input percentage. Access to the controls
shall be through a completely removable cover leaving diagnostic panel intact and not
disrupted.

2.03 COMPONENTS

A.

B.

Combustion Chamber: The combustion chamber shall be constructed of cast-iron. It shall be a
down-fired design utilizing lightweight refractory around the burner housing.

Heat Exchanger: Boilers shall be a cast iron sectional unit designed for pressure firing and shall
be constructed and tested for 100 P.S.| water working pressure, in accordance with the
A.S.M.E. Section IV Rules for the Construction of Heating Boilers. Individual sections will have
been subjected to a hydrostatic pressure test of 250 PSIG at the factory before shipment and
they shall be marked, stamped or cast with the A.S.M.E. Code symbol. Boilers with less than
250-psi pressure test will not be acceptable for this project. The sections shall be of a down
fired counter flow single-pass design. Water ports will be sealed with steel push nipple
connectors. The sections will be fully machined for metal to metal sealing of the gas side
surfaces. The design will provide for equal temperature rise through all sections. The iron shall
have a minimum thickness of %4". The heat exchanger design should have no limitations on
temperature rise or restrictions to inlet water temperature.

Gas Burner: The burner shall be metal fiber mesh construction, allowing high turndown of the
fuel-air mixture. The burner flame shall burn horizontally and be of the pre-mix type with a
forced draft fan. Burner shall fire to provide equal distribution of heat throughout the entire heat
exchanger. The burner shall be easily removed for maintenance without the disruption of any
other major component of the boiler. A window view port shall be provided for visual inspection
of the boiler during firing. The gas distribution components and burner shall be enclosed with a
cast-aluminum housing.
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Ignition components: The ignition hardware shall consist of Alumina ceramic insulated ignition
electrodes and UV sensing tube permanently arranged to ensure proper ignition electrode and
UV alignment.

Rated Capacity: The boiler shall be capable of operating at rated capacity with pressures as
low as 2" W.C. at the inlet to the burner gas valve.

The burner shall be capable of 99% efficiency without exceeding a NOx reading above 11ppm.

The burner and gas train shall be provided with the following trim and features:

1. Burner Firing: Full modulation with 5:1 turndown @ Continuous CO2

2. Burner Ignition: Intermittent spark

3.  Safety Controls: Energize ignition, limit time for establishing flame, prevent opening of gas
valve until pilot flame is proven, stop gas flow on ignition failure, and allow gas valve to
open.

4. Flue-Gas Collector: Enclosed combustion chamber with integral combustion-air blower
and single venting connection.

5. Gas Train: Manual ball type gas valves (2), main gas valve (solenoid), manual test and
check valves, pilot gas pressure regulator, and automatic pilot gas valve. All components
to be factory mounted and CSD-1 compliant.

6. Safety Devices: Low gas pressure switch, air-flow switch, and blocked flue detection
switch, low water cutoff (manual reset), high temperature manual reset. All safeties to be
factory mounted.

2.04 BOILER TRIM

A.
B.
C.

c - T e

ASME rated pressure relief valve.
Flow switch.

Electronic Low Water Cut-off: Complete with test light and manual reset button to automatically
prevent firing operation whenever boiler water falls below safe level.

Temperature and pressure gauge.

Pressure Switches:

1. High gas pressure.
2. Low gas pressure.
3.  Air pressure.

Manual reset high limit.

Stainless Steel Condensate Receiver Pan
Blocked Flue Detection Switch

Air Inlet Filter

Boiler Pump (where required by boiler design):

1. Primary pump, factory supplied and sized for field installation to ensure minimum,
continuous circulation through boiler.

2. Where pump is not provided by boiler manufacturer, provide pump in accordance with
boiler manufacturer's recommendations.

3. Pump time delay.

2.05 FACTORY INSTALLED CONTROLS

A. Option for internal or external (0-10) VDC control.
B. Temperature Controls:
1. Automatic reset type to control fuel burning system on-off and firing rate to maintain
temperature.
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2. Manual reset type to control fuel burning system to prevent boiler water temperature from
exceeding safe system water temperature.
3. Low-fire start time delay relay.

Electronic PI setpoint/modulation control system.
Microprocessor-based, fuel/air mixing controls.

BAS, SCADA, or other Integrated Automation Link: ASHRAE Std 135 BACnet MS/TP.
1. External Point Mapping: Provide mapping table for each parameter included in the local
visual interface with software-toggle flag to allow reduced mapping of available points.

PART 3 EXECUTION
3.01 INSTALLATION

A. Install in accordance with manufacturer's instructions.

B. Install boiler and provide connection of natural gas service in accordance with requirements of
NFPA 54 and applicable codes.

C. Install boiler on concrete housekeeping base, sized minimum of 4 inches larger than boiler
base in accordance with Section 03 3000.

D. Connect hot water piping to supply and return boiler tappings with shutoff valve and union or
flange at each connection.

E. Pipe relief valves to nearest floor drain.

F. Connect breeching to boiler outlet, full size of outlet. The boiler shall operate under positive
(Category IV) or negative (Category Il) stack pressure. Vent material must be listed AL29-4C
Stainless Double Wall Stack for condensing appliances.

G. Pipe cooled condensate produced by the combustion process from the boiler condensate
connection and/or flue stack with suitable piping material to neutralizer prior to discharging into
nearest floor drain.

H. Tighten electrical connectors and terminals according to manufacturer's published torque-
tightening values. If manufacturer's torque values are not indicated, use those specified in UL
486A and UL 486B.

END OF SECTION
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SECTION 23 6426
ROTARY-SCREW WATER CHILLERS

PART 1 GENERAL
1.01 SECTION INCLUDES

A.

Air-cooled rotary-screw chiller.

1.02 RELATED REQUIREMENTS

A.

ST I oGmMmmMmOOow

1.03 RE
A

F.
G.
H.

Section 03 3000 - Cast-in-Place Concrete: Concrete housekeeping pads.
Section 23 0593 - Testing, Adjusting, and Balancing for HVAC.

Section 23 0800 - Commissioning of HVAC.

Section 23 0923 - Direct-Digital Control System for HVAC.

Section 23 0993 - Sequence of Operations for HVAC Controls.

Section 23 2113 - Hydronic Piping.

Section 23 2114 - Hydronic Specialties.

Section 25 1500 - Integrated Automation Software.

Section 25 3519 - Integrated Automation Control Valves.

Section 26 0583 - Wiring Connections.

FERENCE STANDARDS

AHRI 550/590 (I-P) - Standard for Performance Rating of Water-Chilling and Heat Pump Water-
Heating Packages Using the Vapor Compression Cycle; 2023.

ASHRAE Std 15 - Safety Standard for Refrigeration Systems; 2024, with Addendum (2026).

ASHRAE Std 90.1 I-P - Energy Standard for Buildings Except Low-Rise Residential Buildings;
Most Recent Edition Adopted by Authority Having Jurisdiction, Including All Applicable
Amendments and Supplements.

ASHRAE Std 135 - BACnet - A Data Communication Protocol for Building Automation and
Control Networks; 2024, with Errata (2025).

ASME BPVC-VIII-1 - Boiler and Pressure Vessel Code, Section VIII, Division 1: Rules for
Construction of Pressure Vessels; 2025, with Errata .

ASTM B117 - Standard Practice for Operating Salt Spray (Fog) Apparatus; 2026.
UL 984 - Hermetic Refrigerant Motor-Compressors; Current Edition, Including All Revisions.
UL 1995 - Heating and Cooling Equipment; Current Edition, Including All Revisions.

1.04 SUBMITTALS

A. See Section 01 3000 - Administrative Requirements for submittal procedures.

B. Product Data: Provide rated capacities, weights, specialties and accessories, electrical
requirements and wiring diagrams.

C. Shop Drawings: Indicate components, assembly, dimensions, weights and loadings, required
clearances, and location and size of field connections. Indicate equipment, piping and
connections, valves, strainers, and thermostatic valves required for complete system.

D. Manufacturer's Performance Data: Indicate energy input versus cooling load output from 0 to
100 percent of full load at specified and minimum condenser water temperature for water-
cooled chillers and at specified and minimum outdoor air temperature for air-cooled chillers.

E. Operation and Maintenance Data: Include start-up instructions, maintenance data, parts lists,
controls, and accessories; include trouble-shooting guide.
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F. Warranty: Submit manufacturer's warranty and ensure forms have been filled out in Owner's
name and registered with manufacturer.

1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications: Company specializing in manufacturing the products specified in
this section with minimum three years of documented experience.

1.06 DELIVERY, STORAGE, AND HANDLING

A. Comply with manufacturer's written installation instructions for rigging, unloading, and
transporting units.

B. Deliver units to the job site completely assembled and charged with refrigerant and oil by
manufacturer.

1.07 WARRANTY
A. See Section 01 7800 - Closeout Submittals for additional warranty requirements.

B. Manufacturer's Warranty: Provide minimum five year warranty to include coverage for
materials only for compressor.

PART 2 PRODUCTS
2.01 MANUFACTURERS
A. Base Bid: Trane.
B. Alternate 1A: Carrier
C. Alternate 1B: JCl/York
2.02 AIR-COOLED, ROTARY-SCREW, WATER CHILLER CONSTRUCTION REQUIREMENTS

A. Factory assembled and tested chiller consisting of compressor(s), compressor motor(s), motor
starter(s) or variable frequency drives as indicated, evaporator, condenser, enclosure,
refrigeration circuits(s) and specialties, interconnecting piping, microprocessor-based controls,
readouts, and diagnostics.

Rating: AHRI 550/590 (I-P).

Safety: ASHRAE Std 15 and UL 1995.

Construction and Testing: ASME BPVC-VIII-1.

Energy Efficiency: ASHRAE Std 90.1.

Enclosures:

a. Structural Framing: Mount structural steel on welded steel base with hot-dip
galvanized finish.

b. Steel Cabinet:

1)  Factory apply baked on powder paint or corrosion resistant paint prior to
assembly.

2) Provide gasketing and weatherproofing to panels with fully opening doors
containing starters or variable frequency drives, terminal blocks, through-the-
door type disconnects and circuit breaker with lockable handles indicating
"power-on" or "power-off".

3) Provide door stays.

c. Perform 500-hour salt spray test in accordance with ASTM B117 for outdoor
applications.

ablowb =

B. Rotary-Screw Compressors:
1. Unit: Semi-hermetic type with two, variable speed drive compressors with multiple

independent refrigeration circuit(s), internal muffler, discharge, check, and suction service
valves.
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2. Oil Lubrication System: Positive pressure system, oil heater, oil separator, check valves,
solenoid valves, and filtration devices.

3. Valves: Check valves in compressor discharge.

4. Capacity Reduction System: Load/unload valve control down to 20 percent of full load
without the activation of hot gas bypass.

5.  Motors: UL 984, 3,600 rpm, suction gas-cooled, hermetically sealed, squirrel cage
induction with starter.

C. Evaporator, Shell and Tube Type:
1.  ASME BPVC-VIII-1, two pass type, with two independent refrigeration circuits.
2. Shell, Removable Heads and Tube Support Sheets: Carbon steel.
3. Tubes: Mechanically treated copper tubes fixed and aligned into intermediate tube
support sheets across the shell to maintain consistent spacing between tubes with the
capability of being cleanable.

4. Working Pressure Rating, Refrigerant-Side: 200 psi.
5. Working Pressure Rating, Water-Side: 150 psi.
6. Cold Surface Insulation:

a. Factory install on shell and all other cold surfaces.
b. 0.75-inch minimum thickness, closed cell, expanded polyvinyl chloride flexible foam
insulation with a maximum K factor of 0.28.

D. Provide vents and water drain connections.

m

Provide fittings for temperature control sensors.

F. Freeze Protection: Provide evaporator heater with thermostat to protect from freezing at
ambient temperatures down to minus 20 degrees F.

G. Air-Cooled Condenser:
1. Heat Exchanger:
a. Arrangement: Two pass, round tubes.
b. Mechanically bond aluminum fins to internally enhanced, seamless copper tubing and
protect with corrosion resistant materials or coatings.
c. Clean, dehydrate and test.
d. Leak Test: 506 psi.
e. Seal: Nitrogen holding charge.
2. Coil Guards: Provide expanded metal with lint screens. Protect condenser coil by
enclosing with heavy plastic to prevent damage during shipping or rigging.
3. Fans and Motors:
a. Dynamically balanced propeller type, direct drive fans of reinforced polymer corrosion
resistant construction and equip with sealed, permanently lubricated ball bearings.
b. Discharge Fan Guards: Coated steel wire.
c. Discharge Direction: Vertical.
d. Motors: Totally enclosed, high efficiency, suitable for outdoor use, three phase,
permanent split capacitor, single speed with internal overload protection.

H. Refrigeration Circuits:
1. Provide two independent refrigeration circuit(s) with two compressor(s) per circuit.
2. Minimum Refrigerant Specialties per Circuit:

Isolation and service valves for refrigerant removal and charging.

Removable-core filter driers.

ASHRAE Std 15 compliant relief valves.

Liquid line sight glass with moisture indicator.

Refrigerant expansion valves or metering devices.

Complete operating charge of both refrigerant and oil.

~0 o0 T
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I.  Controls Package:
1. Unit Controls: Factory-supplied DDC:

a. Control-panel mounted with required input-output expansions, power supply, fused
disconnect, hand switches, knobs, and accessories required to control chiller unit to
manufacturer required sequences to meet intended use with listed performance.

b. Factory configured to interface prewired sensors, switches, and safeties with
allowance to add up to four chiller valves and flow sensors.

c. Graphic-based touchscreen to include unit operation controls and user filter based
interface for faults, alarms, performance, unit diagnostics, and data recording up to
12 months.

d. BAS, SCADA, or other Integrated Automation Link: ASHRAE Std 135 BACnet
MS/TP.

e. External Point Mapping: Provide mapping table for each parameter included in the
local visual interface with software-toggle flag to allow reduced mapping of available
points.

f.  Isolation Valves: Field-installed, 2-position, butterfly type with position tracking; see
Section 25 3519.

2. Control Components for Preventing Shutdown:

a. Provide high pressure limit with indicating light for each compressor, set lower than
factory pressure switch to automatically unload compressor and prevent nuisance
high pressure condenser control trip.

b. Provide one protector with indicating light for each compressor, with current limit
setpoint of 120 percent of compressor running load amperage to automatically unload
compressor preventing over-current trip.

c. Provide low refrigerant limit to automatically unload each compressor preventing a
low evaporator temperature trip.

3.  Chiller Operation in Abnormal Operating Conditions:

a. Unloaded Running: Adequate chilled water production.

b. Trip-out Limit Reached: Chiller goes off-line and manual reset is required for
continued operation.

4. Control Panel Display:

a. Evaporator pressure.

b. Condenser refrigerant pressure.

c. Entering and leaving evaporator water temperature.

5.  Points for Remote Monitoring and Control:

Entering and leaving condenser water temperature as applicable.

Chilled water setpoint.

Electrical 3 phase current limit and percent RLA setpoint.

Electrical 3 phase amp draw.

Chiller operating mode.

Condenser refrigerant temperature.

Elapsed time and number of starts counter.

Chiller compressor run status relay.

Minimum of 20 diagnostics with time and date stamp.

Identification of the fault, date, time and operating mode at time of occurrence, type of

reset required, and help message.

k. Relay output energized upon detecting a fault requiring manual reset.

I.  Relay output energized whenever unit is operating in a limit mode for an extended
period of time.

m. Analog input to control leaving chilled water temperature setpoint based upon a 4-
20ma or 0-10 VDC signal from the building automation system.

TTTQ@ 000 T
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n. Programmable soft during pull-down period via ramped current limit or fully
adjustable, temperature pull-down rate.

0. Leaving chilled water reset based upon return water temperature.

p. Provide RS-232 for printer interface.

PART 3 EXECUTION
3.01 INSTALLATION

@mMmoow»

Install in accordance with manufacturer's instructions.

Align chiller package on steel or concrete foundations.

Install units on vibration isolators.

Connect to electrical service.

Connect to chilled water piping.

Arrange piping for easy dismantling to permit tube cleaning and removal.

Coordinate BAS, BMS, or Integrated Automation linking between unit controller(s) and remote
front-end interface; see Section 25 1500.

3.02 MANUFACTURER'S FIELD SERVICES

A.

B.
C.

Perform factory startup of the chiller by factory trained and authorized servicing technicians
confirming equipment has been correctly installed prior to equipment becoming operational and
covered under the manufacturer's warranty.

Supply initial charge of refrigerant and oil if not completely factory charged.
Demonstrate system operations and verify specified performance.

3.03 CLOSEOUT ACTIVITIES

A. Demonstrate proper operation of equipment to Owner's designated representative.
END OF SECTION
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SECTION 23 7313
MODULAR CENTRAL-STATION AIR-HANDLING UNITS

PART 1 GENERAL
1.01 SECTION INCLUDES

A.

mmo o w

G.

Casing construction.

Fan section.

Coil section.

Filter and air cleaner section.
Damper section.

Access section.

Controls.

1.02 RELATED REQUIREMENTS

A.
B.
C.

Section 23 0548 - Vibration and Seismic Controls for HVAC.
Section 23 3413 - Axial HVAC Fans.
Section 25 1500 - Integrated Automation Software.

1.03 REFERENCE STANDARDS

A. ABMA STD 9 - Load Ratings and Fatigue Life for Ball Bearings; 2015 (Reaffirmed 2026).

B. AHRI 410 - Forced-Circulation Air-Cooling and Air-Heating Coils; 2001, with Addenda (2011).

C. AMCA (DIR) - (Directory of) Products Licensed Under AMCA International Certified Ratings
Program; 2015.

D. AMCA 99 - Standards Handbook; 2025.

E. AMCA 210 - Laboratory Methods of Testing Fans for Certified Aerodynamic Performance
Rating; 2025.

F. AMCA 300 - Reverberation Room Methods of Sound Testing of Fans; 2024.

G. AMCA 301 - Methods for Calculating Fan Sound Ratings from Laboratory Test Data; 2022.

H. AMCA 500-D - Laboratory Methods of Testing Dampers for Rating; 2018.

I.  AMCA 500-L - Laboratory Methods of Testing Louvers for Rating; 2023.

J. ASHRAE Std 52.2 - Method of Testing General Ventilation Air-Cleaning Devices for Removal
Efficiency by Particle Size; 2025.

K. ASHRAE Std 62.1 - Ventilation for Acceptable Indoor Air Quality; Most Recent Edition Adopted
by Authority Having Jurisdiction, Including All Applicable Amendments and Supplements.

L. ASHRAE Std 90.1 I-P - Energy Standard for Buildings Except Low-Rise Residential Buildings;
Most Recent Edition Adopted by Authority Having Jurisdiction, Including All Applicable
Amendments and Supplements.

M. ASHRAE Std 135 - BACnet - A Data Communication Protocol for Building Automation and
Control Networks; 2024, with Errata (2025).

N. ASTM B177/B177M - Standard Guide for Engineering Chromium Electroplating; 2011
(Reapproved 2021).

O. NFPA 90A - Standard for the Installation of Air-Conditioning and Ventilating Systems; 2024.

P. SMACNA (DCS) - HVAC Duct Construction Standards Metal and Flexible; 2020.

Q. UL 508 - Industrial Control Equipment; Current Edition, Including All Revisions.
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1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements for submittal procedures.
B. Product Data:

1.

2.
3.

4.
5.

Published Literature: Indicate dimensions, weights, capacities, ratings, gauges and
finishes of materials, and electrical characteristics and connection requirements.

Filters: Data for filter media, filter performance data, filter assembly, and filter frames.
Fans: Performance and fan curves with specified operating point clearly plotted, power,
RPM.

Sound Power Level Data: Fan outlet and casing radiation at rated capacity.

Electrical Requirements: Power supply wiring including wiring diagrams for interlock and
control wiring, clearly indicating factory-installed and field-installed wiring.

C. Shop Drawings: Indicate assembly, unit dimensions, weight loading, required clearances,
construction details, field connection details, and electrical characteristics and connection
requirements.

D. Manufacturer's Instructions: Include installation instructions.

E. Maintenance Data: Include instructions for lubrication, filter replacement, motor and drive
replacement, spare parts lists, and wiring diagrams.

1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications: Company specializing in manufacturing the type of products
specified in this section, with minimum three years of documented experience.

1.06 DELIVERY, STORAGE, AND HANDLING

A. Accept products on site in factory-fabricated protective containers, with factory-installed
shipping skids and lifting lugs. Inspect for damage.

B. Store in clean dry place and protect from weather and construction traffic. Handle carefully to
avoid damage to components, enclosures, and finish.

C. Do not operate units until ductwork is clean, filters are in place, bearings lubricated, and fan has
been test run under observation.

PART 2 PRODUCTS
2.01 MANUFACTURERS
A. Base Bid: Trane.
B. Alternate 2A: Carrier
C. Alternate 2B: JCl/York
2.02 CASING CONSTRUCTION
A. Full Perimeter Base Rail:

1.
2.

Construct of galvanized steel.
Provide base rail of sufficient height to raise unit for external trapping of condensate drain
pans.

B. Casing:

1

2.
3.
4.

Construct of one piece, insulated, double wall panels.

Provide mid-span, no through metal, internal thermal break.

Construct outer panels of galvanized steel and inner panels of galvanized steel.
Casing Air Pressure Performance Requirements:

a. Able to withstand up to 8 in-wc positive or negative static pressure.
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b. Not to exceed 0.0042 inches per inch deflection at 1.5 times design static pressure
up to a maximum of plus 8 in-wc in positive pressure sections and minus 8 in-wc in
negative pressure sections.

C. Access Doors:
1. Construction, thermal and air pressure performance same as casing.
2. Provide surface mounted handles on hinged, swing doors.

D. Outside Air and Exhaust Air Weather Hood:
1.  Fabricate from same material as casing outer panel.
2. Extend hood past perimeter of unit casing opening so as not to instruct airflow path.
3. Paint hoods with same finish as external surface of outdoor units.
4 Provide inlet hood for each fresh air damper with a sine wave moisture eliminator to
prevent entrainment of water into the unit from outside air.
5.  Provide exhaust hoods for each exhaust air opening.
6. Size each hood for 100 percent of nominal fresh air damper capacities.
7. Protect each hood with bird screen to prevent nesting at intake or exhaust airflow paths.

E. Unit Flooring: Construct with sufficient strength to support expected people and equipment
loads associated with maintenance activities.

F. Casing Leakage: Seal joints and provide airtight access doors so that air leakage does not
exceed one percent of design flow at the specified casing pressure.

G. Insulation:
1. Provide minimum thermal thickness of 12 R throughout.
2. Completely fill panel cavities in each direction to prevent voids and settling.
3. Comply with NFPA 90A.

H. Drain Pan Construction:

1. Provide cooling coil and humidifier sections with an insulated, double wall, galvanized
steel drain pan complying with ASHRAE Std 62.1 for indoor air quality and sufficiently
sized to collect all condensate.

2. Slope in two planes to promote positive drainage and eliminate stagnate water conditions.

3. Locate outlet of sufficient diameter at lowest point of pan to prevent overflow at normal
operating conditions.

4. Provide threaded drain connections constructed of drain pan material, extended sufficient
distance beyond the base to accommodate field installed, condensate drain trapping.

I.  Louvers: Stationary, of galvanized steel, 4 inches deep with plenum, nylon bearings, 1/2-inch
mesh, 0.04-inch galvanized wire bird screen in aluminum frame, and bearing AMCA Certified
Ratings Seal in accordance with AMCA 500-L. Furnish adjustable louvers with hollow vinyl
bulb edging on blades and foam side stops to limit leakage to maximum 2 percent at 4 in-wc
differential pressure when sized for 2000 fpm face velocity.

J.  Finish:

1. Outdoor Units:
a. Coat external surface of unit casing with primer and minimum 1.5 mil, enamel paint
finish.
b. Comply with salt spray test in accordance with ASTM B177/B177M.
c. Color: Manufacturer's standard color.
2. Indoor Units:

a. Provide exterior, galvanized steel panels with painted surface complying with ASTM
B177/B177M.

b. Color: Manufacturer's standard color.
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2.03 FAN SECTION

A.

B.

Type: Forward curved, single width, single inlet, centrifugal plug fan, in accordance with AMCA
99. See Section 23 3413

Performance Ratings: Determined in accordance with AMCA 210 and labeled with AMCA
Certified Rating Seal.

Sound Ratings: AMCA 301; tested to AMCA 300 and label with AMCA Certified Sound Rating
Seal.

Bearings: Self-aligning, grease lubricated, with lubrication fittings extended to exterior of casing
with plastic tube and grease fitting rigidly attached to casing.

Mounting:

1. Locate fan and motor internally on welded steel base coated with corrosion resistant paint.

2. Factory mount motor on slide rails.

3. Provide access to motor, drive, and bearings through removable casing panels or hinged
access doors.

4. See Section 23 0548.

External Motor Junction Box: Factory mount NEMA 4 external junction box and connect to
extended motor leads from internally mounted motors.

Motor Wiring Conduit: Factory wire fan motor wiring to the unit mounted starter-disconnect,
variable frequency drive, and external motor junction box.

Flexible Duct Connections:
1.  For separating fan, coil, and adjacent sections.

Drives:

1.  Comply with AMCA 99.

2. Bearings: Heavy duty pillow block type, ball bearings, with ABMA STD 9 L-10 life at
50,000 hours.

3. Shafts: Solid, hot rolled steel, ground and polished, with key-way, and protectively coated
with lubricating oil.

4. V-Belt Drive: Cast iron or steel sheaves, dynamically balanced, bored to fit shafts, and
keyed. Variable and adjustable pitch sheaves for motors 15 hp and under selected so
required rpm is obtained with sheaves set at mid-position; fixed sheave for 20 hp and
over, matched belts, and drive rated as recommended by manufacturer or minimum 1.5
times nameplate rating of the motor.

5. Belt Guard: Fabricate to SMACNA (DCS); 0.106 inch thick, 3/4 inch diamond mesh wire
screen welded to steel angle frame or equivalent, prime coated. Secure to fan or fan
supports without short circuiting vibration isolation, with provision for adjustment of belt
tension, lubrication, and use of tachometer with guard in place.

2.04 COIL SECTION

A. Casing: Provide access to both sides of coils. Enclose coils with headers and return bends
exposed outside casing. Slide coils into casing through removable end panel with blank off
sheets and sealing collars at connection penetrations.

B. Drain Pans: 24 inch downstream of coil and down spouts for cooling coil banks more than one
coil high.

C. Eliminators: Three break of galvanized steel, mounted over drain pan.

D. Air Coils:

1.  Certify capacities, pressure drops, and selection procedures in accordance with AHRI
410.

E. Fabrication:

INNOVATIVE ENGINEERING GROUP 237313-4

Modular Central-Station Air-Handling Units



Tomball ISD — Intermediate School Replacement (0802-04-01)
Tomball, Texas

1.
2.
3.

Tubes: 5/8 inch OD seamless copper expanded into fins, brazed joints.
Fins: Aluminum.
Casing: Die formed channel frame of galvanized steel.

F. Water Heating Coils:

1.
2.

Headers: Cast iron, seamless copper tube, or prime coated steel pipe with brazed joints.
Configuration: Drainable, with threaded plugs for drain and vent; serpentine type with
return bends on smaller sizes and return headers on larger sizes.

G. Water Cooling Coils:

1.
2.

Headers: Cast iron, seamless copper tube, or prime coated steel pipe with brazed joints.
Configuration: Drainable, with threaded plugs for drain and vent; threaded plugs in return
bends and in headers opposite each tube.

2.05 HOSE KITS AND VALVES
A. Hoses:

1.
2.
3.

Provide hoses for all units for connection to main water supply and return headers.
Length: 2 feet.
Material: Braided stainless steel rated to minimum 400 psi at 265 degrees F.

2.06 FILTER AND AIR CLEANER SECTION

A. General: Provide filter sections with filter racks, minimum of one access door for filter removal,
and filter block-offs to prevent air bypass.

B. Pleated Media Filters:

1.

N

Media: 2 inch, 100 percent synthetic fibers, continuously laminated to a grid with water
repellent adhesive, and capable of operating up to a maximum of 625 fpm without loss of
efficiency and holding capacity.

Frame: Steel wire grid.

Minimum Efficiency Reporting Value: MERV 8 when tested in accordance with ASHRAE
Std 52.2.

C. Differential Pressure Gauge:

1.

2.

Provide factory installed dial type differential pressure gauge, flush mounted with casing
outer wall, and fully piped to both sides of each filter to indicate status.

Maintain plus/minus 5 percent accuracy within operating limits of 20 degrees F to 120
degrees F.

2.07 DAMPER SECTION

A. Mixing Section: Provide a functional section to support the damper assembly for modulating
the volume of outdoor and return air.

B. Damper Blades:

1.
2.
3.
4

5.

Double-skin airfoil design with metal, compressible jamb seals and extruded-vinyl blade-
edge seals on each blade.

Self-lubricating stainless steel or synthetic sleeve bearings.

Comply with ASHRAE Std 90.1 I-P for rated maximum leakage rate.

Provide leakage testing and pressure ratings in compliance with AMCA 500-D test
methods.

Arrange in parallel or opposed-blade configuration.

C. Barometric Relief Dampers:

1.

Frame: Roll formed galvanized steel.

2. Blades: Roll formed galvanized steel.
3. Blade Seals: Extruded vinyl, mechanically attached to the blade edge.
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2.08 ACCESS SECTION

A. Provide where indicated on drawings to allow for inspection, cleaning, and maintenance of
field-installed components.

B. Construct access doors same as previously specified within this Section.
2.09 CONTROLS

A. Combination VFD - Disconnects:
1. Provide factory mounted, combination VFD - disconnect for each fan motor.
2. Factory mount in full metal enclosure and wire to fan motor.
3. Mount VFD-disconnect on fan section externally in a NEMA 1 enclosure within a
dedicated controls section or housed fan section.
a. Internal Enclosure Construction Characteristics:
1) Integral part of unit casing to allow for thermal venting to casing interior.
2)  Accessible from unit exterior via access door.
3) Construction of access doors same throughout unit.
4. Include control transformer with sufficient capacity to support the following items:
a. VFD and controls.
b. Binary output on-off wiring.
c. Analog output speed-signal wiring.
d. Wires that interface between VFD and direct digital controller.

B. DDC Contractor Installed Direct Digital Control (DDC) System:
1. Mixing Section Dampers:
a. Outdoor Air Damper: Fail closed using spring-return actuator.
b. Return Air Damper: Fail open using spring-return actuator.
2. Temperature Sensors: Provide for fan discharge, supply, return, mixed air, and coil
section. Use averaging type for coil sections.
3. Low Limit Switches:
a. Factory wire to momentary push-button reset circuit.
b. Provide separate low limit for each coil in a coil stack.
Fan Status: Provide pressure switch to determine running status.
Loaded Filter Section: Tube to filter section to indicate sectional filter status.
Condensate Overflow Switches:
a. Comply with UL 508; shut down unit in the event of primary drain blockage.
b. Factory install float switch in drain pan to detect high water condensate level.
c. Locate float switch above primary drain line connection and below drain pan rim.
7. Relays, Unit-Mounted, Output-Linked: Provide for external loads including motor starters,
relief dampers, pumps, condensing units, and other equipment as specified in the
drawings.

C. BAS, SCADA, or other Integrated Automation Link: ASHRAE Std 135 BACnet MS/TP.

D. External Point Mapping: Provide mapping table for each parameter included in the local visual
interface with software-toggle flag to allow reduced mapping of available points.

PART 3 EXECUTION

3.01 INSTALLATION
A. Install in accordance with manufacturer's instructions.
B. Bolt sections together with gaskets.
C. Isolate fan section with flexible duct connections.

o0k
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D. Install flexible duct connections between fan inlet and discharge ductwork and air handling unit
sections. Ensure that metal bands of connectors are parallel with minimum 1 inch flex between
ductwork and fan while running.

E. Provide fixed sheaves required for final air balance.

m

Make connections to coils with unions or flanges.

G. Hydronic Coils:

1. Hydronic Coils: Connect water supply to leaving air side of coil (counterflow

arrangement).

2. Provide shut-off valve on supply line and lockshield balancing valve with memory stop on
return line.
Locate water supply at bottom of supply header and return water connection at top.
Provide manual air vents at high points complete with stop valve.
. Ensure water coils are drainable and provide drain connection at low points.

o s w

H. Cooling Coils:
1.  Pipe drain and overflow to nearest floor drain.

I.  Coordinate BAS, BMS, or Integrated Automation linking between unit controller(s) and remote
front-end interface; see Section 25 1500.

3.02 SYSTEM STARTUP
A. Provide manufacturer's field representative to perform systems startup.

B. Prepare and start equipment and systems in accordance with manufacturers' instructions and
recommendations.

3.03 CLOSEOUT ACTIVITIES
A. Demonstrate proper operation of equipment to Owner's designated representative.
END OF SECTION
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SECTION 23 7433
DEDICATED OUTDOOR AIR UNITS

PART 1 GENERAL
1.01 SECTION INCLUDES
A. Roof-mounted DOAS.
1.02 RELATED REQUIREMENTS
A. Section 23 0923 - Direct-Digital Control System for HVAC.
B. Section 23 3300 - Air Duct Accessories: Flexible duct connections.
1.03 REFERENCE STANDARDS

A. AHRI 210/240 - Performance Rating of Unitary Air-Conditioning and Air-Source Heat Pump
Equipment; 2026.

B. AHRI 270 (SI/I-P) - Sound Performance Rating of Outdoor Unitary Equipment; 2025.
C. AHRI 520 - Performance Rating of Positive Displacement Condensing Units; 2004.

D. ASHRAE Std 23 - Methods for Performance Testing Positive Displacement Refrigerant
Compressors and Compressor Units; 2022.

E. ASHRAE Std 90.1 I-P - Energy Standard for Buildings Except Low-Rise Residential Buildings;
Most Recent Edition Adopted by Authority Having Jurisdiction, Including All Applicable
Amendments and Supplements.

F. NFPA 70 - National Electrical Code; Most Recent Edition Adopted by Authority Having
Jurisdiction, Including All Applicable Amendments and Supplements.

G. NFPA 90A - Standard for the Installation of Air-Conditioning and Ventilating Systems; 2024.
H. UL (DIR) - Online Certifications Directory; Current Edition.

I. UL 207 - Standard for Refrigerant-Containing Components and Accessories, Nonelectrical;
Current Edition, Including All Revisions.

1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements for submittal procedures.

B. Product Data: Provide data with dimensions, duct and service connections, accessories,
controls, electrical nameplate data, and wiring diagrams.

C. Shop Drawings: Indicate dimensions, duct and service connections, accessories, controls,
electrical nameplate data, and wiring diagrams.

D. Warranty: Submit manufacturers warranty and ensure forms have been filled out in Owner's
name and registered with manufacturer.

1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications: Company specializing in manufacturing the type of products
specified in this section, with minimum three years of documented experience.

1.06 WARRANTY
A. See Section 01 7800 - Closeout Submittals for additional warranty requirements.
B. Provide five year manufacturers warranty for compressor/condenser unit.

PART 2 PRODUCTS

2.01 MANUFACTURERS
A. CaptiveAire Systems
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F.
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Greenheck

Aaon.
Daikin
Trane

Substitutions: See Section 01 6000 - Product Requirements.
2.02 ROOF-MOUNTED DOAS

1.

akrwN

o

Casing and Components:

a. Fabrication: AHRI 210/240 and UL 207 construction, ASHRAE Std 23 tested.

b. 18 gauge, 0.0478 inch steel panels reinforced with structural angles and channels to
ensure rigidity.

c. Provide bolted access panels to access each sections from either side of unit.

d. Provide hinged door with lockable handle for serviceable sections.

e. Drain Pan: Galvanized steel with corrosion-resistant coating.

Performance Ratings: ASHRAE Std 90.1, EER and COP as applicable.

Regulatory Requirements: AHRI 270 (SI/I P) rated, NFPA 70, and UL (DIR) listed.

Insulation: Minimum 1 inch thick acoustic duct liner for lining cabinet interior.

External Surface Finish: Heat resistant baked enamel.

a. Set outdoor air dampers to fully open when fan starts and close 30 seconds after fan
stops, adjustable.

Filter: Removable, 2 inches thick MERV-13.

Monitoring: Provide gauge with loaded setpoint-adjustable signal flag or external tag.

Provide loaded filter alarm switch wired into unit controls with illuminated indicator on local

control panel face.

Heating Section:

1.

Indirect Gas-Fired Furnace:

a. Fully sealed natural gas burning assembly configured for modulated 10:1 turn down
ratio using electrically operated devices including modulating main gas valve, shut
down valve, main gas, and pilot gas regulators. Manual main gas shut-off valve and
pilot adjustment valve.

b. Insulation: Neoprene faced glass fiber insulation, 1 inch thick, on inlet components to

burner profile plate.

Observation Port: On burner section for observing main and pilot flames.

Pilot: Electrically ignited by spark rod through high voltage ignition transformer.

Damper: Motorized with end switch to prove position before burner will fire.

Tube Construction: Stainless Steel

~0 oo

C. Cooling Section:

1.

Packaged DX Cooling:

a. Configuration: AHRI 520 rated, R-32 or R-454B refrigerant system with hot gas
bypass.

b. Evaporator Coil: Copper tube aluminum fin coil assembly with alternate row
circuiting, and with stainless steel drain pan and electronic expansion valve.

c. Compressor: Inverter-duty hermetic scroll, 3,600 rpm maximum resilience with
positive lubrication, crankcase heater, high pressure control, low pressure control,
motor overload protection, service valves and dryer.

d. Condenser Side: Aluminum fin and copper tube cail, direct drive axial fan resiliently
mounted, galvanized fan guard. ECM condenser fans.

e. Operating and Safety Controls: Internally coordinated with main unit controls.
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f.  Hot Gas Reheat: Fully modulating hot gas reheat coil of aluminum micro channel
design of sufficient capacity to allow for a 20°F temperature rise at all operating
conditions.

D. Unit Controls:

1. DDC:
a. Application Specific Controller; see Section 23 0923 unless factory-provided.
b. Tested to monitor and handle sequencing functions and other operational modes
using field-mounted thermostat and other sensors.
c. Coordination and Sequencing:

1) Internal Devices: Include compressors, blower, sensors, switches, valves,
safeties, other components.

2) Field-Installed Devices: Solenoid valves, thermostat, EWT sensors, LWT
sensors, internal and remote contacts, and other devices required for operation.

3) Safeties: At minimum include anti-short-cycle compressor protection,
condensate overflow, refrigerant high pressure, refrigerant low pressure, loss-of-
charge, refrigerant freeze protection, and freezestat.

2.  Interlocked Functions:
a. Unit to start when exhaust fan is running.
b. Low and High Limit Controls: Maintain supply air temperature between set points
and shut fan down if temperatures are exceeded. Include manual reset switch.
c. Burner Safety Controls:

1) Sense correct airflow before energizing pilot and sense pilot ignition before
activating main gas valve.

2) Burner to operate when flow switch located in exhaust duct proves flow. Exhaust
fan speed control with inlet damper and burner profile damper to provide dual
volume air capacity.

3) Purge Period Timer: Automatically delays burner ignition and bypass low limit
control.

4) Fan Discharge Thermostat: Controls modulating gas valve to maintain supply
air temperature.

(a) Provide remote discharge thermostat adjustment within 20 feet of unit.

2.03 PREFRABRICATED ROOF CURBS

A

Furnish prefabricated roof curb designed to mate with the unit and provide support and a water

tight installation when installed properly. The roof curb design shall allow field fabricated

rectangular supply/return ductwork to be connected directly to the curb. Curb design shall

comply with NRCA requirements.

1. Roof curb height shall be minimum 18 inches.

2. For sloped roof decks of 1/4 in. per foot or more, fabricate support units to form level top
edge for unit mounting.

Roof curbs shall be constructed to support and secure unit to meet local windstorm code
requirements. Refer to Structural drawings for local design wind speed (V_ult) and Building
Exposure Category. Each curb shall include wind restraint brackets to secure each unit to its
curb, as well as base flange anchored to roof structure. Refer to Structural Drawings for
structure and angle framing being provided for each unit on the roof.

PART 3 EXECUTION
3.01 INSTALLATION

A. Install in accordance with manufacturer's instructions.
B. Provide unit- or duct-mounted smoke detectors and other NFPA 90A provisions.
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Follow NFPA 54 guidelines to provide natural gas system connection.

Install unit on vibration isolator pad or roof curb..

Provide flexible duct connections on inlet and outlet from unit; see Section 23 3300.
Connect drain pan outlet to nearest building drain system piping.

Provide condensate drain pan overflow switch in primary/auxiliary drain pan, as applicable, for
automatic shut down of equipment if primary drain was to malfunction and cause condensate
overflow.

H. Adjusting: Use plenum static pressure readings against manufacturer calibration chart to adjust
primary airflow as other measuring methods will not work.

I.  Coordinate BAS, BMS, or Integrated Automation linking between unit controller(s) and remote
front end interface.

©mmo o

END OF SECTION
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SECTION 23 8126.13
SMALL-CAPACITY SPLIT-SYSTEM AIR CONDITIONERS

PART 1 GENERAL
1.01 SECTION INCLUDES
A. Air-source heat pumps.
B. Air cooled condensing units.
C. Indoor air handling (fan and coil) units for ductless systems.
D. Controls.
1.02 RELATED REQUIREMENTS
1.03 REFERENCE STANDARDS

A. AHRI 210/240 - Performance Rating of Unitary Air-Conditioning and Air-Source Heat Pump
Equipment; 2026.

B. AHRI 520 - Performance Rating of Positive Displacement Condensing Units; 2004.
C. ASHRAE Std 15 - Safety Standard for Refrigeration Systems; 2024, with Addendum (2026).

D. ASHRAE Std 23 - Methods for Performance Testing Positive Displacement Refrigerant
Compressors and Compressor Units; 2022.

E. NFPA 90A - Standard for the Installation of Air-Conditioning and Ventilating Systems; 2024.

F. NFPA 90B - Standard for the Installation of Warm Air Heating and Air-Conditioning Systems;
2027.

G. UL 207 - Standard for Refrigerant-Containing Components and Accessories, Nonelectrical;
Current Edition, Including All Revisions.

1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements, for submittal procedures.
B. Product Data: Provide rated capacities, weights, accessories, electrical nameplate data, and
wiring diagrams.
C. Operation and Maintenance Data: Include manufacturer's descriptive literature, operating
instructions, installation instructions, maintenance and repair data, and parts listing.
1.05 QUALITY ASSURANCE
A. Manufacturer Qualifications: Company specializing in manufacturing the type of products
specified in this section, with minimum three years of documented experience.
PART 2 PRODUCTS
2.01 SYSTEM DESIGN

A. Split-System Heating and Cooling Units: Self-contained, packaged, matched factory-
engineered and assembled, pre-wired indoor and outdoor units; UL listed.
1. Heating and Cooling: Air-source electric heat pump located in outdoor unit with
evaporator.
2. Provide refrigerant lines internal to units and between indoor and outdoor units, factory
cleaned, dried, pressurized and sealed, with insulated suction line.

w

Performance Requirements: See Drawings for additional requirements.
C. Certifications:

1. UL 1995 or UL/CSA 60335-2-40
2. UL207
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2.02 INDOOR AIR HANDLING UNITS FOR DUCTLESS SYSTEMS

A.

Indoor Units: Self-contained, packaged, factory assembled, pre-wired unit consisting of
cabinet, supply fan, evaporator coil, and controls; wired for single power connection with control
transformer.

Evaporator Coils: Copper tube aluminum fin assembly, galvanized or polymer drain pan sloped
in all directions to drain, drain connection, refrigerant piping connections, restricted distributor or
thermostatic expansion valve.

1. Construction and Ratings: In accordance with AHRI 210/240 and UL 207.

2. Manufacturer: System manufacturer.

2.03 OUTDOOR UNITS

A.

D.

E.

Outdoor Units: Self-contained, packaged, pre-wired unit consisting of cabinet, with compressor

and condenser.

1. Comply with AHRI 210/240.

2. Refrigerant: R-32 or R-454B.

3. Cabinet: Galvanized steel with baked enamel finish, easily removed and secured access
doors with safety interlock switches, glass fiber insulation with reflective liner.

4. Construction and Ratings: In accordance with AHRI 210/240 with testing in accordance
with ASHRAE Std 23 and UL 207.

Compressor: Hermetic, two speed 1800 and 3600 rpm, AHRI 520 resiliently mounted integral
with condenser, with positive lubrication, crankcase heater, high-pressure control, motor
overload protection, service valves and drier. Provide time delay control to prevent short cycling
and rapid speed changes.

Air Cooled Condenser: Aluminum fin and copper tube coil, AHRI 520 with direct drive axial
propeller fan resiliently mounted, galvanized fan guard.

Coil: Air-cooled, aluminum fins bonded to copper tubes.
1. Provide with hail guards to protect coil.

Operating Controls:
1. Control by room thermostat to maintain room temperature setting.

2.04 ACCESSORY EQUIPMENT

A.

Room Thermostat: Wall-mounted, electric solid state microcomputer based room thermostat
with remote sensor to maintain temperature setting; low-voltage; with following features:
1.  System selector switch (heat-off-cool) and fan control switch (auto-on).
2. Automatic switching from heating to cooling.
3. Preferential rate control to minimize overshoot and deviation from setpoint.
4. Programming based on weekdays, Saturday and Sunday.
5. Thermostat Display:
a. Actual room temperature.
b. Programmed temperature.
c. System Mode Indication: Heating, Cooling, Fan Auto, Off, and On, Auto or On, Off.

PART 3 EXECUTION
3.01 INSTALLATION

A. Install in accordance with manufacturer's instructions and requirements of local authorities
having jurisdiction.
B. Install in accordance with NFPA 90A and NFPA 90B.
C. Install refrigeration systems in accordance with ASHRAE Std 15.
INNOVATIVE ENGINEERING GROUP 238126.13 -2

Small-Capacity Split-System Air Conditioners



Tomball ISD — Intermediate School Replacement (0802-04-01)
Tomball, Texas

D. Pipe drain from cooling coils to nearest floor drain.
END OF SECTION
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SECTION 23 8200
CONVECTION HEATING AND COOLING UNITS

PART 1 GENERAL
1.01 SECTION INCLUDES
A. Fan-coil units.
B. Electric unit heaters.
1.02 RELATED REQUIREMENTS
1.03 REFERENCE STANDARDS
A. AHRI 440 - Performance Rating of Room Fan-Coils; 2008.

A. AHRI Directory of Certified Product Performance - Air-Conditioning, Heating, and Refrigeration
Institute (AHRI); Current Edition.

B. NFPA 70 - National Electrical Code; Most Recent Edition Adopted by Authority Having
Jurisdiction, Including All Applicable Amendments and Supplements.

C. NFPA 90A - Standard for the Installation of Air-Conditioning and Ventilating Systems; 2024.
1.04 SUBMITTALS

A. See Section 01 3000 - Administrative Requirements for submittal procedures.

B. Product Data: Provide typical catalog of information including arrangements.

C. Operation and Maintenance Data: Include manufacturer's descriptive literature, operating
instructions, installation instructions, maintenance and repair data, and parts listings.

1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications: Company specializing in manufacturing the Products specified in
this section with minimum three years documented experience.

PART 2 PRODUCTS
2.01 FAN-COIL UNITS

A. Performance Data and Safety Requirements:
1. Unit capacities certified in accordance with AHRI 440.
2. Provide products listed, classified, and labeled by Underwriters Laboratories Inc. (UL),
Intertek (ETL), or testing firm acceptable to authority having jurisdiction as suitable for
purpose indicated.

3. Insulation to comply with NFPA 90A requirements for flame spread and smoke generation.
4. Equipment wiring to comply with requirements of NFPA 70.

B. Required Directory Listings: AHRI Directory of Certified Product Performance - Air-
Conditioning, Heating, and Refrigeration Institute (AHRI).
C. Cails:
1. Evenly spaced aluminum fins mechanically bonded to copper tubes.
2. Water Coil: Suitable for working temperatures not less than 200 degrees F.
3. Provide drain pan under cooling coil easily removable for cleaning.
D. Coil Piping Packages:
1. Hoses:
a. Provide hoses for all units for connection to main water supply and return headers.
b. Length: 2 feet.
c. Material: Braided stainless steel rated to minimum 400 psi at 265 degrees F.

E. Finish: Factory applied baked primer coat on visible surfaces of enclosure or cabinet.
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F. Fans: Centrifugal forward-curved double-width wheels, statically and dynamically balanced,
direct driven.

G. Motor: Tap wound multiple speed permanent split capacitor with sleeve bearings, resiliently
mounted.

H. Controls:
1. Provide units with control valves furnished by the automatic temperature controls
manufacturer.
2. Controls Interface:
a. Relay board.
b.  24-volt transformer.

I.  Filter: Easily removed 1 inch thick glass fiber throw-away type, located to filter air before coil.
2.02 ELECTRIC UNIT HEATERS

A. Provide products listed, classified, and labeled by Underwriters Laboratories Inc. (UL), Intertek
(ETL), or testing firm acceptable to authority having jurisdiction as suitable for purpose
indicated.

B. Heating Element Assembly:
1. Thermal safety cut-out within electric terminal box with automatically reset switch located
near electric terminal box.
2.  Horizontal Projection Units:
a. Nickel chromium resistance wire surrounded with magnesium oxide and sheathed in
steel, spiral-finned tubes.

C. Housing:
1. Suitable for ceiling or high altitude mount using provided hardware appendages.
2. Horizontal Projection Units:
a. Construction materials to consist of heavy gauge steel with galvanized, polyester
powder coat, or high gloss baked enamel finish.
b. Provide with threaded holes for threaded rod suspension.
c. Provisions for access to internal components for maintenance, adjustments, and

repair.
D. AirInlets and Outlets:
1. Inlets: Provide stamped louvers or protective grilles with fan blade guard.

2. Outlets: Provide diffuser cones, directional louvers, or radial diffusers.
E. Fan: Factory balanced, direct drive, axial type with fan guard.

F. Motor: Totally enclosed, thermally protected, and provided with permanently lubricated
bearings.

G. Controls:
1. Built-in line-voltage thermostat.

PART 3 EXECUTION
3.01 EXAMINATION
A. Verify that surfaces are suitable for installation.
B. Verify that field measurements are as indicated on drawings.
3.02 INSTALLATION
A. Install in accordance with manufacturer's recommendations.
B. Do not damage equipment or finishes.
C. Unit Heaters:
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1. Hang from building structure, with pipe hangers anchored to building, not from piping or
electrical conduit.
2. Mount as high as possible to maintain greatest headroom unless otherwise indicated.

D. Fan-Coil Units:
1. Install as indicated.

E. Units with Hydronic Coils:
1. Provide with shut-off valve on supply piping and tamper-proof, balancing valve with
memory stop on return piping.
2. If not easily accessible, extend air vent to exterior surface of cabinet for ease of servicing.
3. Provide float operated automatic air vents with stop valve for fan coil units and unit
heaters.

F. Units with Cooling Coils: Connect drain pan to condensate drain.
END OF SECTION
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SECTION 26 0500
GENERAL REQUIREMENTS, ELECTRICAL

CPART 1 GENERAL
1.01 WORK INCLUDED

A. This section is applicable to and a part of all Division 26 sections of the Project Manual.
1.02 QUALITY ASSURANCE

A. Publications

1.  Copies: Obtain copies of trade association standards and publication wherever needed for
proper execution of the work.

2.  Publication Date: Comply with the issue of applicable standard or publication which is in
effect at the date shown on these contract documents. Obtain approval from the
Architect-Engineer to comply with a later issue of a standard or publication.

3. Conflicting Requirements: Report to the Architect-Engineer where application of a trade
association standard or publication appears to be in conflict with the requirements of the
contract documents.

B. Product Standards: Listed in the current edition of UL "Electrical Construction Materials
Directory," or ETL if such a listing exists for the particular type of item specified.

C. Reference Standards:
1. Meet or exceed the recommendations and requirements of reference standards.
2. Submit proof (stamp, label, published listing or independent certified test).

D. Servicing: Provide products supported by a service organization that is reasonably convenient
to the site.

E. Nameplates:
1. Securely attach to each major component of equipment, visible and readable, name,
address, and model identification number on a plate.
2. Do not cover with paint, insulation, or other material.

F. Manufacturer's Instructions: Follow the manufacturer's published instructions in preparing,
assembling, installing, erecting, and cleaning manufactured materials or equipment, unless
otherwise indicated by the Contract Documents.

G. Capacities: Meet or exceed capacity requirements indicated. Stay within maximums, minimums
and other limits. Prevent components or systems from becoming inoperative or damaged
because of start-up, overload, or other conditions.

H. Suitability: Provide products suitable for the pressures, temperatures, fluids, voltages,
environmental conditions, and other conditions encountered by the indicated application.

I.  Protection from Moving Parts: Provide enclosures and guards for belts, pulleys, chains, gears,
couplings, projecting set-screws, keys, hot surfaces and other hazardous parts located where
persons can come in close proximity.

J.  Spare Parts Data: Provide spare parts data prior to Substantial Completion.

Standard Products: Provide standard cataloged products of manufacturers regularly engaged in
the manufacture of products that essentially duplicate materials and equipment that have been
in satisfactory use at least two (2) years.

L. Connections to Utilities:
1. Provide the services of a person or company approved by the respective utility authority to
make connections to:
a. Water supplies.
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b. Sanitary sewer.
c. Storm sewer.

d. Gas.

e. Electrical power.
f.  Telephone.

g.

Other utilities.

1.03 QUALITY ASSURANCE

A. Manufacturers: Firms regularly engaged in manufacture of products of this type, and whose
products have been in satisfactory use in similar service for not less than 5 years.

1.
2.

3.

4.
5

Warranty:

The Contractor shall warrant his work against defective materials and workmanship for a
period of one year from the date of acceptance of the entire project, unless specific longer
term is specified with Individual System Specification.

Neither Final Payment nor any provisions in Contract Documents shall relieve the
Contractor of the responsibility for faulty materials or workmanship.

The Owner shall give notice of observed defects with reasonable promptness.

This Guarantee shall not be construed to include the normal maintenance of the various
components of the system covered by these specifications.

B. Submittals:

1.

Electrical Product Data Submittals to be organized and submitted as ONE complete

submittal as follows (excludes shop drawings and electrical panel submittals):

a. Cover Sheet listing project name, date, GC, Subcontractor

b. Index Sheet

c. The contractor shall include a formal letter to the engineer, included in the submittal
after the index sheet, any instance in which the submittals are known to differ from
the requirements of the contract documents.

d. Organize all required items by numerical specification section with tabbed dividers
including section number and title. Each section to provide a subsequent index
cover.

e. Submittals not organized as indicated above may be rejected without review.

The contractor may require his subcontractors to provide coordination drawings indicating

all trades, such drawings will not be reviewed by the engineer.

Shop drawings are to fully drawn/designed and coordinated by the contractor. Any

replication of original bid documents will be rejected. Electronic shop drawings are NOT

acceptable.

C. Project Record Documents:

1.

The Contractor shall keep a set of plans on the job, noting daily all changes made in
connection with the final installation including exact dimensioned locations of all new and
uncovered existing utility piping outside the Building.

2. Upon submitting request for Final Payment, Contractor shall turn over to the Architect-
Engineer, for subsequent transmittal to the Owner, clean, neatly marked set of
reproducible plans showing “as installed” work.

3. In addition to the above, the Contractor shall accumulate during the Job’s progress the
following data turned over to the Architect-Engineer for checking and subsequent delivery
to the Owner:

a. All warranties, guarantees and manufacturer’s direction on equipment and material
covered by the Contract
b. Approved fixture/equipment brochures
c. Copies of approved Shop Drawings
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d. Set of operating instructions. Operating instructions shall also include recommended
maintenance and seasonal changeover procedures.

e. Any and all data and/or plans required during construction.

f.  Repair parts lists of all major items and equipment including name, address and
telephone number of the local supplier or agent.

g. The first page or pages shall have the name, addresses and telephone numbers of
the following; General Contractor and all sub-contractors, Major Equipment Suppliers.

D. Training:

1. Upon completion of the work and at a time designated by the Owner’s representative,
provide a formal training session for the Owner’s operating personnel to include location,
operation and maintenance of all the mechanical, electrical and plumbing equipment and
systems.

2. Before proceeding with instruction, prepare a typed outline in triplicate listing the subjects
that will be covered. Submit the outline for review by the Owner’s representative one
week prior to training session.

3. At the conclusion of the instruction, obtain signatures of the attendees on each copy of the
outline to signify that they have proper understanding of the operation and maintenance of
the systems. Submit the signed outlines to the Owner’s representative and Engineer as a
condition of final acceptance.

E. Plans and Specifications:

1. The plans show diagrammatically the locations of the various lines, ducts, conduits,
fixtures and equipment and the method of connecting and controlling them. It is not
intended to show every connection in detail and all fittings required for a complete system.
The Systems shall include, but are not limited to, the items shown on the plans.

3. Exact locations of these items shall be determined by reference to the general plans and
measurements of the Building and in cooperation with other Contractors, and in all
instances, shall be subject to the approval of the Architect-Engineer.

4. The Architect-Engineer reserves the right to make any reasonable change in the location
of any part this work without additional cost to the Owner.

N

F. Utilities, Locations and Elevations:

1. Locations and elevations of the various utilities within this scope of work have been
obtained from the City, Owner and/or other substantially reliable sources and are offered
separately from the Contract Documents, as a general guide only, without any guarantees
at to the accuracy.

2. The Contractor shall examine the site, shall verify to his own satisfaction the locations,
elevations and the availability / characteristics (voltage/phase/pressure/capacity) of all
utilities and services required, and shall adequately inform himself as to their relation to
the work; the submission of bids or proposals shall be deemed evidence thereof.

3. The Contractor shall coordinate all services with the respective Utility Company or Agency
during construction; coordinate changes made by Utility Companies or Agencies to the
design of the project, and coordinate with the Owner, Architect-Engineer, and Utility the
scheduling of any shutdowns or delays that may occur in providing service.

4. The Contractor shall verify location / depth / direction of flow, conduct all necessary tests,
inspections, coordinate with Owner’s representatives and Ultilities, and check for existing
underground utilities before ditching / trenching / drilling.

5. The Contractor shall be responsible for repair of any cut of damaged lines or utilities he
uncovers and disrupts. There are lines and utilities not shown on the plans.

1.04 OBSERVATIONS
A. The Engineer reserves the right to review the work whenever advisable.
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B. The Contractor shall have a representative present on each observation and shall give
assistance as may be required to facilitate such observations or reviews.

C. The Engineer’s field observation report is carried out in accordance with the General Conditions
of the Contract for Construction and does not imply that the Engineer has made exhaustive or
continuous on-site inspections. The Engineers report does not relieve the Contractor of
responsibility from performing inspections on portions of the work to determine that such
portions are in proper condition to receive subsequent work. Omission of nonconforming items
within this report does not imply that the Engineer accepts work not in conformance with the
Contract Documents.

1.05 PRODUCT DELIVERY, STORAGE, AND HANDLING
A. Handle products carefully to prevent internal component damage, breaking or denting.

B. Store products in clean, dry space, protected from dirt, fumes, water, construction debris and
physical damage.

C. Do not install damaged equipment or materials.
1.06 PRODUCT APPLICATION, INSTALLATION, AND OPERATION
A. General: For products incorporated into the Work, the Contractor shall ascertain the following:

1. Application:

a. The manufacturer's representatives have reviewed the proposed application of their
products.

b. The application and product are compatible regarding:
1)  Operation.
2) Electric Source.
3) Piping.
4) Controls.
5) Location.
6) Proximity to other products and elements of the work.
7)  Structural support and integrity.
8) Other pertinent factors.

B. Installation: The installers were instructed in the manufacturer's recommended procedure for
installation, and the product was installed according to the manufacturer's recommendations.

C. Operation: The manufacturer's representative has witnessed and reviewed the product
operation subsequent to system start-up, the products are operating as intended by the
Contract Documents, and the application and product are compatible regarding the same
factors named above.

D. Installation: Submit letter following installation of the manufacturer's product stating the

following:
1. The installers were instructed in the manufacturer's recommended procedure for
installation.

2. The product was installed according to the manufacturer's recommendations.
E. Operation: Submit letter with Owner's final documents stating the following:
1.  The manufacturer's representative has withessed and reviewed the product operation
subsequent to system start-up.
2. The products are operating as intended by the Contract Documents.
3. The application and product are compatible regarding the same factors named above.

F. Signature on Letter: By manufacturer's representative
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PART 2 PRODUCTS
2.01 NOT USED
PART 3 EXECUTION
3.01 TESTING:
A. Reference individual sections for required testing.
END OF SECTION
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SECTION 26 0506
ELECTRICAL SPECIAL PROVISIONS

GENERAL
1.01 DESCRIPTION OF WORK

A.

The work contemplated under this section of the specifications includes the furnishing of all
labor and materials necessary for the complete installation of wiring in conduit for lighting and
power, etc., as hereinafter specified and as shown on the Drawings.

Work includes, but is not limited to, the following:
Administrative Communication System
Aiming of fixtures

Area lights

Clock and bell system

Computer cable rough in

Connections to equipment furnished under other sections of these specifications
Control wiring and power

Dry type transformers

Fire alarm

10. Intercom

11. Interior building lighting

12. Manholes

13. Other systems as required or specified
14. Outdoor lighting systems

15. Panel boards

16. Photo controls

17. Poles, brackets and platforms

18. Public address system

19. Relays and contactors

20. Service entrance equipment

21. Surface Raceway/Wiring System

22. Switchboards

23. Telephone, Antenna rough in

24. Testing of wire and cable insulation
25. Wiring for lighting and power

N AWM=

1.02 RELATED WORK SPECIFIED ELSEWHERE

A. General reference is made to all other Divisions of these Specifications as they relate to
Electrical work.

B. In general, the contractor shall become familiar with the electrical work described elsewhere,
and provide the necessary wiring components and labor to accomplish a completed workable
system, whether or not it is specifically called for or enumerated in the "Electrical Drawings" or
"Electrical Specifications".

C. Particular reference is made to:

1. Division 2; Sitework.
2. Division 5; Metals.
3. Division 9; Finishes.
4. Division 11; Equipment.
5. Division 13; Instrumentation and Control.
6. Division 14; Conveying Systems.
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7. Division 23; Mechanical.

1.03 TRENCH SAFETY SYSTEMS

A.

As a result of HB 662 and HB 665 being passed by the 70th Legislature of Texas and signed
into law by the Governor of the State of Texas, Owner and Contractor do hereby agree for the
construction of the project that the Contractor shall utilize adequate safety systems meeting
Occupational Safety and Health Administration (OSHA) standards for trench excavation when
said trench excavation exceeds a depth of five feet, and at other occasions as appropriate for
worker safety. (Title 29 CFR Part 1;926, Subpart P.) In addition, Contractor shall implement for
its employees, sub contractors, agents, and representatives, a safety program for any trench
system utilized in this construction project.

The Term "Trench" and "Trench System" includes excavation for manholes, tanks, sumps,
catch basins, valve boxes, pull boxes, pipe, conduit, piers, and other appurtenances and
structures related to the systems being trenched for.

1.04 QUALITY ASSURANCE AND STANDARDS

A.

In addition to the requirements outlined in other sections of the specifications the following

standards are imposed as applicable to the work in each instance:

1. NECA standards for installation.

2 NFPA No. 70, National Electric Code.

3. Local Codes and Ordinances.

4. COG Standard Specifications for Public Works Construction.

5. Title 25, Health Services, Part 2, Texas Department of Health, Chapter 145, Long Term
Care Subchapter Q.

Where local codes or practices exceed or conflict with the NEC, it shall be the Contractor's
responsibility to perform the work in accordance with the local code prevailing and local
interpretations thereof. Any such additional work shall be performed at no additional cost to the
Owner.

Materials and components shall be UL listed and approved for the purpose intended.

The Contractor shall obtain all permits required to commence work and, upon completion of the
Work, obtain and deliver to the Owner's Representative a Certificate of Inspection and Approval
from the State Board of Fire Underwriters, the local authority having jurisdiction, Texas and
other authority having jurisdiction. Required permit fees shall be paid by the Contractor.

1.05 LISTING OF ASSOCIATIONS AND STANDARDS

A. ANSI: American National Standards Institute 1430 Broadway; New York, NY 10018.

B. ASTM: American Society for Testing and Materials, 1916 Race Street; Philadelphia, PA 19103.

C. CBM: Certified Ballast Manufacturers Association, 2116 Keith Building; Cleveland, OH 44115.

D. IEEE: Institute of Electrical & Electronics Engineers, 345 East 47th St.; New York, NY 10017.

E. ICEA: Insulated Cable Engineers Association, P O Box P, South Yarmouth, MA 02664.

F. NEC: National Electrical Code; NFPA No. 70-87.

G. NECA: National Electrical Contractors Association, Inc., 7315 Wisconsin Ave.; Washington, DC
20014.

H. NEMA: National Electrical Manufacturers Association, 155 East 44th St; New York, NY 10017.

I.  NESC: National Electrical Safety Code, ANSI 2.

J. NFPA: National Fire Protection Association, 60 Batterymarch Street; Boston, MA 02110.

K. OSHA: Occupational Safety and Health Administration, US Dept of Labor; Washington, DC
20402.
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L. UL: Underwriters Laboratories, Inc., 333 Pfigsten Road; Northbrook, IL 60062.
1.06 ELECTRICAL SYMBOLS

A. The electrical contract drawings are diagrammatic and show requirements by the use of graphic
symbols. In general, these are the recognized symbols of the industry and of the engineering
profession.

B. Listing of Symbols: The listing of specific graphic symbols used to show the electrical work on
the contract documents is shown on the drawings.

1.07 SUBMITTALS
A. Refer to other sections for general requirements concerning work related submittals.

B. The Contractor shall review all submittals for compliance with the requirements and intent of the
contract and shall evidence his review and approval by a signed and dated stamp or
acknowledgment of his review and approval. The contractor shall further note each and every
deviation from the requirements or intent of the contract documents. Submittals which do not
attest to the foregoing will not be considered as the required submittals, and will be returned to
the Contractor for his further consideration.

C. Submit the following manufacturers product data, completely marked and annotated to include
all options, materials, and finishes as appropriate to the equipment:

26.
27.

Administrative communication system.
Ballasts.

Circuit Breakers.

Clock and bell system.

Contactors.

Distribution Panel boards.

Dry Type Transformers.

Fuses.

Fusible Switches.

Lamps.

Lighting and Appliance Panel boards.
Lighting Poles & Appurtenances.
Lighting Fixtures.

Medium Voltage Cable & Terminators.
Medium Voltage Oil Switch & Controls.
Motor Starters.

Nurse Call System.

Qil Filled Transformers.

Overhead pole line products.
Photocells.

Relays.

Safety Switches.

Service Conduit.

Switchboards.

Time Clocks.

Wire Manufacturer.

Wiring Devices.

D. Submit the following shop drawings:

1.
2.
3.

Generator set foundation drawings.
Lighting Poles and appurtenances.

Relocatable wiring system schematic and layout.
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E. Submit the following certifications:
1. Compatibility with existing equipment.
2. Pole loading computations and seal.
3.  Concrete mix slip certification.

1.08 PROJECT CLOSEOUT

A. Record Drawings: In addition to the requirements of Division 01 and General Conditions, record
drawings shall include the following:
1. One line wiring diagram of the Medium voltage and Low voltage distribution systems.
2. Actual in place conduit and cable layouts with schedule of conduit sizes and number and
size of conductors.
3. Layouts of the lighting arrangements.
4.  Control wiring diagrams with terminal numbers and all control devices identified.

PRODUCTS
2.01 MATERIALS AND EQUIPMENT

A. Except as otherwise indicated, provide materials and equipment manufacturer's standard
materials and components as indicated by their published product information; designed and
constructed as required for a complete installation.

2.02 PRODUCT DELIVERY, STORAGE AND HANDLING

A. Handle electrical materials and equipment carefully to prevent internal components damage,
breaking, denting, and scoring the enclosure finish. Do not install damaged equipment or
materials.

B. Store electrical materials and equipment in clean dry space. Protect same from dirt, fumes,
water, construction debris and physical damage.

C. Protect electrical from abuse or damage by other trades on the project. Do not permit electrical
materials and equipment to be used for supports, worktables, scaffolds, etc.

2.03 CONCRETE FOR ELECTRICAL WORK
A. Refer to applicable Division 3 specification sections.

B. Concrete for electrical work shall be minimum 3000 psi after 28 days. Concrete shall be by
reputable local ready-mix company. Mix certifications shall accompany each load of concrete.
Concrete shall be placed in accordance with accepted standards of placement. Owner's
representative reserves the right to reject any concrete not mixed or poured in accordance with
good practice. Such concrete shall be removed and replaced at the Contractor's sole expense.
Owner's representative may require at least two (2) test cylinders be poured from each batch.

C. Reinforcing steel shall be placed as shown and scheduled.
EXECUTION
3.01 INSPECTION

A. Installer must examine the areas and conditions under which electrical equipment is to be
installed and notify the Contractor and Owner's Representative in writing of conditions
detrimental to the proper and timely completion of the work. Do not proceed with the work until
unsatisfactory conditions have been corrected.

3.02 TESTING

A. Perform in accordance with manufacturer’s printed testing procedures, applicable industry
standards, ANSI standards, IEEE standards, NEMA standards and as directed by the Engineer.
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Provide testing equipment in good working order and which complies with the applicable
industry standards and manufacturer’s requirements. Include a list of testing equipment used
and date of last calibration.

Test the following:

Feeder conductors to main switchboard.

Feeder conductors from switchboard to panelboards.

Grounding means all switchgear.

Grounding of the Electrical system neutral: Ground resistance shall not exceed 10 ohms.
Equipment grounds for each feeder: Ground resistance shall not exceed 25 ohms.
Grounds for each transformer: Ground resistance shall not exceed 25 ohms.

oakrwN-=

Perform all tests in the presence of the Engineer, Architect or the Owner in accordance with the
requirements of this section.

Submit all results to the Engineer with ten (10) working days from the time the test is
performed.

Document all test results and provide a signed report by the testing technician as witnessed.
Reports shall include date, time, weather conditions, field conditions, test data, instruments
used and a brief description of the test. Include reports in operation manuals.

3.03 INSTALLATION OF ELECTRICAL MATERIALS AND EQUIPMENT

A.

Install electrical materials and equipment where shown and in accordance with recognized
industry practices to ensure that the completed installation of electrical materials and
equipment, and the various types of equipment which the electrical system serves the intended
purposes and functions. Comply with the requirements of NEMA and NEC standards, and
applicable portions of NECA's "Standard of Installation", for installation of electrical materials
and equipment.

3.04 CUTTING AND PATCHING

A
B.

C.

D.

Cut and patch walls, floors, etc., resulting from the electrical work.

Openings cut through concrete and masonry shall be made with masonry saws and/or core
drills and at such locations acceptable to the Owner's Representative. Impact type equipment
will not be used except where specifically acceptable to the Owner's Representative. Openings
in precast concrete slabs for conduits, outlet boxes, etc., shall be core drilled to exact size, and
only upon the express approval of the Owner's Representative.

Openings shall be restored to as new condition under the appropriate specification section for
the materials involved and shall match remaining surrounding materials and finishes.

Conduit and sleeves, pitch pans, and flashing compatible with the roofing installation shall be
provided for roof penetration.

3.05 EXCAVATING FOR ELECTRICAL WORK

A.

The work of this article is defined to include whatever excavating and back filling is necessary
to install the electrical work. Coordinate the work with other excavating and back filling in the
same areas, including dewatering, flood protection provisions, and other temporary facilities.
Coordinate the work with other work in the same area, including other underground services,
landscape development, paving, and floor slabs on grade. Coordinate with weather conditions
and provide temporary facilities needed for protection and proper performance of excavating
and back filling. Except as otherwise indicated, comply with the applicable provisions of other
sections for electrical work excavating and back filling.

3.06 HOUSEKEEPING PADS

A. Provide housekeeping pads for all floor or ground mounted electrical equipment. Housekeeping
pads shall consist of a reinforced concrete pad, at least 4" higher than surrounding floor or
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grade, extending at least 6" from under equipment mounted thereon. Reinforcing shall be
number 3 bars, 12" on centers each way. Interior concrete pads shall be poured integrally with
the floor construction using the same concrete mix. Exterior pads shall be poured monolithically
with surrounding equipment and shall additionally include a grade beam of at least 12" deep by
12" wide all around the perimeter of the pad. Pads shall have chamfered edges and shall be
trowel finished.

B. Provide housekeeping pads for all conduit stubs from the floor or earth such that conduits are
protected at their exit from standing moisture or damage.

3.07 LOCKING OF ELECTRICAL FACILITIES

A. Provide padlocks or lockable latches for electrical facilities subject to unauthorized entry, such
as panel boards, transformers, relay cabinets, etc. Key all locks alike. Furnish Owner with two
keys per lock up to a quantity of ten keys. Install locks immediately upon installation of electrical
facility.

3.08 PAINTING OF ELECTRICAL EQUIPMENT

A. The contractor shall obtain quantities of touch paint from the manufacturers of the various
equipment for touch of paint damaged or scratched during construction activity. Paint type and
color shall match, and workmanship shall be of the highest order to present a pleasing
appearance. Where extensive painting is required or for complete painting, the items shall be
factory painted, or if applied by the Contractor, painting shall be performed in accordance with
the "Painting" sections of these specifications as applicable to the particular items.

3.09 ELECTRIC METERING

A. Install metering equipment as directed by the local power company, using such equipment as
furnished by the local power company, installed in such locations and in the manner directed by
the power company, and in accordance with their standards.

END OF SECTION
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SECTION 26 0519
LOW-VOLTAGE ELECTRICAL POWER CONDUCTORS AND CABLES

PART 1 GENERAL
1.01 SECTION INCLUDES

A.

CZErAc~"ZTOMMOO®

Single conductor building wire.
Underground feeder and branch-circuit cable.
Service entrance cable.
Armored cable.

Metal-clad cable.

Power and control tray cable.
Variable-frequency drive cable.
Manufactured wiring systems.
Wiring connectors.

Electrical tape.

Heat shrink tubing.

Oxide inhibiting compound.
Wire pulling lubricant.

Cable ties.

Firestop sleeves.

1.02 RELATED REQUIREMENTS

A.
B.

C.

D.

E.
F.

Section 07 8400 - Firestopping.

Section 26 0526 - Grounding and Bonding for Electrical Systems: Additional requirements for
grounding conductors and grounding connectors.

Section 26 0553 - Identification for Electrical Systems: Identification products and
requirements.

Section 26 2100 - Low-Voltage Electrical Service Entrance: Additional requirements for
electrical service conductors.

Section 31 2316 - Excavation.
Section 31 2323 - Fill: Bedding and backfilling.

1.03 REFERENCE STANDARDS

A. ASTM B3 - Standard Specification for Soft or Annealed Copper Wire; 2013 (Reapproved 2024).

B. ASTM B8 - Standard Specification for Concentric-Lay-Stranded Copper Conductors, Hard,
Medium-Hard, or Soft; 2023.

C. ASTM B33 - Standard Specification for Tin-Coated Soft or Annealed Copper Wire for Electrical
Purposes; 2010, with Editorial Revision (2020).

D. ASTM B787/B787M - Standard Specification for 19 Wire Combination Unilay-Stranded Copper
Conductors for Subsequent Insulation; 2004 (Reapproved 2020).

E. ASTM D3005 - Standard Specification for Low-Temperature Resistant Vinyl Chloride Plastic
Pressure-Sensitive Electrical Insulating Tape; 2024.
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F. ASTM D4388 - Standard Specification for Nonmetallic Semi-Conducting and Electrically
Insulating Rubber Tapes; 2020.

G. ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials;
2026.

H. FM 3971 - Fire Protective Coatings and Wraps for Grouped Cables; 2019.

I. IEEE 383 - IEEE Standard for Qualifying Electric Cables and Splices for Nuclear Facilities;
2015.

J.  NECA 1 - Standard for Good Workmanship in Electrical Construction; 2023.

K. NECA 120 - Standard for Installing Armored Cable (AC) and Type Metal-Clad (MC) Cable;
2018.

L. NECA 121 - Standard for Installing Nonmetallic-Sheathed Cable (Type NM-B) and
Underground Feeder and Branch-Circuit Cable (Type UF); 2024.

M. NEMA WC 70 - Power Cables Rated 2000 Volts or Less for the Distribution of Electrical
Energy; 2021.

N. NETA ATS - Standard for Acceptance Testing Specifications for Electrical Power Equipment
And Systems; 2025.

O. NFPA 70 - National Electrical Code; Most Recent Edition Adopted by Authority Having
Jurisdiction, Including All Applicable Amendments and Supplements.

P. NFPA 79 - Electrical Standard for Industrial Machinery; 2021.

Q. UL 44 - Thermoset-Insulated Wires and Cables; Current Edition, Including All Revisions.

R. UL 83 - Thermoplastic-Insulated Wires and Cables; Current Edition, Including All Revisions.

S. UL 267 - Outline of Investigation for Wire-Pulling Compounds; Current Edition, Including All
Revisions.

T. UL 486A-486B - Wire Connectors; Current Edition, Including All Revisions.

U. UL 486C - Splicing Wire Connectors; Current Edition, Including All Revisions.

V. UL 486D - Sealed Wire Connector Systems; Current Edition, Including All Revisions.

W. UL 493 - Thermoplastic-Insulated Underground Feeder and Branch-Circuit Cables; Current
Edition, Including All Revisions.

X. UL 510 - Polyvinyl Chloride, Polyethylene, and Rubber Insulating Tape; Current Edition,
Including All Revisions.

Y. UL 854 - Service-Entrance Cables; Current Edition, Including All Revisions.

Z. UL 1277 - Electrical Power and Control Tray Cables with Optional Optical-Fiber Members;

Current Edition, Including All Revisions.

AA. UL 2277 - Outline of Investigation for Flexible Motor Supply Cable and Wind Turbine Tray
Cable; Current Edition, Including All Revisions.

1.04 ADMINISTRATIVE REQUIREMENTS

A. Coordination:

1.  Coordinate sizes of raceways, boxes, and equipment enclosures installed under other
sections with the actual conductors to be installed, including adjustments for conductor
sizes increased for voltage drop.

2. Coordinate the installation of direct burial cable with other trades to avoid conflicts with
piping or other potential conflicts.

INNOVATIVE ENGINEERING GROUP 26 0519 -2
Low-Voltage Electrical Power Conductors And
Cables



Tomball ISD — Intermediate School Replacement (0802-04-01)
Tomball, Texas

3. Coordinate with electrical equipment installed under other sections to provide terminations
suitable for use with the conductors to be installed.

4.  Notify Architect of any conflicts with or deviations from Contract Documents. Obtain
direction before proceeding with work.

1.05 SUBMITTALS

A.
B.

C.

G.

See Section 01 3000 - Administrative Requirements, for submittal procedures.

Sustainable Design Documentation: Submit manufacturer's product data on conductor and
cable showing compliance with specified lead content requirements.

Manufactured Wiring System Shop Drawings: Provide plan views indicating proposed system
layout with components identified; indicate branch circuit connections.

Wire Pulling Lubricant: Certification of compatibility with conductors/cables where used with the
following insulation/jacket types:

Field Quality Control Test Reports.

Manufacturer's Installation Instructions: Indicate application conditions and limitations of use
stipulated by product testing agency. Include instructions for storage, handling, protection,
examination, preparation, and installation of product.

Project Record Documents: Record actual installed circuiting arrangements. Record actual
routing for underground circuits.

1.06 QUALITY ASSURANCE

A.
B.

C.

D.

Comply with requirements of NFPA 70.

Maintain at the project site a copy of each referenced document that prescribes execution
requirements.

Manufacturer Qualifications: Company specializing in manufacturing the products specified in
this section with minimum three years documented experience.

Product Listing Organization Qualifications: An organization recognized by OSHA as a
Nationally Recognized Testing Laboratory (NRTL) and acceptable to authorities having
jurisdiction.

1.07 DELIVERY, STORAGE, AND HANDLING

A.

Receive, inspect, handle, and store conductors and cables in accordance with manufacturer's
instructions.

1.08 FIELD CONDITIONS

A.

Do not install or otherwise handle thermoplastic-insulated conductors at temperatures lower
than 14 degrees F, unless otherwise permitted by manufacturer's instructions. When installation
below this temperature is unavoidable, notify Architect and obtain direction before proceeding
with work.

PART 2 PRODUCTS
2.01 CONDUCTOR AND CABLE APPLICATIONS

A. Do not use conductors and cables for applications other than as permitted by NFPA 70 and
product listing.

B. Provide single conductor building wire installed in suitable raceway unless otherwise indicated,
permitted, or required.
1.  Exceptions:

a. Use variable-frequency drive cable for connection between variable-frequency motor
controllers and associated motors.
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C.

Nonmetallic-sheathed cable is not permitted.

2.02 CONDUCTOR AND CABLE GENERAL REQUIREMENTS

A. Provide products that comply with requirements of NFPA 70.

B. Provide products listed, classified, and labeled as suitable for the purpose intended.

C. Unless specifically indicated to be excluded, provide all required conduit, boxes, wiring,
connectors, etc. as required for a complete operating system.

D. Comply with NEMA WC 70.

E. Thermoplastic-Insulated Conductors and Cables: Listed and labeled as complying with UL 83.

F. Thermoset-Insulated Conductors and Cables: Listed and labeled as complying with UL 44.

G. Conductors for Grounding and Bonding: Also comply with Section 26 0526.

H. Conductors and Cables Installed Where Exposed to Direct Rays of Sun: Listed and labeled as
sunlight resistant.

I.  Conductor Material:

1. Provide copper conductors only. Aluminum conductors are not acceptable for this project.
Conductor sizes indicated are based on copper.

2. Copper Conductors: Soft drawn annealed, 98 percent conductivity, uncoated copper
conductors complying with ASTM B3, ASTM B8, or ASTM B787/B787M unless otherwise
indicated.

3. Tinned Copper Conductors: Comply with ASTM B33.

J. Minimum Conductor Size:
1. Branch Circuits: 12 AWG.
a. Exceptions:
1) 20 A, 120 V circuits longer than 75 feet: 10 AWG, for voltage drop.
2) 20 A, 120V circuits longer than 150 feet: 8 AWG, for voltage drop.
3) 20A, 277 V circuits longer than 150 feet: 10 AWG, for voltage drop.

2. Control Circuits: 14 AWG.

K. Where conductor size is not indicated, size to comply with NFPA 70 but not less than applicable
minimum size requirements specified.
L. Conductor Color Coding:

1. Color code conductors as indicated unless otherwise required by the authority having
jurisdiction. Maintain consistent color coding throughout project.

2. Color Coding Method: Integrally colored insulation.

a. Conductors size 4 AWG and larger may have black insulation color coded using vinyl
color coding electrical tape.

3. Color Code:

a. 480Y/277V, 3 Phase, 4 Wire System:
1) Phase A: Brown.
2) Phase B: Orange.
3) Phase C: Yellow.
4) Neutral/Grounded: Gray.
b. 208Y/120V, 3 Phase, 4 Wire System:
1) Phase A: Black.
2) Phase B: Red.
3) Phase C: Blue.
4) Neutral/Grounded: White.
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Cc. 240/120 V High-Leg Delta, 3 Phase, 4 Wire System:
1) Phase A: Black.
2) Phase B (High-Leg): Orange.
3) Phase C: Blue.
4) Neutral/Grounded: White.
d. 240/120V, 1 Phase, 3 Wire System:
1) Phase A: Black.
2) Phase B: Red.
3) Neutral/Grounded: White.
e. Equipment Ground, All Systems: Green.
f.  Isolated Ground, All Systems: Green with yellow stripe.
g. For control circuits, comply with manufacturer's recommended color code.

2.03 SINGLE CONDUCTOR BUILDING WIRE
A. Manufacturers:

1. Copper Building Wire:
a. Encore Wire Corporation: www.encorewire.com/#sle.
b. General Cable Technologies Corporation; : www.generalcable.com/#sle.
c. Service Wire Co: www.servicewire.com/#sle.
d. Southwire Company: www.southwire.com/#sle.
2. Aluminum Building Wire (only where specifically indicated or permitted for substitution):
a. Encore Wire Corporation: www.encorewire.com/#sle.
b. Southwire Company: www.southwire.com/#sle.

Description: Single conductor insulated wire.

Conductor Stranding:

1. Feeders and Branch Circuits:
a. Size 10 AWG and Smaller: Solid.
b. Size 8 AWG and Larger: Stranded.

Insulation Voltage Rating: 600 V.

Insulation:

1. Copper Building Wire: Type THHN/THWN or THHN/THWN-2, except as indicated below.
a. Size 4 AWG and Larger: Type XHHW-2.
b. Installed Underground: Type XHHW-2.

2. Aluminum Building Wire (only where specifically indicated or permitted for substitution):
Type XHHW-2.

2.04 UNDERGROUND FEEDER AND BRANCH-CIRCUIT CABLE

A.

Manufacturers:

1. Cerro Wire LLC: www.cerrowire.com/#sle.

2. Encore Wire Corporation: www.encorewire.com/#sle.
3.  Service Wire Co: www.servicewire.com/#sle.

4. Southwire Company: www.southwire.com/#sle.

Description: NFPA 70, Type UF multiple-conductor cable listed and labeled as complying with
UL 493, Type UF-B.

Provide equipment grounding conductor unless otherwise indicated.

Conductor Stranding:
1. Size 10 AWG and Smaller: Solid.
2. Size 8 AWG and Larger: Stranded.
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E. Insulation Voltage Rating: 600 V.
2.05 SERVICE ENTRANCE CABLE
A. Manufacturers:
1.  Copper Service Entrance Cable:
a. Cerro Wire LLC: www.cerrowire.com/#sle.
b. Encore Wire Corporation: www.encorewire.com/#sle.
c. Southwire Company: www.southwire.com/#sle.
2. Aluminum Service Entrance Cable:
a. Encore Wire Corporation: www.encorewire.com/#sle.
b. Southwire Company: www.southwire.com/#sle.

B. Service Entrance Cable for Underground Use: NFPA 70, Type USE single-conductor cable
listed and labeled as complying with UL 854, Type USE-2, and with UL 44 Type RHH/RHW-2.

C. Conductor Stranding: Stranded.

D. Insulation Voltage Rating: 600 V.

2.06 POWER AND CONTROL TRAY CABLE

A. Manufacturers:

1. Encore Wire Corporation: www.encorewire.com/#sle.
2.  Service Wire Co: www.servicewire.com/#sle.
3.  Southwire Company: www.southwire.com/#sle.

B. Description: NFPA 70, Type TC cable listed and labeled as complying with UL 1277.

C. Conductor Stranding: Stranded.

D. Insulation Voltage Rating: 600 V.

E. Insulation: Type XHHW or XHHW-2.

F. Grounding: Full-size integral equipment grounding conductor.

G. Provide metallic shield.

H. Jacket: PVC or Chlorinated Polyethylene (CPE).

2.07 VARIABLE-FREQUENCY DRIVE CABLE

A. Manufacturers:

1. Service Wire Co; ServiceDrive: www.servicewire.com/#sle.

B. Description: Flexible motor supply cable listed and labeled as complying with UL 2277 in
accordance with NFPA 79; specifically designed for use with variable frequency drives and
associated nonlinear power distortions.

C. Conductor Stranding: Stranded.

D. Insulation Voltage Rating: 1000 V.

E. Insulation: Use only thermoset insulation types; thermoplastic insulation types are not
permitted.

F. Grounding: Full-size integral equipment grounding conductor or symmetrical arrangement of
multiple conductors of equivalent size.

G. Provide metallic shielding.

H. Jacket: PVC or Chlorinated Polyethylene (CPE).
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2.08 WIRING CONNECTORS

A. Description: Wiring connectors appropriate for the application, suitable for use with the
conductors to be connected, and listed as complying with UL 486A-486B or UL 486C as
applicable.

B. Connectors for Grounding and Bonding: Comply with Section 26 0526.

C. Wiring Connectors for Splices and Taps:

1.  Copper Conductors Size 8 AWG and Smaller: Use twist-on insulated spring connectors.

2.  Copper Conductors Size 6 AWG and Larger: Use mechanical connectors or compression
connectors.

3.  Connectors for Aluminum Conductors: Use compression connectors or mechanical
connectors.

D. Wiring Connectors for Terminations:

1. Provide terminal lugs for connecting conductors to equipment furnished with terminations
designed for terminal lugs.

2. Provide compression adapters for connecting conductors to equipment furnished with
mechanical lugs when only compression connectors are specified.

3.  Where over-sized conductors are larger than the equipment terminations can
accommodate, provide connectors suitable for reducing to appropriate size, but not less
than required for the rating of the overcurrent protective device.

4. Provide motor pigtail connectors for connecting motor leads in order to facilitate
disconnection.

5. Copper Conductors Size 8 AWG and Larger: Use mechanical connectors or compression
connectors where connectors are required.

6. Aluminum Conductors: Use mechanical connectors for all connections.

7. Stranded Conductors Size 10 AWG and Smaller: Use crimped terminals for connections
to terminal screws.

8.  Conductors for Control Circuits: Use crimped terminals for all connections.

E. Do not use insulation-piercing or insulation-displacement connectors designed for use with
conductors without stripping insulation.

F. Do not use push-in wire connectors as a substitute for twist-on insulated spring connectors.
G. Twist-on Insulated Spring Connectors: Rated 600 V, 221 degrees F for standard applications
and 302 degrees F for high temperature applications; pre-filled with sealant and listed as

complying with UL 486D for damp and wet locations.

1. Manufacturers:

a. 3M: www.3m.com/#sle.
b. Ideal Industries, Inc: www.idealindustries.com/#sle.
c. NSl Industries LLC: www.nsiindustries.com/#sle.

H. Mechanical Connectors: Provide bolted type or set-screw type.

1. Manufacturers:

a. Burndy LLC: www.burndy.com/#sle.
b. llsco: www.ilsco.com/#sle.
c. Thomas & Betts Corporation: www.tnb.com/#sle.

I.  Compression Connectors: Provide circumferential type or hex type crimp configuration.

1. Manufacturers:

a. Burndy LLC: www.burndy.com/#sle.
b. llsco: www.ilsco.com/#sle.
c. Thomas & Betts Corporation: www.tnb.com/#sle.
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J.  Crimped Terminals: Nylon-insulated, with insulation grip and terminal configuration suitable for
connection to be made.
1. Manufacturers:
a. Burndy LLC: www.burndy.com/#sle.
b. llsco: www.ilsco.com/#sle.
c. Thomas & Betts Corporation: www.tnb.com/#sle.

2.09 ACCESSORIES

A. Electrical Tape:
1. Manufacturers:
a. 3M: www.3m.com/#sle.
b. Plymouth Rubber Europa: www.plymouthrubber.com/#sle.

2. Vinyl Color Coding Electrical Tape: Integrally colored to match color code indicated; listed
as complying with UL 510; minimum thickness of 7 mil; resistant to abrasion, corrosion,
and sunlight; suitable for continuous temperature environment up to 221 degrees F.

3. Vinyl Insulating Electrical Tape: Complying with ASTM D3005 and listed as complying
with UL 510; minimum thickness of 7 mil; resistant to abrasion, corrosion, and sunlight;
conformable for application down to 0 degrees F and suitable for continuous temperature
environment up to 221 degrees F.

4. Rubber Splicing Electrical Tape: Ethylene Propylene Rubber (EPR) tape, complying with
ASTM D4388; minimum thickness of 30 mil; suitable for continuous temperature
environment up to 194 degrees F and short-term 266 degrees F overload service.

5. Electrical Filler Tape: Rubber-based insulating moldable putty, minimum thickness of 125
mil; suitable for continuous temperature environment up to 176 degrees F.

6. Varnished Cambric Electrical Tape: Cotton cambric fabric tape, with or without adhesive,
oil-primed and coated with high-grade insulating varnish; minimum thickness of 7 mil;
suitable for continuous temperature environment up to 221 degrees F.

7. Moisture Sealing Electrical Tape: Insulating mastic compound laminated to flexible, all-
weather vinyl backing; minimum thickness of 90 mil.

B. Heat Shrink Tubing: Heavy-wall, split-resistant, with factory-applied adhesive; rated 600 V;
suitable for direct burial applications; listed as complying with UL 486D.
1. Manufacturers:
a. 3M: www.3m.com/#sle.
b. Burndy LLC: www.burndy.com/#sle.
c. Thomas & Betts Corporation: www.tnb.com/#sle.

C. Oxide Inhibiting Compound: Listed; suitable for use with the conductors or cables to be
installed.
1. Manufacturers:
a. Burndy LLC: www.burndy.com/#sle.
b. Ideal Industries, Inc: www.idealindustries.com/#sle.
c. llsco: www.ilsco.com/#sle.

D. Wire Pulling Lubricant:
1. Manufacturers:
a. 3M: www.3m.com/#sle.
b. American Polywater Corporation: www.polywater.com/#sle.
c. ldeal Industries, Inc: www.idealindustries.com/#sle.

2. Listed and labeled as complying with UL 267.
3.  Suitable for use with conductors/cables and associated insulation/jackets to be installed.
4. Suitable for use at installation temperature.
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Cable Ties: Material and tensile strength rating suitable for application.
1. Manufacturers:
a. Burndy LLC: www.burndy.com/#sle.

Firestop Sleeves: Listed; provide as required to preserve fire resistance rating of building
elements.
1.  Products:
a. HoldRite, a brand of Reliance Worldwide Corporation; HydroFlame Pro
Series/HydroFlame Custom Built: www.holdrite.com/#sle.

Fire-Protective Coating for Electrical Conductors and Cables: Field-applied, intumescent or
ablative coating designed to prevent ignition and propagation of fire along thermoplastic-
insulated conductors and cables.
1. Pass flammability tests of one of the following:

a. ASTM E84, Class A; maximum flame spread index of 25.

b. FM3971.

c. |EEE 383.

PART 3 EXECUTION
3.01 EXAMINATION

A
B.
C.

D.
E.

Verify that interior of building has been protected from weather.
Verify that work likely to damage wire and cable has been completed.

Verify that raceways, boxes, and equipment enclosures are installed and are properly sized to
accommodate conductors and cables in accordance with NFPA 70.

Verify that field measurements are as indicated.
Verify that conditions are satisfactory for installation prior to starting work.

3.02 INSTALLATION

A. Circuiting Requirements:

1. Unless dimensioned, circuit routing indicated is diagrammatic.

2. When circuit destination is indicated without specific routing, determine exact routing
required.

3. Arrange circuiting to minimize splices.

4. Include circuit lengths required to install connected devices within 10 ft of location
indicated.

5. Maintain separation of Class 1, Class 2, and Class 3 remote-control, signaling, and power-
limited circuits in accordance with NFPA 70.

6. Maintain separation of wiring for emergency systems in accordance with NFPA 70.

7.  Circuiting Adjustments: Unless otherwise indicated, when branch circuits are indicated as
separate, combining them together in a single raceway is not permitted.

8. Common Neutrals: Unless otherwise indicated, sharing of neutral/grounded conductors
among single phase branch circuits of different phases installed in the same raceway is
not permitted. Provide dedicated neutral/grounded conductor for each individual branch
circuit.

9.  Provide oversized neutral/grounded conductors where indicated and as specified below.
a. Provide 200 percent rated neutral for feeders fed from K-rated transformers.

b. Provide 200 percent rated neutral for feeders serving panelboards with 200 percent
rated neutral bus.
B. Install products in accordance with manufacturer's instructions.
C. Perform work in accordance with NECA 1 (general workmanship).
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D. Install underground feeder and branch-circuit cable (Type UF-B) in accordance with NECA 121.
Install metal-clad cable (Type MC) in accordance with NECA 120.

F. Installation in Raceway:

1. Tape ends of conductors and cables to prevent infiltration of moisture and other
contaminants.

2. Pull all conductors and cables together into raceway at same time.

3. Do not damage conductors and cables or exceed manufacturer's recommended maximum
pulling tension and sidewall pressure.

4. Use suitable wire pulling lubricant where necessary, except when lubricant is not
recommended by the manufacturer.

m

G. Exposed Cable Installation (only where specifically permitted):
1. Route cables parallel or perpendicular to building structural members and surfaces.
2. Protect cables from physical damage.

H. Direct Burial Cable Installation:
1. Provide trenching and backfilling in accordance with Section 31 2316 - Excavation and
Section 31 2323 - Fill.
2. Install cable with minimum cover of 24 inches unless otherwise indicated or required.
3.  Protect cables from damage in accordance with NFPA 70.
4. Provide underground warning tape in accordance with Section 26 0553 along entire cable
length.

I.  Paralleled Conductors: Install conductors of the same length and terminate in the same
manner.

J.  Secure and support conductors and cables in accordance with NFPA 70 using suitable
supports and methods approved by the authority having jurisdiction. Provide independent
support from building structure. Do not provide support from raceways, piping, ductwork, or
other systems.

1. Installation Above Suspended Ceilings: Do not provide support from ceiling support
system. Do not provide support from ceiling grid or allow conductors and cables to lay on
ceiling tiles.

2. Installation in Vertical Raceways: Provide supports where vertical rise exceeds
permissible limits.

K. Terminate cables using suitable fittings.

1. Metal-Clad Cable (Type MC):

a. Use listed fittings.
b. Cut cable armor only using specialized tools to prevent damaging conductors or
insulation. Do not use hacksaw or wire cutters to cut armor.

L. Variable-Frequency Drive Cable: Terminate shielding at both variable-frequency motor
controller and associated motor using glands or termination kits recommended by
manufacturer.

M. Install conductors with a minimum of 12 inches of slack at each outlet.

N. Neatly train and bundle conductors inside boxes, wireways, panelboards and other equipment
enclosures.

O. Group or otherwise identify neutral/grounded conductors with associated ungrounded
conductors inside enclosures in accordance with NFPA 70.

P. Make wiring connections using specified wiring connectors.
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u.

V.

1. Make splices and taps only in accessible boxes. Do not pull splices into raceways or make
splices in conduit bodies or wiring gutters.

2. Remove appropriate amount of conductor insulation for making connections without
cutting, nicking or damaging conductors.

3. Do not remove conductor strands to facilitate insertion into connector.

4. Clean contact surfaces on conductors and connectors to suitable remove corrosion,
oxides, and other contaminates. Do not use wire brush on plated connector surfaces.

5. Mechanical Connectors: Secure connections according to manufacturer's recommended
torque settings.

6. Compression Connectors: Secure connections using manufacturer's recommended tools
and dies.

Insulate splices and taps that are made with uninsulated connectors using methods suitable for

the application, with insulation and mechanical strength at least equivalent to unspliced

conductors.

1. Dry Locations: Use insulating covers specifically designed for the connectors, electrical
tape, or heat shrink tubing.

a. For taped connections, first apply adequate amount of rubber splicing electrical tape
or electrical filler tape, followed by outer covering of vinyl insulating electrical tape.

b. For taped connections likely to require re-entering, including motor leads, first apply
varnished cambric electrical tape, followed by adequate amount of rubber splicing
electrical tape, followed by outer covering of vinyl insulating electrical tape.

2. Damp Locations: Use insulating covers specifically designed for the connectors, electrical
tape, or heat shrink tubing.

a. For connections with insulating covers, apply outer covering of moisture sealing
electrical tape.

b. For taped connections, follow same procedure as for dry locations but apply outer
covering of moisture sealing electrical tape.

Insulate ends of spare conductors using vinyl insulating electrical tape.

Field-Applied Color Coding: Where vinyl color coding electrical tape is used in lieu of integrally
colored insulation as permitted in Part 2 under "Color Coding", apply half overlapping turns of
tape at each termination and at each location conductors are accessible.

Identify conductors and cables in accordance with Section 26 0553.

Install firestopping to preserve fire resistance rating of partitions and other elements, using
materials and methods specified in Section 07 8400.

Unless specifically indicated to be excluded, provide final connections to all equipment and
devices, including those furnished by others, as required for a complete operating system.

3.03 FIELD QUALITY CONTROL

A. See Section 01 4000 - Quality Requirements, for additional requirements.

B. Inspect and test in accordance with NETA ATS, except Section 4.

C. Perform inspections and tests listed in NETA ATS, Section 7.3.2. The insulation resistance test
is required for all conductors. The resistance test for parallel conductors listed as optional is not
required.

1. Disconnect surge protective devices (SPDs) prior to performing any high potential testing.
Replace SPDs damaged by performing high potential testing with SPDs connected.
D. Correct deficiencies and replace damaged or defective conductors and cables.
END OF SECTION
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SECTION 26 0526
GROUNDING AND BONDING FOR ELECTRICAL SYSTEMS

PART 1 GENERAL
1.01 SECTION INCLUDES

A.

IO@TMUOW

Grounding and bonding requirements.
Conductors for grounding and bonding.
Connectors for grounding and bonding.
Ground bars.

Ground rod electrodes.
Chemically-enhanced ground electrodes.
Ground plate electrodes.

Ground enhancement material.

Ground access wells.

1.02 RELATED REQUIREMENTS

A.

B.

Section 26 0519 - Low-Voltage Electrical Power Conductors and Cables: Additional
requirements for conductors for grounding and bonding, including conductor color coding.
1. Includes oxide inhibiting compound.

Section 26 0553 - Identification for Electrical Systems: Identification products and
requirements.

1.03 REFERENCE STANDARDS

A

B.
C.
D.

E.

F.
G.

IEEE 81 - IEEE Guide for Measuring Earth Resistivity, Ground Impedance, and Earth Surface
Potentials of a Grounding System; 2025.

NECA 1 - Standard for Good Workmanship in Electrical Construction; 2023.
NEMA GR 1 - Grounding Rod Electrodes and Grounding Rod Electrode Couplings; 2022.

NETA ATS - Standard for Acceptance Testing Specifications for Electrical Power Equipment
And Systems; 2025.

NFPA 70 - National Electrical Code; Most Recent Edition Adopted by Authority Having
Jurisdiction, Including All Applicable Amendments and Supplements.

NFPA 99 - Health Care Facilities Code; 2024, with Errata.
UL 467 - Grounding and Bonding Equipment; Current Edition, Including All Revisions.

1.04 ADMINISTRATIVE REQUIREMENTS

A.

B.

Coordination:

1.  Coordinate the work with other trades to provide steel reinforcement complying with
specified requirements for concrete-encased electrode.

2. Notify Architect of any conflicts with or deviations from Contract Documents. Obtain
direction before proceeding with work.

Sequencing:
1. Do not install ground rod electrodes until final backfill and compaction is complete.

1.05 SUBMITTALS

A. See Section 01 3000 - Administrative Requirements for submittals procedures.
B. Product Data: Provide manufacturer's standard catalog pages and data sheets for grounding
and bonding system components.
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E.
F.

Shop Drawings:
1. Indicate proposed arrangement for signal reference grids. Include locations of items to be
bonded and methods of connection.

Manufacturer's Instructions: Indicate application conditions and limitations of use stipulated by
product testing agency. Include instructions for storage, handling, protection, examination,
preparation, and installation of product.

Field quality control test reports.

Project Record Documents: Record actual locations of grounding electrode system
components and connections.

1.06 QUALITY ASSURANCE

A.
B.

C.

Comply with requirements of NFPA 70.

Maintain at the project site a copy of each referenced document that prescribes execution
requirements.

Manufacturer Qualifications: Company specializing in manufacturing the products specified in
this section with minimum three years documented experience.

1.07 DELIVERY, STORAGE, AND HANDLING

A.

Receive, inspect, handle, and store products in accordance with manufacturer's instructions.

PART 2 PRODUCTS
2.01 GROUNDING AND BONDING REQUIREMENTS

A. Do not use products for applications other than as permitted by NFPA 70 and product listing.

B. Unless specifically indicated to be excluded, provide all required components, conductors,
connectors, conduit, boxes, fittings, supports, accessories, etc. as necessary for a complete
grounding and bonding system.

C. Where conductor size is not indicated, size to comply with NFPA 70 but not less than applicable
minimum size requirements specified.

D. Grounding System Resistance:

1. Achieve specified grounding system resistance under normally dry conditions unless
otherwise approved by Architect. Precipitation within the previous 48 hours does not
constitute normally dry conditions.

2. Grounding Electrode System: Not greater than 5 ohms to ground, when tested according
to IEEE 81 using "fall-of-potential" method.

3. Between Grounding Electrode System and Major Electrical Equipment Frames, System
Neutral, and Derived Neutral Points: Not greater than 0.5 ohms, when tested using "point-
to-point" methods.

E. Grounding Electrode System:

1. Provide connection to required and supplemental grounding electrodes indicated to form
grounding electrode system.

a. Provide continuous grounding electrode conductors without splice or joint.

b. Install grounding electrode conductors in raceway where exposed to physical
damage. Bond grounding electrode conductor to metallic raceways at each end with
bonding jumper.

2. Metal In-Ground Support Structure:

a. Provide connection to metal in-ground support structure that is in direct contact with
earth in accordance with NFPA 70.

3. Concrete-Encased Electrode:
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a. Provide connection to concrete-encased electrode consisting of not less than 20 feet
of either steel reinforcing bars or bare copper conductor not smaller than 4 AWG
embedded within concrete foundation or footing that is in direct contact with earth in
accordance with NFPA 70.

Ground Ring:

a. Provide a ground ring encircling the building or structure consisting of bare copper
conductor not less than 2 AWG in direct contact with earth, installed at a depth of not
less than 30 inches.

Ground Rod Electrode(s):

a. Provide three electrodes in an equilateral triangle configuration unless otherwise
indicated or required.

b. Space electrodes not less than 10 feet from each other and any other ground
electrode.

c. Where location is not indicated, locate electrode(s) at least 5 feet outside building
perimeter foundation as near as possible to electrical service entrance; where
possible, locate in softscape (uncovered) area.

Provide additional ground electrode(s) as required to achieve specified grounding

electrode system resistance.

Ground Bar: Provide ground bar, separate from service equipment enclosure, for

common connection point of grounding electrode system bonding jumpers as permitted in

NFPA 70. Connect grounding electrode conductor provided for service-supplied system

grounding to this ground bar.

a. Ground Bar Size: 1/4 by 4 by 12 inches unless otherwise indicated or required.

b. Where ground bar location is not indicated, locate in accessible location as near as
possible to service disconnect enclosure.

c. Ground Bar Mounting Height: 18 inches above finished floor unless otherwise
indicated.

F. Service-Supplied System Grounding:

1.

For each service disconnect, provide grounding electrode conductor to connect neutral
(grounded) service conductor to grounding electrode system. Unless otherwise indicated,
make connection at neutral (grounded) bus in service disconnect enclosure.

For each service disconnect, provide main bonding jumper to connect neutral (grounded)
bus to equipment ground bus where not factory-installed. Do not make any other
connections between neutral (grounded) conductors and ground on load side of service
disconnect.

G. Grounding for Separate Building or Structure Supplied by Feeder(s) or Branch Circuits:

1.
2.
3.

4.

Provide grounding electrode system for each separate building or structure.

Provide equipment grounding conductor routed with supply conductors.

For each disconnecting means, provide grounding electrode conductor to connect
equipment ground bus to grounding electrode system.

Do not make any connections and remove any factory-installed jumpers between neutral
(grounded) conductors and ground.

H. Separately Derived System Grounding:

1.

Separately derived systems include, but are not limited to:
a. Transformers (except autotransformers such as buck-boost transformers).
b. Generators, when neutral is switched in the transfer switch.

2. Provide grounding electrode conductor to connect derived system grounded conductor to
nearest effectively grounded metal building frame. Unless otherwise indicated, make
connection at neutral (grounded) bus in source enclosure.
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Provide bonding jumper to connect derived system grounded conductor to nearest metal
building frame and nearest metal water piping in the area served by the derived system,
where not already used as a grounding electrode for the derived system. Make connection
at same location as grounding electrode conductor connection.

Outdoor Source: Where the source of the separately derived system is located outside
the building or structure supplied, provide connection to grounding electrode at source in
accordance with NFPA 70.

Provide system bonding jumper to connect system grounded conductor to equipment
ground bus. Make connection at same location as grounding electrode conductor
connection. Do not make any other connections between neutral (grounded) conductors
and ground on load side of separately derived system disconnect.

Where the source and first disconnecting means are in separate enclosures, provide
supply-side bonding jumper between source and first disconnecting means.

I.  Bonding and Equipment Grounding:

1.

10.

Provide bonding for equipment grounding conductors, equipment ground busses, metallic

equipment enclosures, metallic raceways and boxes, device grounding terminals, and

other normally non-current-carrying conductive materials enclosing electrical

conductors/equipment or likely to become energized as indicated and in accordance with

NFPA 70.

Provide insulated equipment grounding conductor in each feeder and branch circuit

raceway. Do not use raceways as sole equipment grounding conductor.

Where circuit conductor sizes are increased for voltage drop, increase size of equipment

grounding conductor proportionally in accordance with NFPA 70.

Unless otherwise indicated, connect wiring device grounding terminal to branch circuit

equipment grounding conductor and to outlet box with bonding jumper.

Terminate branch circuit equipment grounding conductors on solidly bonded equipment

ground bus only. Do not terminate on neutral (grounded) or isolated/insulated ground bus.

Provide bonding jumper across expansion or expansion/deflection fittings provided to

accommodate conduit movement.

Provide bonding for interior metal piping systems in accordance with NFPA 70. This

includes, but is not limited to:

a. Metal water piping where not already effectively bonded to metal underground water
pipe used as grounding electrode.

b. Metal gas piping.

c. Metal process piping.

Provide bonding for metal building frame.

Provide bonding for metal siding not effectively bonded through attachment to metal

building frame.

Provide redundant grounding and bonding for patient care areas of health care facilities in

accordance with NFPA 70 and NFPA 99.

J. Isolated Ground System:

1.

2.

3.

Where isolated ground receptacles or other isolated ground connections are indicated,
provide separate isolated/insulated equipment grounding conductors.

Connect isolated/insulated equipment grounding conductors only to separate
isolated/insulated equipment ground busses.

Connect the isolated/insulated equipment grounding conductors to the solidly bonded
equipment ground bus only at the service disconnect or separately derived system
disconnect. Do not make any other connections between isolated ground system and
normal equipment ground system on the load side of this connection.

K. Communications Systems Grounding and Bonding:

INNOVATIVE ENGINEERING GROUP 26 0526 - 4

Grounding And Bonding For Electrical Systems



Tomball ISD — Intermediate School Replacement (0802-04-01)
Tomball, Texas

1. Provide intersystem bonding termination at service equipment or metering equipment
enclosure and at disconnecting means for any additional buildings or structures in
accordance with NFPA 70.

2. Provide bonding jumper in raceway from intersystem bonding termination to each
communications room or backboard and provide ground bar for termination.

a. Bonding Jumper Size: 6 AWG, unless otherwise indicated or required.

b. Raceway Size: 3/4 inch trade size unless otherwise indicated or required.

c. Ground Bar Size: 1/4 by 4 by 20 inches unless otherwise indicated or required.

d. Ground Bar Mounting Height: 72 inches above finished floor unless otherwise
indicated.

2.02 GROUNDING AND BONDING COMPONENTS

A. General Requirements:
1. Provide products listed, classified, and labeled as suitable for the purpose intended.
2. Provide products listed and labeled as complying with UL 467 where applicable.
B. Conductors for Grounding and Bonding, in Addition to Requirements of Section 26 0526:
1. Use insulated copper conductors unless otherwise indicated.
a. Exceptions:
1)  Use bare copper conductors where installed underground in direct contact with
earth.
2) Use bare copper conductors where directly encased in concrete (not in
raceway).
C. Connectors for Grounding and Bonding:
1. Description: Connectors appropriate for the application and suitable for the conductors
and items to be connected; listed and labeled as complying with UL 467.
2. Unless otherwise indicated, use exothermic welded connections for underground,
concealed and other inaccessible connections.
3. Unless otherwise indicated, use mechanical connectors, compression connectors, or
exothermic welded connections for accessible connections.
4. Manufacturers - Mechanical and Compression Connectors:
a. Burndy LLC: www.burndy.com/#sle.
b. nVent ERICO: www.nvent.com/#sle.
c. Thomas & Betts Corporation: www.tnb.com/#sle.
5. Manufacturers - Exothermic Welded Connections:
a. Burndy LLC: www.burndy.com/#sle.
b. nVent ERICO; Cadweld: www.nvent.com/#sle.
c. thermOweld, subsidiary of Continental Industries; division of Burndy LLC:
www.thermoweld.com/#sle.
D. Ground Bars:
1. Description: Copper rectangular ground bars with mounting brackets and insulators.
2. Size: As indicated.
3.  Holes for Connections: As indicated or as required for connections to be made.
4. Manufacturers:
a. Harger Lightning & Grounding: www.harger.com/#sle.
b. nVent ERICO: www.nvent.com/#sle.
c. thermOweld, subsidiary of Continental Industries; division of Burndy LLC:
www.thermoweld.com/#sle.
E. Ground Rod Electrodes:
1. Comply with NEMA GR 1.
2. Material: Copper-bonded (copper-clad) steel.
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3. Size: 3/4 inch diameter by 10 feet length, unless otherwise indicated.
4. Manufacturers:

a. allG Fabrication: www.allgfab.com/#sle.

b. Galvan Industries, Inc: www.galvanelectrical.com/#sle.

c. Harger Lightning & Grounding: www.harger.com/#sle.

d. nVent ERICO: www.nvent.com/#sle.

F. Chemically-Enhanced Ground Electrodes:
1. Description: Copper tube factory-filled with electrolytic salts designed to provide a low-
impedance ground in locations with high soil resistivity; straight (for vertical installations)
or L-shaped (for horizontal installations) as indicated or as required.

2.  Length: 10 feet.

3. Integral Pigtail: Factory-attached, sized not less than grounding electrode conductor to be
attached.

4. Backfill Material: Grounding enhancement material recommended by electrode
manufacturer.

5. Manufacturers:
a. allG Fabrication: www.allgfab.com/#sle.
b. Harger Lightning & Grounding: www.harger.com/#sle.
c. nVent ERICO: www.nvent.com/#sle.
d. thermOweld, subsidiary of Continental Industries; division of Burndy LLC:
www.thermoweld.com/#sle.

G. Ground Plate Electrodes:

1. Material: Copper.

2. Size: 24 by 24 by 1/4 inches, unless otherwise indicated.

3. Manufacturers:
a. allG Fabrication: www.allgfab.com/#sle.
b. Harger Lightning & Grounding: www.harger.com/#sle.
c. nVent ERICO: www.nvent.com/#sle.
d. thermOweld, subsidiary of Continental Industries; division of Burndy LLC:

www.thermoweld.com/#sle.

H. Ground Enhancement Material:
1.  Description: Factory-mixed conductive material designed for permanent and
maintenance-free improvement of grounding effectiveness by lowering resistivity.
2. Resistivity: Not more than 20 ohm-cm in final installed form.
3. Manufacturers:
a. Harger Lightning & Grounding: www.harger.com/#sle.
b. nVent ERICO; GEM: www.nvent.com/#sle.
c. thermOweld, subsidiary of Continental Industries; division of Burndy LLC:
www.thermoweld.com/#sle.

I.  Ground Access Wells:
1.  Description: Open bottom round or rectangular well with access cover for testing and
inspection; suitable for the expected load at the installed location.
2. Size: As required to provide adequate access for testing and inspection, but not less than
minimum size requirements specified.
a. Round Wells: Not less than 8 inches in diameter.
3. Depth: As required to extend below frost line to prevent frost upheaval, but not less than
10 inches.
Cover: Factory-identified by permanent means with word "GROUND".
5. Manufacturers:

P
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allG Fabrication: www.allgfab.com/#sle.

Harger Lightning & Grounding: www.harger.com/#sle.

nVent ERICO: www.nvent.com/#sle.

thermOweld, subsidiary of Continental Industries; division of Burndy LLC:
www.thermoweld.com/#sle.

aoop

PART 3 EXECUTION
3.01 EXAMINATION

A

B.
C.

Verify that work likely to damage grounding and bonding system components has been
completed.

Verify that field measurements are as indicated.
Verify that conditions are satisfactory for installation prior to starting work.

3.02 INSTALLATION

A.
B.
C.

F.

Install products in accordance with manufacturer's instructions.
Perform work in accordance with NECA 1 (general workmanship).

Ground Rod Electrodes: Unless otherwise indicated, install ground rod electrodes vertically.

Where encountered rock prohibits vertical installation, install at 45 degree angle or bury

horizontally in trench at least 30 inches (750 mm) deep in accordance with NFPA 70 or provide

ground plates.

1. Outdoor Installations: Unless otherwise indicated, install with top of rod 6 inches below
finished grade.

Ground Plate Electrodes: Unless otherwise indicated, install ground plate electrodes at a depth
of not less than 30 inches.

Make grounding and bonding connections using specified connectors.

1. Remove appropriate amount of conductor insulation for making connections without
cutting, nicking or damaging conductors. Do not remove conductor strands to facilitate
insertion into connector.

2. Remove nonconductive paint, enamel, or similar coating at threads, contact points, and
contact surfaces.

3.  Exothermic Welds: Make connections using molds and weld material suitable for the
items to be connected in accordance with manufacturer's recommendations.

4. Mechanical Connectors: Secure connections according to manufacturer's recommended
torque settings.

5. Compression Connectors: Secure connections using manufacturer's recommended tools
and dies.

Identify grounding and bonding system components in accordance with Section 26 0553.

3.03 FIELD QUALITY CONTROL

A. See Section 01 4000 - Quality Requirements, for additional requirements.

B. Inspect and test in accordance with NETA ATS except Section 4.

C. Perform inspections and tests listed in NETA ATS, Section 7.13.

D. Perform ground electrode resistance tests under normally dry conditions. Precipitation within
the previous 48 hours does not constitute normally dry conditions.

E. Investigate and correct deficiencies where measured ground resistances do not comply with
specified requirements.

F. Submit detailed reports indicating inspection and testing results and corrective actions taken.

END OF SECTION
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SECTION 26 0529
HANGERS AND SUPPORTS FOR ELECTRICAL SYSTEMS

PART 1 GENERAL
1.01 SECTION INCLUDES

A.

Support and attachment requirements and components for equipment, conduit, cable, boxes,
and other electrical work.

1.02 RELATED REQUIREMENTS

A.
B.

C.

D.

E.

Section 05 5000 - Metal Fabrications: Materials and requirements for fabricated metal supports.

Section 26 0533.13 - Conduit for Electrical Systems: Additional support and attachment
requirements for conduits.

Section 26 0533.16 - Boxes for Electrical Systems: Additional support and attachment
requirements for boxes.

Section 26 5100 - Interior Lighting: Additional support and attachment requirements for interior
luminaires.

Section 26 5600 - Exterior Lighting: Additional support and attachment requirements for
exterior luminaires.

1.03 REFERENCE STANDARDS

A.

B.

m

ASTM A123/A123M - Standard Specification for Zinc (Hot-Dip Galvanized) Coatings on Iron
and Steel Products; 2024.

ASTM A153/A153M - Standard Specification for Zinc Coating (Hot-Dip) on Iron and Steel
Hardware; 2023.

ASTM B633 - Standard Specification for Electrodeposited Coatings of Zinc on Iron and Steel;
2023.

MFMA-4 - Metal Framing Standards Publication; 2004.
NECA 1 - Standard for Good Workmanship in Electrical Construction; 2023.

NFPA 70 - National Electrical Code; Most Recent Edition Adopted by Authority Having
Jurisdiction, Including All Applicable Amendments and Supplements.

1.04 SUBMITTALS

A.
B.

See Section 01 3000 - Administrative Requirements for submittal procedures.

Product Data: Provide manufacturer's standard catalog pages and data sheets for
channel/strut framing systems, nonpenetrating rooftop supports, and post-installed
concrete/masonry anchors.

Shop Drawings: Include details for fabricated hangers and supports where materials or
methods other than those indicated are proposed for substitution.

Manufacturer's Instructions: Indicate application conditions and limitations of use stipulated by
product testing agency. Include instructions for storage, handling, protection, examination,
preparation, and installation of product.

1.05 QUALITY ASSURANCE

A. Maintain at project site one copy of each referenced document that prescribes execution
requirements.
B. Installer Qualifications for Powder-Actuated Fasteners: Certified by fastener system
manufacturer with current operator's license.
C. Installer Qualifications for Field Welding: See Section 05 5000.
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1.06 DELIVERY, STORAGE, AND HANDLING

A. Receive, inspect, handle, and store products in accordance with manufacturer's instructions.
PART 2 PRODUCTS
2.01 SUPPORT AND ATTACHMENT COMPONENTS

A. General Requirements:

1.

Comply with the following. Where requirements differ, comply with most stringent.

a. NFPA7O.

b. Applicable building code.

c. Requirements of authorities having jurisdiction.

Provide required hangers, supports, anchors, fasteners, fittings, accessories, and

hardware as necessary for complete installation of electrical work.

Provide products listed, classified, and labeled as suitable for purpose intended, where

applicable.

Where support and attachment component types and sizes are not indicated, select in

accordance with manufacturer's application criteria as required for load to be supported.

Include consideration for vibration, equipment operation, and shock loads where

applicable.

Do not use products for applications other than as permitted by NFPA 70 and product

listing.

Do not use wire, chain, perforated pipe strap, or wood for permanent supports unless

specifically indicated or permitted.

Steel Components: Use corrosion-resistant materials suitable for environment where

installed.

a. Indoor Dry Locations: Use zinc-plated steel or approved equivalent unless otherwise
indicated.

b. Outdoor and Damp or Wet Indoor Locations: Use galvanized steel, stainless steel, or
approved equivalent unless otherwise indicated.

c. Zinc-Plated Steel: Electroplated in accordance with ASTM B633.

d. Galvanized Steel: Hot-dip galvanized after fabrication in accordance with ASTM
A123/A123M or ASTM A153/A153M.

B. Conduit and Cable Supports: Straps and clamps suitable for conduit or cable to be supported.

1.

2.
3.

Manufacturers:

a. ABB: www.electrification.us.abb.com/#sle.

b. Eaton Corporation: www.eaton.com/#sle.

c. Emerson Electric Co; O-Z/Gedney: www.emerson.com/#sle.
d. nVent; Caddy: www.nvent.com/#sle.

Conduit Straps: One-hole or two-hole type; steel or malleable iron.
Conduit Clamps: Bolted type unless otherwise indicated.

C. Outlet Box Supports: Hangers and brackets suitable for boxes to be supported.

1.

Manufacturers:

a. ABB: www.electrification.us.abb.com/#sle.

b. Eaton Corporation: www.eaton.com/#sle.

c. Emerson Electric Co; O-Z/Gedney: www.emerson.com/#sle.
d. nVent; Caddy: www.nvent.com/#sle.

D. Metal Channel/Strut Framing Systems:

1.

Manufacturers:
a. ABB: www.electrification.us.abb.com/#sle.
b. Atkore International Inc; Unistrut: www.unistrut.us/#sle.
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5.
6.

c. Eaton Corporation: www.eaton.com/#sle.

d. Source Limitations: Furnish channel/strut and associated fittings, accessories, and
hardware produced by single manufacturer.

Description: Factory-fabricated, continuous-slot, metal channel/strut and associated

fittings, accessories, and hardware required for field assembly of supports.

Comply with MFMA-4.

Channel Material:

a. Indoor Dry Locations: Use painted steel, zinc-plated steel, or galvanized steel.

b. Outdoor and Damp or Wet Indoor Locations: Use galvanized steel.

Minimum Channel Thickness: Steel sheet, 12 gauge, 0.1046 inch.

Minimum Channel Dimensions: 1-5/8 inch wide by 13/16 inch high.

E. Hanger Rods: Threaded, zinc-plated steel unless otherwise indicated.

1.

Minimum Size, Unless Otherwise Indicated or Required:

Equipment Supports: 1/2-inch diameter.

Single Conduit up to 1-inch (27 mm) Trade Size: 1/4-inch diameter.
Single Conduit Larger than 1-inch (27 mm) Trade Size: 3/8-inch diameter.
Trapeze Support for Multiple Conduits: 3/8-inch diameter.

Outlet Boxes: 1/4-inch diameter.

Luminaires: 1/4-inch diameter.

-0 Qo0 T

F. Nonpenetrating Rooftop Supports for Low-Slope Roofs:

1.

Manufacturers:

a. Atkore International Inc; Unistrut: www.unistrut.us/#sle.

b. Eaton Corporation: www.eaton.com/#sle.

c. nVent; Caddy: www.nvent.com/#sle.

Description: Steel pedestals with thermoplastic or rubber bases that rest on top of roofing
membrane, not requiring attachment to roof structure and not penetrating roofing
assembly, with support fixtures as specified.

Base Sizes: As required to distribute load sufficiently to prevent indentation of roofing
assembly.

Attachment/Support Fixtures: As recommended by manufacturer, same type as indicated
for equivalent indoor hangers and supports.

Mounting Height: Provide minimum clearance of 6 inches under supported component to
top of roofing.

G. Anchors and Fasteners:

1.

Manufacturers - Mechanical Anchors:

a. Dewalt: anchors.dewalt.com/#sle.

b. Hilti, Inc: www.hilti.com/#sle.

c. ITW Red Head, a division of lllinois Tool Works, Inc: www.itwredhead.com/#sle.

2. Manufacturers - Powder-Actuated Fastening Systems:
a. Dewalt: anchors.dewalt.com/#sle.
b. Hilti, Inc: www.hilti.com/#sle.
c. ITW Ramset, a division of lllinois Tool Works, Inc: www.ramset.com/#sle.

3. Unless otherwise indicated and where not otherwise restricted, use anchor and fastener
types indicated for specified applications.

4. Preset Concrete Inserts: Continuous metal channel/strut and spot inserts specifically
designed to be cast in concrete ceilings, walls, and floors.
a. Manufacturer: Same as manufacturer of metal channel/strut framing system.
b. Comply with MFMA-4.
c. Channel Material: Use galvanized steel.

INNOVATIVE ENGINEERING GROUP 26 0529 - 3

Hangers And Supports For Electrical Systems



Tomball ISD — Intermediate School Replacement (0802-04-01)
Tomball, Texas

d. Minimum Channel Thickness: Steel sheet, 12 gauge, 0.1046 inch minimum base
metal thickness.
5. Post-Installed Concrete and Masonry Anchors: Evaluated and recognized by ICC
Evaluation Service, LLC (ICC-ES) for compliance with applicable building code.

PART 3 EXECUTION
3.01 EXAMINATION

A.
B.
C.

Verify that field measurements are as indicated.
Verify that mounting surfaces are ready to receive support and attachment components.
Verify that conditions are satisfactory for installation prior to starting work.

3.02 INSTALLATION

A.
B.
C.

zZ - X< -
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P.

Install products in accordance with manufacturer's instructions.
Install hangers and supports in accordance with NECA 1.

Install anchors and fasteners in accordance with ICC Evaluation Services, LLC (ICC-ES)
evaluation report conditions of use where applicable.

Provide independent support from building structure. Do not provide support from piping,
ductwork, or other systems.

Unless specifically indicated or approved by Architect, do not provide support from suspended
ceiling support system or ceiling grid.

Unless specifically indicated or approved by Architect, do not provide support from roof deck.

Do not penetrate or otherwise notch or cut structural members without approval of Structural
Engineer.

Equipment Support and Attachment:

1. Use metal, fabricated supports or supports assembled from metal channel/strut to support
equipment as required.

2. Use metal channel/strut secured to studs to support equipment surface mounted on
hollow stud walls when wall strength is not sufficient to resist pull-out.

3. Use metal channel/strut to support surface-mounted equipment in wet or damp locations
to provide space between equipment and mounting surface.

4. Securely fasten floor-mounted equipment. Do not install equipment such that it relies on
its own weight for support.

Conduit Support and Attachment: See Section 26 0533.13 for additional requirements.

Box Support and Attachment: See Section 26 0533.16 for additional requirements.

Interior Luminaire Support and Attachment: See Section 26 5100 for additional requirements.
Exterior Luminaire Support and Attachment: See Section 26 5600 for additional requirements.

Preset Concrete Inserts: Use manufacturer provided closure strips to inhibit concrete seepage
during concrete pour.

Secure fasteners in accordance with manufacturer's recommended torque settings.
Remove temporary supports.

Identify independent electrical component support wires above accessible ceilings, where
permitted, with color distinguishable from ceiling support wires in accordance with NFPA 70.

3.03 FIELD QUALITY CONTROL

A. See Section 01 4000 - Quality Requirements for additional requirements.
B. Inspect support and attachment components for damage and defects.
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C. Repair cuts and abrasions in galvanized finishes using zinc-rich paint recommended by
manufacturer. Replace components that exhibit signs of corrosion.

D. Correct deficiencies and replace damaged or defective support and attachment components.
END OF SECTION
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SECTION 26 0533.13
CONDUIT FOR ELECTRICAL SYSTEMS

PART 1 GENERAL
1.01 SECTION INCLUDES

A.

T I @mMmMmMmOO W

J.

Galvanized steel rigid metal conduit (RMC).

Aluminum rigid metal conduit (RMC).

Galvanized steel intermediate metal conduit (IMC).
PVC-coated galvanized steel rigid metal conduit (RMC).
Flexible metal conduit (FMC).

Liquidtight flexible metal conduit (LFMC).

Galvanized steel electrical metallic tubing (EMT).
Stainless steel electrical metallic tubing (EMT).
Aluminum electrical metallic tubing (EMT).

Rigid polyvinyl chloride (PVC) conduit.

1.02 RELATED REQUIREMENTS

A
B.
C.

m

G.

H.

Section 03 3000 - Cast-in-Place Concrete: Concrete encasement of conduits.
Section 07 8400 - Firestopping.

Section 26 0526 - Grounding and Bonding for Electrical Systems.
1.  Includes additional requirements for fittings for grounding and bonding.

Section 26 0529 - Hangers and Supports for Electrical Systems.
Section 26 0548 - Vibration and Seismic Controls for Electrical Systems.

Section 26 0553 - Identification for Electrical Systems: Identification products and
requirements.

Section 26 2100 - Low-Voltage Electrical Service Entrance: Additional requirements for
electrical service conduits.

Section 31 2316 - Excavation.
Section 31 2323 - Fill: Bedding and backfilling.

1.03 REFERENCE STANDARDS

A. ANSI C80.1 - American National Standard for Electrical Rigid Steel Conduit (ERSC); 2025.

B. ANSI C80.3 - American National Standard for Electrical Metallic Tubing -- Steel (EMT-S); 2020.

C. ANSI C80.5 - American National Standard for Electrical Rigid Metal Conduit - Aluminum
(ERMC-A); 2025.

D. ANSI C80.6 - American National Standard for Electrical Intermediate Metal Conduit; 2025.

E. NECA 1 - Standard for Good Workmanship in Electrical Construction; 2023.

F. NECA 101 - Standard for Installing Steel Conduits (Rigid, IMC, EMT); 2020.

G. NECA 102 - Standard for Installing Aluminum Rigid Metal Conduit; 2004.

H. NECA 111 - Standard for Installing Nonmetallic Raceways (RNC, ENT, LFNC); 2025.

I.  NEMA FB 1 - Fittings, Cast Metal Boxes, and Conduit Bodies for Conduit, Electrical Metallic
Tubing, and Cable; 2014.
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J. NEMA RN 1 - Polyvinyl-Chloride (PVC) Externally Coated Galvanized Rigid Steel Metal
Conduit and Intermediate Metal Conduit; 2018.

NEMA TC 2 - Electrical Polyvinyl Chloride (PVC) Conduit; 2020.

L. NEMA TC 3 - Polyvinyl Chloride (PVC) Fittings for Use with Rigid PVC Conduit and Tubing;
2021.

M. NFPA 70 - National Electrical Code; Most Recent Edition Adopted by Authority Having
Jurisdiction, Including All Applicable Amendments and Supplements.

N. UL 1 - Flexible Metal Conduit; Current Edition, Including All Revisions.

O. UL 6 - Electrical Rigid Metal Conduit-Steel; Current Edition, Including All Revisions.

P. UL 6A - Electrical Rigid Metal Conduit-Aluminum, Red Brass, and Stainless Steel; Current
Edition, Including All Revisions.

Q. UL 360 - Liquid-Tight Flexible Metal Conduit; Current Edition, Including All Revisions.

R. UL 514A - Metallic Outlet Boxes; Current Edition, Including All Revisions.

S. UL 514B - Conduit, Tubing, and Cable Fittings; Current Edition, Including All Revisions.

T. UL 651 - Schedule 40, 80, Type EB and A Rigid PVC Conduit and Fittings; Current Edition,
Including All Revisions.

U. UL 797 - Electrical Metallic Tubing-Steel; Current Edition, Including All Revisions.

V. UL 797A - Electrical Metallic Tubing - Aluminum and Stainless Steel; Current Edition, Including

All Revisions.
W. UL 1242 - Electrical Intermediate Metal Conduit-Steel; Current Edition, Including All Revisions.
X.

UL 2419 - Outline of Investigation for Electrically Conductive Corrosion Resistant Compounds;
Current Edition, Including All Revisions.

1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements for submittals procedures.

B. Product Data: Provide manufacturer's standard catalog pages and data sheets for conduits
and fittings.

C. Shop Drawings:
1. Indicate proposed arrangement for conduits to be installed within structural concrete
slabs, where permitted.
2. Include proposed locations of roof penetrations and proposed methods for sealing.

D. Project Record Documents: Record actual routing for conduits installed underground, conduits
embedded within concrete slabs, and conduits 2-inch (53 mm) trade size and larger.

1.05 QUALITY ASSURANCE

A. Documents at Project Site: Maintain at project site one copy of manufacturer's instructions and
shop drawings.

1.06 DELIVERY, STORAGE, AND HANDLING

A. Receive, inspect, handle, and store conduit and fittings in accordance with manufacturer's
instructions.

PART 2 PRODUCTS
2.01 CONDUIT APPLICATIONS

A. Do not use conduit and associated fittings for applications other than as permitted by NFPA 70,
manufacturer's instructions, and product listing.
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B. Unless otherwise indicated and where not otherwise restricted, use conduit types indicated for
specified applications. Where more than one listed application applies, comply with most
restrictive requirements. Where conduit type for particular application is not specified, use
galvanized steel rigid metal conduit.

C. Underground:

1. Under Slab on Grade: Use rigid PVC conduit.

2.  Exterior, Direct-Buried: Use rigid PVC conduit.

3.  Exterior, Embedded Within Concrete: Use galvanized steel rigid metal conduit (RMC),
galvanized steel intermediate metal conduit (IMC), PVC-coated galvanized steel rigid
metal conduit (RMC), or rigid PVC conduit.

4.  Where rigid polyvinyl chloride (PVC) conduit is provided, transition to galvanized steel rigid
metal conduit (RMC), galvanized steel intermediate metal conduit (IMC), galvanized steel
electrical metallic tubing (EMT), aluminum electrical metallic tubing (EMT), or schedule 80
rigid PVC conduit where emerging from underground.

5. Where rigid polyvinyl (PVC) conduit larger than 2-inch (53 mm) trade size is provided, use
galvanized steel rigid metal conduit (RMC) elbows, galvanized steel intermediate metal
conduit (IMC) elbows, PVC-coated galvanized steel rigid metal conduit (RMC) elbows, or
concrete-encased PVC elbows for bends.

6. Where galvanized steel rigid metal conduit (RMC) or galvanized steel intermediate metal
conduit (IMC) is installed in direct contact with earth where soil has resistivity of less than
2000 ohm-centimeters or is characterized as severely corrosive based on soils report or
local experience, use corrosion protection tape, factory-applied corrosion protection
coating, or field-applied corrosion protection compound acceptable to authorities having
jurisdiction to provide supplementary corrosion protection.

D. Embedded Within Concrete:

1. Within Slab on Grade: Not permitted.

2. Within Slab Above Ground: Not permitted.

3. Within Concrete Walls Above Ground: Use galvanized steel rigid metal conduit (RMC),
galvanized steel intermediate metal conduit (IMC), PVC-coated galvanized steel rigid
metal conduit (RMC), galvanized steel electrical metallic tubing (EMT), or rigid PVC
conduit.

4. Where rigid polyvinyl (PVC) conduit is provided, transition to galvanized steel rigid metal
conduit (RMC), galvanized steel intermediate metal conduit (IMC), galvanized steel
electrical metallic tubing (EMT), or aluminum electrical metallic tubing (EMT) where
emerging from concrete.

5.  Where galvanized steel electrical metallic tubing (EMT) emerges from concrete into salt
air, use corrosion protection tape, factory-applied corrosion protection coating, or field-
applied corrosion protection compound acceptable to authorities having jurisdiction to
provide supplementary corrosion protection for minimum of 4 inches on either side of
where conduit emerges.

6. Where aluminum rigid metal conduit (RMC) and aluminum electrical metallic tubing (EMT)
is installed in concrete, use corrosion protection tape, factory-applied corrosion protection
coating, or field-applied corrosion protection compound acceptable to authorities having
jurisdiction to provide supplementary corrosion protection.

E. Concealed Within Masonry Walls: Use galvanized steel electrical metallic tubing (EMT) or
aluminum electrical metallic tubing (EMT).

F. Concealed Within Hollow Stud Walls: Use galvanized steel electrical metallic tubing (EMT) or
aluminum electrical metallic tubing (EMT).

G. Concealed Above Accessible and Non-Accessible Ceilings: Use aluminum electrical metallic
tubing (EMT).
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2.02

Interior, Damp or Wet Locations: Use galvanized steel rigid metal conduit (RMC) or galvanized
steel intermediate metal conduit (IMC).

Exposed, Interior, Not Subject to Physical Damage: Use galvanized steel electrical metallic
tubing (EMT) or aluminum electrical metallic tubing (EMT).

Exposed, Interior, Subject to Physical Damage: Use galvanized steel rigid metal conduit (RMC)
or aluminum rigid metal conduit (RMC).
1. Locations subject to physical damage include, but are not limited to:
a. Where exposed below 8 feet, except within electrical and communication rooms or
closets.

Exposed, Exterior, Not Subject to Severe Physical Damage: Use galvanized steel rigid metal
conduit (RMC) or galvanized steel intermediate metal conduit (IMC).

Exposed, Exterior, Subject to Severe Physical Damage: Use galvanized steel rigid metal
conduit (RMC) or galvanized steel intermediate metal conduit (IMC).

Concealed, Exterior, Not Embedded in Concrete or in Contact With Earth: Use galvanized
steel rigid metal conduit (RMC) or galvanized steel intermediate metal conduit (IMC).

Flexible Connections to Luminaires Above Accessible Ceilings only: Use flexible metal conduit
(FMC).

1. Maximum Length: 6 feet.

Flexible Connections to Vibrating Equipment:

Dry Locations: Use flexible metal conduit (FMC).

Damp, Wet, or Corrosive Locations: Use liquidtight flexible metal conduit (LFMC).
Maximum Length: 6 feet unless otherwise indicated.

Vibrating equipment includes, but is not limited to:

a. Transformers.

b. Motors.

hoN =

CONDUIT - GENERAL REQUIREMENTS

mmoow>»

G.

Comply with NFPA 70.

Electrical Service Conduits: See Section 26 2100 for additional requirements.

Fittings for Grounding and Bonding: See Section 26 0526 for additional requirements.
Provide conduit, fittings, supports, and accessories required for complete raceway system.
Provide products listed, classified, and labeled as suitable for purpose intended.

Minimum Conduit Size, Unless Otherwise Indicated:

Branch Circuits: 3/4-inch trade size.

Branch Circuit Homeruns: 3/4-inch trade size.

Control Circuits: 1/2-inch trade size.

Flexible Connections to Luminaires: 3/8-inch trade size.
Underground, Interior: 3/4-inch trade size.
Underground, Exterior: 1-inch trade size.

QaRrGN~

Where conduit size is not indicated, size to comply with NFPA 70 but not less than applicable
minimum size requirements specified.

2.03 GALVANIZED STEEL RIGID METAL CONDUIT (RMC)

A. Manufacturers:
1. Allied Tube & Conduit, a division of Atkore International: www.alliedeg.com/#sle.
2. Nucor Tubular Products: www.nucortubular.com/#sle.
3.  Rymco USA: www.rymcousa.com/#sle.
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4.
5.

Western Tube, a division of Zekelman Industries: www.westerntube.com/#sle.
Wheatland Tube, a division of Zekelman Industries: www.wheatland.com/#sle.

B. Description: NFPA 70, Type RMC galvanized steel rigid metal conduit complying with ANSI
C80.1 and listed and labeled as complying with UL 6.

C. Factory-Painted, Color-Coded Galvanized Steel RMC: Apply according to indicated color code.

1.

See Section 26 0553 for color code.

D. Fittings:

1.

4.

Manufacturers:

a. ABB; T&B: www.electrification.us.abb.com/#sle.

b. Allied Tube & Conduit, a division of Atkore International: www.alliedeg.us/#sle.

c. Bridgeport Fittings Inc: www.bptfittings.com/#sle.

d. Emerson Electric Co; O-Z/Gedney: www.emerson.com/#sle.

Nonhazardous Locations: Use fittings complying with NEMA FB 1 and listed and labeled

as complying with UL 514B or UL 6.

Material: Use steel or malleable iron.

a. Where not subject to severe corrosive influence, stainless steel or aluminum fittings
may be used.

Connectors and Couplings: Use threaded type fittings only. Threadless fittings, including

set screw and compression/gland types, are not permitted.

2.04 ALUMINUM RIGID METAL CONDUIT (RMC)
A. Manufacturers:

R wN o

Allied Tube & Conduit, a division of Atkore International: www.alliedeg.com/#sle.
Nucor Tubular Products: www.nucortubular.com/#sle.

Rymco USA: www.rymcousa.com/#sle.

Western Tube, a division of Zekelman Industries: www.westerntube.com/#sle.
Wheatland Tube, a division of Zekelman Industries: www.wheatland.com/#sle.

B. Descrlptlon NFPA 70, Type RMC aluminum rigid metal conduit complying with ANSI C80.5
and listed and labeled as complying with UL 6A.

C. Fittings:

1.

3.
4.

Manufacturers:

a. ABB; T&B: www.electrification.us.abb.com/#sle.

b. Allied Tube & Conduit, a division of Atkore International: www.alliedeg.us/#sle.

c. Bridgeport Fittings, LLC: www.bpftfittings.com/#sle.

d. Emerson Electric Co; O-Z/Gedney: www.emerson.com/#sle.

Nonhazardous Locations: Use fittings complying with NEMA FB 1 and listed and labeled
as complying with UL 514B or UL 6A.

Material: Use aluminum.

Connectors and Couplings: Use threaded type fittings only. Threadless fittings, including
set screw and compression/gland types, are not permitted.

2.05 GALVANIZED STEEL INTERMEDIATE METAL CONDUIT (IMC)
A. Manufacturers:

1.

Allied Tube & Condauit, a division of Atkore International: www.alliedeg.com/#sle.

2 Nucor Tubular Products: www.nucortubular.com/#sle.

3.  Rymco USA: www.rymcousa.com/#sle.

4. Western Tube, a division of Zekelman Industries: www.westerntube.com/#sle.

5 Wheatland Tube, a division of Zekelman Industries: www.wheatland.com/#sle.
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Description: NFPA 70, Type IMC galvanized steel intermediate metal conduit complying with
ANSI C80.6 and listed and labeled as complying with UL 1242.

Fittings:

1. Manufacturers:
a. ABB; T&B: www.electrification.us.abb.com/#sle.
b. Allied Tube & Conduit, a division of Atkore International: www.alliedeg.us/#sle.
c. Bridgeport Fittings, LLC: www.bptfittings.com/#sle.
d. Emerson Electric Co; O-Z/Gedney: www.emerson.com/#sle.

2. Nonhazardous Locations: Use fittings complying with NEMA FB 1 and listed and labeled
as complying with UL 514B or UL 1242.

3. Material: Use steel or malleable iron.

4. Connectors and Couplings: Use threaded type fittings only. Threadless fittings, including
set screw and compression/gland types, are not permitted.

2.06 PVC-COATED GALVANIZED STEEL RIGID METAL CONDUIT (RMC)

A.

E.

Manufacturers:

1.  ABB; Ocal: www.electrification.us.abb.com/#sle.

2. Calbond, a division of Atkore International www.calbond.com/#sle
3. Robroy Industries: www.robroy.com/#sle.

Description: NFPA 70, Type RMC galvanized steel rigid metal conduit with external polyvinyl
chloride (PVC) coating complying with NEMA RN 1 and listed and labeled as complying with UL
6.

Exterior Coating: Polyvinyl chloride (PVC), nominal thickness of 40 mil, 0.040 inch.

PVC-Coated Boxes and Fittings:

1. Manufacturer: Same as manufacturer of PVC-coated conduit to be installed.

2. Nonhazardous Locations: Use boxes and fittings listed and labeled as complying with UL
514A, UL 514B, or UL 6.

3. Material: Use steel or malleable iron.

4. Exterior Coating: Polyvinyl chloride (PVC), minimum thickness of 40 mil, 0.040 inch.

PVC-Coated Supports: Furnish with exterior coating of polyvinyl chloride (PVC), minimum
thickness of 15 mil, 0.015 inch.

2.07 FLEXIBLE METAL CONDUIT (FMC)

A.

Manufacturers:
1. AFC Cable Systems, a division of Atkore International: www.afcweb.com/#sle.
2. International Metal Hose: www.metalhose.com/#sle.

Description: NFPA 70, Type FMC standard-wall steel flexible metal conduit listed and labeled
as complying with UL 1, and listed for use in classified firestop systems.

Fittings:
1. Manufacturers:
a. ABB; T&B: www.electrification.us.abb.com/#sle.
b. Bridgeport Fittings, LLC: www.bptffittings.com/#sle.
c. Emerson Electric Co; O-Z/Gedney: www.emerson.com/#sle.
2. Description: Fittings complying with NEMA FB 1 and listed and labeled as complying with
UL 514B.
3. Material: Use steel or malleable iron.

2.08 LIQUIDTIGHT FLEXIBLE METAL CONDUIT (LFMC)
A. Manufacturers:
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1. AFC Cable Systems, a division of Atkore International: www.afcweb.com/#sle.
2.  Electri-Flex Company: www.electriflex.com/#sle.
3. International Metal Hose: www.metalhose.com/#sle.

Description: NFPA 70, Type LFMC polyvinyl chloride (PVC) jacketed steel flexible metal
conduit listed and labeled as complying with UL 360.
Fittings:
1. Manufacturers:
a. ABB; T&B: www.electrification.us.abb.com/#sle.
b. Bridgeport Fittings, LLC: www.bptffittings.com/#sle.
c. Emerson Electric Co; O-Z/Gedney: www.emerson.com/#sle.
2. Description: Fittings complying with NEMA FB 1 and listed and labeled as complying with
UL 514B.
3. Material: Use steel or malleable iron.

2.09 GALVANIZED STEEL ELECTRICAL METALLIC TUBING (EMT)
A. Manufacturers:

1. Allied Tube & Conduit, a division of Atkore International: www.alliedeg.com/#sle.
2. Nucor Tubular Products: www.nucortubular/#sle.

3.  Rymco USA: www.rymcousa.com/#sle.

4. Western Tube, a division of Zekelman Industries: www.westerntube.com/#sle.
5. Wheatland Tube, a division of Zekelman Industries: www.wheatland.com/#sle.

Description: NFPA 70, Type EMT galvanized steel electrical metallic tubing complying with
ANSI C80.3 and listed and labeled as complying with UL 797.

Factory-Painted, Color-Coded Galvanized Steel EMT: Apply according to indicated color code.
1. See Section 26 0553 for color code.
2. Products:
a. Rymco USA; Real Color: www.rymcousa.com/#sle.
Fittings:
1. Manufacturers:
a. ABB; T&B: www.electrification.us.abb.com/#sle.
b. Allied Tube & Conduit, a division of Atkore International: www.alliedeg.us/#sle.
c. Bridgeport Fittings, LLC: www.bpffittings.com/#sle.
d. Emerson Electric Co; O-Z/Gedney: www.emerson.com/#sle.

2. Description: Fittings complying with NEMA FB 1 and listed and labeled as complying with
UL 514B.

3. Material: Use steel or malleable iron.

4. Connectors and Couplings: Use compression/gland type.
a. Do not use indenter type connectors and couplings.
b. Do not use set-screw type connectors and couplings.

5. Embedded Within Concrete, Where Permitted: Use fittings listed as concrete-tight.
Fittings that require taping to be concrete-tight are acceptable.

2.10 STAINLESS STEEL ELECTRICAL METALLIC TUBING (EMT)

A.

B.

Description: NFPA 70, Type EMT stainless steel electrical metallic tubing complying with ANSI
C80.3 and listed and labeled as complying with UL 797A.

Fittings:
1.  Description: Fittings complying with NEMA FB 1 and listed and labeled as complying with
UL 514B.

2. Connectors and Couplings: Use compression/gland type.

INNOVATIVE ENGINEERING GROUP 26 0533.13 -7

Conduit For Electrical Systems



Tomball ISD — Intermediate School Replacement (0802-04-01)
Tomball, Texas

a. Do not use set-screw type connectors and couplings.

2.11 ALUMINUM ELECTRICAL METALLIC TUBING (EMT)

A.

B.

Manufacturers:
1. American Conduit, a division of Hydro: www.americanconduit.com/#sle.

Description: NFPA 70, Type EMT aluminum electrical metallic tubing listed and labeled as
complying with UL 797A.
Fittings:
1. Manufacturers:
a. Arlington Industries: wwwe.aifittings.com/#sle.
b. Bridgeport Fittings, LLC: www.bptffittings.com/#sle.
2. Description: Fittings complying with NEMA FB 1 and listed and labeled as complying with
UL 514B,; listed for use with aluminum EMT.
3. Material: Use aluminum.
4. Connectors and Couplings: Use compression/gland type.
a. Do not use indenter type connectors and couplings.
b. Do not use set-screw type connectors and couplings.
5.  Embedded Within Concrete, Where Permitted: Use fittings listed as concrete-tight.
Fittings that require taping to be concrete-tight are acceptable.

2.12 RIGID POLYVINYL CHLORIDE (PVC) CONDUIT

A

Manufacturers:

ABB; Carlon: www.carlon.com/#sle.

Allied Tube & Conduit, a division of Atkore International: www.alliedeg.com/#sle.
Cantex Inc: www.cantexinc.com/#sle.

Heritage Plastics, a division of Atkore International: www.heritageplastics.com/#sle.
JM Eagle: www.jmeagle.com/#sle.

Descrlptlon NFPA 70, Type PVC rigid polyvinyl chloride conduit complying with NEMA TC 2
and listed and labeled as complying with UL 651; Schedule 40 unless otherwise indicated,

Schedule 80 where subject to physical damage; rated for use with conductors rated 90 degrees
C.

Fittings:

1. Manufacturer: Same as manufacturer of conduit to be connected.

2. Description: Fittings complying with NEMA TC 3 and listed and labeled as complying with
UL 651; material to match conduit.

R wN S

2.13 ACCESSORIES

A. Corrosion Protection Tape: PVC-based, minimum thickness of 20 mil, 0.020 inch.

B. Conduit Joint Compound: Corrosion-resistant, electrically conductive compound listed as
complying with UL 2419; suitable for use with conduit to be installed.

C. Solvent Cement for PVC Conduit and Fittings: As recommended by manufacturer of conduit
and fittings to be installed.

D. Pull Strings: Use nylon or polyester tape with average breaking strength of not less than 1,250
Ibf.

E. Foam Conduit Sealant:
1.  Removable, two-part, closed-cell foam, specifically designed for sealing conduit openings

against water, moisture, gases, and dust.
2. Suitable for use with conductors/cables and associated insulation/jackets to be installed.
3. Rated to hold minimum of 10 ft water head pressure.
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4. Products:
a. American Polywater Corporation; Polywater AFT Foam Duct Sealant:
www.polywater.com/#sle.
b. American Polywater Corporation; Polywater FST Foam Duct Sealant:
www.polywater.com/#sle.

F. Conduit Mechanical Seals:
1. Listed as complying with UL 514B.
2.  Specifically designed for sealing conduit openings against water, moisture, gases, and

dust.
3.  Suitable for sealing around conductors/cables to be installed.
4. Products:

a. American Polywater Corporation; PHRD SG Mechanical Seals: www.polywater-
haufftechnik.com/#sle.

G. Sealing Systems for Concrete Penetrations:
1. Sleeves: Provide water stop ring or cement coating that bonds to concrete to prevent
water infiltration.
2. Rate for minimum of 40 psig; suitable for sealing around conduits to be installed.
3. Products:
a. American Polywater Corporation; PZVR Cement-Coated Concrete Wall Sleeves:
www.polywater-haufftechnik.com/#sle.
b. American Polywater Corporation; PHSD Mechanical Seals: www.polywater-
haufftechnik.com/#sle.
c. American Polywater Corporation; PHSI 150 Varia Double Wall Inserts:
www.polywater-haufftechnik.com/#sle.
d. American Polywater Corporation; PGKD Modular Seals: www.polywater-
haufftechnik.com/#sle.

H. Sealing Systems for Roof Penetrations: Premanufactured components and accessories as
required to preserve integrity of roofing system and maintain roof warranty; suitable for conduits
and roofing system to be installed; designed to accommodate existing penetrations where
applicable.

1.  Products:
a. Alta Products, LLC; Sigrist Pipe Chase Housing, Curbs, and Exit Seals:
www.altaproductslic.com/#sle.
b. Menzies Metal Products; Electrical Roof Stack and Cap: www.menzies-
metal.com/#sle.
¢c. Menzies Metal Products; Electrical Retro Box: www.menzies-metal.com/#sle.

I.  Flashing Panels for Exterior Wall Penetrations: Premanufactured components and accessories
as required to preserve integrity of building envelope; suitable for conduits and facade materials
to be installed.

1.  Products:
a. Quickflash Weatherproofing Products, Inc: www.quickflashproducts.com/#sle.

J. Firestop Sleeves: Listed; provide as required to preserve fire resistance rating of building
elements.
1. Products:
a. HoldRite, a brand of Reliance Worldwide Corporation; HydroFlame Pro
Series/HydroFlame Custom Built: www.holdrite.com/#sle.

K. Duct Bank Spacers: Nonmetallic; designed for maintaining conduit/duct spacing for concrete
encasement in open trench installation; suitable for conduit/duct arrangement to be installed.
1. Products:
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a. Advance Products & Systems, LLC; Duct Bank Spacers: www.apsonline.com/#sle.

PART 3 EXECUTION
3.01 EXAMINATION

A
B.
C.

Verify that field measurements are as indicated.
Verify that mounting surfaces are ready to receive conduits.
Verify that conditions are satisfactory for installation prior to starting work.

3.02 INSTALLATION

A. Install products in accordance with manufacturer's instructions.

B. Install conduit in accordance with NECA 1.

C. Install galvanized steel rigid metal conduit (RMC) in accordance with NECA 101.

D. Install aluminum rigid metal conduit (RMC) in accordance with NECA 102.

E. Install intermediate metal conduit (IMC) in accordance with NECA 101.

F. Install PVC-coated galvanized steel rigid metal conduit (RMC) using only tools approved by
manufacturer.

G. Install rigid polyvinyl chloride (PVC) conduit in accordance with NECA 111.

H. Conduit Routing:

1. Unless dimensioned, conduit routing indicated is diagrammatic.

2. When conduit destination is indicated without specific routing, determine exact routing
required.

3.  Conceal conduits unless specifically indicated to be exposed.

4. Conduits in the following areas may be exposed, unless otherwise indicated:

a. Electrical rooms.
b. Mechanical equipment rooms.
c.  Within joists in areas with no ceiling.

5. Unless otherwise approved, do not route exposed conduits:

a. Across floors.

b. Across roofs.

c. Across top of parapet walls.

d. Across building exterior surfaces.

6. Conduits installed underground or embedded in concrete may be routed in shortest
possible manner unless otherwise indicated. Route other conduits parallel or
perpendicular to building structure and surfaces, following surface contours where
practical.

7. Arrange conduit to maintain adequate headroom, clearances, and access.

8. Arrange conduit to provide no more than equivalent of four 90-degree bends between pull
points.

9. Arrange conduit to provide no more than 150 feet between pull points.

10. Route conduits above water and drain piping where possible.

11. Arrange conduit to prevent moisture traps. Provide drain fittings at low points and at
sealing fittings where moisture may collect.

12.  Maintain minimum clearance of 6 inches between conduits and piping for other systems.

13. Maintain minimum clearance of 12 inches between conduits and hot surfaces. This
includes, but is not limited to:

a. Heaters.
b. Hot water piping.
c. Flues.
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14.

Group parallel conduits in same area on common rack.

I.  Conduit Support:

1.

2.
3.

7.
8.

9.

10.
11.

Secure and support conduits in accordance with NFPA 70 using suitable supports and

methods approved by authorities having jurisdiction; see Section 26 0529.

Provide required vibration isolation and/or seismic controls; see Section 26 0548.

Provide independent support from building structure. Do not provide support from piping,

ductwork, or other systems.

Installation Above Suspended Ceilings: Do not provide support from ceiling support

system. Do not provide support from ceiling grid or allow conduits to lay on ceiling tiles.

Use conduit strap to support single surface-mounted conduit.

a. Use clamp back spacer with conduit strap for damp and wet locations to provide
space between conduit and mounting surface.

Use metal channel/strut with accessory conduit clamps to support multiple parallel

surface-mounted conduits.

Use conduit clamp to support single conduit from beam clamp or threaded rod.

Use trapeze hangers assembled from threaded rods and metal channel/strut with

accessory conduit clamps to support multiple parallel suspended conduits.

Use nonpenetrating rooftop supports to support conduits routed across rooftops, where

approved.

Use of spring steel conduit clips for support of conduits is not permitted.

Use of wire for support of conduits is not permitted.

J.  Connections and Terminations:

1.

2.

7.

8.

Use approved zinc-rich paint or conduit joint compound on field-cut threads of galvanized
steel conduits prior to making connections.

Where two threaded conduits must be joined and neither can be rotated, use three-piece
couplings or split couplings. Do not use running threads.

Use suitable adapters where required to transition from one type of conduit to another.
Provide drip loops for liquidtight flexible conduit connections to prevent drainage of liquid
into connectors.

Terminate threaded conduits in boxes and enclosures using threaded hubs or double lock
nuts for dry locations and raintight hubs for wet locations.

Where spare conduits stub up through concrete floors and are not terminated in box or
enclosure, provide threaded couplings equipped with threaded plugs set flush with
finished floor.

Provide insulating bushings, insulated throats, or listed metal fittings with smooth, rounded
edges at conduit terminations to protect conductors.

Secure joints and connections to provide mechanical strength and electrical continuity.

K. Penetrations:

1.

Do not penetrate or otherwise notch or cut structural members, including footings and
grade beams, without approval of Structural Engineer.

2. Make penetrations perpendicular to surfaces unless otherwise indicated.

3. Provide sleeves for penetrations as indicated or as required to facilitate installation. Set
sleeves flush with exposed surfaces unless otherwise indicated or required.

4. Conceal bends for conduit risers emerging above ground.

5.  Where conduits penetrate waterproof membrane, seal as required to maintain integrity of
membrane.

6. Make penetrations for roof-mounted equipment within associated equipment openings and
curbs where possible to minimize roofing system penetrations. Where penetrations are
necessary, seal as indicated or as required to preserve integrity of roofing system and
maintain roof warranty.
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P.

Q.
R.

7. Provide metal escutcheon plates for conduit penetrations exposed to public view.
8. Install firestopping to preserve fire resistance rating of partitions and other elements; see
Section 07 8400.

Underground Installation:

1. Provide trenching and backfilling; see Section 31 2316 and Section 31 2323.

2. Minimum Cover, Unless Otherwise Indicated or Required:
a. Underground, Exterior: 18 inches.
b. Under Slab on Grade: 12 inches to bottom of slab.

3.  Provide underground warning tape along entire conduit length for service entrance where
not concrete-encased; see Section 26 0553.

Concrete Encasement: Where conduits not otherwise embedded within concrete are indicated
to be concrete-encased, provide minimum concrete cover of 3 inches on all sides unless
otherwise indicated; see Section 03 3000.

Conduit Movement Provisions: Where conduits are subject to movement, provide expansion

and expansion/deflection fittings to prevent damage to enclosed conductors or connected

equipment. This includes, but is not limited to:

1. Where conduits cross structural joints intended for expansion, contraction, or deflection.

2. Where calculated in accordance with NFPA 70 for rigid polyvinyl chloride (PVC) conduit
installed above ground to compensate for thermal expansion and contraction.

3. Where conduits are subject to earth movement by settlement or frost.

Conduit Sealing:

1.  Use foam conduit sealant to prevent entry of moisture and gases. This includes, but is not
limited to:

a. Where conduits enter building from outside.

b. Where service conduits enter building from underground distribution system.
c. Where conduits enter building from underground.

d. Where conduits may transport moisture to contact live parts.

2.  Where conduits cross barriers between areas of potential substantial temperature
differential, use foam conduit sealant at accessible point near penetration to prevent
condensation. This includes, but is not limited to:

a. Where conduits pass from outdoors into conditioned interior spaces.

b. Where conduits pass from unconditioned interior spaces into conditioned interior
spaces.

c. Where conduits penetrate coolers or freezers.

Provide pull string in each empty conduit and in conduits where conductors and cables are to
be installed by others. Leave minimum slack of 12 inches at each end.

Provide grounding and bonding; see Section 26 0526.
Identify conduits; see Section 26 0553.

3.03 FIELD QUALITY CONTROL

A. See Section 01 4000 - Quality Requirements for additional requirements.
B. Repair cuts and abrasions in galvanized finishes using zinc-rich paint recommended by
manufacturer. Replace components that exhibit signs of corrosion.
C. Where coating of PVC-coated galvanized steel rigid metal conduit (RMC) contains cuts or
abrasions, repair in accordance with manufacturer's instructions.
D. Correct deficiencies and replace damaged or defective conduits.
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3.04 PROTECTION

A. Immediately after installation of conduit, use suitable manufactured plugs to provide protection
from entry of moisture and foreign material and do not remove until ready for installation of
conductors.

END OF SECTION
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SECTION 26 0533.16
BOXES FOR ELECTRICAL SYSTEMS

PART 1 GENERAL
1.01 SECTION INCLUDES

A.

mmo o w

Outlet and device boxes up to 100 cubic inches, including those used as junction and pull
boxes.

Cabinets and enclosures, including junction and pull boxes larger than 100 cubic inches.
Boxes and enclosures for integrated power, data, and audio/video.

Floor boxes.

Underground boxes/enclosures.

Accessories.

1.02 RELATED REQUIREMENTS

A.
B.

C.

F.

Section 03 3000 - Cast-in-Place Concrete.

Section 08 3100 - Access Doors and Panels: Panels for maintaining access to concealed
boxes.

Section 26 0529 - Hangers and Supports for Electrical Systems.

Section 26 0533.13 - Conduit for Electrical Systems:

1. Conduit bodies and other fittings.

2. Additional requirements for locating boxes to limit conduit length and/or number of bends
between pulling points.

Section 26 2726 - Wiring Devices:

1.  Wall plates.

2. Floor box service fittings.

3.  Additional requirements for locating boxes for wiring devices.

Section 27 1000 - Structured Cabling: Additional requirements for communications systems
outlet boxes.

1.03 REFERENCE STANDARDS

A. NECA 1 - Standard for Good Workmanship in Electrical Construction; 2023.

B. NECA 130 - Standard for Installing and Maintaining Wiring Devices; 2016.

C. NEMA EN 10250 - Enclosures for Electrical Equipment (1000 Volts Maximum); 2024.

D. NEMAFB 1 - Fittings, Cast Metal Boxes, and Conduit Bodies for Conduit, Electrical Metallic
Tubing, and Cable; 2014.

E. NEMA OS 1 - Sheet-Steel Outlet Boxes, Device Boxes, Covers, and Box Supports; 2013
(Reaffirmed 2020).

F. NFPA 70 - National Electrical Code; Most Recent Edition Adopted by Authority Having
Jurisdiction, Including All Applicable Amendments and Supplements.

G. SCTE 77 - Specifications for Underground Enclosure Integrity; 2023.

H. UL 50 - Enclosures for Electrical Equipment, Non-Environmental Considerations; Current
Edition, Including All Revisions.

I. UL 50E - Enclosures for Electrical Equipment, Environmental Considerations; Current Edition,
Including All Revisions.

J. UL 508A - Industrial Control Panels; Current Edition, Including All Revisions.

INNOVATIVE ENGINEERING GROUP 26 0533.16 - 1

Boxes For Electrical Systems



Tomball ISD — Intermediate School Replacement (0802-04-01)
Tomball, Texas

K. UL 514A - Metallic Outlet Boxes; Current Edition, Including All Revisions.
1.04 ADMINISTRATIVE REQUIREMENTS
A. Coordination:

1. Coordinate the work with other trades to avoid placement of ductwork, piping, equipment,
or other potential obstructions within the dedicated equipment spaces and working
clearances for electrical equipment required by NFPA 70.

2. Coordinate arrangement of electrical equipment with the dimensions and clearance
requirements of the actual equipment to be installed.

3. Coordinate minimum sizes of boxes with the actual installed arrangement of conductors,
clamps, support fittings, and devices, calculated according to NFPA 70.

4. Coordinate minimum sizes of pull boxes with the actual installed arrangement of
connected conduits, calculated according to NFPA 70.

5. Coordinate the placement of boxes with millwork, furniture, devices, equipment, etc.

installed under other sections or by others.

Coordinate the work with other trades to preserve insulation integrity.

Coordinate the work with other trades to provide walls suitable for installation of flush-

mounted boxes where indicated.

8.  Notify Architect of any conflicts with or deviations from Contract Documents. Obtain
direction before proceeding with work.

No

1.05 SUBMITTALS

A.
B.

See Section 01 3000 - Administrative Requirements, for submittal procedures.

Product Data: Provide manufacturer's standard catalog pages and data sheets for cabinets
and enclosures, boxes for hazardous (classified) locations, floor boxes, and underground
boxes/enclosures.

Manufacturer's Installation Instructions: Indicate application conditions and limitations of use
stipulated by product testing agency. Include instructions for storage, handling, protection,
examination, preparation, and installation of product.

Project Record Documents: Record actual locations for outlet and device boxes, pull boxes,
cabinets and enclosures, floor boxes, and underground boxes/enclosures.

Maintenance Materials: Furnish the following for Owner's use in maintenance of project.
1.  See Section 01 6000 - Product Requirements, for additional provisions.
2.  Keys for Lockable Enclosures: Two of each different key.

1.06 QUALITY ASSURANCE

A.
B.

Comply with requirements of NFPA 70.

Maintain at the project site a copy of each referenced document that prescribes execution
requirements.

1.07 DELIVERY, STORAGE, AND HANDLING

A.

Receive, inspect, handle, and store products in accordance with manufacturer's instructions.

PART 2 PRODUCTS
2.01 BOXES

A.

General Requirements:

1. Do not use boxes and associated accessories for applications other than as permitted by
NFPA 70 and product listing.

2. Provide all boxes, fittings, supports, and accessories required for a complete raceway
system and to accommodate devices and equipment to be installed.

3. Provide products listed, classified, and labeled as suitable for the purpose intended.
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Where box size is not indicated, size to comply with NFPA 70 but not less than applicable
minimum size requirements specified.

Provide grounding terminals within boxes where equipment grounding conductors
terminate.

B. Outlet and Device Boxes Up to 100 cubic inches, Including Those Used as Junction and Pull
Boxes:

1.
2.
3.
4.
5.

o N

10.

11.

12.

13.
14.

Use sheet-steel boxes for dry locations unless otherwise indicated or required.

Use cast iron boxes or cast aluminum boxes for damp or wet locations unless otherwise

indicated or required; furnish with compatible weatherproof gasketed covers.

Use suitable concrete type boxes where flush-mounted in concrete.

Use suitable masonry type boxes where flush-mounted in masonry walls.

Use raised covers suitable for the type of wall construction and device configuration where

required.

Use shallow boxes where required by the type of wall construction.

Do not use "through-wall" boxes designed for access from both sides of wall.

Sheet-Steel Boxes: Comply with NEMA OS 1, and list and label as complying with UL

514A.

Cast Metal Boxes: Comply with NEMA FB 1, and list and label as complying with UL

514A; furnish with threaded hubs.

Boxes for Supporting Luminaires and Ceiling Fans: Listed as suitable for the type and

weight of load to be supported; furnished with fixture stud to accommodate mounting of

luminaire where required.

Boxes for Ganged Devices: Use multigang boxes of single-piece construction. Do not use

field-connected gangable boxes unless specifically indicated or permitted.

Minimum Box Size, Unless Otherwise Indicated:

a. Wiring Devices (Other Than Communications Systems Outlets): 4 inch square by 1-
1/2 inch deep (100 by 38 mm) trade size.

b. Communications Systems Outlets: Comply with Section 27 1000.

c. Ceiling Outlets: 4 inch octagonal or square by 1-1/2 inch deep (100 by 38 mm) trade
size.

Wall Plates: Comply with Section 26 2726.

Manufacturers:

a. Cooper Crouse-Hinds, a division of Eaton Corporation:

www.cooperindustries.com/#sle.

Hubbell Incorporated; Bell Products: www.hubbell-rtb.com/#sle.

Hubbell Incorporated; RACO Products: www.hubbell-rtb.com/#sle.

0O-Z/Gedney, a brand of Emerson Electric Co: www.emerson.com/#sle.

e. Thomas & Betts Corporation: www.tnb.com/#sle.

coo

C. Cabinets and Enclosures, Including Junction and Pull Boxes Larger Than 100 cubic inches:

1.

Comply with NEMA EN 10250, and list and label as complying with UL 50 and UL 50E, or
UL 508A.

2. NEMA EN 10250 Environment Type, Unless Otherwise Indicated:

3. Junction and Pull Boxes Larger Than 100 cubic inches:
a. Provide screw-cover or hinged-cover enclosures unless otherwise indicated.

4. Cabinets and Hinged-Cover Enclosures, Other Than Junction and Pull Boxes:
a. Provide lockable hinged covers, all locks keyed alike unless otherwise indicated.
b. Back Panels: Painted steel, removable.
c. Terminal Blocks: Provide voltage/current ratings and terminal quantity suitable for

purpose indicated, with 25 percent spare terminal capacity.
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Finish for Painted Steel Enclosures: Manufacturer's standard grey unless otherwise
indicated.

Manufacturers:

a. Cooper B-Line, a division of Eaton Corporation: www.cooperindustries.com/#sle.
b. Hoffman, a brand of Pentair Technical Products: www.hoffmanonline.com/#sle.
c. Hubbell Incorporated; Wiegmann Products: www.hubbell-wiegmann.com/#sle.

D. Boxes and Enclosures for Integrated Power, Data, and Audio/Video: Size and configuration as
indicated or as required with partitions to separate services; field-connected gangable boxes
may be used.

1.

Manufacturers:
a. Hubbell Incorporated: www.hubbell.com/#sle.

E. Floor Boxes:

1.

2.

Description: Floor boxes compatible with floor box service fittings provided in accordance
with Section 26 2726; with partitions to separate multiple services; furnished with all
components, adapters, and trims required for complete installation.

Manufacturer: Same as manufacturer of floor box service fittings.

F. Underground Boxes/Enclosures:

1.

2.
3.

Description: In-ground, open bottom boxes furnished with flush, non-skid covers with

legend indicating type of service and stainless steel tamper resistant cover bolts.

Size: As indicated on drawings.

Depth: As required to extend below frost line to prevent frost upheaval, but not less than

12 inches.

Applications:

a. Sidewalks and Landscaped Areas Subject Only to Occasional Nondeliberate
Vehicular Traffic: Use polymer concrete enclosures, with minimum SCTE 77 Tier 8
load rating.

b. Parking Lots, in Areas Subject Only To Occasional Nondeliberate Vehicular Traffic:

Use polymer concrete enclosures, with minimum SCTE 77 Tier 15 load rating.

c. Do not use polymer concrete enclosures in areas subject to deliberate vehicular
traffic.

Polymer Concrete Underground Boxes/Enclosures: Comply with SCTE 77.

a. Manufacturers:

1)  MacLean Highline: www.macleanhighline.com/#sle.
2) Oldcastle Precast, Inc: www.oldcastleprecast.com/#sle.

b. Combination fiberglass/polymer concrete boxes/enclosures are acceptable.

c. Product(s):

1) MacLean Highline PHA Series: Straight wall, all-polymer concrete splice box/pull
box; available Tier 8, Tier 15, and Tier 22 load ratings.

2) Maclean Highline CHA Series: Fiberglass/polymer concrete splice box/pull box;
available Tier 8 and Tier 15 load ratings.

3) MacLean Highline CVA Series: Fiberglass/polymer concrete splice vault;
available Tier 8, Tier 15, and Tier 22 load ratings.

2.02 ACCESSORIES

A. Flashing Panels for Exterior Wall Penetrations: Premanufactured components and accessories
as required to preserve integrity of building envelope; suitable for boxes and facade materials
to be installed.

1.

Manufacturers:
a. Quickflash Weatherproofing Products, Inc: www.quickflashproducts.com/#sle.
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PART 3 EXECUTION
3.01 EXAMINATION

A
B.
C.

Verify that field measurements are as indicated.
Verify that mounting surfaces are ready to receive boxes.
Verify that conditions are satisfactory for installation prior to starting work.

3.02 INSTALLATION

A. Install products in accordance with manufacturer's instructions.

B. Install boxes in accordance with NECA 1 (general workmanship) and, where applicable, NECA
130, including mounting heights specified in those standards where mounting heights are not
indicated.

C. Arrange equipment to provide minimum clearances in accordance with manufacturer's
instructions and NFPA 70.

D. Provide separate boxes for emergency power and normal power systems.

E. Unless otherwise indicated, provide separate boxes for line voltage and low voltage systems.

F. Flush-mount boxes in finished areas unless specifically indicated to be surface-mounted.

G. Box Locations:

1. Locate boxes to be accessible. Provide access panels in accordance with Section 08
3100 as required where approved by the Architect.

2. Unless dimensioned, box locations indicated are approximate.

3. Locate boxes as required for devices installed under other sections or by others.

a. Switches, Receptacles, and Other Wiring Devices: Comply with Section 26 2726.

b. Communications Systems Outlets: Comply with Section 27 1000.

4. Locate boxes so that wall plates do not span different building finishes.

5. Locate boxes so that wall plates do not cross masonry joints.

6. Unless otherwise indicated, where multiple outlet boxes are installed at the same location
at different mounting heights, install along a common vertical center line.

7. Do not install flush-mounted boxes on opposite sides of walls back-to-back. Provide
minimum 6 inches horizontal separation unless otherwise indicated.

8. Acoustic-Rated Walls: Do not install flush-mounted boxes on opposite sides of walls
back-to-back; provide minimum 24 inches horizontal separation.

9. Fire Resistance Rated Wallls: Install flush-mounted boxes such that the required fire
resistance will not be reduced.

a. Do not install flush-mounted boxes on opposite sides of walls back-to-back; provide
minimum 24 inches separation where wall is constructed with individual
noncommunicating stud cavities or protect both boxes with listed putty pads.

10. Locate junction and pull boxes as indicated, as required to facilitate installation of
conductors, and to limit conduit length and/or number of bends between pulling points in
accordance with Section 26 0533.13.

11. Locate junction and pull boxes in the following areas, unless otherwise indicated or
approved by the Architect:

a. Concealed above accessible suspended ceilings.

b.  Within joists in areas with no ceiling.

c. Electrical rooms.

d. Mechanical equipment rooms.

H. Box Supports:

1. Secure and support boxes in accordance with NFPA 70 and Section 26 0529 using
suitable supports and methods approved by the authority having jurisdiction.
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2. Provide independent support from building structure except for cast metal boxes (other
than boxes used for fixture support) supported by threaded conduit connections in
accordance with NFPA 70. Do not provide support from piping, ductwork, or other
systems.

3. Installation Above Suspended Ceilings: Do not provide support from ceiling grid or ceiling
support system.

Install boxes plumb and level.

Flush-Mounted Boxes:

1. Install boxes in noncombustible materials such as concrete, tile, gypsum, plaster, etc. so
that front edge of box or associated raised cover is not set back from finished surface
more than 1/4 inch or does not project beyond finished surface.

2. Install boxes in combustible materials such as wood so that front edge of box or
associated raised cover is flush with finished surface.

3. Repair rough openings around boxes in noncombustible materials such as concrete, tile,
gypsum, plaster, etc. so that there are no gaps or open spaces greater than 1/8 inch at the
edge of the box.

Floor-Mounted Cabinets: Mount on properly sized 3 inch high concrete pad constructed in
accordance with Section 03 3000.

Install boxes as required to preserve insulation integrity.
Metallic Floor Boxes: Install box level at the proper elevation to be flush with finished floor.
Nonmetallic Floor Boxes: Cut box flush with finished floor after concrete pour.

Underground Boxes/Enclosures:

1. Install enclosure on gravel base, minimum 6 inches deep.

2. Mount enclosures located in landscaped areas with top at 1 inch above finished grade.

3.  Provide cast-in-place concrete collar constructed in accordance with Section 03 3000,
minimum 10 inches wide by 12 inches deep, around enclosures that are not located in
concrete areas.

4. Install additional bracing inside enclosures in accordance with manufacturer's instructions
to minimize box sidewall deflections during backfilling. Backfill with cover bolted in place.

Install permanent barrier between ganged wiring devices when voltage between adjacent
devices exceeds 300 V.

Install firestopping to preserve fire resistance rating of partitions and other elements, using
materials and methods specified in Section 07 8400.

Close unused box openings.

Install blank wall plates on junction boxes and on outlet boxes with no devices or equipment
installed or designated for future use.

Provide grounding and bonding in accordance with Section 26 0526.

3.03 CLEANING

A.

Clean interior of boxes to remove dirt, debris, plaster and other foreign material.

3.04 PROTECTION

A. Immediately after installation, protect boxes from entry of moisture and foreign material until
ready for installation of conductors.
END OF SECTION
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SECTION 26 0548
VIBRATION AND SEISMIC CONTROLS FOR ELECTRICAL SYSTEMS

PART 1 GENERAL
1.01 SECTION INCLUDES
A. Vibration isolation requirements.
B. Vibration-isolated equipment support bases.
C. \Vibration isolators.
1.02 RELATED REQUIREMENTS
A. Section 01 4533 - Code-Required Special Inspections and Procedures.
B. Section 03 3000 - Cast-in-Place Concrete.
C. Section 26 0529 - Hangers and Supports for Electrical Systems.
1.03 REFERENCE STANDARDS

A. ASHRAE (HVACA) - ASHRAE Handbook - HVAC Applications; Most Recent Edition Cited by
Referring Code or Reference Standard.

B. NECA 1 - Standard for Good Workmanship in Electrical Construction; 2023.

C. NFPA 70 - National Electrical Code; Most Recent Edition Adopted by Authority Having
Jurisdiction, Including All Applicable Amendments and Supplements.

1.04 ADMINISTRATIVE REQUIREMENTS

A. Coordination:
1.  Coordinate selection and arrangement of vibration isolation and/or seismic control
components with the actual equipment to be installed.

2. Coordinate the work with other trades to provide additional framing and materials required
for installation.

3. Coordinate compatibility of support and attachment components with mounting surfaces at
the installed locations.

4.  Notify Architect of any conflicts with or deviations from Contract Documents. Obtain
direction before proceeding with work.
B. Sequencing:
1. Do not install products on or provide attachment to concrete surfaces until concrete has
fully cured in accordance with Section 03 3000.
1.05 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements, for submittal procedures.

B. Design Documents: Prepare and submit all information required for plan review and permitting
by authorities having jurisdiction, including but not limited to floor plans, details, and
calculations.

C. Product Data: Provide manufacturer's standard catalog pages and data sheets for products,
including materials, fabrication details, dimensions, and finishes.
1. Vibration Isolators: Include rated load capacities and deflections; include information on
color coding or other identification methods for spring element load capacities.

D. Shop Drawings - Vibration Isolation Systems:
1. Include dimensioned plan views and sections indicating proposed arrangement of
vibration isolators; indicate equipment weights and static deflections.
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2. Vibration-Isolated Equipment Support Bases: Include base weights, including concrete fill
where applicable; indicate equipment mounting provisions.

E. Field quality control test reports.
1.06 QUALITY ASSURANCE
A. Comply with NFPA 70.
B. Comply with applicable building code.
1.07 DELIVERY, STORAGE, AND HANDLING
A. Receive, inspect, handle, and store products in accordance with manufacturer's instructions.
PART 2 PRODUCTS
2.01 VIBRATION ISOLATION REQUIREMENTS

A. Design and provide vibration isolation systems to reduce vibration transmission to supporting
structure from vibration-producing electrical equipment and/or electrical connections to
vibration-isolated equipment.

B. Comply with applicable general recommendations of ASHRAE (HVACA), where not in conflict
with other specified requirements:

C. General Requirements:
1. Select vibration isolators to provide required static deflection.
2. Select vibration isolators for uniform deflection based on distributed operating weight of
actual installed equipment.
3.  Select vibration-isolated equipment support bases and associated vibration isolators to
provide minimum 2-inch operating clearance beneath base unless otherwise indicated.

D. Equipment Isolation:
1.  Transformers:

a.

b.

Specified vibration isolators are in addition to any factory-installed internal core and

coil assembly vibration isolators unless otherwise indicated.

Floor-Mounted Transformers, Nonseismic Applications: Use resilent material isolator

pads, resilient material isolator mounts, or open (unhoused) spring isolators.

Suspended Transformers, Nonseismic Applications: Use resilient material isolator

hangers, spring isolator hangers, or combination resilient material/spring isolator

hangers.

Wall-Mounted Transformers, Nonseismic Applications: Use resilient material isolator

mounts.

Minimum Static Deflection:

1)  Transformers Mounted on Grade-Level Slabs: 0.25 inch deflection unless
otherwise indicated.

2) Transformers Mounted at Above-Grade Levels: 0.5 inch deflection unless
otherwise indicated.

2. Engine Generators:

a. Specified vibration isolators are in addition to any factory-installed internal vibration
isolators between generator set and integral base unless otherwise indicated; obtain
generator set manufacturer approval of applied vibration isolation.

b. Nonseismic Applications, Isolators Not Located Below Sub-Base Fuel Tank: Use
housed spring isolators or restrained spring isolators.

c. Nonseismic Applications, Isolators Located Below Sub-Base Fuel Tank: Use
restrained spring isolators.

d. Minimum Static Deflection:
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1)  Generators Mounted on Grade-Level Slabs: 1 inch deflection unless otherwise
indicated.

E. Conduit Isolation:

1.

Use flexible conduit or cable for electrical connections to vibration-isolated equipment,

including equipment installed under other sections or by others.

a. Minimum Length: 3 feet unless otherwise indicated.

Vibration Isolators:

a. Provide vibration isolators for conduit supports:

1)  For conduits over 2 inch trade size located below or within 50 feet of noise-
sensitive areas indicated.

b. Minimum Static Deflection:

1) First Three Supports Closest to Isolated Equipment: Same as static deflection
of equipment; maximum of 2 inch deflection required.

c. Suspended Conduits, Nonseismic Applications: Use resilient material isolator
hangers, spring isolator hangers, or combination resilient material/spring isolator
hangers.

d. Use modular seal or approved resilient material where vibration-isolated conduits
penetrate building elements (e.g., walls, floors) arranged to prevent vibration
transmission to structure.

2.02 VIBRATION-ISOLATED EQUIPMENT SUPPORT BASES
A. Manufacturers:

1.

Vibration-Isolated Equipment Support Bases:

a. Kinetics Noise Control, Inc: www.kineticsnoise.com/#sle.

b. Mason Industries: www.mason-ind.com/#sle.

c. Vibration Eliminator Company, Inc: www.veco-nyc.com/#sle.

Source Limitations: Furnish vibration-isolated equipment support bases and associated
components and accessories produced by the same manufacturer as the vibration
isolators and obtained from a single supplier.

B. Vibration-Isolated Structural Steel Bases:

1.

Description: Engineered structural steel frames with integral mounting provisions for
vibration isolators, sized and configured for mounting of equipment.

C. Vibration-Isolated Concrete Inertia Bases:

1.
2.
3.
4

5.

Description: Concrete-filled engineered steel forms with integral mounting provisions for
vibration isolators, sized and configured for mounting of equipment.

Minimum Base Depth: 6 inches.

Minimum Base Mass (Including Concrete): 1.5 times weight of supported equipment.
Concrete Reinforcement: Welded or tied reinforcing bars running both ways in a single
layer.

Concrete: Filled on site with minimum 3000 psi concrete in accordance with Section 03
3000.

2.03 VIBRATION ISOLATORS
A. Manufacturers:

1.

Vibration Isolators:

a. Kinetics Noise Control, Inc: www.kineticsnoise.com/#sle.

b. Mason Industries: www.mason-ind.com/#sle.

c. Vibration Eliminator Company, Inc: www.veco-nyc.com/#sle.

2. Source Limitations: Furnish vibration-isolators and associated accessories produced by a
single manufacturer and obtained from a single supplier.
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B. General Requirements:
1. Resilient Materials for Vibration Isolators: Qil, ozone, and oxidant resistant.
2. Spring Elements for Spring Isolators:
a. Color code or otherwise identify springs to indicate load capacity.
b. Lateral Stability: Minimum lateral stiffness to vertical stiffness ratio of 0.8.
c. Designed to operate in the linear portion of their load versus deflection curve over
deflection range of not less than 50 percent above specified deflection.
d. Designed to provide additional travel to solid of not less than 50 percent of rated
deflection at rated load.
e. Selected to provide designed deflection of not less than 75 percent of specified
deflection.
f.  Selected to function without undue stress or overloading.

C. Vibration Isolators for Nonseismic Applications:
1.  Resilient Material Isolator Pads:

a. Description: Single or multiple layer pads utilizing elastomeric (e.g., neoprene,
rubber) or fiberglass isolator material.

b. Pad Thickness: As required for specified minimum static deflection; minimum 0.25
inch thickness.

c. Multiple Layer Pads: Provide bonded, galvanized sheet metal separation plate
between each layer.

2. Resilient Material Isolator Mounts, Nonseismic:

a. Description: Mounting assemblies for bolting equipment to supporting structure
utilizing elastomeric (e.g., neoprene, rubber) or fiberglass isolator material; fail-safe
type.

3.  Open (Unhoused) Spring Isolators:

a. Description: Isolator assembly consisting of single or multiple free-standing, laterally
stable steel spring(s) without a housing.

b. Bottom Load Plate: Nonskid, molded, elastomeric isolator material or steel with
nonskid elastomeric isolator pad with provisions for bolting to supporting structure as
required.

c. Furnished with integral leveling device for positioning and securing supported
equipment.

4. Housed Spring Isolators:

a. Description: Isolator assembly consisting of single or multiple free-standing, laterally
stable steel spring(s) within a metal housing.

b. Furnished with integral elastomeric snubbing elements, nonadjustable type, for
limiting equipment movement and preventing metal-to-metal contact between
housing elements.

c. Bottom Load Plate: Steel with nonskid, elastomeric isolator pad with provisions for
bolting to supporting structure as required.

d. Furnished with integral leveling device for positioning and securing supported
equipment.

5. Restrained Spring Isolators, Nonseismic:

a. Description: Isolator assembly consisting of single or multiple free-standing, laterally
stable steel spring(s) within a metal housing designed to prevent movement of
supported equipment above an adjustable vertical limit stop.

b. Bottom Load Plate: Steel with nonskid, elastomeric isolator pad with provisions for
bolting to supporting structure as required.

c. Furnished with integral leveling device for positioning and securing supported
equipment.
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d. Provides constant free and operating height.
6. Resilient Material Isolator Hangers, Nonseismic:

a. Description: Isolator assembly designed for installation in hanger rod suspension
system utilizing elastomeric (e.g., neoprene, rubber) or fiberglass isolator material for
the lower hanger rod connection.

7. Spring Isolator Hangers, Nonseismic:

a. Description: Isolator assembly designed for installation in hanger rod suspension
system utilizing single or multiple free-standing, laterally stable steel spring(s) in
series with an elastomeric element for the lower hanger rod connection.

b. Designed to accommodate misalignment of bottom hanger rod up to 30 degrees
(plus/minus 15 degrees) without short-circuiting of isolation.

8. Combination Resilient Material/Spring Isolator Hangers, Nonseismic:

a. Description: Isolator assembly designed for installation in hanger rod suspension
system utilizing single or multiple free-standing, laterally stable steel spring(s) for the
lower hanger rod connection and elastomeric (e.g., neoprene, rubber) or fiberglass
isolator material for the upper hanger rod connection.

b. Designed to accommodate misalignment of bottom hanger rod up to 30 degrees
(plus/minus 15 degrees) without short-circuiting of isolation.

PART 3 EXECUTION
3.01 EXAMINATION
A. Verify that field measurements are as shown on the drawings.

B. Verify that mounting surfaces are ready to receive vibration isolation and/or seismic control
components and associated attachments.

C. Verify that conditions are satisfactory for installation prior to starting work.
3.02 CODE-REQUIRED SPECIAL INSPECTIONS

A. Arrange work to accommodate tests and/or inspections performed by Special Inspection
Agency employed by Owner or Architect in accordance with Section 01 4533 and statement of
special inspections as required by applicable building code.

B. Frequency of Special Inspections: Where special inspections are designated as continuous or
periodic, arrange work accordingly.

1.  Continuous Special Inspections: Special Inspection Agency to be present in the area
where the work is being performed and observe the work at all times the work is in
progress.

2. Periodic Special Inspections: Special Inspection Agency to be present in the area where
work is being performed and observe the work part-time or intermittently and at the
completion of the work.

C. Prior to starting work, Contractor to submit written statement of responsibility to authorities
having jurisdiction and to Owner acknowledging awareness of special requirements contained
in the statement of special inspections.

D. Special Inspection Agency services do not relieve Contractor from performing inspections and
testing specified elsewhere.

3.03 INSTALLATION
A. Install products in accordance with manufacturer's instructions.
B. Install products in accordance with applicable requirements of NECA 1 (general workmanship).

C. Install anchors and fasteners in accordance with ICC Evaluation Services, LLC (ICC-ES)
evaluation report conditions of use where applicable.
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Secure fasteners according to manufacturer's recommended torque settings.

Install flexible conduit and cable connections to provide sufficient slack for vibration isolation
and/or seismic relative displacements as indicated or as required.

Vibration Isolation Systems:
1. Vibration-Isolated Equipment Support Bases:
a. Provide specified minimum clearance beneath base.
2.  Spring Isolators:
a. Position equipment at operating height; provide temporary blocking as required.
b. Lift equipment free of isolators prior to lateral repositioning to avoid damage to
isolators.
c. Level equipment by adjusting isolators gradually in sequence to raise equipment
uniformly such that excessive weight or stress is not placed on any single isolator.
3. Isolator Hangers:
a. Use precompressed isolator hangers where required to facilitate installation and
prevent damage to equipment utility connection provisions.
b. Locate isolator hangers at top of hanger rods in accordance with manufacturer's

instructions.
4. Clean debris from beneath vibration-isolated equipment that could cause short-circuiting
of isolation.
5. Use elastomeric grommets for attachments where required to prevent short-circuiting of
isolation.

o

Adjust isolators to be free of isolation short circuits during normal operation.
7. Do not overtighten fasteners such that resilient material isolator pads are compressed
beyond manufacturer's maximum recommended deflection.

3.04 FIELD QUALITY CONTROL

A. See Section 01 4000 - Quality Requirements, for additional requirements.

B. Inspect vibration isolation and/or seismic control components for damage and defects.

C. Vibration Isolation Systems:
1. Verify isolator static deflections.
2. Verify required clearance beneath vibration-isolated equipment support bases.
3. Verify vibration isolation performance during normal operation; investigate sources of

isolation short circuits.

D. Correct deficiencies and replace damaged or defective vibration isolation and/or seismic control
components.

E. Submit detailed reports indicating inspection and testing results and corrective actions taken.

END OF SECTION
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SECTION 26 0553
IDENTIFICATION FOR ELECTRICAL SYSTEMS

PART 1 GENERAL
1.01 SECTION INCLUDES
A

@ mMmOoOOow

Electrical identification requirements.
Identification nameplates and labels.
Wire and cable markers.

Voltage markers.

Underground warning tape.

Floor marking tape.

Warning signs and labels.

1.02 RELATED REQUIREMENTS
A.
B.
C.

D.
E.

F.

Section 09 9113 - Exterior Painting.
Section 09 9123 - Interior Painting.

Section 26 0519 - Low-Voltage Electrical Power Conductors and Cables: Color coding for
power conductors and cables 600 V and less; vinyl color coding electrical tape.

Section 26 0573 - Power System Studies: Arc flash hazard warning labels.

Section 26 2726 - Wiring Devices - Lutron: Device and wallplate finishes; factory pre-marked
wallplates.

Section 27 1000 - Structured Cabling: Identification for communications cabling and devices.

1.03 REFERENCE STANDARDS
A. NFPA 70 - National Electrical Code; Most Recent Edition Adopted by Authority Having

Jurisdiction, Including All Applicable Amendments and Supplements.

B. UL 969 - Marking and Labeling Systems; Current Edition, Including All Revisions.
1.04 ADMINISTRATIVE REQUIREMENTS
A. Coordination:

1. Verify final designations for equipment, systems, and components to be identified prior to
fabrication of identification products.

B. Sequencing:

1. Do not conceal items to be identified, in locations such as above suspended ceilings, until
identification products have been installed.
2. Do not install identification products until final surface finishes and painting are complete.

1.05 SUBMITTALS

A. See Section 01 3000 - Administrative Requirements for submittals procedures.

B. Product Data: Provide manufacturer's standard catalog pages and data sheets for each
product.

C. Shop Drawings: Provide schedule of items to be identified indicating proposed designations,
materials, legends, and formats.

D. Manufacturer's Instructions: Indicate application conditions and limitations of use stipulated by
product testing agency. Include instructions for storage, handling, protection, examination,
preparation and installation of product.

INNOVATIVE ENGINEERING GROUP 26 0553 - 1

Identification For Electrical Systems



Tomball ISD — Intermediate School Replacement (0802-04-01)
Tomball, Texas

1.06 QUALITY ASSURANCE
A. Comply with requirements of NFPA 70.
1.07 FIELD CONDITIONS

A. Do not install adhesive products when ambient temperature is lower than recommended by
manufacturer.

PART 2 PRODUCTS
2.01 IDENTIFICATION REQUIREMENTS

A. Identification for Equipment:
1. Use identification nameplate to identify each piece of electrical distribution and control
equipment and associated sections, compartments, and components.

a. Switchboards:

1) Identify ampere rating.

2) Identify voltage and phase.

3) Identify power source and circuit number. Include location when not within sight
of equipment.

4) Use identification nameplate to identify load(s) served for each branch device.
Do not identify spares and spaces.

b. Panelboards:

1) Identify ampere rating.

2) ldentify voltage and phase.

3) Identify power source and circuit number. Include location when not within sight
of equipment.

4) Identify main overcurrent protective device. Use identification label for
panelboards with a door. For power distribution panelboards without a door, use
identification nameplate.

5) Use typewritten circuit directory to identify load(s) served for panelboards with a
door. Identify spares and spaces using pencil.

6) For power panelboards without a door, use identification nameplate to identify
load(s) served for each branch device. Do not identify spares and spaces.

c. Transformers:

1) Identify kVA rating.

2) ldentify voltage and phase for primary and secondary.

3) Identify power source and circuit number. Include location when not within sight
of equipment.

4) Identify load(s) served. Include location when not within sight of equipment.

d. Enclosed switches, circuit breakers, and motor controllers:

1) Identify voltage and phase.

2) Identify power source and circuit number. Include location when not within sight
of equipment.

3) Identify load(s) served. Include location when not within sight of equipment.

e. Time Switches:
1) Identify load(s) served and associated circuits controlled. Include location.
f.  Enclosed Contactors:

1) Identify ampere rating.

2) ldentify voltage and phase.

3) Identify configuration, e.g., E.O.E.H. (electrically operated, electrically held) or
E.O.M.H. (electrically operated, mechanically held).

4) Identify coil voltage.

5) Identify load(s) and associated circuits controlled. Include location.
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10.

11.

12.
13.

g. Transfer Switches:
1) Identify voltage and phase.
2) Identify power source and circuit number for both normal power source and
standby power source. Include location when not within sight of equipment.
3) Identify load(s) served. Include location when not within sight of equipment.
4) Identify short circuit current rating based on the specific overcurrent protective
device type and settings protecting the transfer switch.
h. Electricity Meters:
1) Identify load(s) metered.

Service Equipment:

a. Use identification nameplate to identify each service disconnecting means.

b. For buildings or structures supplied by more than one service, or any combination of
branch circuits, feeders, and services, use identification nameplate or means of
identification acceptable to authority having jurisdiction at each service disconnecting
means to identify all other services, feeders, and branch circuits supplying that
building or structure. Verify format and descriptions with authority having jurisdiction.

Emergency System Equipment:

a. Use identification nameplate or voltage marker to identify emergency system
equipment in accordance with NFPA 70.

b. Use identification nameplate at each piece of service equipment to identify type and
location of on-site emergency power sources.

Use voltage marker to identify highest voltage present for each piece of electrical

equipment.

Use identification nameplate to identify switchboards and panelboards utilizing a high leg

delta system in accordance with NFPA 70.

Use identification nameplate to identify disconnect location for equipment with remote

disconnecting means.

Use identification label or handwritten text using indelible marker on inside of door at each

fused switch to identify required NEMA fuse class and size.

Use identification label or handwritten text using indelible marker on inside of door at each

motor controller to identify nameplate horsepower, full load amperes, code letter, service

factor, voltage, and phase of motor(s) controlled.

Use identification label to identify overcurrent protective devices for branch circuits serving

fire alarm circuits. Identify with text "FIRE ALARM CIRCUIT".

Use field-painted floor markings, floor marking tape, or warning labels to identify required

equipment working clearances where indicated or where required by the authority having

jurisdiction.

a. Field-Painted Floor Markings: Alternating black and white stripes, 3 inches wide,
painted in accordance with Section 09 9123 and 09 9113.

Available Fault Current Documentation: Use identification label to identify the available

fault current and date calculations were performed at locations requiring documentation by

NFPA 70 including but not limited to the following.

a. Service equipment.

b. Industrial control panels.

c. Motor control centers.

d. Elevator control panels.

e. Industrial machinery.

Arc Flash Hazard Warning Labels: Comply with Section 26 0573.

Use warning signs to identify electrical hazards for entrances to all rooms and other

guarded locations that contain exposed live parts operating at 600 V nominal or less with
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the word message "DANGER; Electrical hazard; Authorized personnel only" or approved
equivalent.

B. Identification for Conductors and Cables:

1. Color Coding for Power Conductors 600 V and Less: Comply with Section 26 0519.

2. Use identification nameplate or identification label to identify color code for ungrounded
and grounded power conductors inside door or enclosure at each piece of feeder or
branch-circuit distribution equipment when premises has feeders or branch circuits served
by more than one nominal voltage system.

3. Use wire and cable markers to identify circuit number or other designation indicated for
power, control, and instrumentation conductors and cables at the following locations:

a. Ateach source and load connection.

b. Within boxes when more than one circuit is present.

c.  Within equipment enclosures when conductors and cables enter or leave the
enclosure.

4. Use wire and cable markers to identify connected grounding electrode system
components for grounding electrode conductors.

5. Use underground warning tape to identify direct buried cables.

C. Identification for Raceways:

1.  Use voltage markers to identify highest voltage present for accessible conduits at
maximum intervals of 20 feet.

2. Use voltage markers, color-coded bands, or factory-painted conduits to identify systems
other than normal power system for accessible conduits.

a. Maximum Intervals: 20 feet.
b. Color-Coded Bands: Use field-painting or vinyl color coding electrical tape to mark
bands 3 inches wide.
1) Field-Painting: Comply with Section 09 9123 and 09 9113.
2)  Vinyl Color Coding Electrical Tape: Comply with Section 26 0519.
c. Color Code:
1) Emergency Power System: Red.
2)  Fire Alarm System: Red.

3. Use identification labels, handwritten text using indelible marker, or plastic marker tags to
identify circuits enclosed for accessible conduits at wall penetrations, at floor penetrations,
at roof penetrations, and at equipment terminations when source is not within sight.

4. Use identification labels, handwritten text using indelible marker, or plastic marker tags to
identify spare conduits at each end. Identify purpose and termination location.

5. Use underground warning tape to identify underground raceways.

6. Use voltage markers to identify highest voltage present for wireways at maximum intervals
of 20 feet.

D. Identification for Boxes:

1. Use voltage markers to identify highest voltage present.

2. Use voltage markers or color coded boxes to identify systems other than normal power
system.
a. Color-Coded Boxes: Field-painted in accordance with Section 09 9123 and 09 9113

per the same color code used for raceways.

b. For exposed boxes in public areas, do not color code.

3. Use identification labels or handwritten text using indelible marker to identify circuits
enclosed.
a. For exposed boxes in public areas, use only identification labels.
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4.

Use warning labels to identify electrical hazards for boxes containing exposed live parts or
exposed conductors operating at over 600 V nominal with the word message "DANGER,;
HIGH VOLTAGE; KEEP OUT".

E. Identification for Devices:

1.

2.
3.
4

Identification for Communications Devices: Comply with Section 27 1000.

Wiring Device and Wallplate Finishes: Comply with Section 26 2726.

Factory Pre-Marked Wallplates: Comply with Section 26 2726.

Use identification label to identify fire alarm system devices.

a. For devices concealed above suspended ceilings, provide additional identification on
ceiling tile below device location.

Use identification label or engraved wallplate to identify serving branch circuit for all

receptacles.

a. For receptacles in areas as directed by Architect, provide identification on inside
surface of wallplate.

Use identification label or engraved wallplate to identify load controlled for wall-mounted

control devices controlling loads that are not visible from the control location and for

multiple wall-mounted control devices installed at one location.

Use identification label to identify receptacles protected by upstream GFI protection,

where permitted.

F. Identification for Luminaires:

1.

Use permanent red dot on luminaire frame to identify luminaires connected to emergency
power system.

2.02 IDENTIFICATION NAMEPLATES AND LABELS
A. Identification Nameplates:

1.

Manufacturers:

a. Brimar Industries, Inc: www.brimar.com/#sle.

b. Kolbi Pipe Marker Co: www.kolbipipemarkers.com/#sle.

c. Seton Identification Products: www.seton.com/#sle.

Materials:

a. Indoor Clean, Dry Locations: Use plastic nameplates.

b. Outdoor Locations: Use plastic, stainless steel, or aluminum nameplates suitable for
exterior use.

Plastic Nameplates: Two-layer or three-layer laminated acrylic or electrically non-

conductive phenolic with beveled edges; minimum thickness of 1/16 inch; engraved text.

Stainless Steel Nameplates: Minimum thickness of 1/32 inch; engraved or laser-etched

text.

Aluminum Nameplates: Anodized; minimum thickness of 1/32 inch; engraved or laser-

etched text.

Mounting Holes for Mechanical Fasteners: Two, centered on sides for sizes up to 1 inch

high; Four, located at corners for larger sizes.

B. Identification Labels:

1.

Manufacturers:

a. Brady Corporation: www.bradyid.com/#sle.

b. Brother International Corporation: www.brother-usa.com/#sle.
c. Panduit Corp: www.panduit.com/#sle.

2. Materials: Use self-adhesive laminated plastic labels; UV, chemical, water, heat, and
abrasion resistant.
3. Text: Use factory pre-printed or machine-printed text. Do not use handwritten text unless
otherwise indicated.
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C. Format for Equipment Identification:
1. Minimum Size: 1 inch by 2.5 inches.
2. Legend:
a. System designation where applicable:
1) Emergency Power System: Identify with text "EMERGENCY™".
2) Fire Alarm System: Identify with text "FIRE ALARM".
b. Equipment designation or other approved description.
3. Text: All capitalized unless otherwise indicated.
4.  Minimum Text Height:
a. System Designation: 1 inch.
b. Equipment Designation: 1/2 inch.
5. Color:
a. Normal Power System: White text on black background.
b. Emergency Power System: White text on red background.
c. Fire Alarm System: White text on red background.

D. Format for General Information and Operating Instructions:
1. Minimum Size: 1 inch by 2.5 inches.
2. Legend: Include information or instructions indicated or as required for proper and safe
operation and maintenance.
3. Text: All capitalized unless otherwise indicated.
4. Minimum Text Height: 1/4 inch.
5. Color: Black text on white background unless otherwise indicated.
a. Exceptions:
1) Provide white text on red background for general information or operational
instructions for emergency systems.
2) Provide white text on red background for general information or operational
instructions for fire alarm systems.

E. Format for Caution and Warning Messages:
1. Minimum Size: 2 inches by 4 inches.
2. Legend: Include information or instructions indicated or as required for proper and safe
operation and maintenance.
Text: All capitalized unless otherwise indicated.
Minimum Text Height: 1/2 inch.
Color: Black text on yellow background unless otherwise indicated.

3

4

5

Format for Receptacle Identification:

1 Minimum Size: 3/8 inch by 1.5 inches.
2. Legend: Power source and circuit number or other designation indicated.
3. Text: All capitalized unless otherwise indicated.
4. Minimum Text Height: 3/16 inch.

5. Color: Black text on clear background.
F

1

2

3

4

5

F

1

2

ormat for Control Device Identification:
Minimum Size: 3/8 inch by 1.5 inches.
Legend: Load controlled or other designation indicated.
Text: All capitalized unless otherwise indicated.
Minimum Text Height: 3/16 inch.
Color: Black text on clear background.

ormat for Fire Alarm Device Identification:
Minimum Size: 3/8 inch by 1.5 inches.
Legend: Designation indicated and device zone or address.
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3. Text: All capitalized unless otherwise indicated.
4.  Minimum Text Height: 3/16 inch.
5. Color: Red text on white background.

2.03 WIRE AND CABLE MARKERS

A.

C.
D
E.
F.
G

2.04 VO
A.

F.

Manufacturers:

1. Brady Corporation: www.bradyid.com/#sle.

2. HellermannTyton: www.hellermanntyton.com/#sle.
3. Panduit Corp: www.panduit.com/#sle.

Markers for Conductors and Cables: Use wrap-around self-adhesive vinyl cloth, wrap-around
self-adhesive vinyl self-laminating, heat-shrink sleeve, plastic sleeve, plastic clip-on, or vinyl
split sleeve type markers suitable for the conductor or cable to be identified.

Markers for Conductor and Cable Bundles: Use plastic marker tags secured by nylon cable
ties.

Legend: Power source and circuit number or other designation indicated.

Text: Use factory pre-printed or machine-printed text, all capitalized unless otherwise indicated.
Minimum Text Height: 1/8 inch.

Color: Black text on white background unless otherwise indicated.

LTAGE MARKERS

Manufacturers:

1.  Brady Corporation: www.bradyid.com/#sle.

2.  Brimar Industries, Inc: www.brimar.com/#sle.

3.  Seton Identification Products: www.seton.com/#sle.

Markers for Conduits: Use factory pre-printed self-adhesive vinyl, self-adhesive vinyl cloth, or
vinyl snap-around type markers.

Markers for Boxes and Equipment Enclosures: Use factory pre-printed self-adhesive vinyl or
self-adhesive vinyl cloth type markers.

Minimum Size:

1. Markers for Equipment: 1 1/8 by 4 1/2 inches.

2. Markers for Conduits: As recommended by manufacturer for conduit size to be identified.
3. Markers for Pull Boxes: 1 1/8 by 4 1/2 inches.

4. Markers for Junction Boxes: 1/2 by 2 1/4 inches.

Legend:
1. Markers for Voltage Identification: Highest voltage present.
2.  Markers for System Identification:

a. Emergency Power System: Text "EMERGENCY".

Color: Black text on orange background unless otherwise indicated.

2.05 UNDERGROUND WARNING TAPE

A.

Manufacturers:

1. Brady Corporation: www.bradyid.com/#sle.

2. Brimar Industries, Inc: www.brimar.com/#sle.

3. Seton Identification Products: www.seton.com/#sle.

Materials: Use non-detectable type polyethylene tape suitable for direct burial, unless
otherwise indicated.

Non-detectable Type Tape: 6 inches wide, with minimum thickness of 4 mil.
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D.

E.
F.

Foil-backed Detectable Type Tape: 3 inches wide, with minimum thickness of 5 mil, unless
otherwise required for proper detection.

Legend: Type of service, continuously repeated over full length of tape.
Color:

2.06 FLOOR MARKING TAPE

A.

B.

Manufacturers:

1. Brady Corporation: www.bradyid.com/#sle.

2.  Brimar Industries, Inc: www.brimar.com/#sle.

3. Insite Solutions, LLC: www.stop-painting.com/#sle.
4. Seton ldentification Products: www.seton.com/#sle.

Floor Marking Tape for Equipment Working Clearance Identification: Self-adhesive vinyl or
polyester tape with overlaminate, 3 inches wide, with alternating black and white stripes.

2.07 WARNING SIGNS AND LABELS

A.

Manufacturers:

1. Brimar Industries, Inc: www.brimar.com/#sle.

2. Clarion Safety Systems, LLC: www.clarionsafety.com/#sle.
3. Insite Solutions, LLC: www.stop-painting.com/#sle.

4. Seton ldentification Products: www.seton.com/#sle.

Comply with ANSI Z535.2 or ANSI Z535.4 as applicable.

Warning Signs:
1. Materials:
a. Indoor Dry, Clean Locations: Use factory pre-printed rigid plastic or self-adhesive
vinyl signs.
2. Rigid Signs: Provide four mounting holes at corners for mechanical fasteners.
3.  Minimum Size: 7 by 10 inches unless otherwise indicated.

Warning Labels:

1. Materials: Use factory pre-printed or machine-printed self-adhesive polyester or self-
adhesive vinyl labels; UV, chemical, water, heat, and abrasion resistant; produced using
materials recognized to UL 969.

2. Machine-Printed Labels: Use thermal transfer process printing machines and accessories
recommended by label manufacturer.

3. Minimum Size: 2 by 4 inches unless otherwise indicated.

Floor Signs:

1. Materials: Use factory preprinted, self-adhesive vinyl, polyester, or rubber labels with
protective overlaminate; removable.

2. Minimum Size: 17-inch diameter unless otherwise indicated.

PART 3 EXECUTION
3.01 PREPARATION

A.

Clean surfaces to receive adhesive products according to manufacturer's instructions.

3.02 INSTALLATION

A. Install products in accordance with manufacturer's instructions.
B. Install identification products to be plainly visible for examination, adjustment, servicing, and
maintenance. Unless otherwise indicated, locate products as follows:
1.  Surface-Mounted Equipment: Enclosure front.
2. Flush-Mounted Equipment: Inside of equipment door.
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G.
H.

3. Free-Standing Equipment: Enclosure front; also enclosure rear for equipment with rear
access.

4. Elevated Equipment: Legible from the floor or working platform.

5. Branch Devices: Adjacent to device.

6. Interior Components: Legible from the point of access.

7. Conduits: Legible from the floor.

8. Boxes: Outside face of cover.

9. Conductors and Cables: Legible from the point of access.

10. Devices: Outside face of cover.
Install identification products centered, level, and parallel with lines of item being identified.

Secure nameplates to exterior surfaces of enclosures using stainless steel screws and to
interior surfaces using self-adhesive backing or epoxy cement.

Install self-adhesive labels and markers to achieve maximum adhesion, with no bubbles or
wrinkles and edges properly sealed.

Install underground warning tape above buried lines with one tape per trench at 3 inches below
finished grade.

Secure rigid signs using stainless steel screws.
Mark all handwritten text, where permitted, to be neat and legible.

3.03 FIELD QUALITY CONTROL

A. See Section 01 4000 - Quality Requirements, for additional requirements.
B. Replace self-adhesive labels and markers that exhibit bubbles, wrinkles, curling or other signs
of improper adhesion.
END OF SECTION
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SECTION 26 0573
POWER SYSTEM STUDIES

PART 1 GENERAL
1.01 SECTION INCLUDES

A
B.
C.

D.

Short-circuit study.
Protective device coordination study.

Arc flash and shock risk assessment.
1. Includes arc flash hazard warning labels.

Criteria for the selection and adjustment of equipment and associated protective devices not
specified in this section, as determined by studies to be performed.

1.02 RELATED REQUIREMENTS

A.

w

mmoo

Section 26 0553 - Identification for Electrical Systems: Additional requirements for arc flash
hazard warning labels.

Section 26 2100 - Low-Voltage Electrical Service Entrance.
1. Includes Utility Company contact information.

Section 26 2413 - Switchboards.

Section 26 2416 - Panelboards.

Section 26 2816.13 - Enclosed Circuit Breakers.

Section 26 3533.16 - Low-Voltage Power Factor Correction Equipment.

1.03 REFERENCE STANDARDS

A.
B.

C.

J.

ANSI Z535.4 - American National Standard for Product Safety Signs and Labels; 2023.

IEEE 141 - IEEE Recommended Practice for Electric Power Distribution for Industrial Plants;
1993 (Reaffirmed 1999).

IEEE 242 - IEEE Recommended Practice for Protection and Coordination of Industrial and
Commercial Power Systems; 2001, with Errata (2003).

IEEE 399 - IEEE Recommended Practice for Industrial and Commercial Power Systems
Analysis; 1997.

IEEE 551 - IEEE Recommended Practice for Calculating Short-Circuit Currents in Industrial and
Commercial Power Systems; 2006.

IEEE 1584 - IEEE Guide for Performing Arc-Flash Hazard Calculations; 2018, with Errata
(2019).

NEMA MG 00001 - Motors and Generators; 2024.

NETA ATS - Standard for Acceptance Testing Specifications for Electrical Power Equipment
And Systems; 2025.

NFPA 70 - National Electrical Code; Most Recent Edition Adopted by Authority Having
Jurisdiction, Including All Applicable Amendments and Supplements.

NFPA 70E - Standard for Electrical Safety in the Workplace; 2024.

1.04 ADMINISTRATIVE REQUIREMENTS

A. Coordination:
1. Coordinate the work to provide equipment and associated protective devices complying
with criteria for selection and adjustment, as determined by studies to be performed.
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B.

2. Notify Architect of any conflicts with or deviations from Contract Documents. Obtain
direction before proceeding with work.

Sequencing:

1. Submit study reports prior to or concurrent with product submittals.

2. Do not order equipment until matching study reports and product submittals have both
been evaluated by Architect.

3. Verify naming convention for equipment identification prior to creation of final drawings,
reports, and arc flash hazard warning labels (where applicable).

1.05 SUBMITTALS

A

moow

- T om

See Section 01 3000 - Administrative Requirements, for submittal procedures.
Study preparer's qualifications.

Field testing agency's qualifications.

Study reports, stamped or sealed and signed by study preparer.

Product Data: In addition to submittal requirements specified in other sections, include
manufacturer's standard catalog pages and data sheets for equipment and protective devices
indicating information relevant to studies.
1. Include characteristic time-current trip curves for protective devices.
2. Include impedance data for busway.
3. Include impedance data for engine generators.
4. Clearly indicate whether proposed short circuit current ratings are fully rated or, where
acceptable, series rated systems.
5. Identify modifications made in accordance with studies that:
a. Can be made at no additional cost to Owner.
b. As submitted will involve a change to the contract sum.

Arc Flash Hazard Warning Label Samples: One of each type and legend specified.
Site-specific arc flash hazard warning labels.
Field quality control reports.

Certification that field adjustable protective devices have been set in accordance with
requirements of studies.

Project Record Documents: Revise studies as required to reflect as-built conditions.

1. Include hard copies with operation and maintenance data submittals.

2. Include computer software files used to prepare studies with file name(s) cross-referenced
to specific pieces of equipment and systems.

1.06 POWER SYSTEM STUDIES

A. Scope of Studies:

1. Perform analysis of new electrical distribution system as indicated on drawings.

2. Except where study descriptions below indicate exclusions, analyze system at each bus
from primary protective devices of utility source down to each piece of equipment
involved, including parts of system affecting calculations being performed (e.g. fault
current contribution from motors).

3. Include in analysis alternate sources and operating modes (including known future
configurations) to determine worst case conditions.

a. Known Operating Modes:
1)  Utility as source.
2) Generator as source.
B. General Study Requirements:
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1. Comply with NFPA 70.
2.  Perform studies utilizing computer software complying with specified requirements;
manual calculations are not permitted.

C. Data Collection:

1.  Compile information on project-specific characteristics of actual installed equipment,
protective devices, feeders, etc. as necessary to develop single-line diagram of electrical
distribution system and associated input data for use in system modeling.

a. Utility Source Data: Include primary voltage, maximum and minimum three-phase
and line-to-ground fault currents, impedance, X/R ratio, and primary protective device
information.

1)  Obtain up-to-date information from Utility Company.

2)  Utility Company: See Section 26 2100 for Utility Company contact information.

b. Generators: Include manufacturer/model, kW and voltage ratings, and impedance.

c. Motors: Include manufacturer/model, type (e.g. induction, synchronous), horsepower
rating, voltage rating, full load amps, and locked rotor current or NEMA MG 00001
code letter designation.

d. Transformers: Include primary and secondary voltage ratings, kVA rating, winding
configuration, percent impedance, and X/R ratio.

e. Protective Devices:

1) Circuit Breakers: Include manufacturer/model, type (e.g. thermal magnetic,
electronic trip), frame size, trip rating, voltage rating, interrupting rating, available
field-adjustable trip response settings, and features (e.g. zone selective
interlocking).

2) Fuses: Include manufacturer/model, type/class (e.g. Class J), size/rating, and
speed (e.g. time delay, fast acting).

f.  Protective Relays: Include manufacturer/model, type, settings, current/potential
transformer ratio, and associated protective device.

g. Conductors: Include feeder size, material (e.g. copper, aluminum), insulation type,
voltage rating, number per phase, raceway type, and actual length.

D. Short-Circuit Study:

1.  Comply with IEEE 551 and applicable portions of IEEE 141, IEEE 242, and IEEE 399.

2. For purposes of determining equipment short circuit current ratings, consider conditions
that may result in maximum available fault current, including but not limited to:
a. Maximum utility fault currents.
b. Maximum motor contribution.
c. Known operating modes (e.g. utility as source, generator as source, utility/generator

in parallel, bus tie breaker open/close positions).

3. For each bus location, calculate the maximum available three-phase bolted symmetrical
and asymmetrical fault currents. For grounded systems, also calculate the maximum
available line-to-ground bolted fault currents.

E. Protective Device Coordination Study:
1. Comply with applicable portions of IEEE 242 and IEEE 399.
2. Analyze alternate scenarios considering known operating modes (e.g. utility as source,
generator as source, utility/generator in parallel, bus tie breaker open/close positions).
3.  Analyze protective devices and associated settings for suitable margins between time-
current curves to provide adequate protection for equipment and conductors while
achieving full selective coordination.

F. Arc Flash and Shock Risk Assessment:
1. Comply with NFPA 70E.
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2. Perform incident energy and arc flash boundary calculations in accordance with IEEE
1584 (as referenced in NFPA 70E Annex D), where applicable.

3. For equipment with main devices mounted in separate compartmentalized sections,
perform calculations on both the line and load side of the main device.

4. Analyze alternate scenarios considering conditions that may result in maximum incident
energy, including but not limited to:

a.
b.
c.

Maximum and minimum utility fault currents.

Maximum and minimum motor contribution.

Known operating modes (e.g. utility as source, generator as source, utility/generator
in parallel, bus tie breaker open/close positions).

G. Study Reports:
1.  General Requirements:

a.
b.
c.

d.
e.

f

Identify date of study and study preparer.

Identify study methodology and software product(s) used.

Identify scope of studies, assumptions made, implications of possible alternate
scenarios, and any exclusions from studies.

Identify base used for per unit values.

Include single-line diagram and associated input data used for studies; identify buses
on single-line diagram as referenced in reports, and indicate bus voltage.

Include conclusions and recommendations.

2. Short-Circuit Study:

a.

b.

For each scenario, identify at each bus location:

1) Calculated maximum available symmetrical and asymmetrical fault currents
(both three-phase and line-to-ground where applicable).

2)  Fault point X/R ratio.

3) Associated equipment short circuit current ratings.

Identify locations where the available fault current exceeds the equipment short

circuit current rating, along with recommendations.

3.  Protective Device Coordination Study:

a. For each scenario, include time-current coordination curves plotted on log-log scale
graphs.
b. For each graph include (where applicable):

1) Partial single-line diagram identifying the portion of the system illustrated.

2) Protective Devices: Time-current curves with applicable tolerance bands for
each protective device in series back to the source, plotted up to the maximum
available fault current at the associated bus.

3) Conductors: Damage curves.

4) Transformers: Inrush points and damage curves.

5) Generators: Full load current, overload curves, decrement curves, and short
circuit withstand points.

6) Motors: Full load current, starting curves, and damage curves.

7) Capacitors: Full load current and damage curves.

c. For each protective device, identify fixed and adjustable characteristics with available
ranges and recommended settings.

1) Circuit Breakers: Include long time pickup and delay, short time pickup and
delay, and instantaneous pickup.

2) Include ground fault pickup and delay.

3) Include fuse ratings.

4) Protective Relays: Include current/potential transformer ratios, tap, time dial,
and instantaneous pickup.
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d. Identify cases where either full selective coordination or adequate protection is not
achieved, along with recommendations.
4. Arc Flash and Shock Risk Assessment:
a. For the worst case for each scenario, identify at each bus location:

1)
2)
3)
4)
5)

6)

Calculated incident energy and associated working distance.
Calculated arc flash boundary.

Bolted fault current.

Arcing fault current.

Clearing time.

Arc gap distance.

b. For purposes of producing arc flash hazard warning labels, summarize the maximum
incident energy and associated data reflecting the worst case condition of all
scenarios at each bus location.

1.07 QUALITY ASSURANCE

A. Study Preparer Qualifications: Professional electrical engineer licensed in the State in which
the Project is located and with minimum five years experience in preparation of studies of
similar type and complexity using specified computer software.

1.  Study preparer may be employed by field testing agency.

B. Field Testing Agency Qualifications: Independent testing organization specializing in testing,
analysis, and maintenance of electrical systems with minimum five years experience; NETA
Accredited Company.

C. Computer Software for Study Preparation: Use the latest edition of commercially available
software utilizing specified methodologies.

1.  Products:

a. EasyPower LLC: www.easypower.com/#sle.
b. ETAP/Operation Technology, Inc: www.etap.com/#sle.
c. SKM Systems Analysis, Inc: www.skm.com/#sle.

PART 2 PRODUCTS

2.01 ARC FLASH HAZARD WARNING LABELS

A. Provide warning labels complying with ANSI Z535.4 to identify arc flash hazards for each work
location analyzed by the arc flash and shock risk assessment.
1.  Materials: Comply with Section 26 0553.
2. Minimum Size: 4 by 6 inches.
3. Legend: Provide custom legend in accordance with NFPA 70E based on equipment-
specific data as determined by arc flash and shock risk assessment.
a. Include orange header that reads "WARNING" unless otherwise indicated.
b. Include the text "Arc Flash and Shock Hazard; Appropriate PPE Required" or
approved equivalent.
c. Include the following information:

1)
2)
)
)
)

a b~ W

PART 3 EXECUTION
3.01 INSTALLATION

Arc flash boundary.

Available incident energy and corresponding working distance.
Site-specific PPE (personnel protective equipment) requirements.
Nominal system voltage.

Equipment identification.

A. Install arc flash warning labels in accordance with Section 26 0553.
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3.02 FIELD QUALITY CONTROL
A. See Section 01 4000 - Quality Requirements, for additional requirements.
B. Inspect and test in accordance with NETA ATS, except Section 4.

C. Adjust equipment and protective devices for compliance with studies and recommended
settings.

D. Notify Architect of any conflicts with or deviations from studies. Obtain direction before
proceeding.

E. Submit detailed reports indicating inspection and testing results, and final adjusted settings.
3.03 CLOSEOUT ACTIVITIES

A. Training: Include as part of the base bid training for Owner's personnel on electrical safety
pertaining to arc flash and shock hazards.
1. Use site-specific arc flash and shock risk assessment report as training reference,
supplemented with additional training materials as required.
2. Provide minimum of eight hours of training.
3. Instructor: Representative of entity performing study.

END OF SECTION
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SECTION 26 0583
WIRING CONNECTIONS

PART 1 GENERAL
1.01 SECTION INCLUDES
A. Electrical connections to equipment.
1.02 RELATED REQUIREMENTS
A. Section 26 0519 - Low-Voltage Electrical Power Conductors and Cables.
B. Section 26 0533.13 - Conduit for Electrical Systems.
C. Section 26 0533.16 - Boxes for Electrical Systems.
D. Section 26 2726 - Wiring Devices.
E. Section 26 2816.16 - Enclosed Switches.
1.03 REFERENCE STANDARDS
A. NEMA WD 1 - General Color Requirements for Wiring Devices; 1999 (Reaffirmed 2020).
B. NEMA WD 6 - Wiring Devices - Dimensional Specifications; 2021.

C. NFPA 70 - National Electrical Code; Most Recent Edition Adopted by Authority Having
Jurisdiction, Including All Applicable Amendments and Supplements.

1.04 ADMINISTRATIVE REQUIREMENTS
A. Coordination:
1.  Obtain and review shop drawings, product data, manufacturer's wiring diagrams, and
manufacturer's instructions for equipment furnished under other sections.
2. Determine connection locations and requirements.
B. Sequencing:
1. Install rough-in of electrical connections before installation of equipment is required.
2. Make electrical connections before required start-up of equipment.
1.05 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements, for submittal procedures.

B. Product Data: Provide wiring device manufacturer’s catalog information showing dimensions,
configurations, and construction.

C. Manufacturer's Instructions: Indicate application conditions and limitations of use stipulated by
product testing agency. Include instructions for storage, handling, protection, examination,
preparation, and installation of product.

1.06 QUALITY ASSURANCE
A. Comply with requirements of NFPA 70.
B. Products: Listed, classified, and labeled as suitable for the purpose intended.

C. Product Listing Organization Qualifications: An organization recognized by OSHA as a
Nationally Recognized Testing Laboratory (NRTL) and acceptable to authorities having
jurisdiction.

PART 2 PRODUCTS
2.01 MATERIALS

A. Cords and Caps: NEMA WD 6; match receptacle configuration at outlet provided for
equipment.
1.  Colors: Comply with NEMA WD 1.
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2. Cord Construction: NFPA 70, Type SO, multiconductor flexible cord with identified
equipment grounding conductor, suitable for use in damp locations.

3. Size: Suitable for connected load of equipment, length of cord, and rating of branch circuit
overcurrent protection.

Disconnect Switches: As specified in Section 26 2816.16 and in individual equipment sections.
Wiring Devices: As specified in Section 26 2726.

Flexible Conduit: As specified in Section 26 0533.13.

Wire and Cable: As specified in Section 26 0519.

Boxes: As specified in Section 26 0533.16.

PART 3 EXECUTION
3.01 EXAMINATION

A.

Verify that equipment is ready for electrical connection, wiring, and energization.

3.02 ELECTRICAL CONNECTIONS

A. Make electrical connections in accordance with equipment manufacturer's instructions.

B. Make conduit connections to equipment using flexible conduit. Use liquidtight flexible conduit
with watertight connectors in damp or wet locations.

C. Connect heat producing equipment using wire and cable with insulation suitable for
temperatures encountered.

D. Provide receptacle outlet to accommodate connection with attachment plug.

E. Provide cord and cap where field-supplied attachment plug is required.

F. Install suitable strain-relief clamps and fittings for cord connections at outlet boxes and
equipment connection boxes.

G. Install disconnect switches, controllers, control stations, and control devices to complete
equipment wiring requirements.

H. Install terminal block jumpers to complete equipment wiring requirements.

I. Install interconnecting conduit and wiring between devices and equipment to complete
equipment wiring requirements.

J.  Coolers and Freezers: Cut and seal conduit openings in freezer and cooler walls, floor, and
ceilings.

END OF SECTION
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