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Poudre School District Air Conditioning Study - 2023

During the fall of 2022, the Poudre School District Board requested an external audit and report for the
feasibility of adding Air Conditioning (mechanical cooling) to all buildings where it did not currently
exist. At the time, thirty-six sites were included to be reviewed. A scope for the project was developed
that focused on updating a previous Air Conditioning study done in 2015, that was commissioned as
part of the preparation for the 2016 Bond measure.

The following document combines the individual A/C reports for each of the thirty-six sites. The
individual reports recommend the way to mechanically cool the building, the associated costs, and
comparisons to the 2015 study. The first page of this combined document is a pricing table that shows
the pricing for all schools side by side.
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POUDRE SCHOOL DISTRICT - AC STUDY COST SUMMARY CHART
Electrical
Square Service Estimated Cost Range ($) | Estimated Cost Range ($/SF)
School Name Footage Upgrade Low High Low High
Bauder ES 63,156 Yes S 6,747,900 | S 9,109,665 | $ 106.84 | S 144.24
Beattie ES 45,535 Yes S 4,188,400 | $ 5,654,340 | S 91.98 | $ 124.18
Bennett ES 50,492 No S 2,033,900 | S 2,745,765 | S 40.28 | S 54.38
Bethke ES 62,691 Yes S 3,716,200 | S 5,016,870 | S 59.28 | $ 80.03
Boltz MS 85,120 No S 7,529,500 | S 10,164,825 | S 88.46 | S 119.42
Cache La Poudre, IB World ES 53,193 Yes S 5,207,300 | S 7,029,855 | $ 97.89 | $ 132.16
Cache La Poudre, IB World MS 73,913 Yes S 6,382,400 | S 8,616,240 | S 86.35 | S 116.57
Centennial HS 39,967 No S 4,712,600 | $ 6,362,010 | S 11791 | S 159.18
Dunn ES 45,957 No S 1,804,700 | $ 2,436,345 | S 39.27 | $ 53.01
Eyestone ES (North and South) 64,228 Yes S 6,006,400 | S 8,108,640 | $ 93,52 | $ 126.25
Fullana Learning Center-Headstart 24,109 No S 533,900 | $ 720,765 | $ 2215 | S 29.90
Harris Billingual ES 38,599 No S 3,423,600 | S 4,621,860 | $ 88.70 | $ 119.74
Irish ES 52,291 Yes S 5,418,800 | S 7,315,380 | S 103.63 | S 139.90
Johnson ES 56,396 Yes S 4,779,700 | $ 6,452,595 | $ 84.75 | S 114.42
Kruse ES 51,384 Yes S 5,113,900 | S 6,903,765 | S 99.52 | $ 134.36
Laurel School of Arts & Tech ES 51,384 Yes S 5,110,800 | S 6,899,580 | $ 99.46 | S 134.27
Lesher, IB World School 93,686 Yes S 8,213,700 | S 11,088,495 | S 87.67 | S 118.36
Linton ES 51,384 Yes S 4,646,500 | $ 6,272,775 | $ 90.43 | $ 122.08
Livermore ES 11,441 Yes S 720,700 | $ 972,945 | $ 62.99 | $ 85.04
Lopez ES 57,639 Yes S 4,332,000 | $ 5,848,200 | S 75.16 | $ 101.46
McGraw, 1B World School ES 51,384 Yes S 5,118,200 | S 6,909,570 | S 99.61 | $ 134.47
0'Dea Core Knowledge ES 48,018 Yes S 4,722,100 | $ 6,374,835 | S 98.34 | $ 132.76
Olander School for Project Based Learning ES 51,384 Yes S 4,857,300 | $ 6,557,355 | S 94.53 | $ 127.61
Polaris Expeditionary Learning K-12 51,670 Yes S 5,574,000 | S 7,524,900 | $ 107.88 | $ 145.63
Poudre Community Academy HS 22,434 No S 1,781,220 | $ 2,404,647 | S 79.40 | $ 107.19
Preston MS 127,966 No S 8,050,300 | S 10,867,905 | $ 6291 S 84.93
Putnam ES 59,101 Yes S 5,867,000 | S 7,920,450 | S 99.27 | $ 134.02
Red Feather ES 9,416 Yes S 662,800 | $ 894,780 | $ 7039 | $ 95.03
Rice ES 63,092 Yes S 3,753,362 | S 5,067,039 | S 59.49 | $ 80.31
Riffenburgh, IB World School ES 48,433 Yes S 5,131,000 | S 6,926,850 | S 105.94 | S 143.02
Shepardson STEM ES 50,516 Yes S 4,628,800 | $ 6,248,880 | S 91.63 | $ 123.70
Tavelli ES 62,537 Yes S 4,945,000 | $ 6,675,750 | S 79.07 | $ 106.75
Timnath ES 74,265 Yes S 4,492,800 | $ 6,065,280 | S 60.50 | $ 81.67
Traut Core Knowledge ES 50,871 Yes S 4,710,900 | $ 6,359,715 | $ 92.60 | $ 125.02
Webber MS 122,787 No S 7,397,400 | S 9,986,490 | S 60.25 | $ 81.33
Werner ES 50,300 Yes S 4,321,800 | $ 5,834,430 | S 85.92 | S 115.99
Opinion of Probable Cost
Estimated Low Estimated High Description
Full AC Implementation of all schools|
$ 166,636,882 | $ 224,959,791 in June 2023 dollars
Assuming 3% inflation, 7 year
$ 198,823,600 | § 268,411,860 duration, starting in 2025

Pricing Narrative

The cost estimation for this project was developed using industry best practices. Estimations have been
prepared in June 2023 dollars. These prices are an opinion of probable cost for implementing AC, including
Mechanical, Electrical, Structural, Plumbing, and Architectural costs. Pricing includes replacement of associated
MEP systems that may not directly be related to AC such as boilers, ductwork, and heating water piping, when
identified as necessary by the district. Pricing also includes a full controls overhaul at all schools. Note that
these prices do not include abatement of asbestos ocutside of the scope of boiler replacements.

It is important to consider that prices for equipment, materials, and labor are still fluctuating heavily since the
COVID-19 pandemic. In addition, lead times for equipment continue to be longer than pre-pandemic. These
estimates are intended for use as a tool for PSD to facilitate conversations and for developing capital planning;
they are not intended to be used as a quoted price to build these solutions. Instead, they should be interpreted
as rough orders of magnitude required to accomplish the proposed AC solutions. As the formal design process
has not yet been initiated, assumptions were made concerning the scale of renovations required, as well as
building-specific details, including but not limited to: total pipe lengths, structural reinforcements, architectural
amendments, and electrical system modifications.
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Bauder Elementary School AC Study
KEY CONTACT INFORMATION

McKinstry Contacts

John Runnels

Lead Mechanical Engineer
720.504.5097
johnrun@mckinstry.com

Lauren Bridgers

Project Director
720.583.5895
laurenb@mckinstry.com

Matt Wakulchik

Senior Program Manager
720.721.3960
matthewwa@mckinstry.com

Tracey Cousins

Account Manager
720.667.9091
traceyc@mckinstry.com

Client Contacts

Brett Larsen

Director of Special Projects and Initiatives
970.490.3215

blarsen@psdschools.org
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PURPOSE SUMMARY

The primary function of this Air Conditioning (AC) study is to “refresh” the original 2015 study performed by
Horsetooth Engineering for Poudre School District (PSD). In addition to a summary, examination, and validation
of the items in the original study, this report includes an analysis of the existing building conditions, an updated
historical synopsis of the building’s construction projects if applicable, and a high-level exploration of possible
solutions to provide Air Conditioning to each building. McKinstry’s team has performed a site investigation, has
interviewed the facility operators and other relevant parties, and has reviewed available existing documentation
in order to provide this analysis.

The goal of this study is to aid PSD in planning the implementation of AC in the various schools which do not
currently have cooling. The report is intended to create a basis for which to build future projects and to guide
decision making as to how to accomplish this goal. The solutions explored ranged from budget-aware to “best
case scenario” options, but ultimately it was agreed that for the purposes of this study, a single, fully functional
AC system option would be presented per school. The preferred system type can be developed further once PSD
decides on the direction to move forward after considering District budget, building/system urgency, and overall
feasibility. Equipment sizes, cooling tonnages, structural capacities, and other similar values have been
estimated using industry best practices and will be confirmed/adjusted via load calculations during the design
phase.

This report is intended to be read in tandem with the other McKinstry offerings for this building (RCx, FCA) to
provide an integrated and holistic understanding of the building portfolio. While the other reports will focus on
the existing systems and conditions in more detail, this report will focus on future implementation of AC in the
building and their impacts to electrical, structural, and architectural systems.
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BUILDING SUMMARY

General:

Bauder Elementary School is a single-story 63,156 square foot school located at 2345 West Prospect Road, in
Fort Collins, Colorado. Originally built in 1967, the building has seen multiple expansions and renovations in the
last 50 years; these renovations are summarized in more detail in the history section below. A deeper dive on
the conditions of the existing equipment, and estimated costs of replacement, can be found in McKinstry’s FCA
workbook and report.

Existing Mechanical Systems:

Cooling: The majority of the building has a “tempered air” system served by Dedicated Qutdoor Air System
(DOAS) Rooftop Units (RTUs) with energy recovery ventilators ducted to Variable Air Volume (VAV) boxes with
hydronic reheat. 4 of the existing 10 RTUs have DX cooling, including the units serving the IT room and computer
room.

Heating: Heating is served by a central hot water plant with gas-fired boilers, piped throughout the building to
all heating equipment, including VAV boxes and RTUs.

Ventilation: Ventilation for the building is provided by the 10 RTUs, including the DOAS RTUs serving the
classrooms and other interior spaces, many with VAV boxes, and RTUs serving the computer room, IT room and
computer lab.

Existing Electrical Systems:
The building has an existing 2000 amp, 208Y/120V 3-phase, 4-wire service.

Existing Structural Systems:

The initial building was constructed in 1967 with additions in 1970, 1988 and 1992 and a renovation completed
in 2013. The building consists of concrete-masonry unit bearing and shear walls that are supported by mild
reinforced concrete spread footing and strip footings. The main floor is supported by a nominal concrete slab-
on-grade. The roof framing consists of open web steel trusses supporting corrugated metal deck. The roof
framing was originally designed for nominal 30 psf live load per 1970 structural drawings.

BUILDING HISTORY

Building Updates since 2015 Study
There have been no major additions or renovations since the 2015 study was conducted.

Historical Summary (Excerpt From the 2015 Study)

A description of the existing infrastructure and past remodels from the study performed in 2015 by Horsetooth
Engineering is excerpted below:

e 2012 HVAC updates installed a “tempered air” system utilizing indirect evaporative cooling Dedicated
Outside Air Systems (DOAS)

o This strategy is to deliver outside air into the classrooms that is approximately 15 degrees cooler
than the outside air temperature during the warmer parts of the year. For instance — at 88
degrees outside, the air delivered to the classroom is 73 degrees.

o VAV boxes regulate air flow quantity into each zone/classroom. Maximum air quantity for each
classroom is between 1,200 and 2,000 cfm.

o Airis supplied via ceiling diffusers.
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AIR CONDITIONING STRATEGIES
Pricing Chart

POUDRE SCHOOL DISTRICT - AC STUDY COST SUMMARY CHART

Electrical Estimated Cost Range
Square Service | Estimated Cost Range ($) ($/F)
‘School Name Footage | Upgrade low | High | low High
‘Bauder ES 63,156 Yes S 6,747,900 | 9,109,665 | 5 106.84 | S 144.24

Pricing Narrative

The cost estimation for this project was developed using industry best practices. Estimations have been
prepared in June 2023 dollars. These prices are an opinion of probable cost for implementing AC, including
Mechanical, Electrical, Structural, Plumbing, and Architectural costs. Pricing includes replacement of associated
MEP systems that may not directly be related to AC such as boilers, ductwork, and heating water piping, when
identified as necessary by the district. Pricing also includes a full controls overhaul at all schools. Note that
these prices do not include abatement of asbestos outside of the scope of boiler replacements.

It is important to consider that prices for equipment, materials, and labor are still fluctuating heavily since the
COVID-19 pandemic. In addition, lead times for equipment continue to be longer than pre-pandemic. These
estimates are intended for use as a tool for PSD to facilitate conversations and for developing capital planning;
they are not intended to be used as a quoted price to build these solutions. Instead, they should be interpreted
as rough orders of magnitude required to accomplish the proposed AC solutions. As the formal design process
has not yet been initiated, assumptions were made concerning the scale of renovations required, as well as
building-specific details, including but not limited to: total pipe lengths, structural reinforcements, architectural
amendments, and electrical system modifications.

AC Recommendation

In the process of determining the system to propose, some of the explored options included: 2-pipe
Changeover, 4-pipe HW/CW, VAV Reheat, DX Unit Ventilators, HW/DX RTUs, Variable Refrigerant Flow (VRF),
and Chilled Beams.

e Heat Pump system
Heat pump systems are one of the most efficient systems available. These systems operate on a single
condenser water loop, with each individual heat pump either rejecting or absorbing heat from the
condenser water. These systems are particularly efficient during the shoulder seasons (Spring and Fall)
when some spaces require cooling and others require heating, as the system allows that heat to be
moved from one space to another. It is likely this system could utilize much of the existing piping,
however it requires all the HVAC equipment to be replaced simultaneously to heat pump equipment to
implement. This system also would also move towards the District goals of electrification, as it can be
more easily converted to an electric-only solution via eventual implementation of ground-sourced heat
pump or electric boilers.
O Pros:

= Highly efficient

=  Resilient, comfortable

= Allows for central heat pump to provide heat most of the year, lowering carbon

emissions and providing fuel flexibility to react to changing utility costs
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= Likely can re-use some of the existing heating water piping for condenser water

= Condenser water lines do not require insulation

= System can very effectively provide heating and cooling simultaneously

= This system can also be used with a ground-sourced heat pump loop instead of an air-
sourced heat pump for additional efficiency if there is opportunity or funding. The
system can also be converted to ground-source at the end of life of the air-sourced heat
pump.

= High capital cost for new mechanical system retrofit

= Heat pump equipment has compressors, which can sometimes require additional
maintenance

= Heat pump units may be louder than other HW/CW hydronic systems

= Requires an upgrade to the building electrical service, details provided below-

= Will most likely trigger structural upgrades, details provided below.

o Implementation:

= |nstall a new 150-ton air-to-water heat pump system and connect to existing heating
water piping. Provide new circulation pumps. Provide screening/sound barrier.

=  Provide new condenser water piping system loop. Utilize/reconfigure existing HW piping
as possible for new condenser water system.

= Replace existing boiler plant with new high-efficiency boilers. Reconfigure piping as
necessary for new CDW loop.

= Replace all existing equipment with water-sourced heat pump equipment

e All RTUs in the building would require replacement with new heat pump
equipment, except those that serve admin and IT spaces, or spaces that are
expected to operate year-round while students are not in school.
e All CUHs will require replacement with electrical unit heaters.

= For areas intended to be used year-round, such as the admin areas, provide a new ASHP
RTU dedicated to those spaces (such as Admin and IT spaces).

= |nstall a new Kitchen MAU with evaporative cooling.

e Electrical Implications of AC Addition:

O Based on utility Peak Demand data and NEC required safety factors, the existing peak demand
on the 2000A service is 622 Amps. There is capacity to add cooling loads to the existing service
but adding 150 tons of cooling would require a service upgrade to 2500 Amps or 3000 Amps.

o When a heating only RTU is replaced with a DX unit, the existing electrical feeders & circuit
breakers will need to be upsized to support the additional electrical load.

o Costs for this upgrade is included.

e Structural Implications:
o Rooftop equipment: The existing bar joist, H and LH truss support framing will likely trigger
reinforcing.
= Truss reinforcing to consist of welded compression strut angle members coordinated
with mech unit curb location and truss panel points. Truss chord and web reinforcing
will also be required.
= Deck reinforcing will be required if new openings are larger than 16” x 16” square.

o The new ground mounted equipment will be supported by a down-turned thickened lip

concrete footing.
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Thickened lip = 12”tall x 10” deep perimeter footing with minimum size equal to the
footprint of the equipment + 6” all-around.

= Reinforcing = (2) #4’s top and bottom.

= 6" slab-on-gradetos
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