Bismarck Public Schools
2026 Concrete Project — Horizon Middle School
Bismarck, North Dakota

ADVERTISEMENT FOR BIDS

Notice is hereby given that sealed bids for a concrete project at Horizon Middle School, Bismarck Public
Schools, Bismarck, North Dakota, shall be received in the office of the Bismarck Public Schools Facilities and
Transportation Office, 705 South 9th Street, Bismarck, ND, until Monday, August 10", 2026 at 11:00 AM
local time, at which time they will be publicly opened and read aloud. All bids received after the scheduled
time will be returned to the bidder unopened.

A copy of the bid document including specifications and drawings is available at www.bismarckschools.org
or can be picked up at 705 South 9th Street, Bismarck, ND or by calling 701-323-4503.

Each bid shall be enclosed in a sealed opaque envelope upon which there is disclosed the necessary
information as required by the Bid Documents. All bids must be accompanied by a separate envelope
containing the contractor’s license secured to the outside of the bid envelope. Please mark “Concrete Bid”
on the envelope.

The Owner reserves the right to hold all legitimate bids for a period of Thirty (30) days after the date fixed
for the opening thereof. The Owner further reserves the right to reject any and all bids or portions thereof
and to waive irregularities, and the Owner shall incur no legal liability for the payment of any monies until
the contract is awarded and approved by the proper authorities.

Project completion by October 1%, 2026.

Dated this 27" day of July 2026.

/s/ Darin Scherr

Darin Scherr, Business & Operations Manager
Bismarck Public Schools

128 Soo Line Drive

Bismarck, North Dakota 58501


http://www.bismarckschools.org/

Bismarck Public Schools
2026 Concrete Project — Horizon Middle School
Bismarck, North Dakota

DESCRIPTION OF WORK

BID DOCUMENTS:

uis WS e

SCOPE:

4.

Advertisement of Bids
Description of Work

Project Summary

Bid Tabulation Sheet

Project Details and Drawings

This project shall consist of concrete work at Horizon Middle School as described in the attached
project summary.
Areas listed is an estimate and the contractor is responsible for actual area.
Sealed bids by Monday, August 10t", 2026 at 11:00 AM local time at:
Facilities and Transportation office, 705 South 9'" Street, Bismarck, ND 58504.
Project completion date of October 1%, 2026.

COORDINATION:

1.

The bidder shall coordinate all aspects of the project with the Grounds Supervisor.
Contact: Nicole Schwehr, Grounds Supervisor, 701-323-4509.

END OF DESCRIPTION OF WORK

Description of Work



Bismarck Public Schools
2026 Concrete Project — Horizon Middle School
Bismarck, North Dakota

PROJECT SUMMARY

Horizon Middle School

** See attached drawing for Project details.

Project Summary
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WARRANTY / DISCLAIMER

SAFETY NOTICE TO CONTRACTOR

NOTICE TO CONTRACTOR

The designs represented in these plans are in accordance
with established practices of civil engineering. However,
neither Swenson, Hagen & Co. nor its personnel can or do
warranty these plans as constructed except in the specific
cases where Swenson, Hagen & Co personnel inspect and
control the physical construction on a full time basis

In accordance with generally accepted construction practices
the contractor will be solely and completely responsible for
conditions of the job site, including safety of all persons
and property during performance of the work. This require—
ment will apply continuously and not be /imited to normal
business hours.

The location of existing underground utilities are shown in an approximate
way only and have not been independently verified by the owner or its
representatives. The Contractor shall determine the exact /ocation of all
existing utilities before commencing work, and agrees to be fully responsible
for any and all damages which might be occasioned by the Contractor’s
failure to exactly locate and preserve any and all underground utilities.

CALL BEFORE YOU DIG

NORTH DAKOTA
UTILITIES UNDERGROUND LOCATION SERVICE
1-800-795-0555

-—_S

CIVIL SHEET INDEX

C1.0 REMOVALS PLAN
C2.0 SITE PLAN

OWNER

BISMARCK PUBLIC SCHOOL DISTRICT
806 N WASHINGTON STREET
BISMARCK, ND 58501

GENERAL CONSTRUCTION NOTES

G1. ALL CONSTRUCTION SHALL CONFORM TO APPLICABLE CITY, STATE
AND FEDERAL CODES.

G2. ALL SITE CONSTRUCTION SHALL CONFORM TO THE MOST RECENT
EDITION OF THE CITY OF BISMARCK CONSTRUCTION
SPECIFICATIONS FOR MUNICIPAL PUBLIC WORKS IMPROVEMENTS AS
MODIFIED BY THE ATTACHED PLANS.

G3. CONTRACTOR WILL BE REQUIRED TO OBTAIN ALL NECESSARY
PERMITS.

G4. CONTRACTOR SHALL PROVIDE AND MAINTAIN ALL NECESSARY
SAFEGUARDS SUCH AS WARNING SIGNS, BARRICADES & NIGHT
LIGHTS AT HIS OWN EXPENSE.

G5. PROTECT THE IMPROVEMENTS ON SITE AND ON THE ADJOINING
PROPERTIES. PROVIDE BARRICADES, COVERINGS OR OTHER TYPE
OF PROTECTION AS NECESSARY TO PREVENT DAMAGE AND TO
SAFEGUARD AGAINST INJURY TO EXISTING UTILITIES.

G6. ALL TESTING SHALL BE COORDINATED BY THE CONTRACTOR.
OWNER SHALL PAY FOR ALL TESTING. ALL FAILED TESTS SHALL
BE PAID FOR BY CONTRACTOR.

G7. FREQUENCY OF TESTS — 4 ON SUBGRADE, 4 ON CLASS 5
GRAVEL, PROOFROLL ON SUBGRADE AND CLASS 5, AND ONE SET
OF TESTS PER DAY OF CONCRETE POUR.

G8. AIR CONTENT SHALL BE 5% TO 7% STRENGTH AT 28 DAYS
SHALL BE 4500 PSI.

G9. CONTRACTOR IS RESPONSIBLE FOR ALL COSTS ASSOCIATED WITH
OBTAINING A 3D SURFACE MODEL (.XML), .DXF, AND CONTROL
POINTS (.CSV) FOR GRADING PURPOSES. A PROPOSAL FOR THESE
COSTS CAN BE PROVIDED AS REQUESTED.

REMOVAL NOTES

@ SAWCUT AND REMOVE ASPHALT AND PROTECT EDGE.

@ REMOVE EXCESS SUBGRADE MATERIAL OFF SITE.

APPROXIMATE QUANTITIES BASE BID

ASPHALT REMOVAL - 8,240 SF
GRADING — LUMP SUM

5 INCH MACRO FIBER REINFORCED CONCRETE ON 6 INCHES OF CLASS
5 GRAVEL BASE 7,875 SF
6 INCH BY 18 INCH UNREINFORCED CONCRETE TRANSITION — 392 SF

APPROXIMATE QUANTITIES ALTERNATE BID

ASPHALT REMOVAL - 7,530 SF
GRADING — LUMP SUM

5 INCH MACRO FIBER REINFORCED CONCRETE ON 6 INCHES OF CLASS
5 GRAVEL BASE — 7,225 SF
6 INCH BY 18 INCH UNREINFORCED CONCRETE TRANSITION — 338 SF

Copyright © 2026 by Swenson, Hagen & Co.
All rights reserved. No part of this drawing may be used
or reproduced in any form or by any means without
express written permission of Swenson, Hagen & Co.
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HORIZON MIDDLE SCHOOL
2026 PARKING LOT IMPROVEMENTS

REMOVALS PLAN

3002 Airway Avenue

I
C

Phone (701) 223 - 2600
Fax (701) 223 - 2606

Bismarck, North Dakota 58504
sheng@swensonhagen.com

Surveying
Hydrology
Land Planning
Civil Engineering

Landscape & Site Design
Construction Management

SWENSON, HAGEN & COMPANY P.C.
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ISOLATION JOINTS ARE REQUIRED ALONG THE BUILDING, STOOPS AND ALL FIXED
ITEMS. LEAVE JOINT %" LOW AND SEAL. ISOLATION JOINTS SHALL BE SEALED USING
A ONE PART POLYURETHANE TYPE SEALANT SUCH AS, "SONOLASTIC N.P. 1" AS
MADE BY SONNELLORN BUILDING PRODUCTS DIVISION OR "SIKAFLEX—1A" AS MADE
BY SIKA CHEMICAL CORP, OR "DYNATROL 1" AS MADE BY PERCORA CORP. OR A
ONE PART SILICONE HIGHWAY AND PAVEMENT SEALANT SUCH AS SPECTREM
800,/900SL. AS MADE BY TREMCO OR PECORA 301 NS AS MADE BY PECORA CORP.
OR APPROVED EQUAL.
CONSTRUCTION JOINTS SHALL BE PLACED TO COINCIDE WITH CONTRACTION JOINT
SPACING. -
JOINT SPACING SHALL TYPICALLY BE SPACED 1—1/2 TIMES THE CONCRETE TYPICAL JOINT SEAL
THICKNESS(MEASURED IN INCHES) IN FEET. (5—INCH CONCRETE EQUALS 8 FOOT e
JOINT SPACING) IN NO CASE SHALL THE JOINT SPACING EXCEED TWO TIMES THE e
THICKNESS(MEASURED IN INCHES) IN FEET.
SEAL JOINT
CONCRETE PAVING ~ —=||=—1/8" TO 1/4" MAX. PROVIDE A SQUARE 1" DEEP x 1/2" WIDE SAW
z < o - EDGE FOR INITIAL HAND /CUT FOR SEALANT
‘ « lb/4 N « TOOLING OF JOINT \ .q ]
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\INITIAL SAW cuT : A ? ot Ay 12" SUBGRADE PREP.
24" #4 DEFORMED TIE BAR PROOF ROLLED
CONTRACTION JOINT — SAWED AT 07 ON CENTER
CONSTRUCTION JOINT — TIED "
FOR CONCRETE PAVEMENT 5" CONCRETE WITH MACROFIBERS
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WITH CAP
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AT 127 ON CENTER DOWELS IF MACHINE POURED /SOLA T/ON JO/N T

EXPANSION JOINT

WITH DOWELS
NO REINFORCING EXCEPT
SAW CUT ASPHALT THE DOWEL BARS
\ 18" #4 DEFORMED TIE MACRO FIBER REINFORCED CONCRETE
SLOPE VARIES BAR 18" 0/C /
< A 4
< ”
. 18" EDGE DETAIL
- 1. CUT ASPHALT 12" BEYOND PROPOSED CONCRETE SLAB TO ALLOW
FORMS AND DOWEL BARS TO BE SET TO GRADE.
2. SAW CUT ASPHALT AT 18" BEYOND PROPOSED CONCRETE SLAB
AFTER SLAB IS POURED. INSTALL 18" OF UNREINFORCED
CONCRETE TO SLOPE FROM NEW SLAB TO ASPHALT—-SLOPE VARIES.
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PAVEMENT

ON SITE EXTERIOR CONCRETE MATERIALS AND CONSTRUCTION MATERIALS SHALL
CONFORM TO CITY OF BISMARCK SPECIFICATIONS EXCEPT AS MODIFIED HEREIN. AIR
CONTENT SHALL BE 5% TO 7% STRENGTH AT 28 DAYS SHALL BE 4500 PSI.

5” CONCRETE WITH MACRO SYNTHETIC FIBERS AND 6” CLASS V BASE, SEE DETAIL THIS
SHEET.

18” UN—REINFORCED CONCRETE TRANSITION STRIP, SEE DETAIL THIS SHEET.

MACROSYNTHETIC FIBERS SHALL CONFORM TO ASTMC 1116/C 1116M, TYPE Ill AND
DOSAGE SHALL BE 4 LB/CY.

SUBGRADE PREPARATION UNDER AREAS TO BE PAVED SHALL BE 12” THICK AND SHALL
COMPLY WITH THE CITY OF BISMARCK CONSTRUCTION SPECIFICATIONS EXCEPT DENSITY
SHALL BE 95Z% OF ASTM D 698. SUBGRADE PREPARATION SHALL BE PROOF ROLLED
PRIOR TO PLACING GRAVEL, AND GRAVEL SHALL BE PROOF ROLLED PRIOR TO PLACING
ANY PAVEMENT. ALL PROOF ROLL SHALL BE OBSERVED AND DOCUMENTED BY ONSITE
GEOTECHNICAL ENGINEER. ANY AREAS NOT MEETING PROOF ROLL REQUIREMENTS SHALL
BE REMOVED AND REPLACED.

ALL AGGREGATE BASE SHALL BE CLASS V AGGREGATE PER CITY OF BISMARCK
SPECIFICATIONS.

PAVEMENT STRIPING (BY OWNER)

ALL NON—ADA STRIPING SHALL BE 4" WIDE NON REFLECTORIZED PAINT MEETING THE
REQUIREMENTS OF AASHTO M28 APPLIED AT A RATE OF 110 SQUARE FEET PER
GALLON. COLOR SHALL BE YELLOW. TYPICAL FOR ALL STRIPING UNLESS OTHERWISE
NOTED.

ADA STRIPING FOR LANES AND SYMBOLS SHALL BE BLUE PAINT MEETING THE
REQUIREMENT OF AASHTO M28 APPLIED AT A RATE OF 110 SQUARE FEET PER GALLON.
PAINT FACE AND TOP OF CURB (6" WIDE) IN FRONT OF ALL HANDICAP STALLS.
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Bismarck Public Schools
2026 Concrete Project — Horizon Middle School
Bismarck, North Dakota

BID FORM

Bismarck Public Schools - Bismarck, North Dakota

Date and Location:  11:00 am local time, Monday, August 10™, 2026
Facilities and Transportation
705 South 9™ Street
Bismarck, ND 58504

The undersigned being familiar with the location and conditions affecting the cost of the work and with the
Request for Bids, Bid Form, Contract Documents including Drawing and Specifications for projects prepared by
Bismarck Public Schools; hereby proposes to furnish all labor and materials required:

Horizon Middle School Concrete Project

Base Bid: Dollars S

Alternate Bid: Dollars S

Contractor:

Signature:

Title:
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